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their use. 


Entries for libraries that are specific to board support packages (BSPs) are provided in 
online format only. However, this section contains entries for the serial, Ethernet, and 
SCSI drivers available with VxWorks BSPs, plus a generic entry for the BSP-specific 
library sysLib. 


2 Subroutines 


This section provides reference pages for each of the subroutines found in VxWorks 
libraries documented in section 1. 


Keyword Index 
This section is a “permuted index” of keywords found in the NAME line of each reference 


page. The keyword for each index item is left-aligned in column 2. The remaining words 
in column 1 and 2 show the context for the keyword. 
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aic7880Lib 


aic7880Lib — Adaptec 7880 SCSI Host Adapter Library File 


aic7880CtrlCreate( ) — create a control structure for the AIC 7880 
aic7880ScbCompleted( ) — successfully completed execution of a client thread 
aic7880EnableFast20() — enable double speed SCSI data transfers 
aic7880dFifoThresholdSet( ) — set the data FIFO threshold. 
aic7880GetNumOfBuses( ) — perform a PCI bus scan 

aic7880ReadConfig( ) — read from PCI config space 

aic7880WriteConfig( ) — read to PCI config space 


This is the I/O driver for the Adaptec AIC 7880 PCI Bus Master Single Chip SCSI Host 
Adapter. It is designed to work with scsi2Lib. This driver runs in conjunction with the 
HIM (Hardware Interface Module) supplied by Adaptec. The AIC 7880 SCSI Host 
Adapter driver supports the following features: 


— Fast, Double Speed 20 MHz data transfers. 
— 16 bit Wide Synchronous Data transfers. 

— Tagged Command Queueing. 

— Data FIFO threshold selection. 

— Disconnect / Reconnect support. 

— Multiple Initiator support. 

— Multiple Controller support. 


In general, the SCSI system and this driver will automatically choose the best combination 
of these features to suit the target devices used. However, the default choices may be 
over-ridden by using the function scsiTargetOptionsSet( ) (see scsiLib). 


OPERATIONS OVERVIEW 


The host processor initiates a SCSI I/O operation by programming a data structure called 
SCB (SCSI Command Block). The SCB contains all the relevant information needed by the 
Host Adapter to carry out the requested SCSI operation. SCSI SCB’s are passed to the HIM 
by this module which are then sent to the AIC-7880 for execution. The AIC-7880 
Sequencer or PhaseEngine comprises the on-chip intelligence that allows the AIC-7880 to 
execute SCB commands. The Sequencer is programmable and uses its own microcode 
program which is downloaded to AIC-7880 by the host at initialization. 


The following is an example of how an SCB is delivered to the AIC-7880 


— Memory is allocated for the SCB structure and it is programmed with the necessary 
information required to execute a SCSI transaction. 


— The SCB is then sent to HIM. 
— The HIM pauses the Sequencer. 
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— The Sequencer has internal registers that point to the area in system memory where 
the SCB resides. 


— The HIM unpauses the Sequencer. 
— The AIC-7880 Sequencer uses DMA to transfer the SCB into its internal memory. 
— The AIC-7880 executes the SCB. 


— Upon completion of the SCB command, the AIC-7880 Sequencer posts the pointer of 
the completed SCB into system memory. 


— The AIC-7880 generates an interupt. 
— The status of the completed SCB is then read by the host. 


SCB PROCESSING The AIC-7880 Sequencer uses DMA to transfer the SCB into its internal memory. The 
Sequencer processes SCB’s in the order they are received with new SCB’s being started 
when older SCB operations are idle due to wait for selection or a SCSI bus disconnect. 
When operations for an Idle SCB reactivate, the sequencer scans the SCB array for the SCB 
corresponding to the Target/LUN reactivating. The Sequencer then restarts the SCB 
found until the next disconnect or SCB completion. 


MAXIMUM NUMBER OF TAGGED SCB’s 
The number of tagged SCB’s per SCSI target that is handled by the Sequencer, range from 
1-32. The HIM supports only the External SCB Access mode. The default number of tags 
handled by the Sequencer in this mode is 32. Changing the field "Cf_MaxTagScbs" in the 
cfp_struct changes the maximum number of tagged SCB’s. 


MAXIMUM NUMBER OF SCB’s 
The number of SCB’s that can be queued to the Sequencer, range from 1-254. This value 
can be changed before calling the HIM routine "PH_GetConfig ()". Changing the field 
"Cf_NumberScbs" in "cfp_struct" changes the maximum number of SCB’s to be used. The 
default max number of SCB’s is 254. 


SYNCHRONOUS TRANSFER SUPPORT 
If double speed SCSI mode is enabled, this driver supports transfer periods of 50, 64 and 
76 ns. In standard fast SCSI mode transfer periods of 100, 125, 150, 175, 200, 225, 250 and 
275 are supported. Synchronous transfer parameters for a target can be set using the SCSI 
library function "scsiTargetOptionsSet". 


DOUBLE SPEED SCSI MODE 
To enable/disable double speed SCSI mode the routine "aic7880EnableFast20" needs to be 
invoked with the following two parameters: 


(1) A pointer to the appropriate SCSI Controller structure 
(2) A BOOLEAN value which enables or disable double speed SCSI mode. 
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With double speed SCSI mode enabled the host adapter may be capable of transferring 
data at theoritcal transfer rates of 20 MB/s for an 8-bit device and 40 MB/s for a 16-bit 
device. Double Speed SCSI is disabled by default. 


DATA FIFO THRESHOLD 
To set the data FIFO threshold the routine "aic7880dFifoThresholdSet" needs to be 
invoked with the following two parameters: 


(1) A pointer to the appropriate SCSI Controller structure 
(2) The data FIFO threhold value. 


For more information about the data FIFO threshold value refer the 
aic7880dFifoThresholdSet() routine 


In order to initialize the driver from the BSP the following needs to be done in the BSP 
specific routine sysScsiInit() in file sysScsi.c. 


— Find the SCSI Host Adapter. 

— Create the SCSI Controller Structure. 

— Connect the interrupt to Interupt Service Routine (ISR). 
— Enable the SCSI interupt 


The following example shows the SCSI initialization sequence that need to be done in the 
BSP. 


STATUS sysScsiInit () 
{ 


int busNo; /* PCI bus number */ 
int devNo; /* PCI device number */ 
UWORD found = FALSE; /* host adapter found */ 
int numHa = 0; /* number of host adapters */ 


for (busNo=0; busNo < MAX_NO_OF_PCI_BUSES && !found; busNo++) 
for (devNo = 0; devNo < MAX_NO_OF_PCI_DEVICES; devNot++) 
{ 
if ((found = sysScsiHostAdapterFind (busNo, devNo)) == HA_FOUND) 
{ 
numHat++; 
/* Create the SCSI controller */ 
if ((pSysScsiCtrl = (SCSI_CTRL *) aic7880CtrlCreate 
(busNo, devNo, SCSI_DEF_CTRL_BUS_ID)) == NULL) 
{ 
logMsg ("Could not create SCSI controller\n", 
0, 0, 0, 0, 0, 0); 
return (ERROR) ; 
} 
/* connect the SCSI controller’s interrupt service routine */ 
if ((intConnect (INUM_TO_IVEC (SCSI_INT_VEC), aic7880Intr, 
(int) pSysScsiCtrl)) == ERROR) 


SEE ALSO 
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return (ERROR) ; 
/* enable SCSI interupts */ 
sysIntEnablePIC (SCSI_INT_LVL) ; 
} 
return (OK); 
} 


scsiLib, scsi2Lib, cacheLib, AIC-7880 Design In Handbook, AIC-7880 Data Book, Adaptec 
Hardware Interface Module (HIM) Specification, VxWorks Programmer's Guide: I/O System 


aioPxLib 


aioPxLib — asynchronous I/O (AIO) library (POSIX) 


aioPxLibInit( ) — initialize the asynchronous I/O (AIO) library 

aio_read() — initiate an asynchronous read (POSIX) 

aio_write() — initiate an asynchronous write (POSIX) 

lio_listio() — initiate a list of asynchronous I/O requests (POSIX) 
aio_suspend() — wait for asynchronous I/O request(s) (POSIX) 

aio_fsync() — asynchronous file synchronization (POSIX) 

aio_error( ) — retrieve error status of asynchronous I/O operation (POSIX) 
aio_return() — retrieve return status of asynchronous I/O operation (POSIX) 


This library implements asynchronous I/O (AIO) according to the definition given by the 
POSIX standard 1003.1b (formerly 1003.4, Draft 14). AIO provides the ability to overlap 
application processing and I/O operations initiated by the application. With AIO, a task 
can perform I/O simultaneously to a single file multiple times or to multiple files. 


After an AIO operation has been initiated, the AIO proceeds in logical parallel with the 
processing done by the application. The effect of issuing an asynchronous I/O request is 
as if a separate thread of execution were performing the requested I/O. 


The AIO library is initialized by calling aioPxLibInit(), which should be called once 
(typically at system start-up) after the I/O system has already been initialized. 


The file to be accessed asynchronously is opened via the standard open call. Open returns 
a file descriptor which is used in subsequent AIO calls. 
The caller initiates asynchronous I/O via one of the following routines: 


aio_read() 
initiates an asynchronous read 
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aio_write() 
initiates an asynchronous write 


lio_listio() 
initiates a list of asynchronous I/O requests 


Each of these routines has a return value and error value associated with it; however, 
these values indicate only whether the AIO request was successfully submitted (queued), 
not the ultimate success or failure of the AIO operation itself. 


There are separate return and error values associated with the success or failure of the 
AIO operation itself. The error status can be retrieved using aio_error( ); however, until 
the AIO operation completes, the error status will be EINPROGRESS. After the AIO 
operation completes, the return status can be retrieved with aio_return(). 


The aio_cancel() call cancels a previously submitted AIO request. The aio_suspend() call 
waits for an AIO operation to complete. 


Finally, the aioShow() call (not a standard POSIX function) displays outstanding AIO 
requests. 


AlO CONTROL BLOCK 
Each of the calls described above takes an AIO control block (aiocb) as an argument. The 
calling routine must allocate space for the aiocb, and this space must remain available for 
the duration of the AIO operation. (Thus the aiocb must not be created on the task’s stack 
unless the calling routine will not return until after the AIO operation is complete and 
aio_return() has been called.) Each aiocb describes a single AIO operation. Therefore, 
simultaneous asynchronous I/O operations using the same aiocb are not valid and 
produce undefined results. 


The aiocb structure and the data buffers referenced by it are used by the system to 
perform the AIO request. Therefore, once the aiocb has been submitted to the system, the 
application must not modify the aiocb structure until after a subsequent call to 
aio_return(). The aio_return() call retrieves the previously submitted AIO data 
structures from the system. After the aio_return() call, the calling application can modify 
the aiocb, free the memory it occupies, or reuse it for another AIO call. 


As a result, if space for the aiocb is allocated off the stack the task should not be deleted 
(or complete running) until the aiocb has been retrieved from the system via an 
aio_return(). 


The aiocb is defined in aio.h. It has the following elements: 


struct 
{ 
int aio_fildes; 
off_t aio_offset; 
volatile void * aio_buf; 
size_t aio_nbytes; 
int aio_reqprio; 


EXAMPLES 
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struct sigevent aio_sigevent; 
int aio_lio_opcode; 
AIO_SYS aio_sys; 
} aiocb 

aio_fildes 

file descriptor for I/O. 
aio_offset 


offset from the beginning of the file where the AIO takes place. Note that performing 


AIO on the file does not cause the offset location to automatically increase as in read 
and write; the caller must therefore keep track of the location of reads and writes 
made to the file (see POSIX COMPLIANCE below). 


aio_buf 
address of the buffer from/to which AIO is requested. 


aio_nbytes 
number of bytes to read or write. 


aio_reqprio 
amount by which to lower the priority of an AIO request. Each AIO request is 
assigned a priority; this priority, based on the calling task’s priority, indicates the 


desired order of execution relative to other AIO requests for the file. The aio_reqprio 


member allows the caller to lower (but not raise) the AIO operation priority by the 
specified value. Valid values for aio_reqprio are in the range of zero through 
AIO_PRIO_DELTA_MAX. If the value specified by aio_req_prioresults in a priority 
lower than the lowest possible task priority, the lowest valid task priority is used. 


aio_sigevent 
(optional) if nonzero, the signal to return on completion of an operation. 


aio_lio_opcode 
operation to be performed by a lio_listio() call; valid entries include LIO_READ, 
LIO_WRITE, and LIO_NOP. 


aio_sys 
a Wind River Systems addition to the aiocb structure; it is used internally by the 
system and must not be modified by the user. 


A writer could be implemented as follows: 


if ((pAioWrite = calloc (1, sizeof (struct aiocb))) == NULL) 
{ 
printf ("calloc failed\n") ; 
return (ERROR) ; 
} 
pAioWrite->aio_fildes = fd; 
pAioWrite->aio_buf = buffer; 
pAioWrite->aio_offset = 0; 


7. Libraries 
aioPxLib 


strcpy (pAioWrite->aio_buf, "test string"); 


pAioWrite->aio_nbytes = strlen ("test string") ; 
pAioWrite->aio_sigevent.sigev_notify = SIGEV_NONE; 
aio_write (pAioWrite) ; 


/* 
do other work 

*/ 

/* now wait until I/O finishes */ 

while (aio_error (pAioWrite) == EINPROGRESS) 


taskDelay (1); 
aio_return (pAioWrite) ; 
free (pAioWrite) ; 


A reader could be implemented as follows: 


/* initialize signal handler */ 


actionl1.sa_sigaction = sigHandler; 
actionl.sa_flags = SA_SIGINFO; 
sigemptyset (&action1.sa_mask) ; 
sigaction (TEST_RT_SIG1, &actionl, NULL); 
if ((pAioRead = calloc (1, sizeof (struct aiocb))) == NULL) 
{ 
printf ("calloc failed\n") ; 
return (ERROR) ; 
} 


pAioRead->aio_fildes = fd; 

pAioRead->aio_buf = buffer; 

pAioRead->aio_nbytes = BUF_SIZE; 
pAioRead->aio_sigevent.sigev_signo = TEST_RT_SIG1; 
pAioRead->aio_sigevent.sigev_notify = SIGEV_SIGNAL; 
PpAioRead->aio_sigevent.sigev_value.sival_ptr = (void *)pAioRead; 


aio_read (pAioRead) ; 
/* 


do other work 


*/ 
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The signal handler might look like the following: 


void sigHandler 


( 


int sig, 
struct siginfo info, 
void * pContext 
) 

{ 

struct aiocb * pAioDone; 


pAioDone = (struct aiocb *) info.si_value.sival_ptr; 
aio_return (pAioDone) ; 
free (pAioDone) ; 


} 


POSIX COMPLIANCE 


Currently VxWorks does not support the O_LAPPEND flag in the open call. Therefore, the 
user must keep track of the offset in the file that the asynchronous writes occur (as in the 
case of reads). The aio_offsetfield is used to specify that file position. 


In addition, VxWorks does not currently support synchronized I/O. 


INCLUDE FILES aio.h 


SEE ALSO POSIX 1003.1b document 
aioPxShow 
NAME aioPxShow - asynchronous I/O (AIO) show library 
ROUTINES aioShow() — show AIO requests 
DESCRIPTION This library implements the show routine for aioPxLib. 
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aioSysDrv 


aioSysDrv — AIO system driver 

aioSysInit() — initialize the AIO system driver 

This library is the AIO system driver. The system driver implements asynchronous I/O 
with system AIO tasks performing the AIO requests in a synchronous manner. It is 


installed as the default driver for AIO. 


POSIX 1003.1b document 


ambaSio 


ambaSio —- ARM AMBA UART tty driver 


ambaDevlInit() — initialise an AMBA channel 
ambalIntTx() — handle a transmitter interrupt 
ambaIntRx( ) — handle a receiver interrupt 


This is the device driver for the Advanced RISC Machines (ARM) AMBA UART. This is a 
generic design of UART used within a number of chips containing (or for use with) ARM 
CPUs such as in the Digital Semiconductor 21285 chip as used in the EBSA-285 BSP. 


This design contains a universal asynchronous receiver/transmitter, a baud-rate 
generator, and an InfraRed Data Association (IrDa) Serial InfraRed (SiR) protocol encoder. 
The Sir encoder is not supported by this driver. The UART contains two 16-entry deep 
FIFOs for receive and transmit: if a framing, overrun or parity error occurs during 
reception, the appropriate error bits are stored in the receive FIFO along with the received 
data. The FIFOs can be programmed to be one byte deep only, like a conventional UART 
with double buffering, but the only mode of operation supported is with the FIFOs 
enabled. 


The UART design does not support the modem control output signals: DTR, RI and RTS. 
Moreover, the implementation in the 21285 chip does not support the modem control 
inputs: DCD, CTS and DSR. 


The UART design can generate four interrupts: Rx, Tx, modem status change and a UART 
disabled interrupt (which is asserted when a start bit is detected on the receive line when 
the UART is disabled). The implementation in the 21285 chip has only two interrupts: Rx 
and Tx, but the Rx interrupt is a combination of the normal Rx interrupt status and the 
UART disabled interrupt status. 
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Only asynchronous serial operation is supported by the UART which supports 5 to 8 bit 
bit word lengths with or without parity and with one or two stop bits. The only serial 
word format supported by the driver is 8 data bits, 1 stop bit, no parity, The default baud 
rate is determined by the BSP by filling in the AMBA_CHAN structure before calling 
ambaDevlnit(). 


The exact baud rates supported by this driver will depend on the crystal fitted (and 
consequently the input clock to the baud-rate generator), but in general, baud rates from 
about 300 to about 115200 are possible. 


In theory, any number of UART channels could be implemented within a chip. This driver 
has been designed to cope with an arbitrary number of channels, but at the time of 
writing, has only ever been tested with one channel. 


DATA STRUCTURES 
An AMBA_CHAN data structure is used to describe each channel, this structure is 
described in h/drv/sio/ambaSio.h. 


CALLBACKS Servicing a "transmitter ready" interrupt involves making a callback to a higher level 
library in order to get a character to transmit. By default, this driver installs dummy 
callback routines which do nothing. A higher layer library that wants to use this driver 
(e.g. ttyDrv) will install its own callback routine using the SIO_INSTALL_CALLBACK ioctl 
command. Likewise, a receiver interrupt handler makes a callback to pass the character to 
the higher layer library. 


MODES This driver supports both polled and interrupt modes. 


USAGE The driver is typically only called by the BSP. The directly callable routines in this 
modules are ambaDevInit(), ambaIntTx() and ambaIntRx(). 


The BSP’s sysHwInit() routine typically calls sysSerialHwInit(), which initialises the 
hardware-specific fields in the AMBA_CHAN structure (e.g. register [/O addresses etc) 
before calling ambaDevInit() which resets the device and installs the driver function 
pointers. After this the UART will be enabled and ready to generate interrupts, but those 
interrupts will be disabled in the interrupt controller. 


The following example shows the first parts of the initialisation: 


#include "drv/sio/ambaSio.h" 
LOCAL AMBA_CHAN ambaChan[N_AMBA_UART_CHANS] ; 
void sysSerialHwInit (void) 
{ 
int i; 
for (i = 0; i < N_AMBA_UART_CHANS; i++) 
{ 
ambaChan[i].regs = devParas[i] .baseAdrs; 
ambaChan [i] .baudRate = CONSOLE_BAUD_RATE; 
ambaChan[i].xtal = UART_XTAL_FREQ; 
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ambaChan [i] .levelRx = devParas [i] .intLevelRx; 

ambaChan[i].levelTx = devParas [i] .intLevelTx; 

/* 
* Initialise driver functions, getTxChar, putRcvChar and 
* channelMode, then initialise UART 
*/ 

ambaDevInit (&ambaChan [i] ) ; 

} 

} 


The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2(), which connects the 
chips interrupts via intConnect() (the two interrupts ambaIntTx and ambaIntRx) and 
enables those interrupts, as shown in the following example: 


void sysSerialHwInit2 (void) 

{ 

/* connect and enable Rx interrupt */ 

(void) intConnect (INUM_TO_IVEC (devParas [0] .vectorRx) , 
ambaIntRx, (int) &ambaChan[0]) ; 

intEnable (devParas [0] .intLevelRx) ; 

/* connect Tx interrupt */ 

(void) intConnect (INUM_TO_IVEC (devParas [0] .vectorTx) , 
ambaIntTx, (int) &ambaChan[0]) ; 

/* 

* There is no point in enabling the Tx interrupt, as it will 

* interrupt immediately and then be disabled. 

*/ 

} 


By convention all the BSP-specific serial initialisation is performed in a file called 
sysSerial.c, which is #include’ed by sysLib.c. sysSerial.c implements at least four 
functions, sysSerialHwInit( ), sysSerialHwInit2(), sysSerialChanGet(), and 
sysSerialReset( ). The first two have been described above, the others work as follows: 


sysSerialChanGet( ) is called by usrRoot to get the serial channel descriptor associated 
with a serial channel number. The routine takes a single parameter which is a channel 
number ranging between zero and NUM_TTY. It returns a pointer to the corresponding 
channel descriptor, SIO_CHAN *, which is just the address of the AMBA_CHAN structure. 


sysSerialReset( ) is called from sysToMonitor() and should reset the serial devices to an 
inactive state (prevent them from generating any interrupts). 


drv/sio/ambaSio.h sioLib.h 


Advanced RISC Machines AMBA UART (AP13) Data Sheet, Digital Semiconductor 21285 Core 
Logic for SA-110 Microprocessor Data Sheet," Digital Semiconductor EBSA-285 Evaluation 
Board Reference Manual. 
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ansiAssert — ANSI assert documentation 
assert( ) — put diagnostics into programs (ANSI) 


The header assert.h defines the assert() macro and refers to another macro, NDEBUG, 
which is not defined by assert.h. If NDEBUG is defined as a macro at the point in the 
source file where assert.h is included, the assert() macro is defined simply as: 


#define assert (ignore) ( (void) 0) 


ANSI specifies that assert() should be implemented as a macro, not as a routine. If the 
macro definition is suppressed in order to access an actual routine, the behavior is 
undefined. 

stdio.h, stdlib.h, assert.h 
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ansiCtype — ANSI ctype documentation 


isalnum() — test whether a character is alphanumeric (ANSI) 

isalpha() — test whether a character is a letter (ANSI) 

iscntrI() — test whether a character is a control character (ANSI) 

isdigit() — test whether a character is a decimal digit (ANSI) 

isgraph() — test whether a character is a printing, non-white-space character (ANSI) 
islower( ) — test whether a character is a lower-case letter (ANSI) 

isprint() — test whether a character is printable, including the space character (ANSI) 
ispunct( ) — test whether a character is punctuation (ANSI) 

isspace() — test whether a character is a white-space character (ANSI) 

isupper( ) — test whether a character is an upper-case letter (ANSI) 

isxdigit() — test whether a character is a hexadecimal digit (ANSI) 

tolower() — convert an upper-case letter to its lower-case equivalent (ANSI) 
toupper() — convert a lower-case letter to its upper-case equivalent (ANSI) 


The header ctype.h declares several functions useful for testing and mapping characters. 
In all cases, the argument is an int, the value of which is representable as an unsigned 
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char or is equal to the value of the macro EOF. If the argument has any other value, the 
behavior is undefined. 


The behavior of the ctype functions is affected by the current locale. VxWorks supports 
only the "C" locale. 


The term "printing character" refers to a member of an implementation-defined set of 
characters, each of which occupies one printing position on a display device; the term 
"control character" refers to a member of an implementation-defined set of characters that 
are not printing characters. 


ctype.h 
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ansiLocale — ANSI locale documentation 


localeconv() — set the components of an object with type lconv (ANSI) 
setlocale( ) — set the appropriate locale (ANSI) 


The header locale.h declares two functions and one type, and defines several macros. The 
type is: 
struct lconv 


contains members related to the formatting of numeric values. The structure should 
contain at least the members defined in locale.h, in any order. 


localeconv( ), setlocale(), American National Standard X3.159-1989 


ansiMath 


ansiMath — ANSI math documentation 


asin() — compute an arc sine (ANSI) 

acos() — compute an arc cosine (ANSI) 

atan() —- compute an arc tangent (ANSI) 

atan2() —- compute the arc tangent of y/x (ANSI) 

ceil() — compute the smallest integer greater than or equal to a specified value (ANSI) 
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cosh() — compute a hyperbolic cosine (ANSI) 

exp() — compute an exponential value (ANSI) 

fabs() - compute an absolute value (ANSI) 

floor() - compute the largest integer less than or equal to a specified value (ANSI) 
fmod() - compute the remainder of x/y (ANSI) 

frexp() — break a floating-point number into a normalized fraction and power of 2 (ANSI) 
Idexp() — multiply a number by an integral power of 2 (ANSI) 

log() — compute a natural logarithm (ANSI) 

log10() — compute a base-10 logarithm (ANSI) 

modf() — separate a floating-point number into integer and fraction parts (ANSI) 
pow() — compute the value of a number raised to a specified power (ANSI) 

sin() — compute a sine (ANSI) 

cos() — compute a cosine (ANSI) 

sinh() — compute a hyperbolic sine (ANSI) 

sqrt() — compute a non-negative square root (ANSI) 

tan() — compute a tangent (ANSI) 

tanh() —- compute a hyperbolic tangent (ANSI) 


The header math.h declares several mathematical functions and defines one macro. The 
functions take double arguments and return double values. 


The macro defined is: 


HUGE_VAL 
expands to a positive double expression, not necessarily representable as a float. 


The behavior of each of these functions is defined for all representable values of their 
input arguments. Each function executes as if it were a single operation, without 
generating any externally visible exceptions. 


For all functions, a domain error occurs if an input argument is outside the domain over 
which the mathematical function is defined. The description of each function lists any 
applicable domain errors. On a domain error, the function returns an 
implementation-defined value; the value EDOM is stored in errno. 


Similarly, a range error occurs if the result of the function cannot be represented as a 
double value. If the result overflows (the magnitude of the result is so large that it cannot 
be represented in an object of the specified type), the function returns the value 
HUGE_VAL, with the same sign (except for the tan() function) as the correct value of the 
function; the value ERANGE is stored in errno. If the result underflows (the type), the 
function returns zero; whether the integer expression errnoacquires the value ERANGE is 
implementation defined. 


math.h 


mathALib, American National Standard X3.159-1989 
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ansiSetjmp 


ansiSetjmp — ANSI setjmp documentation 


setjmp() — save the calling environment in a jmp_buf argument (ANSI) 
longjmp() — perform non-local goto by restoring saved environment (ANSI) 


The header setjmp.h defines functions and one type for bypassing the normal function 
call and return discipline. 
The type declared is: 


jmp_buf 
an array type suitable for holding the information needed to restore a calling 
environment. 


The ANSI C standard does not specify whether setjmp() is a subroutine or a macro. 


American National Standard X3.159-1989 
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ansiStdarg — ANSI stdarg documentation 


va_start() — initialize a va_list object for use by va_arg() and va_end() 
va_arg() — expand to an expression having the type and value of the call’s next argument 
va_end() — facilitate a normal return from a routine using a va_list object 


The header stdarg.h declares a type and defines three macros for advancing through a list 
of arguments whose number and types are not known to the called function when it is 
translated. 


A function may be called with a variable number of arguments of varying types. The 
rightmost parameter plays a special role in the access mechanism, and is designated 
parmN in this description. 


The type declared is: 


va_list 
a type suitable for holding information needed by the macros va_start(), va_arg(), 
and va_end(). 


To access the varying arguments, the called function shall declare an object having type 
va_list. The object (referred to here as ap) may be passed as an argument to another 
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function; if that function invokes the va_arg() macro with parameter ap, the value of ap in 
the calling function is indeterminate and is passed to the va_end() macro prior to any 
further reference to ap. 


va_start() and va_arg() have been implemented as macros, not as functions. The 
va_start() and va_end() macros should be invoked in the function accepting a varying 
number of arguments, if access to the varying arguments is desired. 


The use of these macros is documented here as if they were architecture-generic. 
However, depending on the compilation environment, different macro versions are 


included by vxWorks.h. 
SEE ALSO American National Standard X3.159-1989 
ansiStdio 
NAME ansiStdio — ANSI stdio documentation 
ROUTINES clearerr() — clear end-of-file and error flags for a stream (ANSI) 


fclose() — close a stream (ANSI) 

fdopen() - open a file specified by a file descriptor (POSIX) 

feof() — test the end-of-file indicator for a stream (ANSI) 

ferror() — test the error indicator for a file pointer (ANSI) 

fflush() — flush a stream (ANSI) 

fgetc() - return the next character from a stream (ANSI) 

fgetpos() — store the current value of the file position indicator for a stream (ANSI) 
fgets() — read a specified number of characters from a stream (ANSI) 
fileno() — return the file descriptor for a stream (POSIX) 

fopen() - open a file specified by name (ANSI) 

fprintf() — write a formatted string to a stream (ANSI) 

fputc() - write a character to a stream (ANSI) 

fputs() - write a string to a stream (ANSI) 

fread() - read data into an array (ANSI) 

freopen() — open a file specified by name (ANSI) 

fscanf() - read and convert characters from a stream (ANSI) 

fseek() — set the file position indicator for a stream (ANSI) 

fsetpos() — set the file position indicator for a stream (ANSI) 

ftell() — return the current value of the file position indicator for a stream (ANSI) 
fwrite() — write from a specified array (ANSI) 

getc() - return the next character from a stream (ANSI) 

getchar() — return the next character from the standard input stream (ANSI) 
gets() — read characters from the standard input stream (ANSI) 

getw() — read the next word (32-bit integer) from a stream 
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perror() — map an error number in errno to an error message (ANSI) 

putc() — write a character to a stream (ANSI) 

putchar() — write a character to the standard output stream (ANSI) 

puts() — write a string to the standard output stream (ANSI) 

putw() — write a word (32-bit integer) to a stream 

rewind() — set the file position indicator to the beginning of a file (ANSI) 
scanf() — read and convert characters from the standard input stream (ANSI) 
setbuf() — specify the buffering for a stream (ANSI) 

setbuffer() — specify buffering for a stream 

setlinebuf( ) — set line buffering for standard output or standard error 
setvbuf( ) — specify buffering for a stream (ANSI) 

stdioInit() — initialize standard I/O support 

stdioFp() — return the standard input/output/error FILE of the current task 
stdioShowInit( ) — initialize the standard I/O show facility 

stdioShow() - display file pointer internals 

tmpfile() — create a temporary binary file (Unimplemented) (ANSI) 
tmpnam() — generate a temporary file name (ANSI) 

ungetc() — push a character back into an input stream (ANSI) 

ofprintf() — write a formatted string to a stream (ANSI) 


The header stdio.h declares three types, several macros, and many functions for 
performing input and output. 


The types declared are size_t and: 


FILE 
object type capable of recording all the information needed to control a stream, 
including its file position indicator, a pointer to its associated buffer (if any), an error 
indicator that records whether a read/write error has occurred, and an end-of-file 
indicator that records whether the end of the file has been reached. 


fpos_t 
object type capable of recording all the information needed to specify uniquely every 
position within a file. 


The macros are NULL and: 


IOFBF, IOLBF, IONBF 
expand to integral constant expressions with distinct values, suitable for use as the 
third argument to setvbuf(). 


BUFSIZ 
expands to an integral constant expression that is the size of the buffer used by 
setbuf(). 


EOF 
expands to a negative integral constant expression that is returned by several 
functions to indicate end-of-file, that is, no more input from a stream. 


STREAMS 


VxWorks Reference Manual, 5.4 
ansiStdio 


FOPEN_MAX 
expands to an integral constant expression that is the minimum number of the files 
that the system guarantees can be open simultaneously. 


FILENAME MAX 
expands to an integral constant expression that is the size needed for an array of char 
large enough to hold the longest file name string that can be used. 


L_tmpnam 
expands to an integral constant expression that is the size needed for an array of char 
large enough to hold a temporary file name string generated by tmpnam(). 


SEEK_CUR, SEEK_END, SEEK_SET 
expand to integral constant expressions with distinct values suitable for use as the 
third argument to fseek(). 


TMP_MAX 
expands to an integral constant expression that is the minimum number of file names 
generated by tmpnam() that will be unique. 


stderr, stdin, stdout 
expressions of type "pointer to FILE" that point to the FILE objects associated, 
respectively, with the standard error, input, and output streams. 


Input and output, whether to or from physical devices such as terminals and tape drives, 
or whether to or from files supported on structured storage devices, are mapped into 
logical data streams, whose properties are more uniform than their various inputs and 
outputs. Two forms of mapping are supported: for text streams and for binary streams. 


A text stream is an ordered sequence of characters composed into lines, each line 
consisting of zero or more characters plus a terminating new-line character. Characters 
may have to be added, altered, or deleted on input and output to conform to differing 
conventions for representing text in the host environment. Thus, there is no need for a 
one-to-one correspondence between the characters in a stream and those in the external 
representation. Data read in from a text stream will necessarily compare equal to the data 
that were earlier written out to that stream only if: the data consists only of printable 
characters and the control characters horizontal tab and new-line; no new-line character is 
immediately preceded by space characters; and the last character is a new-line character. 
Space characters are written out immediately before a new-line character appears. 


A binary stream is an ordered sequence of characters that can transparently record 
internal data. Data read in from a binary stream should compare equal to the data that 
was earlier written out to that stream, under the same implementation. However, such a 
stream may have a number of null characters appended to the end of the stream. 


Environmental Limits 


VxWorks supports text files with lines containing at least 254 characters, including the 
terminating new-line character. The value of the macro BUFSIZ is 1024. 
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FILES A stream is associated with an external file (which may be a physical device) by opening a 
file, which may involve creating a new file. Creating an existing file causes its former 
contents to be discarded, if necessary. If a file can support positioning requests (such as a 
disk file, as opposed to a terminal), then a file position indicator associated with the 
stream is positioned at the start (character number zero) of the file. The file position 
indicator is maintained by subsequent reads, writes, and positioning requests, to facilitate 
an orderly progression through the file. All input takes place as if characters were read by 
successive calls to fgetc( ); all output takes place as if characters were written by 
successive calls to fputc(). 


Binary files are not truncated, except as defined in fopen() documentation. 


When a stream is unbuffered, characters are intended to appear from the source or at the 
destination as soon as possible. Otherwise characters may be accumulated and 
transmitted to or from the host environment as a block. When a stream is fully buffered, 
characters are intended to be transmitted to or from the host environment as a block when 
the buffer is filled. When a stream is line buffered, characters are intended to be 
transmitted to or from the host environment as a block when a new-line character is 
encountered. Furthermore, characters are intended to be transmitted as a block to the host 
environment when a buffer is filled, when input is requested on an unbuffered stream, or 
when input is requested on a line-buffered stream that requires the transmission of 
characters from the host environment. VxWorks supports these characteristics via the 
setbuf() and setvbuf() functions. 


A file may be disassociated from a controlling stream by closing the file. Output streams 
are flushed (any unwritten buffer contents are transmitted to the host environment) before 
the stream is disassociated from the file. The value of a pointer to a FILE object is 
indeterminate after the associated file is closed (including the standard text streams). 


The file may be subsequently reopened, by the same or another program execution, and 
its contents reclaimed or modified (if it can be repositioned at its start). 


TASK TERMINATION 
ANSI specifies that if the main function returns to its original caller or if exit() is called, all 
open files are closed (and hence all output streams are flushed) before program 
termination. This does nothappen in VxWorks. The exit() function does not close all files 
opened for that task. A file opened by one task may be used and closed by another. 
Unlike in UNIX, when a VxWorks task exits, it is the responsibility of the task to fclose() 
its file pointers, except stdin, stdout, and stderr. If a task is to be terminated 
asynchronously, use kill() and arrange for a signal handler to clean up. 


The address of the FILE object used to control a stream may be significant; a copy of a 
FILE object may not necessarily serve in place of the original. 


At program startup, three text streams are predefined and need not be opened explicitly: 
standard input (for reading conventional input), standard output (for writing 
conventional output), and standard error (for writing diagnostic output). When opened, 
the standard error stream is not fully buffered; the standard input and standard output 
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streams are fully buffered if and only if the stream can be determined not to refer to an 
interactive device. 


Functions that open additional (non-temporary) files require a file name, which is a string. 
VxWorks allows the same file to be open multiple times simultaneously. It is up to the 
user to maintain synchronization between different tasks accessing the same file. 


Several routines normally considered part of standard I/O -- printf(), sprintf(), vprintf(), 
vsprintf(), and sscanf() -- are not implemented as part of the buffered standard I/O 
library; they are instead implemented in fioLib. They do not use the standard I/O 
buffering scheme. They are self-contained, formatted, but unbuffered I/O functions. This 
allows a limited amount of formatted I/O to be achieved without the overhead of the 
standard I/O library. 


fioLib, American National Standard for Information Systems — Programming Language - C, 
ANSI X3.159-1989: Input/Output (stdio.h) 
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ansiStdlib — ANSI stdlib documentation 


abort() — cause abnormal program termination (ANSI) 

abs() — compute the absolute value of an integer (ANSI) 

atexit() — call a function at program termination (Unimplemented) (ANSI) 

atof() — convert a string to a double (ANSI) 

atoi() — convert a string to an int (ANSI) 

atol() — convert a string to a long (ANSI) 

bsearch() — perform a binary search (ANSI) 

div() —- compute a quotient and remainder (ANSI) 

div_r() — compute a quotient and remainder (reentrant) 

labs() — compute the absolute value of a long (ANSI) 

Idiv() — compute the quotient and remainder of the division (ANSI) 

Idiv_r() — compute a quotient and remainder (reentrant) 

mblen() — calculate the length of a multibyte character (Unimplemented) (ANSI) 
mbtowc( ) — convert a multibyte character to a wide character (Unimplemented) (ANSI) 
wcetom( ) — convert a wide character to a multibyte character (Unimplemented) (ANSI) 
mbstowcs() — convert a series of multibyte char’s to wide char’s (Unimplemented) (ANSI) 
westombs( ) — convert a series of wide char’s to multibyte char’s (Unimplemented) (ANSI) 
qsort( ) — sort an array of objects (ANSI) 

rand() — generate a pseudo-random integer between 0 and RAND_MAX (ANSI) 

srand() — reset the value of the seed used to generate random numbers (ANSI) 

strtod() — convert the initial portion of a string to a double (ANSI) 

strtol() — convert a string to a long integer (ANSI) 
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strtoul() — convert a string to an unsigned long integer (ANSI) 
system() — pass a string to a command processor (Unimplemented) (ANSI) 


This library includes several standard ANSI routines. Note that where there is a pair of 
routines, such as div() and div_r(), only the routine xxx_r() is reentrant. The xxx() 
routine is not reentrant. 


The header stdlib.h declares four types and several functions of general utility, and 
defines several macros. 


The types declared are size_t, wchar_t, and: 


div_t 
is the structure type of the value returned by the div(). 


ldiv_t 
is the structure type of the value returned by the Idiv_t(). 


The macros defined are NULL and: 


EXIT_FAILURE, EXIT_SUCCESS 
expand to integral constant expressions that may be used as the argument to exit() to 
return unsuccessful or successful termination status, respectively, to the host 
environment. 


RAND_MAX 
expands to a positive integer expression whose value is the maximum number of 
bytes on a multibyte character for the extended character set specified by the current 
locale, and whose value is never greater than MB_LEN_MAX. 


stdlib.h 


American National Standard X3.159-1989 
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ansiString — ANSI string documentation 


memchr‘( ) — search a block of memory for a character (ANSI) 
memcmp() — compare two blocks of memory (ANSI) 

memcpy() — copy memory from one location to another (ANSI) 
memmove( ) — copy memory from one location to another (ANSI) 
memset( ) — set a block of memory (ANSI) 

strcat() — concatenate one string to another (ANSI) 

strchr() — find the first occurrence of a character in a string (ANSI) 
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stremp() — compare two strings lexicographically (ANSI) 

strcoll() — compare two strings as appropriate to LC_COLLATE (ANSI) 

strepy() — copy one string to another (ANSI) 

strespn() — return the string length up to the first character from a given set (ANSI) 
strerror_r() — map an error number to an error string (POSIX) 

strerror() — map an error number to an error string (ANSI) 

strlen() — determine the length of a string (ANSI) 

strncat( ) — concatenate characters from one string to another (ANSI) 

strncmp() — compare the first n characters of two strings (ANSI) 

strncpy() — copy characters from one string to another (ANSI) 

strpbrk() — find the first occurrence in a string of a character from a given set (ANSI) 
strrchr() — find the last occurrence of a character in a string (ANSI) 

strspn() — return the string length up to the first character not in a given set (ANSI) 
strstr() — find the first occurrence of a substring in a string (ANSI) 

strtok() — break down a string into tokens (ANSI) 

strtok_r() — break down a string into tokens (reentrant) (POSIX) 

strxfrm() — transform up to n characters of s2 into s1 (ANSI) 


DESCRIPTION This library includes several standard ANSI routines. Note that where there is a pair of 
routines, such as div() and div_r(), only the routine xxx_r() is reentrant. The xxx() 
routine is not reentrant. 


The header string.h declares one type and several functions, and defines one macro useful 
for manipulating arrays of character type and other objects treated as array of character 
type. The type is size_t and the macro NULL. Various methods are used for determining 
the lengths of the arrays, but in all cases a char * or void * argument points to the initial 
(lowest addressed) character of the array. If an array is accessed beyond the end of an 
object, the behavior is undefined. 


SEE ALSO American National Standard X3.159-1989 
ansi lime 
NAME ansiTime — ANSI time documentation 
ROUTINES asctime() — convert broken-down time into a string (ANSI) 


asctime_r() — convert broken-down time into a string (POSIX) 

clock() — determine the processor time in use (ANSI) 

ctime() — convert time in seconds into a string (ANSI) 

ctime_r() — convert time in seconds into a string (POSIX) 

difftime() — compute the difference between two calendar times (ANSI) 
gmtime() — convert calendar time into UTC broken-down time (ANSI) 
gmtime_r() — convert calendar time into broken-down time (POSIX) 


DESCRIPTION 


Macros 


Types 


7. Libraries 
ansiTime 


localtime() — convert calendar time into broken-down time (ANSI) 
localtime_r() — convert calendar time into broken-down time (POSIX) 
mktime() — convert broken-down time into calendar time (ANSI) 
strftime() — convert broken-down time into a formatted string (ANSI) 
time() — determine the current calendar time (ANSI) 


The header time.h defines two macros and declares four types and several functions for 
manipulating time. Many functions deal with a calendar timethat represents the current 
date (according to the Gregorian calendar) and time. Some functions deal with local time, 
which is the calendar time expressed for some specific time zone, and with Daylight 
Saving Time, which is a temporary change in the algorithm for determining local time. 
The local time zone and Daylight Saving Time are implementation-defined. 


The macros defined are NULL and: 
CLOCKS_PER_SEC 

the number of ticks per second. 
The types declared are size_t and: 


clock_t, time_t 
arithmetic types capable of representing times. 


struct tm 
holds the components of a calendar time in what is known as "broken-down time." 
The structure contains at least the following members, in any order. The semantics of 
the members and their normal ranges are expressed in the comments. 


int tm_sec; seconds after the minute  - [0, 59] 


inttm_min; minutes after the hour - [0, 59] 
int tm_hour; hours after midnight - [0, 23] 
int tm_mday; day of the month - [1,31] 
inttm_mon; months since January - [0, 11] 
int tm_year; years since 1900 

int tm_wday; days since Sunday - [0, 6] 
int tm_yday; days since January 1 - [0, 365] 


int tm_isdst; Daylight Saving Time flag 


The value of tm_isdst is positive if Daylight Saving Time is in effect, zero if Daylight 
Saving Time is not in effect, and negative if the information is not available. 


If the environment variable TIMEZONE is set, the information is retrieved from this 
variable, otherwise from the locale information. TIMEZONE is of the form: 


name_of_zone:(unused):time_in_minutes_from_UTC:daylight_start:daylight_end 


To calculate local time, the value of time_in_minutes_from_UTC is subtracted from UTC; 
time_in_minutes_from_UTC must be positive. 


REENTRANCY 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 
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Daylight information is expressed as mmddhh (month-day-hour), for example: 


UTC: :0:040102:100102 


Where there is a pair of routines, such as div() and div_r(), only the routine xxx_r() is 
reentrant. The xxx() routine is not reentrant. 


time.h 


ansiLocale, American National Standard X3.159-1989 


arpLib 


arpLib — Address Resolution Protocol (ARP) table manipulation library 


arpAdd() — add an entry to the system ARP table 
arpDelete() — delete an entry from the system ARP table 
arpFlush( ) — flush all entries in the system ARP table 


This library provides functionality for manipulating the system Address Resolution 
Protocol (ARP) table (cache). ARP is used by the networking modules to map 
dynamically between Internet Protocol (IP) addresses and physical hardware (Ethernet) 
addresses. Once these addresses get resolved, they are stored in the system ARP table. 


Two routines allow the caller to modify this ARP table manually: arpAdd() and 
arpDelete(). Use arpAdd() to add new or modify existing entries in the ARP table. Use 
arpDelete( ) to delete entries from the ARP table. Use arpShow() to show current entries 
in the ARP table. 

arpLib.h 


inetLib, routeLib, etherLib, netShow, VxWorks Programmer's Guide: Network 


ataDrv 


ataDrv — ATA/IDE (LOCAL and PCMCIA) disk device driver 


ataDro() — initialize the ATA driver 
ataDevCreate( ) — create a device for a ATA/IDE disk 
ataRawio() — do raw I/O access 


DESCRIPTION 


1. Libraries 
ataDrv 


This is a driver for ATA/IDE devices on PCMCIA, ISA, and other buses. The driver can be 
customized via various macros to run on a variety of boards and both big-endian, and 
little endian CPUs. 


USER-CALLABLE ROUTINES 


NOTE 


PARAMETERS 


Most of the routines in this driver are accessible only through the I/O system. However, 
two routines must be called directly: ataDro() to initialize the driver and ataDevCreate( ) 
to create devices. 


Before the driver can be used, it must be initialized by calling ataDrv(). This routine must 
be called exactly once, before any reads, writes, or calls to ataDevCreate(). Normally, it is 
called from usrRoot( ) in usrConfig.c. 


The routine ataRawio() supports physical I/O access. The first argument is a drive 
number, 0 or 1; the second argument is a pointer to an ATA_RAW structure. 


Format is not supported, because ATA/IDE disks are already formatted, and bad sectors 
are mapped. 


The ataDrv( ) function requires a configuration flag as a parameter. The configuration flag 
is one of the following: 


Transfer mode 
ATA_PIO_DEF_0 
ATA_PIO_DEF_1 


PIO default mode 
PIO default mode, no IORDY 


ATA_PIO_0 PIO mode 0 

ATA_PIO_1 PIO mode 1 

ATA_PIO_2 PIO mode 2 

ATA_PIO_3 PIO mode 3 

ATA_PIO_4 PIO mode 4 
ATA_PIO_AUTO PIO max supported mode 
ATA_DMA_0 DMA mode 0 

ATA_DMA_1 DMA mode 1 

ATA_DMA_2 DMA mode 2 
ATA_DMA_AUTO DMA max supported mode 


Transfer bits 


ATA_BITS_16 RW bits size, 16 bits 
ATA_BITS_32 RW bits size, 32 bits 
Transfer unit 

ATA_PIO_SINGLE RW PIO single sector 
ATA_PIO_MULTI RW PIO multi sector 
ATA_DMA_SINGLE RW DMA single word 
ATA_DMA_MULTI RW DMA multi word 
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Geometry parameters 


ATA_GEO_FORCE set geometry in the table 
ATA_GEO_PHYSICAL set physical geometry 
ATA_GEO_CURRENT set current geometry 


DMA transfer is not supported in this release. If ATA_PIO_AUTO or ATA_DMA_AUTO is 
specified, the driver automatically chooses the maximum mode supported by the device. 
If ATA_PIO_MULTI or ATA_DMA_MULTI is specified, and the device does not support it, 
the driver automatically chooses single sector or word mode. If ATA_BITS_32 is specified, 
the driver uses 32-bit transfer mode regardless of the capability of the drive. 


If ATA_GEO_PHYSICAL is specified, the driver uses the physical geometry parameters 
stored in the drive. If ATA_GEO_CURRENT is specified, the driver uses current geometry 
parameters initialized by BIOS. If ATA_GEO_FORCE is specified, the driver uses geometry 
parameters stored in sysLib.c. 


The geometry parameters are stored in the structure table ataTypes[] in sysLib.c. That 
table has two entries, the first for drive 0, the second for drive 1. The members of the 
structure are: 


int cylinders; /* number of cylinders */ 

int heads; /* number of heads */ 

int sectors; /* number of sectors per track */ 
int bytes; /* number of bytes per sector */ 
int precomp; /* precompensation cylinder */ 


This driver does not access the PCI-chip-set IDE interface, but rather takes advantage of 
BIOS or VxWorks initialization. Thus, the BIOS setting should match the modes specified 
by the configuration flag. 


The BSP may provide a sysAtaInit() routine for situations where an ATA controller 
RESET (0x16 or 0x3f6, bit 2 is set) clears ATA specific functionality in a chipset that is not 
re-enabled per the ATA-2 spec. 


This BSP routine should be declared in sysLib.c or sysAta.c as follows: 


void sysAtaInit (BOOL ctrl) 
{ 
/* BSP SPECIFIC CODE HERE */ 
} 


Then the BSP should perform the following operation before ataDrv() is called, in 
sysHwInit for example: 


IMPORT VOIDFUNCPTR _func_sysAtaInit; 
/* setup during initialization */ 
_func_sysAtaInit = (VOIDFUNCPTR) sysAtaInit; 


It should contain chipset specific reset code, such as code which re-enables PCI write 
posting for an integrated PCI-IDE device, for example. This will be executed during every 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


NAME 


ROUTINES 


DESCRIPTION 


NOTE 


SEE ALSO 


1. Libraries 
bALib 


ataDrv(), ataInit(), and ataReset() or equivalent block device routine. If the sysAtaInit 
routine is not provided by the BSP it is ignored by the driver, therefore it is not a required 
BSP routine. 
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ataShow 


ataShow — ATA/IDE (LOCAL and PCMCIA) disk device driver show routine 


ataShowInit( ) — initialize the ATA/IDE disk driver show routine 
ataShow() — show the ATA/IDE disk parameters 


This library contains a driver show routine for the ATA/IDE (PCMCIA and LOCAL) 
devices supported on the IBM PC. 


bALib 


bALib — buffer manipulation library SPARC assembly language routines 


bzeroDoubles( ) — zero out a buffer eight bytes at a time (SPARC) 
bfillDoubles() — fill a buffer with a specified eight-byte pattern (SPARC) 
bcopyDoubles() — copy one buffer to another eight bytes at a time (SPARC) 


This library contains routines to manipulate buffers, which are simply variable length byte 
arrays. These routines are highly optimized loops. 


All address pointers must be properly aligned for 8-byte moves. Note that buffer lengths 
are specified in terms of bytes or doubles. Since this is meant to be a high-performance 
operation, the minimum number of bytes is 256. 


None of the buffer routines have been hand-coded in assembly. These are additional 
routines that exploit the SPARC’s LDD and STD instructions. 


bLib, ansiString 


NAME 


ROUTINES 


DESCRIPTION 


INCLUDE FILES 


SEE ALSO 
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bLib 


bLib — buffer manipulation library 


bemp() — compare one buffer to another 

binvert() — invert the order of bytes in a buffer 

bswap() — swap buffers 

swab() — swap bytes 

uswab() — swap bytes with buffers that are not necessarily aligned 
bzero() — zero out a buffer 

bcopy() — copy one buffer to another 

bcopyBytes() — copy one buffer to another one byte at a time 
bcopyWords() — copy one buffer to another one word at a time 
bcopyLongs( ) — copy one buffer to another one long word at a time 
bfill() — fill a buffer with a specified character 

bfillBytes() — fill buffer with a specified character one byte at a time 
index() — find the first occurrence of a character in a string 

rindex() — find the last occurrence of a character in a string 


This library contains routines to manipulate buffers of variable-length byte arrays. 
Operations are performed on long words when possible, even though the buffer lengths 
are specified in bytes. This occurs only when source and destination buffers start on 
addresses that are both odd or both even. If one buffer is even and the other is odd, 
operations must be done one byte at a time (because of alignment problems inherent in 
the MC68000), thereby slowing down the process. 


Certain applications, such as byte-wide memory-mapped peripherals, may require that 
only byte operations be performed. For this purpose, the routines bcopyBytes() and 
bfillBytes() provide the same functions as bcopy() and Dfill(), but use only byte-at-a-time 
operations. These routines do not check for null termination. 


string.h 


ansiString 


NAME 


ROUTINES 


DESCRIPTION 


NAME 


ROUTINES 


DESCRIPTION 


1. Libraries 
bootinit 


bootConfig 


bootConfig — system configuration module for boot ROMs 
No Callable Routines 


This is the WRS-supplied configuration module for the VxWorks boot ROM. It is a 
stripped-down version of usrConfig.c, having no VxWorks shell or debugging facilities. 
Its primary function is to load an object module over the network with either RSH or FTP. 
Additionally, a simple set of single letter commands is provided for displaying and 
modifying memory contents. Use this module as a starting point for placing applications 
in ROM. 


bootInit 


bootInit — ROM initialization module 
romStart() — generic ROM initialization 


This module provides a generic boot ROM facility. The target-specific romInit.s module 
performs the minimal preliminary board initialization and then jumps to the C routine 
romStart(). This routine, still executing out of ROM, copies the first stage of the startup 
code to a RAM address and jumps to it. The next stage clears memory and then 
uncompresses the remainder of ROM into the final VxWorks ROM image in RAM. 


A modified version of the Public Domain zlib library is used to uncompress the VxWorks 
boot ROM executable linked with it. Compressing object code typically achieves over 55% 
compression, permitting much larger systems to be burned into ROM. The only expense 
is the added few seconds delay while the first two stages complete. 


ROM AND RAM MEMORY LAYOUT 


Example memory layout for a 1-megabyte board: 
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bootLib 
0x00100000 = LOCAL_MEM_SIZE = sysMemTop( ) 
RAM 
0 filled 
= (romInit+ROM_COPY_SIZE) or binArrayStart 
ROM image 
0x00090000 = RAM_HIGH_ADRS 
STACK_SAVE 
0x00080000 = 0.5 Megabytes 
0 filled 
0x00001000 = RAM_ADRS & RAM_LOW_ADRS 
exc vectors, bp anchor, exc msg, bootline 
0x00000000 = LOCAL_MEM_LOCAL_ADRS 
Oxff8xxxxx = binArrayStart 
ROM 
Oxff800008 = ROM_TEXT_ADRS 
Oxff800000 = ROM_BASE_ADRS 
SEE ALSO inflate(), romInit(), deflate 
AUTHOR The original compression software for zlib was written by Jean-loup Gailly and Mark 


Adler. See the reference pages for inflate() and deflate for more information on their 
freely available compression software. 


bootLib 


NAME bootLib — boot ROM subroutine library 


ROUTINES bootStringToStruct() — interpret the boot parameters from the boot line 
bootStructToString() - construct a boot line 
bootParamsShow( ) - display boot line parameters 
bootParamsPrompt( ) — prompt for boot line parameters 
bootLeaseExtract() — extract the lease information from an Internet address 
bootNetmaskExtract( ) — extract the net mask field from an Internet address 
bootBpAnchorExtract() — extract a backplane address from a device field 


DESCRIPTION 


7. Libraries 
bootLib 


This library contains routines for manipulating a boot line. Routines are provided to 
interpret, construct, print, and prompt for a boot line. 


When VxWorks is first booted, certain parameters can be specified, such as network 
addresses, boot device, host, and start-up file. This information is encoded into a single 
ASCII string known as the boot line. The boot line is placed at a known address (specified 
in config.h) by the boot ROMs so that the system being booted can discover the 
parameters that were used to boot the system. The boot line is the only means of 
communication from the boot ROMs to the booted system. 


The boot line is of the form: 


bootdev (unitnum, procnum) hostname:filename e=# b=# h=# g=# u=userid pw=passwd 
f=# tn=targetname s=startupscript o=other 


bootdev 
the boot device (required); for example, "ex" for Excelan Ethernet, "bp" for backplane. 
For the backplane, this field can have an optional anchor address specification of the 
form "bp=adrs" (see bootBpAnchorExtract( )). 


unitnum 
the unit number of the boot device (0..n). 


procnum 
the processor number on the backplane, 0..n (required for VME boards). 


hostname 
the name of the boot host (required). 


filename 
the file to be booted (required). 


e the Internet address of the Ethernet interface. This field can have an optional subnet 
mask of the form inet_adrs:subnet_mask. If DHCP is used to obtain the configuration 
parameters, lease timing information may also be present. This information takes the 
form lease_duration:lease_origin and is appended to the end of the field. (see 
bootNetmaskExtract( ) and bootLeaseExtract()). 


b _ the Internet address of the backplane interface. This field can have an optional subnet 


mask and/or lease timing information as "e". 
h__ the Internet address of the boot host. 


g__ the Internet address of the gateway to the boot host. Leave this parameter blank if the 
host is on same network. 


u_—_ a valid user name on the boot host. 


pw the password for the user on the host. This parameter is usually left blank. If 
specified, FTP is used for file transfers. 


f the system-dependent configuration flags. This parameter contains an or of option 
bits defined in sysLib.h. 


EXAMPLE 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 
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tn the name of the system being booted 

s the name of a file to be executed as a start-up script. 

o "other" string for use by the application. 

The Internet addresses are specified in "dot" notation (e.g., 90.0.0.2). The order of assigned 


values is arbitrary. 


enp (0,0) host: /usr/wpwr/target/config/mz7122/vxWorks e=90.0.0.2 b=91.0.0.2 
h=100.0.0.4 g=90.0.0.3 u=bob pw=realtime f=2 tn=target 
s=host:/usr/bob/startup o=any_string 


bootLib.h 


bootConfig 


bootpLib 


bootpLib — BOOTP client library 


bootpParamsGet( ) — retrieve boot parameters using BOOTP 
bootpMsgSend() —- send a BOOTP request message 


This library implements the client side of the Bootstrap Protocol (BOOTP). This network 
protocol allows the dynamic configuration of the target’s boot parameters at boot time. 
This is in contrast to using the boot information encoded in system non-volatile RAM or 
ROM. Thus, at boot time, BOOTP goes over the network to get an IP address, a boot file 
name, and the boot host’s IP address. 


The actual transfer of the boot image is handled by a file transfer protocol, such as TFTP 
or FTP, or by an RSH command. 


To access BOOTP services, you can use either the high-level interface supported by 
bootpParamsGet( ), or the low-level interface supported by bootpMsgSend( ). 


HIGH-LEVEL INTERFACE 


The bootpParamsGet() routine provides the highest level interface to BOOTP. It accepts 
a parameter descriptor structure that allows the retrieval of any combination of the 
options described in RFC 1533 (if supported by the BOOTP server and if specified in the 
database). During system boot, the routine obtains the boot file, the Internet address, and 
the host Internet address. It also obtains the subnet mask and the Internet address of an 
IP router, if available. 


1. Libraries 
bootpLib 


LOW-LEVEL INTERFACE 
The bootpMsgSend( ) routine provides a lower-level interface to BOOTP. It accepts and 
returns a BOOTP message as a parameter. This interface is more flexible because it gives 
the caller direct access to the data in the BOOTP request/reply messages. For example, if 
the BOOTP message includes implementation-specific options not defined in an RFC, the 
caller can use bootpMsgSend( ) to retrieve them from the vendor-specific field in the 
BOOTP message. The bootpParamsGet() routine already provides all defined options. 


EXAMPLE The following code provides and example of how to use bootpParamsGet( ): 


#include "bootpLib.h" 
struct bootpParams bootParams; 


struct in_addr clntAddr; 

struct in_addr hostAddr; 

char bootFile [FILENAME_SIZE]; 
int subnetMask; 

struct in_addr_list routerList; 

struct in_addr gateway; 

char clntAddr [INET_ADDR_LEN] ; 
char bootServer [INET_ADDR_LEN] ; 
char bootFile [SIZE_FILE] ; 

int fileSize; 

int subnetMask; 

char gateway [INET_ADDR_LEN] ; 


bzero ( (char *)&clntAddr, sizeof (struct in_addr) ); 

bzero ( (char *)&hostAddr, sizeof (struct in_addr) ); 

bzero (bootFile, FILENAME_SIZE) ; 

subnetMask = 0; 

bzero ( (char *)&gateway, sizeof (struct in_addr)); 

/* Set all pointers in parameter descriptor to NULL. */ 

bzero ((char *)&bootParams, sizeof (struct bootpParams) ) ; 

/* Set pointers corresponding to desired options. */ 

bootParams.clientAddr = &clntAddr; 

bootParams ..bootHostAddr = &hostAddr; 

bootParams.bootfile = pBootFile; 

bootParams.netmask = (struct in_addr *) &subnetMask; 

routerlist.addr = &gateway; 

routerlist.num = 1; 

bootParams.routers = é&routerlist; 

if (bootpParamsGet ("1n0", 0, 0, &bootParams) == ERROR) 
return (ERROR) ; 


NOTE Certain targets (typically those with no NVRAM) construct their Ethernet address based 
on the target’s IP address. An IP address must be entered for these targets in order to 
boot over the network. The remaining information can be obtained with BOOTP. 


INCLUDE FILES 


SEE ALSO 


NAME 
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DESCRIPTION 


INCLUDE FILES 


SEE ALSO 
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BOOTP is not supported over the following network interfaces: if_sl (SLIP) and if_ie (Sun 
IE driver). if_sl (SLIP) and if_ppp (PPP). 


bootpLib.h 


bootLib, RFC 951, RFC 1542, RFC 1533, VxWorks Programmer's Guide: Network 


cacheArchLib 


cacheArchLib — architecture-specific cache management library 


cacheArchLibInit( ) — initialize the cache library 
cacheArchClearEntry() — clear an entry from a cache (68K, x86) 
cacheStoreBufEnable( ) — enable the store buffer (MC68060 only) 
cacheStoreBufDisable( ) — disable the store buffer (MC68060 only) 


This library contains architecture-specific cache library functions for the following 
processor cache families: Motorola 68K, Intel 960, Intel x86, PowerPC, ARM, and the 
Solaris, HP-UX, and NT simulators. Each routine description indicates which architecture 
families support it. Within families, different members support different cache 
mechanisms; thus, some operations cannot be performed by certain processors because 
they lack particular functionalities. In such cases, the routines in this library return 
ERROR. Processor-specific constraints are addressed in the manual entries for routines in 
this library. If the caches are unavailable or uncontrollable, the routines return ERROR. 
The exception to this rule is the 68020; although the 68020 has no cache, data cache 
operations return OK. 


The SPARC and MIPS archetecture families have cache-related routines in individual BSP 
libraries. See the reference pages for the individual libraries and routines. 


cacheLib.h, mmuLib.h (ARM only) 


cacheLib, vmLib 


NAME 
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cacheCy604Lib 


cacheCy604Lib — Cypress CY7C604/605 SPARC cache management library 


cacheCy604LibInit( ) — initialize the Cypress CY7C604 cache library 
cacheCy604ClearLine() — clear a line from a CY7C604 cache 
cacheCy604ClearPage( ) — clear a page from a CY7C604 cache 
cacheCy604ClearSegment( ) — clear a segment from a CY7C604 cache 
cacheCy604ClearRegion( ) — clear a region from a CY7C604 cache 


This library contains architecture-specific cache library functions for the Cypress CY7C604 
architecture. There is a 64-Kbyte mixed instruction and data cache that operates in 
write-through or copyback mode. Each cache line contains 32 bytes. Cache tag operations 


mor wo 


are performed with "line," "page," "segment," or "region" granularity. 


MMU (Memory Management Unit) support is needed to mark pages cacheable or 
non-cacheable. For more information, see the manual entry for vmLib. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 


cacheLib, vmLib 


cachel960CxALib 


cachel960CxALib — I960Cx cache management assembly routines 


cachel960CxICDisable( ) — disable the I960Cx instruction cache (i960) 
cachel960CxICEnable( ) — enable the I960Cx instruction cache (i960) 
cachel960CxICInvalidate( ) — invalidate the 1960Cx instruction cache (i960) 
cacheI960CxICLoadNLock( ) — load and lock 1960Cx 512-byte instruction cache (i960) 
cachel960CxIC1kLoadNLock( ) — load and lock I960Cx 1KB instruction cache (i960) 


This library contains Intel I960Cx cache management routines written in assembly 
language. The I960CX utilize a 1KB instruction cache and no data cache. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 


cacheI960CxLib, cacheLib, 1960Cx Processors User’s Manual 
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cachel960CxLib 


NAME cacheI960CxLib — I960Cx cache management library 
ROUTINES cacheI960CxLibInit( ) — initialize the I960Cx cache library (i960) 
DESCRIPTION This library contains architecture-specific cache library functions for the Intel I960Cx 


architecture. The 1960Cx utilizes a 1KB instruction cache and no data cache. Cache line 
size is fixed at 16 bytes. 


For general information about caching, see the manual entry for cacheLib. 
INCLUDE FILES cacheLib.h 


SEE ALSO cacheLib, Intel i960Cx User’s Manual 


cachel960JxALib 


NAME cacheI960JxA Lib — 1960Jx cache management assembly routines 


ROUTINES cache1960]xICDisable( ) — disable the I960Jx instruction cache (i960) 
cache1960JxICEnable( ) — enable the 1960Jx instruction cache (i960) 
cache1960]xICInvalidate( ) — invalidate the I960Jx instruction cache (i960) 
cache1960JxICLoadNLock( ) — load and lock the I960Jx instruction cache (i960) 
cache1960JxICStatusGet( ) — get the 1960Jx instruction cache status (i960) 
cacheI960JxICLockingStatusGet( ) — get the I960Jx I-cache locking status (i960) 
cache1960]xICFlush( ) — flush the 1960Jx instruction cache (i960) 
cache1960JxDCDisable( ) — disable the I960Jx data cache (i960) 
cache1960JxDCEnable( ) — enable the 1960Jx data cache (i960) 
cachel960JxDCInvalidate( ) — invalidate the I960Jx data cache (i960) 
cacheI960JxDCCoherent( ) — ensure data cache coherency (i960) 
cacheI960JxDCStatusGet( ) — get the I1960Jx data cache status (i960) 
cache1960JxDCFlush( ) — flush the I960Jx data cache (i960) 


DESCRIPTION This library contains Intel 1960Jx cache-management routines written in assembly 
language. The I960JF and JD utilize a 4KB instruction cache and a 2KB data cache while 
the I960JA has a 2KB instruction cache and a 1KB data cache that operate in write-through 
mode. 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


1. Libraries 
cacheLib 


Cache line size is fixed at 16 bytes. Cache tags may be invalidated on a per-line basis by 
execution of a store to a specified line while the cache is in invalidate mode. See also the 
manual entry for cacheI960JxLib. 


For general information about caching, see the manual entry for cacheLib. 
arch/i960/cacheI960JxLib.h, cacheLib.h 


cachel960JxLib, cacheLib, 1960]x Processors User’s Manual 


cachel960JxLib 


cachel1960JxLib — I960Jx cache management library 

cache1960JxLibInit( ) — initialize the I960Jx cache library (i960) 

This library contains architecture-specific cache library functions for the Intel 1960Jx 
architecture. The I960JF utilizes a 4KB instruction cache and a 2KB data cache that operate 


in write-through mode. The I960JA utilizes a 2KB instruction cache and a 1KB data cache 
that operate in write-through mode. Cache line size is fixed at 16 bytes. 


For general information about caching, see the manual entry for cacheLib. 
arch/i960/cacheI960JxLib.h, cacheLib.h 


cacheLib, Intel i960]x User’s Manual 


cacheLib 


cacheLib — cache management library 


cacheLibInit( ) — initialize the cache library for a processor architecture 
cacheEnable( ) — enable the specified cache 

cacheDisable( ) — disable the specified cache 

cacheLock() — lock all or part of a specified cache 

cacheUnlock( ) — unlock all or part of a specified cache 

cacheFlush() — flush all or some of a specified cache 

cacheInvalidate( ) — invalidate all or some of a specified cache 
cacheClear( ) — clear all or some entries from a cache 

cachePipeFlush( ) — flush processor write buffers to memory 


DESCRIPTION 
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cacheTextUpdate( ) — synchronize the instruction and data caches 
cacheDmaMalloc() - allocate a cache-safe buffer for DMA devices and drivers 
cacheDmaFree( ) — free the buffer acquired with cacheDmaMalloc( ) 
cacheDrvFlush( ) — flush the data cache for drivers 

cacheDrvInvalidate( ) — invalidate data cache for drivers 
cacheDroVirtToPhys( ) — translate a virtual address for drivers 
cacheDrvPhysToVirt( ) — translate a physical address for drivers 


This library provides architecture-independent routines for managing the instruction and 
data caches. Architecture-dependent routines are documented in the architecture-specific 
libraries. 


The cache library is initialized by cacheLibInit() in usrInit(). The cacheLibInit() routine 
typically calls an architecture-specific initialization routine in one of the 
architecture-specific libraries. The initialization routine places the cache in a known and 
quiescent state, ready for use, but not yet enabled. Cache devices are enabled and 
disabled by calls to cacheEnable() and cacheDisable( ), respectively. 


The structure CACHE_LIB in cacheLib.h provides a function pointer that allows for the 
installation of different cache implementations in an architecture-independent manner. If 
the processor family allows more than one cache implementation, the board support 
package (BSP) must select the appropriate cache library using the function pointer 
sysCacheLibInit. The cacheLibInit() routine calls the initialization function attached to 
sysCacheLibInit to perform the actual CACHE_LIB function pointer initialization (see 
cacheLib.h). Note that sysCacheLibInit must be initialized when declared; it need not 
exist for architectures with a single cache design. Systems without caches have all NULL 
pointers in the CACHE_LIB structure. For systems with bus snooping, NULLifying the 
flush and invalidate function pointers in sysHwInit() improves overall system and driver 
performance. 


Function pointers also provide a way to supplement the cache library or attach 
user-defined cache functions for managing secondary cache systems. 


Parameters specified by cacheLibInit() are used to select the cache mode, either 
write-through (CACHE_WRITETHROUGH) or copyback (CACHE_COPYBACK), as well as 
to implement all other cache configuration features via software bit-flags. Note that 
combinations, such as setting copyback and write-through at the same time, do not make 
sense. 


Typically, the first argument passed to cache routines after initialization is the 
CACHE_TYPE, which selects the data cache (DATA_CACHE) or the instruction cache 
(INSTRUCTION_CACHE). 


Several routines accept two additional arguments: an address and the number of bytes. 
Some cache operations can be applied to the entire cache (bytes = ENTIRE_CACHE) or to a 
portion of the cache. This range specification allows the cache to be selectively locked, 
unlocked, flushed, invalidated, and cleared. The two complementary routines, 
cacheDmaMalloc() and cacheDmaFree( ), are tailored for efficient driver writing. The 
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cacheDmaMalloc( ) routine attempts to return a "cache-safe" buffer, which is created by 
the MMU and a set of flush and invalidate function pointers. Examples are provided 
below in the section "Using the Cache Library." 


Most routines in this library return a STATUS value of OK, or ERROR if the cache 
selection is invalid or the cache operation fails. 


The emergence of RISC processors and effective CISC caches has made cache and MMU 
support a key enhancement to VxWorks. (For more information about MMU support, see 
the manual entry for vmLib.) The VxWorks cache strategy is to maintain coherency 
between the data cache and RAM and between the instruction and data caches. VxWorks 
also preserves overall system performance. The product is designed to support several 
architectures and board designs, to have a high-performance implementation for drivers, 
and to make routines functional for users, as well as within the entire operating system. 
The lack of a consistent cache design, even within architectures, has required designing 
for the case with the greatest number of coherency issues (Harvard architecture, copyback 
mode, DMA devices, multiple bus masters, and no hardware coherency support). 


Caches run in two basic modes, write-through and copyback. The write-through mode 
forces all writes to the cache and to RAM, providing partial coherency. Writing to RAM 
every time, however, slows down the processor and uses bus bandwidth. The copyback 
mode conserves processor performance time and bus bandwidth by writing only to the 
cache, not RAM. Copyback cache entries are only written to memory on demand. A Least 
Recently Used (LRU) algorithm is typically used to determine which cache line to displace 
and flush. Copyback provides higher system performance, but requires more coherency 
support. Below is a logical diagram of a cached system to aid in the visualization of the 
coherency issues. 


Instruction Data Cache 3 
-—— Processor > (3) 
Cache (copyback) 
(2) 
1 
RAM 
DMA Devices VMEbus, etc. 
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The loss of cache coherency for a VxWorks system occurs in three places: 


(1) data cache / RAM 
(2) instruction cache / data cache 
(3) shared cache lines 


A problem between the data cache and RAM (1) results from asynchronous accesses 
(reads and writes) to the RAM by the processor and other masters. Accesses by DMA 
devices and alternate bus masters (shared memory) are the primary causes of 
incoherency, which can be remedied with minor code additions to the drivers. 


The instruction cache and data cache (2) can get out of sync when the loader, the 
debugger, and the interrupt connection routines are being used. The instructions 
resulting from these operations are loaded into the data cache, but not necessarily the 
instruction cache, in which case there is a coherency problem. This can be fixed by 
"flushing" the data cache entries to RAM, then "invalidating" the instruction cache entries. 
The invalid instruction cache tags will force the retrieval of the new instructions that the 
data cache has just flushed to RAM. 


Cache lines that are shared (3) by more than one task create coherency problems. These 
are manifest when one thread of execution invalidates a cache line in which entries may 
belong to another thread. This can be avoided by allocating memory on a cache line 
boundary, then rounding up to a multiple of the cache line size. 


The best way to preserve cache coherency with optimal performance (Harvard 
architecture, copyback mode, no software intervention) is to use hardware with bus 
snooping capabilities. The caches, the RAM, the DMA devices, and all other bus masters 
are tied to a physical bus where the caches can "snoop" or watch the bus transactions. The 
address cycle and control (read/write) bits are broadcast on the bus to allow snooping. 
Data transfer cycles are deferred until absolutely necessary. When one of the entries on 
the physical side of the cache is modified by an asynchronous action, the cache(s) marks 
its entry(s) as invalid. If an access is made by the processor (logical side) to the now 
invalid cached entry, it is forced to retrieve the valid entry from RAM. If while in 
copyback mode the processor writes to a cached entry, the RAM version becomes stale. If 
another master attempts to access that stale entry in RAM, the cache with the valid 
version pre-empts the access and writes the valid data to RAM. The interrupted access 
then restarts and retrieves the now-valid data in RAM. Note that this configuration 
allows only one valid entry at any time. At this time, only a few boards provide the 
snooping capability; therefore, cache support software must be designed to handle 
incoherency hazards without degrading performance. 


The determinism, interrupt latency, and benchmarks for a cached system are exceedingly 
difficult to specify (best case, worst case, average case) due to cache hits and misses, line 
flushes and fills, atomic burst cycles, global and local instruction and data cache locking, 
copyback versus write-through modes, hardware coherency support (or lack of), and 
MMU operations (table walks, TLB locking). 
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USING THE CACHE LIBRARY 
The coherency problems described above can be overcome by adding cache support to 
existing software. For code segments that are not time-critical (loader, debugger, 
interrupt connection), the following sequence should be used first to flush the data cache 
entries and then to invalidate the corresponding instruction cache entries. 


cacheFlush (DATA_CACHE, address, bytes) ; 
cacheInvalidate (INSTRUCTION_CACHE, address, bytes) ; 


For time-critical code, implementation is up to the driver writer. The following are tips for 
using the VxWorks cache library effectively. 


Incorporate cache calls in the driver program to maintain overall system performance. 
The cache may be disabled to facilitate driver development; however, high-performance 
production systems should operate with the cache enabled. A disabled cache will 
dramatically reduce system performance for a completed application. 


Buffers can be static or dynamic. Mark buffers "non-cacheable" to avoid cache coherency 
problems. This usually requires MMU support. Dynamic buffers are typically smaller 
than their static counterparts, and they are allocated and freed often. When allocating 
either type of buffer, it should be designated non-cacheable; however, dynamic buffers 
should be marked "cacheable" before being freed. Otherwise, memory becomes 
fragmented with numerous non-cacheable dynamic buffers. 


Alternatively, use the following flush/invalidate scheme to maintain cache coherency. 


cacheInvalidate (DATA_CACHE, address, bytes) ; /* input buffer */ 
cacheFlush (DATA_CACHE, address, bytes) ; /* output buffer */ 


The principle is to flush output buffers before each use and invalidate input buffers before 
each use. Flushing only writes modified entries back to RAM, and instruction cache 
entries never get modified. 


Several flush and invalidate macros are defined in cacheLib.h. Since optimized code uses 
these macros, they provide a mechanism to avoid unnecessary cache calls and accomplish 
the necessary work (return OK). Needless work includes flushing a write-through cache, 
flushing or invalidating cache entries in a system with bus snooping, and flushing or 
invalidating cache entries in a system without caches. The macros are set to reflect the 
state of the cache system hardware and software. Example 1 The following example is of a 
simple driver that uses cacheFlush() and cacheInvalidate( ) from the cache library to 
maintain coherency and performance. There are two buffers (lines 3 and 4), one for input 
and one for output. The output buffer is obtained by the call to memalign(), a special 
version of the well-known malloc() routine (line 6). It returns a pointer that is rounded 
down and up to the alignment parameter’s specification. Note that cache lines should not 
be shared, therefore CACHE_ALIGN_SIZE is used to force alignment. If the memory 
allocator fails (line 8), the driver will typically return ERROR (line 9) and quit. 


The driver fills the output buffer with initialization information, device commands, and 
data (line 11), and is prepared to pass the buffer to the device. Before doing so the driver 
must flush the data cache (line 13) to ensure that the buffer is in memory, not hidden in 
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the cache. The drvWrite() routine lets the device know that the data is ready and where 
in memoty it is located (line 14). 


More driver code is executed (line 16), then the driver is ready to receive data that the 
device has placed in an input buffer in memory (line 18). Before the driver can work with 
the incoming data, it must invalidate the data cache entries (line 19) that correspond to the 
input buffer’s data in order to eliminate stale entries. That done, it is safe for the driver to 
retrieve the input data from memory (line 21). Remember to free (line 23) the buffer 
acquired from the memory allocator. The driver will return OK (line 24) to distinguish a 
successful from an unsuccessful operation. 


STATUS drvExamplel () /* simple driver, good performance */ 
{ 

3: void * piInBuf; /* input buffer */ 

4: void * pOutBuf; /* output buffer */ 


pOutBuf = memalign (_CACHE_ALIGN_SIZE, BUF_SIZE) ; 
8: if (pOutBuf == NULL) 
return (ERROR) ; /* memory allocator failed */ 
11: /* other driver initialization and buffer filling */ 
13: cacheFlush (DATA_CACHE, pOutBuf, BUF_SIZE) ; 


14: drvWrite (pOutBuf) ; /* output data to device */ 
16: /* more driver code */ 
18: pInBuf = drvRead (); /* wait for device data */ 


19: cacheInvalidate (DATA_CACHE, pInBuf, BUF_SIZE) ; 
21: /* handle input data from device */ 
23: free (pOutBuf) ; /* return buffer to memory pool */ 
24: return (OK) ; 
} 


Extending this flush/invalidate concept further, individual buffers can be treated this 
way, not just the entire cache system. The idea is to avoid unnecessary flush and/or 
invalidate operations on a per-buffer basis by allocating cache-safe buffers. Calls to 
cacheDmaMalloc( ) optimize the flush and invalidate function pointers to NULL, if 
possible, while maintaining data integrity. Example 2 The following example is of a 
high-performance driver that takes advantage of the cache library to maintain coherency. 
It uses cacheDmaMalloc() and the macros CACHE_DMA_FLUSH and 
CACHE_DMA_INVALIDATE. A buffer pointer is passed as a parameter (line 2). If the 
pointer is not NULL (line 7), it is assumed that the buffer will not experience any cache 
coherency problems. If the driver was not provided with a cache-safe buffer, it will get 
one (line 11) from cacheDmaMalloc(). A CACHE_FUNCS structure (see cacheLib.h) is 
used to create a buffer that will not suffer from cache coherency problems. If the memory 
allocator fails (line 13), the driver will typically return ERROR (line 14) and quit. 


The driver fills the output buffer with initialization information, device commands, and 
data (line 17), and is prepared to pass the buffer to the device. Before doing so, the driver 
must flush the data cache (line 19) to ensure that the buffer is in memory, not hidden in 
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the cache. The routine drvWrite() lets the device know that the data is ready and where 
in memory it is located (line 20). 


More driver code is executed (line 22), and the driver is then ready to receive data that the 
device has placed in the buffer in memory (line 24). Before the driver cache can work with 
the incoming data, it must invalidate the data cache entries (line 25) that correspond to the 
input buffer’s data in order to eliminate stale entries. That done, it is safe for the driver to 
handle the input data (line 27), which the driver retrieves from memory. Remember to 
free the buffer (line 29) acquired from the memory allocator. The driver will return OK 
(line 30) to distinguish a successful from an unsuccessful operation. 


STATUS drvExample2 (pBuf) /* simple driver, great performance */ 
2: void * pBuf; /* buffer pointer parameter */ 
{ 
5: if (pBuf != NULL) 
{ 


7: /* no cache coherency problems with buffer passed to driver */ 
} 
else 
{ 
11: pBuf = cacheDmaMalloc (BUF_SIZE) ; 
13: if (pBuf == NULL) 
14: return (ERROR) ; /* memory allocator failed */ 


} 
17: /* other driver initialization and buffer filling */ 
19: CACHE DMA FLUSH (pBuf, BUF_SIZE) ; 


20: drvWrite (pBuf) ; /* output data to device */ 
22: /* more driver code */ 
24: drvWait (); /* wait for device data */ 


25: CACHE _DMA_INVALIDATE (pBuf, BUF_SIZE) ; 
27: /* handle input data from device */ 
29: cacheDmaFree (pBuf) ; /* return buffer to memory pool */ 
30: return (OK) ; 
} 


Do not use CACHE_DMA_FLUSH or CACHE_DMA_INVALIDATE without first calling 
cacheDmaMalloc( ), otherwise the function pointers may not be initialized correctly. Note 
that this driver scheme assumes all cache coherency modes have been set before driver 
initialization, and that the modes do not change after driver initialization. The 
cacheFlush() and cachelnvalidate() functions can be used at any time throughout the 
system since they are affiliated with the hardware, not the malloc/free buffer. 


A call to cacheLibInit() in write-through mode makes the flush function pointers NULL. 
Setting the caches in copyback mode (if supported) should set the pointer to and call an 
architecture-specific flush routine. The invalidate and flush macros may be NULLified if 
the hardware provides bus snooping and there are no cache coherency problems. 
Example 3 The next example shows a more complex driver that requires address 
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translations to assist in the cache coherency scheme. The previous example had a priori 
knowledge of the system memory map and/or the device interaction with the memory 
system. This next driver demonstrates a case in which the virtual address returned by 
cacheDmaMalloc() might differ from the physical address seen by the device. It uses the 
CACHE _DMA_VIRT_TO_PHYS and CACHE DMA _PHYS_TO_VIRT macros in addition to 
the CACHE DMA_FLUSH and CACHE DMA _INVALIDATE macros. 


The cacheDmaMalloc( ) routine initializes the buffer pointer (line 3). If the memory 
allocator fails (line 5), the driver will typically return ERROR (line 6) and quit. The driver 
fills the output buffer with initialization information, device commands, and data (line 8), 
and is prepared to pass the buffer to the device. Before doing so, the driver must flush the 
data cache (line 10) to ensure that the buffer is in memory, not hidden in the cache. The 
flush is based on the virtual address since the processor filled in the buffer. The 
drvWrite() routine lets the device know that the data is ready and where in memoty it is 
located (line 11). Note that the CACHE_DMA_VIRT_TO_PHYS macro converts the buffer’s 
virtual address to the corresponding physical address for the device. 


More driver code is executed (line 13), and the driver is then ready to receive data that the 
device has placed in the buffer in memory (line 15). Note the use of the 
CACHE_DMA_PHYS_TO_VIRT macro on the buffer pointer received from the device. 
Before the driver cache can work with the incoming data, it must invalidate the data cache 
entries (line 16) that correspond to the input buffer’s data in order to eliminate stale 
entries. That done, it is safe for the driver to handle the input data (line 17), which it 
retrieves from memory. Remember to free (line 19) the buffer acquired from the memory 
allocator. The driver will return OK (line 20) to distinguish a successful from an 
unsuccessful operation. 


STATUS drvExample3 () /* complex driver, great performance */ { 
3: void * pBuf = cacheDmaMalloc (BUF_SIZE) ; 
5: aif (pBuf == NULL) 
6: return (ERROR) ; /* memory allocator failed */ 
8: /* other driver initialization and buffer filling */ 
10: CACHE_DMA_FLUSH (pBuf, BUF_SIZE) ; 
11: drvWrite (CACHE_DMA_VIRT_TO_PHYS (pBuf)) ; 
13: /* more driver code */ 
15: pBuf = CACHE DMA PHYS TO _VIRT (drvRead ()); 
16: CACHE_DMA_INVALIDATE (pBuf, BUF_SIZE) ; 
17: /* handle input data from device */ 
19: cacheDmaFree (pBuf) ; /* return buffer to memory pool */ 
20: return (OK) ; 
} 


Driver Summary The virtual-to-physical and physical-to-virtual function pointers 
associated with cacheDmaMalloc() are supplements to a cache-safe buffer. Since the 
processor operates on virtual addresses and the devices access physical addresses, 
discrepant addresses can occur and might prevent DMA-type devices from being able to 
access the allocated buffer. Typically, the MMU is used to return a buffer that has pages 
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marked as non-cacheable. An MMU is used to translate virtual addresses into physical 
addresses, but it is not guaranteed that this will be a "transparent" translation. 


When cacheDmaMalloc() does something that makes the virtual address different from 
the physical address needed by the device, it provides the translation procedures. This is 
often the case when using translation lookaside buffers (TLB) or a segmented address 
space to inhibit caching (e.g., by creating a different virtual address for the same physical 
space.) If the virtual address returned by cacheDmaMalloc() is the same as the physical 
address, the function pointers are made NULL so that no calls are made when the macros 
are expanded. Board Support Packages Each board for an architecture with more than one 
cache implementation has the potential for a different cache system. Hence the BSP for 
selecting the appropriate cache library. The function pointer sysCacheLibInit is set to 
cacheXxxLibInit() (""Xxx" refers to the chip-specific name of a library or function) so that 
the function pointers for that cache system will be initialized and the linker will pull in 
only the desired cache library. Below is an example of cacheXxxLib being linked in by 
sysLib.c. For systems without caches and for those architectures with only one cache 
design, there is no need for the sysCacheLibInit variable. 


FUNCPTR sysCacheLibInit = (FUNCPTR) cacheXxxLibInit; 


For cache systems with bus snooping, the flush and invalidate macros should be 
NULLified to enhance system and driver performance in sysHwInit(). 


void sysHwInit () 
{ 


cacheLib.flushRtn = NULL; /* no flush necessary */ 
cacheLib.invalidateRtn = NULL; /* no invalidate necessary */ 


} 


There may be some drivers that require numerous cache calls, so many that they interfere 
with the code clarity. Additional checking can be done at the initialization stage to 
determine if cacheDmaMalloc() returned a buffer in non-cacheable space. Remember 
that it will return a cache-safe buffer by virtue of the function pointers. Ideally, these are 
NULL, since the MMU was used to mark the pages as non-cacheable. The macros 
CACHE_Xxx_IS_WRITE_COHERENT and CACHE_Xxx_IS_READ_COHERENT can be used to 
check the flush and invalidate function pointers, respectively. 


Write buffers are used to allow the processor to continue execution while the bus interface 
unit moves the data to the external device. In theory, the write buffer should be smart 
enough to flush itself when there is a write to non-cacheable space or a read of an item 
that is in the buffer. In those cases where the hardware does not support this, the software 
must flush the buffer manually. This often is accomplished by a read to non-cacheable 
space or a NOP instruction that serializes the chip’s pipelines and buffers. This is not 
really a caching issue; however, the cache library provides a CACHE_PIPE_FLUSH macro. 
External write buffers may still need to be handled in a board-specific manner. 
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Architecture-specific cache-management libraries (cacheXxxLib), vmLib, VxWorks 
Programmer’s Guide: I/O System 


cacheMb930Lib 


cacheMb930Lib — Fujitsu MB86930 (SPARClite) cache management library 


cacheMb930LibInit( ) — initialize the Fujitsu MB86930 cache library 
cacheMb930LockAuto( ) — enable MB86930 automatic locking of kernel instructions/data 
cacheMb930ClearLine( ) — clear a line from an MB86930 cache 


This library contains architecture-specific cache library functions for the Fujitsu MB86930 
(SPARClite) architecture. There are separate small instruction and data caches on chip, 
both of which operate in write-through mode. Each cache line contains 16 bytes. Cache 
tags may be "flushed" by accesses to alternate space in supervisor mode. Invalidate 
operations are performed in software by writing zero to the cache tags in an iterative 
manner. Locked data cache tags are not invalidated since the data resides only in the 
cache and not in RAM. The global and local cache locking features are beneficial for 
real-time systems. Note that there is no MMU (Memory Management Unit) support. 


For general information about caching, see the manual entry for cacheLib. 
arch/sparc/sparclite.h, cacheLib.h 
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cacheMicroSparcLib 


cacheMicroSparcLib — microSPARC cache management library 
cacheMicroSparcLibInit( ) — initialize the microSPARC cache library 


This library contains architecture-specific cache library functions for the microSPARC 
architecture. Currently two microSPARC CPU are supported: the Texas Instrument 
TMS3900S10 (also known as Tsunami) and the FUJITSU MB86904 (also know as Swift). 
The TMS390S10 implements a 4-Kbyte Instruction and a 2-Kbyte Data cache, the MB86904 
a 16-Kbyte Instruction and a 8-Kbyte Data cache. Both operate in write-through mode. 
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The Instruction Cache Line size is 32 bytes while the Data Cache Line size is 16 bytes, but 
for memory allocation purposes, a cache line alignment size of 32 bytes will be assumed. 
The TMS390S10 either cache only supports invalidation of all entries and no cache locking 
is available, the MB86904 supports a per cache line invalidation, with specific alternate 
stores, but no cache locking 


MMU (Memory Management Unit) support is needed to mark pages cacheable or 
non-cacheable. For more information, see the manual entry for vmLib. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 
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cacheR3kALib 


cacheR3kALib — MIPS R3000 cache management assembly routines 


cacheR3kDsize( ) — return the size of the R3000 data cache 
cacheR3kIsize() — return the size of the R3000 instruction cache 


This library contains MIPS R3000 cache set-up and invalidation routines written in 
assembly language. The R3000 utilizes a variable-size instruction and data cache that 
operates in write-through mode. Cache line size also varies. Cache tags may be 
invalidated on a per-word basis by execution of a byte write to a specified word while the 
cache is isolated. See also the manual entry for cacheR3kLib. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 


cacheR3kLib, cacheLib, Gerry Kane: MIPS R3000 RISC Architecture 
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cacheR3kLib — MIPS R3000 cache management library 


cacheR3kLibInit( ) — initialize the R3000 cache library 
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This library contains architecture-specific cache library functions for the MIPS R3000 
architecture. The R3000 utilizes a variable-size instruction and data cache that operates in 
write-through mode. Cache line size also varies. Cache tags may be invalidated on a 
per-word basis by execution of a byte write to a specified word while the cache is isolated. 
See also the manual entry for cacheR3kALib. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 


cacheR3kALib, cacheLib, Gerry Kane: MIPS R3000 RISC Architecture 


cacheR4kLib 


cacheR4kLib — MIPS R4000 cache management library 
cacheR4kLibInit( ) — initialize the R4000 cache library 
This library contains architecture-specific cache library functions for the MIPS R4000 


architecture. The R4000 utilizes a variable-size instruction and data cache that operates in 
write-back mode. Cache line size also varies. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 


cacheLib 


cacheR33kLib 


cacheR33kLib — MIPS R33000 cache management library 
cacheR33kLibInit( ) — initialize the R33000 cache library 


This library contains architecture-specific cache library functions for the MIPS R33000 
architecture. The R33000 utilizes a 8-Kbyte instruction cache and a 1-Kbyte data cache 
that operate in write-through mode. Cache line size is fixed at 16 bytes. Cache tags may 
be invalidated on a per-line basis by execution of a store to a specified line while the cache 
is in invalidate mode. 


For general information about caching, see the manual entry for cacheLib. 
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arch/mips/1r33000.h, cacheLib.h 


cacheLib, LSI Logic LR33000 MIPS Embedded Processor User’s Manual 


cacheR333x0Lib 


cacheR333x0Lib — MIPS R333x0 cache management library 
cacheR333x0LibInit( ) — initialize the R333x0 cache library 


This library contains architecture-specific cache library functions for the MIPS R333x0 
architecture. The R33300 utilizes a 4-Kbyte instruction cache and a 2-Kbyte data cache 
that operate in write-through mode. The R33310 utilizes a 8-Kbyte instruction cache and a 
4-Kbyte data cache that operate in write-through mode. Cache line size is fixed at 16 
bytes. Cache tags may be invalidated on a per-line basis by execution of a store to a 
specified line while the cache is in invalidate mode. 


For general information about caching, see the manual entry for cacheLib. 
arch/mips/1r33300.h, cacheLib.h 


cacheLib, LSI Logic LR33300 and LR33310 Self-Embedding Processors User’s Manual 
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cacheSun4Lib — Sun-4 cache management library 


cacheSun4LibInit( ) — initialize the Sun-4 cache library 
cacheSun4ClearLine() — clear a line from a Sun-4 cache 
cacheSun4ClearPage( ) — clear a page from a Sun-4 cache 
cacheSun4ClearSegment( ) — clear a segment from a Sun-4 cache 
cacheSun4ClearContext( ) — clear a specific context from a Sun-4 cache 


This library contains architecture-specific cache library functions for the Sun 
Microsystems Sun-4 architecture. There is a 64-Kbyte mixed instruction and data cache 
that operates in write-through mode. Each cache line contains 16 bytes. Cache tags may 
be "flushed" by accesses to alternate space in supervisor mode. Invalidate operations are 
performed in software by writing zero to the cache tags in an iterative manner. Tag 
operations are performed on "page," "segment," or "context" granularity. 
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MMU (Memory Management Unit) support is needed to mark pages cacheable or 
non-cacheable. For more information, see the manual entry for vmLib. 


For general information about caching, see the manual entry for cacheLib. 
cacheLib.h 
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cacheTiTms390Lib 


cacheTiTms390Lib — TI TMS390 SuperSPARC cache management library 


cacheTiTms390LibInit( ) — initialize the TI TMS390 cache library 
cacheTiTms390VirtToPhys( ) — translate a virtual address for cacheLib 
cacheTiTms390PhysToVirt( ) — translate a physical address for drivers 
cleanUpStoreBuffer( ) — clean up store buffer after a data store error interrupt 


This library contains architecture-specific cache library functions for the TI TMS390 


SuperSPARC architecture. The on-chip cache architecture is explained in the first table 
below. Note, the data cache mode depends on whether there is an external Multicache 
Controller (MCC). Both on-chip caches support cache coherency via snooping and line 


locking. For memory allocation purposes, a cache line alignment size of 64 bytes is 


assumed. The MCC supports cache coherency via snooping, but does not support line 


locking. 

Cache ... 3 Line Size 

Type Size Lines Sets Ways (Bytes) Mode 

Instr 20K 320 64 5 2*32 never written back 

Data 16K 512 128 4 32 with MCC: Write-through 


without MCC: Copy-back 


with write allocation 


The cache operations provided are explained in the table below. Operations marked 
"Hardware" and "Software" are implemented as marked, and are fast and slow, 


respectively. Operations marked "NOP" return OK without doing anyting. Operations 
p y. UP’ ganyung. Up 


with another operation name perform that operation rather than their own. Partial 


operations marked "Entire" actually perform an "Entire" operation. When the MCC is 
installed, operations upon the data cache are performed upon both the data cache and the 
MCC. Lines "Data-Data" and "Data-MCC" desribe the data cache and MCC, respectively, 


portions of a data cache operation. 


7. Libraries 


cacheTiTms390Lib 

Mcc: No No Yes Yes Yes 
Cache Type: Instr Data Instr Data-Data Data-MCC 
cachelnvalidate() entire H/W H/W H/W H/W S/W 

partial Entire S/W Entire S/W S/W 
cacheFlush() entire NOP Clear NOP NOP S/W 

partial NOP Clear NOP NOP Clear 
cacheClear( ) entire H/W S/W H/W H/W S/W 

partial Entire S/W Entire S/W S/W 
cacheLock() and __ entire S/W S/W S/W S/W NOP 
cacheUnlock() partial S/W S/W S/W S/W NOP 


The architecture of the optional Multicache Controller (MCC) is explained in the table 
below. The MCC supports cache coherency via snooping, and does not support line 
locking. 


The MCC does not have a CACHE_TYPE value for cacheEnable() or cacheDisable(). For 
enable and disable operations, the MCC is treated as an extension of both the on-chip data 
and instruction caches. If either the data or instruction caches are enabled, the MCC is 
enabled. If both the data and the instruction caches are disabled, the MCC is disabled. For 
invalidate, flush, and clear operations the MCC is treated as an extension of only the 
on-chip data cache. The cacheInvalidate( ), cacheFlush(), and cacheClear() operations for 
the instruction cache operate only on the on-chip instruction cache. However these 
operations for the data cache operate on both the on-chip data cache and the MCC. 


Cache Type Size Blocks Ways Block Size (bytes) Mode 
MCC on MBus 0, 1M 0, 8K 1 4*32 Copy-back 
MCC on XBus 512K,1M,2M 2kK,4K,8K 1 4*64 Copy-back 


Any input peripheral that does not support cache coherency may be accessed through 
either a cached buffer with a partial cacheTiTms390Invalidate( ) operation, or an 
uncached buffer without it. (cacheInvalidate() cannot be used; it is a NOP since it 
assumes cache coherency.) Choose whichever is faster for the application. 


Any output peripheral that does not support cache coherency may be accessed through 
either a cached buffer with a partial cacheTiTms390Flush() operation, or an uncached 
buffer without it. (cacheFlush() cannot be used; it is a NOP since it assumes cache 
coherency.) Choose whichever is faster for the application. 


Any peripheral that supports cache coherency should be accessed through a cached buffer 
without using any of the above operations. Using either an uncached buffer or any of the 
above operations will just slow the system down. 


MMU (Memory Management Unit) support is needed to mark pages cacheable or 
non-cacheable. For more information, see the manual entry for vmLib. 


For general information about caching, see the manual entry for cacheLib. 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


USAGE 


IOCTL FUNCTIONS 


INCLUDE FILES 


NAME 


ROUTINES 


VxWorks Reference Manual, 5.4 
cd2400Sio 


cacheLib.h 


cacheLib, vmLib 


cd2400Sio 


cd2400Sio — CL-CD2400 MPCC serial driver 


cd2400HrdInit( ) — initialize the chip 
cd2400IntRx() — handle receiver interrupts 
cd2400IntTx() — handle transmitter interrupts 
cd2400Int() — handle special status interrupts 


This is the driver for the Cirus Logic CD2400 MPCC. It uses the SCC’s in asynchronous 
mode. 


A CD2400_QUSART structure is used to describe the chip. This data structure contains four 
CD2400_CHAN structure which describe the chip’s four serial channels. The BSP’s 
sysHwlInit() routine typically calls sysSerialHwInit( ) which initializes all the values in 
the CD2400_QUSART structure (except the SIO_DRV_FUNCS) before calling 
cd2400HrdInit(). The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2() 
which connects the chips interrupts (cd2400Int, cd2400IntRx, and cd2400IntTx) via 
intConnect(). 


This driver responds to the same ioctl() codes as a normal serial driver; for more 
information, see the comments in sioLib.h. The available baud rates are: 50, 110, 150, 300, 
600, 1200, 2400, 3600, 4800, 7200, 9600, 19200, and 38400. 


drv/sio/cd2400Sio.h 


cdromFsLib 


cdromFsLib — ISO 9660 CD-ROM read-only file system library 


cdromFslInit( ) — initialize cdromFsLib 
cdromFsVolConfigShow( ) — show the volume configuration information 
cdromFsDevCreate( ) — create a cdromFsLib device 


DESCRIPTION 


7. Libraries 
cdromFsLib 


This library defines cdromFsLib, a utility that lets you use standard POSIX I/O calls to 
read data from a CD-ROM formatted according to the ISO 9660 standard file system. 


It provides access to CD-ROM file systems using any standard BLOCK_DEV structure 
(that is, a disk-type driver). 


The basic initialization sequence is similar to installing a DOS file system on a SCSI 
device. 


1. Initialize the cdrom file system library (preferably in sysScsiConfig() in sysScsi.c): 
cdromFsInit (); 
2. Locate and create a SCSI physical device: 
pPhysDev=scsiPhysDevCreate (pSysScsiCtr1,0,0,0,NONE,1,0,0) ; 
3. Create a SCSI block device on the physical device: 
PBlkDev = (SCSI_BLK_DEV *) scsiBlkDevCreate (pPhysDev, 0, 0); 
4. Create a CD-ROM file system on the block device: 
cdvolDesc = cdromFsDevCreate ("cdrom:", (BLK_DEV *) pBlkDev) ; 


Call cdromFsDevCreate() once for each CD-ROM drive attached to your target. After the 
successful completion of cdromFsDevCreate( ), the CD-ROM file system will be available 
like any DOS file system, and you can access data on the named CD-ROM device using 

open(), close(), read(), ioctl(), readdir( ), and stat(). A write() always returns an error. 


The cdromFsLib utility supports multiple drives, concurrent access from multiple tasks, 
and multiple open files. 


FILE AND DIRECTORY NAMING 


The strict ISO 9660 specification allows only uppercase file names consisting of 8 
characters plus a 3 character suffix. To support multiple versions of the same file, the ISO 
9660 specification also supports version numbers. When specifying a file name in an 
open() call, you can select the file version by appending the file name with a semicolon (;) 
followed by a decimal number indicating the file version. If you omit the version number, 
cdromFsLib opens the latest version of the file. 


To accommodate users familiar with MS-DOS, cdromFsLib lets you use lowercase name 
arguments to access files with names consisting entirely of uppercase characters. 
Mixed-case file and directory names are accessible only if you specify their exact 
case-correct names. 


For the time being, cdromFsLib further accommodates MS-DOS users by allowing "stead 
of "/" in pathnames. However, the use of the backslash is discouraged because it may not 
be supported in future versions of cdromFsLib. 


Finally, cdromFsLib uses an 8-bit clean implementation of ISO 9660. Thus, cdromFsLib 
is compatible with CD-ROMs using either Latin or Asian characters in the file names. 
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IOCTL CODES SUPPORTED 


FIOGETNAME 
Returns the file name for a specific file descriptor. 


FIOLABELGET 
Retrieves the volume label. This code can be used to verify that a particular volume 


has been inserted into the drive. 


FIOWHERE 
Determines the current file position. 


FIOSEEK 
Changes the current file position. 


FIONREAD 
Tells you the number of bytes between the current location and the end of this file. 


FIOREADDIR 
Reads the next directory entry. 


FIODISKCHANGE 
Announces that a disk has been replaced (in case the block driver is not able to 


provide this indication). 


FIOUNMOUNT 
Announces that the a disk has been removed (all currently open file descriptors are 


invalidated). 
FIOFSTATGET 
Gets the file status information (directory entry data). 


MODIFYING A BSP TO USE CDROMFS 
The following example describes mounting cdromFS on a SCSI device. 


Edit your BSP’s config.h to make the following changes: 
1. Insert the following macro definition: 
#define INCLUDE_CDROMFS 
2. Change FALSE to TRUE in the section under the following comment: 


/* change FALSE to TRUE for SCSI interface */ 
Make the following changes in sysScsi.c (or sysLib.c if your BSP has no sysScsi.c): 


1. Add the following declaration to the top of the file: 


#ifdef INCLUDE_CDROMFS 
#include "cdromFsLib.h" 
STATUS cdromFsInit (void) ; 
#endif 


2. Modify the definition of sysScsiInit() to include the following: 


7. Libraries 
cdromFsLib 


#ifdef INCLUDE_CDROMFS 
cdromFsInit () ; 
#endif 

The call to cdromFsInit() initializes cdromFS. This call must be made only once and 

must complete successfully before you can call any other cdromFsLib routines, such 

as cdromFsDevCreate( ). Typically, you make the cdromFSInit( ) call at system 

startup. Because cdromFS is used with SCSI CD-ROM devices, it is natural to call 

cdromFSInit() from within sysScsilnit(). 


3. Modify the definition of sysScsiConfig() (if included in your BSP) to include the 
following: 


/* configure a SCSI CDROM at busId 6, LUN = 0 */ 
#ifdef INCLUDE_CDROMFS 
if ((pSpd60 = scsiPhysDevCreate (pSysScsiCtrl, 6, 0, 0, NONE, O, O, 0)) == 
(SCSI_PHYS_DEV *) NULL) 
{ 
SCSI_DEBUG_MSG ("sysScsiConfig: scsiPhysDevCreate failed for CDROM.\n", 
0, O, O, O, O, 0); 
return (ERROR) ; 
} 
else if ((pSbdCd = scsiBlkDevCreate (pSpd60, 0, 0) ) == NULL) 
{ 
SCSI_DEBUG_MSG ("sysScsiConfig: scsiBlkDevCreate failed for CDROM.\n", 
0, O, O, O, O, 0); 
return (ERROR) ; 
} 


* Create an instance of a CD-ROM device in the I/O system. 

* A block device must already have been created. Internally, 

* cdromFsDevCreate() calls iosDrvInstall(), which enters the 

* appropriate driver routines in the I/O driver table. 

*/ 

if ((cdVolDesc = cdromFsDevCreate ("cdrom:", (BLK_DEV *) pSbdCd )) == NULL) 
{ 
return (ERROR) ; 


} 
#endif /* end of #ifdef INCLUDE_CDROMFS */ 


4. Before the definition of sysScsiConfig(), declare the following global variables used 
in the above code fragment: 


SCSI_PHYS_DEV *pSpd60; 
BLK_DEV *pSbdCd; 
CDROM_VOL_DESC_ID cdVolDesc; 


The main goal of the above code fragment is to call cdromFsDevCreate( ). As input, 
cdromFsDevCreate( ) expects a pointer to a block device. In the example above, the 
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scsiPhysDevCreate( ) and scsiBlkDevCreate( ) calls set up a block device interface for a 
SCSI CD-ROM device. 


After the successful completion of cdromFsDevCreate( ), the device called "cdrom" is 
accessible using the standard open(), close(), read(), ioctl(), readdir(), and stat() calls. 


cdromFsLib.h 
The cdromFsLib utility does not support CD sets containing multiple disks. 


ioLib, ISO 9660 Specification 


cisLib 
cisLib — PCMCIA CIS library 


cisGet() — get information from a PC card’s CIS 

cisFree( ) — free tuples from the linked list 

cisConfigregGet( ) — get the PCMCIA configuration register 
cisConfigregSet() — set the PCMCIA configuration register 


This library contains routines to manipulate the CIS (Configuration Information Structure) 
tuples and the card configuration registers. The library uses a memory window which is 
defined in pemciaMemwinto access the CIS of a PC card. All CIS tuples in a PC card are 
read and stored in a linked list, cisTupleList. If there are configuration tuples, they are 
interpreted and stored in another link list, cisConifigList. After the CIS is read, the PC 
card’s enabler routine allocates resources and initializes a device driver for the PC card. 


If a PC card is inserted, the CSC (Card Status Change) interrupt handler gets a CSC event 
from the PCMCIA chip and adds a cisGet() job to the PCMCIA daemon. The PCMCIA 
daemon initiates the cisGet() work. The CIS library reads the CIS from the PC card and 
makes a linked list of CIS tuples. It then enables the card. 


If the PC card is removed, the CSC interrupt handler gets a CSC event from the PCMCIA 
chip and adds a cisFree() job to the PCMCIA daemon. The PCMCIA daemon initiates the 
cisFree() work. The CIS library frees allocated memory for the linked list of CIS tuples. 
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cisShow 


cisShow — PCMCIA CIS show library 
cisShow() — show CIS information 


This library provides a show routine for CIS tuples. 


clockLib 


clockLib — clock library (POSIX) 


clock_getres() — get the clock resolution (POSIX) 
clock_setres() — set the clock resolution 

clock_gettime() — get the current time of the clock (POSIX) 
clock_settime() — set the clock to a specified time (POSIX) 


This library provides a clock interface, as defined in the IEEE standard, POSIX 1003.1b. 


A clock is a software construct that keeps time in seconds and nanoseconds. The clock has 
a simple interface with three routines: clock_settime(), clock_gettime(), and 
clock_getres(). The non-POSIX routine clock_setres() is provided (temporarily) so that 
clockLib is informed if there are changes in the system clock rate (e.g., after a call to 
sysClkRateSet( )). 


Times used in these routines are stored in the timespec structure: 


struct timespec 
{ 
time_t tv_sec; /* seconds */ 
long tv_nsec; /* nanoseconds (0 -1,000,000,000) */ 
}; 


Only one clock_id is supported, the required CLOCK_REALTIME. Conceivably, additional 
"virtual" clocks could be supported, or support for additional auxiliary clock hardware (if 
available) could be added. 


timers.h 


IEEE VxWorks Programmer’s Guide: Basic OS, POSIX 1003.1b documentation 
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cplusLib 


cplusLib — basic run-time support for C++ 


cplusCallNewHandler( ) — call the allocation failure handler (C++) 
cplusCtors( ) — call static constructors (C++) 

cplusCtorsLink() - call all linked static constructors (C++) 
cplusDemanglerSet() — change C++ demangling mode (C++) 

cplusDtors() - call static destructors (C++) 

cplusDtorsLink() - call all linked static destructors (C++) 

cplusLibInit( ) — initialize the C++ library (C++) 

cplusXtorSet() — change C++ static constructor calling strategy (C++) 
operator delete() — default run-time support for memory deallocation (C++) 
operator new() — default run-time support for operator new (C++) 

operator new() — default run-time support for operator new (nothrow) (C++) 
operator new( ) —- run-time support for operator new with placement (C++) 
set_new_handler() — set new_handler to user-defined function (C++) 
set_terminate() — set terminate to user-defined function (C++) 


This library provides run-time support and shell utilities that support the development of 
VxWorks applications in C++. The run-time support can be broken into three categories: 
— Support for C++ new and delete operators. 
— Support for initialization and cleanup of static objects. 
Shell utilities are provided for: 
— Resolving overloaded C++ function names. 
— Hiding C++ name mangling, with support for terse or complete name demangling. 
— Manual or automatic invocation of static constructors and destructors. 
The usage of cplusLib is more fully described in the VxWorks Programmer's Guide: C++ 


Development. 


VxWorks Programmer’s Guide: C++ Development 
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dbgArchLib 


dbgArchLib — architecture-dependent debugger library 


g0() — return the contents of register g0, also g1 — g7 (SPARC) and g1 — g14 (i960) 
a0() — return the contents of register a0 (also a1 — a7) (MC680x0) 

d0() — return the contents of register d0 (also d1 — d7) (MC680x0) 

sr() — return the contents of the status register (MC680x0) 

psrShow() — display the meaning of a specified psr value, symbolically (SPARC) 
fsrShow() — display the meaning of a specified fsr value, symbolically (SPARC) 
00() — return the contents of register 00 (also 01 — 07) (SPARC) 

10() — return the contents of register 10 (also 11 — 17) (SPARC) 

i0() — return the contents of register i (also i1 — i7) (SPARC) 

npc() — return the contents of the next program counter (SPARC) 

psr() — return the contents of the processor status register (SPARC) 

wim() — return the contents of the window invalid mask register (SPARC) 

y() — return the contents of the y register (SPARC) 

pfp( — return the contents of register pfp (i960) 

tsp() — return the contents of register sp (i960) 

rip() — return the contents of register rip (i960) 

r3() — return the contents of register 13 (also r4 — 115) (i960) 

fp() — return the contents of register fp (i960) 

fp0() — return the contents of register fp0 (also fp1 — fp3) (i960KB, i960SB) 

pcew() — return the contents of the pew register (i960) 

tcw() — return the contents of the tcw register (i960) 

acw() — return the contents of the acw register (i960) 

dbgBpTypeBind() — bind a breakpoint handler to a breakpoint type (MIPS R3000, R4000) 
edi() — return the contents of register edi (also esi — eax) (i386/1486) 

eflags() — return the contents of the status register (i386 /1486) 

r0() — return the contents of register r0 (also r1 — 14) (ARM) 

cpsr() — return the contents of the current processor status register (ARM) 
psrShow;1() — display the meaning of a specified PSR value, symbolically (ARM) 


This module provides architecture-specific support functions for dbgLib. It also includes 
user-callable functions for accessing the contents of registers in a task’s TCB (task control 
block). These routines include: 


MC680x0: a0() - a7) — address registers (a0 — a7) 
d0() - d7() — data registers (d0 — d7) 
sr() — status register (sr) 

SPARC psrShow() — psr value, symbolically 
fsrShow() — fsr value, symbolically 
g0() - g7() — global registers (g0 — g7) 
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dbgLib 
00() —07() — out registers (00 — 07, note lower-case "o") 
10() - 170.) — local registers (10 — 17, note lower-case "l") 
i0() -i7() — in registers (i0 — i7) 
npc() — next program counter (npc) 
psr() — processor status register (psr) 
wim() — window invalid mask (wim) 
yO -y register 
i960: g0() - g14() — global registers 
73() — r15() — local registers 
tsp() — stack pointer 
rip() — return instruction pointer 
pip — previous frame pointer 
fpO — frame pointer 
fp90 - fp30 — floating-point registers (i960 KB and SB only) 
pew() — processor control word 
tcew() — trace control word 
acw() — arithmetic control word 
MIPS dbgBpTypeBind() —bind a breakpoint handler to a breakpoint type 
1386/1486: edi() — eax() — named register values 
eflags() — status register value 
ARM r0() — 114() — general-purpose registers (r0 — 114) 
cpsr() — current processor status reg (cpsr) 
psrShow() — psr value, symbolically 


Note: The routine pe(), for accessing the program counter, is found in usrLib. 


dbgLib, VxWorks Programmer's Guide: Target Shell 


dbgLib 


dbgLib — debugging facilities 


dbgHelp() — display debugging help menu 
dbgInit() — initialize the local debugging package 
b() - set or display breakpoints 

e() —set or display eventpoints (WindView) 

bh() — set a hardware breakpoint 

bd() — delete a breakpoint 

bdall() — delete all breakpoints 

c() — continue from a breakpoint 


DESCRIPTION 


INITIALIZATION 


BREAKPOINTS 


1. Libraries 
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cret() — continue until the current subroutine returns 

s() - single-step a task 

so() - single-step, but step over a subroutine 

I() — disassemble and display a specified number of instructions 
tt() — display a stack trace of a task 


This library contains VxWorks’s primary interactive debugging routines, which provide 
the following facilities: 


— task breakpoints 

— task single-stepping 

— symbolic disassembly 

— symbolic task stack tracing 


In addition, dbgLib provides the facilities necessary for enhanced use of other VxWorks 
functions, including: 


— enhanced shell abort and exception handling (via tyLib and excLib) 


The facilities of excLib are used by dbgLib to support breakpoints, single-stepping, and 
additional exception handling functions. 


The debugging facilities provided by this module are optional. In the standard VxWorks 
development configuration as distributed, the debugging package is included. The 
configuration macro is INCLUDE_DEBUG. When defined, it enables the call to dbgInit() in 
the task usrRoot() in usrConfig.c. The dbgInit() routine initializes dbgLib and must be 
made before any other routines in the module are called. 


Use the routine b() or bh() to set breakpoints. Breakpoints can be set to be hit by a 
specific task or all tasks. Multiple breakpoints for different tasks can be set at the same 
address. Clear breakpoints with bd() and bdall(). 


When a task hits a breakpoint, the task is suspended and a message is displayed on the 
console. At this point, the task can be examined, traced, deleted, its variables changed, 
etc. If you examine the task at this point (using the i() routine), you will see that it is ina 
suspended state. The instruction at the breakpoint address has not yet been executed. 


To continue executing the task, use the c() routine. The breakpoint remains until it is 
explicitly removed. 


EVENTPOINTS (WINDVIEW) 


When WindView is installed, dbgLib supports eventpoints. Use the routine e() to set 
eventpoints. Eventpoints can be set to be hit by a specific task or all tasks. Multiple 
eventpoints for different tasks can be set at the same address. 


When a task hits an eventpoint, an event is logged and is displayed by VxWorks kernel 
instrumentation. 
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You can manage eventpoints with the same facilities that manage breakpoints: for 
example, unbreakable tasks (discussed below) ignore eventpoints, and the b() command 
(without arguments) displays eventpoints as well as breakpoints. As with breakpoints, 
you can clear eventpoints with bd() and bdall(). 


UNBREAKABLE TASKS 


An unbreakable task ignores all breakpoints. Tasks can be spawned unbreakable by 
specifying the task option VX_UNBREAKABLE. Tasks can subsequently be set 
unbreakable or breakable by resetting VX_UNBREAKABLE with taskOptionsSet( ). 
Several VxWorks tasks are spawned unbreakable, such as the shell, the exception support 
task excTask(), and several network-related tasks. 


DISASSEMBLER AND STACK TRACER 


The I() routine provides a symbolic disassembler. The t#() routine provides a symbolic 
stack tracer. 


SHELL ABORT AND EXCEPTION HANDLING 


This package includes enhanced support for the shell in a debugging environment. The 
terminal abort function, which restarts the shell, is invoked with the abort key if the 
OPT_ABORT option has been set. By default, the abort key is CTRL-C. For more 
information, see the manual entries for tyAbortSet() and tyAbortFuncSet( ). 


THE DEFAULT TASK AND TASK REFERENCING 


CAVEAT 
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Many routines in this module take an optional task name or ID as an argument. If this 
argument is omitted or zero, the "current" task is used. The current task (or "default" task) 
is the last task referenced. The dbgLib library uses taskIdDefault() to set and get the 
last-referenced task ID, as do many other VxWorks routines. 


All VxWorks shell expressions can reference a task by either ID or name. The shell 
attempts to resolve a task argument to a task ID; if no match is found in the system 
symbol table, it searches for the argument in the list of active tasks. When it finds a 
match, it substitutes the task name with its matching task ID. In symbol lookup, symbol 
names take precedence over task names. 


When a task is continued, c() and s() routines do not yet distinguish between a 
suspended task or a task suspended by the debugger. Therefore, use of these routines 
should be restricted to only those tasks being debugged. 


dbgLib.h 
dbgArchLib, excLib, tyLib, taskIdDefault( ), taskOptionsSet( ), tyAbortSet(), 


tyAbortFuncSet(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s 
Guide: Shell 
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dec21x4xEnd 


dec21x4xEnd — END style DEC 21x4x PCI Ethernet network interface driver 
dec21x4xEndLoad( ) — initialize the driver and device 


This module implements a DEC 21x4x PCI Ethernet network interface driver and 
supports 21040, 21140 and 21143 versions of the chip. 


The DEC 21x4x PCI Ethernet controller is little endian because it interfaces with a little 
endian PCI bus. Although PCI configuration for a device is handled in the BSP, all other 
device programming and initialization are handled in this module. 


This driver is designed to be moderately generic. Without modification, it can operate 
across the range of architectures and targets supported by VxWorks. To achieve this, the 
driver requires a few external support routines as well as several target-specific 
parameters. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. If any of the assumptions stated below are not true for your 
particular hardware, you need to modify the driver before it can operate correctly on your 
hardware. 


On 21040, the driver configures the 1OBASE-T interface by default, waits for two seconds, 
and checks the status of the link. If the link status indicates failure, AUI interface is 
configured. 


On other versions of the 2114x family, the driver reads media information from a DEC 
serial ROM and configures the media. On targets that do not support a DEC format serial 
ROM, the driver calls a target-specfic media select routine using the hook, 
_func_dec2114xMediaSelect, to configure the media. 


The driver supports big-endian or little-endian architectures (as a configurable option). 
The driver also and contains error recovery code that handles known device errata related 
to DMA activity. 


Big endian processors can be connected to the PCI bus through some controllers which 
take care of hardware byte swapping. In such cases all the registers which the chip DMAs 
to have to be swapped and written to, so that when the hardware swaps the accesses, the 
chip would see them correctly. The chip still has to be programmed to operate in little 
endian mode as it is on the PCI bus. If the cpu board hardware automatically swaps all 
the accesses to and from the PCI bus, then input and output byte stream need not be 
swapped. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


The driver provides one standard external interface, dec21x4xEndLoad(), which a takes a 
string of colon separated parameters. The parameters should be specified as hexadecimal 
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strings, optionally preceded by "Ox" or a minus sign "-". 


Although the parameter string is parsed using strtok_r(), each parameter is converted 
from string to binary by a call to strtoul(parameter, NULL, 16). 


The format of the parameter string is: 


“unit number:device addr:PCI addr:ivec:ilevel:mem base: mem size:user flags:offset" 


TARGET-SPECIFIC PARAMETERS 


unit number 
This represents the device instance number relative to this driver. Ie. a value of zero 
represents the first dec21x4x device, a value of 1 represents the second dec21x4x 
device. 


device addr 
This is the base address at which the hardware device registers are located. 


PCI addr 
This parameter defines the main memory address over the PCI bus. It is used to 
translate physical memory address into PCI accessible address. 


Tvec 
This is the interrupt vector number of the hardware interrupt generated by this 
Ethernet device. The driver uses intConnect, or pcilntConnect (x86 arch), to attach an 
interrupt handler for this interrupt. 


ilevel 
This parameter defines the level of the hardware interrupt. 


mem base 
This parameter specifies the base address of a DMA-able, cache free, pre-allocated 
memory region for use as a memory pool for transmit/receive descriptors and 
buffers. 


If there is no pre-allocated memory available for the driver, this parameter should be 
-1 (NONE). In which case, the driver allocates cache safe memory for its use using 
cacheDmaAlloc( ). 


mem size 
The memory size parameter specifies the size of the pre-allocated memory region. If 
memory base is specified as NONE (-1), the driver ignores this parameter. 


user flags 
User flags control the run-time characteristics of the Ethernet chip. Most flags specify 
non default CSRO bit values. Refer to dec21x4xEnd.h for the bit values of the flags, 
and to the device hardware reference manual for details about device capabilities, 
and CSR 0. 


Some of them are worth mentioning: 
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Full Duplex Mode: When set, the DEC_USR_FD flag allows the device to work in full 
duplex mode, as long as the PHY used has this capability. It is worth noting here that 
in this operation mode, the dec21x40 chip ignores the Collision and the Carrier Sense 
signals. 


Transmit treshold value: The DEC_USR_THR_XXxX flags enable the user to choose 
among different threshold values for the transmit FIFO. Transmission starts when the 
frame size within the transmit FIFO is larger than the treshold value. This should be 
selected taking into account the actual operating speed of the PHY. Again, see the 
device hardware reference manual for details. 


offset 


This parameter defines the offset which is used to solve alignment problem. 


Device Type 
Although the default device type is DEC 21040, specifying the DEC_USR_21140 or 
DEC_USR_21143 flag bit turns on DEC 21140 or DEC_USR_21143 functionality. 


Ethernet Address 
The Ethernet address is retrieved from standard serial ROM on DEC 21040, DEC 
21140 and DEC 21143 devices. If retrieve from ROM fails, the driver calls the BSP 
routine, sysDec21x4xEnetAddrGet( ). Specifying DEC_USR_XEA flag bit tells the 
driver should, by default, retrieve the Ethernet address using the BSP routine, 
sysDec21x4xEnetAddrGet( ). 


Priority RX processing 
The driver programs the chip to process the transmit and receive queues at the same 
priority. By specifying DEC_USR_BAR_Rx, the device is programmed to process 
receives at a higher priority. 


TX poll rate 
By default, the driver sets the Ethernet chip into a non-polling mode. In this mode, if 
the transmit engine is idle, it is kick-started every time a packet needs to be 
transmitted. Alternately, the chip can be programmed to poll for the next available 
transmit descriptor if the transmit engine is in idle state. The poll rate is specified by 
one of DEC_USR_TAP_xxx. 


Cache Alignment 
The DEC_USR_CAL_xxx flags specify the address boundaries for data burst transfers. 


DMA burst length 
The DEC_USR_PBL_xxx flags specify the maximum number of long words ina DMA 
burst. 


PCI multiple read 
The DEC_USR_RML flag specifies that a device supports PCI memory-read-multiple. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires four external support functions, and provides a hook function: 
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void sysLanIntEnable (int level) 
This routine provides a target-specific interface for enabling Ethernet device 
interrupts at a specified interrupt level. 


void sysLanIntDisable (void) 
This routine provides a target-specific interface for disabling Ethernet device 
interrupts. 


STATUS sysDec21x4xEnetAddrGet (int unit, char *enetAdrs) 
This routine provides a target-specific interface for accessing a device Ethernet 
address. 


STATUS sysDec21143Init (DRV_CTRL * pDrvCtr1) 
This routine performs any target-specific initialization required before the dec21143 
device is initialized by the driver. The driver calls this routine every time it wants to 
load the device. This routine returns OK, or ERROR if it fails. 


FUNCPTR _func_dec2114xMediaSelect 
This driver provides a default media select routine, when _func_dec2114xMediaSelect 
is NULL, to read and setup physical media with configuration information from a 
Version 3 DEC Serial ROM. Any other media configuration can be supported by 
initializing <_func_dec2114xMediaSelect<, typically in sysHwInit(), toa 
target-specific media select routine. 


A media select routine is typically defined as: 


STATUS decMediaSelect 
( 
DEC21X4X_DRV_CTRL * pDrvCtrl, /* Driver control */ 
UINT * pCsr6Val /* CSR6 return value */ 
) 
{ 


} 
Parameter pDrvCtrl is a pointer to the driver control structure which this routine may 
use to access the Ethenet device. The driver control structure field mediaCount, is 
initialized to Oxff at startup, while the other media control fields (mediaDefault, 
mediaCurrent, and gprModeVal) are initialized to zero. This routine may use these 
fields in any manner, however all other driver control fields should be considered 
read-only and should not be modified. 


This routine should reset, initialize and select an appropriate media, and write 
necessary the CSR6 bits (port select, PCS, SCR, and full duplex) to memory location 
pointed to by pCsr6Val. The driver will use this value to program register CSR6. This 
routine should return OK, and ERROR on failure. 


FUNCPTR _func_dec2114xIntAck 
This driver does acknowledge the LAN interrupts. However if the board hardware 
requires specific interrupt acknowledgement, not provided by this driver, the BSP 
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should define such a routine and attach it to the driver via _func_dec2114xIntAck. 


ifLib, DECchip 21040 Ethernet LAN Controller for PCI. 

Digital Semiconductor 21140A PCI Fast Ethernet LAN Controller. 

Digital Semiconductor 21143 PCI/CardBus Fast Ethernet LAN Controller. 

Using the Digital Semiconductor 21140A with Boot ROM, Serial ROM, and External Register: 
An Application Note 

Using the Digital Semiconductor 21143 with Boot ROM, Serial ROM, and External Register: An 
Application Note 


dec21x40End 


dec21x40End — END-style DEC 21x40 PCI Ethernet network interface driver 


dec21x40EndLoad( ) - initialize the driver and device 
dec21140SromWordRead( ) — read two bytes from the serial ROM 
dec21x40PhyLinkPoll() — Poll the PHY for link status 


This module implements a DEC 21x40 PCI Ethernet network interface driver and supports 
both the 21040, 21140, and 21143 versions of the chip. 


The DEC 21x40 PCI Ethernet controller is little endian because it interfaces with a 
little-endian PCI bus. Although PCI configuration for a device is handled in the BSP, all 
other device programming and initialization needs are handled in this module. 


This driver is designed to be moderately generic. Without modification, it can operate 
across the full range of architectures and targets supported by VxWorks. To achieve this, 
the driver requires a few external support routines as well as several target-specific 
parameters. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. If any of the assumptions stated below are not true for your 
particular hardware, you need to modify the driver before it can operate correctly on your 
hardware. 


On the 21040, the driver configures the 1OBASE-T interface by default, waits for two 
seconds, and checks the status of the link. If the link status indicates failure, AUI interface 
is configured. 


On other versions of the 21x40 family, the driver reads media information from a DEC 
serial ROM and configures the media. To configure the media on targets that do not 
support a DEC format serial ROM, the driver calls the target-specific media-select routine 
referenced in the _func_dec21x40MediaSelect hook. 


The driver supports big-endian or little-endian architectures (as a configurable option). 
The driver also and contains error recovery code that handles known device errata related 
to DMA activity. 
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Big-endian processors can be connected to the PCI bus through some controllers that take 
care of hardware byte swapping. In such cases, all the registers which the chip DMAs to 
have to be swapped and written to, so that when the hardware swaps the accesses, the 
chip would see them correctly. The chip still has to be programmed to operate in little 
endian mode as it is on the PCI bus. If the cpu board hardware automatically swaps all 
the accesses to and from the PCI bus, then input and output byte stream need not be 
swapped. 


BOARD LAYOUT This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 
The driver provides one standard external interface, dec21x40EndLoad(). As input, this 
function expects a string of colon-separated parameters. The parameters should be 
specified as hexadecimal strings (optionally preceded by "0x" or a minus sign "-"). 
Although the parameter string is parsed using strtok_r(), each parameter is converted 
from string to binary by a call to: 


strtoul (parameter, NULL, 16). 
The format of the parameter string is: 


device_addr: PCI_addr: ivec: ilevel: num_rds: num_tds:mem_base:mem_size: user_flags 


TARGET-SPECIFIC PARAMETERS 
device_addr 


This is the base address at which the hardware device registers are located. 


PCI_addr 
This parameter defines the main memory address over the PCI bus. It is used to 
translate a physical memory address into a PCI-accessible address. 


Tvec 
This is the interrupt vector number of the hardware interrupt generated by this 
Ethernet device. The driver uses intConnect() to attach an interrupt handler for this 
interrupt. 


ilevel 
This parameter defines the level of the hardware interrupt. 


num_rds 
The number of receive descriptors to use. This controls how much data the device 
can absorb under load. If this is specified as NONE (-1), the default of 32 is used. 


num_tds 
The number of transmit descriptors to use. This controls how much data the device 
can absorb under load. If this is specified as NONE (-1) then the default of 64 is used. 


mem_base 
This parameter specifies the base address of a DMA-able cache-free pre-allocated 
memory region for use as a memory pool for transmit/receive descriptors and 
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buffers. If there is no pre-allocated memory available for the driver, this parameter 
should be -1 (NONE). In which case, the driver allocates cache safe memory for its 
use using cacheDmaAlloc( ). 


mem_size 
The memory size parameter specifies the size of the pre-allocated memory region. If 
memory base is specified as NONE (-1), the driver ignores this parameter. 


user_flags 
User flags control the run-time characteristics of the Ethernet chip. Most flags specify 
non default CSRO and CSR6 bit values. Refer to dec21x40End.h for the bit values of 
the flags and to the device hardware reference manual for details about device 
capabilities, CSR6 and CSRO. 


Device Type: Although the default device type is DEC 21040, specifying the 
DEC_USR_21140 flag bit turns on DEC 21140 functionality. 


Ethernet Address: The Ethernet address is retrieved from standard serial ROM on both 
DEC 21040, and DEC 21140 devices. If the retrieve from ROM fails, the driver calls the 
sysDec21x40EnetAddrGet( ) BSP routine. Specifying DEC_USR_XEA flag bit tells the 
driver should, by default, retrieve the Ethernet address using the 
sysDec21x40EnetAddrGet() BSP routine. 


Priority RX processing: The driver programs the chip to process the transmit and receive 
queues at the same priority. By specifying DEC_USR_BAR_RxX, the device is programmed 
to process receives at a higher priority. 


TX poll rate: By default, the driver sets the Ethernet chip into a non-polling mode. In this 
mode, if the transmit engine is idle, it is kick-started every time a packet needs to be 
transmitted. Alternatively, the chip can be programmed to poll for the next available 
transmit descriptor if the transmit engine is in idle state. The poll rate is specified by one 
of DEC_USR_TAP_xxx flags. 


Cache Alignment: The DEC_USR_CAL_xxx flags specify the address boundaries for data 
burst transfers. 


DMA burst length: The DEC_USR_PBL_xxx flags specify the maximum number of long 
words in a DMA burst. 


PCI multiple read: The DEC_USR_RML flag specifies that a device supports PCI 
memory-read-multiple. 


Full Duplex Mode: When set, the DEC_USR_FD flag allows the device to work in full 
duplex mode, as long as the PHY used has this capability. Note that in this operation 
mode, the dec21x40 chip ignores the Collision and the Carrier Sense signals. 


MII/Phy Checking: When set, and when a MII interface is being utilized the 
DEC_USR_PHY_CHK flag instructs the driver to wait until the PHY link status has changed 
to up before continuing. This time period could be as long as six seconds, but in general is 
on the order of two seconds. If clear, the check will not be performed. This option may be 
selected if the delay is unacceptable, but it is possible that a fast target may attempt to 
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send packets before the link is up. This will result in no carrier errors in packet 
transmission. 


Transmit treshold value: The DEC_USR_THR_XXxX flags enable the user to choose among 
different threshold values for the transmit FIFO. Transmission starts when the frame size 
within the transmit FIFO is larger than the treshold value. This should be selected taking 
into account the actual operating speed of the PHY. Again, see the device hardware 
reference manual for details. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires three external support functions and provides a hook function: 


sysLanIntEnable() 
void sysLanIntEnable (int level) 
This routine provides a target-specific interface for enabling Ethernet device 
interrupts at a specified interrupt level. 


sysLanIntDisable( ) 
void sysLanIntDisable (void) 
This routine provides a target-specific interface for disabling Ethernet device 
interrupts. 


sysDec21x40EnetAddrGet( ) 
STATUS sysDec21x40EnetAddrGet (int unit, char *enetAdrs) 
This routine provides a target-specific interface for accessing a device Ethernet 
address. 


_func_dec21x40MediaSelect 
FUNCPTR _func_dec21x40MediaSelect 
If _func_dec21x40MediaSelect is NULL, this driver provides a default media-select 
routine that reads and sets up physical media using the configuration information 
from a Version 3 DEC Serial ROM. Any other media configuration can be supported 
by initializing _func_dec21x40MediaSelect, typically in sysHwInit(), toa 
target-specific media select routine. 


A media select routine is typically defined as: 


STATUS decMediaSelect 
( 
DEC21X40_DRV_CTRL * pDrvCtrl, /* driver control */ 
UINT * pCsr6Val /* CSR6 return value */ 
) 
{ 


} 


The pDrvCtrl parameter is a pointer to the driver control structure that this routine can use 
to access the Ethenet device. The driver control structure member mediaCount, is 
initialized to Oxff at startup, while the other media control members (mediaDefault, 
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mediaCurrent, and gprModeVal) are initialized to zero. This routine can use these fields 
in any manner. However, all other driver control structure members should be 
considered read-only and should not be modified. 


This routine should reset, initialize, and select an appropriate media. It should also write 
necessary the CSR6 bits (port select, PCS, SCR, and full duplex) to the memory location 
pointed to by pCsr6Val. The driver uses this value to program register CSR6. This routine 
should return OK or ERROR. 


ifLib, DECchip 21040 Ethernet LAN Controller for PCI, Digital Semiconductor 21140A PCI 
Fast Ethernet LAN Controller, Using the Digital Semiconductor 21140A with Boot ROM, Serial 
ROM, and External Register: An Application Note 


dhcpcBootLib 


dhcpcBootLib — DHCP boot-time client library 


dhcpcBootInit() — set up the DHCP client parameters and data structures 
dhcpcBootBind( ) — initialize the network with DHCP at boot time 
dhcpcBootOptionSet( ) — add an option to the option request list 


This library contains the interface for the client side of the Dynamic Host Configuration 
Protocol (DHCP) used during system boot. DHCP is an extension of BOOTP, the 
bootstrap protocol. Like BOOTP, the protocol allows automatic system startup by 
providing an IP address, boot file name, and boot host’s IP address over a network. 
Additionally, DHCP provides the complete set of configuration parameters defined in the 
Host Requirements RFCs and allows automatic reuse of network addresses by specifying 
a lease duration for a set of configuration parameters. This library is linked into the boot 
ROM image automatically if INCLUDE_DHCPC is defined at the time that image is 
constructed. 


HIGH-LEVEL INTERFACE 


The VxWorks boot program uses this library to obtain configuration parameters with 
DHCP according to the client-server interaction detailed in RFC 1541 using the boot 
device specified in the boot parameters. The boot device must be capable of sending 
broadcast messages. Currently, only Ethernet devices and the shared-memory network 
drivers are supported. To use DHCP, first build a boot ROM image with 
INCLUDE_DHCPC defined and set the appropriate flag in the boot parameters before 
initiating booting with the "@" command. The DHCP client will attempt to retrieve entries 
for the boot file name, host IP address, and target IP address, as well as a subnet mask and 
broadcast address for the boot device. Any entries retrieved will only be used if the 
corresponding fields in the boot parameters are blank. 


NOTE 
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After DHCP retrieves the boot parameters, the specified boot file is loaded and the system 
restarts. As a result, the boot-time DHCP client cannot renew the lease associated with the 
assigned IP address. To avoid potential IP address conflicts while loading the boot file, 
the DHCPC_MIN_LEASE value should be set to exceed the file transfer time. In addition, 
the boot file must also contain the DHCP client library so that the lease obtained before 
the restart can be renewed. Otherwise, the network initialization using the boot 
parameters will fail. 


dhcpcBootLib.h 


dhcpcLib, RFC 1541, RFC 1533 


dhcpcLib 


dhcpcLib — Dynamic Host Configuration Protocol (DHCP) run-time client API 


dhcpcLibInit( ) - DHCP client library initialization 

dhcpclnit( ) — assign network interface and setup lease request 
dhcpcEventHookAdd( ) - add a routine to handle configuration parameters 
dhcpcEventHookDelete( ) — remove the configuration parameters handler 
dhcpcCacheHookAdd( ) — add a routine to store and retrieve lease data 
dhcpcCacheHookDelete( ) — delete a lease data storage routine 
dhcpcOptionSet( ) — add an option to the option request list 

dhcpcBind() — obtain a set of network configuration parameters with DHCP 
dhcpcVerify() — renew an established lease 

dhcpcRelease( ) — relinquish specified lease 

dhcpcShutdown() — disable DHCP client library 

dhcpcOptionGet( ) — retrieve an option provided to a client and store in a buffer 
dhcpcServerGet() — retrieve the current DHCP server 

dhcpcTimerGet( ) — retrieve current lease timers 

dhcpcParamsGet( ) — retrieve current configuration parameters 


This library implements the run-time access to the client side of the Dynamic Host 
Configuration Protocol (DHCP). DHCP is an extension of BOOTP. Like BOOTP, the 
protocol allows a host to initialize automatically by obtaining its IP address, boot file 
name, and boot host’s IP address over a network. Additionally, DHCP provides a client 
with the complete set of parameters defined in the Host Requirements RFCs and allows 
automatic reuse of network addresses by specifying individual leases for each set of 
configuration parameters. The compatible message format allows DHCP participants to 
interact with BOOTP participants. The dhcpcLibInit() routine links this library into the 
VxWorks image. This happens automatically if INCLUDE_DHCPC is defined at the time 
the image is built. 


1. Libraries 
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CONFIGURATION INTERFACE 
When used during run time, the DHCP client library establishes and maintains one or 
more DHCP leases. Each lease provides access to a set of configuration parameters. If 
requested, the parameters retrieved will be used to reconfigure the associated network 
interface, but may also be handled separately through an event hook. The 
dhcpcEventHookAdd( ) routine specifies a function which is invoked whenever the lease 
status changes. The dhcpcEventHookDelete() routine will disable that notification. The 
automatic reconfiguration must be limited to one lease for a particular network interface. 
Otherwise, multiple leases would attempt to reconfigure the same device, with 
unpredictable results. 


HIGH-LEVEL INTERFACE 
To access the DHCP client during run time, an application must first call the dhcpclInit() 
routine with a pointer to the network interface to be used for communication with a 
DHCP server. Each call to the initialization routine returns a unique identifier to be used 
in subsequent calls to the DHCP client routines. Next, the application must specify a 
client identifier for the lease using the dhcpcOptionSet() call. Typically, the link-level 
hardware address is used for this purpose. Additional calls to the option set routine may 
be used to request specific DHCP options. After all calls to that routine are completed, a 
call to dhcpcBind( ) will retrieve a set of configuration parameters according to the 
client-server interaction detailed in RFC 1541. 


Each sequence of the three function calls described above, if successful, will retrieve a set 
of configuration parameters from a DHCP server. The dhcpcServerGet() routine retrieves 
the address of the server that provided a particular lease. The dhcpcTimerGet() routine 
will retrieve the current values for both lease timers. 


Alternatively, the dhcpcParamsGet() and dhcpcOptionGet( ) routines will access any 
options provided by a DHCP server. In addition to the lease identifier obtained from the 
initialization routine, the dhcpcParamsGet( ) routine accepts a parameter descriptor 
structure that selects any combination of the options described in RFC 1533 for retrieval. 
Similarly, dhcpcOptionGet( ) retrieves the values associated with a single option. 


LOW-LEVEL INTERFACE 
This library also contains several routines which explicitly generate DHCP messages. 
dhcpcVerify() causes the client to renew a particular lease, regardless of the time 
remaining. dhcpcRelease( ) relinquishes the specified lease. The associated parameters 
are no longer valid. If those parameters were used by the underlying network device, the 
routine also shuts off all network processing for that interface. Finally, dhcpcShutdown() 
releases all active leases and disable all the DHCP client library routines. 


OPTIONAL INTERFACE 
The dhcpcCacheHookAdd( ) routine registers a function that the client will use to store 
and retrieve lease data. The client can then re-use this information if it is rebooted. The 
dhcpcCacheHookDelete( ) routine prevents the re-use of lease data. Initially, a function to 
access permanent storage is not provided. 
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dhcpcLib.h 


RFC 1541, RFC 1533 


dhcpcShow 


dhcpcShow — DHCP run-time client information display routines 


dhcpcShow!Init( ) — initialize the DHCP show facility 
dhcpcServerShow( ) — display current DHCP server 
dhcpcTimersShow( ) — display current lease timers 
dhcpcParamsShow( ) - display current lease parameters 


This library provides routines that display various information related to the DHCP 
run-time client library such as the lease timers and responding server. The 
dhcpcShow!Init( ) routine links the show facility into the VxWorks image. This happens 
automatically if INCLUDE_NET_SHOW and INCLUDE_DHCPC are defined at the time the 
image is built. 


dhcpcLib.h 


dhcpcLib, Network Programmer’s Guide: Network Configuration Protocols 


dhcprLib 


dhcprLib — DHCP relay agent library 
No Callable Routines 


This library implements a relay agent for the Dynamic Host Configuration Protocol 
(DHCP). DHCP is an extension of BOOTP. Like BOOTP, it allows a target to configure 
itself dynamically by using the network to get its IP address, a boot file name, and the 
DHCP server's address. The relay agent forwards DHCP messages between clients and 
servers resident on different subnets. The standard DHCP server, if present on a subnet, 
can also forward messages across subnet boundaries. The relay agent is needed only if 
there is no DHCP server running on the subnet. The dhcprLibInit() routine links this 
library into the VxWorks system. This happens automatically if INCLUDE_DHCPR is 
defined at the time the system is built, as long as INCLUDE_DHCPS is not also defined. 


1. Libraries 
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HIGH-LEVEL INTERFACE 
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The dhcprInit() routine initializes the relay agent automatically. The relay agent forwards 
incoming DHCP messages to the IP addresses specified at build time in the 
dhcpTargetTbl[] array in usrNetwork.c. 

dhcprLib.h 


RFC 1541, RFC 1533 


dhcpsLib 


dhcpsLib — Dynamic Host Configuration Protocol (DHCP) server library 


dhcpsInit() — set up the DHCP server parameters and data structures 
dhcpsLeaseEntryAdd() — add another entry to the address pool 
dhcpsLeaseHookAdd( ) — assign a permanent lease storage hook for the server 
dhcpsAddressHookAdd( ) — assign a permanent address storage hook for the server 


This library implements the server side of the Dynamic Host Configuration Protocol 
(DHCP). DHCP is an extension of BOOTP. Like BOOTP, it allows a target to configure 
itself dynamically by using the network to get its IP address, a boot file name, and the 
DHCP server's address. Additionally, DHCP provides for automatic reuse of network 
addresses by specifying individual leases as well as many additional options. The 
compatible message format allows DHCP participants to interoperate with BOOTP 
participants. The dhcpsInit() routine links this library into the VxWorks image. This 
happens automatically if INCLUDE_DHCPS is defined when the image is built. 


PRIMARY INTERFACE 


The dhcpsInit() routine initializes the server. It reads the hard-coded server configuration 
data that is stored in three separate tables in usrNetwork.c. The first table contains entries 
as follows: 


DHCPS_LEASE_DESC dhcpsLeaseTbl [] = 
{ 
{"sample1", "90.11.42.24", "90.11.42.24", "clid=\"1:0x08003D21FE90\""}, 
{"sample2", "90.11.42.25", "90.11.42.28", "max1=90:df11=60"}, 
{"sample3", "90.11.42.29", "90.11.42.34", 
"maxl=OxfffffffF : file=/vxWorks"}, 
{"sample4", "90.11.42.24", "90.11.42.24", "albp=true: file=/vxWorks"} 
h; 
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Each entry contains a name of up to eight characters, the starting and ending IP addresses 
of a range, and the parameters associated with the lease. The four samples shown 
demonstrate the four types of leases. 


Manual leases contain a specific client ID, and are issued only to that client, with an 
infinite duration. The example shown specifies a MAC address, which is the identifier 
type used by the VxWorks DHCP client. 


Dynamic leases specify a finite maximum length, and can be issued to any requesting 
client. These leases allow later re-use of the assigned IP address. If not explicitly specified 
in the parameters field, these leases use the values of DHCPS_MAX_LEASE and 
DHCPS_DFLT_LEASE to determine the lease length. 


Automatic leases are implied by the infinite maximum length. Their IP addresses are 
assigned permanently to any requesting client. 


The last sample demonstrates a lease that is also available to BOOTP clients. The infinite 
maximum length is implied, and any timing-related parameters are ignored. 


The DHCP server supplies leases to DHCP clients according to the lease type in the order 
shown above. Manual leases have the highest priority and leases available to BOOTP 
clients the lowest. 


Entries in the parameters field may be one of these types: 


bool 
Takes values of "true" or "false", for example, ipfd=true. Unrecognized values default 
to false. 


str 
Takes a character string as a value, for example, hstn="clapton". If the string includes 
a delimiter character, such as a colon, it should be enclosed in quotation marks. 


octet 
Takes an 8-bit integer in decimal, octal, or hexadecimal, for example, 8, 070, Oxff. 


short 
Takes a 16-bit integer. 

long 
Takes a 32-bit integer. 

ip 
Takes a string that is interpreted as a 32-bit IP address. One of the following formats 
is expected: a.b.c.d, a.b.c or a.b. In the second format, c is interpreted as a 16-bit 
value. In the third format, b is interpreted as a 24-bit value, for example 
siad=90.11.42.1. 

iplist 


Takes a list of IP addresses, separated by white space, for example, rout=133.4.31.1 
133.4.31.2 133.4.31.3. 
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ippairs 
Takes a list of IP address pairs. Each IP address is separated by white space and 
grouped in pairs, for example, strt=133.4.27.0 133.4.31.1 133.4.36.0 133.4.31.1. 


mtpt 
Takes a list of 16 bit integers, separated by white space, for example, mtpt=1 2 3 4 6 8. 
clid 
Takes a client identifier as a value. Client identifiers are represented by the quoted 
string "type:data", where type is an integer from 0 to 255, as defined by the IANA, and 
data is a sequence of 8-bit values in hexadecimal. The client ID is usually a MAC 
address, for example, clid="1:0x08004600e5d5". 


The following table lists the option specifiers and descriptions for every possible entry in 
the parameter list. When available, the option code from RFC 1533 is included. 


Name Code Type Description 


snam - str Optional server name. 

file - str Name of file containing the boot image. 

siad - ip Address of server that offers the boot image. 

albp - bool If true, this entry is also available to BOOTP clients. For 


entries using static allocation, this value becomes true by 
default and maxl becomes infinity. 


maxl - long Maximum lease duration in seconds. 

dfll - long Default lease duration in seconds. Ifa client does not request 
a specific lease duration, the server uses this value. 

clid - clid This specifies a client identifier for manual leases. The 
VxWorks client uses a MAC address as the client identifier. 

pmid - clid This specifies a client identifier for client-specific parameters 


to be included in a lease. It should be present in separate 
entries without IP addresses. 

clas - str This specifies a class identifier for class-specific parameters to 
be included in a lease. It should be present in separate entries 
without IP addresses. 

snmk 1 ip Subnet mask of the IP address to be allocated. The default is 
a natural mask corresponding to the IP address. The server 
will not issue IP addresses to clients on different subnets. 


tmof 2 long Time offset from UTC in seconds. 

rout 3 iplist A list of routers on the same subnet as the client. 
tmsv 4 iplist A list of time servers (RFC 868). 

nmsv 5 iplist A list of name servers (IEN 116). 

dnsv 6 iplist A list of DNS servers (RFC 1035). 

lgsv 7 iplist A list of MIT-LCS UDP log servers. 

cksv 8 iplist A list of Cookie servers (RFC 865). 

Ipsv 9 iplist A list of LPR servers (RFC 1179). 
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Name Code Type Description 

imsv 10 iplist A list of Imagen Impress servers. 

rlsv 11 iplist A list of Resource Location servers (RFC 887). 

hstn 12 str Hostname of the client. 

btsz 13 short Size of boot image. 

mdmp_ 14 str Path name to which client dumps core. 

dnsd 15 str Domain name for DNS. 

SWSV 16 ip IP address of swap server. 

rpth 17 str Path name of root disk of the client. 

epth 18 str Extensions Path (See RFC 1533). 

ipfd 19 bool If true, the client performs IP forwarding. 

nisr 20 bool If true, the client can perform non-local source routing. 

pley 21 ippairs Policy filter for non-local source routing. A list of pairs of 
(Destination IP, Subnet mask). 

mdgs 22 short Maximum size of IP datagram that the client should be able to 
reassemble. 

ditl 23 octet Default IP TTL. 

mtat 24 long Aging timeout (in seconds) to be used with Path MTU 
discovery (RFC 1191). 

mtpt 25 mtpt A table of MTU sizes to be used with Path MTU Discovery. 

ifmt 26 short MTU to be used on an interface. 

asnl 27 bool If true, the client assumes that all subnets to which the client is 
connected use the same MTU. 

brda 28 ip Broadcast address in use on the client’s subnet. The default is 
calculated from the subnet mask and the IP address. 

mskd 29 bool If true, the client should perform subnet mask discovery using 
ICMP. 

msks 30 bool If true, the client should respond to subnet mask requests 
using ICMP. 

rtrd 31 bool If true, the client should solicit routers using Router Discovery 
defined in RFC 1256. 

rtsl 32 ip Destination IP address to which the client sends router 
solicitation requests. 

strt 33 ippairs A table of static routes for the client, which are pairs of 
(Destination, Router). It is illegal to specify default route as a 
destination. 

trlr 34 bool If true, the client should negotiate the use of trailers with ARP 
(RFC 893). 

arpt 35 long Timeout in seconds for ARP cache. 

encp 36 bool If false, the client uses RFC 894 encapsulation. If true, it uses 
RFC 1042 (IEEE 802.3) encapsulation. 

dttl 37 octet Default TTL of TCP. 
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Name Code Type Description 

kain 38 long Interval of the client’s TCP keepalive in seconds. 

kagb 39 bool If true, the client should send TCP keepalive messages with a 
octet of garbage for compatibility. 

nisd 40 str Domain name for NIS. 

nisv 41 iplist A list of NIS servers. 

ntsv 42 iplist A list of NTP servers. 

nnsv 44 iplist A list of NetBIOS name server. (RFC 1001, 1002) 

ndsv 45 iplist A list of NetBIOS datagram distribution servers (RFC 1001, 
1002). 

nbnt 46 octet NetBIOS node type (RFC 1001, 1002). 

nbsc 47 str NetBIOS scope (RFC 1001, 1002). 

xfsv 48 iplist A list of font servers of X Window system. 

xdmn 49 iplist A list of display managers of X Window system. 

dht1 58 short This value specifies when the client should start RENEWING. 


The default of 500 means the client starts RENEWING after 
50% of the lease duration passes. 

dht1 59 short This value specifies when the client should start REBINDING. 
The default of 875 means the client starts REBINDING after 
87.5% of the lease duration passes. 


Finally, to function correctly, the DHCP server requires access to some form of permanent 
storage. The DHCPS_LEASE_HOOK constant specifies the name of a storage routine with 
the following interface: 


STATUS dhcpsStorageHook (int op, char *buffer, int datalen) ; 


The storage routine is installed by a call to the dhcpsLeaseHookAdd( ) routine The manual 
pages for dhcpsLeaseHookAdd() describe the parameters and required operation of the 
storage routine. 


SECONDARY INTERFACE 
In addition to the hard-coded entries, address entries may be added after the server has 
started by calling the following routine: 


STATUS dhcpsLeaseEntryAdd (char *name, char *start, char *end, char *config) ; 


The parameters specify an entry name, starting and ending values for a block of IP 
addresses, and additional configuration information in the same format as shown above 
for the hard-coded entries. Each parameter must be formatted as a NULL-terminated 
string. 


The DHCPS_ADDRESS_HOOK constant specifies the name of a storage routine, used to 
preserve address entries added after startup, which has the following prototype: 


STATUS dhcpsAddressStorageHook (int op, char *name, char *start, char *end, 
char *params) ; 
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The storage routine is installed with the dhcpsAddressHookAdd( ) routine, and is fully 
described in the manual pages for that function. 


OPTIONAL INTERFACE 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


The DHCP server can also receive messages forwarded from different subnets by a relay 
agent. To provide addresses to clients on different subnets, the appropriate relay agents 
must be listed in the provided table in usrNetwork.c. A sample configuration is: 


DHCPS_RELAY_ DESC dhcpsRelayTbl [] = 


{ 
{"90.11.46.75", "90.11.46.0"} 


}; 
Each entry in the table specifies the address of a relay agent that will transmit the request 


and the corresponding subnet number. To issue leases successfully, the address pool 
must also contain IP addresses for the monitored subnets. 


The following table allows a DHCP server to act as a relay agent in addition to its default 
function of processing messages. It consists of a list of IP addresses. 


DHCP_TARGET_DESC dhcpTargetTbl [] = 
{ 
{"90.11.43.2"}, 
{"90.11.44.1"} 
}; 


Each IP address in this list receives a copy of any client messages generated on the subnets 
monitored by the server. 


dhcpsLib.h 


RFC 1541, RFC 1533 


dirLib 
dirLib — directory handling library (POSIX) 


opendir() — open a directory for searching (POSIX) 

readdir( ) — read one entry from a directory (POSIX) 
rewinddir( ) — reset position to the start of a directory (POSIX) 
closedir() — close a directory (POSIX) 

fstat() — get file status information (POSIX) 

stat() — get file status information using a pathname (POSIX) 
fstatfs() — get file status information (POSIX) 


DESCRIPTION 
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statfs() — get file status information using a pathname (POSIX) 
utime() — update time on a file 


This library provides POSIX-defined routines for opening, reading, and closing directories 
ona file system. It also provides routines to obtain more detailed information on a file or 
directory. 


SEARCHING DIRECTORIES 


Basic directory operations, including opendir(), readdir(), rewinddir(), and closedir(), 
determine the names of files and subdirectories in a directory. 


A directory is opened for reading using opendir(), specifying the name of the directory to 
be opened. The opendir() call returns a pointer to a directory descriptor, which identifies 
a directory stream. The stream is initially positioned at the first entry in the directory. 


Once a directory stream is opened, readdir() is used to obtain individual entries from it. 
Each call to readdir() returns one directory entry, in sequence from the start of the 
directory. The readdir() routine returns a pointer to a dirent structure, which contains the 
name of the file (or subdirectory) in the d_name field. 


The rewinddir() routine resets the directory stream to the start of the directory. After 
rewinddir( ) has been called, the next readdir() will cause the current directory state to be 
read in, just as if a new opendir() had occurred. The first entry in the directory will be 
returned by the first readdir(). 


The directory stream is closed by calling closedir( ). 


GETTING FILE INFORMATION 


The directory stream operations described above provide a mechanism to determine the 
names of the entries in a directory, but they do not provide any other information about 
those entries. More detailed information is provided by stat() and fstat(). 


The stat() and fstat() routines are essentially the same, except for how the file is 
specified. The stat() routine takes the name of the file as an input parameter, while 
fstat() takes a file descriptor number as returned by open() or creat(). Both routines 
place the information from a directory entry in a stat structure whose address is passed as 
an input parameter. This structure is defined in the include file stat.h. The fields in the 
structure include the file size, modification date/time, whether it is a directory or regular 
file, and various other values. 


The st_mode field contains the file type; several macro functions are provided to test the 
type easily. These macros operate on the st_modefield and evaluate to TRUE or FALSE 
depending on whether the file is a specific type. The macro names are: 


S_ISREG 
test if the file is a regular file 


S_ISDIR 
test if the file is a directory 


INCLUDE FILES 


NAME 


ROUTINES 
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S_ISCHR 
test if the file is a character special file 


S_ISBLK 
test if the file is a block special file 


S_ISFIFO 
test if the file is a FIFO special file 


Only the regular file and directory types are used for VxWorks local file systems. 
However, the other file types may appear when getting file status from a remote file 
system (using NFS). 


As an example, the S_ISDIR macro tests whether a particular entry describes a directory. 
It is used as follows: 


char *filename; 
struct stat fileStat; 
stat (filename, &fileStat) ; 
if (S_ISDIR (fileStat .st_mode) ) 
printf ("%s is a directory.\n", filename) ; 
else 
printf ("Ss is not a directory.\n", filename) ; 


See the /s() routine in usrLib for an illustration of how to combine the directory stream 
operations with the stat() routine. 


dirent.h, stat.h 
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dosFsLib — MS-DOS media-compatible file system library 


dosFsConfigGet( ) — obtain dosFs volume configuration values 
dosFsConfigInit() — initialize dosFs volume configuration structure 
dosFsConfigShow() — display dosFs volume configuration data 
dosFsDateSet( ) — set the dosFs file system date 

dosFsDateTimelInstall( ) — install a user-supplied date/time function 
dosFsDevInit() — associate a block device with dosFs file system functions 
dosFsDevInitOptionsSet( ) — specify volume options for dosFsDevInit( ) 
dosFsInit() — prepare to use the dosFs library 

dosFsMkfs( ) — initialize a device and create a dosFs file system 
dosFsMkfsOptionsSet( ) — specify volume options for dosFsMkfs() 
dosFsModeChange( ) — modify the mode of a dosFs volume 
dosFsReadyChange( ) — notify dosFs of a change in ready status 


DESCRIPTION 
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dosFsTimeSet( ) — set the dosFs file system time 
dosFsVolOptionsGet( ) — get current dosFs volume options 
dosFsVolOptionsSet( ) — set dosFs volume options 
dosFsVolUnmount() — unmount a dosFs volume 


This library provides services for file-oriented device drivers to use the MS-DOS&reg; file 
standard. This module takes care of all necessary buffering, directory maintenance, and 
file system details. 


USING THIS LIBRARY 


The various routines provided by the VxWorks DOS file system (dosFs) may be separated 
into three broad groups: general initialization, device initialization, and file system 
operation. 


The dosFsInit() routine is the principal initialization function; it need only be called once, 
regardless of how many dosFs devices are to be used. In addition, 
dosFsDateTimelInstall( ) (if used) will typically be called only once, prior to performing 
any actual file operations, to install a user-supplied routine which provides the current 
date and time. 


Other dosFs functions are used for device initialization. For each dosFs device, either 
dosFsDevInit( ) or dosFsMkfs() must be called to install the device and define its 
configuration. The dosFsConfigInit() routine is provided to easily initialize the data 
structure used during device initialization; however, its use is optional. 


Several routines are provided to inform the file system of changes in the system 
environment. The dosFsDateSet() and dosFsTimeSet() routines are used to set the 
current date and time; these are normally used only if no user routine has been installed 
via dosFsDateTimelInstall(). The dosFsModeChange( ) call may be used to modify the 
readability or writability of a particular device. The dosFsReadyChange( ) routine is used 
to inform the file system that a disk may have been swapped, and that the next disk 
operation should first remount the disk. Finally, dosFsVolUnmount( ) informs the file 
system that a particular device should be synchronized and unmounted, generally in 
preparation for a disk change. 


More detailed information on all of these routines is discussed in the following sections. 


INITIALIZING DOSFSLIB 


Before any other routines in dosFsLib can be used, the routine dosFsInit() must be called 
to initialize this library. This call specifies the maximum number of dosFs files that can be 
open simultaneously. Attempts to open more dosFs files than the specified maximum will 
result in errors from open() and creat(). 


This initialization is enabled when the configuration macro INCLUDE_DOSFS is defined; 
dosFsInit() is then called from the root task, usrRoot(), in usrConfig.c. 


DEFINING A DOSFS DEVICE 


To use this library for a particular device, the device descriptor structure used by the 
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device driver must contain, as the very first item, a block device description structure 
(BLK_DEV). This must be initialized before calling dosFsDevInit(). In the BLK_DEV 
structure, the driver includes the addresses of five routines which it must supply: one 
that reads one or more sectors, one that writes one or more sectors, one that performs I/O 
control on the device (using ioctl()), one that checks the status of the device, and one that 
resets the device. These routines are described below. The BLK_DEV structure also 
contains fields which describe the physical configuration of the device. For more 
information about defining block devices, see the VxWorks Programmer's Guide: I/O System. 


The dosFsDevInit( ) routine associates a device with the dosFsLibfunctions. It expects 
three parameters: 


(1) A pointer to a name string, to be used to identify the device. This will be part of the 
pathname for I/O operations which operate on the device. This name will appear in 
the I/O system device table, which may be displayed using the iosDevShow() 
routine. 


(2) A pointer to the BLK_DEV structure which describes the device and contains the 
addresses of the five required functions. The fields in this structure must have been 
initialized before the call to dosFsDevInit( ). 


(3) A pointer to a volume configuration structure (DOS_VOL_CONFIG). This structure 
contains configuration data for the volume which are specific to the dosFs file system. 
(See "Changes in Volume Configuration", below, for more information.) The fields in 
this structure must have been initialized before the call to dosFsDevInit(). The 
DOS_VOL_CONFIG structure may be initialized by using the dosFsConfigInit() 
routine. 


As an example: 


dosFsDevinit 
( 
char *volName, /* name to be used for volume */ 
BLK_DEV *pBlkDev, /* pointer to device descriptor */ 


DOS_VOL_CONFIG *pVolConfig /* pointer to vol config data */ 
) 


Once dosFsDevInit() has been called, when dosFsLib receives a request from the I/O 
system, it calls the device driver routines (whose addresses were passed in the BLK_DEV 
structure) to access the device. 


The dosFsMkfs() routine is an alternative to using dosFsDevInit(). The dosFsMkfs() 
routine always initializes a new dosFs file system on the disk; thus, it is unsuitable for 
disks containing data that should be preserved. Default configuration parameters are 
supplied by dosFsMkfs( ), since no DOS_VOL_CONFIG structure is used. 


See "Network File System (NFS) Support", below, for additional NFS-related parameters 
you can set before calling dosFsDevInit(). 
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MULTIPLE LOGICAL DEVICES 
The sector number passed to the driver’s sector read and write routines is an absolute 
number, starting from sector 0 at the beginning of the device. If desired, the driver may 
add an offset from the beginning of the physical device before the start of the logical 
device. This can be done by keeping an offset parameter in the driver device structure, 
and adding the offset to the sector number passed by the file system’s read and write 
routines. 


ACCESSING THE RAW DISK 
As a special case in open() and creat() calls, the dosFs file system recognizes a null 
filename as indicating access to the entire "raw" disk rather than to an individual file on 
the disk. (To open a device in raw mode, specify only the device name -- no filename -- 
during the open() or creat() call.) 


Raw mode is the only means of accessing a disk that has no file system. For example, to 
initialize a new file system on the disk, first the raw disk is opened and the returned file 
descriptor is used for an ioc#tl() call with FIODISKINIT. Opening the disk in raw mode is 
also a common operation when doing other ioctI() functions which do not involve a 
particular file (e.g., FONFREE, FIOLABELGET). 


To read the root directory of a disk on which no file names are known, specify the device 
name when calling opendir(). Subsequent readdir( ) calls will return the names of files 
and subdirectories in the root directory. 


Data written to the disk in raw mode uses the same area on the disk as normal dosFs files 
and subdirectories. Raw I/O does not use the disk sectors used for the boot sector, root 
directory, or File Allocation Table (FAT). For more information about raw disk I/O using 
the entire disk, see the manual entry for rawFsLib. 


DEVICE AND PATH NAMES 
On true MS-DOS machines, disk device names are typically of the form "A:", that is, a 
single letter designator followed by a colon. Such names may be used with the VxWorks 
dosFs file system. However, it is possible (and desirable) to use longer, more mnemonic 
device names, such as "DOS1:", or "/floppy0/". The name is specified during the 
dosFsDevInit( ) or dosFsMkfs() call. 


The pathnames used to specify dosFs files and directories may use either forward slashes 
("/") or backslashes ("o effect on the directory data written to the disk. (Note, however, 
that forward slashes are not allowed within VxWorks dosFs filenames, although they are 
normally legal for pure MS-DOS implementations.) 


When using the VxWorks shell to make calls specifying dosFs pathnames, you must allow 
for the C-style interpretation which is performed. In cases where the file name is enclosed 
in quote marks, any backslashes must be "escaped" by a second, preceding backslash. For 
example: 


-> copy ("DOS1:\\subdir\\filel", "file2") 
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However, shell commands which use pathnames without enclosing quotes do not require 
the second backslash. For example: 


-> copy < DOS1:\subdir\filel 


Forward slashes do not present these inconsistencies, and may therefore be preferable for 
use within the shell. 


The leading slash of a dosFs pathname following the device name is optional. For 
example, both "DOS1:newfile.new" and "DOS1:/newfile.new" refer to the same file. 


USING EXTENDED FILE NAMES 


NOTE 


The MS-DOS standard only allows for file names which fit the restrictions of eight 
upper-case characters optionally followed by a three-character extension. This may not be 
convenient if you are transferring files to or from a remote system, or if your application 
requires particular file naming conventions. 


To provide additional flexibility, the dosFs file system provides an option to use longer, 
less restricted file names. When this option is enabled, file names may consist of any 
sequence of up to 40 ASCII characters. No case conversion is performed and no 
characters have any special significance. 


Because special directory entries are used on the disk, disks which use the extended 
names are not compatible with true MS-DOS systems and cannot be read on MS-DOS 
machines. Disks which use the extended name option must be initialized by the VxWorks 
dosFs file system (using FIODISKINIT); disks which have been initialized 
(software-formatted) on MS-DOS systems cannot be used. 


To enable the extended file names, set the DOS_OPT_LONGNAMES bit in the 
dosvc_options field in the DOS_VOL_CONFIG structure when calling dosFsDevInit(). 
(The dosFsMkfs() routine may also be used to enable extended file names; however, the 
DOS_OPT_LONGNAMES option must already have been specified in a previous call to 
dosFsMkfsOptionsSet( ).) 


NETWORK FILE SYSTEM (NFS) SUPPORT 


To enable the export of a file system, the DOS_OPT_EXPORT option must be set when 
initializing the device via dosFsDevInit() or dosFsMkfs( ). This option may also be made 
the default for use with disks when no explicit configuration is given. See the manual 
entry for dosFsDevInitOptionsSet( ). 


If the remote client that will be mounting the dosFs volume is a PC-based client, you may 
also need to specify the DOS_OPT_LOWERCASE option. This option causes filenames to 
be mapped to lowercase (when not using the DOS_OPT_.LONGNAMES option). This 
lowercase mapping is expected by many PC-based NFS implementations. 


When the DOS_OPT_EXPORT option is enabled, the VxWorks NFS file system uses the 
reserved fields of a dosFs directory entry to store information needed to uniquely identify 
a dosFs file. 
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Every time a file is created in a directory, the directory timestamp is incremented. This is 
necessary to avoid cache inconsistencies in clients, because some UNIX clients use the 
directory timestamp to determine if their local cache needs to be updated. 


You can also specify integers for a user ID, group ID, and file access permissions byte 
when you initialize a dosFs file system for NFS export. The values you specify will apply 
to all files in the file system. 


Set dosFsUserld to specify the numeric user ID. The default is 65534. 
Set dosFsGroupld to specify the numeric group ID. The default is 65534. 


Set dosFsFileMode to specify the numeric file access mode. The default is 777. 


READING DIRECTORY ENTRIES 
Directories on VxWorks dosFs volumes may be searched using the opendir(), readdir(), 
rewinddir( ), and closedir() routines. These calls allow the names of files and 
subdirectories to be determined. 


To obtain more detailed information about a specific file, use the fstat() or stat() routine. 
Along with standard file information, the structure used by these routines also returns the 
file attribute byte from a dosFs directory entry. 


For more information, see the manual entry for dirLib. 


FILE DATE AND TIME 
Directory entries on dosFs volumes contain a time and date for each file or subdirectory. 
This time is set when the file is created, and it is updated when a file is closed, if it has 
been modified. Directory time and date fields are set only when the directory is created, 
not when it is modified. 


The dosFs file system library maintains the date and time in an internal structure. While 
there is currently no mechanism for automatically advancing the date or time, two 
different methods for setting the date and time are provided. 


The first method involves using two routines, dosFsDateSet() and dosFsTimeSet(), which 
are provided to set the current date and time. 


Examples of setting the date and time would be: 


dosFsDateSet (1990, 12, 25); /* set date to Dec-25-1990 */ 
dosFsTimeSet (14, 30, 22); /* set time to 14:30:22 */ 


The second method requires a user-provided hook routine. If a time and date hook 
routine is installed using dosFsDateTimelInstall( ), the routine will be called whenever 
dosFsLib requires the current date. This facility is provided to take advantage of 
hardware time-of-day clocks which may be read to obtain the current time. 


The date/time hook routine should be defined as follows: 


void dateTimeHook 


( 


FILE ATTRIBUTES 
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DOS_DATE_TIME *pDateTime /* ptr to dosFs date/time struct */ 
) 


On entry to the hook routine, the DOS_DATE_TIME structure will contain the last time and 
date which was set in dosFsLib. The structure should then be filled by the hook routine 
with the correct values for the current time and date. Unchanged fields in the structure 
will retain their previous values. 


The MS-DOS specification only provides for 2-second granularity for file time stamps. If 
the number of seconds in the time specified during dosFsTimeSet( ) or the date/time hook 
routine is odd, it will be rounded down to the next even number. 


The date and time used by dosFsLib is initially Jan-01-1980, 00:00:00. 


Directory entries on dosFs volumes contain an attribute byte consisting of bit-flags which 
specify various characteristics of the entry. The attributes which are identified are: 
read-only file, hidden file, system file, volume label, directory, and archive. The VxWorks 
symbols for these attribute bit-flags are: 


DOS_ATTR_RDONLY 
DOS_ATTR_HIDDEN 
DOS_ATTR_SYSTEM 
DOS_ATTR_VOL_LABEL 
DOS_ATTR_DIRECTORY 
DOS_ATTR_ARCHIVE 


All the flags in the attribute byte, except the directory and volume label flags, may be set 
or cleared using the ioctl() FIOATTRIBSET function. This function is called after opening 
the specific file whose attributes are to be changed. The attribute byte value specified in 
the FIOATTRIBSET call is copied directly. To preserve existing flag settings, the current 
attributes should first be determined via fstat(), and the appropriate flag(s) changed 
using bitwise AND or OR operations. For example, to make a file read-only, while 
leaving other attributes intact: 


struct stat fileStat; 

fd = open ("file", O_RDONLY, 0); /* open file */ 

fstat (fd, &fileStat) ; /* get file status */ 

ioctl (fd, FIOATTRIBSET, (fileStat.st_attrib | DOS_ATTR_RDONLY)) ; 
/* set read-only flag */ 

close (fd); /* close file */ 


CONTIGUOUS FILE SUPPORT 


The VxWorks dosFs file system provides efficient handling of contiguous files, meaning 
files which are made up of a consecutive series of disk sectors. This support includes both 
the ability to allocate contiguous space to a file (or directory) and optimized access to such 
a file when it is used. 


To allocate a contiguous area to a file, the file is first created in the normal fashion, using 
open() or creat(). The file descriptor returned during the creation of the file is then used 
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to make an ioc#l() call, specifying the FFOCONTIG function. The other parameter to the 
FIOCONTIG function is the size of the requested contiguous area in bytes. It is also 
possible to request that the largest contiguous free area on the disk be obtained. In this 
case, the special value CONTIG_MAX (-1) is used instead of an actual size. 


The FAT is searched for a suitable section of the disk, and if found, it is assigned to the 
file. (If there is no contiguous area on the volume large enough to satisfy the request, an 
S_dosFsLib_NO_CONTIG_SPACE error is returned.) The file may then be closed or used for 
further I/O operations. For example, the following will create a file and allocate 0x10000 
contiguous bytes: 


fd = creat ("file", O_RDWR, 0); /* open file */ 
status = ioctl (fd, FIOCONTIG, 0x10000) ; /* get contiguous area */ 
if (status != OK) 

re /* do error handling */ 
close (fd); /* close file */ 


In contrast, the following example will create a file and allocate the largest contiguous 
area on the disk to it: 


fd = creat ("file", O_RDWR, 0); /* open file */ 
status = ioctl (fd, FIOCONTIG, CONTIG_MAX); /* get contiguous area */ 
if (status != OK) 

Soars /* do error handling */ 
close (fd); /* close file */ 


It is important that the file descriptor used for the ioctI() call be the only descriptor open 
to the file. Furthermore, since a file may be assigned a different area of the disk than was 
originally allocated, the FFOCONTIG operation should take place before any data is 
written to the file. 


To determine the actual amount of contiguous space obtained when CONTIG_MAX is 
specified as the size, use fstat() to examine the file size. For more information, see dirLib. 


Space which has been allocated to a file may later be freed by using ioctl() with the 
FIOTRUNC function. 


Directories may also be allocated a contiguous disk area. A file descriptor to the directory 
is used to call FIOCONTIG, just as for a regular file. A directory should be empty (except 
for the "." and ".." entries) before it has contiguous space allocated to it. The root directory 
allocation may not be changed. Space allocated to a directory is not reclaimed until the 
directory is deleted; directories may not be truncated using the FIOTRUNC function. 


When any file is opened, it is checked for contiguity. If a file is recognized as contiguous, 
more efficient techniques for locating specific sections of the file are used, rather than 
following cluster chains in the FAT as must be done for fragmented files. This enhanced 
handling of contiguous files takes place regardless of whether the space was actually 
allocated using FIOCONTIG. 
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CHANGING, UNMOUNTING, AND SYNCHRONIZING DISKS 
Copies of directory entries and the FAT for each volume are kept in memory. This greatly 
speeds up access to files, but it requires that dosFsLib be notified when disks are changed 
(i.e., floppies are swapped). Two different notification mechanisms are provided. 


Unmounting Volumes 
The first, and preferred, method of announcing a disk change is for dosFsVolUnmount() 
to be called prior to removal of the disk. This call flushes all modified data structures to 
disk, if possible (see the description of disk synchronization below), and also marks any 
open file descriptors as obsolete. During the next I/O operation, the disk is remounted. 
The ioctl() call may also be used to initiate dosFsVolUnmount( ), by specifying the 
FIOUNMOUNT function code. (Any open file descriptor to the device may be used in the 
ioctl( ) call.) 


There may be open files or directories on a dosFs volume when it is unmounted. If this is 
the case, those file descriptors will be marked as obsolete. Any attempts to use them for 
further I/O operations will return an S_dosFsLib_FD_OBSOLETE error. To free such file 
descriptors, use the close() call, as usual. This will successfully free the descriptor, but 
will still return S_dosFsLib_FD_OBSOLETE. File descriptors acquired when opening the 
entire volume (raw mode) will not be marked as obsolete during dosFsVolUnmount( ) 
and may still be used. 


Interrupt handlers must not call dosFsVolUnmount( ) directly, because it is possible for 
the dosFsVolUnmount( ) call to block while the device becomes available. The interrupt 
handler may instead give a semaphore which readies a task to unmount the volume. 
(Note that dosFsReadyChange( ) may be called directly from interrupt handlers.) 


When dosFsVolUnmount( ) is called, it attempts to write buffered data out to the disk. It 
is therefore inappropriate for situations where the disk change notification does not occur 
until a new disk has been inserted. (The old buffered data would be written to the new 
disk.) In these circumstances, dosFsReadyChange( ) should be used. 


If dosFsVolUnmount( ) is called after the disk is physically removed (i.e., there is no disk 
in the drive), the data-flushing portion of its operation will fail. However, the file 
descriptors will still be marked as obsolete, and the disk will be marked as requiring 
remounting. An error will not be returned by dosFsVolUnmount() in this situation. To 
avoid lost data in such a situation, the disk should be explicitly synchronized before it is 
removed. 


Do not attempt to use dosFsVolUnmount( ) with volumes mounted using usrFdConfig(). 
This routine does not return the DOS_VOL_CONFIG structure required by 
dosFsVolUnmount(). Instead use ioctl() with FOUNMOUNT, which accesses the volume 
information via the file descriptor. 


Announcing Disk Changes with Ready-Change 
The second method of informing dosFsLib that a disk change is taking place is via the 
"ready-change" mechanism. A change in the disk’s ready status is interpreted by 
dosFsLib to indicate that the disk should be remounted during the next I/O operation. 
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There are three ways to announce a ready-change. First, the dosFsReadyChange( ) routine 
may be called directly. Second, the ioctI() call may be used, with the FIODISKCHANGE 
function code. Finally, the device driver may set the "bd_readyChanged" field in the 
BLK_DEV structure to TRUE. This has the same effect as notifying dosFsLib directly. 


The ready-change mechanism does not provide the ability to flush data structures to the 
disk. It merely marks the volume as needing remounting. Asa result, buffered data (data 
written to files, directory entries, or FAT changes) may be lost. This may be avoided by 
synchronizing the disk before asserting ready-change. (The combination of synchronizing 
and asserting ready-change provides all the functionality of dosFsVolUnmount( ), except 
for marking file descriptors as obsolete.) 


Since it does not attempt to flush data or to perform other operations that could cause a 
delay, ready-change may be used in interrupt handlers. 


Disks with No Change Notification 
If it is not possible for dosFsVolUnmount( ) or dosFsReadyChange( ) to be called each time 
the disk is changed, the device must be specially identified when it is initialized with the 
file system. One of the parameters of dosFsDevInit( ) is the address of a 
DOS_VOL_CONFIG structure, which specifies various configuration parameters. 
DOS_OPT_CHANGENOWARN must be set in the dosvc_options field of the 
DOS_VOL_CONFIG structure, if the driver and/or application is unable to issue a 
dosFsVolUnmount( ) call or assert a ready-change when a disk is changed. 


This configuration option results in a significant performance disadvantage, because the 
disk configuration data must be regularly read in from the physical disk, in case the disk 
has been changed. In addition, setting DOS_OPT_CHANGENOWARN also enables 
auto-sync mode (see below). 


Note that for disk change notification, all that is required is that dosFsVolUnmount() or 
dosFsReadyChange( ) be called each time the disk is changed. It is not necessary that 
either routine be called from the device driver or an interrupt handler. For example, if 
your application provided a user interface through which an operator could enter a 
command which would result in a dosFsVolUnmount( ) call before removing the disk, 
that would be sufficient, and DOS_OPT_.CHANGENOWARN should not be set. It is 
important, however, that such a procedure be followed strictly. 


Synchronizing Volumes 
A disk should be "synchronized" before is is unmounted. To synchronize a disk means to 
write out all buffered data (files, directories, and the FAT table) that have been modified, 
so that the disk is "up-to-date." It may or may not be necessary to explicitly synchronize a 
disk, depending on when (or if) the dosFsVolUnmount( ) call is issued. 


When dosFsVolUnmount() is called, an attempt will be made to synchronize the device 
before unmounting. If the disk is still present and writable at the time 
dosFsVolUnmount() is called, the synchronization will take place; there is no need to 
independently synchronize the disk. 
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However, if dosFsVolUnmount() is called after a disk has been removed, it is obviously 
too late to synchronize. (In this situation, dosFsVolUnmount( ) discards the buffered 
data.) Therefore, a separate ioctI() call with the FIOFLUSH or FIOSYNC function should 
be made before the disk is removed. (This could be done in response to an operator 
command.) 


Auto-Sync Mode 
The dosFs file system provides a modified mode of behavior called "auto-sync." This 
mode is enabled by setting DOS_OPT_AUTOSYNC in the dosvc_options field of the 
DOS_VOL_CONFIG structure when calling dosFsDevInit(). When this option is enabled, 
modified directory and FAT data is written to the physical device as soon as these 
structures are altered. (Normally, such changes may not be written out until the involved 
file is closed.) This results in a performance penalty, but it provides the highest level of 
data security, since it minimizes the amount of time when directory and FAT data on the 
disk are not up-to-date. 


Auto-sync mode is automatically enabled if the volume does not have disk change 
notification, i.e., if DOS_OPT_CHANGENOWARN is set in the dosvc_optionsfield of the 
DOS_VOL_CONFIG structure when dosFsDevInit() is called. It may also be desirable for 
applications where data integrity-- in case of a system crash--is a larger concern than 
simple disk I/O performance. 


CHANGES IN VOLUME CONFIGURATION 
Various disk configuration parameters are specified when the dosFs device is first 
initialized using dosFsDevInit(). This data is kept in the volume descriptor 
(DOS_VOL_DESC) for the device. However, it is possible for a disk with different 
parameters than those defined to be placed in a drive after the device has already been 
initialized. For such a disk to be usable, the configuration data in the volume descriptor 
must be modified when a new disk is present. 


When a disk is mounted, the boot sector information is read from the disk. This data is 
used to update the configuration data in the volume descriptor. Note that this will happen 
the first time the disk is accessed after the volume has been unmounted (using 
dosFsVolUnmount()). 


This automatic re-initialization of the configuration data has two important implications: 


(1) Since the values in the volume descriptor are reset when a new volume is mounted, it 
is possible to omit the dosFs configuration data (by specifying a NULL pointer 
instead of the address of a DOS_VOL_CONFIG structure during dosFsDevInit()). The 
first use of the volume must be with a properly formatted and initialized disk. 
(Attempting to initialize a disk, using FIODISKINIT, before a valid disk has been 
mounted is fruitless.) 


(2) The volume descriptor data is used when initializing a disk (with FIODISKINIT). The 
FIODISKINIT function initializes a disk with the configuration of the most recently 
mounted disk, regardless of the original specification during dosFsDevInit( ). 
Therefore, it is recommended that FIODISKINIT be used immediately after 
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dosFsDevInit( ), before any disk has been mounted. (The device should be opened in 
raw mode; the FIODISKINIT function is then performed; and the device is then 
closed.) 


IOCTL FUNCTIONS The dosFs file system supports the following ioctl() functions. The functions listed are 
defined in the header ioLib.h. Unless stated otherwise, the file descriptor used for these 
functions may be any file descriptor which is opened to a file or directory on the volume 
or to the volume itself. 


FIODISKFORMAT 
Formats the entire disk with appropriate hardware track and sector marks. No file 
system is initialized on the disk by this request. Note that this is a driver-provided 
function: 


fd = open ("DEV1:", O_WRONLY) ; 
status = ioctl (fd, FIODISKFORMAT, 0); 


FIODISKINIT 
Initializes a DOS file system on the disk volume. This routine does not format the 
disk; formatting must be done by the driver. The file descriptor should be obtained 
by opening the entire volume in raw mode: 
fd = open ("DEV1:", O_WRONLY) ; 
status = ioctl (fd, FIODISKINIT, 0); 

FIODISKCHANGE 


Announces a media change. It performs the same function as dosFsReadyChange( ). 
This function may be called from interrupt level: 


status = ioctl (fd, FIODISKCHANGE, 0); 


FIOUNMOUNT 
Unmounts a disk volume. It performs the same function as dosFsVolUnmount( ). 
This function must not be called from interrupt level: 
status = ioctl (fd, FIOUNMOUNT, 0); 

FIOGETNAME 
Gets the file name of the file descriptor and copies it to the buffer nameBuf: 
status = ioctl (fd, FIOGETNAME, &nameBuf ) ; 

FIORENAME 
Renames the file or directory to the string newname: 
status = ioctl (fd, FIORENAME, "newname") ; 

FIOSEEK 
Sets the current byte offset in the file to the position specified by newOffset: 
status = ioctl (fd, FIOSEEK, newOffset) ; 


FIOWHERE 
Returns the current byte position in the file. This is the byte offset of the next byte to 
be read or written. It takes no additional argument: 
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position = ioctl (fd, FIOWHERE, 0); 


FIOFLUSH 
Flushes the file output buffer. It guarantees that any output that has been requested 
is actually written to the device. If the specified file descriptor was obtained by 
opening the entire volume (raw mode), this function will flush all buffered file 
buffers, directories, and the FAT table to the physical device: 


status = ioctl (fd, FIOFLUSH, 0); 


FIOSYNC 
Performs the same function as FIOFLUSH, and additionally re-reads buffered file 
data from the disk. This allows file changes made via a different file descriptor to be 
seen. 


FIOTRUNC 
Truncates the specified file’s length to newLength bytes. Any disk clusters which had 
been allocated to the file but are now unused are returned, and the directory entry for 
the file is updated to reflect the new length. Only regular files may be truncated; 
attempts to use FFOTRUNC on directories or the entire volume will return an error. 
FIOTRUNC may only be used to make files shorter; attempting to specify a newLength 
larger than the current size of the file produces an error (setting errno to 
S_dosFsLib_INVALID_NUMBER_OF_BYTES). 


status = ioctl (fd, FIOTRUNC, newLength) ; 
FIONREAD 
Copies to unreadCount the number of unread bytes in the file: 
status = ioctl (fd, FIONREAD, &unreadCount) ; 
FIONFREE 
Copies to freeCount the amount of free space, in bytes, on the volume: 
status = ioctl (fd, FIONFREE, &freeCount) ; 
FIOMKDIR 
Creates a new directory with the name specified as dirName: 
status = ioctl (fd, FIOMKDIR, "dirName") ; 
FIORMDIR 
Removes the directory whose name is specified as dirName: 
status = ioctl (fd, FIORMDIR, "dirName") ; 
FIOLABELGET 
Gets the volume label (located in root directory) and copies the string to labelBuffer: 
status = ioctl (fd, FIOLABELGET, &labelBuffer) ; 


FIOLABELSET 


Sets the volume label to the string specified as newLabel. The string may consist of up 
to eleven ASCII characters: 


status = ioctl (fd, FIOLABELSET, "newLabel") ; 
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FIOATTRIBSET 
Sets the file attribute byte in the DOS directory entry to the new value newAttrib. The 
file descriptor refers to the file whose entry is to be modified: 


status = ioctl (fd, FIOATTRIBSET, newAttrib) ; 


FIOCONTIG 
Allocates contiguous disk space for a file or directory. The number of bytes of 
requested space is specified in bytesRequested. In general, contiguous space should be 
allocated immediately after the file is created: 


status = ioctl (fd, FIOCONTIG, bytesRequested) ; 


FIONCONTIG 


Copies to maxContigBytes the size of the largest contiguous free space, in bytes, on the 
volume: 


status = ioctl (fd, FIONCONTIG, &maxContigBytes) ; 


FIOREADDIR 
Reads the next directory entry. The argument dirStruct is a DIR directory descriptor. 
Normally, the readdir( ) routine is used to read a directory, rather than using the 
FIOREADDIR function directly. See dirLib. 


DIR dirStruct; 
fd = open ("directory", O_RDONLY) ; 
status = ioctl (fd, FIOREADDIR, &dirStruct) ; 


FIOFSTATGET 
Gets file status information (directory entry data). The argument statStruct is a 
pointer to a stat structure that is filled with data describing the specified file. 
Normally, the stat() or fstat() routine is used to obtain file information, rather than 
using the FIOFSTATGET function directly. See dirLib. 


struct stat statStruct; 
fd = open ("file", O_RDONLY) ; 
status = ioctl (fd, FIOFSTATGET, &statStruct) ; 


Any other ioc#l() function codes are passed to the block device driver for handling. 


MEMORY CONSUMPTION 


In order to minimize memory fragmentation in the system memory pool, all memory 
consumed by dosFsLib will be contained within a dedicated memory partition. This 
partition is accessible via the dosFsMemPartld global variable. 


To display the current amount of memory used by dosFsLib, call show(dosFsMemPartld). 
Please see the manual page for memPartShow() for more details. 


The following varibles may be set before dosFsLib is initialized to change the behavior of 
the memory management. 


If the dosFsLib memory partition is not provided, one will be allocated from the system 
memory pool. It’s size defaults to 8 K, which may be changed via the 
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dosFsMemPartInitSize global. To provide a memory pool, set dosFsMemPartld to a valid 
PART_ID returned from memPartCreate(). 


The global variable dosFsMemPartIdOptions may be modified to change the behavior of 
error handling for errors in malloc() and free(). The options default to 
MEM_BLOCK_ERROR_LOG_FLAG, which will log information about errors detected by 
free(). These options only affect operations on the dosFs memory partition. 


The private partition will dynamically grow as much as needed, allocating additional 
memory from the system memory pool, in units no smaller than 1 Kilobyte. This 
minumum unit size may be adjusted via the dosFsMemPartGrowSize global variable. 


The maximum size for the dosFs memory partition may be limited via the global variable 
dosFsMemPartCap. Once the cap limit has been reached or surpassed, dosFs will not 
attempt to allocate more memory from the system memory partition. The default value is 
-1, which allows uninterupted use of the system memory partition. 


Additional debugging may be enabled via the global boolean dosFsDebug. Setting this to 1 
will enable verbose debug messages from the dosFs memory manager. 


dosFsLib.h 


dosFsLib, ioLib, iosLib, dirLib, ramDrv, Microsoft MS-DOS Programmer’s Reference 
(Microsoft Press), Advanced MS-DOS Programming (Ray Duncan, Microsoft Press), 
VxWorks Programmer's Guide: I/O System, Local File Systems 


e182596End 


ei82596End — END style Intel 82596 Ethernet network interface driver 
e182596EndLoad( ) — initialize the driver and device 


This module implements an Intel 82596 Ethernet network interface driver. This driver is 
designed to be moderately generic. It operates unmodified across the range of 
architectures and targets supported by VxWorks. To achieve this, this driver requires 
some external support routines as well as several target-specific parameters. These 
parameters (and the mechanisms used to communicate them to the driver) are detailed 
below. 


This driver can run with the device configured in either big-endian or little-endian modes. 
Error recovery code has been added to deal with some of the known errata in the AO 
version of the device. This driver supports up to four individual units per CPU. 


This device is on-board. No jumpering diagram is necessary. 
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EXTERNAL INTERFACE 
The driver provides one standard external interface, ei82596EndLoad(). As input, this 
routine takes a string of colon-separated parameters. The parameters should be specified 
in hexadecimal (optionally preceded by "Ox" or a minus sign "-"). The parameter string is 
parsed using strtok_r(), and each parameter is converted from string to binary by a call 
to: 


strtoul (parameter, NULL, 16). 


TARGET-SPECIFIC PARAMETERS 
The format of the parameter string is: 


unit:ivec:sysbus:memBase:nT fds:nRfds:offset 


unit 
A convenient holdover from the former model. It is only used in the string name for 
the driver. 

ivec 
This is the interrupt vector number of the hardware interrupt generated by this 
ethernet device. The driver uses intConnect( ) to attach an interrupt handler to this 
interrupt. 

sysbus 
This parameter tells the device about the system bus. To determine the correct value 
for a target, see Intel 32-bit Local Area Network (LAN) Component User’s Manual. 

memBase 


This parameter specifies the base address of a DMA-able cache-free pre-allocated 
memory region for use as a memory pool for transmit/receive descriptors, buffers, 
and other device control structures. If there is no pre-allocated memory available for 
the driver, this parameter should be -1 (NONE). In which case, the driver calls 
cacheDmaAlloc() to allocate cache-safe memory. 


nT fds 
This parameter specifies the number of transmit descriptor/buffers to be allocated. If 
this parameter is zero or -1 (NULL), a default of 32 is used. 

nRfds 
This parameter specifies the number of receive descriptor/buffers to be allocated. If 
this parameter is zero or -1 (NULL), a default of 32 is used. 


offset 


Specifies the memory alignment offset. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires seven external support functions: 


sys596IntEnable( ) 
void sys596IntEnable (int unit) 
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This routine provides a target-specific interface to enable Ethernet device interrupts 
for a given device unit. 


sys596IntDisable( ) 
void sys596IntDisable (int unit) 
This routine provides a target-specific interface to disable Ethernet device interrupts 
for a given device unit. 


sysEnetAddrGet( ) 
STATUS sysEnetAddrGet (int unit, char *enetAdrs) 
This routine provides a target-specific interface to access a device Ethernet address. 
This routine should provide a six-byte Ethernet address in the enetAdrs parameter 
and return OK or ERROR. 


sys596Init( ) 
STATUS sys596Init (int unit) 
This routine performs any target-specific initialization required before the 82596 is 
initialized. Typically, it is empty. This routine must return OK or ERROR. 


sys596Port() 
void sys596Port (int unit, int cmd, UINT32 addr) 
This routine provides access to the special port function of the 82596. It delivers the 
command and address arguments to the port of the specified unit. The driver calls 
this routine primarily during initialization and, under some conditions, during error 
recovery procedures. 


sys596ChanAtn() 
void sys596ChanAtn (int unit) 
This routine provides the channel attention signal to the 82596 for the specified unit. 
The driver calls this routine frequently throughout all phases of operation. 


sys596IntAck( ) 

void sys596IntAck (int unit) 
This routine must perform any required interrupt acknowledgment or clearing. 
Typically, this involves an operation to some interrupt control hardware. Note that 
the INT signal from the 82596 behaves in an "edge-triggered" mode. Therefore, this 
routine typically clears a latch within the control circuitry. The driver calls this 
routine from the interrupt handler. 


SYSTEM RESOURCE USAGE 
The driver uses cacheDmaMalloc( ) to allocate memory to share with the 82596. The 
fixed-size pieces in this area total 160 bytes. The variable-size pieces in this area are 
affected by the configuration parameters specified in the eiattach() call. The size of one 
RFD (Receive Frame Descriptor) is 1536 bytes. The size of one TFD (Transmit Frame 
Descriptor) is 1534 bytes. For more on RFDs and TFDs, see the Intel 82596 User’s Manual. 


The 82596 requires ether that this shared memory region is non-cacheable or that the 
hardware implements bus snooping. The driver cannot maintain cache coherency for the 
device. This is because fields within the command structures are asynchronously 
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modified by both the driver and the device, and these fields might share the same cache 
line. 


The only adjustable parameters are the number of TFDs and RFDs that are created at 
run-time. These parameters are given to the driver when eiattach() is called. There is 
one TFD and one RFD associated with each transmitted frame and each received frame 
respectively. For memory-limited applications, decreasing the number of TFDs and RFDs 
might be a good idea. Increasing the number of TFDs provides no performance benefit 
after a certain point. Increasing the number of RFDs provides more buffering before 
packets are dropped. This can be useful if there are tasks running at a higher priority than 
the net task. 


ifLib, Intel 82596 User’s Manual, Intel 32-bit Local Area Network (LAN) Component User’s 
Manual 


e13c90xEnd 


e13c90xEnd — END network interface driver for 3COM 3C90xB XL 


el3c90xEndLoad( ) — initialize the driver and device 
el3c90xInitParse( ) — parse the initialization string 


This module implements the device driver for the 3COM EtherLink XI and Fast EtherLink 
XL PCI network interface cards. 


The 3c90x PCI ethernet controller is inherently little endian because the chip is designed to 
operate on a PCI bus which is a little endian bus. The software interface to the driver is 
divided into three parts. The first part is the PCI configuration registers and their set up. 
This part is done at the BSP level in the various BSPs which use this driver. The second 
and third part are dealt in the driver. The second part of the interface comprises of the I/O 
control registers and their programming. The third part of the interface comprises of the 
descriptors and the buffers. 


This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks. To achieve this, the driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These target-specific values and the external support routines are described 
below. 


This driver supports multiple units per CPU. The driver can be configured to support 
big-endian or little-endian architectures. It contains error recovery code to handle known 
device errata related to DMA activity. 
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Big endian processors can be connected to the PCI bus through some controllers which 
take care of hardware byte swapping. In such cases all the registers which the chip DMA s 
to have to be swapped and written to, so that when the hardware swaps the accesses, the 
chip would see them correctly. The chip still has to be programmed to operated in little 
endian mode as it is on the PCI bus. If the cpu board hardware automatically swaps all the 
accesses to and from the PCI bus, then input and output byte stream need not be 
swapped. 


The 3c90x series chips use a bus-master DMA interface for transfering packets to and from 
the controller chip. Some of the old 3c59x cards also supported a bus master mode, 
however for those chips you could only DMA packets to and from a contiguous memory 
buffer. For transmission this would mean copying the contents of the queued M_BLK 
chain into a an M_BLK cluster and then DMAing the cluster. This extra copy would sort of 
defeat the purpose of the bus master support for any packet that doesn’t fit into a single 
M_BLK. By contrast, the 3c90x cards support a fragment-based bus master mode where 
M_BLK chains can be encapsulated using TX descriptors. This is also called the gather 
technique, where the fragments in an mBlk chain are directly incorporated into the 
download transmit descriptor. This avoids any copying of data from the mBlk chain. 


NETWORK CARDS SUPPORTED 
— 3Com 3c900-TPO 10Mbps/RJ-45 
— 3Com 3c900-COMBO 10Mbps/RJ-45,AULBNC 
—3Com 3c905-TX 10/100Mbps/RJ-45 
—3Com 3c905-T4 10/100Mbps/RJ-45 
-—3Com 3c900B-TPO 10Mbps/RJ-45 
—3Com 3c900B-COMBO 10Mbps/RJ-45,AULBNC 
—3Com 3c905B-TX 10/100Mbps/RJ-45 
— 3Com 3c905B-FL/FX 10/100Mbps/Fiber-optic 
— 3Com 3c980-TX 10/100Mbps server adapter 
— Dell Optiplex GX1 on-board 3c918 10/100Mbps/RJ-45 


BOARD LAYOUT This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 
The only external interface is the el3c90xEndLoad( ) routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:deoMemAddr:devloAddr:pciMemBase:<vecNum:intLul:memAdrs: 
memSize:memWidth:flags:buffMultiplier 


The e13c90xEndLoad() function uses strtok() to parse the string. 


TARGET-SPECIFIC PARAMETERS 


unit 
A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


1 - 100 
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devMemAddr 
This parameter in the memory base address of the device registers in the memory 
map of the CPU. It indicates to the driver where to find the register set. < This 
parameter should be equal to NONE if the device does not support memory mapped 
registers. 


devloAddr 
This parameter in the IO base address of the device registers in the IO map of some 
CPUs. It indicates to the driver where to find the RDP register. If both devloAddr and 
devMemAdadr are given then the device chooses deuMemAddr which is a memory 
mapped register base address. This parameter should be equal to NONE if the device 
does not support IO mapped registers. 


pciMemBase 


This parameter is the base address of the CPU memory as seen from the PCI bus. This 
parameter is zero for most intel architectures. 


vecNum 
This parameter is the vector associated with the device interrupt. This driver 
configures the LANCE device to generate hardware interrupts for various events 
within the device; thus it contains an interrupt handler routine. The driver calls 
intConnect( ) to connect its interrupt handler to the interrupt vector generated as a 
result of the LANCE interrupt. 


intLvl 
Some targets use additional interrupt controller devices to help organize and service 
the various interrupt sources. This driver avoids all board-specific knowledge of 
such devices. During the driver’s initialization, the external routine 
sysE13c90xIntEnable( ) is called to perform any board-specific operations required to 
allow the servicing of a NIC interrupt. For a description of sysEI3c90xIntEnable(), 
see "External Support Requirements" below. 


memAdrs 
This parameter gives the driver the memory address to carve out its buffers and data 
structures. If this parameter is specified to be NONE then the driver allocates cache 
coherent memory for buffers and descriptors from the system pool. The 3C90x NIC is 
a DMA type of device and typically shares access to some region of memory with the 
CPU. This driver is designed for systems that directly share memory between the 
CPU and the NIC. It assumes that this shared memory is directly available to it 
without any arbitration or timing concerns. 


memSize 
This parameter can be used to explicitly limit the amount of shared memory (bytes) 
this driver will use. The constant NONE can be used to indicate no specific size 
limitation. This parameter is used only if a specific memory region is provided to the 
driver. 
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memWidth 
Some target hardware that restricts the shared memory region to a specific location 
also restricts the access width to this region by the CPU. On these targets, performing 
an access of an invalid width will cause a bus error. 


This parameter can be used to specify the number of bytes of access width to be used 
by the driver during access to the shared memory. The constant NONE can be used to 
indicate no restrictions. 


Current internal support for this mechanism is not robust; implementation may not 
work on all targets requiring these restrictions. 


flags 


This is parameter is used for future use, currently its value should be zero. 


buffMultiplier 
This parameter is used increase the number of buffers allocated in the driver pool. If 


this parameter is -1 then a default multiplier of 2 is choosen. With a multiplier of 2 the 
total number of clusters allocated is 64 which is twice the cumulative number of 
upload and download descriptors. The device has 16 upload and 16 download 
descriptors. For example on choosing the buffer multiplier of 3, the total number of 
clusters allocated will be 96 ((16 + 16)*3). There are as many clBlks as the number of 
clusters. The number of mBlks allocated are twice the number of clBlks. By default 
there are 64 clusters, 64 cIBlks and 128 mBlks allocated in the pool for the device. 
Depending on the load of the system increase the number of clusters allocated by 
incrementing the buffer multiplier. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 

SYS_INT_DISABLE (pDrvCtr1) 

SYS_OUT_BYTE (pDrvCtrl, reg, data) 
SYS_IN_BYTE(pDrvCtrl, reg, data) 
SYS_OUT_WORD (pDrvCtrl, reg, data) 
SYS_IN_WORD (pDrvCtrl, reg, data) 
SYS_OUT_LONG (pDrvCtrl, reg, data) 
SYS_IN_LONG(pDrvCtrl, reg, data) 
SYS_DELAY (delay) 

sysE13c90xIntEnable (pDrvCtr1->intLevel) 
sysE13c90xIntDisable (pDrvCtrl->intLevel) 
sysDelay (delay) 


There are default values in the source code for these macros. They presume memory 
mapped accesses to the device registers and the normal intConnect( ), and intEnable( ) 
BSP functions. The first argument to each is the device controller structure. Thus, each 
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has access back to all the device-specific information. Having the pointer in the macro 
facilitates the addition of new features to this driver. 


The macros SYS_INT_CONNECT, SYS_INT_DISCONNECT, SYS_INT_ENABLE, and 
SYS_INT_DISABLE allow the driver to be customized for BSPs that use special versions of 
these routines. 


The macro SYS_INT_CONNECT is used to connect the interrupt handler to the appropriate 
vector. By default it is the routine intConnect(). 


The macro SYS_INT_DISCONNECT is used to disconnect the interrupt handler prior to 
unloading the module. By default this is a dummy routine that returns OK. 


The macro SYS_INT_ENABLE is used to enable the interrupt level for the end device. It is 
called once during initialization. It calls an external board level routine 
sysE13c90xIntEnable( ). 


The macro SYS_INT_DISABLE is used to disable the interrupt level for the end device. It is 
called during stop. It calls an external board level routine sysE13c90xIntDisable( ). 


The macro SYS_DELAY is used for a delay loop. It calls an external board level routine 
sysDelay(delay). The granularity of delay is one microsecond. 


SYSTEM RESOURCE USAGE 


INCLUDES 


SEE ALSO 


BIBLIOGRAPHY 


When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— 24072 bytes in text for a 180486 target 

— 112 bytes in the initialized data section (data) 
— 0 bytes in the uninitialized data section (BSS) 


The driver allocates clusters of size 1536 bytes for receive frames and and transmit frames. 
There are 16 descriptors in the upload ring and 16 descriptors in the download ring. The 
buffer multiplier by default is 2, which means that the total number of clusters allocated 
by default are 64 ((upload descriptors + download descriptors)*2). There are as many 
clBlks as the number of clusters. The number of mBlks allocated are twice the number of 
clBlks. By default there are 64 clusters, 64 clBlks and 128 mBlks allocated in the pool for 
the device. Depending on the load of the system increase the number of clusters allocated 
by incrementing the buffer multiplier. 


end.h endLib.h etherMultiLib.h el13c90xEnd.h 


muxLib, endLib, netBufLib, VxWorks Programmer's Guide: Writing and Enhanced Network 
Driver 


3COM 3c90x and 3c90xB NICs Technical reference. 
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elt3c509End 


elt3c509End — END network interface driver for 3COM 3C509 


elt3c509Load( ) — initialize the driver and device 
elt3c509Parse( ) — parse the init string 


This module implements the 3COM 3C509 EtherLink III Ethernet network interface 
driver. This driver is designed to be moderately generic. Thus, it operates unmodified 
across the range of architectures and targets supported by VxWorks. To achieve this, the 
driver load routine requires an input string consisting of several target-specific values. 
The driver also requires some external support routines. These target-specific values and 
the external support routines are described below. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


The only external interface is the elt3c509Load( ) routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:port:int Vector:intLevel:attachementType:nRxFrames 


The elt3c509Load() function uses strtok() to parse the string. 


TARGET-SPECIFIC PARAMETERS 


unit 


A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


intVector 
Configures the ELT device to generate hardware interrupts for various events within 
the device. Thus, it contains an interrupt handler routine. The driver calls 
intConnect( ) to connect its interrupt handler to the interrupt vector generated as a 
result of the ELT interrupt. 


intLevel 
This parameter is passed to an external support routine, sysEltIntEnable( ), which is 
described below in "External Support Requirements." This routine is called during as 
part of driver’s initialization. It handles any board-specific operations required to 
allow the servicing of a ELT interrupt on targets that use additional interrupt 
controller devices to help organize and service the various interrupt sources. This 
parameter makes it possible for this driver to avoid all board-specific knowledge of 
such devices. 
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attachmentType 
This parameter is used to select the transceiver hardware attachment. This is then 
used by the elt3c509BoardInit( ) routine to activate the selected attachment. 
elt3c509BoardInit( ) is called as a part of the driver’s initialization. 


nRxFrames 
This parameter is used as number of receive frames by the driver. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 

SYS_INT_DISABLE (pDrvCtr1) 

SYS_OUT_BYTE (pDrvCtrl, reg, data) 
SYS_IN_BYTE(pDrvCtrl, reg, data) 

SYS_OUT_WORD (pDrvCtrl, reg, data) 

SYS_IN_WORD (pDrvCtrl, reg, data) 
SYS_OUT_WORD_STRING(pDrvCtrl, reg, pData, len) 
SYS_IN_WORD_STRING(pDrvCtrl, reg, pData, len) 


sysEl1tIntEnable (pDrvCtrl-—>intLevel) 
sysEl1tIntDisable (pDrvCtrl-—>intLevel) 


There are default values in the source code for these macros. They presume IO-mapped 
accesses to the device registers and the normal intConnect(), and intEnable() BSP 
functions. The first argument to each is the device controller structure. Thus, each has 
access back to all the device-specific information. Having the pointer in the macro 
facilitates the addition of new features to this driver. 


The macros SYS_INT_CONNECT, SYS_INT_DISCONNECT, and SYS_INT_ENABLE allow the 
driver to be customized for BSPs that use special versions of these routines. 


The macro SYS_INT_CONNECT is used to connect the interrupt handler to the appropriate 
vector. By default it is the routine intConnect(). 


The macro SYS_INT_DISCONNECT is used to disconnect the interrupt handler prior to 
unloading the module. By default this is a dummy routine that returns OK. 


The macro SYS_INT_ENABLE is used to enable the interrupt level for the end device. It is 
called once during initialization. It calls an external board level routine 
sysEltIntEnable(). 


The macro SYS_INT_DISABLE is used to disable the interrupt level for the end device. It is 
called during stop. It calls an external board level routine sysEltIntDisable( ). 


SYSTEM RESOURCE USAGE 
When implemented, this driver requires the following system resources: 


1-105 


TUNING HINTS 


INCLUDES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


NAME 


ROUTINES 


VxWorks Reference Manual, 5.4 
endLib 


— one interrupt vector 

— 9720 bytes of text 

— 88 bytes in the initialized data section (data) 
— 0 bytes of bss 


The driver requires 1520 bytes of preallocation for Transmit Buffer and 1520*nRxFrames 
of receive buffers. The default value of nRxFrames is 64 therefore total pre-allocation is (64 
+ 1)*1520. 


nRxFrames parameter can be used for tuning no of receive frames to be used for handling 
packet receive. More no. of these could help receiving more loaning in case of massive 
reception. 


end.h endLib.h etherMultiLib.h elt3c509End.h 


muxLib, endLibWriting and Enhanced Network Driver 


endLib 


endLib — support library for END-based drivers 


mib2Init() — initialize a MIB-II structure 

mib2ErrorAdd() — change a MIB-II error count 

endObjInit() — initialize an END_OBJ structure 

endObjFlagSet( ) — set the flags member of an END_OBJ structure 
endEtherAddressForm( ) — form an Ethernet address into a packet 
endEtherPacketDataGet( ) — return the beginning of the packet data 
endEtherPacketAddrGet( ) — locate the addresses in a packet 


This library contains support routines for Enhanced Network Drivers. These routines are 
common to ALL ENDs. Specialized routines should only appear in the drivers 
themselves. 


envLib 


envLib — environment variable library 


envLibInit( ) — initialize environment variable facility 
envPrivateCreate( ) — create a private environment 
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envPrivateDestroy() — destroy a private environment 
putenv() — set an environment variable 

getenv() — get an environment variable (ANSI) 
envShow() — display the environment for a task 


This library provides a UNIX-compatible environment variable facility. Environment 
variables are created or modified with a call to putenv(): 


putenv ("variableName=value") ; 


The value of a variable may be retrieved with a call to getenv(), which returns a pointer to 
the value string. 


Tasks may share a common set of environment variables, or they may optionally create 
their own private environments, either automatically when the task create hook is 
installed, or by an explicit call to envPrivateCreate(). The task must be spawned with the 
VX_PRIVATE_ENV option set to receive a private set of environment variables. Private 
environments created by the task creation hook inherit the values of the environment of 
the task that called taskSpawn() (since task create hooks run in the context of the calling 
task). 


envLib.h 


UNIX BSD 4.3 manual entry for environ(5V), * American National Standard for Information 
Systems — * Programming Language — C, ANSI X3.159-1989: General Utilities (stdlib.h) 


errnoLib 


errnoLib — error status library 


errnoGet() — get the error status value of the calling task 
errnoOfTaskGet( ) — get the error status value of a specified task 
errnoSet() — set the error status value of the calling task 
errnoOfTaskSet() — set the error status value of a specified task 


This library contains routines for setting and examining the error status values of tasks 
and interrupts. Most VxWorks functions return ERROR when they detect an error, or 
NULL in the case of functions returning pointers. In addition, they set an error status that 
elaborates the nature of the error. 


This facility is compatible with the UNIX error status mechanism in which error status 
values are set in the global variable errno. However, in VxWorks there are many task and 
interrupt contexts that share common memory space and therefore conflict in their use of 
this global variable. VxWorks resolves this in two ways: 
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(1) For tasks, VxWorks maintains the errno value for each context separately, and saves 
and restores the value of errno with every context switch. The value of errno for a 
non-executing task is stored in the task’s TCB. Thus, regardless of task context, code 
can always reference or modify errno directly. 


(2) For interrupt service routines, VxWorks saves and restores errno on the interrupt 
stack as part of the interrupt enter and exit code provided automatically with the 
intConnect( ) facility. Thus, interrupt service routines can also reference or modify 
errno directly. 


The errno facility is used throughout VxWorks for error reporting. In situations where a 
lower-level routine has generated an error, by convention, higher-level routines propagate 
the same error status, leaving errnowith the value set at the deepest level. Developers are 
encouraged to use the same mechanism for application modules where appropriate. 


ERROR STATUS VALUES 
An error status is a 4-byte integer. By convention, the most significant two bytes are the 
module number, which indicates the module in which the error occurred. The lower two 
bytes indicate the specific error within that module. Module number 0 is reserved for 
UNIX error numbers so that values from the UNIX errno.h header file can be set and 
tested without modification. Module numbers 1-500 decimal are reserved for VxWorks 
modules. These are defined in vwModNum.h. All other module numbers are available 
to applications. 


PRINTING ERROR STATUS VALUES 


VxWorks can include a special symbol table called statSymTblwhich printErrno( ) uses to 
print human-readable error messages. 


This table is created with the tool makeStatTbl, found in host/hostOs/bin. This tool reads 
all the -h files in a specified directory and generates a C-language file, which generates a 
symbol table when compiled. Each symbol consists of an error status value and its 
definition, which was obtained from the header file. 


For example, suppose the header file target/h/myFile.h contains the line: 
#define S_myFile_ERROR_TOO_MANY_COOKS 0x230003 

The table statSymTbI is created by first running: 

On UNIX: 
makeStatTbl target/h > statTbl.c 

On Windows: 
makeStatTbl target/h 


This creates a file statTbl.c in the current directory, which, when compiled, generates 
statSymTDbl. The table is then linked in with VxWorks. Normally, these steps are 
performed automatically by the makefile in target/src/usr. 
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If the user now types from the VxWorks shell: 
-> printErrno 0x230003 
The printErrno() routine would respond: 
S_myFile_ERROR_TOO_MANY_COOKS 
The makeStatTbl tool looks for error status lines of the form: 
#define S_xxx n 
where xxx is any string, and n is any number. All VxWorks status lines are of the form: 
#define S_thisFile_MEANINGFUL_ERROR_MESSAGE Oxnnnn 
where thisFile is the name of the module. 
This facility is available to the user by adding header files with status lines of the 


appropriate forms and remaking VxWorks. 


The file vwModNum.h contains the module numbers for every VxWorks module. The 
include file for each module contains the error numbers which that module can generate. 


printErrno(), makeStatTbl, VxWorks Programmer’s Guide: Basic OS 


etherLib 


etherLib — Ethernet raw I/O routines and hooks 


etherOutput() — send a packet on an Ethernet interface 

etherInputHookAdd() — add a routine to receive all Ethernet input packets 
etherInputHookDelete( ) — delete a network interface input hook routine 
etherOutputHookAdd() — add a routine to receive all Ethernet output packets 
etherOutputHookDelete( ) — delete a network interface output hook routine 
etherAddrResolve( ) — resolve an Ethernet address for a specified Internet address 
etherTypeGet() — get the type from an ethernet packet 


This library provides utilities that give direct access to Ethernet packets. Raw packets can 
be output directly to an interface using etherOutput( ). Incoming and outgoing packets 
can be examined or processed using the hooks etherInputHookAdd() and 
etherOutputHookAdd(). The input hook can be used to receive raw packets that are not 
part of any of the supported network protocols. The input and output hooks can also be 
used to build network monitoring and testing tools. 
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Normally, the network should be accessed through the higher-level socket interface 
provided in sockLib. The routines in etherLib should rarely, if ever, be necessary for 
applications. 


CAVEAT The following VxWorks network drivers support both the input-hook and output-hook 
routines: 


if_cpm — Motorola MC68EN360 QUICC network interface driver 
if_eex — Intel EtherExpress 16 

if_ei — Intel 82596 ethernet driver 

if_elc — SMC 8013WC Ethernet driver 

if_elt —-3Com 3C509 Ethernet driver 

if_ene — Novell/Eagle NE2000 network driver 

if_fn — Fujitsu MB86960 NICE Ethernet driver 

if_In — Advanced Micro Devices Am7990 LANCE Ethernet driver 
if_sm — shared memory backplane network interface driver 

if_sn — National Semiconductor DP83932B SONIC Ethernet driver 
if_ultra — SMC Elite Ultra Ethernet network interface driver 


if_gn — generic MUX interface layer 
The following drivers support only the input-hook routines: 


if_nic — National Semiconductor SNIC Chip (for HKV30) 
if_sl — Serial Line IP (SLIP) network interface driver 


The following drivers support only the output-hook routines: 
if_ulip — network interface driver for User Level IP (VxSim) 
The following drivers do not support either the input-hook or output-hook routines: 


if_loop — software loopback network interface driver 
INCLUDE FILES etherLib.h 


SEE ALSO VxWorks Programmer’s Guide: Network 
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etherMultiLib 


etherMultiLib — a library to handle Ethernet multicast addresses 
etherMultiAdd( ) — add multicast address to a multicast address list 
etherMultiDel( ) — delete an Ethernet multicast address record 


etherMultiGet( ) — retrieve a table of multicast addresses from a driver 


This library manages a list of multicast addresses for network drivers. This abstracts the 
management of these drivers into a device independant library. 


string.h, errno.h, netinet/in.h, net/if.h, lstLib-h, etherMultiLib.h 


etherMultiLib 


evbNs16550Sio 


evbNs16550Sio — NS16550 serial driver for the IBM PPC403GA evaluation 


evbNs16550HrdInit( ) — initialize the NS 16550 chip 
evbNs16550Int( ) — handle a receiver/transmitter interrupt for the NS 16550 chip 


This is the driver for the National NS 16550 UART Chip used on the IBM PPC403GA 
evaluation board. It uses the SCCs in asynchronous mode only. 


An EVBNS16550_CHAN structure is used to describe the chip. The BSP’s sysHwInit() 
routine typically calls sysSerialHwInit() which initializes all the register values in the 
EVBNS16550_CHAN structure (except the SIO_.DRV_FUNCS) before calling 
evbNs16550HrdInit( ). The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2() 
which connects the chip interrupt handler evbNs16550Int( ) via intConnect(). 


This driver responds to the same ioctl() codes as other serial drivers; for more 
information, see sioLib.h. 


drv/sio/evbNs16550Sio.h 


evbNs16550Sio 
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excArchLib 


excArchLib — architecture-specific exception-handling facilities 


excVecInit( ) — initialize the exception/interrupt vectors 

excConnect( ) — connect a C routine to an exception vector (PowerPC) 

excIntConnect( ) — connect a C routine to an asynchronous exception vector (PowerPC, 
ARM) 

excCrtConnect() — connect a C routine to a critical exception vector (PowerPC 403) 
excIntCrtConnect() — connect a C routine to a critical interrupt vector (PowerPC 403) 
excVecSet() — set a CPU exception vector (PowerPC, ARM) 

excVecGet() — get a CPU exception vector (PowerPC, ARM) 


This library contains exception-handling facilities that are architecture dependent. For 
information about generic (architecture-independent) exception-handling, see the manual 
entry for excLib. 


excLib.h 


excLib, dbgLib, sigLib, intLib 


excLib 


excLib — generic exception handling facilities 


excInit() — initialize the exception handling package 
excHookAdd( ) — specify a routine to be called with exceptions 
excTask() — handle task-level exceptions 


This library provides generic initialization facilities for handling exceptions. It safely 
traps and reports exceptions caused by program errors in VxWorks tasks, and it reports 
occurrences of interrupts that are explicitly connected to other handlers. For information 
about architecture-dependent exception handling facilities, see the manual entry for 
excArchLib. 


Initialization of excLib facilities occurs in two steps. First, the routine excVecInit() is 
called to set all vectors to the default handlers for an architecture provided by the 
corresponding architecture exception handling library. Since this does not involve 
VxWorks’ kernel facilities, it is usually done early in the system start-up routine usrInit() 
in the library usrConfig.c with interrupts disabled. 
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The rest of this package is initialized by calling excInit(), which spawns the exception 
support task, excTask(), and creates the message queues used to communicate with it. 


Exceptions or uninitialized interrupts that occur after the vectors have been initialized by 
excVecInit( ), but before excInit() is called, cause a trap to the ROM monitor. 


NORMAL EXCEPTION HANDLING 


When a program error generates an exception (such as divide by zero, or a bus or address 
error), the task that was executing when the error occurred is suspended, and a 
description of the exception is displayed on standard output. The VxWorks kernel and 
other system tasks continue uninterrupted. The suspended task can be examined with the 
usual VxWorks routines, including ti() for task information and t#() for a stack trace. It 
may be possible to fix the task and resume execution with tr(). However, tasks aborted in 
this way are often unsalvageable and can be deleted with td(). 


When an interrupt that is not connected to a handler occurs, the default handler provided 
by the architecture-specific module displays a description of the interrupt on standard 
output. 


ADDITIONAL EXCEPTION HANDLING ROUTINE 


The excHookAdd( ) routine adds a routine that will be called when a hardware exception 
occurs. This routine is called at the end of normal exception handling. 


TASK-LEVEL SUPPORT 


DBGLIB 


SIGLIB 


INCLUDE FILES 


SEE ALSO 


The excInit() routine spawns excTask(), which performs special exception handling 
functions that need to be done at task level. Do not suspend, delete, or change the priority 
of this task. 


The facilities of excLib, including excTask(), are used by dbgLib to support breakpoints, 
single-stepping, and additional exception handling functions. 


A higher-level, UNIX-compatible interface for hardware and software exceptions is 
provided by sigLib. If sigvec() is used to initialize the appropriate hardware 
exception/interrupt (e.g., BUS ERROR == SIGSEGV), excLib will use the signal 
mechanism instead. 


excLib.h 


dbgLib, sigLib, intLib 
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fei82557End 


fei82557End — END style Intel 82557 Ethernet network interface driver 
fei82557EndLoad( ) — initialize the driver and device 


This module implements an Intel 82557 Ethernet network interface driver. This is a fast 
Ethernet PCI bus controller, IEEE 802.3 10Base-T and 100Base-T compatible. It also 
features a glueless 32-bit PCI bus master interface, fully compliant with PCI Spec version 
2.1. An interface to MII compliant physical layer devices is built-in in the card. The 82557 
Ethernet PCI bus controller also includes Flash support up to 1 MByte and EEPROM 
support, altough these features are not dealt with in the driver. 


The 82557 establishes a shared memory communication system with the CPU, which is 
divided into three parts: the Control/Status Registers (CSR), the Command Block List 
(CBL) and the Receive Frame Area (RFA). The CSR is on chip and is either accessible with 
I/O or memory cycles, whereas the other structures reside on the host. 


The CSR is the main meance of communication between the device and the host, meaning 
that the latter issues commands through these registers while the chip posts status 
changes in it, occurred as a result of those commands. Pointers to both the CBL and RFA 
are also stored in the CSR. 


The CBL consists of a linked list of frame descriptors through which individual action 
commands can be performed. These may be transmit commands as well as non-transmit 
commands, e.g. Configure or Multicast setup commands. While the CBL list may function 
in two different modes, only the simplified memory mode is implemented in the driver. 


The RFA is a linked list of receive frame descriptors. Only support for the simplified 
memory mode is granted. In this model, the data buffer immediately follows the related 
frame descriptor. 


The driver is designed to be moderately generic, operating unmodified across the range of 
architectures and targets supported by VxWorks. To achieve this, this driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


The driver provides the standard external interface, fei82557EndLoad( ), which takes a 
string of colon separated parameters. The parameters should be specified in hexadecimal, 
optionally preceeded by "0x" or a minus sign "-". 


The parameter string is parsed using strtok_r() and each parameter is converted from a 
string representation to binary by a call to strtoul(parameter, NULL, 16). 
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The format of the parameter string is: 


"memBase:memSize:nTfds:nRfds:flags" 


In addition, the two global variables feiEndIntConnect and feiEndIntDisconnect specify 
respectively the interrupt connect routine and the interrupt disconnect routine to be used 
depending on the BSP. The former defaults to intConnect() and the user can override this 
to use any other interrupt connect routine (say pciIntConnect( )) in sysHwlInit() or any 
device specific initialization routine called in sysHwInit(). Likewise, the latter is set by 
default to NULL, but it may be overridden in the BSP in the same way. 


TARGET-SPECIFIC PARAMETERS 


memBase 
This parameter is passed to the driver via fei82557EndLoad( ). 


The Intel 82557 device is a DMA-type device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the 82557. 


This parameter can be used to specify an explicit memory region for use by the 82557. 
This should be done on targets that restrict the 82557 to a particular memory region. 
The constant NONE can be used to indicate that there are no memory limitations, in 
which case the driver will allocate cache safe memory for its use using 
cacheDmaAlloc(). 


memSize 
The memory size parameter specifies the size of the pre-allocated memory region. If 
memory base is specified as NONE (-1), the driver ignores this parameter. Otherwise, 
the driver checks the size of the provoded memory region is adequate with respect to 
the given number of Command Frame Descriptor and Receive Frame Descriptor. 


nT fds 
This parameter specifies the number of transmit descriptor/buffers to be allocated. If 
this parameter is less than two, a default of 32 is used. 

nRfds 
This parameter specifies the number of receive descriptor /buffers to be allocated. If 
this parameter is less than two, a default of 32 is used. 


flags 
User flags may control the run-time characteristics of the Ethernet chip. Not 
implemented. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires one external support function: 


STATUS sys557Init (int unit, FEI_BOARD_INFO *pBoard) 
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This routine performs any target-specific initialization required before the 82557 device is 
initialized by the driver. The driver calls this routine every time it wants to [rel]initialize 
the device. This routine returns OK, or ERROR if it fails. 


SYSTEM RESOURCE USAGE 


TUNING HINTS 


SEE ALSO 


NAME 


ROUTINES 


The driver calls cacheDmaMalloc() to allocate memory to share with the 82557. The size 
of this area is affected by the configuration parameters specified by fei82557EndLoad( ). 


Either the shared memory region must be non-cacheable, or else the hardware must 
implement bus snooping. The driver cannot maintain cache coherency for the device 
because fields within the command structures are asynchronously modified by both the 
driver and the device, and these fields may share the same cache line. 


The only adjustable parameters are the number of TFDs and RFDs that will be created at 
run-time. These parameters are given to the driver when fei82557EndLoad( ) is called. 
There is one TFD and one RFD associated with each transmitted frame and each received 
frame respectively. For memory-limited applications, decreasing the number of TFDs and 
RFDs may be desirable. Increasing the number of TFDs will provide no performance 
benefit after a certain point. Increasing the number of RFDs will provide more buffering 
before packets are dropped. This can be useful if there are tasks running at a higher 
priority than the net task. 


ifLib, Intel 82557 User’s Manual, Intel 32-bit Local Area Network (LAN) Component User’s 
Manual 


fioLib 
fioLib — formatted I/O library 


fioLibInit() — initialize the formatted I/O support library 

printf() — write a formatted string to the standard output stream (ANSI) 

printErr() — write a formatted string to the standard error stream 

fdprintf() — write a formatted string to a file descriptor 

sprintf() — write a formatted string to a buffer (ANSI) 

oprintf() — write a string formatted with a variable argument list to standard output 
(ANSD 

ofdprintf() — write a string formatted with a variable argument list to a file descriptor 
vsprintf() — write a string formatted with a variable argument list to a buffer (ANSI) 
fioFormatV() — convert a format string 

fioRead() - read a buffer 

fioRdString() — read a string from a file 

sscanf( ) — read and convert characters from an ASCII string (ANSI) 
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1. Libraries 
floatLib 


This library provides the basic formatting and scanning I/O functions. It includes some 
routines from the ANSI-compliant printf()/scanf() family of routines. It also includes 
several utility routines. 


If the floating-point format specifications e, E, f, g, and G are to be used with these 
routines, the routine floatInit() must be called first. If the configuration macro 
INCLUDE_FLOATING_POINT is defined, floatInit() is called by the root task, usrRoot(), 
in usrConfig.c. 


These routines do not use the buffered I/O facilities provided by the standard I/O facility. 
Thus, they can be invoked even if the standard I/O package has not been included. This 
includes printf(), which in most UNIX systems is part of the buffered standard I/O 
facilities. Because printf() is so commonly used, it has been implemented as an 
unbuffered I/O function. This allows minimal formatted I/O to be achieved without the 
overhead of the entire standard I/O package. For more information, see the manual entry 
for ansiStdio. 


fioLib.h, stdio.h 


ansiStdio, floatLib, VxWorks Programmer's Guide: I/O System 


floatLib 


floatLib — floating-point formatting and scanning library 
floatInit() — initialize floating-point I/O support 


This library provides the floating-point I/O formatting and scanning support routines. 


The floating-point formatting and scanning support routines are not directly callable; they 
are connected to call-outs in the printf()/scanf() family of functions in fioLib. This is 
done dynamically by the routine floatInit( ), which is called by the root task, usrRoot(), 
in usrConfig.cwhen the configuration macro INCLUDE_FLOATING_POINT is defined. If 
this option is omitted (i.e., floatInit() is not called), floating-point format specifications in 
printf() and sscanf() are not supported. 


math.h 


fioLib 
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fppArchLib 


fppArchLib — architecture-dependent floating-point coprocessor support 


fppSave() — save the floating-point coprocessor context 
fppRestore() — restore the floating-point coprocessor context 
fppProbe( ) — probe for the presence of a floating-point coprocessor 
fppTaskRegsGet() — get the floating-point registers from a task TCB 
fppTaskRegsSet( ) — set the floating-point registers of a task 


This library contains architecture-dependent routines to support the floating-point 
coprocessor. The routines fppSave() and fppRestore( ) save and restore all the task 
floating-point context information. The routine fppProbe() checks for the presence of the 
floating-point coprocessor. The routines fppTaskRegsSet() and fppTaskRegsGet() 
inspect and set coprocessor registers on a per-task basis. 


With the exception of fppProbe(), the higher-level facilities in dbgLiband usrLib should 
be used instead of these routines. For information about architecture-independent access 
mechanisms, see the manual entry for fppLib. 


To activate floating-point support, fppInit() must be called before any tasks using the 
coprocessor are spawned. This is done by the root task, usrRoot(), in usrConfig.c. See 
the manual entry for fppLib. 


NOTE I386/1486 On this architecture, VxWorks disables the six FPU exceptions that can 
send an IRQ to the CPU. 


This architecture does not currently support floating-point coprocessors. 

fppLib.h 

fppLib, intConnect(), Motorola MC68881/882 Floating-Point Coprocessor User’s Manual, 
SPARC Architecture Manual, Intel 80960SA/SB Reference Manual, Intel 80960KB 


Programmer’s Reference Manual, Intel 387 DX User’s Manual, Gerry Kane and Joe 
Heinrich: MIPS RISC Architecture Manual 
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fppLib 


fppLib — floating-point coprocessor support library 
fppinit() — initialize floating-point coprocessor support 


This library provides a general interface to the floating-point coprocessor. To activate 
floating-point support, fppInit() must be called before any tasks using the coprocessor are 
spawned. This is done automatically by the root task, usrRoot(), in usrConfig.c when the 
configuration macro INCLUDE_HW_FP? is defined. 


For information about architecture-dependent floating-point routines, see the manual 
entry for fppArchLib. 


The fppShow() routine displays coprocessor registers on a per-task basis. For information 
on this facility, see the manual entries for fppShow and fppShow(). 


VX_FP_TASK OPTION 


NOTE 


INTERRUPT LEVEL 


INCLUDE FILES 


SEE ALSO 


Saving and restoring floating-point registers adds to the context switch time of a task. 
Therefore, floating-point registers are not saved and restored for every task. Only those 
tasks spawned with the task option VX_FP_TASK will have floating-point registers saved 
and restored. 

If a task does any floating-point operations, it must be spawned with VX_FP_TASK. 
Floating-point registers are not saved and restored for interrupt service routines 
connected with intConnect(). However, if necessary, an interrupt service routine can 
save and restore floating-point registers by calling routines in fppArchLib. 


fppLib.h 


fppArchLib, fppShow, intConnect(), VxWorks Programmer's Guide: Basic OS 
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fppShow 


fppShow — floating-point show routines 


fppShowInit() — initialize the floating-point show facility 
fppTaskRegsShow() - print the contents of a task’s floating-point registers 


This library provides the routines necessary to show a task’s optional floating-point 
context. To use this facility, it must first be installed using fppShowInit(), which is called 
automatically when the floating-point show facility is configured into VxWorks using 
either of the following methods: 


— If you use configuration header files, define INCLUDE_SHOW_ROUTINES in config.h. 
— If you use the Tornado project facility, select INCLUDE_HW_FP_SHOW. 
This library enhances task information routines, such as fi(), to display the floating-point 
context. 


fppLib.h 


fppLib 


ftpdLib 


ftpdLib — File Transfer Protocol (FTP) server 


ftpdInit() — initialize the FTP server task 
ftpdDelete() — terminate the FTP server task 


This library implements the server side of the File Transfer Protocol (FTP), which provides 
remote access to the file systems available on a target. The protocol is defined in RFC 959. 
This implementation supports all commands required by that specification, as well as 
several additional commands. 


During system startup, the ftpdInit() routine creates a control connection at the 
predefined FTP server port which is monitored by the primary FTP task. Each FTP session 
established is handled by a secondary server task created as necessary. The server accepts 
the following commands: 


HELP — List supported commands. 
USER — Verify user name. 
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ftpLib 
PASS — Verify password for the user. 
QUIT — Quit the session. 
LIST — List out contents of a directory. 
NLST — List directory contents using a concise format. 
RETR — Retrieve a file. 
STOR — Store a file. 
CWD — Change working directory. 
TYPE — Change the data representation type. 
PORT — Change the port number. 
PWD — Get the name of current working directory. 
STRU — Change file structure settings. 
MODE — Change file transfer mode. 
ALLO — Reserver sufficient storage. 
ACCT — Identify the user’s account. 
PASV — Make the server listen on a port for data connection. 
NOOP — Do nothing. 
DELE — Delete a file 


The ftpdDelete() routine will disable the FTP server until restarted. It reclaims all system 
resources used by the server tasks and cleanly terminates all active sessions. 


ftpdLib.h 


ftpLib, netDrv, RFC-959 File Transfer Protocol 


ftpLib 


ftpLib — File Transfer Protocol (FTP) library 


ftpCommand() - send an FTP command and get the reply 

ftpXfer() — initiate a transfer via FTP 

ftpReplyGet() — get an FTP command reply 

ftpHookup() - get a control connection to the FTP server on a specified host 
ftpLogin() — log in to a remote FTP server 

ftpDataConnInit() — initialize an FTP data connection 

ftpDataConnGet( ) — get a completed FTP data connection 

ftpLs() — list directory contents via FTP 


This library provides facilities for transferring files to and from a host via File Transfer 
Protocol (FTP). This library implements only the "client" side of the FTP facilities. 
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VxWorks provides an I/O driver, netDrv, that allows transparent access to remote files 
via standard I/O system calls. The FTP facilities of ftpLibare primarily used by netDrv to 
access remote files. Thus for most purposes, it is not necessary to be familiar with ftpLib. 


HIGH-LEVEL INTERFACE 


The routines ftpXfer() and ftpReplyGet() provide the highest level of direct interface to 
FTP. The routine ftpXfer() connects to a specified remote FTP server, logs in under a 
specified user name, and initiates a specified data transfer command. The routine 
ftpReplyGet() receives control reply messages sent by the remote FTP server in response 
to the commands sent. 


LOW-LEVEL INTERFACE 


INCLUDE FILES 


SEE ALSO 


The routines ftpHookup(), ftpLogin(), ftpDataConnInit( ), ftpDataConnGet( ), and 
ftpCommand() provide the primitives necessary to create and use control and data 
connections to remote FTP servers. The following example shows how to use these 
low-level routines. It implements roughly the same function as ftpXfer(). 


char *host, *user, *passwd, *acct, *dirname, *filename; 
int ctrlSock = ERROR; 
int dataSock = ERROR; 


if (((ctrlSock = ftpHookup (host)) == ERROR) | 
(ftpLogin (ctrlSock, user, passwd, acct) == ERROR) || 
(ftpCommand (ctrlSock, "TYPE I", 0, 0, 0, 0, 0, 0) != FTP_COMPLETE) || 
(ftpCommand (ctrlSock, "CWD %s", dirname, 0, 0, 0, 0, 0) != FTP_COMPLETE) || 
((dataSock = ftpDataConnInit (ctrlSock)) == ERROR) || 
(ftpCommand (ctrlSock, "RETR %s", filename, 0, 0, 0, 0, 0) != FTP_PRELIM) || 
((dataSock = ftpDataConnGet (dataSock)) == ERROR) ) 


{ 


/* an error occurred; close any open sockets and return */ 
if (ctrlSock != ERROR) 
close (ctrl1Sock) ; 
if (dataSock != ERROR) 
close (dataSock) ; 
return (ERROR) ; 
} 


ftpLib.h 


netDrv 
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i8250Sio 


hostLib 


hostLib — host table subroutine library 


hostTblnit( ) — initialize the network host table 

hostAdd() - add a host to the host table 

hostDelete( ) — delete a host from the host table 

hostGetByName( ) — look up a host in the host table by its name 
hostGetByAdadr( ) - look up a host in the host table by its Internet address 
sethostname( ) — set the symbolic name of this machine 

gethostname( ) — get the symbolic name of this machine 


This library provides routines to store and access the network host database. The host 
table contains information regarding the known hosts on the local network. The host 
table (displayed with hostShow()) contains the Internet address, the official host name, 
and aliases. 


Wo 


By convention, network addresses are specified in dotted (".") decimal notation. The 
library inetLib contains Internet address manipulation routines. Host names and aliases 
may contain any printable character. 


Before any of the routines in this module can be used, the library must be initialized by 
hostTblnit(). This is done automatically if the configuration macro INCLUDE_NET_INIT 
is defined. 

hostLib.h 


inetLib, VxWorks Programmer's Guide: Network 


i8250Sio 


i8250Sio — [8250 serial driver 


18250HrdInit( ) — initialize the chip 
18250Int() — handle a receiver/transmitter interrupt 


This is the driver for the Intel 8250 UART Chip used on the PC 386. It uses the SCCs in 
asynchronous mode only. 


An I8250_CHAN structure is used to describe the chip. The BSP’s sysHwInit() routine 
typically calls sysSerialHwInit() which initializes all the register values in the 
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18250_CHAN structure (except the SIO_DRV_FUNCS) before calling i8250HrdInit(). The 
BSP’s sysHwInit2() routine typically calls sysSerialHwInit2() which connects the chips 
interrupt handler (i8250Int) via intConnect(). 


This driver responds to all the same ioctl() codes as a normal serial driver; for more 
information, see the comments in sioLib.h. As initialized, the available baud rates are 
110, 300, 600, 1200, 2400, 4800, 9600, 19200, and 38400. 


This driver handles setting of hardware options such as parity(odd, even) and number of 
data bits(5, 6, 7, 8). Hardware flow control is provided with the handshakes RTS/CTS. 
The function HUPCL(hang up on last close) is available. 


drv/sio/i8250Sio.h 


icmpShow 


icmpShow — ICMP Information display routines 


icmpShow!Init( ) — initialize ICMP show routines 
icmpstatShow( ) — display statistics for ICMP 
This library provides routines to show ICMP related statistics. 


Interpreting these statistics requires detailed knowledge of Internet network protocols. 
Information on these protocols can be found in the following books: 


— TCP/IP Illustrated Volume II, The Implementation, by Richard Stevens 


— The Design and Implementation of the 4.4 BSD UNIX Operating System, by Leffler, 
McKusick, Karels and Quarterman 


The icmpShowInit() routine links the ICMP show facility into the VxWorks system. This 
is performed automatically if INCLUDE_NET_SHOW is defined in configAII.h. 


netLib, netShow, Network Programmer's Guide 
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ideDrv 


ideDrv — IDE disk device driver 
ideDrv( ) — initialize the IDE driver 
ideDevCreate( ) — create a device for a IDE disk 


ideRawio() — provide raw I/O access 


This is the driver for the IDE used on the PC 386/486. 


USER-CALLABLE ROUTINES 


NOTE 


SEE ALSO 


NAME 


ROUTINES 


Most of the routines in this driver are accessible only through the I/O system. However, 
two routines must be called directly: ideDrv() to initialize the driver, and ideDevCreate( ) 
to create devices. 


Before the driver can be used, it must be initialized by calling ideDrv(). This routine 
should be called exactly once, before any reads, writes, or calls to ideDevCreate( ). 
Normally, it is called from usrRoot() in usrConfig.c. 


The routine ideRawio() provides physical I/O access. Its first argument is a drive 
number, 0 or 1; the second argument is a pointer to an IDE_RAW structure. 


Format is not supported, because IDE disks are already formatted, and bad sectors are 
mapped. 


VxWorks Programmer's Guide: I/O System 


ifLib 
ifLib — network interface library 


ifAddrAdd() — Add an interface address for a network interface 

ifAddrSet( ) — set an interface address for a network interface 

ifAddrGet( ) — get the Internet address of a network interface 
ifBroadcastSet( ) — set the broadcast address for a network interface 
ifBroadcastGet( ) — get the broadcast address for a network interface 
ifDstAddrSet( ) — define an address for the other end of a point-to-point link 
ifDstAddrGet( ) — get the Internet address of a point-to-point peer 
ifMaskSet() - define a subnet for a network interface 

ifMaskGet( ) — get the subnet mask for a network interface 

ifFlagChange( ) — change the network interface flags 
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ifFlagSet() — specify the flags for a network interface 

ifFlagGet() — get the network interface flags 

ifMetricSet( ) — specify a network interface hop count 

ifMetricGet( ) — get the metric for a network interface 
ifRouteDelete() — delete routes associated with a network interface 
ifunit() — map an interface name to an interface structure pointer 


This library contains routines to configure the network interface parameters. Generally, 
each routine corresponds to one of the functions of the UNIX command ifconfig. 


ifLib.h 


hostLib, VxWorks Programmer’s Guide: Network 


if_cpm 


if_cpm - Motorola CPM core network interface driver 


cpmattach( ) — publish the cpm network interface and initialize the driver 
cpmStartOutput() — output packet to network interface device 


This module implements the driver for the Motorola CPM core Ethernet network interface 
used in the M68EN360 and PPC800-series communications controllers. 


The driver is designed to support the Ethernet mode of an SCC residing on the CPM 
processor core. It is generic in the sense that it does not care which SCC is being used, and 
it supports up to four individual units per board. 


The driver must be given several target-specific parameters, and some external support 
routines must be provided. These parameters, and the mechanisms used to communicate 
them to the driver, are detailed below. 


This network interface driver does not include support for trailer protocols or data 
chaining. However, buffer loaning has been implemented in an effort to boost 
performance. This driver provides support for four individual device units. 


This driver maintains cache coherency by allocating buffer space using the 
cacheDmaMalloc() routine. It is assumed that cache-safe memory is returned; this driver 
does not perform cache flushing and invalidating. 


This device is on-chip. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver presents the standard WRS network driver API: the device unit must be 
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attached and initialized with the cpmattach( ) routine. 


The only user-callable routine is cymattach(), which publishes the cpminterface and 
initializes the driver structures. 


TARGET-SPECIFIC PARAMETERS 
These parameters are passed to the driver via cpmattach(). 


address of SCC parameter RAM 
This parameter is the address of the parameter RAM used to control the SCC. 
Through this address, and the address of the SCC registers (see below), different 
network interface units are able to use different SCCs without conflict. This 
parameter points to the internal memory of the chip where the SCC physically 
resides, which may not necessarily be the master chip on the target board. 


address of SCC registers 
This parameter is the address of the registers used to control the SCC. Through this 
address, and the address of the SCC parameter RAM (see above), different network 
interface units are able to use different SCCs without conflict. This parameter points 
to the internal memory of the chip where the SCC physically resides, which may not 
necessarily be the master chip on the target board. 


interrupt-vector offset 
This driver configures the SCC to generate hardware interrupts for various events 
within the device. The interrupt-vector offset parameter is used to connect the 
driver’s ISR to the interrupt through a call to intConnect(). 


address of transmit and receive buffer descriptors 
These parameters indicate the base locations of the transmit and receive buffer 
descriptor (BD) rings. Each BD takes up 8 bytes of dual-ported RAM, and it is the 
user’s responsibility to ensure that all specified BDs will fit within dual-ported RAM. 
This includes any other BDs the target board may be using, including other SCCs, 
SMCs, and the SPI device. There is no default for these parameters; they must be 
provided by the user. 


number of transmit and receive buffer descriptors 
The number of transmit and receive buffer descriptors (BDs) used is configurable by 
the user upon attaching the driver. Each buffer descriptor resides in 8 bytes of the 
chip’s dual-ported RAM space, and each one points to a 1520-byte buffer in regular 
RAM. There must be a minimum of two transmit and two receive BDs. There is no 
maximum number of buffers, but there is a limit to how much the driver speed 
increases as more buffers are added, and dual-ported RAM space is at a premium. If 
this parameter is "NULL", a default value of 32 BDs is used. 


base address of buffer pool 
This parameter is used to notify the driver that space for the transmit and receive 
buffers need not be allocated, but should be taken from a cache-coherent private 
memory space provided by the user at the given address. The user should be aware 
that memory used for buffers must be 4-byte aligned and non-cacheable. All the 
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buffers must fit in the given memory space; no checking is performed. This includes 
all transmit and receive buffers (see above) and an additional 16 receive loaner 
buffers. If the number of receive BDs is less than 16, that number of loaner buffers is 
used. Each buffer is 1520 bytes. If this parameter is "NONE," space for buffers is 
obtained by calling cacheDmaMalloc( ) in cpmattach(). 


EXTERNAL SUPPORT REQUIREMENTS 


This driver requires seven external support functions: 


STATUS sysCpmEnetEnable (int unit) 
This routine is expected to perform any target-specific functions required to enable 
the Ethernet controller. These functions typically include enabling the Transmit 
Enable signal (TENA) and connecting the transmit and receive clocks to the SCC. The 
driver calls this routine, once per unit, from the cpmInit() routine. 


void sysCpmEnetDisable (int unit) 
This routine is expected to perform any target-specific functions required to disable 
the Ethernet controller. This usually involves disabling the Transmit Enable (TENA) 
signal. The driver calls this routine from the cpmReset( ) routine each time a unit is 
disabled. 


STATUS sysCpmEnetCommand (int unit, UINT16 command) 
This routine is expected to issue a command to the Ethernet interface controller. The 
driver calls this routine to perform basic commands, such as restarting the transmitter 
and stopping reception. 


void sysCpmEnetIntEnable (int unit) 
This routine is expected to enable the interrupt for the Ethernet interface specified by 
unit. 


void sysCpmEnetIntDisable (int unit) 
This routine is expected to disable the interrupt for the Ethernet interface specified by 
unit. 


void sysCpmEnetIntClear (int unit) 
This routine is expected to clear the interrupt for the Ethernet interface specified by 
unit. 


STATUS sysCpmEnetAddrGet (int unit, UINT8 * addr) 
The driver expects this routine to provide the 6-byte Ethernet hardware address that 
will be used by unit. This routine must copy the 6-byte address to the space provided 
by addr. This routine is expected to return OK on success, or ERROR. The driver calls 
this routine, once per unit, from the cpmInit() routine. 


SYSTEM RESOURCE USAGE 


This driver requires the following system resources: 


— one mutual exclusion semaphore 
— one interrupt vector 
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— 0 bytes in the initialized data section (data) 
— 1272 bytes in the uninitialized data section (BSS) 


The data and BSS sections are quoted for the CPU32 architecture and may vary for other 
architectures. The code size (text) varies greatly between architectures, and is therefore 
not quoted here. 


If the driver allocates the memory shared with the Ethernet device unit, it does so by 
calling the cacheDmaMalloc() routine. For the default case of 32 transmit buffers, 32 
receive buffers, and 16 loaner buffers, the total size requested is 121,600 bytes. Ifa 
non-cacheable memory region is provided by the user, the size of this region should be 
this amount, unless the user has specified a different number of transmit or receive BDs. 


This driver can operate only if the shared memory region is non-cacheable, or if the 
hardware implements bus snooping. The driver cannot maintain cache coherency for the 
device because the buffers are asynchronously modified by both the driver and the device, 
and these fields may share the same cache line. Additionally, the chip’s dual ported RAM 
must be declared as non-cacheable memory where applicable. 


ifLib, Motorola MC68EN360 User’s Manual, Motorola MPC860 User’s Manual, Motorola 
MPC821 User’s Manual 


if_cs 


if_cs — Crystal Semiconductor CS8900 network interface driver 


csAttach() — publish the cs network interface and initialize the driver. 
csShow() — shows statistics for the cs network interface 


This module implements a driver for a Crystal Semiconductor CS8900 Ethernet controller 
chip. 


The CS8900 is a single chip Ethernet controller with a direct ISA bus interface which can 
operate in either memory space or I/O space. It also supports a direct interface to a host 
DMA controller to transfer receive frames to host memory. The device has a 4K RAM 
which is used for transmit, and receive buffers; a serial EEPROM interface; and both 
10BASE-T/AUI port support. 


This driver is capable of supporting both memory mode and I/O mode operations of the 
chip. When configured for memory mode, the intenal RAM of the chip is mapped to a 
contiguous 4K address block, providing the CPU direct access to the internal registers and 
frame buffers. When configured for I/O mode, the internal registers are accessible 
through eight contiguous, 16-bit I/O ports. The driver also supports an interface to an 
EEPROM containing device configuration. 
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While the DMA slave mode is supported by the device for receive frame transfers, this 
driver does not enable DMA. 


This network interface driver does not support output hook routines, because to do so 
requires that an image of the transmit packet be built in memory before the image is 
copied to the CS8900 chip. It is much more efficient to copy the image directly from the 
mbuf chain to the CS8900 chip. However, this network interface driver does support input 
hook routines. 


The defined I/O address and IRQ in config.h must match the one stored in EEPROM by 
the vendor’s DOS utility program. 


The I/O Address parameter is the only required csAttach() parameter. If the CS8900 chip 
has a EEPROM attached, then the I/O Address parameter, passed to the csAttach() 
routine, must match the I/O address programmed into the EEPROM. If the CS8900 chip 
does not have a EEPROM attached, then the I/O Address parameter must be 0x300. 


The Interrupt Level parameter must have one of the following values: 
0 — Get interrupt level from EEPROM 
5 -IRQ5 
10 -IRQ 10 
11-IRQ 11 
12-IRQ 12 


If the Interrupt Vector parameter is zero, then the network interface driver derives the 
interrupt vector from the interrupt level if possible. It is possible to derive the interrupt 
vector in an IBM PC compatible system. This parameter is present for systems which are 
not IBM PC compatible. 


The Memory Address parameter specifies the base address of the CS8900 chip’s memory 
buffer (PacketPage). If the Memory Address parameter is not zero, then the CS8900 chip 
operates in memory mode at the specified address. If the Memory Address parameter is 
zero, then the CS8900 chip operates in the mode specified by the EEPROM or the 
Configuration Flags parameter. 


The Media Type parameter must have one of the following values: 


- Get media type from EEPROM 
AUI (Thick Cable) 

- BNC 10Base2 (Thin Cable) 
3 - RJ45 10BaseT (Twisted Pair) 


NFO 
| 


The Configuration Flags parameter is usually passed to the csAttach( ) routine as zero and 
the Configuration Flags information is retrieved from the EEPROM. The bits in the 
Configuration Flags parameter are usually specified by a hardware engineer and not by 
the end user. However, if the CS8900 chip does not have a EEPROM attached, then this 
information must be passed as a parameter to the csAttach() routine. The Configuration 
Flags are: 


0x8000 -— CS_CFGFLG_NOT_EEPROM Don’t get Config. Flags from the EEPROM 
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0x0001 - CS_CFGFLG_MEM_ MODE Use memory mode to access the chip 
0x0002 —- CS_CFGFLG_USE_SA Use system addr to qualify MEMCS16 signal 
0x0004 - CS_CFGFLG_IOCHRDY Use IO Channel Ready signal to slow access 
0x0008 - CS_CFGFLG_DCDC_POL The DC/DC conv. enable pin is active high 


0x0010 - CS_CFGFLG_FDX 10BaseT is full duplex 


If configuration flag information is passed to the csAttach() routine, then the 
CS_CFGFLG_NOT_EEPROM flag should be set. This ensures that the Configuration Flags 
parameter is not zero, even if all specified flags are zero. 


If the Memory Address parameter is not zero and the Configuration Flags parameter is 
zero, then the CS8900 network interface driver implicitly sets the 
CS_CFGFLG_MEM_MODE flag and the CS8900 chip operates in memory mode. However, 
if the Configuration Flags parameter is not zero, then the CS8900 chip operates in memory 
mode only if the CS_CFGFLG_MEM_MODE flag is explicitly set. If the Configuration Flags 
parameter in not zero and the CS_CFGFLG_MEM_MODE flag is not set, then the CS8900 
chip operates in I/O mode. 


The Ethernet Address parameter is usually passed to the csAttach() routine as zero and 
the Ethernet address is retrieved from the EEPROM. The Ethernet address (also called 
hardware address and individual address) is usually supplied by the adapter 
manufacturer and is stored in the EEPROM. However, if the CS8900 chip does not have a 
EEPROM attached, then the Ethernet address must be passed as a parameter to the 
csAttach() routine. The Ethernet Address parameter, passed to the csAttach() routine, 
contains the address of a NULL terminated string. The string consists of 6 hexadecimal 
numbers separated by colon characters. Each hexadecimal number is in the range 00 — FF. 
An example of this string is: 


"00:24:20:10:FF:2A" 
BOARD LAYOUT This device is soft-configured. No jumpering diagram is required. 
EXTERNAL INTERFACE 


The only user-callable routines are csAttach( ): 


csAttach() 
publishes the cs interface and initializes the driver and device. 


The network interface driver includes a show routine, called csShow(), which displays 
driver configuration and statistics information. To invoke the show routine, type at the 
shell prompt: 


-> csShow 

To reset the statistics to zero, type at the shell prompt: 
—> csShow 0, 1 

Another routine that you may find useful is: 


-> ifShow "csO" 
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EXTERNAL ROUTINES 
For debugging purposes, this driver calls logMsg( ) to print error and debugging 
information. This will cause the logLib library to be linked with any image containing 
this driver. 


This driver needs the following macros defined for proper execution. Each has a default 
definition that assumes a PC386/PC486 system and BSP. 


The macro CS_IN_BYTE (reg,pAddr) reads one byte from the I/O address reg, placing the 
result at address pAddr. There is no status result from this operation, we assume the 
operation completes normally, or a bus exception will occur. By default, this macro 
assumes there is a BSP routine sysInByte() to perform the I/O operation. 


The macro CS_IN_WORD (reg,pAddr) read a short word (2 bytes) from the I/O address 
reg, storing the result at address pAddr. We assume this completes normally, or causes a 
bus exception. The default declaration assumes a BSP routine sysInWord( ) to perform 
the operation. 


The macro CS_OUT_WORD (reg,data) writes a short word value data at the I/O address 
reg. The default declaration assumes a BSP routine sysOutWord(). 


The macro CS_INT_ENABLE (level, pResult) is used to enable the interrupt level passed as 
an argument to csAttach. The default definition call the BSP routine 
sysIntEnablePIC(level). The STATUS return value from the actual routine is stored at 
pResult for the driver to examine. 


The macro CS_INT_CONNECT (ivec,rtn,arg,pResult) macro is used to connect the driver 
interrupt routine to the vector provided as an argument to csAttach (after translaction by 
INUM_TO_IVEC). The default definition calls the cpu architecture routine intConnect( ). 


The macro CS_IRQ0_VECTOR (pAdd)r) is used to fetch the base vector for the interrupt 
level mechanism. If the int vector argument to csAttach is zero, then the driver will 
compute a vector number by adding the interrupt level to the value returned by this 
macro. If the user supplies a non-zero interrupt vector number, then this macro is not 
used. The default definition of this macro fetches the base vector number from a global 
value called sys VectorIRQO. 


The macro CS_MSEC_DELAY (msec) is used to delay execution for a specified number of 

milliseconds. The default definition uses taskDelay to suspend task for some number of 
clock ticks. The resolution of the system clock is usually around 16 milliseconds (msecs), 
which is fairly coarse. 
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if_dc 


if_dc — DEC 21x4x Ethernet LAN network interface driver 


dcattach( ) — publish the de network interface. 

dcReadAllRom() - read entire serial rom 

dcViewRom( ) — display lines of serial ROM for dec21140 
dcCsrShow( ) — display dec 21040/21140 status registers 0 thru 15 


This module implements an ethernet interface driver for the DEC 21x4x family, and 
currently supports the following variants -- 21040, 21140, and 21140A. 


The DEC 21x4x PCI Ethernet controllers are inherently little-endian since they are 
designed for a little-endian PCI bus. While the 21040 only supports a 10Mps interface, 
other members of this family are dual-speed devices which support both 10 and 100 
Mbps. 


This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks; and on multiple versions of the 
dec21x4x family. To achieve this, the driver takes several parameters, and external 
support routines which are detailed below. Also stated below are assumptions made by 
the driver of the hardware, and if any of these assumptions are not true for your 
hardware, the driver will probably not function correctly. 


This driver supports up to 4 ethernet units per CPU, and can be configured for either 
big-endian or little-endian architectures. It contains error-recovery code to handle known 
device errata related to DMA activity. 


On a dec21040, this driver configures the 1OBASE-T interface by default and waits for two 
seconds to check the status of the link. If the link status is "fail," it then configures the AUI 
interface. 


The dec21140, and dec21140A devices support both 10 and 100Mbps and also a variety of 
MII and non-MII PHY interfaces. This driver reads a DEC version 2.0 SROM device for 
PHY initialization information, and automatically configures an apropriate active PHY 
media. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is dcattach(), which publishes the dcinterface and 
initializes the driver and device. 
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TARGET-SPECIFIC PARAMETERS 


bus mode 
This parameter is a global variable that can be modified at run-time. 


The LAN control register #0 determines the bus mode of the device, allowing the 
support of big-endian and little-endian architectures. This parameter, defined as 
"ULONG dcCSROBmr", is the value that will be placed into device control register #0. 
The default is mode is little endian. For information about changing this parameter, 
see the manual DEC Local Area Network Controller DEC21040 or DEC21140 for PCI. 


base address of device registers 
This parameter is passed to the driver by dcattach(). 


interrupt vector 
This parameter is passed to the driver by dcattach(). 


This driver configures the device to generate hardware interrupts for various events 
within the device; thus it contains an interrupt handler routine. The driver calls 
intConnect( ) to connect its interrupt handler to the interrupt vector generated as a 
result of the device interrupt. 


interrupt level 
This parameter is passed to the driver by dcattach(). 


Some targets use additional interrupt controller devices to help organize and service 
the various interrupt sources. This driver avoids all board-specific knowledge of 
such devices. During the driver’s initialization, the external routine 
sysLanIntEnable( ) is called to perform any board-specific operations required to 
allow the servicing of a device interrupt. For a description of sysLanIntEnable(), see 
"External Support Requirements" below. 


This parameter is passed to the external routine. 


shared memory address 
This parameter is passed to the driver by dcattach(). 


The DEC 21x4x device is a DMA type of device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the DEC 21x4x. It assumes that this shared 
memory is directly available to it without any arbitration or timing concerns. 


This parameter can be used to specify an explicit memory region for use by the DEC 
21x4x device. This should be done on hardware that restricts the DEC 21x4x device 
to a particular memory region. The constant NONE can be used to indicate that there 
are no memory limitations, in which case, the driver attempts to allocate the shared 
memory from the system space. 


shared memory size 
This parameter is passed to the driver by dcattach(). 


This parameter can be used to explicitly limit the amount of shared memory (bytes) 
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this driver will use. The constant NONE can be used to indicate no specific size 
limitation. This parameter is used only if a specific memory region is provided to the 
driver. 


shared memory width 
This parameter is passed to the driver by dcattach(). 


Some target hardware that restricts the shared memory region to a specific location 
also restricts the access width to this region by the CPU. On these targets, performing 
an access of an invalid width will cause a bus error. 


This parameter can be used to specify the number of bytes of access width to be used 
by the driver during access to the shared memory. The constant NONE can be used to 
indicate no restrictions. 


Current internal support for this mechanism is not robust; implementation may not 
work on all targets requiring these restrictions. 


shared memory buffer size 
This parameter is passed to the driver by dcattach(). 


The driver and DEC 21x4x device exchange network data in buffers. This parameter 
permits the size of these individual buffers to be limited. A value of zero indicates 
that the default buffer size should be used. The default buffer size is large enough to 
hold a maximum-size Ethernet packet. 


pci Memory base 
This parameter is passed to the driver by dcattach(). This parameter gives the base 
address of the main memory on the PCI bus. 


dcOpMode 
This parameter is passed to the driver by dcattach(). This parameter gives the mode 
of initialization of the device. The mode flags for both the DEC21040 and DEC21140 
interfaces are listed below. 


DC_PROMISCUOUS_FLAG 0x01 
DC_MULTICAST_FLAG 0x02 


The mode flags specific to the DEC21140 interface are listed below. 


DC_100_MB_FLAG 0x04 
DC_21140_FLAG 0x08 
DC_SCRAMBLER_FLAG 0x10 
DC_PCS_FLAG 0x20 
DC_PS_FLAG 0x40 
DC_FULLDUPLEX_FLAG 0x10 
Loopback mode flags: 
DC_ILOOPB_FLAG 0x100 
DC_ELOOPB_FLAG 0x200 
DC_HBE_FLAG 0x400 
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Ethernet address 
This is obtained by the driver by reading an ethernet ROM register or the DEC serial 
ROM. 


EXTERNAL SUPPORT REQUIREMENTS 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


This driver requires one external support function: 
void sysLanIntEnable (int level) 


This routine provides a target-specific enable of the interrupt for the DEC 21x4x device. 
Typically, this involves interrupt controller hardware, either internal or external to the 
CPU. 


This routine is called once via the macro SYS_INT_ENABLE. 


ifLib, DECchip 21040 or 21140 Ethernet LAN Controller for PCI. 


if_eex 


if_eex — Intel EtherExpress 16 network interface driver 


eexattach( ) — publish the eex network interface and initialize the driver and device 
eexTxStartup() — start output on the chip 


This module implements the Intel EtherExpress 16 PC network interface card driver. It is 
specific to that board as used in PC 386/486 hosts. This driver is written using the device’s 
I/O registers exclusively. 


SIMPLIFYING ASSUMPTIONS 


This module assumes a little-endian host (80x86); thus, no endian adjustments are needed 
to manipulate the 82586 data structures (little-endian). 


The on-board memory is assumed to be sufficient; thus, no provision is made for 
additional buffering in system memory. 


The "frame descriptor" and "buffer descriptor" structures can be bound into permanent 
pairs by pointing each FD at a "chain" of one BD of MTU size. The 82586 receive algorithm 
fills exactly one BD for each FD; it looks to the NEXT FD in line for the next BD. 


The transmit and receive descriptor lists are permanently linked into circular queues 
partitioned into sublists designated by the EEX_LIST headers in the driver control 
structure. Empty partitions have NULL pointer fields. EL bits are set as needed to tell the 
82586 where a partition ends. The lists are managed in strict FIFO fashion; thus the link 
fields are never modified, just ignored if a descriptor is at the end of a list partition. 
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This device is soft-configured. No jumpering diagram is required. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine and there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the init() 
routine is NULL. 


There is one user-callable routine, eexattach(). For details on usage, see the manual entry 
for this routine. 


EXTERNAL SUPPORT REQUIREMENTS 


None. 


SYSTEM RESOURCE USAGE 


TUNING HINTS 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


— one mutual exclusion semaphore 

— one interrupt vector 

— one watchdog timer. 

— 8 bytes in the initialized data section (data) 

— 912 bytes in the uninitialized data section (bss) 


The data and bss sections are quoted for the MC68020 architecture and may vary for other 
architectures. The code size (text) will vary widely between architectures, and is thus not 
quoted here. 


The device contains on-board buffer memory; no system memory is required for 
buffering. 


The only adjustable parameter is the number of TFDs to create in adapter buffer memory. 
The total number of TFDs and RFDs is 21, given full-frame buffering and the sizes of the 
auxiliary structures. eexattach() requires at least MIN.NUM_RFDS RFDs to exist. More 
than ten TFDs is not sensible in typical circumstances. 


ifLib 


if_ei 


if_ei — Intel 82596 Ethernet network interface driver 


eiattach( ) — publish the ei network interface and initialize the driver and device 
eiTxStartup() — start output on the chip 


This module implements the Intel 82596 Ethernet network interface driver. 
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This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks. To achieve this, this driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. 


This driver can run with the device configured in either big-endian or little-endian modes. 
Error recovery code has been added to deal with some of the known errata in the AO 
version of the device. This driver supports up to four individual units per CPU. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is eiattach( ), which publishes the eiinterface and initializes 
the driver and device. 


TARGET-SPECIFIC PARAMETERS 


the sysbus value 
This parameter is passed to the driver by eiattach(). The Intel 82596 requires this 
parameter during initialization. This parameter tells the device about the system bus, 
hence the name "sysbus." To determine the correct value for a target, refer to the 
document Intel 32-bit Local Area Network (LAN) Component User’s Manual. 


interrupt vector 
This parameter is passed to the driver by eiattach(). The Intel 82596 generates 
hardware interrupts for various events within the device; thus it contains an interrupt 
handler routine. This driver calls intConnect( ) to connect its interrupt handler to the 
interrupt vector generated as a result of the 82596 interrupt. 


shared memory address 
This parameter is passed to the driver by eiattach(). The Intel 82596 device is a DMA 
type device and typically shares access to some region of memory with the CPU. This 
driver is designed for systems that directly share memory between the CPU and the 
82596. 


This parameter can be used to specify an explicit memory region for use by the 82596. 
This should be done on targets that restrict the 82596 to a particular memory region. 
The constant NONE can be used to indicate that there are no memory limitations, in 
which case, the driver attempts to allocate the shared memory from the system space. 


number of Receive and Transmit Frame Descriptors 
These parameters are passed to the driver by eiattach(). The Intel 82596 accesses 
frame descriptors in memory for each frame transmitted or received. The number of 
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frame descriptors at run-time can be configured using these parameters. 


Ethernet address 
This parameter is obtained by a call to an external support routine. During 
initialization, the driver needs to know the Ethernet address for the Intel 82596 
device. The driver calls the external support routine, sysEnetAddrGet( ), to obtain the 
Ethernet address. For a description of sysEnetAddrGet( ), see "External Support 
Requirements” below. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires seven external support functions: 


STATUS sysEnetAddrGet (int unit, char *pCopy) 
This routine provides the six-byte Ethernet address used by unit. It must copy the 
six-byte address to the space provided by pCopy. This routine returns OK, or ERROR 
if it fails. The driver calls this routine, once per unit, using eiattach(). 


STATUS sys596Init (int unit) 
This routine performs any target-specific initialization required before the 82596 is 
initialized. Typically, itis empty. This routine must return OK, or ERROR if it fails. 
The driver calls this routine, once per unit, using eiattach(). 


void sys596Port (int unit, int cmd, UINT32 addr) 
This routine provides access to the special port function of the 82596. It delivers the 
command and address arguments to the port of the specified unit. The driver calls 
this routine primarily during initialization, but may also call it during error recovery 
procedures. 


void sys596ChanAtn (int unit) 
This routine provides the channel attention signal to the 82596, for the specified unit. 
The driver calls this routine frequently throughout all phases of operation. 


void sys596IntEnable (int unit), void sys596IntDisable (int unit) 
These routines enable or disable the interrupt from the 82596 for the specified unit. 
Typically, this involves interrupt controller hardware, either internal or external to 
the CPU. Since the 82596 itself has no mechanism for controlling its interrupt activity, 
these routines are vital to the correct operation of the driver. The driver calls these 
routines throughout normal operation to protect certain critical sections of code from 
interrupt handler intervention. 


void sys596IntAck (int unit) 
This routine must perform any required interrupt acknowledgment or clearing. 
Typically, this involves an operation to some interrupt control hardware. Note that 
the INT signal from the 82596 behaves in an "edge-triggered" mode; therefore, this 
routine typically clears a latch within the control circuitry. The driver calls this 
routine from the interrupt handler. 


SYSTEM RESOURCE USAGE 
When implemented, this driver requires the following system resources: 
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— one mutual exclusion semaphore 

— one interrupt vector 

— one watchdog timer. 

— 8 bytes in the initialized data section (data) 

— 912 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the MC68020 architecture and may vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


The driver uses cacheDmaMalloc( ) to allocate memory to share with the 82596. The 
fixed-size pieces in this area total 160 bytes. The variable-size pieces in this area are 
affected by the configuration parameters specified in the eiattach() call. The size of one 
RFD (Receive Frame Descriptor) is 1536 bytes. The size of one TFD (Transmit Frame 
Descriptor) is 1534 bytes. For more information about RFDs and TFDs, see the Intel 82596 
User’s Manual. 


The 82596 can be operated only if this shared memory region is non-cacheable or if the 
hardware implements bus snooping. The driver cannot maintain cache coherency for the 
device because fields within the command structures are asynchronously modified by 
both the driver and the device, and these fields may share the same cache line. 


The only adjustable parameters are the number of TFDs and RFDs that will be created at 
run-time. These parameters are given to the driver when eiattach() is called. There is 
one TFD and one RFD associated with each transmitted frame and each received frame 
respectively. For memory-limited applications, decreasing the number of TFDs and RFDs 
may be desirable. Increasing the number of TFDs will provide no performance benefit 
after a certain point. Increasing the number of RFDs will provide more buffering before 
packets are dropped. This can be useful if there are tasks running at a higher priority than 
the net task. 


This driver does not support promiscuous mode. 


ifLib, Intel 82596 User’s Manual, Intel 32-bit Local Area Network (LAN) Component User’s 
Manual 


if_eihk 


if_eihk — Intel 82596 Ethernet network interface driver for hkv3500 
eihkattach() — publish the ei network interface and initialize the driver and device 


eiTxStartup() — start output on the chip 
eiInt() — entry point for handling interrupts from the 82596 
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This module implements a hkv3500 specfic Intel 82596 Ethernet network interface driver. 


This driver is derived from the generic if_ei ethernet driver to support hkv3500 target 
board. The receive buffer scheme has been modified from a simplified memory structure 
to a flexible memory structure so that receive buffers can be word-aligned, and thus 
support buffer loaning on a MIPS CPU architecture. 


The driver requires several target-specific parameters, and some external support routines 
which are detailed below. 


This driver can run with the device configured in either big-endian or little-endian modes. 
Error recovery code has been added to deal with some of the known errata in the AO 
version of the device. This driver supports up to four individual units per CPU. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is eihkattach(), which publishes the eiinterface and 
initializes the driver and device. 


TARGET-SPECIFIC PARAMETERS 


the sysbus value 
This parameter is passed to the driver by eihkattach(). 


The Intel 82596 requires this parameter during initialization. This parameter tells the 
device about the system bus, hence the name "sysbus." To determine the correct value 
for a target, refer to the document Intel 32-bit Local Area Network (LAN) Component 
User’s Manual. 


interrupt vector 
This parameter is passed to the driver by eihkattach(). 


The Intel 82596 generates hardware interrupts for various events within the device; 
thus it contains an interrupt handler routine. This driver calls intConnect() to connect 
its interrupt handler to the interrupt vector generated as a result of the 82596 
interrupt. 


shared memory address 
This parameter is passed to the driver by eihkattach(). 


The Intel 82596 device is a DMA type device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the 82596. 


This parameter can be used to specify an explicit memory region for use by the 82596. 
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This should be done on targets that restrict the 82596 to a particular memory region. 
The constant NONE can be used to indicate that there are no memory limitations, in 
which case, the driver attempts to allocate the shared memory from the system space. 


number of Receive and Transmit Frame Descriptors 
These parameters are passed to the driver by eihkattach(). 


The Intel 82596 accesses frame descriptors in memory for each frame transmitted or 
received. The number of frame descriptors at run-time can be configured using these 
parameters. 


Ethernet address 
This parameter is obtained by a call to an external support routine. 


During initialization, the driver needs to know the Ethernet address for the Intel 
82596 device. The driver calls the external support routine, sysEnetAddrGet( ), to 
obtain the Ethernet address. For a description of sysEnetAddrGet( ), see "External 
Support Requirements" below. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires seven external support functions: 


STATUS sysEnetAddrGet (int unit, char *pCopy) 
This routine provides the six-byte Ethernet address used by unit. It must copy the 
six-byte address to the space provided by pCopy. This routine returns OK, or ERROR 
if it fails. The driver calls this routine, once per unit, using eihkattach(). 


STATUS sys596Init (int unit, SCB *pScb) 
This routine performs any target-specific initialization required before the 82596 is 
initialized. Typically, itis empty. This routine must return OK, or ERROR if it fails. 
The driver calls this routine, once per unit, using eihkattach(). 


void sys596Port (int unit, int cmd, UINT32 addr) 
This routine provides access to the special port function of the 82596. It delivers the 
command and address arguments to the port of the specified unit. The driver calls 
this routine primarily during initialization, but may also call it during error recovery 
procedures. 


void sys596ChanAtn (int unit) 
This routine provides the channel attention signal to the 82596, for the specified unit. 
The driver calls this routine frequently throughout all phases of operation. 


void sys596IntEnable (int unit), void sys596IntDisable (int unit) 
These routines enable or disable the interrupt from the 82596 for the specified unit. 
Typically, this involves interrupt controller hardware, either internal or external to 
the CPU. Since the 82596 itself has no mechanism for controlling its interrupt activity, 
these routines are vital to the correct operation of the driver. The driver calls these 
routines throughout normal operation to protect certain critical sections of code from 
interrupt handler intervention. 
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void sys596IntAck (int unit) 
This routine must perform any required interrupt acknowledgment or clearing. 
Typically, this involves an operation to some interrupt control hardware. Note that 
the INT signal from the 82596 behaves in an "edge-triggered" mode; therefore, this 
routine typically clears a latch within the control circuitry. The driver calls this 
routine from the interrupt handler. 


SYSTEM RESOURCE USAGE 


TUNING HINTS 


SEE ALSO 


When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— one watchdog timer. 

— 8 bytes in the initialized data section (data) 

— 912 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the MC68020 architecture and may vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


The driver uses cacheDmaMalloc( ) to allocate memory to share with the 82596. The 
fixed-size pieces in this area total 160 bytes. The variable-size pieces in this area are 
affected by the configuration parameters specified in the eihkattach() call. The size of 
one RFD (Receive Frame Descriptor) is 1536 bytes. The size of one TFD (Transmit Frame 
Descriptor) is 1534 bytes. For more information about RFDs and TFDs, see the Intel 82596 
User’s Manual. 


The 82596 can be operated only if this shared memory region is non-cacheable or if the 
hardware implements bus snooping. The driver cannot maintain cache coherency for the 
device because fields within the command structures are asynchronously modified by 
both the driver and the device, and these fields may share the same cache line. 


The only adjustable parameters are the number of TFDs and RFDs that will be created at 
run-time. These parameters are given to the driver when eihkattach() is called. There is 
one TFD and one RFD associated with each transmitted frame and each received frame 
respectively. For memory-limited applications, decreasing the number of TFDs and RFDs 
may be desirable. Increasing the number of TFDs will provide no performance benefit 
after a certain point. Increasing the number of RFDs will provide more buffering before 
packets are dropped. This can be useful if there are tasks running at a higher priority than 
the net task. 


ifLib, Intel 82596 User’s Manual, Intel 32-bit Local Area Network (LAN) Component User’s 
Manual 
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if_elc 


if_elc -SMC 8013WC Ethernet network interface driver 


elcattach() — publish the elc network interface and initialize the driver and device 
elcPut() — copy a packet to the interface. 
elcShow( ) — display statistics for the SMC 8013WC elc network interface 


This module implements the SMC 8013WC network interface driver. 


The W1 jumper should be set in position SOFT. The W2 jumper should be set in position 
NONE/SOFT. 


The I/O address, RAM address, RAM size, and IRQ levels are defined in config.h. The 
I/O address must match the one stored in EEROM. The configuration software supplied 
by the manufacturer should be used to set the I/O address. 


IRQ levels 2,3,4,5,7,9,10,11,15 are supported. Thick Ethernet (AUI) and Thin Ethernet 
(BNC) are configurable by changing the macro CONFIG_ELC in config.h. 


EXTERNAL INTERFACE 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


The only user-callable routines are elcattach() and elcShow(): 


elcattach() 
publishes the elc interface and initializes the driver and device. 


elcShow() 
displays statistics that are collected in the interrupt handler. 


if_elc 


if_elt 


if_elt —3Com 3C509 Ethernet network interface driver 

eltattach( ) — publish the elt interface and initialize the driver and device 
eltTxOutputStart() — start output on the board 

eltShow() — display statistics for the 3C509 elt network interface 


This module implements the 3Com 3C509 network adapter driver. 
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7. Libraries 
if_elt 


The 3C509 (EtherLink&reg; III) is not well-suited for use in real-time systems. Its meager 
on-board buffering (4K total; 2K transmit, 2K receive) forces the host processor to service 
the board at a high priority. 3Com makes a virtue of this necessity by adding fancy 
lookahead support and adding the label "Parallel Tasking" to the outside of the box. 
Using 3Com’s drivers, this board will look good in benchmarks that measure raw link 
speed. The board is greatly simplified by using the host CPU as a DMA controller. 


This device is soft-configured by a DOS-hosted program supplied by the manufacturer. 
No jumpering diagram is required. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine and there is no separate initialization 
routine. Thus, in the global interface structure, the function pointer to the initialization 
routine is NULL. 


There are two user-callable routines: 


eltattach() 
publishes the elt interface and initializes the driver and device. 


eltShow() 
displays statistics that are collected in the interrupt handler. 


See the manual entries for these routines for more detail. 


SYSTEM RESOURCE USAGE 


SHORTCUTS 


— one mutual exclusion semaphore 

— one interrupt vector 

— 16 bytes in the uninitialized data section (bss) 

— 180 bytes (plus overhead) of malloc’ed memory per unit 

— 1530 bytes (plus overhead) of malloc’ed memory per frame buffer, 
minimum 5 frame buffers. 


The EISA and MCA versions of the board are not supported. 


Attachment selection assumes the board is in power-on reset state; a warm restart will not 
clear the old attachment selection out of the hardware, and certain new selections may not 
clear it either. For example, if RJ45 was selected, the system is warm-booted, and AUI is 
selected, the RJ45 connector is still functional. 


Attachment type selection is not validated against the board’s capabilities, even though 
there is a register that describes which connectors exist. 


The loaned buffer cluster type is MC_EI; no new type is defined yet. 


Although it seems possible to put the transmitter into a non-functioning state, it is not 
obvious either how to do this or how to detect the resulting state. There is therefore no 
transmit watchdog timer. 
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No use is made of the tuning features of the board; it is possible that proper dynamic 
tuning would reduce or eliminate the receive overruns that occur when receiving under 
task control (instead of in the ISR). 


TUNING HINTS More receive buffers (than the default 20) could help by allowing more loaning in cases of 
massive reception; four per receiving TCP connection plus four extras should be 
considered a minimum. 


SEE ALSO ifLib 
if_ene 
NAME if_ene — Novell/Eagle NE2000 network interface driver 
ROUTINES eneattach() — publish the ene network interface and initialize the driver and device 


enePut() — copy a packet to the interface. 
eneShow() — display statistics for the NE2000 ene network interface 


DESCRIPTION This module implements the Novell/Eagle NE2000 network interface driver. There is one 
user-callable routine, eneattach(). 


BOARD LAYOUT The diagram below shows the relevant jumpers for VxWorks configuration. Other 
compatible boards will be jumpered differently; many are jumperless. 


| | 

| | 

| WWWWWWWW | 
| WWWW WWW 87654321 l| 
| 1111 «#11 | eee l| 
| 5432 901 2 Seine ieee | 
| Bo SS ahncioss l| 
| II 
| Ww | 

| 1 | 

| 6 | 
| 

| 

| 


W1..W8 1-2 position selects AUI ("DIX") connector 
2-3 position selects BNC (10BASE2) connector 
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W9..W11 YYN I/O address 300h, no boot ROM 
NYN I/O address 320h, no boot ROM 
YNN I/O address 340h, no boot ROM 
NNN I/O address 360h, no boot ROM 
YYY I/O address 300h, boot ROM at paragraph 0c800h 
NYY I/O address 320h, boot ROM at paragraph Occ00h 
YNY I/O address 340h, boot ROM at paragraph 0d000h 
NNY I/O address 360h, boot ROM at ??? (invalid configuration?) 


w12 Y IRQ 2 (or 9 if you prefer) 
w13 Y IRQ 3 
w14 Y IRQ 4 
w1i5 Y IRQ 5 (note that only one of W12..W15 may be installed) 
w16 Y normal ISA bus timing 
N timing for COMPAQ 286 portable, PS/2 Model 30-286, C&T 
chipset 


EXTERNAL INTERFACE 
There are two user-callable routines: 


eneattach() 
publishes the ene interface and initializes the driver and device. 


eneShow() 
displays statistics that are collected in the interrupt handler. 


See the manual entries for these routines for more detail. 


SYSTEM RESOURCE USAGE 
— one interrupt vector 
— 16 bytes in the uninitialized data section (bss) 
— 1752 bytes (plus overhead) of malloc’ed memory per unit attached 


CAVEAT This driver does not enable the twisted-pair connector on the Taiwanese ETHER-16 
compatible board. 


if_esmc 
NAME if_esmc — Ampro Ethernet2 SMC-91c9x Ethernet network interface driver 
ROUTINES esmcattach() — publish the esmc network interface and initialize the driver. 


esmcPut() — copy a packet to the interface. 
esmcShow() — display statistics for the esmc network interface 
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DESCRIPTION This module implements the Ampro Ethernet2 SMC-91c9x Ethernet network interface 
driver. 


CONFIGURATION The W3 and W4 jumper should be set for IO address and IRQ. The defined I/O address 
and IRQ in config.h must match the one stored in EEROM and the jumper setting. 


BOARD LAYOUT The diagram below shows the relevant jumpers for VxWorks configuration. 


KR Ke 


| 
en | 
| | | 
| v1 | wi w3 | 
|PRomM| x =" | 


W1: Boot PROM Size 
W3: IO-address, IRQ, Media 
W4: IRQ Group Selection 


EXTERNAL INTERFACE 
The only user-callable routines are esmcattach( ): 


esmcattach( ) 
publishes the esmc interface and initializes the driver and device. 


The last parameter of esmcattach( ), mode, is a receive mode. If it is 0, a packet is received 
in the interrupt level. If it is 1, a packet is received in the task level. Receiving packets in 
the interrupt level requires about 10K bytes of memory, but minimize a risk of dropping 
packets. Receiving packets in the task level doesn’t require extra memory, but might have 
a risk of dropping packets. 
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1. Libraries 
if_fei 


if_fei 


if_fei — Intel 82557 Ethernet network interface driver 
feiattach() — publish the fei network interface 


This module implements the Intel 82557 Ethernet network interface driver. 


This driver is designed to be moderately generic, operating unmodified across the entire 
range of architectures and targets supported by VxWorks. This driver must be given 
several target-specific parameters, and some external support routines must be provided. 
These parameters, and the mechanisms used to communicate them to the driver, are 
detailed below. 


This driver supports up to four individual units. 


EXTERNAL INTERFACE 


The user-callable routine is feiattach(), which publishes the feiinterface and performs 
some initialization. 


After calling feiattach() to publish the interface, an initialization routine must be called to 
bring the device up to an operational state. The initialization routine is not a user-callable 
routine; upper layers call it when the interface flag is set to UP, or when the interface’s IP 
address is set. 


There is a global variable feiIntConnect which specifies the interrupt connect routine to 
be used depending on the BSP. This is by default set to intConnect() and the user can 
override this to use any other interrupt connect routine ( say pceiIntConnect( ) ) in 
sysHwInit() or any device specific initialization routine called in sysHwInit(). 


TARGET-SPECIFIC PARAMETERS 


shared memory address 
This parameter is passed to the driver via feiattach(). 


The Intel 82557 device is a DMA-type device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the 82557. 


This parameter can be used to specify an explicit memory region for use by the 82557. 
This should be done on targets that restrict the 82557 to a particular memory region. 

The constant NONE can be used to indicate that there are no memory limitations, in 
which case the driver attempts to allocate the shared memory from the system space. 


number of Command, Receive, and Loanable-Receive Frame Descriptors 
These parameters are passed to the driver via feiattach(). 


The Intel 82557 accesses frame descriptors (and their associated buffers) in memory 
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for each frame transmitted or received. The number of frame descriptors can be 
configured at run-time using these parameters. 


Ethernet address 
This parameter is obtained by a call to an external support routine. 


EXTERNAL SUPPORT REQUIREMENTS 


This driver requires the following external support function: 
STATUS sys557Init (int unit, BOARD_INFO *pBoard) 


This routine performs any target-specific initialization required before the 82557 device is 
initialized by the driver. The driver calls this routine every time it wants to [rel]initialize 
the device. This routine returns OK, or ERROR if it fails. 


SYSTEM RESOURCE USAGE 


TUNING HINTS 


SEE ALSO 


The driver uses cacheDmaMalloc( ) to allocate memory to share with the 82557. The size 
of this area is affected by the configuration parameters specified in the feiattach() call. 
The size of one RFD (Receive Frame Descriptor) is is the same as one CFD (Command 
Frame Descriptor): 1536 bytes. For more information about RFDs and CFDs, see the Intel 
82557 User’s Manual. 


Either the shared memory region must be non-cacheable, or else the hardware must 
implement bus snooping. The driver cannot maintain cache coherency for the device 
because fields within the command structures are asynchronously modified by both the 
driver and the device, and these fields may share the same cache line. 


Additionally, this version of the driver does not handle virtual-to-physical or 
physical-to-virtual memory mapping. 


The only adjustable parameters are the number of Frame Descriptors that will be created 
at run-time. These parameters are given to the driver when feiattach() is called. There is 
one CFD and one RFD associated with each transmitted frame and each received frame, 
respectively. For memory-limited applications, decreasing the number of CFDs and RFDs 
may be desirable. Increasing the number of CFDs will provide no performance benefit 
after a certain point. Increasing the number of RFDs will provide more buffering before 
packets are dropped. This can be useful if there are tasks running at a higher priority than 
the net task. 


ifLib, Intel 82557 User’s Manual 
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7. Libraries 
if_fn 


if_fn 


if_fn — Fujitsu MB86960 NICE Ethernet network interface driver 
fnattach() — publish the fn network interface and initialize the driver and device 


This module implements the Fujitsu MB86960 NICE Ethernet network interface driver. 


This driver is non-generic and has only been run on the Fujitsu SPARClite Evaluation 
Board. It currently supports only unit number zero. The driver must be given several 
target-specific parameters, and some external support routines must be provided. These 
parameters, and the mechanisms used to communicate them to the driver, are detailed 
below. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is fnattach(), which publishes the fninterface and 
initializes the driver and device. 


TARGET-SPECIFIC PARAMETERS 


External support routines provide all parameters: 


device I/O address 
This parameter specifies the base address of the device’s I/O register set. This 
address is assumed to live in SPARClite alternate address space. 


interrupt vector 
This parameter specifies the interrupt vector to be used by the driver to service an 
interrupt from the NICE device. The driver will connect the interrupt handler to this 
vector by calling intConnect(). 


Ethernet address 
This parameter specifies the unique, six-byte address assigned to the VxWorks target 
on the Ethernet. 


EXTERNAL SUPPORT REQUIREMENTS 


This driver requires five external support functions: 


char *sysEnetIOAddrGet (int unit) 
This routine returns the base address of the NICE control registers. The driver calls 
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this routine once, using fnattach(). 


int sysEnetVectGet (int unit) 
This routine returns the interrupt vector number to be used to connect the driver’s 
interrupt handler. The driver calls this routine once, using fnattach(). 


STATUS sysEnetAddrGet (int unit, char *pCopy) 
This routine provides the six-byte Ethernet address used by unit. It must copy the 
six-byte address to the space provided by pCopy. It returns OK, or ERROR if it fails. 
The driver calls this routine once, using fnattach(). 


void sysEnetIntEnable (int unit), void sysEnetIntDisable (int unit) 
These routines enable or disable the interrupt from the NICE for the specified unit. 
Typically, this involves interrupt controller hardware, either internal or external to 
the CPU. The driver calls these routines only during initialization, using fnattach(). 


SYSTEM RESOURCE USAGE 


SEE ALSO 


When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— 3944 bytes in text section (text) 

— O bytes in the initialized data section (data) 

— 3152 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the SPARClite architecture and may vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


The NICE device maintains a private buffer for all packets transmitted and received. 
Therefore, the driver does not require any system memory to share with the device. This 
also eliminates all data cache coherency issues. 


ifLib 
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if_In 


if_In 


if_In- AMD Am7990 LANCE Ethernet network interface driver 
Inattach() — publish the In network interface and initialize driver structures 


This module implements the Advanced Micro Devices Am7990 LANCE Ethernet network 
interface driver. 


This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks. To achieve this, the driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. If any of the assumptions stated below are not true for your 
particular hardware, this driver will probably not function correctly with it. 


This driver supports only one LANCE unit per CPU. The driver can be configured to 
support big-endian or little-endian architectures. It contains error recovery code to handle 
known device errata related to DMA activity. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is Inattach(), which publishes the Ininterface and initializes 
the driver and device. 


TARGET-SPECIFIC PARAMETERS 


bus mode 
This parameter is a global variable that can be modified at run-time. 


The LANCE control register #3 determines the bus mode of the device, allowing the 
support of big-endian and little-endian architectures. This parameter, defined as 
"u_short InCSR_3B", is the value that will be placed into LANCE control register #3. 
The default value supports Motorola-type buses. For information about changing 
this parameter, see the manual Advanced Micro Devices Local Area Network Controller 
Am7990 (LANCE). 


base address of device registers 
This parameter is passed to the driver by Inattach(). It indicates to the driver where 
to find the RDP register. 
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The LANCE presents two registers to the external interface, the RDP (register data 
port) and RAP (register address port) registers. This driver assumes that these two 
registers occupy two unique addresses in a memory space that is directly accessible 
by the CPU executing this driver. The driver assumes that the RDP register is 
mapped at a lower address than the RAP register; the RDP register is therefore 
considered the "base address." 


interrupt vector 
This parameter is passed to the driver by Inattach(). 


This driver configures the LANCE device to generate hardware interrupts for various 
events within the device; thus it contains an interrupt handler routine. The driver 
calls intConnect( ) to connect its interrupt handler to the interrupt vector generated as 
a result of the LANCE interrupt. 


interrupt level 
This parameter is passed to the driver by Inattach(). 


Some targets use additional interrupt controller devices to help organize and service 
the various interrupt sources. This driver avoids all board-specific knowledge of 
such devices. During the driver’s initialization, the external routine 
sysLanIntEnable( ) is called to perform any board-specific operations required to 
allow the servicing of a LANCE interrupt. For a description of sysLanIntEnable(), 
see "External Support Requirements" below. 


This parameter is passed to the external routine. 


shared memory address 
This parameter is passed to the driver by Inattach(). 


The LANCE device is a DMA type of device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the LANCE. It assumes that this shared 
memory is directly available to it without any arbitration or timing concerns. 


This parameter can be used to specify an explicit memory region for use by the 
LANCE. This should be done on hardware that restricts the LANCE to a particular 
memory region. The constant NONE can be used to indicate that there are no 
memory limitations, in which case, the driver attempts to allocate the shared memory 
from the system space. 


shared memory size 
This parameter is passed to the driver by Inattach(). 


This parameter can be used to explicitly limit the amount of shared memory (bytes) 
this driver will use. The constant NONE can be used to indicate no specific size 
limitation. This parameter is used only if a specific memory region is provided to the 
driver. 


shared memory width 
This parameter is passed to the driver by Inattach(). 
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Some target hardware that restricts the shared memory region to a specific location 
also restricts the access width to this region by the CPU. On these targets, performing 
an access of an invalid width will cause a bus error. 


This parameter can be used to specify the number of bytes of access width to be used 
by the driver during access to the shared memory. The constant NONE can be used to 
indicate no restrictions. 


Current internal support for this mechanism is not robust; implementation may not 
work on all targets requiring these restrictions. 


Ethernet address 
This parameter is obtained directly from a global memory location. 


During initialization, the driver needs to know the Ethernet address for the LANCE 
device. The driver assumes this address is available in a global, six-byte character 
array, InEnetAddr[]. This array is typically created and stuffed by the BSP code. 


EXTERNAL SUPPORT REQUIREMENTS 


This driver requires one external support function: 


void sysLanIntEnable (int level) 
This routine provides a target-specific enable of the interrupt for the LANCE device. 
Typically, this involves interrupt controller hardware, either internal or external to 
the CPU. 


This routine is called once, from the Inattach() routine. 


SYSTEM RESOURCE USAGE 


SEE ALSO 


When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— 24 bytes in the initialized data section (data) 

— 208 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the MC68020 architecture and may vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


If the driver is not given a specific region of memory via the Inattach() routine, then it 
calls cacheDmaMalloc( ) to allocate the memory to be shared with the LANCE. The size 
requested is 80,542 bytes. If a memory region is provided to the driver, the size of this 
region is adjustable to suit user needs. 


The LANCE can only be operated if the shared memory region is write-coherent with the 
data cache. The driver cannot maintain cache coherency for data that is written by the 
driver because fields within the shared structures are asynchronously modified by both 
the driver and the device, and these fields may share the same cache line. 


ifLib, Advanced Micro Devices Local Area Network Controller Am7990 (LANCE) 
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if_InPci 


if_InPci - AMD Am79C970 PCnet-PCI Ethernet network interface driver 
InPciattach() — publish the InPci network interface and initialize the driver and device 


This module implements the Advanced Micro Devices Am79C970 PCnet-PCI Ethernet 32 
bit network interface driver. 


The PCnet-PCI ethernet controller is inherently little endian because the chip is designed 
to operate on a PCI bus which is a little endian bus. The software interface to the driver is 
divided into three parts. The first part is the PCI configuration registers and their set up. 
This part is done at the BSP level in the various BSPs which use this driver. The second 
and third part are dealt in the driver. The second part of the interface comprises of the I/O 
control registers and their programming. The third part of the interface comprises of the 
descriptors and the buffers. 


This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks. To achieve this, the driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. If any of the assumptions stated below are not true for your 
particular hardware, this driver will probably not function correctly with it. 


This driver supports only one LANCE unit per CPU. The driver can be configured to 
support big-endian or little-endian architectures. It contains error recovery code to handle 
known device errata related to DMA activity. 


Big endian processors can be connected to the PCI bus through some controllers which 
take care of hardware byte swapping. In such cases all the registers which the chip DMA s 
to have to be swapped and written to, so that when the hardware swaps the accesses, the 
chip would see them correctly. The chip still has to be programmed to operated in little 
endian mode as it is on the PCI bus. If the cpu board hardware automatically swaps all the 
accesses to and from the PCI bus, then input and output byte stream need not be 
swapped. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is InPciattach(), which publishes the InPciinterface and 
initializes the driver and device. 
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TARGET-SPECIFIC PARAMETERS 


bus mode 
This parameter is a global variable that can be modified at run-time. 


The LANCE control register #3 determines the bus mode of the device, allowing the 
support of big-endian and little-endian architectures. This parameter, defined as 
"u_long InPciCSR_3B", is the value that will be placed into LANCE control register #3. 
The default value supports Motorola-type buses. For information about changing 
this parameter, see the manual Advanced Micro Devices Local Area Network Controller 
Am79C970 (PCnet-PCI). 


base address of device registers 
This parameter is passed to the driver by InPciattach(). It indicates to the driver 
where to find the RDP register. 


The LANCE presents two registers to the external interface, the RDP (register data 
port) and RAP (register address port) registers. This driver assumes that these two 
registers occupy two unique addresses in a memory space that is directly accessible 
by the CPU executing this driver. The driver assumes that the RDP register is 
mapped at a lower address than the RAP register; the RDP register is therefore 
considered the "base address." 


interrupt vector 
This parameter is passed to the driver by InPciattach(). 


This driver configures the LANCE device to generate hardware interrupts for various 
events within the device; thus it contains an interrupt handler routine. The driver 
calls intConnect( ) to connect its interrupt handler to the interrupt vector generated as 
a result of the LANCE interrupt. 


interrupt level 
This parameter is passed to the driver by InPciattach(). 


Some targets use additional interrupt controller devices to help organize and service 
the various interrupt sources. This driver avoids all board-specific knowledge of 
such devices. During the driver’s initialization, the external routine 
sysLanIntEnable( ) is called to perform any board-specific operations required to turn 
on LANCE interrupt generation. A similar routine, sysLanIntDisable( ), is called by 
the driver before a LANCE reset to perform board-specific operations required to 
turn off LANCE interrupt generation. For a description of sysLanIntEnable(), and 
sysLanIntDisable( ), see "External Support Requirements" below. 


This parameter is passed to the external routine. 


shared memory address 
This parameter is passed to the driver by InPciattach(). 


The LANCE device is a DMA type of device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the LANCE. It assumes that this shared 
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memory is directly available to it without any arbitration or timing concerns. 


This parameter can be used to specify an explicit memory region for use by the 
LANCE. This should be done on hardware that restricts the LANCE to a particular 
memory region. The constant NONE can be used to indicate that there are no 
memory limitations, in which case, the driver attempts to allocate the shared memory 
from the system space. 


shared memory size 
This parameter is passed to the driver by InPciattach(). 


This parameter can be used to explicitly limit the amount of shared memory (bytes) 
this driver will use. The constant NONE can be used to indicate no specific size 
limitation. This parameter is used only if a specific memory region is provided to the 
driver. 


shared memory width 
This parameter is passed to the driver by InPciattach(). 


Some target hardware that restricts the shared memory region to a specific location 
also restricts the access width to this region by the CPU. On these targets, performing 
an access of an invalid width will cause a bus error. 


This parameter can be used to specify the number of bytes of access width to be used 
by the driver during access to the shared memory. The constant NONE can be used to 
indicate no restrictions. 


Current internal support for this mechanism is not robust; implementation may not 
work on all targets requiring these restrictions. 


shared memory buffer size 
This parameter is passed to the driver by InPciattach(). 


The driver and LANCE device exchange network data in buffers. This parameter 
permits the size of these individual buffers to be limited. A value of zero indicates 
that the default buffer size should be used. The default buffer size is large enough to 
hold a maximum-size Ethernet packet. 


Use of this parameter should be rare. Network performance will be affected, since 
the target will no longer be able to receive all valid packet sizes. 


Ethernet address 
This parameter is obtained directly from a global memory location. 


During initialization, the driver needs to know the Ethernet address for the LANCE 
device. The driver assumes that this address is available in a global, six-byte 
character array, InEnetAddr[ ]. This array is typically created and stuffed by the BSP 
code. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires one external support function: 
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1. Libraries 
if_InPci 


void sysLanIntEnable (int level) 
This routine provides a target-specific enable of the interrupt for the LANCE device. 
Typically, this involves programming an interrupt controller hardware, either 
internal or external to the CPU. 


This routine is called during chip initialization, at startup and each LANCE device 
reset. 


void sysLanIntDisable (int level) 
This routine provides a target-specific disable of the interrupt for the LANCE device. 
Typically, this involves programming an interrupt controller hardware, either 
internal or external to the CPU. 


This routine is called before a LANCE device reset. 


SYSTEM RESOURCE USAGE 


SEE ALSO 


When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— 24 bytes in the initialized data section (data) 

— 208 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the MC68020 architecture and may vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


If the driver is not given a specific region of memory via the InPciattach() routine, then it 
calls cacheDmaMalloc( ) to allocate the memory to be shared with the LANCE. The size 
requested is 80,542 bytes. If a memory region is provided to the driver, the size of this 
region is adjustable to suit user needs. 


The LANCE can only be operated if the shared memory region is write-coherent with the 
data cache. The driver cannot maintain cache coherency for the device for data that is 
written by the driver because fields within the shared structures are asynchronously 
modified by both the driver and the device, and these fields may share the same cache 
line. 


ifLib, Advanced Micro Devices PCnet-PCI Ethernet Controller for PCI. 
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if_loop 


if_loop — software loopback network interface driver 
loattach() — publish the lo network interface and initialize the driver and pseudo-device 
This module implements the software loopback network interface driver. The only 


user-callable routine is loattach(), which publishes the lointerface and initializes the 
driver and device. 


This interface is used for protocol testing and timing. By default, the loopback interface is 
accessible at Internet address 127.0.0.1. 


This device is "software only." A jumpering diagram is not applicable. 


ifLib 


if mbc 


if_mbc — Motorola 68EN302 network-interface driver 


mbcattach( ) — publish the mbc network interface and initialize the driver 
mbcStartOutput( ) — output packet to network interface device 
mbclIntr( ) — network interface interrupt handler 


This is a driver for the Ethernet controller on the 68EN302 chip. The device supports a 
16-bit interface, data rates up to 10 Mbps, a dual-ported RAM, and transparent DMA. The 
dual-ported RAM is used for a 64-entry CAM table, and a 128-entry buffer descriptor 
table. The CAM table is used to set the Ethernet address of the Ethernet device or to 
program multicast addresses. The buffer descriptor table is partitioned into fixed-size 
transmit and receive tables. The DMA operation is transparent and transfers data between 
the internal FIFOs and external buffers pointed to by the receive- and transmit-buffer 
descriptors during transmits and receives. 


The driver currently supports one Ethernet module controller, but it can be extended to 
support multiple controllers when needed. An Ethernet module is initialized by calling 
mbcattach(). 


The driver supports buffer loaning for performance and input/output hook routines. It 
does not support multicast addresses. 
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7. Libraries 
if_mbce 


The driver requires that the memory used for transmit and receive buffers be allocated in 
cache-safe RAM area. 


A glitch in the EN302 Rev 0.1 device causes the Ethernet transmitter to lock up from time 
to time. The driver uses a watchdog timer to reset the Ethernet device when the device 
runs out of transmit buffers and cannot recover within 20 clock ticks. 


BOARD LAYOUT This device is on-chip. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 
This driver presents the standard WRS network driver API: first the device unit must be 
attached with the mbcattach() routine, then it must be initialized with the mbcInit() 
routine. 


The only user-callable routine is mbcattach(), which publishes the mbcinterface and 
initializes the driver structures. 


TARGET-SPECIFIC PARAMETERS 


Ethernet module base address 
This parameter is passed to the driver via mbcattach(). 


This parameter is the base address of the Ethernet module. The driver addresses all 
other Ethernet device registers as offsets from this address. 


interrupt vector number 
This parameter is passed to the driver via mbcattach(). 


The driver configures the Ethernet device to use this parameter while generating 
interrupt ack cycles. The interrupt service routine mbcIntr() is expected to be 
attached to the corresponding interrupt vector externally, typically in sysHwInit2(). 


number of transmit and receive buffer descriptors 
These parameters are passed to the driver via mbcattach(). 


The number of transmit and receive buffer descriptors (BDs) used is configurable by 
the user while attaching the driver. Each BD is 8 bytes in size and resides in the 
chip’s dual-ported memory, while its associated buffer, 1520 bytes in size, resides in 
cache-safe conventional RAM. A minimum of 2 receive and 2 transmit BDs should be 
allocated. If this parameter is NULL, a default of 32 BDs will be used. The maximum 
number of BDs depends on how the dual-ported BD RAM is partitioned. The 128 
BDs in the dual-ported BD RAM can partitioned into transmit and receive BD regions 
with 8, 16, 32, or 64 transmit BDs and corresponding 120, 112, 96, or 64 receive BDs. 


Ethernet DMA parameters 
This parameter is passed to the driver via mbcattach(). 


This parameter is used to specify the settings of burst limit, water-mark, and transmit 
early, which control the Ethernet DMA, and is used to set the EDMA register. 
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base address of the buffer pool 
This parameter is passed to the driver via mbcattach(). 


This parameter is used to notify the driver that space for the transmit and receive 
buffers need not be allocated, but should be taken from a cache-coherent private 
memory space provided by the user at the given address. The user should be aware 
that memory used for buffers must be 4-byte aligned and non-cacheable. All the 
buffers must fit in the given memory space; no checking will be performed. This 
includes all transmit and receive buffers (see above) and an additional 16 receive 
loaner buffers, unless the number of receive BDs is less than 16, in which case that 
number of loaner buffers will be used. Each buffer is 1520 bytes. If this parameter is 
"NONE", space for buffers will be obtained by calling cacheDmaMalloc( ) in 
cpmattach(). 


EXTERNAL SUPPORT REQUIREMENTS 


The driver requires the following support functions: 


STATUS sysEnetAddrGet (int unit, UINT8 * addr) 
The driver expects this routine to provide the six-byte Ethernet hardware address 
that will be used by unit. This routine must copy the six-byte address to the space 
provided by addr. This routine is expected to return OK on success, or ERROR. The 
driver calls this routine, during device initialization, from the cpmInit() routine. 


SYSTEM RESOURCE USAGE 


SEE ALSO 


The driver requires the following system resource: 


— one mutual exclusion semaphore 

— one interrupt vector 

— one watchdog timer 

— 0 bytes in the initialized data section (data) 

— 296 bytes in the uninitialized data section (bss) 


The data and BSS sections are quoted for the CPU32 architecture. 


If the driver allocates the memory shared with the Ethernet device unit, it does so by 
calling the cacheDmaMalloc() routine. For the default case of 32 transmit buffers, 32 
receive buffers, and 16 loaner buffers, the total size requested is 121,600 bytes. Ifa 
non-cacheable memory region is provided by the user, the size of this region should be 
this amount, unless the user has specified a different number of transmit or receive BDs. 


This driver can only operate if the shared memory region is non-cacheable, or if the 
hardware implements bus snooping. The driver cannot maintain cache coherency for the 
device because the buffers are asynchronously modified by both the driver and the device, 
and these fields may share the same cache line. Additionally, the chip’s dual-ported RAM 
must be declared as non-cacheable memory where applicable. 


ifLib, Motorola MC68EN302 User’s Manual, Motorola MC68EN302 Device Errata, May 30, 
1996 


1 - 162 


NAME 


ROUTINES 


DESCRIPTION 


BOARD LAYOUT 


1. Libraries 
if_nicEvb 


if_ nicEvb 


if_nicEvb — National Semiconductor ST-NIC Chip network interface driver 


nicEvbattach( ) — publish and initialize the nicEvb network interface driver 
nicTxStartup() — the driver’s actual output routine 


This module implements the National Semiconductor 83902A ST-NIC Ethernet network 
interface driver. 


This driver is non-generic and is for use on the IBM EVB403 board. Only unit number 
zero is supported. The driver must be given several target-specific parameters. These 
parameters, and the mechanisms used to communicate them to the driver, are detailed 
below. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


The only user-callable routine is nicEvbattach( ), which publishes the nicEvbinterface and 
initializes the driver and device. 


TARGET-SPECIFIC PARAMETERS 


device I/O address 
This parameter is passed to the driver by nicEvbattach(). It specifies the base address 
of the device’s I/O register set. 


interrupt vector 
This parameter is passed to the driver by nicEvbattach( ). It specifies the interrupt 
vector to be used by the driver to service an interrupt from the ST-NIC device. The 
driver will connect the interrupt handler to this vector by calling intConnect(). 


device restart/reset delay 
The global variable nicRestartDelay (UINT32), defined in this file, should be 
initialized in the BSP sysHwInit() routine. nicRestartDelay is used only with 
PowerPC platform and is equal to the number of time base increments which makes 
for 1.6 msec. This corresponds to the delay necessary to respect when restarting or 
resetting the device. 


EXTERNAL SUPPORT REQUIREMENTS 


The driver requires the following support functions: 
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STATUS sysEnetAddrGet (int unit, UINT8 * addr) 
The driver expects this routine to provide the six-byte Ethernet hardware address 
that will be used by unit. This routine must copy the six-byte address to the space 
provided by addr. This routine is expected to return OK on success, or ERROR. The 
driver calls this routine, during device initialization, from the nicEnetAddrGet( ) 
routine. 


SYSTEM RESOURCE USAGE 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


When implemented, this driver requires the following system resources: 
— one mutual exclusion semaphore 


— one interrupt vector 


ifLib 


if_sl 


if_sl — Serial Line IP (SLIP) network interface driver 


slipInit() — initialize a SLIP interface 

slipBaudSet( ) — set the baud rate for a SLIP interface 

slattach() — publish the sl network interface and initialize the driver and device 
slipDelete() — delete a SLIP interface 


This module implements the VxWorks Serial Line IP (SLIP) network interface driver. 
Support for compressed TCP/IP headers (CSLIP) is included. 


The SLIP driver enables VxWorks to talk to other machines over serial connections by 
encapsulating IP packets into streams of bytes suitable for serial transmission. 


USER-CALLABLE ROUTINES 


SLIP devices are initialized using slipInit(). Its parameters specify the Internet address 
for both sides of the SLIP point-to-point link, the name of the tty device on the local host, 
and options to enable CSLIP header compression. The slipInit() routine calls slattach() 
to attach the SLIP interface to the network. The slipDelete() routine deletes a specified 
SLIP interface. 


LINK-LEVEL PROTOCOL 


SLIP is a simple protocol that uses four token characters to delimit each packet: 


— END (0300) 

— ESC (0333) 

— TRANS_END (0334) 
— TRANS_ESC (0335) 
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1. Libraries 
if_sl 


The END character denotes the end of an IP packet. The ESC character is used with 
TRANS_END and TRANS_ESC to circumvent potential occurrences of END or ESC within 
a packet. If the END character is to be embedded, SLIP sends "ESC TRANS_END" to 
avoid confusion between a SLIP-specific END and actual data whose value is END. If the 
ESC character is to be embedded, then SLIP sends "ESC TRANS_ESC" to avoid confusion. 
(Note that the SLIP ESC is not the same as the ASCII ESC.) 


On the receiving side of the connection, SLIP uses the opposite actions to decode the SLIP 
packets. Whenever an END character is received, SLIP assumes a full IP packet has been 
received and sends it up to the IP layer. 


TARGET-SPECIFIC PARAMETERS 


IMPLEMENTATION 


BOARD LAYOUT 


The global flag slipLoopBack is set to 1 by default. This flag enables the packets to be sent 
to the loopback interface if they are destined to to a local slip interface address. By setting 
this flag, any packets sent to a local slip interface address will not be seen on the actual 
serial link. Set this flag to 0 to turn off this facility. If this flag is not set any packets sent to 
the local slip interface address will actually be sent out on the link and it is the peer’s 
responsibility to loop the packet back. 


The write side of a SLIP connection is an independent task. Each SLIP interface has its 
own output task that sends SLIP packets over a particular tty device channel. Whenever a 
packet is ready to be sent out, the SLIP driver activates this task by giving a semaphore. 
When the semaphore is available, the output task performs packetization (as explained 
above) and writes the packet to the tty device. 


The receiving side is implemented as a "hook" into the tty driver. A tty ioctl() request, 
FIOPROTOHOOK, informs the tty driver to call the SLIP interrupt routine every time a 
character is received from a serial port. By tracking the number of characters and 
watching for the END character, the number of calls to read() and context switching time 
have been reduced. The SLIP interrupt routine will queue a call to the SLIP read routine 
only when it knows that a packet is ready in the tty driver’s ring buffer. The SLIP read 
routine will read a whole SLIP packet at a time and process it according to the SLIP 
framing rules. When a full IP packet is decoded out of a SLIP packet, it is queued to IP’s 
input queue. 


CSLIP compression is implemented to decrease the size of the TCP/IP header 
information, thereby improving the data to header size ratio. CSLIP manipulates header 
information just before a packet is sent and just after a packet is received. Only TCP/IP 
headers are compressed and uncompressed; other protocol types are sent and received 
normally. A functioning CSLIP driver is required on the peer (destination) end of the 
physical link in order to carry out a CSLIP "conversation." 


Multiple units are supported by this driver. Each individual unit may have CSLIP 
support disabled or enabled, independent of the state of other units. 


No hardware is directly associated with this driver; therefore, a jumpering diagram is not 
applicable. 
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ifLib, tyLib, John Romkey: RFC-1055, A Nonstandard for Transmission of IP Datagrams 
Over Serial Lines: SLIP, Van Jacobson: RFC-1144, entitled Compressing TCP/IP Headers for 
Low-Speed Serial Links 


ACKNOWLEDGEMENT 


NAME 


ROUTINES 


DESCRIPTION 


BOARD LAYOUT 


This program is based on original work done by Rick Adams of The Center for Seismic 
Studies and Chris Torek of The University of Maryland. The CSLIP enhancements are 
based on work done by Van Jacobson of University of California, Berkeley for the 
"cslip-2.7" release. 


if sm 


if_sm — shared memory backplane network interface driver 
smIfAttach() — publish the sm interface and initialize the driver and device 
This module implements the VxWorks shared memory backplane network interface 


driver. 


This driver is designed to be moderately generic, operating unmodified across the range 
of hosts and targets supported by VxWorks. To achieve this, the driver must be given 
several target-specific parameters, and some external support routines must be provided. 
These parameters are detailed below. 


The only user-callable routine is smIfAttach(), which publishes the sm interface and 
initializes the driver and device. 


This driver is layered between the shared memory packet library and the network 
modules. The backplane driver gives CPUs residing on a common backplane the ability 
to communicate using IP (via shared memory). 


This driver is used both under VxWorks and other host operating systems, e.g., SunOs. 


This device is "software only." There is no jumpering diagram required. 


TARGET-SPECIFIC PARAMETERS 


local address of anchor 


This parameter is passed to the driver by smIfAttach(). It is the local address by 
which the local CPU accesses the shared memory anchor. 


maximum number of input packets 
This parameter is passed to the driver by smIfAttach(). It specifies the maximum 
number of incoming shared memory packets that can be queued to this CPU at one 
time. 
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1. Libraries 
if_sn 


method of notification 
These parameters are passed to the driver by smIfAttach(). Four parameters can be 
used to allow a CPU to announce the method by which it is to be notified of input 
packets that have been queued to it. 


heartbeat frequency 
This parameter is passed to the driver by smIfAttach( ). It specifies the frequency of 
the shared memory anchor’s heartbeat, which is expressed in terms of the number of 
CPU ticks on the local CPU corresponding to one heartbeat period. 


number of buffers to loan 
This parameter is passed to the driver by smIfAttach(). When the value is non-zero, 
this parameter specifies the number of shared memory packets available to be loaned 
out. 


ifLib, smNetLib 


if sn 


if_sn — National Semiconductor DP83932B SONIC Ethernet network driver 
snattach( ) — publish the sn network interface and initialize the driver and device 


This module implements the National Semiconductor DP83932 SONIC Ethernet network 
interface driver. 


This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks. To achieve this, the driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These parameters, and the mechanisms used to communicate them to the 
driver, are detailed below. If any of the assumptions stated below are not true for your 
particular hardware, this driver will probably not function correctly with it. This driver 
supports up to four individual units per CPU. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the standard external interface with the following exceptions. All 
initialization is performed within the attach routine; there is no separate initialization 
routine. Therefore, in the global interface structure, the function pointer to the 
initialization routine is NULL. 


There is one user-callable routine, snattach(); for details, see the manual entry for this 
routine. 
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TARGET-SPECIFIC PARAMETERS 


device I/O address 
This parameter is passed to the driver by snattach(). It specifies the base address of 
the device’s I/O register set. 


interrupt vector 
This parameter is passed to the driver by snattach(). It specifies the interrupt vector 
to be used by the driver to service an interrupt from the SONIC device. The driver 
will connect the interrupt handler to this vector by calling intConnect(). 


Ethernet address 
This parameter is obtained by calling an external support routine. It specifies the 
unique, six-byte address assigned to the VxWorks target on the Ethernet. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires five external support functions: 


void sysEnetInit (int unit) 
This routine performs any target-specific operations that must be executed before the 
SONIC device is initialized. The driver calls this routine, once per unit, from 
snattach(). 


STATUS sysEnetAddrGet (int unit, char *pCopy) 
This routine provides the six-byte Ethernet address used by unit. It must copy the 
six-byte address to the space provided by pCopy. This routine returns OK, or ERROR 
if it fails. The driver calls this routine, once per unit, from snattach(). 


void sysEnetIntEnable (int unit), void sysEnetIntDisable (int unit) 
These routines enable or disable the interrupt from the SONIC device for the 
specified unit. Typically, this involves interrupt controller hardware, either internal 
or external to the CPU. The driver calls these routines only during initialization, from 
snattach(). 


void sysEnetIntAck (int unit) 
This routine performs any interrupt acknowledgement or clearing that may be 
required. This typically involves an operation to some interrupt control hardware. 
The driver calls this routine from the interrupt handler. 


DEVICE CONFIGURATION 
Two global variables, snDcr and snDcr2, are used to set the SONIC device configuration 
registers. By default, the device is programmed in 32-bit mode with zero wait states. If 
these values are not suitable, the snDcr and snDcr2 variables should be modified before 
calling snattach(). See the SONIC manual to change these parameters. 


SYSTEM RESOURCE USAGE 
When implemented, this driver requires the following system resources: 
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SEE ALSO 


1. Libraries 
if_sn 


— one interrupt vector 
— O bytes in the initialized data section (data) 
— 696 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the MC68020 architecture and may vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


This driver uses cacheDmaMalloc( ) to allocate the memory to be shared with the SONIC 
device. The size requested is 117,188 bytes. 


The SONIC device can only be operated if the shared memory region is write-coherent 
with the data cache. The driver cannot maintain cache coherency for the device for data 
that is written by the driver because fields within the shared structures are 
asynchronously modified by the driver and the device, and these fields may share the 
same cache line. 


The previous transmit descriptor does not exist until the transmitter has been asked to 
send at least one packet. Unfortunately the test for this condition must be done every time 
a new descriptor is to be added, even though the condition is only true the first time. 
However, it is a valuable test, since we should not use the fragment count field as an 
index if it is 0. 


There are some things unsupported in this version: 


a) buffer loaning on receive 
b) output hooks 

c) trailer protocol 

d) promiscuous mode 


Also, the receive setup needs work so that the number of RRA descriptors is not fixed at 
four. It would be a nice addition to allow all the sizes of the shared memory structures to 
be specified by the runtime functions that call our init routines. 


ifLib 
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if_ulip 


if_ulip — network interface driver for User Level IP (VxSim) 


ulipInit() — initialize the ULIP interface (VxSim) 

ulattach() — attach a ULIP interface to a list of network interfaces (VxSim) 
ulipDelete() — delete a ULIP interface (VxSim) 

ulStartOutput() — push packets onto "interface" 

ulipDebugSet( ) — Set debug flag in UNIX’s ULIP driver 


This module implements the VxWorks User Level IP (ULIP) network driver. The ULIP 
driver allows VxWorks under UNIX to talk to other machines by handing off IP packets to 
the UNIX host for processing. 


The ULIP driver is automatically included and initialized by the VxSim BSPs; normally 
there is no need for applications to use these routines directly. 


USER-CALLABLE ROUTINES 


SEE ALSO 


When initializing the device, it is necessary to specify the Internet address for both sides 
of the ULIP point-to-point link (local side and the remote side) using ulipInit(). 


STATUS ulipInit 
( 
int unit, /* ULIP unit number (0 - NULIP-1) */ 
char *myAddr, /* IP address of the interface */ 
char *peerAddr, /* IP address of the remote peer interface */ 
int procnum /* processor number to map to ULIP interface */ 


) 
For example, the following initializes a ULIP device whose Internet address is 127.0.1.1: 
ulipInit (0, "127.0.1.1", "147.11.1.132", 1); 
The standard network interface call is: 


STATUS ulattach 
( 


int unit /* unit number */ 


) 


However, it should not be called. The following call will delete the first ULIP interface 
from the list of network interfaces: 


ulipDelete (0); /* unit number */ 


Up to NULIP(2) units may be created. 


VxWorks Programmer’s Guide: VxSim 
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1. Libraries 
igmpShow 


if_ultra 


if_ultra — SMC Elite Ultra Ethernet network interface driver 


ultraattach( ) — publish ultra interface and initialize device 
ultraPut() — copy a packet to the interface. 
ultraShow() — display statistics for the ultra network interface 


This module implements the SMC Elite Ultra Ethernet network interface driver. 


This driver supports single transmission and multiple reception. The Current register is a 
write pointer to the ring. The Bound register is a read pointer from the ring. This driver 
gets the Current register at the interrupt level and sets the Bound register at the task level. 
The interrupt is never masked at the task level. 


The W1 jumper should be set in the position of "Software Configuration". The defined I/O 
address in config.h must match the one stored in EEROM. The RAM address, the RAM 
size, and the IRQ level are defined in config.h. IRQ levels 2,3,5,7,10,11,15 are supported. 


EXTERNAL INTERFACE 


NAME 


ROUTINES 


DESCRIPTION 


The only user-callable routines are ultraattach() and ultraShow(): 


ultraattach() 
publishes the ultra interface and initializes the driver and device. 


ultraShow() 
displays statistics that are collected in the interrupt handler. 


igmpShow 


igmpShow — IGMP information display routines 


igmpShowInit( ) — initialize IGMP show routines 
igmpstatShow() — display statistics for IGMP 
This library provides routines to show IGMP related statistics. 


Interpreting these statistics requires detailed knowledge of Internet network protocols. 
Information on these protocols can be found in the following books: 


— TCP/IP Illustrated Volume II, The Implementation, by Richard Stevens 
— The Design and Implementation of the 4.4 BSD UNIX Operating System, by Leffler, 
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McKusick, Karels and Quarterman 


The igmpShowInit() routine links the IGMP show facility into the VxWorks system. This 
is performed automatically if INCLUDE_NET_SHOW is defined in configAII.h. 


netLib, netShow, Network Programmer's Guide 


inetLib 


inetLib — Internet address manipulation routines 


inet_addr() - convert a dot notation Internet address to a long integer 
inet_Inaof() — get the local address (host number) from the Internet address 
inet_makeaddr_b() — form an Internet address from network and host numbers 
inet_makeaddr() — form an Internet address from network and host numbers 
inet_netof() — return the network number from an Internet address 
inet_netof_string() — extract the network address in dot notation 
inet_network( ) — convert an Internet network number from string to address 
inet_ntoa_b() — convert an network address to dot notation, store it in a buffer 
inet_ntoa() — convert a network address to dotted decimal notation 
inet_aton() — convert a network address from dot notation, store in a structure 


This library provides routines for manipulating Internet addresses, including the UNIX 
BSD 4.3 inet_ routines. It includes routines for converting between character addresses in 
Internet standard dotted decimal notation and integer addresses, routines for extracting 
the network and host portions out of an Internet address, and routines for constructing 
Internet addresses given the network and host address parts. 


All Internet addresses are returned in network order (bytes ordered from left to right). All 
network numbers and local address parts are returned as machine format integer values. 


INTERNET ADDRESSES 


Internet addresses are typically specified in dotted decimal notation or as a 4-byte 
number. Values specified using the dotted decimal notation take one of the following 
forms: 


-b.c.d 
-b.c 
b 


oop po 


If four parts are specified, each is interpreted as a byte of data and assigned, from left to 
right, to the four bytes of an Internet address. Note that when an Internet address is 
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1. Libraries 
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viewed as a 32-bit integer quantity on any MC68000 family machine, the bytes referred to 
above appear as "a.b.c.d" and are ordered from left to right. 


If a three-part address is specified, the last part is interpreted as a 16-bit quantity and 
placed in the right-most two bytes of the network address. This makes the three-part 
address format convenient for specifying Class B network addresses as "128.net.host". 


If a two-part address is supplied, the last part is interpreted as a 24-bit quantity and 
placed in the right-most three bytes of the network address. This makes the two-part 
address format convenient for specifying Class A network addresses as "net.host”. 


If only one part is given, the value is stored directly in the network address without any 
byte rearrangement. 


Although dotted decimal notation is the default, it is possible to use the dot notation with 
hexadecimal or octal numbers. The base is indicated using the same prefixes as are used 
in C. That is, a leading Ox or OX indicates a hexadecimal number. A leading 0 indicates 
an octal number. If there is no prefix, the number is interpreted as decimal. 


inetLib.h, inet.h 


UNIX BSD 4.3 manual entry for inet(3N), VxWorks Programmer's Guide: Network 


inflateLib 


inflateLib — inflate code using public domain zlib functions 
inflate() — inflate compressed code 


This library is used to inflate a compressed data stream, primarily for boot ROM 
decompression. Compressed boot ROMs contain a compressed executable in the data 
segment between the symbols binArrayStart and binArrayEnd (the compressed data is 
generated by deflate and binToAsm). The boot ROM startup code (in 
target/src/config/all/bootInit.c) calls inflate() to decompress the executable and then 
jump to it. 


This library is based on the public domain zlib code, which has been modified by Wind 
River Systems. For more information, see the zlib home page at 
http://quest.jpl.nasa.gov/zlib/. 
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intArchLib 


intArchLib — architecture-dependent interrupt library 


intLevelSet() — set the interrupt level (MC680x0, SPARC, i960, x86, ARM) 

intLock() — lock out interrupts 

intUnlock() — cancel interrupt locks 

intEnable( ) — enable corresponding interrupt bits (MIPS, PowerPC, ARM) 

intDisable( ) — disable corresponding interrupt bits (MIPS, PowerPC, ARM) 

intCRGet( ) — read the contents of the cause register (MIPS) 

intCRSet( ) — write the contents of the cause register (MIPS) 

intSRGet() — read the contents of the status register (MIPS) 

intSRSet() — update the contents of the status register (MIPS) 

intConnect() — connect a C routine to a hardware interrupt 

intHandlerCreate( ) — construct ISR for a C routine (MC680x0, SPARC, i960, x86, MIPS) 

intLockLevelSet( ) — set current interrupt lock-out level (MC680x0, SPARC, i960, x86, ARM) 

intLockLevelGet( ) — get current interrupt lock-out level (MC680x0, SPARC, i960, x86, ARM) 

intVecBaseSet( ) — set vector (trap) base address (MC680x0, SPARC, i960, x86, MIPS, ARM) 

intVecBaseGet( ) — get vector (trap) base address (MC680x0, SPARC, i960, x86, MIPS, ARM) 

intVecSet() — set a CPU vector (trap) (MC680x0, SPARC, i960, x86, MIPS) 

intVecGet( ) — get an interrupt vector (MC680x0, SPARC, i960, x86, MIPS) 

intVecTableWriteProtect( ) — write-protect exception vector table (MC680x0, SPARC, i960, 
x86, ARM) 

intUninitVecSet() — set the uninitialized vector handler (ARM) 


This library provides architecture-dependent routines to manipulate and connect to 
hardware interrupts. Any C language routine can be connected to any interrupt by 
calling intConnect(). Vectors can be accessed directly by intVecSet() and intVecGet(). 
The vector (trap) base register (if present) can be accessed by the routines intVecBaseSet( ) 
and intVecBaseGet( ). 


Tasks can lock and unlock interrupts by calling intLock() and intUnlock(). The lock-out 
level can be set and reported by intLockLevelSet() and intLockLevelGet( ) (MC680x0, 
SPARC, i960, 1386/1486 and ARM only). The routine intLevelSet() changes the current 
interrupt level of the processor (MC680x0, SPARC, i960 and ARM). 


Do not call VxWorks system routines with interrupts locked. Violating this rule may 
re-enable interrupts unpredictably. 


INTERRUPT VECTORS AND NUMBERS 


Most of the routines in this library take an interrupt vector as a parameter, which is 
generally the byte offset into the vector table. Macros are provided to convert between 
interrupt vectors and interrupt numbers: 
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IVEC_TO_INUM (intVector) 
converts a vector to a number. 


INUM_TO_IVEC (intNumber) 
converts a number to a vector. 


TRAPNUM_TO_IVEC (trapNumber) 
converts a trap number to a vector. 


To switch between one of several routines for a particular interrupt, the following code 
fragment is one alternative: 


vector = INUM_TO_IVEC (some_int_vec_num) ; 
oldfunc = intVecGet (vector) ; 

newfunc = intHandlerCreate (routine, parameter) ; 
intVecSet (vector, newfunc) ; 


intVecSet (vector, oldfunc) ; /* use original routine */ 
caeveasat (vector, newfunc) ; /* reconnect new routine */ 
iv.h, intLib.h 
intLib 


intLib 
intLib — architecture-independent interrupt subroutine library 


intContext() — determine if the current state is in interrupt or task context 
intCount() — get the current interrupt nesting depth 


This library provides generic routines for interrupts. Any C language routine can be 
connected to any interrupt (trap) by calling intConnect(), which resides in intArchLib. 
The intCount() and intContext() routines are used to determine whether the CPU is 
running in an interrupt context or in a normal task context. For information about 
architecture-dependent interrupt handling, see the manual entry for intArchLib. 


intLib.h 


intArchLib, VxWorks Programmer's Guide: Basic OS 
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ioLib 
ioLib — I/O interface library 


creat() — create a file 

unlink() — delete a file (POSIX) 

remove() — remove a file (ANSI) 

open() — open a file 

close() - close a file 

rename() — change the name of a file 

read( ) — read bytes from a file or device 

write() — write bytes to a file 

ioctl() — perform an I/O control function 

Iseek() — set a file read/write pointer 

ioDefPathSet() — set the current default path 

ioDefPathGet() — get the current default path 

chdir() — set the current default path 

getcwd() — get the current default path (POSIX) 

getwd() — get the current default path 

ioGlobalStdSet( ) — set the file descriptor for global standard input/output/error 
ioGlobalStdGet( ) — get the file descriptor for global standard input/output/error 
ioTaskStdSet( ) — set the file descriptor for task standard input/output/error 
ioTaskStdGet( ) — get the file descriptor for task standard input/output/error 
isatty() — return whether the underlying driver is a tty device 


This library contains the interface to the basic I/O system. It includes: 


— Interfaces to the seven basic driver-provided functions: creat(), remove(), open(), 
close(), read(), write(), and ioctl(). 


— Interfaces to several file system functions, including rename() and Iseek(). 
— Routines to set and get the current working directory. 


— Routines to assign task and global standard file descriptors. 


At the basic I/O level, files are referred to by a file descriptor. A file descriptor is a small 
integer returned by a call to open() or creat(). The other basic I/O calls take a file 
descriptor as a parameter to specify the intended file. 


Three file descriptors are reserved and have special meanings: 


0 (STD_IN) — standard input 
1 (STD_OUT) — standard output 
2 (STD_ERR) - standard error output 
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VxWorks allows two levels of redirection. First, there is a global assignment of the three 
standard file descriptors. By default, new tasks use this global assignment. The global 
assignment of the three standard file descriptors is controlled by the routines 
ioGlobalStdSet( ) and ioGlobalStdGet( ). 


Second, individual tasks may override the global assignment of these file descriptors with 
their own assignments that apply only to that task. The assignment of task-specific 
standard file descriptors is controlled by the routines ioTaskStdSet() and 

ioTaskStdGet( ). 


ioLib.h 


iosLib, ansiStdio, VxWorks Programmer's Guide: I/O System 


1OlicomEnd 


iOlicomEnd — END style Intel Olicom PCMCIA network interface driver 


iOlicomEndLoad( ) — initialize the driver and device 
iOlicomIntHandle( ) — interrupt service for card interrupts 


This module implements the Olicom (Intel 82595TX) network interface driver. The 
physical device is a PCMCIA card. This driver also houses code to manage a Vadem 
PCMCIA Interface controller on the ARM PID board, which is strictly a subsystem in it’s 
own right. 


This network interface driver does not include support for trailer protocols or data 
chaining. However, buffer loaning has been implemented in an effort to boost 
performance. 


This driver maintains cache coherency by allocating buffer space using the 
cacheDmaMalloc() routine. 


The device resides on a PCMCIA card and is soft configured. No jumpering diagram is 
necessary. 


EXTERNAL INTERFACE 


This driver provides the END external interface with the following exceptions. The only 
external interface is the iOlicomEndLoad() routine. All of the paramters are passed as 
strings in a colon (:) separated list to the load function as an initString. The 
iOlicomEndLoad( ) function uses strtok() to parse the string. 


The string contains the target specific parameters like this: 
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"io_baseA:attr_baseA:mem_baseA:io_baseB:attr_baseB:mem_baseB: \ 
ctrl_base:int VectA:intLevelA:intVectB:intLevelB: \ 
txBdNum:rxBdNum:pShMem:shMemSize" 


TARGET-SPECIFIC PARAMETERS 


I/O base address A 
This is the first parameter passed to the driver init string. This parameter indicates the 
base address of the PCMCIA I/O space for socket A. 


Attribute base address A 
This is the second parameter passed to the driver init string. This parameter indicates 
the base address of the PCMCIA attribute space for socket A. On the PID board, this 
should be the offset of the beginning of the attribute space from the beginning of the 
memory space. 


Memory base address A 
This is the third parameter passed to the driver init string. This parameter indicates 
the base address of the PCMCIA memory space for socket A. 


I/O base address B 
This is the fourth parameter passed to the driver init string. This parameter indicates 
the base address of the PCMCIA I/O space for socket B. 


Attribute base address B 
This is the fifth parameter passed to the driver init string. This parameter indicates 
the base address of the PCMCIA attribute space for socket B. On the PID board, this 
should be the offset of the beginning of the attribute space from the beginning of the 
memory space. 


Memory base address B 
This is the sixth parameter passed to the driver init string. This parameter indicates 
the base address of the PCMCIA memory space for socket B. 


PCMCIA controller base address 
This is the seventh parameter passed to the driver init string. This parameter 
indicates the base address of the Vadem PCMCIA controller. 


interrupt vectors and levels 
These are the eighth, ninth, tenth and eleventh parameters passed to the driver init 
string. 


The mapping of IRQs generated at the Card/PCMCIA level to interrupt levels and 
vectors is system dependent. Furthermore the slot holding the PCMCIA card is not 
initially known. The interrupt levels and vectors for both socket A and socket B must 
be passed to iOlicomEndLoad( ), allowing the driver to select the required 
parameters later. 


number of transmit and receive buffer descriptors 
These are the twelfth and thirteenth parameters passed to the driver init string. 
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The number of transmit and receive buffer descriptors (BDs) used is configurable by 
the user upon attaching the driver. There must be a minimum of two transmit and 


two receive BDs, and there is a maximum of twenty transmit and twenty receive BDs. 


If this parameter is "NULL" a default value of 16 BDs will be used. 


offset 
This is the fourteenth parameter passed to the driver in the init string. 


This parameter defines the offset which is used to solve alignment problem. 
base address of buffer pool 
This is the fifteenth parameter passed to the driver in the init string. 


This parameter is used to notify the driver that space for the transmit and receive 
buffers need not be allocated, but should be taken from a cache-coherent private 
memory space provided by the user at the given address. The user should be aware 
that memory used for buffers must be 4-byte aligned and non-cacheable. If this 
parameter is "NONE", space for buffers will be obtained by calling 
cacheDmaMalloc() in iOlicomEndLoad(). 


mem size of buffer pool 
This is the sixteenth parameter passed to the driver in the init string. 


The memory size parameter specifies the size of the pre-allocated memory region. If 
memory base is specified as NONE (-1), the driver ignores this parameter. 


Ethernet address 
This parameter is obtained from the Card Information Structure on the Olicom 
PCMCIA card. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires three external support function: 


void sysLanIntEnable (int level) 
This routine provides a target-specific interface for enabling Ethernet device 
interrupts at a specified interrupt level. This routine is called each time that the 
iOlicomStart( ) routine is called. 


void sysLanIntDisable (int level) 
This routine provides a target-specific interface for disabling Ethernet device 
interrupts. The driver calls this routine from the iOlicomStop() routine each time a 
unit is disabled. 


void sysBusIntAck (void) 
This routine acknowledge the interrupt if it’s necessary. 


SEE ALSO muxLib, endLib, Intel 82595TX ISA/PCMCIA High Integration Ethernet Controller User 
Manual, Vadem VG-468 PC Card Socket Controller Data Manual. 
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ioMmuMicroSparcLib 


ioMmuMicroSparcLib — microSparc I/II I/O DMA library 


ioMmuMicroSparcInit( ) — initialize the microSparc I/II 1/O MMU data structures 
ioMmuMicroSparcMap( ) —- map the I/O MMU for microSparc I/II 
(TMS390S10/MB86904) 


This library contains the SPARC architecture-specific functions ioMmuMicroSparclnit() 
and ioMmuMicroSparcMap( ), needed to set up the I/O mapping for S-Bus DMA devices 
using the TI TMS390S10 and the MicroSparc IT Mb86904 architecture. 


arch/sparc/microSparc.h 


cacheLib, mmuLib, vmLib 


iosLib 
iosLib — I/O system library 


iosInit() — initialize the I/O system 

iosDrvInstall() — install an I/O driver 

iosDrvRemove( ) — remove an I/O driver 

iosDevAdd( ) - add a device to the I/O system 

iosDevDelete( ) — delete a device from the I/O system 

iosDevFind( ) — find an I/O device in the device list 

iosFdValue( ) — validate an open file descriptor and return the driver-specific value 


This library is the driver-level interface to the I/O system. Its primary purpose is to route 
user I/O requests to the proper drivers, using the proper parameters. To do this, iosLib 
keeps tables describing the available drivers (e.g., names, open files). 


The I/O system should be initialized by calling iosInit(), before calling any other routines 
in iosLib. Each driver then installs itself by calling iosDrvInstall(). The devices serviced 
by each driver are added to the I/O system with iosDevAdd(). 


The I/O system is described more fully in the I/O System chapter of the Programmer's 
Guide. 


iosLib.h 


intLib, ioLib, VxWorks Programmer’s Guide: I/O System 
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iosShow 


iosShow — I/O system show routines 


iosShowInit( ) — initialize the I/O system show facility 
iosDrvShow( ) — display a list of system drivers 

iosDevShow() — display the list of devices in the system 
iosFdShow( ) — display a list of file descriptor names in the system 


This library contains I/O system information display routines. 


The routine iosShowInit() links the I/O system information show facility into the 
VxWorks system. It is called automatically when INCLUDE_SHOW_ROUTINES is defined 
in configAll.h. 


intLib, ioLib, VxWorks Programmer’s Guide: I/O System, windsh, Tornado User’s Guide: 
Shell 


ipFilterLib 


ipFilterLib — ip filter hooks library 


ipFilterLibInit() — initialize ip filter facility 
ipFilterHookAdd() — add a routine to receive all internet protocol packets 
ipFilterHookDelete( ) — delete a ip filter hook routine 


This library provides utilities that give direct access to IP packets. Incoming raw IP 
packets can be examined or processed using the hooks ipFilterHookAdd( ). The input 
hook can be used to receive raw IP packets that are a part of IP (Internet Protocol) 
protocols. The filter hook can also be used to build IP traffic monitoring and testing tools. 


Normally, the network should be accessed through the higher-level socket interface 
provided in sockLib. The routines in ipFilterLib should rarely, if ever, be necessary for 
applications. 


The ipFilterLibInit() routine links the ip filtering facility into the VxWorks system. This 
is performed automatically if INCLUDE_IP_FILTER is defined in configAlIlI.h. 


VxWorks Programmer's Guide: Network 
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ipProto 


ipProto — an interface between the BSD IP protocol and the MUX 


ipAttach() — a generic attach routine for the TCP/IP network stack 
ipDetach() — a generic detach routine for the TCP/IP network stack 


This library provides an interface between the Berkeley protocol stack and the MUX 
interface. The ipAttach( ) routine binds the IP protocol to a specific device. It is called 
automatically during network initialization if INCLUDE_END is defined. The ipDetach() 
routine removes an existing binding. 


end.h muxLib.h etherMultiLib.h sys/ioctl.h etherLib.h 


kernelLib 


kernelLib — VxWorks kernel library 


kernelInit( ) — initialize the kernel 
kernelVersion( ) — return the kernel revision string 
kernelTimeSlice() — enable round-robin selection 


The VxWorks kernel provides tasking control services to an application. The libraries 
kernelLib, taskLib, semLib, tickLib, and wdLib comprise the kernel functionality. This 
library is the interface to the VxWorks kernel initialization, revision information, and 
scheduling control. 


KERNEL INITIALIZATION 


The kernel must be initialized before any other kernel operation is performed. Normally 
kernel initialization is taken care of by the system configuration code in usrInit() in 
usrConfig.c. 


Kernel initialization consists of the following: 


(1) Defining the starting address and size of the system memory partition. The malloc() 
routine uses this partition to satisfy memory allocation requests of other facilities in 
VxWorks. 


(2) Allocating the specified memory size for an interrupt stack. Interrupt service 
routines will use this stack unless the underlying architecture does not support a 
separate interrupt stack, in which case the service routine will use the stack of the 
interrupted task. 
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(3) Specifying the interrupt lock-out level. VxWorks will not exceed the specified level 
during any operation. The lock-out level is normally defined to mask the highest 
priority possible. However, in situations where extremely low interrupt latency is 
required, the lock-out level may be set to ensure timely response to the interrupt in 
question. Interrupt service routines handling interrupts of priority greater than the 
interrupt lock-out level may not call any VxWorks routine. 


Once the kernel initialization is complete, a root task is spawned with the specified entry 
point and stack size. The root entry point is normally usrRoot() of the usrConfig.c 
module. The remaining VxWorks initialization takes place in usrRoot(). 


ROUND-ROBIN SCHEDULING 


INCLUDE FILES 


SEE ALSO 


Round-robin scheduling allows the processor to be shared fairly by all tasks of the same 
priority. Without round-robin scheduling, when multiple tasks of equal priority must 
share the processor, a single non-blocking task can usurp the processor until preempted 
by a task of higher priority, thus never giving the other equal-priority tasks a chance to 
run. 


Round-robin scheduling is disabled by default. It can be enabled or disabled with the 
routine kernelTimeSlice( ), which takes a parameter for the "time slice" (or interval) that 
each task will be allowed to run before relinquishing the processor to another 
equal-priority task. If the parameter is zero, round-robin scheduling is turned off. If 
round-robin scheduling is enabled and preemption is enabled for the executing task, the 
routine tickAnnounce( ) will increment the task’s time-slice count. When the specified 
time-slice interval is completed, the counter is cleared and the task is placed at the tail of 
the list of tasks at its priority. New tasks joining a given priority group are placed at the 
tail of the group with a run-time counter initialized to zero. 


If a higher priority task preempts a task during its time-slice, the time-slice of the 
preempted task count is not changed for the duration of the preemption. If preemption is 
disabled during round-robin scheduling, the time-slice count of the executing task is not 
incremented. 

kernelLib.h 


taskLib, intLib, VxWorks Programmer’s Guide: Basic OS 
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ledLib 


ledLib — line-editing library 


ledOpen() — create a new line-editor ID 

ledClose() — discard the line-editor ID 

ledRead( ) - read a line with line-editing 
ledControl() — change the line-editor ID parameters 


This library provides a line-editing layer on top of a tty device. The shell uses this 
interface for its history-editing features. 


The shell history mechanism is similar to the UNIX Korn shell history facility, with a 
built-in line-editor similar to UNIX vi that allows previously typed commands to be 
edited. The command h() displays the 20 most recent commands typed into the shell; old 
commands fall off the top as new ones are entered. 


To edit a command, type ESC to enter edit mode, and use the commands listed below. 
The ESC key switches the shell to edit mode. The RETURN key always gives the line to 
the shell from either editing or input mode. 


The following list is a summary of the commands available in edit mode. 


Movement and search commands: 


nG — Go to command number n. 

Is — Search for string s backward in history. 

2s — Search for string s forward in history. 

n — Repeat last search. 

N — Repeat last search in opposite direction. 

nk — Get nth previous shell command in history. 
n- —Same as k. 

nj — Get nth next shell command in history. 

n+ — Same as j. 

nh — Move left 1 characters. 

CTRL+H -Sameash. 

nl — (letter el) Move right n characters. 

SPACE —Same as l. 

nw — Move n words forward. 

nW — Move n blank-separated words forward. 

ne — Move to end of the nth next word. 

nE — Move to end of the nth next blank-separated word. 
nb — Move back n words. 

nB — Move back n blank-separated words. 


1 - 184 


7. Libraries 


fc — Find character c, searching forward. 

Fc — Find character c, searching backward. 

4 — Move cursor to first non-blank character in line. 
$ — Go to end of line. 

0 — Go to beginning of line. 


Insert commands (input is expected until an ESC is typed): 


a — Append. 

A — Append at end of line. 

c SPACE — Change character. 

cl — Change character. 

cw — Change word. 

cc — Change entire line. 

c$ — Change everything from cursor to end of line. 
Cc — Same as c$. 

S —Same as cc. 

i — Insert. 

I — Insert at beginning of line. 
R — Type over characters. 


Editing commands: 


nrc — Replace the following n characters with c. 
nx — Delete n characters starting at cursor. 

nX — Delete n characters to the left of the cursor. 
d SPACE — Delete character. 

dl — Delete character. 

dw — Delete word. 

dd — Delete entire line. 

d$ — Delete everything from cursor to end of line. 
D —Same as d$. 

P — Put last deletion after the cursor. 

P — Put last deletion before the cursor. 

u — Undo last command. 


~ — Toggle case, lower to upper or vice versa. 


Special commands: 


CTRL+U — Delete line and leave edit mode. 
CTRL+L — Redraw line. 

CTRL+D — Complete symbol name. 

RETURN — Give line to shell and leave edit mode. 


The default value for n is 1. 


ledLib 
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Since the shell toggles between raw mode and line mode, type-ahead can be lost. The 
ESC, redraw, and non-printable characters are built-in. The EOF, backspace, and 
line-delete are not imported well from tyLib. Instead, tyLib should supply and/or 
support these characters via ioctl(). 


Some commands do not take counts as users might expect. For example, "ni" will not 
insert whatever was entered n times. 


ledLib.h 


VxWorks Programmer's Guide: Shell 


In97xEnd 


In97xEnd — END style AMD Am79C97X PCnet-PCI Ethernet driver 


In97xEndLoad( ) - initialize the driver and device 
In97xInitParse( ) — parse the initialization string 


This module implements the Advanced Micro Devices Am79C971 Am79C972 and 
Am/79C973 PCnet-PCI Ethernet 32 bit network interface driver. 


The PCnet-PCI ethernet controller is inherently little endian because the chip is designed 
to operate on a PCI bus which is a little endian bus. The software interface to the driver is 
divided into three parts. The first part is the PCI configuration registers and their set up. 
This part is done at the BSP level in the various BSPs which use this driver. The second 
and third part are dealt in the driver. The second part of the interface comprises of the I/O 
control registers and their programming. The third part of the interface comprises of the 
descriptors and the buffers. 


This driver is designed to be moderately generic, operating unmodified across the range 
of architectures and targets supported by VxWorks. To achieve this, the driver must be 
given several target-specific parameters, and some external support routines must be 
provided. These target-specific values and the external support routines are described 
below. 


This driver supports multiple units per CPU. The driver can be configured to support 
big-endian or little-endian architectures. It contains error recovery code to handle known 
device errata related to DMA activity. 


Big endian processors can be connected to the PCI bus through some controllers which 
take care of hardware byte swapping. In such cases all the registers which the chip DMA s 
to have to be swapped and written to, so that when the hardware swaps the accesses, the 
chip would see them correctly. The chip still has to be programmed to operated in little 
endian mode as it is on the PCI bus. If the cpu board hardware automatically swaps all the 
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accesses to and from the PCI bus, then input and output byte stream need not be 
swapped. 


BOARD LAYOUT This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 
The only external interface is the In97xEndLoad() routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:.deoMemAdadr:devloAddr:pciMemBase:<vecNum:intLul:memAdrs: 
memSize:memWidth:csr3b:offset:flags 


The In97xEndLoad() function uses strtok() to parse the string. 


TARGET-SPECIFIC PARAMETERS 


unit 
A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


devMemAddr 
This parameter in the memory base address of the device registers in the memory 
map of the CPU. It indicates to the driver where to find the RDP register. The LANCE 
presents two registers to the external interface, the RDP (register data port) and RAP 
(register address port) registers. This driver assumes that these two registers occupy 
two unique addresses in a memory space that is directly accessible by the CPU 
executing this driver. The driver assumes that the RDP register is mapped at a lower 
address than the RAP register; the RDP register is therefore derived from the "base 
address." This parameter should be equal to NONE if memory map is not used. 


devloAddr 
This parameter in the IO base address of the device registers in the IO map of some 
CPUs. It indicates to the driver where to find the RDP register. If both devloAddr and 
devMemAdadr are given then the device chooses deuMemAddr which is a memory 
mapped register base address. This parameter should be equal to NONE if IO map is 
not used. 


pciMemBase 
This parameter is the base address of the CPU memory as seen from the PCI bus. This 
parameter is zero for most intel architectures. 


vecNum 
This parameter is the vector associated with the device interrupt. This driver 
configures the LANCE device to generate hardware interrupts for various events 
within the device; thus it contains an interrupt handler routine. The driver calls 
intConnect( ) to connect its interrupt handler to the interrupt vector generated as a 
result of the LANCE interrupt. 
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intLol 
Some targets use additional interrupt controller devices to help organize and service 
the various interrupt sources. This driver avoids all board-specific knowledge of 
such devices. During the driver’s initialization, the external routine 
sysLan97xIntEnable( ) is called to perform any board-specific operations required to 
allow the servicing of a LANCE interrupt. For a description of 
sysLan97xIntEnable( ), see "External Support Requirements" below. 


memAadrs 
This parameter gives the driver the memory address to carve out its buffers and data 
structures. If this parameter is specified to be NONE then the driver allocates cache 
coherent memory for buffers and descriptors from the system pool. The LANCE 
device is a DMA type of device and typically shares access to some region of memory 
with the CPU. This driver is designed for systems that directly share memory 
between the CPU and the LANCE. It assumes that this shared memory is directly 
available to it without any arbitration or timing concerns. 


memSize 
This parameter can be used to explicitly limit the amount of shared memory (bytes) 
this driver will use. The constant NONE can be used to indicate no specific size 
limitation. This parameter is used only if a specific memory region is provided to the 
driver. 


memWidth 
Some target hardware that restricts the shared memory region to a specific location 
also restricts the access width to this region by the CPU. On these targets, performing 
an access of an invalid width will cause a bus error. 


This parameter can be used to specify the number of bytes of access width to be used 
by the driver during access to the shared memory. The constant NONE can be used to 
indicate no restrictions. 


Current internal support for this mechanism is not robust; implementation may not 
work on all targets requiring these restrictions. 


csr3b 
The LANCE control register #3 determines the bus mode of the device, allowing the 
support of big-endian and little-endian architectures. This parameter, defined as 
"UINT32 InCSR_3B", is the value that will be placed into LANCE control register #3. 
The default value supports Motorola-type buses. For information about changing 
this parameter, see the manual. Normally for devices on the PCI bus this should 
always be little endian. This value is zero normally 


offset 
This parameter specifies the offset from which the packet has to be loaded from the 
begining of the device buffer. Normally this parameter is zero except for architectures 
which access long words only on aligned addresses. For these architectures the value 
of this offset should be 2. 
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flags 


This is parameter is used for future use, currently its value should be zero. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 

SYS_INT_DISABLE (pDrvCtr1) 

SYS_OUT_BYTE (pDrvCtrl, reg, data) 
SYS_IN_BYTE(pDrvCtrl, reg, data) 
SYS_OUT_WORD (pDrvCtrl, reg, data) 
SYS_IN_WORD (pDrvCtrl, reg, data) 
SYS_OUT_LONG (pDrvCtrl, reg, data) 
SYS_IN_LONG(pDrvCtrl, reg, data) 
SYS_ENET_ADDR_GET(pDrvCtrl, pAddress) 
sysLan97xIntEnable (pDrvCtr1-—>intLevel) 
sysLan97xIntDisable (pDrvCtr1—>intLevel) 
sysLan97xEnetAddrGet (pDrvCtrl, enetAdrs) 


There are default values in the source code for these macros. They presume memory 
mapped accesses to the device registers and the normal intConnect( ), and intEnable( ) 
BSP functions. The first argument to each is the device controller structure. Thus, each 
has access back to all the device-specific information. Having the pointer in the macro 
facilitates the addition of new features to this driver. 


The macros SYS_INT_CONNECT, SYS_INT_DISCONNECT, SYS_INT_ENABLE, and 
SYS_INT_DISABLE allow the driver to be customized for BSPs that use special versions of 
these routines. 


The macro SYS_INT_CONNECT is used to connect the interrupt handler to the appropriate 
vector. By default it is the routine intConnect(). 


The macro SYS_INT_DISCONNECT is used to disconnect the interrupt handler prior to 
unloading the module. By default this is a dummy routine that returns OK. 


The macro SYS_INT_ENABLE is used to enable the interrupt level for the end device. It is 
called once during initialization. It calls an external board level routine 
sysLan97xIntEnable( ). 


The macro SYS_INT_DISABLE is used to disable the interrupt level for the end device. It is 
called during stop. It calls an external board level routine sysLan97xIntDisable( ). 


The macro SYS_ENET_ADDR_GET is used get the ethernet hardware of the chip. This 
macro calls an external board level routine namely sysLan97xEnetAddrGet( ) to get the 
ethernet address. 
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SYSTEM RESOURCE USAGE 


INCLUDES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


BOARD LAYOUT 


When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— 13288 bytes in text for a 180486 target 

— 64 bytes in the initialized data section (data) 
— 0 bytes in the uninitialized data section (BSS) 


The driver allocates clusters of size 1520 bytes for receive frames and and transmit frames. 
end.h endLib.h etherMultiLib.h 1n97xEnd.h 


muxLib, endLib, netBufLibWriting and Enhanced Network Driver Advanced Micro Devices 
PCnet-PCI Ethernet Controller for PCI. 


In7990End 


1n7990End — END style AMD 7990 LANCE Ethernet network interface driver 


In7990EndLoad( ) — initialize the driver and device 
In7990InitParse( ) — parse the initialization string 
In7990InitMem( ) — initialize memory for Lance chip 


This module implements the Advanced Micro Devices Am7990 LANCE Ethernet network 
interface driver. The driver can be configured to support big-endian or little-endian 
architectures, and it contains error recovery code to handle known device errata related to 
DMA activity. 


This driver is designed to be moderately generic. Thus, it operates unmodified across the 
range of architectures and targets supported by VxWorks. To achieve this, the driver load 
routine requires an input string consisting of several target-specific values. The driver 

also requires some external support routines. These target-specific values and the external 
support routines are described below. If any of the assumptions stated below are not true 
for your particular hardware, this driver might not function correctly with that hardware. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


The only external interface is the In7990EndLoad() routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:CSR_reg_addr:RAP_reg_addr:int_vector:int_level:shmem_addr:shmem_size:shmem_width:of 
fset:csr3B 
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The [n7990EndLoad( ) function uses strtok() to parse the string. 


TARGET-SPECIFIC PARAMETERS 


unit 
A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


CSR_register_addr 
Tells the driver where to find the CSR register. 


RAP_register_addr 
Tells the driver where to find the RAP register. 


int_vector 
Configures the LANCE device to generate hardware interrupts for various events 
within the device. Thus, it contains an interrupt handler routine. The driver calls 
sysIntConnect( ) to connect its interrupt handler to the interrupt vector generated as a 
result of the LANCE interrupt. 


int_level 
This parameter is passed to an external support routine, sysLanIntEnable( ), which is 
described below in "External Support Requirements." This routine is called during as 
part of driver’s initialization. It handles any board-specific operations required to 
allow the servicing of a LANCE interrupt on targets that use additional interrupt 
controller devices to help organize and service the various interrupt sources. This 
parameter makes it possible for this driver to avoid all board-specific knowledge of 
such devices. 


shmem_addr 
The LANCE device is a DMA type of device and typically shares access to some 
region of memory with the CPU. This driver is designed for systems that directly 
share memory between the CPU and the LANCE. It assumes that this shared 
memory is directly available to it without any arbitration or timing concerns. 


This parameter can be used to specify an explicit memory region for use by the 
LANCE. This should be done on hardware that restricts the LANCE to a particular 
memory region. The constant NONE can be used to indicate that there are no 
memory limitations, in which case, the driver attempts to allocate the shared memory 
from the system space. 


shmem_size 
Use this parameter to explicitly limit the amount of shared memory (bytes) that this 
driver uses. Use "NONE" to indicate that there is no specific size limitation. This 
parameter is used only if a specific memory region is provided to the driver. 


shmem_width 
Some target hardware that restricts the shared memory region to a specific location 
also restricts the access width to this region by the CPU. On such targets, performing 
an access of an invalid width causes a bus error. Use this parameter to specify the 
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number of bytes on which data must be aligned if it is to be used by the driver during 
access to the shared memory. Use "NONE" to indicate that there are no restrictions. 
The support for this mechanism is not robust. Thus, its current implementation might 
not work on all targets requiring these restrictions. 


offset 


Specifies the memory alignment offset. 


csr3B 
Specifies the value that is placed into LANCE control register #3. This value 
determines the bus mode of the device and thus allows the support of big-endian and 
little-endian architectures. The default value supports Motorola-type buses. 
Normally this value is 0x4. For SPARC CPUs, it is normally set to 0x7 to add the 
ACON and BCON control bits. For more information on this register and the bus 
mode of the LANCE controller, see Advanced Micro Devices Local Area Network 
Controller Am7990 (LANCE). 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 

SYS_OUT_SHORT (pDrvCtrl, reg, data) 
SYS_IN_SHORT (pDrvCtrl, reg, pData) 


There are default values in the source code for these macros. They presume 
memory-mapped accesses to the device registers and the normal intConnect(), and 
intEnable() BSP functions. The first argument to each is the device controller structure. 
Thus, each has access back to all the device-specific information. Having the pointer in 
the macro facilitates the addition of new features to this driver. 


SYSTEM RESOURCE USAGE 
When implemented, this driver requires the following system resources: 


— one interrupt vector 
— 68 bytes in the initialized data section (data) 
— 0 bytes of bss 


The above data and BSS requirements are for the MC68020 architecture and can vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


If the driver is not given a specific region of memory using the In7990EndLoad( ) routine, 
then it calls cacheDmaMalloc() to allocate the memory to be shared with the LANCE. 
The size requested is 80,542 bytes. If a memory region is provided to the driver, the size 
of this region is adjustable to suit user needs. 
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DESCRIPTION 


EXAMPLE 


INCLUDE FILE 


SEE ALSO 


7. Libraries 
loadLib 


The LANCE can only be operated if the shared memory region is write-coherent with the 
data cache. The driver cannot maintain cache coherency for data that is written by the 
driver. That is because members within the shared structures are asynchronously 
modified by both the driver and the device, and these members might share the same 
cache line. 


muxLib, Advanced Micro Devices Local Area Network Controller Am7990 (LANCE) 


loadLib 


loadLib — object module loader 


loadModule( ) — load an object module into memory 
loadModuleAt( ) - load an object module into memory 


This library provides a generic object module loading facility. Any supported format files 
may be loaded into memory, relocated properly, their external references resolved, and 
their external definitions added to the system symbol table for use by other modules and 
from the shell. Modules may be loaded from any I/O stream which allows repositioning 
of the pointer. This includes netDryv, nfs, or local file devices. It does not include sockets. 


£dX = open ("/devX/objFile", O_RDONLY) ; 
loadModule (£dX, LOAD_ALL_ SYMBOLS) ; 
close (fdX); 


This code fragment would load the object file "objFile" located on device "/devX/" into 
memory which would be allocated from the system memory pool. All external and static 
definitions from the file would be added to the system symbol table. 


This could also have been accomplished from the shell, by typing: 


-> ld (1) </devX/objFile 
loadLib.h 


usrLib, symLib, memLib, VxWorks Programmer's Guide: Basic OS 
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loginLib 


loginLib — user login/password subroutine library 


loginInit( ) — initialize the login table 

loginUserAdd() — add a user to the login table 

loginUserDelete( ) — delete a user entry from the login table 
loginUserVerify() — verify a user name and password in the login table 
loginUserShow() — display the user login table 

loginPrompt() — display a login prompt and validate a user entry 
loginStringSet() — change the login string 

loginEncryptInstall() — install an encryption routine 
loginDefaultEncrypt( ) — default password encryption routine 


This library provides a login/password facility for network access to the VxWorks shell. 
When installed, it requires a user name and password match to gain access to the 
VxWorks shell from rlogin or telnet. Therefore VxWorks can be used in secure 
environments where access must be restricted. 


Routines are provided to prompt for the user name and password, and verify the 
response by looking up the name/password pair in a login user table. This table contains 
a list of user names and encrypted passwords that will be allowed to log in to the 
VxWorks shell remotely. Routines are provided to add, delete, and access the login user 
table. The list of user names can be displayed with loginUserShow( ). 


The login security feature is initialized by the root task, usrRoot( ), in usrConfig.c, if the 
configuration macro INCLUDE_SECURITY is defined. Defining this macro also adds a 
single default user to the login table. The default user and password are defined as 
LOGIN_USER_NAME and LOGIN_PASSWORD. These can be set to any desired name and 
password. More users can be added by making additional calls to loginUserAdd(). If 
INCLUDE_SECURITY is not defined, access to VxWorks will not be restricted and secure. 


The name/password pairs are added to the table by calling loginUserAdd(), which takes 
the name and an encrypted password as arguments. The VxWorks host tool vxencrypt is 
used to generate the encrypted form of a password. For example, to add a user name of 
"fred" and password of "flintstone", first run vxencrypt on the host to find the encryption 
of "flintstone" as follows: 


% vxencrypt 
please enter password: flintstone 
encrypted password is ScebRezb9c 


Then invoke the routine loginUserAdd() in VxWorks: 
loginUserAdd ("fred", "ScebRezb9c") ; 


This can be done from the shell, a start-up script, or application code. 
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logLib 


When the login security facility is installed, every attempt to rlogin or telnet to the 
VxWorks shell will first prompt for a user name and password. 


% rlogin target 
VxWorks login: fred 
Password: flintstone 
=> 


The delay in prompting between unsuccessful logins is increased linearly with the 
number of attempts, in order to slow down password-guessing programs. 


ENCRYPTION ALGORITHM 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


This library provides a simple default encryption routine, loginDefaultEncrypt(). This 
algorithm requires that passwords be at least 8 characters and no more than 40 characters. 


The routine loginEncryptinstall() allows a user-specified encryption function to be used 
instead of the default. 


loginLib.h 


shellLib, vxencrypt, VxWorks Programmer's Guide: Shell 


logLib 


logLib — message logging library 


logInit() — initialize message logging library 
logMsg() — log a formatted error message 
logFdSet() — set the primary logging file descriptor 
logFdAdd() — add a logging file descriptor 
logFdDelete( ) — delete a logging file descriptor 
logTask() — message-logging support task 


This library handles message logging. It is usually used to display error messages on the 
system console, but such messages can also be sent to a disk file or printer. 


The routines logMsg() and logTask() are the basic components of the logging system. 
The logMsg() routine has the same calling sequence as printf(), but instead of formatting 
and outputting the message directly, it sends the format string and arguments to a 
message queue. The task logTask() waits for messages on this message queue. It formats 
each message according to the format string and arguments in the message, prepends the 
ID of the sender, and writes it on one or more file descriptors that have been specified as 
logging output streams (by logInit() or subsequently set by logFdSet() or logFdAdd()). 
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USE IN INTERRUPT SERVICE ROUTINES 
Because logMsg( ) does not directly cause output to I/O devices, but instead simply writes 
to a message queue, it can be called from an interrupt service routine as well as from 
tasks. Normal I/O, such as printf() output to a serial port, cannot be done from an 
interrupt service routine. 


DEFERRED LOGGING 
Print formatting is performed within the context of logTask(), rather than the context of 
the task calling logMsg(). Since formatting can require considerable stack space, this can 
reduce stack sizes for tasks that only need to do I/O for error output. 


However, this also means that the arguments to logMsg() are not interpreted at the time 
of the call to logMsg(), but rather are interpreted at some later time by logTask(). This 
means that the arguments to logMsg() should not be pointers to volatile entities. For 
example, pointers to dynamic or changing strings and buffers should not be passed as 
arguments to be formatted. Thus the following would not give the desired results: 


doLog (which) 


{ 
char string [100]; 
strcepy (string, which ? "hello" : "goodbye") ; 


logMsg (string) ; 
} 
By the time logTask() formats the message, the stack frame of the caller may no longer 


exist and the pointer string may no longer be valid. On the other hand, the following is 
correct since the string pointer passed to the logTask() always points to a static string: 


doLog (which) 
{ 


char *string; 
string = which ? "hello" : "goodbye"; 


logMsg (string) ; 
} 


INITIALIZATION To initialize the message logging facilities, the routine logInit() must be called before 
calling any other routine in this module. This is done by the root task, usrRoot(), in 
usrConfig.c. 


INCLUDE FILES logLib.h 


SEE ALSO msgQLib, VxWorks Programmer’s Guide: I/O System 
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IptDrv 


IptDrv — parallel chip device driver for the IBM-PC LPT 


lptDro() — initialize the LPT driver 
IptDevCreate() — create a device for an LPT port 
lptShow() - show LPT statistics 


This is the driver for the LPT used on the IBM-PC. If INCLUDE_LPT is defined, the driver 
initializes the LPT on the PC. 


USER-CALLABLE ROUTINES 


IOCTL FUNCTIONS 


SEE ALSO 


Most of the routines in this driver are accessible only through the I/O system. However, 
two routines must be called directly: IptDrv() to initialize the driver, and [ptDevCreate( ) 
to create devices. 


There are one other callable routines: [ptShow() to show statistics. The argument to 
lptShow() is a channel number, 0 to 2. 


Before the driver can be used, it must be initialized by calling IptDrv(). This routine 
should be called exactly once, before any reads, writes, or calls to lptDevCreate( ). 
Normally, it is called from usrRoot() in usrConfig.c. The first argument to lptDrv() is a 
number of channels, 0 to 2. The second argument is a pointer to the resource table. 
Definitions of members of the resource table structure are: 


int ioBase; /* IO base address */ 

int intVector; /* interrupt vector */ 

int intLevel; /* interrupt level */ 

BOOL autofeed; /* TRUE if enable autofeed */ 
int busyWait; /* loop count for BUSY wait */ 
int strobeWait; /* loop count for STROBE wait */ 
int retryCnt; /* retry count */ 

int timeout; /* timeout second for syncSem */ 


This driver responds to two functions: LPT_SETCONTROL and LPT_GETSTATUS. The 
argument for LPT_.SETCONTROL is a value of the control register. The argument for 
LPT_GETSTATUS is a integer pointer where a value of the status register is stored. 


VxWorks Programmer's Guide: I/O System 
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IstLib 


IstLib — doubly linked list subroutine library 


IstInit() — initialize a list descriptor 

IstAdd() — add a node to the end of a list 

IstConcat() — concatenate two lists 

lstCount() — report the number of nodes in a list 
lstDelete() — delete a specified node from a list 
IstExtract() — extract a sublist from a list 

IstFirst() — find first node in list 

IstGet() — delete and return the first node from a list 
IstInsert() — insert a node in a list after a specified node 
IstLast() — find the last node in a list 

IstNext() — find the next node in a list 

IstNth() — find the Nth node in a list 

IstPrevious() — find the previous node in a list 

lst NStep() — find a list node nStep steps away from a specified node 
IstFind() — find a node ina list 

IstFree() — free up a list 


This subroutine library supports the creation and maintenance of a doubly linked list. 

The user supplies a list descriptor (type LIST) that will contain pointers to the first and last 
nodes in the list, and a count of the number of nodes in the list. The nodes in the list can 
be any user-defined structure, but they must reserve space for two pointers as their first 
elements. Both the forward and backward chains are terminated with a NULL pointer. 


The linked-list library simply manipulates the linked-list data structures; no kernel 
functions are invoked. In particular, linked lists by themselves provide no task 
synchronization or mutual exclusion. If multiple tasks will access a single linked list, that 
list must be guarded with some mutual-exclusion mechanism (e.g., a mutual-exclusion 
semaphore). 


me NON-EMPT 
Descriptor Node1 Node2 fe) Y LIST 
head = next onrextt 
tail 
count = 2 


NULL 
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m2IicmpLib 


List 
Descriptor 


head 


tail 


count = 0 


NULL NULL 


IstLib.h 


m2IcmpLib 


m2IcmpLib — MIB-II ICMP-group API for SNMP Agents 


m2IcmpInit( ) — initialize MIB-II ICMP-group access 
m2IcmpGroupInfoGet( ) — get the MIB-II ICMP-group global variables 
m2IcmpDelete( ) — delete all resources used to access the ICMP group 


This library provides MIB-II services for the ICMP group. It provides routines to initialize 
the group, and to access the group scalar variables. For a broader description of MIB-II 
services, see the manual entry for m2Lib. 


USING THIS LIBRARY 


INCLUDE FILES 


SEE ALSO 


This library can be initialized and deleted by calling the routines m2IcmpInit() and 
m2IcmpDelete() respectively, if only the ICMP group’s services are needed. If full MIB-II 
support is used, this group and all other groups can be initialized and deleted by calling 
m2Init() and m2Delete( ). 


The group scalar variables are accessed by calling m2IcmpGroupInfoGet( ) as follows: 
M2_ICMP icmpVars; 
if (m2IcmpGroupInfoGet (&icmpVars) == OK) 
/* values in icmpVars are valid */ 


m2Lib.h 


m2IcmpLib, m2Lib, m2IfLib, m2IpLib, m2TcpLib, m2SysLib 
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m2IfLib 


m2IfLib — MIB-II interface-group API for SNMP agents 


m2IfInit() — initialize MIB-II interface-group routines 

m2IfGroupInfoGet( ) — get the MIB-II interface-group scalar variables 
m2IfTblEntryGet() — get a MIB-II interface-group table entry 
m2IfTblEntrySet( ) — set the state of a MIB-II interface entry to UP or DOWN 
m2IfDelete( ) — delete all resources used to access the interface group 


This library provides MIB-II services for the interface group. It provides routines to 
initialize the group, access the group scalar variables, read the table interfaces and change 
the state of the interfaces. For a broader description of MIB-II services, see the manual 
entry for m2Lib. 


USING THIS LIBRARY 


This library can be initialized and deleted by calling m2IfInit() and m2IfDelete() 
respectively, if only the interface group’s services are needed. If full MIB-II support is 
used, this group and all other groups can be initialized and deleted by calling m2Init() 
and m2Delete(). 


The interface group supports the Simple Network Management Protocol (SNMP) concept 
of traps, as specified by RFC 1215. The traps supported by this group are "link up" and 
"link down." This library enables an application to register a hook routine and an 
argument. This hook routine can be called by the library when a "link up" or "link down" 
condition is detected. The hook routine must have the following prototype: 


void TrapGenerator (int trapType, /* M2_LINK_DOWN_TRAP or M2_LINK_UP_TRAP */ 
int interfaceIndex, 
void * myPrivateArg) ; 


The trap routine and argument can be specified at initialization time as input parameters 
to the routine m2I[fInit() or to the routine m2Init(). 


The interface-group global variables can be accessed as follows: 


M2_INTERFACE ifVars; 
if (m2IfGroupInfoGet (&ifVars) == OK) 
/* values in ifVars are valid */ 


An interface table entry can be retrieved as follows: 


M2_INTERFACETBL interfaceEntry; 
/* Specify zero as the index to get the first entry in the table */ 
interfaceEntry.ifIndex = 2; /* Get interface with index 2 */ 
if (m2IfTblEntryGet (M2_EXACT_VALUE, &interfaceEntry) == OK) 

/* values in interfaceEntry are valid */ 
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m2lIpLib 
An interface entry operational state can be changed as follows: 

M2_INTERFACETBL ifEntryToSet; 

ifEntryToSet .ifIndex = 2; /* Select interface with index 2 */ 
/* MIB-II value to set the interface */ 
/* to the down state. */ 

ifEntryToSet .ifAdminStatus = M2_ifAdminStatus_down; 

if (m2IfTblEntrySet (&ifEntryToSet) == OK) 


/* Interface is now in the down state */ 
m2Lib.h 


m2Lib, m2SysLib, m2IpLib, m2IcmpLib, m2UdpLib, m2TcpLib 


m2IpLib 


m2IpLib — MIB-II IP-group API for SNMP agents 


m2IpInit( ) — initialize MIB-II IP-group access 

m2IpGroupInfoGet( ) — get the MIB-II IP-group scalar variables 
m2IpGroupInfoSet( ) — set MIB-II IP-group variables to new values 
m2IpAddrTblEntryGet( ) — get an IP MIB-II address entry 
m2IpAtransTblEntryGet( ) — get a MIB-II ARP table entry 
m2IpAtransTblEntrySet( ) — add, modify, or delete a MIB-II ARP entry 
m2IpRouteTblEntryGet( ) — get a MIB-2 routing table entry 
m2IpRouteTblEntrySet() — set a MIB-II routing table entry 
m2IpDelete( ) — delete all resources used to access the IP group 


This library provides MIB-II services for the IP group. It provides routines to initialize the 


group, access the group scalar variables, read the table IP address, route and ARP table. 
The route and ARP table can also be modified. For a broader description of MIB-II 
services, see the manual entry for m2Lib. 


USING THIS LIBRARY 


To use this library, the MIB-II interface group must also be initialized; see the manual 
entry for m2IfLib. This library (m2IpLib) can be initialized and deleted by calling 
m2IpInit() and m2IpDelete( ) respectively, if only the IP group’s services are needed. If 
full MIB-II support is used, this group and all other groups can be initialized and deleted 
by calling m2Init() and m2Delete( ). 


The following example demonstrates how to access and change IP scalar variables: 


M2_IP ipVars; 
int varToSet; 
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if 


/* 
if 


/* 


(m2IpGroupInfoGet (&ipVars) == OK) 

/* values in ipVars are valid */ 
if IP is forwarding packets (MIB-II value is 1) turn it off */ 
(ipVars.ipForwarding == M2_ipForwarding_forwarding) 

{ 

/* Not forwarding (MIB-II value is 2) */ 

ipVars.ipForwarding = M2_ipForwarding_not_forwarding; 
varToSet |= M2_IPFORWARDING; 

} 


change the IP default time to live parameter */ 


ipVars.ipDefaultTTL = 55; 


if 


(m2IpGroupInfoSet (varToSet, &ipVars) == OK) 
/* values in ipVars are valid */ 


The IP address table is a read-only table. Entries to this table can be retrieved as follows: 


M2_IPADDRTBL ipAddrEntry; 


/* 


Specify the index as zero to get the first entry in the table */ 


ipAddrEntry.ipAdEntAddr = 0; /* Local IP address in host byte order */ 


/* 
if 


/* 
if 


get the first entry in the table */ 

((m2IpAddrTblEntryGet (M2_NEXT_VALUE, &ipAddrEntry) == OK) 
/* values in ipAddrEntry in the first entry are valid */ 

Process first entry in the table */ 


For the next call, increment the index returned in the previous call. 
The increment is to the next possible lexicographic entry; for 
example, if the returned index was 147.11.46.8 the index passed in the 
next invocation should be 147.11.46.9. If an entry in the table 
matches the specified index, then that entry is returned. 

Otherwise the closest entry following it, in lexicographic order, 

is returned. 


get the second entry in the table */ 
((m2IpAddrTblEntryGet (M2_NEXT_VALUE, &ipAddrEntryEntry) == OK) 
/* values in ipAddrEntry in the second entry are valid */ 


The IP Address Translation Table (ARP table) includes the functionality of the AT group 
plus additional functionality. The AT group is supported through this MIB-II table. 
Entries in this table can be added and deleted. An entry is deleted (with a set operation) 
by setting the ipNetToMediaType field to the MIB-II "invalid" value (2). The following 
example shows how to delete an entry: 


M2_IPATRANSTBL atEntry; 
/* Specify the index for the connection to be deleted in the table */ 
atEntry .ipNet ToMediaIfIndex =l /* interface index */ 
/* destination IP address in host byte order */ 


atEntry.ipNetToMediaNetAddress = 0x930b2e08; 
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atEntry.ipNetToMediaType = M2_ipNetToMediaType_invalid; 
/* set the entry in the table */ 
if ((m2IpAtransTblEntrySet (&atEntry) == OK) 


/* Entry deleted successfully */ 


The IP route table allows for entries to be read, deleted, and modified. This example 
demonstrates how an existing route is deleted: 


M2_IPROUTETBL routeEntry; 
/* Specify the index for the connection to be deleted in the table */ 
/* destination IP address in host byte order */ 


routeEntry.ipRouteDest = 0x930b2e08; 
/* mark entry as invalid */ 
routeEntry .ipRouteType = M2_ipRouteType_invalid; 
/* set the entry in the table */ 
if ((m2IpRouteTblEntrySet (M2_IP_ROUTE_TYPE, &routeEntry) == OK) 


/* Entry deleted successfully */ 
m2Lib.h 


m2Lib, m2SysLib, m2IfLib, m2IcmpLib, m2UdpLib, m2TcpLib 


m2Lib 


m2Lib — MIB-II API library for SNMP agents 


m2Init() — initialize the SNMP MIB-2 library 
m2Delete( ) — delete all the MIB-II library groups 


This library provides Management Information Base (MIB-II, defined in RFC 1213) 
services for applications wishing to have access to MIB parameters. 


There are no specific provisions for MIB-I: all services are provided at the MIB-II level. 
Applications that use this library for MIB-I must hide the MIB-II extensions from higher 
level protocols. The library accesses all the MIB-II parameters, and presents them to the 
application in data structures based on the MIB-II specifications. 


The routines provided by the VxWorks MIB-II library are separated into groups that 
follow the MIB-II definition. Each supported group has its own interface library: 


m2SysLib 
systems group 


m2IfLib 
interface group 
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m2IpLib 
IP group (includes AT) 


m2IcmpLib 
ICMP group 


m2TcpLib 
TCP group 


m2UdpLib 
UDP group 


MIB-II retains the AT group for backward compatibility, but includes its functionality in 
the IP group. The EGP and SNMP groups are not supported by this interface. The 
variables in each group have been subdivided into two types: table entries and scalar 
variables. Each type has a pair of routines that get and set the variables. 


USING THIS LIBRARY 
There are four types of operations on each group: 


— initializing the group 

— getting variables and table entries 
— setting variables and table entries 
— deleting the group 


Only the groups that are to be used need be initialized. There is one exception: to use the 
IP group, the interface group must also be initialized. Applications that require MIB-II 
support from all groups can initialize all groups at once by calling the m2Init(). All 
MIB-II group services can be disabled by calling m2Delete(). Applications that need 
access only to a particular set of groups need only call the initialization routines of the 
desired groups. 


To read the scalar variables for each group, call one of the following routines: 


m2SysGroupInfoGet( ) 
m2IfGroupInfoGet( ) 
m2IpGroupInfoGet( ) 
m2IcmpGroupInfoGet() 
m2TcpGroupInfoGet() 
m2UdpGroupInfoGet( ) 


The input parameter to the routine is always a pointer to a structure specific to the 
associated group. The scalar group structures follow the naming convention 
"M2_groupname". The get routines fill in the input structure with the values of all the 
group variables. 


The scalar variables can also be set to a user supplied value. Not all groups permit setting 
variables, as specified by the MIB-II definition. The following group routines allow 
setting variables: 
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m2SysGroupInfoSet( ) 
m2IpGroupInfoSet() 


The input parameters to the variable-set routines are a bit field that specifies which 
variables to set, and a group structure. The structure is the same structure type used in 
the get operation. Applications need set only the structure fields corresponding to the bits 
that are set in the bit field. 


The MIB-II table routines read one entry at a time. Each MIB-II group that has tables has a 
get routine for each table. The following table-get routines are available: 


m2IfTblEntryGet() 
m2IpAddrTblEntryGet() 
m2IpAtransTblEntryGet() 
m2IpRouteTblEntryGet( ) 
m2TcpConnEntryGet( ) 
m2UdpTblEntryGet( ) 


The input parameters are a pointer to a table entry structure, and a flag value specifying 
one of two types of table search. Each table entry is a structure, where the struct type 
name follows this naming convention: "M2_GroupnameTablenameTBL". The MIB-II RFC 
specifies an index that identifies a table entry. Each get request must specify an index 
value. To retrieve the first entry in a table, set all the index fields of the table-entry 
structure to zero, and use the search parameter M2_NEXT_VALUE. To retrieve subsequent 
entries, pass the index returned from the previous invocation, incremented to the next 
possible lexicographical entry. The search field can only be set to the constants 
M2_NEXT_VALUE or M2_EXACT_VALUE: 


M2_NEXT_VALUE 
retrieves a table entry that is either identical to the index value specified as input, or is 
the closest entry following that value, in lexicographic order. 


M2_EXACT_VALUE 
retrieves a table entry that exactly matches the index specified in the input structure. 


Some MIB-II table entries can be added, modified and deleted. Routines to manipulate 
such entries are described in the manual pages for individual groups. 


All the IP network addresses that are exchanged with the MIB-II library must be in 
host-byte order; use ntohl() to convert addresses before calling these library routines. 


The following example shows how to initialize the MIB-II library for all groups. 


extern FUNCPTR myTrapGenerator; 
extern void * myTrapGeneratorArg; 
M2_OBJECTID mySysObjectId = { 8, {1,3,6,1,4,1,731,1} }; 
if (m2Init ("VxWorks 5.1.1 MIB-II library (sysDescr)", 
"support@wrs.com (sysContact)", 
"1010 Atlantic Avenue Alameda, California 94501 
(sysLocation) ", 
&mySysObjectId, 
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myTrapGenerator, 
myTrapGeneratorArg, 
0) == OK) 
/* MIB-II groups initialized successfully */ 


m2Lib.h 


m2IfLib, m2IpLib, m2IcmpLib, m2UdpLib, m2TcpLib, m2SysLib 


m2SysLib 


m2SysLib — MIB-II system-group API for SNMP agents 


m2SysInit() — initialize MIB-II system-group routines 
m2SysGroupInfoGet( ) — get system-group MIB-II variables 
m2SysGroupInfoSet( ) — set system-group MIB-II variables to new values 
m2SysDelete( ) — delete resources used to access the MIB-II system group 


This library provides MIB-II services for the system group. It provides routines to 
initialize the group and to access the group scalar variables. For a broader description of 
MIB-II services, see the manual entry for m2Lib. 


USING THIS LIBRARY 


This library can be initialized and deleted by calling m2SysInit() and m2SysDelete() 
respectively, if only the system group’s services are needed. If full MIB-II support is used, 
this group and all other groups can be initialized and deleted by calling m2Init() and 
m2Delete( ). 


The system group provides the option to set the system variables at the time m2Sysinit() 
is called. The MIB-II variables sysDescr and sysobjectIdare read-only, and can be set only 
by the system-group initialization routine. The variables sysContact, sysName and 
sysLocation can be set through m2SysGroupInfoSet() at any time. 


The following is an example of system group initialization: 


M2_OBJECTID mySysObjectId = { 8, {1,3,6,1,4,1,731,1} }; 
if (m2SysInit ("VxWorks MIB-II library ", 
"support@wrs.com", 
"1010 Atlantic Avenue Alameda, California 94501", 
&mySysObjectId) == OK) 
/* System group initialized successfully */ 


The system group variables can be accessed as follows: 


M2_SYSTEM sysVars; 
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if (m2SysGroupInfoGet (&sysVars) == OK) 
/* values in sysVars are valid */ 


The system group variables can be set as follows: 


M2_SYSTEM sysVars; 
unsigned int varToSet; /* bit field of variables to set */ 
/* Set the new system Name */ 
strcepy (m2SysVars.sysName, "New System Name") ; 
varToSet |= M2SYSNAME; 
/* Set the new contact name */ 
strcpy (m2SysVars.sysContact, "New Contact") ; 
varToSet |= M2SYSCONTACT; 
if (m2SysGroupInfoGet (varToSet, &sysVars) == OK) 
/* values in sysVars set */ 


m2Lib.h 


m2Lib, m2IfLib, m2IpLib, m2IcmpLib, m2UdpLib, m2TcpLib 


m2TcpLib 


m2TcpLib — MIB-II TCP-group API for SNMP agents 


m2TcpInit( ) — initialize MIB-II TCP-group access 
m2TcpGroupInfoGet( ) — get MIB-II TCP-group scalar variables 
m2TcpConnEntryGet( ) — get a MIB-II TCP connection table entry 
m2TcpConnEntrySet( ) — set a TCP connection to the closed state 
m2TcpDelete( ) — delete all resources used to access the TCP group 


This library provides MIB-II services for the TCP group. It provides routines to initialize 
the group, access the group global variables, read the table of TCP connections, and 
change the state of a TCP connection. For a broader description of MIB-II services, see the 
manual entry for m2Lib. 


USING THIS LIBRARY 


This library can be initialized and deleted by calling m2TcpInit() and m2TcpDelete( ) 
respectively, if only the TCP group’s services are needed. If full MIB-II support is used, 
this group and all other groups can be initialized and deleted by calling m2Init() and 
m2Delete( ). 


The group global variables are accessed by calling m2TcpGroupInfoGet( ) as follows: 


M2_TCP tcpVars; 
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if (m2TcpGroupInfoGet (&tcpVars) == OK) 
/* values in tcpVars are valid */ 


The TCP table of connections can be accessed in lexicographical order. The first entry in 
the table can be accessed by setting the table index to zero. Every other entry thereafter 
can be accessed by passing to m2TcpConnTblEntryGet( ) the index retrieved in the 
previous invocation incremented to the next lexicographical value by giving 
M2_NEXT_VALUE as the search parameter. For example: 


M2_TCPCONNTBL tcpEntry; 

/* Specify a zero index to get the first entry in the table */ 
tcpEntry.tcpConnLocalAddress = 0; /* Local IP addr in host byte order */ 
tcpEntry.tcpConnLocalPort = 0; /* Local TCP port */ 
tcpEntry .tcpConnRemAddress = 0; /* remote IP address */ 
tcpEntry.tcpConnRemPort = 0; /* remote TCP port in host byte order */ 

/* get the first entry in the table */ 

if ((m2TcpConnTblEntryGet (M2_NEXT_VALUE, &tcpEntry) == OK) 
/* values in tcpEntry in the first entry are valid */ 

/* process first entry in the table */ 


/* 
* For the next call, increment the index returned in the previous call. 
* The increment is to the next possible lexicographic entry; for 
* example, if the returned index was 147.11.46.8.2000.147.11.46.158.1000 
* the index passed in the next invocation should be 
* 147.11.46.8.2000.147.11.46.158.1001. If an entry in the table 
* matches the specified index, then that entry is returned. 
* Otherwise the closest entry following it, in lexicographic order, 
* is returned. 
*/ 

/* get the second entry in the table */ 

if ((m2TcpConnTblEntryGet (M2_NEXT_VALUE, &tcpEntry) == OK) 


/* values in tcpEntry in the second entry are valid */ 


The TCP table of connections allows only for a connection to be deleted as specified in the 
MIB-II. For example: 


M2_TCPCONNTBL tcpEntry; 

/* Fill in the index for the connection to be deleted in the table */ 
/* Local IP address in host byte order, and local port number */ 
tcpEntry.tcpConnLocalAddress = 0x930b2e08; 


tcpEntry.tcpConnLocalPort = 3000; 

/* Remote IP address in host byte order, and remote port number */ 
tcpEntry .tcpConnRemAddress = 0x930b2e9e; 

tcpEntry.tcpConnRemPort = 3000; 

tcpEntry.tcpConnState = 12; /* MIB-II state value for delete */ 
/* set the entry in the table */ 

if ((m2TcpConnTblEntrySet (&tcpEntry) == OK) 


/* tcpEntry deleted successfuly */ 
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m2Lib, m2IfLib, m2IpLib, m2IcmpLib, m2UdpLib, m2SysLib 


m2UdpLib 


m2UdpLib — MIB-II UDP-group API for SNMP agents 


m2UdpInit( ) — initialize MIB-IT UDP-group access 

m2UdpGroupInfoGet( ) — get MIB-II UDP-group scalar variables 
m2UdpTblEntryGet( ) — get a UDP MIB-II entry from the UDP list of listeners 
m2UdpDelete( ) — delete all resources used to access the UDP group 


This library provides MIB-II services for the UDP group. It provides routines to initialize 
the group, access the group scalar variables, and read the table of UDP listeners. For a 
broader description of MIB-II services, see the manual entry for m2Lib. 


USING THIS LIBRARY 


This library can be initialized and deleted by calling m2UdpInit() and m2UdpDelete( ) 
respectively, if only the UDP group’s services are needed. If full MIB-II support is used, 
this group and all other groups can be initialized and deleted by calling m2Init() and 
m2Delete( ). 


The group scalar variables are accessed by calling m2UdpGroupInfoGet( ) as follows: 


M2_UDP udpVars; 
if (m2UdpGroupInfoGet (&udpVars) == OK) 
/* values in udpVars are valid */ 


The UDP table of listeners can be accessed in lexicographical order. The first entry in the 
table can be accessed by setting the table index to zero in a call to m2UdpTblEntryGet( ). 
Every other entry thereafter can be accessed by incrementing the index returned from the 
previous invocation to the next possible lexicographical index, and repeatedly calling 
m2UdpTblEntryGet() with the M2_NEXT_VALUE constant as the search parameter. For 
example: 


M2_UDPTBL udpEntry; 
/* Specify zero index to get the first entry in the table */ 


udpEntry.udpLocalAddress = 0; /* local IP addr in host byte order */ 
udpEntry .udpLocalPort = 0; /* local port Number */ 
/* get the first entry in the table */ 

if ((m2UdpTblEntryGet (M2_NEXT_VALUE, &udpEntry) == OK) 


/* values in udpEntry in the first entry are valid */ 
/* process first entry in the table */ 
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* For the next call, increment the index returned in the previous call. 
* The increment is to the next possible lexicographic entry; for 

* example, if returned index was 0.0.0.0.3000 the index passed in the 
* next invocation should be 0.0.0.0.3001. If an entry in the table 

* matches the specified index, then that entry is returned. 

* Otherwise the closest entry following it, in lexicographic order, 

* is returned. 


*/ 
/* get the second entry in the table */ 
if ((m2UdpTblEntryGet (M2_NEXT_VALUE, &udpEntry) == OK) 


/* values in udpEntry in the second entry are valid */ 
m2Lib.h 


m2Lib, m2IfLib, m2IpLib, m2IcmpLib, m2TcpLib, m2SysLib 


m68302Sio 


m68302Sio — Motorola MC68302 bimodal tty driver 


m68302SioInit( ) — initialize a M68302_CP 
m68302SioInit2() — initialize a M68302_CP (part 2) 


This is the driver for the internal communications processor (CP) of the Motorola 
MC68302. 


USER-CALLABLE ROUTINES 


Most of the routines in this driver are accessible only through the I/O system. Before the 
driver can be used, it must be initialized by calling the routines m68302SioInit() and 
m68302SioInit2(). Normally, they are called by sysSerialHwInit() and 
sysSerialHwlInit2() in sysSerial.c 


This driver uses 408 bytes of buffer space as follows: 


128 bytes for portA tx buffer 

128 bytes for portB tx buffer 

128 bytes for portC tx buffer 
8 bytes for portA rx buffers (8 buffers, 1 byte each) 
8 bytes for portB rx buffers (8 buffers, 1 byte each) 
8 bytes for portC rx buffers (8 buffers, 1 byte each) 
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The buffer pointer in the m68302cp structure points to the buffer area, which is usually 
specified as IMP_BASE_ADDR. 


This driver responds to the same ioctI() codes as a normal tty driver; for more 
information, see the manual entry for tyLib. The available baud rates are 300, 600, 1200, 
2400, 4800, 9600 and 19200. 

drv/sio/m68302Sio.h sioLib.h 


ttyDrv, tyLib 


m68332Sio 


m68332Sio — Motorola MC68332 tty driver 


m68332DevInit( ) — initialize the SCC 
m68332Int() — handle an SCC interrupt 


This is the driver for the Motorola MC68332 on-chip UART. It has only one serial channel. 


A M68332_CHAN structure is used to describe the chip. The BSP’s sysHwInit() routine 
typically calls sysSerialHwInit( ), which initializes all the values in the M68332_CHAN 
structure (except the SIO_DRV_FUNCS) before calling m68332DevInit(). The BSP’s 
sysHwInit2() routine typically calls sysSerialHwInit2(), which connects the chips 
interrupt (m68332Int) via intConnect( ). 


drv/sio/m68332Sio.h 


m68360Sio 


m68360Sio — Motorola MC68360 SCC UART serial driver 


m68360DevInit( ) — initialize the SCC 
m68360Int( ) — handle an SCC interrupt 


This is the driver for the SCC’s in the internal Communications Processor (CP) of the 
Motorola MC68360. This driver only supports the SCC’s in asynchronous UART mode. 
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A m68360_CHAN structure is used to describe the chip. The BSP’s sysHwInit() routine 
typically calls sysSerialHwInit() which initializes all the values in the M68360_CHAN 
structure (except the SIO_DRV_FUNCS) before calling m68360DevInit( ). The BSP’s 
sysHwInit2() routine typically calls sysSerialHwInit2() which connects the chips 
interrupt (m68360Int) via intConnect( ). 


drv/sio/m68360Sio.h 


m68562Sio 


m68562Sio — MC68562 DUSCC serial driver 


m68562HrdInit( ) — initialize the DUSCC 

m68562RxTxErrInt( ) — handle a receiver/transmitter error interrupt 
m68562RxInt() — handle a receiver interrupt 

m68562TxInt() — handle a transmitter interrupt 


This is the driver for the MC68562 DUSCC serial chip. It uses the DUSCC in asynchronous 
mode only. 


A M68562_QUSART structure is used to describe the chip. This data structure contains 
M68562_CHAN structures which describe the chip’s serial channels. The BSP’s sysHwInit() 
routine typically calls sysSerialHwInit() which initializes all the values in the 
M68562_QUSART structure (except the SIO_DRV_FUNCS) before calling m68562HrdInit( ). 
The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2() which connects the 
chips interrupts (m68562RxTxErrInt, m68562RxInt, and m68562TxInt) via intConnect( ). 


This driver responds to the same ioctl() codes as a normal serial driver. See the file 
sioLib.h for more information. 


drv/sio/m68562Sio.h 
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m68681Sio 


m68681Sio — M68681 serial communications driver 


m68681DevInit( ) — intialize a M68681_DUART 

m68681DevInit2( ) — intialize a M68681_DUART, part 2 

m68681ImrSetClr( ) — set and clear bits in the DUART interrupt-mask register 
m68681Imr() — return the current contents of the DUART interrupt-mask register 
m68681AcrSetClr( ) — set and clear bits in the DUART auxiliary control register 
m68681Acr( ) — return the contents of the DUART auxiliary control register 
m68681OprSetClr( ) — set and clear bits in the DUART output port register 
m68681Opr( ) — return the current state of the DUART output port register 
m68681OpcerSetClr( ) — set and clear bits in the DUART output port configuration register 
m68681Opcr() — return the state of the DUART output port configuration register 
m68681Int() — handle all DUART interrupts in one vector 


This is the driver for the M68681 DUART. This device includes two universal 
asynchronous receiver /transmitters, a baud rate generator, and a counter/timer device. 
This driver module provides control of the two serial channels and the baud-rate 
generator. The counter timer is controlled by a separate driver, 
src/drv/timer/m68681Timer.c. 


A M68681_DUART structure is used to describe the chip. This data structure contains two 
M68681_CHAN structures which describe the chip’s two serial channels. The 
M68681_DUART structure is defined in m68681Sio.h. 


Only asynchronous serial operation is supported by this driver. The default serial settings 
are 8 data bits, 1 stop bit, no parity, 9600 baud, and software flow control. These default 
settings can be overridden on a channel-by-channel basis by setting the M68681_CHAN 
options and baudRatefields to the desired values before calling m68681DevInit(). See 
sioLib.hfor option values. The defaults for the module can be changed by redefining the 
macros M68681_DEFAULT_OPTIONS and M68681_DEFAULT_BAUD and recompiling this 
driver. 


This driver supports baud rates of 75, 110, 134.5, 150, 300, 600, 1200, 2000, 2400, 4800, 1800, 
9600, 19200, and 38400. 


The BSP’s sysHwInit() routine typically calls sysSerialHwInit() which initializes all the 
hardware addresses in the M68681_DUART structure before calling m68681DevInit(). This 
enables the chip to operate in polled mode, but not in interrupt mode. Calling 
m68681DevInit2() from the sysSerialHwInit2() routine allows interrupts to be enabled 
and interrupt-mode operation to be used. 


The following example shows the first part of the initialization thorugh calling 
m68681DevInit( ): 
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#include "drv/sio/m68681Sio.h" 
M68681_DUART myDuart; /* my device structure */ 
#define MY_VEC (71) /* use single vector, #71 */ 
sysSerialHwInit () 

{ 


/* initialize the register pointers for portA */ 


myDuart .portA.mr = M68681_MRA; 
myDuart .portA.sr = M68681_SRA; 
myDuart .portA.csr = M68681_CSRA; 
myDuart .portA.cr = M68681_CRA; 
myDuart .portA.rb = M68681_RHRA; 
myDuart .portA.tb = M68681_THRA; 


/* initialize the register pointers for portB */ 
myDuart .portB.mr = M68681_MRB; 


/* initialize the register pointers/data for main duart */ 


myDuart.ivr = MY_VEC; 
myDuart .ipcr = M68681_IPCR; 
myDuart .acr = M68681_ACR; 
myDuart.isr = M68681_ISR; 
myDuart .imr = M68681_IMR; 
myDuart.ip = M68681_IP; 
myDuart .opcr = M68681_OPCR; 
myDuart .sopbc = M68681_SOPBC; 
myDuart .ropbc = M68681_ROPBC; 
myDuart.ctroff = M68681_CTROFF; 
myDuart.ctron = M68681_CTRON; 
myDuart.ctlr = M68681_CTLR; 
myDuart.ctur = M68681_CTUR; 


m68681DevInit (&myDuart) ; 
} 


The BSP’s sysHwInit2() routine typically calls sysSerialHwlInit2() which connects the 
chips interrupts via intConnect() to the single interrupt handler m68681Int(). After the 
interrupt service routines are connected, the user then calls 168681DevInit2() to allow the 
driver to turn on interrupt enable bits, as shown in the following example: 


sysSerialHwInit2 () 
{ 


/* connect single vector for 68681 */ 
intConnect (INUM_TO_IVEC (MY_VEC), m68681Int, (int) &myDuart) ; 


/* allow interrupts to be enabled */ 


m68681DevInit2 (&myDuart) ; 
} 
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The CLOCAL hardware option presumes that OPO and OP1 output bits are wired to the 
CTS outputs for channel 0 and channel 1 respectively. If not wired correctly, then the user 
must not select the CLOCAL option. CLOCAL is not one of the default options for this 
reason. 


This driver does not manipulate the output port or its configuration register in any way. 
If the user selects the CLOCAL option, then the output port bit must be wired correctly or 
the hardware flow control will not function correctly. 


drv/sio/m68681Sio.h 


m68901Sio 


m68901Sio — MC68901 MFP tty driver 
m68901DevInit( ) — initialize a M68901_CHAN structure 


This is the SIO driver for the Motorola MC68901 Multi-Function Peripheral (MFP) chip. 


USER-CALLABLE ROUTINES 


IOCTL FUNCTIONS 


SEE ALSO 


NAME 


ROUTINES 


Most of the routines in this driver are accessible only through the I/O system. However, 
one routine must be called directly: m68901DevInit( ) initializes the driver. Normally, it 
is called by sysSerialHwInit() in sysSerial.c 


This driver responds to the same ioctl() codes as other tty drivers; for more information, 
see the manual entry for tyLib. 


tyLib 


masterloLib 


masterloLib — default IO routines for the SNMP master agent 


masterloInit() — create the IPC mechanism at the SNMP master agent 
snmpMonitorSpawn() —- spawn tMonQue to run snmp QueMonitor( ) 
masterIpcComp( ) — transmit a completion of transmission message 
masterIoWrite() — send the encoded buffer to the subagent 
masterIpcSend() — send a message to a subagent 

masterIpcRcv( ) — wait for a reply from the subagent 
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masterIpcAyt( ) — check the status of the IPC link 
masterIpcFree( ) — free the IPC resources allocated by the SNMP master agent 
masterQueCleanup( ) — free resources allocated for SNMP master agent 


This module implements the I/O routines used by the SNMP master agent. As shipped, 
the WindNet SNMP code uses message queues to communicate between the master agent 
and its subagents. The SNMP master agent also uses a message queue to handle 
communication between its two component tasks, tsnmpdand tMonQue. The tSnmpd 
task handles communication with the SNMP manager. The tMonQue task is a secondary 
task spawned from tSnmpd to receive messages from subagents. 


When tSnmpd spawns tMonQue, it assigns snmp QueMonitor() to manage the process. 
This function waits on the message queue that subagents use to send messages to the 
master agent. The snmpQueMonitor( ) function interprets messages on its queue using an 
SA_MESSAGE T structure, which is defined in ipcLib.h as: 


typedef struct SA_MESSAGE_S 
{ 


int msgType; 
MSG_Q_ID sald; 
EBUFFER_T mesg; 


} SA_MESSAGE_T; 


A switch internal to snmp QueMonitor() handles the message according to the value of 
the msgType member. 


If the message type is CALL_QUERY_HANDLER, the message is a response to a query from 
the master agent. The buffer referenced in the mesg is then transferred to the local 
message queue monitored by tSnmpd, which is waiting for a query response from a 
subagent. 


If the message type is CALL_REG_HANDLER, the message is either a registration request, a 
deregistration request, or some other control message (such as a trap). To respond to such 
requests, snmp QueMonitor( ) passes the buffer in mesg to snmpMasterHandlerWR(). 


If the message submitted to snmpMasterHandlerWR() is a registration request, it includes 
information on a set of leaves representing the objects that the subagent wants to add to 
the master agent’s MIB tree. If the message passes all checks, the objects are added to the 
master agent’s MIB tree and snmpMasterHandlerWR() returns success. All objects 
registered in one message become part of a group. They share the same IPC information, 
and, if the IPC link to their subagent is broken, they are deactivated as a group. 


If snmpMasterHandlerWR() returns a function value indicating success, it also returns a 
message for the subagent containing the group ID for the variables just added. The 

snmp QueMonitor( ) takes responsibility for forwarding this message to the subagent. The 
subagent uses the group ID contained in this message when it comes time to deregister, as 
well as when it must register instances of an already registered object. 


The returned function value of sampMasterHandlerWR() could indicate failure or an 
opcode. You might want to rewrite this code to do something different. For example, if the 
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subagent had sent a trap up to the master agent, the returned value of 

snmp MasterHandlerWR() would be SA_TRAP_REQUEST, and the vblist parameter would 
contain a varbind list from the subagent. In this case, you would want to modify 

snmp QueMonitor( ) to pass the trap on to the SNMP manager. 


MIB VARIABLES ADDED BY A SUBAGENT 
These MIB variables that the subagent adds to the master agent’s MIB tree look 
transparent to the SNMP manager that is in communication with the master agent. 
However, the method routines associated with these MIB variables in the master agent are 
not standard MIB routines. Instead, they are special routines that know how to queue 
test, get, and set work on the subagent that registered the MIB variables with the master 
agent. From the point of view of the PDU processing code, these special method routines 
look like any other method routines. However, when tSnmpd executes one of these 
routines, the special method routine actually passes the work on to a subagent while 
tSnmpd waits on a local message queue. 


Because the subagent does not know about this local message queue, its response to the 
master agent is somewhat indirect. The only master agent message queue known to the 
subagent is the message queue managed by tMonQue, so the subagent puts its response 
on that queue. When the snmp QueMonitor() function that t\MonQue runs to monitor the 
message queue sees that the message is a query response, it then transfers the message to 
the local queue upon which tSnmpd is awaiting a response. When tSnmpd sees the 
response, it parses it and merges the message into the PDU processing system. 


SERIAL VERSUS ASYNCHRONOUS SUBAGENT PROCESSING 
In the shipped implementation, communication between the master agent and its 
subagents is handled serially. For example, if the SNMP manager made a request 
concerning three MIB variables managed by three different subagents, the master agent 
would query each subagent in turn. After gathering all three responses, the master agent 
would then pack them up and ship the information back to the SNMP manager. 


With some modifications to the code, you could rewrite the SNMP master agent to query 
all three subagents simultaneously (see the description of the 

snmp MasterHandlerAsync( ) function defined in subagentLib.c). That is, the master 
agent would query all three subagents one after the other without waiting for a response 
after making each request. If the subagents reside on different targets (each with its own 
processor), this asynchronous query method of multiple subagents lets you take 
advantage of the capacity for parallel processing. 


However, if the subagents reside on different targets, you will also need to replace the 
code that implements the IPC mechanism used between the master agent and its 
subagents. In the shipped code, message queues serve as the IPC mechanism. To support 
agents that reside on different machines, you must replace this IPC mechanism with 
something such as sockets. To make this possible, the functions that implement the IPC 
mechanism are isolated to masterloLib.c and saloLib.c. These files ship as source code 
that you should feel free to edit as needed. 
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mathALib 


mathALib — C interface library to high-level math functions 


acos() — compute an arc cosine (ANSI) 

asin() — compute an arc sine (ANSI) 

atan() —- compute an arc tangent (ANSI) 

atan2() —- compute the arc tangent of y/x (ANSI) 

cbrt() — compute a cube root 

ceil() — compute the smallest integer greater than or equal to a specified value (ANSI) 
cos() — compute a cosine (ANSI) 

cosh() — compute a hyperbolic cosine (ANSI) 

exp() — compute an exponential value (ANSI) 

fabs() —- compute an absolute value (ANSI) 

floor() - compute the largest integer less than or equal to a specified value (ANSI) 
fmod() - compute the remainder of x/y (ANSI) 

infinity() — return a very large double 

irint() — convert a double-precision value to an integer 

iround() —- round a number to the nearest integer 

log() — compute a natural logarithm (ANSI) 

log10( ) — compute a base-10 logarithm (ANSI) 

log2() — compute a base-2 logarithm 

pow() — compute the value of a number raised to a specified power (ANSI) 
round() — round a number to the nearest integer 

sin() — compute a sine (ANSI) 

sincos( ) — compute both a sine and cosine 

sinh() — compute a hyperbolic sine (ANSI) 

sqrt() — compute a non-negative square root (ANSI) 

tan() — compute a tangent (ANSI) 

tanh() - compute a hyperbolic tangent (ANSI) 

trunc() — truncate to integer 

acosf( ) — compute an arc cosine (ANSI) 

asinf() — compute an arc sine (ANSI) 

atanf() — compute an arc tangent (ANSI) 

atan2f() —- compute the arc tangent of y/x (ANSI) 

cbrtf() — compute a cube root 

ceilf() — compute the smallest integer greater than or equal to a specified value (ANSI) 
cosf() — compute a cosine (ANSI) 

coshf() - compute a hyperbolic cosine (ANSI) 

expf() — compute an exponential value (ANSI) 

fabsf() — compute an absolute value (ANSI) 

floorf() — compute the largest integer less than or equal to a specified value (ANSI) 
fmodf() —- compute the remainder of x/y (ANSI) 

infinityf() — return a very large float 
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irintf() — convert a single-precision value to an integer 
iroundf( ) —- round a number to the nearest integer 
logf() — compute a natural logarithm (ANSI) 

log10f( ) — compute a base-10 logarithm (ANSI) 

log2f() - compute a base-2 logarithm 

powf() - compute the value of a number raised to a specified power (ANSI) 
roundf() — round a number to the nearest integer 
sinf() — compute a sine (ANSI) 

sincosf() — compute both a sine and cosine 

sinhf() — compute a hyperbolic sine (ANSI) 

sqrtf() — compute a non-negative square root (ANSI) 
tanf() —- compute a tangent (ANSI) 

tanhf() — compute a hyperbolic tangent (ANSI) 
truncf() — truncate to integer 


This library provides a C interface to high-level floating-point math functions, which can 
use either a hardware floating-point unit or a software floating-point emulation library. 
The appropriate routine is called based on whether mathHardInit() or mathSoftInit() or 
both have been called to initialize the interface. 


All angle-related parameters are expressed in radians. All functions in this library with 
names corresponding to ANSI C specifications are ANSI compatible. 


Not all functions in this library are available on all architectures. The architecture-specific 
appendices of the VxWorks Programmer's Guide list any math functions that are not 
available. 


math.h 
ansiMath, fppLib, floatLib, mathHardLib, mathSoftLib, Kernighan & Ritchie: The C 


Programming Language, 2nd Edition, VxWorks Programmer’s Guide: Architecture-specific 
Appendices 
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mathHardLib 


mathHardLib — hardware floating-point math library 
mathHardInit( ) — initialize hardware floating-point math support 
This library provides support routines for using hardware floating-point units with 


high-level math functions. The high-level functions include triginometric operations, 
exponents, and so forth. 


The routines in this library are used automatically for high-level math functions only if 
mathHardInit() has been called previously. 


Not all architectures support hardware floating-point. See the architecture-specific 
appendices of the VxWorks Programmer's Guide. 


math.h 


mathSoftLib, mathALib, VxWorks Programmer's Guide architecture-specific appendices 


mathSoftLib 


mathSoftLib — high-level floating-point emulation library 
mathSoftInit( ) — initialize software floating-point math support 


This library provides software emulation of various high-level floating-point operations. 
This emulation is generally for use in systems that lack a floating-point coprocessor. 


Software floating point is not supported for all architectures. See the architecture-specific 
appendices of the VxWorks Programmer's Guide. 


math.h 


mathHardLib, mathALib, VxWorks Programmer's Guide architecture-specific appendices 
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mb86940Sio 


mb86940Sio — MB 86940 UART tty driver 
mb86940DevInit( ) — install the driver function table 
This is the driver for the SPARClite MB86930 on-board serial ports. 


A MB86940_CHAN structure is used to describe the chip. 


The BSP’s sysHwInit() routine typically calls sysSerialHwInit( ), which initializes all the 
values in the MB86940_CHAN structure (except the SIO_DRV_FUNCS) before calling 
mb86940DevInit(). The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2(), 
which connects the chips interrupts via intConnect( ). 


The UARTs use timer 3 output to generate the following baud rates: 110, 150, 300, 600, 
1200, 2400, 4800, 9600, and 19200. Note that the UARTs will operate at the same baud rate. 


drv/sio/mb86940Sio.h 


mb86960End 


mb86960End — END-style Fujitsu MB86960 Ethernet network interface driver 


mb86960EndLoad( ) - initialize the driver and device 
mb86960InitParse( ) — parse the initialization string 
mb86960MemInit( ) — initialize memory for the chip 


This module implements the Fujitsu MB86960 NICE Ethernet network interface driver. 


This driver is non-generic and has only been run on the Fujitsu SPARClite Evaluation 
Board. It currently supports only unit number zero. The driver must be given several 
target-specific parameters, and some external support routines must be provided. These 
parameters, and the mechanisms used to communicate them to the driver, are detailed 
below. 


This device is on-board. No jumpering diagram is necessary. 


The MB86960 Network Interface Controller with Encoder /Decoder (NICE) chip is a 
highly integrated monolithic device which incorporates both network controller, complete 
with buffer management and Manchester encoder/decoder. 
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TARGET-SPECIFIC PARAMETERS 
The format of the parameter string is unit:devBaseAddr:ivec, where: 
unit 
A convenient holdover from the former model. It is only used in the string name for 
the driver. 


devBaseAddr 
The base Address of the chip registers. 
ivec 
This is the interrupt vector number of the hardware interrupt generated by this 


ethernet device. The driver uses intConnect( ) to attach an interrupt handler to this 
interrupt. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires seven external support functions: 


sys86960IntEnable( ) 
void sysEnetIntEnable (int unit) 


This routine provides a target-specific interface to enable Ethernet device interrupts 
for a given device unit. For this driver, value of unit must be 0. 


sys86960IntDisable( ) 
void sysEnetIntDisable (int unit) 
This routine provides a target-specific interface to disable Ethernet device interrupts 
for a given device unit. For this driver, value of unit must be 0. 


sysEnetAddrGet( ) 
STATUS sysEnetAddrGet (int unit, char *enetAdrs) 
This routine provides a target-specific interface to access a device Ethernet address. 
This routine should provide a six-byte Ethernet address in the enetAdrs parameter 
and return OK or ERROR. 


In this driver the macros SYS_OUT_SHORT and SYS_IN_SHORT which call BSP-specific 
functions to access the chip register. 


INCLUDES end.h endLib.h etherMultiLib.h 


SEE ALSO muxLib, endLib, Writing and Enhanced Network Driver 
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mb87030Lib 


mb87030Lib — Fujitsu MB87030 SCSI Protocol Controller (SPC) library 


mb87030CtrlCreate() — create a control structure for an MB87030 SPC 
mb87030CtrlInit( ) — initialize a control structure for an MB87030 SPC 
mb87030Show( ) — display the values of all readable MB87030 SPC registers 


This is the I/O driver for the Fujitsu MB87030 SCSI Protocol Controller (SPC) chip. It is 
designed to work in conjunction with scsiLib. 


USER-CALLABLE ROUTINES 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


Most of the routines in this driver are accessible only through the I/O system. Two 
routines, however, must be called directly: mb87030CtrlCreate( ) to create a controller 
structure, and mb87030CtrlInit( ) to initialize the controller structure. 


mb87030.h 


sesiLib, Fujitsu Small Computer Systems Interface MB87030 Synchronous/Asynchronous 
Protocol Controller Users Manual, VxWorks Programmer's Guide: I/O System 


mbcEnd 


mbcEnd — Motorola 68302fads END network interface driver 


mbcEndLoad( ) - initialize the driver and device 

mbcParse( ) — parse the init string 

mbcMemInit( ) — initialize memory for the chip 
mbcAdadrFilterSet( ) — set the address filter for multicast addresses 


This is a driver for the Ethernet controller on the 68EN302 chip. The device supports a 
16-bit interface, data rates up to 10 Mbps, a dual-ported RAM, and transparent DMA. The 
dual-ported RAM is used for a 64-entry CAM table, and a 128-entry buffer descriptor 
table. The CAM table is used to set the Ethernet address of the Ethernet device or to 
program multicast addresses. The buffer descriptor table is partitioned into fixed-size 
transmit and receive tables. The DMA operation is transparent and transfers data between 
the internal FIFOs and external buffers pointed to by the receive and transmit-buffer 
descriptors during transmits and receives. 


The driver requires that the memory used for transmit and receive buffers be allocated in 
cache-safe RAM area. 
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Up to 61 multicast addresses are supported. Multicast addresses are supported by adding 
the multicast ethernet addresses to the address table in the ethernet part. If more than 61 
multicast addresses are desired, address hashing must be used (the address table holds 62 
entries at most). However, address hashing does not appear to work in this ethernet part. 


A glitch in the EN302 Rev 0.1 device causes the Ethernet transmitter to lock up from time 
to time. The driver uses a watchdog timer to reset the Ethernet device when the device 
runs out of transmit buffers and cannot recover within 20 clock ticks. 


BOARD LAYOUT This device is on-chip. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


The only external interface is the mbcEndLoad( ) routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:memAddr:ivec:txBdNum:rxBdNum:dmaParms:bufBase:offset 


TARGET-SPECIFIC PARAMETERS 


unit 
A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


memAddr 
This parameter is the base address of the Ethernet module. The driver addresses all 
other Ethernet device registers as offsets from this address. 


Tvec 
The interrupt vector to be used in connecting the interrupt handler. 


txBdNum 
The number of transmit buffer descriptors to use. 


rxBdNum 
The number of receive buffer descriptors to use. 


The number of transmit and receive buffer descriptors (BDs) used is configurable by 
the user while attaching the driver. Each BD is 8 bytes in size and resides in the 
chip’s dual-ported memory, while its associated buffer, 1520 bytes in size, resides in 
cache-safe conventional RAM. A minimum of 2 receive and 2 transmit BDs should be 
allocated. If this parameter is 0, a default of 32 BDs will be used. The maximum 
number of BDs depends on how the dual-ported BD RAM is partitioned. The 128 
BDs in the dual-ported BD RAM can partitioned into transmit and receive BD regions 
with 8, 16, 32, or 64 transmit BDs and corresponding 120, 112, 96, or 64 receive BDs. 


dmaParms 
Ethernet DMA parameters. 


This parameter is used to specify the settings of burst limit, water-mark, and transmit 
early, which control the Ethernet DMA, and is used to set the EDMA register. 
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bufBase 
Base address of the buffer pool. 


This parameter is used to notify the driver that space for the transmit and receive 
buffers need not be allocated, but should be taken from a cache-coherent private 
memory space provided by the user at the given address. The user should be aware 
that memory used for buffers must be 4-byte aligned and non-cacheable. All the 
buffers must fit in the given memory space; no checking will be performed. Each 
buffer is 1520 bytes. If this parameter is "NULL", space for buffers will be obtained by 
calling cacheDmaMalloc() in mbcMemInit(). 


offset 


Specifies the memory alignment offset. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 

SYS_OUT_SHORT (pDrvCtrl, reg, data) 
SYS_IN_SHORT (pDrvCtrl, reg, pData) 


There are default values in the source code for these macros. They presume 
memory-mapped accesses to the device registers and the normal intConnect(), and 
intEnable() BSP functions. The first argument to each is the device controller structure. 
Thus, each has access back to all the device-specific information. Having the pointer in 
the macro facilitates the addition of new features to this driver. 


SYSTEM RESOURCE USAGE 
The driver requires the following system resources: 


— one watchdog timer 
— one interrupt vector 
— 52 bytes in the initialized data section (data) 
— 0 bytes in the uninitialized data section (bss) 


The above data and bss requirements are for MC680x0 architectures and varies for other 
architectures. Code size (text) varies greatly between architectures and is not quoted here. 


If the driver allocates the memory shared with the Ethernet device unit, it does so by 
calling the cacheDmaMalloc() routine. For the default case of 32 transmit buffers, 32 
receive buffers, the total size requested is roughly 100,000 bytes. If a memory region is 
provided to the driver, the size of this region is adjustable to suit user needs. 


This driver can only operate if the shared memory region is non-cacheable, or if the 
hardware implements bus snooping. The driver cannot maintain cache coherency for the 
device because the buffers are asynchronously modified by both the driver and the device, 
and these fields may share the same cache line. Additionally, the chip’s dual-ported RAM 
must be declared as non-cacheable memory where applicable. 
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end.h endLib.h etherMultiLib.h 


muxLib, endLib, Writing and Enhanced Network Driver 


memDrv 


memDrv — pseudo memory device driver 


memDro() — install a memory driver 

memDevCreate( ) — create a memory device 

memDevCreateDir( ) — create a memory device for multiple files 
memDevDelete( ) — delete a memory device 


This driver allows the I/O system to access memory directly as a pseudo-I/O device. 
Memory location and size are specified when the device is created. This feature is useful 
when data must be preserved between boots of VxWorks or when sharing data between 
CPUs. 


Additionally, it can be used to build some files into a VxWorks binary image (having first 
converted them to data arrays in C source files, using a utility such as memdrvbuild), and 
then mount them in the filesystem; this is a simple way of delivering some non-changing 
files with VxWorks. For example, a system with an integrated web server may use this 
technique to build some HTML and associated content files into VxWorks. 


memDrv can be used to simply provide a high-level method of reading and writing bytes 
in absolute memory locations through I/O calls. It can also be used to implement a 
simple, essentially read-only filesystem (exsisting files can be rewritten within their 
existing sizes); directory searches and a limited set of IOCTL calls (including stat()) are 
supported. 


USER-CALLABLE ROUTINES 


IOCTL FUNCTIONS 


Most of the routines in this driver are accessible only through the I/O system. Four 
routines, however, can be called directly: memDrv() to initialize the driver, 
memDevCreate() and memDevCreateDir( ) to create devices, and memDevDelete() to 
delete devices. 


Before using the driver, it must be initialized by calling memDro( ). This routine should be 
called only once, before any reads, writes, or memDevCreate( ) calls. It may be called from 
usrRoot() in usrConfig.cor at some later point. 


The dosFs file system supports the following ioctl() functions. The functions listed are 
defined in the header ioLib.h. Unless stated otherwise, the file descriptor used for these 
functions may be any file descriptor which is opened to a file or directory on the volume 
or to the volume itself. 


1 - 226 


7. Libraries 


memDrv 
FIOGETFL 
Copies to flags the open mode flags of the file (O_RDONLY, O_WRONLY, O_RDWR): 
int flags; 


status = ioctl (fd, FIOGETFL, &flags) ; 


FIOSEEK 
Sets the current byte offset in the file to the position specified by newOffset: 


status = ioctl (fd, FIOSEEK, newOffset) ; 


The FIOSEEK offset is always relative to the beginning of the file. The offset, if any, 
given at open time by using pseudo-file name is overridden. 


FIOWHERE 
Returns the current byte position in the file. This is the byte offset of the next byte to 
be read or written. It takes no additional argument: 
position = ioctl (fd, FIOWHERE, 0); 
FIONREAD 
Copies to unreadCount the number of unread bytes in the file: 
int unreadCount; 
status = ioctl (fd, FIONREAD, &unreadCount) ; 
FIOREADDIR 
Reads the next directory entry. The argument dirStruct is a DIR directory descriptor. 
Normally, the readdir( ) routine is used to read a directory, rather than using the 
FIOREADDIR function directly. See dirLib. 
DIR dirStruct; 
fd = open ("directory", O_RDONLY) ; 
status = ioctl (fd, FIOREADDIR, &dirStruct) ; 
FIOFSTATGET 
Gets file status information (directory entry data). The argument statStruct is a 
pointer to a stat structure that is filled with data describing the specified file. File 
inode numbers, user and group IDs, and times are not supported (returned as 0). 


Normally, the stat() or fstat() routine is used to obtain file information, rather than 
using the FIOFSTATGET function directly. See dirLib. 


struct stat statStruct; 
fd = open ("file", O_RDONLY) ; 
status = ioctl (fd, FIOFSTATGET, &statStruct) ; 


Any other ioc#l() function codes will return error status. 


SEE ALSO VxWorks Programmer's Guide: I/O System 
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memLib — full-featured memory partition manager 


memPartOptionsSet( ) — set the debug options for a memory partition 
memalign() — allocate aligned memory 

valloc() — allocate memory on a page boundary 

memPartRealloc( ) — reallocate a block of memory in a specified partition 
memPartFindMax( ) - find the size of the largest available free block 
memOptionsSet( ) — set the debug options for the system memory partition 
calloc( ) — allocate space for an array (ANSI) 

realloc() — reallocate a block of memory (ANSI) 

cfree() — free a block of memory 

memFindMax( ) - find the largest free block in the system memory partition 


This library provides full-featured facilities for managing the allocation of blocks of 
memory from ranges of memory called memory partitions. The library is an extension of 
memPartLib and provides enhanced memory management features, including error 
handling, aligned allocation, and ANSI allocation routines. For more information about 
the core memory partition management facility, see the manual entry for memPartLib. 


The system memory partition is created when the kernel is initialized by kernelInit(), 
which is called by the root task, usrRoot(), in usrConfig.c. The ID of the system memory 
partition is stored in the global variable memSysPartld; its declaration is included in 
memLib.h. 


The memalign() routine is provided for allocating memory aligned to a specified 
boundary. 


This library includes three ANSI-compatible routines: calloc() allocates a block of 
memory for an array; realloc() changes the size of a specified block of memory; and 
cfree() returns to the free memory pool a block of memory that was previously allocated 
with calloc(). 


Various debug options can be selected for each partition using memPartOptionsSet() and 
memOptionsSet(). Two kinds of errors are detected: attempts to allocate more memory 
than is available, and bad blocks found when memory is freed. In both cases, the error 
status is returned. There are four error-handling options that can be individually selected: 


MEM_ALLOC_ERROR_ LOG FLAG 
Log a message when there is an error in allocating memory. 


MEM_ALLOC_ERROR_SUSPEND_FLAG 
Suspend the task when there is an error in allocating memory (unless the task was 
spawned with the VX_UNBREAKABLE option, in which case it cannot be suspended). 
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MEM_BLOCK_ERROR_LOG_FLAG 
Log a message when there is an error in freeing memory. 


MEM_BLOCK_ERROR_SUSPEND_FLAG 
Suspend the task when there is an error in freeing memory (unless the task was 
spawned with the VX_UNBREAKABLE option, in which case it cannot be suspended). 


When the following option is specified to check every block freed to the partition, 
memPartFree( ) and free() in memPartLib run consistency checks of various pointers 
and values in the header of the block being freed. If this flag is not specified, no 
check will be performed when memory is freed. 


MEM_BLOCK_CHECK 
Check each block freed. 


Setting either of the MEM_BLOCK_ERROR options automatically sets 
MEM_BLOCK_CHECK. 


The default options when a partition is created are: 


MEM_ALLOC_ERROR_LOG_FLAG 
MEM_BLOCK_CHECK 
MEM_BLOCK_ERROR_LOG_FLAG 
MEM_BLOCK_ERROR_SUSPEND_FLAG 


When setting options for a partition with memPartOptionsSet( ) or memOptionsSet( ), use 
the logical OR operator between each specified option to construct the options parameter. 
For example: 


memPartOptionsSet (myPartId, MEM_ALLOC_ERROR_LOG_FLAG | 
MEM_BLOCK_CHECK 
MEM_BLOCK_ERROR_LOG_FLAG) ; 


memLib.h 


memPartLib, smMemLib 
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memPartLib — core memory partition manager 


memPartCreate( ) — create a memory partition 

memPartAddToPool( ) —- add memory to a memory partition 
memPartAlignedAlloc( ) - allocate aligned memory from a partition 
memPartAlloc( ) — allocate a block of memory from a partition 

memPartFree( ) — free a block of memory in a partition 

memAddToPool() —- add memory to the system memory partition 

malloc() — allocate a block of memory from the system memory partition (ANSI) 
free() — free a block of memory (ANSI) 


This library provides core facilities for managing the allocation of blocks of memory from 
ranges of memory called memory partitions. The library was designed to provide a 
compact implementation; full-featured functionality is available with memLib, which 
provides enhanced memory management features built as an extension of memPartLib. 
(For more information about enhanced memory partition management options, see the 
manual entry for memLib.) This library consists of two sets of routines. The first set, 
memPart...(), comprises a general facility for the creation and management of memory 
partitions, and for the allocation and deallocation of blocks from those partitions. The 
second set provides a traditional ANSI-compatible malloc()/free() interface to the system 
memory partition. 


The system memory partition is created when the kernel is initialized by kernelInit(), 
which is called by the root task, usrRoot(), in usrConfig.c. The ID of the system memory 
partition is stored in the global variable memSysPartld; its declaration is included in 
memLib.h. 


The allocation of memory, using malloc() in the typical case and memPartAlloc() for a 
specific memory partition, is done with a first-fit algorithm. Adjacent blocks of memory 
are coalesced when they are freed with memPartFree() and free(). There is also a routine 
provided for allocating memory aligned to a specified boundary from a specific memory 
partition, memPartAlignedAlloc( ). 


Architectures have various alignment constraints. To provide optimal performance, 
malloc() returns a pointer to a buffer having the appropriate alignment for the 
architecture in use. The portion of the allocated buffer reserved for system bookkeeping, 
known as the overhead, may vary depending on the architecture. 


Architecture Boundary Overhead 
68K 4 8 

SPARC 8 12 

MIPS 16 12, 

i960 16 16 
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memLib.h, stdlib.h 


memLib, smMemLib 


memShow 


memShow — memory show routines 


memShowInit( ) — initialize the memory partition show facility 
memShow() — show system memory partition blocks and statistics 
memPartShow( ) — show partition blocks and statistics 
memPartInfoGet( ) — get partition information 


This library contains memory partition information display routines. To use this facility, it 
must first be installed using memShowInit(), which is called automatically when the 
memory partition show facility is configured into VxWorks using either of the following 
methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDELMEM_SHOW. 


memLib, memPartLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


mmanPxLib 


mmanPxLib — memory management library (POSIX) 


mlockall() — lock all pages used by a process into memory (POSIX) 
munlockall() — unlock all pages used by a process (POSIX) 
mlock() — lock specified pages into memory (POSIX) 

munlock() — unlock specified pages (POSIX) 


This library contains POSIX interfaces designed to lock and unlock memory pages, i.e., to 
control whether those pages may be swapped to secondary storage. Since VxWorks does 
not use swapping (all pages are always kept in memory), these routines have no real 
effect and simply return 0 (OK). 
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sys/mman.h 


POSIX 1003.1b document 


mmuL64862Lib 


mmuL64862Lib — LSI Logic L64862 MBus-to-SBus Interface: I/O DMA library (SPARC) 
mmuL64862Dmalnit( ) — initialize the L64862 I/O MMU DMA data structures (SPARC) 


This library contains the architecture-specific routine mmuL64862DmalInit( ), needed to 
set up the I/O mapping for S-Bus DMA devices using the LSI Logic L64862 architecture. 


arch/sparc/164862.h 


cacheLib, vmLib 


mmuPro32Lib 


mmuPro32Lib — mmu library for PentiumPro/II 
mmuPro32LibInit( ) — initialize module 


mmuPro32Lib.c provides the architecture dependent routines that directly control the 
memory management unit. It provides 10 routines that are called by the higher level 
architecture independent routines in vmLib.c: 


mmuLibInit( ) — initialize module 

mmuTransTbICreate( ) — create a new translation table 

mmuTransTbIDelete( ) — delete a translation table. 

mmuEnable() — turn MMU on or off 

mmuStateSet() — set state of virtual memory page 

mmuStateGet( ) — get state of virtual memory page 

mmuPageMap( ) — map physical memory page to virtual memory page 
mmuGlobalPageMap( ) - map physical memory page to global virtual memory page 
mmutTranslate( ) — translate a virtual address to a physical address 

mmuCurrentSet() — change active translation table 


Applications using the MMU will never call these routines directly; the visable interface 
is supported in vmLib.c. 
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mmuLib supports the creation and maintenance of multiple translation tables, one of 
which is the active translation table when the mmu is enabled. Note that VxWorks does 
not include a translation table as part of the task context; individual tasks do not reside in 
private virtual memory. However, we include the facilities to create multiple translation 
tables so that the user may create "private" virtual memory contexts and switch them in an 
application specific manner. New translation tables are created with a call to 
mmuTransTblICreate( ), and installed as the active translation table with mmuCurrentSet( ). 
Translation tables are modified and potentially augmented with calls to mmuPageMap() 
and mmuStateSet( ). The state of portions of the translation table can be read with calls to 
mmuStateGet() and mmuTranslate( ). 


The traditional VxWorks architecture and design philosophy requires that all objects and 
operating systems resources be visable and accessable to all agents (tasks, ISRs, watchdog 
timers, etc) in the system. This has traditionally been insured by the fact that all objects 
and data structures reside in physical memory; thus, a data structure created by one agent 
may be accessed by any other agent using the same pointer (object identifiers in VxWorks 
are often pointers to data structures.) This creates a potential problem if you have multiple 
virtual memory contexts. For example, if a semaphore is created in one virtual memory 
context, you must gurantee that that semaphore will be visible in all virtual memory 
contexts if the semaphore is to be accessed at interrupt level, when a virtual memory 
context other than the one in which it was created may be active. Another example is that 
code loaded using the incremental loader from the shell must be accessible in all virtual 
memory contexts, since code is shared by all agents in the system. 


This problem is resolved by maintaining a global "transparent" mapping of virtual to 
physical memory for all the contiguous segments of physical memory (on board memory, 
I/O space, sections of VME space, etc.) that is shared by all translation tables; all available 
physical memory appears at the same address in virtual memory in all virtual memory 
contexts. This technique provides an environment that allows resources that rely ona 
globally accessible physical address to run without modification in a system with multiple 
virtual memory contexts. 


An additional requirement is that modifications made to the state of global virtual 
memory in one translation table appear in all translation tables. For example, memory 
containing the text segment is made read only (to avoid accidental corruption) by setting 
the appropriate writeable bits in the translation table entries corresponding to the virtual 
memory containing the text segment. This state information must be shared by all virtual 
memory contexts, so that no matter what translation table is active, the text segment is 
protected from corruption. The mechanism that implements this feature is architecture 
dependent, but usually entails building a section of a translation table that corresponds to 
the global memory, that is shared by all other translation tables. Thus, when changes to 
the state of the global memory are made in one translation table, the changes are reflected 
in all other translation tables. 


mmuLib provides a seperate call for constructing global virtual memory — 
mmuGlobalPageMap( ) — which creates translation table entries that are shared by all 
translation tables. Initialization code in usrConfig makes calls to vmGlobalMap() (which 
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in turn calls mmuGlobalPageMap()) to set up global transparent virtual memory for all 
available physical memory. All calls made to mmuGlobaPageMap() must occur before 
any virtual memory contexts are created; changes made to global virtual memory after 
virtual memory contexts are created are not guaranteed to be reflected in all virtual 
memory contexts. 


Most MMU architectures will dedicate some fixed amount of virtual memory to a minimal 
section of the translation table (a "segment", or "block"). This creates a problem in that the 
user may map a small section of virtual memory into the global translation tables, and 
then attempt to use the virtual memory after this section as private virtual memory. The 
problem is that the translation table entries for this virtual memory are contained in the 
global translation tables, and are thus shared by all translation tables. This condition is 
detected by vmMap(), and an error is returned, thus, the lower level routines in 
mmuPro32Lib.c (mmuPageMap( ), mmuGlobalPageMap( )) need not perform any error 
checking. 


A global variable called mmuPageBlockSize should be defined which is equal to the 
minimum virtual segment size. mmuLib must provide a routine mmuGlobalInfoGet(), 
which returns a pointer to the globalPageBlock[ ] array. This provides the user with 
enough information to be able to allocate virtual memory space that does not conflict with 
the global memory space. 


This module supports the PentiumPro/TI MMU: 


PDBR 
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where the top level consists of an array of pointers (Page Directory Entry) held within a 
single 4K page. These point to arrays of Page Table Entry arrays in the lower level. Each 
of these lower level arrays is also held within a single 4K page, and describes a virtual 
space of 4 MB (each Page Table Entry is 4 bytes, so we get 1000 of these in each array, and 
each Page Table Entry maps a 4KB page — thus 1000 * 4096 = 4MB). 


To implement global virtual memory, a seperate translation table called 
mmuGlobalTransTbl[ ] is created when the module is initialized. Calls to 
mmuGlobalPageMap( ) will augment and modify this translation table. When new 
translation tables are created, memory for the top level array of sftd’s is allocated and 
initialized by duplicating the pointers in mmuGlobalTransTbl( )’s top-level sftd array. 
Thus, the new translation table will use the global translation table’s state information for 
portions of virtual memory that are defined as global. Here’s a picture to illustrate: 


GLOBAL TRANS TBL NEW TRANS TBL 
PDBR PDBR 
| | 
| | 
top level |pde |pde | NULL| NULL| |pde |pde | NULL] NULL] 
| | | | | | | | 
| | | | | | | | 
===-4->-S5 | v v = | v v 
a NULL NULL | | NULL NULL 
| | | | 
0------------------------------------ | 
| | | 
| 0----------------------------------------- 
| | 
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1 |pte | = [pte | 
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w [pte | [pte | 
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e |pte | |pte | 
v — eee 
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Note that with this scheme, the global memory granularity is 4MB. Each time you map a 
section of global virtual memory, you dedicate at least 4MB of the virtual space to global 
virtual memory that will be shared by all virtual memory contexts. 
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The physcial memory that holds these data structures is obtained from the system 
memory manager via memalign to insure that the memory is page aligned. We want to 
protect this memory from being corrupted, so we invalidate the descriptors that we set up 
in the global translation that correspond to the memory containing the translation table 
data structures. This creates a "chicken and the egg" paradox, in that the only way we can 
modify these data structures is through virtual memory that is now invalidated, and we 
can’t validate it because the page descriptors for that memory are in invalidated memory 
(confused yet?) So, you will notice that anywhere that page table descriptors (pte’s) are 
modified, we do so by locking out interrupts, momentarily disabling the mmu, accessing 
the memory with its physical address, enabling the mmu, and then re-enabling interrupts 
(see mmuStateSet(), for example.) 


Support for two new page attribute bits are added for PentiumPro’s enhanced MMU. 
They are Global bit (G) and Page-level write-through/back bit (PWT). Global bit indicates 
a global page when set. When a page is marked global and the page global enable (PGE) 
bit in register CR4 is set, the page-table or page-directory entry for the page is not 
invalidated in the TLB when register CR3 is loaded or a task switch occures. This bit is 
provided to prevent frequently used pages (such as pages that contain kernel or other 
operating system or executive code) from being flushed from the TLB. Page-level 
write-through/back bit (PWT) controls the write-through or write- back caching policy of 
individual pages or page tables. When the PWT bit is set, write-through caching is 
enabled for the associated page or page table. When the bit is clear, write-back caching is 
enabled for the associated page and page table. Following macros are used to describe 
these attribute bits in the physical memory descriptor table sysPhysMemDesc ] in 
sysLib.c. 


VM_STATE_WBACK = use write-back cache policy for the page 
VM_STATE_WBACK_NOT = use write-through cache policy for the page 
VM_STATE_GLOBAL = set page global bit 


VM_STATE_GLOBAL_NOT = not set page global bit 


Support for two page size (4KB and 4MB) are added also. The linear address for 4KB 
pages is devided into three sections: 


Page directory entry - bits 22 through 31. 
Page table entry - Bits 12 through 21. 
Page offset - Bits 0 through 11. 


The linear address for 4MB pages is devided into two sections: 


Page directory entry - Bits 22 through 31. 
Page offset - Bits 0 through 21. 


These two page size is configurable by VM_PAGE_SIZE macro in config.h. 
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mmuSparcILib 


mmuSparcILib — ROM MMU initialization (SPARC) 
mmuSparcRomtInit( ) — initialize the MMU for the ROM (SPARC) 


This library contains routines that are called by SPARC boot ROMs to initialize the 
translation tables while still in "boot state." When the board comes up, all instruction 
fetches from the boot ROMs bypass the MMU, thus allowing code in the ROMs to 
initialize the MMU tables with mappings for RAM, I/O devices, and other memory 
devices. 


mmuSparcRomtInit( ) is called from romInit(). The translation tables are initialized 
according to the mappings found in sysPhysMemDesc, which is contained in memDesc.c 
in the BSP. Note that these mappings are also used by vmLib or vmBaseLib when 
VxWorks creates global virtual memory at system initialization time. New ROMs may 
need to be built if these tables are modified. 


moduleLib 


moduleLib — object module management library 


moduleCreate( ) — create and initialize a module 

moduleDelete( ) — delete module ID information (use unld() to reclaim space) 
moduleShow( ) — show the current status for all the loaded modules 
moduleSegGet( ) — get (delete and return) the first segment from a module 
moduleSegFirst( ) — find the first segment in a module 

moduleSegNext( ) — find the next segment in a module 
moduleCreateHookAdd( ) - add a routine to be called when a module is added 
moduleCreateHookDelete( ) — delete a previously added module create hook routine 
moduleFindByName( ) - find a module by name 
moduleFindByNameAndPath( ) — find a module by file name and path 
moduleFindByGroup( ) — find a module by group number 

moduleIdListGet( ) — get a list of loaded modules 

moduleInfoGet( ) — get information about an object module 

moduleCheck( ) — verify checksums on all modules 

moduleNameGet( ) — get the name associated with a module ID 
moduleFlagsGet( ) — get the flags associated with a module ID 


This library is a class manager, using the standard VxWorks class/object facilities. The 
library is used to keep track of which object modules have been loaded into VxWorks, to 
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maintain information about object module segments associated with each module, and to 
track which symbols belong to which module. Tracking modules makes it possible to list 
which modules are currently loaded, and to unload them when they are no longer 
needed. 


The module object contains the following information: 


—name 

— linked list of segments, including base addresses 
and sizes 

— symbol group number 

— format of the object module (a.out, COFF, ECOFF, etc.) 

— the symFlag passed to Id() when the module was 
loaded. (For more information about symFlag and the 
loader, see the manual entry for loadLib.) 


Multiple modules with the same name are allowed (the same module may be loaded 
without first being unloaded) but "find" functions find the most recently created module. 


The symbol group number is a unique number for each module, used to identify the 
module’s symbols in the symbol table. This number is assigned by moduleLib when a 
module is created. 


In general, users will not access these routines directly, with the exception of 
moduleShow( ), which displays information about currently loaded modules. Most calls 
to this library will be from routines in loadLib and unldLib. 

moduleLib.h 


loadLib 


motCpmEnd 


motCpmEnd — END style Motorola MC68EN360/MPC800 network interface driver 
motCpmEndLoad( ) - initialize the driver and device 


This module implements the Motorola MC68EN360 QUICC as well as the MPC821 and 
MPC860 Power-QUICC Ethernet Enhanced network interface driver. 


All the above mentioned microprocessors feature a number of Serial Communication 
Controllers (SCC) that support different serial protocols including IEEE 802.3 and 
Ethernet CSMA-CD. As a result, when the Ethernet mode of a SCC is selected, by properly 
programming its general Mode Register (GSMR), they can implement the full set of media 
access control and channel interface functions those protocol require. However, while the 
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MC68EN360 QUICC and the MPC860 Power-QUICC support up to four SCCs per unit, 
the MPC821 only includes two on-chip SCCs. 


This driver is designed to support the Ethernet mode of a SCC residing on the CPM 
processor core, no matter which among the MC68EN360 QUICC or any of the PPC800 
Series. In fact, the major differences among these processors, as far as the driver is 
concerned, are to be found in the mapping of the internal Dual-Port RAM. The driver is 
generic in the sense that it does not care which SCC is being used. In addition, it poses no 
constraint on the number of individual units that may be used per board. However, this 
number should be specified in the bsp through the macro MAX_SCC_CHANNELS. The 
default value for this macro in the driver is 4. 


To achieve these goals, the driver requires several target-specific values provided as an 
input string to the load routine. It also requires some external support routines. These 
target-specific values and the external support routines are described below. 


This network interface driver does not include support for trailer protocols or data 
chaining. However, buffer loaning has been implemented in an effort to boost 
performance. 


This driver maintains cache coherency by allocating buffer space using the 
cacheDmaMalloc( ) routine. This is provided for boards whose host processor use data 
cache space, e.g. the MPC800 Series. Altough the MC68EN360 does not have cache 
memory, it may be used in a particular configuration: MC68EN360 in 040 companion 
mode where that is attached to processors that may cache memory. However, due to a 
lack of suitable hardware, the multiple unit support and ‘040 companion mode support 
have not been tested. 


BOARD LAYOUT This device is on-chip. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 
This driver provides the standard END external interface. The only external interface is 
the motCpmEndLoad() routine. The parameters are passed into the motCpmEndLoad( ) 
function as a single colon-delimited string. The motCpmEndLoad() function uses strtok() 
to parse the string, which it expects to be of the following format: 


unit:motCpmAddr:ivec:sccNum:txBdNum:rxBdNum: txBdBase: rxBdBase:bufBase 


TARGET-SPECIFIC PARAMETERS 


unit 
A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


motCpmAddr 
Indicates the address at which the host processor presents its internal memory (also 
known as the dual ported RAM base address). With this address, and the SCC 
number (see below), the driver is able to compute the location of the SCC parameter 
RAM and the SCC register map, and, ultimately, to program the SCC for proper 
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operations. This parameter should point to the internal memory of the processor 
where the SCC physically resides. This location might not necessarily be the 
Dual-Port RAM of the microprocessor configured as master on the target board. 


ivec 
This driver configures the host processor to generate hardware interrupts for various 
events within the device. The interrupt-vector offset parameter is used to connect the 
driver’s ISR to the interrupt through a call to the VxWorks system function 
intConnect( ). 


sccNum 
This driver is written to support multiple individual device units. Thus, the multiple 
units supported by this driver can reside on different chips or on different SCCs 
within a single host processor. This parameter is used to explicitly state which SCC is 
being used (SCC1 is most commonly used, thus this parameter most often equals "1"). 


txBdNum and rxBdNum 
Specify the number of transmit and receive buffer descriptors (BDs). Each buffer 
descriptor resides in 8 bytes of the processor’s dual-ported RAM space, and each one 
points to a 1520 byte buffer in regular RAM. There must be a minimum of two 
transmit and two receive BDs. There is no maximum, although more than a certain 
amount does not speed up the driver and wastes valuable dual-ported RAM space. If 
any of these parameters is "NULL", a default value of "32" BDs is used. 


txBdBase and rxBdBase 
Indicate the base location of the transmit and receive buffer descriptors (BDs). They 
are offsets, in bytes, from the base address of the host processor’s internal memory 
(see above). Each BD takes up 8 bytes of dual-ported RAM, and it is the user’s 
responsibility to ensure that all specified BDs fit within dual-ported RAM. This 
includes any other BDs the target board might be using, including other SCCs, SMCs, 
and the SPI device. There is no default for these parameters. They must be provided 
by the user. 


bufBase 
Tells the driver that space for the transmit and receive buffers need not be allocated 
but should be taken from a cache-coherent private memory space provided by the 
user at the given address. The user should be aware that memory used for buffers 
must be 4-byte aligned and non-cacheable. All the buffers must fit in the given 
memory space. No checking is performed. This includes all transmit and receive 
buffers (see above). Each buffer is 1520 bytes. If this parameter is "NONE", space for 
buffers is obtained by calling cacheDmaMalloc() in motCpmEndLoad(). 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires three external support functions: 


sysXxxEnetEnable( ) 
This is either sys360EnetEnable( ) or sysCpmEnetEnable( ), based on the actual host 
processor being used. See below for the actual prototypes. This routine is expected to 
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handle any target-specific functions needed to enable the Ethernet controller. These 
functions typically include enabling the Transmit Enable signal (TENA) and 
connecting the transmit and receive clocks to the SCC. This routine is expected to 
return OK on success, or ERROR. The driver calls this routine, once per unit, from the 
motCpmEndLoad() routine. 


sysXxxEnetDisable( ) 
This is either sys360EnetDisable( ) or sysCpmEnetDisable( ), based on the actual host 
processor being used. See below for the actual prototypes. This routine is expected to 
handle any target-specific functions required to disable the Ethernet controller. This 
usually involves disabling the Transmit Enable (TENA) signal. This routine is 
expected to return OK on success, or ERROR. The driver calls this routine from the 
motCpmEndStop() routine each time a unit is disabled. 


sysXxxEnetAddrGet( ) 
This is either sys360EnetAddrGet( ) or sysCpmEnetAddrGet( ), based on the actual 
host processor being used. See below for the actual prototypes. The driver expects 
this routine to provide the six-byte Ethernet hardware address that is used by this 
unit. This routine must copy the six-byte address to the space provided by addr. This 
routine is expected to return OK on success, or ERROR. The driver calls this routine, 
once per unit, from the motCpmEndLoad( ) routine. 


In the case of the CPU32, the prototypes of the above mentioned support routines are as 
follows: 


STATUS sys360EnetEnable (int unit, UINT32 regBase) 
void sys360EnetDisable (int unit, UINT32 regBase) 
STATUS sys360EnetAddrGet (int unit, u_char * addr) 


In the case of the PPC860, the prototypes of the above mentioned support routines are as 
follows: 


STATUS sysCpmEnetEnable (int unit) 
void sysCpmEnetDisable (int unit) 
STATUS sysCpmEnetAddrGet (int unit, UINT8 * addr) 


SYSTEM RESOURCE USAGE 
When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 

— one interrupt vector 

— O bytes in the initialized data section (data) 

— 1272 bytes in the uninitialized data section (BSS) 


The data and BSS sections are quoted for the CPU32 architecture and could vary for other 
architectures. The code size (text) varies greatly between architectures, and is therefore 
not quoted here. 


If the driver allocates the memory to share with the Ethernet device unit, it does so by 
calling the cacheDmaMalloc() routine. For the default case of 32 transmit buffers, 32 
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receive buffers, and 16 loaner buffers (this is not configurable), the total size requested is 
121,600 bytes. If anon-cacheable memory region is provided by the user, the size of this 
region should be this amount, unless the user has specified a different number of transmit 
or receive BDs. 


This driver can operate only if this memory region is non-cacheable or if the hardware 
implements bus snooping. The driver cannot maintain cache coherency for the device 
because the buffers are asynchronously modified by both the driver and the device, and 
these fields might share the same cache line. Additionally, the chip’s dual-ported RAM 
must be declared as non-cacheable memory where applicable (for example, when attached 
to a 68040 processor). For more information, see the Motorola MC68EN360 User's Manual , 
Motorola MPC860 User’s Manual , Motorola MPC821 User’s Manual 


motFecEnd 


motFecEnd — END style Motorola FEC Ethernet network interface driver 
motFecEndLoad( ) — initialize the driver and device 


This module implements a Motorola Fast Ethernet Controller (FEC) network interface 
driver. The FEC is fully compliant with the IEEE 802.3 10Base-T and 100Base-T 
specifications. Hardware support of the Media Independent Interface (MII) is built-in in 
the chip. 


The FEC establishes a shared memory communication system with the CPU, which is 
divided into two parts: the Control/Status Registers (CSR), and the buffer descriptors 
(BD). 


The CSRs reside in the MPC860T Communication Controller’s internal RAM. They are 
used for mode control and to extract status information of a global nature. For instance, 
the types of events that should generate an interrupt, or features like the promiscous 
mode or the max receive frame lenght may be set programming some of the CSRs 
properly. Pointers to both the Transmit Buffer Descriptors ring (TBD) and the Receive 
Buffer Descriptors ring (RBD) are also stored in the CSRs. The CSRs are located in on-chip 
RAM and must be accessed using the big-endian mode. 


The BDs are used to pass data buffers and related buffer information between the 
hardware and the software. They reside in the host main memory and basically include 
local status information and a pointer to the actual buffer, again in external memory. 


This driver must be given several target-specific parameters, and some external support 
routines must be provided. These parameters, and the mechanisms used to communicate 
them to the driver, are detailed below. 


This device is on-board. No jumpering diagram is necessary. 
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EXTERNAL INTERFACE 
The driver provides the standard external interface, motFecEndLoad( ), which takes a 
string of colon-separated parameters. The parameters should be specified in hexadecimal, 
optionally preceeded by "0x" or a minus sign "-". 


The parameter string is parsed using strtok_r() and each parameter is converted from a 
string representation to binary by a call to strtoul(parameter, NULL, 16). 


The format of the parameter string is: 


"motCpmAddr:ivec:bufBase:bufSize:fifoT x Base:fifoRxBase:tbdNum:rbdNum:phyAddr:isoPhyAdadr: 
phyDefMode:user Flags" 


TARGET-SPECIFIC PARAMETERS 
motCpmAddr 
Indicates the address at which the host processor presents its internal memory (also 
known as the dual ported RAM base address). With this address, the driver is able to 
compute the location of the FEC parameter RAM, and, ultimately, to program the 
FEC for proper operations. 


ivec 
This driver configures the host processor to generate hardware interrupts for various 
events within the device. The interrupt-vector offset parameter is used to connect the 
driver's ISR to the interrupt through a call to the VxWorks system function 
intConnect( ). It is also used to compute the interrupt level (0-7) associated with the 
FEC interrupt (one of the MPC860T SIU internal interrupt sources). The latter is given 
as a parameter to intEnable( ), in order to enable this level interrupt to the PPC core. 


bufBase 
The Motorola Fast Ethernet Controller is a DMA-type device and typically shares 
access to some region of memory with the CPU. This driver is designed for systems 
that directly share memory between the CPU and the FEC. 


This parameter tells the driver that space for the both the TBDs and the RBDs need 
not be allocated but should be taken from a cache-coherent private memory space 
provided by the user at the given address. Be aware that memory used for buffers 
descriptors must be 8-byte aligned and non-cacheable. All the buffer descriptors 
should fit in the given memory space. If this parameter is "NONE", space for buffer 
descriptors is obtained by calling cacheDmaMalloc() in motFecEndLoad(). 

bufSize 
The memory size parameter specifies the size of the pre-allocated memory region. If 
bufBase is specified as NONE (-1), the driver ignores this parameter. Otherwise, the 
driver checks the size of the provided memory region is adequate with respect to the 
given number of Transmit Buffer Descriptors and Receive Buffer Descriptors. 


fifoTxBase 
Indicate the base location of the transmit FIFO, in internal memory. The user does not 
need to initialize this parameter, as the related FEC register defaults to a proper value 
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after reset. The specific reset value is microcode dependent. However, if the user 
wishes to reserve some RAM for other purposes, he may set this parameter to a 
different value. This should not be less than the default. 


If fifoT xBase is specified as NONE (-1), the driver ignores it. 


fifoRxBase 
Indicate the base location of the receive FIFO, in internal memory. The user does not 
need to initialize this parameter, as the related FEC register defaults to a proper value 
after reset. The specific reset value is microcode dependent. However, if the user 
wishes to reserve some RAM for other purposes, he may set this parameter to a 
different value. This should not be less than the default. 


If fifoRxBase is specified as NONE (-1), the driver ignores it. 


tbdNum 
This parameter specifies the number of transmit buffer descriptors (TBDs). Each 
buffer descriptor resides in 8 bytes of the processor’s external RAM space, and each 
one points to a 1536-byte buffer again in external RAM. If this parameter is less than a 
minimum number specified in the macro MOT_FEC_TBD_MIN, or if it is "NULL", a 
default value of 64 is used. This default number is kept deliberately hugh, since each 
packet the driver sends may consume more than a single TBD. This parameter should 
always equal a even number. 


rbdNum 
This parameter specifies the number of receive buffer descriptors (RBDs). Each buffer 
descriptor resides in 8 bytes of the processor’s external RAM space, and each one 
points to a 1536-byte buffer again in external RAM. If this parameter is less than a 
minimum number specified in the macro MOT_FEC_RBD_MIN, or if it is "NULL", a 
default value of 48 is used. This parameter should always equal a even number. 


phyAddr 
This parameter specifies the logical address of a MII-compliant physical device (PHY) 
that is to be used as a physical media on the network. Valid addresses are in the range 
0-31. There may be more than one device under the control of the same management 
interface. If this parameter is "NULL", the default physical layer initialization routine 
will find out the PHY actual address by scanning the whole range. The one with the 
lowest address will be chosen. 


isoPhyAddr 
This parameter specifies the logical address of a MII-compliant physical device (PHY) 
that is to be electrically isolated by the management interface. Valid addresses are in 
the range 0-31. If this parameter equals Oxff, the default physical layer initialization 
routine will assume there is no need to isolate any device. However, this parameter 
will be ignored unless the MOT_FEC_USR_PHY_ISO bit in the userFlagsis set to one. 


phyDefMode 
This parameter specifies the operating mode that will be set up by the default 
physical layer initialization routine in case all the attempts made to establish a valid 
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link failed. If that happens, the first PHY that matches the specified abilities will be 
chosen to work in that mode, and the physical link will not be tested. 


userFlags 
This field enables the user to give some degree of customization to the driver, 
especially as regards the physical layer interface. 


MOT_FEC_USR_PHY_NO_AN: the default physical layer initialization routine will exploit 
the auto-negotiation mechanism as described in the IEEE Std 802.3, to bring a valid link 
up. According to it, all the link partners on the media will take part to the negotiation 
process, and the highest priority common denominator technology ability will be chosen. 
It the user wishes to prevent auto-negotiation from occurring, he may set this bit in the 
user flags. 


MOT_FEC_USR_PHY_TBL: in the auto-negotiation process, PHYs advertise all their 
technology abilities at the same time, and the result is that the maximum common 
denominator is used. However, this behaviour may be changed, and the user may affect 
the order how each subset of PHY’s abilities is negotiated. Hence, when the 
MOT_FEC_USR_PHY_TBL bit is set, the default physical layer initialization routine will 
look at the motFecPhyAnOrderTbl[] table and auto-negotiate a subset of abilities at a time, 
as suggested by the table itself. It is worth noticing here, however, that if the 
MOT_FEC_USR_PHY_NO_AN bit is on, the above table will be ignored. 


MOT_FEC_USR_PHY_NO_FD: the PHY may be set to operate in full duplex mode, 
provided it has this ability, as a result of the negotiation with other link partners. 
However, in this operating mode, the FEC will ignore the collision detect and carrier sense 
signals. If the user wishes not to negotiate full duplex mode, he should set the 
MOT_FEC_USR_PHY_NO_FD bit in the user flags. 


MOT_FEC_USR_PHY_NO_HD: the PHY may be set to operate in half duplex mode, 
provided it has this ability, as a result of the negotiation with other link partners. If the 
user wishes not to negotiate half duplex mode, he should set the 
MOT_FEC_USR_PHY_NO_HD bit in the user flags. 


MOT_FEC_USR_PHY_NO_100: the PHY may be set to operate at 100Mbit/s speed, provided 
it has this ability, as a result of the negotiation with other link partners. If the user wishes 
not to negotiate 10OMbit/s speed, he should set the MOT_FEC_USR_PHY_NO_100 bit in the 
user flags. 


MOT_FEC_USR_PHY_NO_10: the PHY may be set to operate at 1OMbit/s speed, provided it 
has this ability, as a result of the negotiation with other link partners. To not negotiate 
10Mbit/s speed, set the MOT_FEC_USR_PHY_NO_10 bit in the user flags. 


MOT_FEC_USR_PHY_ISO: some boards may have different PHYs controlled by the same 
management interface. In some cases, there may be the need of electrically isolating some 
of them from the interface itself, in order to guarantee a proper behaviour on the medium 
layer. If the user wishes to electrically isolate one PHY from the MII interface, he should 
set the MOT_FEC_USR_PHY_ISO bit and provide its logical address in the isoPhyAddrfield 
of the load string. The default behaviour is to not isolate any PHY on the board. 
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MOT_FEC_USR_SER: the user may set the MOT_FEC_USR_SER bit to enable the 7-wire 
interface instead of the MII which is the default. 


MOT_FEC_USR_LOOP: when the MOT_FEC_USR_LOOP bit is set, the driver will configure 
the FEC to work in loopback mode, with the TX signal directly connected to the RX. This 
mode should only be used for testing. 


MOT_FEC_USR_HBC: if the MOT_FEC_USR_HBC bit is set, the driver configures the FEC to 
perform heartbeat check following end of transmisson and the HB bit in the status field of 
the TBD will be set if the collision input does not assert within the heartbeat window (also 
see _func_motFecHbFail, below). The user does not normally need to set this bit. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires three external support functions: 


sysFecEnetEnable( ) 
STATUS sysFecEnetEnable (UINT32 motCpmAddr) ; 
This routine is expected to handle any target-specific functions needed to enable the 
FEC. These functions typically include setting the Port D on the 860T-based board so 
that the MII interface may be used, and also disabling the IRQ7 signal. This routine is 
expected to return OK on success, or ERROR. The driver calls this routine, once per 
device, from the motFecEndLoad( ) routine. 


sysFecEnetDisable( ) 
STATUS sysFecEnetDisable (UINT32 motCpmAddr) ; 
This routine is expected to perform any target specific functions required to disable 
the MII interface to the FEC. This involves restoring the default values for all the Port 
D signals. This routine is expected to return OK on success, or ERROR. The driver 
calls this routine from the motFecEndStop() routine each time a device is disabled. 


sysFecEnetAddrGet( ) 
STATUS sysFecEnetAddrGet (UINT32 motCpmAddr, UCHAR * enetAddr) ; 
The driver expects this routine to provide the six-byte Ethernet hardware address 
that is used by this device. This routine must copy the six-byte address to the space 
provided by enetAddr. This routine is expected to return OK on success, or ERROR. 
The driver calls this routine, once per device, from the motFecEndLoad() routine. 


_func_motFecPhyInit 
FUNCPTR _func_motFecPhyInit 
This driver sets the global variable _func_motFecPhyInit to the MII-compliant media 
initialization routine motFecPhyInit( ). If the user wishes to exploit a different way to 
configure the PHY, he may set this variable to his own media initialization routine, 
tipically in sysHwInit(). 


_func_motFecHbFail 
FUNCPTR _func_motFecPhyInit 
The FEC may be configured to perform heartbeat check following end of 
transmission, and to generate an interrupt, when this event occurs. If this is the case, 
and if the global variable _func_motFecHbFailis not NULL, the routine referenced to 
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by _func_motFecHbFail is called, with a pointer to the driver control structure as 
parameter. Hence, the user may set this variable to his own heart beat check fail 
routine, where he can take any action he sees appropriate. The default value for the 
global variable _func_motFecHbFail is NULL. 


SYSTEM RESOURCE USAGE 


TUNING HINTS 


If the driver allocates the memory to share with the Ethernet device, it does so by calling 
the cacheDmaMalloc() routine. For the default case of 64 transmit buffers and 48 receive 
buffers, the total size requested is 912 bytes, and this includes the 16-byte alignment 
requirement of the device. If a non-cacheable memory region is provided by the user, the 
size of this region should be this amount, unless the user has specified a different number 
of transmit or receive BDs. 


This driver can operate only if this memory region is non-cacheable or if the hardware 
implements bus snooping. The driver cannot maintain cache coherency for the device 
because the BDs are asynchronously modified by both the driver and the device, and 
these fields might share the same cache line. 


Data buffers are instead allocated in the external memory through the regular memory 
allocation routine (memalign), and the related cache lines are then flushed or invalidated 
as appropriate. The user should not allocate memory for them. 


The only adjustable parameters are the number of TBDs and RBDs that will be created at 
run-time. These parameters are given to the driver when motFecEndLoad( ) is called. 
There is one RBD associated with each received frame whereas a single transmit packet 
normally uses more than one TBD. For memory-limited applications, decreasing the 
number of RBDs may be desirable. Decreasing the number of TBDs below a certain point 
will provide substantial performance degradation, and is not reccomended. An adequate 
number of loaning buffers are also pre-allocated to provide more buffering before packets 
are dropped, but this is not configurable. 


The relative priority of the netTask and of the other tasks in the system may heavily affect 
performance of this driver. Usually the best performance is achieved when the netTask 
priority equals that of the other applications using the driver. 


SPECIAL CONSIDERATIONS 


SEE ALSO 


Due to the FEC8 errata in the document: "MPC860 Family Device Errata Reference" 
available at the Motorola web site, the number of receive buffer descriptors (RBD) for the 
FEC (see configNet.h) is kept deliberately high. According to Motorola, this problem was 
fixed in Rev. B3 of the silicon. In memory-bound applications, when using the above 
mentioned revision of the MPC860T processor, the user may decrease the number of 
RBDs to fit his needs. 


ifLib, MPC860T Fast Ethernet Controller (Supplement to the MPC860 User’s Manual) 
Motorola MPC860 User’s Manual 
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mountLib 


mountLib — Mount protocol library 


mountdInit( ) — initialize the mount daemon 
nfsExport() — specify a file system to be NFS exported 
nfsUnexport() — remove a file system from the list of exported file systems 


This library implements a mount server to support mounting VxWorks file systems 
remotely. The mount server is an implementation of version 1 of the mount protocol as 
defined in RFC 1094. It is closely connected with version 2 of the Network File System 
Protocol Specification, which in turn is implemented by the library nfsdLib. 


The only routines in this library that are normally called by applications are nfsExport() 
and nfsUnexport(). The mount daemon is normally initialized indirectly by nfsdInit(). 


The mount server is initialized by calling mountdInit(). Normally, this is done by 
nfsdInit( ), although it is possible to call mountdInit() directly if the NFS server is not 
being initialized. Defining INCLUDE_NFS_SERVER enables the call to nfsdInit() during the 
boot process, which in turn calls mountdInit(), so there is normally no need to call either 
routine manually. mountdInit() spawns one task, tMountd, which registers as an RPC 
service with the portmapper. 


Currently, only dosFsLib file systems are supported; RT11 file systems cannot be 
exported. File systems are exported with the nfsExport() call. 


To export VxWorks file systems via NFS, you need facilities from both this library and 
from nfsdLib. To include both, define the configuration macro INCLUDE_NFS_SERVER 
and rebuild VxWorks. 


To initialize a file system to be exported, set DOS_OPT_EXPORT in the DOS_VOL_CONFIG 
structure used for initialization. You can do this directly in the dosFsDevInit( ) call, or 
indirectly with dosFsDevInitOptionsSet( ) or dosFsMkfsOptionsSet( ). 


This example illustrates how to initialize and export an existing dosFs file system. 


First, initialize the block device containing your file system (identified by pBlockDevice 
below). Then execute the following code on the target: 


dosFsDevInitOptionsSet (DOS_OPT_EXPORT) ; /* make exportable */ 
dosFsDeviInit ("/export", pBlockDevice, NULL); /* initialize on VxWorks */ 
nfsExport ("/export", 0, FALSE, 0); /* make available remotely */ 


This initializes the DOS file system, and makes it available to all clients to be mounted 
using the client’s NFS mounting command. (On UNIX systems, mounting file systems 
normally requires root privileges.) 
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Note that DOS file names are normally limited to 8 characters with a three character 
extension. You can use an additional initialization option, DOS_OPT_.LONGNAMES, to 
enable the VxWorks extension that allows file names up to forty characters long. Replace 
the dosFsDevInitOptionsSet( ) call in the example above with the following: 


dosFsMkfsOptionsSet (DOS_OPT_EXPORT | DOS_OPT_LONGNAMES)) ; 


The variables dosFsUserld, dosFsGroupId, and dosFsFileMode can be set before 
initialization to specify ownership and permissions as reported over NFS, but they are not 
required. The defaults appear in the dosFsLib manual entry. DOS file systems do not 
provide for permissions, user IDs, and group IDs on a per-file basis; these variables 
specify this information for all files on an entire DOS file system. 


VxWorks does not normally provide authentication services for NFS requests, and the 
DOS file system does not provide file permissions. If you need to authenticate incoming 
requests, see the documentation for nfsdInit() and mountdInit() for information about 
authorization hooks. 


The following requests are accepted from clients. For details of their use, see Appendix A 
of RFC 1094, "NFS: Network File System Protocol Specification." 


Procedure Name Procedure Number 
MOUNTPROC_NULL 
MOUNTPROC_MNT 
MOUNTPROC_DUMP 
MOUNTPROC_UMNT 
MOUNTPROC_UMNTALL 
MOUNTPROC_EXPORT 


oF WNF OC 


dosFsLib, nfsdLib, RFC 1094 


mqPxLib 


maqPxLib — message queue library (POSIX) 


mqPxLibInit( ) — initialize the POSIX message queue library 

mq_open() — open a message queue (POSIX) 

mq_receive() — receive a message from a message queue (POSIX) 
mq_send() — send a message to a message queue (POSIX) 

mq_close() — close a message queue (POSIX) 

mq_unlink() — remove a message queue (POSIX) 

mq_notify() — notify a task that a message is available on a queue (POSIX) 
mq_setattr() — set message queue attributes (POSIX) 

mq_getattr() — get message queue attributes (POSIX) 
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This library implements the message-queue interface defined in the POSIX 1003.1b 
standard, as an alternative to the VxWorks-specific message queue design in msgQLib. 
These message queues are accessed through names; each message queue supports 
multiple sending and receiving tasks. 


The message queue interface imposes a fixed upper bound on the size of messages that 
can be sent to a specific message queue. The size is set on an individual queue basis. The 
value may not be changed dynamically. 


This interface allows a task be notified asynchronously of the availability of a message on 
the queue. The purpose of this feature is to let the task to perform other functions and yet 
still be notified that a message has become available on the queue. 


MESSAGE QUEUE DESCRIPTOR DELETION 
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The mq_close() call terminates a message queue descriptor and deallocates any associated 
memory. When deleting message queue descriptors, take care to avoid interfering with 
other tasks that are using the same descriptor. Tasks should only close message queue 
descriptors that the same task has opened successfully. 


The routines in this library conform to POSIX 1003.1b. 
mqueue.h 


POSIX 1003.1b document, msgQLib, VxWorks Programmer's Guide: Basic OS 


mqPxShow 


mqPxShow — POSIX message queue show 
mqPxShowInit( ) — initialize the POSIX message queue show facility 


This library provides a show routine for POSIX objects. 


1 - 250 


NAME 


ROUTINES 


DESCRIPTION 


7. Libraries 
msgQLib 


msgQLib 


msgQLib — message queue library 


msgQCreate() — create and initialize a message queue 

msgQDelete( ) — delete a message queue 

msgQSend() — send a message to a message queue 

msgQReceive( ) — receive a message from a message queue 

msgQNumMsgs( ) — get the number of messages queued to a message queue 


This library contains routines for creating and using message queues, the primary 
intertask communication mechanism within a single CPU. Message queues allow a 
variable number of messages (varying in length) to be queued in first-in-first-out (FIFO) 
order. Any task or interrupt service routine can send messages to a message queue. Any 
task can receive messages from a message queue. Multiple tasks can send to and receive 
from the same message queue. Full-duplex communication between two tasks generally 
requires two message queues, one for each direction. 


CREATING AND USING MESSAGE QUEUES 


TIMEOUTS 


A message queue is created with msgQCreate(). Its parameters specify the maximum 
number of messages that can be queued to that message queue and the maximum length 
in bytes of each message. Enough buffer space will be pre-allocated to accommodate the 
specified number of messages of specified length. 


A task or interrupt service routine sends a message to a message queue with msgQSend( ). 
If no tasks are waiting for messages on the message queue, the message is simply added 
to the buffer of messages for that queue. If any tasks are already waiting to receive a 
message from the message queue, the message is immediately delivered to the first 
waiting task. 


A task receives a message from a message queue with msgQReceive( ). If any messages 
are already available in the message queue’s buffer, the first message is immediately 
dequeued and returned to the caller. If no messages are available, the calling task will 
block and be added to a queue of tasks waiting for messages. This queue of waiting tasks 
can be ordered either by task priority or FIFO, as specified in an option parameter when 
the queue is created. 


Both msgQSend() and msgQReceive( ) take timeout parameters. When sending a 
message, if no buffer space is available to queue the message, the timeout specifies how 
many ticks to wait for space to become available. When receiving a message, the timeout 
specifies how many ticks to wait if no message is immediately available. The timeout 
parameter can have the special values NO_WAIT (0) or WAIT_FOREVER (-1). NO_WAIT 
means the routine should return immediately; WAIT_FOREVER means the routine should 
never time out. 
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The msgQSend() routine allows the priority of a message to be specified as either normal 
or urgent, MSG_PRI_NORMAL (0) and MSG_PRI_URGENT (1), respectively. Normal 
priority messages are added to the tail of the list of queued messages, while urgent 
priority messages are added to the head of the list. 

msgQLib.h 


pipeDrv, msgQSmLib, VxWorks Programmer’s Guide: Basic OS 


msgQShow 


msgQShow — message queue show routines 

msgQShowInit( ) — initialize the message queue show facility 
msgQInfoGet( ) — get information about a message queue 
msgQShow() — show information about a message queue 


This library provides routines to show message queue statistics, such as the task queuing 
method, messages queued, receivers blocked, etc. 


The routine msgQshowInit() links the message queue show facility into the VxWorks 
system. It is called automatically when the message queue show facility is configured into 
VxWorks using either of the following methods: 


— If you use configuration header files, define INCLUDE_SHOW_ROUTINES in config.h. 
— If you use the Tornado project facility, select INCLUDE_LMSG_Q SHOW. 


msgQLib.h 


pipeDrv, VxWorks Programmer's Guide: Basic OS 


msgQOSmLib 


msgOSmLib — shared memory message queue library (VxMP Opt.) 
msgQSmCreate( ) — create and initialize a shared memory message queue (VxMP Opt.) 


This library provides the interface to shared memory message queues. Shared memory 
message queues allow a variable number of messages (varying in length) to be queued in 
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first-in-first-out order. Any task running on any CPU in the system can send messages to 
or receive messages from a shared message queue. Tasks can also send to and receive 
from the same shared message queue. Full-duplex communication between two tasks 
generally requires two shared message queues, one for each direction. 


Shared memory message queues are created with msgQSmCreate(). Once created, they 
can be manipulated using the generic routines for local message queues; for more 
information on the use of these routines, see the manual entry for msgQLib. 


MEMORY REQUIREMENTS 


RESTRICTIONS 


CONFIGURATION 


AVAILABILITY 


INCLUDE FILES 


SEE ALSO 


The shared memory message queue structure is allocated from a dedicated shared 
memory partition. This shared memory partition is initialized by the shared memory 
objects master CPU. The size of this partition is defined by the maximum number of 
shared message queues, SM_OBJ_MAX_MSG_OQ. 


The message queue buffers are allocated from the shared memory system partition. 


Shared memory message queues differ from local message queues in the following ways: 


Interrupt Use: 
Shared memory message queues may not be used (sent to or received from) at 
interrupt level. 


Deletion: 
There is no way to delete a shared memory message queue and free its associated 
shared memory. Attempts to delete a shared message queue return ERROR and set 
errno to S_smObjLib_NO_OBJECT_DESTROY. 


Queuing Style: 
The shared message queue task queueing order specified when a message queue is 
created must be FIFO. 


Before routines in this library can be called, the shared memory objects facility must be 
initialized by calling usrSmObjInit(), which is found in srce/config/usrSmObj.c. This is 
done automatically from the root task, usrRoot(), in usrConfig.c if the configuration 
macro INCLUDE_SM_OB}J is defined. 


This module is distributed as a component of the unbundled shared objects memory 
support option, VxMP. 


msgQOSmLib.h, msgQLib.h, smMemLib.h, smObjLib.h 


msgQLib, smObjLib, msgQShow, usrSmObjInit(), VxWorks Programmer’s Guide: Shared 
Memory Objects 
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muxLib 


muxLib — MUX network interface library 


muxLibInit() — initialize global state for the MUX 

muxDevLoad( ) —- load a driver into the MUX 

muxDevStart( ) — start a device by calling its start routine 

muxDevStop() — stop a device by calling its stop routine 

muxShow() — all configured Enhanced Network Drivers 

muxBind( ) — bind a protocol to the MUX given a driver name 

muxSend() — send a packet out on a network interface 

muxPollSend() — send a packet on a network interface 

muxPollReceive() — poll for a packet from a device driver 

muxlIoctl() — send control information to the MUX or to a device 
muxMCastAddrAdd() - add a multicast address to multicast table for a device 
muxMCastAddrDel( ) — delete a multicast address from a device’s multicast table 
muxMCastAddrGet( ) — get the multicast address table from the MUX/Driver 
muxUnbind( ) — detach a protocol from the specified driver 

muxDevUnload() — remove a driver from the MUX 

muxAddressForm( ) — form an address into a packet 

muxPacketDataGet() — return the data from a packet 

muxPacketAddrGet( ) — get addressing information from a packet 
endFindByName( ) - find a device using its string name 

muxDevExists() — tests whether a device is already loaded into the MUX 
muxAddrResFuncAdd( ) — add an address resolution function 
muxAddrResFuncGet( ) — get the address resolution function for ifType/ protocol 
muxAddrResFuncDel( ) — delete an address resolution function 


This library provides the routines that define the MUX interface, a facility that handles 
communication between the data link layer and the network protocol layer. Using the 
MUX, the VxWorks network stack has decoupled the data link and network layers. Thus, 
drivers and protocols no longer need knowledge of each other’s internals. As a result, the 
network driver and protocol are nearly independent of each another. This independence 
makes it much easier to add a new drivers or protocols. For example, if you add a new 
END, all existing MUX-based protocols can use the new driver. Likewise, if you adda 
new MUX-based protocol, any existing END can use the MUX to access the new protocol. 


errno.h, IstLib.h, logLib.h, string-h, m2Lib.h, bufLib.h, if-h, end.h, muxLib-h 


Network Protocol Toolkit User’s Guide 
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NAME 


ROUTINES 


DESCRIPTION 


7. Libraries 
ner710Lib 


ncr710CommLib 


ncr710CommLib — common library for ncr710Lib.c and ncr710Lib2.c 


ncr710SingleStep() — perform a single-step 
ncr710StepEnable( ) — enable/disable script single-step 


Contains ncr710Lib and ncr710Lib2 common driver interfaces which can be called from 
user code. 


ncr710Lib.c, ncr710Lib2.c, NCR 53C710 SCSI I/O Processor Programming Guide, VxWorks 
Programmer’s Guide: I/O System 


ncr710Lib 


nct710Lib — NCR 53C710 SCSI I/O Processor (SIOP) library (SCSI-1) 


ncr710CtrlCreate( ) — create a control structure for an NCR 53C710 SIOP 
ncer710CtrlInit( ) — initialize a control structure for an NCR 53C710 SIOP 
ncr710SetHwRegister( ) — set hardware-dependent registers for the NCR 53C710 SIOP 
ncr710Show( ) — display the values of all readable NCR 53C710 SIOP registers 


This is the I/O driver for the NCR 53C710 SCSI I/O Processor (SIOP). It is designed to 
work with sesi1Lib. It also runs in conjunction with a script program for the NCR 53C710 
chip. This script uses the NCR 53C710 DMA function for data transfers. This driver 
supports cache functions through cacheLib. 


USER-CALLABLE ROUTINES 


INCLUDE FILES 


SEE ALSO 


Most of the routines in this driver are accessible only through the I/O system. Three 
routines, however, must be called directly: ncr710CtrICreate() to create a controller 
structure, and ncr710CtrlInit( ) to initialize it. The NCR 53C710 hardware registers need to 
be configured according to the hardware implementation. If the default configuration is 
not proper, the routine ncr710SetHwRegister( ) should be used to properly configure the 
registers. 


ncr710.h, ncr710_1.h, ner710Script.h, ncer710Scripti.h 


scsiLib, scsilLib, cacheLib, NCR 53C710 SCSI I/O Processor Programming Guide, VxWorks 
Programmer’s Guide: I/O System 
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ncr710Lib2 


nct710Lib2 — NCR 53C710 SCSI I/O Processor (SIOP) library (SCSI-2) 


ncr710CtrlCreateScsi2( ) — create a control structure for the NCR 53C710 SIOP 
ncr710CtrlInitScsi2() — initialize a control structure for the NCR 53C710 SIOP 
ncr710SetHwRegisterScsi2( ) — set hardware-dependent registers for the NCR 53C710 
ncr710ShowScsi2( ) — display the values of all readable NCR 53C710 SIOP registers 


This is the I/O driver for the NCR 53C710 SCSI I/O Processor (SIOP). It is designed to 
work with sesi2Lib. This driver runs in conjunction with a script program for the NCR 
53C710 chip. The script uses the NCR 53C710 DMA function for data transfers. This driver 
supports cache functions through cacheLib. 


USER-CALLABLE ROUTINES 


INCLUDE FILES 


SEE ALSO 


Most of the routines in this driver are accessible only through the I/O system. Three 
routines, however, must be called directly. ncer710CtrlCreateScsi2() creates a controller 
structure and ner710CtrUnitScsi2() initializes it. The NCR 53C710 hardware registers 
need to be configured according to the hardware implementation. If the default 
configuration is not correct, the routine ncr710SetHwRegisterScsi2() must be used to 
properly configure the registers. 


ncr710.h, ncr710_2.h, ncr710Script.h, ncer710Script2.h 


scsiLib, scsi2Lib, cacheLib, VxWorks Programmer’s Guide: I/O System 
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ncr810Lib 


ncr810Lib 


ncr810Lib — NCR 53C8xx PCI SCSI I/O Processor (SIOP) library (SCSI-2) 


ncr810CtrlCreate( ) — create a control structure for the NCR 53C8xx SIOP 
ncer810CtrlInit( ) — initialize a control structure for the NCR 53C8xx SIOP 
ncr810SetHwRegister( ) — set hardware-dependent registers for the NCR 53C8xx SIOP 
ncr810Show( ) — display values of all readable NCR 53C8xx SIOP registers 


This is the I/O driver for the NCR 53C8xx PCI SCSI I/O Processors (SIOP), supporting the 
NCR 53C810 and the NCR 53C825 SCSI controllers. It is designed to work with scsiLib 
and scsi2Lib. This driver runs in conjunction with a script program for the NCR 53C8xx 
controllers. These scripts use DMA transfers for all data, messages, and status. This driver 
supports cache functions through cacheLib. 


USER-CALLABLE ROUTINES 


Most of the routines in this driver are accessible only through the I/O system. Three 
routines, however, must be called directly. ncr810CtrICreate() creates a controller 
structure and ncr810C#rlInit( ) initializes it. The NCR 53C8xx hardware registers need to 
be configured according to the hardware implementation. If the default configuration is 
not correct, the routine ncr810SetHwRegister( ) must be used to properly configure the 
registers. 


PCI MEMORY ADDRESSING 


INCLUDE FILES 


SEE ALSO 


The global variable ncr810PciMemOffset was created to provide the BSP with a means of 
changing the VIRT_TO_PHYS mapping without changing the functions in the cacheFuncs 
structures. In generating physical addresses for DMA on the PCI bus, local addresses are 
passed through the function CACHE_DMA_VIRT_TO_PHYS and then the value of 
ncr810PciMemOffset is added. For backward compatibility, the initial value of 
ncr810PciMemOffset comes from the macro PCI_LTO_MEM_OFFSET defined in ncr810.h. 


I/O MACROS All device access for input and output is done via macros which can be 
customized for each BSP. These routines are NCR810_IN_BYTE, NCR810_OUT_BYTE, 
NCR810_IN_16, NCR810_OUT_16, NCR810_IN_32 and NCR810_OUT_32. By default, these are 
defined as generic memory references. 


ncr810.h, ncr810Script.h and scsiLib.h 
scsiLib, scsi2Lib, cacheLib, SYM53C825 PCI-SCSI I/O Processor Data Manual, SYM53C810 


PCI-SCSI I/O Processor Data Manual, NCR 53C8XX Family PCI-SCSI I/O Processors 
Programming Guide, VxWorks Programmer’s Guide: I/O System 
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ncr5390Lib 


ncr5390Lib — NCR5390 SCSI-Bus Interface Controller library (SBIC) 


ncer5390CtrlInit( ) — initialize the user-specified fields in an ASC structure 
ncr5390Show( ) - display the values of all readable NCR5390 chip registers 


This library contains the main interface routines to the SCSI-Bus Interface Controllers 
(SBIC). These routines simply switch the calls to the SCSI-1 or SCSI-2 drivers, 
implemented in ncr5390Lib1.c or ncr5390Lib2.c as configured by the Board Support 
Package (BSP). 


In order to configure the SCSI-1 driver, which depends upon scsil1Lib, the 
ncr5390Ctr1Create( ) routine, defined in ncr5390Lib1, must be invoked. Similarly 
ncr5390Ctr1CreateScsi2( ), defined in ncr5390Lib2 and dependent on scsi2Lib, must be 
called to configure and initialize the SCSI-2 driver. 


ncr5390.h, ncr5390_1.h, ncr5390_2.h 


ncr5390Lib1 


ncr5390Lib1 — NCR 53C90 Advanced SCSI Controller (ASC) library (SCSI-1) 
ncr5390CtrlCreate( ) — create a control structure for an NCR 53C90 ASC 


This is the I/O driver for the NCR 53C90 Advanced SCSI Controller (ASC). It is designed 
to work in conjunction with scsiLib. 


USER-CALLABLE ROUTINES 


INCLUDE FILES 


SEE ALSO 


Most of the routines in this driver are accessible only through the I/O system. The only 
exception in this portion of the driver is the ncr5390CtrlCreate() which creates a controller 
structure. 


ncr5390.h 


scsiLib, NCR 53C90A, 53C90B Advanced SCSI Controller, VxWorks Programmer's Guide: I/O 
System 
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1. Libraries 
ne2000End 


ncr5390Lib2 


ncr5390Lib2 — NCR 53C90 Advanced SCSI Controller (ASC) library (SCSI-2) 
ncr5390CtrlCreateScsi2() — create a control structure for an NCR 53C90 ASC 


This is the I/O driver for the NCR 53C90 Advanced SCSI Controller (ASC). It is designed 
to work in conjunction with scsiLib. 


USER-CALLABLE ROUTINESMost of the routines in this driver are accessible only through the I/O system. The 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


only exception in this portion of the driver is the ncr5390CtrlCreateScsi2() which creates a 
controller structure. 


ncr5390.h 


ncr5390Lib2, scsiLib, NCR 53C90A, 53C90B Advanced SCSI Controller, VxWorks 
Programmer’s Guide: I/O System 


ne2000End 


ne2000End — NE2000 END network interface driver 


ne2000EndLoad( ) — initialize the driver and device 
ne2000Parse( ) — parse the init string 


This module implements the NE2000 Ethernet network interface driver. 


EXTERNAL INTERFACE 


The only external interface is the ne2000EndLoad() routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:adrs:vecNum:intLvl:byteAccess:usePromEnetAdadr:offset 


The ne2000EndLoad() function uses strtok() to parse the string. 


TARGET-SPECIFIC PARAMETERS 


unit 
A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 
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adrs 
Tells the driver where to find the ne2000. 


vecNum 
Configures the ne2000 device to generate hardware interrupts for various events 
within the device. Thus, it contains an interrupt handler routine. The driver calls 
sysIntConnect( ) to connect its interrupt handler to the interrupt vector generated as a 
result of the ne2000 interrupt. 


intLvl 
This parameter is passed to an external support routine, sysLanIntEnable( ), which is 
described below in "External Support Requirements." This routine is called during as 
part of driver’s initialization. It handles any board-specific operations required to 
allow the servicing of a ne2000 interrupt on targets that use additional interrupt 
controller devices to help organize and service the various interrupt sources. This 
parameter makes it possible for this driver to avoid all board-specific knowledge of 
such devices. 


byteAccess 
Tells the driver the NE2000 is jumpered to operate in 8-bit mode. Requires that 
SYS_IN_WORD_STRING() and SYS_OUT_WORD_STRING() be written to 


properly access the device in this mode. 


usePromEnetAddr 
Attempt to get the ethernet address for the device from the on-chip (board) PROM 
attached to the NE2000. Will fall back to using the BSP-supplied ethernet address if 
this parameter is 0 or if unable to read the ethernet address. 


offset 


Specifies the memory alignment offset. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 
SYS_IN_CHAR(pDrvCtrl, reg, pData) 
SYS_OUT_CHAR (pDrvCtrl, reg, pData) 
SYS_IN_WORD_STRING(pDrvCtrl, reg, pData) 
SYS_OUT_WORD_STRING(pDrvCtrl, reg, pData) 


These macros allow the driver to be customized for BSPs that use special versions of these 
routines. 


The macro SYS_INT_CONNECT is used to connect the interrupt handler to the appropriate 
vector. By default it is the routine intConnect(). 


The macro SYS_INT_DISCONNECT is used to disconnect the interrupt handler prior to 
unloading the module. By default this is a dummy routine that returns OK. 
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nec765Fd 


The macro SYS_INT_ENABLE is used to enable the interrupt level for the end device. It is 
called once during initialization. By default this is the routine sysLanIntEnable(), defined 
in the module sysLib.o. 


The macro SYS_ENET_ADDR_GET is used to get the ethernet address (MAC) for the 
device. The single argument to this routine is the END_DEVICE pointer. By default this 
routine copies the ethernet address stored in the global variable ne2000EndEnetAddr into 
the END_DEVICE structure. 


The macros SYS_IN_CHAR, SYS_OUT_CHAR, SYS_IN_WORD_STRING and 
SYS_OUT_WORD_STRING are used for accessing the ne2000 device. The default macros 
map these operations onto sysInByte(), sysOutByte( ), sysInWordString() and 
sysOutWordString(). 


end.h endLib.h etherMultiLib.h 


muxLib, endLibWriting and Enhanced Network Driver 


nec765Fd 


nec765Fd — NEC 765 floppy disk device driver 
fdDrv( ) - initialize the floppy disk driver 
fdDevCreate() - create a device for a floppy disk 


fdRawio() — provide raw I/O access 


This is the driver for the NEC 765 Floppy Chip used on the PC 386/486. 


USER-CALLABLE ROUTINES 


SEE ALSO 


Most of the routines in this driver are accessible only through the I/O system. However, 
two routines must be called directly: fdDrv() to initialize the driver, and fdDevCreate( ) 
to create devices. Before the driver can be used, it must be initialized by calling fdDro(). 
This routine should be called exactly once, before any reads, writes, or calls to 
fdDevCreate(). Normally, it is called from usrRoot( ) in usrConfig.c. 


The routine fdRawio() allows physical I/O access. Its first argument is a drive number, 0 
to 3; the second argument is a type of diskette; the third argument is a pointer to the 
FD_RAW structure, which is defined in nec765Fd.h. 


Interleaving is not supported when the driver formats. 


Two types of diskettes are currently supported: 3.5" 2HD 1.44MB and 5.25" 2HD 1.2MB. 
You can add additional diskette types to the fdTypes[] table in sysLib.c. 


VxWorks Programmer's Guide: I/O System 


1 - 261 


VxWorks Reference Manual, 5.4 
netBufLib 


netBufLib 


NAME netBufLib — network buffer library 


ROUTINES netBufLibInit( ) — initialize netBufLib 
netPoolInit( ) — initialize a netBufLib-managed memory pool 
netPoolDelete( ) — delete a memory pool 
netMblkFree( ) — free an mBlk back to its memory pool 
netClBlkFree( ) — free a clBlk-cluster construct back to the memory pool 
netClFree() — free a cluster back to the memory pool 
netMblkClIFree( ) — free an mBlk-clBlk-cluster construct 
netMblkCIChainFree( ) — free a chain of mBlk-clBlk-cluster constructs 
netMblkGet( ) — get an mBlk 
netClBlkGet( ) — get a clBlk 
netClusterGet( ) — get a cluster from the specified cluster pool 
netMblkClGet( ) — get a clBlk-cluster and join it to the specified mBlk 
netTupleGet( ) — get an mBlk-clBlk-cluster 
netCIBlkJoin( ) — join a cluster to a clBlk structure 
netMblkClJoin() — join an mBlk to a clBlk-cluster construct 
netClPoolldGet( ) — return a CL_LPOOL_ID for a specified buffer size 
netMblkToBufCopy() — copy data from an mBIk to a buffer 
netMblkDup() — duplicate an mBlk 
netMblkChainDup() — duplicate an mBlk chain 


DESCRIPTION This library contains routines that you can use to organize and maintain a memory pool 
that consists of pools of mBlk structures, pools of clBlkstructures, and pools of clusters. 
The mBlk and clBIk structures are used to manage the clusters. The clusters are 
containers for the data described by the mBlk and clBlk structures. 


These structures and the various routines of this library constitute a buffering API that has 
been designed to meet the needs both of network protocols and network device drivers. 


The mBlk structure is the primary vehicle for passing data between a network driver and 
a protocol. However, the mBlk structure must first be properly joined with a clBIk 
structure that was previously joined with a cluster. Thus, the actual vehicle for passing 
data is not merely an mBIk structure but an mBlk-clBlk-cluster construct. 


To include netBufLib in VxWorks, define INCLUDE_NETWORK in configAII.h. This also 
automatically configures VxWorks to call netBufLibInit(). 


INCLUDE FILES netBufLib.h 
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netDrv 


netDrv — network remote file I/O driver 


netDrv( ) — install the network remote file driver 
netDevCreate( ) — create a remote file device 


This driver provides facilities for accessing files transparently over the network via FTP or 
RSH. By creating a network device with netDevCreate( ), files on a remote UNIX machine 
may be accessed as if they were local. 


When a remote file is opened, the entire file is copied over the network to a local buffer. 
When a remote file is created, an empty local buffer is opened. Any reads, writes, or 
ioctI() calls are performed on the local copy of the file. If the file was opened with the 
flags O_WRONLY or O_RDWR and modified, the local copy is sent back over the network 
to the UNIX machine when the file is closed. 


Note that this copying of the entire file back and forth can make netDrvdevices awkward 
to use. A preferable mechanism is NFS as provided by nfsDrv. 


USER-CALLABLE ROUTINES 


FILE OPERATIONS 


INITIALIZATION 


Most of the routines in this driver are accessible only through the I/O system. However, 
two routines must be called directly: netDro() to initialize the driver and netDevCreate( ) 
to create devices. 


This driver supports the creation, deletion, opening, reading, writing, and appending of 
files. The renaming of files is not supported. 


Before using the driver, it must be initialized by calling the routine netDrv(). This routine 
should be called only once, before any reads, writes, or netDevCreate() calls. 
Initialization is performed automatically when the configuration macro 
INCLUDE_NETWORK is defined. 


CREATING NETWORK DEVICES 


To access files on a remote host, a network device must be created by calling 
netDevCreate(). The arguments to netDevCreate( ) are the name of the device, the name 
of the host the device will access, and the remote file access protocol to be used -- RSH or 
FTP. By convention, a network device name is the remote machine name followed by a 
colon ":". For example, for a UNIX host on the network "wrs", files can be accessed by 
creating a device called "wrs:". For more information, see the manual entry for 
netDevCreate( ). 


IOCTL FUNCTIONS The network driver responds to the following ioctl() functions: 
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FIOGETNAME 
Gets the file name of the file descriptor fd and copies it to the buffer specified by 
nameBuf: 


status = ioctl (fd, FIOGETNAME, &nameBuf) ; 


FIONREAD 
Copies to nBytesUnread the number of bytes remaining in the file specified by fd: 


status = ioctl (fd, FIONREAD, &nBytesUnread) ; 


FIOSEEK 
Sets the current byte offset in the file to the position specified by newOffset. If the seek 
goes beyond the end-of-file, the file grows. The end-of-file pointer changes to the new 
position, and the new space is filled with zeroes: 


status = ioctl (fd, FIOSEEK, newOffset) ; 


FIOWHERE 
Returns the current byte position in the file. This is the byte offset of the next byte to 
be read or written. It takes no additional argument: 


position = ioctl (fd, FIOWHERE, 0); 


FIOFSTATGET 
Gets file status information. The argument statStruct is a pointer to a stat structure 
that is filled with data describing the specified file. Normally, the stat() or fstat() 
routine is used to obtain file information, rather than using the FIOFSTATGET 
function directly. netDrv only fills in three fields of the stat structure: st_dev, 
st_mode, and st_size. st_mode is always filled with S_IFREG. 


struct stat statStruct; 
fd = open ("file", O_RDONLY) ; 
status = ioctl (fd, FIOFSTATGET, &statStruct) ; 


The netDrv implementation strategy implies that directories cannot always be 
distinguished from plain files. Thus, opendir() does not work for directories mounted on 
netDrv devices, and II() does not flag subdirectories with the label "DIR" in listings from 
netDrv devices. 


When the access method is FTP, operations can only be done on files that the FTP server 
allows to download. In particular it is not possible to stat a directory, doing so will result 
in "dirname: not a plain file” error. 


netDrv.h 


remLib, netLib, sockLib, hostAdd(), VxWorks Programmer’s Guide: Network 
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netLib 


netLib — network interface library 


netLibInit() — initialize the network package 
netTask() — network task entry point 


This library contains the network task that runs low-level network interface routines in a 
task context. The network task executes and removes routines that were added to the job 
queue. This facility is used by network interfaces in order to have interrupt-level 
processing at task level. 


The routine netLibInit() initializes the network and spawns the network task netTask(). 
This is done automatically when the configuration macro INCLUDE_NETWORK is defined. 


The routine netHelp() in usrLib displays a summary of the network facilities available 
from the VxWorks shell. 


netLib.h 


routeLib, hostLib, netDrv, netHelp(), VxWorks Programmer's Guide: Network 


netShow 


netShow — network information display routines 


ifShow() — display the attached network interfaces 

inetstatShow() — display all active connections for Internet protocol sockets 
ipstatShow() — display IP statistics 

netPoolShow( ) — show pool statistics 

netStackDataPoolShow( ) — show network stack data pool statistics 
netStackSysPoolShow( ) — show network stack system pool statistics 
mbufShow() — report mbuf statistics 

netShowInit( ) — initialize network show routines 

arpShow() — display entries in the system ARP table 

arptabShow( ) - display the known ARP entries 

routestatShow() — display routing statistics 

routeShow() — display host and network routing tables 

hostShow() — display the host table 

mRouteShow( ) — print the entries of the routing table 
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This library provides routines to show various network-related statistics, such as 
configuration parameters for network interfaces, protocol statistics, socket statistics, and 
so on. 


Interpreting these statistics requires detailed knowledge of Internet network protocols. 
Information on these protocols can be found in the following books: 


— Internetworking with TCP/IP Volume III, by Douglas Comer and David Stevens 
— UNIX Network Programming, by Richard Stevens 


— The Design and Implementation of the 4.3 BSD UNIX Operating System, by Leffler, 
McKusick, Karels and Quarterman 


The netShowInit() routine links the network show facility into the VxWorks system. This 
is performed automatically if INCLUDE_NET_SHOW is defined in configAII.h. 


ifLib, icmpShow, igmpShow, tcpShow, udpShow, VxWorks Programmer’s Guide: Network 


nfsdLib 


nfsdLib — Network File System (NFS) server library 


nfsdInit() — initialize the NFS server 
nfsdStatusGet() — get the status of the NFS server 
nfsdStatusShow() — show the status of the NFS server 


This library is an implementation of version 2 of the Network File System Protocol 
Specification as defined in RFC 1094. It is closely connected with version 1 of the mount 
protocol, also defined in RFC 1094 and implemented in turn by mountLib. 


The NFS server is initialized by calling nfsdInit(). This is done automatically at boot time 
if the configuration macro INCLUDE_NFS_SERVER is defined. 


Currently, only dosFsLib file systems are supported; RT11 file systems cannot be 
exported. File systems are exported with the nfsExport() call. 


To create and export a file system, define the configuration macro INCLUDE_NFS_SERVER 
and rebuild VxWorks. 


To export VxWorks file systems via NFS, you need facilities from both this library and 
from mountLib. To include both, define INCLUDE_NFS_SERVER and rebuild VxWorks. 


Use the mountLib routine nfsExport() to export file systems. For an example, see the 
manual page for mountLib. 


VxWorks does not normally provide authentication services for NFS requests, and the 
DOS file system does not provide file permissions. If you need to authenticate incoming 
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requests, see the documentation for nfsdInit() and mountdInit() for information about 
authorization hooks. 


The following requests are accepted from clients. For details of their use, see RFC 1094, 
"NFS: Network File System Protocol Specification." 


Procedure Name Procedure Number 
NFSPROC_NULL 0 
NFSPROC_GETATTR 1 
NFSPROC_SETATTR 2. 
NFSPROC_ROOT 3 
NFSPROC_LOOKUP 4 
NFSPROC_READLINK 5 
NFSPROC_READ 6 
NFSPROC_WRITE 8 
NFSPROC_CREATE 9 
NFSPROC_REMOVE 10 
NFSPROC_RENAME 11 
NFSPROC_LINK 12 
NFSPROC_SYMLINK 13 
NFSPROC_MKDIR 14 
NFSPROC_RMDIR 15 
NFSPROC_READDIR 16 
NFSPROC_STATFS 17 


AUTHENTICATION AND PERMISSIONS 


TASKS 


Currently, no authentication is done on NFS requests. nfsdInit() describes the 
authentication hooks that can be added should authentication be necessary. 


Note that the DOS file system does not provide information about ownership or 
permissions on individual files. Before initializing a dosFs file system, three global 
variables--dosFsUserld, dosFsGroupId, and dosFsFileMode--can be set to define the user 
ID, group ID, and permissions byte for all files in all dosFs volumes initialized after 
setting these variables. To arrange for different dosFs volumes to use different user and 
group ID numbers, reset these variables before each volume is initialized. See the manual 
entry for dosFsLib for more information. 


Several NFS tasks are created by nfsdInit(). They are: 


tMountd 
The mount daemon, which handles all incoming mount requests. This daemon is 
created by mountdInit(), which is automatically called from nfsdInit(). 


tNfsd 
The NFS daemon, which queues all incoming NFS requests. 
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tNfsdxX 
The NFS request handlers, which dequeues and processes all incoming NFS requests. 


Performance of the NFS file system can be improved by increasing the number of servers 
specified in the nfsdInit() call, if there are several different dosFs volumes exported from 
the same target system. The spy() utility can be called to determine whether this is useful 
for a particular configuration. 


nfsdLib 


nfsDrv 


nfsDrv — Network File System (NFS) I/O driver 


nfsDro() — install the NFS driver 

nfsDroNumGet( ) — return the IO system driver number for the nfs driver 
nfsMount() — mount an NFS file system 

nfsMountAll() — mount all file systems exported by a specified host 
nfsDevShow() - display the mounted NFS devices 

nfsUnmount() — unmount an NFS device 

nfsDevListGet( ) — create list of all the NFS devices in the system 

nfsDevInfoGet( ) — read configuration information from the requested NFS device 


This driver provides facilities for accessing files transparently over the network via NFS 
(Network File System). By creating a network device with nfsMount( ), files on a remote 
NFS system (such as a UNIX system) can be handled as if they were local. 


USER-CALLABLE ROUTINES 


INITIALIZATION 


The nfsDro() routine initializes the driver. The nfsMount() and nfsUnmount() routines 
mount and unmount file systems. The nfsMountAll() routine mounts all file systems 
exported by a specified host. 


Before using the network driver, it must be initialized by calling nfsDrv( ). This routine 
must be called before any reads, writes, or other NFS calls. This is done automatically 
when the configuration macro INCLUDE_NFS is defined. 


CREATING NFS DEVICES 


To access a remote file system, an NFS device must be created by calling nfsMount(). For 
example, to create the device /myd0/ for the file system /d0/ on the host wrs, call: 


nfsMount ("wrs", "/d0/", "/myd0/") ; 


The file /d0/dog on the host wrs can now be accessed as /myd0/dog. 
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If the third parameter to nfsMount() is NULL, VxWorks creates a device with the same 
name as the file system. For example, the call: 


nfsMount ("wrs", "/d0/", NULL) ; 
or from the shell: 


nfsMount "wrs", "/d0/" 
creates the device /d0/. The file /d0/dog is accessed by the same name, /d0/dog. 


Before mounting a file system, the host must already have been created with hostAdd(). 
The routine nfsDevShow() displays the mounted NFS devices. 


The NFS driver responds to the following ioctI() functions: 


FIOGETNAME 
Gets the file name of fd and copies it to the buffer referenced by nameBuf: 


status = ioctl (fd, FIOGETNAME, &nameBuf) ; 


FIONREAD 
Copies to nBytesUnread the number of bytes remaining in the file specified by fd: 


status = ioctl (fd, FIONREAD, &nBytesUnread) ; 


FIOSEEK 
Sets the current byte offset in the file to the position specified by newOffset. If the seek 
goes beyond the end-of-file, the file grows. The end-of-file pointer gets moved to the 
new position, and the new space is filled with zeros: 


status = ioctl (fd, FIOSEEK, newOffset) ; 


FIOSYNC 
Flush data to the remote NFS file. It takes no additional argument: 


status = ioctl (fd, FIOSYNC, 0); 


FIOWHERE 
Returns the current byte position in the file. This is the byte offset of the next byte to 
be read or written. It takes no additional argument: 


position = ioctl (fd, FIOWHERE, 0); 

FIOREADDIR 
Reads the next directory entry. The argument dirStruct is a pointer to a directory 
descriptor of type DIR. Normally, the readdir( ) routine is used to read a directory, 
rather than using the FIOREADDIR function directly. See the manual entry for 
dirLib: 
DIR dirStruct; 
fd = open ("directory", O_RDONLY) ; 
status = ioctl (fd, FIOREADDIR, &dirStruct) ; 

FIOFSTATGET 
Gets file status information (directory entry data). The argument statStruct is a 
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pointer to a stat structure that is filled with data describing the specified file. 
Normally, the stat() or fstat() routine is used to obtain file information, rather than 
using the FIOFSTATGET function directly. See the manual entry for dirLib: 


struct stat statStruct; 
fd = open ("file", O_RDONLY) ; 
status = ioctl (fd, FIOFSTATGET, &statStruct) ; 

FIOFSTATFSGET 
Gets the file system parameters for and open file descriptor. The argument 
statfsStruct is a pointer to a statfs structure that is filled with data describing the 
underlying filesystem. Normally, the stat() or fstat() routine is used to obtain file 
information, rather than using the FIOFSTATGET function directly. See the manual 
entry for dirLib: 


statfs statfsStruct; 
fd = open ("directory", O_RDONLY) ; 
status = ioctl (fd, FIOFSTATFSGET, &statfsStruct) ; 


DEFICIENCIES There is only one client handle/cache per task. Performance is poor if a task is accessing 
two or more NFS files. 


Changing nfsCacheSize after a file is open could cause adverse effects. However, changing 
it before opening any NFS file descriptors should not pose a problem. 


INCLUDE FILES nfsDrv.h, ioLib.h, dirent.h 


SEE ALSO dirLib, nfsLib, hostAdd(), ioctl(), VxWorks Programmer’s Guide: Network 


nfsLib 


NAME nfsLib — Network File System (NFS) library 


ROUTINES nfsHelp() — display the NFS help menu 
nfsExportShow() — display the exported file systems of a remote host 
nfsAuthUnixPrompt() — modify the NFS UNIX authentication parameters 
nfsAuthUnixShow( ) — display the NFS UNIX authentication parameters 
nfsAuthUnixSet() — set the NFS UNIX authentication parameters 
nfsAuthUnixGet( ) — get the NFS UNIX authentication parameters 
nfsIdSet() — set the ID number of the NFS UNIX authentication parameters 


DESCRIPTION This library provides the client side of services for NFS (Network File System) devices. 
Most routines in this library should not be called by users, but rather by device drivers. 
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The driver is responsible for keeping track of file pointers, mounted disks, and cached 
buffers. This library uses Remote Procedure Calls (RPC) to make the NFS calls. 


VxWorks is delivered with NFS disabled. The configuration macro for NFS is 
INCLUDE_NFS. 


In the same file, NFS_USER_ID and NFS_GROUP_ID should be defined to set the default 
user ID and group ID at system start-up. For information about creating NFS devices, see 
the VxWorks Programmer's Guide: Network. 


Normal use of NFS requires no more than 2000 bytes of stack. 


NFS USER IDENTIFICATION 


INCLUDE FILES 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


BOARD LAYOUT 


NFS is built on top of RPC and uses a type of RPC authentication known as AUTH_UNIX, 
which is passed onto the NFS server with every NFS request. AUTH_UNIX is a structure 
that contains necessary information for NFS, including the user ID number and a list of 
group IDs to which the user belongs. On UNIX systems, a user ID is specified in the file 
/etc/passwd. The list of groups to which a user belongs is specified in the file /etc/group. 


To change the default authentication parameters, use nfsAuthUnixPrompt(). To change 
just the AUTH_UNIX ID, use nfsIdSet(). Usually, only the user ID needs to be changed to 
indicate a new NFS user. 


nfsLib.h 


rpcLib, ioLib, nfsDrv, VxWorks Programmer's Guide: Network 


nicEvbEnd 


nicEvbEnd — National Semiconductor ST-NIC Chip network interface driver 


nicEndLoad( ) — initialize the driver and device 
nicEvbInitParse( ) — parse the initialization string 


This module implements the National Semiconductor 83902A ST-NIC Ethernet network 
interface driver. 


This driver is non-generic and is for use on the IBM EVB403 board. The driver must be 
given several target-specific parameters. These parameters, and the mechanisms used to 
communicate them to the driver, are detailed below. 


This device is on-board. No jumpering diagram is necessary. 
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EXTERNAL INTERFACE 


The only external interface is the nicEvbEndLoad( ) routine, which expects the initString 
parameter as input. This parameter passes in a colon-delimited string of the format: 


unit:nic_addr:int_vector:int_level 


The nicEvbEndLoad() function uses strtok() to parse the string. 


TARGET-SPECIFIC PARAMETERS 


unit 


A convenient holdover from the former model. This parameter is used only in the 
string name for the driver. 


nic_addr 


Base address for NIC chip 


int_vector 


Configures the NIC device to generate hardware interrupts for various events within 
the device. Thus, it contains an interrupt handler routine. The driver calls 
sysIntConnect( ) to connect its interrupt handler to the interrupt vector. 


int_level 


This parameter is passed to an external support routine, sysLanIntEnable( ), which is 
described below in "External Support Requirements." This routine is called during as 
part of driver’s initialization. It handles any board-specific operations required to 
allow the servicing of a NIC interrupt on targets that use additional interrupt 
controller devices to help organize and service the various interrupt sources. This 
parameter makes it possible for this driver to avoid all board-specific knowledge of 
such devices. 


device restart/reset delay 


The global variable nicRestartDelay (UINT32), defined in this file, should be 
initialized in the BSP sysHwInit() routine. nicRestartDelay is used only with 
PowerPC platform and is equal to the number of time base increments which makes 
for 1.6 msec. This corresponds to the delay necessary to respect when restarting or 
resetting the device. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 


There are default values in the source code for these macros. They presume 
memory-mapped accesses to the device registers and the normal intConnect(), and 
intEnable() BSP functions. The first argument to each is the device controller structure. 
Thus, each has access back to all the device-specific information. Having the pointer in 
the macro facilitates the addition of new features to this driver. 
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SYSTEM RESOURCE USAGE 
When implemented, this driver requires the following system resources: 


— one mutual exclusion semaphore 
— one interrupt vector 


SEE ALSO muxLib 


ns16550Sio 


NAME ns16550Sio — NS 16550 UART tty driver 


ROUTINES ns16550DevInit( ) — intialize an NS16550 channel 
ns16550IntWr( ) — handle a transmitter interrupt 
ns16550IntRd() — handle a receiver interrupt 
ns16550IntEx( ) — miscellaneous interrupt processing 
ns16550Int( ) — interrupt level processing 


DESCRIPTION This is the driver for the NS16552 DUART. This device includes two universal 
asynchronous receiver /transmitters, a baud rate generator, and a complete modem 
control capability. 


A NS16550_CHAN structure is used to describe the serial channel. This data structure is 
defined in ns16550Sio.h. 


Only asynchronous serial operation is supported by this driver. The default serial settings 
are 8 data bits, 1 stop bit, no parity, 9600 baud, and software flow control. 


USAGE The BSP’s sysHwInit() routine typically calls sysSerialHwInit( ), which creates the 
NS16550_CHAN structure and initializes all the values in the structure (except the 
SIO_DRV_FUNCS) before calling ns16550DevInit( ). The BSP’s sysHwInit2() routine 
typically calls sysSerialHwInit2( ), which connects the chips interrupts via intConnect( ) 
(either the single interrupt ns16550Int or the three interrupts ns16550IntWr, 
ns16550IntRd, and ns16550IntEx). 


This driver handles setting of hardware options such as parity(odd, even) and number of 
data bits(5, 6, 7, 8). Hardware flow control is provided with the handshakes RTS/CTS. 
The function HUPCL(hang up on last close) is available. When hardware flow control is 
enabled, the signals RTS and DTR are set TRUE and remain set until a HUPCL is 
performed. 


INCLUDE FILES drv/sio/ns16552Sio.h 
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ntEnd 


NAME ntEnd — END network interface driver to ULIP for vxSim for Windows NT 


ROUTINES ntLoad() — initialize the driver and device 
ntParse( ) — parse the init string 
ntMemInit() — initialize memory for the chip 
ntPollStart() — start polled mode operations 
ntPollStop() — stop polled mode operations 
ntInt() — handle controller interrupt 


DESCRIPTION This driver provides a fake ethernet intface to the "ULIP" driver written by WRS. The 
driver essentially gets packets from vxWorks, and writes them directly to file, where the 
ULIP driver handles them. 


The macro SYS_ENET_ADDR_GET is used to get the ethernet address (MAC) for the 
device. The single argument to this routine is the NTEND_DEVICE pointer. By default 
this routine copies the ethernet address stored in the global variable ntEnetAddr into the 
NTEND_DEVICE structure. 


INCLUDES end.h endLib.h etherMultiLib.h 


SEE ALSO muxLib, endLibWriting and Enhanced Network Driver 


ntPassFsLib 


NAME ntPassFsLib — pass-through (to Windows NT) file system library 


ROUTINES ntPassFsDevInit() — associate a device with ntPassFs file system functions 
ntPassFsInit( ) — prepare to use the ntPassFs library 


DESCRIPTION This module is only used with VxSim simulated versions of VxWorks. 


This library provides services for file-oriented device drivers to use the Windows NT file 
standard. In general, the routines in this library are not to be called directly by users, but 
rather by the VxWorks I/O System. 


INITIALIZING PASSFSLIB 
Before any other routines in ntPassFsLib can be used, the routine ntPassFsInit() must be 
called to initialize this library. The ntPassFsDevInit( ) routine associates a device name 
with the ntPassFsLibfunctions. The parameter expected by ntPassFsDevInit() is a 


1-274 


1. Libraries 
ospfLib 


pointer to a name string, to be used to identify the volume/device. This will be part of the 
pathname for I/O operations which operate on the device. This name will appear in the 
I/O system device table, which may be displayed using the iosDevShow( ) routine. 


As an example: 


ntPassFsInit (1); 
ntPassFsDeviInit ("host:") ; 


After the ntPassFsDevInit() call has been made, when ntPassFsLib receives a request 
from the I/O system, it calls the Windows NT I/O system to service the request. Only 
one volume may be created. 


READING DIRECTORY ENTRIES 
Directories on a ntPassFs volume may be searched using the opendir( ), readdir(), 
rewinddir( ), and closedir() routines. These calls allow the names of files and 
sub-directories to be determined. 


To obtain more detailed information about a specific file, use the fstat() or stat() 
function. Along with standard file information, the structure used by these routines also 
returns the file attribute byte from a ntPassFs directory entry. 


FILE DATE AND TIME 
Windows NT file date and time are passed through to VxWorks. 


INCLUDE FILES ntPassFsLib.h 


SEE ALSO ioLib, iosLib, dirLib, ramDrv 


ospfLib 


NAME ospfLib — OSPF version 2 (RFC 1583) routing facilities (OSPF Opt.) 


ROUTINES m2OspfGeneralGroupGet( ) — get values of OSPF general group objects (OSPF Opt.) 
m2OspfGeneralGroupSet( ) — set values of OSPF general group objects (OSPF Opt.) 
m2OspfAreaEntryGet( ) — get an entry from the OSPF area table (OSPF Opt.) 
m2OspfAreaEntrySet() — set values in an OSPF area entry (OSPF Opt.) 
m2OspfStubAreaEntryGet( ) — get an OSPF stub area entry (OSPF Opt.) 
m2OspfStubAreaEntrySet( ) — set values in an OSPF stub area entry (OSPF Opt.) 
m2OspfLsdbEntryGet( ) — get an OSPF link state database entry (OSPF Opt.) 
m2OspfAreaRangeEntryGet() — get an OSPF area range entry (OSPF Opt.) 
m2OspfAreaRangeEntrySet( ) — set values in an OSPF area range entry (OSPF Opt.) 
m2OspfHostEntryGet( ) — get an OSPF host entry (OSPF Opt.) 
m2OspfHostEntrySet( ) — set values in an OSPF host entry (OSPF Opt.) 
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m2OspfIfEntryGet() — get an OSPF interface entry (OSPF Opt.) 
m2OspfIfEntrySet() — set values in an OSPF interface entry (OSPF Opt.) 
m2OspfIfMetricEntryGet() — get an OSPF interface metric entry (OSPF Opt.) 
m2OspfIfMetricEntrySet() — set OSPF interface metric entry values (OSPF Opt.) 
m2OspfVirtIfEntryGet() — get an OSPF virtual interface entry (OSPF Opt.) 
m2OspfVirtIfEntrySet() — set OSPF virtual interface entry values (OSPF Opt.) 
m2OspfNbrEntryGet() — get an OSPF neighbor entry (OSPF Opt.) 
m2OspfNbrEntrySet( ) — set values in an OSPF neighbor entry (OSPF Opt.) 
m2OspfVirtNbrEntryGet() — get an OSPF virtual neighbor entry (OSPF Opt.) 
ospfExtRouteAdd( ) — import external route into OSPF domain (OSPF Opt.) 
ospfExtRouteDelete( ) — delete external route imported into OSPF (OSPF Opt.) 
ospfInit() — function to initialize OSPF routing (OSPF Opt.) 
ospfNbmaDstAdd() - add NBMA destination 

ospfNbmaDstDelete( ) — delete NBMA destination 

ospfTerminate( ) — free OSPF resources and delete OSPF tasks 


This module implements OSPF Version 2 as specified in (RFC 1583). In addition to 
implementing the routing tasks, this module includes RFC 1253 compliant interfaces that 
you can use to configure the OSPF MIBs. These may be invoked directly or called by the 
relevant method routines of an SNMP agent. 


To include OSPF in your image you must first define the INCLUDE_OSPF in configAII.h. 
Once the system is up and running you need to invoke the ospfInit() call. This call has 
the following structure: 


STATUS ospfInit 
( 


int priority, /* priority of tasks */ 

int options, /* ospf task options */ 

int stackSize, /* task stack size */ 

int routerId /* the ID for this router */ 


FUNCPTR ospfAuthHook /* authentication hook */ 
) 


After OSPF is up and running, you should configure the OSPF MIB by using the various 
m2Ospf routines. The parameters to these routines are specified in the OSPF MIB as 
defined in RFC 1253. Explanations for each of the variables may be obtained from the 
RFC. For additional information on the MIB-II interfaces, please see the manual pages. 


This section presents a sample configuration as well as the code necessary to make the 
example work. In the example system, a router is attached to two subnets 160.10.10.00 
and 160.10.11.00 with Oxffffff00 as the subnet mask. The interface addresses are 
160.10.10.5 and 160.10.11.5. 
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| Interface A | 
| | 
| Router | 
| | 
| | 


Interface B 


ee 160.10.10.0 


To set this up programmatically, you would execute the following code: 


void ospfSetup () 
{ 
/* This is a generic setup for all interfaces in the system. */ 
M2_OSPF_AREA_ENTRY area; 
M2_OSPF_IF_ENTRY intf; 
area.ospfAreaId = 0x2; /* using area id 2 */ 
area.ospfAuthType = 0; /* no authentication */ 
if (m2OspfAreaEntrySet (M2_OSPF_AREA_ID | 
M2_OSPF_AUTH_TYPE, &area) != OK) 
{ 
return (ERROR) ; 
}; 
/* First we set up Interface A */ 
/* set the interface address */ 
intf.ospfIfIpAddress = 0xa00a0a05; /* 160.10.10.5 */ 


/* address less interface is false */ 
intf.ospfAddressLessIf = 0; 


/* interface area id set to 2 */ 
intf.ospfIfAreaId = 2; 


/* router priority */ 
intf.ospfIfRtrPriority = 5; 


/* various time intervals */ 
intf.ospfIfTransitDelay = 1; 
intf.ospfIfRetransInterval = 3; 
intf.ospfIfHelloInterval = 10; 
intf.ospfIfRtrDeadInterval = 40; 
intf.ospfIfPollInterval = 30; 


/* enable OSPF on interface */ 
intf.ospfIfAdminStat = M2_ospfAdminStat_enabled; 
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/* set the parameters for this interface */ 
if (m2OspfIfEntrySet (M2_OSPF_IF_AREA_ID | 

M2_OSPF_IF_RTR_PRIORITY | 

M2_OSPF_IF_RETRANS_INTERVAL | 

M2_OSPF_IF_HELLO_INTERVAL | 

M2_OSPF_IF_RTR_DEAD_INTERVAL | 

M2_OSPF_IF_POLL_INTERVAL | 

M2_OSPF_IF_ADMIN_STAT, 

&intf) != OK) 

{ 

return (ERROR) ; 

} 
/* similar sequence for Interface B */ 
intf.ospfIfIpAddress = 0xa00a0b05; /* 160.10.11.5 */ 
intf.ospfAddressLessI£f = 0; 
intf.ospfIfAreaId = 2; 
intf.ospfIfRtrPriority = 0; 
intf.ospfIfTransitDelay = 1; 
intf.ospfIfRetransInterval = 3; 
intf.ospfIfHelloInterval = 10; 
intf.ospfIfRtrDeadInterval = 40; 
intf.ospfIfPollInterval = 30; 
intf.ospfIfAdminStat = 1; 


if (m2OspfIfEntrySet (M2_OSPF_IF_AREA_ID 
M2_OSPF_IF_RTR_PRIORITY | 
M2_OSPF_IF_RETRANS_INTERVAL | 
M2_OSPF_IF_HELLO_INTERVAL | 
M2_OSPF_IF_RTR_DEAD_INTERVAL | 
M2_OSPF_IF_POLL_INTERVAL | 
M2_OSPF_IF_ADMIN_STAT, &intf) != OK) 
{ 
return (ERROR) ; 
} 


After this code has executed, the system is set up to use OSPF to route between the two 
interfaces (A and B). The system will now continue to participate in the OSPF routing 
protocol until either the system is shut off or further calls are made into the system using 
the m2{*} interfaces. Note that it may not be necessary to set all the parameters as shown 
above if the default value of the parameter is acceptable for your configuration. Default 
values are as specified in the MIB (RFC 1253). 


INCLUDE FILES ospfLib.h 


SEE ALSO RFC 1583 and RFC 1253 
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passFsLib 
NAME passFsLib — pass-through (to UNIX) file system library (VxSim) 
ROUTINES passFsDevInit( ) — associate a device with passFs file system functions 
passFsInit() — prepare to use the passFs library 
DESCRIPTION This module is only used with VxSim simulated versions of VxWorks. 


This library provides services for file-oriented device drivers to use the UNIX file 
standard. This module takes care of all the buffering, directory maintenance, and file 
system details that are necessary. In general, the routines in this library are not to be called 
directly by users, but rather by the VxWorks I/O System. 


INITIALIZING PASSFSLIB 
Before any other routines in passFsLib can be used, the routine passFsInit() must be 
called to initialize this library. The passFsDevInit() routine associates a device name with 
the passFsLibfunctions. The parameter expected by passFsDevInit() is a pointer to a 
name string, to be used to identify the volume/device. This will be part of the pathname 
for I/O operations which operate on the device. This name will appear in the I/O system 
device table, which may be displayed using the iosDevShow( ) routine. 


As an example: 


passFsInit (1); 
passFsDevinit ("host:"); 


After the passFsDevInit( ) call has been made, when passFsLib receives a request from 
the I/O system, it calls the UNIX I/O system to service the request. Only one volume 
may be created. 


READING DIRECTORY ENTRIES 
Directories on a passFs volume may be searched using the opendir( ), readdir(), 
rewinddir( ), and closedir() routines. These calls allow the names of files and 
sub-directories to be determined. 


To obtain more detailed information about a specific file, use the fstat() or stat() 
function. Along with standard file information, the structure used by these routines also 
returns the file attribute byte from a passFs directory entry. 


FILE DATE AND TIME 
UNIX file date and time are passed though to VxWorks. 


INCLUDE FILES passFsLib.h 


SEE ALSO ioLib, iosLib, dirLib, ramDrv 
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NAME pcecardLib — PC CARD enabler library 


ROUTINES pecardMount() - mount a DOS file system 
pecardMkfs( ) — initialize a device and mount a DOS file system 
pecardAtaEnabler( ) — enable the PCMCIA-ATA device 
pecardSramEnabler( ) — enable the PCMCIA-SRAM driver 
pecardEltEnabler() - enable the PCMCIA Etherlink III card 
pecardTffsEnabler( ) — enable the PCMCIA-TFFS driver 


DESCRIPTION This library provides generic facilities for enabling PC CARD. Each PC card device driver 
needs to provide an enabler routine and a CSC interrupt handler. The enabler routine 
must be in the pecardEnabler structure. Each PC card driver has its own resource 
structure, xxResources. The ATA PC card driver resource structure is ataResources in 
sysLib, which also supports a local IDE disk. The resource structure has a PC card 
common resource structure in the first member. Other members are device-driver 
dependent resources. 


The PCMCIA chip initialization routines tcicInit() and pcicInit() are included in the 
PCMCIA chip table pemciaAdapter. This table is scanned when the PCMCIA library is 
initialized. If the initialization routine finds the PCMCIA chip, it registers all function 
pointers of the PCMCIA_CHIP structure. 


A memory window defined in pemciaMemwin is used to access the CIS of a PC card 
through the routines in cisLib. 


SEE ALSO pemciaLib, cisLib, tcic, pcic 
pcic 
NAME pcic — Intel 82365SL PCMCIA host bus adaptor chip library 
ROUTINES pcicInit() — initialize the PCIC chip 
DESCRIPTION This library contains routines to manipulate the PCMCIA functions on the Intel 82365 


series PCMCIA chip. The following compatible chips are also supported: 


— Cirrus Logic PD6712/20/22 
— Vadem VG468 

— VLSI 82c146 

— Ricoh RF5C series 
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The initialization routine pcicInit() is the only global function and is included in the 
PCMCIA chip table pemciaAdapter. If pcicInit() finds the PCIC chip, it registers all 
function pointers of the PCMCIA_CHIP structure. 


pcicShow 


pcicShow — Intel 82365SL PCMCIA host bus adaptor chip show library 

pcicShow( ) — show all configurations of the PCIC chip 

This is a driver show routine for the Intel 82365 series PCMCIA chip. pcicShow() is the 
only global function and is installed in the PCMCIA chip table pemciaAdapter in 


pemciaShowInit(). 


pcicShow 


pemciaLib 


pemciaLib — generic PCMCIA event-handling facilities 


pemcialnit( ) — initialize the PCMCIA event-handling package 
pemciad() — handle task-level PCMCIA events 


This library provides generic facilities for handling PCMCIA events. 


USER-CALLABLE ROUTINES 


Before the driver can be used, it must be initialized by calling pemciaInit(). This routine 
should be called exactly once, before any PC card device driver is used. Normally, it is 
called from usrRoot( ) in usrConfig.c. 


The pemcialnit() routine performs the following actions: 
— Creates a message queue. 
— Spawns a PCMCIA daemon, which handles jobs in the message queue. 
— Finds out which PCMCIA chip is installed and fills out the PCMCIA_CHIP structure. 
— Connects the CSC (Card Status Change) interrupt handler. 


— Searches all sockets for a PC card. If a card is found, it: 
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gets CIS (Card Information Structure) information from a card 
determines what type of PC card is in the socket 

allocates a resource for the card if the card is supported 
enables the card 


— Enables the CSC interrupt. 
The CSC interrupt handler performs the following actions: 
— Searches all sockets for CSC events. 
— Calls the PC card’s CSC interrupt handler, if there is a PC card in the socket. 


— If the CSC event is a hot insertion, it asks the PCMCIA daemon to call cisGet() at task 
level. This call reads the CIS, determines the type of PC card, and initializes a device 
driver for the card. 


— If the CSC event is a hot removal, it asks the PCMCIA daemon to call cisFree() at task 
level. This call de-allocates resources. 


pemciaShow 


pemciaShow — PCMCIA show library 


pemciaShowInit( ) — initialize all show routines for PCMCIA drivers 
pemciaShow() — show all configurations of the PCMCIA chip 


This library provides a show routine that shows the status of the PCMCIA chip and the 
PC card. 


pentiumALib 


pentiumALib — Pentium and PentiumPro specific routines 


pentiumCr4Get( ) — Get a content of CR4 register 
pentiumCr4Set( ) — Set a specified value to CR4 register 
pentiumPmcStart() — start both PMCO and PMC1 
pentiumPmcStop() — stop both PMCO and PMC1 
pentiumPmcStop1() — stop PMC1 

pentiumPmcGet( ) — get contents of PMCO and PMC1 
pentiumPmcGet0() — get a content of PMCO 
pentiumPmcGet1() — get a content of PMC1 
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pentiumPmcReset( ) — reset both PMCO and PMC1 

pentiumPmcReset0() — reset PMCO 

pentiumPmcReset1() — reset PMC1 

pentiumTscGet64( ) — get 64Bit TSC (Timestamp Counter) 

pentiumTscGet32() — get a lower half of the 64Bit TSC (Timestamp Counter) 
pentiumTscReset( ) — reset the TSC (Timestamp Counter) 

pentiumMsrGet( ) — get a content of the specified MSR (Model Specific Register) 
pentiumMsrSet( ) - set a value to the specified MSR (Model Specific Registers) 
pentiumTIbFlush() — flush TLBs (Translation Lookaside Buffers) 
pentiumSerialize() — execute a serializing instruction CPUID 

pentiumBts( ) — execute atomic compare-and-exchange instruction to set a bit 
pentiumBtc( ) — execute atomic compare-and-exchange instruction to clear a bit 


This module contains Pentium and PentiumPro specific routines written in assembly 
language. 


MCA (Machine Check Architecture) 


The Pentium processor introduced a new exception called the machine-check exception 
(interrupt-18). This exception is used to signal hardware-related errors, such as a parity 
error on a read cycle. The PentiumPro processor extends the types of errors that can be 
detected and that generate a machine- check exception. It also provides a new 
machine-check architecture that records information about a machine-check error and 
provides the basis for an extended error logging capability. 


MCA is enabled and its status registers are cleared zero in sysHwInit( ). Its registers are 
accessed by pentiumMsrSet() and pentiumMsrGet( ). 


PMC (Performance Monitoring Counters) 


The PentiumPro processor has two performance-monitoring counters for use in 
monitoring internal hardware operations. These counters are duration or event counters 
that can be programmed to count any of approximately 100 different types of events, such 
as the number of instructions decoded, number of interrupts received, or number of cache 
loads. 


There are nine routines to interface the PMC. These nine routines are: 


STATUS pentiumPmcStart 
( 


int pmcEvtSel0; /* performance event select register 0 */ 
int pmcEvtSell1; /* performance event select register 1 */ 
) 

void pentiumPmcStop (void) 


void pentiumPmcStopl (void) 


void pent iumPmcGet 
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( 
long long int * pPmc0O; /* performance monitoring counter 0 */ 
long long int * pPmcl; /* performance monitoring counter 1 */ 


) 


void pentiumPmcGet0 
( 


long long int * pPmc0O; /* performance monitoring counter 0 */ 


) 


void pentiumPmcGet1 
( 
long long int * pPmcl; /* performance monitoring counter 1 */ 


) 
void pentiumPmcReset (void) 
void pentiumPmcReset0O (void) 


void pentiumPmcReset1 (void) 


pentiumPmcStart( ) starts both PMCO and PMC1. pentiumPmcStop() stops them, and 
pentiumPmcStop1() stops only PMC1. pentiumPmcGet() gets contents of PMCO and 
PMC1. pentiumPmcGet0() gets a content of PMCO, and pentiumPmcGet1() gets a 
content of PMC1. pentiumPmcReset() resets both PMCO and PMC1. 
pentiumPmcReset0() resets PMCO, and pentiumPmcReset1() resets PMC1. PMC is 
enabled in sysHwInit(). Selected events in the default configuration are PMCO = number 
of hardware interrupts received and PMC1 = number of misaligned data memory 
references. 


MSR (Model Specific Register) 
The concept of model-specific registers (MSRs) to control hardware functions in the 
processor or to monitor processor activity was introduced in the PentiumPro processor. 
The new registers control the debug extensions, the performance counters, the 
machine-check exception capability, the machine check architecture, and the MTRRs. The 
MSRs can be read and written to using the RDMSR and WRMSR instructions, 
respectively. 


There are two routines to interface the MSR. These two routines are: 


void pentiumMsrGet 
( 
int address, /* MSR address */ 
long long int * pData /* MSR data */ 
) 


void pentiumMsrSet 
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( 

int address, /* MSR address */ 
long long int * pData /* MSR data */ 

) 


pentiumMsrGet() get a content of the specified MSR, and pentiumMsrSet() set a value to 
the specified MSR. 


TSC (Time Stamp Counter) 
The PentiumPro processor provides a 64-bit time-stamp counter that is incremented every 
processor clock cycle. The counter is incremented even when the processor is halted by 
the HLT instruction or the external STPCLK# pin. The time-stamp counter is set to 0 
following a hardware reset of the processor. The RDTSC instruction reads the time stamp 
counter and is guaranteed to return a monotonically increasing unique value whenever 
executed, except for 64-bit counter wraparound. Intel guarantees, architecturally, that the 
time-stamp counter frequency and configuration will be such that it will not wraparound 
within 10 years after being reset to 0. The period for counter wrap is several thousands of 
years in the PentiumPro and Pentium processors. 


There are three routines to interface the TSC. These three routines are: 


void pentiumTscReset (void) 
void pentiumTscGet32 (void) 


void pentiumTscGet 64 
( 
long long int * pTsc /* TSC */ 
) 


pentiumTscReset( ) reset the TSC. pentiumTscGet32() gets a lower half of the 64Bit TSC, 
and pentiumTscGet64() gets whole 64Bit TSC. 


Four other routines are provided in this library. They are: 


void pentiumTlbFlush (void) 
void pentiumSerialize (void) 


STATUS pentiumBts 


( 
char * pFlag /* flag address */ 
) 


STATUS pentiumBtc (pFlag) 
( 
char * pFlag /* flag address */ 
) 
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pentiumTIbFlush() flushs TLBs (Translation Lookaside Buffers). pentiumSerialize() does 
serialization by executing CPUID instruction. pentiumBts() executes an atomic 
compare-and-exchange instruction to set a bit. pentiumBtc() executes an atomic 
compare-and-exchange instruction to clear a bit. 


Pentium, PentiumPro Family Developer’s Manual 


pentiumLib 


pentiumLib — Pentium and PentiumPro library 


pentiumMtrrEnable() — enable MTRR (Memory Type Range Register) 
pentiumMtrrDisable( ) — disable MTRR (Memory Type Range Register) 
pentiumMtrrGet() — get MTRRs to a specified MTRR table 

pentiumMtrrSet() — set MTRRs from specified MTRR table with WRMSR instruction. 


This library provides Pentium and PentiumPro specific routines. 


MTRR (Memory Type Range Register) are a new feature introduced in the PentiumPro 
processor that allow the processor to optimize memory operations for different types of 
memory, such as RAM, ROM, frame buffer memory, and memory-mapped IO. MTRRs 
configure an internal map of how physical address ranges are mapped to various types of 
memory. The processor uses this internal map to determine the cacheability of various 
physical memory locations and the optimal method of accessing memory locations. For 
example, if a memory location is specified in an MTRR as write-through memory, the 
processor handles accesses to this location as follows. It reads data from that location in 
lines and caches the read data or maps all writes to that location to the bus and updates 
the cache to maintain cache coherency. In mapping the physical address space with 
MTRRs, the processor recognizes five types of memory: uncacheable (UC), 
write-combining (WC), write-through (WT), write-protected (WP), and write-back (WB). 


There are one table — sysMtrr[] in sysLib.c — and four routines to interface the MTRR. 
These four routines are: 


void pentiumMtrrEnable (void) 
void pentiumMtrrDisable (void) 
void pentiumMtrrGet 
( 
MTRR * pMtrr /* MTRR table */ 


) 


void pentiumMtrrSet (void) 
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( 
MTRR * pMtrr /* MTRR table */ 


) 


pentiumMtrrEnable() enables MTRR, pentiumMtrrDisable( ) disables MTRR. 
pentiumMtrrGet() gets MTRRs to the specified MTRR table. pentiumMtrrGet( ) sets 
MTRRs from the specified MTRR table. The MTRR table is defined as follows: 


typedef struct mtrr_fix /* MTRR - fixed range register */ 
{ 
char type[8]; /* address range: [0]=0-7 ... [7]=56-63 */ 
} MTRR_FIX; 

typedef struct mtrr_var /* MTRR - variable range register */ 
{ 
long long int base; /* base register */ 
long long int mask; /* mask register */ 
} MTRR_VAR; 

typedef struct mtrr /* MTRR */ 
{ 
int cap[2]; /* MTRR cap register */ 
int deftype[2]; /* MTRR defType register */ 
MTRR_FIX £ix[11]; /* MTRR fixed range registers */ 
MTRR_VAR var[8]; /* MTRR variable range registers */ 
} MTRR; 


Fixed Range Register’s type array can be one of following memory types. MTRR_UC 
(uncacheable), MTRR_WC (write-combining), MTRR_WT (write-through), MTRR_WP 
(write-protected), and MTRR_WB (write-back). MTRR is enabled in sysHwlInit(). 


SEE ALSO Pentium, PentiumPro Family Developer’s Manual 


1 - 287 


NAME 


ROUTINES 


DESCRIPTION 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
pentiumShow 


pentiumShow 


pentiumShow - Pentium and PentiumPro specific show routines 


pentiumMcaShow() - show MCA (Machine Check Architecture) registers 
pentiumPmcShow() — show PMCs (Performance Monitoring Counters) 
This library provides Pentium and PentiumPro specific show routines. 


pentiumMcaShow( ) shows Machine Check Global Control Registers and Error Reporting 
Register Banks. pentiumPmcShow() shows PMCO and PMC1, and reset them if the 
parameter zap is TRUE. 


VxWorks Programmer's Guide: Configuration 


pingLib 


pingLib — Packet InterNet Grouper (PING) library 


pingLibInit() — initialize the ping() utility 
ping() — test that a remote host is reachable 


This library contains the ping() utility, which tests the reachability of a remote host. 


The routine ping() is typically called from the VxWorks shell to check the network 
connection to another VxWorks target or to a UNIX host. ping() may also be used 
programmatically by applications that require such a test. The remote host must be 
running TCP/IP networking code that responds to ICMP echo request packets. The 
ping() routine is re-entrant, thus may be called by many tasks concurrently. 


The routine pingLibInit() initializes the ping() utility and allocates resources used by this 
library. It is called automatically when the configuration macro INCLUDE_PING is 
defined. 
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pipeDrv 


pipeDrv — pipe I/O driver 


pipeDrv() — initialize the pipe driver 
pipeDevCreate( ) - create a pipe device 


The pipe driver provides a mechanism that lets tasks communicate with each other 
through the standard I/O interface. Pipes can be read and written with normal read() 
and write() calls. The pipe driver is initialized with pipeDrv(). Pipe devices are created 
with pipeDevCreate( ). 


The pipe driver uses the VxWorks message queue facility to do the actual buffering and 
delivering of messages. The pipe driver simply provides access to the message queue 
facility through the I/O system. The main differences between using pipes and using 
message queues directly are: 


— pipes are named (with I/O device names). 


— pipes use the standard I/O functions -- open(), close(), read(), write() -- while 
message queues use the functions msgQSend() and msgQReceive( ). 


— pipes respond to standard ioctl() functions. 
— pipes can be used in a select() call. 
— message queues have more flexible options for timeouts and message priorities. 


— pipes are less efficient than message queues because of the additional overhead of the 
I/O system. 


INSTALLING THE DRIVER 


CREATING PIPES 


USING PIPES 


Before using the driver, it must be initialized and installed by calling pipeDrv(). This 
routine must be called before any pipes are created. It is called automatically by the root 
task, usrRoot(), in usrConfig.c when the configuration macro INCLUDE_PIPES is defined. 


Before a pipe can be used, it must be created with pipeDevCreate( ). For example, to create 

a device pipe "/pipe/demo" with up to 10 messages of size 100 bytes, the proper call is: 
pipeDevCreate ("/pipe/demo", 10, 100); 

Once a pipe has been created it can be opened, closed, read, and written just like any other 


I/O device. Often the data that is read and written to a pipe is a structure of some type. 
Thus, the following example writes to a pipe and reads back the same data: 


{ 
int fd; 
struct msg outMsg; 
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struct msg inMsg; 

int len; 

fd = open ("/pipe/demo", O_RDWR) ; 

write (fd, &o0utMsg, sizeof (struct msg) ); 
len = read (fd, &inMsg, sizeof (struct msg)); 
close (fd); 

} 


The data written to a pipe is kept as a single message and will be read all at once ina 
single read. If read() is called with a buffer that is smaller than the message being read, 
the remainder of the message will be discarded. Thus, pipe I/O is "message oriented" 
rather than "stream oriented." In this respect, VxWorks pipes differ significantly from 
UNIX pipes which are stream oriented and do not preserve message boundaries. 


WRITING TO PIPES FROM INTERRUPT SERVICE ROUTINES 


SELECT CALLS 


IOCTL FUNCTIONS 


Interrupt service routines (ISR) can write to pipes, providing one of several ways in which 
ISRs can communicate with tasks. For example, an interrupt service routine may handle 
the time-critical interrupt response and then send a message on a pipe to a task that will 
continue with the less critical aspects. However, the use of pipes to communicate from an 
ISR to a task is now discouraged in favor of the direct message queue facility, which offers 
lower overhead (see the manual entry for msgQLib for more information). 


An important feature of pipes is their ability to be used in a select() call. The select() 
routine allows a task to wait for input from any of a selected set of I/O devices. A task 
can use select() to wait for input from any combination of pipes, sockets, or serial devices. 
See the manual entry for select(). 


Pipe devices respond to the following ioctI() functions. These functions are defined in the 
header file ioLib.h. 


FIOGETNAME 
Gets the file name of fd and copies it to the buffer referenced by nameBuf. 


status = ioctl (fd, FIOGETNAME, &nameBuf) ; 


FIONREAD 
Copies to nBytesUnread the number of bytes remaining in the first message in the 


pipe: 
status = ioctl (fd, FIONREAD, &nBytesUnread) ; 


FIONMSGS 
Copies to nMessages the number of discrete messages remaining in the pipe: 


status = ioctl (fd, FIONMSGS, &nMessages) ; 


FIOFLUSH 
Discards all messages in the pipe and releases the memory block that contained them: 


status = ioctl (fd, FIOFLUSH, 0); 
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ioLib.h, pipeDrv.h 


select(), msgQLib, VxWorks Programmer's Guide: I/O System 


ppc403Sio 


ppc403Sio — ppc403GA serial driver 


ppc403DummyCallback() — dummy callback routine 
ppc403DevInit( ) — initialize the serial port unit 
ppc403IntWr( ) — handle a transmitter interrupt 
ppc403IntRd() — handle a receiver interrupt 
ppc403IntEx() — handle error interrupts 


This is the driver for PPC403GA serial port on the on-chip peripheral bus. The SPU (serial 
port unit) consists of three main elements: receiver, transmitter, and baud-rate generator. 
For details, refer to the PPC403GA Embedded Controller User’s Manual. 


A PPC403_CHAN structure is used to describe the chip. This data structure contains the 
single serial channel. The BSP’s sysHwInit() routine typically calls sysSerialHwlInit() 
which initializes all the values in the PPC403_CHAN structure (except the 
SIO_DRV_FUNCS) before calling ppc403DevInit(). The BSP’s sysHwInit2() routine 
typically calls sysSerialHwInit2() which connects the chip interrupt routines 
ppc403IntWr() and ppc403IntRd() via intConnect( ). 


This driver responds to the same ioctI() codes as other SIO drivers; for more information, 
see sioLib.h. 


drv/sio/ppc403Sio.h 
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ppc860Sio — Motorola MPC800 SMC UART serial driver 


ppc860DevInit() — initialize the SMC 
ppc860Int( ) — handle an SMC interrupt 


This is the driver for the SMCs in the internal Communications Processor (CP) of the 
Motorola MPC68860/68821. This driver only supports the SMCs in asynchronous UART 
mode. 


A PPC800SMC_CHAN structure is used to describe the chip. The BSP’s sysHwInit() 
routine typically calls sysSerialHwInit( ), which initializes all the values in the 
PPC860SMC_CHAN structure (except the SIO_DRV_FUNCS) before calling 
ppc860DevInit(). 


The BSP’s sysHwInit2() routine typically calls sysSerialHwlInit2() which connects the 
chip’s interrupts via intConnect(). 


drv/sio/ppc860Sio.h 


pppHookLib 


pppHookLib — PPP hook library 


pppHookAdd( ) - add a hook routine on a unit basis 
pppHookDelete( ) — delete a hook routine on a unit basis 


This library provides routines to add and delete connect and disconnect routines. The 
connect routine, added on a unit basis, is called before the initial phase of link option 
negotiation. The disconnect routine, added on a unit basis is called before the PPP 
connection is closed. These connect and disconnect routines can be used to hook up 
additional software. If either connect or disconnect hook returns ERROR, the connection is 
terminated immediately. 


This library is automatically linked into the VxWorks system image when the 
configuration macro INCLUDE_PPP is defined. 


pppLib.h 


pppLib, VxWorks Programmer's Guide: Network 
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pppLib 


pppLib — Point-to-Point Protocol library 


ppplnit() — initialize a PPP network interface 
pppDelete() - delete a PPP network interface 


This library implements the VxWorks Point-to-Point Protocol (PPP) facility. PPP allows 
VxWorks to communicate with other machines by sending encapsulated multi-protocol 
datagrams over a point-to-point serial link. VxWorks may have up to 16 PPP interfaces 
active at any one time. Each individual interface (or "unit") operates independent of the 
state of other PPP units. 


USER-CALLABLE ROUTINES 


PPP network interfaces are initialized using the pppInit() routine. This routine’s 
parameters specify the unit number, the name of the serial interface (tty) device, Internet 
(IP) addresses for both ends of the link, the interface baud rate, an optional pointer to a 
configuration options structure, and an optional pointer to a configuration options file. 
The pppDelete() routine deletes a specified PPP interface. 


DATA ENCAPSULATION 


PPP uses HDLC-like framing, in which five header and three trailer octets are used to 
encapsulate each datagram. In environments where bandwidth is at a premium, the total 
encapsulation may be shortened to four octets with the available address/control and 
protocol field compression options. 


LINK CONTROL PROTOCOL 


PPP incorporates a link-layer protocol called Link Control Protocol (LCP), which is 
responsible for the link set up, configuration, and termination. LCP provides for 
automatic negotiation of several link options, including datagram encapsulation format, 
user authentication, and link monitoring (LCP echo request/reply). 


NETWORK CONTROL PROTOCOLS 


AUTHENTICATION 


PPP’s Network Control Protocols (NCP) allow PPP to support different network 
protocols. VxWorks supports only one NCP, the Internet Protocol Control Protocol 
(IPCP), which allows the establishment and configuration of IP over PPP links. IPCP 
supports the negotiation of IP addresses and TCP/IP header compression (commonly 
called "VJ" compression). 


The VxWorks PPP implementation supports two separate user authentication protocols: 
the Password Authentication Protocol (PAP) and the Challenge-Handshake 
Authentication Protocol (CHAP). While PAP only authenticates at the time of link 
establishment, CHAP may be configured to periodically require authentication 
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throughout the life of the link. Both protocols are independent of one another, and either 
may be configured in through the PPP options structure or options file. 


Each VxWorks PPP interface is handled by two tasks: the daemon task (tPPPunit) and the 
write task (tPPPunitWrt). 


The daemon task controls the various PPP control protocols (LCP, IPCP, CHAP, and 
PAP). Each PPP interface has its own daemon task that handles link set up, negotiation of 
link options, link-layer user athentication, and link termination. The daemon task is not 
used for the actual sending and receiving of IP datagrams. 


The write task controls the transmit end of a PPP driver interface. Each PPP interface has 
its own write task that handles the actual sending of a packet by writing data to the tty 
device. Whenever a packet is ready to be sent out, the PPP driver activates this task by 
giving a semaphore. The write task then completes the packet framing and writes the 
packet data to the tty device. 


The receive end of the PPP interface is implemented as a "hook" into the tty device driver. 
The tty driver’s receive interrupt service routine (ISR) calls the PPP driver’s ISR every time 
a character is received on the serial channel. When the correct PPP framing character 
sequence is received, the PPP ISR schedules the tNetTask task to call the PPP input 
routine. The PPP input routine reads a whole PPP packet out of the tty ring buffer and 
processes it according to PPP framing rules. The packet is then queued either to the IP 
input queue or to the PPP daemon task input queue. 


pppLib.h 


SEE ALSO ifLib, tyLib, pppSecretLib, pppShow, VxWorks Programmer’s Guide: Network, RFC-1332: 
The PPP Internet Protocol Control Protocol (IPCP), RFC-1334: PPP Authentication Protocols , 
REC-1548: The Point-to-Point Protocol (PPP), RFC-1549: PPP in HDLC Framing 
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pppSecretLib 


pppSecretLib — PPP authentication secrets library 


pppSecretAdd() — add a secret to the PPP authentication secrets table 
pppSecretDelete( ) — delete a secret from the PPP authentication secrets table 


This library provides routines to create and manipulate a table of "secrets" for use with 
Point-to-Point Protocol (PPP) user authentication protocols. The secrets in the secrets 
table can be searched by peers on a PPP link so that one peer (client) can send a secret 
word to the other peer (server). If the client cannot find a suitable secret when required to 
do so, or the secret received by the server is not valid, the PPP link may be terminated. 


This library is automatically linked into the VxWorks system image when the 
configuration macro INCLUDE_PPP is defined. 


pppLib.h 


pppLib, pppShow, VxWorks Programmer’s Guide: Network 


pppShow 


pppShow - Point-to-Point Protocol show routines 


pppinfoShow() — display PPP link status information 
pppinfoGet() — get PPP link status information 

pppstatShow() - display PPP link statistics 

pppstatGet() — get PPP link statistics 

pppSecretShow( ) — display the PPP authentication secrets table 


This library provides routines to show Point-to-Point Protocol (PPP) link status 


information and statistics. Also provided are routines that programmatically access this 
same information. 


This library is automatically linked into the VxWorks system image when the 
configuration macro INCLUDE_PPP is defined. 


pppLib.h 


pppLib, VxWorks Programmer's Guide: Network 
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proxyArpLib 


proxyArpLib — proxy Address Resolution Protocol (ARP) library 


proxyArpLibInit( ) — initialize proxy ARP 

proxyNetCreate() — create a proxy ARP network 

proxyNetDelete() — delete a proxy network 

proxyNetShow() — show proxy ARP networks 

proxyPortFwdOn() — enable broadcast forwarding for a particular port 
proxyPortFwdOff() — disable broadcast forwarding for a particular port 
proxyPortShow() — show enabled ports 


This library provides transparent network access by using the Address Resolution 
Protocol (ARP) to make logically distinct networks appear as one logical network (that is, 
the networks share the same address space). This module implements a proxy ARP 
scheme which provides an alternate method (to subnets) of access to the WRS backplane. 


This module implements the proxy server. The proxy server is the multi-homed target 
which provides network transparency over the backplane by watching for and answering 
ARP requests. 


This implementation supports only a single tier of backplane networks (that is, only 
targets on directly attached interfaces are proxied for). Only one proxy server resides on 
a particular backplane network. 


This library is initialized by calling proxyArpLibInit(). Proxy networks are created by 
calling proxyNetCreate() and deleted by calling proxyNetDelete(). The proxyNetShow( ) 
routine displays the proxy and main networks and the clients that reside on them. 


A VxWorks backplane target registers itself as a target (proxy client) on the proxy network 
by calling proxyReg(). It unregisters itself by calling proxyUnreg(). These routines are 
provided in proxyLib. 

To minimize and control backplane (proxy network) broadcast traffic, the proxy server 
must be configured to pass through broadcasts to a certain set of destination ports. Ports 
are enabled with the call proxyPortFwdOn() and are disabled with the call 
proxyPortFwdOff(). To see the ports currently enabled use proxyPortShow(). By 
default, only the BOOTP server port is enabled. 


For more information on proxy ARP, see the VxWorks Programmer's Guide: Network 
proxyArpLib.h 


proxyLib, RFC 925, RFC 1027, RFC 826, Network Programmer's Guide VxWorks 
Programmer's Guide: Network 
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proxyLib 


proxyLib — proxy Address Resolution Protocol (ARP) client library 


proxyReg() — register a proxy client 
proxyUnreg() — unregister a proxy client 


This library implements the client side of the proxy Address Resolution Protocol (ARP). It 
allows a VxWorks target to register itself as a proxy client by calling proxyReg() and to 
unregister itself by calling proxyUnreg(). 


Both commands take an interface name and an IP address as arguments. The interface, 
ifName, specifies the interface through which to send the message. ifName must be a 
backplane interface. proxyAddr is the IP address associated with the interface ifName. 


proxyArpLib.h 


proxyArpLib, VxWorks Programmer’s Guide: Network 


ptyDrv 


ptyDrv — pseudo-terminal driver 


ptyDrv() — initialize the pseudo-terminal driver 
ptyDevCreate( ) — create a pseudo terminal 


The pseudo-terminal driver provides a tty-like interface between a master and slave 
process, typically in network applications. The master process simulates the "hardware" 
side of the driver (e.g., a USART serial chip), while the slave process is the application 
program that normally talks to the driver. 


USER-CALLABLE ROUTINES 


Most of the routines in this driver are accessible only through the I/O system. However, 
the following routines must be called directly: ptyDro() to initialize the driver, and 
ptyDevCreate( ) to create devices. 


INITIALIZING THE DRIVER 


Before using the driver, it must be initialized by calling ptyDrv(). This routine must be 
called before any reads, writes, or calls to ptyDevCreate( ). 
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CREATING PSEUDO-TERMINAL DEVICES 


Before a pseudo-terminal can be used, it must be created by calling ptyDevCreate(): 


STATUS ptyDevCreate 
( 
char *name, /* name of pseudo terminal */ 
int rdBufSize, /* size of terminal read buffer */ 
int wrtBufSize /* size of write buffer */ 


) 


For instance, to create the device pair "/pty/0.M" and "/pty/0.S", with read and write 
buffer sizes of 512 bytes, the proper call would be: 


ptyDevCreate ("/pty/0.", 512, 512); 


When ptyDevCreate( ) is called, two devices are created, a master and slave. One is called 
nameM and the other nameS. They can then be opened by the master and slave processes. 
Data written to the master device can then be read on the slave device, and vice versa. 
Calls to ioctl() may be made to either device, but they should only apply to the slave side, 
since the master and slave are the same device. 


IOCTL FUNCTIONS Pseudo-terminal drivers respond to the same ioctl() functions used by tty devices. These 
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functions are defined in ioLib.-h and documented in the manual entry for tyLib. 


Pseudo-terminal devices cannot be deleted and the associated memory cannot be 
reclaimed. 


ioLib.h, ptyDrv.h 


tyLib, VxWorks Programmer's Guide: I/O System 


ramDrv 


ramDrv — RAM disk driver 


ramDrv() — prepare a RAM disk driver for use (optional) 
ramDevCreate( ) — create a RAM disk device 


This driver emulates a disk driver, but actually keeps all data in memory. The memory 
location and size are specified when the "disk" is created. The RAM disk feature is useful 
when data must be preserved between boots of VxWorks or when sharing data between 
CPUs. 
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Most of the routines in this driver are accessible only through the I/O system. Two 
routines, however, can be called directly by the user. The first, ramDro(), provides no 
real function except to parallel the initialization function found in true disk device drivers. 
A call to ramDro() is not required to use the RAM disk driver. However, the second 
routine, ramDevCreate( ), must be called directly to create RAM disk devices. 


Once the device has been created, it must be associated with a name and file system 
(dosFs, rtl11Fs, or rawFs). This is accomplished by passing the value returned by 
ramDevCreate( ), a pointer to a block device structure, to the file system’s device 
initialization routine or make-file-system routine. See the manual entry ramDevCreate( ) 
for a more detailed discussion. 


The RAM driver is called in response to ioctl() codes in the same manner as a normal 
disk driver. When the file system is unable to handle a specific ioctl() request, it is passed 
to the ramDrv driver. Although there is no physical device to be controlled, ramDrv does 
handle a FODISKFORMAT request, which always returns OK. All other ioctl() requests 
return an error and set the task’s errno to S_ioLib_UNKNOWN_REQUEST. 


ramDrv.h 


dosFsDevInit( ), dosFsMkfs( ), rt11FsDevInit( ), rt11FsMkfs(), rawFsDevInit(), 
VxWorks Programmer's Guide: I/O System, Local File Systems 


rawFsLib 


rawFsLib — raw block device file system library 


rawFsDevInit( ) — associate a block device with raw volume functions 
rawFsInit() — prepare to use the raw volume library 
rawFsModeChange( ) — modify the mode of a raw device volume 
rawFsReadyChange( ) — notify rawFsLib of a change in ready status 
rawFsVolUnmount( ) — disable a raw device volume 


This library provides basic services for disk devices that do not use a standard file or 
directory structure. The disk volume is treated much like a large file. Portions of it may 
be read, written, or the current position within the disk may be changed. However, there 
is no high-level organization of the disk into files or directories. 


USING THIS LIBRARY 


The various routines provided by the VxWorks raw "file system" (rawFs) may be 
separated into three broad groups: general initialization, device initialization, and file 
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system operation. 


The rawFsInit() routine is the principal initialization function; it need only be called once, 
regardless of how many rawFs devices will be used. 


A separate rawFs routine is used for device initialization. For each rawFs device, 
rawFsDevInit() must be called to install the device. 


Several routines are provided to inform the file system of changes in the system 
environment. The rawFsModeChange( ) routine may be used to modify the readability or 
writability of a particular device. The rawFsReadyChange( ) routine is used to inform the 
file system that a disk may have been swapped and that the next disk operation should 
first remount the disk. The rawFsVolUnmount() routine informs the file system that a 
particular device should be synchronized and unmounted, generally in preparation for a 
disk change. 


Before any other routines in rawFsLib can be used, rawFsInit() must be called to 
initialize the library. This call specifies the maximum number of raw device file 
descriptors that can be open simultaneously and allocates memory for that many raw file 
descriptors. Any attempt to open more raw device file descriptors than the specified 
maximum will result in errors from open() or creat(). 


During the rawFsInit() call, the raw device library is installed as a driver in the I/O 
system driver table. The driver number associated with it is then placed in a global 
variable, rawFsDrvNum. 


This initialization is enabled when the configuration macro INCLUDE_RAWFS is defined; 
rawFsInit() is then called from the root task, usrRoot(), in usrConfig.c. 


DEFINING A RAW DEVICE 


To use this library for a particular device, the device structure used by the device driver 
must contain, as the very first item, a block device description structure (BLK_DEV). This 
must be initialized before calling rawFsDevInit(). In the BLK_DEV structure, the driver 
includes the addresses of five routines it must supply: one that reads one or more blocks, 
one that writes one or more blocks, one that performs I/O control (ioctI()) on the device, 
one that checks the status of the the device, and one that resets the device. The BLK_DEV 
structure also contains fields that describe the physical configuration of the device. For 
more information about defining block devices, see the VxWorks Programmer’s Guide: I/O 
System. 


The rawFsDevInit() routine is used to associate a device with the rawFsLibfunctions. 
The volName parameter expected by rawFsDevInit( ) is a pointer to a name string, to be 
used to identify the device. This will serve as the pathname for I/O operations which 
operate on the device. This name will appear in the I/O system device table, which may 
be displayed using iosDevShow(). 


The pBlkDev parameter that rawFsDevInit() expects is a pointer to the BLK_DEV structure 
describing the device and contains the addresses of the required driver functions. The 
syntax of the rawFsDevInit() routine is as follows: 
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rawFsDevinit 
( 
char *volName, /* name to be used for volume */ 
BLK_DEV *pBlkDev /* pointer to device descriptor */ 
) 


Unlike the VxWorks DOS and RT-11 file systems, raw volumes do not require an 
FIODISKINIT ioctl() function to initialize volume structures. (Such an ioctI() call can be 
made for a raw volume, but it has no effect.) As a result, there is no "make file system" 
routine for raw volumes (for comparison, see the manual entries for dosFsMkfs() and 
rt11Mkfs()). 


When rawFsLib receives a request from the I/O system, after rawFsDevInit() has been 
called, it calls the device driver routines (whose addresses were passed in the BLK_DEV 
structure) to access the device. 


MULTIPLE LOGICAL DEVICES 
The block number passed to the block read and write routines is an absolute number, 
starting from block 0 at the beginning of the device. If desired, the driver may add an 
offset from the beginning of the physical device before the start of the logical device. This 
would normally be done by keeping an offset parameter in the driver’s device-specific 
structure, and adding the proper number of blocks to the block number passed to the read 
and write routines. See the ramDrv manual entry for an example. 


UNMOUNTING VOLUMES (CHANGING DISKS) 
A disk should be unmounted before it is removed. When unmounted, any modified data 
that has not been written to the disk will be written out. A disk may be unmounted by 
either calling rawFsVolUnmount( ) directly or calling ioctl() with a IODISKCHANGE 
function code. 


There may be open file descriptors to a raw device volume when it is unmounted. If this 
is the case, those file descriptors will be marked as obsolete. Any attempts to use them for 
further I/O operations will return an S_rawFsLib_FD_OBSOLETE error. To free such file 
descriptors, use the close() call, as usual. This will successfully free the descriptor, but 
will still return S_rawFsLib_FD_OBSOLETE. 


SYNCHRONIZING VOLUMES 
A disk should be "synchronized" before it is unmounted. To synchronize a disk means to 
write out all buffered data (the write buffers associated with open file descriptors), so that 
the disk is updated. It may or may not be necessary to explicitly synchronize a disk, 
depending on how (or if) the driver issues the rawFsVolUnmount() call. 


When rawFsVolUnmount( ) is called, an attempt will be made to synchronize the device 
before unmounting. However, if the rawFsVolUnmount( ) call is made by a driver in 
response to a disk being removed, it is obviously too late to synchronize. Therefore, a 
separate ioctI() call specifying the FIOSYNC function should be made before the disk is 
removed. (This could be done in response to an operator command.) 
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If the disk will still be present and writable when rawFsVolUnmount( ) is called, it is not 
necessary to first synchronize the disk. In all other circumstances, failure to synchronize 
the volume before unmounting may result in lost data. 


IOCTL FUNCTIONS The VxWorks raw block device file system supports the following ioctI() functions. The 
functions listed are defined in the header ioLib.h. 


FIODISKFORMAT 
Formats the entire disk with appropriate hardware track and sector marks. No file 
system is initialized on the disk by this request. Note that this is a driver-provided 
function: 


fd = open ("DEV1:", O_WRONLY) ; 
status = ioctl (fd, FIODISKFORMAT, 0); 


FIODISKINIT 
Initializes a raw file system on the disk volume. Since there are no file system 
structures, this functions performs no action. It is provided only for compatibility 
with other VxWorks file systems. 


FIODISKCHANGE 
Announces a media change. It performs the same function as rawFsReadyChange( ). 
This function may be called from interrupt level: 
status = ioctl (fd, FIODISKCHANGE, 0); 


FIOUNMOUNT 
Unmounts a disk volume. It performs the same function as rawFsVolUnmount( ). 
This function must not be called from interrupt level: 
status = ioctl (fd, FIOUNMOUNT, 0); 
FIOGETNAME 
Gets the file name of the file descriptor and copies it to the buffer nameBuf: 
status = ioctl (fd, FIOGETNAME, &nameBuf) ; 
FIOSEEK 
Sets the current byte offset on the disk to the position specified by newOffset: 
status = ioctl (fd, FIOSEEK, newOffset) ; 


FIOWHERE 
Returns the current byte position from the start of the device for the specified file 
descriptor. This is the byte offset of the next byte to be read or written. It takes no 
additional argument: 


position = ioctl (fd, FIOWHERE, 0); 


FIOFLUSH 
Writes all modified file descriptor buffers to the physical device. 


status = ioctl (fd, FIOFLUSH, 0); 
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FIOSYNC 
Performs the same function as FIOFLUSH. 
FIONREAD 
Copies to unreadCount the number of bytes from the current file position to the end of 
the device: 


status = ioctl (fd, FIONREAD, &unreadCount) ; 
rawFsLib.h 


ioLib, iosLib, dosFsLib, rtl1FsLib, ramDrv, VxWorks Programmer's Guide: I/O System, 
Local File Systems 


rebootLib 


rebootLib — reboot support library 


reboot() — reset network devices and transfer control to boot ROMs 
rebootHookAdd( ) — add a routine to be called at reboot 


This library provides reboot support. To restart VxWorks, the routine reboot() can be 
called at any time by typing CTRL-X from the shell. Shutdown routines can be added 
with rebootHookAdd(). These are typically used to reset or synchronize hardware. For 
example, netLib adds a reboot hook to cause all network interfaces to be reset. Once the 
reboot hooks have been run, sysToMonitor( ) is called to transfer control to the boot 
ROMs. For more information, see the manual entry for bootInit. 


The order in which hooks are added is the order in which they are run. As a result, netLib 
will kill the network, and no user-added hook routines will be able to use the network. 
There is no rebootHookDelete() routine. 


rebootLib.h 


sysLib, bootConfig, bootInit 
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remLib 
remLib 
NAME remLib — remote command library 
ROUTINES rcmd() — execute a shell command on a remote machine 


rresvport( ) — open a socket with a privileged port bound to it 
remCurldGet( ) — get the current user name and password 
remCurlIdSet( ) — set the remote user name and password 
iam() — set the remote user name and password 

whoami() - display the current remote identity 
bindresvport( ) — bind a socket to a privileged IP port 


DESCRIPTION This library provides routines to support remote command functions. The remd() and 
rresvport( ) routines use protocols implemented in UNIX BSD 4.3; they support remote 
command execution, and the opening of a socket with a bound privileged port, 
respectively. Other routines in this library authorize network file access via netDrv. 


INCLUDE FILES remLib.h 


SEE ALSO inetLib, VxWorks Programmer's Guide: Network 
resolvLib 

NAME resolvLib — DNS resolver library 

ROUTINES resolvInit( ) — initialize the resolver library 


resoluGetHostByName( ) — query the DNS server for the IP address of a host 
resoluGetHostByAddr( ) — query the DNS server for the host name of an IP address 
resolvParamsSet( ) — set the parameters which control the resolver library 
resoluParamsGet( ) — get the parameters which control the resolver library 
resoluDNExpand() — expand a DNS compressed name from a DNS packet 
resoluDNComp() — compress a DNS name in a DNS packet 

resolv Query() — construct a query, send it, wait for a response 

resoluMk Query() - create all types of DNS queries 

resolvSend() — send a pre-formatted query and return the answer 


DESCRIPTION This library provides the client-side services for DNS (Domain Name Service) queries. 
DNS queries come from applications that require translation of IP addresses to host 
names and back. If you include this library in VxWorks, it extends the services of the host 
library. The interface to this library is described in hostLib. The hostLib interface uses 
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resolver services to get IP and host names. In addition, the resolver can query multiple 
DNS servers, if necessary, to add redundancy for queries. 


There are two interfaces available for the resolver library. One is a high-level interface 
suitable for most applications. The other is also a low-level interface for more specialized 
applications, such as mail protocols. 


USING THIS LIBRARY 
By default, a VxWorks build does not include the resolver code. In addition, VxWorks is 
delivered with the resolver library disabled. To include the resolver library in the 
VxWorks image, edit config/all/configAII.h and include the definition: 


#define INCLUDE_DNS_RESOLVER 


To enable the resolver services, you need to redefine only one DNS server IP address, 
changing it from a place-holder value to an actual value. Additional DNS server IP 
addresses can be configured using resoluParamsSet( ). To do the initial configuration, edit 
configAll.h, and enter the correct IP address for your domain server in the definition: 


#define RESOLVER_DOMAIN_SERVER "90.0.0.3" 


If you do not provide a valid IP address, resolver initialization fails. You also need to 
configure the domain to which your resolver belongs. To do this, edit configAII.h and 
enter the correct domain name for your organization in the definition: 


#define RESOLVER_DOMAIN "wrs.com" 


The last and most important step is to make sure that you have a route to the configured 
DNS server. If your VxWorks image includes a routing protocol, such as RIP or OSPF, 
the routes are created for you automatically. Otherwise, you must use routeAdd() or 
mRouteAdd() to add the routes to the routing table. 


The resolver library comes with a debug option. To turn on debugging, edit configAII.h 
to include the define: 


#define INCLUDE_DNS_DEBUG 


This include makes VxWorks print a log of the resolver queries to the console. This feature 
assumes a single task. Thus, if you are running multiple tasks, your output to the console 
is a garble of messages from all the tasks. 


The resolver library uses UDP to send queries to the DNS server and expects the DNS 
server to handle recursion. You can change the resolver parameters at any time after the 
library has been initialized with resolvInit( ). However, it is strongly recommended that 
you change parameters only shortly after initialization, or when there are no other tasks 
accessing the resolver library. 


Your procedure for changing any of the resolver parameter should start with a call to 
resoluParamsGet( ) to retrieve the active parameters. Then you can change the query 
order (defaults to query DNS server only), the domain name, or add DNS server IP 
addresses. After the parameters are changed, call resoluParamsSet(). For the values you 
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can use when accessing resolver library services, see the header files resolvLib.h, 
resolv/resolv.h, and resolv/nameser.h. 


resolvLib.h 


hostLib 


ripLib 


ripLib — Routing Information Protocol (RIP) v1 and v2 library 


ripLibInit() — initialize the RIP routing library 

ripRouteShow() - display the internal routing table maintained by RIP 
ripAuthHookAdd() — add an authentication hook to a RIP interface 
ripAuthHookDelete( ) — remove an authentication hook from a RIP interface 
ripAuthHook() - sample authentication hook 

ripLeakHookAdd( ) — add a hook to bypass the RIP and kernel routing tables 
ripLeakHookDelete( ) — remove a table bypass hook from a RIP interface 
ripSendHookAdd( ) — add an update filter to a RIP interface 
ripSendHookDelete( ) — remove an update filter from a RIP interface 
ripIfSearch() — add new interfaces to the internal list 

ripIfReset() — alter the RIP configuration after an interface changes 
ripFilterEnable( ) — activate strict border gateway filtering 
ripFilterDisable() — prevent strict border gateway filtering 

ripShutdown() — terminate all RIP processing 

ripDebugLevelSet( ) — specify amount of debugging output 


This library implements versions 1 and 2 of the Routing Information Protocol (RIP). The 
protocol is intended to operate as an interior gateway protocol within a relatively small 
network with a longest path of 15 hops. 


HIGH-LEVEL INTERFACE 


The ripLibInit() routine links this library into the VxWorks image and begins a RIP 
session. This happens automatically if INCLUDE_RIP is defined at the time the image is 
built. Once started, RIP will maintain the network routing table until deactivated by a call 
to the ripShutdown() routine, which will remove all route entries and disable the RIP 
library routines. All RIP requests and responses are handled as defined in the RFC 
specifications. RFC 1058 defines the basic protocol operation and RFC 1723 details the 
extensions which implement version 2. 


When acting as a supplier, outgoing route updates are filtered using simple split horizon. 
Split horizon with poisoned reverse is not currently available. Additional route entries 
may be excluded from the periodic update with the ripSendHookAdd() routine. 
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If a RIP session is terminated, the networking subsystem may not function correctly until 
RIP is restarted with a new call to ripLibInit() unless routing information is provided by 
some other method. 


CONFIGURATION INTERFACE 


By default, a RIP session only uses the network interfaces created before it started. The 
ripIfSearch( ) routine allows RIP to recognize any interfaces added to the system after that 
point. If the address or netmask of an existing interface is changed during a RIP session, 
the ripIfReset() routine must be used to update the RIP configuration appropriately. The 
current RIP implementation also automatically performs the border gateway filtering 
required by the RFC specification. Those restrictions provide correct operation in a mixed 
environment of RIP-1 and RIP-2 routers. The ripFilterDisable() routine will remove those 
limitations, and may produce more efficient routing for some topologies. That routine 
must not be used if any version 1 routers are present. The ripFilterEnable( ) routine will 
restore the default behavior. 


AUTHENTICATION INTERFACE 


By default, authentication is disabled, but may be activated by an SNMP agent on an 
interface-specific basis. While authentication is disabled, any RIP-2 messages containing 
authentication entries are discarded. When enabled, all RIP-2 messages without 
authentication entries are automatically rejected. To fully support authentication, an 
authentication routine should be specified with the ripAuthHookAdd() routine. The 
specified function will be called to screen every RIP-1 message and all unverified RIP-2 
messages containing authentication entries. It may be removed with the 
ripAuthHookDelete( ) routine. All RIP-1 and unverified RIP-2 messages will be discarded 
while authentication is enabled unless a hook is present. 


OPTIONAL INTERFACE 


The ripLeakHookAdd( ) routine allows the use of an alternative routing protocol which 
uses RIP as a transport mechanism. The specified function can prevent the RIP session 
from creating any table entries from the received messages. The ripLeakHookDelete( ) 
routine will restore the default operation. 


DEBUGGING INTERFACE 


INCLUDE FILES 


SEE ALSO 


As required by the RFC specification, the obsolete traceon and traceoff messages are not 
supported by this implementation. The ripRouteShow() routine will display the contents 
of the internal RIP routing table. Routines such as mRouteShow( ) to display the 
corresponding kernel routing table will also be available if INCLUDE_NET_SHOW is 
defined when the image is built. If additional information is required, the 
ripDebugLevelSet() routine will enable predefined debugging messages which will be 
sent to the standard output. 


ripLib.h 


RFC 1058, RFC 1723 
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rlogLib 


rlogLib — remote login library 


rlogInit( ) — initialize the remote login facility 
rlogind() — the VxWorks remote login daemon 
rlogin() — log in to a remote host 


This library provides a remote login facility for VxWorks that uses the UNIX rlogin 
protocol (as implemented in UNIX BSD 4.3) to allow users at a VxWorks terminal to log in 
to remote systems via the network, and users at remote systems to log in to VxWorks via 
the network. 


A VxWorks user may log in to any other remote VxWorks or UNIX system via the 
network by calling rlogin() from the shell. 


The remote login daemon, rlogind(), allows remote users to log in to VxWorks. The 
daemon is started by calling rlogInit(), which is called automatically when the 
configuration macro INCLUDE_RLOGIN is defined. The remote login daemon accepts 
remote login requests from another VxWorks or UNIX system, and causes the shell’s 
input and output to be redirected to the remote user. 


Internally, rlogind() provides a tty-like interface to the remote user through the use of the 
VxWorks pseudo-terminal driver ptyDrv. 


rlogLib.h 


ptyDrv, telnetLib, UNIX BSD 4.3 manual entries for rlogin, rlogind, and pty 


mgLib 


mgLib — ring buffer subroutine library 


rmgCreate( ) — create an empty ring buffer 

rngDelete( ) — delete a ring buffer 

rmgFlush() — make a ring buffer empty 

rmgBufGet( ) — get characters from a ring buffer 

rmgBufPut() — put bytes into a ring buffer 

rmgIsEmpty( ) — test if a ring buffer is empty 

rngIsFull() — test if a ring buffer is full (no more room) 
rmgFreeBytes( ) — determine the number of free bytes in a ring buffer 
rmgNBytes() — determine the number of bytes in a ring buffer 
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rmgPutAhead() — put a byte ahead in a ring buffer without moving ring pointers 
mgMoveAhead( ) — advance a ring pointer by n bytes 


This library provides routines for creating and using ring buffers, which are 
first-in-first-out circular buffers. The routines simply manipulate the ring buffer data 
structure; no kernel functions are invoked. In particular, ring buffers by themselves 
provide no task synchronization or mutual exclusion. 


However, the ring buffer pointers are manipulated in such a way that a reader task 
(invoking rngBufGet()) and a writer task (invoking rngBufPut( )) can access a ring 
simultaneously without requiring mutual exclusion. This is because readers only affect a 
read pointer and writers only affect a write pointer in a ring buffer data structure. 
However, access by multiple readers or writers must be interlocked through a mutual 
exclusion mechanism (i.e., a mutual-exclusion semaphore guarding a ring buffer). 


This library also supplies two macros, RNG_ELEM_PUT and RNG_ELEM_GET, for putting 
and getting single bytes from a ring buffer. They are defined in mgLib.h. 


int RNG_ELEM_GET (ringId, pch, fromP) 
int RNG_ELEM_PUT (ringId, ch, toP) 


Both macros require a temporary variable fromP or toP, which should be declared as 
register int for maximum efficiency. RNG_ELEM_GET returns 1 if there was a character 
available in the buffer; it returns 0 otherwise. RNG_ELEM_PUT returns 1 if there was room 
in the buffer; it returns 0 otherwise. These are somewhat faster than rngBufPut() and 
rmgBufGet( ), which can put and get multi-byte buffers. 


mgLib.h 


routeLib 


routeLib — network route manipulation library 


routeAdd() — add a route 

routeNetAdd() — add a route to a destination that is a network 

routeDelete( ) — delete a route 

mRouteAdd() — add multiple routes to the same destination 

mRouteEntryAdd() — add a protocol-specific route to the routing table 
mRouteEntryDelete() — delete route from the routing table 

mRouteDelete( ) — delete a route from the routing table 

routeProtoPrioritySet( ) — set the priority of routes added by the routing protocol 


This library contains the routines for inspecting the routing table, as well as routines for 
adding and deleting routes from that table. If you do not configure VxWorks to include a 
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routing protocol, such as RIP or OSPF, you can use these routines to maintain the routing 
tables manually. 


routeLib.h 


hostLib, Network Programmer's Guide 


rpcLib 


rpcLib — Remote Procedure Call (RPC) support library 


rpclInit() — initialize the RPC package 
rpcTaskInit( ) — initialize a task’s access to the RPC package 


This library supports Sun Microsystems’ Remote Procedure Call (RPC) facility. RPC 
provides facilities for implementing distributed client/server-based architectures. The 
underlying communication mechanism can be completely hidden, permitting applications 
to be written without any reference to network sockets. The package is structured such 
that lower-level routines can optionally be accessed, allowing greater control of the 
communication protocols. 


For more information and a tutorial on RPC, see Sun Microsystems’ Remote Procedure Call 
Programming Guide. For an example of RPC usage, see /target/unsupported/demo/sprites. 


The RPC facility is enabled when the configuration macro INCLUDE_RPC is defined. 
VxWorks supports Network File System (NFS), which is built on top of RPC. If NFS is 


configured into the VxWorks system, RPC is automatically included as well. 


A task must call rpcTaskInit() before making any calls to other routines in the RPC 
library. This routine creates task-specific data structures required by RPC. These 
task-specific data structures are automatically deleted when the task exits. 


Because each task has its own RPC context, RPC-related objects (such as SVCXPRTs and 
CLIENTs) cannot be shared among tasks; objects created by one task cannot be passed to 
another for use. Such additional objects must be explicitly deleted (for example, using 
task deletion hooks). 

rpe.h 


nfsLib, nfsDrv, Sun Microsystems’ Remote Procedure Call Programming Guide 
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rt11FsLib 


rt11FsLib — RT-11 media-compatible file system library 


1t11FsDevInit( ) — initialize the rt11Fs device descriptor 
rt11FsInit() — prepare to use the rt11Fs library 

1t11FsMkfs( ) — initialize a device and create an rt11Fs file system 
rt11FsDateSet() — set the rt11Fs file system date 
1t11FsReadyChange( ) — notify rt11Fs of a change in ready status 
rt11FsModeChange( ) — modify the mode of an rt11Fs volume 


This library provides services for file-oriented device drivers which use the RT-11 file 
standard. This module takes care of all the necessary buffering, directory maintenance, 
and RT-11-specific details. 


USING THIS LIBRARY 


The various routines provided by the VxWorks RT-11 file system (rt11Fs) may be 
separated into three broad groups: general initialization, device initialization, and file 
system operation. 


The rt11FsInit() routine is the principal initialization function; it need only be called once, 
regardless of how many rt11Fs devices will be used. 


Other rt11Fs routines are used for device initialization. For each rt11Fs device, either 
rt11FsDevInit() or rt11FsMkfs() must be called to install the device and define its 
configuration. 


Several functions are provided to inform the file system of changes in the system 
environment. The rt11FsDateSet( ) routine is used to set the date. The 
1t11FsModeChange( ) routine is used to modify the readability or writability of a 
particular device. The rt11FsReadyChange( ) routine is used to inform the file system that 
a disk may have been swapped, and that the next disk operation should first remount the 
disk. 


INITIALIZING RT11FSLIB 


Before any other routines in rt11FsLib can be used, rt11FsInit() must be called to initialize 
this library. This call specifies the maximum number of rt11Fs files that can be open 
simultaneously and allocates memory for that many rt11Fs file descriptors. Attempts to 
open more files than the specified maximum will result in errors from open() or creat(). 


This initialization is enabled when the configuration macro INCLUDE_RT11FS is defined. 


DEFINING AN RT-11 DEVICE 


To use this library for a particular device, the device structure must contain, as the very 
first item, a BLK_DEV structure. This must be initialized before calling rt11FsDevInit( ). 
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In the BLK_DEV structure, the driver includes the addresses of five routines which it must 
supply: one that reads one or more sectors, one that writes one or more sectors, one that 
performs I/O control on the device (using ioctI()), one that checks the status of the 
device, and one that resets the device. This structure also specifies various physical 
aspects of the device (e.g., number of sectors, sectors per track, whether the media is 
removable). For more information about defining block devices, see the VxWorks 
Programmer's Guide: I/O System. 


The device is associated with the rt11Fs file system by the rt11FsDevInit( ) call. The 
arguments to rt11FsDevInit() include the name to be used for the rtl1Fs volume, a 
pointer to the BLK_DEV structure, whether the device uses RT-11 standard skew and 
interleave, and the maximum number of files that can be contained in the device 
directory. 


Thereafter, when the file system receives a request from the I/O system, it simply calls the 
provided routines in the device driver to fulfill the request. 


The RT-11 standard defines a peculiar software interleave and track-to-track skew as part 
of the format. The rtFmt parameter passed to rt11FsDevInit() should be TRUE if this 
formatting is desired. This should be the case if strict RT-11 compatibility is desired, or if 
files must be transferred between the development and target machines using the 
VxWorks-supplied RT-11 tools. Software interleave and skew will automatically be dealt 
with by rt11FsLib. 


When rtFmt has been passed as TRUE and the maximum number of files is specified 
RT_FILES_FOR_2_BLOCK_SEG, the driver does not need to do anything else to maintain 
RT-11 compatibility (except to add the track offset as described above). 


Note that if the number of files specified is different than RT_FILES_FOR_2_BLOCK_SEG 
under either a VxWorks system or an RT-11 system, compatibility is lost because 
VxWorks allocates a contiguous directory, whereas RT-11 systems create chained 
directories. 


MULTIPLE LOGICAL DEVICES AND RT-11 COMPATIBILITY 


The sector number passed to the sector read and write routines is an absolute number, 
starting from sector 0 at the beginning of the device. If desired, the driver may add an 
offset from the beginning of the physical device before the start of the logical device. This 
would normally be done by keeping an offset parameter in the device-specific structure of 
the driver, and adding the proper number of sectors to the sector number passed to the 
read and write routines. 


The RT-11 standard defines the disk to start on track 1. Track 0 is set aside for boot 
information. Therefore, in order to retain true compatibility with RT-11 systems, a 
one-track offset (i.e., the number of sectors in one track) needs to be added to the sector 
numbers passed to the sector read and write routines, and the device size needs to be 
declared as one track smaller than it actually is. This must be done by the driver using 
rt11FsLib; the library does not add such an offset automatically. 
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In the VxWorks RT-11 implementation, the directory is a fixed size, able to contain at least 
as many files as specified in the call to rt11FsDevInit( ). If the maximum number of files is 
specified to be RT_FILES_FOR_2_BLOCK_SEG, strict RT-11 compatibility is maintained, 
because this is the initial allocation in the RT-11 standard. 


File names in the RT-11 file system use six characters, followed by a period (.), followed by 
an optional three-character extension. 


DIRECTORY ENTRIES 


An ioctl() call with the FIODIRENTRY function returns information about a particular 
directory entry. A pointer to a REQ_DIR_ENTRY structure is passed as the parameter. The 
field entryNum in the REQ_DIR_ENTRY structure must be set to the desired entry number. 
The name of the file, its size (in bytes), and its creation date are returned in the structure. 
If the specified entry is empty (i.e., if it represents an unallocated section of the disk), the 
name will be an empty string, the size will be the size of the available disk section, and the 
date will be meaningless. Typically, entries are accessed sequentially, starting with 
entryNum = 0, until the terminating entry is reached, indicated by a return of ERROR. 


DIRECTORIES IN MEMORY 


A copy of the directory for each volume is kept in memory (in the RT_VOL_DESC 
structure). This speeds up directory accesses, but requires that rtl11FsLibbe notified when 
disks are changed (i.e., floppies are swapped). If the driver can find this out (by 
interrogating controller status or by receiving an interrupt), the driver simply calls 
rt11FsReadyChange( ) when a disk is inserted or removed. The library rt11FsLib will 
automatically try to remount the device next time it needs it. 


If the driver does not have access to the information that disk volumes have been 
changed, the changeNoWarn parameter should be set to TRUE when the device is defined 
using rt11FsDevInit(). This will cause the disk to be automatically remounted before 
each open(), creat(), delete(), and directory listing. 


The routine rt11FsReadyChange( ) can also be called by user tasks, by issuing an ioctl() 
call with FFODISKCHANGE as the function code. 


ACCESSING THE RAW DISK 


HINTS 


As a special case in open() and creat() calls, rt11FsLib recognizes a NULL file name to 
indicate access to the entire "raw" disk, as opposed to a file on the disk. Access in raw 
mode is useful for a disk that has no file system. For example, to initialize a new file 
system on the disk, use an ioctl() call with FIODISKINIT. To read the directory of a disk 
for which no file names are known, open the raw disk and use an ioctl() call with the 
function FIODIRENTRY. 


The RT-11 file system is much simpler than the more common UNIX or MS-DOS file 
systems. The advantage of RT-11 is its speed; file access is made in at most one seek 
because all files are contiguous. Some of the most common errors for users with a UNIX 
background are: 
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— Only a single create at a time may be active per device. 


— File size is set by the first create and close sequence; use Iseek() to ensure a specific 
file size; there is no append function to expand a file. 


— Files are strictly block oriented; unused portions of a block are filled with NULLs -- 
there is no end-of-file marker other than the last block. 


IOCTL FUNCTIONS The rt11Fs file system supports the following ioctI() functions. The functions listed are 
defined in the header ioLib.h. Unless stated otherwise, the file descriptor used for these 
functions can be any file descriptor open to a file or to the volume itself. 
FIODISKFORMAT 
Formats the entire disk with appropriate hardware track and sector marks. No file 
system is initialized on the disk by this request. Note that this is a driver-provided 
function: 
fd = open ("DEV1:", O_WRONLY) ; 
status = ioctl (fd, FIODISKFORMAT, 0); 

FIODISKINIT 
Initializes an rt11Fs file system on the disk volume. This routine does not format the 
disk; formatting must be done by the driver. The file descriptor should be obtained 
by opening the entire volume in raw mode: 
fd = open ("DEV1:", O_WRONLY) ; 
status = ioctl (fd, FIODISKINIT, 0); 

FIODISKCHANGE 


Announces a media change. It performs the same function as rt11FsReadyChange( ). 
This function may be called from interrupt level: 


status = ioctl (fd, FIODISKCHANGE, 0); 


FIOGETNAME 
Gets the file name of the file descriptor and copies it to the buffer nameBuf: 


status = ioctl (fd, FIOGETNAME, &nameBuf) ; 


FIORENAME 
Renames the file to the string newname: 


status = ioctl (fd, FIORENAME, "newname") ; 


FIONREAD 
Copies to unreadCount the number of unread bytes in the file: 


status = ioctl (fd, FIONREAD, &unreadCount) ; 


FIOFLUSH 
Flushes the file output buffer. It guarantees that any output that has been requested 
is actually written to the device. 


status = ioctl (fd, FIOFLUSH, 0); 


1-314 


7. Libraries 
rt11FsLib 


FIOSEEK 
Sets the current byte offset in the file to the position specified by newOffset: 


status = ioctl (fd, FIOSEEK, newOffset) ; 
FIOWHERE 
Returns the current byte position in the file. This is the byte offset of the next byte to 
be read or written. It takes no additional argument: 
position = ioctl (fd, FIOWHERE, 0); 
FIOSQUEEZE 
Coalesces fragmented free space on an rt11Fs volume: 


status = ioctl (fd, FIOSQUEEZE, 0); 

FIODIRENTRY 
Copies information about the specified directory entries to a REQ_DIR_ENTRY 
structure that is defined in ioLib.h. The argument regis a pointer to a 
REQ_DIR_ENTRY structure. On entry, the structure contains the number of the 
directory entry for which information is requested. On return, the structure contains 
the information on the requested entry. For example, after the following: 
REQ_DIR_ENTRY req; 
req.entryNum = 0; 
status = ioctl (fd, FIODIRENTRY, &req) ; 


The request structure contains the name, size, and creation date of the file in the first 
entry (0) of the directory. 


FIOREADDIR 
Reads the next directory entry. The argument dirStruct is a DIR directory descriptor. 
Normally, readdir() is used to read a directory, rather than using the FFOREADDIR 
function directly. See dirLib. 
DIR dirStruct; 
fd = open ("directory", O_RDONLY) ; 
status = ioctl (fd, FIOREADDIR, &dirStruct) ; 

FIOFSTATGET 
Gets file status information (directory entry data). The argument statStruct is a 
pointer to a stat structure that is filled with data describing the specified file. 
Normally, the stat() or fstat() routine is used to obtain file information, rather than 
using the FIOFSTATGET function directly. See dirLib. 
struct stat statStruct; 
fd = open ("file", O_RDONLY) ; 
status = ioctl (fd, FIOFSTATGET, &statStruct) ; 


Any other ioc#l() function codes are passed to the block device driver for handling. 


INCLUDE FILES 1t11FsLib.h 


SEE ALSO ioLib, iosLib, ramDrv, VxWorks Programmer's Guide: I/O System, Local File Systems 


1-315 


NAME 


ROUTINES 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
sa1100Sio 


sa1100Sio 


sa1100Sio — Digital Semiconductor SA-1100 UART tty driver 


sa1100DevInit( ) — initialise an SA1100 channel 
sa1100Int() — handle an interrupt 


This is the device driver for the Digital Semiconductor SA-1100 UARTs. This chip contains 
5 serial ports, but only ports 1 and 3 are usable as UARTs, the others support Universal 
Serial Bus (USB), SDLC, IrDA Infrared Communications Port (ICP) and Multimedia 
Communications Port (MCP)/Synchronous Serial Port (SSP). 


The UARTs are identical in design. They contain a universal asynchronous 

receiver /transmitter, and a baud-rate generator, The UARTs contain an 8-entry, 8-bit 
FIFO to buffer outgoing data and a 12-entry 11-bit FIFO to buffer incoming data. Ifa 
framing, overrun or parity error occurs during reception, the appropriate error bits are 
stored in the receive FIFO along with the received data. The only mode of operation 
supported is with the FIFOs enabled. 


The UART design does not support modem control input or output signals e.g. DTR, RI, 
RTS, DCD, CTS and DSR. 


An interrupt is generated when a framing, parity or receiver overrun error is present 
within the bottom four entries of the receive FIFO, when the transmit FIFO is half-empty 
or receive FIFO is one- to two-thirds full, when a begin and end of break is detected on the 
receiver, and when the receive FIFO is partially full and the receiver is idle for three or 
more frame periods. 


Only asynchronous serial operation is supported by the UARTs which supports 7 or 8 bit 
word lengths with or without parity and with one or two stop bits. The only serial word 
format supported by the driver is 8 data bits, 1 stop bit, no parity, The default baud rate is 
determined by the BSP by filling in the SA1100_CHAN structure before calling 
sa1100DevInit(). 


The UART supports baud rates from 56.24 to 230.4 kbps. 


DATA STRUCTURES An SA1100_CHAN data structure is used to describe each channel, this structure is 


CALLBACKS 


described in h/drv/sio/sa1100Sio.h. 


Servicing a "transmitter ready" interrupt involves making a callback to a higher level 
library in order to get a character to transmit. By default, this driver installs dummy 
callback routines which do nothing. A higher layer library that wants to use this driver 
(e.g. ttyDrv) will install its own callback routine using the SIO_INSTALL_CALLBACK ioctl 
command. Likewise, a receiver interrupt handler makes a callback to pass the character to 
the higher layer library. 
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MODES This driver supports both polled and interrupt modes. 


USAGE The driver is typically only called by the BSP. The directly callable routines in this 
modules are sa1100DevInit(), and sa1100Int( ). 


The BSP’s sysHwInit() routine typically calls sysSerialHwInit(), which initialises the 
hardware-specific fields in the SA1100_CHAN structure (e.g. register I/O addresses etc) 
before calling sa1100DevInit( ) which resets the device and installs the driver function 
pointers. After this the UART will be enabled and ready to generate interrupts, but those 
interrupts will be disabled in the interrupt controller. 


The following example shows the first parts of the initialization: 


#include "drv/sio/sa1100Sio.h" 
LOCAL SA1100_CHAN sal1100Chan [N_SA1100_UART_CHANS] ; 
void sysSerialHwInit (void) 
{ 
int i; 
for (i = 0; i < N_SA1100_UART_CHANNELS; i++) 
{ 
sal100Chan[i].regs = devParas[i] .baseAdrs; 
sal1100Chan[i] .baudRate = CONSOLE_BAUD_RATE; 
sal1100Chan[i] .xtal = UART_XTAL_FREQ; 
sal1100Chan[i] .level = devParas [i] .intLevel; 
/* set up GPIO pins and UART pin reassignment */ 


/* 
* Initialise driver functions, getTxChar, putRcvChar 
* and channelMode and initialise UART 
*/ 
sal1100DevInit (&sa1100Chan[i]) ; 
} 
} 


The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2(), which connects the 
chip’s interrupts via intConnect() and enables those interrupts, as in the following: 


void sysSerialHwInit2 (void) 

{ 

int i; 

for (i = 0; i < N_SA1100_UART_CHANNELS; i++) 
{ 
/* connect and enable interrupts */ 
(void) intConnect (INUM_TO_IVEC (devParas [i] .vector), 

sal100Int, (int) &sa1100Chan[i]); 

intEnable (devParas [i] .intLevel) ; 
} 
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By convention all the BSP-specific serial initialisation is performed in a file called 
sysSerial.c, which is #include’ed by sysLib.c. sysSerial.c implements at least four 
functions, sysSerialHwInit( ), sysSerialHwInit2(), sysSerialChanGet(), and 
sysSerialReset( ). The first two have been described above, the others work as follows: 


sysSerialChanGet is called by usrRoot to get the serial channel descriptor associated with 
a serial channel number. The routine takes a single parameter which is a channel number 
ranging between zero and NUM_TTY. It returns a pointer to the corresponding channel 
descriptor, SIO_CHAN *, which is just the address of the SA1100_CHAN structure. 


sysSerialReset is called from sysToMonitor() and should reset the serial devices to an 
inactive state (prevent them from generating any interrupts). 


drv/sio/sa1100Sio.h sioLib.h 


Digital StrongARM SA-1100 Portable Communications Microcontroller, Data Sheet, Digital 
Semiconductor StrongARM SA-1100 Microprocessor Evaluation Platform, User’s Guide 


saloLib 


saloLib — default transport routines for SNMP subagent 


snmpSalInit() — initialize the subagent 

saloWrite() — send a packet to the master agent’s message queue 

salpcFree( ) — free the specified IPC mechanism 

saMsgBuild() — build and encode a message and send it to the master agent 
hdrBlkBuild() — create the header block and the demuxer information 
envoy_now() — return the number of clock ticks elapsed since the timer was set 
envoy_call_timer() — execute the specified function when the timer expires 


This library implements the subagent side of the IPC mechanism used to pass messages 
between the SNMP master agent and its subagents. In the shipped version of this library, 
the IPC mechanism is a message queue. However, it is a relatively simple matter to 
replace the message queue with a socket if you cannot use message queues. 


To set up the IPC mechanism and spawn a task to monitor it, call snmpSalInit(). To send a 
message to the master agent, you can call saloWrite(). However, you will likely never 
call this function directly. Instead, you will call hdrBIkBuild(). Internally, hdrBlkBuild() 
calls saMsgBuild(), which calls snmpSubEncode( ) and finally saloWrite( ). 


The first message you will transmit using hdrBlkBuild() will be a registration message 
that registers objects and instances as a group in the master agent’s MIB tree. If 
successful, the response to this message will contain a group ID. Make sure that you store 
this ID so that you can later remove the group from the MIB tree when you want to 
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deregister the subagent. You also need this ID if you want to register instances of the 
object just registered. 


Exactly how and when you register a subagent is up to you, but keep in mind that you can 
do so only after the master agent is up an running. 


saloLib 


sched PxLib 


schedPxLib — scheduling library (POSIX) 


sched_setparam() - set a task’s priority (POSIX) 

sched_getparam() — get the scheduling parameters for a specified task (POSIX) 
sched_setscheduler( ) — set scheduling policy and scheduling parameters (POSIX) 
sched_getscheduler() — get the current scheduling policy (POSIX) 

sched_yield() — relinquish the CPU (POSIX) 

sched_get_priority_max() — get the maximum priority (POSIX) 
sched_get_priority_min() — get the minimum priority (POSIX) 
sched_rr_get_interval() — get the current time slice (POSIX) 


This library provides POSIX-compliance scheduling routines. The routines in this library 
allow the user to get and set priorities and scheduling schemes, get maximum and 
minimum priority values, and get the time slice if round-robin scheduling is enabled. 


The POSIX standard specifies a priority numbering scheme in which higher priorities are 
indicated by larger numbers. The VxWorks native numbering scheme is the reverse of 
this, with higher priorities indicated by smaller numbers. For example, in the VxWorks 
native priority numbering scheme, the highest priority task has a priority of 0. 


In VxWorks, POSIX scheduling interfaces are implemented using the POSIX priority 
numbering scheme. This means that the priority numbers used by this library do not 
match those reported and used in all the other VxWorks components. It is possible to 
change the priority numbering scheme used by this library by setting the global variable 
posixPriorityNumbering. If this variable is set to FALSE, the VxWorks native numbering 
scheme (small number = high priority) is used, and priority numbers used by this library 
will match those used by the other portions of VxWorks. 


The routines in this library are compliant with POSIX 1003.1b. In particular, task priorities 
are set and reported through the structure sched_setparam, which has a single member: 


struct sched_param /* Scheduling parameter structure */ 
{ 
int sched_priority; /* scheduling priority */ 
}; 
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POSIX 1003.1b specifies this indirection to permit future extensions through the same 
calling interface. For example, because sched_setparam() takes this structure as an 
argument (rather than using the priority value directly) its type signature need not change 
if future schedulers require other parameters. 


sched.h 


POSIX 1003.1b document, taskLib 


scsilLib 


scsilLib — Small Computer System Interface (SCSI) library (SCSI-1) 
No Callable Routines 


This library implements the Small Computer System Interface (SCSI) protocol in a 
controller-independent manner. It implements only the SCSI initiator function; the library 
does not support a VxWorks target acting as a SCSI target. Furthermore, in the current 
implementation, a VxWorks target is assumed to be the only initiator on the SCSI bus, 
although there may be multiple targets (SCSI peripherals) on the bus. 


The implementation is transaction based. A transaction is defined as the selection of a 
SCSI device by the initiator, the issuance of a SCSI command, and the sequence of data, 
status, and message phases necessary to perform the command. A transaction normally 
completes with a "Command Complete" message from the target, followed by 
disconnection from the SCSI bus. If the status from the target is "Check Condition,” the 
transaction continues; the initiator issues a "Request Sense" command to gain more 
information on the exception condition reported. 


Many of the subroutines in scsilLib facilitate the transaction of frequently used SCSI 
commands. Individual command fields are passed as arguments from which SCSI 
Command Descriptor Blocks are constructed, and fields of a SCSI_LTRANSACTION 
structure are filled in appropriately. This structure, along with the SCSI_LPHYS_DEV 
structure associated with the target SCSI device, is passed to the routine whose address is 
indicated by the scsiTransact field of the SCSI_CTRL structure associated with the relevant 
SCSI controller. 


The function variable scsiTransact is set by the individual SCSI controller driver. For 
off-board SCSI controllers, this routine rearranges the fields of the SCSI_TRANSACTION 
structure into the appropriate structure for the specified hardware, which then carries out 
the transaction through firmware control. Drivers for an on-board SCSI-controller chip 
can use the scsiTransact( ) routine in scsiLib (which invokes the scsi1Transact( ) routine 
in scsi1Lib), as long as they provide the other functions specified in the SCSI_CTRL 
structure. 
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Note that no disconnect/reconnect capability is currently supported. 


SUPPORTED SCSI DEVICES 
The scsi1Lib library supports use of SCSI peripherals conforming to the standards 
specified in Common Command Set (CCS) of the SCSI, Rev. 4.B. Most SCSI peripherals 
currently offered support CCS. While an attempt has been made to have scsilLib 
support non-CCS peripherals, not all commands or features of this library are guaranteed 
to work with them. For example, auto-configuration may be impossible with non-CCS 
devices, if they do not support the INQUIRY command. 


Not all classes of SCSI devices are supported. However, the scsiLib library provides the 
capability to transact any SCSI command on any SCSI device through the 
FIOSCSICOMMAND function of the scsiloctl() routine. 


Only direct-access devices (disks) are supported by a file system. For other devices, 
additional higher-level software is necessary to map user commands to SCSI transactions. 


CONFIGURING SCSI CONTROLLERS 
The routines to create and initialize a specific SCSI controller are particular to the 
controller and normally are found in its library module. The normal calling sequence is: 


xxCtrlCreate (...); /* parameters are controller specific */ 
xxCtrlinit (...); /* parameters are controller specific */ 


The conceptual difference between the two routines is that xxCtrlCreate() calloc’s 
memory for the xx_SCSI_CTRL data structure and initializes information that is never 
expected to change (for example, clock rate). The remaining fields in the xx_SCSI_CTRL 
structure are initialized by xxCtrlInit() and any necessary registers are written on the 
SCSI controller to effect the desired initialization. This routine can be called multiple 
times, although this is rarely required. For example, the bus ID of the SCSI controller can 
be changed without rebooting the VxWorks system. 


CONFIGURING PHYSICAL SCSI DEVICES 
Before a device can be used, it must be "created," that is, declared. This is done with 
scsiPhysDevCreate( ) and can only be done after a SCSI_CTRL structure exists and has 
been properly initialized. 
SCSI_PHYS DEV *scsiPhysDevCreate 


( 
SCSI_CTRL * pScsiCtrl,/* ptr to SCSI controller info */ 


int devBusId, /* device’s SCSI bus ID */ 

int devLUN, /* device’s logical unit number */ 

int reqSenseLength, /* length of REQUEST SENSE data dev returns */ 
int devType, /* type of SCSI device */ 

BOOL removable, /* whether medium is removable */ 

int numBlocks, /* number of blocks on device */ 

int blockSize /* size of a block in bytes */ 


) 
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Several of these parameters can be left unspecified, as follows: 


reqSenseLength 
If 0, issue a REQUEST_SENSE to determine a request sense length. 


devT ype 
If -1, issue an INQUIRY to determine the device type. 


numBlocks, blockSize 
If 0, issue a READ_CAPACITY to determine the number of blocks. 


The above values are recommended, unless the device does not support the required 
commands, or other non-standard conditions prevail. 


LOGICAL PARTITIONS ON BLOCK DEVICES 
It is possible to have more than one logical partition on a SCSI block device. This 
capability is currently not supported for removable media devices. A partition is an array 
of contiguously addressed blocks with a specified starting block address and a specified 
number of blocks. The scsiBlkDevCreate() routine is called once for each block device 
partition. Under normal usage, logical partitions should not overlap. 


SCSI_BLK_DEV *scsiBlkDevCreate 


( 

SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device info */ 
int numBlocks, /* number of blocks in block device */ 
int blockOffset /* address of first block in volume */ 


Note that if numBlocks is 0, the rest of the device is used. 


ATTACHING FILE SYSTEMS TO LOGICAL PARTITIONS 
Files cannot be read or written to a disk partition until a file system (such as dosFs or 
rt11Fs) has been initialized on the partition. For more information, see the documentation 
in dosFsLib or rt11FsLib. 


TRANSMITTING ARBITRARY COMMANDS TO SCSI DEVICES 
The scsi1Lib library provides routines that implement many common SCSI commands. 
Still, there are situations that require commands that are not supported by scsi1Lib (for 
example, writing software to control non-direct access devices). Arbitrary commands are 
handled with the FFOSCSICOMMAND option to scsiloctl(). The arg parameter for 
FIOSCSICOMMAND is a pointer to a valid SCSI_TRANSACTION structure. Typically, a 
call to scsiIoctl() is written as a subroutine of the form: 


STATUS myScsiCommand 
( 


SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 
char * buffer, /* ptr to data buffer */ 
int bufLength, /* length of buffer in bytes */ 
int someParam /* param. specifiable in cmd block */ 
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) 


{ 
SCSI_COMMAND myScsiCmdBlock; /* SCSI command byte array */ 


SCSI_TRANSACTION myScsiXaction; /* info on a SCSI transaction */ 
/* £111 in fields of SCSI_COMMAND structure */ 
myScsiCmdBlock [0] = MY_COMMAND_OPCODE; /* the required opcode */ 


myScsiCmdBlock [X] = (UINT8) someParam; /* for example */ 


myScsiCmdBlock [N-1] = MY_CONTROL_BYTE; /* typically == 0 */ 

/* £111 in fields of SCSI_TRANSACTION structure */ 

myScsiXaction.cmdAddress = myScsiCmdBlock; 

myScsiXaction.cmdLength <# of valid bytes in myScsiCmdBlock>; 
myScsiXaction.dataAddress = (UINT8 *) buffer; 
myScsiXaction.dataDirection = <O_RDONLY (0) or O_WRONLY (1)>; 
bufLength; 

myScsiXaction.cmdTimeout = timeout in usec; 

/* if dataDirection is O_RDONLY, and the length of the input data is 
* variable, the following parameter specifies the byte # (min == 0) 
* of the input data which will specify the additional number of 
* bytes available 


myScsiXaction.dataLength 


*/ 
myScsiXaction.addLengthByte = X; 
if (scsiIoctl (pScsiPhysDev, FIOSCSICOMMAND, &myScsiXaction) == OK) 
return (OK); 
else 
/* optionally perform retry or other action based on value of 
* myScsiXaction.statusByte 
*/ 
return (ERROR) ; 
} 
scsiLib.h, scsilLib.h 


dosFsLib, rt11FsLib, American National Standards for Information Systems — Small Computer 
System Interface (SCSI), ANSI X3.131-1986, VxWorks Programmer's Guide: I/O System, Local 
File Systems 
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scsi2Lib 


scsi2Lib — Small Computer System Interface (SCSI) library (SCSI-2) 


scsi2IfInit() — initialize the SCSI-2 interface to scsiLib 

scsiTargetOptionsSet( ) — set options for one or all SCSI targets 
scsiTargetOptionsGet( ) — get options for one or all SCSI targets 

scsiPhysDevShow( ) - show status information for a physical device 
scsiCacheSynchronize( ) — synchronize the caches for data coherency 
scsildentMsgBuild() — build an identification message 

scsildentMsgParse( ) — parse an identification message 

scsiMsgOutComplete( ) — perform post-processing after a SCSI message is sent 
scsiMsgOutReject() — perform post-processing when an outgoing message is rejected 
scsiMsgInComplete( ) — handle a complete SCSI message received from the target 
scsiSyncXferNegotiate( ) — initiate or continue negotiating transfer parameters 
scsiWideXferNegotiate( ) — initiate or continue negotiating wide parameters 
scsiThreadInit( ) — perform generic SCSI thread initialization 

scsiCacheSnoopEnable( ) — inform SCSI that hardware snooping of caches is enabled 
scsiCacheSnoopDisable( ) — inform SCSI that hardware snooping of caches is disabled 


This library implements the Small Computer System Interface (SCSI) protocol in a 
controller-independent manner. It implements only the SCSI initiator function as defined 
in the SCSI-2 ANSI specification. This library does not support a VxWorks target acting as 
a SCSI target. 


The implementation is transaction based. A transaction is defined as the selection of a 
SCSI device by the initiator, the issuance of a SCSI command, and the sequence of data, 
status, and message phases necessary to perform the command. A transaction normally 
completes with a "Command Complete" message from the target, followed by 
disconnection from the SCSI bus. If the status from the target is "Check Condition,” the 
transaction continues; the initiator issues a "Request Sense" command to gain more 
information on the exception condition reported. 


Many of the subroutines in scsi2Lib facilitate the transaction of frequently used SCSI 
commands. Individual command fields are passed as arguments from which SCSI 
Command Descriptor Blocks are constructed, and fields of a SCSI_LTRANSACTION 
structure are filled in appropriately. This structure, along with the SCSI_LPHYS_DEV 
structure associated with the target SCSI device, is passed to the routine whose address is 
indicated by the scsiTransact field of the SCSI_CTRL structure associated with the relevant 
SCSI controller. The above mentioned structures are defined in scsi2Lib.h. 


The function variable scsiTransact is set by the individual SCSI controller driver. For 
off-board SCSI controllers, this routine rearranges the fields of the SCSI_TRANSACTION 
structure into the appropriate structure for the specified hardware, which then carries out 
the transaction through firmware control. Drivers for an on-board SCSI-controller chip 
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can use the scsiTransact( ) routine in scsiLib (which invokes the scsi2Transact( ) routine 
in scsi2Lib), as long as they provide the other functions specified in the SCSI_CTRL 
structure. 


SCSI TRANSACTION TIMEOUT 
Associated with each transaction is a time limit (specified in microseconds, but measured 
with the resolution of the system clock). If the transaction has not completed within this 
time limit, the SCSI library aborts it; the called routine fails with a corresponding error 
code. The timeout period includes time spent waiting for the target device to become free 
to accept the command. 


The semantics of the timeout should guarantee that the caller waits no longer than the 
transaction timeout period, but in practice this may depend on the state of the SCSI bus 
and the connected target device when the timeout occurs. If the target behaves correctly 
according to the SCSI specification, proper timeout behavior results. However, in certain 
unusual cases--for example, when the target does not respond to an asserted ATN 
signal--the caller may remain blocked for longer than the timeout period. 


If the transaction timeout causes problems in your system, you can set the value of either 
or both the global variables "scsi{Min,Max}Timeout". These specify (in microseconds) the 
global minimum and maximum timeout periods, which override (clip) the value specified 
for a transaction. They may be changed at any time and affect all transactions issued after 
the new values are set. The range of both these variable is 0 to Oxffffffff (zero to about 
4295 seconds). 


SCSI TRANSACTION PRIORITY 
Each transaction also has an associated priority used by the SCSI library when selecting 
the next command to issue when the SCSI system is idle. It chooses the highest priority 
transaction that can be dispatched on an available physical device. If there are several 
equal-priority transactions available, the SCSI library uses a simple round-robin scheme to 
avoid favoring the same physical device. 


Priorities range from 0 (highest) to 255 (lowest), which is the same as task priorities. The 
priority SCSI_THREAD_TASK_PRIORITY can be used to give the transaction the same 
priority as the calling task (this is the method used internally by this SCSI-2 library). 


SUPPORTED SCSI DEVICES 
This library requires peripherals that conform to the SCSI-2 ANSI standard; in particular, 
the INQUIRY, REQUEST SENSE, and TEST UNIT READY commands must be supported as 
specified by this standard. In general, the SCSI library is self-configuring to work with any 
device that meets these requirements. 


Peripherals that support identification and the SCSI message protocol are strongly 
recommended as these provide maximum performance. 


In theory, all classes of SCSI devices are supported. scsiLib provides the capability to 
transact any SCSI command on any SCSI device through the FIOSCSICOMMAND function 
of the scsiIoctI() routine (which invokes the scsi2Ioctl() routine in scsi2Lib). 


1 - 325 


VxWorks Reference Manual, 5.4 
scsi2Lib 


Only direct-access devices (disks) are supported by file systems like dosFs, rt11Fs and 
rawFs. These file systems employ routines in scsiDirectLib (most of which are described 
in scsiLib but defined in scsiDirectLib). In the case of sequential-access devices (tapes), 
higher-level tape file systems, like tapeFs, make use of scsiSeqLib. For other types of 
devices, additional, higher-level software is necessary to map user-level commands to 
SCSI transactions. 


DISCONNECT /RECONNECT SUPPORT The target device can be disconnected from the 
SCSI bus while it carries out a SCSI command; in this way, commands to multiple SCSI 
devices can be overlapped to improve overall SCSI throughput. There are no restrictions 
on the number of pending, disconnected commands or the order in which they are 
resumed. The SCSI library serializes access to the device according to the capabilities and 
status of the device (see the following section). 


Use of the disconnect/reconnect mechanism is invisible to users of the SCSI library. It can 
be enabled and disabled separately for each target device (see scsiTargetOptionsSet( )). 
Note that support for disconnect/reconnect depends on the capabilities of the controller 
and its driver (see below). 


TAGGED COMMAND QUEUEING SUPPORT 
If the target device conforms to the ANSI SCSI-2 standard and indicates (using the 
INQUIRY command) that it supports command queuing, the SCSI library allows new 
commands to be started on the device whenever the SCSI bus is idle. That is, it executes 
multiple commands concurrently on the target device. By default, commands are tagged 
with a SIMPLE QUEUE TAG message. Up to 256 commands can be executing 
concurrently. 


The SCSI library correctly handles contingent allegiance conditions that arise while a 
device is executing tagged commands. (A contingent allegiance condition exists when a 
target device is maintaining sense data that the initiator should use to correctly recover 
from an error condition.) It issues an untagged REQUEST SENSE command, and stops 
issuing tagged commands until the sense recovery command has completed. 


For devices that do not support command queuing, the SCSI library only issues a new 
command when the previous one has completed. These devices can only execute a single 
command at once. 


Use of tagged command queuing is normally invisible to users of the SCSI library. If 
necessary, the default tag type and maximum number of tags may be changed ona 
per-target basis, using scsiTargetOptionsSet( ). 


SYNCHRONOUS TRANSFER PROTOCOL SUPPORT 
If the SCSI controller hardware supports the synchronous transfer protocol, scsiLib 
negotiates with the target device to determine whether to use synchronous or 
asynchronous transfers. Either VxWorks or the target device may start a round of 
negotiation. Depending on the controller hardware, synchronous transfer rates up to the 
maximum allowed by the SCSI-2 standard (10 Mtransfers/second) can be used. 
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Again, this is normally invisible to users of the SCSI library, but synchronous transfer 
parameters may be set or disabled on a per-target basis by using scsiTargetOptionsSet( ). 


WIDE DATA TRANSFER SUPPORT 


SCSI BUS RESET 


If the SCSI controller supports the wide data transfer protocol, scsiLibnegotiates wide 
data transfer parameters with the target device, if that device also supports wide transfers. 
Either VxWorks or the target device may start a round of negotiation. Wide data transfer 
parameters are negotiated prior to the synchronous data transfer parameters, as specified 
by the SCSI-2 ANSI specification. In conjunction with synchronous transfer, up to a 
maximum of 20MB/sec. can be attained. 


Wide data transfer negotiation is invisible to users of this library, but it is possible to 
enable or disable wide data transfers and the parameters on a per-target basis by using 
scsilargetOptionsSet( ). 


The SCSI library implements the ANSI "hard reset" option. Any transactions in progress 
when a SCSI bus reset is detected fail with an error code indicating termination due to bus 
reset. Any transactions waiting to start executing are then started normally. 


CONFIGURING SCSI CONTROLLERS 


The routines to create and initialize a specific SCSI controller are particular to the 
controller and normally are found in its library module. The normal calling sequence is: 


xxCtrlCreate (...); /* parameters are controller specific */ 
xxCtrlinit (...); /* parameters are controller specific */ 


The conceptual difference between the two routines is that xxCtrlCreate() calloc’s 
memory for the xx_SCSI_CTRL data structure and initializes information that is never 
expected to change (for example, clock rate). The remaining fields in the xx_SCSI_CTRL 
structure are initialized by xxCtrlInit() and any necessary registers are written on the 
SCSI controller to effect the desired initialization. This routine can be called multiple 
times, although this is rarely required. For example, the bus ID of the SCSI controller can 
be changed without rebooting the VxWorks system. 


CONFIGURING PHYSICAL SCSI DEVICES 


Before a device can be used, it must be "created," that is, declared. This is done with 
scsiPhysDevCreate( ) and can only be done after a SCSI_CTRL structure exists and has 
been properly initialized. 

SCSI_PHYS_DEV *scsiPhysDevCreate 


( 
SCSI_CTRL * pScsiCtr1,/* ptr to SCSI controller info */ 


int devBusId, /* device’s SCSI bus ID */ 

int devLUN, /* device’s logical unit number */ 

int reqSenseLength, /* length of REQUEST SENSE data dev returns */ 
int devType, /* type of SCSI device */ 

BOOL removable, /* whether medium is removable */ 
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int numBlocks, /* number of blocks on device */ 
int blockSize /* size of a block in bytes */ 


) 


Several of these parameters can be left unspecified, as follows: 


reqSenseLength 
If 0, issue a REQUEST_SENSE to determine a request sense length. 


devT ype 
This parameter is ignored: an INQUIRY command is used to ascertain the device 
type. A value of NONE (-1) is the recommended placeholder. 


numBlocks, blockSize 
If 0, issue a READ_CAPACITY to determine the number of blocks. 


The above values are recommended, unless the device does not support the required 
commands, or other non-standard conditions prevail. 


LOGICAL PARTITIONS ON DIRECT-ACCESS BLOCK DEVICES 
It is possible to have more than one logical partition on a SCSI block device. This 
capability is currently not supported for removable media devices. A partition is an array 
of contiguously addressed blocks with a specified starting block address and specified 
number of blocks. The scsiBlkDevCreate() routine is called once for each block device 
partition. Under normal usage, logical partitions should not overlap. 


SCSI_BLK_DEV *scsiBlkDevCreate 


( 

SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device info */ 
int numBlocks, /* number of blocks in block device */ 
int blockOffset /* address of first block in volume */ 


Note that if numBlocks is 0, the rest of the device is used. 


ATTACHING DISK FILE SYSTEMS TO LOGICAL PARTITIONS 
Files cannot be read or written to a disk partition until a file system (for example, dosFs, 
rt11Fs, or rawFs) has been initialized on the partition. For more information, see the 
relevant documentation in dosFsLib, rt11FsLib, or rawFsLib. 


USING A SEQUENTIAL-ACCESS BLOCK DEVICE 
The entire volume (tape) on a sequential-access block device is treated as a single raw file. 
This raw file is made available to higher-level layers like tapeFs by the 
scsiSeqDevCreate( ) routine, described in scsiSeqLib. The scsiSeqDevCreate( ) routine is 
called once for a given SCSI physical device. 


SEQ_DEV *scsiSeqDevCreate 


( 
SCSI_PHYS_DEV *pScsiPhysDev /* ptr to SCSI physical device info */ 


) 
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The scsi2Lib, scsiCommonLib, scsiDirectLib, and scsiSeqLib libraries collectively 
provide routines that implement all mandatory SCSI-2 direct-access and sequential-access 
commands. Still, there are situations that require commands that are not supported by 
these libraries (for example, writing software that needs to use an optional SCSI-2 
command). Arbitrary commands are handled with the FFOSCSICOMMAND option to 
scsiloctl(). The arg parameter for FIOSCSICOMMAND is a pointer to a valid 
SCSI_TRANSACTION structure. Typically, a call to scsiloctl() is written as a subroutine 


of the form: 


STATUS myScsiCommand 
( 


SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 
char * buffer, /* ptr to data buffer */ 
int bufLength, /* length of buffer in bytes */ 
int someParam /* param. specifiable in cmd block */ 
) 

{ 

SCSI_COMMAND myScsiCmdBlock; /* SCSI command byte array */ 
SCSI_TRANSACTION myScsiXaction; /* info on a SCSI transaction */ 
/* £111 in fields of SCSI_COMMAND structure */ 

myScsiCmdBlock [0] = MY_COMMAND_OPCODE; /* the required opcode */ 


myScsiCmdBlock [X] = (UINT8) someParam; 


myScsiCmdBlock [N-1] = MY_CONTROL_BYTE; 


/* 


/* 


for example */ 


typically == 0 */ 


/* £111 in fields of SCSI_TRANSACTION structure */ 
myScsiXaction.cmdAddress = myScsiCmdBlock; 
myScsiXaction.cmdLength = <# of valid bytes in myScsiCmdBlock>; 


myScsiXaction.dataAddress 


(UINTS *) buffer; 


myScsiXaction.dataDirection = <O_RDONLY (0) or O_WRONLY (1)>; 


myScsiXaction.dataLength = bufLength; 
myScsiXaction.addLengthByte = 0; /* no longer used */ 
myScsiXaction.cmdTimeout = <timeout in usec>; 
myScsiXaction.tagType = SCSI_TAG_{DEFAULT, UNTAGGED, 


SIMPLE, ORDERED , HEAD_OF_Q}; 


myScsiXaction.priority 


return (OK); 
else 


[ 0 (highest) to 255 (lowest) ]; 
if (scsiIoctl (pScsiPhysDev, FIOSCSICOMMAND, 


&myScsiXaction) == OK) 


/* optionally perform retry or other action based on value of 


* myScsiXaction.statusByte 
*/ 
return (ERROR) ; 
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scsiLib.h, scsi2Lib.h 


dosFsLib, rt11FsLib, rawFsLib, tapeFsLib, scsiLib, scsiCommonLib, scsiDirectLib, 
scsiSeqLib, scsiMgrLib, scsiCtrlLib, American National Standard for Information Systems — 
Small Computer System Interface (SCSI-2), ANSI X3T9, VxWorks Programmer's Guide: I/O 
System, Local File Systems 


scsiCommonLib 


scsiCommonLib — SCSI library common commands for all devices (SCSI-2) 
No Callable Routines 


This library contains commands common to all SCSI devices. The content of this library is 
separated from the other SCSI libraries in order to create an additional layer for better 
support of all SCSI devices. 


Commands in this library include: 
Command Op Code 


INQUIRY (0x12) 
REQUEST (0x03) 


SENSE 

TEST UNIT (0x00) 
READY 

scsiLib.h, scsi2Lib.h 


dosFsLib, rt11FsLib, rawFsLib, tapeFsLib, scsi2Lib, VxWorks Programmer's Guide: I/O 
System, Local File Systems 


scsiCtrI Lib 


scsiCtrlLib — SCSI thread-level controller library (SCSI-2) 
No Callable Routines 


The purpose of the SCSI controller library is to support basic SCSI controller drivers that 
rely on a higher level of software in order to manage SCSI transactions. More advanced 
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SCSI I/O processors do not require this protocol engine since software support for SCSI 
transactions is provided at the SCSI I/O processor level. 


This library provides all the high-level routines that manage the state of the SCSI threads 
and guide the SCSI I/O transaction through its various stages: 


— selecting a SCSI peripheral device; 

— sending the identify message in order to establish the ITL nexus; 

— cycling through information transfer, message and data, and status phases; 

— handling bus-initiated reselects. 
The various stages of the SCSI I/O transaction are reported to the SCSI manager as SCSI 
events. Event selection and management is handled by routines in this library. 


scsiLib.h, scsi2Lib.h 


scsiLib, scsi2Lib, scsiCommonLib, scsiDirectLib, scsiSeqLib, scsiMgrLib, American 
National Standard for Information Systems — Small Computer System Interface (SCSI-2), ANSI 
X3T9, VxWorks Programmer's Guide: I/O System, Local File Systems 


scsiDirectLib 


scsiDirectLib — SCSI library for direct access devices (SCSI-2) 


scsiStartStopUnit( ) — issue a START_STOP_UNIT command to a SCSI device 
scsiReserve() — issue a RESERVE command to a SCSI device 
scsiRelease( ) — issue a RELEASE command to a SCSI device 


This library contains commands common to all direct-access SCSI devices. These routines 
are separated from scsi2Lib in order to create an additional layer for better support of all 
SCSI direct-access devices. 


Commands in this library include: 


Command Op Code 
FORMAT UNIT (0x04) 
READ (6) (0x08) 
READ (10) (0x28) 
READ CAPACITY (0x25) 
RELEASE (0x17) 
RESERVE (0x16) 
MODE SELECT (6) (0x15) 
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Command Op Code 
MODE SELECT (10) (0x55) 
MODE SENSE (6) (Ox1a) 
MODE SENSE (10) (Ox5a) 
START STOP UNIT (0x1b) 
WRITE (6) (0x0a) 
WRITE (10) (0x2a) 


INCLUDE FILES scsiLib.h, scsi2Lib.h 


SEE ALSO dosFsLib, rt11FsLib, rawFsLib, scsi2Lib, VxWorks Programmer's Guide: I/O System, Local 
File Systems 
scsiLib 

NAME scsiLib — Small Computer System Interface (SCSI) library 

ROUTINES scsiPhysDevDelete( ) — delete a SCSI physical-device structure 


scsiPhysDevCreate( ) — create a SCSI physical device structure 
scsiPhysDevIdGet( ) — return a pointer to a SCSI_PHYS_DEV structure 
scsiAutoConfig( ) — configure all devices connected to a SCSI controller 
scsiShow() — list the physical devices attached to a SCSI controller 
scsiBlkDevCreate( ) — define a logical partition on a SCSI block device 
scsiBlkDevInit( ) — initialize fields in a SCSI logical partition 

scsiBlkDevShow() — show the BLK_DEV structures on a specified physical device 
scsiBusReset( ) — pulse the reset signal on the SCSI bus 

scsiloctl() — perform a device-specific I/O control function 

scsiFormatUnit( ) — issue a FORMAT_UNIT command to a SCSI device 
scsiModeSelect( ) — issue a MODE_SELECT command to a SCSI device 
scsiModeSense( ) — issue a MODE_SENSE command to a SCSI device 
scsiReadCapacity() — issue a READ_CAPACITY command to a SCSI device 
scsiRdSecs() — read sector(s) from a SCSI block device 

scsiWrtSecs( ) — write sector(s) to a SCSI block device 

scsiTestUnitRdy() - issue a TEST_UNIT_READY command to a SCSI device 
scsilnquiry() — issue an INQUIRY command to a SCSI device 

scsiReqSense( ) — issue a REQUEST_SENSE command to a SCSI device and read results 


DESCRIPTION The purpose of this library is to switch SCSI function calls (the common SCSI-1 and SCSI-2 


calls listed above) to either scsi1Lib or scsi2Lib, depending upon the SCSI configuration 
in the Board Support Package (BSP). The normal usage is to configure SCSI-2. However, 
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SCSI-1 is configured when device incompatibilities exist. VxWorks can be configured with 
either SCSI-1 or SCSI-2, but not both SCSI-1 and SCSI-2 simultaneously. 


For more information about SCSI-1 functionality, refer to scsilLib. For more information 
about SCSI-2, refer to scsi2Lib. 


scsiLib.h, scsilLib.h, scsi2Lib.h 


dosFsLib, rt11FsLib, rawFsLib, scsilLib, scsi2Lib, VxWorks Programmer’s Guide: I/O 
System, Local File Systems 


scsiMegrLib 


scsiMgrLib — SCSI manager library (SCSI-2) 


scsiMgrEventNotify() — notify the SCSI manager of a SCSI (controller) event 
scsiMgrBusReset( ) — handle a controller-bus reset event 
scsiMgrCtrlEvent() - send an event to the SCSI controller state machine 
scsiMgrThreadEvent( ) - send an event to the thread state machine 
scsiMgrShow( ) — show status information for the SCSI manager 


This SCSI-2 library implements the SCSI manager. The purpose of the SCSI manager is to 
manage SCSI threads between requesting VxWorks tasks and the SCSI controller. The 
SCSI manager handles SCSI events and SCSI threads but allocation and de-allocation of 
SCSI threads is not the manager’s responsiblity. SCSI thread management includes 
despatching threads and scheduling multiple threads (which are performed by the SCSI 
manager, plus allocation and de-allocation of threads (which are performed by routines in 
scsi2Lib). 


The SCSI manager is spawned as a VxWorks task upon initialization of the SCSI interface 
within VxWorks. The entry point of the SCSI manager task is scsiMgr(). The SCSI 
manager task is usually spawned during initialization of the SCSI controller driver. The 
driver’s xxxCtrlCreateScsi2() routine is typically responsible for such SCSI interface 
initializations. 


Once the SCSI manager has been initialized, it is ready to handle SCSI requests from 
VxWorks tasks. The SCSI manager has the following resposibilities: 


— It processes requests from client tasks. 


— It activates a SCSI transaction thread by appending it to the target device’s wait 
queue and allocating a specified time period to execute a transaction. 


— It handles timeout events which cause threads to be aborted. 


— It receives event notifications from the SCSI driver interrupt service routine (ISR) and 
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processes the event. 


— It responds to events generated by the controller hardware, such as disconnection 
and information transfer requests. 


— It replies to clients when their requests have completed or aborted. 


One SCSI manager task must be spawned per SCSI controller. Thus, if a particular 
hardware platform contains more than one SCSI controller then that number of SCSI 
manager tasks must be spawned by the controller-driver intialization routine. 


scsiLib.h, scsi2Lib.h 
scsiLib, scsi2Lib, scsiCommonLib, scsiDirectLib, scsiSeqLib, scsiCtrlLib, American 


National Standard for Information Systems — Small Computer System Interface (SCSI-2), ANSI 
X3T9, VxWorks Programmer's Guide: I/O System, Local File Systems 


scsiSeqLib 


scsiSeqLib — SCSI sequential access device library (SCSI-2) 


scsiSeqDevCreate( ) — create a SCSI sequential device 

scsiErase( ) — issue an ERASE command to a SCSI device 

scsiTapeModeSelect( ) — issue a MODE_SELECT command to a SCSI tape device 
scsiTapeModeSense( ) — issue a MODE_SENSE command to a SCSI tape device 
scsiSeqReadBlockLimits( ) — issue a READ_BLOCK_LIMITS command to a SCSI device 
scsiRdTape( ) — read bytes or blocks from a SCSI tape device 

scsiWrtTape( ) — write data to a SCSI tape device 

scsiRewind( ) — issue a REWIND command to a SCSI device 

scsiReserveUnit( ) — issue a RESERVE UNIT command to a SCSI device 
scsiReleaseUnit( ) — issue a RELEASE UNIT command to a SCSI device 
scsiLoadUnit( ) — issue a LOAD/UNLOAD command to a SCSI device 
scsiWrtFileMarks( ) — write file marks to a SCSI sequential device 

scsiSpace() — move the tape on a specified physical SCSI device 
scsiSeqStatusCheck( ) — detect a change in media 

scsiSeqIoctl() — perform an I/O control function for sequential access devices 


This library contains commands common to all sequential-access SCSI devices. 
Sequential-access SCSI devices are usually SCSI tape devices. These routines are separated 
from scsi2Lib in order to create an additional layer for better support of all SCSI 
sequential devices. SCSI commands in this library include: 


Command Op Code 
ERASE (0x19) 
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Command Op Code 
MODE SELECT (6) — (0x15) 
MODE_SENSE (6) (Ox1a) 


READ (6) (0x08) 
READ BLOCK LIMITS (0x05) 
RELEASE UNIT (0x17) 
RESERVE UNIT (0x16) 
REWIND (0x01) 
SPACE (0x11) 
WRITE (6) (0x0a) 


WRITE FILEMARKS (0x10) 
LOAD/UNLOAD (0x1b) 


The SCSI routines implemented here operate mostly on a SCSI_SEQ_DEV structure. This 
structure acts as an interface between this library and a higher-level layer. The SEQ_DEV 
structure is analogous to the BLK_DEV structure for block devices. 


The scsiSeqDevCreate( ) routine creates a SCSI_SEQ_DEV structure whose first element is 
a SEQ_DEV, operated upon by higher layers. This routine publishes all functions to be 
invoked by higher layers and maintains some state information (for example, block size) 
for tracking SCSI]-sequential-device information. 


scsiLib.h, scsi2Lib.h 


tapeFsLib, scsi2Lib, VxWorks Programmer's Guide: I/O System, Local File Systems 


selectLib 


selectLib — UNIX BSD 4.3 select library 


selectInit() — initialize the select facility 

select() — pend ona set of file descriptors 

selWakeup() —- wake up a task pended in select() 

selWakeupAll() — wake up all tasks in a select() wake-up list 
selNodeAdd() — add a wake-up node to a select() wake-up list 
selNodeDelete( ) — find and delete a node from a select() wake-up list 
selWakeupListInit( ) — initialize a select() wake-up list 
selWakeupListLen( ) — get the number of nodes in a select() wake-up list 
selWakeupType( ) — get the type of a select() wake-up node 


This library provides a BSD 4.3 compatible select facility to wait for activity on a set of file 
descriptors. selectLib provides a mechanism that gives a driver the ability to detect 
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pended tasks that are awaiting activity on the driver’s device. This allows a driver’s 
interrupt service routine to wake up such tasks directly, eliminating the need for polling. 
The maximum number of file descriptors supported is 256. 


Applications can use select() with pipes and serial devices, in addition to sockets. Also, 
select() examines write file descriptors in addition to read file descriptors; however, 
exception file descriptors remain unsupported. 


Typically, application developers need concern themselves only with the select() call. 
However, driver developers should become familiar with the other routines that may be 
used with select(), if they wish to support the select() mechanism. 

selectLib.h 
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semBLib — binary semaphore library 
semBCreate( ) — create and initialize a binary semaphore 


This library provides the interface to VxWorks binary semaphores. Binary semaphores are 
the most versatile, efficient, and conceptually simple type of semaphore. They can be 
used to: (1) control mutually exclusive access to shared devices or data structures, or (2) 
synchronize multiple tasks, or task-level and interrupt-level processes. Binary 
semaphores form the foundation of numerous VxWorks facilities. 


A binary semaphore can be viewed as a cell in memory whose contents are in one of two 
states, full or empty. When a task takes a binary semaphore, using semTake(), 
subsequent action depends on the state of the semaphore: 


(1) Ifthe semaphore is full, the semaphore is made empty, and the calling task continues 
executing. 


(2) Ifthe semaphore is empty, the task will be blocked, pending the availability of the 
semaphore. If a timeout is specified and the timeout expires, the pended task will be 
removed from the queue of pended tasks and enter the ready state with an ERROR 
status. A pended task is ineligible for CPU allocation. Any number of tasks may be 
pended simultaneously on the same binary semaphore. 


When a task gives a binary semaphore, using semGive(), the next available task in the 
pend queue is unblocked. If no task is pending on this semaphore, the semaphore 
becomes full. Note: if a semaphore is given that unblocks a task that is of higher priority 
than the task that called semGive(), the unblocked task will preempt the calling task. 


1 - 336 


7. Libraries 
semBLib 


MUTUAL EXCLUSION 


SYNCHRONIZATION 


To use a binary semaphore as a means of mutual exclusion, first create it with an initial 
state of full. For example: 


SEM_ID semMutex; 
/* create a binary semaphore that is initially full */ 
semMutex = semBCreate (SEM_Q PRIORITY, SEM_FULL) ; 


Then guard a critical section or resource by taking the semaphore with semTake(), and 
exit the section or release the resource by giving the semaphore with semGive(). For 
example: 


semTake (semMutex, WAIT_FOREVER) ; 
/* critical region, accessible only by one task at a time */ 


semGive (semMutex) ; 


While there is no restriction on the same semaphore being given, taken, or flushed by 
multiple tasks, it is important to ensure the proper functionality of the mutual-exclusion 
construct. While there is no danger in any number of processes taking a semaphore, the 
giving of a semaphore should be more carefully controlled. If a semaphore is given by a 
task that did not take it, mutual exclusion could be lost. 


To use a binary semaphore as a means of synchronization, create it with an initial state of 
empty. A task blocks by taking a semaphore at a synchronization point, and it remains 
blocked until the semaphore is given by another task or interrupt service routine. 


Synchronization with interrupt service routines is a particularly common need. Binary 
semaphores can be given, but not taken, from interrupt level. Thus, a task can block at a 
synchronization point with semTake( ), and an interrupt service routine can unblock that 
task with semGive(). 


In the following example, when init() is called, the binary semaphore is created, an 
interrupt service routine is attached to an event, and a task is spawned to process the 
event. Task 1 will run until it calls semTake(), at which point it will block until an event 
causes the interrupt service routine to call semGive(). When the interrupt service routine 
completes, task 1 can execute to process the event. 


SEM_ID semSync; /* ID of sync semaphore */ 
init () 

{ 

intConnect (..., eventInterruptSvcRout, ...); 


semSync = semBCreate (SEM_Q_ FIFO, SEM_EMPTY) ; 
taskSpawn (..., taskl1); 
} 
taskl () 
{ 


semTake (semSync, WAIT_FOREVER) ; /* wait for event */ 
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‘ /* process event */ 
} 
eventInterruptSvcRout () 


{ 
semGive (semSync) ; /* let task 1 process event */ 


} 


A semFlush() on a binary semaphore will atomically unblock all pended tasks in the 
semaphore queue, i.e., all tasks will be unblocked at once, before any actually execute. 


There is no mechanism to give back or reclaim semaphores automatically when tasks are 
suspended or deleted. Such a mechanism, though desirable, is not currently feasible. 
Without explicit knowledge of the state of the guarded resource or region, reckless 
automatic reclamation of a semaphore could leave the resource in a partial state. Thus, if 
a task ceases execution unexpectedly, as with a bus error, currently owned semaphores 
will not be given back, effectively leaving a resource permanently unavailable. The 
mutual-exclusion semaphores provided by semMLib offer protection from unexpected 
task deletion. 


semLib.h 


semLib, semCLib, semMLib, VxWorks Programmer’s Guide: Basic OS 
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semCLib — counting semaphore library 
semCCreate( ) — create and initialize a counting semaphore 


This library provides the interface to VxWorks counting semaphores. Counting 
semaphores are useful for guarding multiple instances of a resource. 


A counting semaphore may be viewed as a cell in memory whose contents keep track of a 
count. When a task takes a counting semaphore, using semTake(), subsequent action 
depends on the state of the count: 


(1) Ifthe count is non-zero, it is decremented and the calling task continues executing. 


(2) Ifthe count is zero, the task will be blocked, pending the availability of the 
semaphore. If a timeout is specified and the timeout expires, the pended task will be 
removed from the queue of pended tasks and enter the ready state with an ERROR 
status. A pended task is ineligible for CPU allocation. Any number of tasks may be 
pended simultaneously on the same counting semaphore. 
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When a task gives a semaphore, using semGive( ), the next available task in the pend 
queue is unblocked. If no task is pending on this semaphore, the semaphore count is 
incremented. Note that if a semaphore is given, and a task is unblocked that is of higher 
priority than the task that called semGive( ), the unblocked task will preempt the calling 
task. 


A semFlush() on a counting semaphore will atomically unblock all pended tasks in the 
semaphore queue. So all tasks will be made ready before any task actually executes. The 
count of the semaphore will remain unchanged. 


Counting semaphores may be given but not taken from interrupt level. 


There is no mechanism to give back or reclaim semaphores automatically when tasks are 
suspended or deleted. Such a mechanism, though desirable, is not currently feasible. 
Without explicit knowledge of the state of the guarded resource or region, reckless 
automatic reclamation of a semaphore could leave the resource in a partial state. Thus, if 
a task ceases execution unexpectedly, as with a bus error, currently owned semaphores 
will not be given back, effectively leaving a resource permanently unavailable. The 
mutual-exclusion semaphores provided by semMLib offer protection from unexpected 
task deletion. 


semLib.h 


semLib, semBLib, semMLib, VxWorks Programmer's Guide: Basic OS 
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semLib — general semaphore library 


semGive() — give a semaphore 

semTake( ) — take a semaphore 

semFlush( ) — unblock every task pended on a semaphore 
semDelete() — delete a semaphore 


Semaphores are the basis for synchronization and mutual exclusion in VxWorks. They are 
powerful in their simplicity and form the foundation for numerous VxWorks facilities. 


Different semaphore types serve different needs, and while the behavior of the types 
differs, their basic interface is the same. This library provides semaphore routines 
common to all VxWorks semaphore types. For all types, the two basic operations are 
semTake( ) and semGive( ), the acquisition or relinquishing of a semaphore. 
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Semaphore creation and initialization is handled by other libraries, depending on the type 
of semaphore used. These libraries contain full functional descriptions of the semaphore 


types: 


semBLib — binary semaphores 

semCLib — counting semaphores 
semMLib — mutual exclusion semaphores 
semSmLib — shared memory semaphores 


Binary semaphores offer the greatest speed and the broadest applicability. 


The semLib library provides all other semaphore operations, including routines for 
semaphore control, deletion, and information. Semaphores must be validated before any 
semaphore operation can be undertaken. An invalid semaphore ID results in ERROR, and 
an appropriate errno is set. 


SEMAPHORE CONTROL 
The semTake() call acquires a specified semaphore, blocking the calling task or making 
the semaphore unavailable. All semaphore types support a timeout on the semTake( ) 
operation. The timeout is specified as the number of ticks to remain blocked on the 
semaphore. Timeouts of WAIT_.FOREVER and NO_WAIT codify common timeouts. Ifa 
semTake( ) times out, it returns ERROR. Refer to the library of the specific semaphore 
type for the exact behavior of this operation. 


The semGive( ) call relinquishes a specified semaphore, unblocking a pended task or 
making the semaphore available. Refer to the library of the specific semaphore type for 
the exact behavior of this operation. 


The semFlush() call may be used to atomically unblock all tasks pended on a semaphore 
queue, i.e., all tasks will be unblocked before any are allowed to run. It may be thought of 
as a broadcast operation in synchronization applications. The state of the semaphore is 
unchanged by the use of semFlush(); it is not analogous to semGive(). 


SEMAPHORE DELETION 
The semDelete( ) call terminates a semaphore and deallocates any associated memory. 
The deletion of a semaphore unblocks tasks pended on that semaphore; the routines 
which were pended return ERROR. Take care when deleting semaphores, particularly 
those used for mutual exclusion, to avoid deleting a semaphore out from under a task that 
already has taken (owns) that semaphore. Applications should adopt the protocol of only 
deleting semaphores that the deleting task has successfully taken. 


SEMAPHORE INFORMATION 
The semInfo() call is a useful debugging aid, reporting all tasks blocked on a specified 
semaphore. It provides a snapshot of the queue at the time of the call, but because 
semaphores are dynamic, the information may be out of date by the time it is available. 
As with the current state of the semaphore, use of the queue of pended tasks should be 
restricted to debugging uses only. 
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semMLib — mutual-exclusion semaphore library 


semMCreate( ) — create and initialize a mutual-exclusion semaphore 
semMGiveForce( ) — give a mutual-exclusion semaphore without restrictions 


This library provides the interface to VxWorks mutual-exclusion semaphores. 
Mutual-exclusion semaphores offer convenient options suited for situations requiring 
mutually exclusive access to resources. Typical applications include sharing devices and 
protecting data structures. Mutual-exclusion semaphores are used by many higher-level 
VxWorks facilities. 


The mutual-exclusion semaphore is a specialized version of the binary semaphore, 
designed to address issues inherent in mutual exclusion, such as recursive access to 
resources, priority inversion, and deletion safety. The fundamental behavior of the 
mutual-exclusion semaphore is identical to the binary semaphore (see the manual entry 
for semBLib), except for the following restrictions: 


— It can only be used for mutual exclusion. 

— It can only be given by the task that took it. 

— It may not be taken or given from interrupt level. 
— The semFlush() operation is illegal. 


These last two operations have no meaning in mutual-exclusion situations. 


RECURSIVE RESOURCE ACCESS 


A special feature of the mutual-exclusion semaphore is that it may be taken "recursively," 
i.e., it can be taken more than once by the task that owns it before finally being released. 
Recursion is useful for a set of routines that need mutually exclusive access to a resource, 
but may need to call each other. 


Recursion is possible because the system keeps track of which task currently owns a 
mutual-exclusion semaphore. Before being released, a mutual-exclusion semaphore taken 
recursively must be given the same number of times it has been taken; this is tracked by 
means of a count which is incremented with each semTake() and decremented with each 
semGive( ). 


The example below illustrates recursive use of a mutual-exclusion semaphore. Function A 
requires access to a resource which it acquires by taking semM,;; function A may also need 
to call function B, which also requires semM: 
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SEM_ID semM; 
semM = semMCreate (...); 
funcA () 

{ 

semTake (semM, WAIT_FOREVER) ; 


funcB (); 
semGive (semM) ; 
} 


funcB () 


{ 
semTake (semM, WAIT_FOREVER) ; 


semGive (semM) ; 


} 


PRIORITY-INVERSION SAFETY 
If the option SEM_INVERSION_SAFE is selected, the library adopts a priority-inheritance 
protocol to resolve potential occurrences of "priority inversion," a problem stemming from 
the use semaphores for mutual exclusion. Priority inversion arises when a higher-priority 
task is forced to wait an indefinite period of time for the completion of a lower-priority 
task. 


Consider the following scenario: T1, T2, and T3 are tasks of high, medium, and low 
priority, respectively. T3 has acquired some resource by taking its associated semaphore. 
When T1 preempts T3 and contends for the resource by taking the same semaphore, it 
becomes blocked. If we could be assured that T1 would be blocked no longer than the 
time it normally takes T3 to finish with the resource, the situation would not be 
problematic. However, the low-priority task is vulnerable to preemption by 
medium-priority tasks; a preempting task, T2, could inhibit T3 from relinquishing the 
resource. This condition could persist, blocking T1 for an indefinite period of time. 


The priority-inheritance protocol solves the problem of priority inversion by elevating the 
priority of T3 to the priority of T1 during the time T1 is blocked on T3. This protects T3, 
and indirectly T1, from preemption by T2. Stated more generally, the priority-inheritance 
protocol assures that a task which owns a resource will execute at the priority of the 
highest priority task blocked on that resource. Once the task priority has been elevated, it 
remains at the higher level until all mutual-exclusion semaphores that the task owns are 
released; then the task returns to its normal, or standard, priority. Hence, the "inheriting" 
task is protected from preemption by any intermediate-priority tasks. 


The priority-inheritance protocol also takes into consideration a task’s ownership of more 
than one mutual-exclusion semaphore at a time. Such a task will execute at the priority of 
the highest priority task blocked on any of its owned resources. The task will return to its 
normal priority only after relinquishing all of its mutual-exclusion semaphores that have 
the inversion-safety option enabled. 
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SEMAPHORE DELETION 


The semDelete() call terminates a semaphore and deallocates any associated memory. 
The deletion of a semaphore unblocks tasks pended on that semaphore; the routines 
which were pended return ERROR. Take special care when deleting mutual-exclusion 
semaphores to avoid deleting a semaphore out from under a task that already owns (has 
taken) that semaphore. Applications should adopt the protocol of only deleting 
semaphores that the deleting task owns. 


TASK-DELETION SAFETY 


CAVEATS 
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If the option SEM_DELETE_SAFE is selected, the task owning the semaphore will be 
protected from deletion as long as it owns the semaphore. This solves another problem 
endemic to mutual exclusion. Deleting a task executing in a critical region can be 
catastrophic. The resource could be left in a corrupted state and the semaphore guarding 
the resource would be unavailable, effectively shutting off all access to the resource. 


As discussed in taskLib, the primitives taskSafe() and taskUnsafe( ) offer one solution, 
but as this type of protection goes hand in hand with mutual exclusion, the 
mutual-exclusion semaphore provides the option SEM_DELETE_SAFE, which enables an 
implicit taskSafe() with each semTake( ), and a taskUnsafe() with each semGive(). This 
convenience is also more efficient, as the resulting code requires fewer kernel entrances. 


There is no mechanism to give back or reclaim semaphores automatically when tasks are 
suspended or deleted. Such a mechanism, though desirable, is not currently feasible. 
Without explicit knowledge of the state of the guarded resource or region, reckless 
automatic reclamation of a semaphore could leave the resource in a partial state. Thus if a 
task ceases execution unexpectedly, as with a bus error, currently owned semaphores will 
not be given back, effectively leaving a resource permanently unavailable. The 
SEM_DELETE_SAFE option partially protects an application, to the extent that unexpected 
deletions will be deferred until the resource is released. 


Because the priority of a task which has been elevated by the taking of a mutual-exclusion 
semaphore remains at the higher priority until all mutexes held by that task are released, 
unbounded priority inversion situations can result when nested mutexes are involved. If 
nested mutexes are required, consider the following alternatives: 


1. Avoid overlapping critical regions. 

2. Adjust priorities of tasks so that there are no tasks at intermediate priority levels. 
3. Adjust priorities of tasks so that priority inheritance protocol is not needed. 
4 


Manually implement a static priority ceiling protocol using a non-inversion-save 
mutex. This involves setting all blockers on a mutex to the ceiling priority, then 
taking the mutex. After semGive, set the priorities back to the base priority. Note that 
this implementation reduces the queue to a fifo queue. 

semLib.h 


semLib, semBLib, semCLib, VxWorks Programmer's Guide: Basic OS 
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semOLib 


semOLib — release 4.x binary semaphore library 


semCreate( ) — create and initialize a release 4.x binary semaphore 
semInit() — initialize a static binary semaphore 
semClear() — take a release 4.x semaphore, if the semaphore is available 


This library is provided for backward compatibility with VxWorks 4.x semaphores. The 
semaphores are identical to 5.0 binary semaphores, except that timeouts -- missing or 
specified -- are ignored. 


For backward compatibility, semCreate() operates as before, allocating and initializing a 
4.x-style semaphore. Likewise, semClear() has been implemented as a semTake(), witha 
timeout of NO_WAIT. 


For more information on of the behavior of binary semaphores, see the manual entry for 
semBLib. 


semLib.h 


semLib, semBLib, VxWorks Programmer's Guide: Basic OS 
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semPxLib — semaphore synchronization library (POSIX) 


semPxLibInit( ) — initialize POSIX semaphore support 

sem_init() — initialize an unnamed semaphore (POSIX) 

sem_destroy() — destroy an unnamed semaphore (POSIX) 

sem_open() — initialize /open a named semaphore (POSIX) 

sem_close() — close a named semaphore (POSIX) 

sem_unlink() — remove a named semaphore (POSIX) 

sem_wait() — lock (take) a semaphore, blocking if not available (POSIX) 
sem_trywait() — lock (take) a semaphore, returning error if unavailable (POSIX) 
sem_post() — unlock (give) a semaphore (POSIX) 

sem_getvalue( ) — get the value of a semaphore (POSIX) 


This library implements the POSIX 1003.1b semaphore interface. For alternative 
semaphore routines designed expressly for VxWorks, see the manual page for semLib 
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and other semaphore libraries mentioned there. POSIX semaphores are counting 
semaphores; as such they are most similar to the semCLib VxWorks-specific semaphores. 


The main advantage of POSIX semaphores is portability (to the extent that alternative 
operating systems also provide these POSIX interfaces). However, VxWorks-specific 
semaphores provide the following features absent from the semaphores implemented in 
this library: priority inheritance, task-deletion safety, the ability for a single task to take a 
semaphore multiple times, ownership of mutual-exclusion semaphores, semaphore 
timeout, and the choice of queuing mechanism. 


POSIX defines both named and unnamed semaphores; semPxLib includes separate 
routines for creating and deleting each kind. For other operations, applications use the 
same routines for both kinds of semaphore. 


The POSIX standard uses the terms wait or lock where take is normally used in VxWorks, 
and the terms post or unlock where give is normally used in VxWorks. VxWorks 
documentation that is specific to the POSIX interfaces (such as the remainder of this 
manual entry, and the manual entries for subroutines in this library) uses the POSIX 
terminology, in order to make it easier to read in conjunction with other references on 
POSIX. 
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The sem_destroy( ) call terminates an unnamed semaphore and deallocates any associated 
memory; the combination of sem_close() and sem_unlink() has the same effect for named 
semaphores. Take care when deleting semaphores, particularly those used for mutual 
exclusion, to avoid deleting a semaphore out from under a task that has already locked 
that semaphore. Applications should adopt the protocol of only deleting semaphores that 
the deleting task has successfully locked. (Similarly, for named semaphores, applications 
should take care to only close semaphores that the closing task has opened.) 


If there are tasks blocked waiting for the semaphore, sem_destroy() fails and sets errno to 
EBUSY. 


semaphore.h 


POSIX 1003.1b document, semLib, VxWorks Programmer's Guide: Basic OS 
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semPxShow 


semPxShow — POSIX semaphore show library 
semPxShow!Init( ) — initialize the POSIX semaphore show facility 


This library provides a show routine for POSIX semaphore objects. 


semShow 


semShow — semaphore show routines 


semShowInit( ) — initialize the semaphore show facility 
semInfo( ) — get a list of task IDs that are blocked on a semaphore 
semShow() — show information about a semaphore 


This library provides routines to show semaphore statistics, such as semaphore type, 
semaphore queuing method, tasks pended, etc. 


The routine semShowInit() links the semaphore show facility into the VxWorks system. 
It is called automatically when the semaphore show facility is configured into VxWorks 
using either of the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_SEM_SHOW. 
semLib.h 


semLib, VxWorks Programmer’s Guide: Basic OS 
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semSmLib 


semSmLib — shared memory semaphore library (VxMP Opt.) 


semBSmCreate( ) — create and initialize a shared memory binary semaphore (VxMP Opt.) 
semCSmCreate( ) - create and initialize a shared memory counting semaphore (VxMP 
Opt.) 


This library provides the interface to VxWorks shared memory binary and counting 
semaphores. Once a shared memory semaphore is created, the generic 
semaphore-handling routines provided in semLib are used to manipulate it. Shared 
memory binary semaphores are created using semBSmCreate(). Shared memory 
counting semaphores are created using semCSmCreate( ). 


Shared memory binary semaphores are used to: (1) control mutually exclusive access to 
multiprocessor-shared data structures, or (2) synchronize multiple tasks running in a 
multiprocessor system. For general information about binary semaphores, see the manual 
entry semBLib. 


Shared memory counting semaphores are used for guarding multiple instances of a 
resource used by multiple CPUs. For general information about shared counting 
semaphores, see the manual entry for semCLib. 


For information about the generic semaphore-handling routines, see the manual entry for 
semLib. 


MEMORY REQUIREMENTS 


RESTRICTIONS 


The semaphore structure is allocated from a dedicated shared memory partition. 


The shared semaphore dedicated shared memory partition is initialized by the shared 
memory objects master CPU. The size of this partition is defined by the maximum 
number of shared semaphores, defined by SM_OBJ_MAX_SEM in the configuration header 
file. 


This memory partition is common to shared binary and counting semaphores, thus 
SM_OBJ_MAX_SEM must be set to the sum total of binary and counting semaphores to be 
used in the system. 


Shared memory semaphores differ from local semaphores in the following ways: 


Interrupt Use. 
Shared semaphores may not be given, taken, or flushed at interrupt level. 


Deletion. 
There is no way to delete a shared semaphore and free its associated shared memory. 
Attempts to delete a shared semaphore return ERROR and set errno to 
S_smObjLib_NO_OBJECT_DESTROY. 
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The shared semaphore queuing style specified when the semaphore is created must 
be FIFO. 
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Internally, interrupts are locked while manipulating shared semaphore data structures, 
thus increasing the interrupt latency. 


Before routines in this library can be called, the shared memory object facility must be 
initialized by calling usrSmObjInit(), which is found in sre/config/usrSmObj.c. This is 
done automatically from the root task, usrRoot(), in usrConfig.c when the configuration 
macro INCLUDE_SM_OB}J is defined. 


This module is distributed as a component of the unbundled shared memory support 
option, VxMP. 


semSmLib.h 


semLib, semBLib, semCLib, smObjLib, semShow, usrSmObjInit(), VxWorks 
Programmer's Guide: Shared Memory Objects, Basic OS 


shellLib 


shellLib — shell execution routines 


shellInit() — start the shell 

shell() — the shell entry point 

shellScriptAbort( ) — signal the shell to stop processing a script 

shellHistory() — display or set the size of shell history 

shellPromptSet() — change the shell prompt 

shellOrigStdSet() — set the shell’s default input/output/error file descriptors 
shellLock() — lock access to the shell 


This library contains the execution support routines for the VxWorks shell. It provides the 
basic programmer’s interface to VxWorks. It is a C-expression interpreter, containing no 
built-in commands. 


The nature, use, and syntax of the shell are more fully described in the VxWorks 
Programmer's Guide: Target Shell. 


shellLib.h 


ledLib, VxWorks Programmer’s Guide: Target Shell 
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sigLib 
sigLib — software signal facility library 


sigInit() — initialize the signal facilities 

sigqueuelnit( ) — initialize the queued signal facilities 

sigemptyset( ) — initialize a signal set with no signals included (POSIX) 
sigfillset( ) — initialize a signal set with all signals included (POSIX) 
sigaddset() — add a signal to a signal set (POSIX) 

sigdelset( ) — delete a signal from a signal set (POSIX) 

sigismember( ) — test to see if a signal is in a signal set (POSIX) 

signal() — specify the handler associated with a signal 

sigaction( ) —- examine and/or specify the action associated with a signal (POSIX) 
sigprocmask() — examine and/or change the signal mask (POSIX) 
sigpending( ) — retrieve the set of pending signals blocked from delivery (POSIX) 
sigsuspend( ) — suspend the task until delivery of a signal (POSIX) 
pause() — suspend the task until delivery of a signal (POSIX) 
sigtimedwait( ) — wait for a signal 

sigwaitinfo() — wait for real-time signals 

sigvec() — install a signal handler 

sigsetmask( ) — set the signal mask 

sigblock() — add to a set of blocked signals 

raise() — send a signal to the caller’s task 

kill() — send a signal to a task (POSIX) 

sigqueue() — send a queued signal to a task 


This library provides a signal interface for tasks. Signals are used to alter the flow control 
of tasks by communicating asynchronous events within or between task contexts. Any 
task or interrupt service can "raise" (or send) a signal to a particular task. The task being 
signaled will immediately suspend its current thread of execution and invoke a 
task-specified "signal handler" routine. The signal handler is a user-supplied routine that 
is bound to a specific signal and performs whatever actions are necessary whenever the 
signal is received. Signals are most appropriate for error and exception handling, rather 
than as a general purpose intertask communication mechanism. 


This library has both a BSD 4.3 and POSIX signal interface. The POSIX interface provides 
a standardized interface which is more functional than the traditional BSD 4.3 interface. 
The chart below shows the correlation between BSD 4.3 and POSIX 1003.1 functions. An 
application should use only one form of interface and not intermix them. 


BSD 4.3 POSIX 1003.1 


sigmask() sigemptyset( ), sigfillset(), sigaddset(), sigdelset(), sigismember() 
sigblock() sigprocmask( ) 
sigsetmask() sigprocmask() 
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BSD 4.3 POSIX 1003.1 
pause() sigsuspend() 
sigvec() sigaction( ) 
(none) sigpending() 
signal() signal() 
kill() kill() 


POSIX 1003.1b (Real-Time Extensions) also specifies a queued-signal facility that involves 
four additional routines: sigqueue(), sigwaitinfo(), and sigtimedwait(). 


In many ways, signals are analogous to hardware interrupts. The signal facility provides 
a set of 31 distinct signals. A signal can be raised by calling kill(), which is analogous to 
an interrupt or hardware exception. A signal handler is bound to a particular signal with 
sigaction() in much the same way that an interrupt service routine is connected to an 
interrupt vector with intConnect(). Signals are blocked for the duration of the signal 
handler, just as interrupts are locked out for the duration of the interrupt service routine. 
Tasks can block the occurrence of certain signals with sigprocmask( ), just as the interrupt 
level can be raised or lowered to block out levels of interrupts. If a signal is blocked when 
it is raised, its handler routine will be called when the signal becomes unblocked. 


Several routines (sigprocmask( ), sigpending(), and sigsuspend( )) take sigset_t data 
structures as parameters. These data structures are used to specify signal set masks. 
Several routines are provided for manipulating these data structures: sigemptyset( ) clears 
all the bits in a segset_t, sigfillset() sets all the bits in a sigset_t, sigaddset() sets the bit 
in a sigset_t corresponding to a particular signal number, sigdelset( ) resets the bit in a 
sigset_t corresponding to a particular signal number, and sigismember‘( ) tests to see if the 
bit corresponding to a particular signal number is set. 


FUNCTION RESTARTING 
If a task is pended (for instance, by waiting for a semaphore to become available) and a 
signal is sent to the task for which the task has a handler installed, then the handler will 
run before the semaphore is taken. When the handler is done, the task will go back to 
being pended (waiting for the semaphore). If there was a timeout used for the pend, then 
the original value will be used again when the task returns from the signal handler and 
goes back to being pended. 


Signal handlers are typically defined as: 


void sigHandler 


( 
int sig, /* signal number */ 


) 
{ 


} 


In VxWorks, the signal handler is passed additional arguments and can be defined as: 
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void sigHandler 
( 
int sig, /* signal number */ 
int code, /* additional code */ 


struct sigcontext *pSigContext /* context of task before signal */ 
) 
{ 


} 


The parameter code is valid only for signals caused by hardware exceptions. In this case, it 
is used to distinguish signal variants. For example, both numeric overflow and zero 
divide raise SIGFPE (floating-point exception) but have different values for code. (Note that 
when the above VxWorks extensions are used, the compiler may issue warnings.) 


SIGNAL HANDLER DEFINITION 
Signal handling routines must follow one of two specific formats, so that they may be 
correctly called by the operating system when a signal occurs. 


Traditional signal handlers receive the signal number as the sole input parameter. 
However, certain signals generated by routines which make up the POSIX Real-Time 
Extensions (P1003.1b) support the passing of an additional application-specific value to 
the handler routine. These include signals generated by the sigqueue() call, by 
asynchronous I/O, by POSIX real-time timers, and by POSIX message queues. 


If a signal handler routine is to receive these additional parameters, SA_SIGINFO must be 
set in the sa_flags field of the sigaction structure which is a parameter to the sigaction() 
routine. Such routines must take the following form: 


void sigHandler (int sigNum, siginfo_t * pInfo, void * pContext) ; 


Traditional signal handling routines must not set SA_SIGINFO in the sa_flags field, and 
must take the form of: 


void sigHandler (int sigNum) ; 


EXCEPTION PROCESSING 
Certain signals, defined below, are raised automatically when hardware exceptions are 
encountered. This mechanism allows user-defined exception handlers to be installed. 
This is useful for recovering from catastrophic events such as bus or arithmetic errors. 
Typically, setjmp() is called to define the point in the program where control will be 
restored, and longjmp() is called in the signal handler to restore that context. Note that 
longjmp() restores the state of the task’s signal mask. If a user-defined handler is not 
installed or the installed handler returns for a signal raised by a hardware exception, then 
the task is suspended and a message is logged to the console. 


The following is a list of hardware exceptions caught by VxWorks and delivered to the 
offending task. The user may include the higher-level header file sigCodes.h in order to 
access the appropriate architecture-specific header file containing the code value. 
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Motorola 68K 


SPARC 


Intel i960 


Signal Code Exception 

SIGSEGV NULL bus error 

SIGBUS BUS_ADDERR address error 

SIGILL ILL_ILLINSTR_FAULT illegal instruction 

SIGFPE FPE_INTDIV_TRAP zero divide 

SIGFPE FPE_CHKINST_TRAP chk trap 

SIGFPE FPE_TRAPV_TRAP trapv trap 

SIGILL ILL_PRIVVIO_FAULT privilege violation 

SIGTRAP NULL trace exception 

SIGEMT EMT_EMU1010 line 1010 emulator 

SIGEMT EMT_EMU1111 line 1111 emulator 

SIGILL ILL_ILLINSTR_FAULT coprocessor protocol violation 
SIGFMT NULL format error 

SIGFPE FPE_FLTBSUN_TRAP compare unordered 

SIGFPE FPE_FLTINEX_TRAP inexact result 

SIGFPE FPE_FLTDIV_TRAP divide by zero 

SIGFPE FPE_FLTUND_TRAP underflow 

SIGFPE FPE_FLTOPERR_TRAP operand error 

SIGFPE FPE_FLTOVF_TRAP overflow 

SIGFPE FPE_FLTNAN_TRAP signaling "Not A Number" 
Signal Code Exception 

SIGBUS BUS_INSTR_ACCESS bus error on instruction fetch 
SIGBUS BUS_ALIGN address error (bad alignment) 
SIGBUS BUS_DATA_ACCESS bus error on data access 
SIGILL ILL_ILLINSTR_FAULT illegal instruction 

SIGILL ILL_PRIVINSTR_FAULT privilege violation 

SIGILL ILL_COPROC_DISABLED coprocessor disabled 
SIGILL ILL_COPROC_EXCPTN coprocessor exception 
SIGILL ILL_TRAP_FAULT(n) uninitialized user trap 
SIGFPE FPE_FPA_ENABLE floating point disabled 
SIGFPE FPE_FPA_ERROR floating point exception 
SIGFPE FPE_INTDIV_TRAP zero divide 

SIGEMT EMT_TAG tag overflow 

Signal Code Exception 
SIGBUS BUS_UNALIGNED address error (bad alignment) 
SIGBUS BUS_BUSERR bus error 
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SIGILL ILL_INVALID_OPCODE invalid instruction 
SIGILL ILL_UNIMPLEMENTED instr fetched from on-chip RAM 
SIGILL ILL_INVALID_OPERAND invalid operand 
SIGILL ILL_CONSTRAINT_RANGE constraint range failure 
SIGILL ILL_PRIVILEGED privilege violation 
SIGILL ILL_LENGTH bad index to sys procedure table 
SIGILL ILL_TYPE_MISMATCH privilege violation 
SIGTRAP TRAP_INSTRUCTION_TRACE instruction trace fault 
SIGTRAP TRAP_BRANCH_TRACE branch trace fault 
SIGTRAP TRAP_CALL_TRACE call trace fault 
SIGTRAP TRAP_RETURN_TRACE return trace fault 
SIGTRAP TRAP_PRERETURN_TRACE pre-return trace fault 
SIGTRAP TRAP_SUPERVISOR_TRACE supervisor trace fault 
SIGTRAP TRAP_BREAKPOINT_TRACE breakpoint trace fault 
SIGFPE FPE_INTEGER_OVERFLOW integer overflow 
SIGFPE FST_ZERO_DIVIDE integer zero divide 
SIGFPE FPE_FLOATING_OVERFLOW floating point overflow 
SIGFPE FPE_FLOATING_UNDERFLOW floating point underflow 
SIGFPE FPE_FLOATING_INVALID_OPERATION invalid floating point operation 
SIGFPE FPE_FLOATING_ZERO_DIVIDE floating point zero divide 
SIGFPE FPE_FLOATING_INEXACT floating point inexact 
SIGFPE FPE_FLOATING_RESERVED_ENCODING floating point reserved encoding 


MIPS R3000/R4000 


Signal Code Exception 

SIGBUS BUS_TLBMOD TLB modified 

SIGBUS BUS_TLBL TLB miss on a load instruction 

SIGBUS BUS_TLBS TLB miss on a store instruction 

SIGBUS BUS_ADEL address error (bad alignment) on load instr 
SIGBUS BUS_ADES address error (bad alignment) on store instr 
SIGSEGV SEGV_IBUS bus error (instruction) 

SIGSEGV SEGV_DBUS bus error (data) 

SIGTRAP TRAP_SYSCALL syscall instruction executed 

SIGTRAP TRAP_BP break instruction executed 

SIGILL ILL_ILLINSTR_FAULT reserved instruction 

SIGILL ILL_COPROC_UNUSABLE coprocessor unusable 

SIGFPE FPE_FPA_UIO, SIGFPE unimplemented FPA operation 

SIGFPE FPE_FLTNAN_TRAP invalid FPA operation 

SIGFPE FPE_FLTDIV_TRAP FPA divide by Zero 

SIGFPE FPE_FLTOVF_TRAP FPA overflow exception 
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Signal Code Exception 
SIGFPE FPE_FLTUND_TRAP FPA underflow exception 
SIGFPE FPE_FLTINEX_TRAP FPA inexact operation 


Intel 1386/1486 


Signal Code Exception 

SIGILL ILL_DIVIDE_ERROR divide error 

SIGEMT EMT_DEBUG debugger call 

SIGILL ILL_NON_MASKABLE NMI interrupt 

SIGEMT EMT_BREAKPOINT breakpoint 

SIGILL ILL_OVERFLOW INTO-detected overflow 
SIGILL ILL_BOUND bound range exceeded 
SIGILL ILL_INVALID_OPCODE invalid opcode 

SIGFPE FPE_NO_DEVICE device not available 
SIGILL ILL_DOUBLE_FAULT double fault 

SIGFPE FPE_CP_OVERRUN coprocessor segment overrun 
SIGILL ILL_INVALID_TSS invalid task state segment 
SIGBUS BUS_NO_SEGMENT segment not present 
SIGBUS BUS_STACK_FAULT stack exception 

SIGILL ILL_PROTECTION_FAULT general protection 


SIGBUS BUS_PAGE_FAULT 


page fault 


SIGILL ILL_RESERVED (intel reserved) 
SIGFPE FPE_CP_ERROR coprocessor error 
SIGBUS BUS_ALIGNMENT alignment check 
Signal Code Exception 
SIGBUS _EXC_OFF_MACH machine check 
SIGBUS _EXC_OFF_INST instruction access 
SIGBUS _EXC_OFF_ALIGN alignment 
SIGILL _EXC_OFF_PROG program 
SIGBUS _EXC_OFF_DATA data access 
SIGFPE _EXC_OFF_FPU floating point unavailable 
SIGTRAP _EXC_OFF_DBG debug exception (PPC403) 
SIGTRAP _EXC_OFF_INST_BRK inst. breakpoint (PPC603, PPCEC603, PPC604) 
SIGTRAP _EXC_OFF_TRACE trace (PPC603, PPCEC603, PPC604, PPC860) 
SIGBUS _EXC_OFF_CRTL critical interrupt (PPC403) 
SIGILL _EXC_OFF_SYSCALL system call 
INCLUDE FILES signal.h 


SEE ALSO intLib, IEEE POSIX 1003.1b, VxWorks Programmer's Guide: Basic OS 
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smMemLib 


smMemLib — shared memory management library (VxMP Opt.) 


memPartSmCreate() — create a shared memory partition 

smMemAddToPool() — add memory to the shared memory system partition 
smMemOptionsSet( ) — set the debug options for the shared memory system partition 
smMemMalloc() — allocate a block of memory from the shared memory system partition 
smMemCalloc( ) - allocate memory for an array from the shared memory system partition 
smMemkRealloc( ) — reallocate a block of memory from the shared memory system partition 
smMemFree( ) — free a shared memory system partition block of memory 
smMemFindMax( ) - find the largest free block in the shared memory system partition 


This library provides facilities for managing the allocation of blocks of shared memory 
from ranges of memory called shared memory partitions. The routine 
memPartSmCreate( ) is used to create shared memory partitions in the shared memory 
pool. The created partition can be manipulated using the generic memory partition calls, 
memPartAlloc( ), memPartFree( ), etc. (for a complete list of these routines, see the manual 
entry for memPartLib). The maximum number of partitions that can be created is 
SM_OBJ_MAX_MEM_PART, defined in the configuration header file. 


The smMem...() routines provide an easy-to-use interface to the shared memory system 
partition. The shared memory system partition is created when the shared memory object 
facility is initialized. 

Shared memory management information and statistics display routines are provided by 
smMemShow( ). 


The allocation of memory, using memPartAlloc() in the general case and 
smMemMalloc() for the shared memory system partition, is done with a first-fit 
algorithm. Adjacent blocks of memory are coalesced when freed using memPartFree( ) 
and smMemFree( ). 


There is a 28-byte overhead per allocated block, and allocated blocks are aligned on a 
16-byte boundary. 


All memory used by the shared memory facility must be in the same address space, that 
is, it must be reachable from all the CPUs with the same offset as the one used for the 
shared memory anchor. 


Before routines in this library can be called, the shared memory objects facility must be 
initialized by a call to usrSmObjInit( ), which is found in src/config/usrSmObj.c. This is 
done automatically from the root task, usrRoot(), in usrConfig.c, when the configuration 
macro INCLUDE_SM_OB}J is defined. 
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Various debug options can be selected for each partition using memPartOptionsSet() and 
smMemOptionsSet(). Two kinds of errors are detected: attempts to allocate more 
memory than is available, and bad blocks found when memory is freed. In both cases, 
options can be selected for system actions to take place when the error is detected: (1) 
return the error status, (2) log an error message and return the error status, or (3) log an 
error message and suspend the calling task. 


One of the following options can be specified to determine the action to be taken when 
there is an attempt to allocate more memory than is available in the partition: 


MEM_ALLOC_ERROR_RETURN 
just return the error status to the calling task. 


MEM_ALLOC_ERROR_ LOG MSG 
log an error message and return the status to the calling task. 


MEM_ALLOC_ERROR_ LOG _AND_SUSPEND 
log an error message and suspend the calling task. 


The following option can be specified to check every block freed to the partition. If this 
option is specified, memPartFree() and smMemFree( ) will make a consistency check of 
various pointers and values in the header of the block being freed. 


MEM_BLOCK_CHECK 
check each block freed. 


One of the following options can be specified to determine the action to be taken when a 
bad block is detected when freed. These options apply only if the MEM_BLOCK_CHECK 
option is selected. 


MEM_BLOCK_ERROR_RETURN 
just return the status to the calling task. 


MEM_BLOCK_ERROR_LOG_ MSG 
log an error message and return the status to the calling task. 


MEM_BLOCK_ERROR_LOG_AND_SUSPEND 
log an error message and suspend the calling task. 


The default option when a shared partition is created is MEM_ALLOC_ERROR_LOG_MSG. 


When setting options for a partition with memPartOptionsSet() or smMemOptionsSet(), 
use the logical OR operator between each specified option to construct the options 
parameter. For example: 


memPartOptionsSet (myPartId, MEM_ALLOC_ERROR_LOG_MSG | 
MEM_BLOCK_CHECK | 
MEM_BLOCK_ERROR_LOG_MSG) ; 


This module is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


smMemLib.h 
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smMemShow, memLib, memPartLib, smObjLib, usrSmObjInit(), VxWorks Programmer's 
Guide: Shared Memory Objects 


smMemShow 


smMemShow - shared memory management show routines (VxMP Opt.) 


smMemShow( ) - show the shared memory system partition blocks and statistics (VxMP 
Opt.) 

This library provides routines to show the statistics on a shared memory system partition. 
General shared memory management routines are provided by smMemLib. 


The routines in this library are included by default if INCLUDE_SM_OBJ is defined in 
configAll.h. 


This module is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


smLib.h, smObjLib.h, smMemLib.h 


smMemLib, VxWorks Programmer's Guide: Shared Memory Objects 


smNameLib 


smNameLib — shared memory objects name database library (VxMP Opt.) 


smNameAdd() - add a name to the shared memory name database (VxMP Opt.) 
smNameFind( ) — look up a shared memory object by name (VxMP Opt.) 
smNameFindByValue() — look up a shared memory object by value (VxMP Opt.) 
smNameRemove( ) — remove an object from the shared memory objects name database 
(VxMP Opt.) 


This library provides facilities for managing the shared memory objects name database. 
The shared memory objects name database associates a name and object type with a value 
and makes that information available to all CPUs. A name is an arbitrary, null-terminated 
string. An object type is a small integer, and its value is a global (shared) ID or a global 
shared memory address. 
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Names are added to the shared memory name database with smNameAdd(). They are 
removed by smNameRemove( ). 


Objects in the database can be accessed by either name or value. The routine 
smNameFind( ) searches the shared memory name database for an object of a specified 
name. The routine smNameFindByValue( ) searches the shared memory name database 
for an object of a specified identifier or address. 


Name database contents can be viewed using smNameShow(). 


The maximum number of names to be entered in the database is SM_OBJ_MAX_NAME, 
defined in the configuration header file. This value is used to determine the size of a 
dedicated shared memory partition from which name database fields are allocated. 


The estimated memory size required for the name database can be calculated as follows: 
name database pool size = SM_OBJ_MAX_NAME * 40 (bytes) 


The display facility for the shared memory objects name database is provided by 
smNameShow. 


The following code fragment allows a task on one CPU to enter the name, associated ID, 
and type of a created shared semaphore into the name database. Note that CPU numbers 
can belong to any CPU using the shared memory objects facility. 


On CPU 1: 


#include "vxWorks.h" 
#include "semLib.h" 
#include "smNameLib.h" 
#include "semSmLib.h" 
#include "stdio.h" 
testSmSeml (void) 
{ 
SEM_ID smSemId; 
/* create a shared semaphore */ 
if ((smSemId = semBSmCreate (SEM_Q_ FIFO, SEM_EMPTY)) == NULL) 
{ 
printf ("Shared semaphore creation error.") ; 
return (ERROR) ; 
} 
/* 
* make created semaphore Id available to all CPUs in 
* the system by entering its name in shared name database. 
*/ 
if (smNameAdd ("smSem", smSemId, T_SM_SEM_B) != OK ) 
{ 
printf ("Cannot add smSem into shared database.") ; 
return (ERROR) ; 
} 
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/* now use the semaphore */ 
semGive (smSemIdqd) ; 


} 
On CPU 2: 


#include "vxWorks.h" 
#include "semLib.h" 
#include "smNameLib.h" 
#include "stdio.h" 
testSmSem2 (void) 
{ 
SEM_ID smSemId; 
int objType; /* place holder for smNameFind() object type */ 
/* get semaphore ID from name database */ 


smNameFind ("smSem", (void **) &smSemId, &o0bjType, WAIT_FOREVER) ; 
/* now that we have the shared semaphore ID, take it */ 


semTake (smSemId, WAIT_FOREVER) ; 


CONFIGURATION Before routines in this library can be called, the shared memory object facility must be 
initialized by calling usrSmObjInit(), which is found in src/config/usrSmObj.c. This is 
done automatically from the root task, usrRoot(), in usrConfig.c when the configuration 
macro INCLUDE_SM_OB}J is defined. 


AVAILABILITY This module is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


INCLUDE FILES smNameLib.h 


SEE ALSO smNameShow, smObjLib, smObjShow, usrSmObjInit(), 
VxWorks Programmer's Guide: Shared Memory Objects 
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smNameShow 


smNameShow - shared memory objects name database show routines (VxMP Opt.) 
smNameShow() - show the contents of the shared memory objects name database 


This library provides a routine to show the contents of the shared memory objects name 
database. The shared memory objects name database facility is provided by smNameLib. 


The routines in this library are included by default if INCLUDE_SM_OBJ is defined in 
configAll.h. 


This module is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


smNameLib.h 


smObjLib, VxWorks Programmer's Guide: Shared Memory Objects 


smNetLib 


smNetLib — VxWorks interface to the shared memory network (backplane) driver 


smNetInit() — initialize the shared memory network driver 
smNetAttach( ) — attach the shared memory network interface 
smNetInetGet( ) — get an address associated with a shared memory network interface 


This library implements the VxWorks-specific portions of the shared memory network 
interface driver. It provides the interface between VxWorks and the network driver 
modules (e.g., how the OS initializes and attaches the driver, interrupt handling, etc.), as 
well as VxWorks-dependent system calls. 


There are three user-callable routines: smNetInit(), smNetAttach(), and 
smNetInetGet( ). 


The backplane master initializes the backplane shared memory and network structures by 
first calling smNetInit(). Once the backplane has been initialized, all processors can be 
attached to the shared memory network via the smNetAttach() routine. Both 
smNetInit() and smNetAttach() are called automatically in usrConfig.c when backplane 
parameters are specified in the boot line. 
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The smNetInetGet( ) routine gets the Internet address associated with a backplane 
interface. 


smPktLib.h, smUtilLib.h 


ifLib, if_sm, VxWorks Programmer's Guide: Network 


smNetShow 


smNetShow - shared memory network driver show routines 
smNetShow() — show information about a shared memory network 


This library provides show routines for the shared memory network interface driver. 


The smNetShow() routine is provided as a diagnostic aid to show current shared memory 
network status. 


smPktLib.h 


VxWorks Programmer’s Guide: Network 


smObjLib 


smObjLib — shared memory objects library (VxMP Opt.) 


smObjLibInit() — install the shared memory objects facility (VxMP Opt.) 

smObjSetup() — initialize the shared memory objects facility (VxMP Opt.) 

smObjInit() — initialize a shared memory objects descriptor (VxMP Opt.) 

smObjAttach( ) — attach the calling CPU to shared memory objects facility (VxMP Opt.) 
smObjLocalToGlobal( ) — convert a local address to a global address (VxMP Opt.) 
smObjGlobalToLocal() — convert a global address to a local address (VxMP Opt.) 
smObjTimeoutLogEnable( ) — enable/disable logging of failed attempts to take a spin-lock 
(VxMP Opt.) 


This library contains miscellaneous functions used by the shared memory objects facility. 
Shared memory objects provide high-speed synchronization and communication among 
tasks running on separate CPUs that have access to common shared memory. Shared 
memory objects are system objects (e.g., semaphores and message queues) that can be 
used across processors. 
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The main uses of shared memory objects are interprocessor synchronization, mutual 
exclusion on multiprocessor shared data structures, and high-speed data exchange. 


Routines for displaying shared memory objects statistics are provided by smObjShow(). 


SHARED MEMORY MASTER CPU 
One CPU node acts as the shared memory objects master. This CPU initializes the shared 
memory area and sets up the shared memory anchor. These steps are performed by the 
master calling smObjSetup(). This routine should be called only once by the master CPU. 
Usually smObjSetup() is called from usrSmObjInit() (see "Configuration" below.) 


Once smObjSetup() has completed successfully, there is little functional difference 
between the master CPU and other CPUs using shared memory objects, except that the 
master is responsible for maintaining the heartbeat in the shared memory header. 


ATTACHING TO SHARED MEMORY 
Each CPU, master or non-master, that will use shared memory objects must attach itself to 
the shared memory objects facility, which must already be initialized. 


Before it can attach to a shared memory region, each CPU must allocate and initialize a 
shared memory descriptor (SM_DESC), which describes the individual CPU’s attachment 
to the shared memory objects facility. Since the shared memory descriptor is used only by 
the local CPU, it is not necessary for the descriptor itself to be located in shared memory. 
In fact, it is preferable for the descriptor to be allocated from the CPU’s local memory, 
since local memory is usually more efficiently accessed. 


The shared memory descriptor is initialized by calling smObjInit(). This routine takes a 
number of parameters which specify the characteristics of the calling CPU and its access 
to shared memory. 


Once the shared memory descriptor has been initialized, the CPU can attach itself to the 
shared memory region. This is done by calling smObjAttach(). 


When smObjAttach() is called, it verifies that the shared memory anchor contains the 
value SM_READY and that the heartbeat located in the shared memory objects header is 
incrementing. If either of these conditions is not met, the routine will check periodically 
until either SM_READY or an incrementing heartbeat is recognized or a time limit is 
reached. The limit is expressed in seconds, and 600 seconds (10 minutes) is the default. If 
the time limit is reached before SM_READY or a heartbeat is found, ERROR is returned 
and errno is set to S_smLib_DOWN. 


ADDRESS CONVERSION 
This library also provides routines for converting between local and global shared 
memory addresses, smObjLocalToGlobal() and smObjGlobalToLocal(). A local shared 
memory address is the address required by the local CPU to reach a location in shared 
memory. A global shared memory address is a value common to all CPUs in the system 
used to reference a shared memory location. A global shared memory address is always 
an offset from the shared memory anchor. 
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SPIN-LOCK MECHANISM 


The shared memory objects facilities use a spin-lock mechanism based on an indivisible 
read-modify-write (RMW) which acts as a low-level mutual exclusion device. The 
spin-lock mechanism is called with a system-wide parameter, SM_OBJ_MAX_TRIES, 
defined in configAll.h, which specifies the maximum number of RMW tries on a spin-lock 
location. 


This parameter is set to 100 by default, but must be set to a higher value as the number of 
CPUs increases or when high-speed processors are used. Care must be taken that the 
number of RMW tries on a spin-lock on a particular CPU never reaches 
SM_OBJ_MAX_TRIES, otherwise system behavior becomes unpredictable. 


The routine smObjTimeoutLogEnable() can be used to enable or disable the printing of a 
message should a shared memory object call fail while trying to take a spin-lock. 


RELATION TO BACKPLANE DRIVER 


LIMITATIONS 


Shared memory objects and the shared memory network (backplane) driver use common 
underlying shared memory utilities. They also use the same anchor, the same shared 
memory header, and the same interrupt when they are used at the same time. 


A maximum of twenty CPUs can be used concurrently with shared memory objects. Each 
CPU in the system must have a hardware test-and-set mechanism, which is called via the 
system-dependent routine sysBusTas(). 


The use of shared memory objects raises interrupt latency, because internal mechanisms 
lock interrupts while manipulating critical shared data structures. Interrupt latency does 
not depend on the number of objects or CPUs used. 


GETTING STATUS INFORMATION 


CONFIGURATION 


AVAILABILITY 


INCLUDE FILES 


SEE ALSO 


The routine smObjShow() displays useful information regarding the current status of 
shared memory objects, including the number of tasks using shared objects, shared 
semaphores, and shared message queues, the number of names in the database, and also 
the maximum number of tries to get spin-lock access for the calling CPU. 


When the configuration macro INCLUDE_SM_OB]J is defined, the init and setup routines in 
this library are called automatically by usrSmObjInit() from the root task, usrRoot(), in 


usrConfig.c. 


This module is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


smObjLib.h 


smObjShow, semSmLib, msgQSmLib, smMemLib, smNameLib, usrSmObjInit(), 
VxWorks Programmer's Guide: Shared Memory Objects 
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smObjShow 


smObjShow - shared memory objects show routines (VxMP Opt.) 
smObjShow() — display the current status of shared memory objects (VxMP Opt.) 


This library provides routines to show shared memory object statistics, such as the current 
number of shared tasks, semaphores, message queues, etc. 


The routines in this library are included by default if INCLUDE_SM_OBJ is defined in 
configAll.h. 


This module is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


smObjLib.h 


smObjLib, VxWorks Programmer's Guide: Shared Memory Objects 


sn83932End 


sn83932End — Nat. Semi DP83932B SONIC Ethernet driver 
sn83932EndLoad( ) — initialize the driver and device 


This module implements the National Semiconductor DP83932 SONIC Ethernet network 
interface driver. 


This driver is designed to be moderately generic. Thus, it operates unmodified across the 
range of architectures and targets supported by VxWorks. To achieve this, the driver load 
routine requires several target-specific parameters. The driver also depends on a few 
external support routines. These parameters and support routines are described below. If 
any of the assumptions stated below are not true for your particular hardware, this driver 
probably cannot function correctly with that hardware. This driver supports up to four 
individual units per CPU. 


This device is on-board. No jumpering diagram is necessary. 


EXTERNAL INTERFACE 


This driver provides the END external interface. Thus, the only normal external interface 
is the sn83932EndLoad() routine, although snEndClkEnable() and snEndClkDisable( ) 
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are provided for the use (optional) of the internal clock. All required parameters are 
passed into the load function by means of a single colon-delimited string. The 
sn83932Load( ) function uses strtok() to parse the string, which it expects to be of the 
following format: 


unit_ID:devIO_addr:ivec:e_addr 
The entry point for sn83932EndLoad() is defined within the endDevTbl in configNet.h. 


TARGET-SPECIFIC PARAMETERS 


unit_ID 
A convenient holdover from the former model, this is only used in the string name 
for the driver. 


devIO_addr 
Denotes the base address of the device’s I/O register set. 

Tvec 
Denotes the interrupt vector to be used by the driver to service an interrupt from the 
SONIC device. The driver connects the interrupt handler to this vector by calling 
intConnect( ). 


e_addr 
This parameter is obtained by calling sysEnetAddrGet( ), an external support routine. 
It specifies the unique six-byte address assigned to the VxWorks target on the 
Ethernet. 


EXTERNAL SUPPORT REQUIREMENTS 
This driver requires the following external support routines: 


sysEnetInit( ) 
void sysEnetInit (int unit) 
This routine performs any target-specific operations that must be executed before the 
SONIC device is initialized. The driver calls this routine, once per unit, during the 
unit start-up phase. 


sysEnetAddrGet( ) 
STATUS sysEnetAddrGet (int unit, char *pCopy) 
This routine provides the six-byte Ethernet address used by unit. It must copy the 
six-byte address to the space provided by pCopy. This routine returns OK, or ERROR 
if it fails. The driver calls this routine, once per unit, during the unit start-up phase. 


sysEnetIntEnable( ) 
void sysEnetIntEnable (int unit), void sysEnetIntDisable (int unit) 


These routines enable or disable the interrupt from the SONIC device for the 
specified unit. Typically, this involves interrupt controller hardware, either internal 
or external to the CPU. The driver calls these routines only during initialization, 
during the unit start-up phase. 
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sysEnetIntAck() 
void sysEnetIntAck (int unit) 
This routine performs any interrupt acknowledgment or clearing that may be 
required. This typically involves an operation to some interrupt control hardware. 
The driver calls this routine from the interrupt handler. 


DEVICE CONFIGURATION 


Two global variables, snEndDcr and snEndDcr2, are used to set the SONIC device 
configuration registers. By default, the device is programmed in 32-bit mode with 
zero-wait states. If these values are not suitable, the snEndDcr and snEndDcr2 variables 
should be modified before loading the driver. See the SONIC manual for information on 
appropriate values for these parameters. 


SYSTEM RESOURCE USAGE 


SEE ALSO 


NAME 


ROUTINES 


DESCRIPTION 


When implemented, this driver requires the following system resources: 


— one interrupt vector 
— 0 bytes in the initialized data section (data) 
— 696 bytes in the uninitialized data section (BSS) 


The above data and BSS requirements are for the MC68020 architecture and can vary for 
other architectures. Code size (text) varies greatly between architectures and is therefore 
not quoted here. 


This driver uses cacheDmaMalloc( ) to allocate the memory to be shared with the SONIC 
device. The size requested is 117,188 bytes. 


The SONIC device can only be operated if the shared memory region is write-coherent 
with the data cache. The driver cannot maintain cache coherency for the device for data 
that is written by the driver because fields within the shared structures are 
asynchronously modified by the driver and the device, and these fields may share the 
same cache line. 


ifLib 


sntpcLib 


sntpcLib — Simple Network Time Protocol (SNTP) client library 
sntpcTimeGet( ) — retrieve the current time from a remote source 


This library implements the client side of the Simple Network Time Protocol (SNTP), a 
protocol that allows a system to maintain the accuracy of its internal clock based on time 
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values reported by one or more remote sources. The library is included in the VxWorks 
image if INCLUDE_SNTPC is defined at the time the image is built. 


The sntpcTimeGet( ) routine retrieves the time reported by a remote source and converts 
that value for POSIX-compliant clocks. The routine will either send a request and extract 
the time from the reply, or it will wait until a message is received from an SNTP/NTP 
server executing in broadcast mode. 


sntpcLib.h 


clockLib, RFC 1769 


sntpsLib 


sntpsLib — Simple Network Time Protocol (SNTP) server library 


sntpsClockSet( ) — assign a routine to access the reference clock 
sntpsNsecToFraction( ) — convert portions of a second to NTP format 
sntpsConfigSet( ) — change SNTP server broadcast settings 


This library implements the server side of the Simple Network Time Protocol (SNTP), a 
protocol that allows a system to maintain the accuracy of its internal clock based on time 
values reported by one or more remote sources. The library is included in the VxWorks 
image if INCLUDE_SNTPS is defined at the time the image is built. 


The routine sntpsInit() is called automatically during system startup when the SNTP 
server library is included in the VxWorks image. Depending on the value of 
SNTPS_MODE, the server executes in either a passive or an active mode. When 
SNTPS_MODE is set to SNTP_PASSIVE (0x2), the server waits for requests from clients, and 
sends replies containing an NTP timestamp. When the mode is set to SNTP_ACTIVE (0x1), 
the server transmits NTP timestamp information at fixed intervals. 


When executing in active mode, the SNTP server uses the SNTPS_DSTADDR and 
SNTPS_INTERVAL definitions to determine the target IP address and broadcast interval. 
By default, the server will transmit the timestamp information to the local subnet 
broadcast address every 64 seconds. These settings can be changed with a call to the 
sntpsConfigSet() routine. The SNTP server operating in active mode will still respond to 
client requests. 


The SNTP_PORT definition in assigns the source and destination UDP port. The default 
port setting is 123 as specified by the relevant RFC. Finally, the SNTP server requires 
access to a reliable external time source. The SNTPS_TIME_HOOK constant specifies the 
name of a routine with the following interface: 
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STATUS sntpsTimeHook (int request, void *pBuffer) ; 


This routine can be assigned directly by altering the value of SNTPS_TIME_HOOK or can 
be installed by a call to the sntpsClockSet() routine. The manual pages for 
sntpsClockSet() describe the parameters and required operation of the timestamp 
retrieval routine. Until this routine is specified, the SNTP server will not provide 
timestamp information. 


sntpsLib.h 


sntpcLib, RFC 1769 


sockLib 


sockLib — generic socket library 


socket() — open a socket 

bind() — bind a name to a socket 

listen() — enable connections to a socket 

accept() — accept a connection from a socket 
connect( ) — initiate a connection to a socket 
connectWithTimeout( ) — try to connect over a socket for a specified duration 
sendto() — send a message to a socket 

send() — send data to a socket 

sendmsg( ) — send a message to a socket 
recofrom() — receive a message from a socket 
recv() — receive data from a socket 

recumsg() — receive a message from a socket 
setsockopt( ) — set socket options 

getsockopt( ) — get socket options 

getsockname() — get a socket name 

getpeername( ) — get the name of a connected peer 
shutdown() — shut down a network connection 


This library provides UNIX BSD 4.4 compatible socket calls. Use these calls to open, close, 
read, and write sockets. These sockets can join processes on the same CPU or on different 
CPUs between which there is a network connection. The calling sequences of these 
routines are identical to their equivalents under UNIX BSD 4.4. 


VxWorks sockets support only the Internet Domain address family. Use AF_INET for the 


domain argument in subroutines that require it. There is no support for the UNIX Domain 
address family. 
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Sockets respond to the following ioctl() functions. These functions are defined in the 
header files ioLib-h and ioctl.h. 


FIONBIO 
Turns on/off non-blocking I/O. 


on = TRUE; 
status = ioctl (sFd, FIONBIO, &on); 
FIONREAD 


Reports the number of read-ready bytes available on the socket. On the return of 
ioctI(), bytesAvailable has the number of bytes available to read from the socket. 


status = ioctl (sFd, FIONREAD, &bytesAvailable) ; 


SIOCATMARK 
Reports whether there is out-of-band data to be read from the socket. On the return 
of ioctl(), atMark is TRUE (1) if there is out-of-band data. Otherwise, it is FALSE (0). 


status = ioctl (sFd, SIOCATMARK, &atMark) ; 
types.h, mbuf.h, socket.h, socketvar.h 
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spyLib — spy CPU activity library 
spyLibInit() — initialize task cpu utilization tool package 


This library provides a facility to monitor tasks’ use of the CPU. The primary interface 
routine, spy(), periodically calls spyReport() to display the amount of CPU time utilized 
by each task, the amount of time spent at interrupt level, the amount of time spent in the 
kernel, and the amount of idle time. It also displays the total usage since the start of spy() 
(or the last call to spyClkStart()), and the change in usage since the last spyReport(). 


CPU usage can also be monitored manually by calling spyClkStart() and spyReport(), 
instead of spy(). In this case, spyReport() provides a one-time report of the same 
information provided by spy(). 


Data is gathered by an interrupt-level routine that is connected by spyClkStart() to the 
auxiliary clock. Currently, this facility cannot be used with CPUs that have no auxiliary 
clock. Interrupts that are at a higher level than the auxiliary clock’s interrupt level cannot 
be monitored. 


All user interface routine except spyLibInit() are available through usrLib. 
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EXAMPLE The following call: 
-> spy 10, 200 


will generate a report in the following format every 10 seconds, gathering data at the rate 
of 200 times per second. 


NAME ENTRY TID PRI total % (ticks) delta % (ticks) 
tExcTask _excTask fbb58 0 0s ( 0) 0% ( 0) 
tLogTask _logTask fa6e0 0 0S ( 0) 0S ( 0) 
tShell _shell e28a8 1 0s ( 4) & ( 0) 
tRlogind _rlogind £08dc 2 0S ( 0) & ( 0) 
tRlogOutTask _rlogOutTa e93e0 2 25 ( 173) & ( 46) 
tRlogIinTask _rlogInTas e7f10 2 0s ( 0) & ( 0) 
tSpyTask _spyTask ffe9c 5 1% ( 116) 1% ( 28) 
tNetTask _netTask f3e2c 50 0S ( 4) & ( 1) 
tPortmapd _portmapd ef240 100 0S ( 0) 0S ( 0) 
KERNEL 1% ( 105) 0% ( 10) 
INTERRUPT 0S ( 0) 0s ( 0) 
IDLE 95% ( 7990) 95% ( 1998) 
TOTAL 99% ( 8337) 98% ( 2083) 


The "total" column reflects CPU activity since the initial call to spy() or the last call to 
spyClkStart(). The "delta" column reflects activity since the previous report. A call to 
spyReport( ) will produce a single report; however, the initial auxiliary clock interrupts 
and data collection must first be started using spyClkStart(). 


Data collection/clock interrupts and periodic reporting are stopped by calling: 


-—> spyStop 


INCLUDE FILES spyLib.h 


SEE ALSO usrLib 
sramDrv 
NAME sramDrv — PCMCIA SRAM device driver 
ROUTINES sramDro() — install a PCMCIA SRAM memory driver 


sramMap() - map PCMCIA memory onto a specified ISA address space 
sramDevCreate( ) — create a PCMCIA memory disk device 
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This is a device driver for the SRAM PC card. The memory location and size are specified 
when the "disk" is created. 


USER-CALLABLE ROUTINES 


SEE ALSO 


NAME 
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DESCRIPTION 


Most of the routines in this driver are accessible only through the I/O system. However, 
two routines must be called directly: sramDrv() to initialize the driver, and 
sramDevCreate( ) to create block devices. Additionally, the sramMap() routine is called 
directly to map the PCMCIA memory onto the ISA address space. Note that this routine 
does not use any mutual exclusion or synchronization mechanism; thus, special care must 
be taken in the multitasking environment. 


Before using this driver, it must be initialized by calling sramDrv(). This routine should 
be called only once, before any reads, writes, or calls to sramDevCreate() or sramMap(). 
It can be called from usrRoot() in usrConfig.cor at some later point. 


VxWorks Programmer's Guide: I/O System 
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st16552Sio — ST 16C552 DUART tty driver 


st16552DevInit( ) — initialise an ST16552 channel 
st16552IntWr( ) — handle a transmitter interrupt 
st16552IntRd( ) — handle a receiver interrupt 
st16552IntEx() — miscellaneous interrupt processing 
st16552Int( ) — interrupt level processing 
st16552MuxInt() — multiplexed interrupt level processing 


This is the device driver for the Startech ST16C552 DUART, similar, but not quite identical 
to the National Semiconductor 16550 UART. 


The chip is a dual universal asynchronous receiver/transmitter with 16 byte transmit and 
receive FIFOs and a programmable baud-rate generator. Full modem control capability is 
included and control over the four interrupts that can be generated: Tx, Rx, Line status, 
and modem status. Only the Rx and Tx interrupts are used by this driver. The FIFOs are 
enabled for both Tx and Rx by this driver. 


Only asynchronous serial operation is supported by the UART which supports 5 to 8 bit 
bit word lengths with or without parity and with one or two stop bits. The only serial 
word format supported by the driver is 8 data bits, 1 stop bit, no parity, The default baud 
rate is determined by the BSP by filling in the ST16552_CHAN structure before calling 
ambaDevlnit(). 
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The exact baud rates supported by this driver will depend on the crystal fitted (and 
consequently the input clock to the baud-rate generator), but in general, baud rates from 
about 50 to about 115200 are possible. 


DATA STRUCTURES 
An ST16552_CHAN data structure is used to describe the two channels of the chip and, if 
necessary, an ST16552_MUx structure is used to describe the multiplexing of the interrupts 


for the two channels of the DUART. These structures are described in 
h/drv/sio/ambaSio.h. 


CALLBACKS Servicing a "transmitter ready" interrupt involves making a callback to a higher level 
library in order to get a character to transmit. By default, this driver installs dummy 
callback routines which do nothing. A higher layer library that wants to use this driver 
(e.g. ttyDrv) will install its own callback routine using the SIO_INSTALL_CALLBACK ioctl 
command. Likewise, a receiver interrupt handler makes a callback to pass the character to 
the higher layer library. 


MODES This driver supports both polled and interrupt modes. 


USAGE The driver is typically called only by the BSP. This module’s directly callable routines are 
st16552DevInit( ), st16552Int( ), st16552IntRd(), st16552IntWr( ), and st16552MuxInt( ). 


The BSP’s sysHwInit() routine typically calls sysSerialHwlInit(), which initialises all the 
hardware-specific values in the ST16552_CHAN structure before calling st16552DevInit( ) 
which resets the device and installs the driver function pointers. After this the UART will 
be enabled and ready to generate interrupts, but those interrupts will be disabled in the 
interrupt controller. 


The following example shows the first parts of the initialization: 


#include "drv/sio/st16552Sio.h" 
LOCAL ST16552_CHAN st16552Chan [N_16552_CHANNELS] ; 
void sysSerialHwInit (void) 
{ 
int i; 
for (i = 0; i < N_16552_CHANNELS; i++) 
{ 
st16552Chan[i] .regDelta = devParas [i] .regSpace; 
st16552Chan[i].regs = devParas[i] .baseAdrs; 
st16552Chan[i] .baudRate = CONSOLE_BAUD_RATE; 
st16552Chan[i].xtal = UART_XTAL_FREQ; 
st16552Chan[i].level = devParas[i] .intLevel; 
/* 
* Initialise driver functions, getTxChar, putRcvChar and 
* channelMode and init UART. 
*/ 
st16552DeviInit (&st16552Chan[i]) ; 
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The BSP’s sysHwInit2() routine typically calls sysSerialHwlInit2(), which connects the 
chips interrupts via intConnect() (either the single interrupt st16552Int, the three 
interrupts st16552IntWr, st16552IntRd, and st16552IntEx, or the multiplexed interrupt 
handler st16552MuxInt which will cope with both channels of a DUART producing the 
same interrupt). It then enables those interrupts in the interrupt controller as shown in the 
following example: 


void sysSerialHwInit2 (void) 
{ 
/* Connect the multiplexed interrupt handler */ 
(void) intConnect (INUM_TO_IVEC (devParas[0].vector), 
st16552MuxInt, (int) &st16552Mux) ; 
intEnable (devParas[0].intLevel) ; 
} 


By convention all the BSP-specific serial initialisation is performed in a file called 
sysSerial.c, which is #include’ed by sysLib.c. sysSerial.c implements at least four 
functions, sysSerialHwInit( ), sysSerialHwInit2(), sysSerialChanGet(), and 
sysSerialReset( ). The first two have been described above, the others work as follows: 


sysSerialChanGet( ) is called by usrRoot() to get the serial channel descriptor associated 
with a serial channel number. The routine takes a single parameter which is a channel 
number ranging between zero and NUM_TTY. It returns a pointer to the corresponding 
channel descriptor, SIO_CHAN *, which is just the address of the ST16552_CHAN strucure. 


sysSerialReset( ) is called from sysToMonitor() and should reset the serial devices to an 
inactive state (prevent them from generating any interrupts). 


drv/sio/st16552Sio.h, sioLib.h 
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subagentLib — encode, decode, and process agent and subagent messages 


snmpSubEncode( ) - encode a packet for transmission to master agent or subagent 
snmpSaHandlerAsync( ) — asynchronous message processing routine for the subagent 
snmpSaHandlerWR( ) — provide snmpSaHandlerAsync() functionality synchronously 
snmpSaHandlerContinue( ) — subagent continuation function 

snmpSaHandlerFinish( ) — encode packet for subagent I/O completion 
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snmpSaHandlerCleanup() — cleanup routine for subagent 

snmp MasterHandlerAsync( ) — process messages from the subagent asynchronously 
snmp MasterHandlerWR( ) — synchronous version of snmpMasterHandlerAsync( ) 
snmp MasterQueryHandler( ) — handles replies from the subagent 
snmpMasterCleanup( ) — free up resources after a query times out 


This module provides the core routines for processing the messages passed between the 
SNMP master agent and its subagents. Thus, this library includes routines for encoding 
and decoding a package. It also includes the routines used to sort the messages according 
to type and then respond to each specific message appropriately. 


symLib 


symLib — symbol table subroutine library 


symLibInit( ) — initialize the symbol table library 

symTbICreate( ) — create a symbol table 

symTbIDelete( ) — delete a symbol table 

symAdd() - create and add a symbol to a symbol table, including a group number 
symRemove() — remove a symbol from a symbol table 

symFindByName( ) — look up a symbol by name 

symFindByNameAndType( ) — look up a symbol by name and type 
symFindByValue() — look up a symbol by value 

symFindByValueAndType( ) — look up a symbol by value and type 

symEach( ) — call a routine to examine each entry in a symbol table 


This library provides facilities for managing symbol tables. A symbol table associates a 
name and type with a value. A name is simply an arbitrary, null-terminated string. A 
symbol type is a small integer (typedef SYM_TYPE), and its value is a character pointer. 
Though commonly used as the basis for object loaders, symbol tables may be used 
whenever efficient association of a value with a name is needed. 


If you use the symLib subroutines to manage symbol tables local to your own 
applications, the values for SYM_TYPE objects are completely arbitrary; you can use 
whatever one-byte integers are appropriate for your application. 


If you use the symLib subroutines to manipulate the VxWorks system symbol table 
(whose ID is recorded in the global sysSymTbl), the values for SYM_TYPE are N_ABS, 
N_TEXT, N_DATA, and N_BSS (defined in a_out.h); these are all even numbers, and any of 
them may be combined (via boolean or) with N_EXT (1). These values originate in the 
section names for a.out object code format, but the VxWorks system symbol table uses 
them as symbol types across all object formats. (The VxWorks system symbol table also 
occasionally includes additional types, in some object formats.) 
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Tables are created with symTblCreate( ), which returns a symbol table ID. This ID serves 
as a handle for symbol table operations, including the adding to, removing from, and 
searching of tables. All operations on a symbol table are interlocked by means of a 
mutual-exclusion semaphore in the symbol table structure. Tables are deleted with 
symTblDelete( ). 


Symbols are added to a symbol table with symAdd(). Each symbol has a name, a value, 
and a type. Symbols are removed from a symbol table with symRemove( ). 


Symbols can be accessed by either name or value. The routine symFindByName( ) 
searches the symbol table for a symbol of a specified name. The routine 
symFindByValue( ) finds the symbol with the value closest to a specified value. The 
routines symFindByNameAndType( ) and symFindByValueAndType( ) allow the symbol 
type to be used as an additional criterion in the searches. 


Symbols in the symbol table are hashed by name into a hash table for fast look-up by 
name, e.g., by symFindByName( ). The size of the hash table is specified during the 
creation of a symbol table. Look-ups by value, e.g., symFindByValue( ), must search the 
table linearly; these look-ups can thus be much slower. 


The routine symEach() allows each symbol in the symbol table to be examined by a 
user-specified function. 


Name clashes occur when a symbol added to a table is identical in name and type toa 
previously added symbol. Whether or not symbol tables can accept name clashes is set by 
a parameter when the symbol table is created with symTbICreate(). If name clashes are 
not allowed, symAdd() will return an error if there is an attempt to add a symbol with 
identical name and type. If name clashes are allowed, adding multiple symbols with the 
same name and type will be permitted. In such cases, symFindByName() will return the 
value most recently added, although all versions of the symbol can be found by 
symEach(). 


symLib.h 


loadLib 
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symSyncLib 


symSyncLib — host/target symbol table synchronization 


symSyncLibInit( ) — initialize host/target symbol table synchronization 
symSyncTimeoutSet() — set WTX timeout 
syncT gtSafeModCheck( ) — check if a target module can be safely used 


This module provides host/target symbol table synchronization. With synchronization, 
every module or symbol added to the run-time system from either the target or host side 
can be seen by facilities on both the target and the host. Symbol-table synchronization 
makes it possible to use host tools to debug application modules loaded with the target 
loader or from a target file system. To enable synchronization, two actions must be 
performed: 


1 The module is initialized by symSyncLibInit( ), which is called automatically when 
the configuration macro INCLUDE_SYM_TBL_SYNC is defined. 


2 The target server is launched with the -s option. 


If synchronization is enabled, symSyncLib spawns a synchronization task on the target, 
tSymSync. This task behaves as a WTX tool and attaches itself to the target server. When 
the task starts, it synchronizes target and host symbol tables so that every module loaded 
on the target before the target server was started can be seen by the host tools. This 
feature is particularly useful if VxWorks is started with a target-based startup script 
before the target server has been launched. 


The tSymSync task also assures synchronization as new symbols are added by either the 
target or the host tools. The task waits for synchronization events on two channels: a 
WTX event from the host or a message queue additon from the target. 


The tSymSync task, like all WTX tools, must be able to connect to the WTX registry. To 
make the WTX registry accissible from the target, do one of the following: 


1 Boot the target from a host on the same subnet as the registry. 
2 Start the registry on the same host the target boots from. 
3 Add the needed routes with routeAdd() calls, possibly in a startup script. 


Neither the host tools nor the target loader wait for synchronization completion to return. 
To know when the synchronization is complete, you can wait for the corresponding event 
sent by the target server, or, if your target server was started with the -V option, it prints a 
message indicating synchronization has been completed. 


The event sent by the target server is of the following format: 


SYNC_DONE syncType syncObj syncStatus 
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The following are examples of messages displayed by the target server indicating 
synchronization is complete: 


Added target_modules to target-server..... done 
Added ttTest.o.68k to target............ done 


If synchronization fails, the following message is displayed: 
Added gopher.o to target............ failed 


This error generally means that synchronization of the corresponding module or symbol 
is no longer possible because it no longer exists in the original symbol table. If so, it will 
be followed by: 


Removed gopher.o from target.......... failed 


Failure can also occur if a timeout is reached. Call symSyncTimeoutSet() to modify the 
WTX timeout between the target synchronization task and the target server. 


Hardware: Because the synchronization task uses the WTX protocol to communicate with 
the target server, the target must include network facilities. Depending on how much 
synchronization is to be done (number of symbols to transfer), a reasonable throughput 
between the target server and target agent is required (the wdbrpc backend is 
recommended when large modules are to be loaded). 


Performance: The synchronization task requires some minor overhead in target routines 
msgQSend(), loadModule( ), symAdd(), and symRemove( ); however, if an application 
sends more than 15 synchronization events, it will fill the message queue and then need to 
wait for a synchronization event to be processed by tsymSync. Also, waiting for host 
synchronization events is done by polling; thus there may be some impact on 
performance if there are lower-priority tasks than tsymSync. If no more synchronization 
is needed, tsymSync can be suspended. 


Known problem: Modules with undefined symbols that are loaded from the target are 
not synchronized; however, they are synchronized if they are loaded from the host. 


tgtsvr 
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sysLib 


sysLib — system-dependent library 


sysClkConnect( ) — connect a routine to the system clock interrupt 
sysClkDisable() — turn off system clock interrupts 

sysClkEnable( ) — turn on system clock interrupts 

sysClkRateGet( ) — get the system clock rate 

sysClkRateSet( ) — set the system clock rate 

sysAuxClkConnect( ) — connect a routine to the auxiliary clock interrupt 
sysAuxClkDisable( ) — turn off auxiliary clock interrupts 
sysAuxClkEnable( ) — turn on auxiliary clock interrupts 
sysAuxClkRateGet( ) — get the auxiliary clock rate 

sysAuxClkRateSet( ) — set the auxiliary clock rate 

sysIntDisable() — disable a bus interrupt level 

sysIntEnable( ) — enable a bus interrupt level 

sysBusIntAck() — acknowledge a bus interrupt 

sysBusIntGen( ) — generate a bus interrupt 

sysMailboxConnect() — connect a routine to the mailbox interrupt 
sysMailboxEnable( ) — enable the mailbox interrupt 

sysNvRamGet( ) — get the contents of non-volatile RAM 
sysNvRamSet( ) — write to non-volatile RAM 

sysModel() — return the model name of the CPU board 

sysBspRev() — return the BSP version and revision number 
sysHwInit() — initialize the system hardware 

sysPhysMemTop( ) — get the address of the top of memory 
sysMemTop( ) — get the address of the top of logical memory 
sysToMonitor() — transfer control to the ROM monitor 
sysProcNumGet( ) — get the processor number 

sysProcNumSet( ) — set the processor number 

sysBusTas() — test and set a location across the bus 

sysScsiBusReset( ) — assert the RST line on the SCSI bus (Western Digital WD33C93 only) 
sysScsilnit( ) — initialize an on-board SCSI port 

sysScsiConfig() — system SCSI configuration 

sysLocalToBusAdrs( ) — convert a local address to a bus address 
sysBusToLocalAdrs( ) — convert a bus address to a local address 
sysSerialHwInit( ) — initialize the BSP serial devices to a quiesent state 
sysSerialHwInit2() — connect BSP serial device interrupts 
sysSerialReset( ) — reset all SIO devices to a quiet state 
sysSerialChanGet( ) — get the SIO_CHAN device associated with a serial channel 


This library provides board-specific routines. 
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NOTE: This is a generic reference entry for a BSP-specific library; this description 
contains general information only. For features and capabilities specific to the system 
library included in your BSP, see your BSP’s reference entry for sysLib. 


The file sysLib.c provides the board-level interface on which VxWorks and application 
code can be built in a hardware-independent manner. The functions addressed in this file 
include: 


Initialization functions 
— initialize the hardware to a known state 
— identify the system 
— initialize drivers, such as SCSI or custom drivers 


Memory/address space functions 
— get the on-board memory size 
— make on-board memory accessible to external bus 
— map local and bus address spaces 
— enable/disable cache memory 
— set/get nonvolatile RAM (NVRAM) 
— define board’s memory map (optional) 
— virtual-to-physical memory map declarations for processors with MMUs 


Bus interrupt functions 
— enable/disable bus interrupt levels 
— generate bus interrupts 


Clock/timer functions 
— enable/disable timer interrupts 
— set the periodic rate of the timer 


Mailbox/location monitor functions 
— enable mailbox/location monitor interrupts for VME-based boards 


The sysLib library does not support every feature of every board; a particular board may 
have various extensions to the capabilities described here. Conversely, some boards do 
not support every function provided by this library. Some boards provide some of the 
functions of this library by means of hardware switches, jumpers, or PALs, instead of 
software-controllable registers. 


Typically, most functions in this library are not called by the user application directly. 
The configuration modules usrConfig.c and bootConfig.c are responsible for invoking the 
routines at the appropriate time. Device drivers may use some of the memory mapping 
routines and bus functions. 


sysLib.h 


VxWorks Programmer's Guide: Configuration and Build, BSP-specific reference entry for 
sysLib 
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tapeFsLib 


tapeFsLib — tape sequential device file system library 


tapeFsDevInit() — associate a sequential device with tape volume functions 
tapeFsInit( ) — initialize the tape volume library 

tapeFsReadyChange( ) — notify tapeFsLib of a change in ready status 
tapeFsVolUnmount( ) — disable a tape device volume 


This library provides basic services for tape devices that do not use a standard file or 
directory structure on tape. The tape volume is treated much like a large file. The tape 
may either be read or written. However, there is no high-level organization of the tape 
into files or directories, which must be provided by a higher-level layer. 


USING THIS LIBRARY 


The various routines provided by the VxWorks tape file system, or tapeFs, can be 
categorized into three broad groupings: general initialization, device initialization, and file 
system operation. 


The tapeFsInit() routine is the principal general initialization function; it needs to be 
called only once, regardless of how many tapeFs devices are used. 


To initialize devices, tapeFsDevInit() must be called for each tapeFs device. 


Use of this library typically occurs through standard use of the I/O system routines 
open(), close(), read(), write() and ioctl(). Besides these standard I/O system 
operations, several routines are provided to inform the file system of changes in the 
system environment. The tapeFsVolUnmount() routine informs the file system that a 
particular device should be unmounted; any synchronization should be done prior to 
invocation of this routine, in preparation for a tape volume change. The 
tapeFsReadyChange( ) routine is used to inform the file system that a tape may have been 
swapped and that the next tape operation should first remount the tape. Information 
about a ready-change is also obtained from the driver using the SEQ_DEV device 
structure. Note that tapeFsVolUnmount() and tapeFsReadyChange( ) should be called 
only after a file has been closed. 


INITIALIZATION OF THE FILE SYSTEM 


Before any other routines in tapeFsLib can be used, tapeFsInit() must be called to 
initialize the library. This implementation of the tape file system assumes only one file 
descriptor per volume. However, this constraint can be changed in case a future 
implementation demands multiple file descriptors per volume. 


During the tapeFsInit() call, the tape device library is installed as a driver in the I/O 
system driver table. The driver number associated with it is then placed in a global 
variable, tapeFsDrvNum. 
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To enable this initialization, define INCLUDE_TAPEFS in the BSP, or simply start using the 
tape file system with a call to tapeFsDevInit() and tapeFsInit() will be called 
automatically if it has not been called before. 


DEFINING A TAPE DEVICE 
To use this library for a particular device, the device structure used by the device driver 
must contain, as the very first item, a sequential device description structure (SEQ_DEV). 
The SEQ_DEV must be initialized before calling tapeFsDevInit( ). The driver places in the 
SEQ_DEV structure the addresses of routines that it must supply: one that reads one or 
more blocks, one that writes one or more blocks, one that performs I/O control (ioc#tl()) 
on the device, one that writes file marks on a tape, one that rewinds the tape volume, one 
that reserves a tape device for use, one that releases a tape device after use, one that 
mounts/unmounts a volume, one that spaces forward or backwards by blocks or file 
marks, one that erases the tape, one that resets the tape device, and one that checks the 
status of the device. The SEQ_DEV structure also contains fields that describe the physical 
configuration of the device. For more information about defining sequential devices, see 
the VxWorks Programmer's Guide: I/O System. 


INITIALIZATION OF THE DEVICE 
The tapeFsDevInit() routine is used to associate a device with the tapeFsLibfunctions. 
The volName parameter expected by tapeFsDevInit() is a pointer to a name string which 
identifies the device. This string serves as the pathname for I/O operations which operate 
on the device and appears in the I/O system device table, which can be displayed using 
iosDevShow(). 


The pSeqDev parameter expected by tapeFsDevInit() is a pointer to the SEQ_DEV 
structure describing the device and containing the addresses of the required driver 
functions. 


The pTapeConfig parameter is a pointer to a TAPE_CONFIG structure that contains 
information specifying how the tape device should be configured. The configuration items 
are fixed/variable block size, rewind /no-rewind device, and number of file marks to be 
written. For more information about the TAPE_CONFIG structure, look at the header file 


tapeFsLib.h. 
The syntax of the tapeFsDevInit() routine is as follows: 
tapeFsDevinit 
( 
char * volName, /* name to be used for volume */ 
SEQ_DEV * pSeqDev, /* pointer to device descriptor */ 


TAPE_CONFIG * pTapeConfig /* pointer to tape config info */ 
) 


When tapeFsLib receives a request from the I/O system, after tapeFsDevInit() has been 
called, it calls the device driver routines (whose addresses were passed in the SEQ_DEV 
structure) to access the device. 
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OPENING AND CLOSING A FILE 


A tape volume is opened by calling the I/O system routine open(). A file can be opened 
only with the O_RDONLY or O_WRONLY flags. The O_RDWR mode is not used by this 
library. A call to open() initializes the file descriptor buffer and state information, reserves 
the tape device, rewinds the tape device if it was configured as a rewind device, and 
mounts a volume. Once a tape volume has been opened, that tape device is reserved, 
disallowing any other system from accessing that device until the tape volume is closed. 
Also, the single file descriptor is marked "in use" until the file is closed, making sure that a 
file descriptor is not opened multiple times. 


A tape device is closed by calling the I/O system routine close(). Upon a close() request, 
any unwritten buffers are flushed, the device is rewound (if it is a rewind device), and, 
finally, the device is released. 


UNMOUNTING VOLUMES (CHANGING TAPES) 


IOCTL FUNCTIONS 


A tape volume should be unmounted before it is removed. When unmounting a volume, 
make sure that any open file is closed first. A tape may be unmounted by calling 
tapeFsVolUnmount( ) directly. 


If a file is open, it is not correct to change the medium and continue with the same file 
descriptor still open. Since tapeFs assumes only one file descriptor per device, to reuse 
that device, the file must be closed and opened later for the new tape volume. 


Before tapeFsVolUnmount( ) is called, the device should be synchronized by invoking the 
ioctl( ) FIOSYNC or FIOFLUSH. It is the responsibility of the higher-level layer to 
synchronize the tape file system before unmounting. Failure to synchronize the volume 
before unmounting may result in loss of data. 


The VxWorks tape sequential device file system supports the following ioctl() functions. 
The functions listed are defined in the header files ioLib.h and tapeFsLib.h. 


FIOFLUSH 
Writes all modified file descriptor buffers to the physical device. 


status = ioctl (fd, FIOFLUSH, 0); 


FIOSYNC 
Performs the same function as FIOFLUSH. 


FIOBLKSIZEGET 
Returns the value of the block size set on the physical device. This value is compared 
against the sd_blkSize value set in the SEQ_DEV device structure. 


FIOBLKSIZESET 
Sets a specified block size value on the physical device and also updates the value in 
the SEQ_DEV and TAPE_VOL_DESC structures, unless the supplied value is zero, in 
which case the device structures are updated but the device is not set to zero. This is 
because zero implies variable block operations, therefore the device block size is 
ignored. 
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MTIOCTOP 
Allows use of the standard UNIX MTIO ioctl operations by means of the MTOP 
structure. The MTOP structure appears as follows: 


typedef struct mtop 
{ 


short mt_op; /* operation */ 
int mt_count ; /* number of operations */ 
} MTOP; 


Use these ioctl() operations as follows: 


MTOP mtop; 

mtop.mt_op = MTIWEOF; 

mtop.mt_count = 1; 

status = ioctl (fd, MTIOCTOP, (int) &mtop) ; 


The permissable values for mt_op are: 


MTWEOF 
Writes an end-of-file record to tape. An end-of-file record is a file mark. 


MTFSF 
Forward space over a file mark and position the tape head in the gap between the file 
mark just skipped and the next data block. Any buffered data is flushed out to the 
tape if the tape is in write mode. 


MTBSF 
Backward space over a file mark and position the tape head in the gap preceeding the 
file mark, that is, right before the file mark. Any buffered data is flushed out to the 
tape if the tape is in write mode. 


MTFSR 
Forward space over a data block and position the tape head in the gap between the 
block just skipped and the next block. Any buffered data is flushed out to the tape if 
the tape is in write mode. 


MTBSR 
Backward space over a data block and position the tape head right before the block 
just skipped. Any buffered data is flushed out to the tape if the tape is in write mode. 


MTREW 
Rewind the tape to the beginning of the medium. Any buffered data is flushed out to 
the tape if the tape is in write mode. 


MTOFFL 
Rewind and unload the tape. Any buffered data is flushed out to the tape if the tape 
is in write mode. 


MTNOP 
No operation, but check the status of the device, thus setting the appropriate 
SEQ_DEV fields. 
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MTRETEN 
Retension the tape. This command usually sets tape tension and can be used in either 
read or write mode. Any buffered data is flushed out to tape if the tape is in write 
mode. 


MTERASE 
Erase the entire tape and rewind it. 


MTEOM 
Position the tape at the end of the medium and unload the tape. Any buffered data is 
flushed out to the tape if the tape is in write mode. 


tapeFsLib.h 


ioLib, iosLib, VxWorks Programmer's Guide: I/O System, Local File Systems 


taskArchLib 


taskArchLib — architecture-specific task management routines 


taskSRSet( ) — set the task status register (MC680x0, MIPS, i386/i486) 
taskSRInit() — initialize the default task status register (MIPS) 


This library provides architecture-specific task management routines that set and examine 
architecture-dependent registers. For information about architecture-independent task 
management facilities, see the manual entry for taskLib. 

There are no application-level routines in taskArchLib for SPARC. 


regs.h, taskArchLib.h 


taskLib 


taskHookLib 


taskHookLib — task hook library 
taskHooklInit( ) — initialize task hook facilities 


taskCreateHookAdd( ) - add a routine to be called at every task create 
taskCreateHookDelete( ) — delete a previously added task create routine 
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taskSwitchHookAdd() - add a routine to be called at every task switch 
taskSwitchHookDelete( ) — delete a previously added task switch routine 
taskDeleteHookAdd( ) — add a routine to be called at every task delete 
taskDeleteHookDelete( ) — delete a previously added task delete routine 


This library provides routines for adding extensions to the VxWorks tasking facility. To 
allow task-related facilities to be added to the system without modifying the kernel, the 
kernel provides call-outs every time a task is created, switched, or deleted. The call-outs 
allow additional routines, or "hooks," to be invoked whenever these events occur. The 
hook management routines below allow hooks to be dynamically added to and deleted 
from the current lists of create, switch, and delete hooks: 


taskCreateHookAdd( ) and taskCreateHookDelete( ) 
Add and delete routines to be called when a task is created. 


taskSwitchHookAdd() and taskSwitchHookDelete( ) 
Add and delete routines to be called when a task is switched. 


taskDeleteHookAdd() and taskDeleteHookDelete( ) 
Add and delete routines to be called when a task is deleted. 


This facility is used by dbgLib to provide task-specific breakpoints and single-stepping. It 
is used by taskVarLib for the "task variable" mechanism. It is also used by fppLib for 
floating-point coprocessor support. 


It is possible to have dependencies among task hook routines. For example, a delete hook 
may use facilities that are cleaned up and deleted by another delete hook. In such cases, 
the order in which the hooks run is important. VxWorks runs the create and switch hooks 
in the order in which they were added, and runs the delete hooks in reverse of the order 
in which they were added. Thus, if the hooks are added in "hierarchical" order, such that 
they rely only on facilities whose hook routines have already been added, then the 
required facilities will be initialized before any other facilities need them, and will be 
deleted after all facilities are finished with them. 


VxWorks facilities guarantee this by having each facility’s initialization routine first call 
any prerequisite facility’s initialization routine before adding its own hooks. Thus, the 
hooks are always added in the correct order. Each initialization routine protects itself 
from multiple invocations, allowing only the first invocation to have any effect. 
taskHookLib.h 


dbgLib, fppLib, taskLib, task VarLib, VxWorks Programmer's Guide: Basic OS 
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taskHookShow 


taskHookShow - task hook show routines 


taskHookShowInit( ) — initialize the task hook show facility 
taskCreateHookShow( ) — show the list of task create routines 
taskSwitchHookShow( ) — show the list of task switch routines 
taskDeleteHookShow( ) — show the list of task delete routines 


This library provides routines which summarize the installed kernel hook routines. There 
is one routine dedicated to the display of each type of kernel hook: task operation, task 
switch, and task deletion. 


The routine taskHookShowInit() links the task hook show facility into the VxWorks 
system. It is called automatically when this show facility is configured into VxWorks 
using either of the following methods: 


— If you use configuration header files, define INCLUDE_SHOW_ROUTINES in config.h. 
— If you use the Tornado project facility, select INCLUDE_TASK_HOOK_SHOW. 


taskHookLib.h 


taskHookLib, VxWorks Programmer's Guide: Basic OS 


taskInfo 


taskInfo — task information library 


task OptionsSet( ) — change task options 

task OptionsGet( ) — examine task options 

taskRegsGet( ) — get a task’s registers from the TCB 

taskRegsSet( ) — set a task’s registers 

taskName( ) — get the name associated with a task ID 
taskNameTold( ) — look up the task ID associated with a task name 
taskIdDefault() - set the default task ID 

taskIsReady() — check if a task is ready to run 

taskIsSuspended( ) — check if a task is suspended 

taskIdListGet( ) — get a list of active task IDs 


This library provides a programmatic interface for obtaining task information. 


Task information is crucial as a debugging aid and user-interface convenience during the 
development cycle of an application. The routines taskOptionsGet( ), taskRegsGet( ), 
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taskName( ), taskNameTold(), taskIsReady( ), taskIsSuspended(), and taskIdListGet() 
are used to obtain task information. Three routines -- taskOptionsSet(), taskRegsSet( ), 
and taskIdDefault() -- provide programmatic access to debugging features. 


The chief drawback of using task information is that tasks may change their state between 
the time the information is gathered and the time it is utilized. Information provided by 
these routines should therefore be viewed as a snapshot of the system, and not relied 
upon unless the task is consigned to a known state, such as suspended. 


Task management and control routines are provided by taskLib. Higher-level task 
information display routines are provided by taskShow. 


taskLib.h 


taskLib, taskShow, taskHookLib, taskVarLib, semLib, kernelLib, VxWorks 
Programmer's Guide: Basic OS 


taskLib 


taskLib — task management library 


taskSpawn() — spawn a task 

taskInit() — initialize a task with a stack at a specified address 
taskActivate( ) — activate a task that has been initialized 
exit() — exit a task (ANSI) 

taskDelete() — delete a task 

taskDeleteForce( ) — delete a task without restriction 
taskSuspend() — suspend a task 

taskResume() — resume a task 

taskRestart() — restart a task 

taskPrioritySet( ) — change the priority of a task 
taskPriorityGet() — examine the priority of a task 
taskLock() — disable task rescheduling 

taskUnlock( ) — enable task rescheduling 

taskSafe() — make the calling task safe from deletion 
taskUnsafe( ) — make the calling task unsafe from deletion 
taskDelay() — delay a task from executing 

taskIdSelf() — get the task ID of a running task 
taskIdVerify() — verify the existence of a task 

taskTcb( ) — get the task control block for a task ID 


This library provides the interface to the VxWorks task management facilities. Task 


control services are provided by the VxWorks kernel, which is comprised of kernelLib, 
taskLib, semLib, tickLib, msgQLib, and wdLib. Programmatic access to task 
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information and debugging features is provided by taskInfo. Higher-level task 
information display routines are provided by taskShow. 


Tasks are created with the general-purpose routine taskSpawn(). Task creation consists 
of the following: allocation of memory for the stack and task control block (WIND_TCB), 
initialization of the WIND_TCB, and activation of the WIND_TCB. Special needs may 
require the use of the lower-level routines taskInit() and taskActivate(), which are the 
underlying primitives of taskSpawn(). 


Tasks in VxWorks execute in the most privileged state of the underlying architecture. Ina 
shared address space, processor privilege offers no protection advantages and actually 
hinders performance. 


There is no limit to the number of tasks created in VxWorks, as long as sufficient memory 
is available to satisfy allocation requirements. 


The routine sp() is provided in usrLib as a convenient abbreviation for spawning tasks. It 
calls taskSpawn() with default parameters. 


If a task exits its "main" routine, specified during task creation, the kernel implicitly calls 
exit() to delete the task. Tasks can be deleted with the taskDelete() or exit() routine. 


Task deletion must be handled with extreme care, due to the inherent difficulties of 
resource reclamation. Deleting a task that owns a critical resource can cripple the system, 
since the resource may no longer be available. Simply returning a resource to an available 
state is not a viable solution, since the system can make no assumption as to the state of a 
particular resource at the time a task is deleted. 


The solution to the task deletion problem lies in deletion protection, rather than overly 
complex deletion facilities. Tasks may be protected from unexpected deletion using 
taskSafe() and taskUnsafe(). While a task is safe from deletion, deleters will block until 
it is safe to proceed. Also, a task can protect itself from deletion by taking a 
mutual-exclusion semaphore created with the SEM_DELETE_SAFE option, which enables 
an implicit taskSafe() with each semTake( ), and a taskUnsafe() with each semGive( )(see 
semMLib for more information). Many VxWorks system resources are protected in this 
manner, and application designers may wish to consider this facility where dynamic task 
deletion is a possibility. 

The sigLib facility may also be used to allow a task to execute clean-up code before 
actually expiring. 


Tasks are manipulated by means of an ID that is returned when a task is created. 
VxWorks uses the convention that specifying a task ID of NULL in a task control function 
signifies the calling task. 


The following routines control task state: taskResume(), taskSuspend(), taskDelay(), 
taskRestart( ), taskPrioritySet(), and taskRegsSet( ). 


1 - 388 


7. Libraries 
taskShow 
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0, the highest priority, to 255, the lowest priority. The priority of a task in VxWorks is 
dynamic, and an existing task’s priority can be changed using taskPrioritySet(). 


taskLib.h 


taskInfo, taskShow, taskHookLib, task VarLib, semLib, semMLib, kernelLib, 
VxWorks Programmer's Guide: Basic OS 


taskShow 


taskShow -— task show routines 


taskShowInit( ) — initialize the task show routine facility 
taskInfoGet() — get information about a task 

taskShow() - display task information from TCBs 
taskRegsShow() — display the contents of a task’s registers 
taskStatusString() — get a task’s status as a string 


This library provides routines to show task-related information, such as register values, 
task status, etc. 


The taskShowInit() routine links the task show facility into the VxWorks system. It is 
called automatically when this show facility is configured into VxWorks using either of 
the following methods: 


— If you use configuration header files, define INCLUDE_SHOW_ROUTINES in config.h. 
— If you use the Tornado project facility, select INCLUDE_TASK_SHOW. 


Task information is crucial as a debugging aid and user-interface convenience during the 
development cycle of an application. The routines taskInfoGet(), taskShow(), 
taskRegsShow(), and taskStatusString() are used to display task information. 


The chief drawback of using task information is that tasks may change their state between 
the time the information is gathered and the time it is utilized. Information provided by 
these routines should therefore be viewed as a snapshot of the system, and not relied 
upon unless the task is consigned to a known state, such as suspended. 


Task management and control routines are provided by taskLib. Programmatic access to 
task information and debugging features is provided by taskInfo. 


taskLib.h 


taskLib, taskInfo, taskHookLib, task VarLib, semLib, kernelLib, VxWorks Programmer's 
Guide: Basic OS, Target Shell, Tornado User’s Guide: Shell 
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task VarLib — task variables support library 


taskVarInit( ) — initialize the task variables facility 
task VarAdd() — add a task variable to a task 
taskVarDelete() — remove a task variable from a task 
taskVarGet( ) — get the value of a task variable 
taskVarSet( ) — set the value of a task variable 
taskVarInfo() — get a list of task variables of a task 


VxWorks provides a facility called "task variables," which allows 4-byte variables to be 
added to a task’s context, and the variables’ values to be switched each time a task switch 
occurs to or from the calling task. Typically, several tasks declare the same variable 
(4-byte memory location) as a task variable and treat that memory location as their own 
private variable. For example, this facility can be used when a routine must be spawned 
more than once as several simultaneous tasks. 


The routines taskVarAdd() and taskVarDelete() are used to add or delete a task variable. 
The routines taskVarGet() and taskVarSet() are used to get or set the value of a task 
variable. 


If you are using task variables in a task delete hook (see taskHookLib), refer to the 
manual entry for taskVarInit() for warnings on proper usage. 


task VarLib.h 


taskHookLib, VxWorks Programmer's Guide: Basic OS 


tcic 


tcic —- Databook TCIC/2 PCMCIA host bus adaptor chip driver 

tcicInit() — initialize the TCIC chip 

This library contains routines to manipulate the PCMCIA functions on the Databook 
DB86082 PCMCIA chip. The initialization routine tcicInit() is the only global function 


and is included in the PCMCIA chip table pemciaAdapter. If tcicInit() finds the TCIC 
chip, it registers all function pointers of the PCMCIA_CHIP structure. 
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tcicShow — Databook TCIC/2 PCMCIA host bus adaptor chip show library 
tcicShow() - show all configurations of the TCIC chip 
This is a driver show routine for the Databook DB86082 PCMCIA chip. tcicShow() is the 


only global function and is installed in the PCMCIA chip table pcmciaAdapter in 
pemciaShowInit(). 


tcpShow 


tepShow — TCP information display routines 


tcpShow!Init() — initialize TCP show routines 
tcpDebugShow( ) — display debugging information for the TCP protocol 
tcpstatShow( ) — display all statistics for the TCP protocol 


This library provides routines to show TCP related statistics. 


Interpreting these statistics requires detailed knowledge of Internet network protocols. 
Information on these protocols can be found in the following books: 


-— TCP/IP Illustrated Volume II, The Implementationa, by Richard Stevens 


— The Design and Implementation of the 4.4 BSD UNIX Operating System, by Leffler, 
McKusick, Karels and Quarterman 


The tcpShowInit() routine links the TCP show facility into the VxWorks system. This is 
performed automatically if INCLUDE_NET_SHOW is defined in configAILh. 


netLib, netShow, VxWorks Programmer's Guide: Network 
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telnetLib 


telnetLib — telnet server library 


telnetInit( ) — initialize the telnet daemon 
telnetd() — VxWorks telnet daemon 


This library provides a remote login facility for VxWorks. It uses the telnet protocol to 
enable users on remote systems to log in to VxWorks. 


The telnet daemon, telnetd(), accepts remote telnet login requests and causes the shell’s 
input and output to be redirected to the remote user. The telnet daemon is started by 
calling telnetInit(), which is called automatically when the configuration macro 
INCLUDE_TELNET is defined. 


Internally, the telnet daemon provides a tty-like interface to the remote user through the 
use of the VxWorks pseudo-terminal driver, ptyDrv. 


telnetLib.h 


ptyDrv, rlogLib 


tftpdLib 


tftpdLib — Trivial File Transfer Protocol server library 


tftpdInit( ) — initialize the TFTP server task 

tftpdTask() - TFTP server daemon task 

tftpdDirectoryAdd( ) — add a directory to the access list 
tftpdDirectoryRemove( ) — delete a directory from the access list 


This library implements the VxWorks Trivial File Transfer Protocol (TFTP) server module. 
The server can respond to both read and write requests. It is started by a call to 
tftpdInit(). 


The server has access to a list of directories that can either be provided in the initial call to 
tftpdInit() or changed dynamically using the tf{tpdDirectoryAdd() and 
tftpDirectoryRemove( ) calls. Requests for files not in the directory trees specified in the 
access list will be rejected, unless the list is empty, in which case all requests will be 
allowed. By default, the access list contains the directory given in the global variable 
tftpdDirectory. It is possible to remove the default by calling tftpdDirectoryRemove( ). 
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For specific information about the TFTP protocol, see RFC 783, "TFTP Protocol." 
tftpdLib.h, tftpLib.h 


tftpLib, RFC 783 "TFTP Protocol", VxWorks Programmer's Guide: Network 


tftpLib 


tftpLib — Trivial File Transfer Protocol (TFTP) client library 


tftpXfer() — transfer a file via TFTP using a stream interface 
tftpCopy() — transfer a file via TFTP 

tftpInit() — initialize a TFTP session 

tftpModeSet() — set the TFIP transfer mode 

tf{tpPeerSet( ) — set the TFTP server address 

tftpPut() — puta file to a remote system 

tftpGet() — get a file from a remote system 

tftpInfoShow() — get TFTP status information 

tftp Quit() — quit a TFTP session 

tftpSend() — send a TFIP message to the remote system 


This library implements the VxWorks Trivial File Transfer Protocol (TFTP) client library. 
TFTP is a simple file transfer protocol (hence the name "trivial") implemented over UDP. 
TFTP was designed to be small and easy to implement; therefore it is limited in 
functionality in comparison with other file transfer protocols, such as FTP. TFTP provides 
only the read/write capability to and from a remote server. 


TFTP provides no user authentication; therefore the remote files must have "loose" 
permissions before requests for file access will be granted by the remote TFTP server (i.e., 
files to be read must be publicly readable, and files to be written must exist and be 
publicly writeable). Some TFTP servers offer a secure option (-s) that specifies a directory 
where the TFTP server is rooted. Refer to the host manuals for more information about a 
particular TFTP server. 


HIGH-LEVEL INTERFACE 


The tftpLib library has two levels of interface. The tasks tftpXfer() and tftpCopy() 
operate at the highest level and are the main call interfaces. The tftpXfer() routine 
provides a stream interface to TFTP. That is, it spawns a task to perform the TFTP transfer 
and provides a descriptor from which data can be transferred interactively. The 
tftpXfer() interface is similar to ftpXfer() in ftpLib. The tftpCopy() routine transfers a 
remote file to or from a passed file (descriptor). 
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LOW-LEVEL INTERFACE 
The lower-level interface is made up of various routines that act on a TFIP session. Each 
TFTP session is defined by a TFTP descriptor. These routines include: 


tftpInit() to initialize a session; 

tftpModeSet( ) to set the transfer mode; 
tftpPeerSet() to set a peer/server address; 
tftpPut() to put a file to the remote system; 
tftpGet() to get file from remote system; 
tftpInfoShow() to show status information; and 
tftp Quit() to quit a TFTP session. 


EXAMPLE The following code provides an example of how to use the lower-level routines. It 
implements roughly the same function as tftpCopy(). 


char * pHost; 

int port; 

char * pFilename; 

char * pCommand,; 

char * PMode; 

int fd; 

TFTP_DESC * pTftpDesc; 

int status; 

if ((pTftpDesc = tftpInit ()) == NULL) 
return (ERROR) ; 

if ((tftpPeerSet (pTftpDesc, pHost, port) == ERROR) || 
(tftpModeSet (pTftpDesc, pMode) == ERROR) ) 


{ 
(void) tftpQuit (pTftpDesc) ; 
return (ERROR) ; 
} 
if (strcmp (pCommand, "get") == 0) 
{ 
status = tftpGet (pTftpDesc, pFilename, fd, TFTP_CLIENT) ; 
} 
else if (strcmp (pCommand, "put") == 0) 
{ 
status = tftpPut (pTftpDesc, pFilename, fd, TFTP_CLIENT) ; 
} 
else 
{ 
errno = S_tftpLib_INVALID_COMMAND ; 
status = ERROR; 
} 
(void) tftpQuit (pTftpDesc) ; 
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tftpdLib, VxWorks Programmer's Guide: Network 


tickLib 


tickLib — clock tick support library 


tickAnnounce( ) — announce a clock tick to the kernel 
tickSet() — set the value of the kernel’s tick counter 
tickGet() — get the value of the kernel’s tick counter 


This library is the interface to the VxWorks kernel routines that announce a clock tick to 
the kernel, get the current time in ticks, and set the current time in ticks. 


Kernel facilities that rely on clock ticks include taskDelay(), wdStart(), 

kernelTimeslice( ), and semaphore timeouts. In each case, the specified timeout is relative 
to the current time, also referred to as "time to fire." Relative timeouts are not affected by 
calls to tickSet(), which only changes absolute time. The routines tickSet() and tickGet() 
keep track of absolute time in isolation from the rest of the kernel. 


Time-of-day clocks or other auxiliary time bases are preferable for lengthy timeouts of 
days or more. The accuracy of such time bases is greater, and some external time bases 
even calibrate themselves periodically. 


tickLib.h 


kernelLib, taskLib, semLib, wdLib, VxWorks Programmer's Guide: Basic OS 


timerLib 


timerLib — timer library (POSIX) 


timer_cancel() — cancel a timer 

timer_connect( ) — connect a user routine to the timer signal 

timer_create() — allocate a timer using the specified clock for a timing base (POSIX) 
timer_delete() — remove a previously created timer (POSIX) 

timer_gettime() — get the remaining time before expiration and the reload value (POSIX) 
timer_getoverrun() — return the timer expiration overrun (POSIX) 
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timer_settime( ) — set the time until the next expiration and arm timer (POSIX) 
nanosleep() — suspend the current task until the time interval elapses (POSIX) 


This library provides a timer interface, as defined in the IEEE standard, POSIX 1003.1b. 


Timers are mechanisms by which tasks signal themselves after a designated interval. 
Timers are built on top of the clock and signal facilities. The clock facility provides an 
absolute time-base. Standard timer functions simply consist of creation, deletion and 
setting of a timer. When a timer expires, sigaction() (see sigLib) must be in place in order 
for the user to handle the event. The "high resolution sleep" facility, nanosleep(), allows 
sub-second sleeping to the resolution of the clock. 


The clockLib library should be installed and clock_settime() set before the use of any 
timer routines. 
Two non-POSIX functions are provided for user convenience: 

timer_cancel() quickly disables a timer by calling timer_settime(). 

timer_connect() easily hooks up a user routine by calling sigaction(). 
The task creating a timer with timer_create() will receive the signal no matter which task 
actually arms the timer. 


When a timer expires and the task has previously exited, logMsg() indicates the expected 
task is not present. Similarly, logMsg() indicates when a task arms a timer without 
installing a signal handler. Timers may be armed but not created or deleted at interrupt 
level. 


The actual clock resolution is hardware-specific and in many cases is 1/60th of a second. 
This is less than _POSIX_CLOCKRES_MIN, which is defined as 20 milliseconds (1/50th of a 
second). 


timers.h 


clockLib, sigaction(), POSIX 1003.1b documentation, VxWorks Programmer's Guide: Basic OS 


timexLib 


timexLib — execution timer facilities 


timexInit() — include the execution timer library 
timexClear( ) — clear the list of function calls to be timed 
timexFunc( ) — specify functions to be timed 

timexHelp() — display synopsis of execution timer facilities 
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timex() — time a single execution of a function or functions 

timexN() — time repeated executions of a function or group of functions 
timexPost() — specify functions to be called after timing 

timexPre() — specify functions to be called prior to timing 

timexShow() — display the list of function calls to be timed 


This library contains routines for timing the execution of programs, individual functions, 
and groups of functions. The VxWorks system clock is used as a time base. Functions 
that have a short execution time relative to this time base can be called repeatedly to 
establish an average execution time with an acceptable percentage of error. 


Up to four functions can be specified to be timed as a group. Additionally, sets of up to 
four functions can be specified as pre- or post-timing functions, to be executed before and 
after the timed functions. The routines timexPre() and timexPost() are used to specify the 
pre- and post-timing functions, while timexFunc() specifies the functions to be timed. 


The routine timex() is used to time a single execution of a function or group of functions. 
If called with no arguments, timex() uses the functions in the lists created by calls to 
timexPre( ), timexPost(), and timexFunc(). If called with arguments, timex() times the 
function specified, instead of the previous list. The routine timexN() works in the same 
manner as timex() except that it iterates the function calls to be timed. 
The routine timex() can be used to obtain the execution time of a single routine: 
—> timex myFunc, myArgl, myArg2, 
The routine timexN() calls a function repeatedly until a 2% or better tolerance is obtained: 
-> timexN myFunc, myArgl, myArg2, 


The routines timexPre( ), timexPost(), and timexFunc() are used to specify a list of 
functions to be executed as a group: 


-> timexPre 0, myPreFuncl, preArgl, preArg2, 
-> timexPre 1, myPreFunc2, preArgl, preArg2, 
-> timexFunc 0, myFuncl, myArgl, myArg2, 
-> timexFunc 1, myFunc2, myArgl, myArg2, 
-> timexFunc 2, myFunc3, myArgl, myArg2, 
-> timexPost 0, myPostFunc, postArgl, postArg2, 
The list is executed by calling timex() or timexN() without arguments: 
-> timex 
or 


-> timexN 


In this example, myPreFuncl and myPreFunc2 are called with their respective arguments. 
myFuncl, myFunc2, and myFunc3 are then called in sequence and timed. If timexN() was 
used, the sequence is called repeatedly until a 2% or better error tolerance is achieved. 
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Finally, myPostFunc is called with its arguments. The timing results are reported after all 
post-timing functions are called. 


The timings measure the execution time of the routine body, without the usual subroutine 
entry and exit code (usually LINK, UNLINK, and RTS instructions). Also, the time 
required to set up the arguments and call the routines is not included in the reported 
times. This is because these timing routines automatically calibrate themselves by timing 
the invocation of a null routine, and thereafter subtracting that constant overhead. 


timexLib.h 


spyLib 


ttyDrv 


ttyDrv — provide terminal device access to serial channels 


ttyDro() — initialize the tty driver 
ttyDevCreate( ) — create a VxWorks device for a serial channel 


This library provides the OS-dependent functionality of a serial device, including 
canonical processing and the interface to the VxWorks I/O system. 


The BSP provides "raw" serial channels which are accessed via an SIO_CHAN data 
structure. These raw devices provide only low level access to the devices to send and 
receive characters. This library builds on that functionality by allowing the serial channels 
to be accessed via the VxWorks I/O system using the standard read/write interface. It 
also provides the canonical processing support of tyLib. 


The routines in this library are typically called by usrRoot() in usrConfig.c to create 
VxWorks serial devices at system startup time. 


ttyLib.h 


tyLib, sioLib.h 


1 - 398 


NAME 


ROUTINES 


DESCRIPTION 


1. Libraries 
tyLib 


tyLib 


tyLib — tty driver support library 


tyDevInit( ) — initialize the tty device descriptor 
tyAbortFuncSet( ) — set the abort function 
tyAbortSet() — change the abort character 
tyBackspaceSet( ) — change the backspace character 
tyDeleteLineSet( ) — change the line-delete character 
tyEOFSet( ) — change the end-of-file character 
tyMonitorTrapSet( ) — change the trap-to-monitor character 
tyloctl() — handle device control requests 
tyWrite() — do a task-level write for a tty device 
tyRead() — do a task-level read for a tty device 
tyITx() — interrupt-level output 

tyIRd() — interrupt-level input 


This library provides routines used to implement drivers for serial devices. It provides all 
the necessary device-independent functions of a normal serial channel, including: 


— ring buffering of input and output 
— raw mode 
— optional line mode with backspace and line-delete functions 
— optional processing of X-on/X-off 
— optional RETURN/LINEFEED conversion 
— optional echoing of input characters 
— optional stripping of the parity bit from 8-bit input 
— optional special characters for shell abort and system restart 
Most of the routines in this library are called only by device drivers. Functions that 


normally might be called by an application or interactive user are the routines to set 
special characters, ty...Set(). 


USE IN SERIAL DEVICE DRIVERS 


Each device that uses tyLib is described by a data structure of type TY_DEV. This 
structure begins with an I/O system device header so that it can be added directly to the 
I/O system’s device list. A driver calls tyDevInit() to initialize a TY_DEV structure for a 
specific device and then calls iosDevAdd() to add the device to the I/O system. 


The call to tyDevInit() takes three parameters: the pointer to the TY_DEV structure to 
initialize, the desired size of the read and write ring buffers, and the address of a 
transmitter start-up routine. This routine will be called when characters are added for 
output and the transmitter is idle. Thereafter, the driver can call the following routines to 
perform the usual device functions: 
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tyRead() 
user read request to get characters that have been input 


tyWrite() 
user write request to put characters to be output 


tyloctl() 
user I/O control request 


tyIRd() 
interrupt-level routine to get an input character 


tyITx() 
interrupt-level routine to deliver the next output character 


Thus, tyRead(), tyWrite(), and tyIoctl() are called from the driver’s read, write, and 1/O 
control functions. The routines tyIRd() and tyITx() are called from the driver’s interrupt 
handler in response to receive and transmit interrupts, respectively. 


Examples of using tyLib in a driver can be found in the source file(s) included by 
tyCoDrv. Source files are located in src/drv/serial. 


A full range of options affects the behavior of tty devices. These options are selected by 
setting bits in the device option word using the FIOSETOPTIONS function in the ioctl() 
routine (see "I/O Control Functions" below for more information). The following is a list 
of available options. The options are defined in the header file ioLib.h. 


OPT_LINE 
Selects line mode. A tty device operates in one of two modes: raw mode 
(unbuffered) or line mode. Raw mode is the default. In raw mode, each byte of input 
from the device is immediately available to readers, and the input is not modified 
except as directed by other options below. In line mode, input from the device is not 
available to readers until a NEWLINE character is received, and the input may be 
modified by backspace, line-delete, and end-of-file special characters. 


OPT_ECHO 
Causes all input characters to be echoed to the output of the same channel. This is 
done simply by putting incoming characters in the output ring as well as the input 
ring. If the output ring is full, the echoing is lost without affecting the input. 


OPT_CRMOD 
C language conventions use the NEWLINE character as the line terminator on both 
input and output. Most terminals, however, supply a RETURN character when the 
return key is hit, and require both a RETURN and a LINEFEED character to advance 
the output line. This option enables the appropriate translation: NEWLINEs are 
substituted for input RETURN characters, and NEWLINEs in the output file are 
automatically turned into a RETURN-LINEFEED sequence. 


OPT_TANDEM 
Causes the driver to generate and respond to the special flow control characters 
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CTRL-Q and CTRL-S in what is commonly known as X-on/X-off protocol. Receipt of 
a CTRL-S input character will suspend output to that channel. Subsequent receipt of 
a CTRL-Q will resume the output. Also, when the VxWorks input buffer is almost 
full, a CTRL-S will be output to signal the other side to suspend transmission. When 
the input buffer is almost empty, a CTRL-Q will be output to signal the other side to 
resume transmission. 


OPT_7_BIT 
Strips the most significant bit from all bytes input from the device. 


OPT_MON_TRAP 
Enables the special monitor trap character, by default CTRL-X. When this character is 
received and this option is enabled, VxWorks will trap to the ROM resident monitor 
program. Note that this is quite drastic. All normal VxWorks functioning is 
suspended, and the computer system is entirely controlled by the monitor. 
Depending on the particular monitor, it may or may not be possible to restart 
VxWorks from the point of interruption. The default monitor trap character can be 
changed by calling tyMonitorTrapSet( ). 


OPT_ABORT 
Enables the special shell abort character, by default CTRL-C. When this character is 
received and this option is enabled, the VxWorks shell is restarted. This is useful for 
freeing a shell stuck in an unfriendly routine, such as one caught in an infinite loop or 
one that has taken an unavailable semaphore. For more information, see the VxWorks 
Programmer's Guide: Shell. 


OPT_TERMINAL 
This is not a separate option bit. It is the value of the option word with all the above 
bits set. 


OPT_RAW 
This is not a separate option bit. It is the value of the option word with none of the 
above bits set. 


VO CONTROL FUNCTIONS 
The tty devices respond to the following ioctl() functions. The functions are defined in 
the header ioLib.h. 


FIOGETNAME 
Gets the file name of the file descriptor and copies it to the buffer referenced to by 
nameBuf: 


status = ioctl (fd, FIOGETNAME, &nameBuf) ; 
This function is common to all file descriptors for all devices. 


FIOSETOPTIONS, FIOOPTIONS 
Sets the device option word to the specified argument. For example, the call: 


status = ioctl (fd, FIOOPTIONS, OPT_TERMINAL) ; 
status = ioctl (fd, FIOSETOPTIONS, OPT_TERMINAL) ; 
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enables all the tty options described above, putting the device in a "normal" terminal 
mode. If the line protocol (OPT_LINE) is changed, the input buffer is flushed. The 
various options are described in ioLib.h. 


FIOGETOPTIONS 
Returns the current device option word: 


options = ioctl (fd, FIOGETOPTIONS, 0); 


FIONREAD 
Copies to nBytesUnread the number of bytes available to be read in the device’s input 
buffer: 


status = ioctl (fd, FIONREAD, &nBytesUnread) ; 
In line mode (OPT_LINE set), the FIONREAD function actually returns the number of 
characters available plus the number of lines in the buffer. Thus, if five lines of just 
NEWLINEs were in the input buffer, it would return the value 10 (5 characters + 5 
lines). 

FIONWRITE 


Copies to nBytes the number of bytes queued to be output in the device’s output 
buffer: 


status = ioctl (fd, FIONWRITE, &nBytes) ; 

FIOFLUSH 
Discards all the bytes currently in both the input and the output buffers: 
status = ioctl (fd, FIOFLUSH, 0); 


FIOWFLUSH 
Discards all the bytes currently in the output buffer: 


status = ioctl (fd, FIOWFLUSH, 0); 


FIORFLUSH 
Discards all the bytes currently in the input buffers: 


status = ioctl (fd, FIORFLUSH, 0); 


FIOCANCEL 
Cancels a read or write. A task blocked on a read or write may be released by a 
second task using this ioctl() call. For example, a task doing a read can set a 
watchdog timer before attempting the read; the auxiliary task would wait ona 
semaphore. The watchdog routine can give the semaphore to the auxiliary task, 
which would then use the following call on the appropriate file descriptor: 


status = ioctl (fd, FIOCANCEL, 0); 


FIOBAUDRATE 
Sets the baud rate of the device to the specified argument. For example, the call: 


status = ioctl (fd, FIOBAUDRATE, 9600); 
Sets the device to operate at 9600 baud. This request has no meaning on a pseudo 
terminal. 


1 - 402 


1. Libraries 
udpShow 


FIOISATTY 
Returns TRUE for a tty device: 


status = ioctl (fd, FIOISATTY, 0); 


FIOPROTOHOOK 
Adds a protocol hook function to be called for each input character. pfunction is a 
pointer to the protocol hook routine which takes two arguments of type int and 
returns values of type STATUS (TRUE or FALSE). The first argument passed is set by 
the user via the FFOPROTOARG function. The second argument is the input 
character. If no further processing of the character is required by the calling routine 
(the input routine of the driver), the protocol hook routine pFunction should return 
TRUE. Otherwise, it should return FALSE: 


status = ioctl (fd, FIOPROTOHOOK, pFunction) ; 


FIOPROTOARG 
Sets the first argument to be passed to the protocol hook routine set by 
FIOPROTOHOOK function: 


status = ioctl (fd, FIOPROTOARG, arg); 


FIORBUFSET 
Changes the size of the receive-side buffer to size: 


status = ioctl (fd, FIORBUFSET, size); 


FIOWBUFSET 
Changes the size of the send-side buffer to size: 


status = ioctl (fd, FIOWBUFSET, size); 


Any other ioc#l() request will return an error and set the status to 
S_ioLib_UNKNOWN_REQUEST. 


INCLUDE FILES tyLib.h, ioLib-h 


SEE ALSO ioLib, iosLib, tyCoDrv, VxWorks Programmer's Guide: I/O System 


udpShow 


NAME udpShow -— UDP information display routines 


ROUTINES udpShow!Init( ) — initialize UDP show routines 
udpstatShow( ) — display statistics for the UDP protocol 


DESCRIPTION This library provides routines to show UDP related statistics. 
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Interpreting these statistics requires detailed knowledge of Internet network protocols. 
Information on these protocols can be found in the following books: 


— TCP/IP Illustrated Volume II, The Implementation, by Richard Stevens 


— The Design and Implementation of the 4.4 BSD UNIX Operating System, by Leffler, 
McKusick, Karels and Quarterman 


The udpShowInit() routine links the UDP show facility into the VxWorks system. This is 
performed automatically if INCLUDE_NET_SHOW is defined in configAIILh. 


udpShow, netLib, netShow, VxWorks Programmer's Guide: Network 


ultraEnd 


ultraEnd — SMC Ultra Elite END network interface driver 


ultraLoad() — initialize the driver and device 

ultraParse( ) — parse the init string 

ultraMemInit( ) — initialize memory for the chip 
ultraAddrFilterSet( ) — set the address filter for multicast addresses 


This module implements the SMC Elite Ultra Ethernt network interface driver. 


This driver supports single transmission and multiple reception. The Current register is a 
write pointer to the ring. The Bound register is a read pointer from the ring. This driver 
gets the Current register at the interrupt level and sets the Bound register at the task level. 
The interrupt is only masked during configuration or in polled mode. 


The W1 jumper should be set in the position of "Software Configuration". The defined I/O 
address in config.h must match the one stored in EEROM. The RAM address, the RAM 
size, and the IRQ level are defined in config.h. IRQ levels 2,3,5,7,10,11,15 are supported. 


EXTERNAL SUPPORT REQUIREMENTS 


This driver requires several external support functions, defined as macros: 


SYS_INT_CONNECT (pDrvCtrl, routine, arg) 
SYS_INT_DISCONNECT (pDrvCtrl, routine, arg) 
SYS_INT_ENABLE (pDrvCtr1) 

SYS_INT_DISABLE (pDrvCtr1) 
SYS_IN_BYTE(pDrvCtrl, reg, pData) 
SYS_OUT_BYTE (pDrvCtrl, reg, pData) 


These macros allow the driver to be customized for BSPs that use special versions of these 
routines. 
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The macro SYS_INT_CONNECT is used to connect the interrupt handler to the appropriate 
vector. By default it is the routine intConnect(). 


The macro SYS_INT_DISCONNECT is used to disconnect the interrupt handler prior to 
unloading the module. By default this is a dummy routine that returns OK. 


The macro SYS_INT_ENABLE is used to enable the interrupt level for the end device. It is 
called once during initialization. It calls an external board level routine 
sysUltraIntEnable(). 


The macro SYS_INT_DISABLE is used to disable the interrupt level for the end device. It is 
called once during shutdown. It calls an external board level routine 
sysUltraIntDisable( ). 


The macros SYS_IN_BYTE and SYS_OUT_BYTE are used for accessing the ultra device. The 
default macros map these operations onto sysInByte() and sysOutByte( ). 


end.h endLib.h etherMultiLib.h 


ultraEnd, muxLib, endLib, Writing an Enhanced Network Driver 


unixDrv 


unixDrv — UNIX-file disk driver (VxSim for Solaris and VxSim for HP) 


unixDrv() — install UNIX disk driver 
unixDiskDevCreate( ) — create a UNIX disk device 
unixDiskInit() — initialize a dosFs disk on top of UNIX 


This driver emulates a VxWorks disk driver, but actually uses the UNIX file system to 
store the data. The VxWorks disk appears under UNIX as a single file. The UNIX file 
name, and the size of the disk, may be specified during the unixDiskDevCreate( ) call. 


USER-CALLABLE ROUTINES 


Most of the routines in this driver are accessible only through the I/O system. The routine 
unixDrv() must be called to initialize the driver and the unixDiskDevCreate( ) routine is 
used to create devices. 


CREATING UNIX DISKS 


Before a UNIX disk can be used, it must be created. This is done with the 
unixDiskDevCreate( ) call. The format of this call is: 
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BLK_DEV *unixDiskDevCreate 
( 


char *unixFile, /* name of the UNIX file to use */ 
int bytesPerBlk, /* number of bytes per block */ 
int blksPerTrack, /* number of blocks per track */ 
int nBlocks /* number of blocks on this device */ 


The UNIX file must be pre-allocated separately. This can be done using the UNIX 
mkfile(8) command. Note that you have to create an appropriately sized file. For 
example, to create a UNIX file system that is used as a common floppy dosFs file system, 
you would issue the comand: 


mkfile 1440k /tmp/floppy.dos 
This will create space for a 1.44 Meg DOS floppy (1474560 bytes, or 2880 512-byte blocks). 


The bytesPerBlk parameter specifies the size of each logical block on the disk. If bytesPerBlk 
is zero, 512 is the default. 


The blksPerTrack parameter specifies the number of blocks on each logical track of the 
UNIX disk. If blksPerTrack is zero, the count of blocks per track will be set to nBlocks (i.e., 
the disk will be defined as having only one track). UNIX disk devices typically are 
specified with only one track. 


The nBlocks parameter specifies the size of the disk, in blocks. If nBlocks is zero the size of 
the UNIX file specified, divided by the number of bytes per block, is used. 


The formatting parameters (bytesPerBlk, blksPerTrack, and nBlocks) are critical only if the 
UNIX disk already contains the contents of a disk created elsewhere. In that case, the 
formatting parameters must be identical to those used when the image was created. 
Otherwise, they may be any convenient number. 


Once the device has been created it still does not have a name or file system associated 
with it. This must be done by using the file system’s device initialization routine (e.g., 
dosFsDevInit()). The dosFs and rt11Fs file systems also provide make-file-system 
routines (dosFsMkfs() and rt11FsMkfs()), which may be used to associate a name and file 
system with the block device and initialize that file system on the device using default 
configuration parameters. 


The unixDiskDevCreate( ) call returns a pointer to a block device structure (BLK_DEV). 
This structure contains fields that describe the physical properties of a disk device and 
specify the addresses of routines within the UNIX disk driver. The BLK_DEV structure 
address must be passed to the desired file system (dosFs, rt11Fs, or rawFs) during the file 
system's device initialization or make-file-system routine. Only then is a name and file 
system associated with the device, making it available for use. 


As an example, to create a 200KB disk, 512-byte blocks, and only one track, the proper call 
would be: 
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BLK_DEV *pBlkDev; 
pBlkDev = unixDiskDevCreate ("/tmp/filesys1", 512, 400, 400, 0); 


This will attach the UNIX file /tmp/filesys1 as a block device. 


A convenience routine, unixDiskInit(), is provided to do the unixDiskDevCreate( ) 
followed by either a dosFsMkFs() or dosFsDevInit(), whichever is appropriate. 


The format of this call is: 


BLK_DEV *unixDiskInit 
( 
char * unixFile, /* name of the UNIX file to use */ 
char * volName, /* name of the dosFs volume to use */ 
int nBytes /* number of bytes in dosFs volume */ 
) 


This call will create the UNIX disk if required. 


Only the FIODISKFORMAT request is supported; all other ioctl requests return an error, 
and set the task’s errno to S_ioLib_ UNKNOWN_REQUEST. 


unixDrv, dosFsDevInit( ), dosFsMkfs( ), rt11FsDevInit( ), rt11FsMkfs( ), rawFsDevInit(), 
VxWorks Programmer's Guide: I/O System, Local File Systems 


unixSio 


unixSio — unix serial driver 


unixDevInit( ) — initialize a UNIX_DUSART 

unixDevInit2() — enable interrupts 

unixIntRcv() — handle a channel’s receive-character interrupt. 
dummy Callback() — dummy callback routine. 


This is the driver for the UNIX stdin/stdio-base simulated serial port. 


A UNIX_CHAN structure is used to describe each channel available. 


The BSP’s sysHwInit() routine typically calls sysSerial.c:sysSerialHwInit(), which opens 
UNIX tty/pty devices for serial lines and initializes the UNIX_CHAN u_fd and u_pid 
fields before calling unixDevInit(). 


The BSP sysSerialHwInit2() calls unixDevInit2() to enable interrupts. 


#include "drv/sio/unixSio.h" 
UNIX_CHAN myChan [NUM_TTY]; 
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SIO_CHAN * sysSioChans [NUM_TTY] ; 
sysSerialHwInit (void) 


{ 


for (ix = 0; ix < NUM_TTY; ix++) 

{ 

if (ix > 0) // dev 0 is unix sdtin/out/err // 
{ 
UNIX_CHAN * pChan = &myChan [ix]; 
sysSioChans[ix] = (SIO_CHAN *) pChan; 
pChan->u_fd = ptyXtermOpen (ptyName, &pChan->u_pid, 0); 
} 


unixDeviInit (&myChan) ; 
} 


} 
sysSerialHwInit2 (void) 


{ 


for (i = 0; i < NUM_TTY; i++) 
intConnect (FD_TO_IVEC (myChan[i]->u_fd), unixInt, (int) &émyChan[i]) ; 


} 


drv/sio/unixSio.h sioLib.h 


unldLib 


unldLib — object module unloading library 


unld() — unload an object module by specifying a file name or module ID 
unldByModuleId() — unload an object module by specifying a module ID 
unldByNameAndPath() — unload an object module by specifying a name and path 
unldByGroup() — unload an object module by specifying a group number 

reld() — reload an object module 


This library provides a facility for unloading object modules. Once an object module has 
been loaded into the system (using the facilities provided by loadLib), it can be removed 
from the system by calling one of the unld...() routines in this library. 


Unloading of an object module does the following: 


(1) It frees the space allocated for text, data, and BSS segments, unless loadModuleAt( ) 
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was called with specific addresses, in which case the user is responsible for freeing 
the space. 


(2) It removes all symbols associated with the object module from the system symbol 
table. 


(3) It removes the module descriptor from the module list. 


Once the module is unloaded, any calls to routines in that module from other modules 
will fail unpredictably. The user is responsible for ensuring that no modules are unloaded 
that are used by other modules. unld() checks the hooks created by the following routines 
to ensure none of the unloaded code is in use by a hook: 


taskCreateHookAdd( ) 
taskDeleteHookAdd( ) 
taskHookAdd() 
taskSwapHookAdd( ) 
taskSwitchHookAdd() 


However, unld() does not check the hooks created by these routines: 


etherInputHookAdd() 
etherOutputHookAdd() 
excHookAdd() 
rebootHookAdd( ) 
moduleCreateHookAdd( ) 


unldLib.h, moduleLib.h 


loadLib, moduleLib 


usrAta 


usrAta — ATA initialization 


usrAtaConfig() —- mount a DOS file system from an ATA hard disk 
usrAtaPartition() — get an offset to the first partition of the drive 
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usrConfig 


usrConfig — user-defined system configuration library 


usrInit() — user-defined system initialization routine 
usrRoot() — the root task 
usrClock() — user-defined system clock interrupt routine 


This library is the WRS-supplied configuration module for VxWorks. It contains the root 
task, the primary system initialization routine, the network initialization routine, and the 
clock interrupt routine. 


The include file config.h includes a number of system-dependent parameters used in this 
file. 


In an effort to simplify the presentation of the configuration of vxWorks, this file has been 
split into smaller files. These additional configuration source files are located in 
../../src/config/usr[xxx].c and are #included into this file below. This file contains the 
bulk of the code a customer is likely to customize. 


The module usrDepend.c contains checks that guard against unsupported configurations 
suchas INCLUDE_NFS without INCLUDE_RPC. The module usrKernel.c contains the core 
initialization of the kernel which is rarely customized, but provided for information. The 
module usrNetwork.c now contains all network initialization code. Finally, the module 
usrExtra.ccontains the conditional inclusion of the optional packages selected in 
configAll.h. 


The source code necessary for the configuration selected is entirely included in this file 
during compilation as part of a standard build in the board support package. No other 
make is necessary. 


config.h 


VxWorks Programmer's Guide: Configuration & Build 


usrFd 


ustFd — floppy disk initialization 


usrFdConfig() - mount a DOS file system from a floppy disk 
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usrIde — IDE initialization 


usrIdeConfig() - mount a DOS file system from an IDE hard disk 


usrLib 


usrLib — user interface subroutine library 


help() — print a synopsis of selected routines 
netHelp() — print a synopsis of network routines 
bootChange( ) — change the boot line 

periodRun() - call a function periodically 

period() — spawn a task to call a function periodically 
repeatRun() - call a function repeatedly 

repeat( ) — spawn a task to call a function repeatedly 
sp() —- spawn a task with default parameters 
checkStack() — print a summary of each task’s stack usage 
i() — print a summary of each task’s TCB 

ti() — print complete information from a task’s TCB 
show() — print information on a specified object 

ts() — suspend a task 

tr() - resume a task 

td() — delete a task 

version( ) — print VxWorks version information 

m() — modify memory 

d() — display memory 

cd() - change the default directory 

pwd() - print the current default directory 

copy() - copy in (or stdin) to out (or stdout) 
copyStreams() — copy from/to specified streams 
diskFormat() — format a disk 

diskInit() — initialize a file system on a block device 
squeeze() — reclaim fragmented free space on an RT-11 volume 
Id() — load an object module into memory 

Is() — list the contents of a directory 

Il() — do a long listing of directory contents 

lsOld() — list the contents of an RT-11 directory 
mkdir() — make a directory 
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rmdir() — remove a directory 

rm() — remove a file 

devs() — list all system-known devices 

Ikup() — list symbols 

IkAddr( ) — list symbols whose values are near a specified value 
mRegs( ) — modify registers 

pe() — return the contents of the program counter 

printErrno() — print the definition of a specified error status value 
printLogo( ) — print the VxWorks logo 

logout() — log out of the VxWorks system 

h() — display or set the size of shell history 

spyReport( ) — display task activity data 

spyTask() — run periodic task activity reports 

spy() — begin periodic task activity reports 

spyClkStart() — start collecting task activity data 

spyClkStop() — stop collecting task activity data 

spyStop() — stop spying and reporting 

spyHelp() - display task monitoring help menu 


This library consists of routines meant to be executed from the VxWorks shell. It provides 
useful utilities for task monitoring and execution, system information, symbol table 
management, etc. 


Many of the routines here are simply command-oriented interfaces to more general 
routines contained elsewhere in VxWorks. Users should feel free to modify or extend this 
library, and may find it preferable to customize capabilities by creating a new private 
library, using this one as a model, and appropriately linking the new one into the system. 


Some routines here have optional parameters. If those parameters are zero, which is what 
the shell supplies if no argument is typed, default values are typically assumed. 


A number of the routines in this module take an optional task name or ID as an argument. 
If this argument is omitted or zero, the "current" task is used. The current task (or 
"default" task) is the last task referenced. The usrLib library uses taskIdDefault() to set 
and get the last-referenced task ID, as do many other VxWorks routines. 

This library uses a small number of undocumented VxWorks internal routines. 


usrLib.h 


spyLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 
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usrScsi 


usrScsi — SCS] initialization 


usrScsiConfig() — configure SCSI peripherals 


usrSmObj 


usrSmObj — shared memory object initialization 


usrSmObjInit() — initialize shared memory objects 


vmBaseLib 


vmBaseLib — base virtual memory support library 


omBaseLibInit( ) — initialize base virtual memory support 
omBaseGlobalMapInit( ) — initialize global mapping 
omBaseStateSet( ) — change the state of a block of virtual memory 
omBasePageSizeGet( ) — return the page size 


This library provides the minimal MMU (Memory Management Unit) support needed ina 
system. Its primary purpose is to create cache-safe buffers for cacheLib. Buffers are 
provided to optimize I/O throughput. 


A call to vmBaseLibInit( ) initializes this library, thus permitting 
ovmBaseGlobalMapInit( ) to initialize the MMU and set up MMU translation tables. 
Additionally, vmBaseStateSet() can be called to change the translation tables 
dynamically. 


This library is a release-bundled complement to vmLib and vmShow, modules that offer 
full-featured MMU support and virtual memory information display routines. The 
vmLib and vmShow libraries are distributed as the unbundled virtual memory support 
option, VxVMI. 


Bundled MMU support is included in VxWorks when the configuration macro 
INCLUDE_MMU_BASIC is defined. If the configuration macro INCLUDE_MMU_FULL is 
also defined, the default is full MMU support (unbundled). 
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sysLib.h, vmLib.h 


vmLib, vmShow, VxWorks Programmer’s Guide: Virtual Memory 


vm Lib 


vm Lib — architecture-independent virtual memory support library (VxVMI Opt.) 


omLibInit() — initialize the virtual memory support module (VxVMI Opt.) 
omGlobalMapInit( ) — initialize global mapping (VxVMI Opt.) 

omContextCreate( ) — create a new virtual memory context (VxVMI Opt.) 
omContextDelete( ) — delete a virtual memory context (VxVMI Opt.) 

omStateSet( ) — change the state of a block of virtual memory (VxVMI Opt.) 
omStateGet( ) — get the state of a page of virtual memory (VxVMI Opt.) 

omMap() - map physical space into virtual space (VxVMI Opt.) 

ovmGlobalMap() - map physical pages to virtual space in shared global virtual memory 
(VxVMI Opt.) 

omGloballInfoGet( ) — get global virtual memory information (VxVMI Opt.) 
omPageBlockSizeGet( ) — get the architecture-dependent page block size (VxVMI Opt.) 
omTranslate( ) — translate a virtual address to a physical address (VxVMI Opt.) 
omPageSizeGet( ) — return the page size (VxVMI Opt.) 

omCurrentGet( ) — get the current virtual memory context (VxVMI Opt.) 
omCurrentSet( ) — set the current virtual memory context (VxVMI Opt.) 

ovmEnable( ) — enable or disable virtual memory (VxVMI Opt.) 

omTextProtect( ) — write-protect a text segment (VxVMI Opt.) 


This library provides an architecture-independent interface to the CPU’s memory 
management unit (MMU). Although vmLib is implemented with architecture-specific 
libraries, application code need never reference directly the architecture-dependent code 
in these libraries. 


A fundamental goal in the design of vmLib was to permit transparent backward 
compatibility with previous versions of VxWorks that did not use the MMU. System 
designers may opt to disable the MMU because of timing constraints, and some 
architectures do not support MMUs; therefore VxWorks functionality must not be 
dependent on the MMU. The resulting design permits a transparent configuration with 
no change in the programming environment (but the addition of several protection 
features, such as text segment protection) and the ability to disable virtual memory in 
systems that require it. 


The vmLib library provides a mechanism for creating virtual memory contexts, 
omContextCreate( ). These contexts are not automatically created for individual tasks, but 
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may be created dynamically by tasks, and swapped in and out in an application specific 
manner. 


All virtual memory contexts share a global transparent mapping of virtual to physical 
memory for all of local memory and the local hardware device space (defined in sysLib.c 
for each board port in the sysPhysMemDescdata structure). When the system is 
initialized, all of local physical memory is accessible at the same address in virtual 
memory (this is done with calls to umGlobalMap().) Modifications made to this global 
mapping in one virtual memory context appear in all virtual memory contexts. For 
example, if the exception vector table (which resides at address 0 in physical memory) is 
made read only by calling vmStateSet() on virtual address 0, the vector table will be read 
only in all virtual memory contexts. 


Private virtual memory can also be created. When physical pages are mapped to virtual 
memory that is not in the global transparent region, this memory becomes accessible only 
in the context in which it was mapped. (The physical pages will also be accessible in the 
transparent translation at the physical address, unless the virtual pages in the global 
transparent translation region are explicitly invalidated.) State changes (writability, 
validity, etc.) to a section of private virtual memory in a virtual memory context do not 
appear in other contexts. To facilitate the allocation of regions of virtual space, 
omGloballInfoGet( ) returns a pointer to an array of booleans describing which portions of 
the virtual address space are devoted to global memory. Each successive array element 
corresponds to contiguous regions of virtual memory the size of which is 
architecture-dependent and which may be obtained with a call to umPageBlockSizeGet(). 
If the boolean array element is true, the corresponding region of virtual memory, a "page 
block", is reserved for global virtual memory and should not be used for private virtual 
memory. (If vumMap() is called to map virtual memory previously defined as global, the 
routine will return an error.) 


All the state information for a block of virtual memory can be set ina single call to 
omStateSet(). It performs parameter checking and checks the validity of the specified 
virtual memory context. It may also be used to set architecture-dependent state 
information. See vmLib.h for additional architecture-dependent state information. 


The routine vmContextShow() in vmShow displays the virtual memory context for a 
specified context. For more information, see the manual entry for this routine. 


Full MMU support (vmLib, and optionally, vmShow) is included in VxWorks when the 
configuration macro INCLUDE_MMU_FULL is defined. If the configuration macro 
INCLUDE_MMU_BASIC is also defined, the default is full MMU support (unbundled). 


The sysLib.c library contains a data structure called sysPhysMemDesc, which is an array 
of PHYS_MEM_DESC structures. Each element of the array describes a contiguous section 
of physical memory. The description of this memory includes its physical address, the 
virtual address where it should be mapped (typically, this is the same as the physical 
address, but not necessarily so), an initial state for the memory, and a mask defining 
which state bits in the state value are to be set. Default configurations are defined for each 
board support package (BSP), but these mappings may be changed to suit user-specific 
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system configurations. For example, the user may need to map additional VME space 
where the backplane network interface data structures appear. 


This library and vmShow are distributed as the unbundled virtual memory support 
option, VxVMI. A scaled down version, vmBaseLib, is provided with VxWorks for 
systems that do not permit optional use of the MMU, or for architectures that require 
certain features of the MMU to perform optimally (in particular, architectures that rely 
heavily on caching, but do not support bus snooping, and thus require the ability to mark 
interprocessor communications buffers as non-cacheable.) Most routines in vmBaseLib 
are referenced internally by VxWorks; they are not callable by application code. 


vmLib.h 


sysLib, vmShow, VxWorks Programmer's Guide: Virtual Memory 


vmShow 


vmShow - virtual memory show routines (VxVMI Opt.) 


omShowInit() — include virtual memory show facility (VxVMI Opt.) 
omContextShow() — display the translation table for a context (VxVMI Opt.) 
This library contains virtual memory information display routines. 


The routine vmShowInit() links this facility into the VxWorks system. It is called 
automatically when this facility is configured into VxWorks using either of the following 
methods: 


— If you use the configuration header files, define both INCLUDE_LMMU_FULL and 
INCLUDE_SHOW_ROUTINES in config.h. 


— If you use the Tornado project facility, select INCLUDE_LMMU_FULL_SHOW. 


This module and vmLib are distributed as the unbundled virtual memory support option, 
VxVMI. 


vm Lib.h 


vmLib, VxWorks Programmer's Guide: Virtual Memory 
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vxLib — miscellaneous support routines 


oxTas( ) — C-callable atomic test-and-set primitive 

oxMemArchProbe( ) — architecture specific part of vxMemProbe 
oxMemProbe( ) — probe an address for a bus error 

oxMemProbeAsi( ) — probe address in ASI space for bus error (SPARC) 
vxSSEnable() — enable the superscalar dispatch (MC68060) 

vxSSDisable() — disable the superscalar dispatch (MC68060) 
vxPowerModeSet( ) — set the power management mode (PowerPC) 
vxPowerModeGet( ) — get the power management mode (PowerPC) 
vxPowerDown( ) — place the processor in reduced-power mode (PowerPC) 


This module contains miscellaneous VxWorks support routines. 


vxLib.h 


VXWList 


VXWList — simple linked list class (WFC Opt.) 


VXWList::VXWList( ) — initialize a list 

VXWList::VXWList( ) — initialize a list as a copy of another 
VXWList::~ VXWList( ) — free up a list 

VXWList::add() — add a node to the end of list 
VXWList::concat( ) — concatenate two lists 

VXWList::count() — report the number of nodes in a list 
VXWList::extract( ) — extract a sublist from list 
VXWList::find() — find a node in list 

VXWList::first() — find first node in list 

VXWList::get() — delete and return the first node from list 
VXWList::insert() — insert a node in list after a specified node 
VXWList::last() — find the last node in list 

VXWList::next() — find the next node in list 

VXWList::nStep() — find a list node nStep steps away from a specified node 
VXWList::nth() — find the Nth node in a list 
VXWList::previous( ) — find the previous node in list 
VXWList::remove( ) — delete a specified node from list 
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The VXWList class supports the creation and maintenance of a doubly linked list. The 
class contains pointers to the first and last nodes in the list, and a count of the number of 
nodes in the list. The nodes in the list are derived from the structure NODE, which 
provides two pointers: NODE::next and NODE::previous. Both the forward and 
backward chains are terminated with a NULL pointer. 


The VXWList class simply manipulates the linked-list data structures; no kernel functions 
are invoked. In particular, linked lists by themselves provide no task synchronization or 
mutual exclusion. If multiple tasks will access a single linked list, that list must be 
guarded with some mutual-exclusion mechanism (such as a mutual-exclusion 
semaphore). 


List 
Descriptor Node1 Node2 


head 


tail 


count =2 


NULL 


List 
Descriptor 


head 


tail 


count = 0 


NULL NULL 


Use only single inheritance! This class is an interface to the VxWorks library IstLib. More 
sophisticated alternatives are available in the Tools.h++ class libraries. 


The following example illustrates how to create a list by deriving elements from NODE 
and putting them on a VXWList: 
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class myListNode : public NODE 
{ 
public: 
myListNode () 
{ 
} 


private: 
}; 
VxXWList myList; 
myListNode a, b, c; 
NODE * pEl = &c; 


void useList () 
{ 
myList.add (&a) ; 
myList.insert (pEl, &b)j; 
} 


vxwLstLib.h 


VXW MemPart 


VXWMenmPart — memory partition classes (WFC Opt.) 


VXWMemPart::VXWMemPart() — create a memory partition 
VXWMemPart::addToPool( ) — add memory to a memory partition 
VXWMemPart::alignedAlloc( ) — allocate aligned memory from partition 
VXWMemPart::alloc( ) — allocate a block of memory from partition 
VXWMemPart::findMax() — find the size of the largest available free block 
VXWMemPart::free() — free a block of memory in partition 
VXWMemPart::info() — get partition information 

VxXWMemPart::options( ) — set the debug options for memory partition 
VXWMemPart::realloc( ) — reallocate a block of memory in partition 
VXWMemPart::show() — show partition blocks and statistics 


The VXWMemPart class provides core facilities for managing the allocation of blocks of 
memory from ranges of memory called memory partitions. 


The allocation of memory, using routines such as VkWMemPart::alloc( ), is done with a 
first-fit algorithm. Adjacent blocks of memory are coalesced when they are freed with 
VXWMemPart::free( ). There is also a routine provided for allocating memory aligned to 
a specified boundary from a specific memory partition, VXWMemPart::alignedAlloc(). 
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CAVEATS Architectures have various alignment constraints. To provide optimal performance, 
VXWMemPart::alloc() returns a pointer to a buffer having the appropriate alignment for 
the architecture in use. The portion of the allocated buffer reserved for system 
bookkeeping, known as the overhead, may vary depending on the architecture. 


Architecture Boundary Overhead 
68K 4 8 

SPARC 8 12 

MIPS 8 12 

i960 16 16 


INCLUDE FILES vxwMemPartLib.h 


SEE ALSO vxwSmLib 


VXWModule 


NAME VXWModule - object module class (WFC Opt.) 


METHODS VXWModule::VXWModule( ) — build module object from module ID 
VxXWModule::VXWModule( ) — load an object module at specified memory addresses 
VXWModule::VXWModule( ) — load an object module into memory 
VXWModule::VXWModule( ) — create and initialize an object module 
VXWModule::~VXWModule( ) — unload an object module 
VXWModule::flags( ) — get the flags associated with this module 
VxXWModule::info() — get information about object module 
VXWModule::name() — get the name associated with module 
VxXWModule::segFirst( ) — find the first segment in module 
VxWModule::segGet( ) — get (delete and return) the first segment from module 
VxXWModule::segNext( ) — find the next segment in module 


DESCRIPTION The VXWModule class provides a generic object-module loading facility. Any object files 
in a supported format may be loaded into memory, relocated properly, their external 
references resolved, and their external definitions added to the system symbol table for 
use by other modules. Modules may be loaded from any I/O stream. 


INCLUDE FILE vxwLoadLib.h 


SEE ALSO usrLib, symLib, VXWMemPart, VxWorks Programmer’s Guide: C++ Development 
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VXWMsgQ - message queue classes (WFC Opt.) 


VXWMsgQ::VXWMsgQ() - create and initialize a message queue 
VXWMsgQ::VXWMsgQ() — build message-queue object from ID 
VXWMsgQ::~VXWMsgQ() — delete message queue 
VXWMsgQ::send() — send a message to message queue 
VXWMsgQ::receive( ) — receive a message from message queue 
VXWMsgQ::numMsgs( ) — report the number of messages queued 
VXWMsgQ::info() — get information about message queue 
VXWMsgQ::show() — show information about a message queue 


The VXWMsgQ class provides message queues, the primary intertask communication 
mechanism within a single CPU. Message queues allow a variable number of messages 
(varying in length) to be queued in first-in-first-out (FIFO) order. Any task or interrupt 
service routine can send messages to a message queue. Any task can receive messages 
from a message queue. Multiple tasks can send to and receive from the same message 
queue. Full-duplex communication between two tasks generally requires two message 
queues, one for each direction. 


CREATING AND USING MESSAGE QUEUES 


TIMEOUTS 


The message-queue constructor takes parameters to specify the maximum number of 
messages that can be queued to that message queue and the maximum length in bytes of 
each message. Enough buffer space is pre-allocated to accommodate the specified 
number of messages of specified length. 


A task or interrupt service routine sends a message to a message queue with 
VXWMsgQ::send(). If no tasks are waiting for messages on the message queue, the 
message is simply added to the buffer of messages for that queue. If any tasks are already 
waiting to receive a message from the message queue, the message is immediately 
delivered to the first waiting task. 


A task receives a message from a message queue with VXWMsgQ::receive( ). If any 
messages are already available in the message queue’s buffer, the first message is 
immediately dequeued and returned to the caller. If no messages are available, the calling 
task blocks and joins a queue of tasks waiting for messages. This queue of waiting tasks 
can be ordered either by task priority or FIFO, as specified in an option parameter when 
the queue is created. 


Both VXWMsgQ::send( ) and VKWMsgQ::receive() take timeout parameters. When 
sending a message, if no buffer space is available to queue the message, the timeout 
specifies how many ticks to wait for space to become available. When receiving a 
message, the timeout specifies how many ticks to wait if no message is immediately 
available. The timeout parameter can have the special values NO_WAIT (0) or 
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WAIT_FOREVER (-1). NO_WAIT means the routine should return immediately; 
WAIT_FOREVER means the routine should never time out. 


The VXWMsgQ::send() routine allows the priority of a message to be specified as either 
normal (MSG_PRI_NORMAL) or urgent (MSG_PRI_URGENT). Normal priority messages 
are added to the tail of the list of queued messages, while urgent priority messages are 
added to the head of the list. 


vxwMsgQLib.h 


pipeDrv, msgQSmLib, VxWorks Programmer’s Guide: Basic OS 


VXWRingBuf 


VXWRingBuf — ring buffer class (WFC Opt.) 


VXWRingBuf::VXWRingBuf( ) — create an empty ring buffer 
VXWRingBuf::VXWRingBuf( ) — build ring-buffer object from existing ID 
VXWRingBuf::~ VXWRingBuf( ) - delete ring buffer 

VXWRingBuf::get() — get characters from ring buffer 

VXWRingBuf::put() — put bytes into ring buffer 

VXWRingBuf::flush() — make ring buffer empty 

VXWRingBuf::freeBytes( ) — determine the number of free bytes in ring buffer 
VXWRingBuf::isEmpty() — test whether ring buffer is empty 
VXWRingBuf::isFull() — test whether ring buffer is full (no more room) 
VXWRingBuf::moveAhead( ) — advance ring pointer by n bytes 
VXWRingBuf::nBytes() — determine the number of bytes in ring buffer 
VXWRingBuf::putAhead( ) — put a byte ahead in a ring buffer without moving ring 
pointers 


The VXWRingBuf class provides routines for creating and using ring buffers, which are 
first-in-first-out circular buffers. The routines simply manipulate the ring buffer data 
structure; no kernel functions are invoked. In particular, ring buffers by themselves 
provide no task synchronization or mutual exclusion. 


However, the ring buffer pointers are manipulated in such a way that a reader task 
(invoking VXWRingBuf::get()) and a writer task (invoking VX WRingBuf::put()) can 
access a ring simultaneously without requiring mutual exclusion. This is because readers 
only affect a read pointer and writers only affect a writepointer in a ring buffer data 
structure. However, access by multiple readers or writers must be interlocked through a 
mutual exclusion mechanism (for example, a mutual-exclusion semaphore guarding a 
ring buffer). 
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VXWSem 


vxwRngLib.h 


VXWSem 


VXWSem - semaphore classes (WFC Opt.) 


VxWSem::VXWSem() — build semaphore object from semaphore ID 
VxWSem::~VXWSem() — delete a semaphore 

VxXWSemi::give() — give a semaphore 

VxXWSemi::take() — take a semaphore 

VxWSemi::flush() — unblock every task pended on a semaphore 

VxXWSemi::id() — reveal underlying semaphore ID 

VxXWSemi::info() — get a list of task IDs that are blocked on a semaphore 
VXWSem::show() — show information about a semaphore 
VxXWCSem::VXWCSem( ) — create and initialize a counting semaphore 
VXWBSem::VXWBSem( ) - create and initialize a binary semaphore 
VXWMSem::VXWMSem( ) - create and initialize a mutual-exclusion semaphore 
VXWMSem::giveForce( ) — give a mutual-exclusion semaphore without restrictions 


Semaphores are the basis for synchronization and mutual exclusion in VxWorks. They are 
powerful in their simplicity and form the foundation for numerous VxWorks facilities. 


Different semaphore types serve different needs, and while the behavior of the types 
differs, their basic interface is the same. The VXWSem class provides semaphore routines 
common to all VxWorks semaphore types. For all types, the two basic operations are 
VxXWSemi::take() and VXWSem::give( ), the acquisition or relinquishing of a semaphore. 


Semaphore creation and initialization is handled by the following classes, which inherit 
the basic operations from VXWSem: 


VXWBSem - binary semaphores 
VXWCSem - counting semaphores 
VXWMSem - mutual exclusion semaphores 


Two additional semaphore classes provide semaphores that operate over shared memory 
(with the optional product VxMP). These classes also inherit from VXWSmNameLib; 
they are described in vxwSmLib. The following are the class names for these 
shared-memory semaphores: 


VXWSmBSem - shared-memory binary semaphores 
VXWSmCSem - shared-memory counting semaphores 


Binary semaphores offer the greatest speed and the broadest applicability. 


The VXWSem class provides all other semaphore operations, including routines for 
semaphore control, deletion, and information. 
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SEMAPHORE CONTROL 


The VXWSem::take( ) call acquires a specified semaphore, blocking the calling task or 
making the semaphore unavailable. All semaphore types support a timeout on the 
VxXWsSem::take() operation. The timeout is specified as the number of ticks to remain 
blocked on the semaphore. Timeouts of WAIT_FOREVER and NO_WAIT codify common 
timeouts. If a VXWSem::take() times out, it returns ERROR. Refer to the library of the 
specific semaphore type for the exact behavior of this operation. 


The VXWSem::give( ) call relinquishes a specified semaphore, unblocking a pended task 
or making the semaphore available. Refer to the library of the specific semaphore type for 
the exact behavior of this operation. 


The VXWSem::flush() call may be used to atomically unblock all tasks pended on a 
semaphore queue; that is, it unblocks all tasks before any are allowed to run. It may be 
thought of as a broadcast operation in synchronization applications. The state of the 
semaphore is unchanged by the use of VxWSem::flush(); it is not analogous to 
VxXWSemi::give(). 


SEMAPHORE DELETION 


The VXWSem::~VXWSem( ) destructor terminates a semaphore and deallocates any 
associated memory. The deletion of a semaphore unblocks tasks pended on that 
semaphore; the routines which were pended return ERROR. Take care when deleting 
semaphores, particularly those used for mutual exclusion, to avoid deleting a semaphore 
out from under a task that already has taken (owns) that semaphore. Applications should 
adopt the protocol of only deleting semaphores that the deleting task has successfully 
taken. 


SEMAPHORE INFORMATION 


INCLUDE FILES 


SEE ALSO 


The VXWSem::info() call is a useful debugging aid, reporting all tasks blocked on a 
specified semaphore. It provides a snapshot of the queue at the time of the call, but 
because semaphores are dynamic, the information may be out of date by the time it is 
available. As with the current state of the semaphore, use of the queue of pended tasks 
should be restricted to debugging uses only. 


vxwSemLib.h 


vxwTaskLib, vxwSmLib, VxWorks Programmer's Guide: Basic OS 
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7. Libraries 
VXWSmName 


VXWSmName 


VXWSmName - naming behavior common to all shared memory classes (WFC Opt.) 


VxWSmName::~VXWSmName( )- remove an object from the shared memory objects name 
database 

VXWSmName::nameSet( ) — define a name string in the shared-memory name database 

VxWSmName::nameGet() — get name and type of a shared memory object 

VxWSmName::nameGet( ) — get name of a shared memory object 


This class library provides facilities for managing entries in the shared memory objects 
name database. The shared memory objects name database associates a name and object 
type with a value and makes that information available to all CPUs. A name is an 
arbitrary, null-terminated string. An object type is a small integer, and its value is a global 
(shared) ID or a global shared memory address. 


Names are added to the shared memory name database with 
VxWSmName::VXWSmName(). They are removed by VXWSmName::~ VXWSmName( ). 


Name database contents can be viewed using smNameShow(). 


The maximum number of names to be entered in the database SM_OBJ_MAX_NAME is 
defined in configAll.h. This value is used to determine the size of a dedicated shared 
memory partition from which name database fields are allocated. 


The estimated memory size required for the name database can be calculated as follows: 
<name database pool size> = SM_OBJ_MAX_NAME * 40 (bytes) 
The display facility for the shared memory objects name database is provided by 


smNameShow. 


Before routines in this library can be called, the shared memory object facility must be 
initialized by calling usrSmObjInit(), which is found in sre/config/usrSmObj.c. This is 
done automatically from the root task, usrRoot(), in usrConfig.c if INCLUDE_SM_OBJ is 
defined in configAII.h. 


This module depends on code that is distributed as a component of the unbundled shared 
memory objects support option, VxMP. 


vxwSmNameLib.h 


smNameLib, smNameShow, vxwSmLib, smObjShow, usrSmObjInit(), VxWorks 
Programmer's Guide: Shared Memory Objects 
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VXWSymTab 


VXWSymTab — symbol table class (WFC Opt.) 


VxWSymTab::VXWSymTav( ) — create a symbol table 

VxWSymTab::VXWSymTab( ) — create a symbol-table object 
VxWSymTab::~VXWSymTav( ) — delete a symbol table 

VxWSymTab::add() — create and add symbol to a symbol table, including group number 
VxWSymTab::each( ) — call a routine to examine each entry in a symbol table 
VxWSymTab::findByName( ) — look up a symbol by name 
VxWSymTab::findByNameAndType( ) — look up a symbol by name and type 
VxWSymTab::findByValue( ) — look up a symbol by value 
VxWSymTab::findByValueAndType( ) — look up a symbol by value and type 
VXWSymTab::remove( ) — remove a symbol from a symbol table 


This class library provides facilities for managing symbol tables. A symbol table 
associates a name and type with a value. A name is simply an arbitrary, null-terminated 
string. A symbol type is a small integer (typedef SYM_TYPE), and its value is a character 
pointer. Though commonly used as the basis for object loaders, symbol tables may be 
used whenever efficient association of a value with a name is needed. 


If you use the VXWSymTab class to manage symbol tables local to your own applications, 
the values for SYM_TYPE objects are completely arbitrary; you can use whatever one-byte 
integers are appropriate for your application. 


If the VxWorks system symbol table is configured into your target system, you can use the 
VXWSymTab class to manipulate it based on its symbol-table ID, recorded in the global 
sysSymTbl; see VxWSymTab::VXWSymTaD( ) to construct an object based on this global. 
In the VxWorks target-resident global symbol table, the values for SYM_TYPE are N_ABS, 
N_TEXT, N_DATA, and N_BSS (defined in a_out.h); these are all even numbers, and any of 
them may be combined (via boolean or) with N_EXT (1). These values originate in the 
section names for a.out object code format, but the VxWorks system symbol table uses 
them as symbol types across all object formats. (The VxWorks system symbol table also 
occasionally includes additional types, in some object formats.) 


All operations on a symbol table are interlocked by means of a mutual-exclusion 
semaphore in the symbol table structure. 


Symbols are added to a symbol table with VXWSymTab::add(). Each symbol in the 
symbol table has a name, a value, and a type. Symbols are removed from a symbol table 
with VXWSymTab::remove( ). 


Symbols can be accessed by either name or value. The routine 
VxWSymTab::findByName( ) searches the symbol table for a symbol of a specified name. 
The routine VXWSymTab::findByValue( ) finds the symbol with the value closest to a 
specified value. The routines VX WSymTab::findByNameAndType( ) and 
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VxWSymTab::findByValueAndType( ) allow the symbol type to be used as an additional 
criterion in the searches. 


Symbols in the symbol table are hashed by name into a hash table for fast look-up by 
name, for instance with VX WSymTab::findByName( ). The size of the hash table is 
specified during the creation of a symbol table. Look-ups by value, such as with 
VxWSymTab::findByValue( ), must search the table linearly; these look-ups can thus be 
much slower. 


The routine VXWSymTab::each() allows each symbol in the symbol table to be examined 
by a user-specified function. 


Name clashes occur when a symbol added to a table is identical in name and type toa 
previously added symbol. Whether or not symbol tables can accept name clashes is set by 
a parameter when the symbol table is created with VXWSymTab::VXWSymTav( ). If 
name clashes are not allowed, VXWSymTab::add( ) returns an error if there is an attempt 
to add a symbol with identical name and type. If name clashes are allowed, adding 
multiple symbols with the same name and type is not an error. In such cases, 
VxWSymTab::findByName( ) returns the value most recently added, although all versions 
of the symbol can be found by VXWSymTab::each(). 


vxwSymLib.h 


vxwLoadLib 


VXWTask 


VXWTask -— task class (WFC Opt.) 


VXWTask::VXWTask( ) — initialize a task object 
VXWTask::VXWTask() — create and spawn a task 
VXWTask::VXWTask( ) — initialize a task with a specified stack 
VXWTask::~VXWTask() — delete a task 
VXWTask::activate() — activate a task 
VXWTask::deleteForce( ) — delete a task without restriction 
VXWTask::envCreate( ) — create a private environment 
VXWTask::errNo() — retrieve error status value 
VXWTask::errNo( ) — set error status value 

VXWTask::id() — reveal task ID 

VXWTask::info() — get information about a task 
VXWTask::isReady( ) — check if task is ready to run 
VXWTask::isSuspended( ) — check if task is suspended 
VXWTask::kill() — send a signal to task 

VXWTask::name() — get the name associated with a task ID 
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VXWTask::options( ) — examine task options 
VXWTask::options( ) — change task options 
VXWTask::priority() — examine the priority of task 
VXWTask::priority() — change the priority of a task 
VXWTask::registers() — set a task’s registers 
VXWTask::registers() — get task registers from the TCB 
VXWTask::restart() — restart task 

VXWTask::resume( ) — resume task 

VXWTask::show() — display the contents of task registers 
VXWTask::show() — display task information from TCBs 
VXWTask::sigqueue( ) — send a queued signal to task 
VXWTask::SRSet( ) — set the task status register (MC680x0, MIPS, i386/1486) 
VXWTask::statusString() — get task status as a string 
VXWTask::suspend() — suspend task 

VXWTask::tcb() — get the task control block 
VXWTask::varAdd() — add a task variable to task 
VXWTask::varDelete() — remove a task variable from task 
VXWTask::varGet() — get the value of a task variable 
VXWTask::varInfo() — get a list of task variables 
VXWTask::varSet() — set the value of a task variable 


This library provides the interface to the VxWorks task management facilities. This class 
library provides task control services, programmatic access to task information and 
debugging features, and higher-level task information display routines. 


Tasks are created with the constructor VXWTask::VXWTask(). Task creation consists of 
the following: allocation of memory for the stack and task control block (WIND_TCB), 
initialization of the WIND_TCB, and activation of the WIND_TCB. Special needs may 
require the use of the lower-level method VXWTask::activate( ). 


Tasks in VxWorks execute in the most privileged state of the underlying architecture. Ina 
shared address space, processor privilege offers no protection advantages and actually 
hinders performance. 


There is no limit to the number of tasks created in VxWorks, as long as sufficient memory 
is available to satisfy allocation requirements. 


If a task exits its "main" routine, specified during task creation, the kernel implicitly calls 
exit() to delete the task. Tasks can be deleted with the exit() routine, or explicitly with 
the deleteoperator, which arranges to call the class destructor VXWTask::~ VXWTask(). 


Task deletion must be handled with extreme care, due to the inherent difficulties of 
resource reclamation. Deleting a task that owns a critical resource can cripple the system, 
since the resource may no longer be available. Simply returning a resource to an available 
state is not a viable solution, since the system can make no assumption as to the state of a 
particular resource at the time a task is deleted. 
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A task can protect itself from deletion by taking a mutual-exclusion semaphore created 
with the SEM_DELETE_SAFE option (see vxwSemLib for more information). Many 
VxWorks system resources are protected in this manner, and application designers may 
wish to consider this facility where dynamic task deletion is a possibility. 


The sigLib facility may also be used to allow a task to execute clean-up code before 
actually expiring. 


The following methods control task state: VXWTask::resume(), VXWTask::suspend(), 
VXWTask::restart(), VXWTask::priority(), and VXWTask::registers( ). 


VxWorks schedules tasks on the basis of priority. Tasks may have priorities ranging from 
0, the highest priority, to 255, the lowest priority. The priority of a task in VxWorks is 
dynamic, and an existing task’s priority can be changed or examined using 
VXWTask-:priority(). 


taskLib.h 


taskLib, taskHookLib, vxwSemLib, kernelLib, VxWorks Programmer's Guide: Basic OS 


VxXwwd 


VXWW4d - watchdog timer class (WFC Opt.) 


VxWwwWa::VXWWd( ) - construct a watchdog timer 
VxWwwWa::VXWWd( ) - construct a watchdog timer 
VxWWa::~VXWWd() — destroy a watchdog timer 
VxWWa::cancel() — cancel a currently counting watchdog 
VxWWa::start() — start a watchdog timer 


This library provides a general watchdog timer facility. Any task may create a watchdog 
timer and use it to run a specified routine in the context of the system-clock ISR, after a 
specified delay. 


Once a timer has been created, it can be started with VXWWa::start(). The 
VxWWa::start() routine specifies what routine to run, a parameter for that routine, and 
the amount of time (in ticks) before the routine is to be called. (The timeout value is in 
ticks as determined by the system clock; see sysClkRateSet() for more information.) 
After the specified delay ticks have elapsed (unless Vx WWéa::cancel( ) is called first to 
cancel the timer) the timeout routine is invoked with the parameter specified in the 
VxXWWa::start() call. The timeout routine is invoked whether the task which started the 
watchdog is running, suspended, or deleted. 
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The timeout routine executes only once per VX WWéa::start() invocation; there is no need 
to cancel a timer with VXWWéa::cancel( ) after it has expired, or in the expiration callback 
itself. 


Note that the timeout routine is invoked at interrupt level, rather than in the context of the 
task. Thus, there are restrictions on what the routine may do. Watchdog routines are 
constrained to the same rules as interrupt service routines. For example, they may not 
take semaphores, issue other calls that may block, or use I/O system routines like printf(). 


In the fragment below, if maybeSlowRoutine() takes more than 60 ticks, logMsg() will be 
called with the string as a parameter, causing the message to be printed on the console. 
Normally, of course, more significant corrective action would be taken. 


VXWWd *pWd = new VXWWd; 

pWd->start (60, logMsg, "Help, I’ve timed out!"); 
maybeSlowRoutine (); /* user-supplied routine */ 
delete pWd; 


vxwWdLib.h 


wd Lib, logLib, VxWorks Programmer's Guide: Basic OS, C++ Development 


wd33c93Lib 


wd33c93Lib — WD33C93 SCSI-Bus Interface Controller (SBIC) library 


wd33c93CtrlInit( ) — initialize the user-specified fields in an SBIC structure 
wd33c93Show( ) — display the values of all readable WD33C93 chip registers 


This library contains the main interface routines to the Western Digital WD33C93 and 
WD33C93A SCSI-Bus Interface Controllers (SBIC). However, these routines simply switch 
the calls to either the SCSI-1 or SCSI-2 drivers, implemented in wd33c93Lib1 and 
wd33c93Lib2 respectively, as configued by the Board Support Package (BSP). 


In order to configure the SCSI-1 driver, which depends upon scsi1Lib, the 
wd33c93CtrlCreate( ) routine, defined in wd33c93Lib1, must be invoked. Similarly, 
wd33c93CtrlCreateScsi2( ), defined in wd33c93Lib2 and dependent on scsi2Lib, must be 
called to configure and initialize the SCSI-2 driver. 


wd33c93.h, wd33c93_1.h, wd33c93_2.h 
scsiLib, scsilLib, scsi2Lib, wd33c93Lib1, wd33c93Lib2, Western Digital WD33C92/93 


SCSI-Bus Interface Controller, Western Digital WD33C92A/93A SCSI-Bus Interface Controller, 
VxWorks Programmer's Guide: I/O System 
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wd33c93Lib1 


wd33c93Lib1 — WD33C93 SCSI-Bus Interface Controller library (SCSI-1) 
wd33c93CtrlCreate( ) — create and partially initialize a WD33C93 SBIC structure 


This library contains part of the I/O driver for the Western Digital WD33C93 and 
WD33C93A SCSI-Bus Interface Controllers (SBIC). The driver routines in this library 
depend on the SCSI-1 version of the SCSI standard; for driver routines that do not 
depend on SCSI-1 or SCSI-2, and for overall SBIC driver documentation, see wd33c93Lib. 
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Most of the routines in this driver are accessible only through the I/O system. The only 
exception in this portion of the driver is wd33c93CtrlCreate( ), which creates a controller 
structure. 


wd33c93.h, wd33c93_1.h 


scsiLib, scsilLib, wd33c93Lib 


wd33c93Lib2 


wd33c93Lib2 — WD33C93 SCSI-Bus Interface Controller library (SCSI-2) 
wd33c93CtrlCreateScsi2() — create and partially initialize an SBIC structure 


This library contains part of the I/O driver for the Western Digital WD33C93_ family of 
SCSI-2 Bus Interface Controllers (SBIC). It is designed to work with scsi2Lib. The driver 
routines in this library depend on the SCSI-2 ANSI specification; for general driver 
routines and for overall SBIC documentation, see wd33c93Lib. 


USER-CALLABLE ROUTINES 


INCLUDE FILES 


SEE ALSO 


Most of the routines in this driver are accessible only through the I/O system. The only 
exception in this portion of the driver is wd33c93CtrlCreateScsi2(), which creates a 
controller structure. 


wd33c93.h, wd33c93_2.h 


scsiLib, scsi2Lib, wd33c93Lib, VxWorks Programmer's Guide: I/O System 
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wdbEndPktDrv 


NAME wdbEndPktDrv — END based packet driver for lightweight UDP/IP 
ROUTINES No Callable Routines 


DESCRIPTION This is an END based driver for the WDB system. It uses the MUX and END based 
drivers to allow for interaction between the target and target server. 


USAGE The driver is typically only called only from usrWdb.c. The only directly callable routine 
in this module is wdbEndPktDevInit(). Your configAll.hfile will have to be modified so 
that WDB_COMM_TYPE is defined as WOB_COMM_END. 


DATA BUFFERING The drivers only need to handle one input packet at a time because the WDB protocol 
only supports one outstanding host-request at a time. If multiple input packets arrive, the 
driver can simply drop them. The driver then loans the input buffer to the WDB agent, 
and the agent invokes a driver callback when it is done with the buffer. 


For output, the agent will pass the driver a chain of mbufs, which the driver must send as 
a packet. When it is done with the mbufs, it calls wdbMbufChainFree( ) to free them. The 
header file wdbMbuflib.h provides the calls for allocating, freeing, and initializing mbufs 
for use with the lightweight UDP/IP interpreter. It ultimatly makes calls to the routines 
wdbMbufAlloc and wdbMbufFree, which are provided in source code in usrWdb.c. 


wdbLib 


NAME wdbLib — WDB agent context management library 
ROUTINES wdbSystemSuspend( ) — suspend the system. 
DESCRIPTION This library provides a routine to transfer control from the run time system to the WDB 


agent running in external mode. This agent in external mode allows a system-wide 
control, including ISR debugging, from a host tool (e.g.: Crosswind, WindSh ...) through 
the target server and the WDB communcation link. 


INCLUDE FILES wdb/wdbLib.h 


SEE ALSO API Guide: WTX Protocol, Tornado User’s Guide: Overview 
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wdbNetromPktDrv 


wdbNetromPktDrv — NETROM packet driver for the WDB agent 
wdbNetromPktDevInit( ) — initialize a NETROM packet device for the WDB agent 


This is a lightweight NETROM driver that interfaces with the WDB agent’s UDP/IP 
interpreter. It allows the WDB agent to communicate with the host using the NETROM 
ROM emulator. It uses the emulator’s read-only protocol for bi-directional 
communication. It requires that NetROM’s udpsrcmode option is on. 


wdbPipePktDrv 


wdbPipePktDrv — pipe packet driver for lightweight UDP/IP 
wadbPipePktDevInit( ) — initialize a pipe packet device. 


This module is a pipe for drivers interfacing with the WDB agent's lightweight UDP/IP 
interpreter. It can be used as a starting point when writing new drivers. Such drivers are 
the lightweight equivalent of a network interface driver. 


These drivers, along with the lightweight UDP-IP interpreter, have two benefits over the 
stand combination of a netif driver + the full VxWorks networking stack; First, they can 
run in a much smaller amout of target memory because the lightweight UDP-IP 
interpreter is much smaller than the VxWorks network stack (about 800 bytes total). 
Second, they provide a communication path which is independant of the OS, and thus can 
be used to support an external mode (e.g., monitor style) debug agent. 


Throughout this file the word "pipe" is used in place of a real driver name. For example, if 
you were writing a lightweight driver for the lance ethernet chip, you would want to 
substitute "pipe" with "In" throughout this file. 


PACKET READY CALLBACK 


When the driver detects that a packet has arrived (either in its receiver ISR or in its poll 
input routine), it invokes a callback to pass the data to the debug agent. Right now the 
callback routine is called "udpRcev", however other callbacks may be added in the future. 
The driver’s wdbPipeDevInit() routine should be passed the callback as a parameter and 
place it in the device data structure. That way the driver will continue to work if new 
callbacks are added later. 
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Ideally the driver should support both polled and interrupt mode, and be capable of 
switching modes dynamically. However this is not required. When the agent is not 
running, the driver will be placed in "interrupt mode" so that the agent can be activated as 
soon as a packet arrives. If your driver does not support an interrupt mode, you can 
simulate this mode by spawning a VxWorks task to poll the device at periodic intervals 
and simulate a receiver ISR when a packet arrives. 


For dynamically mode switchable drivers, be aware that the driver may be asked to 
switch modes in the middle of its input ISR. A driver’s input ISR will look something like 
this: 


doSomeStuff () ; 
pPktDev->wdbDrvIf.stackRcv (pMbuf) ; /* invoke the callback */ 
doMoreStuff () ; 


If this channel is used as a communication path to an external mode debug agent, then the 
agent’s callback will lock interrupts, switch the device to polled mode, and use the device 
in polled mode for awhile. Later on the agent will unlock interrupts, switch the device 
back to interrupt mode, and return to the ISR. In particular, the callback can cause two 
mode switches, first to polled mode and then back to interrupt mode, before it returns. 
This may require careful ordering of the callback within the interrupt handler. For 
example, you may need to acknowledge the interrupt within the doSomeStuff() 
processing rather than the doMoreStuff() processing. 


The driver is typically only called only from usrWdb.c. The only directly callable routine 
in this module is wdbPipePktDevInit(). You will need to modify usrWdb.c to allow your 
driver to be initialized by the debug agent. You will want to modify usrWdb.c to include 
your driver’s header file, which should contain a definition of WDB_PIPE_PKT_MTU. 
There is a default user-selectable macro called WDB_MTU, which must be no larger than 
WDB_PIPE_PKT_MTU. Modify the begining of usrWdb.c to insure that this is the case by 
copying the way it is done for the other drivers. The routine wdbCommIfInit() also needs 
to be modified so that if your driver is selected as the WOB_COMM_TYPE, then your 
drivers init routine will be called. Search usrWdb.c for the macro WOB_COMM_CUSTOM 
and mimic that style of initialization for your driver. 


The drivers only need to handle one input packet at a time because the WDB protocol 
only supports one outstanding host-request at a time. If multiple input packets arrive, the 
driver can simply drop them. The driver then loans the input buffer to the WDB agent, 
and the agent invokes a driver callback when it is done with the buffer. 


For output, the agent will pass the driver a chain of mbufs, which the driver must send as 
a packet. When it is done with the mbufs, it calls wdbMbufChainFree( ) to free them. The 
header file wdbMbuflib.h provides the calls for allocating, freeing, and initializing mbufs 
for use with the lightweight UDP/IP interpreter. It ultimatly makes calls to the routines 
wdbMbufAlloc() and wdbMbufFree( ), which are provided in source code in usrWdb.c. 


1-434 


NAME 


ROUTINES 


DESCRIPTION 


NAME 


ROUTINES 


DESCRIPTION 


7. Libraries 
wdbTsfsDrv 


wdbSlipPktDrv 


wdbSlipPktDrv — a serial line packetizer for the WDB agent 
wadbSlipPktDevInit( ) — initialize a SLIP packet device for a WDB agent 


This is a lightweight SLIP driver that interfaces with the WDB agents UDP/'P interpreter. 
It is the lightweight equivalent of the VxWorks SLIP netif driver, and uses the same 
protocol to assemble serial characters into IP datagrams (namely the SLIP protocol). SLIP 
is a simple protocol that uses four token characters to delimit each packet: 


— FRAME_END (0300) 

— FRAME_ESC (0333) 

— FRAME_TRANS_END (0334) 
— FRAME_TRANS_ESC (0335) 


The END character denotes the end of an IP packet. The ESC character is used with 
TRANS_END and TRANS_ESC to circumvent potential occurrences of END or ESC within 
a packet. If the END character is to be embedded, SLIP sends "ESC TRANS_END" to avoid 
confusion between a SLIP-specific END and actual data whose value is END. If the ESC 
character is to be embedded, then SLIP sends "ESC TRANS_ESC" to avoid confusion. 
(Note that the SLIP ESC is not the same as the ASCII ESC.) 


On the receiving side of the connection, SLIP uses the opposite actions to decode the SLIP 
packets. Whenever an END character is received, SLIP assumes a full packet has been 
received and sends on. 


This driver has an MTU of 1006 bytes. If the host is using a real SLIP driver with a smaller 
MTU, then you will need to lower the definition of WDB_MTU in configAII.h so that the 
host and target MTU match. If you are not using a SLIP driver on the host, but instead are 
using the target server’s wdbserial backend to connect to the agent, then you do not need 
to worry about incompatabilities between the host and target MTUs. 


wdbTsfsDrv 


wdbTsfsDrv — virtual generic file I/O driver for the WDB agent 
wdbTsfsDro() — initialize the TSFS device driver for a WDB agent 
This library provides a virtual file I/O driver for use with the WDB agent. I/O is 


performed on this virtual I/O device exactly as it would be on any device referencing a 
VxWorks file system. File operations, such as read() and write(), move data over a 
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virtual I/O channel created between the WDB agent and the Tornado target server. The 
operations are then executed on the host file system. Because file operations are actually 
performed on the host file system by the target server, the file system presented by this 
virtual I/O device is known as the target-server file system, or TSFS. 


The driver is installed with wdbTsfsDrv( ), creating a device typically called /tgtsvr. See 
the manual page for wdbTsfsDrv( ) for more information about using this function. The 
initialization is done automatically, enabling access to TSFS, when INCLUDE_WDB_TSEFS is 
defined. The target server also must have TSFS enabled in order to use TSFS. See the 
WindView User’s Guide: Data Upload and the target server documentation. 


TSFS provides all of the functionality of other VxWorks file systems. For details, see the 
VxWorks Programmer's Guide: I/O System and Local File Systems.In addition to normal files, 
however, TSFS also provides basic access to TCP sockets. This includes opening the client 
side of a TCP socket, reading, writing, and closing the socket. Basic setsockopt( ) 
commands are also supported. 


To open a TCP socket using TSFS, use a filename of the form: 
TCP : server_name | server_ip:port_number 


To open and connect a TCP socket to a server socket located on a server named 
mongoose, listening on port 2010, use the following: 


fd = open ("/tgtsvr/TCP:mongoose:2010", 0, 0) 


The open flags and permission arguments to the open call are ignored when opening a 
socket through TSFS. If the server mongoose has an IP number of 144.12.44.12, you can 
use the following equivalent form of the command: 


fd = open ("/tgtsvr/TCP:144.12.44.12:2010", 0, 0) 


All directory functions, such as mkdir(), rmdir(), opendir(), readdir( ), closedir(), and 
rewinddir() are supported by TSFS, regardless of whether the target server providing 
TSFS is being run on a UNIX or Windows host. 


While it is possible to open and close directories using open() and close(), it is not 
possible to read from a directory using read(). Instead, readdir() must be used. It is also 
not possible to write to an open directory, and opening a directory for anything other than 
read-only results in an error, with errno set to EISDIR. Calling read() on a directory 
returns ERROR with errno set to EISDIR. 


When the target server that is providing the TSFS is running on a Windows host, the 
default file-translation mode is binary translation. If text translation is required, then 
WDB_TSFS_O_TEXT can be included in the mode argument to open(). For example: 


fd = open ("/tgtsvr/foo", O_CREAT | O_RDWR | WDB_TSFS_O_TEXT, 0777) 


If the target server providing TSFS services is running on a UNIX host, 
WDB_TSFS_O_TEXT is ignored. 
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For general information on the target server, see the reference entry for tgtsvr. In order to 
use this library, the target server must support and be configured with the following 
options: 
-R root 
Specify the root of the host’s file system that is visible to target processes using TSFS. 
This flag is required to use TSFS. Files under this root are by default read only. To 
allow read/write access, specify -RW. 


-RW 


Allow read and write access to host files by target processes using TSFS. When this 
option is specified, access to the target server is restricted as if -L were also specified. 


TSFS supports the following ioc#l() functions for controlling files and sockets. Details 
about each function can be found in the documentation listed below. 
FIOSEEK 
FIOWHERE 
FIOMKDIR 
Create a directory. The path, in this case /tgtsvr/tmp, must be an absolute path 
prefixed with the device name. To create the directory /tmp on the root of the TSFS 
file system use the following: 
status = ioctl (fd, FIOMKDIR, "/tgtsvr/tmp") 


FIORMDIR 
Remove a directory. The path, in this case /tgtsvr/foo, must be an absolute path 
prefixed with the device name. To remove the directory /foo from the root of the 
TSFS file system, use the following: 


status = ioctl (fd, FIORMDIR, "/tgtsvr/foo") 


FIORENAME 
Rename the file or directory represented by fd to the name in the string pointed to by 
arg. The path indicated by arg may be prefixed with the device name or not. Using 
this ioctl() function with the path /foo/gooproduces the same outcome as the path 
/tgtsvr/foo/goo. The path is not modified to account for the current working 
directory, and therefore must be an absolute path. 


char *arg = "/tgtsvr/foo/goo"; 
status = ioctl (fd, FIORENAME, arg); 
FIOREADDIR 


FIONREAD 
Return the number of bytes ready to read on a TSFS socket file descriptor. 


FIOFSTATGET 
FIOGETFL 


The following ioc#tl() functions can be used only on socket file descriptors. Using these 
functions with ioctl() provides similar behavior to the setsockopt() and getsockopt( ) 
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functions usually used with socket descriptors. Each command’s name is derived from a 
getsockopt()/setsockopt() command and works in exactly the same way as the 
respective getsockopt( )/setsockopt() command. The functions setsockopt() and 
getsockopt() can not be used with TSFS socket file descriptors. 


For example, to enable recording of debugging information on the TSFS socket file 
descriptor, call: 


int arg = 1; 
status = ioctl (fd, SO_SETDEBUG, arg); 


To determine whether recording of debugging information for the TSFS-socket file 
descritptor is enabled or disabled, call: 


int arg; 
status = ioctl (fd, SO_GETDEBUG, & arg); 


After the call to ioctl(), arg contains the state of the debugging attribute. 
The ioctl() functions supported for TSFS sockets are: 


SO_SETDEBUG 
Equivalent to setsockopt() with the SO_.DEBUG command. 


SO_GETDEBUG 
Equivalent to getsockopt() with the SO_.DEBUG command. 


SO_SETSNDBUF 
This command changes the size of the send buffer of the host socket. The 
configuration of the WDB channel between the host and target also affects the 
number of bytes that can be written to the TSFS file descriptor in a single attempt. 


SO_SETRCVBUF 
This command changes the size of the receive buffer of the host socket. The 
configuration of the WDB channel between the host and target also affects the 
number of bytes that can be read from the TSFS file descriptor in a single attempt. 


SO_SETDONTROUTE 
Equivalent to setsockopt() with the SO.DONTROUTE command. 


SO_GETDONTROUTE 
Equivalent to getsockopt() with the SO.DONTROUTE command. 


SO_SETOOBINLINE 
Equivalent to setsockopt() with the SO_OOBINLINE command. 


SO_GETOOBINLINE 
Equivalent to getsockopt() with the SO_OOBINLINE command. 


SO_SNDURGB 
The SO_LSNDURGB command sends one out-of-band byte (pointed to by arg) through 
the socket. 
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The routines in this library return the VxWorks error codes that most closely match the 
errnos generated by the corresponding host function. If an error is encountered that is due 
to a WDB failure, a WDB error is returned instead of the standard VxWorks errno. If an 
errno generated on the host has no reasonable VxWorks counterpart, the host errno is 
passed to the target calling routine unchanged. 


Tornado User’s Guide, VxWorks Programmer’s Guide: I/O System, Local File Systems 


wdbUlipPktDrv 


wdbUlipPktDrv —- WDB communication interface for the ULIP driver 
wdbUlipPktDevInit( ) — initialize the WDB agent’s communication functions for ULIP 
This is a lightweight ULIP driver that interfaces with the WDB agent’s UDP/IP 


interpreter. It is the lightweight equivalent of the ULIP netif driver. It provides a 
communication path which supports both a task mode and an external mode WDB agent. 


wdbUserEvtLib 


wdbUserEvtLib — WDB user event library 


wadbUserEvtLibInit() — include the WDB user event library 
wdbUserEvtPost() — post a user event string to host tools. 


This library contains routines for sending WDB User Events. The event is sent through 
the WDB agent, the WDB communication link and the target server to the host tools that 
have registered for it. The event received by host tools will be a WTX user event string. 


wdb/wdbLib.h 


Tornado API Programmer’s Guide: WTX Protocol 
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wdbVioDrv 


wdbVioDrv - virtual tty I/O driver for the WDB agent 
wdbVioDrv( ) — initialize the tty driver for a WDB agent 


This library provides a psuedo-tty driver for use with the WDB debug agent. I/O is 
performed on a virtual I/O device just like it is on a VxWorks serial device. The 
difference is that the data is not moved over a physical serial channel, but rather over a 
virtual channel created between the WDB debug agent and the Tornado host tools. 


The driver is installed with wdbVioDrv(). Virtual I/O channels are created by opening 
the device (see wdbVioDro( ) for details). The virtual I/O channels are defined as follows: 


Channel Usage 
0 Virtual console 
1-Oxffffff Dynamically created on the host 


>= 0x1000000 User defined 


Once data is written to a virtual I/O channel on the target, it is sent to the host-based 
target server. The target server allows this data to be sent to another host tool, redirected 
to the "virtual console," or redirected to a file. For details see the Tornado User’s Guide. 


wdLib 


wd Lib — watchdog timer library 


wdCreate() — create a watchdog timer 

wdDelete() — delete a watchdog timer 

wdStart() — start a watchdog timer 

wdCancel() — cancel a currently counting watchdog 


This library provides a general watchdog timer facility. Any task may create a watchdog 
timer and use it to run a specified routine in the context of the system-clock ISR, after a 
specified delay. 


Once a timer has been created with wdCreate( ), it can be started with wdStart(). The 
wdStart() routine specifies what routine to run, a parameter for that routine, and the 
amount of time (in ticks) before the routine is to be called. (The timeout value is in ticks as 
determined by the system clock; see sysClkRateSet() for more information.) After the 
specified delay ticks have elapsed (unless wdCancel() is called first to cancel the timer) 
the timeout routine is invoked with the parameter specified in the wdStart() call. The 
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timeout routine is invoked whether the task which started the watchdog is running, 
suspended, or deleted. 


The timeout routine executes only once per wdStart() invocation; there is no need to 
cancel a timer with wdCancel() after it has expired, or in the expiration callback itself. 


Note that the timeout routine is invoked at interrupt level, rather than in the context of the 
task. Thus, there are restrictions on what the routine may do. Watchdog routines are 
constrained to the same rules as interrupt service routines. For example, they may not 
take semaphores, issue other calls that may block, or use I/O system routines like printf(). 


In the fragment below, if maybeSlowRoutine() takes more than 60 ticks, logMsg() will be 
called with the string as a parameter, causing the message to be printed on the console. 
Normally, of course, more significant corrective action would be taken. 


WDOG_ID wid = wdCreate (); 

wdStart (wid, 60, logMsg, "Help, I’ve timed out!"); 
maybeSlowRoutine (); /* user-supplied routine */ 
wdCancel (wid) ; 


wdLib.h 


logLib, VxWorks Programmer’s Guide: Basic OS 


wdShow 


wdShow - watchdog show routines 


wdShowInit() — initialize the watchdog show facility 
wdShow() — show information about a watchdog 


This library provides routines to show watchdog statistics, such as watchdog activity, a 
watchdog routine, etc. 


The routine wdShowInit() links the watchdog show facility into the VxWorks system. It 
is called automatically when this show facility is configured into VxWorks using either of 
the following methods: 


— If you use configuration header files, define INCLUDE_SHOW_ROUTINES in config.h. 
— If you use the Tornado project facility, select INCLUDE_LWATCHDOGS_SHOW. 


wdLib.h 


wdLib, VxWorks Programmer's Guide: Basic OS, Target Shell, windsh, Tornado User's Guide: 
Shell 
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winSio 
winSio — win serial driver 


winDevInit() — initialize a WIN_CHAN 

winDevInit2() — initialize a WIN_CHAN, part 2 

winIntRcv() — handle a channel's receive-character interrupt 
winIntTx() — transmit a single character. 

dummy Callback() — dummy callback routine 


This is the console serial driver for the Windows simulator. It receives character 
interrupts from Windows and sends them to VxWorks. Device data structures are defined 
in the header file h/drv/sio/winSio.h. A device data structure, WIN_CHAN, is defined for 
each channel. 


The driver is typically only called only by the BSP. The directly callable routines in this 
module are winDevInit(), winDevInit2(), winIntRcv(), and winIntTx(). 


The BSP calls winDevInit( ) to initialize or reset the device. It connects the driver’s 
interrupt handlers (winIntRcv and winIntTx) using intConnect(). After connecting the 
interrupt handlers, the BSP calls winDevInit2() to inform the driver that interrupt mode 
operation is now possible. 


By convention all the BSP-specific serial initialization is performed in a file called 
sysSerial.c, which is #include’ed by sysLib.c. sysSerial.c implements at least four 
functions, sysSerialHwInit(), sysSerialHwInit2(), sysSerialChanGet(), and 
sysSerialReset( ), which work as follows: 


sysSerialHwlInit() is called by sysHwInit() to initialize the serial devices. This routine 
will initialize all the board specific fields in the WIN_CHAN structure (e.g., register I/O 
addresses, etc.) before calling winDevInit(), which resets the device and installs the driver 
function pointers. sysSerialHwInit( ) should also perform any other processing needed 
for the serial drivers, such as configuring on-board interrupt controllers as appropriate. 


sysSerialHwlInit2() is called by sysHwInit2() to connect the serial driver’s interrupt 
handlers using intConnect(). After connecting the interrupt handlers, the call to 
winDevInit2() is made to permit interrupt mode operations to begin. 


sysSerialChanGet( ) is called by usrRoot() to get the serial channel descriptor associated 
with a serial channel number. The routine takes a single parameter which is a channel 
number ranging between zero and NUM_TTY. It returns a pointer to the corresponding 
channel descriptor, SIO_CHAN *, which is just the address of the WIN_CHAN structure. 


sysSerialReset( ) is called from sysToMonitor() and should reset the serial devices to an 
inactive state. 


drv/sio/winSio.h, sioLib.h 
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2Z8530Sio — Z8530 SCC Serial Communications Controller driver 


28530DevInit( ) — intialize a Z8530_DUSART 
28530IntWr( ) — handle a transmitter interrupt 
28530IntRd( ) — handle a reciever interrupt 
z8530IntEx() — handle error interrupts 
28530Int() — handle all interrupts in one vector 


This is the driver for the Z8530 SCC (Serial Communications Controller). It uses the SCCs 
in asynchronous mode only. 


A Z8530_DUSART structure is used to describe the chip. This data structure contains two 
Z8530_CHAN structures which describe the chip’s two serial channels. Supported baud 
rates range from 50 to 38400. The default baud rate is Z8530_DEFAULT_BAUD (9600). The 
BSP may redefine this. 


The BSP’s sysHwInit() routine typically calls sysSerialHwInit() which initializes all the 
values in the Z8530_DUSART structure (except the SIO_DRV_FUNCS) before calling 
z8530DevInit( ). 


The BSP’s sysHwInit2() routine typically calls sysSerialHwInit2() which connects the 
chips interrupts via intConnect() (either the single interrupt z8530Int or the three 
interrupts z8530IntWr, z8530IntRd, and z8530IntEx). 


This driver handles setting of hardware options such as parity (odd, even) and number of 
data bits (5, 6, 7, 8). Hardware flow control is provided with the signals CTS on transmit 
and DSR on read. Refer to the target documentation for the RS232 port configuration. 
The function HUPCL (hang up on last close) is supported. Default hardware options are 
defined by Z8530_DEFAULT_OPTIONS. The BSP may redefine them. 


All device registers are accessed via BSP-defined macros so that memory-mapped as well 
as I/O space accesses can be supported. The BSP may redefine the REG_8530_READ and 
REG_8530_WRITE macros as needed. By default, they are defined as simple 
memory-mapped accesses. 


The BSP may define DATA_REG_8530_DIRECT to cause direct access to the Z8530 data 
register, where hardware permits it. By default, it is not defined. 


The BSP may redefine the macro for the channel reset delay Z8530_RESET_DELAY as well 
as the channel reset delay counter value Z8530_RESET_DELAY_COUNT as required. The 
delay is defined as the minimum time between successive chip accesses (6 PCLKs + 200 
nSec for a Z8530, 4 PCLKs for a Z85C30 or Z85230) plus an additional 4 PCLKs. Ata 
typical PCLK frequency of 10 MHz, each PCLK is 100 nSec, giving a minimum reset delay 
of: 
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10 PCLKs + 200 nSec = 1200 nSec = 1.2 uSec 
Z85x30: 8 PCLKs = 800 nSec = 0.8 uSec 


drv/sio/z8530Sio.h 


zbufLib 


zbufLib — zbuf interface library 


zbufCreate() — create an empty zbuf 

zbufDelete() - delete a zbuf 

zbufInsert() — insert a zbuf into another zbuf 

zbufInsertBuf( ) — create a zbuf segment from a buffer and insert into a zbuf 
zbufInsertCopy() — copy buffer data into a zbuf 

zbufExtractCopy() — copy data from a zbuf to a buffer 

zbufCut() - delete bytes from a zbuf 

zbufSplit() — split a zbuf into two separate zbufs 

zbufDup() — duplicate a zbuf 

zbufLength() — determine the length in bytes of a zbuf 

zbufSegFind( ) — find the zbuf segment containing a specified byte location 
zbufSegNext( ) — get the next segment in a zbuf 

zbufSegPrev() — get the previous segment in a zbuf 

zbufSegData() — determine the location of data in a zbuf segment 
zbufSegLength() — determine the length of a zbuf segment 


This library contains routines to create, build, manipulate, and delete zbufs. Zbufs, also 
known as "zero copy buffers,” are a data abstraction designed to allow software modules 
to share buffers without unnecessarily copying data. 


To support the data abstraction, the subroutines in this library hide the implementation 
details of zbufs. This also maintains the library’s independence from any particular 
implementation mechanism, permitting the zbuf interface to be used with other buffering 
schemes eventually. 


Zbufs have three essential properties. First, a zbuf holds a sequence of bytes. Second, 
these bytes are organized into one or more segments of contiguous data, although the 
successive segments themselves are not usually contiguous. Third, the data within a 
segment may be shared with other segments; that is, the data may be in use by more than 
one zbuf at a time. 


The following data types are used in managing zbufs: 
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ZBUF_ID 
An arbitrary (but unique) integer that identifies a particular zbuf. 


ZBUF_SEG 
An arbitrary (but unique within a single zbuf) integer that identifies a segment within 
a zbuf. 


ADDRESSING BYTES IN ZBUFS 


The bytes in a zbuf are addressed by the combination zbufSeg, offset. The offset may be 
positive or negative, and is simply the number of bytes from the beginning of the segment 
zbufSeg. 


A zbufSeg can be specified as NULL, to identify the segment at the beginning of a zbuf. If 
zbufseg is NULL, offset is the absolute offset to any byte in the zbuf. However, it is more 
efficient to identify a zbuf byte location relative to the zbufSegthat contains it; see 
zbufSegFind() to convert any zbufSeg, offsetpair to the most efficient equivalent. 


Negative offset values always refer to bytes before the corresponding zbufSeg, and are 
usually not the most efficient address formulation in themselves (though using them may 
save your program other work in some cases). 


The following special offset values, defined as constants, allow you to specify the very 
beginning or the very end of an entire zbuf, regardless of the zbufSeg value: 


ZBUF_BEGIN 
The beginning of the entire zbuf. 


ZBUF_END 
The end of the entire zbuf (useful for appending to a zbuf; see below). 


INSERTION AND LIMITS ON OFFSETS 


SHARING DATA 


An offset is not valid if it points outside the zbuf. Thus, to address data currently within 
an N-byte zbuf, the valid offsets relative to the first segment are 0 through N-1. 


Insertion routines are a special case: they obey the usual convention, but they use offset to 
specify where the new data begins after the insertion is complete. With regard to the 
original zbuf data, therefore, data is always inserted just before the byte location 
addressed by the offset value. The value of this convention is that it permits inserting (or 
concatenating) data either before or after the existing data. To insert before all the data 
currently in a zbuf segment, use 0 as offset. To insert after all the data in an N-byte 
segment, use N as offset. An offset of N-1 inserts the data just before the last byte in an 
N-byte segment. 


An offset of 0 is always a valid insertion point; for an empty zbuf, 0 is the only valid offset 
(and NULL the only valid zbufSeg). 


The routines in this library avoid copying segment data whenever possible. Thus, by 
passing and manipulating ZBUF_IDs rather than copying data, multiple programs can 
communicate with greater efficiency. However, each program must be aware of data 
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sharing: changes to the data in a zbuf segment are visible to all zbuf segments that 
reference the data. 


To alter your own program’s view of zbuf data without affecting other programs, first use 
zbufDup() to make a new zbuf; then you can use an insertion or deletion routine, such as 
zbufInsertBuf( ), to add a segment that only your program sees (until you pass a zbuf 
containing it to another program). It is safest to do all direct data manipulation in a 
private buffer, before enrolling it in a zbuf: in principle, you should regard all zbuf 
segment data as shared. 


Once a data buffer is enrolled in a zbuf segment, the zbuf library is responsible for 
noticing when the buffer is no longer in use by any program, and freeing it. To support 
this, zbufInsertBuf() requires that you specify a callback to a free routine each time you 
build a zbuf segment around an existing buffer. You can use this callback to notify your 
application when a data buffer is no longer in use. 


zbufSockLib, VxWorks Programmer's Guide: Network 


zbufSockLib 


zbufSockLib — zbuf socket interface library 


zbufSockLibInit() — initialize the zbuf socket interface library 

zbufSockSend() - send zbuf data to a TCP socket 

zbufSockSendto() — send a zbuf message to a UDP socket 

zbufSockBufSend( ) — create a zbuf from user data and send it to a TCP socket 
zbufSockBufSendto() — create a zbuf from a user message and send it to a UDP socket 
zbufSockRecv( ) — receive data in a zbuf from a TCP socket 

zbufSockRecvfrom( ) — receive a message in a zbuf from a UDP socket 


This library contains routines that communicate over BSD sockets using the zbuf interface 
described in the zbufLib manual page. These zbuf socket calls communicate over BSD 
sockets in a similar manner to the socket routines in sockLib, but they avoid copying data 
unnecessarily between application buffers and network buffers. 


zbufLib, sockLib, VxWorks Programmer’s Guide: Network 
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a0() 
abort() 
abs() 
accept() 
acos() 
acosf() 
acw() 


aic7880CtrICreate( ) 
aic7880dFifoThresholdSet() —set the data FIFO threshold. .......ccceeee 
aic7880EnableFast20() 
aic7880GetNumOfBuses( ) 
aic7880ReadConfig() 
aic7880ScbCompleted( ) 
aic7880WriteConfig( ) 


aioPxLibInit( ) 
aioShow() 
aioSysInit() 
aio_error() 
aio_fsync() 
aio_read() 
aio_return() 
aio_suspend() 
aio_write() 
ambaDevInit() 
ambalIntRx() 
ambalIntTx( ) 
arpAdd() 
arpDelete() 
arpFlush() 
arpShow() 
arptabShow() 


Subroutines 


— return the contents of register a0 (also al — a7) (MC680x0) ... 
— cause abnormal program termination (ANSI) .........:scseseee 2 
— compute the absolute value of an integer (ANSI) .....cceccseceesseessesesesseseeneees 
— accept a connection from a SOCKet ....c.cceseescescssestsstesseseesesesteseeseeseasesteseesessesneseeneens 
— compute an arc cosine (ANSI) 
— compute an arc cosine (ANSI) 
— return the contents of the acw register (1960) .....cseeeseesses esses seesessesesteseseeneees 
— create a control structure for the AIC 7880 ........ 


— enable double speed SCSI data transfers .... 
— perform a PCI bus SCAN o...seececectestesteseeeetesees 
— read from PCI config Space ....cescesceseeeesessestesteseeeetesnes 
— successfully completed execution of a client thread i35 
—tead:to PCIconfis space: ox..4-cenbieanulee wale adiahe aiteaaeast: 
— initialize the asynchronous I/O (AIO) library occ ceecsestesteseeseeeesesteseeseens 
— show AIO requests bi 
— initialize the ATO system river ...cccccccscscsesesteseeseesessestesneseessenesneseeseesesneseeneess 
— retrieve error status of asynchronous I/O operation (POSIX) 0... cece 
— asynchronous file synchronization (POSIX) ......cseeseeteeteeees 

— initiate an asynchronous read (POSIX) .....eceeeeeeeeneeeeeeneeeees 
— retrieve return status of asynchronous I/O operation (POSIX) .. ot 
— wait for asynchronous I/O request(s) (POSIX) ...ecsecceeseesceseseseestsesseseeneees 
— initiate an asynchronous write (POSIX) occ ceeseeseseeesneseeesneeeenseeseseeneees 
— initialise an AMBA channel 
— handle a receiver interrupt 
—handle a transmitter interrupt ....-...cecccececcseseeresseceestensesesneceeseensenetenenensssnssessesetes 
— add an entry to the system ARP table oe 
— delete an entry from the system ARP table ........sceccsccsceseesseseeeeeetesteseeseesesneseeneens 
— flush all entries in the system ARP table .......c.ccecscescessessesseseeseeesesteseeseesesteseeneens 
— display entries in the system ARP table ws 
— display the known ARP entries .......cccccscesesscssesesesteseeseeseseseeseeseanesseseeneesesneseeneess 


asctime() 
asctime_r() 
asin() 

asinf() 
assert() 
ataDevCreate( ) 
ataDrov() 
atan() 
atan2() 
atan2f() 
atanf() 
ataRawio() 
ataShow() 
ataShowInit() 
atexit() 

atof() 

atoi() 

atol() 

b() 

bemp() 
beopy() 
bcopyBytes() 
bcopyDoubles() 
bcopyLongs() 
bcopyWords() 
bd() 

bdall() 

bfill() 
bfillBytes() 
bfillDoubles() 
bh() 

bind() 
bindresvport() 
binvert() 


bootBpAnchorExtract( ) 


bootChange( ) 
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bootLeaseExtract( ) 
bootNetmaskExtract( ) 
bootParamsPrompt() 
bootParamsShow() 


bootpMsgSend( ) 


bootpParamsGet( ) 
bootStringToStruct() 
bootStructToString() 


bsearch() 
bswap() 
bzero() 
bzeroDoubles() 
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— convert broken-down time into a string (ANSI) .....ceccseeesseeeseseeseeseeneseeneseseees 
— convert broken-down time into a string (POSIX) ....ceecseceesseeesesesseseeesseseseeeeeeees 
—compuite'an:are sine (ANSI) «22. csesi.ceicscastnsrnaeneenencanretritan nannies 
— compute an arc sine (ANSI) ...eecececeeees 
— put diagnostics into programs (ANSI) .... 
— create a device fora ATA/IDE disk ........ 
— initialize the ATA driver 
— compute an arc tangent (ANSI) ....ccccececseeesesenesseseseseseesesesssssssessseenenseessssseseeeeenees 
— compute the arc tangent of y/x (ANSI) 
— compute the arc tangent of y/x (ANSI) 
— compute an arc tangent (ANSI) ......cccecsessssereseesesessssesesesesesssseessesesesessassesnsensenens 
— do raw I/O access 
— show the ATA/IDE disk parameters 
— initialize the ATA/IDE disk driver ShOW routine .o...ecceceececccseeesceseesessecssesssessens 
— call a function at program termination (Unimplemented) (ANSI) .... 

— convert a string toa double (ANSI . 
— convert a string to an int (ANSI) ...... 
— convert a string to a long (ANSI) 
= set.or display breakpoints: 'i2..:445.00s Mad nulelenn amen dignege hee ones 
— compare one buffer to another .. 
copy one buffer to another »s:1,.c.cccchececesccssecestenpeccepestdesesssaedeueranueravecvedesssvasuetedersstebares 
— copy one buffer to another one byte at a tiMe 0... cceeeeeseesseseeseseseeseeseseeeeeeseeees 
— copy one buffer to another eight bytes at a time (SPARC) .. 
— copy one buffer to another one long word at a time ............. 
— copy one buffer to another one word at a time ........... eis 
= deleté'a breakpoint: 222. .c8fsceditss alee snk ati Nota deans tet atiertar teenie rete ee 
=deletecall breakpoints’ \.::2.2.20t0.52,c<ter ties tieecie ieee Beech lerete totes lela eh 
— fill a buffer with a specified character 
— fill buffer with a specified character one byte at a time .......c.scecccseeeeeeeeteeteeees 
— fill a buffer with a specified eight-byte pattern (SPARC) ......sccccscsssseeeeteenenees 
— set a hardware breakpoint 
— bind a name to a socket 
— bind a socket to a privileged IP port .....sceccecccescesteseeeeeseeseeseeessesneseeseesesteseeseeseanesees 
— invert the order of bytes in a buffer «0.0.0.0... 
— extract a backplane address from a device field ...... 
— change the boot line 
— extract the lease information from an Internet address ........sccseessesssesseseeeeeeeeees 
— extract the net mask field from an Internet address 
— prompt for boot line parameters 
— display boot line parameters 
—send a BOOTP request Message .......ccccesceseesecestesteseeseeseeeseeseeseaseseeseessesssnesneseeseanesees 
— retrieve boot parameters using BOOTP. .............000 
— interpret the boot parameters from the boot line. .... 
— construct a Dot TNE woe e ec eeesee es seseeeseeeseseeene 
— perform a binary search (ANSI) 
— swap buffers ........ 
— zero out a buffer 
— zero out a buffer eight bytes at a time (SPARC) 


2. Subroutines 


c() — continue from a breakpoint ...2....c.ccccscecsessecsesesneesessesnenesseeneenecesnecsessesneasens 
cacheArchClearEntry() — clear an entry from a cache (68K, X86) .....eceesceeeseeesesessesessesesssseeeeseeeenseeee 
cacheArchLibInit( ) = initialize the cache libtary) 25 :.¢0. 2 cwaegasecenaibyasscctivens teeta teen ae 
cacheClear( ) — clear all or some entries froma cache ... 

cacheCy604ClearLine( ) — clear a line from a CY7C604 cache ........ 

cacheCy604ClearPage( ) — clear a page from a CY7C604 cache ...... 

cacheCy604ClearRegion( ) — clear a region from a CY7C604 cache 

cacheCy604ClearSegment( ) — clear a segment from a CY7C604 CACHE o.eeescesesceesseesseeseesessesesnssesseseeeenseees 
cacheCy604LibInit( ) — initialize the Cypress CY7C604 cache library . oe 
cacheDisable( ) = disable the specified cache. -.2.2.-2.-.sscses-cersesessereshienataestecetteendesehebeestderaseeeseestes 
cacheDmaFree( ) — free the buffer acquired with cacheDMmaMalIOC( ) .......cescsseececsessecseeesecteees 
cacheDmaMalloc() — allocate a cache-safe buffer for DMA devices and drivers . fe 
cacheDrvFlush() — flush the data cache for Arivers oe. eeeeescteseseeceeeseceseneseeeeeeceeeseecseeeeeeeeeeee 
cacheDrvInvalidate( ) — invalidate data cache for Crivers ...eeeecssssssssssesecesesesencceeeeeeeeeseeeseeeeeeeeetee 
cacheDroPhysToVirt( ) — translate a physical address for drivers... 

cacheDroVirtToPhys( ) — translate a virtual address for drivers 

cacheEnable( ) — enable the specified cache .........cccece 

cacheFlush( ) — flush all or some of a specified CACHE ......cesceeccessestesteseeeetestesteseesesesteseeneens 
cacheI960CxIC1kLoadNLock() = -—1load and lock 1960Cx 1KB instruction cache (1960) ......eeseseeseeeseeeeeeeeeeees 
cacheI960CxICDisable( ) — disable the I960Cx instruction cache (i960) 

cacheI960CxICEnable( ) — enable the I960Cx instruction cache (i960) 

cacheI960CxICInvalidate( ) — invalidate the I960Cx instruction cache (1960)... eeeseseeececeeeseeeeteteeeeeeees 
cacheI960CxICLoadNLock( ) — load and lock 1960Cx 512-byte instruction cache (i960) .. 
cacheI960CxLibInit( ) — initialize the I960Cx cache library (1960) ......c cece 
cacheI960JxDCCoherent( ) — ensure data cache coherency (i960) ........... Ea) 
cacheI960JxDCDisable( ) — disable the I960Jx data cache (1960) oo... eeesssssseessceseseseeeeeeeeeeeeeseeceeeeeeeteee 
cacheI960JxDCEnable( ) — enable the I960Jx data cache (1960) ou... eeesssesesesesesesesesceeeeeeeeeeseeceeeeeeeteeees 
cacheI960JxDCFlush() — flush the 1960Jx data cache (i960) <2 
cacheI960JxDCInvalidate( ) — invalidate the I960Jx data cache (1960)... eseeeeseceeseteeeeeeeeeeeeeseeeeeeeeeeeeeree 
cacheI960JxDCStatusGet( ) — get the I960Jx data cache status (1960) ccc esseseetesesseseseeseseenseees 
cacheI960JxICDisable( ) — disable the 1960Jx instruction cache (i960). ... ie 
cacheI960]xICEnable( ) — enable the 1960Jx instruction cache (1960) ....eeesseseseseseseeeeeeecececeseseeeeeeaeeees 
cacheI960JxICFlush() — flush the 1960Jx instruction cache (1960) oo... eeeeeeseteeceeeeeeeeeeeseeeeeeeeeeeeerees 
cacheI960JxICInvalidate( ) — invalidate the 1960Jx instruction cache (i960) ..... 
cacheI960JxICLoadNLock( ) — load and lock the 1960Jx instruction cache (i960) .. 
cacheI960]xICLockingStatusGet( ) — get the 1960Jx I-cache locking status (i960). ......... on 
cacheI960JxICStatusGet( ) — get the 1960Jx instruction cache status (1960)... eesesneeeeeeeeee 
cache1960]xLibInit() — initialize the I960Jx cache library (1960) ....c.ceecseseesseesseeseesessesesesseeeeeseeee 
cacheInvalidate( ) — invalidate all or some of a specified cache 

cacheLibInit( ) — initialize the cache library for a processor architecture .......:ccscseee 
cacheLock() — lock all or part of a specified CACHE .o.seeeeseeseeseeseeestesteseeseeeeesteseesessesteseeneens 
cacheMb930ClearLine( ) — clear a line from an MB86930 cache ...........00 

cacheMb930LibInit() — initialize the Fujitsu MB86930 cache library ... 

cacheMb930LockAuto( ) — enable MB86930 automatic locking of kernel instructions/data .. 
cacheMicroSparcLibInit( ) — initialize the microSPARC cache library oc. cscsecsseeeteeeteeteeteeees 
cachePipeFlush() — flush processor write buffers to memory ..... 

cacheR3kDsize( ) — return the size of the R3000 data cache ........... <2 
cacheR3kIsize( ) — return the size of the R3000 instruction cache oo... eeeseeeeseeeeeeseeeees 
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cacheR3kLibInit() 
cacheR4kLibInit() 
cacheR33kLibInit( ) 
cacheR333x0LibInit( ) 
cacheStoreBufDisable( ) 
cacheStoreBufEnable( ) 
cacheSun4ClearContext( ) 
cacheSun4ClearLine() 
cacheSun4ClearPage( ) 
cacheSun4ClearSegment( ) 
cacheSun4LibInit() 
cacheTextUpdate( ) 
cacheTiTms390LibInit( ) 


cacheTiTms390PhysToVirt( ) — translate a physical address for drivers 
cacheTiTms390VirtToPhys( ) — translate a virtual address for cacheLib 


cacheUnlock() 
calloc() 

cbrt() 

cbrtf() 

cd() 
cd2400HrdInit() 
cd2400Int( ) 
cd2400IntRx() 
cd2400IntTx() 
cdromFsDevCreate( ) 
cdromFsInit( ) 
cdromFsVolConfigShow( ) 
ceil() 

ceilf() 

cfree() 

chdir() 
checkStack() 
cisConfigregGet() 
cisConfigregSet() 
cisFree() 

cisGet() 

cisShow() 
cleanUpStoreBuffer( ) 
clearerr() 

clock() 
clock_getres() 
clock_gettime() 
clock_setres() 
clock_settime() 
close() 

closedir( ) 

connect() 
connectWithTimeout( ) 
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— initialize the R3000 cache library 

— initialize the R4000 cache library 

— initialize the R33000 cache library 
— initialize the R333x0 cache library 
— disable the store buffer (MC68060 only) ..... 
— enable the store buffer (MC68060 only) 
— clear a specific context from a Sun-4 cache 
— clear a line from a Sun-4 cache 

— clear a page from a Sun-4 cache 
— clear a segment from a Sun-4 cache 
— initialize the Sun-4 cache library 
— synchronize the instruction and data caches 
— initialize the TI TMS390 cache library 


— unlock all or part of a specified cache ..... 
— allocate space for an array (ANSI) 
— compute a cube root 
— compute a cube root 
— change the default directory .. 
— initialize the chip 
— handle special status interrupts 
— handle receiver interrupts 
— handle transmitter interrupts . 
— create a cdromFsLib device .... 
— initialize cdromFsLib 
— show the volume configuration information 
— compute the smallest integer greater than or equal to a specified value (ANSI) 
— compute the smallest integer greater than or equal to a specified value (ANSI) 
— free a block of memory 
— set the current default path 
— print a summary of each task’s stack usage 
— get the PCMCIA configuration register 
— set the PCMCIA configuration register 
— free tuples from the linked list 
— get information from a PC card’s CIS .. 
— show CIS information 
— clean up store buffer after a data store error interrupt 
— clear end-of-file and error flags for a stream (ANSI) 
— determine the processor time in use (ANSI) 
— get the clock resolution (POSIX) 
— get the current time of the clock (POSIX) ... 
— set the clock resolution 
— set the clock to a specified time (POSIX) .... 
— close a file 
— close a directory (POSIX) 
— initiate a connection to a socket 
— try to connect over a socket for a specified duration 


2. Subroutines 


copy() — copy in (or stdin) to out (Or StdOUt) o.eeecceecceceescestesteseeseesestesteseeseenesteseeseeseaeseeneens 2-93 
copyStreams( ) — copy from/to specified Streams. «....:.0.::.ce.ccccenvesneesstsecuansatecdenccauevesndedetechsvedvecserecsethe 2-94 
cos() =compuite a cosine (ANSD) ii: ities sentecona a cceeaedideccsseveeineesnecdivecshsarcvin eves arseranse 2-94 
cosf() — compute a cosine (ANSI) ...eeccccceenecees we 2-95 
cosh() — compute a hyperbolic cosine (ANSI)_... we 2-95 
coshf() — compute a hyperbolic cosine (ANSI). ...... 2-96 
cplusCallNewHandler() - call the allocation failure handler (C++) 2-96 
cplusCtors() — call static constructors (C++) ceicescssssscecsseseseseseeeeseeeseseseneseeeeeeeseeseaceeeceeeeteeeeaeaeeeeeeeees 
cplusCtorsLink() — call all linked static constructors (C4 

cplusDemanglerSet( ) — change C++ demangling mode (C 

cplusDtors() — call static destructors (C++) ceceessssssssssessceseseeseeeeseeecesesescscseeeeeeeeseeeseeeeeeeeeeeeacaeaeeeeeees 
cplusDtorsLink() — call all linked static destructors (C++) . ee 
cplusLibInit() — initialize the C++ library (C++) occ ceceeneseeesesecssesssesesssesssseseseeseeesseeneeeneees 
cplusXtorSet() — change C++ static constructor calling strategy (C++) ...cscecscsssessesseseeteetesteseeneens 2-100 
cpmattach() — publish the cpm network interface and initialize the driver .... 2-101 
cpmStartOutput( ) — output packet to network interface deVice ..c.ieccseecsesesseeseeeeeeseseeseees 2-102 
cpsr() — return the contents of the current processor status register (ARM) .. 

creat() CHCA a FINS 2 cet ac ees oe te tees oes oee aee eeccear tasted scactavens tea oaeeas tie aanicas ad 

cret() — continue until the current subroutine returns o......ccceeeeeeseesseseseeeeeeesneeeneees 
csAttach() — publish the cs network interface and initialize the driver. 

csShow() — shows statistics for the cs network interface .......c.scscescssessesteseesesestesteseeesseaneseeneens 
ctime() — convert time in seconds into a string (ANSI) o...ccccceeeeeeeseseesesesseseseeseeeeesneeeneees 
ctime_r() — convert time in seconds into a string (POSIX) .. 

dQ) = display Memory 15-6 2tscc. Ai laelete tases lnieetee tee 

d0() — return the contents of register dO (also d1 — d7) (MC680x0) ........ceee = 
dbgBpTypeBind() — bind a breakpoint handler to a breakpoint type (MIPS R3000, R4000) .............. 2-108 
dbgHelp() — display debugging help mem .........cscsccscsessesseseeesseenesseseesessesesecssenessessseesesesnenseae 
dbgInit() — initialize the local debugging package . sei 
dcattach() — publish the de network interface. .....cceccsecesseeeseseeeesesessesesesseseseesesesseeeesesneeenenes 2-110 
dcCsrShow() — display dec 21040/21140 status registers 0 thru 15 oo. eeeeeeeseeeseeeseeneeneees 2-111 
dcReadAllRom() — read entire serial rom is 
dcViewRom() — display lines of serial ROM for dec21140 .o.cceccceccescseesessesesteseeseeeaestesseseeseaneseeneens 2-112 
dec21x4xEndLoad() — initialize the driver and device w.ecceeceescsessesesseesseeseeesessesssessesessesesesneseesesneeeseees 2-113 
dec21x40EndLoad() — initialize the driver and device ...... 2-113 
dec21x40PhyLinkPoll() — Poll the PHY for link status ................... 2-114 
dec21140SromWordRead( ) — read two bytes from the serial ROM. .... 2-114 
devs() = list-all’system-knowidevices:.ccicccccerecniecssiedsee tosses deasezecusseastuscinnecsbtastacdshesterasiaetiene 2-115 
dhcpcBind() — obtain a set of network configuration parameters with DHCP .........eeseececee 2-115 
dhcpcBootBind() — initialize the network with DHCP at boot time 

dhcpcBootInit() —set up the DHCP client parameters and data Structures .........ccccesceeessestesteseeneees 2-117 
dhcpcBootOptionSet() | — add an option to the option request list ........ccccccesceeeseeeeteseeseeseeseaneseeseeeseseeseenes 2-117 
dhcpcCacheHookAdd() -—adda routine to store and retrieve lease data ... 2-119 
dhcpcCacheHookDelete() — delete a lease data storage routine ...........c 2-120 
dhcpcEventHookAdd() _-add a routine to handle configuration parameters .. 2-121 
dhcpcEventHookDelete() - remove the configuration parameters handler ......... 2-122 
dhcpclnit() — assign network interface and setup lease request .... 2-122 
dhcpcLibInit() — DHCP client library initialization 00.0... cscs eee eeteeeeseeneene 2-123 
dhcpcOptionGet( ) — retrieve an option provided to a client and store in a buffer .........cccccseeeeseeeeee 2-124 
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dhcpcOptionSet( ) —add an option to the option request list ........c.cscsesseesessesseseeesesteseeseeesteseeseeseenesnes 2-125 
dhcpcParamsGet( ) — retrieve current configuration parameters ........sccccccesessesseeeesesteseeseetesteseeseaseaeaees 2-127 
dhcpcParamsShow( ) — display current lease parameters 

dhcpcRelease( ) — relinquish specified lease ............... 

dhcpcServerGet( ) — retrieve the current DHCP server . 

dhcpcServerShow() — display current DHCP server ........ 

dhcpcShowInit() — initialize the DHCP show facility 

dhcpcShutdown( ) — disable DHCP client library 

dhcpcTimerGet( ) — retrieve current lease timers ... 

dhcpcTimersShow( ) — display current lease timers 

dhcpcVerify() — renew an established lease 

dhcpsAddressHookAdd() — assign a permanent address storage hook for the server 

dhcpsInit() — set up the DHCP server parameters and data Structures ........ccccccssseeeeeeeeeeees 
dhcpsLeaseEntryAdd() —— add another entry to the address POO] .......cescesessessessestsstesseseeesesteseeseetestesteseereaeaees 
dhcpsLeaseHookAdd() —_— assign a permanent lease storage hook for the server .......... 

difftime() — compute the difference between two calendar times (ANSI) .. 

diskFormat() =format a- disk: -s..stsBvscelevcadeseid Acetsieeedecatevedins iaiadestasenceeaversha 

diskInit() — initialize a file system on a blOCK deViCC o.eeceseesessesseetestesteseeeeeeteseeseenesesteseeseaneaees 

div() — compute a quotient and remainder (ANSI) ......ccceeessssesesseseeseseesesessesesssseseseesesees 
div_r() — compute a quotient and remainder (reentrant) ... 

dosFsConfigGet() — obtain dosFs volume configuration Values ......cccccessseseeesesesessesesseseeessesseeeseeees 
dosFsConfigInit() — initialize dosFs volume configuration StruCtULe .......ccccseseesseessesesssseeesseseseeseseees 
dosFsConfigShow( ) — display dosFs volume configuration data ............ 

dosFsDateSet() — set the dosFs file system date .........cscscee 

dosFsDateTimelnstall() — install a user-supplied date/time function ..........ccccceeee 

dosFsDevInit( ) — associate a block device with dosFs file system fUNCHIONS «10... ceseeseeeeteeteeteeteeees 
dosFsDevInitOptionsSet( ) — specify volume options for dosFsDeVINit( ) ....c.cccccssccssssscesesseseeesessesesseseseeseenenesees 
dosFsInit() — prepare to use the dosFs library ven 
dosFsMkfs() — initialize a device and create a dosFs file Syste ........sesccssestesteseeeeteetesteseeseeeeesees 
dosFsMkfsOptionsSet() — specify volume options for doSFSMKfS() .....cccccccsscsssesssseseesesssseseesesesseseeseseenenesees 
dosFsModeChange( ) — modify the mode of a dosFs volume 15 
dosFsReadyChange( ) — notify dosFs of a change in ready status ......c.cccsessessseseeeseeseseesesessssesssseeeseeseeees 
dosFsTimeSet( ) = set the dosks:file system: time: «:.222iaiecnens seeasehanniariencdean geared 
dosFsVolOptionsGet() — get current dosFs volume options 

dosFsVolOptionsSet( ) — set dosFs volume options .... 

dosFsVolUnmount( ) — unmount a dosFs volume .... 

dummy Callback() = dummy all back routine: «oc. :.sdcsi crest sisietscheavetsteeasttelabasesslestasesndedsiveshdves sheeselsiaciahzecste 

dummy Callback() =dummy-callback routine: 2c stegst oecesisacsteecheeveba es pyaeben deur taveseaiyeiebeeciaed atsheen check 2-149 
e() — set or display eventpoints (Wind VieW)  ....sscesccecseeseesteeeeseeseesees 

edi() — return the contents of register edi (also esi — eax) (1386/1486) 

eexattach() — publish the eex network interface and initialize the driver and device .............. 2-151 
eexTxStartup() = Start output: on the:chip «.22.20.-.cs..ctsee seas iletstlecpercarerlerstdleetelencheneseeneetadedes wee 2-151 
eflags() — return the contents of the status register (i386/i486) ..... we 2-152 
e182596EndLoad( ) — initialize the driver and device w.cececescsesseesseseseseseesesessesesseseseeseeseeeees wee 2-153 
eiattach() — publish the ei network interface and initialize the driver and device ...... we 2-154 
eihkattach() — publish the ei network interface and initialize the driver and device ...... we 2-155 
eilnt() — entry point for handling interrupts from the 82596 ......scsccsseceeseseeeees a. 2-156 
eiTxStartup() = start output onthe chips -ticaied actin neeene data Aeron Sie Se tae! 2-156 


2. Subroutines 


eiTxStartup() =start:output.on‘the chip’ ..sccesd vse ne ene niente a ceae eae ea 2-157 
el3c90xEndLoad() — initialize the driver and device . .. 2-158 
el3c90xInitParse() — parse the initialization String ........c.cccccesessssees ees eeesteseeseeseesesteseeseeseaeseeneenes 2-159 
elcattach() — publish the elc network interface and initialize the driver and device .. .. 2-160 
elcPut() = COPY a: Packetto theinterfaces 22. fencers cc seaeaseptesFeeeeslsboessenstaccserechsdectvcapwessbeeteieesehd 2-160 
elcShow() — display statistics for the SMC 8013WC elc network interface .........ccee eee 2-161 
elt3c509Load() — initialize the driver and device ..cecceecsescesecesseeseeseeseseneeenees .. 2-161 
elt3c509Parse( ) =parse:the init String i205. -2 tarhtatee et tent hee ANIA ade .. 2-162 
eltattach() — publish the elt interface and initialize the driver and device .. 2-163 
eltShow() — display statistics for the 3C509 elt network interface .......ccceeeeeeseeseeeeteeeeseeeeees 2-163 
eltTxOutputStart() =start output:dn' the boatds 2.0. 5:24 0. da cetera adhesions tear aids febeteses cece uidentereted 2-164 
endEtherAddressForm() — form an Ethernet address into a packet ......c.scscecssssssseseeseeeessseseeseeeateseeseesseneseeneenes 2-164 
endEtherPacketAddrGet( ) — locate the addresses in a packet .......scscccsessssesseseeseesesteseeseeseesssneseeseeseaeseeseesseeseeseenes 2-165 
endEtherPacketDataGet( ) — return the beginning of the packet data . 2-165 
endFindByName( ) — find a device using its string name ......... 2-166 
endObjFlagSet() — set the flags member of an END_OBJ structure .. 2-166 
endOvjInit() — initialize an END_OBJ Structure oo... ccc eeseseecesesneseseseeseseesesessesessesesneseasenes 2-167 
eneattach() — publish the ene network interface and initialize the driver and device ............. 2-167 
enePut() =copy:a‘packetito the interface. :2ccsx:c giao eee acess aie cectecneeadeaet ees 2-168 
eneShow() — display statistics for the NE2000 ene network interface .. 2-168 
envLibInit() — initialize environment variable facility ..........ccccscseees 2-169 
envoy_call_timer() — execute the specified function when the timer expires ........ccceeeceeeneeeneeeneeees 2-169 
envoy_now() — return the number of clock ticks elapsed since the timer was Set ........cceceee 2-170 
envPrivateCreate( ) — create a private ENVIFONMENLE oo... eetesesteseseetesesteseseeesees 
envPrivateDestroy() — destroy a private environment ......... 

envShow() — display the environment for a task ............... 

errnoGet( ) — get the error status value of the calling task .......csccccsssssssseseesestesesseseeseeesteseeneens 

errno OfTaskGet( ) — get the error status value of a specified task ....cccccseseeseseeseseeseseseeeseeesnenenneees 
errnoOflaskSet( ) — set the error status value of a specified task ........ccccccessessesseseesestesesteseeneeseaneseeneens 
errnoSet( ) — set the error status value of the calling task ........cscsccessessesseseeesestesseseeseeseaneseeneens 
esmcattach( ) — publish the esmc network interface and initialize the driver. ss 
esmcPut() =copy.a packet to the interface. cvesr2:A5 nite eceevcenetsbee das ecient tenes 2-174 
esmcShow() — display statistics for the esmc network interface ........c.ccescesceecsesestesteseeeetenteseeneene 2-175 
etherAddrResolve() — resolve an Ethernet address for a specified Internet address .........c.scccsceeeseesees 2-175 
etherInputHookAdd() —add a routine to receive all Ethernet input packets .........cccccccssessesteeeteetesteseeneens 2-176 
etherInputHookDelete() — delete a network interface input hook routine. .......... 2-177 
etherMultiAdd() —add multicast address to a multicast address list ... .. 2-178 
etherMultiDel() — delete an Ethernet multicast address record .............. .. 2-178 
etherMultiGet() — retrieve a table of multicast addresses from a AriVer .....ccceeeeseeeeeteesseeeeeeees 2-179 
etherOutput() —send a packet on an Ethernet interface .......cccccceccessesseessesesteseeseesesesteseesesseaneseeneens 2-179 
etherOutputHookAdd() -add a routine to receive all Ethernet output packets .. 2-180 
etherOutputHookDelete() — delete a network interface output hook routine ..... .. 2-181 
etherTypeGet( ) — get the type from an ethernet packet .............004 «2-182 
evbNs16550HrdInit( ) = initialize the:NS$'16550 chip: «x-ds:nenncawlida tesa dinnidadiannenangdh: 2-182 
evbNs16550Int( ) — handle a receiver/transmitter interrupt for the NS 16550 Chip .....c.cccsceeeen 2-183 
excConnect( ) — connect a C routine to an exception vector (PoWerPC) oo... 2-183 
excCrtConnect() — connect a C routine to a critical exception vector (PowerPC 403) wees 2-184 
excHookAdd() — specify a routine to be called with exceptions ....c..cccccceeceesseseeseseseeeeeeeeneeeseees 2-185 


2 - vil 


excInit() 
excIntConnect( ) 
excIntCrtConnect( ) 
excTask( ) 
excVecGet( ) 
excVecInit( ) 
excVecSet() 
exit() 

exp() 

expfO 

fabs() 

fabsf() 

fclose() 
fdDevCreate() 
fdDro() 

fdopen() 
fdprintf() 
fdRawio() 
fei82557EndLoad( ) 
feiattach() 

feof() 

ferror() 

fflush() 

fgetc() 

fgetpos() 

fgets() 

fileno() 
fioFormatV() 
fioLibInit() 
fioRdString() 
fioRead() 
floatInit() 
floor() 

floorf() 

fmod() 

fmodf() 
fnattach() 
fopen() 

fpO 

fp0) 

fpplnit() 
fppProbe() 
fppRestore() 
fppSavel() 
fppShow!Init() 
fppTaskRegsGet( ) 
fppTaskRegsSet() 
fppTaskRegsShow() 


2 - vill 
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— initialize the exception handling package ................. 


— connect a C routine to an asynchronous exception vector (PowerPC, ARM) .... 
— connect a C routine to a critical interrupt vector (PowerPC 403) .....ccseeeeeeees 


— handle task-level exceptions ........cccceccseseeeesteeeesees 


— get a CPU exception vector (PowerPC, ARM) 
— initialize the exception/interrupt vectors ............. 
— set a CPU exception vector (PowerPC, ARM) 


=exitia task (CANS) sc cch sett aiietetieleateadietes. 


— compute an exponential value (ANSI) .... 


— compute an exponential value (ANSI) .......ceeeeee 
— compute an absolute value (ANSI) w...ceeceeeeeeeeees 


— compute an absolute value (ANSI) .. 


—close a stream (ANSI) o...ceeeesseseseeeeeeeeeeeeeeeceeeeeeeeeees 
— create a device for a floppy disk .....cecscseseseteetesees 


— initialize the floppy disk Ariver ........cccceseeteeees 
— open a file specified by a file descriptor (POSIX) .... 
— write a formatted string to a file descriptor ............. 


— provide raw I/O access wseeceessecsssssessesesesseeessseeeesseeeseeee 
— initialize the driver and device ....ccccccceescseesesseeeseeeee 


— publish the fei network interface 


— test the end-of-file indicator for a stream (ANSI) ..... 


— test the error indicator for a file pointer (ANSI) 
— flush a stream (ANSI) oun. eeeeeeeeeesesesesceeeeeeeeeeeeeeeeneeeeee 
— return the next character from a stream (ANSI) 


— store the current value of the file position indicator for a stream (ANSI) .. 
— read a specified number of characters from a stream (ANSI) o...seceeceeeesesseseees 


— return the file descriptor for a stream (POSIX) ......... 


— convert a format string 


— initialize the formatted I/O support library ............. 
—read a string from a file o.....sccccccseeeeesteeteetesteseenennens 


—read a buffer 


— initialize floating-point I/O support... 


— compute the largest integer less than or equal to a specified value (ANSI) §....... 
— compute the largest integer less than or equal to a specified value (ANSI) §....... 


— compute the remainder of x/y (ANSI)... 


— compute the remainder of x/y (ANSI) ....seceeeeee 


— publish the fn network interface and initialize the driver and device ................ 


— open a file specified by name (ANSI) .......cceeeeeees 


— return the contents of register fp (i960) 


— return the contents of register fp0 (also fp1 — fp3) (i960KB, i960SB) .............06 


— initialize floating-point coprocessor support ............ 
— probe for the presence of a floating-point coprocessor . 
— restore the floating-point coprocessor context .......... 


— save the floating-point coprocessor context ..... 
— initialize the floating-point show facility .............. 
— get the floating-point registers from a task TCB ...... 


— set the floating-point registers of a task 0... 


— print the contents of a task’s floating-point registers 


2. Subroutines 


fprintf() — write a formatted string to a stream (ANSI) o...ccccceeeeeeceseeseseseeseeeeeeeeeeneeaseees 2-215 
fputc() — write a character to a stream (ANSI) oo... eeeeeseeseeeseseseseseeeeeeeeesescseeeeeeeeeeraeseeeneeeees 2-219 
fputs() = write a'string to.a°stream: (ANSI) 22. ssccsecsvesseveceeccsrsesneriesestesescss seen srseeceavsvecatecsteetess 2-219 
fread) — read data into an array (ANSI) ....... «2-220 
free() — free a block of memory (ANSI). ............. .. 2-220 
freopen() — open a file specified by name (ANSI) .....c.scsscssessessesteseeseeseeestesnesessesnesteseeseesesneseeseens 2-221 
frexp() — break floating-point number into normalized fraction and power of 2(ANSI) 2-221 
fscanf() — read and convert characters from a stream (ANSI) o....ccsecseeeeseeeseeneseeesnesenneees 2-222 
fseek() — set the file position indicator for a stream (ANSI) 2-226 
fsetpos() — set the file position indicator for a stream (ANSI) 2-227 
fsrShow() — display the meaning of a specified fsr value, symbolically (SPARC) 2-227 
fstat() — get file status information (POSIX) oo... cece esses eeseseeseseeessesseseeenseees .. 2-228 
fstatfs() — get file status information (POSIX) oo... esse seeesee senses seeeesseseseenesseseeneseeneees 2-229 
ftell) — return the current value of the file position indicator for a stream (ANSI) ........ 2-229 
ftpCommand() —send an FTP command and get the reply ......cesccscescecssessessesteseeseesesesteseesesseaneseeneens 2-230 
ftpDataConnGet( ) — get a completed FTP data connection. ..... vw 2-231 
ftpDataConniInit() — initialize an FTP data connection .......... 2-231 
ftpdDelete() =terminate the FIP server task icccics sevegceceis yeaneicssesinceteeennn enna acca 2-232 
ftpdinit() — initialize the FTP server task .........cccscecssssessssessessseesssssssesssssssesnasessssssorsasessessseeseasenes 2-232 
ftpHookup() — get a control connection to the FTP server on a specified host... uw 2-233 
ftpLogin() = log in,to:a.remote FIP Server su cccseicscstctiet Setisar bees rvepestet radiienter evel ccsneeaireoneecr 2-234 
ftpLs() list directory contents: Vid PIP wc scicnsieisientsiccsartecedacsdececutsisustadecetecstdaptidesnstesedatiietain! 2-234 
ftpReplyGet() — get an FTP command reply ..... 2-235 
ftpxXfer() — initiate a transfer via FTP ..... we 2-235 
ftruncate() — truncate a file (POSIX) oes 2-237 
fwrite() — write from a specified array (ANSI) ....c.sccscssessessessestesseseessesesseseeseeseeseseeseeseaseaneseeneess 2-238 
g0() — return the contents of register g0, also g1 — g7 (SPARC) and g1 — g14 (i960) ..... 2-238 
getc() — return the next character from a stream (ANSI) oun. .eseeeesesesecsseseseeceeeceeeeeeeneseeeeeees 2-239 
getchar() — return the next character from the standard input stream (ANSI) ou... 2-239 
getcwd() — get the current default path (POSIX) ...c.cccccsee see eeseeseeeseeeeseseeseseeseeeeseeneeeteees 2-240 
getenv() — get an environment variable (ANSI) .. 2-240 
gethostname( ) — get the symbolic name of this MACHINE ........ cece eee eeeseeeseseeseseeseeeeesneeeteees 2-241 
getpeername() — get the name of a connected Peer .o.eecceecceseessessseseeesseeessesesesesesseseseseenesesneeeteees 2-241 
gets() — read characters from the standard input stream (ANSI) 2-242 
getsockname( ) — get asocket name ... 2-242 
getsockopt() =/ GEUSOCKESEOPHONS «2.0 sie cethtegerstiepecchareenecesreedoneer sere 2-243 
getw() — read the next word (32-bit integer) from a StreaM ou... .eceeceeeeeseeeseeteeeeeseeneeneees 2-244 
getwd() = get-the current default pathy: seis. ccd ies peessahen Greer een ost Ae ieee 2-244 
gmtime() — convert calendar time into UTC broken-down time (ANSI) .... 2-245 
gmtime_r() — convert calendar time into broken-down time (POSIX) ....eeesesseseeeeeeeseeeteteteeeees 2-245 
hO) — display or set the size of shell History .......cccscsssesseeseeseeseseeseeseessseseeseeseesseseeseeseesy 2-246 
hdrBlkBuild() — create the header block and the demuxer information 2-246 
help() — print a synopsis of selected routines 0.0... 2-247 
hostAdd() —add a host to the host table... 2-249 
hostDelete() — delete a host from the host table oo... .. 2-250 
hostGetByAdadr( ) — look up a host in the host table by its Internet address .. 2-250 
hostGetByName( ) — look up a host in the host table by its name ..........eee 2-251 
hostShow() = display the host table. siesci ee eee rae neath. 2-251 


2-iIx 


hostTblnit() 
i() 

i0() 
i8250HrdInit( ) 
i8250Int( ) 
iam() 
icmpShowInit() 
icmpstatShow() 
ideDevCreate( ) 
ideDrv() 
ideRawio() 
ifAddrAdd() 
ifAddrGet() 
ifAddrSet() 
ifBroadcastGet() 
ifBroadcastSet( ) 
ifDstAddrGet( ) 
ifDstAddrSet() 
ifFlagChange() 
ifFlagGet() 
ifFlagSet() 
ifMaskGet() 
ifMaskSet() 
ifMetricGet( ) 
ifMetricSet( ) 
ifRouteDelete() 
ifShow() 
ifunit() 
igmpShowInit() 
igmpstatShow( ) 
index( ) 
inet_addr() 
inet_aton() 
inet_Inaof() 
inet_makeaddr() 


inet_makeaddr_b() 


inet_netof() 
inet_netof_string() 
inet_network() 
inet_ntoa() 
inet_ntoa_b() 
inetstatShow() 
infinity() 
infinityf() 
inflate() 
intConnect() 
intContext( ) 
intCount( ) 
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— initialize the network host table 
— print a summary of each task’s TCB 
— return the contents of register i0 (also il —i7) (SPARC) .. 
— initialize the chip 
— handle a receiver/transmitter interrupt 
— set the remote user name and password 
— initialize ICMP show routines 
— display statistics for ICMP 
— create a device for a IDE disk 
— initialize the IDE driver 
— provide raw I/O access 
— Add an interface address for a network interface 
— get the Internet address of a network interface 
— set an interface address for a network interface .... 
— get the broadcast address for a network interface... 
— set the broadcast address for a network interface 
— get the Internet address of a point-to-point peer 


— define an address for the other end of a point-to-point link 00... eee 2-261 
— change the network interface flags .......sccccccscesteeeeeeeteseeseenes 2-261 
— get the network interface flags ............... 2-262 
— specify the flags for a network interface ....... 2-262 
— get the subnet mask for a network interface ......ccccesesesessesesseseeseseseesesesseeeseeseeeees 2-263 
— define a subnet for a network interface .....c.c cece testes eeesesteseeseeesteseeseeneenesnes 2-264 
— get the metric for a network interface .... 2-264 
— specify a network interface hop count .........csc 2-265 
— delete routes associated with a network interface 2-265 
— display the attached network interfaces ......c.ccccccssessessesteseeesesteseeseeesteseeneeseaneaees 2-266 
— map an interface name to an interface structure POINtEY ose teeteeees 2-266 


— initialize IGMP show routines 
— display statistics for IGMP 
— find the first occurrence of a character in a string 


— convert a dot notation Internet address to a long integer .........cccseseeeneeteeteeees 2-268 
— convert a network address from dot notation, store ina structure... 2-269 
— get the local address (host number) from the Internet address ..........ccscceeeeees 2-269 
— form an Internet address from network and host numbers. ..........ceceeeeeteeeeeeees 2-270 
— form an Internet address from network and host numbers ... 2-270 
— return the network number from an Internet address. ....... 2-271 
— extract the network address in dot notation 0... 2-271 
— convert an Internet network number from string to address ........cseeeeeseeeeeees 2-272 
— convert a network address to dotted decimal notation 0... ceeseeseeeeeeeeeeteteteeee 2-272 
— convert an network address to dot notation, store it in a buffer .. 2-273 
— display all active connections for Internet protocol sockets... 2-274 
— return a very large Couble o......ceeseecccesceesesees tees testesteseeneeeseeneenes 2-274 
—returnia very largeifloat: esc ath aaa nue ea ee eae a 2-274 
inflate compressed code: scze:cscuide tree haceasadiee eeciiiesieneniren naieiedenne be, 2-275 
— connect a C routine to a hardware interrupt «00... ccceseecssesseetes ees eeeetesteseeseeeeesees 2-275 
— determine if the current state is in interrupt or task CONtEXt os. teteees 2-276 
— get the current interrupt nesting depth oo... ees eeeeeeeeseeseeesteseeseeseeesnes 2-277 


2. Subroutines 


intCRGet() — read the contents of the cause register (MIPS) .......ccscceseeseseeseseeseseseeeseeneseeeaneees 2-277 
intCRSet() — write the contents of the cause register (MIPS) o.....c cece eeeeeeneeeesesnenennenes 2-277 
intDisable() — disable corresponding interrupt bits (MIPS, PowerPC, ARM) ....eesscscesceeeneenees 2-278 
intEnable() — enable corresponding interrupt bits (MIPS, PowerPC, ARM)  .....escccscesseeeseeteees 2-278 
intHandlerCreate( ) — construct interrupt handler for C routine (MC680x0, SPARC, i960, x86, MIPS) 2-279 
intLevelSet( ) — set the interrupt level (MC680x0, SPARC, i960, x86, ARM) .o.e.cesecseseesereeseneees 2-279 
intLock() lock: Ottinterripts =o: 2.c032i..2..7 tee cttngptsEbetes ben ppheesbotts ede Mt ccasevdse dust ed culuequtestdeedbeeassettaet fea) 2-280 
intLockLevelGet( ) — get the current interrupt lock-out level (MC680x0, SPARC, i960, x86, ARM) ... 2-282 
intLockLevelSet( ) — set the current interrupt lock-out level (MC680x0, SPARC, i960, x86, ARM) .... 2-282 
intSRGet() — read the contents of the status register (MIPS) .......ccceceseesseseseeeseeseseeeeneneeneees 2-283 
intSRSet() — update the contents of the status register (MIPS) ........ccccsceseesseeseeeseeeeneeeneees 2-283 
intUninitVecSet( ) — set the uninitialized vector handler (ARM) 

intUnlock() = cancel interrupt locks! icc tied Sea nese Shoe ed baie ora ada: 

int VecBaseGet( ) — get the vector (trap) base address (MC680x0, SPARC, i960, x86, MIPS, ARM) . 2-284 
int VecBaseSet( ) — set the vector (trap) base address (MC680x0, SPARC, i960, x86, MIPS, ARM) .. 2-285 
intVecGet() — get an interrupt vector (MC680x0, SPARC, i960, x86, MIPS)... .. 2-286 
intVecSet() — set a CPU vector (trap) (MC680x0, SPARC, 1960, x86, MIPS) ....eeessssseeeeeeeeeeees 2-286 
intVecTableWriteProtect( ) — write-protect exception vector table (MC680x0, SPARC, i960, x86, ARM) ......... 2-288 
ioctl() — perform an I/O control fUNCHHON oes eet esse eeeeseseeeeseseeseseseeseseseesesesseseatenes 2-288 
ioDefPathGet() — get the current default path 

ioDefPathSet() — set the current default path 

ioGlobalStdGet() — get the file descriptor for global standard input/output/error 0... cece 2-290 
ioGlobalStdSet() — set the file descriptor for global standard input/output/error ...... .. 2-290 
iOlicomEndLoad( ) — initialize the driver and device ....ceccecccescessestes esse estestesteseeeeeseeneens wv -2-291 
iOlicomIntHandle( ) — interrupt service for card interrupts «1.0.0... 2-291 
ioMmuMicroSparclnit() — initialize the microSparc I/II 1/O MMU data Structures .......c.ccesceeesesteeteeteseeseeees 2-292 
ioMmuMicroSparcMap() — map the I/O MMU for microSparc I/II (TMS390S10/MB86904) 0... cece 2-292 
iosDevAdd() —add a device to the I/O system a 
iosDevDelete( ) — delete a device from the I/O system ......cescsescccsestesseseeseesesesteseesessesnesteseesesseaneseeneess 
iosDevFind() — find an I/O device in the device list .......cccecccsessestssseseesestesteseesessssesteseeseaseaneseeneens 
iosDevShow( ) — display the list of devices in the system .. sis 
iosDrvInstall() Sinstall:an I/O driver icicc seceded bictintbweccnsiosererntitseedvsscaedncdacioe cco 
iosDrvoRemove( ) =remove:an T/ O:dtiver? 222. eess aitedae career niynmenveniy Siviasanrencena innards 
iosDrvShow( ) — display a list of system drivers 0... = 
iosFdShow() — display a list of file descriptor names in the system ..........cccccsseseeseeeees ... 2-296 
iosFdValue( ) — validate an open file descriptor and return the driver-specific value ... 

iosInit() = initialize the Ty O'SYStenny, cores .csectschsctesecshensstecseevivecescudeveruesteastaveteneverastaeestdduedussaaeaees 
iosShowInit() — initialize the I/O system show facility ........ccccccescssseseeeesestesteseeseesestesteseesesseaneseeneens 
ioTaskStdGet() — get the file descriptor for task standard input/output/error ... 

ioTaskStdSet() — set the file descriptor for task standard input/output/error 

ipAttach() —a generic attach routine for the TCP/IP network stack ......cccccesesesseeeseeeseeeees 
ipDetach() —a generic detach routine for the TCP/IP network stack . 

ipFilterHookAdd() —add a routine to receive all internet protocol packets ..... 

ipFilterHookDelete( ) — delete a ip filter hook rOUtiNE oe. te teeeteeteeees 

ipFilterLibInit() — initialize ip filter facility .......... 

ipstatShow() = display IP statistics: ss:..a: sit senesced 

irint() — convert a double-precision value to an integer .... is: 

irintf() — convert a single-precision value to an integer... cceccscescesceseeeeseeesteseeseseateseeneens 


iround( ) 
iroundf() 
isalnum() 
isalpha() 
isatty() 
iscntrl() 
isdigit() 
isgraph() 
islower( ) 
isprint() 
ispunct() 
isspace() 
isupper() 
isxdigit() 
kernelInit() 
kernelTimeSlice() 
kernelVersion() 
kill() 

I) 

100) 

labs() 

Id() 

Idexp() 

Idiv() 

Idiv_r() 
ledClose() 
ledControl( ) 
ledOpen() 
ledRead() 
lio_listio() 
listen() 
lkAddr() 

Ikup() 

1.) 
In97xEndLoad() 
In97xInitParse( ) 
1n7990EndLoad() 
In7990InitMem() 
In7990InitParse( ) 
Inattach() 
InPciattach() 
loadModule() 
loadModuleAt() 
loattach( ) 
localeconv( ) 
localtime() 
localtime_r() 
log() 
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—round a number to the nearest integer .......ccceceesseesseesesesessessesessesssesesseeeseeseeees 2-303 
—round a number to the nearest integer .......cceeesseesseeseeeseseseeseseesssesesseesseeeeeees 2-303 
— test whether a character is alphanumeric (ANSI) ....csccsesecssseseesesessssesesseeeeeeseeeees 2-304 
— test whether a character is a letter (ANSI) oe eeeeeeee 2-304 
— return whether the underlying driver is a tty device .... 2-305 
— test whether a character is a control character (ANSI) .. w.. 2-305 
— test whether a character is a decimal digit (ANSI) .......ccecsssssesessesesesseeeeeseeeees 2-306 
— test whether a character is a printing, non-white-space character (ANSI) ......... 2-306 
— test whether a character is a lower-case letter (ANSD) o...eeeeeesesesceseeeeeeeseeeseeeeeeee 2-307 
— test whether a character is printable, including the space character (ANSI) ..... 2-307 


— test whether a character is punctuation (ANSI) .....cceecseseesseeeseeseeeseseeseeneseeeees 
— test whether a character is a white-space character (ANSI) . 
— test whether a character is an upper-case letter (ANSI) ......c.sccescssesseteseeteeeetesees 
— test whether a character is a hexadecimal digit (ANSI) .......cceeseseeseeeeeeeeeees 
— initialize the kernel] oo... eesessseseseseseseeeeeeeeeeseeeeeeeeeeeeeeeeees 
— enable round-robin selection. ..... 

— return the kernel revision string ... ae 
—send a signal to a task (POSIX) wees esssescesesesseseseesessssessesessenssessseesseeeesees 
— disassemble and display a specified number of instructions 
— return the contents of register 10 (also 11 —- 17) (SPARC) ih 
— compute the absolute value of a long (ANSI) ...c.ecceessesessesesseseeseseessseenseeseeneeeeees 
— load an object module into MEMOTY oo... testes estes teseeseasesteseeseesesteseeseeseeneanes 
— multiply a number by an integral power of 2 (ANSI) .......... 

— compute the quotient and remainder of the division (ANSI) .. 


— compute a quotient and remainder (reentrant) «0.0.0.0... wee 2-315 
= discard, thé line-edator TD 2:2. :0.c6.etsgerecveseets ie deigeeesaceinneensh deters sages tdenbiersttarectbenierersersia 2-316 
— change the line-editor ID parameters .........ccceccscsessessesteseeseeseeeseeseeseeestesneseeseanesees 2-316 


— create a new line-editor ID 
— read a line with line-editing 
— initiate a list of asynchronous I/O requests (POSIX) .....cscescesseseeteeteetestesteeeeetenees 2-318 
— enable connections to a socket 
— list symbols whose values are near a specified ValUe .........scesceseeseeteetesteteeeteeteeees 
—listsyMbols teed sisson Seco cca ents iain ate a ven herman ete tetas 
— do a long listing of directory contents 
— initialize the driver and device .. 
— parse the initialization string ..... 
initialize the driver-and Cevice: -:s:.sesieisccaceccestsesriecshasevedestasesniedsiveshvessdeesedasnacintdecste 
— initialize memory for Lance Chip... .c.ccsccessessessessecsesesesneesseerecesescsseseeseneerepaeenes 
— parse the initialization String ........cccscseesesessessesteseeseesesteseeseeneanesesees 
— publish the In network interface and initialize driver structures 
— publish the InPci network interface and initialize the driver and device ........... 2-326 
— load an object module into MEMOTY ues ees eetesteseeseeseeesteseenesseanesees 

— load an object module into memory .... 


— publish the lo network interface and initialize the driver and pseudo-device .. 2-330 
— set the components of an object with type lconv (ANSI) -...cscsscccssesteseeeeteetesees 2-330 
— convert calendar time into broken-down time (ANSI) ...... wee 2-333 
— convert calendar time into broken-down time (POSIX) .... wee 2-333 
— compute a natural logarithm (ANSI) ....cscscccscesseseeeesessesteseesessesneseesesnssneaeeseeseanesees 2-334 


2 - xii 


log2() 

log2f() 

1og10() 

log10f() 

logfO 
logFdAdd() 
logFdDelete( ) 
logFdSet() 
loginDefaultEncrypt() 
loginEncryptInstall() 
loginInit() 
logInit() 
loginPrompt( ) 
loginStringSet() 
loginUserAdd() 
loginUserDelete( ) 
loginUserShow\( ) 
loginUserVerify() 
logMsg() 
logout() 
logTask() 
longjmp() 
lptDevCreate( ) 
IptDro() 
IptShow() 

Is() 

Iseek() 

IsOld() 

IstAdd() 
IstConcat( ) 
IstCount() 
IstDelete() 
IstExtract() 
IstFind() 
IstFirst() 
IstFree() 

IstGet() 

IstInit() 
IstInsert() 
IstLast() 
IstNext() 
IstNStep() 
IstNth() 
IstPrevious() 
m() 

m2Delete( ) 
m2IcmpDelete() 
m2IcmpGroupInfoGet( ) 


— compute a base-2 logarithm ........cscceeeeees 
— compute a base-2 logarithm .......cccceeeees 
— compute a base-10 logarithm (ANSI) ........... 


— compute a base-10 logarithm (ANSI) ... 
— compute a natural logarithm (ANSI) ... 
—add a logging file descriptor ............... 


— delete a logging file descriptor «0.0.0... 
— set the primary logging file descriptor ........ 


— default password encryption routine 


— install an encryption routine 0... 
— initialize the login table .........csccceceteeeeeees 


— initialize message logging library 


2. Subroutines 


— display a login prompt and validate a User CNtry ......c.sceseeseeecsestestesteseeeeesteseeneens 


— change the login string .......cccseceteeteeeseeees 


—add a user to the login table... 
— delete a user entry from the login table .. 


— display the user login table .........ccceeseeees 


— verify a user name and password in the login table ........c.ccccscsseseeseesteeteseeseeseens 


— log a formatted error message 
— log out of the VxWorks system .. 
— message-logging support task 


— perform non-local goto by restoring saved environment (ANSI) ........ccceeeees 


— create a device for an LPT port. «........ceee 


— initialize the LPT driver .............. 
—show LPT statistics «00... 


— list the contents of a directOry ........cceseeee 
—set a file read/write pointer .........ccccceee 


— list the contents of an RT-11 directory . 


—add anode to the end of alist oo... 
— concatenate two Lists ....ccccccccscsesseseeeeseeeees 


— report the number of nodes ina list . 
— delete a specified node from a list 


— extract a sublist from a list oo... 


— find anode ina list ............ 
— find first node in list ... 
= freeipra list ics sedltieaesesieersct eterna 
— delete and return the first node from a list 


— initialize a list descriptor .........ccccceeeeeeees 


— insert a node ina list after a specified node ... 


— find the last node in a list wo... eee 
— find the next node ina list oo... 


— find a list node nStep steps away from a specified node .. 


— find the Nth node in alist wee eee 


— find the previous node ina list .. 
— MOdifY MEMOTY 0. cece ee eeteetesteees 


— delete all the MIB-II library groups .............. 
— delete all resources used to access the ICMP group ... 


— get the MIB-II ICMP-group global variables 


2 - xill 


m2IcmpInit() 
m2IfDelete() 
m21fGroupInfoGet( ) 
m2IfInit() 
m2IfTblEntryGet() 
m2IfTblEntrySet() 
m2Init() 
m2IpAddrTblEntryGet() 
m2IpAtransTblEntryGet( ) 
m2IpAtransTblEntrySet( ) 
m2IpDelete( ) 
m2IpGroupInfoGet( ) 
m2IpGroupInfoSet( ) 
m2IpInit() 
m2IpRouteTblEntryGet( ) 
m2IpRouteTblEntrySet() 
m2OspfAreaEntryGet( ) 
m2OspfAreaEntrySet( ) 
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— initialize MIB-II ICMP-group access .....scescescesesesessesteseeessesteseessenssteseeseareaeaees 2-360 
— delete all resources used to access the interface QrOUP sees 2-360 
— get the MIB-II interface-group scalar variables ........c..cccesceeeseeseetesteseeeeeetenees 2-360 
— initialize MIB-II interface-group routines. .......... 2-361 
— get a MIB-II interface-group table entry .........scccceeeeees 2-361 
— set the state of a MIB-II interface entry to UP or DOWN we 2-362 
— initialize the SNMP MIB-2 library ........ccccescescsessesessesseseeeesesneseesseneaneseeseereeneanes 2-363 
— get an IP MIB-II address entry ......c.sessesscssessesteseeseesesseseeseeseaseaeseeseenesneseeseareaneaees 2-363 


— get a MIB-II ARP table entry af 
—add, modify, or delete a MIB-IT ARP entry .....scescescscssessesteseeseetestesteseeseeennenees 
— delete all resources used to access the IP SrOUP  ...seeseecescesteseeteetestesteseeseeeetenees 
— get the MIB-II IP-group scalar variables 


— set MIB-II IP-group variables to new Values .......csscscssessessesteeetestestesseseeeeeases 2-366 
— initialize MIB-II IP-group access .....cescsccscessestsseeseeessesteseeseesesteseeseenssesseseereaeaees 2-367 
— get a MIB-2 routing table entry ..... 2-367 
—set a MIB-II routing table entry .....cscsceecectestesteseeseene 2-368 
— get an entry from the OSPF area table (OSPF Opt.) .... 2-369 


— set values in an OSPF area entry (OSPF Opt.) ...scsscescssessesteseeseeseetestesteseereeeanes 


m2OspfAreaRangeEntryGet() — get an OSPF area range entry (OSPF Opt.) ...c.cceccceeceesseseeseseeseeeseeeseseenenenees 


m2OspfAreaRangeEntrySet() — set values in an OSPF area range entry (OSPF Opt.) 
m2OspfGeneralGroupGet( ) 
m2OspfGeneralGroupSet( ) 


m2OspfHostEntryGet( ) 
m2OspfHostEntrySet( ) 
m2OspflfEntryGet( ) 
m2OspflfEntrySet() 


m2OspfIfMetricEntryGet( ) 
m2OspfIfMetricEntrySet() 


m2OspfLsdbEntryGet( ) 
m2OspfNbrEntryGet( ) 
m2OspfNbrEntrySet() 


m2OspfStubAreaEntryGet( ) 
m2OspfStubAreaEntrySet( ) 


m2OspfVirtIfEntryGet() 
m2 OspfVirtIfEntrySet() 


m2OspfVirtNbrEntryGet( ) 


m2SysDelete( ) 
m2SysGroupInfoGet( ) 
m2SysGroupInfoSet() 
m2SysInit() 
m2TcpConnEntryGet( ) 
m2TcpConnEntrySet( ) 
m2TcpDelete( ) 
m2TcpGroupInfoGet( ) 
m2TcpInit() 
m2UdpDelete( ) 
m2UdpGroupInfoGet( ) 
m2UdpInit() 


2-xXiV 


— get values of OSPF general group objects (OSPF Opt.) .....cecccseseeeseeneenenes 


2-371 
— set values of OSPF general group objects (OSPF Opt.) ...scscssccsssseeeeteeteses 2-371 
— get an OSPF host entry (OSPF Opt.) -.e.cescccccsceseeeteeteees 2-372 
— set values in an OSPF host entry (OSPF Opt.) ... 2-372 
— get an OSPF interface entry (OSPF Opt.) ........scsce wee 2-373 
— set values in an OSPF interface entry (OSPF Opt.) .....cececeseseseesesteseeeetesneses 2-373 
— get an OSPF interface metric entry (OSPF Opt.) .....scccscesceseeeeteetesseseeeeeenesees 2-374 


— set OSPF interface metric entry values (OSPF Opt.) ... ner 
— get an OSPF link state database entry (OSPF Opt.) .....sccscsscesesseeeeetesnesees 
— get an OSPF neighbor entry (OSPF Opt.) ....ccesccseseesesessesteseeseeteeesteseeseeeenesnes 
— set values in an OSPF neighbor entry (OSPF Opt.) . He 
— get an OSPF stub area entry (OSPF Opt.) .escssescescecesesseesesteseeseeeeestesteseereeesees 
— set values in an OSPF stub area entry (OSPF Opt.) ...sescesccscsesssesesseseeeeeenesees 
— get an OSPF virtual interface entry (OSPF Opt.) ......... 
— set OSPF virtual interface entry values (OSPF Opt.) ... 
— get an OSPF virtual neighbor entry (OSPF Opt.) ..........0 
— delete resources used to access the MIB-II system QrOUpP  ....c.scesceseeeeeeteseesees 
— get system-group MIB-II variables oo... ccc esse eeeeseseeseseeesseseseeseseeseeeseeaees 
— set system-group MIB-II variables to new values ... 
— initialize MIB-II system-group rOUtiNeS 0... eeeeeeeeteseeseeesteseeseenenesees 
— get a MIB-II TCP connection table entry ........ccccesceseesecsessesteseeeeeeesteseeseeeaesees 
—set a TCP connection to the closed state 0.0... 
— delete all resources used to access the TCP group 
— get MIB-II TCP-group scalar variables ..........:sc000 
— initialize MIB-II TCP-group access ...s.scesceseeseseeesteees 
— delete all resources used to access the UDP group 
— get MIB-II UDP-group scalar variables .............0004 es 
— initialize MIB-II UDP-group access .....ccccescesteseeeetesteseeseesesseseeseesesnesteseeseeneaesees 


m2UdpTblEntryGet() 
m68302SioInit( ) 
m68302SioInit2( ) 
m68332DevInit( ) 
m68332Int( ) 
m68360DevInit() 
m68360Int( ) 
m68562HrdInit() 
m68562RxInt( ) 
m68562RxTxErrInt() 
m68562TxInt( ) 
m68681Acr() 
m68681AcrSetClr( ) 
m68681DevInit( ) 
m68681DevInit2( ) 
m68681Imr( ) 
m68681ImrSetClr() 
m68681Int( ) 
m686810Opcr( ) 
m68681O0pcrSetClr() 
m68681Opr‘( ) 
m68681O0prSetClr() 
m68901DevInit( ) 
malloc() 
masterloInit() 
masterloWrite( ) 
masterIpcAyt( ) 
masterIpcComp() 
masterIpcFree( ) 
masterIpcRcv() 
masterIpcSend() 
masterQueCleanup() 
mathHardInit() 
mathSoftInit() 
mb86940DevInit( ) 
mb86960EndLoad( ) 
mb86960InitParse() 
mb86960MemInit() 
mb87030CtrICreate( ) 
mb87030CtrlInit() 
mb87030Show() 
mbcAdadrFilterSet( ) 
mbcattach() 
mbcEndLoad( ) 
mbcIntr() 
mbcMemInit( ) 
mbcParse( ) 
mbcStartOutput() 


2. Subroutines 


— get a UDP MIB-II entry from the UDP list of listeners 


— initialize a M68302_CP oou.ieceecccccccsessssssessessessssssesesseeees 


— initialize a M68302_CP (part 2) .. 
— initialize the SCC wee 


—haridle: an. SCE interrupt ....:cc-s.ccccecessserstnensteseeedenraseantess 
initializesthe’SCG cise sess eecheiveeiditenten eves ecaeeey 


—handle an SCC interrupt .. 
— initialize the DUSCC ............ 
— handle a receiver interrupt 


— handle a receiver/transmitter error interrupt ............. 
—handle a transmitter interrupt «0.0... 


— return the contents of the DUART auxiliary control register ..........csceceee 
— set and clear bits in the DUART auxiliary control register .........ccccsceeeeees 


— intialize a M68681_DUART 000... ceeeeeeeeeeeseseseseececeeeeeeenenees 


— intialize a M68681_DUART, part 2. ..... 


— return the current contents of the DUART interrupt-mask register 


— set and clear bits in the DUART interrupt-mask register 0... 


— handle all DUART interrupts in one vector ...........0+ 
— return the state of the DUART output port configuration register 


— set and clear bits in the DUART output port configuration register... 
— return the current state of the DUART output port register ................ 


— set and clear bits in the DUART output port register 


— initialize a M68901_CHAN Structure ou... eee 
— allocate a block of memory from the system memory partition (ANSI) 


— create the IPC mechanism at the SNMP master agent 


— send the encoded buffer to the subagent .............00+ 
— check the status of the IPC link 1... cece 
— transmit a completion of transmission message ......... 


— free the IPC resources allocated by the SNMP master agent ........:ccceeeeeees 


— wait for a reply from the subagent .........cscccceeeeeeees 


—send a message to a subagent 


— free resources allocated for SNMP master agent ........ 
— initialize hardware floating-point math support ........ 
— initialize software floating-point math support .......... 
— install the driver function table ........cccsesececeeeeeeees 


— initialize the driver and device .. 
— parse the initialization string 
— initialize memory for the chip 


— create a control structure for an MB87030 SPC ........... 
— initialize a control structure for an MB87030 SPC ...... 
— display the values of all readable MB87030 SPC registers . 
— set the address filter for multicast addresses ............... 
— publish the mbc network interface and initialize the driver .. 
— initialize the driver and device wees 
— network interface interrupt handler .........cccccenee 
— initialize memory for the Chip. ........cccccscseetesseetee teens 
— parse the anit string 5: s.. hohe siecitee dsc enw hog Sesst eeslelniees 
— output packet to network interface device... 
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mblen() — calculate the length of a multibyte character (Unimplemented) (ANSI) ..... 2-413 
mbstowcs() — convert a series of multibyte char’s to wide char’s (Unimplemented) (ANSI) 2-413 
mbtowc() — convert a multibyte character to a wide character (Unimplemented) (ANSI) 2-414 
mbufShow() = PPort MBULStAtSHCS: 2.0.1.5: Pererer sessed ecdectenss le Stes Ses iotaeegens dyer doreesavancersbecinr aust 2-414 
memAddToPool( ) —add memory to the system memory partition 2-415 
memalign() — allocate aligned MEMOTLY «.....sccccccesceseeseesesestesteseeeaneeee we 2-415 
memchr() — search a block of memory for a character (ANSI) 2-416 
memcmp( ) — compare two blocks of memory (ANSI) o...ecceeceeeeeseeseseeeseeseseeseseeseseeneeeees 2-416 
memcpy() — copy memory from one location to another (ANSI) .... 

memDevCreate( ) =icreate-a Memory: deVice! 2.55 i 2testae hells eset dete Rea hleeteasete teeter tees 2-417 
memDevCreateDir( ) — create a memory device for multiple files 0.0... cscs tees eetestesteseeeeeaees 2-419 
memDevDelete( ) — delete a memory device 

memDrv( ) — install a memory driver 

memFindMax( ) — find the largest free block in the system memory partition «0... 2-420 
memmove( ) — copy memory from one location to another (ANSI) ............. 

mem OptionsSet( ) — set the debug options for the system memory partition .... 

memPartAddToPool() —add memory to a Memory partition 0... 

memPartAlignedAlloc() — allocate aligned memory from a partitiON .......ccceseecsessestes tes eeeetestesteseeseeenees 
memPartAlloc() — allocate a block of memory from a partitiON 0.0... tects testes teseeeetenees 
memPartCreate( ) — create a memory partition ae 
memPartFindMax( ) — find the size of the largest available free DIOCK ........ceeceseeseseeseeteetesteseeseeeetesees 2-424 
memPartFree( ) — free a block of memory in a PartitiON occ ee ee estes teste eeeseseeneeneeesees 2-424 
memPartInfoGet( ) — get partition information 0.0... we 2-425 
memPartOptionsSet( ) — set the debug options for a memory partition ... 2-425 
memPartRealloc() — reallocate a block of memory in a specified partition . 2-426 
memPartShow( ) — show partition blocks and statistics ........cscscscesessesseseeseeesseseeseeseeesneseeseeseeesees 2-427 
memPartSmCreate( ) — create a shared memory partition (VXMP Opt.) -.esccccscsseeeeeseetesteseeeeeenenes 2-427 
memset( ) — set a block of memory (ANSI) 

memShow() — show system memory partition blocks and statisticS 0.0... 2-429 
memShow!Init() — initialize the memory partition show facility 00... eects eeseeeetenes 2-430 
mib2ErrorAdd() — change a MIB-II error count 

mib2Init() — initialize a MIB-II structure 

mkdir() = Maketa directory 28h oe te aiiaken sii anenaer se entenwnndaniehaiee 


mktime() — convert broken-down time into calendar time (ANSI) .. 2-432 
mlock() — lock specified pages into memory (POSIX) .....csceeeeee we 2-432 
mlockall() — lock all pages used by a process into memory (POSIX) .......:-:000 we 2-433 
mmuL64862DmalInit( ) — initialize the L64862 I/O MMU DMA data structures (SPARC) ..... eee 2-433 
mmuPro32LibInit() SAnitialiZe module picsessahceicseaesesk tavcseetecsaie sett ceseres acaesetavecy welded ior sede nec eruaahecetensyee 2-434 
mmuSparcRomInit( ) — initialize the MMU for the ROM (SPARC) u..eeeeeeesesseseseeseeececeseseeeeeeteeeeeeeees 2-434 
modf() — separate a floating-point number into integer and fraction parts (ANSI) ... 2-435 
moduleCheck( ) — verify checksums On all MOGUICS .........ccscestesteseeseetestesteseesesteseeseeseeseaeseeseeseanesees 2-435 
moduleCreate( ) — create and initialize a MOdUIE «0... tees testes teens we 2-436 
moduleCreateHookAdd( ) — add a routine to be called when a module is added _... we 2-437 
moduleCreateHookDelete() - delete a previously added module create hook routine ........... we 2-437 
moduleDelete( ) — delete module ID information (use unld() to reclaim space) .. 2-438 
moduleFindByGroup( ) — find a module by group number ... we 2-438 
moduleFindByName( ) — find a module by name «.......ccceceeeeeees wu 2-439 
moduleFindByNameAndPath( ) — find a module by file name and path  ........c.ccccescescseesesestes testes eeestesteseeseesesnesees 2-439 


2-xXvi 


moduleFlagsGet( ) 
moduleldListGet( ) 
moduleInfoGet() 
moduleNameGet( ) 
moduleSegFirst( ) 
moduleSegGet() 
moduleSegNext( ) 
moduleShow() 
motCpmEndLoad() 
motFecEndLoad( ) 
mountdInit() 
mgPxLibInit() 
mgPxShow!Init() 
mq_close() 
mgq_getattr() 
mq_notify() 
mq_open() 
mg_receive() 
mq_send() 
mgq_setattr() 
mg_unlink() 
mRegs() 
mRouteAdd() 
mRouteDelete() 
mRouteEntryAdd() 
mRouteEntryDelete( ) 
mRouteShow() 
msgQCreate( ) 
msgQDelete( ) 
msgQInfoGet() 
msgQNumMsgs( ) 
msgQReceive( ) 
msgQSend() 
msgQShow() 
msgQShowInit() 
msgQSmCreate( ) 
munlock() 
munlockall() 
muxAddressForm( ) 


muxAddrResFuncAdd( ) 


muxAddrResFuncDel() 
muxAddrResFuncGet( ) 
muxBind() 
muxDevExists() 
muxDevLoad() 
muxDevStart() 
muxDevStop() 
muxDevUnload( ) 


2. Subroutines 


— get the flags associated with a module ID oo. e ec ceseeeseeseeeseseeseseeseseeneees 2-440 
— get a list of loaded modules ou... cceccscsssssssssseessssesssssseesssessessssessasesssssnsersnssseraseens 2-440 
— get information about an object MOdUIe oo... ceseesesessesteses testes eeseeesteseeseesesneseeneens 2-441 
— get the name associated with a module ID . 2-441 
— find the first segment in a MOdUIe ou... eee eeteteeteeeeee 2-442 
— get (delete and return) the first segment from a module 2-442 
— find the next segment in a MOCUIE oo... cesses csesteeteseeseeseesesteseeseeseaseseseeseesesneseeseess 2-443 
— show the current status for all the loaded Modules ......csceccesceteseesestestesteeeseens 2-443 


— initialize the driver and device 
— initialize the driver and device 
— initialize the MOUNE daeMON ou... eseseseeseseeseseesesseesssessesessestseeseseseees 
— initialize the POSIX message queue library 
— initialize the POSIX message queue Show facility ........ccccccssseeseeeeeetesteseeneens 
—closé a. message queue (POSIX): «caves Gn aaasdaaisadieacanina aie: 
— get message queue attributes (POSIX) .....cccccccsseeeeeeeteeteneene 
— notify a task that a message is available on a queue (POSIX) 
— open a message queue (POSIX) ooecccecseeceeeseeseeeseeteseseeseseseseans 
— receive a message from a message queue (POSIX) -...cssessecseccessestesteseeteetesteseeneens 
—send a message to a message queue (POSIX) «..scssescessessestesteseeeetesteseeeesesneseeneens 
— set message queue attributes (POSIX) 
— remove a message queue (POSIX) wicccecceeeseseseseeesessesestesessenessetesesesneseesesesneneees 
SIMOCIFY TECISTHS. 50. 22. ccenneeiasvesSded cde tyes bar Phavassrdesdases dcsecuesStussiuccerten tur dcasnessbsceaet feke 
—add multiple routes to the same destination . 
— delete a route from the routing table .............. 
— add a protocol-specific route to the routing table . 
— delete route from the routing table o.......ccccccescesceseeees ee eeeseeseeseeesneseeseesesneseeneens 
— print the entries of the routing table 
— create and initialize a message queue .. 
= déleté a message queué si w.8 acts dhtaeida dione aa nniided aauhaelais 
— get information about a Message QUCUC ....eccescesceseeeeesesesteseesessesteseeseesesteseeneens 
— get the number of messages queued to a message queue . 
— receive a message froM a MESSAGE QUCUC oo... eccesceseesesesestesteseeseeesteseeseesesteseeneens 
— send a message tO a MESSAZE QUCUC oa.eeseeseesccsessesteseeseeseesestestesesseanesteseeseeseseseeneess 
— show information about a message queue ..... 
— initialize the message queue SHOW facility .........cccccsceseeeeeetesteseeseeeenenees 
— create and initialize a shared memory message queue (VxMP Opt.) .... 


— unlock specified pages (POSDX): .x..2.scciccisssssievssedaseadesndenivestaccaentescastsesssecverssraeta she 2-467 
— unlock all pages used by a process (POSIX) ....cescssessssesssstesteeetestestesseseeesneseeneens 2-467 
— form an address into a packet 

—add an address resolution fUNCtiON .......cesescecsesesteseeseesessestesteseessesesteseeseesesneseeneens 2-469 
— delete an address resolution FUNCTION 0... eeeeeeeeesteseesessesteseeseeseseseeseens 2-469 
— get the address resolution function for iffype/protocol 2-470 
— bind a protocol to the MUX given a driver name ........... 2-471 
— tests whether a device is already loaded into the MUX . 2-472 
— load a driver into the MUX  oe.csesecccescesteeeeeeeesteseesesseane 2-473 
— start a device by calling its start routine ...... 2-474 
— stop a device by calling its stop routine ...... 2-474 
—remove a.driver from the MUX. -.:.2.scscsssvccsersangessevccerseneedesvensgvessersetseosiyecves detections 2-475 


2 - Xvil 
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muxIoctl() — send control information to the MUX or to a deViCe o..ccecceceseeeeee neces 2-476 
muxLibInit() — initialize global state for the MUX oo... seeessscscsseseeeeseseeseseeseseeneseeneeeees 2-477 
muxMCastAddrAdd() — add a multicast address to multicast table for a deViCE o..eeecceeeeteeeseeeeeeees 2-477 
muxMCastAddrDel( ) — delete a multicast address from a device’s multicast table a 2-478 
muxMCastAddrGet( ) — get the multicast address table from the MUX/Driver ..... we 2-478 
muxPacketAddrGet( ) — get addressing information from a packet. ..........cscee ww. 2-479 
muxPacketDataGet( ) = return the-data froma packet’ 5. .sctsc-setcseclesdeestccsentessdesnascansedsaveshebeasdeestienadepabveesee 2-480 
muxPollReceive( ) — poll for a packet from a device Ariver .....ccccescesecsesseesesteseeseeeeseseeseeseeesteseeseereeesees 2-481 
muxPollSend() — send a packet on a network interface 

muxSend() —send a packet out on a network interface .......ccccscsseeeeeesestesteseeseeesteseeseeneaneanes 
muxShow() — all configured Enhanced Network Drivers 

muxUnbind( ) — detach a protocol from the specified driver ies 
nanosleep( ) — suspend the current task until the time interval elapses (POSIX) .........c.c 2-484 
ncr710CtrlCreate( ) — create a control structure for an NCR 53C710 SIOP o.e.csecceeeceseeeseeeeeeseeeeneeees 
ncr710CtrlCreateScsi2() — create a control structure for the NCR 53C710 SIOP. ...... 

ncer710CtrlInit() — initialize a control structure for an NCR 53C710 SIOP 

ner710CtrUnitScsi2() — initialize a control structure for the NCR 53C710 SIOP 

ncr710SetHwkRegister( ) — set hardware-dependent registers for the NCR 53C710 SIOP 
ncr710SetHwRegisterScsi2( ) — set hardware-dependent registers for the NCR 53C710 o.cescessccssseeseeteetestesees 
ncr710Show( ) — display the values of all readable NCR 53C710 SIOP registers 

ncr710ShowScsi2( ) — display the values of all readable NCR 53C710 SIOP registers 

ncr810CtrlCreate( ) — create a control structure for the NCR 53C8xx SIOP. o.....eccecsseeseeseeenenenenees 
ncr810CtrlInit( ) — initialize a control structure for the NCR 53C8xx SIOP. ........... 
ncr810SetHwkRegister( ) — set hardware-dependent registers for the NCR 53C8xx SIOP. .... 

ncr810Show( ) — display values of all readable NCR 53C8xx SIOP registers ..... as 
ncr5390CtrlCreate( ) — create a control structure for an NCR 53C90 ASC ooveecseceessesessesesseseeneeenenenees 
ncr5390CtrlCreateScsi2() | —create a control structure for an NCR 53C90 ASC oeseeccscescetsseeseeeetesteseeeeennesees 
ncer5390CtrlInit( ) — initialize the user-specified fields in an ASC structure Ae 
ncr5390Show( ) — display the values of all readable NCR5390 chip registers .........cscseeeeseeeees 
ncr710SingleStep() —pérforinia. single-step» rci.cgeti as ese en RUNG Muha tec nawenatineiesd 
ncr710StepEnable( ) - enable/disable script single-step .. os 
ne2000EndLoad( ) — initialize the driver and device o.e.ccecccccsessesssesesessssesessssesesseseseesesesseseesesesneeeees 
ne2000Parse( ) = iparse the init Stn assess. cectecs steers ec vest neate caver vee taca rent ieeaoget Neen ative) 
netBufLibInit() — initialize netBuUfLib oo. eee te eens eeneneeeenenees 

netCIBlkFree( ) — free a clBlk-cluster construct back to the memory pool. .... 

netCIBlkGet() =, SObACIBMC  eccbeed ec heskcseates Sesh staat vavgerse eveisee ter syeecn ees axiabece 

netCIBlkJoin() — join a cluster to a CIBIK Structure oo... se nese ceseenseeseseesestesesesseseenesesneseaees 
netClFree() — free a cluster back to the MEMOTY POO] oo... tes eeesesteseeseeesteseeseeneeneanes 
netClPoolldGet() — return a CL_POOL_ID for a specified buffer size .. 

netClusterGet( ) — get a cluster from the specified cluster POO] ......scesceseecesessestesteseeeetesteseeseeresenees 
netDevCreate( ) — create a remote file CeViCE .....e.ceescessssssesssseessssssessstessassssessensssersssssessnscesaesessenaneneares 
netDrv( ) — install the network remote file driver .. 

netHelp() — print a synopsis of network routines. ....... 

netLibInit() — initialize the network package .............. 

netMblkChainDup() — duplicate an MBIk chain wo... 

netMblkCIChainFree( ) — free a chain of mBlk-clBlk-cluster constructs .... 

netMblkClFree( ) — free an mBlk-clBlk-cluster CONStIUCE .....ceec eee eeeeeeee ae 
netMbIkClGet( ) — get a clBlk-cluster and join it to the specified MBIk oo... te teeeteeteeees 


2 - Xvili 


2. Subroutines 


netMblkCljJoin() —join an mBlk to a cIBlk-cluster CONStLUCE eee cesses eee esse eseeeseseeseseeneeeeesneeeteees 2-512 
netMblkDup() = diiplicate an mB ke i205. tsete seek aa nated inde be a MA CAN AAS eee 2-513 
netMblkFree( ) — free an mBIk back to its MEMOTY POO] .....seesescccessestesseseeseetesteseeseeseesesteseesesseaneseeneens 2-513 
netMblkGet( ) = SetLAMMIBIK: oes seh eee sete tpese ewes ayeeenesy 2-514 
netMblkToBufCopy( ) — copy data from an mBlk to a buffer ...... .. 2-514 
netPoolDelete() — delete a MEMOTY POO] oe... . 2-515 
netPoolInit() — initialize a netBufLib-managed MeMOTY POO] «......cscesceseesseseeseeestestesteseeseeeseeseeneens 2-515 
netPoolShow() SNOW POOL StAUStICS? 2.20.5. .nc2ereecetedaheecath Renate seas cust gis Tats Serkan shah chu chnanteteedetebdetidesallerenstse 
netShowInit() — initialize network show routines “ig 
netStackDataPoolShow() — show network stack data pool StatistiCS ........ccceccescesseseeeseeeseeseeseeseateseeseesssteseeneenes 2-519 
netStackSysPoolShow() — show network stack system Pool StatistiCS ......c..ccccesceeceeesteseeseeseeteateseeseesesteseeseenes 2-520 
netTask() — network task entry point Tes 
netTupleGet() =gétanmBlk-elBlk-ecluster: -.:tscisi.ccu cine tei sitielitie tin daira snniladiidies 
nfsAuthUnixGet() — get the NFS UNIX authentication parameters ........ccccsesseesseesseeseeeseeeseeseeneees 
nfsAuthUnixPrompt() — modify the NFS UNIX authentication parameters ... 

nfsAuthUnixSet( ) — set the NFS UNIX authentication parameters ........... 

nfsAuthUnixShow() — display the NFS UNIX authentication parameters 

nfsDevInfoGet( ) — read configuration information from the requested NFS device ......cccceeees 2-524 
nfsDevListGet() — create list of all the NFS devices in the SySteM ........ccssesssssesseeesestestesteseeseeesteseeneens 2-524 
nfsDevShow( ) — display the mounted NFS devices 

nfsdInit() = initialize the NFS server: v.csicciscccte.cchectelivssestatesetescedysvopeseayeusceesaaasisonasbeerenuevacsrsenstct 
nfsDro() —instalh-the: NES drtivet:cc..istisistiicactitessteesbisatdosstecieviedsscapasesotsech dsnastetehiesesdasetaavacestaeeted 
nfsDrvNumGet() — return the IO system driver number for the nfs driver 2-526 
nfsdStatusGet() — get the status of the NFS server .......c.ccccscesesseeeseeteeteses 2-527 
nfsdStatusShow() - show the status of the NFS server. ........... 2-527 
nfsExport() — specify a file system to be NFS exported ....sceccccccesceseesecsessesteseeseseseseeseeseseaneseeneens 2-528 
nfsExportShow() — display the exported file systems of a remote hOSt .......ccccceeeesseeseeeeeeteseeseeneees 2-528 
nfsHelp() — display the NFS help menu 3 
nfsIdSet() — set the ID number of the NFS UNIX authentication parameters «0.00... 2-530 
nfsMount() = mounit-an NFS filesystem s:.4..6) tcodcova inet Wied eaiee asin lited tracts tees 
nfsMountAll() — mount all file systems exported by a specified host 4: 
nfsUnexport() —remove a file system from the list of exported file systeMs ..........cccccscseeseeeee 2-531 


nfsUnmount() 
nicEndLoad( ) 
nicEvbattach( ) 
nicEvbInitParse( ) 
nicTxStartup() 
npc() 
ns16550DevInit() 
ns16550Int( ) 
ns16550IntEx() 
ns16550IntRd() 
ns16550IntWr( ) 
ntInt() 

ntLoad() 
ntMemInit( ) 
ntParse( ) 


ntPassFsDevInit( ) 


Sunmount an NES device sicsecivcsd cae yee ated sae decheveene athens 
— initialize the driver and device ...ceccccecceseeesestestesteeeeetesteneesees 
— publish and initialize the nicEvb network interface driver 
— parse the initialization String 0.0.0... eects teseeseeteseeeenees 
—thedriver’s:actisal ottput routine: n2oc.cccscss.cccshsteseesssutevedserdaspascseosevatestieensdeshivyshecciee! 
— return the contents of the next program counter (SPARC) 
— intialize an NS16550 channel 
Anterriipt level processing: :cecetzesse.sc.c.t2esvees ah eeechdetat aes de tencbens coe chvceeeceiiecechdesaidandaestss 
— miscellaneous interrupt PLOCeSSING «0... ceceeseecceesestesseseeseesesteseeseeseesesteseeseaseaneseeneens 
—handle a receiver interrupt ................ 
— handle a transmitter interrupt .... 
— handle controller interrupt ......... 
— initialize the driver and device .. 
— initialize memory for the chip .... 
= parse the imit'String /.2.. nukes a dcneia vende Si lecekeees ss 
— associate a device with ntPassFs file system fUNCHIONS ........cesceseeseeceteetestesteseeneees 


2 - XIX 


ntPassFsInit() 
ntPollStart() 
ntPollStop() 

00() 

open() 

opendir() 

operator delete() 
operator new( ) 
operator new( ) 
operator new( ) 
ospfExtRouteAdd() 
ospfExtRouteDelete( ) 
ospfInit() 
ospfNbmaDstAdd( ) 
ospfNbmaDstDelete() 
ospfTerminate() 
passFsDevInit() 
passFsInit() 

pause() 

peQ) 
pecardAtaEnabler( ) 
pecardE|tEnabler( ) 
pecardMkfs() 
pecardMount( ) 
pecardSramEnabler( ) 
pecardTffsEnabler( ) 
pcicInit() 
pcicShow() 

pemciad( ) 
pemciaInit() 
pemciaShow() 
pemciaShowInit() 
pew() 

pentiumBtc() 
pentiumBts() 
pentiumCr4Get( ) 
pentiumCr4Set() 
pentiumMcaShow() 
pentiumMsrGet( ) 
pentiumMsrSet() 
pentiumMtrrDisable( ) 
pentiumMtrrEnable() 
pentiumMtrrGet( ) 
pentiumMtrrSet( ) 
pentiumPmcGet() 
pentiumPmcGet0() 
pentiumPmcGet1() 
pentiumPmcReset( ) 
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— prepare to use the ntPassFs library... cece tees eesesteseeseeseaneseeseesestesneseereanesees 


— start polled mode operations 
— stop polled mode operations 
— return the contents of register 00 (also 01 - 07) (SPARC) . 


— open a file 


— open a directory for searching (POSIX) 
— default run-time support for memory deallocation (C++) 
— default run-time support for operator new (C++) 
— default run-time support for operator new (nothrow) (C++) .. 
— run-time support for operator new with placement (C++) 
— import external route into OSPF domain (OSPF Opt.) 
— delete external route imported into OSPF (OSPF Opt.) .... 
— function to initialize OSPF routing (OSPF Opt.) 
—add NBMA destination 
— delete NBMA destination .......ccccceeseeeeee 
— free OSPF resources and delete OSPF tasks 
— associate a device with passFs file system functions . 
— prepare to use the passFs library 
— suspend the task until delivery of a signal (POSIX) 
— return the contents of the program counter 
— enable the PCMCIA-ATA device 
— enable the PCMCIA Etherlink III card 
— initialize a device and mount a DOS file system . 
— mount a DOS file Syste ........ccccesceseeeeseeestesteseeneens 


— enable the PCMCIA-SRAM driver .. 


— enable the PCMCIA-TFFS driver 
— initialize the PCIC chip 
— show all configurations of the PCIC chip .. 
— handle task-level PCMCIA events 
— initialize the PCMCIA event-handling package 
— show all configurations of the PCMCIA chip 
— initialize all show routines for PCMCIA drivers 
— return the contents of the pcw register (i960) 


— execute atomic compare-and-exchange instruction to clear abit .. 


— execute atomic compare-and-exchange instruction to set a bit .. 
— Get a content of CR4 register 
— Set a specified value to CR4 register 
— show MCA (Machine Check Architecture) registers 
— get a content of the specified MSR (Model Specific Register) . 
— set a value to the specified MSR (Model Specific Registers) 
— disable MTRR (Memory Type Range Register) 
— enable MTRR (Memory Type Range Register)... 
— get MTRRs to a specified MTRR table ............... 


—set MTRRs from specified MTRR table with WRMSR instruction. ... 


— get contents of PMCO and PMC1 
— get a content of PMCO ... 


— get a content of PMC1 


— reset both PMCO and PMC1 


pentiumPmcReset0( ) 
pentiumPmcReset1( ) 
pentiumPmcShow() 


pentiumPmcStart() 
pentiumPmcStop() 


pentiumPmcStop1() 


pentiumSerialize() 
pentiumTIbFlush( ) 
pentiumTscGet32( ) 
pentiumTscGet64( ) 
pentiumTscReset( ) 
period() 
periodRun() 
perror() 

pfpO 

ping() 
pingLibInit() 
pipeDevCreate( ) 
pipeDrov() 

pow() 

powf() 
ppc403DevInit() 


ppc403DummyCallback() — dummy callback routine ...... 


ppc403IntEx() 
ppc403IntRd() 
ppc403IntWr( ) 
ppc860DevInit() 
ppc860Int( ) 
pppDelete() 
pppHookAdd() 
pppHookDelete( ) 
pppInfoGet() 
pppInfoShow() 
ppplnit() 
pppSecretAdd() 
pppSecretDelete() 
pppSecretShow() 
pppstatGet() 
pppstatShow() 
printErr() 
printErrno() 
printf() 
printLogo() 
proxyArpLibInit() 
proxyNetCreate( ) 
proxyNetDelete() 
proxyNetShow() 
proxyPortFwdOff() 


2. Subroutines 


= reset: PMCO! eseeccsven eae nie an elven taninenvenesera aero ven seen reenter 
= Teset PMT) ie, een cach a ectilestts aaa ape eet atest n a nage ecooe Adena Rodi a asedecaces 
— show PMCs (Performance Monitoring Counters) .......cccccceeesseeseeneseeeseeseeneees 
— start both PMCO and PMC1 oo. ceeeeseeneeeeeeeeee 

— stop both PMC0 and PMC1 ..... 
=stOp PMC! 4.ccctshicntieindes di Gael 
— execute a serializing instruction CPUID ....scececcescsceseeeseeesteseeseesesesteseeseesesneseeneens 
— flush TLBs (Translation Lookaside Buffers) .........cssssessssssececeseseteeseeeeeeeeeseseeeeeeeees 
— get a lower half of the 64Bit TSC (Timestamp Counter) . a 
— get 64Bit TSC (Timestamp Counter) ....cccccccccsceesseseeeeneseenessseeseseeesesseseeseseseeeseanes 
— reset the TSC (Timestamp Counter) o...c.cccecsceceseeceseessnesesseesssseseseeseesesesnsseasenes 
— spawn a task to call a function periodically ... 
—eall:a fianiction periodically: scsi: cscecdsccsseneescnsssesigestieceatoes fans ceusbreadeiseteeveralaerbereteaiee 
— map an error number in errno to an error message (ANSI) ....scssessssessessesteeeseees 
— return the contents of register pfp (1960) .....csceseeeteteeteeeeeees 
— test that a remote host is reachable ... 
— initialize the ping() utility... 
ct Gate'a Pipe CeVvice 1.322. edevivec tere oe Aeeece sve chey te sen tec ecaeessavertittens eee cere 
= initialize the ‘pipe driven 22 <s.c-x. ek tion Ming sncancdadavcab ance ace neal 
— compute the value of a number raised to a specified power (ANSI) .... 
— compute the value of a number raised to a specified power (ANSI) 
—initialize:the:serial port Units scsct..ifootcisdecteieeshstesedasendesetadhs cust evcantecstendtseshssevedestietiene 


— handle error interrupts ..... 
— handle a receiver interrupt ...... 
—handle a transmitter interrupt 0.0.0... esses eetesteseeseeseaseseeseeseeseseseeseeseaeseeneens 
—initialize the SMC: 22.2.0 os 2rete sete itt, nor Ba SAI AN eos One Sa etn S 
— handle an SMC interrupt 
= delete a PPP network interface: o1ccs natura en area Anaad: 
—add a hook routine on a Unit Dasis oe... estes teseeseeseeteaeeseesessesteseeseesesneseeneess 
— delete a hook routine on a unit basis .... ze 
— get PPP link status information ........cccecccseeseesssseeestesteseeseesesteseeseeseasesteseeseeseaneseeneens 
— display PPP link status information ..........ccsccccccessestesseseeseeesteseeseesesseseeseeseaseaneseeseens 
— initialize a PPP network interface .......cccscseeeseeeeees 
— add a secret to the PPP authentication secrets table .......... 
— delete a secret from the PPP authentication secrets table . se 
— display the PPP authentication secrets table ........cccscscessesseseeesesesseseesesesneseeneens 
= ‘get PPP link Statistics: se svete etch ech ce nieh woh alent la ea 
— display PPP link statistics 
— write a formatted string to the standard error StreaM ..........ccccesceseeteestestesteseeneees 
— print the definition of a specified error status ValUC ........c.cccceccesceste te eetestesteseeneene 
— write a formatted string to the standard output stream (ANSI) . 
—printithe VxWorks lOO: ~.cccecissd esc sscues cides dacs dois icenended ate tederteestheestn tend 
— initialize proxy ARP .............. 
— create a proxy ARP network 
— delete a proxy network ..... 
— show proxy ARP networks ......ccscsccceseeeeeeeeeeeenees sv 
— disable broadcast forwarding for a particular POTt .......c.scecscsesestesteseetestesteseeneens 
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proxyPortFwdOn() 
proxyPortShow() 
proxyReg() 
proxyUnreg() 
psr() 

psrShow() 
psrShow() 
ptyDevCreate( ) 
ptyDro() 

putc() 

putchar() 
puteno() 

puts() 

putw() 

pwd() 

qsort() 

r0() 

13() 

raise() 
ramDevCreate() 
ramDrv() 

rand() 
rawFsDevInit( ) 
rawFsInit() 
rawFsModeChange( ) 
rawFsReadyChange( ) 
rawFsVolUnmount() 
remd() 

read() 

readdir() 

realloc() 

reboot() 
rebootHookAdd() 
recv() 

recufrom( ) 
recumsg() 

reld() 
remCurldGet( ) 
remCurldSet( ) 
remove( ) 

rename( ) 

repeat() 
repeatRun( ) 
resoluDNComp() 
resoluDNExpand() 


resoluGetHostByAdadr( ) 


resolvInit() 
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— enable broadcast forwarding for a particular POrt oo... sees eeseeesseeeeeeseeeees 2-598 
= show: eniabled ports: .ccsta5 sstcecitncen ester aicawindiind maura manae 2-598 
=evister a proxy: client <.ssdeccatia nna wianthnanintantinaeca a nianwies 2-599 
—unregister a Proxy ClieNt oo... sees esses we 2-599 
— return the contents of the processor status register (SPARC) ............ ww 2-600 
— display the meaning of a specified psr value, symbolically (SPARC) .. ww 2-600 
— display the meaning of a specified PSR value, symbolically (ARM) ...........00 2-601 


=créaté-a pseuido terminal: 32.200... 25, .cttensets tect benchcaeseedaseteTeesdebeatsdesttstyeenteechdedeteblertdeoet 


— initialize the pseudo-terminal driver .. 
— write a character to a stream (ANSI) 


— write a character to the standard output stream (ANSI) 


— set an environment variable 


— write a string to the standard output stream (ANSI) .....c..cscesceeeseeteetesteseeeeeeteaees 2-604 
— write a word (32-bit integer) to a StreAM ....ceeeceseseeesseseseesesesseseeseseenssceseseeeeneseenees 2-605 
— print the current default directory .............. 2-605 
— sort an array of objects (ANSI) ...sceccceceseeeeseseseesteseeseeseaee 2-606 
— return the contents of register r0 (also r1 — 114) (ARM) ..... 2-606 
— return the contents of register 13 (also r4 — 115) (1960) o.eeeececeseesesessesesteeeseeseeeees 2-607 
= send. a:signal'to-the caller's task 2s. scscscisecsessetecsengcosensencadencechivetseniebececsdetuseistecdureccuee 2-607 
— create a RAM disk device 

— prepare a RAM disk driver for use (Optional) .....c..cscesceesescestesees ees eetestesteseeeeesees 2-609 
— generate a pseudo-random integer between 0 and RAND_MAX (ANSD) ........... 2-610 
— associate a block device with raw volume fUNCtIONS 0... 2-610 


— prepare to use the raw volume library .. 
— modify the mode of a raw device volume ...... 
— notify rawFsLib of a change in ready status 


— disable a raw device VOLUME oo.cecccceccccssssssscssssscscesseseescescscsscssesecsecseessesecseesesecsaseaeaes 


— execute a shell command ona remote machine .. 


—read bytes from a-file Or deVice sc:.cnscncrn aia acheter sania dctieneitte 


— read one entry from a directory (POSIX) 


— reallocate a block of memory (ANSI) 


— reset network devices and transfer control to boot ROMS o......ccceccccsseseeeeseeseees 2-616 
—add a routine to be called at rebOOt .o.cccccccccccccsscssessescescescssescsecsseseesecsecsssscseeaeees 2-616 


— receive data from a socket... 
— receive a message from a socket... 
— receive a message from a socket... 


= réload:an object MOP US 24s: s2es.c02s veskk. schlavede tab esstielbotenslenadeahsudsdvustelegebeesedtsadeiahzeeste 


— get the current user name and password 
— set the remote user name and password... 


=remove atile (ANS): tiiscsnetaante caine chs Aaa GE sAM AL Nahe aiea aha 
= changéthe name a file: & 2.2. te/ dc uelenses shine senda cedacrssstendheensorssintrteaiianeinteredetesedietases 


— spawn a task to call a function repeatedly .... 2-622 
—call a function repeatedly 0... 2-622 
— compress a DNS name in a DNS packet «......ceesceceeeseees 2-623 
— expand a DNS compressed name from a DNS packet ......... 2-624 
— query the DNS server for the host name of an IP address ... 2-624 
resoluGetHostByName() — query the DNS server for the IP address of a host ............04. wee 2-625 
— initialize the resolver library: c+. 2cc2escecesnecea seweeseteecievsan cases sens tvetvenieneani eeteossncesetecceee 2-626 
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resoluMkQuery() 
resoluParamsGet( ) 
resoluParamsSet( ) 
resolvQuery() 
resolvSend() 
rewind( ) 
rewinddir() 
rindex() 

rip() 

ripAuthHook( ) 
ripAuthHookAdd() 
ripAuthHookDelete( ) 
ripDebugLevelSet() 
ripFilterDisable() 
ripFilterEnable() 
ripIfReset( ) 
ripIfSearch() 
ripLeakHookAdd() 
ripLeakHookDelete( ) 
ripLibInit() 
ripRouteShow() 
ripSendHookAdd() 
ripSendHookDelete( ) 
ripShutdown() 
rlogin() 

rlogind() 

rlogInit() 

rm() 

rmdir() 
rngBufGet() 
rgBufPut() 
rngCreate( ) 
rngDelete() 
rngFlush() 
rngFreeBytes() 
rngIsEmpty() 
rngIsFull() 
rmgMoveAhead( ) 
rmgNBytes() 
rgPutAhead() 
romStart() 

round() 

roundf() 
routeAdd() 
routeDelete() 
routeNetAdd() 
routeProtoPrioritySet( ) 
routeShow( ) 


— create all types of DNS queries ................ 


2. Subroutines 


— get the parameters which control the resolver library .........cccseseseeseeeseee senses 
— set the parameters which control the resolver library .......ccccesceseseesessestesteseeneens 


— construct a query, send it, wait for a response ............ 
—send a pre-formatted query and return the answer ..........0sc08 
— set the file position indicator to the beginning of a file (ANSI) ... 


— reset position to the start of a directory (POSIX) ...c.ccccccscesceeetesestesteseeestesneseeneens 
— find the last occurrence of a character in a String .......ccsceseesceectestestesteseeeeesneseeneene 


— return the contents of register rip (i960) 
—sample authentication hook «0... 


— add an authentication hook to a RIP interface ...c.cccccccccscsccscescsseesesseseceeseeeeseeaes 


—remove an authentication hook from a RIP interface . 


— specify amount of debugging output ...... 
— prevent strict border gateway filtering ... 
— activate strict border gateway filtering ... 


— alter the RIP configuration after an interface changes .... 


— add new interfaces to the internal list ..... 


—add a hook to bypass the RIP and kernel routing tables ..........ccsccssseeteteteeeeee 
— remove a table bypass hook from a RIP interface ......c.ccescsscesessestesteseeseetesteateseeneens 


— initialize the RIP routing library 


— display the internal routing table maintained by RIP .......ccccscseeseseeseetesteseeneees 


—add an update filter to a RIP interface .... 


— remove an update filter from a RIP interface . 


— terminate all RIP processing «0.0.0... 
— log in to a remote host .......ccccseeeeees 
— the VxWorks remote login daemon. ........ 
— initialize the remote login facility ............ 
—remove a file 
—LEMOVE a CirectOLY oes 
— get characters from a ring buffer ............. 
— put bytes into a ring buffer 
— create an empty ring buffer «0... 
— delete a ring buffer 00... cece 
—make a ring buffer empty... 


— determine the number of free bytes in a ring buffer ... 


— test if a ring buffer is empty «0.0.0... 
— test if a ring buffer is full (no more room) 
— advance a ring pointer by n bytes ............ 


— determine the number of bytes in a ring buffer 


— put a byte ahead in a ring buffer without moving ring pointers 0.0.0... 


— generic ROM initialization «0... 
— round a number to the nearest integer... 
— round a number to the nearest integer... 
=add a route? a:ccenctnnnva sca aiiencin: 


— delete a rOUtC ooececcccccccsccseescescescsscsseseesecseesseaeees 
—add a route to a destination that is a network ................ 


— set the priority of routes added by the routing protocol 


— display host and network routing tables 
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routestatShow( ) = display routing statistics ...2:isnsessnneciecns ea atenen car eniennea eee 2-657 
rpclnit() = initialize the RPC package -i2 asc. Sankae aa Beier iaten en Mand 2-657 
rpcTaskInit() — initialize a task’s access to the RPC package ....cccescsceseesesesesteseeseeeetesteseeseeeeesees 2-658 
rresvport() — open a socket with a privileged port bound to it .... we 2-658 
rt11FsDateSet() —set the rt11Fs file system date ........ccccccseeeeseeestesteees ww 2-658 
rt11FsDevInit( ) — initialize the rt11Fs device descriptor . we 2-659 
rt11FsInit() = preparerto usethe tll Psclibrary” ...civiecsccossccaicassoctetaceesiessasesndetharethvessietestesaecnsrsessed 2-660 
rt11FsMkfs() — initialize a device and create an rt11Fs file SySteTM .........ccccesceseeseeteeeetestesteneeseeesees 2-661 
rt11FsModeChange( ) — modify the mode of an rt11Fs volume “ni 
rt11FsReadyChange( ) — notify rt11Fs of a change in ready Status oo... cscs teseeeeesteseeseeestesteseeseanesees 2-662 
s() =SINSIE-StEP AAAS (aces eee esate oa fice cen chss si) laceoee de aeterent catheter casa thease ne debetadecigeee 
sa1100DevInit() — initialise an SA1100 channel ... ates 
sai100Int() chandle-anintéerrupt *2hi:e candied ae niaw aad bei ere ah Saieeaaa 
saloWrite() — send a packet to the master agent’s Message QUCUC «.....s.csescesteseeeeeetesteseeseeeetesees 2-664 
salpcFree() — free the specified IPC mechanism ..........ccsccecesesessesteeeteetesnes 2-665 
saMsgBuild() — build and encode a message and send it to the master agent ................ wee 2-665 
scanf() — read and convert characters from the standard input stream (ANSI) .. 


sched_get_priority_max() — get the maximum priority (POSIX) oo. ceesees ee ceeeesseseseesessesestesesesseseeneseeees 
sched_get_priority_min() — get the minimum priority (POSIX) ....cccc cesses seseeceseeessesesteseseeseseseeseeneeeneseees 


sched_getparam() — get the scheduling parameters for a specified task (POSIX) hs 
sched_getscheduler( ) — get the current scheduling policy (POSIX) ...cescccecessesseseeeetestesteseessetestesseseeseeeanes 
sched_rr_get_interval() — get the current time slice (POSIX) ..c.ecccccececeseseseseeseseensesessesessesesessesesseseenesenees 
sched_setparam() —set a task’s priority (POSIX) oe. teseeeeestesteseeseeneanes 

sched_setscheduler() — set scheduling policy and scheduling parameters (POSIX) . 

sched_yield() — relinquish the CPU (POSIX) otecceeeeeseseseeeeeeseeseseesneseeneenes an 
scsi2lfInit() — initialize the SCSI-2 interface to SCSILID oo... eeeseeeseeteseeseseeseseeeesessseeeeeeeseeees 
scsiAutoConfig() — configure all devices connected to a SCSI controller o...cccccscseseeeseesseeeeeseeeees 
scsiBlkDevCreate( ) — define a logical partition on a SCSI block device a 
scsiBlkDevInit() — initialize fields in a SCSI logical partition ........ccccccescesseeeesestesteseeeetestesneseeeaesnes 
scsiBlkDevShow( ) — show the BLK_DEV structures on a specified physical device ........scseceseeees 2-674 
scsiBusReset( ) — pulse the reset signal on the SCSI bus oe 
scsiCacheSnoopDisable() — inform SCSI that hardware snooping of caches is disabled .........cscceseeseteeeees 2-675 
scsiCacheSnoopEnable() —- inform SCSI that hardware snooping of caches is enabled. .........cccseseeseseneeeees 2-675 
scsiCacheSynchronize() —synchronize the caches for data COherency  «......sesceseeseeeeeeeseees ws 2-676 
scsiErase() — issue an ERASE command to a SCSI device ............ we 2-677 
scsiFormatUnit() — issue a FORMAT_UNIT command to a SCSI device . 2-677 
scsildentMsgBuild() —buildsansidentification message cc... ices. ésensecscosseshiscsnreeedestasenhiesnsveshenegeneeseddeasesendecste 
scsildentMsgParse( ) — parse an identification message: ......ceccessccseccssessereecsecescssteccetsserecneteeestseseesensererecenes 
scsilnquiry() — issue an INQUIRY command to a SCSI device 

scsiloctl() — perform a device-specific I/O control function 

scsiLoadUnit() — issue a LOAD/UNLOAD command to a SCSI device wseecesececessesessesesessesesseseseseeeees 2-680 
scsiMgrBusReset( ) — handle a controller-bus reset event ........ccceceeeeeees 2-681 
scsiMgrCtrlEvent( ) — send an event to the SCSI controller state machine. ... 2-681 
scsiMgrEventNotify() — notify the SCSI manager of a SCSI (controller) event .... 2-682 
scsiMgrShow() — show status information for the SCSI manager .............. we 2-682 
scsiMgrThreadEvent( ) — send an event to the thread state machine ............... we 2-683 
scsiModeSelect( ) — issue a MODE_SELECT command to a SCSI device .... uw. 2-684 
scsiModeSense( ) — issue a MODE_SENSE command to a SCSI device o..cesccececessseseeseesseseeesseseeeseseees 2-684 
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scsiMsgInComplete( ) 
scsiMsgOutComplete( ) 
scsiMsgOutReject( ) 
scsiPhysDevCreate( ) 
scsiPhysDevDelete( ) 
scsiPhysDevIdGet( ) 
scsiPhysDevShow() 
scsiRdSecs() 
scsiRdTape( ) 
scsiReadCapacity() 
scsiRelease( ) 
scsiReleaseUnit( ) 
scsiReqSense( ) 
scsiReserve( ) 
scsiReserveUnit() 
scsiRewind() 
scsiSeqDevCreate( ) 
scsiSeqloctl() 


2. Subroutines 


— handle a complete SCSI message received from the target ........scscccseeeeees 
— perform post-processing after a SCSI message is sent ...........0000 
— perform post-processing when an outgoing message is rejected ..... 
— create a SCSI physical device structure .....cccccsceeeseseeseeeeeeneses me 
— delete a SCSI physical-device Structure ......ccccccecccsceseeeesesesseseesessesesteseesesesneseeneens 
—returna pointer to a SCSI PHYS_DEV Structure .........ceesessssseseeeececeeeeeeeeseeeeeeeeees 
— show status information for a physical device... 

— read sector(s) from a SCSI block device ............ 
— read bytes or blocks from a SCSI tape device i 
—issue a READ_CAPACITY command to a SCSI device vieccececcecccscssessessssessssseeseees 
— issue a RELEASE command to a SCSI device ooecccccesceseeseseesesessesesseeeseneeneseeneees 
— issue a RELEASE UNIT command to a SCSI device o...ecceecseeeeeeeseseeneseeseseeseneeees 
— issue a REQUEST_SENSE command to a SCSI device and read results ............... 
— issue a RESERVE command to a SCSI device o.s.ccsccssecsssesessssesesseseseeneees 

— issue a RESERVE UNIT command to a SCSI device ... 

— issue a REWIND command to a SCSI device ........... 
= créate'a SCSI sequential device: viv. 25 :ci.casntone coteceeenicsn tata asccexceechetie one eco 
— perform an I/O control function for sequential access deViceS .......sesccceeeceee 


scsiSeqReadBlockLimits() — issue a READ_BLOCK_LIMITS command to a SCSI device ........ 


scsiSeqStatusCheck() 
scsiShow() 
scsiSpace() 
scsiStartStopUnit() 


scsiSyncXferNegotiate( ) 


scsiTapeModeSelect( ) 
scsiTapeModeSense( ) 


scsilargetOptionsGet( ) 


scsilargetOptionsSet( ) 
scsiTestUnitRdy() 
scsiThreadInit() 


scsiWideXferNegotiate() — initiate or continue negotiating wide parameters .. 


scsiWrtFileMarks() 
scsiWrtSecs() 
scsiWrtTape( ) 
select() 

selectInit() 
selNodeAdd() 
selNodeDelete() 
selWakeup() 
selWakeupAll() 
selWakeupListInit() 
selWakeupListLen() 
selWakeupType() 
semBCreate( ) 
semBSmCreate( ) 
semCCreate( ) 
semClear( ) 
semCreate() 


— detect a change in media .........ccsceccesesssersenecsestecnerseseeneenenenss 
— list the physical devices attached to a SCSI controller .. 
—move the tape on a specified physical SCSI device ...c.scesesscesecsessestesseseeestesteseeneens 
— issue a START_STOP_UNIT command to a SCSI device 
— initiate or continue negotiating transfer parameters ....... 
— issue a MODE_SELECT command to a SCSI tape device 
— issue a MODE_SENSE command to a SCSI tape device ... 
— get options for one or all SCSI targets .......cesccscsscssesseseeseeseeesteseesesssesesneseesesseaneseeneens 
— set options for one or all SCSI targets .......cscecescessesseseeseeseesesteseeseesesesteseeseesesneseeneens 
— issue a TEST_UNIT_READY command to a SCSI device 
— perform generic SCSI thread initialization 0... cscs testes eesesesteseeeesesneseeseens 


— write file marks to a SCSI sequential device ......scesesseecessessessestesesestesteseesesseaneseeneens 
— write sector(s) to a SCSI block device woe. eseessesssseseseseseeeeeeeeeeeseseseeeeeeeeeeeeaeeeaeneeeees 
— Write data‘to.a. SCSI tape device ss..-s tapes ieee cine ceecccsin ache celer sn daetces inode sttecnth 
= perid'on:a set Of fle descriptors’ a2: :.2, sce cesevsatesseccoeaxcanseaes cena pvear cree eee vere eee 
— initialize the select facility .......cccscseceteeeetesteees 
— add a wake-up node to a select() wake-up list ......... 
— find and delete a node from a select() wake-up list . 
— wake up.a task pended in select() ....-...csescsecescesssssssseseeneeneteecsereeseeeesensssessesneseeesene 
— wake up all tasks in a select() Wake-up list .......c.scccsccscestesteseeesseeesteseeseeseaneseeneens 
— initialize a select() wake-up list ........c.ccscscesseteies 
— get the number of nodes in a select() wake-up list .. 
— get the type of a select() wake-up node .........cc eee 3 
— create and initialize a binary semaphore «00... cece essessessesteseeseesesesteseesessesneseeneens 


— create and initialize a shared memory binary semaphore (VxMP Opt.) ............ 2-708 
— create and initialize a counting Semaphore ........cccscseccessessesseseesessesesteseenessesneseeneens 2-709 
— take a release 4.x semaphore, if the semaphore is available ...........c.cccscsesecee 2-710 
— create and initialize a release 4.x binary semaphore ..........cccccscescesteseeeetestesteseeseens 2-710 
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semCSmCreate() — create and initialize a shared memory counting semaphore (VxMP Opt.) ........ 2-710 
semDelete() —deleté.a semaphore 2.0 asda te aie ak nit aetna ceed an cna ence 2-711 
semFlush() — unblock every task pended on a Semaphore ........cccesceseeseeestestesteseeseetesteseeseeeanesees 2-712 
semGive() PIVE a SEMIAPN OLE! cher .c2 cechevechzecd etideveestespaviglvA Mieeciass ares 2-712 
semInfo() — get a list of task IDs that are blocked on a semaphore ... 2-713 
semInit() — initialize a static binary semaphore ...........cccceseeceteeteeteees 2-714 
semMCreate( ) — create and initialize a mutual-exclusion semaphore «..........ccesceeeseeeeteseeeeeeeeteses 2-714 
semMGiveForce( ) — give a mutual-exclusion semaphore without restrictions ..........cccccseeseeeeeeeees 2-715 
semPxLibInit() — initialize POSIX semaphore support ah 
semPxShowInit( ) — initialize the POSIX semaphore show facility ......c.ccccsccsessesteseeseeeetestesteseeeaenees 2-716 
semShow() — show information about a Semaphore  .......cccescesesseseeessesseseesesesteseeseesesteseeseeseaneaees 2-717 
semShowInit() — initialize the semaphore show facility 

semTake() “takera semaphore’ sikelele gs Sine teh deateac nies iaeelnvei din ante anarelad 
sem_close() — close a named semaphore (POSIX) w.c.ccececscessssesessesessesesessessssesseseseessssesssessensseeees 
sem_destroy() — destroy an unnamed semaphore (POSIX) . 

sem_getvalue( ) — get the value of a semaphore (POSIX) ............ 

sem_init() — initialize an unnamed semaphore (POSIX) 

sem_open() — initialize /open a named semaphore (POSIX) ...scscescesceseeseestestesteseeeetesteseeseereaesees 
sem_post() — unlock (give) a semaphore (POSIX) oo. cesesesseseseesessesessesesessssesseseessneseeees 
sem_trywait( ) — lock (take) a semaphore, returning error if unavailable (POSIX) 

sem_unlink() —remove a named semaphore (POSIX) ....ceccsessesessesesseseseesessssesseseseesessesssesseneeesees 
sem_wait() — lock (take) a semaphore, blocking if not available (POSIX) ........cccseseceteteeeees 

send() — send data to a Socket ......cscescsssessssssssesssessessteesecsesseesesssseseesesenses 

sendmsg() — send a message to a socket ...... 

sendto() —send a message to a SOCKEt o....eceesceseeseeseetesteseeeeeeesnes 

set_new_handler() — set new_handler to user-defined function (C++) w..ceeseeseeseceeeeeeseeeeeeeeeeeeeeseeee 
set_terminate( ) — set terminate to user-defined function (C++) .ocecesssseseseeeseceseeeeeseeeeseeeeeeeeeeeeee 
setbuf() — specify the buffering for a stream (ANSI) ae 
setbuffer() = Spécify: buffering for astream ca co ncanvea ase A naar aieaaaes 
sethostname() — set the symbolic name of this machine ......c.cceccescesessesses testes eeeseseeseeseesesteseeseeneenesees 
setjmp() — save the calling environment in a jmp_buf argument (ANSI) a 
setlinebuf() — set line buffering for standard output or standard €rvOr  ......sceescecceseeeeteeteeteetenees 
setlocale() — set the appropriate locale (ANSI). ...:....:.cs.c:secssersessenceressessensssesharsesvenschetesssasevernensee 
setsockopt() — set Socket OPtiONS ccc 

setubuf() — specify buffering for a stream (ANSI) 

shell() — the shell entry point ...ccccceeseeseeseeseeseeees 

shellHistory() — display or set the size of shell history 

shellInit() =istart:the Shell ccc: Geese chia e seesceeherstilveecl telah oS veetbeauth eeatacesesesyed lebeacveedb ashe es 
shellLock() — lock access to the shell she 
shellOrigStdSet() — set the shell’s default input/output/error file descriptors ........cccseseteeteteees 
shellPromptSet() = changé:the shell prompt. 2.2: -A2c< sicc cer fhe ctcesase cate tenaensedestpraricrrasenseencpsaeeaedesteresserssa 
shellScriptAbort() — signal the shell to stop processing a script .... 

show() — print information on a specified object. .......... 

shutdown() — shut down a network CONNECTION ......cceceess esses esses eseesesessesesesseeneseeseeeees 

sigaction() — examine and/or specify the action associated with a signal (POSIX) .. 

sigaddset() — add a signal to a signal set (POSIX) . wee 2-743 
sigblock() —add to a set of blocked signals ............00004 we 2-743 
sigdelset( ) — delete a signal from a signal set (POSIX) ....cececescessesseseeseeesesneseeseesesteseeseeseeesnes 2-744 
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sigemptyset( ) — initialize a signal set with no signals included (POSIX) .....cseccseeeeneeeteeeseeeees 2-744 
sigfillset() — initialize a signal set with all signals included (POSIX) ......cccseseesesessestesteeeeens 2-745 
sigInit() = initialize the signal facilities: ccccs2.8.4 stein osBatesesceisataseseeceetevens steerer ae 2-745 
sigismember( ) — test to see if a signal is in a signal set (POSIX) .. 2-746 
signal() — specify the handler associated with a signal .........ccccscsseseeeeeteenenees 2-746 
sigpending() — retrieve the set of pending signals blocked from delivery (POSIX) .. 2-747 
sigprocmask( ) — examine and/or change the signal mask (POSIX) .....cescescescssessestsstesteseeesesteseeseens 2-747 
sigqueue( ) —send a queued signal to a task ......c.sceccccccsessessesseseeseetesteseeseessseseeseessanssneseeseesesneseeseens 
sigqueuelnit( ) — initialize the queued signal facilities .... 

sigsetmask( ) = Set the Sigtial Maske. 2.062.020 cee acet dette eiebd, wet ee Eee Reset cae Toees tet bc Leet santas 2 
sigsuspend( ) — suspend the task until delivery of a signal (POSIX) o...ccececeseeeseeeseeteenesenneees 2-749 
sigtimedwait() — wait for a signal 


sigvec() = installa signal haridlen: j:::- seth teeta euiad ph ai ec eigatin aati aiaradiacieidess 
sigwaitinfo( ) — wait for real-time Signals .......cccccssssesessecessesessesssesssenesssssesssenssesssssesesseseesasseesseeneees 

sin() —compute a sine (ANSI)... 

sincos() — compute both a sine and cosine 

sincosf() — compute both a sine and cosine tes 

sinf() =comptite asine(ANSI) >: wise diseicccuresteiseteiscaneean wenaredsneessaveeies eoccas esnnnercreaceeav cetee ee 

sinh() — compute a hyperbolic sine (ANSI) 

sinhf() — compute a hyperbolic sine (ANSI) 

slattach() — publish the sl network interface and initialize the driver and device ................ 2-756 
slipBaudSet() — set the baud rate for a SLIP interface eee eeeseeeeeseeeeeeeeeeeseeneseaeseeteneneeneees 2-756 
slipDelete() — delete a SLIP interface... 2-757 
slipInit() — initialize a SLIP interface .. 2-757 
smIfAttach() — publish the sm interface and initialize the driver and device ............ 2-758 
smMemAddToPool() —add memory to the shared memory system partition (VxMP Opt.) .....csceee 2-759 
smMemCalloc() — allocate memory for array from shared memory system partition (VxMP Opt.) 2-760 
smMemFindMax( ) — find largest free block in the shared memory system partition (VxMP Opt.) ..... 2-760 
smMemFree( ) — free a shared memory system partition block of memory (VxMP Opt.) ........... 2-761 
smMemMalloc() — allocate block of memory from shared memory system partition (VxMP Opt.) 2-762 
smMemOptionsSet( ) — set the debug options for the shared memory system partition (VxMP Opt.) .... 2-762 
smMemRealloc() — reallocate block of memory from shared mem system partition (VxMP Opt.) . 2-763 
smMemShow() — show the shared memory system partition blocks and statistics (VxMP Opt.) . 2-764 
smNameAdd() —add a name to the shared memory name database (VxMP Opt.) ....:.csceseceeee 2-765 
smNameFind() — look up a shared memory object by name (VxMP Opt.) ... .. 2-766 
smNameFindByValue() -look up ashared memory object by value (VXMP Opt.) ...cscccccescesteseeseeesteseeseenes 2-767 
smNameRemove( ) — remove object from the shared memory objects name database (VxMP Opt.) .. 2-768 
smNameShow() — show the contents of the shared memory objects name database (VxMP Opt.) 2-768 
smNetAttach() — attach the shared memory network interface .....c.cceeseeseeeseseseeseseeeeeeeseeneeeeees 2-769 
smNetInetGet() — get an address associated with a shared memory network interface .............++ 2-770 
smNetInit() — initialize the shared memory network river ........cccccccsceseesteeesesestesteseeessesteseeseene 2-771 
smNetShow() — show information about a shared memory netWOTrk 0... sees 2-772 
smObjAttach() — attach the calling CPU to the shared memory objects facility (VxMP Opt.) ...... 2-772 
smObjGlobalToLocal() | — convert a global address to a local address (VXMP Opt.) ..secsssscsesssssssesesseeseeseens 2-773 
smObjInit() — initialize a shared memory objects descriptor (VxMP Opt.) . 2-774 
smObjLibInit() — install the shared memory objects facility (VxMP Opt.) ... 2-775 
smObjLocalToGlobal() | -— convert a local address to a global address (VxMP Opt.) ..... .. 2-776 
smObjSetup() — initialize the shared memory objects facility (VxMP Opt.) .....cscssessesecsestesteseeeens 2-776 
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smObjShow() — display the current status of shared memory objects (VxMP Opt.) .....cseee 2-777 
smObjTimeoutLogEnable() — enable/disable logging of failed attempts to take spin-lock (VxMP Opt.) ..... 2-778 
sn83932EndLoad( ) — initialize the driver and device w.e.cecccescsesseseseseeseseesssesessesesseseseesesesseseeseseeseeaees 2-779 
snattach() — publish the sn network interface and initialize the driver and device ............. 2-779 
snmpMasterCleanup() — free up resources after a Query times OUt o....cecceceeeceeeetestesteseeseeteeteseeseenes w. 2-780 
snmpMasterHandlerAsync() — process messages from the subagent asynchronously ... ww. 2-780 
snmpMasterHandlerWR() —- synchronous version of snmpMasterHandlerAsync( ) 0... 2-783 
snmpMasterQueryHandler( ) — handles replies from the subagent  .........ccscescesesessessssteseeseeeesesneseeseeesseseeseeseaesees 

snmpMonitorSpawn( ) — spawn tMonQtue to run snmp QueMonitor( ) ef 

snmpSaHandlerAsync() — asynchronous message processing routine for the subagent ...........ccceeee 2-788 


snmpSaHandlerCleanup() — cleanup routine for subagent ........ccc cscs ees eeseeseeneseeseeseaseaeseessesesneseeseaseaesees 
snmpSaHandlerContinue() -subagent continuation function 


snmpSaHandlerFinish() — encode packet for subagent IO completion ..........cccesecssesseetesteseeeetesteseeseeeeeanes 2-791 
snmpSaHandlerWR( ) — provide snmpSaHandlerAsync( ) functionality synchronously .........:.css 2-792 
snmpSalnit() — initialize the Subagent <i cc celesdsesehsecctaecedi Desde sonsncsitees Wavedevertteepeensneascs 

snmpSubEncode( ) — encode a packet for transmission to master agent or subagent 

sntpcTimeGet() — retrieve the current time from a remote SOULCE oes eeeeee 

sntpsClockSet() — assign a routine to access the reference CLOCK o.c.cseecssesceseeseseesesestesesseseeseseeseneeees 
sntpsConfigSet() — change SNTP server broadcast Settings .....cccccsseseesssessesessesesesesesseseesesesseeeees 


sntpsNsecToFraction( ) — convert portions of a second to NTP format . 


so() — single-step, but step Over a SUDTOUTINE oo... eects tes tes eeeeseeteseeseeseseseeseeneenesees 
socket() SOPCNA SOCK OE 2.5250 f axe deve tases aetshestesanschecnetedabecshechbsdesstenddetnduds uch chad dee sedenaadsatgueste 
spQ) — spawn a task with default parameters ........... 

sprintf() — write a formatted string to a buffer (ANSI) .. 

spy() — begin periodic task activity reports ..........00 03 
spyClkStart() — start collecting task activity data... eetesteseeesesteseeseesestesneseereeesees 
spyClkStop() — stop collecting task activity data 0... eeseetesteseesessssneseeseeseseseeseereeeaees 


spyHelp() - display task monitoring help menu fees 
spyLibInit() — initialize task cpu utilization tool package .......cecccceseeceesestesteseeeetesteseeseeseeeases 
spyReport() — display task activity data 


spyStop() — stop spying and reporting 1 
spyTask( ) — run periodic task activity rePOrts 0... eetesteseesessesneseeseenesteseeseereaneaees 

sqrt() — compute a non-negative square root (ANSI) wo.ccccceessesessesesteseseeteseetesesseeseeesees 

sqrtf() — compute a non-negative square root (ANSI) ...........+ 

squeeze() — reclaim fragmented free space on an RT-11 volume 

sr() — return the contents of the status register (MC680x0) 

sramDevCreate() — create a PCMCIA memory disk device ......ccscescsessesseetestesesesesneseeseeesteseeseeneenesees 
sramDrv( ) — install a PCMCIA SRAM memory driver .....csccccceccesteeeeeesesteseeseetesteseeseereeneaees 
sramMap() —map PCMCIA memory onto a specified ISA address space ahs 
srand() — reset the value of the seed used to generate random numbers (ANSI) ........... 2-808 
sscanf() — read and convert characters from an ASCII string (ANSI) ......cscsesseeseeteeteeees 2-808 
st16552DevInit( ) —initialise an ST16552 channel .....ccececceccecesseeeessessesssesseeesees ww. 2-812 


st16552Int() — interrupt level processing ....... 2-812 
st16552IntEx( ) — miscellaneous interrupt processing . wee 2-813 
st16552IntRd() —handle a receiver interrupt ............. we 2-813 
st16552IntWr( ) — handle a transmitter interrupt. ................. vw. 2-814 
st16552MuxInt( ) — multiplexed interrupt level processing  ........cccsseee vw. 2-814 
stat() — get file status information using a pathname (POSIX) .......scececeeeeeeeeeteeteeees 2-815 
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statfs() 
stdioFp() 
stdiolnit( ) 
stdioShow() 
stdioShowInit() 
streat() 
strchr( ) 
stremp() 
strcoll() 
strcpy() 
strespn() 
strerror() 
strerror_r() 
strftime() 
strlen() 
strncat( ) 
strncmp() 
strncpy() 
strpbrk() 
strrchr() 
strspn() 
strstr() 
strtod() 
strtok() 
strtok_r() 
strtol() 
strtoul() 
strxfrm() 
swab() 
symAdd() 
symEach() 


symFindByName( ) 


2. Subroutines 


— get file status information using a pathname (POSIX) ......c.cscseeeeesteetesteseeseene 2-815 
— return the standard input/output/error FILE of the current task ...........0.000 2-816 
— initialize standard I/O SUPPOrt .....ceccccescsseecssesesteseeseeseesesteseeseeseenesteseeseaseaeseeseens 

— display file pointer internals ..............0.. 
— initialize the standard I/O show facility ..... 

— concatenate one string to another (ANSI) oo... eee 
— find the first occurrence of a character ina string (ANSI)... 
— compare two strings lexicographically (ANSI) .....scscescsscesessessestessestetesesteseeneens 
— compare two strings as appropriate to LC_COLLATE (ANSI) . eg 
— copy one string to another (ANSI) o..cccceceseeesseeseeessesesseessesssssnseesnsseseseeneaes 


— return the string length up to the first character from a given set (ANSI) ...... 2-820 
— map an error number to an error string (ANSI) ......cescsseesceseesessesteseeseeeetesteseeseens 2-821 
— map an error number to an error string (POSIX) o...ccsceseescessessestesteseeeetesteseeneens 2-821 
— convert broken-down time into a formatted string (ANSI]) ......ececeeeeeeees 2-822 
— determine the length of a string (ANSI) o....c.scsecccecetesteeeeeee 2-823 
— concatenate characters from one string to another (ANSI)... .. 2-824 
— compare the first n characters of two strings (ANSI) _............. .. 2-824 
— copy characters from one string to another (ANSI) ......csccssescessessesseeeteetesteseeseens 2-825 
— find the first occurrence in a string of a character from a given set (ANSI) .... 2-825 
— find the last occurrence of a character in a string (ANSI) .....ceceeeeeeeseeeees 2-826 
— return the string length up to the first character not ina given set (ANSI) .... 2-826 
— find the first occurrence of a substring in a string (ANSI) .....c.ccecsceseeeeeeees 2-827 
— convert the initial portion of a string to a double (ANSI) ...... 2-827 


— break down a string into tokens (ANSI) o.....ccseeeeeeseeeees 
— break down a string into tokens (reentrant) (POSIX) 
— convert a string to a long integer (ANSI) ......cececsessessessesseseeseeseeseseeseesesseaneseeseens 
— convert a string to an unsigned long integer (ANSI) 
— transform up to n characters of s2 into sl (ANSD) .... 


= SWAP DYtES': vduedvavenireahw ye aves Mie alieaeiea dad davabiielae sels 
— create and add a symbol to a symbol table, including a group number ......... 2-834 
— call a routine to examine each entry in a symbol table .......c.scseeesseestesteeeeees 2-834 


~look-up:a'symbol by name> setctcias ciatta ee eatdenat hee ence es 


symFindByNameAndType() — look up a symbol by name and type .......scssessessessesteseeseeseeesteseesessesteseeseeseateseeseenes 


symFindByValue( ) 
symFindByValueAndType() — look up a symbol by value and type .... 


— look up a symbol by value... 


symLibInit() — initialize the symbol table library ......... 

symRemove( ) — remove a symbol from a symbol table 

symSyncLibInit( ) — initialize host/target symbol table synchronization .......c.cscsseeetesteetesteseeneeee 2-839 
symSyncTimeoutSet( ) — set WTX timeout “3 
symTbICreate( ) Scréaté a:symbolitable- settee tetstsecttetskes cheeks bende latvedans2 esa dacteesboadsdeasbebdaredebateapteasts 2-839 
symTbIDelete() = deléte.a symbolitable: i. 2:5. 28 acces cctsscesecstee tensed Shenattqracgicatbinteenitdetstescvserstuerate 304 2-840 
sysAuxClkConnect( ) — connect a routine to the auxiliary clock interrupt . 2-841 
sysAuxClkDisable( ) — turn off auxiliary clock interrupts «1... 2-841 
sysAuxClkEnable() — turn on auxiliary clock interrupts. ..... 2-842 
sysAuxClkRateGet( ) — get the auxiliary clock rate. ............. . 2-842 
sysAuxClkRateSet( ) — set the auxiliary clock rate... eeteeteeeeee .. 2-843 
sysBspRev() — return the BSP version and revision number .... 2-843 
sysBusIntAck( ) — acknowledge a bus interrtipt «2.2.2.2. :c:sce.ecscvsangesencccsercenseiescecsevessecsescecstecvendetvertens 2-844 
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sysBusIntGen( ) = generatera bus interrupt edie enconene eaninienar eaten mates 2-844 
sysBusTas() — test and set a location across the DUS .......ceecsessesessesesseseseesesseseseesessesseessesesesneeeeees 2-845 
sysBusToLocalAdrs( ) — convert a bus address to a local address. o.....cscesecesesssesssesestessesesseseseeseseseeseeeeeeseeees 2-845 
sysClkConnect() — connect a routine to the system clock interrupt ... 2-846 


sysClkDisable() — turn off system clock interrupts «1.0... 

sysClkEnable( ) — turn on system clock interrupts .... oe 
sysClkRateGet( ) =iget thersystemclock tate: oc. :.5descecsh iss scudeveddadeashiecsaodessdesredeahsedsspuchebeasdeesedashid.abgeeste 
sysClkRateSet() =iseét the System:clock:rate®«.2.2.c.55, Spcscnteistsechde eich toe stetenndh ish ferursd tietseseanatieeededetebsetederet 
sysHwlnit() — initialize the system hardware .. is 
sysIntDisable( ) =disablea bus interrupt level): ..-..:2-ctscsec.teeesd zeschcsesttias cet Resiieessdyiehdeseatetseeedeateb lathe 
sysIntEnable( ) =énablé.a:-bus interrupt level)... 2. /2,.8esi et saiiel cia edt er ietarste ea leseecettersss 
sysLocalToBusAdrs( ) — convert a local address to a bus address 

sysMailboxConnect( ) — connect a routine to the mailbox interrupt ........ cece eects testes eeseeestesteseeseeneanes 2-850 
sysMailboxEnable( ) — enable the mailbox interrupt : ....:. ssc: tunied ache ene er haniacn indeed 2-851 
sysMemTop( ) — get the address of the top of logical memory ... 2-851 
sysModel() — return the model name of the CPU board. ..... we 2-852 
sysNvRamGet( ) — get the contents of non-volatile RAM. ........ wee 2-852 
sysNvRamSet() = write to: non-volatile RAM | 2:2.cetectoh aves need seateasivotivenginncneaeenngal ayiaee eect: 2-853 
sysPhysMemTop( ) — get the address of the top Of MEMOLY ......cccccceccesteseeeeeetesteseeseaesteseeseesestesneseeseanesees 2-853 
sysProcNumGet( ) — get the processor number 

sysProcNumSet( ) — set the processor number 

sysScsiBusReset( ) — assert the RST line on the SCSI bus (Western Digital WD33C93 only) ..........+ 2-855 
sysScsiConfig() =system: SCS] confistitation:~si..0ceec. crete ee ste hoe eee ec Gece saeiens at we 2-855 
sysScsilnit() — initialize an on-board SCSI port .... 2-857 
sysSerialChanGet( ) — get the SIO_CHAN device associated with a serial channel . 2-857 
sysSerialHwlInit() — initialize the BSP serial devices to a quiesent State ......c.ccceccscsseeeeeetesteseeeeeetenees 2-858 
sysSerialHwlInit2() — connect BSP serial device interrupts .......sccccceccesssseeeeestesteseeseseateseeseeesteseeseeseaeaees 2-858 
sysSerialReset( ) — reset all SIO devices to a quiet state we 2-859 
system() — pass a string to acommand processor (Unimplemented) (ANSI) .......-:scscseeee 2-859 
sysToMonitor( ) — transfer control to the ROM Monitor .....c.cccccescescsseeeeeenesneseeseaesneseesseesesseseeseenesees 2-860 
tan() — compute a tangent (ANSI) 

tanf() — compute a tangent (ANSI) 

tanh() — compute a hyperbolic tangent (ANSI) o...scecccscestsseeseesessesteseesessesneseesseestesneseaseaneanes 2-861 
tanhf() — compute a hyperbolic tangent (ANSI) ....cscsseseeeseeseesneeneees 2-862 
tapeFsDevInit() — associate a sequential device with tape volume functions ... 2-862 
tapeFsInit() — initialize the tape volume library 0.0... cscs teeeteetenees we 2-863 
tapeFsReadyChange( ) — notify tapeFsLib of a change in ready status ........ccccccesceceesesteseeseeteetesteseeseeneeesees 2-863 
tapeFsVolUnmount( ) =.disable‘a tape device. VOlMe: 2.2622... cee isieceesley A isyeebenets west pete testes edetdashae ete 2-864 
taskActivate( ) — activate a task that has been initialized a. 2-865 
taskCreateHookAdd( ) —add a routine to be called at every task Create .....ceccecceseeceessestesteseeseetesteseeseeneaesnes 2-865 
taskCreateHookDelete() -— delete a previously added task create rOUtITE ........seesceessestestes tes teseeseeesteseeseeneanenes 2-866 
taskCreateHookShow() -show the list of task create routines .............0. ww. 2-866 
taskDelay() — delay a task from executing .............. a. 2-866 
taskDelete() — delete a task. ..-..c.cccsecstesceeeeneeiets wa. 2-867 
taskDeleteForce( ) — delete a task without restriction «0.0.0... ww. 2-868 
taskDeleteHookAdd( ) —add a routine to be called at every task delete ..... ww. 2-868 
taskDeleteHookDelete() - delete a previously added task delete routine ..... ww. 2-869 
taskDeleteHookShow() —show the list of task delete routines ........ccccescesecesessessesteseeseesesneseeseeseasesneseeseeneaneaes 2-869 


2 - XXX 


taskHookInit() 
taskHookShow!Init() 
taskIdDefault() 
taskIdListGet() 
taskIdSelf() 
taskIdVerify() 
taskInfoGet() 
taskInit() 
taskIsReady() 
taskIsSuspended( ) 
taskLock() 
taskName() 
taskNameTold() 
task OptionsGet() 
task OptionsSet( ) 
taskPriorityGet() 
taskPrioritySet() 
taskRegsGet( ) 
taskRegsSet() 
taskRegsShow( ) 
taskRestart() 
taskResume( ) 
taskSafe() 
taskShow() 
taskShow!Init() 
taskSpawn() 
taskSRInit() 
taskSRSet() 
taskStatusString() 
taskSuspend() 


taskSwitchHookAdd( ) 
taskSwitchHookDelete() —- delete a previously added task switch routine 
taskSwitchHookShow( ) 


taskTcb() 
taskUnlock() 
taskUnsafe() 
taskVarAdd() 
taskVarDelete( ) 
task VarGet() 
task VarInfo() 
taskVarInit() 
taskVarSet( ) 
tcicInit( ) 
tcicShow() 
tcpDebugShow() 
tcpShowInit() 
tcpstatShow() 
tcw() 


2. Subroutines 


—initialize task hook facilities: 2:.2.ccsxec.s.serezessuecsevsergesseccosex sens cgee ceca pvear ereed vec tvecve wie 2-870 
— initialize the task hook show facility ........scscsccsscscesteseeseeseesesteseesesseesesteseeseeseaneseeneens 2-870 
=set the default taSk ID. «iets abe sche seater eeckivnid seececsr aes gieelttens iene cere eeaeas 2-871 
— get a list of active task IDs .............. 2-871 
— get the task ID of a running task .... 2-872 
— verify the existence of a task ........... 2-872 
— get information about a task ..c..ccccccseeeseeseseeseseeseseesesessesesesseseseeeseseeneseeseseeseeseees 2-873 
— initialize a task with a stack at a specified AddreSS oe... eeseesceecsestestestesteeeesteseeneens 2-873 
— check if a task is ready to run sie 

= check ifta taskis suspended, :2..-2.2.:2-.t2ci.50. 5 tet aehdats tech ah caveats eee Ledeteh date hieat larder te 

= disable task. rescheduling s:0.c./2-c.cs5. essen dort0h es gnel ca sersascgndeaivanstnseenicheraececeee tedersereted 

— get the name associated with a task ID ee 

— look up the task ID associated with a task NaMe  .......cescescessesessestestesteseeeeesteseeneens 2-876 
= éxamine task OpuiOns + ctackcsiadeneean he dawiins ae aan eya 

— change task options ...........00 


— examine the priority of a task 
— change the priority of a task te. 
— get a task’s registers from the TCB ........ccccesssscssessesseseesseseesesseseeseessanssneseeseessaneseerenns 
=‘set'a: tASK'S'TESiStELS: ie. sete anecexi AS tica le geniened ane Manes phndneret eee 
— display the contents of a task’s registers 
—hestart-a: task msc: cite tare rscd eet stabecla tide aves Necnineh aeeeda senshi eerie coe 
= MESUIME. A: TASK® cobs vies cneeddednedestspicaccscedcdet sien fede dhbolesedasessctcuesttestadedenteshdasiadessuecsedatetet sche 
— make the calling task safe from deletion 

— display task information from TCBs ....... 
— initialize the task show routine facility ... 
SPaWwn a task acc ieced Lo sectieeiteredie savas elders Me anya hes seratrnen So iseraat ds Sebetvaetaeesneattaen teed 
— initialize the default task status register (MIPS) ......c.ccceeeceseeeseeeseeeeeeteeneneaneees 
— set the task status register (MC680x0, MIPS, i386/i486) su 
=Pet a task'sistatiis'as a sting: sh aes neaaneewaieds Gad anna anne 
—SUSpend aitash” iirc ch Ae esd til Be tisciedareyin Gna ated esoten dame akon eas 
—add a routine to be called at every task switch 


— show the list of task switch routines ......ccccccsseesseeseeseeeeseseseeseseeeeseseeseeeesesneeaseees 
— get the task control block for a task ID . 
— enable task rescheduling .........c.ccccseeeteeteeteeees 
— make the calling task unsafe from deletion .... 
— add a task variable to a task .....ccccessssesssssessesesssssssessarssssrssessenssesssnssesereseeasseesseeneees 
—remove a task variable from a task ....cceccseceessesesseseesesessesesesseeseeseseseeseseeseseeeeseees 
— get the value of a task variable 
— get a list of task variables Of a taSk ..sceccccescesessessessesteseeseeseesesteseeseeseesesneseeneeseaneseeneess 
— initialize the task variables facility ......c..cscssesscssessesseseeseeseesesteseesesseesesteseesesseseseeneens 
— set the value of a task variable .......... 

— initialize the TCIC chip ............ 
— show all configurations of the TCIC chip ............ 
— display debugging information for the TCP protocol 
— initialize TCP show routines «00... 
— display all statistics for the TCP protocol ....... ee 
— return the contents of the tcw register (1960) oo... eeeseeesesseseseeseseeeenesesneeetenes 
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td() 
telnetd() 
telnetInit() 


tftpCopy() 
tftpdDirectoryAdd() 


tftpdDirectoryRemove( ) 


tftpdInit() 
tftpdTask() 
tftpGet() 
tftpInfoShow() 
tftpInit() 
tftpModeSet( ) 
tftpPeerSet() 
tftpPut() 

tftp Quit() 
tftpSend() 
tftpXfer() 

ti() 
tickAnnounce() 
tickGet() 
tickSet() 
time() 
timer_cancel() 
timer_connect( ) 
timer_create( ) 
timer_delete( ) 
timer_getoverrun( ) 
timer_gettime() 
timer_settime( ) 
timex() 
timexClear() 
timexFunc() 
timexHelp() 
timexInit() 
timexN() 
timexPost( ) 
timexPre() 
timexShow() 
tmpfile() 
tmpnam() 
tolower() 
toupper() 

tr() 

trunc() 
truncf() 

ts() 

tsp() 

tt() 
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—deléteia tasky nach ccntk ea tiannidn sok eave nen nea n es 2-898 
— VxWorks telnet daemon ...... 2-898 
— initialize the telnet daemon. ... 2-899 
— transfer a file via TFTP  ............0. 2-899 
= addiaditectory tothe access list: ....-iiic.scccseceinisesteecsheseesdestnseshintsneeshectssnetesteseeernsdetene 2-900 
— delete a directory from the access list .......cccccseseesesteseeseeesesteseesseesneseeseenesnesees 2-900 
— initialize the TFTP server task ............. 2-901 
— TFTP server daemon task ........... 2-901 
— get a file from a remote system . 2-902 
=get TRIP: status formations: 03 s.tentitd at reretsetiar ch Beatie A ahead eee tebe 2-903 
=nitializé-a TFIP S@SSIOR. 5. d.ci.isec.ccciad ssid ttn cestues deoninedeacterasbdsasbestastheepindidsdebevonseticerss 2-903 
— set the TFTP transfer MOde .........cscccssssssstssssssssssestssessssssessasessessseessersseessnseensnseeenes 2-904 
~set the TPP Server address: = i.cic828 iil tienen eave hth tie Meena enced 2-904 
— put a file to a remote system .. 2-905 
— quit a TFTP session ...........000 2-905 
—send a TFTP message to the remote system ........ 2-906 
— transfer a file via TFTP using a stream interface ......c.cscccssesseseeeeeetesteseeseeeeesees 2-907 
— print complete information from a task’S TCB o..eccesceseeeeeseeteseeseeeetesteseeseeeeesnes 2-908 
— announce a clock tick to the kernel .................4. 2-909 
— get the value of the kernel’s tick counter .. 2-909 
— set the value of the kernel’s tick counter 2-910 
— determine the current calendar time (ANSI) ou... eeessesseseseeeseceseseseeeeeeeeerseaeaeeeseeeee 2-910 
SCAaNCel a TIMET, sees. eieeeeesves etl iesseit cess ced vesk ash cccayenhns cteencbesvarandyab coven dvebonasbeveseenerts 2-911 
— connect a user routine to the timer Signal .........scsccccessesteeeeeeetesteneeees 2-911 
— allocate a timer using the specified clock for a timing base (POSIX) .... 2-912 
— remove a previously created timer (POSIX) ......scecccecesteeeseeeeesteneeees 2-913 
— return the timer expiration overrun (POSIX) ....cceceesesessesessesesseseessseessseseeneseeees 2-913 
— get the remaining time before expiration and the reload value (POSIX) ............ 2-914 
— set the time until the next expiration and arm timer (POSIX) ......cceecseeeeeeeeeees 2-914 
— time a single execution of a function Or FUNCTIONS «0... testeeteneeneeeeees 2-915 


— clear the list of function calls to be timed 


— specify functions to 


— display synopsis of execution timer facilities 
— include the execution timer library 


D@ATIMEd 245500. feavescos oh cca deters env Rest ccen pea lcdectow don tecancoR eas 


— time repeated executions of a function or group of fUNCtIONS «0... 


— specify functions to 
— specify functions to 


— display the list of function calls to be timed «......csceceee 


be called after timing... cscs 
be called prior to timing .. 


— create a temporary binary file (Unimplemented) (ANSI) ........secscceesseeteeteeteeees 
— generate a temporary file name (ANSI) o.....cccesceesssesseseseeseseeseseeseseesssessssesseeeseeeees 


— convert an upper-case letter to its lower-case equivalent (ANSI) ... 
— convert a lower-case letter to its upper-case equivalent (ANSI) .. 


— resume a task 
— truncate to integer 
— truncate to integer 


— suspend a task ....... 
— return the contents of register sp (i960) 


=display a'stack trace‘of'a task. i220 tevin dee eee ea ane eee 
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2. Subroutines 


ttyDevCreate( ) — create a VxWorks device for a serial channel ..........ccccesseceseeseseseeseeeeeseeeseeneneeees 2-926 
ttyDrv() = initialize thé tty driver: sinccce2 vere asiatiaten nian ee ane eek, 2-926 
tyAbortFuncSet() =set:the abort Tun cton siete teat seatecs ee ctiveeint seasons daeedsoeieeittens eee eevee eae 2-927 
tyAbortSet( ) — change the abort character .......... 2-927 
tyBackspaceSet( ) — change the backspace character ..... 2-928 
tyDeleteLineSet() — change the line-delete character ..... 2-928 
tyDevInit() — initialize the tty device AeScriptor oe... cccceseesesestesteseeseeseesesteseesesseaesneseesessesneseeseess 2-929 
tyEOFSet() — change the end-of-file Character ........cccccsccsssssesesseeestsseeseeseesesteseeseesessesneseeseeseaneseeseens 2-929 
tyloctl() — handle device control requests ~ 
tyIRd() Sinterrupt-lével input: 2050. ttetseat tae een attest ated tee eta tater 
tylTx() = interrupt-level Outputs ...:f<. desert seitend Hee dae need deatie eleteae chiens enti 
tyMonitorTrapSet() — change the trap-to-monitor character .. fe 
tyRead() — do a task-level read for a tty C@ViCE ..ocecesceseeseescesestestesteseeseesesteseesesseanesteseesesseaeseeneess 
tyWrite( ) — do a task-level write for a tty device 

udpShowInit() — initialize UDP show routines 0... 

udpstatShow() — display statistics for the UDP protocol .......sccccccesceseeeeeeeetesteseens 

ulattach() — attach a ULIP interface to a list of network interfaces (VxSim) ... .. 2-934 
ulipDebugSet( ) — Set debug flag in UNIX’s ULIP driver ........sccccccessessessssesseeseeseseeseeseenesseseeneeseeneseeneene 
ulipDelete() — delete a ULIP interface (VxSim) oo. eeeeeseeseeeeeeeseesesesescueseseeeeeeseseseseeeeteeseaeaeseneeeees 
ulipInit() — initialize the ULIP interface (VxSim) .... 4 
ulStartOutput() = push, packets:onto “interface! s..c 2 cata aside hades ecpietee ear edeeneeearastereeaireeriece 
ultraAddrFilterSet( ) — set the address filter for multicast addresses oo... cesses eeseseeseeeeeeneeeteees 2-936 
ultraattach() — publish ultra interface and initialize device ...... ... 2-937 
ultraLoad() — initialize the driver and device occ 2-937 
ultraMemInit( ) — initialize memory for the chip .... 2-938 
ultraParse() = parse: the Mit String. ii cise cae Ner eaters Aeris adds aren aerate ntieovecetag aan iee 2-938 
ultraPut() — copy a packet tothe interface... 2.2... seecssceeesecnsecesseceenenstseseesenteenieteneneersderetaceter code 2-939 
ultraShow() — display statistics for the ultra network interface os 
ungetc() — push a character back into an input stream (ANSI)... eeeeeseeneeeeeeeeneeeeees 2-940 
unixDevInit() — initialize a UNIX_DUSART o......ccecsccscscesssesesteseesassseessenessesssessenssesesessesessesersasseneseenees 2-941 
unixDevInit2() — enable interrupts ie 
unixDiskDevCreate( ) =:créate'a UNIX disk devices scseccvccsat nc tiecenscevey anecestecdaak lass accav tn testicals 2-942 
unixDiskInit() — initialize a dosFs disk on top Of UNIX w.cesceccscccescesteseeseessesesteseeseeseasesteseeseaneaneseeneens 2-943 
unixDrv() — install UNIX disk driver... 2-943 
unixIntRcv( ) — handle a channel's receive-character interrupt. .......c.ccccceseseeseeeeees 2-944 
unld() — unload an object module by specifying a file name or module ID . 

unldByGroup() — unload an object module by specifying a group number 

unldByModuleld() — unload an object module by specifying a module ID w....eeeeececcceeseeeeteetesteeteseeneees 
unldByNameAndPath() - unload an object module by specifying a name and path “3 
unlink() + déleteva:file(POSD®) xi.s4 sar aneen sing hid aac a heiiseoish Nick cadkectonandetsiebechdeeaensteade 
usrAtaConfig() — mount a DOS file system from an ATA hard disk o...c.cseecesesseeeeeeeeseeseeneene 
usrAtaPartition( ) — get an offset to the first partition of the drive ........... 


usrClock() — user-defined system clock interrupt routine ..... 

usrFdConfig() — mount a DOS file system from a floppy disk ........ 

usrIdeConfig( ) — mount a DOS file system from an IDE hard disk . 

usrInit() — user-defined system initialization routine... 

usrRoot() =the f0Gttask™23.o)ucen Aaa denies Bt 
usrScsiConfig() =configire SCSI peripherals 2 2ac24 satan Asie areata en ieee 
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usrSmObjInit() — initialize shared MeMOTY Objects oo... cesses ees eesesteseesessesteseeseessseseeseaseanesees 2-951 
uswab() — swap bytes with buffers that are not necessarily aligned .........cccseseeseseeteeeeeees 2-952 
utime() update time ona filé: i. ntti each ied ccc anaein nies 2-953 
va_arg() — expand to an expression having the type and value of the call’s next argument 2-953 
va_end() — facilitate a normal return from a routine using a va_list object 

va_start() — initialize a va_list object for use by va_arg() and va_end() ........ 

valloc() — allocate memory on a page DOUNCALY ....seececeecescseeseeestesteseesesesteseeseenesteseeneeseenesees 
version( ) — print VxWorks version information .......ccceeseeesesesesseseseesesssseseesesssssssessseeesnsseeees 
ofdprintf() — write a string formatted with a variable argument list to a file descriptor ........ 2-956 
ofprintf() — write a formatted string to a stream (ANSI) .....scscescesceseeseesesesteseeseeseeestesteseeseaneaees 2-956 
vmBaseGlobalMapInit() — initialize global Mapping 00... .seecececcestesees ees eeesesteseeseeseeeseeseeseaseaeseeseeseseeseeseaseanesees 
ovmBaseLibInit() — initialize base virtual memory support ... Stes 
omBasePageSizeGet( ) “return:the page size: las iiadce sels abe nav aecs ei acini Gaiam 
omBaseStateSet( ) — change the state of a block of virtual MEMOTY 0... cesses cee este ee eetee tes teneeeeeaees 2-959 
omContextCreate( ) — create a new virtual memory context (VxVMI Opt.) . we 2-960 
vmContextDelete( ) — delete a virtual memory context (VxXVMI Opt.) .....sccecee w. 2-960 
vmContextShow() — display the translation table for a context (VxVMI Opt.) .. we 2-961 
omCurrentGet( ) — get the current virtual memory context (VXVMI Opt.) ..cscscscseeseeseetesteseeeeeeneaes 2-961 
omCurrentSet( ) — set the current virtual memory context (VXVMI Opt.) o.cscscscseseeseetesteseeeeeenenees 2-962 
vmEnable() — enable or disable virtual memory (VxVMI Opt.) A 
vmGlobalInfoGet() — get global virtual memory information (VXVMI Opt.) ...cccceesesesesesseseeeseseees 2-963 
vmGlobalMap() — map physical pages to virtual space in shared global virtual mem (VxVMI Opt.) 2-963 
vmGlobalMapInit() — initialize global mapping (VXVMI Opt.) -.escccecescsseeesesseseeseeesesteseeseeestesseseeseaneanes 2-964 
omLibInit() — initialize the virtual memory support module (VxVMI Opt.) . wee 2-965 
omMap() — map physical space into virtual space (VxVMI Opt.) ....csceeesceees we 2-966 
vmPageBlockSizeGet() -— get the architecture-dependent page block size (VxVMI Opt.) 2-967 
omPageSizeGet() =return.the page'size (VXVMI Opt.) | c..-cs:eccacczenctcessdeeersencteet cee leaqratdesgetetterniecediccereteoes 2-967 
omShow!Init() — include virtual memory show facility (VxVMI Opt.) ww. 2-968 
omStateGet() — get the state of a page of virtual memory (VXVMI Opt.) ....scesceecesessesteeeeeeenesees 2-968 
vmStateSet() — change the state of a block of virtual memory (VXVMI Opt.) ..scscscseseceeteeeenees 2-969 
omTextProtect( ) — write-protect a text segment (VxVMI Opt.) we 2-970 
omTranslate( ) — translate a virtual address to a physical address (VxVMI Opt.) ...c.sessescesesseeteees 2-971 
oprintf() — write string formatted with variable argument list to standard output (ANSI) 2-971 
vsprintf() — write a string formatted with a variable argument list to a buffer (ANSI) ......... 2-972 
ovxMemArchProbe( ) — architecture specific part of vxMemProbe ..... ws 2-972 
vxMemProbe( ) — probe an address for a DUS CLYOL ....eecesceseesteeeteeteeteeees we 2-973 
oxMemProbeAsi() — probe address in ASI space for bus error (SPARC) ..eecceccessssessesessssesesseeeseeseeeees 2-974 
vxPowerDown( ) — place the processor in reduced-power mode (PowerPC) ....cscccscssssesseseeesseseees 2-975 
vxPowerModeGet( ) — get the power management mode (PowerPC) 2-975 
vxPowerModeSet( ) — set the power management mode (PowerPC) 2-976 
vxSSDisable() — disable the superscalar dispatch (MC68060) .......ccscsseseeesesesteseeseeestesneseeseeeeesees 2-977 
oxSSEnable() — enable the superscalar dispatch (MC68060) ..... we. 2-977 
oxTas() — C-callable atomic test-and-set primitive ........ eine 22977 
VXWBSem::VXWBSem() - create and initialize a binary semaphore ....... we 2-978 
VXWCSem::VXWCSem() - create and initialize a counting semaphore ... 2-980 
VXWList::add() —add a node to the end of list... wee 2-981 
VXWList::concat( ) — concatenate two ListS .......cescesecceessesteseeseeeeteeneseeneens we 2-981 
VXWList::count() — report the number of nodes in a list (WFC Opt.) ....ccecceesseessesesesessseseesesesseseeeees 2-982 
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VXWList::extract( ) — extract a sublist from list (WFC Opt.) ..ccccecesseessesesseseseesessesesseseseeseseenesees 2-982 
VXWList::find() — find a node in list (WFC Opt.) .sscscessessessssssessssssesssssssesseesensnsssssseeensnnsesssseees 2-982 
VXWList::first() — find first node in list (WFC Opt.) .o.cccceeccssssessesesesesesseseseesessesessenessenessenseess 2-983 
VXWList::get( ) — delete and return the first node from list (WFC Opt.) ..... .. 2-983 
VXWList::insert() — insert a node in list after a specified node (WFC Opt.) ... uw 2-984 
VXWList::last() — find the last node in list (WFC Opt.) w.oecceeeeseseeeeeeeees .. 2-984 
VXWList::next() — find the next node in list (WFC Opt.) .o.cccceceeesseesseseseesessesesneneseeneseeeseees 2-984 
VXWList::nStep() — find a list node nStep steps away from a specified node (WFC Opt.) ...... 2-985 
VXWList::nth() — find the Nth node in a list (WFC Opt.) .o.cccccceceesssesseeseesessesesneseseeseseenseees 2-985 
VXWList::previous() — find the previous node in list (WFC Opt.) ...ccceccceeceseeesseseseesesseseseeneeeneeens 2-986 
VXWList::remove() — delete a specified node from list (WFC Opt.) ...cccsceeesessesesessesssseseeseseenseees 2-986 
VXWList::VXWList() — initialize a list (WFC Opt.) ie 

VXWList::VXWList( ) — initialize a list as a copy of another (WFC Opt.) ....scscccccscesseeeeeeetesneseeneens 2-987 
VXWList::~ VXWList() —fréé uipia-list (WECODE), alesse aaiiilenideas teadunien HAcenteane ade: 2-987 
VXWMemPart::addToPool() | -—add memory to a memory partition (WFC Opt.) ..... .. 2-988 
VXWMemPart::alignedAlloc() -— allocate aligned memory from partition (WFC Opt.) ...... .. 2-988 
VXWMemPart::alloc() — allocate a block of memory from partition (WFC Opt.)  ......... . 2-989 
VXWMemPart::findMax() — find the size of the largest available free block (WFC Opt.) ......cscseseeee 2-989 
VXWMemPart::free() — free a block of memory in partition (WFC Opt.) ...ccceccececsseeeseeeneeeneeeee 2-989 
VXWMemPart::info() — get partition information (WFC Opt.) ses 

VXWMemPart::options( ) — set the debug options for memory partition (WFC Opt.) ....cecseeceeeee 2-990 
VXWMemPart::realloc() — reallocate a block of memory in partition (WFC Opt.) .....cscscecesesteeeeees 2-991 
VXWMemPart::show() — show partition blocks and statistics (WFC Opt.) ........0. . 2-992 
VXWMemPart::VXWMemPart( ) — create a memory partition (WFC Opt.) ........ 2-992 
VXWModule::flags() — get the flags associated with this module (WFC Opt.) .... .. 2-993 
VxXWModule::info() — get information about object module (WFC Opt.) ...csecsesssseseseeeeeeenseees 2-993 
VXWModule::name() — get the name associated with module (WFC Opt.) w.ceccccceseeeeeeeseeeseees 2-993 
VXWModule::segFirst() — find the first segment in module (WFC Opt.) ...cecsceceeceesestesteseeseetesneseeneens 2-994 
VXWModule::segGet( ) — get (delete and return) the first segment from module (WFC Opt.) ......... 2-994 
VXWModule::segNext() — find the next segment in module (WFC Opt.) o.ccscsceccsecssestesseseeeetesneseeneens 2-994 
VXWModule::VXWModule() = - build module object from module ID (WFC Opt.) ..csecsecceseseseseeeeeeeseeee 2-995 
VXWModule::VXWModule() __— load an object module at specified memory addresses (WFC Opt.) ......... 2-995 
VXWModule::VXWModule() _— load an object module into memory (WFC Opt.) ...cscssccescessestesestesteeteseeseens 2-997 
VXWModule::VXWModule() —_— create and initialize an object module (WFC Opt.) .. .. 2-998 
VXWModule::~VXWModule() —- unload an object module (WFC Opt.) ..ccceccseseessesessesessesessesesseseseeneseenseees 2-998 
VXWMSem::giveForce( ) — give a mutual-exclusion semaphore without restrictions (WFC Opt.) ..... 2-999 
VXWMSem::VXWMSem( ) — create and initialize a mutual-exclusion semaphore (WFC Opt.) «........+ 2-999 
VXWMsgQ::info() — get information about message queue (WFC Opt.) sescecescesseseessestesteseeneens 

VXWMsgQ::numMsgs( ) — report the number of messages queued (WFC Opt.) ... 

VXWMsgQ::receive( ) — receive a message from message queue (WFC Opt.) o..cescccecesesseetesteseeeens 

VXWMsgQ::send() —send a message to message queue (WFC Opt.) ...ceseescsscseetestesseseeeetesneseeneens 

VXWMsgQ::show() — show information about a message queue (WFC Opt.) .. .. 2-1007 
VXWMsgQ::VXWMsgQ() — create and initialize a message queue (WFC Opt.) .......... .. 2-1008 
VXWMsgQ::VXWMsgQ() — build message-queue object from ID (WFC Opt.) .... .. 2-1008 
VXWMsgQ::~VXWMsgQ() — delete message queue (WFC Opt.) ...cceeceeeees ... 2-1009 
VXWRingBuf::flush() — make ring buffer empty (WFC Opt.) o.ccccccecesseseeeseseseseeseseeneens ... 2-1009 
VXWRingBuf::freeBytes() — determine the number of free bytes in ring buffer (WFC Opt.) ... 2-1010 


VXWRingBuf::get( ) — get characters from ring buffer (WFC Opt.) ....cccecseseseee esses seseseeneseenssees 2-1010 
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VXWRingBuf::isEmpty() — test whether ring buffer is empty (WFC Opt.) ...cecccccesceteseeeetesteseeseeeeesees 2-1010 
VXWRingBuf::isFull() — test whether ring buffer is full (no more room) (WFC Opt.) 2-1011 
VXWRingBuf::moveAhead() —_— advance ring pointer by n bytes (WFC Opt.) ...s.scscseceseteteeenees 2-1011 
VXWRingBuf::nBytes() — determine the number of bytes in ring buffer (WFC Opt.) . 2-1012 
VXWRingBuf::put() — put bytes into ring buffer (WFC Opt.) ...cccccscesceeeeeesteeneseeeetesteseeseeneenesees 2-1012 
VXWRingBuf::putAhead() — put a byte ahead in ring buffer without moving ring pointers (WFC Opt.) 2-1013 
VXWRingBuf::VXWRingBuf() -—- create an empty ring buffer (WFC Opt.) ...scccescecceseetssteseeseeseesesteseeneeneaneaes 2-1013 
VXWRingBuf::VXWRingBuf() — build ring-buffer object from existing ID (WFC Opt.) ....cccccseeseeseeeetesteees 2-1014 
VXWRingBuf::~VXWRingBuf() — delete ring buffer (WFC Opt.) ....ccceccccesceseeseeseesestesteseeseesesseseeseeseasssneseeneeseanease 2-1014 
VXWSem::flush() — unblock every task pended on a semaphore (WFC Opt.) escent 2-1014 
VXWSem::give() — give a semaphore (WFC Opt.) ...ccscesessessessestesteseeseesesseseeseesssneseeseeseesesneseereeneanes 2-1015 
VXWSemi::id() — reveal underlying semaphore ID (WFC Opt.) -.seecscsceseeeseeeetesteseeseeeenenees 2-1015 
VXWSem::info() — get a list of task IDs that are blocked on a semaphore (WFC Opt.) ........... 2-1016 
VXWSem::show() — show information about a semaphore (WFC Opt.) -...ccescesesesseeeeeteenenes 2-1016 
VXWSem::take() — take a semaphore (WFC Opt.) ...ccscesessessessesteseeseeseesesseseesesteeneseeseeseeseseeseeneeneases 2-1017 
VXWSem::VXWSem( ) — build semaphore object from semaphore ID (WFC Opt.) -..scsceccseneeeeees 2-1018 
VXWSem::~VXWSem( ) = delete a semaphore (WEC Opt.) 22.02 sei.cssceconcvciecedenceceesestecHdnegesnsetcedsnsesereccven 2-1018 
VXWSmName::nameGet( ) — get name and type of a shared memory object (VxMP, WFC Opt.) .......... 2-1019 
VXWSmName::nameGet( ) — get name of a shared memory object (VxMP, WFC Opt.) ...scsscseseseneeeeeees 2-1019 
VXWSmName::nameSet() — define a name in the shared-memory name database (VxMP, WFC Opt.) 2-1020 
VXWSmName::~VXWSmName( ) — remove object from shared memory name database (VxMP, WFC Opt.) 2-1021 
VXWSymTab::add() — create and add symbol to symbol table, including group no. (WFC Opt.) 2-1021 
VXWSymTab::each() — call a routine to examine each entry in a symbol table (WFC Opt.) .......... 2-1022 


VXWSymTab::findByName() —-look up asymbol by name (WFC Opt.) o.escescesceceesesesteseeseeseeseesesneseeseeneanenes 
VXWSymTab::findByNameAndType( ) — look up a symbol by name and type (WFC Opt.) 
VXWSymTab::findByValue() | —look up asymbol by value (WFC Opt.) .eecescseesceeesestestestesteseeseeeateseeseeneaneaes 
VXWSymTab::findBy ValueAndType( ) — look up a symbol by value and type (WFC Opt.) 
VXWSymTab::remove( ) — remove a symbol from a symbol table (WFC Opt.) 
VXWSymTab::VXWSymTab() —-create a symbol table (WFC Opt.) ..c.cesceseeccesessestesteseeseesesneseeseeseasesneseeneeneanenes 
VXWSymTab::VXWSymTab() —- create a symbol-table object (WFC Opt.) ..ccccscscseesesteseeseeseeestesneseenseneanenes 
VXWSymTab::~VXWSymTab() -—- delete a symbol table (WFC Opt.) 


VXWTask::activate( ) — activate a task (WFC Opt.) ..cccscscssssesssssersssessassseesserssessnsssensssesnssssereeseesenes 
VXWTask::deleteForce( ) — delete a task without restriction (WFC Opt.) ..ccsccsceeeseeseseeseseeneseseeeeeenes 
VXWTask::envCreate( ) — create a private environment (WFC Opt.) 

VXWTask::errNo() — retrieve error status value (WFC Opt.) o.ccccccccessesesseseeeeseseseeseseeeeseseeneeene 
VXWTask::errNo() — set error status value (WFC Opt.) .o.ccceeceseeesesesseeeseseenssesessesesneeseseeneeenes 
VXWIask::id() — reveal task ID (WFC Opt.) 

VXWIask::info() — get information about a task (WFC Opt.) w..ccccccceceseseeeeseeeseseeseseeeeene 
VXWTask::isReady() — check if task is ready to rum (WFC Opt.) oeecescscsseseeseesestesteseeeeesteseeseeneeesees 
VXWTask::isSuspended( ) — check if task is suspended (WFC Opt.) 

VXWTask::kill() —send a signal to task (WFC Opt.) .ececccsceteseeseeessesteseeeeeaneseeseenssneaneseereeneaees 
VXWTask::name( ) — get the name associated with a task ID (WFC Opt.) o..cceecceeeeseeeseeneeeenes 
VXWTask::options() — examine task options (WFC Opt.) ....scccscsceeseeesteseeneenes 
VXWTask::options() — change task options (WFC Opt.) ......cscee 

VXWTask::priority() — examine the priority of task (WFC Opt.) ..... 

VXWTask::priority() — change the priority of a task (WFC Opt.) ..... 

VXWTask::registers() — set a task’s registers (WFC Opt.) .....cseseeececen 

VXWTask::registers() — get task registers from the TCB (WFC Opt.) 
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VXWITask::restart( ) 
VXWTask::resume( ) 
VXWTask::show() 
VXWITask::show() 
VXWITask::sigqueue( ) 
VXWTask::SRSet( ) 
VXWIask::statusString() 
VXWITask::suspend() 
VXWITask::tcb() 
VXWTask::varAdd() 
VXWITask::varDelete( ) 
VXWTask::varGet( ) 
VXWIask::varInfo() 
VXWTask::varSet( ) 
VXWTask::VXWTask() 
VXWTask::VXWTask( ) 
VXWTask::VXWTask( ) 
VXWTask::~VXWTask() 
VXWWaéa::cancel() 
VXWWé::start() 
VXWWa::VXWWd() 
VXWWa::VXWWd() 
VXWWa::~VXWWd( ) 
wcestombs() 

wcetomb() 
wd33c93CtrlCreate() 
wd33c93CtrlCreateScsi2( ) 
wd33c93CtrlInit( ) 
wd33c93Show( ) 
wdbNetromPktDevInit() 
wadbPipePktDevInit() 
wabSlipPktDevInit() 
wadbSystemSuspend( ) 
wadbTsfsDrv() 
wadbUlipPktDevInit( ) 
wdbUserEvtLibInit() 
wdbuUserEvtPost( ) 
wdbVioDrv() 
wdCancel() 

wdCreate( ) 
wdDelete() 

wdShow() 
wdShow!Init() 
wdStart() 

whoami() 

wim() 

winDevInit() 
winDevInit2() 


— restart task (WFC Opt.) 
— resume task (WFC Opt.) 


— display the contents of task registers (WFC Opt.) 
— display task information from TCBs (WFC Opt.) .... 


— send a queued signal to task (WFC Opt.) 


— set the task status register (MC680x0, MIPS, i386/i486) (WFC Opt.) .... 


— get task status as a string (WFC Opt.) 
— suspend task (WFC Opt.) 
— get the task control block (WFC Opt.) 

— add a task variable to task (WFC Opt.) 


— remove a task variable from task (WFC Opt.) .. 


— get the value of a task variable (WFC Opt.) 
— get a list of task variables (WFC Opt.) 
— set the value of a task variable (WFC Opt.) 
— initialize a task object (WFC Opt.) 
— create and spawn a task (WFC Opt.) 


— initialize a task with a specified stack (WFC Opt.) .. 


— delete a task (WFC Opt.) 


— cancel a currently counting watchdog (WFC Opt.) 


— start a watchdog timer (WFC Opt.) 
— construct a watchdog timer (WFC Opt.) 
— construct a watchdog timer (WFC Opt.) 
— destroy a watchdog timer (WFC Opt.) 


2. Subroutines 


— convert a series of wide char’s to multibyte char’s (Unimplemented) (ANSI) 
— convert a wide character to a multibyte character (Unimplemented) (ANSI) 


— create and partially initialize a WD33C93 SBIC structure 


-— create and partially initialize an SBIC structure 


— initialize the user-specified fields in an SBIC structure 
— display the values of all readable WD33C93 chip registers 
— initialize a NETROM packet device for the WDB agent 
— initialize a pipe packet device. ......ceceeeceeeee 


— initialize a SLIP packet device for a WDB agent 


— suspend the system. .....cccceseeeseecessesteseeeeeeeaees 
— initialize the TSFS device driver for a WDB agent ..........csccecee 
— initialize the WDB agent’s communication functions for ULIP ... 


— include the WDB user event library 


— post a user event string to host tools. .............. 


— initialize the tty driver for a WDB agent 
— cancel a currently counting watchdog 


— create a Watchdog timer .......ccececceeeteteeeeteeteeees 


— delete a watchdog timer 
— show information about a watchdog ... 
— initialize the watchdog show facility ... 
— start a watchdog timer 
— display the current remote identity 


— return the contents of the window invalid mask register (SPARC) ... 


— initialize a WIN_CHAN 
— initialize a WIN_CHAN, part 2 
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2-1048 
2-1049 
2-1049 
2-1050 
2-1051 


. 2-1053 


2-1054 
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2-1056 
2-1056 
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2-1059 
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2-1061 
2-1061 


.. 2-1062 
.. 2-1062 
.. 2-1063 
.. 2-1064 
.. 2-1064 

. 2-1064 


2-1065 


winIntRcv() 
winIntTx() 
write() 

y() 

28530DevInit( ) 
28530Int() 
z8530IntEx() 
z8530IntRd() 
z8530IntWr( ) 
zbufCreate() 
zbufCut() 
zbufDelete() 
zbufDup() 
zbufExtractCopy() 
zbufInsert() 
zbufInsertBuf() 
zbufInsertCopy() 
zbufLength() 
zbufSegData() 
zbufSegFind() 
zbufSegLength() 
zbufSegNext() 
zbufSegPrev() 
zbufSockBufSend() 
zbufSockBufSendto( ) 
zbufSockLibInit() 
zbufSockRecv() 
zbufSockRecvfrom( ) 
zbufSockSend() 
zbufSockSendto() 
zbufSplit() 
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— handle a channel's receive-character interrupt .......c.cccccseseessesesesesseeseeseeeseesesees 2-1065 
=transmita'single chatactet:. ...s2.cat.cauoseaneniiniconviniatrida ia ae aentua cen 2-1066 
write: bytes to-a file: .4ivcsiiitietiaoecttend entaiaeniennaciheard nanos 2-1066 


— return the contents of the y register (SPARC) .. 


—intialize a Z8530_DUSART 
— handle all interrupts in one vector 
— handle error interrupts 
— handle a reciever interrupt 
— handle a transmitter interrupt ... 


— create an empty zbuf 


— delete bytes from a zbuf 


— delete a zbuf 
— duplicate a zbuf 


—copy data from a zbuf to a buffer oo... 


— insert a zbuf into another zbuf 
— create a zbuf segment from a buffer and insert into a zbuf . 


— copy buffer data into a ZbUf oe. 
— determine the length in bytes of a zbuf ............. 


— determine the location of data in a zbuf segment 
— find the zbuf segment containing a specified byte location . 
— determine the length of a zbuf segment 
— get the next segment in a zbuf 
— get the previous segment in a zbuf 
— create a zbuf from user data and send it to a TCP socket .... 

— create a zbuf from a user message and send it to a UDP socket 


— initialize the zbuf socket interface library ......... 
— receive data in a zbuf from a TCP socket .......... 


— receive a message in a zbuf from a UDP socket .. 
—send zbuf data to a TCP socket 
—send a zbuf message to a UDP socket 
— split a zbuf into two separate zbufs 
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we. 2-1067 
w. 2-1067 
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we. 2-1077 
w. 2-1078 
.. 2-1079 
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2. Subroutines 


abort() 
an() 

NAME a0() — return the contents of register a0 (also a1 — a7) (MC680x0) 
SYNOPSIS int a0 

( 

int taskId /* task ID, 0 means default task */ 

) 
DESCRIPTION This command extracts the contents of register a0 from the TCB of a specified task. If 


taskId is omitted or zero, the last task referenced is assumed. 
Similar routines are provided for all address registers (a0 — a7): a0() — a7(). 


The stack pointer is accessed via a7(). 
RETURNS The contents of register a0 (or the requested register). 


SEE ALSO dbgArchLib, VxWorks Programmer's Guide: Target Shell 


abort() 


NAME abort() — cause abnormal program termination (ANSI) 
SYNOPSIS void abort (void) 
DESCRIPTION This routine causes abnormal program termination, unless the signal SIGABRT is being 


caught and the signal handler does not return. VxWorks does not flush output streams, 
close open streams, or remove temporary files. abort() returns unsuccessful status 
termination to the host environment by calling: 


raise (SIGABRT) ; 
INCLUDE FILES stdlib.h 
RETURNS This routine cannot return to the caller. 


SEE ALSO ansiStdlib 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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abs() 


abs() 


abs() — compute the absolute value of an integer (ANSI) 
int abs 
( 
int i /* integer for which to return absolute value */ 


) 


This routine computes the absolute value of a specified integer. If the result cannot be 
represented, the behavior is undefined. 


stdlib.h 
The absolute value of i. 


ansiStdlib 


accept ) 


accept( ) — accept a connection from a socket 


int accept 


( 


int Ss, /* socket descriptor */ 
struct sockaddr * addr, /* peer address */ 
int * addrlen /* peer address length */ 


) 


This routine accepts a connection on a socket, and returns a new socket created for the 
connection. The socket must be bound to an address with bind(), and enabled for 
connections by a call to listen(). The accept() routine dequeues the first connection and 
creates a new socket with the same properties as s. It blocks the caller until a connection is 
present, unless the socket is marked as non-blocking. 


The parameter addrlen should be initialized to the size of the available buffer pointed to by 
addr. Upon return, addrlen contains the size in bytes of the peer’s address stored in addr. 


A socket descriptor, or ERROR if the call fails. 


sockLib 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
acosf() 


acos() 


acos() — compute an arc cosine (ANSI) 


double acos 


( 
double x /* number between -1 and 1 */ 


) 


This routine returns principal value of the arc cosine of xin double precision (IEEE double, 
53 bits). If x is the cosine of an angle T, this function returns T. 


A domain error occurs for arguments not in the range [-1,+1]. 
math.h 


The double-precision arc cosine of x in the range [0,pi] radians. 


Special cases: 
If x is NaN, acos() returns x. 
If |x>1, it returns NaN. 


ansiMath, mathALib 


acosf() 


acosf() — compute an arc cosine (ANSI) 

float acosf 
( 
float x /* number between -1 and 1 */ 
) 


This routine computes the arc cosine of x in single precision. If x is the cosine of an angle 
T, this function returns T. 


math.h 
The single-precision arc cosine of x in the range 0 to pi radians. 


mathALib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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acw() 


acw() 


acw() — return the contents of the acw register (i960) 
int acw 
( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the acw register from the TCB of a specified task. If 
taskId is omitted or 0, the current default task is assumed. 


The contents of the acw register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


aic7880CtrlCreate( ) 


aic7880CtrlCreate( ) — create a control structure for the AIC 7880 


AIC_7880_SCSI_CTRL * aic7880CtrlCreate 
( 
int busNo, /* PCI bus Number */ 
int devNo, /* PCI device Number */ 
int scsiBusId /* SCSI Host Adapter Bus Id */ 
) 


This routine creates an AIC_7880_SCSI_CTRL structure and must be called before using the 
SCSI Host Adapter chip. It must be called exactly once for a specified Host Adapter. 


A pointer to the AIC_7880_SCSI_CTRL structure, or NULL if memory is unavailable or 
there are invalid parameters. 


aic7880Lib 


2. Subroutines 
aic7880EnableFast20( ) 


aic7880dFifoThresholdSet( ) 


NAME aic7880dFifoThresholdSet( ) — set the data FIFO threshold. 


SYNOPSIS STATUS aic7880dFifoThresholdSet 
( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller */ 
UBYTE threshHold /* data FIFO threshold value */ 


) 


DESCRIPTION This routine specifies to the AIC-7880 host adapter how to manage its data FIFO. Below is 
a description of the threshold values for SCSI reads and writes. 


SCSI READS — 0 Xfer data from FIFO as soon as it is available. 
— 1 Xfer data from FIFO as soon as the FIFO is half full. 
— 2 Xfer data from FIFO as soon as the FIFO is 75% full. 
— 3 Xfer data from FIFO as soon as the FIFO is 100% full. 


SCSI WRITES — 0 Xfer data as soon as there is room in the FIFO. 
— 1 Xfer data to FIFO as soon as it is 50% empty. 
— 2 Xfer data to FIFO as soon as it is 75% empty. 
— 3 Xfer data to FIFO as soon as the FIFO is empty. 


RETURNS OK or ERROR if the threshold value is not within the valid range. 


SEE ALSO aic7880Lib 


aic7880EnableFast20() 


NAME aic7880EnableFast20( ) — enable double speed SCSI data transfers 


SYNOPSIS VOID aic7880EnableFast20 
( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller */ 
BOOL enable /* enable = 1 / disable = 0 */ 


) 


DESCRIPTION This routine enables double speed SCSI data transfers for the SCSI host adapter. This 
allows the host adapter to transfer data upto 20 MB/s for an 8 bit device and upto 40 
MB/s for a 16 bit device. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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aic7880GetNumOfBuses( ) 


N/A 


aic7880Lib 


aic7880GetNumOfBuses() 


aic7880GetNumOfBuses( ) — perform a PCI bus scan 
DWORD aic7880GetNumOfBuses () 


This routine provides a callback mechanism from the HIM to the OSM It allows the OSM 
to scan the PCI bus, before the HIM is allowed to perform the bus scan. 


0x55555555 if the OSM is not able to conduct its own bus scan 


aic7880Lib 


aic7880ReadConfig( ) 


aic7880ReadConfig( ) — read from PCI config space 


DWORD aic7880ReadConfig 


( 
cfp_struct * configPtr, /* ptr to cf_struct */ 


UBYTE busNo, /* PCI bus number */ 
UBYTE devNo, /* PCI device number */ 
UBYTE regNo /* register */ 


) 


This routine provides a callback mechanism from the HIM to the OSM. The purpose of 
this routine is to allow the OSM to do its own Read access of the PCI configuration space. 
If the OSM cannot successfully complete the Read access, the OSM returns 0x55555555. If 
this happens the HIM attempts to conduct the configuration space Read access. 


value read or 0x55555555, if the OSM is not able to conduct read access to the PCI 
configuration space. 


aic7880Lib 


2. Subroutines 
aic7880WriteConfig( ) 


aic7880ScbCompleted( ) 


NAME aic7880ScbCompleted() — successfully completed execution of a client thread 


SYNOPSIS VOID aic7880ScbCompleted 
( 
sp_struct * pScb /* ptr to completed SCSI Command Block */ 
) 


DESCRIPTION This routine is called from within the context of the ISR. The HIM calls this routine 
passing in the pointer of the of the completed SCB. This routine sets the thread status, 
handles the completed SCB and returns program control back to the HIM which then 
returns from the PH_IntHandler( ) routine. 


This routine could be called more than once from the same PH_IntHandler call. Each call 
to this routine indicates the completion of an SCB. For each SCB completed, this routine 
sets the event type and calls the appropriate AIC-7880 event handler routines which sets 
the SCSI Controller, SCSI Physical Device and SCSI Thread, state variables appropriately. 
This routine also handles synchronization with the SCSI Manager so that the next 
runnable thread can be scheduled for execution. 


RETURNS N/A 


SEE ALSO aic7880Lib 


aic7880WriteConfig( ) 


NAME aic7880WriteConfig() — read to PCI config space 


SYNOPSIS DWORD aic7880WriteConfig 


( 
cfp_struct * config_ptr, /* ptr to cf_struct */ 


UBYTE busNo, /* PCI bus number */ 
UBYTE devNo, /* PCI device number */ 
UBYTE regNo, /* register */ 
DWORD regVal /* register value */ 
) 
DESCRIPTION This routine provides a callback mechanism from the HIM to the OSM. The purpose of 


this routine is to allow the OSM to do its own write access of the PCI configuration space. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


CAVEAT 
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aioPxLibInit() 


If the OSM cannot successfully complete the write access, the OSM returns 0x55555555. If 
this happens the HIM attempts to conduct the configuration space write access. 


OK or 0x55555555, if the OSM is not able to conduct write access to the PCI configuration 
space. 


aic7880Lib 


aioPxLibInit() 


aioPxLibInit( ) — initialize the asynchronous I/O (AIO) library 
STATUS aioPxLibInit 
( 
int lioMax /* max outstanding lio calls */ 
) 
This routine initializes the AIO library. It should be called only once after the I/O system 
has been initialized. lioMax specifies the maximum number of outstanding lio_listio() 
calls at one time. If lioMaxis zero, the default value of AIO_CLUST_MAX is used. 
OK if successful, otherwise ERROR. 
S_aioPxLib_IOS_NOT_INITIALIZED 


aioPxLib 


aioShow() 


aioShow() — show AIO requests 

STATUS aioShow 
= drvNum /* drv num to show (IGNORED) */ 
) 

This routine displays the outstanding AIO requests. 


The drvNum parameter is not currently used. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
aio_error( ) 


OK, always. 


aioPxShow 


aioSysInit( ) 


aioSysInit() — initialize the AIO system driver 


STATUS aioSysInit 
( 


int numTasks, /* number of system tasks */ 
int taskPrio, /* AIO task priority */ 

int taskStackSize /* AIO task stack size */ 

) 


This routine initializes the AIO system driver. It should be called once after the AIO 
library has been initialized. It spawns numTasks system I/O tasks to be executed at 
taskPrio priority level, with a stack size of taskStackSize. It also starts the wait task and sets 
the system driver as the default driver for AIO. If numTasks, taskPrio, or taskStackSize is 0, a 
default value (AIO_IO_TASKS_DFLT, AIO_IO_PRIO_DFLT, or AIO_IO_STACK_DFLT, 
respectively) is used. 


OK if successful, otherwise ERROR. 


aioSysDrv 


aio_error() 


aio_error() — retrieve error status of asynchronous I/O operation (POSIX) 


int aio_error 


( 
const struct aiocb * pAiocb /* AIO control block */ 


) 


This routine returns the error status associated with the I/O operation specified by pAiocb. 
If the operation is not yet completed, the error status will be EINPROGRESS. 


RETURNS 


ERRNO 


INCLUDE FILES 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


INCLUDE FILES 


SEE ALSO 
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aio_fsync() 


EINPROGRESS if the AIO operation has not yet completed, 
OK if the AIO operation completed successfully, 

the error status if the AIO operation failed, 

otherwise ERROR. 

EINVAL 


aio.h 


aioPxLib 


aio_fsync() 


aio_fsync() — asynchronous file synchronization (POSIX) 


int aio_fsync 
( 
int op, /* operation */ 
struct aiocb * pAiocb /* AIO control block */ 
) 


This routine asynchronously forces all I/O operations associated with the file, indicated 
by aio_fildes, queued at the time aio_fsync() is called to the synchronized I/O 
completion state. aio_fsync() returns when the synchronization request has be initiated 
or queued to the file or device. 


The value of op is ignored. It currently has no meaning in VxWorks. 


If the call fails, the outstanding I/O operations are not guaranteed to have completed. If it 
succeeds, only the I/O that was queued at the time of the call is guaranteed to the relevant 
completion state. 


The aio_sigevent member of the pAiocb defines an optional signal to be generated on 
completion of aio_fsync(). 


OK if queued successfully, otherwise ERROR. 
EINVAL, EBADF 
aio.h 


aioPxLib, aio_error(), aio_return() 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


INCLUDE FILES 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
aio_return() 


aio_read() 


aio_read() — initiate an asynchronous read (POSIX) 


int aio_read 
( 
struct aiocb * pAiocb /* AIO control block */ 
) 


This routine asynchronously reads data based on the following parameters specified by 
members of the AIO control structure pAiocb. It reads aio_nbytes bytes of data from the 
file aio_fildes into the buffer aio_buf. 


The requested operation takes place at the absolute position in the file as specified by 
aio_offset. 


aio_reqprio can be used to lower the priority of the AIO request; if this parameter is 


nonzero, the priority of the AIO request is aio_reqprio lower than the calling task priority. 


The call returns when the read request has been initiated or queued to the device. 
aio_error() can be used to determine the error status and of the AIO operation. On 
completion, aio_return() can be used to determine the return status. 


aio_sigevent defines the signal to be generated on completion of the read request. If this 
value is zero, no signal is generated. 


OK if the read queued successfully, otherwise ERROR. 
EBADF, EINVAL 
aio.h 


aioPxLib, aio_error(), aio_return(), read() 


aio_return() 


aio_return() — retrieve return status of asynchronous I/O operation (POSIX) 


size_t aio_return 
( 
struct aiocb * pAiocb /* AIO control block */ 
) 


DESCRIPTION 


RETURNS 


ERRNO 


INCLUDE FILES 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


INCLUDE FILES 


SEE ALSO 
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aio_suspend( ) 


This routine returns the return status associated with the I/O operation specified by 
pAiocb. The return status for an AIO operation is the value that would be returned by the 
corresponding read(), write(), or fsync() call. aio_return() may be called only after the 
AIO operation has completed (aio_error() returns a valid error code--not EINPROGRESS). 
Furthermore, aio_return() may be called only once; subsequent calls will fail. 

The return status of the completed AIO request, or ERROR. 

EINVAL, EINPROGRESS 


aio.h 


aioPxLib 


aio_suspend() 


aio_suspend() — wait for asynchronous I/O request(s) (POSIX) 


int aio_suspend 
( 


const struct aiocb * list[], /* AIO requests */ 


int nEnt, /* number of requests */ 


const struct timespec * timeout /* wait timeout */ 


) 


This routine suspends the caller until one of the following occurs: 


— at least one of the previously submitted asynchronous I/O operations referenced by 
list has completed, 


— a signal interrupts the function, or 


— the time interval specified by timeout has passed (if timeout is not NULL). 
OK if an AIO request completes, otherwise ERROR. 
EAGAIN, EINTR 
aio.h 


aioPxLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


INCLUDE FILES 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
ambaDevlInit( ) 


aio_write() 


aio_write() — initiate an asynchronous write (POSIX) 


int aio_write 
( 
struct aiocb * pAiocb /* AIO control block */ 
) 


This routine asynchronously writes data based on the following parameters specified by 
members of the AIO control structure pAiocb. It writes aio_nbytes of data to the file 
aio_fildes from the buffer aio_buf. 


The requested operation takes place at the absolute position in the file as specified by 
aio_offset. 


aio_reqprio can be used to lower the priority of the AIO request; if this parameter is 


nonzero, the priority of the AIO request is aio_reqprio lower than the calling task priority. 


The call returns when the write request has been initiated or queued to the device. 
aio_error() can be used to determine the error status and of the AIO operation. On 
completion, aio_return() can be used to determine the return status. 


aio_sigevent defines the signal to be generated on completion of the write request. If this 
value is zero, no signal is generated. 


OK if write queued successfully, otherwise ERROR. 
EBADF, EINVAL 
aio.h 


aioPxLib, aio_error(), aio_return(), write() 


ambaDevInit() 


ambaDevlInit( ) — initialise an AMBA channel 


void ambaDevinit 


( 
AMBA_CHAN * pChan /* ptr to AMBA_CHAN describing this channel */ 


) 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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ambalintRx() 


This routine initialises some SIO_CHAN function pointers and then resets the chip to a 
quiescent state. Before this routine is called, the BSP must already have initialised all the 
device addresses, etc. in the AMBA_CHAN structure. 

N/A 


ambaSio 


ambaIntRx() 


ambalIntRx( ) — handle a receiver interrupt 

void ambaIntRx 
( 
AMBA_CHAN * pChan /* ptr to AMBA_CHAN describing this channel */ 
) 

This routine handles read interrupts from the UART. 

N/A 


ambaSio 


ambaIntTx( ) 


ambaIntTx() — handle a transmitter interrupt 

void ambaIntTx 
( 
AMBA_CHAN * pChan /* ptr to AMBA_CHAN describing this channel */ 
) 

This routine handles write interrupts from the UART. 


N/A 


ambaSio 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLE 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
arpAdd( ) 


arpAdd() 


arpAdd() — add an entry to the system ARP table 


STATUS arpAdd 
( 


char * host, /* host name or IP address */ 
char * eaddr, /* Ethernet address */ 

int flags /* ARP flags */ 

) 


This routine adds a specified entry to the ARP table. host is a valid host name or Internet 
address. eaddr is the Ethernet address of the host and has the form "x:x:x:x:x:x" where x is 
a hexadecimal number between 0 and ff. 


The flags parameter specifies the ARP flags for the entry; the following bits are settable: 


ATF_PERM (0x04) 
The ATF_PERM bit makes the ARP entry permanent. A permanent ARP entry does 
not time out as do normal ARP entries. 


ATF_PUBL (0x08) 
The ATF_PUBL bit causes the entry to be published (i.e., this system responds to ARP 
requests for this entry, even though it is not the host). 


ATF_USETRAILERS (0x10) 
The ATF_USETRAILERS bit indicates that trailer encapsulations can be sent to this 
host. 


* The following call creates a permanent ARP table entry for the host with IP address 
90.0.0.3 and Ethernet address 0:80:f9:1:2:3: 
arpAdd ("90.0.0.3", "0:80:£9:1:2:3", 0x4) 


The following call adds an entry to the ARP table for host "myHost", with an Ethernet 
address of 0:80:f9:1:2:4; no flags are set for this entry: 


arpAdd ("myHost", "0:80:£9:1:2:4", 0) 
OK, or ERROR if unsuccessful. 
S_arpLib_INVALID_ARGUMENT, S_arpLib_INVALID_FLAG 


arpLib 
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arpDelete( ) 


arpDelete( ) 


NAME arpDelete( ) — delete an entry from the system ARP table 


SYNOPSIS STATUS arpDelete 
( 


char * host /* host name or IP address */ 


) 


DESCRIPTION This routine deletes an ARP table entry. host specifies the entry to delete and is a valid 
host name or Internet address. 


EXAMPLE arpDelete ("91.0.0.3") 
arpDelete ("myHost") 


RETURNS OK, or ERROR if unsuccessful. 
ERRNO S_arpLib_INVALID_ARGUMENT 
SEE ALSO arpLib 


arpFlush() 


NAME arpFlush( ) — flush all entries in the system ARP table 

SYNOPSIS void arpFlush (void) 

DESCRIPTION This routine flushes all non-permanent entries in the ARP cache. 
RETURNS N/A 

SEE ALSO arpLib 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
arptabShow( ) 


arpShow() 


arpShow() — display entries in the system ARP table 
void arpShow (void) 


This routine displays the current Internet-to-Ethernet address mappings in the ARP table. 


-> arpShow 
LINK LEVEL ARP TABLE 
destination gateway flags Refcnt Use Interface 
90.0.0.63 08:00:3e:23:79:e7 405 0 82 100 
N/A 
netShow 


arptabShow( ) 


arptabShow() - display the known ARP entries 

void arptabShow (void) 

This routine displays current Internet-to-Ethernet address mappings in the ARP table. 
N/A 


netShow 
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INCLUDE FILES 


RETURNS 


SEE ALSO 
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DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
asctime( ) 


asctime() 


asctime() — convert broken-down time into a string (ANSI) 
char * asctime 

( 

const struct tm * timeptr /* broken-down time */ 


) 


This routine converts the broken-down time pointed to by timeptr into a string of the form: 


SUN SEP 16 01:03:52 1973\n\0 


This routine is not reentrant. For a reentrant version, see asctime_r(). 
time.h 
A pointer to the created string. 


ansiTime 


asctime_r() 


asctime_r() — convert broken-down time into a string (POSIX) 


int asctime_r 


( 


const struct tm * timeptr, /* broken-down time */ 


char * asctimeBuf, /* buffer to contain string */ 


size_t * buflen /* size of buffer */ 


) 


This routine converts the broken-down time pointed to by timeptr into a string of the form: 


SUN SEP 16 01:03:52 1973\n\0 


The string is copied to asctimeBuf. This call is the POSIX re-entrant version of asctime(). 
time.h 
The size of the created string. 


ansiTime 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
asinf() 


asin() 


asin() — compute an arc sine (ANSI) 


double asin 


( 
double x /* number between -1 and 1 */ 


) 


This routine returns the principal value of the arc sine of xin double precision (IEEE 
double, 53 bits). If x is the sine of an angle T, this function returns T. 


A domain error occurs for arguments not in the range [-1,+1]. 
math.h 


The double-precision arc sine of x in the range [-pi/2,pi/2] radians. 


Special cases: 
If x is NaN, asin() returns x. 
If |x>1, it returns NaN. 


ansiMath, mathALib 


asinf() 


asinf( ) — compute an arc sine (ANSI) 

float asinf 
( 
float x /* number between -1 and 1 */ 
) 


This routine computes the arc sine of x in single precision. If x is the sine of an angle T, 
this function returns T. 


math.h 
The single-precision arc sine of x in the range -pi/2 to pi/2 radians. 


mathALib 
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RETURNS 


SEE ALSO 
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assert() 


assert( ) 


assert() — put diagnostics into programs (ANSI) 


void assert 
( 
int a 


) 


If an expression is false (that is, equal to zero), the assert() macro writes information 
about the failed call to standard error in an implementation-defined format. It then calls 
abort(). The diagnostic information includes: 


— the text of the argument 
— the name of the source file (value of preprocessor macro __FILE_) 
— the source line number (value of preprocessor macro __LINE_) 


stdio.h, stdlib.h, assert.h 
N/A 


ansiAssert 


ataDevoCreate( ) 


ataDevCreate() — create a device for a ATA/IDE disk 


BLK_DEV *ataDevCreate 
( 
int ctrl, 
int drive, 
int nBlocks, 
int blkOffset 
) 


This routine creates a device for a specified ATA/IDE disk. 


drive is a drive number for the hard drive; it must be 0 or 1. 


The Blocks parameter specifies the size of the device in blocks. If nBlocks is zero, the 
whole disk is used. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
ataDrv() 


The blkOffset parameter specifies an offset, in blocks, from the start of the device to be 
used when writing or reading the hard disk. This offset is added to the block numbers 
passed by the file system during disk accesses. (VxWorks file systems always use block 
numbers beginning at zero for the start of a device.) 


A pointer to a block device structure (BLK_DEV) or NULL if memory cannot be allocated 
for the device structure. 


ataDrv, dosFsMkfs( ), dosFsDevInit( ), rt11FsDevInit( ), rt11FsMkfs( ), rawFsDevInit() 


ataDrov() 


ataDro() — initialize the ATA driver 


STATUS ataDrv 


int ctrl, /* controller no. */ 

int drives, /* number of drives */ 
int vector, /* interrupt vector */ 
int level, /* interrupt level */ 


BOOL configType, /* configuration type */ 
int semTimeout, /* timeout seconds for sync semaphore */ 
int wdgTimeout /* timeout seconds for watch dog */ 


This routine initializes the ATA/IDE driver, sets up interrupt vectors, and performs 
hardware initialization of the ATA/IDE chip. 


This routine must be called exactly once, before any reads, writes, or calls to 
ataDevCreate(). Normally, it is called by usrRoot() in usrConfig.c. 


OK, or ERROR if initialization fails. 


ataDrv, ataDevCreate() 
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atan() 


atan() 


atan() —- compute an arc tangent (ANSI) 
double atan 

( 

double x /* tangent of an angle */ 


) 


This routine returns the principal value of the arc tangent of x in double precision (IEEE 
double, 53 bits). If x is the tangent of an angle T, this function returns T (in radians). 


math.h 


The double-precision arc tangent of x in the range [-pi/2,pi/2] radians. Special case: if x is 
NaN, atan() returns x itself. 


ansiMath, mathALib 


atan2() 


atan2() —- compute the arc tangent of y/x (ANSI) 


double atan2 
( 
double y, /* numerator */ 
double x 
) 


/* denominator */ 


This routine returns the principal value of the arc tangent of y/x in double precision (IEEE 
double, 53 bits). This routine uses the signs of both arguments to determine the quadrant 
of the return value. A domain error may occur if both arguments are zero. 


math.h 


The double-precision arc tangent of y/x, in the range [-pi,pi] radians. 


Special cases: 
Notations: atan2(y,x) == ARG (xt+iy) == ARG(x,y). 


ARG(NAN, (anything)) is NaN 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
atanf( ) 


ARG((anything), NaN) is NaN 
ARG(+(anything but NaN), +-0) is +-0 
ARG(-(anything but NaN), +-0) is +-PI 
ARG(0, +-(anything but 0 and NaN)) is +-PI/2 


ARG(+INF, +-(anything but INF and NaN)) is +-0 


ARG(-INF, +-(anything but INF and NaN)) is +-PI 
ARG(+INF, +-INF) is +-PI/4 
ARG(-INF, +-INF) is +-3PI/4 


ARG((anything but 0, NaN, and INF),+-INF) is +-PI/2 


ansiMath, mathALib 


atan2f( ) 


atan2f() —- compute the arc tangent of y/x (ANSI) 
float atan2f 

( 

float y, /* numerator */ 


float x /* denominator */ 


) 
This routine returns the principal value of the arc tangent of y/xin single precision. 
math.h 
The single-precision arc tangent of y/x in the range -pi to pi. 


mathALib 


atanf( ) 


atanf() — compute an arc tangent (ANSI) 


float atanf 


( 
float x /* tangent of an angle */ 


) 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 
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ataRawio() 


This routine computes the arc tangent of x in single precision. If x is the tangent of an 
angle T, this function returns T (in radians). 


math.h 
The single-precision arc tangent of x in the range -pi/2 to pi/2. 


mathALib 


ataRawio() 


ataRawio() — do raw I/O access 
STATUS ataRawio 

int ctrl, 

int drive, 

ATA_RAW * pAtaRaw 


) 


This routine is called to perform raw I/O access. 
drive is a drive number for the hard drive: it must be 0 or 1. 


The pAtaRaw is a pointer to the structure ATA_RAW which is defined in ataDrv.h. 
OK, or ERROR if the parameters are not valid. 


ataDrv 


ataShow() 


ataShow() — show the ATA/IDE disk parameters 


STATUS ataShow 
( 
int ctrl, 
int drive 


2. Subroutines 


atexit() 

DESCRIPTION This routine shows the ATA/IDE disk parameters. Its first argument is a controller 

number, 0 or 1; the second argument is a drive number, 0 or 1. 

4 

RETURNS OK, or ERROR if the parameters are invalid. 2 
SEE ALSO ataShow 

ataShow!Init( ) 
NAME ataShowInit( ) — initialize the ATA/IDE disk driver show routine 
SYNOPSIS void ataShowInit (void) 
DESCRIPTION This routine links the ATA/IDE disk driver show routine into the VxWorks system. The 


routine is included automatically by defining INCLUDE_SHOW_ROUTINES in configAlI.h. 
No arguments are needed. 


RETURNS N/A 


SEE ALSO ataShow 


atexit( ) 


NAME atexit() — call a function at program termination (Unimplemented) (ANSI) 
SYNOPSIS int atexit 

( 

void (* __func) (void) /* pointer to a function */ 

) 
DESCRIPTION This routine is unimplemented. VxWorks task exit hooks provide this functionality. 
INCLUDE FILES stdlib.h 


RETURNS ERROR, always. 


SEE ALSO ansiStdlib, taskHookLib 
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atof( ) 


atof() 


atof() — convert a string to a double (ANSI) 


double atof 
( 


const char * s /* pointer to string */ 


) 


This routine converts the initial portion of the string s to double-precision representation. 


Its behavior is equivalent to: 


strtod (s, (char **)NULL) ; 
stdlib.h 
The converted value in double-precision representation. 


ansiStdlib 


atoi() 


atoi() — convert a string to an int (ANSI) 
int atoi 
( 
const char * s /* pointer to string */ 


) 


This routine converts the initial portion of the string s to int representation. 
Its behavior is equivalent to: 


(int) strtol (s, (char **) NULL, 10); 
stdlib.h 
The converted value represented as an int. 


ansiStdlib 


2. Subroutines 


b() 
atol() 

NAME atol() — convert a string to a long (ANSI) 
SYNOPSIS long atol 

( 

const register char * s /* pointer to string */ 

) 
DESCRIPTION This routine converts the initial portion of the string s to long integer representation. 


Its behavior is equivalent to: 


strtol (s, (char **)NULL, 10); 
INCLUDE FILES stdlib.h 
RETURNS The converted value represented as a long. 


SEE ALSO ansiStdlib 


b() 


NAME b() - set or display breakpoints 


SYNOPSIS STATUS b 


( 
INSTR * addr, /* where to set breakpoint, 0 = display all breakpoints */ 


int task, /* task for which to set breakpoint, 0 = set all tasks */ 
int count, /* number of passes before hit */ 
BOOL quiet /* TRUE = don’t print debugging info, FALSE = print */ 

/* info */ 


DESCRIPTION This routine sets or displays breakpoints. To display the list of currently active 
breakpoints, call b() without arguments: 


—> b 


The list shows the address, task, and pass count of each breakpoint. Temporary 
breakpoints inserted by so() and cret() are also indicated. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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To set a breakpoint with b(), include the address, which can be specified numerically or 
symbolically with an optional offset. The other arguments are optional: 


-> b addr[,task[,count[,quiet]]] 


If task is zero or omitted, the breakpoint will apply to all breakable tasks. If count is zero 
or omitted, the breakpoint will occur every time it is hit. If count is specified, the break 
will not occur until the count +1th time an eligible task hits the breakpoint (i.e., the 
breakpoint is ignored the first count times it is hit). 


If quiet is specified, debugging information destined for the console will be suppressed 
when the breakpoint is hit. This option is included for use by external source code 
debuggers that handle the breakpoint user interface themselves. 


Individual tasks can be unbreakable, in which case breakpoints that otherwise would 
apply to a task are ignored. Tasks can be spawned unbreakable by specifying the task 
option VX_UNBREAKABLE. Tasks can also be set unbreakable or breakable by resetting 
VX_UNBREAKABLE with the routine taskOptionsSet( ). 


OK, or ERROR if addr is illegal or the breakpoint table is full. 


dbgLib, bd(), task OptionsSet(), VxWorks Programmer's Guide: Target Shell, windsh, 
Tornado User’s Guide: Shell 


bemp() 


bemp() — compare one buffer to another 


int bcmp 
( 
char * buf1, /* pointer to first buffer */ 
char * buf2, /* pointer to second buffer */ 
int nbytes /* number of bytes to compare */ 
) 


This routine compares the first nbytes characters of buf1 to buf2. 
0 if the first nbytes of bufl and buf2 are identical, 

less than 0 if buf1 is less than buf2, or 

greater than 0 if bufl is greater than buf2. 


bLib 


NAME 
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DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 


bcopyBytes() 

bcopy() 
bcopy() — copy one buffer to another 
void bcopy 

( 

const char * source, /* pointer to source buffer */ 

char * destination, /* pointer to destination buffer */ 

int nbytes /* number of bytes to copy */ 


) 


This routine copies the first nbytes characters from source to destination. Overlapping 
buffers are handled correctly. Copying is done in the most efficient way possible, which 
may include long-word, or even multiple-long-word moves on some architectures. In 
general, the copy will be significantly faster if both buffers are long-word aligned. (For 
copying that is restricted to byte, word, or long-word moves, see the manual entries for 
bcopyBytes(), bcopyWords( ), and bcopyLongs().) 


N/A 


bLib, bcopyBytes(), bcopyWords(), bcopyLongs() 


bcopyBytes( ) 


bcopyBytes() — copy one buffer to another one byte at a time 


void bcopyBytes 
( 


char * source, /* pointer to source buffer */ 
char * destination, /* pointer to destination buffer */ 
int nbytes /* number of bytes to copy */ 


) 
This routine copies the first nbytes characters from source to destination one byte at a time. 
This may be desirable if a buffer can only be accessed with byte instructions, as in certain 
byte-wide memory-mapped peripherals. 


N/A 


bLib, beopy() 
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SEE ALSO 
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bcopyDoubles() 


bcopyDoubles() — copy one buffer to another eight bytes at a time (SPARC) 


STATUS bcopyDoubles 
( 


void * source, /* 8-byte aligned source buffer */ 
void * destination, /* 8-byte aligned destination buffer */ 
int ndoubles /* Number of 256-byte quantities */ 


) 
This function copies the buffer source to the buffer destination, both of which must be 
8-byte aligned. The copying is done eight bytes at a time. Note the count is the number of 
doubles, or the number of bytes divided by eight. The number of bytes copied will 
always be a multiple of 256. 


OK, if it runs to completion. 


bALib, bcopy() 


bcopyLongs( ) 


bcopyLongs() — copy one buffer to another one long word at a time 


void bcopyLongs 
( 


char * source, /* pointer to source buffer */ 
char * destination, /* pointer to destination buffer */ 
int nlongs /* number of longs to copy */ 


) 
This routine copies the first nlongs characters from source to destination one long word at a 
time. This may be desirable if a buffer can only be accessed with long instructions, as in 


certain long-word-wide memory-mapped peripherals. The source and destination must 
be long-aligned. 


N/A 


bLib, beopy() 
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NAME 


SYNOPSIS 
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RETURNS 


SEE ALSO 


2. Subroutines 
bd() 


bcopyWords() 


bcopyWords( ) — copy one buffer to another one word at a time 


void bcopyWords 
( 


char * source, /* pointer to source buffer */ 
char * destination, /* pointer to destination buffer */ 
int nwords /* number of words to copy */ 


) 


This routine copies the first nwords words from source to destination one word at a time. 
This may be desirable if a buffer can only be accessed with word instructions, as in certain 
word-wide memory-mapped peripherals. Source and destination must be word-aligned. 


N/A 


bLib, beopy() 


bd() 


bd() — delete a breakpoint 


STATUS bd 


( 
INSTR * addr, /* address of breakpoint to delete */ 
int task /* task to delete breakpoint for, 0 = delete for all */ 


) 
This routine deletes a specified breakpoint. To execute, enter: 


-—> bd addr [,task] 


If task is omitted or zero, the breakpoint will be removed for all tasks. If the breakpoint 
applies to all tasks, removing it for only a single task will be ineffective. It must be 
removed for all tasks and then set for just those tasks desired. Temporary breakpoints 
inserted by the routines so() or cret() can also be deleted. 


OK, or ERROR if there is no breakpoint at the specified address. 


dbgLib, b(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 
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bdall() 


NAME bdall() — delete all breakpoints 


SYNOPSIS STATUS bdall 


( 
int task /* task for which to delete breakpoints, 0 = delete for all */ 


) 
DESCRIPTION This routine removes all breakpoints. To execute, enter: 
-> bdall [task] 


If task is specified, all breakpoints that apply to that task are removed. If task is omitted, 
all breakpoints for all tasks are removed. Temporary breakpoints inserted by so() or 
cret() are not deleted; use bd() instead. 


RETURNS OK, always. 
SEE ALSO dbgLib, bd(), VxWorks Programmer’s Guide: Target Shell, windsh, Tornado User’s Guide: 
Shell 


bfill() 


NAME Dfill() — fill a buffer with a specified character 
SYNOPSIS void bfill 
( 
char * buf, /* pointer to buffer */ 
int nbytes, /* number of bytes to fill */ 
int ch /* char with which to fill buffer */ 
) 
DESCRIPTION This routine fills the first nbytes characters of a buffer with the character ch. Filling is done 


in the most efficient way possible, which may be long-word, or even multiple-long-word 
stores, on some architectures. In general, the fill will be significantly faster if the buffer is 
long-word aligned. (For filling that is restricted to byte stores, see the manual entry for 


bfillBytes().) 
RETURNS N/A 
SEE ALSO bLib, bfillBytes() 
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NAME 
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RETURNS 


SEE ALSO 


2. Subroutines 
bfillDoubles( ) 


bfillBytes() 


bfillBytes() — fill buffer with a specified character one byte at a time 


void bfillBytes 
( 


char * buf, /* pointer to buffer */ 
int nbytes, /* number of bytes to fill */ 
int ch /* char with which to fill buffer */ 


) 


This routine fills the first nbytes characters of the specified buffer with the character ch one 
byte at a time. This may be desirable if a buffer can only be accessed with byte 
instructions, as in certain byte-wide memory-mapped peripherals. 


N/A 


bLib, bfill() 


bfillDoubles() 


bfillDoubles( ) - fill a buffer with a specified eight-byte pattern (SPARC) 


STATUS bfillDoubles 
( 
void * buffer, /* 8-byte aligned buffer */ 
int nbytes, /* Multiple of 256 bytes */ 
ULONG bits_63t032, /* Upper 32 bits of fill pattern */ 
ULONG bits_31to00 /* Lower 32 bits of £111 pattern */ 
) 


This function copies a specified 8-byte pattern to the buffer, which must be 8-byte aligned. 
The filling is done eight bytes at a time. The number of bytes filled will be rounded up to 
a multiple of 256 bytes. 


OK, if it runs to completion. 


bALib, bfill() 
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bh() 


bh() — set a hardware breakpoint 


STATUS bh 


( 
INSTR * addr, /* where to set breakpoint, or 0 = display all */ 


int access, /* access type (arch dependant) */ 
int task, /* task for which to set breakboint, 0 = set all tasks */ 
int count, /* number of passes before hit */ 


BOOL quiet /* TRUE = don’t print debug info, FALSE = print info */ 


This routine is used to set a hardware breakpoint. If the architecture allows it, this 
function will add the breakpoint to the list of breakpoints and set the hardware 
breakpoint register(s). For more information, see the manual entry for b(). 


The types of hardware breakpoints vary with the architectures. Generally, a hardware 
breakpoint can be a data breakpoint or an instruction breakpoint. 


OK, or ERROR if addr is illegal or the hardware breakpoint table is full. 


dbgLib, b(), VxWorks Programmer's Guide: Target Shell 


bind() 


bind() — bind a name to a socket 


STATUS bind 
( 


int s, /* socket descriptor */ 
struct sockaddr * name, /* name to be bound */ 
int namelen /* length of name */ 


) 


This routine associates a network address (also referred to as its "name") with a specified 
socket so that other processes can connect or send to it. When a socket is created with 
socket( ), it belongs to an address family but has no assigned name. 


RETURNS 
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OK, or ERROR if there is an invalid socket, the address is either unavailable or in use, or 


2. Subroutines 


the socket is already bound. 


sockLib 


bindresvport( ) 


bindresvport() — bind a socket to a privileged IP port 


STATUS bindresvport 


( 


int 


struct sockaddr_in * sin /* socket address -- value/result */ 


) 


This routine picks a port number between 600 and 1023 that is not being used by any 
other programs and binds the socket passed as sd to that port. Privileged IP ports 
(numbers between and including 0 and 1023) are reserved for privileged programs. 


OK, or ERROR if the address family specified in sin is not supported or the call fails. 


remLib 


sd, /* socket to be bound */ 


binvert( ) 


binvert( ) 


binvert( ) — invert the order of bytes in a buffer 


void binvert 


( 


char * buf, 


/* pointer to buffer to invert */ 


int nbytes /* number of bytes in buffer */ 


) 


This routine inverts an entire buffer, byte by byte. For example, the buffer {1, 2, 3, 4, 5} 


would become {5, 4, 3, 2, 1}. 


N/A 


bLib 
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bootBpAnchorExtract( ) 


bootBpAnchorExtract() — extract a backplane address from a device field 


STATUS bootBpAnchorExtract 
( 
char * string, /* string containing adrs field */ 
char * *pAnchorAdrs /* pointer where to return anchor address */ 


) 


This routine extracts the optional backplane anchor address field from a boot device field. 
The anchor can be specified for the backplane driver by appending to the device name 
(i.e., "bp") an equal sign (=) and the address in hexadecimal. For example, the "boot 
device" field of the boot parameters could be specified as: 


boot device: bp=800000 


In this case, the backplane anchor address would be at address 0x800000, instead of the 
default specified in config.h. 


This routine picks off the optional trailing anchor address by replacing the equal sign (=) 
in the specified string with an EOS and then scanning the remainder as a hex number. 
This number, the anchor address, is returned via the pAnchorAdrs pointer. 


1 if the anchor address in string is specified correctly, 
0 if the anchor address in string is not specified, or 


-1 if an invalid anchor address is specified in string. 


bootLib 


bootChange( ) 


bootChange( ) — change the boot line 
void bootChange (void) 


This command changes the boot line used in the boot ROMs. This is useful during a 
remote login session. After changing the boot parameters, you can reboot the target with 
the reboot() command, and then terminate your login ( ~. ) and remotely log in again. As 
soon as the system has rebooted, you will be logged in again. 


This command stores the new boot line in non-volatile RAM, if the target has it. 


RETURNS 


SEE ALSO 
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2. Subroutines 
bootLeaseExtract( ) 


N/A 


usrLib, windsh, Tornado User’s Guide: Shell 


bootLeaseExtract( ) 


bootLeaseExtract() — extract the lease information from an Internet address 


int bootLeaseExtract 
( 
char * string, /* string containing addr field */ 
u_long * pLeaseLen, /* pointer to storage for lease duration */ 
u_long * pLeaseStart /* pointer to storage for lease origin */ 


) 


This routine extracts the optional lease duration and lease origin fields from an Internet 
address field for use with DHCP. The lease duration can be specified by appending a 
colon and the lease duration to the netmask field. For example, the "inet on ethernet" field 
of the boot parameters could be specified as: 


inet on ethernet: 90.1.0.1:££££0000:1000 


If no netmask is specified, the contents of the field could be: 


inet on ethernet: 90.1.0.1::£f£ffffff 


In the first case, the lease duration for the address is 1000 seconds. The second case 
indicates an infinite lease, and does not specify a netmask for the address. At the 
beginning of the boot process, the value of the lease duration field is used to specify the 
requested lease duration. If the field not included, the value of DHCP_DEFAULT_LEASE is 
used instead. 


The lease origin is specified with the same format as the lease duration, but is added 
during the boot process. The presence of the lease origin field distinguishes addresses 
assigned by a DHCP server from addresses entered manually. Addresses assigned by a 
DHCP server may be replaced if the bootstrap loader uses DHCP to obtain configuration 
parameters. The value of the lease origin field at the beginning of the boot process is 
ignored. 


This routine extracts the optional lease duration by replacing the preceding colon in the 
specified string with an EOS and then scanning the remainder as a number. The lease 
duration and lease origin values are returned via the pLeaseLen and pLeaseStart pointers, if 
those parameters are not NULL. 


RETURNS 
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2 if both lease values are specified correctly in string, or 

-2 if one of the two values is specified incorrectly. If only the lease duration is found, it 
returns: 

1 if the lease duration in string is specified correctly, 

0 if the lease duration is not specified in string, or 

-1 if an invalid lease duration is specified in string. 


bootLib 


bootNetmaskExtract() 


bootNetmaskExtract( ) — extract the net mask field from an Internet address 


STATUS bootNetmaskExtract 
( 
char * string, /* string containing addr field */ 
int * pNetmask /* pointer where to return net mask */ 


) 


This routine extracts the optional subnet mask field from an Internet address field. Subnet 
masks can be specified for an Internet interface by appending to the Internet address a 
colon and the net mask in hexadecimal. For example, the "inet on ethernet" field of the 
boot parameters could be specified as: 


inet on ethernet: 90.1.0.1:f££££0000 


In this case, the network portion of the address (normally just 90) is extended by the 
subnet mask (to 90.1). This routine extracts the optional trailing subnet mask by replacing 
the colon in the specified string with an EOS and then scanning the remainder as a hex 
number. This number, the net mask, is returned via the pNetmask pointer. 


This routine also handles an empty netmask field used as a placeholder for the lease 
duration field (see bootLeaseExtract() ). In that case, the colon separator is replaced with 
an EOS and the value of netmask is set to 0. 


1 if the subnet mask in string is specified correctly, 
0 if the subnet mask in string is not specified, or 


-1 if an invalid subnet mask is specified in string. 


bootLib 
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2. Subroutines 
bootParamsShow( ) 


bootParamsPrompt( ) 


bootParamsPrompt() — prompt for boot line parameters 


void bootParamsPrompt 


( 


char * string /* default boot line */ 


) 
This routine displays the current value of each boot parameter and prompts the user for a 


new value. Typing a RETURN leaves the parameter unchanged. Typing a period (.) clears 
the parameter. 


The parameter string holds the initial values. The new boot line is copied over string. If 
there are no initial values, string is empty on entry. 


N/A 


bootLib 


bootParamsShow( ) 


bootParamsShow() - display boot line parameters 
void bootParamsShow 
( 
char * paramString /* boot parameter string */ 


) 


This routine displays the boot parameters in the specified boot string one parameter per 
line. 


N/A 


bootLib 
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bootpMsgSend( ) 


bootpMsgSend() — send a BOOTP request message 


STATUS bootpMsgSend 
( 


char * ifName, /* network interface name */ 
struct in_addr * pIpDest, /* destination IP address */ 
int port, /* port number */ 

BOOTP_MSG * PBootpMsg, /* pointer to BOOTP message */ 
u_int timeOut /* timeout in ticks */ 


) 


This routine sends the BOOTP message indicated by pBootpMsg using the network 
interface specified by ifName. The plIpDest argument specifies the destination IP address. 
In most cases, the broadcast address (255.255.255.255) is used. However, this parameter 
also accepts the IP address of a particular BOOTP server. That server must reside on the 
same subnet as the specified network interface. 


A non-zero value for port specifies an alternate BOOTP server port. Otherwise, the default 
port (67) is used. 


This routine always sets the values of the bp_op, bp_xid, and bp_secs members in the 
BOOTP message structure, but it allows the caller to assign values to any of the other 
members. However, if the bp_hlen member is 0, the routine uses the Ethernet address of 
the specified network interface for the bp_chaddr member and sets bp_type to 1 and 
bp_hlen to 6 as required for that address. 


The bootpMsgSend( ) routine will retransmit the BOOTP message if it gets no reply. The 
retransmission time increases exponentially but is bounded by the number of ticks 
specified in the timeOut parameter. If no reply is received within this period, an error is 
returned. A value of zero specifies an infinite timeout value. 


If bp_ciaddr is specified, the BOOTP server may assume that the client will respond to an 
ARP request. 


OK, or ERROR. 
S_bootpLib_INVALID_ARGUMENT 
S_bootpLib_NO_BROADCASTS 
S_bootpLib_TIME_OUT 


bootpLib 
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2. Subroutines 
bootpParamsGet( ) 


bootpParamsGet( ) 


bootpParamsGet( ) — retrieve boot parameters using BOOTP 


STATUS bootpParamsGet 
( 


char * ifName, /* network interface name */ 
int port, /* optional port number */ 
u_int timeOut, /* timeout in ticks */ 


struct bootpParams * pBootpParams /* parameters descriptor */ 


) 


This routine transmits a BOOTP request message over the network interface associated 
with ifName. This interface must already be attached and initialized prior to calling this 
routine. 


A non-zero value for port specifies an alternate BOOTP server port. A zero value means 
the default BOOTP server port (67). 


timeOut specifies a timeout value in ticks. If no reply is received within this period, an 
error is returned. Specify zero for an infinite timeout value. 


pBootpParams is a structure pointer to a bootpParams structure that you can use to 
indicate the parameters of interest to you. The bootpParams structure is defined as 
follows: 


struct bootpParams 


{ 


struct in_addr * clientAddr; 
struct in_addr * bootHostAddr; 
char * bootfile; 

char * serverName; 
struct in_addr * netmask; 
unsigned short * timeOffset; 
struct in_addr_list * routers; 
struct in_addr_list * timeServers; 
struct in_addr_list * nameServers; 
struct in_addr_list * dnsServers; 
struct in_addr_list * logServers; 
struct in_addr_list * cookieServers; 
struct in_addr_list * lprServers; 
struct in_addr_list * impressServers; 
struct in_addr_list * rlpServers; 
char * clientName; 
unsigned short * filesize; 
char * dumpfile; 
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char * 

struct in_addr * 
char * 

char * 

unsigned char * 
unsigned char * 


struct in_addr_list * 


unsigned short * 
unsigned char * 
unsigned long * 


struct ushort_list * 


unsigned short * 
unsigned char * 
struct in_addr * 
unsigned char * 
unsigned char * 
unsigned char * 
struct in_addr * 


struct in_addr_list * 


unsigned char 
unsigned long 
unsigned char 
unsigned char 
unsigned long 
unsigned char 


char * 
struct 
struct 
char * 
struct 
struct 


char * 
struct 
struct 
char * 
struct 
struct 
struct 
struct 
struct 
struct 
struct 
struct 
struct 
struct 


}; 
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in_addr_list * 
in_addr_list * 


in_addr_list * 
in_addr_list * 
unsigned char * 


in_addr_list * 
in_addr_list * 


in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
in_addr_list 
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domainName; 
swapServer; 
rootPath; 
extoptPath; 
ipForward; 


nonlocalSourceRoute; 


policyFilter; 
maxDgramSize; 
ipTTL; 
mtuTimeout ; 
mtuTable; 
intfaceMTU; 
allSubnetsLocal; 
broadcastAddr; 
maskDiscover; 
maskSupplier; 
routerDiscover; 
routerDiscAddr; 
staticRoutes; 
arpTrailers; 
arpTimeout ; 
etherPacketType; 
tcpTTL; 
tcpInterval; 
tcpGarbage; 
nisDomain; 
nisServers; 
ntpServers; 
vendString; 
nbnServers; 
nbddServers; 
nbNodeType; 
nbScope; 
xFontServers; 
xDisplayManagers; 
nispDomain; 
nispServers; 
ipAgents; 
smtpServers; 
pop3Servers; 
nntpServers; 
wwwServers; 
fingerServers; 
ircServers; 
stServers; 
stdaServers; 


2. Subroutines 
bootpParamsGet( ) 


This structure allows the retrieval of any BOOTP option specified in RFC 1533. The list of 
2-byte (unsigned short) values is defined as: 


struct ushort_list 
{ 
unsigned char num; 
unsigned short * shortlist; 
hj 


The IP address lists use the following similar definition: 


struct in_addr_list 
{ 
unsigned char num; 
struct in_addr * addrlist; 
}; 


When these lists are present, the routine stores values retrieved from the BOOTP reply in 
the location indicated by the shortlist or addrlistmembers. The amount of space available 
is indicated by the num member. When the routine returns, the num member indicates 
the actual number of entries retrieved. In the case of bootpParams.policyFilter.num and 
bootpParams.staticRoutes.num, the num member value should be interpreted as the 
number of IP address pairs requested and received. 


The following members of the bootpParams structure are also used for both input and 
output: 


clientAddr 
Contains a pointer that holds the client’s Internet address. On input, if it contains a 
non-NULL value, it is interpreted as a pointer to an Internet address of type struct 
in_addr and passed on to the BOOTP server in the bp_ciaddr member of the BOOTP 
message structure (BOOTP_MSG). The server will use it as a lookup field into the 
BOOTP database. When a reply is received, the client’s assigned Internet address is 
copied to the clientAddr member. 


bootHostAddr 
Contains a pointer that holds the host’s IP address. On input, if it contains a 
non-NULL value, it is interpreted as the host where the BOOTP message is to be sent. 
Note that this host must be local to the pif network. If NULL, the BOOTP message is 
sent to the local broadcast address. On return, the host’s IP address is copied to the 
bootHostAddr member. 


On input, if the bootpParams.bootfile member points to a non-empty string, the contents 
are passed to the BOOTP server in the bp_file member of the BOOTP message structure 
(BOOTP_MSG). When a reply is received, the file name retrieved from the BOOTP server 
is copied to the bootpParams.bootfile member as a NULL-terminated string. 


The remaining elements in the BOOTP parameters descriptor are used to select options for 
retrieval from the BOOTP server. The BOOTP library attempts to retrieve the values for 
any options whose corresponding field pointers are non-NULL values. To obtain these 
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parameters, the BOOTP server must support the vendor-specific options described in RFC 
1048 (or its successors) and the corresponding parameters must be specified in the BOOTP 
server database. Where meaningful, the values are returned in host byte order. 


The BOOTP request issued during system startup attempts to retrieve a subnet mask for 
the boot device, in addition to the host and client addresses, and the boot file name. 


OK, or ERROR if unsuccessful. 


bootpLib, bootLib, RFC 1048, RFC 1533 


bootStringToStruct( ) 


bootStringToStruct( ) — interpret the boot parameters from the boot line 


char *bootStringToStruct 
( 


char * bootString, /* boot line to be parsed */ 

BOOT_PARAMS * pBootParams /* where to return parsed boot line */ 

) 
This routine parses the ASCII string and returns the values into the provided parameters. 
For a description of the format of the boot line, see the manual entry for bootLib 


A pointer to the last character successfully parsed plus one (points to EOS, if OK). The 
entire boot line is parsed. 


bootLib 


bootStructToString() 


bootStructToString() — construct a boot line 


STATUS bootStructToString 
( 
char * paramString, /* where to return the encoded boot line */ 
BOOT_PARAMS * pBootParams /* boot line structure to be encoded */ 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
bsearch() 


This routine encodes a boot line using the specified boot parameters. 


For a description of the format of the boot line, see the manual entry for bootLib. 
OK. 


bootLib 


bsearch() 


bsearch() — perform a binary search (ANSI) 


void * bsearch 


( 


const void * key, /* element to match */ 

const void * baseO, /* initial element in array */ 
size_t nmemb, /* array to search */ 

size_t size, /* size of array element */ 


int (* compar) (const void *, const void *) 
/* comparison function */ 


This routine searches an array of nmemb objects, the initial element of which is pointed to 
by base0, for an element that matches the object pointed to by key. The size of each element 
of the array is specified by size. 


The comparison function pointed to by compar is called with two arguments that point to 
the key object and to an array element, in that order. The function shall return an integer 
less than, equal to, or greater than zero if the key object is considered, respectively, to be 
less than, to match, or to be greater than the array element. The array shall consist of all 
the elements that compare greater than the key object, in that order. 


stdlib.h 


A pointer to a matching element of the array, or a NULL pointer if no match is found. If 
two elements compare as equal, which element is matched is unspecified. 


ansiStdlib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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bswap() 


bswap() 


bswap() — swap buffers 


void bswap 


( 
char * buf1, /* pointer to first buffer */ 


char * buf2, /* pointer to second buffer */ 
int nbytes /* number of bytes to swap */ 
) 


This routine exchanges the first nbytes of the two specified buffers. 
N/A 


bLib 


bzero() 


bzero() — zero out a buffer 
void bzero 
( 


char * buffer, /* buffer to be zeroed */ 
int nbytes /* number of bytes in buffer */ 


) 
This routine fills the first nbytes characters of the specified buffer with 0. 
N/A 


bLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


CAVEAT 


2. Subroutines 


c() 


bzeroDoubles( ) 


bzeroDoubles() — zero out a buffer eight bytes at a time (SPARC) 


STATUS bzeroDoubles 


( 
void * buffer, /* 8-byte aligned buffer */ 
int nbytes /* multiple of 256 bytes */ 


) 
This routine fills the first nbytes characters of the specified buffer with 0, eight bytes at a 
time. The buffer address is assumed to be 8-byte aligned. The number of bytes will be 
rounded up to a multiple of 256 bytes. 


OK, if it runs to completion. 


bALib, bzero() 


c() 


c() — continue from a breakpoint 


STATUS c 


( 

int task, /* task that should proceed from breakpoint */ 
INSTR * addr, /* address to continue at; 0 = next instruction */ 
INSTR * addrl /* address for npc; 0 = instruction next to pc */ 


) 
This routine continues the execution of a task that has stopped at a breakpoint. 
To execute, enter: 

-> ¢ [task [,addr[,addr1]]] 


If task is omitted or zero, the last task referenced is assumed. If addr is non-zero, the 
program counter is changed to addr; if addr1 is non-zero, the next program counter is 
changed to addr1, and the task is continued. 


When a task is continued, c() does not distinguish between a suspended task or a task 
suspended by the debugger. Therefore, its use should be restricted to only those tasks 
being debugged. 


VxWorks Reference Manual, 5.4 
cacheArchClearEntry( ) 


NOTE The next program counter, addr1, is currently supported only by SPARC. 
RETURNS OK, or ERROR if the specified task does not exist. 
SEE ALSO dbgLib, tr(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: Shell 


cacheArchClearEntry( ) 


NAME cacheArchClearEntry() — clear an entry from a cache (68K, x86) 


SYNOPSIS STATUS cacheArchClearEntry 


( 

CACHE_TYPE cache, /* cache to clear entry for */ 
void * address /* entry to clear */ 

) 


DESCRIPTION This routine clears a specified entry from the specified cache. 


For 68040 processors, this routine clears the cache line from the cache in which the cache 
entry resides. 


For the MC68060 processor, when the instruction cache is cleared (invalidated) the branch 
cache is also invalidated by the hardware. One line in the branch cache cannot be 
invalidated so each time the branch cache is entirely invalidated. 


For 386 processors and PENTIUMPRO processors with SNOOP_ENABLED data cache 
mode, this routine does nothing. 


RETURNS OK, or ERROR if the cache type is invalid or the cache control is not supported. 


SEE ALSO cacheArchLib 


cacheArchLibInit( ) 


NAME cacheArchLibInit( ) — initialize the cache library 


SYNOPSIS STATUS cacheArchLibInit 
( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


2. Subroutines 
cacheArchLibInit() 


DESCRIPTION This routine initializes the cache library for the following processor cache families: 
Motorola 68K, Intel 960, Intel x86, PowerPC ARM, and the Solaris, HP-UX, and NT 
simulators. It initializes the function pointers and configures the caches to the specified 
cache modes. 

68K PROCESSORS The caching modes vary for members of the 68K processor family: 

68020 CACHE_WRITETHROUGH (instruction cache only) 
68030 CACHE_WRITETHROUGH 
CACHE_BURST_ENABLE 
CACHE_BURST_DISABLE 
CACHE_WRITEALLOCATE (data cache only) 
CACHE _NO_WRITEALLOCATE (data cache only) 
68040 CACHE_WRITETHROUGH 
CACHE_COPYBACK (data cache only) 
CACHE_INH_SERIAL (data cache only) 
CACHE_INH_NONSERIAL (data cache only) 
CACHE_BURST_ENABLE (data cache only) 
CACHE _NO_WRITEALLOCATE (data cache only) 
68060 CACHE_WRITETHROUGH 
CACHE_COPYBACK (data cache only) 
CACHE_INH_PRECISE (data cache only) 
CACHE_INH_IMPRECISE (data cache only) 
CACHE_BURST_ENABLE (data cache only) 
The write-through, copy-back, serial, non-serial, precise and non precise modes change 
the state of the data transparent translation register (DTTRO) CM bits. Only DTTRO is 
modified, since it typically maps DRAM space. 
X86 PROCESSORS The caching mode CACHE_WRITETHROUGH is available for the x86 processor family. 
POWER PC PROCESSORS 


ARM PROCESSORS 


Modes should be set before caching is enabled. If two contradictory flags are set (for 
example, enable/disable), no action is taken for any of the input flags. 


The caching capabilities and modes vary for members of the ARM processor family. All 
caches are provided on-chip, so cache support is mostly an architecture issue, not a BSP 
issue. However, the memory map is BSP-specific and some functions need knowledge of 
the memory map, so they have to be provided in the BSP. 


ARM/7TDMI (In ARM or Thumb state) 
No cache or MMU at all. Dummy routine provided, so that 
INCLUDE_CACHE_SUPPORT can be defined (the default BSP configuration). 


ARM710A 
Combined instruction and data cache. Actually a write-through cache, but separate 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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write-buffer effectively makes this a copy-back cache if the write-buffer is enabled. 
Use write-through/copy-back argument to decide whether to enable write buffer. 
Data and instruction cache modes must be identical. 


ARM810 
Combined instruction and data cache. Write-through and copy-back cache modes, 
but separate write-buffer effectively makes even write-through a copy-back cache as 
all writes are buffered, when cache is enabled. Data and instruction cache modes 
must be identical. 


ARMSA110 
Separate instruction and data caches. Write-through and copy-back cache mode for 
data, but separate write-buffer effectively makes even write-through a copy-back 
cache as all writes are buffered, when cache is enabled. 


OK 


cacheArchLib 


cacheClear( ) 


cacheClear( ) — clear all or some entries from a cache 


STATUS cacheClear 


( 

CACHE_TYPE cache, /* cache to clear */ 

void * address, /* virtual address */ 

size_t bytes /* number of bytes to clear */ 


) 
This routine flushes and invalidates all or some entries in the specified cache. 
OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 


2. Subroutines 
cacheCy604ClearPage( ) 


cacheCy604ClearLine( ) 


cacheCy604ClearLine() — clear a line from a CY7C604 cache 


NAME 
SYNOPSIS STATUS cacheCy604ClearLine 
( 
CACHE_TYPE cache, /* cache to clear */ 
void * address /* virtual address */ 
) 
DESCRIPTION This routine flushes and invalidates a specified line from the specified CY7C604 cache. 
RETURNS OK, or ERROR if the cache type is invalid or the cache control is not supported. 
SEE ALSO cacheCy604Lib 
cacheCy604ClearPage( ) 
NAME cacheCy604ClearPage( ) — clear a page from a CY7C604 cache 
SYNOPSIS STATUS cacheCy604ClearPage 
( 
CACHE_TYPE cache, /* cache to clear */ 
void * address /* virtual address */ 
) 
DESCRIPTION This routine flushes and invalidates the specified page from the specified CY7C604 cache 
RETURNS OK, or ERROR if the cache type is invalid or the cache control is not supported. 


SEE ALSO cacheCy604Lib 
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cacheCy604ClearRegion( ) 


NAME cacheCy604ClearRegion( ) — clear a region from a CY7C604 cache 


SYNOPSIS STATUS cacheCy604ClearRegion 


( 
CACHE_TYPE cache, /* cache to clear */ 


void * address /* virtual address */ 

) 
DESCRIPTION This routine flushes and invalidates a specified region from the specified CY7C604 cache. 
RETURNS OK, or ERROR if the cache type is invalid or the cache control is not supported. 
SEE ALSO cacheCy604Lib 


cacheCy604ClearSegment( ) 


NAME cacheCy604ClearSegment( ) — clear a segment from a CY7C604 cache 


SYNOPSIS STATUS cacheCy604ClearSegment 


( 
CACHE_TYPE cache, /* cache to clear */ 


void * address /* virtual address */ 
) 
DESCRIPTION This routine flushes and invalidates a specified segment from the specified CY7C604 
cache. 
RETURNS OK, or ERROR if the cache type is invalid or the cache control is not supported. 
SEE ALSO cacheCy604Lib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cacheDisable( ) 


cacheCy604LibInit( ) 


cacheCy604LibInit( ) — initialize the Cypress CY7C604 cache library 


STATUS cacheCy604LibInit 
( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


) 
This routine initializes the function pointers for the Cypress CY7C604 cache library. The 


board support package can select this cache library by assigning the function pointer 
sysCacheLibInit to cacheCy604LibInit(). 


The available cache modes are CACHE_WRITETHROUGH and CACHE_COPYBACK. 
Write-through uses "no-write allocate"; copyback uses "write allocate." 


OK, or ERROR if cache control is not supported. 


cacheCy604Lib 


cacheDisable( ) 


cacheDisable( ) — disable the specified cache 
STATUS cacheDisable 
( 
CACHE_TYPE cache /* cache to disable */ 
) 
This routine flushes the cache and disables the instruction or data cache. 


OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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cacheDmaFree( ) 


cacheDmaFree( ) — free the buffer acquired with cacheDmaMalloc() 
STATUS cacheDmaFree 

poe * pBuf /* pointer to malloc/free buffer */ 

) 
This routine frees the buffer returned by cacheDmaMalloc( ). 


OK, or ERROR if the cache control is not supported. 


cacheLib 


cacheDmaMalloc() 


cacheDmaMalloc() — allocate a cache-safe buffer for DMA devices and drivers 


void * cacheDmaMalloc 


( 
size_t bytes /* number of bytes to allocate */ 


) 
This routine returns a pointer to a section of memory that will not experience any cache 
coherency problems. Function pointers in the CACHE_FUNCS structure provide access to 
DMA support routines. 
A pointer to the cache-safe buffer, or NULL. 


cacheLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cacheDrvinvalidate( ) 


cacheDroFlush() 


cacheDrvFlush( ) — flush the data cache for drivers 


STATUS cacheDrvFlush 


( 

CACHE_FUNCS * pFuncs, /* pointer to CACHE_FUNCS */ 
void * address, /* virtual address */ 

size_t bytes /* number of bytes to flush */ 


) 


This routine flushes the data cache entries using the function pointer from the specified 
set. 


OK, or ERROR if the cache control is not supported. 


cacheLib 


cacheDrovInvalidate( ) 


cacheDrvInvalidate( ) — invalidate data cache for drivers 


STATUS cacheDrviInvalidate 


( 

CACHE_FUNCS * pFuncs, /* pointer to CACHE_FUNCS */ 
void * address, /* virtual address */ 

size_t bytes /* no. of bytes to invalidate */ 


) 


This routine invalidates the data cache entries using the function pointer from the 
specified set. 


OK, or ERROR if the cache control is not supported. 


cacheLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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cacheDrvPhysToVirt( ) 


cacheDrvPhysToVirt( ) — translate a physical address for drivers 


void * cacheDrvPhysTovirt 


( 

CACHE_FUNCS * pFuncs, /* pointer to CACHE_FUNCS */ 
void * address /* physical address */ 

) 


This routine performs a physical-to-virtual address translation using the function pointer 
from the specified set. 


The virtual address that maps to the physical address argument. 


cacheLib 


cacheDrvVirtToPhys( ) 


cacheDroVirtToPhys() — translate a virtual address for drivers 


void * cacheDrvVirtToPhys 


( 
CACHE_FUNCS * pFuncs, /* pointer to CACHE_FUNCS */ 
void * address /* virtual address */ 


) 


This routine performs a virtual-to-physical address translation using the function pointer 
from the specified set. 


The physical address translation of a virtual address argument. 


cacheLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cacheFlush( ) 


cacheEnable( ) 


cacheEnable( ) — enable the specified cache 
STATUS cacheEnable 
( 
CACHE_TYPE cache /* cache to enable */ 
) 
This routine invalidates the cache tags and enables the instruction or data cache. 


OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 


cacheFlush( ) 


cacheFlush() — flush all or some of a specified cache 


STATUS cacheFlush 
( 


CACHE_TYPE cache, /* cache to flush */ 
void * address, /* virtual address */ 
size_t bytes /* number of bytes to flush */ 


) 


This routine flushes (writes to memory) all or some of the entries in the specified cache. 
Depending on the cache design, this operation may also invalidate the cache tags. For 
write-through caches, no work needs to be done since RAM already matches the cached 


entries. Note that write buffers on the chip may need to be flushed to complete the flush. 


OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 
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cacheI960CxIC1kLoadNLock() 


cachel960CxIC1kLoadNLock( ) — load and lock I960Cx 1KB instruction cache (i960) 
void cacheI960CxIC1kLoadNLock 

( 

void * address 

) 
This routine loads and locks the I960Cx 1KB instruction cache. The loaded address must 
be an address of a quad-word aligned block of memory. The instructions loaded into the 
cache can only be accessed by selected interrupts which vector to the addresses of these 
instructions. The load-and-lock mechanism selectively optimizes latency and throughput 
for interrupts. 


N/A 


cachel960CxALib 


cache1960CxICDisable( ) 


cachel960CxICDisable( ) — disable the I960Cx instruction cache (i960) 
void cacheI960CxICDisable (void) 

This routine disables the I960Cx instruction cache. 

N/A 


cachel960CxALib 


cacheI960CxICEnable( ) 


cachel960CxICEnable( ) — enable the I960Cx instruction cache (i960) 


void cacheI960CxICEnable ( void ) 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cachel960CxICLoadNLock( ) 


This routine enables the I960Cx instruction cache. 
N/A 


cachel960CxALib 


cache1960CxICInvalidate( ) 


cachel960CxICInvalidate( ) — invalidate the 1960Cx instruction cache (i960) 


void cacheI960CxICInvalidate ( void ) 


cachel960CxALib 


cacheIl960CxICLoadNLock( ) 


cacheI960CxICLoadNLock( ) — load and lock 1960Cx 512-byte instruction cache (i960) 


void cacheI960CxICLoadNLock 
( 


void * address 


) 


This routine loads and locks the 1960Cx 512-byte instruction cache. The loaded address 
must be an address of a quad-word aligned block of memory. The instructions loaded into 
the cache can only be accessed by selected interrupts which vector to the addresses of 
these instructions. The load-and-lock mechanism selectively optimizes latency and 
throughput for interrupts. 


N/A 


cachel960CxALib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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cache1960CxLibInit( ) 


cachel960CxLibInit( ) — initialize the I960Cx cache library (i960) 


STATUS cacheI960CxLibInit 


( 
CACHE_MODE instMode, /* instruction cache mode */ 


CACHE_MODE dataMode /* data cache mode */ 
) 


This routine initializes the function pointers for the I960Cx cache library. The board 
support package can select this cache library by calling this routine. 


OK. 


cachel960CxLib 


cache1960JxDCCoherent( ) 


cacheI960JxDCCoherent( ) — ensure data cache coherency (i960) 

void cacheI960JxDCCoherent ( void ) 

This routine ensures coherency by invalidating data cache on the 1960Jx. 
N/A 


cachel960JxALib 


cachel960JxDCDisable() 


cache1960JxDCDisable( ) — disable the I960Jx data cache (i960) 
void cacheI960JxDCDisable ( void ) 


This routine disables the I960Jx data cache. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
cachel960JxDCinvalidate( ) 


N/A 


cachel960JxALib 


cachel1960JxDCEnable( ) 


cache1960JxDCEnable( ) — enable the 1960Jx data cache (i960) 
void cacheI960JxDCEnable ( void ) 

This routine enables the I960Jx data cache. 

N/A 


cachel960JxALib 


cachel960JxDCFlush( ) 


cache1960JxDCFlush( ) — flush the I960Jx data cache (i960) 
void cacheI960JxDCFlush ( ) 

This routine flushes the I960Jx data cache. 

N/A 


cachel960JxALib 


cachel960JxDCInvalidate( ) 


cache1960JxDCInvalidate( ) — invalidate the I960Jx data cache (i960) 
void cacheI960JxDCInvalidate ( void ) 


This routine invalidates the I960Jx data cache. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 
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N/A 


cachel960JxALib 


cachel960JxDCStatusGet( ) 


cacheI960JxDCStatusGet( ) — get the I1960Jx data cache status (i960) 
void cacheI960JxDCStatusGet 

( 

) 
This routine gets the I960Jx data cache status. 


N/A 


cachel960JxALib 


cachel960JxICDisable( ) 


cache1960]xICDisable( ) — disable the I960Jx instruction cache (i960) 
void cacheI960JxICDisable (void) 

This routine disables the I960Jx instruction cache. 

N/A 


cachel960JxALib 


cachel960JxICEnable( ) 


cache1960JxICEnable( ) — enable the 1960Jx instruction cache (i960) 


void cacheI960JxICEnable ( void ) 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cachel960JxICLoadNLock( ) 


This routine enables the I960Jx instruction cache. 
N/A 


cachel960JxALib 


cachel960JxICFlush() 


cache1960JxICFlush() — flush the 1960Jx instruction cache (i960) 
void cacheI960JxICFlush ( ) 

This routine flushes the 1960Jx instruction cache. 

N/A 


cachel960JxALib 


cachel960JxICInvalidate( ) 


cache1960]xICInvalidate( ) — invalidate the I960Jx instruction cache (i960) 
void cacheI960JxICInvalidate ( void ) 


cachel960JxALib 


cachel960JxICLoadNLock() 


cache1960JxICLoadNLock( ) — load and lock the I960Jx instruction cache (i960) 


void cacheI960JxICLoadNLock ( ) 
This routine loads and locks the I960Jx instruction cache. 
N/A 


cachel960JxALib 


NAME 


SYNOPSIS 


DESCRIPTION 
RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 
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cachel960JxICLockingStatusGet( ) 


cacheI960JxICLockingStatusGet( ) — get the I960Jx I-cache locking status (i960) 


void cacheI960JxICLockingStatusGet 


( 
) 


This routine gets the I960Jx instruction cache locking status. 


N/A 


cachel960JxALib 


cachel960JxICStatusGet( ) 
cachel960JxICStatusGet( ) — get the 1960Jx instruction cache status (i960) 


void cacheI960JxICStatusGet 


( 
) 


This routine gets the I960Jx instruction cache status. 


N/A 


cachel960JxALib 


cachel960JxLibInit() 


cachel1960JxLibInit( ) — initialize the I960Jx cache library (i960) 


STATUS cacheI960JxLibIinit 


( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
cacheLibInit() 


This routine initializes the function pointers for the 1960Jx cache library. The board 
support package can select this cache library by calling this routine. 


OK. 


cachelI960JxLib 


cachelnvalidate() 


cacheInvalidate( ) — invalidate all or some of a specified cache 


STATUS cacheInvalidate 
( 
CACHE_TYPE cache, /* cache to invalidate */ 
address, /* virtual address */ 
/* number of bytes to invalidate */ 


void * 
size_t bytes 
) 


This routine invalidates all or some of the entries in a cache. Depending on cache design, 
the invalidation may be similar to the flush, or the tags may be invalidated directly. 


OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 


cacheLibInit() 


cacheLibInit( ) — initialize the cache library for a processor architecture 


STATUS cacheLibInit 
( 
CACHE_MODE instMode, /* inst cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 
) 


This routine initializes the function pointers for the appropriate cache library. For 
architectures with more than one cache implementation, the board support package must 
select the appropriate cache library with sysCacheLibInit. Systems without cache 
coherency problems (i.e., bus snooping) should NULLify the flush and invalidate function 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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pointers in the cacheLib structure to enhance driver and overall system performance. This 


can be done in sysHwInit(). 
OK, or ERROR if there is no cache library installed. 


cacheLib 


cacheLock() 


cacheLock() — lock all or part of a specified cache 


STATUS cacheLock 
( 
CACHE_TYPE cache, /* cache to lock */ 
address, /* virtual address */ 
/* number of bytes to lock */ 


void * 
size_t bytes 
) 


This routine locks all (global) or some (local) entries in the specified cache. Cache locking 


is useful in real-time systems. Not all caches can perform locking. 
OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 


cacheMb930ClearLine( ) 


cacheMb930ClearLine() — clear a line from an MB86930 cache 


STATUS cacheMb930ClearLine 


( 
CACHE_TYPE cache, /* cache to clear entry */ 


void * address /* virtual address */ 


) 
This routine flushes and invalidates a specified line from the specified MB86930 cache. 
OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheMb930Lib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cacheMb930LockAuto( ) 


cacheMb930LibInit( ) 


cacheMb930LibInit( ) — initialize the Fujitsu MB86930 cache library 


STATUS cacheMb930LibInit 
( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 
) 


This routine installs the function pointers for the Fujitsu MB86930 cache library and 
performs other necessary cache library initialization. The board support package selects 
this cache library by setting the function pointer sysCacheLibInit equal to 
cacheMb930LibInit(). Note that sysCacheLibInit must be initialized on declaration, 
placing it in the ".data" section. 


This routine invalidates the cache tags and leaves the cache disabled. It should only be 
called during initialization, before any cache locking has taken place. 


The only available mode for the MB86930 is CACHE_WRITETHROUGH. 
OK, or ERROR if cache control is not supported. 


cacheMb930Lib 


cacheMb930LockAuto( ) 


cacheMb930LockAuto( ) — enable MB86930 automatic locking of kernel instructions/data 
void cacheMb930LockAuto (void) 


This routine enables automatic cache locking of kernel instructions and data into MB86930 
caches. Once entries are locked into the caches, they cannot be unlocked. 


N/A 


cacheMb930Lib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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SEE ALSO 
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cacheMicroSparcLibInit( ) 


cacheMicroSparcLibInit() 


cacheMicroSparcLibInit( ) — initialize the microSPARC cache library 
STATUS cacheMicroSparcLibInit 
( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 
) 
This routine initializes the function pointers for the microSPARC cache library. The board 


support package can select this cache library by assigning the function pointer 
sysCacheLibInit to cacheMicroSparcLibInit( ). 


The only available cache mode is CACHE_WRITETHROUGH. 
OK, or ERROR if cache control is not supported. 


cacheMicroSparcLib 


cachePipeFlush( ) 


cachePipeFlush( ) — flush processor write buffers to memory 

STATUS cachePipeFlush (void) 

This routine forces the processor output buffers to write their contents to RAM. A cache 
flush may have forced its data into the write buffers, then the buffers need to be flushed to 
RAM to maintain coherency. 


OK, or ERROR if the cache control is not supported. 


cacheLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
cacheRS3kLibInit( ) 


cacheR3kDsize() 


cacheR3kDsize( ) — return the size of the R3000 data cache 
ULONG cacheR3kDsize (void) 


This routine returns the size of the R3000 data cache. Generally, this value should be 
placed into the value cacheDCacheSize for use by other routines. 


The size of the data cache in bytes. 


cacheR3kALib 


cacheR3kIsize( ) 


cacheR3kIsize() — return the size of the R3000 instruction cache 
ULONG cacheR3kIsize (void) 


This routine returns the size of the R3000 instruction cache. Generally, this value should 
be placed into the value cacheDCacheSize for use by other routines. 


The size of the instruction cache in bytes. 


cacheR3kALib 


cacheR3kLibInit() 


cacheR3kLibInit( ) — initialize the R3000 cache library 


STATUS cacheR3kLibInit 
( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 
) 


This routine initializes the function pointers for the R3000 cache library. The board 
support package can select this cache library by calling this routine. 


RETURNS 


SEE ALSO 
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SEE ALSO 
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DESCRIPTION 


RETURNS 


SEE ALSO 
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cacheR4kLibInit( ) 


OK. 


cacheR3kLib 


cacheR4kLibInit() 


cacheR4kLibInit() — initialize the R4000 cache library 


STATUS cacheR4kLibInit 


( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


) 
This routine initializes the function pointers for the R4000 cache library. The board 
support package can select this cache library by assigning the function pointer 
sysCacheLibInit to cacheR4kLibInit(). 
OK. 


cacheR4kLib 


cacheR33kLibInit() 


cacheR33kLibInit( ) — initialize the R33000 cache library 


STATUS cacheR33kLibInit 


( 

CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 

) 


This routine initializes the function pointers for the R33000 cache library. The board 
support package can select this cache library by calling this routine. 


OK. 


cacheR33kLib 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
cacheStoreBufEnable( ) 


cacheR333x0LibInit( ) 


cacheR333x0LibInit( ) — initialize the R333x0 cache library 


STATUS cacheR333x0LibInit 
( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


) 


This routine initializes the function pointers for the R333x0 cache library. The board 
support package can select this cache library by calling this routine. 


OK. 


cacheR333x0Lib 


cacheStoreBufDisable( ) 


cacheStoreBufDisable( ) — disable the store buffer (MC68060 only) 
void cacheStoreBufDisable (void) 


This routine resets the ESB bit of the Cache Control Register (CACR) to disable the store 
buffer. 


N/A 


cacheArchLib 


cacheStoreBufEnable( ) 


cacheStoreBufEnable( ) — enable the store buffer (MC68060 only) 


void cacheStoreBufEnable (void) 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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SEE ALSO 
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cacheSun4ClearContext( ) 


This routine sets the ESB bit of the Cache Control Register (CACR) to enable the store 
buffer. To maximize performance, the four-entry first-in-first-out (FIFO) store buffer is 
used to defer pending writes to writethrough or cache-inhibited imprecise pages. 


N/A 


cacheArchLib 


cacheSun4ClearContext( ) 


cacheSun4ClearContext( ) — clear a specific context from a Sun-4 cache 
STATUS cacheSun4ClearContext 
( 


CACHE_TYPE cache, /* cache to clear */ 


void * address /* virtual address */ 


) 
This routine flushes and invalidates a specified context from the specified Sun-4 cache. 
OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheSun4Lib 


cacheSun4ClearLine( ) 


cacheSun4ClearLine() — clear a line from a Sun-4 cache 


STATUS cacheSun4ClearLine 


( 
CACHE_TYPE cache, /* cache to clear */ 


void * address /* virtual address */ 


) 
This routine flushes and invalidates a specified line from the specified Sun-4 cache. 
OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheSun4Lib 


NAME 
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SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cacheSun4ClearSegmenit( ) 


cacheSun4ClearPage( ) 


cacheSun4ClearPage( ) — clear a page from a Sun-4 cache 
STATUS cacheSun4ClearPage 

( 

CACHE_TYPE cache, /* cache to clear */ 


void * address /* virtual address */ 


) 
This routine flushes and invalidates a specified page from the specified Sun-4 cache. 
OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheSun4Lib 


cacheSun4ClearSegment() 


cacheSun4ClearSegment( ) — clear a segment from a Sun-4 cache 
STATUS cacheSun4ClearSegment 
( 
CACHE_TYPE cache, /* cache to clear */ 
void * address /* virtual address */ 
) 
This routine flushes and invalidates a specified segment from the specified Sun-4 cache. 


OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheSun4Lib 
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SEE ALSO 
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SEE ALSO 
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cacheSun4 LibInit() 


cacheSun4LibInit( ) 


cacheSun4LibInit( ) — initialize the Sun-4 cache library 


STATUS cacheSun4LibInit 


( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


) 
This routine initializes the function pointers for the Sun Microsystems Sun-4 cache library. 


The board support package can select this cache library by assigning the function pointer 
sysCacheLibInit to cacheSun4LibInit(). 


The only available mode for the Sun-4 cache is CACHE_WRITETHROUGH. 
OK, or ERROR if cache control is not supported. 


cacheSun4Lib 


cacheTextUpdate( ) 


cacheTextUpdate( ) — synchronize the instruction and data caches 


STATUS cacheTextUpdate 
( 


void * address, /* virtual address */ 
size_t bytes /* number of bytes to sync */ 


) 


This routine flushes the data cache, then invalidates the instruction cache. This operation 
forces the instruction cache to fetch code that may have been created via the data path. 


OK, or ERROR if the cache control is not supported. 


cacheLib 


NAME 
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SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


RETURNS 


2. Subroutines 
cacheTiTms390PhysToVirt( ) 


cacheTiTms390LibInit( ) 


cacheTiTms390LibInit( ) — initialize the TI TMS390 cache library 


STATUS cacheTiTms390LibInit 


( 
CACHE_MODE instMode, /* instruction cache mode */ 
CACHE_MODE dataMode /* data cache mode */ 


) 


This routine initializes the function pointers for the TI TMS390 cache library. The board 
support package can select this cache library by assigning the function pointer 
sysCacheLibInit to cacheTiTms390LibInit(). 


The only available cache mode is CACHE_COPYBACK. 
OK, or ERROR if cache control is not supported. 


cacheTiTms390Lib 


cacheTiTms390PhysToVirt( ) 


cacheTiTms390PhysToVirt() — translate a physical address for drivers 


void * cacheTiTms390PhysToVirt 


( 
void * address /* physical address */ 


) 
This routine performs a 32-bit physical to 32-bit virtual address translation in the current 
context. 
It works for only DRAM addresses of the first EMC. 


It guesses likely virtual addresses, and checks its guesses with VM_TRANSLATE. A likely 
virtual address is the same as the physical address, or some multiple of 16M less. If any 
match, it succeeds. If all guesses are wrong, it fails. 


The virtual address that maps to the physical address bits [31:0] argument, or NULL if it 
fails. 


N/A 


SEE ALSO 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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cacheTiTms390VirtToPhys( ) 


cacheTiTms390Lib 


cacheTiTms390VirtToPhys( ) 


cacheTiTms390VirtToPhys( ) — translate a virtual address for cacheLib 
void * cacheTiTms390VirtToPhys 

( 

void * address /* virtual address */ 


) 


This routine performs a 32-bit virtual to 32-bit physical address translation in the current 
context. 


The physical address translation bits [31:0] of a virtual address argument, or NULL if the 
virtual address is not valid, or the physical address does not fit in 32 bits. 


N/A 


cacheTiTms390Lib 


cacheUnlock() 


cacheUnlock( ) - unlock all or part of a specified cache 


STATUS cacheUnlock 
( 
CACHE_TYPE cache, /* cache to unlock */ 
void * address, /* virtual address */ 
size_t bytes /* number of bytes to unlock */ 
) 


This routine unlocks all (global) or some (local) entries in the specified cache. Not all 
caches can perform unlocking. 


OK, or ERROR if the cache type is invalid or the cache control is not supported. 


cacheLib 
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INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
cbrt() 


calloc() 


calloc( ) — allocate space for an array (ANSI) 


void *calloc 
( 
size_t elemNum, /* number of elements */ 
size_t elemSize /* size of elements */ 


) 


This routine allocates a block of memory for an array that contains elenNum elements of 
size elemSize. This space is initialized to zeros. 


A pointer to the block, or NULL if the call fails. 


memLib, American National Standard for Information Systems — Programming Language — C, 
ANSI X3.159-1989: General Utilities (stdlib.h) 


cbrt() 


cbrt() — compute a cube root 
double cbrt 
( 
double x /* value to compute the cube root of */ 
) 
This routine returns the cube root of x in double precision. 
math.h 


The double-precision cube root of x. 


mathALib 
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INCLUDE FILES 
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SEE ALSO 
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cbrtf() 


cbrtf() 


cbrtf() — compute a cube root 


float cbrtf 


( 
float x /* argument */ 
) 


This routine returns the cube root of x in single precision. 
math.h 
The single-precision cube root of x. 


mathALib 


cd() 


cd() — change the default directory 


STATUS cd 
( 


char * name /* new directory name */ 


) 
This command sets the default directory to name. The default directory is a device name, 
optionally followed by a directory local to that device. 
To change to a different directory, specify one of the following: 


— an entire path name with a device name, possibly followed by a directory name. The 
entire path name will be changed. 


— a directory name starting with a ~ or / or $. The directory part of the path, 
immediately after the device name, will be replaced with the new directory name. 


— a directory name to be appended to the current default directory. The directory name 
will be appended to the current default directory. 


An instance of ".." indicates one level up in the directory tree. 


WARNING 


EXAMPLES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


SEE ALSO 


2. Subroutines 
cd2400Hrdinit( ) 


Note that when accessing a remote file system via RSH or FTP, the VxWorks network 
device must already have been created using netDevCreate(). 


The cd() command does little checking that name represents a valid path. If the path is 


invalid cd() may return OK, but subsequent calls that depend on the default path will fail. 


The following example changes the directory to device /fd0/: 
-> ed "/f£d0/" 

This example changes the directory to device wrs: with the local directory ~leslie/target: 
-> ed "wrs:~leslie/target" 


After the previous command, the following changes the directory to 
wrts:~leslie/target/config: 


-> ed "config" 


After the previous command, the following changes the directory to 
wrs:~leslie/target/demo: 


—> ed "../demo" 
After the previous command, the following changes the directory to wrs:/etc. 
-> ed "/etc" 


Note that ~ can be used only on network devices (RSH or FTP). 
OK or ERROR. 


usrLib, pwd(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: 
Shell 


cd2400HrdInit( ) 


cd2400HrdInit( ) — initialize the chip 

void cd2400HrdInit 
( 
CD2400_QUSART * pQusart /* chip to reset */ 
) 


This routine initializes the chip and the four channels. 


cd2400Sio 
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cd2400Int( ) 


cd2400Int( ) 


cd2400Int() — handle special status interrupts 
void cd2400Int 

( 

CD2400_CHAN * pChan 

) 


This routine handles special status interrupts from the MPCC. 


cd2400Sio 


cd2400IntRx() 


cd2400IntRx() — handle receiver interrupts 


void cd2400IntRx 
( 


CD2400_CHAN * pChan 
) 
This routine handles the interrupts for all channels for a Receive Data Interrupt. 


cd2400Sio 


cd2400IntTx( ) 


cd2400IntTx() — handle transmitter interrupts 


void cd2400IntTx 


( 
CD2400_CHAN * pChan 


) 


This routine handles transmitter interrupts from the MPCC. 


cd2400Sio 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


ERRNO 


RETURNS 


SEE ALSO 


2. Subroutines 
cdromFsInit() 


cdromFsDevoCreate( ) 


cdromFsDevCreate( ) — create a cdromFsLib device 
CDROM_VOL_DESC_ID cdromFsDevCreate 

( 

char * devName, /* device name */ 

BLK_DEV * pBlkDev /* ptr to block device */ 

) 
This routine creates an instance of a cdromFsLib device in the I/O system. As input, this 
function requires a pointer to a BLK_DEV structure for the CD-ROM drive on which you 
want to create a cdromFsLib device. Thus, you should already have called 
scsiBlkDevCreate( ) prior to calling cdfromFsDevCreate( ). 
CDROM_VOL_DESC_ID, or NULL if error. 


cdromFsLib, cdromFsInit() 


cdromFsInit() 


cdromFsInit( ) — initialize cdromFsLib 
STATUS cdromFsInit (void) 


This routine initializes cdromFsLib. It must be called exactly once before calling any 
other routine in cdromFsLib. 


S_cdromFsLib_ALREADY_INIT 
OK or ERROR, if cdromFsLib has already been initialized. 


cdromFsLib, cdromFsDevCreate( ), iosLib.h 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 
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cdromFsVolConfigShow( ) 


cdromFsVolConfigShow( ) 


cdromFsVolConfigShow( ) — show the volume configuration information 


VOID cdromFsVolConfigShow 


( 
void * arg /* device name or CDROM_VOL_DESC * */ 


) 
This routine retrieves the volume configuration for the named cdromFsLibdevice and 
prints it to standard output. The information displayed is retrieved from the BLK_DEV 
structure for the specified device. 


N/A 


cdromFsLib 


ceil() 


ceil() — compute the smallest integer greater than or equal to a specified value (ANSI) 
double ceil 

( 

double v /* value to find the ceiling of */ 

) 
This routine returns the smallest integer greater than or equal to v, in double precision. 
math.h 


The smallest integral value greater than or equal to v, in double precision. 


ansiMath, mathALib 
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2. Subroutines 
cfree() 


ceilf() 


ceilf() — compute the smallest integer greater than or equal to a specified value (ANSI) 
float ceilf 

( 

float v /* value to find the ceiling of */ 

) 
This routine returns the smallest integer greater than or equal to v, in single precision. 
math.h 


The smallest integral value greater than or equal to v, in single precision. 


mathALib 


cfree() 


cfree() — free a block of memory 


STATUS cfree 
( 


char * pBlock /* pointer to block of memory to free */ 


) 


This routine returns to the free memory pool a block of memory previously allocated with 


calloc(). 


It is an error to free a memory block that was not previously allocated. 
OK, or ERROR if the the block is invalid. 


memLib 
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chdir() 


chdir() 


chdir() — set the current default path 


STATUS chdir 


( 
char * pathname /* name of the new default path */ 


) 
This routine sets the default I/O path. All relative pathnames specified to the I/O system 
will be prepended with this pathname. This pathname must be an absolute pathname, 
i.e., name must begin with an existing device name. 


OK, or ERROR if the first component of the pathname is not an existing device. 


ioLib, ioDefPathSet( ), ioDefPathGet(), getcwd() 


checkStack() 


checkStack() — print a summary of each task’s stack usage 


void checkStack 
( 
int taskNameOrId /* task name or task ID; O = summarize all */ 


) 


This command displays a summary of stack usage for a specified task, or for all tasks if no 
argument is given. The summary includes the total stack size (SIZE), the current number 
of stack bytes used (CUR), the maximum number of stack bytes used (HIGH), and the 
number of bytes never used at the top of the stack (MARGIN = SIZE - HIGH). For 
example: 


-—> checkStack tShell 
NAME ENTRY TID SIZE CUR HIGH MARGIN 


tShell shell 23e1c78 9208 832 .3632 5576 


The maximum stack usage is determined by scanning down from the top of the stack for 
the first byte whose value is not Oxee. In VxWorks, when a task is spawned, all bytes of a 
task’s stack are initialized to Oxee. 


2. Subroutines 
cisConfigregSet( ) 


DEFICIENCIES It is possible for a task to write beyond the end of its stack, but not write into the last part 
of its stack. This will not be detected by checkStack(). 
RETURNS N/A 
SEE ALSO ustLib, taskSpawn(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s 
Guide: Shell 
cisConfigregGet( ) 
NAME cisConfigregGet( ) — get the PCMCIA configuration register 
SYNOPSIS STATUS cisConfigregGet 
( 
int sock, /* socket no. */ 
int reg, /* configuration register no. */ 
int * pValue /* content of the register */ 
) 
DESCRIPTION This routine gets that PCMCIA configuration register. 
RETURNS OK, or ERROR if it cannot set a value on the PCMCIA chip. 
SEE ALSO cisLib 
cisConfigregSet( ) 
NAME cisConfigregSet( ) — set the PCMCIA configuration register 
SYNOPSIS STATUS cisConfigregSet 
( 
int sock, /* socket no. */ 
int reg, /* register no. */ 
int value /* content of the register */ 
) 
DESCRIPTION This routine sets the PCMCIA configuration register. 
RETURNS OK, or ERROR if it cannot set a value on the PCMCIA chip. 


SEE ALSO 
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cisFree() 


cisLib 


cisFree() 


cisFree( ) — free tuples from the linked list 
void cisFree 

( 

int sock /* socket no. */ 

) 
This routine free tuples from the linked list. 


N/A 


cisLib 


cisGet() 


cisGet( ) — get information from a PC card’s CIS 


STATUS cisGet 
( 


int sock /* socket no. */ 


) 


This routine gets information from a PC card’s CIS, configures the PC card, and allocates 
resources for the PC card. 


OK, or ERROR if it cannot get the CIS information, configure the PC card, or allocate 
resources. 


cisLib 
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RETURNS 


SEE ALSO 


2. Subroutines 
cleanUpStoreBuffer( ) 


cisShow() 


cisShow() — show CIS information 
void cisShow 

( 

int sock /* socket no. */ 

) 
This routine shows CIS information. 


N/A 


cisShow 


cleanUpStoreBuffer( ) 


cleanUpStoreBuffer() — clean up store buffer after a data store error interrupt 


void cleanUpStoreBuffer 


( 
UINT mcntl1, /* Value of MMU Control Register */ 
BOOL exception /* TRUE if exception, FALSE if int */ 


) 
This routine cleans up the store buffer after a data store error interupt. The first queued 
store is retried. It is logged as either a recoverable or unrecoverable error. Then the store 
buffer is re-enabled and other queued stores are processed by the store buffer. 


N/A 


cacheTiTms390Lib 
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clearerr( ) 


clearerr() 


clearerr() — clear end-of-file and error flags for a stream (ANSI) 
void clearerr 
( 
FILE * fp /* stream to clear EOF and ERROR flags for */ 
) 
This routine clears the end-of-file and error flags for a specified stream. 
stdio.h 
N/A 


ansiStdio, feof), ferror() 


clock() 


clock() — determine the processor time in use (ANSI) 

clock_t clock (void) 

This routine returns the implementation’s best approximation of the processor time used 
by the program since the beginning of an implementation-defined era related only to the 
program invocation. To determine the time in seconds, the value returned by clock() 
should be divided by the value of the macro CLOCKS_PER_SEC. If the processor time 
used is not available or its value cannot be represented, clock() returns -1. 

time.h 


ERROR (-1). 


ansiTime 
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ERRNO 


SEE ALSO 


2. Subroutines 
clock_gettime() 


clock_getres() 


clock_getres() — get the clock resolution (POSIX) 


int clock_getres 
( 
clockid_t clock_id, /* clock ID (always CLOCK_REALTIME) */ 
struct timespec * res /* where to store resolution */ 


) 


This routine gets the clock resolution, in nanoseconds, based on the rate returned by 


sysClkRateGet( ). If res is non-NULL, the resolution is stored in the location pointed to. 


0 (OK), or -1 (ERROR) if clock_id is invalid. 
EINVAL 


clockLib, clock_settime(), sysClkRateGet( ), clock_setres() 


clock_gettime() 


clock_gettime() — get the current time of the clock (POSIX) 
int clock_gettime 
( 
clockid_t clock_id, /* clock ID (always CLOCK_REALTIME) */ 
struct timespec * tp /* where to store current time */ 
) 
This routine gets the current value tp for the clock. 
0 (OK), or -1 (ERROR) if clock_id is invalid or tp is NULL. 
EINVAL, EFAULT 


clockLib 
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clock_setres() 


clock_setres() 


NAME clock_setres() — set the clock resolution 
SYNOPSIS int clock_setres 
( 
clockid_t clock_id, /* clock ID (always CLOCK_REALTIME) */ 
struct timespec * res /* resolution to be set */ 
) 
DESCRIPTION This routine sets the clock resolution in the POSIX timers data structures. It does not affect 


the system clock or auxiliary clocks. This routine should be called to inform the POSIX 
timers of the new clock resolution if sysClkRateSet() has been called after this library has 
been initialized. 


If res is non-NULL, the resolution to be set is stored in the location pointed to; otherwise, 
this routine has no effect. 


NOTE Non-POSIX. 

RETURNS 0 (OK), or -1 (ERROR) if clock_id is invalid or the resolution is greater than 1 second. 
ERRNO EINVAL 

SEE ALSO clockLib, clock_getres( ), sysClkRateSet() 


clock_settime() 


NAME clock_settime() — set the clock to a specified time (POSIX) 
SYNOPSIS int clock_settime 
( 
clockid_t clock_id, /* clock ID (always CLOCK_REALTIME) */ 
const struct timespec * tp /* time to set */ 
) 
DESCRIPTION This routine sets the clock to the value tp, which should be a multiple of the clock 


resolution. If tp is not a multiple of the resolution, it is truncated to the next smallest 
multiple of the resolution. 


RETURNS 


ERRNO 


SEE ALSO 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 


0 (OK), or -1 (ERROR) if clock_id is invalid, tp is outside the supported range, or the tp 


closedir( ) 


nanosecond value is less than 0 or equal to or greater than 1,000,000,000. 


EINVAL 


clockLib, clock_getres() 


close() 


close() — close a file 


STATUS close 
( 
int fd /* file descriptor to close */ 
) 


This routine closes the specified file and frees the file descriptor. It calls the device driver 


to do the work. 


The status of the driver close routine, or ERROR if the file descriptor is invalid. 


ioLib 


closedir() 


closedir() — close a directory (POSIX) 


STATUS closedir 
( 


DIR * pDir /* pointer to directory descriptor */ 


) 


This routine closes a directory which was previously opened using opendir(). The pDir 
parameter is the directory descriptor pointer that was returned by opendir(). 


OK or ERROR. 


dirLib, opendir(), readdir(), rewinddir() 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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connect( ) 


connect( ) — initiate a connection to a socket 


STATUS connect 
( 


int s, /* socket descriptor */ 
struct sockaddr * name, /* addr of socket to connect */ 
int namelen /* length of name, in bytes */ 


) 
If s is a socket of type SOCK_STREAM, this routine establishes a virtual circuit between s 
and another socket specified by name. If s is of type SOCK_DGRAM, it permanently 
specifies the peer to which messages are sent. If s is of type SOCK_RAW, it specifies the 
raw socket upon which data is to be sent and received. The name parameter specifies the 
address of the other socket. 


OK, or ERROR if the call fails. 


sockLib 


connectWithTimeout( ) 


connectWithTimeout( ) — try to connect over a socket for a specified duration 


STATUS connectWithTimeout 
( 


int sock, /* socket descriptor */ 
struct sockaddr * adrs, /* addr of the socket to connect */ 
int adrsLen, /* length of the socket, in bytes */ 


struct timeval * timeVal /* time-out value */ 


) 


This routine basically the same as connect( ), except that it lets users specify how long to 
keep trying to make the new connection. 


If the timeVal is a NULL pointer, this routine acts exactly like connect(). If timeVal is not 
NULL, it tries to establish a new connection for the duration of the time specified in 
timeVal. After that time, this routine reports a time-out error if the connection is not 
established. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLES 


RETURNS 


SEE ALSO 


2. Subroutines 
copy() 


OK, or ERROR if a connection cannot be established. 


sockLib, connect() 


copy() 


copy() - copy in (or stdin) to out (or stdout) 


STATUS copy 
( 


char * in, /* name of file to read (if NULL assume stdin) */ 
char * out /* name of file to write (if NULL assume stdout) */ 


) 
This command copies from the input file to the output file, until an end-of-file is reached. 


The following example displays the file dog, found on the default file device: 
-> copy <dog 


This example copies from the console to the file dog, on device /ct0/, until an EOF (default 
CTRL-D) is typed: 


-> copy >/ct0/dog 

This example copies the file dog, found on the default file device, to device /ct0/: 
-> copy <dog >/ct0/dog 

This example makes a conventional copy from the file named file1 to the file named file2: 
-> copy "filel", "file2" 

Remember that standard input and output are global; therefore, spawning the first three 


constructs will not work as expected. 


OK, or ERROR if in or out cannot be opened /created, or if there is an error copying from 
in to out. 


usrLib, copyStreams(), tyEOFSet(), VxWorks Programmer’s Guide: Target Shell 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 
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copyStreams( ) 


copyStreams() 


copyStreams() — copy from/to specified streams 


STATUS copyStreams 
( 


int inFd, /* file descriptor of stream to copy from */ 
int outFd /* file descriptor of stream to copy to */ 


) 


This command copies from the stream identified by inFd to the stream identified by outFd 
until an end of file is reached in inFd. This command is used by copy(). 


OK, or ERROR if there is an error reading from inFd or writing to outFd. 


ustLib, copy(), VxWorks Programmer's Guide: Target Shell 


cos() 


cos() — compute a cosine (ANSI) 
double cos 
( 
double x /* angle in radians */ 


) 


This routine computes the cosine of x in double precision. The angle x is expressed in 
radians. 


math.h 
The double-precision cosine of x. 


ansiMath, mathALib 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
cosh() 


cosf() 


cosf() — compute a cosine (ANSI) 


float cosf 


( 


float x /* angle in radians */ 


) 


This routine returns the cosine of x in single precision. The angle x is expressed in radians. 


math.h 
The single-precision cosine of x. 


mathALib 


cosh() 


cosh() — compute a hyperbolic cosine (ANSI) 


double cosh 


( 
double x /* value to compute the hyperbolic cosine of */ 


) 


This routine returns the hyperbolic cosine of x in double precision (IEEE double, 53 bits). 


A range error occurs if x is too large. 
math.h 


The double-precision hyperbolic cosine of x. 


Special cases: 
If x is +INF, -INF, or NaN, cosh() returns x. 


ansiMath, mathALib 
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coshf() 


coshf( ) 


NAME coshf() — compute a hyperbolic cosine (ANSI) 


SYNOPSIS float coshf 
( 


float x /* value to compute the hyperbolic cosine of */ 
) 
DESCRIPTION This routine returns the hyperbolic cosine of x in single precision. 


INCLUDE FILES math.h 


RETURNS The single-precision hyperbolic cosine of x if the parameter is greater than 1.0, or NaN if 
the parameter is less than 1.0. 
Special cases: 
If x is +INF, -INF, or NaN, coshf() returns x. 


SEE ALSO mathALib 


cplusCallNewHandler( ) 


NAME cplusCallNewHandler( ) - call the allocation failure handler (C++) 
SYNOPSIS extern void cplusCallNewHandler () 
DESCRIPTION This function provides a procedural-interface to the new-handler. It can be used by 


user-defined new operators to call the current new-handler. This function is specific to 
VxWorks and may not be available in other C++ environments. 


RETURNS N/A 


SEE ALSO cplusLib 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
cplusCiorsLink() 


cplusCtors() 


cplusCtors( ) — call static constructors (C++) 


extern "C" void cplusCtors 
( 
const char * moduleName /* name of loaded module */ 


) 


This function is used to call static constructors under the manual strategy (see 
cplusXtorSet()). moduleName is the name of an object module that was "munched" before 
loading. If moduleName is 0, then all static constructors, in all modules loaded by the 
VxWorks module loader, are called. 


The following example shows how to initialize the static objects in modules called 
"applx.out" and "apply.out". 


-> cplusCtors "applx.out" 
value = 0 = 0x0 
-> eplusCtors "apply.out" 
value = 0 = 0x0 


The following example shows how to initialize all the static objects that are currently 
loaded, with a single invocation of cplusCtors( ): 


-> cplusCtors 
value = 0 = 0x0 


N/A 


cplusLib, cplusXtorSet() 


cplusCtorsLink() 


cplusCtorsLink() - call all linked static constructors (C++) 
extern "C" void cplusCtorsLink () 


This function calls constructors for all of the static objects linked with a VxWorks bootable 
image. When creating bootable applications, this function should be called from 
usrRoot( ) to initialize all static objects. Correct operation depends on correctly munching 
the C++ modules that are linked with VxWorks. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLES 


RETURNS 


SEE ALSO 
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cplusDemanglerSet( ) 


N/A 


cplusLib 


cplusDemanglerSet( ) 


cplusDemanglerSet() — change C++ demangling mode (C++) 


extern "C" void cplusDemanglerSet 


( 
int mode 


) 
This command sets the C++ demangling mode to mode. The default mode is 2. 


There are three demangling modes, complete, terse, and off. These modes are represented 
by numeric codes: 


Mode Code 
off 0 
terse 1 
complete 2 


In complete mode, when C++ function names are printed, the class name (if any) is 
prefixed and the function’s parameter type list is appended. 


In terse mode, only the function name is printed. The class name and parameter type list 
are omitted. 


In off mode, the function name is not demangled. 


The following example shows how one function name would be printed under each 
demangling mode: 


Mode Printed symbol 

off _member_5classFPFl_PvPFPv_v 

terse _member 

complete foo::_member(void* (*)(long),void (*)(void*)) 
N/A 

cplusLib 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
cplusDtorsLink( ) 


cplusDtors() 


cplusDtors() — call static destructors (C++) 


extern "C" void cplusDtors 
( 
const char * moduleName 


) 


This function is used to call static destructors under the manual strategy (see 
cplusXtorSet()). moduleName is the name of an object module that was “munched” before 
loading. If moduleName is 0, then all static destructors, in all modules loaded by the 
VxWorks module loader, are called. 


The following example shows how to destroy the static objects in modules called 
"applx.out" and "apply.out": 


-> cplusDtors "applx.out" 
value = 0 = 0x0 
-> cplusDtors "apply.out" 
value = 0 = 0x0 


The following example shows how to destroy all the static objects that are currently 
loaded, with a single invocation of cplusDtors( ): 


-> cplusDtors 
value = 0 = 0x0 


N/A 


cplusLib, cplusXtorSet() 


cplusDtorsLink() 


cplusDtorsLink() - call all linked static destructors (C++) 
extern "C" void cplusDtorsLink () 


This function calls destructors for all of the static objects linked with a VxWorks bootable 
image. When creating bootable applications, this function should be called during system 
shutdown to decommission all static objects. Correct operation depends on correctly 
munching the C++ modules that are linked with VxWorks. 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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cplusLibInit() 


N/A 


cplusLib 


cplusLibInit( ) 


cplusLibInit() — initialize the C++ library (C++) 
extern "C" STATUS cplusLibInit (void) 


This routine initializes the C++ library and forces all C++ run-time support to be linked 
with the bootable VxWorks image. If the configuration macro INCLUDE_CPLUS is 
defined, cplusLibInit() is called automatically from the root task, usrRoot(), in 
usrConfig.c. 


OK or ERROR. 


cplusLib 


cplusXtorSet( ) 


cplusXtorSet() — change C++ static constructor calling strategy (C++) 


extern "C" void cplusXtorSet 


( 
int strategy 


) 
This command sets the C++ static constructor calling strategy to strategy. The default 
strategy is 0. 


There are two static constructor calling strategies: automaticand manual. These modes are 
represented by numeric codes: 


Strategy Code 
manual 0 
automatic 1 
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NOTE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
cpmattach( ) 


Under the manual strategy, a module’s static constructors and destructors are called by 
cplusCtors() and cplusDtors(), which are themselves invoked manually. 


Under the automatic strategy, a module’s static constructors are called as a side-effect of 
loading the module using the VxWorks module loader. A module’s static destructors are 
called as a side-effect of unloading the module. 


The manual strategy is applicable only to modules that are loaded by the VxWorks 
module loader. Static constructors and destructors contained by modules linked with the 
VxWorks image are called using cplusCtorsLink() and cplusDtorsLink( ). 

N/A 


cplusLib 


cpmattach() 


cpmattach( ) — publish the cpm network interface and initialize the driver 


STATUS cpmattach 
( 


int unit, /* unit number */ 

scc * pScc, /* address of SCC parameter RAM */ 

SCC_REG * pSccReg, /* address of SCC registers */ 

VOIDFUNCPTR * ivec, /* interrupt vector offset */ 

SCC_BUF * txBdBase, /* transmit buffer descriptor base address */ 
SCC_BUF * rxBdBase, /* receive buffer descriptor base address */ 
int txBdNum, /* number of transmit buffer descriptors */ 
int rxBdNum, /* number of receive buffer descriptors */ 
UINTS * bufBase /* address of memory pool; NONE = malloc it */ 


The routine publishes the cpm interface by filling in a network Interface Data Record 
(IDR) and adding this record to the system’s interface list. 


The SCC shares a region of memory with the driver. The caller of this routine can specify 
the address of a shared, non-cacheable memory region with bufBase. If this parameter is 
NONE, the driver obtains this memory region by calling cacheDmaMalloc(). 
Non-cacheable memory space is important for cases where the SCC is operating with a 
processor that has a data cache. 


Once non-cacheable memory is obtained, this routine divides up the memory between the 
various buffer descriptors (BDs). The number of BDs can be specified by txBdNum and 
rxBdNum, or if NULL, a default value of 32 BDs will be used. Additional buffers are 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
cpmStartOutput( ) 


reserved as receive loaner buffers. The number of loaner buffers is the lesser of rxBdNum 
and a default value of 16. 


The user must specify the location of the transmit and receive BDs in the CPU’s 
dual-ported RAM. txBdBase and rxBdBase give the base address of the BD rings. Each BD 
uses 8 bytes. Care must be taken so that the specified locations for Ethernet BDs do not 
conflict with other dual-ported RAM structures. 


Up to four individual device units are supported by this driver. Device units may reside 
on different processor chips, or may be on different SCCs within a single CPU. 


Before this routine returns, it calls cpmReset() and cpmInit() to configure the Ethernet 
controller, and connects the interrupt vector ivec. 


OK or ERROR. 


if_cpm, ifLib, Motorola MC68360 User’s Manual, Motorola MPC821 and MPC860 User’s 
Manual 


cpmStartOutput() 


cpmStartOutput() — output packet to network interface device 


#ifdef BSD43_DRIVER LOCAL void cpmStartOutput 
( 
int unit /* unit number */ 


) 


cpmStartOutput() takes a packet from the network interface output queue, copies the 
mbuf chain into an interface buffer, and sends the packet over the interface. 
etherOutputHookRtns are supported. 


Collision stats are collected in this routine from previously sent BDs. These BDs will not 
be examined until after the transmitter has cycled the ring, coming upon the BD after it 
has been sent. Thus, collision stat collection will be delayed a full cycle through the Tx 
ring. 


This routine is called from several possible threads. Each one will be described below. 


The first, and most common thread, is when a user task requests the transmission of data. 
Under BSD 4.3, this will cause cpmOutput() to be called, which calls ether_output(), 
which usually calls this routine. This routine will not be called if ether_output() finds that 
our interface output queue is full. In this very rare case, the outgoing data will be thrown 
out. BSD 4.4 uses a slightly different model in which the generic ether_output() routine is 
called directly, followed by a call to this routine. 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
cpsr() 


The second thread is when a transmitter error occurs that causes a TXE event interrupt. 
This happens for the following errors: transmitter underrun, retry limit reached, late 
collision, and heartbeat error. The ISR sets the txStop flag to stop the transmitter until the 
errors are serviced. These events require a RESTART command of the transmitter, which 
occurs in the cpmTxRestart() routine. After the transmitter is restarted, cpmTxRestart() 
does a netJobAdd of cpmStartOutput() to send any packets left in the interface output 
queue. Thus, the second thread executes in the context of netTask(). 


The third, and most unlikely, thread occurs when this routine is executing and it runs out 
of free Tx BDs. In this case, this routine turns on transmit interrupt and exits. When the 
next BD is actually sent, an interrupt occurs. The ISR does a netJobAdd of 
cpmStartOutput() to continue sending packets left in the interface output queue. Once 
again, we find ourselves executing in the context of netTask(). 

N/A 


if_cpm 


cpsr() 


cpsr() — return the contents of the current processor status register (ARM) 
int cpsr 

( 

int taskId /* task ID, 0 means default task */ 

) 


This command extracts the contents of the status register from the TCB of a specified task. 
If taskId is omitted or zero, the last task referenced is assumed. 


The contents of the current processor status register. 


dbgArchLib, VxWorks Programmer's Guide: Debugging 
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NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
creat( ) 


creat() 


creat() — create a file 


int creat 
( 
const char * name, /* name of the file to create */ 
int flag /* O_RDONLY, O_WRONLY, or O_RDWR */ 
) 


This routine creates a file called name and opens it with a specified flag. This routine 
determines on which device to create the file; it then calls the create routine of the device 
driver to do most of the work. Therefore, much of what transpires is 

device /driver-dependent. 


The parameter flag is set to O_RDONLY (0), O_WRONLY (1), or O_RDWR (2) for the 
duration of time the file is open. To create NFS files with a UNIX chmod-type file mode, 
call open() with the file mode specified in the third argument. 


For more information about situations when there are no file descriptors available, see the 
manual entry for iosInit(). 


A file descriptor number, or ERROR if a filename is not specified, the device does not 
exist, no file descriptors are available, or the driver returns ERROR. 


ioLib, open() 


cret() 


cret() — continue until the current subroutine returns 


STATUS cret 
( 


int task /* task to continue, 0 = default */ 


) 


This routine places a breakpoint at the return address of the current subroutine of a 
specified task, then continues execution of that task. 


To execute, enter: 


-> cret [task] 
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2. Subroutines 
csAttach( ) 


If task is omitted or zero, the last task referenced is assumed. 


When the breakpoint is hit, information about the task will be printed in the same format 
as in single-stepping. The breakpoint is automatically removed when hit, or if the task 
hits another breakpoint first. 


RETURNS OK, or ERROR if there is no such task or the breakpoint table is full. 


SEE ALSO dbgLib, so(), VxWorks Programmer’s Guide: Shell, windsh, Tornado User’s Guide: Shell 


csAttach( ) 


NAME csAttach() — publish the cs network interface and initialize the driver. 
SYNOPSIS STATUS csAttach 

( 

int unit, /* unit number */ 

int ioAddr, /* base IO address */ 

int intVector, /* interrupt vector, or zero */ 

int intLevel, /* interrupt level */ 

int memAddr, /* base memory address */ 

int mediaType, /* 0: Autodetect 1: AUI 2: BNC 3: RJ45 */ 

int configFlags, /* configuration flag */ 


char * pEnetAddr /* ethernet address */ 
) 


DESCRIPTION This routine is a major entry point to this network interface driver and is called only once 
per operating system reboot by the operating system startup code. This routine is called 
before the csInit() routine. 


This routine takes passed-in configuration parameters and parameters from the EEPROM 
and fills in the instance global variables in the cs_softc structure; these variables are later 
used by csChipInit(). csAttach() connects the interrupt handler csIntr() to the specified 
interrupt vector, initializes the 8259 PIC, and resets the CS8900 chip. 


Finally, csAttach() calls the ether_attach() routine to fill in the ifnet structure and attach 
this network interface driver to the system. The driver’s main entry points (csInit(), 
csloctl(), csOutput(), csReset()) are made visable to the protocol stack. 


See the reference page for if_cs for a detailed description of the configuration flags. 
RETURNS OK or ERROR. 


SEE ALSO if_cs 
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csShow( ) 


csShow() 


NAME csShow() — shows statistics for the cs network interface 


SYNOPSIS void csShow 
( 
int unit, /* interface unit */ 
BOOL zap /* zero totals */ 
) 


DESCRIPTION This routine displays statistics about the cs Ethernet network interface. It has two 
parameters: 
unit interface unit; should be 0. 
zap if 1, all collected statistics are cleared to zero. 
RETURNS N/A 
SEE ALSO if_cs 
ctime() 
NAME ctime() — convert time in seconds into a string (ANSI) 
SYNOPSIS char * ctime 


( 
const time_t * timer /* calendar time in seconds */ 


) 


DESCRIPTION This routine converts the calendar time pointed to by timer into local time in the form of a 
string. It is equivalent to: 


asctime (localtime (timer) ) ; 


This routine is not reentrant. For a reentrant version, see ctime_r(). 
INCLUDE FILES time.h 
RETURNS The pointer returned by asctime() with local broken-down time as the argument. 


SEE ALSO ansiTime, asctime( ), localtime() 
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NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 


a) 
ctime_r() 
ctime_r() — convert time in seconds into a string (POSIX) 
char * ctime_r 
( 
const time_t * timer, /* calendar time in seconds */ 
char * asctimeBuf, /* buffer to contain the string */ 


size_t * buflen /* size of the buffer */ 


) 


This routine converts the calendar time pointed to by timer into local time in the form of a 
string. It is equivalent to: 


asctime (localtime (timer) ) ; 


This routine is the POSIX re-entrant version of ctime(). 
time.h 
The pointer returned by asctime() with local broken-down time as the argument. 


ansiTime, asctime( ), localtime() 


d() 


d() — display memory 


void d 
( 
void * adrs, /* address to display (if 0, display next block */ 
int nunits, /* number of units to print (if 0, use default) */ 


int width /* width of displaying unit (1, 2, 4, 8) */ 
) 


This command displays the contents of memory, starting at adrs. If adrs is omitted or zero, 
d() displays the next memory block, starting from where the last d() command 
completed. 


Memory is displayed in units specified by width. If nunits is omitted or zero, the number 
of units displayed defaults to last use. If nunits is non-zero, that number of units is 
displayed and that number then becomes the default. If width is omitted or zero, it 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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do() 


defaults to the previous value. If width is an invalid number, it is set to 1. The valid values 
for width are 1, 2,4, and 8. The number of units d() displays is rounded up to the nearest 
number of full lines. 


N/A 


usrLib, m(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: Shell 


do() 


d0() — return the contents of register d0 (also d1 — d7) (MC680x0) 


int do 


( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of register d0 from the TCB of a specified task. If 
taskId is omitted or zero, the last task referenced is assumed. 


Similar routines are provided for all data registers (d0 — d7): d0() - d7(). 
The contents of register dO (or the requested register). 


dbgArchLib, VxWorks Programmer’s Guide: Target Shell 


dbgBpTypeBind( ) 


dbgBpTypeBind() — bind a breakpoint handler to a breakpoint type (MIPS R3000, R4000) 


STATUS dbgBpTypeBind 
( 
int bpType, /* breakpoint type */ 
FUNCPTR routine /* function to bind */ 
) 


Dynamically bind a breakpoint handler to breakpoints of type 0 — 7. By default only 
breakpoints of type zero are handled with the function dbgBreakpoint( ) (see dbgLib). 
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2. Subroutines 
dbgHelp( ) 


Other types may be used for Ada stack overflow or other such functions. The installed 
handler must take the same parameters as excExcHandle( ) (see excLib). 


RETURNS OK, or ERROR if bpType is out of bounds. 


SEE ALSO dbgArchLib, dbgLib, excLib 


dbgHelp() 


NAME dbgHelp() — display debugging help menu 
SYNOPSIS void dbgHelp (void) 
DESCRIPTION This routine displays a summary of dbgLib utilities with a short description of each, 


similar to the following: 


dbgHelp Print this list 

dbgIinit Install debug facilities 

b Display breakpoints 

b addr[,task[, count] ] Set breakpoint 

e addr[,eventNo[,task[,func[,arg]]]]] Set eventpoint (WindView) 

bd addr[,task] Delete breakpoint 

bdall [task] Delete all breakpoints 

c [task[,addr[,addr1]]] Continue from breakpoint 

cret [task] Continue to subroutine return 

s [task[,addr[,addri1]]] Single step 

so [task] Single step/step over subroutine 

1 [adr[,nInst]] List disassembled memory 

tt [task] Do stack trace on task 

bh addr[,access[,task[,count[,quiet]]]] set hardware breakpoint 

(if supported by the architecture) 

RETURNS N/A 
SEE ALSO dbgLib, VxWorks Programmer's Guide: Target Shell 
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NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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dbglInit( ) 


dbgInit() 


dbgInit() — initialize the local debugging package 
STATUS dbgInit (void) 


This routine initializes the local debugging package and enables the basic breakpoint and 
single-step functions. 


This routine also enables the shell abort function, CTRL-C. 

The debugging package should be initialized before any debugging routines are used. If 
the configuration macro INCLUDE_DEBUG is defined, dbgInit() is called by the root task, 
usrRoot( ), in usrConfig.c. 


OK, always. 


dbgLib, VxWorks Programmer's Guide: Target Shell 


dcattach() 


dcattach( ) — publish the de network interface. 


STATUS dcattach 


int unit, /* unit number */ 

ULONG devAdrs, /* device I/O address */ 

int ivec, /* interrupt vector */ 

int ilevel, /* interrupt level */ 

char * memAdrs, /* address of memory pool (-1 = malloc it) */ 
ULONG memSize, /* only used if memory pool is NOT malloc()’d */ 


int memWidth, /* byte-width of data (-1 = any width) */ 
ULONG pciMemBase, /* main memory base as seen from PCI bus */ 
int dcOpMode /* mode of operation */ 


This routine publishes the dc interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


The unit parameter is used to specify the device unit to initialize. 
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BUGS 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
dcCsrShow( ) 


The devAdrs is used to specify the I/O address base of the device. 


The ivec parameter is used to specify the interrupt vector associated with the device 
interrupt. 


The ilevel parater is used to specify the level of the interrupt which the device would use. 


The memAdrs parameter can be used to specify the location of the memory that will be 
shared between the driver and the device. The value NONE is used to indicate that the 
driver should obtain the memory. 


The memSize parameter is valid only if the memAdrs parameter is not set to NONE, in 
which case memSize indicates the size of the provided memory region. 


The memWidth parameter sets the memory pool’s data port width (in bytes); if it is NONE, 
any data width is used. 


The pciMemBase parameter defines the main memory base as seen from PCI bus. 


The dcOpMode parameter defines the mode in which the device should be operational. 


To zero out DEC 21x4x data structures, this routine uses bzero(), which ignores the 
memWidth specification and uses any size data access to write to memory. 


OK or ERROR. 


if_dc 


dcCsrShow() 


dcCsrShow( ) — display dec 21040/21140 status registers 0 thru 15 
int dcCsrShow 

( 

int unit 


) 


Display the 16 registers of the DEC 21140 device on the console. Each register is printed in 
hexadecimal format. 


N/A. 


if_dc 
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dcReadAllRom( ) 


NAME dcReadAllRom() — read entire serial rom 


SYNOPSIS void dcReadA11Rom 
( 
ULONG devAdrs, /* device base I/O address */ 
UCHAR * buffer, /* destination bufferr */ 
int ent /* Amount to extract in bytes */ 


) 
DESCRIPTION Function to read all of serial rom and store the data in the data structure passed to the 
function. The count value will indicate how much of the serial rom to read. The routine 
with also swap the the bytes as the come in. 


RETURNS N/A. 


SEE ALSO if_dc 


dcViewRom() 


NAME dcViewRom( ) — display lines of serial ROM for dec21140 


SYNOPSIS int dcViewRom 
( 
ULONG devAdrs, /* device base I/O address */ 
UCHAR lineCnt, /* Serial ROM line Number */ 


int ent /* Amount to display */ 
) 

RETURNS Number of bytes displayed. 

SEE ALSO if_dc 
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dec21x40EndLoad{( ) 


dec21x4xEndLoad( ) 


dec21x4xEndLoad( ) — initialize the driver and device 


END_OBJ * dec21x4xEndLoad 
( 


char * initStr /* String to be parse by the driver. */ 


) 


This routine initializes the driver and the device to the operational state. All of the device 
specific parameters are passed in the initString. 


This routine can be called in two modes. If it is called with an empty, but allocated string 
then it places the name of this device (i.e. dc) into the initString and returns 0. 


If the string is allocated then the routine attempts to perform its load functionality. 


An END object pointer or NULL on error or 0 and the name of the device if the initString 
was NULL. 


dec21x4xEnd 


dec21x40EndLoad( ) 


dec21x40EndLoad( ) — initialize the driver and device 


END_OBJ* dec21x40EndLoad 


( 
char* initStr /* String to be parse by the driver. */ 


) 
This routine initializes the driver and the device to an operational state. All of the 
device-specific parameters are passed in the initStr. If this routine is called with an empty 
but allocated string, it puts the name of this device (that is, "dc") into the initStr and 
returns 0. If the string is allocated but not empty, this routine tries to load the device. 


An END object pointer or NULL on error. 


dec21x40End 
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dec21x40PhyLinkPoll() 


dec21x40PhyLinkPoll() — Poll the PHY for link status 


UINT dec21x40PhyLinkPoll 


( 
DRV_CTRL * pDrvCtrl, 
UINT lLinkTry 


) 
number of poll iterations remaining when link became active 


dec21x40End 


dec21140SromWordRead( ) 


dec21140SromWordRead( ) — read two bytes from the serial ROM 


USHORT dec21140SromWordRead 
( 
DRV_CTRL * pDrvCtrl, 
UCHAR lineCnt /* Serial ROM line Number */ 
) 


This routine returns the two bytes of information that is associated with it the specified 
ROM line number. This will later be used by the dec21140GetEthernetAdr( ) function. It 
can also be used to review the ROM contents itself. The function must first send some 
initial bit patterns to the CSR9 that contains the Serial ROM Control bits. Then the line 
index into the ROM is evaluated bit-by-bit to program the ROM. The 2 bytes of data are 
extracted and processed into a normal pair of bytes. 


Value from ROM or ERROR. 


dec21x40End 
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devs() 


devs() — list all system-known devices 

void devs (void) 

This command displays a list of all devices known to the I/O system. 
N/A 


usrLib, iosDevShow( ), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s 
Guide: Shell 


dhcpcBind( ) 


dhcpcBind() — obtain a set of network configuration parameters with DHCP 


STATUS dhcpcBind 
( 
void * pCookie, /* identifier returned by dhcpcInit() */ 
BOOL syncFlag /* synchronous or asynchronous execution */ 


) 


This routine initiates a DHCP negotiation according to the process described in RFC 1541. 
The pCookie argument contains the return value of an earlier dhcpcInit() call and is used 
to identify a particular lease. 


The syncFlag parameter specifies whether the DHCP negotiation started by this routine 
will execute synchronously or asynchronously. An asynchronous execution will return 
after starting the DHCP negotiation, but a synchronous execution will only return once 
the negotiation process completes. 


When a new lease is established, any event hook provided for the lease will be called to 
process the configuration parameters. The hook is also called when the lease expires or 
the negotiation process fails. The results of an asynchronous DHCP negotiation are not 
available unless an event hook is installed. 


If automatic configuration of the underlying network interface was specified during the 
lease initialization, this routine will prevent all higher-level protocols from accessing the 
underlying network interface used during the initial lease negotiation until that process is 
complete. In addition, any addressing information obtained will be applied to that 
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network interface, which will remain disabled if the initial negotiation fails. Finally, the 
interface will be disabled if the lease expires. 


If the DHCP client is used to obtain the VxWorks boot parameters, this routine is called 
automatically during system startup using the automatic reconfiguration. Therefore, any 
calls to this routine which use the network boot device for message transfer when the 
DHCP client was used at boot time must not request automatic reconfiguration during 
initialization. Otherwise, the resulting lease settings will conflict with the configuration 
maintained by the lease established during system startup. 

OK if routine completes, or ERROR otherwise. 

S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_BAD_OPTION 


dhcpcLib 


dhcpcBootBind( ) 


dhcpcBootBind( ) — initialize the network with DHCP at boot time 
STATUS dhcpcBootBind (void) 


This routine performs the client side of a DHCP negotiation according to RFC 1541. The 
negotiation uses the network device specified with the initialization call. The addressing 
information retrieved is applied to that network device. Because the boot image is 
replaced by the downloaded target image, the resulting lease cannot be renewed. 
Therefore, the minimum lease length specified by DHCPC_MIN_LEASE must be set so that 
the target image has sufficient time to download and begin monitoring the lease. This 
routine is called automatically by the boot program when INCLUDE_DHCPC is defined 
and the automatic configuration option is set in the boot flags. 


OK if negotiation is successful, or ERROR otherwise. 
N/A 


dhcpcBootLib 
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dhcpcBootInit() 


dhcpcBootInit() — set up the DHCP client parameters and data structures 


STATUS dhcpcBootInit 
( 
struct ifnet * pIf /* network device used by client */ 


) 


This routine creates any necessary data structures and sets the client’s option request list 
to retrieve a subnet mask and broadcast address for the network interface indicated by plf. 
The routine is executed automatically by the boot program when INCLUDE_DHCPC is 
defined and the automatic configuration option is set in the boot flags. The network 
interface specified by plf is used to transmit and receive all DHCP messages during the 
lease negotiation. That interface must be capable of sending broadcast messages. 
Currently, only Ethernet devices and the shared-memory network drivers are supported. 


N/A 
OK, or ERROR if could not initialize. 


dhcpcBootLib 


dhcpcBootOptionSet( ) 


dhcpcBootOptionSet( ) — add an option to the option request list 


STATUS dhcpcBootOptionSet 
( 
int option, /* RFC 1533 tag of desired option */ 
long value, /* numeric value for option */ 
long length, /* length of data (if any) or 0 if unused */ 
char * pData /* option data, or NULL if none */ 
) 


This routine sets most client-to-server transmission options for a lease established by the 
boot program. The option parameter specifies an option tag as defined in RFC 1533 and 
the updates published in the Internet Draft of November 1996. The boot program 
automatically sets all necessary options for target configuration. This routine is only 
provided to support special circumstances in which additional options are necessary. 
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Any options requested with this routine may be retrieved after the runtime image has 
started. For a listing of defined aliases for the known option tags, see dhcp/dhcp.h. This 
routine cannot set the options associated with the following tags: 


_DHCP_PAD_TAG 
_DHCP_OPT_OVERLOAD_TAG 
_DHCP_MSGTYPE_TAG 
DHCP_SERVER_ID_TAG 
DHCP_REQ_LIST_TAG 
_DHCP_MAXMSGSIZE_TAG 
_DHCP_END_TAG 


Most options only require specification of the appropriate tag in the option parameter. In 
those cases, the dhcpcBootOptionSet( ) call adds the specified option tag to the option 
request list, if possible. However, some options require additional information. The tags 
for these options are: 


_DHCP_VENDOR_SPEC_TAG 
_DHCP_REQUEST_IPADDR_TAG 
_DHCP_LEASE_TIME_TAG 
DHCP_ERR_MSG_TAG 
_DHCP_CLASS_ID_TAG 
DHCP_CLIENT_ID_TAG 


The _DHCP_LEASE_TIME_TAG and _DHCP_CLIENT_ID_TAG options each require a value 
parameter. For DHCP_LEASE_TIME_TAG, value specifies the desired lease length. For 

DHCP_CLIENT_ID_TAG, value specifies the type for a type/value pair. No other options 
use this parameter. 


The _DHCP_VENDOR_SPEC_TAG, DHCP_CLASS_ID_TAG, and _DHCP_CLIENT_ID_TAG, 
tags each require a value for the length parameter to specify the number of bytes of data 
provided. No other options use this parameter. 


Use the data parameter with the following option tags: 


_DHCP_VENDOR_SPEC_TAG 
The data parameter points to a list of "length" bytes of options in the format specified 
by RFC 1533. 


_DHCP_REQUEST_IPADDR_TAG 
The data parameter points to the string representation of the desired Internet address 
for the client. 


_DHCP_ERRMSG_ TAG 
The data parameter points to the error message to send to the server when releasing 
the current IP address. 


DHCP_CLASS_ID_TAG 
The data parameter points to length bytes used as the value for the vendor class 
identifier. 
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DHCP_CLIENT_ID_TAG 
The data parameter points to length bytes used as the value of a type/value pair. 


The data parameter should be NULL for all other options. 
With the exception of the DHCP_ERR_MSG_TAG option, the DHCP specification forbids 
changing options after a lease has been established. Therefore, this routine should not be 
used after the dhcpcBootBind( ) call. Changing any option other than the error message at 
that point could have unpredictable results. 
OK if option set successfully, or ERROR if option is invalid or storage failed. 
N/A 


dhcpcBootLib 


dhcpcCacheHookAdd( ) 


dhcpcCacheHookAdd( ) — add a routine to store and retrieve lease data 


STATUS dhcpcCacheHookAdd 


( 
FUNCPTR pCacheHookRtn /* routine to store/retrieve lease data */ 


) 


This routine adds a hook routine that is called at the bound state (to store the lease data) 
and during the INIT_REBOOT state (to re-use the parameters if the lease is still active). 
The calling sequence of the input hook routine is: 


STATUS dhcpcCacheHookRtn 
( 


int command, /* requested cache operation */ 
unsigned long *pTimeStamp, /* lease timestamp data */ 

int *pDataLen, /* length of data to access */ 
char *pBuffer /* pointer to data buffer */ 


) 


The hook routine should return OK if the requested operation is completed successfully, 
or ERROR otherwise. All the supplied pointers reference memory locations that are 
reused upon return from the hook. The hook routine must copy the data elsewhere. 
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dhcpcCacheHookDelete( ) 


The setting of the cache hook routine during a dhcpcInit() call is recorded and used by 
the resulting lease throughout its lifetime. Since the hook routine is intended to store a 
single lease record, a separate hook routine should be specified before the dhcpcInit( ) call 
for each lease which will re-use its parameters across reboots. 


The command parameter specifies one of the following operations: 


DHCP_CACHE_WRITE 
Save the indicated data. The write operation must preserve the value referenced by 
pTimeStamp and the contents of pBuffer. The pDataLen parameter indicates the 
number of bytes in that buffer. 


DHCP_CACHE_READ 
Restore the saved data. The read operation must copy the data from the most recent 
write operation into the location indicated by pBuffer, set the contents of pDataLen to 
the amount of data provided, and store the corresponding timestamp value in 
pTimeStamp. 


The read operation has very specific requirements. On entry, the value referenced by 
pDataLen indicates the maximum buffer size available at pBuffer. If the amount of 
data stored by the previous write exceeds this value, the operation must return 
ERROR. A read must also return ERROR if the saved timestamp value is 0. Finally, 
the read operation must return ERROR if it is unable to retrieve all the data stored by 
the write operation or if the previous write was unsuccessful. 


DHCP_CACHE_ERASE 
Ignore all stored data. Following this operation, subsequent read operations must 
return ERROR until new data is written. All parameters except command are NULL. 
OK, always. 
N/A 


dhcpcLib 


dhcpcCacheHookDelete( ) 


dhcpcCacheHookDelete( ) — delete a lease data storage routine 
STATUS dhcpcCacheHookDelete (void) 


This routine deletes the hook used to store lease data, preventing re-use of the 
configuration parameters across system reboots for all subsequent lease attempts. 
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Currently active leases will continue to use the routine specified before the lease 
initialization. 


OK, always. 
N/A 


dhcpcLib 


dhcpcEventHookAdd( ) 


dhcpcEventHookAdd( ) - add a routine to handle configuration parameters 


STATUS dhcpcEventHookAdd 
( 
void * pCookie, /* identifier returned by dhcpcInit() */ 
FUNCPTR pEventHook /* routine to handle lease parameters */ 
) 


This routine installs a hook routine to handle changes in the configuration parameters 
provided for the lease indicated by pCookie. The hook provides an alternate configuration 
method for DHCP leases and uses the following interface: 


void dhcpcEventHookRtn 
( 
int leaseEvent, /* new or expired parameters */ 
void * pCookie /* lease identifier from dhcpcInit() */ 


) 


The routine is called with the leaseEvent parameter set to DHCPC_LEASE_NEWwhenever a 
lease is successfully established. The DHCPC_LEASE_NEW event does not occur when a 
lease is renewed by the same DHCP server, since the parameters do not change in that 
case. However, it does occur if the client rebinds to a different DHCP server. The 
DHCPC_LEASE_INVALID event indicates that the configuration parameters for the 
corresponding lease may no longer be used. That event occurs when a lease expires or a 
renewal or verification attempt fails, and coincides with re-entry into the initial state of the 
negotiation process. 


If the lease initialization specified automatic configuration of the corresponding network 
interface, any installed hook routine will be invoked after the new address information is 


applied. 


OK if notification hook added, or ERROR otherwise. 
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dhepcEventHookDelete( ) 


S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED 


dhcpcLib 


dhcpcEventHookDelete( ) 


dhcpcEventHookDelete( ) — remove the configuration parameters handler 


STATUS dhcpcEventHookDelete 


( 
void * pCookie /* identifier returned by dhcpcInit() */ 


) 
This routine removes the hook routine that handled changes in the configuration 
parameters for the lease indicated by pCookie. If the lease initialization specified automatic 
configuration of the corresponding network interface, the assigned address could change 
without warning after this routine is executed. 
OK if notification hook removed, or ERROR otherwise. 


S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED 


dhcpcLib 


dhcpcInit( ) 


dhcpclnit() — assign network interface and setup lease request 


void * dhcpcInit 
( 
struct ifnet * pIf, 
BOOL autoConfig /* reconfigure network device? */ 


) 


/* network device used by client */ 


This routine creates the data structures used to obtain a set of parameters with DHCP and 
must be called before each attempt at establishing a DHCP lease, but after the 
dhcpcLibInit() routine has initialized the global data structures. The plf argument 
indicates the network device which will be used for transmission and reception of DHCP 
messages during the lifetime of the lease. If the autoConfig parameter is set to TRUE, any 
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address information obtained will automatically be applied to that interface. The 
specified interface must access a device capable of sending broadcast messages. 
Currently, only Ethernet devices and the shared-memory network drivers are supported. 


The routine also uses the autoConfig parameter to select the default option request list for a 
lease. If set to FALSE, no specific lease options are requested since any configuration 
parameters obtained are not intended for the underlying network device. In that case, any 
specific options required may be added to the request list at any time before the 
corresponding dhcpcBind() call. If autoConfig is TRUE, this routine sets the configuration 
parameters to request the minimal address information (subnet mask and broadcast 
address) necessary for reconfiguring the network device specified by plf. 


The internal lease identifier returned by this routine must be used in subsequent calls to 
the DHCP client library. 


This routine is called automatically during system startup if the DHCP client was used to 
obtain the VxWorks boot parameters. The resulting lease will always reconfigure the 
network boot device. Therefore, any further calls to this routine which specify the 
network boot device for use in obtaining additional DHCP leases must set autoConfig to 
FALSE. Otherwise, that device will be unable to maintain a stable configuration. The 
global variable pDhcpcBootCookie provides access to the configuration parameters for 
any DHCP lease created during system startup. 


Lease handle for later use, or NULL if lease setup fails. 


S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_NO_DEVICE, S_dhcpcLib_BAD_OPTION, 
S_dhcpcLib_MAX_LEASES_REACHED, S_dhcpcLib_MEM_ERROR 


dhcpcLib, dhcpcOptionSet( ), dhcpcEventHookAdd( ) 


dhcpcLibInit() 


dhcpcLibInit() - DHCP client library initialization 


STATUS dhcpcLibInit 


int serverPort, /* port used by DHCP servers (default 67) */ 
int clientPort, /* port used by DHCP clients (default 68) */ 
int maxLeases, /* max number of simultaneous leases allowed */ 


int offerTimeout, /* interval to get additional DHCP offers */ 
int defaultLease, /* default value for requested lease length */ 
int minLease /* minimum accepted lease length */ 
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DESCRIPTION This routine creates and initializes the global data structures used by the DHCP client 
library to maintain multiple leases, up to the limit specified by the maxLeases parameter. 
Every subsequent lease attempt will collect additional DHCP offers until the interval 
specified by offerTimeoutexpires and will request the lease duration indicated by 
defaultLease. This routine must be called before calling any other library routines. The 
routine is called automatically if INCLUDE_DHCPC is defined at the time the system is 
built and assigns the global lease settings to the values specified by DHCPC_SPORT, 
DHCPC_CPORT, DHCPC_MAX_LEASES, DHCPC_DEFAULT_LEASE, and 
DHCPC_OFFER_TIMEOUT. 


RETURNS OK, or ERROR if initialization fails. 
ERRNO S_dhcpcLib_MEM_ERROR 
SEE ALSO dhcpcLib 


dhcpcOptionGet( ) 


NAME dhcpcOptionGet( ) — retrieve an option provided to a client and store in a buffer 


SYNOPSIS STATUS dhcpcOptionGet 
( 
void * pCookie, /* identifier returned by dhcpcInit() */ 
int option, /* RFC 1533 option tag */ 
int * plLength, /* size of provided buffer and data returned */ 
char * pBuf /* location for option data */ 
) 


DESCRIPTION This routine retrieves the data for the specified option, if present for the lease indicated by 
pCookie. The data is stored in the provided buffer, whose length must be specified. If the 
option is found, the amount of data available is stored in the location referenced by the 
pLength parameter. The option is not available if the DHCP client is not in the bound state 
or if the server did not provide it. After returning, the provided buffer may contain IP 
addresses stored in network byte order. All other numeric values are stored in host byte 
order. See RFC 1533 for specific details on the data retrieved. 


RETURNS OK if option available, or ERROR otherwise. 


ERRNO S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_NOT_BOUND, 
S_dhcpcLib_OPTION_NOT_PRESENT 


SEE ALSO dhcpcLib, dhcpcOptionSet( ) 
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dhcpcOptionSet( ) 


dhcpcOptionSet( ) — add an option to the option request list 


STATUS dhcpcOptionSet 


( 
void * pCookie, /* identifier returned by dhcpcInit() */ 


int option, /* RFC 1533 tag of desired option */ 

long value, /* numeric value for option */ 

long length, /* length of data (if any) or O if unused */ 
char * pData /* option data, or NULL if none */ 


) 


This routine sets most client-to-server transmission options for the lease indicated by the 
pCookie parameter. The option parameter specifies an option tag as defined in RFC 1533 
and the updates published in the Internet Draft of November 1996. For a listing of 
defined aliases for the known option tags, see dhcp/dhcp.h. This routine cannot set the 
options associated with the following tags: 


_DHCP_PAD_TAG 
_DHCP_OPT_OVERLOAD_TAG 
_DHCP_MSGTYPE_TAG 
DHCP_SERVER_ID_TAG 
DHCP_REQ_LIST_TAG 
_DHCP_MAXMSGSIZE_TAG 
_DHCP_END_TAG 


Most options only require specification of the appropriate tag in the option parameter. In 
those cases, the dhcpcOptionSet() call adds the specified option tag to the option request 
list, if possible. However, some options require additional information. The tags for these 
options are: 


_DHCP_VENDOR_SPEC_TAG 
_DHCP_REQUEST_IPADDR_TAG 
_DHCP_LEASE_TIME_TAG 
_DHCP_ERRMSG_TAG 
DHCP_CLASS_ID_TAG 
DHCP_CLIENT_ID_TAG 


The _DHCP_LEASE_TIME_TAG and _DHCP_CLIENT_ID_TAG options each use the value 
parameter. For DHCP_LEASE_TIME_TAG, value specifies the desired lease length. For 

DHCP_CLIENT_ID_TAG, value specifies the type for a type/value pair. No other options 
use this parameter. 
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The _DHCP_VENDOR_SPEC_TAG, DHCP_CLASS_ID_TAG and _DHCP_CLIENT_ID_TAG 
tags each require a value for the length parameter to specify the number of bytes of data 
provided. No other options use this parameter. 


The pData parameter is relevant to the following option tags: 


_DHCP_VENDOR_SPEC_TAG 
The pData parameter references a list of length bytes of options in the format specified 
by RFC 1533. 


_DHCP_REQUEST_IPADDR_TAG 
The pData parameter indicates the string representation of the desired Internet 
address for the client in dot notation. 


_DHCP_ERRMSG_TAG 
The pData parameter indicates the error message to send to the server when releasing 
the current IP address. That location must be valid until the release is completed, 
since the message is not copied or stored in any way. 


_DHCP_CLASS_ID_TAG 
The pData parameter references length bytes used as the value for the vendor class 
identifier. 


DHCP_CLIENT_ID_TAG 
The pData parameter references length bytes used as the value of a type/value pair. 


The pData parameter is not used by any other options. 
With the exception of the DHCP_ERRMSG_TAG option, the DHCP specification forbids 
changing options after a lease has been established. Therefore, this routine should not be 
used after the dhcpcBind() call. Changing any option other than the error message at that 
point could have unpredictable results. 


OK if the option was set successfully, or ERROR if the option is invalid or storage failed. 


S_dhcpcLib_BAD_OPTION, S_dhcpcLib_OPTION_NOT_STORED 


dhcpcLib 
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dhcpcParamsGet( ) 


dhcpcParamsGet( ) — retrieve current configuration parameters 


STATUS dhcpcParamsGet 
( 
void * pCookie, /* identifier returned by dhcpcInit() */ 
struct dhcp_param * pParamList /* requested parameters */ 
) 


This routine copies the current configuration parameters for the lease specified by the 
pCookie argument to the user-supplied structure. That structure, defined in dhcp/dhcpc.h, 
should contain non-NULL pointers to indicate the parameters of interest. All other values 
within the structure must be set to 0 before calling the routine. The requested information 
is only retrieved if the specified lease is in the bound state and knows that its parameters 
are good. 


Many of the parameters within the user-supplied structure use one of the following 
secondary data types: struct in_addrs, struct u_shorts, and struct vendor_list. Each of 
those structures accepts a length designation and a data pointer. For the first two data 
types, the num member indicates the size of the buffer in terms of the number of 
underlying elements. For example, the STATIC_ROUTE option returns one or more IP 
address pairs. So, setting the num member to 2 in the static_route entry would indicate 
that the corresponding buffer contained 16 bytes. By contrast, the len member in the 
struct vendor_list data type consists of the buffer size, in bytes. See RFC 1533 for specific 
details on the types of data for each option. 


On return, each of the length designators are set to indicate the amount of data returned. 
For instance, the num member in the static_route entry could be set to 1 to indicate that 
only one IP address pair of 8 bytes was available. 

OK if in bound state, or ERROR otherwise. 

S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_NOT_BOUND 


dhcpcLib 
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dhcpcParamsShow( ) 


dhcpcParamsShow( ) - display current lease parameters 
STATUS dhcpcParamsShow 
( 
void * pCookie /* identifier returned by dhcpcInit() */ 


) 


This routine prints all lease parameters for the lease identified by pCookie. It has no effect 
if the indicated lease is not currently active. 


OK, or ERROR if lease identifier unknown. 
S_dhcpcLib_BAD_COOKIE 


dhcpcShow 


dhcpcRelease( ) 


dhcpcRelease( ) — relinquish specified lease 
STATUS dhcpcRelease 
( 
void * pCookie /* identifier returned by dhcpcInit() */ 
) 
This routine schedules the lease identified by the pCookie parameter for immediate release, 
regardless of time remaining, and removes all the associated data structures. After the 


release completes, a new call to dhcpcInit() is required before attempting another lease. 


This routine will disable the underlying network interface if automatic configuration was 
requested. This may occur without warning if no event hook is installed. 


OK if release scheduled, or ERROR otherwise. 
S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED 


dhcpcLib 
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2. Subroutines 
dhcpcServerShow( ) 


dhcpcServerGet() 


dhcpcServerGet() — retrieve the current DHCP server 


STATUS dhcpcServerGet 


( 
void * pCookie, /* identifier returned by dhcpcInit() */ 
struct in_addr * pServerAddr /* location for address of server */ 


) 
This routine returns the DHCP server that supplied the configuration parameters for the 
lease specified by the pCookie argument. This information is available only if the lease is in 
the bound state. 
OK if in bound state and server available, or ERROR otherwise. 


S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_NOT_BOUND 


dhcpcLib 


dhcpcServerShow( ) 


dhcpcServerShow( ) — display current DHCP server 
STATUS dhcpcServerShow 
( 
void * pCookie /* identifier returned by dhcpcInit() */ 


) 


This routine prints the IP address of the DHCP server that provided the parameters for 
the lease identified by pCookie. It has no effect if the indicated lease is not currently active. 


OK, or ERROR if lease identifier unknown. 
S_dhcpcLib_BAD_COOKIE 


dhcpcShow 
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dhcpcShowlnit() 


dhcpcShowInit( ) 


dhcpcShow!Init( ) — initialize the DHCP show facility 

void dhcpcShowInit (void) 

This routine links the DHCP show facility into the VxWorks system image. It is called 
from usrNetwork.c automatically if INCLUDE_DHCP and INCLUDE_NET_SHOW are 


defined at the time the image is constructed. 


dhcpcShow 


dhcpcShutdown() 


dhcpcShutdown() — disable DHCP client library 
STATUS dhcpcShutdown (void) 


This routine schedules the lease monitor task to clean up memory and exit, after releasing 
all currently active leases. The network boot device will be disabled if the DHCP client 
was used to obtain the VxWorks boot parameters and the resulting lease is still active. 
Any other interfaces using the addressing information from leases set for automatic 
configuration will also be disabled. Notification of a disabled interface will not occur 
unless an event hook has been installed. After the processing started by this request 
completes, the DHCP client library is unavailable until restarted with the dhcpcLibInit() 
routine. 


OK if shutdown scheduled, or ERROR otherwise. 
S_dhcpcLib_NOT_INITIALIZED 


dhcpcLib 
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RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
dhcpcTimersShow( ) 


dhcpcTimerGet( ) 


dhcpcTimerGet( ) — retrieve current lease timers 


STATUS dhcpcTimerGet 
( 
void * pCookie, /* identifier returned by dhcpcInit() */ 
int * pTl, /* time until lease renewal */ 
int * pT2 /* time until lease rebinding */ 
) 


This routine returns the number of clock ticks remaining on the timers governing the 
DHCP lease specified by the pCookie argument. This information is only available if the 
lease is in the bound state. Therefore, this routine will return ERROR if a BOOTP reply 
was accepted. 


OK if in bound state and values available, or ERROR otherwise. 


S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_NOT_BOUND, 
S_dhcpcLib_OPTION_NOT_PRESENT, S_dhcpcLib_TIMER_ERROR 


dhcpcLib 


dhcpcTimersShow( ) 


dhcpcTimersShow() — display current lease timers 

STATUS dhcpcTimersShow 
( 
void * pCookie /* identifier returned by dhcpcInit() */ 
) 


This routine prints the time remaining with each of the DHCP lease timers for the lease 
identified by pCookie. It has no effect if the indicated lease is not currently active. 


OK if show routine completes, or ERROR otherwise. 
S_dhcpcLib_BAD_COOKIE 


dhcpcShow 
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dhcpcVerify() 


dhcpcVerify() 


dhcpcVerify() — renew an established lease 


STATUS dhcpcVerify 
( 
void * pCookie /* identifier returned by dhcpcInit() */ 
) 


This routine schedules the lease identified by the pCookie parameter for immediate 
renewal according to the process described in RFC 1541. If the renewal is unsuccessful, the 
lease negotiation process restarts. The routine is valid as long as the lease is currently 
active. The routine is also called automatically in response to a dhcpcBind() call for an 
existing lease. 


This routine will disable the underlying network interface if the verification fails and 
automatic configuration was requested. This may occur without warning if no event hook 
is installed. 

OK if verification scheduled, or ERROR otherwise. 


S_dhcpcLib_BAD_COOKIE, S_dhcpcLib_NOT_INITIALIZED, S_dhcpcLib_NOT_BOUND 


dhcpcLib 


dhcpsAddressHookAdd( ) 


dhcpsAddressHookAdd( ) — assign a permanent address storage hook for the server 


STATUS dhcpsAddressHookAdd 
( 


FUNCPTR pCacheHookRtn /* routine to store/retrieve lease entries */ 


) 


This routine allows the server to access some form of permanent storage to preserve 
additional address entries across restarts. This routine is not required, but leases using 
unsaved addresses are not renewed. The only argument provided is the name of a 
function with the following interface: 


STATUS dhcpsAddressStorageHook (int op, char *name, char *start, 
char *end, char *params) ; 
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dhcpsinit() 


The first parameter of this storage routine specifies one of the following operations: 


DHCPS_STORAGE_ START 
DHCPS_STORAGE_ READ 
DHCPS_STORAGE_ WRITE 
DHCPS_STORAGE STOP 


In response to a START, the storage routine should prepare to return data or overwrite 
data provided by earlier WRITE operations. For a WRITE, the storage routine must save 
the contents of the four buffers to permanent storage. Those buffers contain the 
NULL-terminated strings received by the dhcpsLeaseEntryAdd( ) routine. For a READ, 
the storage routine should copy previously stored data (as NULL-terminated strings) into 
the provided buffers in the order received by earlier WRITE operations. For a STOP, the 
storage routine should do any necessary cleanup. After a STOP, the storage routine 
should return an ERROR for all operations except START. 


The storage routine should return OK if successful, ERROR otherwise. 
Note that, unlike the lease storage routine, there is no CLEAR operation. 


Before the server is initialized, VxWorks calls this routine automatically passing in the 
function named in DHCPS_ADDRESS_HOOK. 


OK, or ERROR if function pointer is NULL. 
N/A 


dhcpsLib 


dhcpsInit( ) 


dhcpsInit() — set up the DHCP server parameters and data structures 


STATUS dhcpsInit 
( 


struct ifnet * * ppif, /* network devices used by server */ 
int numDev, /* number of devices */ 
DHCPS_LEASE_DESC * pLeasePool, /* table of lease data */ 

int poolSize, /* size of data table */ 
DHCPS_RELAY_DESC * pRelayTbl, /* table of relay agent data */ 

int relaySize, /* size of relay agent table */ 
DHCP_TARGET_DESC * pTargetTbl, /* table of receiving DHCP servers */ 
int targetSize 


) 
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dhcpsLeaseEntryAdd( ) 


This routine creates the necessary data structures, builds the server address pool, retrieves 
any lease or address information from permanent storage through the user-provided 
hooks, and initializes the network interfaces for monitoring. It is called at system startup 
if INCLUDE_DHCPS is defined at the time the VxWorks image is built. 

OK, or ERROR if could not initialize. 


dhcpsLib 


dhcpsLeaseEntryAdd( ) 


dhcpsLeaseEntryAdd() — add another entry to the address pool 


STATUS dhcpsLeaseEntryAdd 
( 


char * pName, /* name of lease entry */ 

char * pStartIp, /* first IP address to assign */ 

char * pEndIp, /* last IP address in assignment range */ 
char * pParams /* formatted string of lease parameters */ 


) 


This routine allows the user to add new entries to the address pool without rebuilding the 
VxWorks image. The routine requires a unique entry name of up to eight characters, 
starting and ending IP addresses, and a colon-separated list of parameters. Possible 
values for the parameters are listed in the reference entry for dhcpsLib. The parameters 
also determine the type of lease, which the server uses to determine priority when 
assigning lease addresses. For examples of the possible lease types, see the reference 
entry for dhcpsLib. 


OK if entry read successfully, or ERROR otherwise. 
N/A 


dhcpsLib 


2- 134 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
dhcpsLeaseHookAdd( ) 


dhcpsLeaseHookAdd( ) 


dhcpsLeaseHookAdd( ) — assign a permanent lease storage hook for the server 


STATUS dhcpsLeaseHookAdd 
( 
FUNCPTR pCacheHookRtn /* routine to store/retrieve lease records */ 


) 


This routine allows the server to access some form of permanent storage that it can use to 
store current lease information across restarts. The only argument to 
dhcpsLeaseHookAdd( ) is a pointer to a storage routine with the following interface: 


STATUS dhcpsStorageHook (int op, char *buffer, int datalen); 
The first parameter of the storage routine specifies one of the following operations: 


DHCPS_STORAGE_ START 
DHCPS_STORAGE_ READ 
DHCPS_STORAGE_ WRITE 
DHCPS_STORAGE_ STOP 
DHCPS_STORAGE_ CLEAR 


In response to START, the storage routine should prepare to return data or overwrite data 
provided by earlier WRITEs. For a WRITE the storage routine must save the contents of 
the buffer to permanent storage. For a READ, the storage routine should copy data 
previously stored into the provided buffer as a NULL-terminated string in FIFO order. 
For a CLEAR, the storage routine should discard currently stored data. After a CLEAR, 
the READ operation must return ERROR until additional data is stored. For a STOP, the 
storage routine must handle cleanup. After a STOP, calls to the storage routine must 
return error until a START is received. Each of these operations must return OK if 
successful, or ERROR otherwise. 


Before the server is initialized, VxWorks automatically calls dhcpsLeaseHookAdd( ), 
passing in the routine name defined by DHCPS_LEASE_HOOK. 


OK, or ERROR if routine is NULL. 
N/A 


dhcpsLib 
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difftime() 


difftime() — compute the difference between two calendar times (ANSI) 
double difftime 
( 
time_t timel, /* later time, in seconds */ 
time_t timeO /* earlier time, in seconds */ 
) 
This routine computes the difference between two calendar times: time! - time0. 
time.h 


The time difference in seconds, expressed as a double. 


ansiTime 


diskFormat( ) 


diskFormat() — format a disk 
STATUS diskFormat 
( 
char * devName /* name of the device to initialize */ 
) 
This command formats a disk and creates a file system on it. The device must already 


have been created by the device driver and initialized for use with a particular file system, 
via dosFsDevInit( ) or rt11FsDevInit(). 


This command calls ioctI() to perform the FIODISKFORMAT function. 
-—> diskFormat "/fd0/" 
OK, or ERROR if the device cannot be opened or formatted. 


usrLib, dosFsLib, rtl1FsLib, VxWorks Programmer's Guide: Target Shell 
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SYNOPSIS 
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INCLUDE FILES 


RETURNS 
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2. Subroutines 
div() 


diskInit() 


diskInit() — initialize a file system on a block device 


STATUS diskInit 
( 


char * devName /* name of the device to initialize */ 

) 
This command creates a new, blank file system on a block device. The device must 
already have been created by the device driver and initialized for use with a particular file 
system, via dosFsDevInit() or rt11FsDevInit(). This command calls ioctI() to perform the 
FIODISKINIT function. 

-> diskInit "/f£d0/" 


OK, or ERROR if the device cannot be opened or initialized. 


usrLib, dosFsLib, rtl1FsLib, VxWorks Programmer's Guide: Target Shell 


div() 


div() —- compute a quotient and remainder (ANSI) 


div_t div 
( 
int numer, /* numerator */ 
int denom /* denominator */ 


) 


This routine computes the quotient and remainder of numer/denom. If the division is 
inexact, the resulting quotient is the integer of lesser magnitude that is the nearest to the 
algebraic quotient. If the result cannot be represented, the behavior is undefined; 
otherwise, quot * denom + remequals numer. This routine is not reentrant. For a reentrant 
version, see div_r(). 


stdlib.h 
A structure of type div_t, containing both the quotient and the remainder. 


ansiStdlib 
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div_r() 


div_r() 


div_r() — compute a quotient and remainder (reentrant) 
void div_r 

int numer, /* numerator */ 

int denom, /* denominator */ 


div_t * divStructPtr /* div_t structure */ 
) 


This routine computes the quotient and remainder of numer/denom. The quotient and 
remainder are stored in the div_t structure pointed to by divStructPtr. 


This routine is the reentrant version of div(). 
stdlib.h 
N/A 


ansiStdlib 


dosFsConfigGet( ) 


dosFsConfigGet( ) — obtain dosFs volume configuration values 


STATUS dosFsConfigGet 


( 
DOS_VOL_DESC * vdptr, /* ptr to volume descriptor */ 
DOS_VOL_CONFIG * pConfig /* ptr to config structure to fill */ 


) 


This routine obtains the current configuration values for a dosFs disk volume. The data is 
obtained from the dosFs volume descriptor specified by vdptr. No physical I/O to the 
device takes place. 


The configuration data is placed into a DOS_VOL_CONFIG structure, whose address is 
pConfig. This structure must be allocated before calling dosFsConfigGet( ). 


One use for this routine is to obtain the configuration data from a known good disk, to be 
used to initialize a new disk (using dosFsDevInit( )). 
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2. Subroutines 
dosFsConfigInit( ) 


The volume is not locked while the data is being read from the volume descriptor, so it is 
conceivable that another task may modify the configuration information while this 
routine is executing. 


OK or ERROR. 


dosFsLib 


dosFsConfigInit( ) 


dosFsConfigInit( ) — initialize dosFs volume configuration structure 


STATUS dosFsConfigInit 
( 


DOS_VOL_CONFIG * pConfig, /* pointer to volume config structure */ 
char mediaByte, /* media descriptor byte */ 

UINTS secPerClust, /* sectors per cluster */ 

short nResrvd, /* number of reserved sectors */ 

char nFats, /* number of FAT copies */ 

UINT16 secPerFat, /* number of sectors per FAT copy */ 
short maxRootEnts, /* max number of entries in root dir */ 
UINT nHidden, /* number of hidden sectors */ 

UINT options /* volume options */ 


This routine initializes a dosFs volume configuration structure (DOS_VOL_CONFIG). This 
structure is used by the dosFsDevInit( ) routine to specify the file system configuration for 
the disk. 


The DOS_VOL_COMFIG structure must have been allocated prior to calling this routine. 
Its address is specified by pConfig. The specified configuration variables are placed into 
their respective fields in the structure. 


This routine is provided only to allow convenient initialization of the DOS_VOL_CONFIG 
structure (particularly from the VxWorks shell). A structure which is properly initialized 
by other means may be used equally well by dosFsDevInit( ). 

OK, or ERROR if there is an invalid parameter or pConfig is NULL. 


dosFsLib, dosFsDevInit() 
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dosFsConfigShow( ) 


dosFsConfigShow() 


dosFsConfigShow() - display dosFs volume configuration data 


STATUS dosFsConfigShow 
( 


char * devName /* name of device */ 


) 


This routine obtains the dosFs volume configuration for the named device, formats the 
data, and displays it on the standard output. The information which is displayed is that 
which is contained in a DOS_VOL_CONFIG structure, along with other configuration 
values (for example, from the BLK_DEV structure which describes the device). 


If no device name is specified, the current default device is described. 
OK or ERROR. 


dosFsLib 


dosFsDateSet( ) 


dosFsDateSet() — set the dosFs file system date 


STATUS dosFsDateSet 
( 
int year, /* year (1980...2099) */ 
int month, /* month (1...12) */ 
int day /* day (1...31) */ 
) 


This routine sets the date for the dosFs file system, which remains in effect until changed. 
All files created or modified are assigned this date in their directory entries. 


No automatic incrementing of the date is performed; each new date must be set with a call 


to this routine. 
OK, or ERROR if the date is invalid. 


dosFsLib, dosFsTimeSet( ), dosFsDateTimelnstall( ) 
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dosFsDevinit( ) 


dosFsDateTimelnstall() 


dosFsDateTimelInstall( ) — install a user-supplied date/time function 


void dosFsDateTimeInstall 
( 
FUNCPTR pDateTimeFunc /* pointer to user-supplied function */ 
) 


This routine installs a user-supplied function to provide the current date and time. Once 
such a function is installed, dosFsLib will call it when necessary to obtain the date and 
time. Otherwise, the date and time most recently set by dosFsDateSet() and 
dosFsTimeSet( ) are used. 


The user-supplied routine must take exactly one input parameter, the address of a 
DOS_DATE_TIME structure (defined in dosFsLib.h). The user routine should update the 
necessary fields in this structure and then return. Any fields which are not changed by 
the user routine will retain their previous value. 


N/A 


dosFsLib 


dosFsDevInit() 


dosFsDevInit() — associate a block device with dosFs file system functions 


DOS_VOL_DESC *dosFsDevIinit 
( 
char * devName, /* device name */ 
BLK_DEV * PBlkDev, /* pointer to block device struct */ 
DOS_VOL_CONFIG * pConfig /* pointer to volume config data */ 
) 


This routine takes a block device structure (BLK_DEV) created by a device driver and 
defines it as a dosFs volume. As a result, when high-level I/O operations (e.g., open(), 
write()) are performed on the device, the calls will be routed through dosFsLib. The 
pBlkDevparameter is the address of the BLK_DEV structure which describes this device. 


This routine associates the name devName with the device and installs it in the VxWorks 
I/O system’s device table. The driver number used when the device is added to the table 
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dosFsDevinitOptionsSet( ) 


is that which was assigned to the dosFs library during dosFsInit(). (The driver number is 
placed in the global variable dosFsDrvNum.) 


The BLK_DEV structure contains configuration data describing the device and the 
addresses of five routines which will be called to read sectors, write sectors, reset the 
device, check device status, and perform other control functions (ioctl()). These routines 
will not be called until they are required by subsequent I/O operations. 


The pConfig parameter is the address of a DOS_VOL_CONFIG structure. This structure 
must have been previously initialized with the specific dosFs configuration data to be 
used for this volume. This structure may be easily initialized using dosFsConfigInit( ). 


If the device being initialized already has a valid dosFs (MS-DOS) file system on it, the 
pConfig parameter may be NULL. In this case, the volume will be mounted and the 
configuration data will be read from the boot sector of the disk. (If pConfig is NULL, both 
change-no-warn and auto-sync options are initially disabled. These can be enabled using 
the dosFsVolOptionsSet( ) routine.) 


This routine allocates and initializes a volume descriptor (DOS_VOL_DESC) for the device. 
It returns a pointer to DOS_VOL_DESC. 


A pointer to the volume descriptor DOS_VOL_DESC, or NULL if there is an error. 


dosFsLib, dosFsMkfs() 


dosFsDevInitOptionsSet( ) 


dosFsDevInitOptionsSet( ) — specify volume options for dosFsDevInit( ) 


STATUS dosFsDeviInitOptionsSet 
( 
UINT options /* options for future dosFsDevInit() calls */ 
) 


This routine allows volume options to be set that will be enabled by subsequent calls to 
dosFsDevInit( ) that do not explicitly supply configuration information in a 
DOS_VOL_CONFIG structure. This is normally done when mounting a disk which has 
already been initialized with file system data. The value of options will be used for all 
volumes that are initialized by dosFsDevInit( ), unless a specific configuration is given. 


The only volume options which may be specified in this call are those which are not tied 
to the actual data on the disk. Specifically, you may not specify the long file name option 
in this call; if a disk using that option is mounted, that will be automatically detected. If 
you specify such an unsettable option during this call it will be ignored; all valid option 
bits will still be accepted and applied during subsequent dosFsDevInit() calls. 
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2. Subroutines 
dosFsiInit() 


For example, to use dosFsDevInit( ) to initialize a volume with the auto-sync and 
filesystem export options, do the following: 


status = dosFsDevInitOptionsSet (DOS_OPT_AUTOSYNC | DOS_OPT_EXPORT) ; 
if (status != OK) 
return (ERROR) ; 
vdptr = dosFsDevinit ("DEV1:", pBlkDev, NULL) ; 
/* note NULL pointer for DOS_VOL_CONFIG */ 


OK, or ERROR if options is invalid. 


dosFsLib, dosFsDevInit(), dosFsVolOptionsSet( ) 


dosFsInit() 


dosFsInit() — prepare to use the dosFs library 


STATUS dosFsInit 
( 


int maxFiles /* max no. of simultaneously open files */ 


) 


This routine initializes the dosFs library. It must be called exactly once, before any other 
routine in the library. The argument specifies the number of dosFs files that may be open 
at once. This routine installs dosFsLib as a driver in the I/O system driver table, allocates 


and sets up the necessary memory structures, and initializes semaphores. The driver 
number assigned to dosFsLib is placed in the global variable dosFsDrvNum. 


This initialization is enabled when the configuration macro INCLUDE_DOSFSis defined; 


dosFsInit() is then called from the root task, usrRoot(), in usrConfig.c. 
OK or ERROR. 


dosFsLib 
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dosFsMkfs() 


dosFsMkfs( ) 


dosFsMkfs( ) — initialize a device and create a dosFs file system 


DOS_VOL_DESC *dosFsMkfs 
( 
char * volName, /* volume name to use */ 
BLK_DEV * pBlkDev /* pointer to block device struct */ 
) 


This routine provides a quick method of creating a dosFs file system on a device. It is 
used instead of the two-step procedure of calling dosFsDevInit() followed by an ioctl() 
call with an FIODISKINIT function code. 


This call uses default values for various dosFs configuration parameters (i.e., those found 
in the volume configuration structure, DOS_VOL_CONFIG). The values used are: 


2 sectors per cluster (see below) 
1 reserved sector 

2 FAT copies 

112 root directory entries 


OxFO media byte value 
0 hidden sectors 


The volume options (auto-sync mode, change-no-warn mode, and long filenames) that are 
enabled by this routine can be set in advance using dosFsMkfsOptionsSet(). By default, 
none of these options is enabled for disks initialized by dosFsMkfs( ). 


If initializing a large disk, it is quite possible that the entire disk area cannot be described 
by the maximum 64K clusters if only two sectors are contained in each cluster. In sucha 
situation, dosFsMkfs() will automatically increase the number of sectors per cluster to a 

number which will allow the entire disk area to be described in 64K clusters. 


The number of sectors per FAT copy is set to the minimum number of sectors which will 
contain sufficient FAT entries for the entire block device. 


A pointer to a dosFs volume descriptor, or NULL if there is an error. 
S_dosFsLib_INVALID_PARAMETER 


dosFsLib, dosFsDevInit() 
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dosEsMkfsOptionsSet( ) 


dosFsMkfsOptionsSet( ) — specify volume options for dosFsMkfs( ) 


STATUS dosFsMkfsOptionsSet 


( 
UINT options /* options for future dosFsMkfs() calls */ 


) 
This routine allows volume options to be set that will be enabled by subsequent calls to 
dosFsMkfs(). The value of options will be used for all volumes initialized by dosFsMkfs(). 


For example, to use dosFsMkfs( ) to initialize a volume with the auto-sync and long 
filename options, do the following: 


status = dosFsMkfsOptionsSet (DOS_OPT_AUTOSYNC | DOS_OPT_LONGNAMES) ; 
if (status != OK) 

return (ERROR) ; 
vdptr = dosFsMkfs ("DEV1:", pBlkDev) ; 


OK, or ERROR if options is invalid. 


dosFsLib, dosFsMkfs(), dosFsVolOptionsSet( ) 


dosFsModeChange( ) 


dosFsModeChange( ) — modify the mode of a dosFs volume 


void dosFsModeChange 

( 

DOS_VOL_DESC * vdptr, /* pointer to volume descriptor */ 

int newMode /* O_RDONLY/O_WRONLY/O_RDWR (both) */ 

) 
This routine sets the volume’s mode to newMode. The mode is actually kept in "bd_mode" 
fields of the the BLK_DEV structure, so that it may also be used by the device driver. 
Changing that field directly has the same result as calling this routine. The mode field 
should be updated whenever the read and write capabilities are determined, usually after 
a ready change. See the manual entry for dosFsReadyChange( ). 


The driver’s device initialization routine should initially set the mode field to O_RDWR 
(Le., both O_RDONLY and O_WRONLY). 
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dosFsReadyChange( ) 


N/A 


dosFsLib, dosFsReadyChange( ) 


dosFsReadyChange( ) 


dosFsReadyChange( ) — notify dosFs of a change in ready status 


void dosFsReadyChange 


( 
DOS_VOL_DESC * vdptr /* pointer to volume descriptor */ 


) 


This routine sets the volume descriptor’s state to DOS_VD_READY_CHANGED. It should 
be called whenever a driver senses that a device has come on-line or gone off-line (e.g., a 
disk has been inserted or removed). 


After this routine has been called, the next attempt to use the volume will result in an 
attempted remount. 


This routine may also be invoked by calling ioctl() with FIODISKCHANGE. 


Setting the bd_readyChanged field to TRUE in the BLK_DEV structure that describes this 
device will have the same result as calling this routine. 


N/A 


dosFsLib 


dosFsTimeSet() 


dosFsTimeSet( ) — set the dosFs file system time 


STATUS dosFsTimeSet 
( 
int hour, /* 0 to 23 */ 
int minute, /* 0 to 59 */ 
int second /* 0 to 59 */ 
) 
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2. Subroutines 
dosFsVolOptionsSet( ) 


This routine sets the time for the dosFs file system, which remains in effect until changed. 


All files created or modified are assigned this time in their directory entries. 


No automatic incrementing of the time is performed; each new time must be set with a 
call to this routine. 


OK, or ERROR if the time is invalid. 


dosFsLib, dosFsDateSet( ), dosFsDateTimelInstall() 


dosFsVolOptionsGet( ) 


dosFsVolOptionsGet( ) — get current dosFs volume options 


STATUS dosFsVolOptionsGet 
( 
DOS_VOL_DESC * vdptr, /* ptr to volume descriptor */ 
UINT * pOptions /* where to put current options value */ 


) 


This routine obtains the current options for a specified dosFs volume and stores them in 
the field pointed to by pOptions. 


OK, always. 


dosFsLib, dosFsVolOptionsSet( ) 


dosFsVolOptionsSet( ) 


dosFsVolOptionsSet( ) — set dosFs volume options 


STATUS dosFsVolOptionsSet 


( 
DOS_VOL_DESC * vdptr, /* ptr to volume descriptor */ 
UINT options /* new options for volume */ 


) 


This routine sets the volume options for an already-initialized dosFs device. Only the 
following options can be changed (enabled or disabled) dynamically: 
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dosFsVolUnmount( ) 


DOS_OPT_CHANGENOWARN (0x1) 
DOS_OPT_AUTOSYNC (0x2) 


The DOS_OPT_CHANGENOWARN option may be enabled only for removable volumes 
(i.e., the bd_removable field in the BLK_DEV structure for the device must be set to 
TRUE). If specified for a non-removable volume, it is ignored. When successfully set, the 
DOS_OPT_CHANGENOWARN option also enables the DOS_OPT_AUTOSYNC option. 


It is recommended that the current volume options be obtained by calling 
dosFsVolOptionsGet( ), the desired option bits modified, and then the options set using 
dosFsVolOptionsSet( ). 


OK, or ERROR if options is invalid or an attempt is made to change an option that is not 
dynamically changeable. 


dosFsLib, dosFsDevInitOptionsSet( ), dosFsMkfsOptionsSet( ), dosFsVolOptionsGet( ) 


dosFsVolUnmount( ) 


dosFsVolUnmount() — unmount a dosFs volume 


STATUS dosFsVolUnmount 
( 
DOS_VOL_DESC * vdptr /* pointer to volume descriptor */ 
) 


This routine is called when I/O operations on a volume are to be discontinued. This is the 
preferred action prior to changing a removable disk. 


All buffered data for the volume is written to the device (if possible, with no error 
returned if data cannot be written), any open file descriptors are marked as obsolete, and 
the volume is marked as not currently mounted. When a subsequent I/O operation is 
initiated on the disk (e.g., during the next open()), the volume will be remounted 
automatically. 


Once file descriptors have been marked as obsolete, any attempt to use them for file 
operations will return an error. (An obsolete file descriptor may be freed by using close(). 
The call to close() will return an error, but the descriptor will in fact be freed.) File 
descriptors obtained by opening the entire volume (in raw mode) are not marked as 
obsolete. 


This routine may also be invoked by calling ioctl() with the FFOUNMOUNT function code. 


This routine must not be called from interrupt level. 
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e() 
OK, or ERROR if the volume was not mounted. 
dosFsLib, dosFsReadyChange( ) 
dummy Callback() 
dummy Callback() — dummy callback routine 
STATUS dummyCallback (void) 
ERROR. 
winSio 
dummy Callback() 
dummy Callback() — dummy callback routine. 
STATUS dummyCallback (void) 
ERROR. 
unixSio 
e() 
e() —set or display eventpoints (WindView) 
STATUS e 
( 
INSTR * addr, /* where to set eventpoint; 0 means display all */ 
event_t eventId, /* event ID */ 
int taskNameOrId, /* task affected; 0 means all tasks */ 
FUNCPTR evtRtn, /* function to invoke; NULL means no function */ 
int arg /* argument to be passed to evtRtn */ 


) 
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edi() 


This routine sets "eventpoints'--that is, breakpoint-like instrumentation markers that can 
be inserted in code to generate and log an event for use with WindView. Event logging 
must be enabled with wvEvtLogEnable( ) for the eventpoint to be logged. 


eventld selects the evenpoint number that will be logged: it is in the user event ID range 
(0-25536). 


If addr is NULL, then all eventpoints and breakpoints are displayed. If taskNameOrId is 0, 
then this event is logged in all tasks. The evtRin routine is called when this eventpoint is 
hit. If evtRinreturns OK, then the eventpoint is logged; otherwise, it is ignored. If evtRtn is 
a NULL pointer, then the eventpoint is always logged. 


Eventpoints are exactly like breakpoints (which are set with the b() command) except in 
how the system responds when the eventpoint is hit. An eventpoint typically records an 
event and continues immediately (if evtRin is supplied, this behavior may be different). 
Eventpoints cannot be used at interrupt level. 


To delete an eventpoint, use bd(). 
OK, or ERROR if addr is odd or nonexistent in memory, or if the breakpoint table is full. 


dbgLib, wvEvent() 


edi() 


edi( ) — return the contents of register edi (also esi — eax) (i386/1486) 


int edi 
( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of register edi from the TCB of a specified task. If 
taskId is omitted or zero, the last task referenced is assumed. 


Similar routines are provided for all address registers (edi — eax): edi() — eax(). 


The stack pointer is accessed via eax(). 
The contents of register edi (or the requested register). 


dbgArchLib, VxWorks Programmer’s Guide: Target Shell 
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eexTxSiartup( ) 


eexattach() 


eexattach( ) — publish the eex network interface and initialize the driver and device 


STATUS eexattach 


int unit, /* unit number */ 

int port, /* base I/O address */ 

int ivec, /* interrupt vector number */ 

int ilevel, /* interrupt level */ 

int nTfds, /* # of transmit frames (O=default) */ 


int attachment /* O=default, 1=AUI, 2=BNC, 3=TPE */ 


The routine publishes the eex interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


OK or ERROR. 


if_eex, ifLib 


eexTxStartup() 


eexTxStartup() — start output on the chip 


#ifdef BSD43_DRIVER static void eexTxStartup 
( 
int unit 


) 


Looks for any action on the queue, and begins output if there is anything there. This 
routine is called from several possible threads. Each will be described below. 


The first, and most common thread, is when a user task requests the transmission of data. 
Under BSD 4.3, this will cause eexOutput() to be called, which will cause ether_output() 
to be called, which will cause this routine to be called (usually). This routine will not be 
called if ether_output() finds that our interface output queue is full. In this case, the 
outgoing data will be thrown out. BSD 4.4 uses a slightly different model in which the 
generic ether_output() routine is called directly, followed by a call to this routine. 
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eflags() 


The second, and most obscure thread, is when the reception of certain packets causes an 
immediate (attempted) response. For example, ICMP echo packets (ping), and ICMP "no 
listener on that port" notifications. All functions in this driver that handle the reception 
side are executed in the context of netTask(). Always. So, in the case being discussed, 
netTask() will receive these certain packets, cause IP to be stimulated, and cause the 
generation of a response to be sent. We then find ourselves following the thread explained 
in the second example, with the important distinction that the context is that of netTask(). 


The third thread occurs when this routine runs out of TFDs and returns. If this occurs 
when our output queue is not empty, this routine would typically not get called again 
until new output was requested. Even worse, if the output queue was also full, this 
routine would never get called again and we would have a lock state. It DOES happen. To 
guard against this, the transmit clean-up handler detects the out-of-TFDs state and calls 
this function. The clean-up handler also runs from netTask. 


Note that this function is ALWAYS called between an splnet() and an splx(). This is true 
because netTask(), and ether_output() take care of this when calling this function. 
Therefore, no calls to these spl functions are needed anywhere in this output thread. 


if_eex 


eflags() 


eflags( ) — return the contents of the status register (i386 /i486) 
int eflags 

( 

int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the status register from the TCB of a specified task. 
If taskId is omitted or zero, the last task referenced is assumed. 


The contents of the status register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 
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ei82596EndLoad ) 


e182596EndLoad( ) 


e182596EndLoad( ) — initialize the driver and device 


END_OBJ *ei82596EndLoad 
( 
char * initString /* parameter string */ 


) 


This routine initializes both driver and device to an operational state using the 
device-specific values specified by initString. The initString parameter expects an ordered 
list of colon-separated values. 


The format of the initString is: unit:ivec:sysbus:memBase:nTfds:nRfds 


unit 
Specifies the unit number for this device. 


ivec 
This is the interrupt vector number of the hardware interrupt generated by this 
Ethernet device. The driver uses intConnect() to attach an interrupt handler for this 
interrupt. 


sysbus 
Passes in values as described in the Intel manual for the 82596. A default number of 
transmit/receive frames of 32 can be selected by passing zero in the parameters nTfds 
and nRfds. In other cases, the number of frames selected should be greater than two. 


memBase 
Informs the driver about the shared memory region. The 82596 shares a region of 
memory with the driver. The caller of this routine can specify the address of this 
memory region, or can specify that the driver must obtain this memory region from 
the system resources. If this parameter is set to the constant "NONE", this routine 
tries to allocate the shared memory from the system. Any other value for this 
parameter is interpreted by this routine as the address of the shared memory region 
to be used. 


If the caller provides the shared memory region, the driver assumes that this region does 
not require cache-coherency operations, nor does it require conversions between virtual 
and physical addresses. If the caller indicates that this routine must allocate the shared 
memory region, this routine uses cacheDmaMalloc( ) to obtain some non-cacheable 
memory. The attributes of this memory are checked, and, if the memory is not both read- 
and write-coherent, this routine aborts. 


An END object pointer or NULL. 


ei82596End, ifLib, Intel 82596 User’s Manual 
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eiattach( ) 


eiattach() 


eiattach( ) — publish the ei network interface and initialize the driver and device 
STATUS eiattach 


int unit, /7* unit number */ 

int ivec, /* interrupt vector number */ 

UINT8 sysbus, /* sysbus field of SCP */ 

char * memBase, /* address of memory pool or NONE */ 

int nTfds, /* no. of transmit frames (0 = default) */ 
int nRfds /* no. of receive frames (0 = default) */ 


This routine publishes the ei interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


The 82596 shares a region of memory with the driver. The caller of this routine can 
specify the address of this memory region, or can specify that the driver must obtain this 
memory region from the system resources. 


The sysbus parameter accepts values as described in the Intel manual for the 82596. A 
default number of transmit/receive frames of 32 can be selected by passing zero in the 
parameters nT fds and nRfds. In other cases, the number of frames selected should be 
greater than two. 


The memBase parameter is used to inform the driver about the shared memory region. If 
this parameter is set to the constant "NONE," then this routine will attempt to allocate the 
shared memory from the system. Any other value for this parameter is interpreted by this 
routine as the address of the shared memory region to be used. 


If the caller provides the shared memory region, then the driver assumes that this region 
does not require cache coherency operations, nor does it require conversions between 
virtual and physical addresses. 


If the caller indicates that this routine must allocate the shared memory region, then this 
routine will use cacheDmaMalloc() to obtain some non-cacheable memory. The 
attributes of this memory will be checked, and if the memory is not both read and write 
coherent, this routine will abort and return ERROR. 

OK or ERROR. 


if_ei,ifLib, Intel 82596 User’s Manual 
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eihkattach() 


ethkattach() 


eihkattach() — publish the ei network interface and initialize the driver and device 
STATUS eihkattach 


int unit, /* unit number */ 

int ivec, /* interrupt vector number */ 

UINT8 sysbus, /* sysbus field of SCP */ 

char * memBase, /* address of memory pool or NONE */ 

int nTfds, /* no. of transmit frames (0 = default) */ 
int nRfds /* no. of receive frames (0 = default) */ 


This routine publishes the ei interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


The 82596 shares a region of memory with the driver. The caller of this routine can 
specify the address of this memory region, or can specify that the driver must obtain this 
memory region from the system resources. 


The sysbus parameter accepts values as described in the Intel manual for the 82596. A 
default number of transmit/receive frames of 32 can be selected by passing zero in the 
parameters nT fds and nRfds. In other cases, the number of frames selected should be 
greater than two. 


The memBase parameter is used to inform the driver about the shared memory region. If 
this parameter is set to the constant "NONE," then this routine will attempt to allocate the 
shared memory from the system. Any other value for this parameter is interpreted by this 
routine as the address of the shared memory region to be used. 


If the caller provides the shared memory region, then the driver assumes that this region 
does not require cache coherency operations, nor does it require conversions between 
virtual and physical addresses. 


If the caller indicates that this routine must allocate the shared memory region, then this 
routine will use cacheDmaMalloc() to obtain some non-cacheable memory. The 
attributes of this memory will be checked, and if the memory is not both read and write 
coherent, this routine will abort and return ERROR. 

OK or ERROR. 


if_eihk, ifLib, Intel 82596 User’s Manual 
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eilnt() 


eilnt() 


eilnt() — entry point for handling interrupts from the 82596 


void eiInt 
( 
DRV_CTRL * pDrvCtrl 
) 


The interrupting events are acknowledged to the device, so that the device will deassert 
its interrupt signal. The amount of work done here is kept to a minimum; the bulk of the 
work is defered to the netTask. Several flags are used here to synchronize with task level 
code and eliminate races. 


if_eihk 


eiTxStartup() 


eiTxStartup() — start output on the chip 


#ifdef BSD43_DRIVER static void eiTxStartup 
( 
int unit 


) 


Looks for any action on the queue, and begins output if there is anything there. This 
routine is called from several possible threads. Each will be described below. 


The first, and most common thread, is when a user task requests the transmission of data. 
Under BSD 4.3, this will cause eiOutput() to be called, which calls ether_output(), which 
will usually call this routine. This routine will not be called if ether_output() finds that 
our interface output queue is full. In this case, the outgoing data will be thrown out. BSD 
4.4 uses a slightly different model in which the generic ether_output() routine is called 
directly, followed by a call to this routine. 


The second, and most obscure thread, is when the reception of certain packets causes an 
immediate (attempted) response. For example, ICMP echo packets (ping), and ICMP "no 
listener on that port" notifications. All functions in this driver that handle the reception 
side are executed in the context of netTask(). Always. So, in the case being discussed, 
netTask() will receive these certain packets, cause IP to be stimulated, and cause the 
generation of a response to be sent. We then find ourselves following the thread 
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explained in the second example, with the important distinction that the context is that of 
netTask(). 


The third thread occurs when this routine runs out of TFDs and returns. If this occurs 
when our output queue is not empty, this routine would typically not get called again 
until new output was requested. Even worse, if the output queue was also full, this 
routine would never get called again and we would have a lock state. It DOES happen. 
To guard against this, the transmit clean-up handler detects the out-of-TFDs state and 
calls this function. The clean-up handler also runs from netTask. 


Note that this function is ALWAYS called between an splnet() and an splx(). This is true 
because netTask(), and ether_output() take care of this when calling this function. 
Therefore, no calls to these spl functions are needed anywhere in this output thread. 


if_eihk 


eiTxStartup() 


eiTxStartup() — start output on the chip 


void eiTxStartup 
( 
DRV_CTRL * pDrvCtrl 
) 


Looks for any action on the queue, and begins output if there is anything there. This 
routine is called from several possible threads. Each will be described below. 


The first, and most common thread, is when a user task requests the transmission of data. 
This will cause eiOutput() to be called, which will cause ether_output() to be called, 
which will cause this routine to be called (usually). This routine will not be called if 
ether_output() finds that our interface output queue is full. In this case, the outgoing data 
will be thrown out. 


The second, and most obscure thread, is when the reception of certain packets causes an 
immediate (attempted) response. For example, ICMP echo packets (ping), and ICMP "no 
listener on that port" notifications. All functions in this driver that handle the reception 
side are executed in the context of netTask(). Always. So, in the case being discussed, 
netTask() will receive these certain packets, cause IP to be stimulated, and cause the 
generation of a response to be sent. We then find ourselves following the thread 
explained in the second example, with the important distinction that the context is that of 
netTask(). 


The third thread occurs when this routine runs out of TFDs and returns. If this occurs 
when our output queue is not empty, this routine would typically not get called again 
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el3c90xEndLoad( ) 


until new output was requested. Even worse, if the output queue was also full, this 
routine would never get called again and we would have a lock state. It DOES happen. 
To guard against this, the transmit clean-up handler detects the out-of-TFDs state and 
calls this function. The clean-up handler also runs from netTask. 


Note that this function is ALWAYS called between an splnet() and an splx(). This is true 
because netTask(), and ether_output() take care of this when calling this function. 
Therefore, no calls to these spl functions are needed anywhere in this output thread. 


if_ei 


el3c90xEndLoad() 


el3c90xEndLoad( ) — initialize the driver and device 


END_OBJ * e13c90xEndLoad 


( 
char * initString /* String to be parsed by the driver. */ 


) 


This routine initializes the driver and the device to the operational state. All of the 
device-specific parameters are passed in initString, which expects a string of the following 
format: 


unit:deoMemAddr:devloAddr:pciMemBase:<vecnum:intLul:memAdrs:memSize:memWidth:flags:b 
uffMultiplier 

This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "elPci") into the initString and returns 0. 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 


An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 


el3c90xEnd 
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el3c90xInitParse( ) 


el3c90xInitParse( ) — parse the initialization string 


STATUS e13c90xInitParse 
( 
EL3C90X_DEVICE * pDrvCtrl, /* pointer to the control structure */ 
char * initString /* initialization string */ 


) 


Parse the input string. This routine is called from el3c90xEndLoad( ) which intializes some 
values in the driver control structure with the values passed in the intialization string. 


The initialization string format is: 
unit:deoMemAdadr:devloAddr:pciMemBase:<vecNum:intLvul:memAdrs:memSize:memWidth:flags: 


buffMultiplier 
unit 
Device unit number, a small integer. 


devMemAddr 
Device register base memory address 


devloAddr 
Device register base IO address 


pciMemBase 
Base address of PCI memory space 


vecNum 
Interrupt vector number. 


intLvl 
Interrupt level. 


memAdrs 
Memory pool address or NONE. 


memSize 
Memory pool size or zero. 


memWidth 
Memory system size, 1, 2, or 4 bytes (optional). 


flags 
Device specific flags, for future use. 


buffMultiplier 
Buffer Multiplier or NONE. If NONE is specified, it defaults to 2 
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elcattach( ) 


OK, or ERROR if any arguments are invalid. 


el3c90xEnd 


elcattach() 


elcattach() — publish the elc network interface and initialize the driver and device 
STATUS elcattach 


int unit, /* unit number */ 

int ioAddr, /* address of elc’s shared memory */ 

int ivec, /* interrupt vector to connect to */ 

int ilevel, /* interrupt level */ 

int memAddr, /* address of elc’s shared memory */ 

int memSize, /* size of elc’s shared memory */ 

int config /* 0: RJ45 + AUI(Thick) 1: RJ45 + BNC(Thin) */ 


This routine attaches an elc Ethernet interface to the network if the device exists. It makes 
the interface available by filling in the network interface record. The system will initialize 
the interface when it is ready to accept packets. 

OK or ERROR. 


if_elc, ifLib, netShow 


elcPut() 


elcPut() — copy a packet to the interface. 
#ifdef BSD43_DRIVER LOCAL void elcPut 
( 
int unit 
) 


Copy from mbuf chain to transmitter buffer in shared memory. 


if_elc 
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elcShow() 


elcShow() — display statistics for the SMC 8013WC elc network interface 


void elcShow 


( 

int unit, /* interface unit */ 
BOOL zap /* 1 = zero totals */ 
) 


This routine displays statistics about the elc Ethernet network interface. It has two 
parameters: 


unit 
interface unit; should be 0. 


zap 
if 1, all collected statistics are cleared to zero. 


N/A 


if_elc 


elt3c509Load( ) 


elt3c509Load( ) — initialize the driver and device 


END_OBJ * e1t3c509Load 


( 
char * initString /* String to be parsed by the driver. */ 


) 


This routine initializes the driver and the device to the operational state. All of the 
device-specific parameters are passed in initString, which expects a string of the following 
format: 


unit:port:int Vector:intLevel:attachementT ype:noRxFrames 


This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "elt") into the initString and returns 0. 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 
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elt3c509Parse( ) 


An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 


elt3c509End 


elt3c509Parse( ) 


elt3c509Parse( ) — parse the init string 


STATUS elt3c509Parse 
( 


ELT3C509_DEVICE * pDrvCtrl, /* device pointer */ 
char * initString /* initialization info string */ 
) 


Parse the input string. Fill in values in the driver control structure. 


The initialization string format is: 
unit:port:int Vector:intLevel:attachementType:noRxFrames 


unit 
Device unit number, a small integer. 


port 
base I/O address 


intVector 
Interrupt vector number (used with sysIntConnect) 


intLevel 
Interrupt level 


attachmentType 
type of Ethernet connector 


nRxFrames no. of Rx Frames in integer format 
OK or ERROR for invalid arguments. 


elt3c509End 
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eltattach() 


eltattach() — publish the elt interface and initialize the driver and device 


STATUS eltattach 


int unit, /* unit number */ 

int port, /* base I/O address */ 

int ivec, /* interrupt vector number */ 

int intLevel, /* interrupt level */ 

int nRxFrames, /* # of receive frames (O=default) */ 
int attachment, /* Ethernet connector to use */ 

char * ifName /* interface name */ 


) 


The routine publishes the elt interface, filling in a network interface record and adding the 
record to the system list. It also initializes the driver and device to the operational state. 


OK or ERROR. 


if_elt, ifLib 


eltShow() 


eltShow() — display statistics for the 3C509 elt network interface 


void eltShow 
( 
int unit, /* interface unit */ 
BOOL zap /* 1 = zero totals */ 
) 


This routine displays statistics about the elt Ethernet network interface. It has two 
parameters: 


unit interface unit; should be 0. 

zap if 1, all collected statistics are cleared to zero. 
N/A 

if_elt 
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eltTxOutputStart() 


eltTxOutputStart() — start output on the board 


#ifdef BSD43_DRIVER static void eltTxOutputStart 
( 
int unit 


) 


This routine is called from ether_output() when a new packet is enqueued in the interface 
mbuf queue. 


Note that this function is ALWAYS called between an splnet() and an splx(). This is true 
because netTask(), and ether_output() take care of this when calling this function. 
Therefore, no calls to these spl functions are needed anywhere in this output thread. 


if_elt 


endEtherAddressForm( ) 


endEtherAddressForm( ) — form an Ethernet address into a packet 


M_BLK_ID endEtherAddressForm 
( 
M_BLK_ID pMblk, /* pointer to packet mBlk */ 
M_BLK_ID pSrcAddr, /* pointer to source address */ 
M_BLK_ID pDstAddr /* pointer to destination address */ 
) 


This routine accepts the source and destination addressing information through pSrcAddr 
and pDstAddr and returns an M_BLK_ID that points to the assembled link-level header. To 
do this, this routine prefixes the link-level header into the cluster associated with pMbIk if 
there is enough space available in the cluster. It then returns a pointer to the pointer 
referenced in pMblk. However, if there is not enough space in the cluster associated with 
pMbIk, this call reserves a new mBlk-clBlk-cluster construct for the header information. It 
then prepends the new mBlk to the mBlk passed in pMblk. As the function value, this 
routine then returns a pointer to the new mBlk, which is the head of a chain of mBlk 
structures. The second element in the chain is the mBlk referenced in pMbik. 


M_BLK_ID or NULL. 


endLib 
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NAME 
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DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
endEtherPacketDataGet( ) 


endEtherPacketAddrGet( ) 


endEtherPacketAddrGet( ) — locate the addresses in a packet 


STATUS endEtherPacketAddrGet 
( 
M_BLK_ID pMblk, /* pointer to packet */ 
M_BLK_ID pSrc, /* pointer to local source address */ 
M_BLK_ID pDst, /* pointer to local destination address */ 
M_BLK_ID pESrc, /* pointer to remote source address (if any) */ 
M_BLK_ID pEDst /* pointer to remote destination address (if any) */ 
) 


This routine takes a M_BLK_ID, locates the address information, and adjusts the 
M_BLK_ID structures referenced in pSrc, pDst, pESrc, and pEDst so that their pData 
members point to the addressing information in the packet. The addressing information 
is not copied. All mBIk structures share the same cluster. 


OK or ERROR. 


endLib 


endEtherPacketDataGet( ) 


endEtherPacketDataGet( ) — return the beginning of the packet data 
STATUS endEtherPacketDataGet 

( 

M_BLK_ID PMb1k, 

LL_HDR_INFO * pLinkHdriInfo 

) 
This routine fills the given pLinkHdrInfo with the appropriate offsets. 
OK or ERROR. 


endLib 
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endFindByName( ) 


endFindByName( ) 


endFindByName( ) - find a device using its string name 


END_OBJ* endFindByName 
( 
char* pName, /* device name to search for */ 
int unit 


) 


This routine takes a string name and a unit number and finds the END device that has 
that name/unit combination. 


A pointer to an END_OBJ or NULL (if the device is not found). 


muxLib 


endObjFlagSet( ) 


endObjFlagSet( ) — set the flags member of an END_OBJ structure 


STATUS endObjFlagSet 


( 
END_OBJ * pEnd, 
UINT flags 
) 


As input, this routine expects a pointer to an END_OBJ structure (the pEnd parameter) 


and a flags value (the flags parameter). This routine sets the flags member of the END_OBJ 
structure to the value of the flags parameter. 


Because this routine assumes that the driver interface is now up, this routine also sets the 
attached member of the referenced END_OBJ structure to TRUE. 


OK 


endLib 
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2. Subroutines 


eneattach( ) 
endObjInit( ) 
endObjInit( ) — initialize an END_OBJ structure 
STATUS endObjinit 
( 
END_OBJ * pEnd0Obj, /* object to be initialized */ 
DEV_OBJ* pDevice, /* ptr to device struct */ 
char * pBaseName, /* device base name, for example, "1n" */ 
int unit, /* unit number */ 
NET_FUNCS * pFuncTable, /* END device functions */ 
char* pDescription 


) 


This routine initializes an END_OBJ structure and fills it with data from the argument list. 


It also creates and initializes semaphores and protocol list. 
OK or ERROR. 


endLib 


eneattach( ) 


eneattach() — publish the ene network interface and initialize the driver and device 
STATUS eneattach 

int unit, /* unit number */ 

int ioAddr, /* address of ene’s shared memory */ 


int ivec, /* interrupt vector to connect to */ 
int ilevel /* interrupt level */ 


This routine attaches an ene Ethernet interface to the network if the device exists. It 
makes the interface available by filling in the network interface record. The system will 
initialize the interface when it is ready to accept packets. 

OK or ERROR. 


if_ene, ifLib, netShow 
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enePut( ) 


enePut() 


enePut() — copy a packet to the interface. 
#ifdef BSD43_DRIVER static void enePut 
( 
int unit 
) 


Copy from mbuf chain to transmitter buffer in shared memory. 


if_ene 


eneShow() 


eneShow() — display statistics for the NE2000 ene network interface 


void eneShow 


( 
int unit, /* interface unit */ 
BOOL zap /* 1 = zero totals */ 


) 


This routine displays statistics about the ene Ethernet network interface. It has two 
parameters: 


unit 
interface unit; should be 0. 


zap 
if 1, all collected statistics are cleared to zero. 


N/A 


if_ene 
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2. Subroutines 
envoy_call_timer() 


envLibInit() 


envLibInit( ) — initialize environment variable facility 


STATUS envLibInit 


( 
BOOL installHooks 


) 


If installHooks is TRUE, task create and delete hooks are installed that will optionally 
create and destroy private environments for the task being created or destroyed, 
depending on the state of VX_PRIVATE_ENV in the task options word. If installHooks is 
FALSE and a task requires a private environment, it is the application’s responsibility to 
create and destroy the private environment, using envPrivateCreate() and 
envPrivateDestroy(). 


OK, or ERROR if an environment cannot be allocated or the hooks cannot be installed. 


envLib 


envoy_call_timer( ) 


envoy_call_timer() — execute the specified function when the timer expires 


void envoy_call_timer 
( 
bits32_t when, 
void (* what) (void) 


) 
This routine executes the what function after when ticks have elapsed. This function is used 
internally to respond when the interval between the test and set of a "test and set" exceeds 
the timeout specified by when. 


N/A 


saloLib 
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envoy_now() 


envoy_now() 


envoy_now() — return the number of clock ticks elapsed since the timer was set 
bits32_t envoy_now (void) 

Call this function to find out the number of clock ticks elapsed since the timer was set. 
Elapsed time, in ticks. 


saloLib 


envPrivateCreate( ) 


envPrivateCreate( ) — create a private environment 


STATUS envPrivateCreate 
( 


int taskId, /* task to have private environment */ 

int envSource /* -1 = make an empty private environment */ 
/* 0 = copy global to new private env */ 
/* taskId = copy the specified env */ 


This routine creates a private set of environment variables for a specified task, if the 
environment variable task create hook is not installed. 


OK, or ERROR if memory is insufficient. 


envLibInit( ), envPrivateDestroy() 
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2. Subroutines 
envShow( ) 


envPrivateDestroy() 


envPrivateDestroy() — destroy a private environment 


STATUS envPrivateDestroy 


( 
int taskId /* task with private env to destroy */ 


) 
This routine destroys a private set of environment variables that were created with 
envPrivateCreate( ). Calling this routine is unnecessary if the environment variable task 
create hook is installed and the task was spawned with VX_PRIVATE_ENV. 
OK, or ERROR if the task does not exist. 


envLib, envPrivateCreate( ) 


envShow() 


envShow() — display the environment for a task 
void envShow 
( 
int taskId /* task for which environment is printed */ 


) 


This routine prints to standard output all the environment variables for a specified task. If 
taskId is NULL, then the calling task’s environment is displayed. 


N/A 


envLib 
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errnoGet( ) 


errnoGet() 


errnoGet() — get the error status value of the calling task 
int errnoGet (void) 


This routine gets the error status stored in errno. It is provided for compatibility with 
previous versions of VxWorks and simply accesses errno directly. 


The error status value contained in errno. 


errnoLib, errnoSet( ), errnoOfTaskGet( ) 


errno OfTaskGet( ) 


errnoOfTaskGet() — get the error status value of a specified task 


int errnoOfTaskGet 
( 


int taskId /* task ID, 0 means current task */ 


) 


This routine gets the error status most recently set for a specified task. If taskId is zero, the 


calling task is assumed, and the value currently in errno is returned. 


This routine is provided primarily for debugging purposes. Normally, tasks access errno 


directly to set and get their own error status values. 
The error status of the specified task, or ERROR if the task does not exist. 


errnoLib, errnoSet(), errnoGet( ) 
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2. Subroutines 
errnoSet( ) 


errnoOfTaskSet() 


errnoOfTaskSet( ) — set the error status value of a specified task 
STATUS errnoOfTaskSet 

( 

int taskId, /* task ID, O means current task */ 


int errorValue /* error status value */ 


) 


This routine sets the error status for a specified task. If taskId is zero, the calling task is 
assumed, and errno is set with the specified error status. 


This routine is provided primarily for debugging purposes. Normally, tasks access errno 
directly to set and get their own error status values. 


OK, or ERROR if the task does not exist. 


errnoLib, errnoSet( ), errnoOfTaskGet( ) 


errnoSet() 


errnoSet() — set the error status value of the calling task 
STATUS errnoSet 

( 

int errorValue /* error status value to set */ 


) 


This routine sets the errno variable with a specified error status. It is provided for 
compatibility with previous versions of VxWorks and simply accesses errno directly. 


OK, or ERROR if the interrupt nest level is too deep. 


errnoLib, errnoGet( ), errnoOfTaskSet( ) 
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esmcattach( ) 


esmcattach( ) 


esmcattach() — publish the esmc network interface and initialize the driver. 


STATUS esmcattach 


unit, 
ioAddr, 
intVec, 
intLevel, 
config, 
mode 


unit number */ 

address of esmc’s shared memory */ 

interrupt vector to connect to */ 

interrupt level */ 

0: Autodetect 1: AUI 2: BNC 3: RJ45 */ 

0: rx in interrupt 1: rx in task(netTask) */ 


This routine attaches an esmc Ethernet interface to the network if the device exists. It 
makes the interface available by filling in the network interface record. The system will 
initialize the interface when it is ready to accept packets. 


OK or ERROR. 


if_esmc, ifLib, netShow 


esmcPut() 


esmcPut() — copy a packet to the interface. 


#ifdef BSD43_DRIVER LOCAL void esmcPut 


( 
int 


) 


unit 


Copy from mbuf chain to transmitter buffer in shared memory. 


N/A 


if_esmc 
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esmcShow() 


esmcShow() — display statistics for the esmc network interface 


void esmcShow 


( 
int unit, /* interface unit */ 
BOOL zap /* zero totals */ 


) 


This routine displays statistics about the esmc Ethernet network interface. It has two 
parameters: 


unit 
interface unit; should be 0. 


zap 
if 1, all collected statistics are cleared to zero. 


N/A 


if_esmc 


etherAddrResolve( ) 


etherAddrResolve( ) — resolve an Ethernet address for a specified Internet address 


STATUS etherAddrResolve 
( 


struct ifnet * pIf, /* interface on which to send ARP req */ 
char * targetAddr, /* name or Internet address of target */ 
char * eHdr, /* where to return the Ethernet addr */ 
int numTries, /* number of times to try ARPing */ 
int numTicks /* number of ticks between ARPing */ 


This routine uses the Address Resolution Protocol (ARP) and internal ARP cache to 
resolve the Ethernet address of a machine that owns the Internet address given in 
targetAddr. 
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etherinputHookAdd( ) 


The first argument plIf is a pointer to a variable of type struct ifnetwhich identifies the 
network interface through which the ARP request messages are to be sent out. The 
routine ifunit() is used to retrieve this pointer from the system in the following way: 


struct ifnet *pIf; 


pif = ifunit ("1n0"); 


If ifunit() returns a non-NULL pointer, it is a valid pointer to the named network 
interface device structure of type struct ifnet. In the above example, pIf will be pointing to 
the data structure that describes the first LANCE network interface device if ifunit() is 
successful. 


The six-byte Ethernet address is copied to eHdr, if the resolution of targetAddr is 
successful. eHdr must point to a buffer of at least six bytes. 


OK if the address is resolved successfully, or ERROR if eHdr is NULL, targetAddr is 
invalid, or address resolution is unsuccessful. 


etherLib, etherOutput() 


etherInputHookAdd( ) 


etherInputHookAdd( ) — add a routine to receive all Ethernet input packets 


STATUS etherInputHookAdd 


( 

FUNCPTR inputHook, /* routine to receive Ethernet input */ 

char* pName, /* name of device if MUX/END is being used */ 
int unit /* unit of device if MUX/END is being used */ 


) 
This routine adds a hook routine that will be called for every Ethernet packet that is 
received. 
The calling sequence of the input hook routine is: 


BOOL inputHook 
( 


struct ifnet *pIf, /* interface packet was received on */ 
char *buffer, /* received packet */ 
int length /* length of received packet */ 


) 
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2. Subroutines 
etherInputHookDelete( ) 


The hook routine should return TRUE if it has handled the input packet and no further 

action should be taken with it. It should return FALSE if it has not handled the input 

packet and normal processing (for example, Internet) should take place. 
The packet is in a temporary buffer when the hook routine is called. This buffer will be 

reused upon return from the hook. If the hook routine needs to retain the input packet, it 

should copy it elsewhere. 


IMPLEMENTATION A call to the function pointed to by the global function pointer etherInputHookRtn 
should be invoked in the receive routine of every network driver providing this service. 


For example: 


#include "etherLib.h" 
xxxRecv () 


/* call input hook if any */ 
if ((etherInputHookRtn != NULL) && 
(* etherInputHookRtn) (&ls->ls_if, (char *)eh, len) ) 


{ 


return; /* input hook has already processed this packet */ 


} 


RETURNS OK, always. 


SEE ALSO etherLib 


etherInputHookDelete( ) 


NAME etherInputHookDelete( ) — delete a network interface input hook routine 


SYNOPSIS void etherInputHookDelete 
( 
FUNCPTR inputHook, 
char * pName, 


int unit 

) 
DESCRIPTION This routine deletes a network interface input hook. 
RETURNS N/A 
SEE ALSO etherLib 
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etherMultiAdd( ) 


etherMultiAdd( ) — add multicast address to a multicast address list 


int etherMultiAdd 
( 
LIST * pList, /* pointer to list of multicast addresses */ 
char* pAddress /* address you want to add to list */ 
) 


This routine adds an Ethernet multicast address list for a given END. The address is a 
six-byte value pointed to by pAddress. 


OK or ENETRESET. 


etherMultiLib 


etherMultiDel() 


etherMultiDel() — delete an Ethernet multicast address record 
int etherMultiDel 
( 
LIST * pList, /* pointer to list of multicast addresses */ 


char* pAddress /* address you want to add to list */ 
) 


This routine deletes an Ethernet multicast address from the list. The address is a six-byte 
value pointed to by pAddress. 


OK or ENETRESET. 


etherMultiLib 
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etherOutput( ) 


etherMultiGet( ) 


etherMultiGet( ) — retrieve a table of multicast addresses from a driver 


int etherMultiGet 


( 
LIST* pList, /* pointer to list of multicast addresses */ 


MULTI_TABLE* pTable /* table into which to copy addresses */ 
) 


This routine runs down the multicast address list stored in a driver and places all the 
entries it finds into the multicast table structure passed to it. 


OK or ERROR. 


etherMultiLib 


etherOutput( ) 


etherOutput() — send a packet on an Ethernet interface 


STATUS etherOutput 
( 


struct ifnet * pif, /* interface on which to send */ 
struct ether_header * pEtherHeader, /* Ethernet header to send */ 
char * pData, /* data to send */ 

int dataLength /* # of bytes of data to send */ 


) 
This routine sends a packet on the specified Ethernet interface by calling the interface’s 
output routine directly. 


The first argument pl/f is a pointer to a variable of type struct ifnetwhich contains some 
useful information about the network interface. A routine named ifunit() can retrieve this 
pointer from the system in the following way: 


struct ifnet *pIf; 


plIf = ifunit ("1n0"); 
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etherOutputHookAdd( ) 


If ifunit() returns a non-NULL pointer, it is a valid pointer to the named network 
interface device structure of type struct ifnet. In the above example, plf points to the data 
structure that describes the first LANCE network interface device if ifunit() is successful. 


The second argument pEtherHeader should contain a valid Ethernet address of the 
machine for which the message contained in the argument pData is intended. If the 
Ethernet address of this machine is fixed and well-known to the user, filling in the 
structure ether_header can be accomplished by using bcopy() to copy the six-byte 
Ethernet address into the ether_dhostfield of the structure ether_header. Alternatively, 
users can make use of the routine etherAddrResolve() which will use ARP (Address 
Resolution Protocol) to resolve the Ethernet address for a specified Internet address. 


OK, or ERROR if the routine runs out of mbufs. 


etherLib, etherAddrResolve( ) 


etherOutputHookAdd( ) 


etherOutputHookAdd() — add a routine to receive all Ethernet output packets 


STATUS etherOutputHookAdd 


( 
FUNCPTR outputHook /* routine to receive Ethernet output */ 


) 
This routine adds a hook routine that will be called for every Ethernet packet that is 
transmitted. 
The calling sequence of the output hook routine is: 


BOOL outputHook 
( 


struct ifnet *pIf, /* interface packet will be sent on */ 
char *buffer, /* packet to transmit */ 
int length /* length of packet to transmit */ 


) 


The hook is called immediately before transmission. The hook routine should return 
TRUE if it has handled the output packet and no further action should be taken with it. It 
should return FALSE if it has not handled the output packet and normal transmission 
should take place. 


The Ethernet packet data is in a temporary buffer when the hook routine is called. This 
buffer will be reused upon return from the hook. If the hook routine needs to retain the 
output packet, it should be copied elsewhere. 
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etherOutputHookDelete( ) 


IMPLEMENTATION A call to the function pointed to be the global function pointer etherOutputHookRtn 
should be invoked in the transmit routine of every network driver providing this service. 


For example: 


#include "etherLib.h" 


xxxStartOutput () 
/* call output hook if any */ 
if ((etherOutputHookRtn != NULL) && 
(* etherOutputHookRtn) (&ls->ls_if, buf0, len) ) 
{ 
/* output hook has already processed this packet */ 
} 


else 
RETURNS OK, if the hook could be added, ERROR otherwise. 
SEE ALSO etherLib 


etherOutputHookDelete( ) 


NAME etherOutputHookDelete( ) — delete a network interface output hook routine 


SYNOPSIS void etherOutputHookDelete 


( 
FUNCPTR outputHook 


) 


DESCRIPTION This routine deletes a network interface output hook, which must be supplied as the only 
argument. 

RETURNS N/A 

SEE ALSO etherLib 
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etherTypeGet( ) 


etherTypeGet() 


etherTypeGet( ) — get the type from an ethernet packet 


USHORT etherTypeGet 


( 
char * pPacket /* pointer to the beginning of the packet */ 


) 
This routine returns a short that is the ethertype (defined in RFC 1700) from either an 
802.3 addressed packet or an RFC 894 packet. Most packets are encoded as described in 
RFC 894 but we should also be able to understand 802.3 addressing. 
A USHORT value that is the ethertype, or 0 on error. 


etherLib, RFC 894, TCP/IP Illustrated, Volume 1, by Richard Stevens. 


evbNs16550HrdInit( ) 


evbNs16550HrdInit( ) — initialize the NS 16550 chip 
void evbNs16550Hrdinit 
candi 6550_CHAN * pChan 
) 
This routine is called to reset the NS 16550 chip to a quiescent state. 


evbNs16550Sio 
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excConnecit( ) 


evbNs16550Int( ) 


evbNs16550Int( ) — handle a receiver/transmitter interrupt for the NS 16550 chip 


void evbNs16550Int 


( 
EVBNS16550_CHAN * pChan 


) 


This routine is called to handle interrupts. If there is another character to be transmitted, it 
sends it. If the interrupt handler is called erroneously (for example, if a device has never 
been created for the channel), it disables the interrupt. 


evbNs16550Sio 


excConnect( ) 


excConnect( ) — connect a C routine to an exception vector (PowerPC) 


STATUS excConnect 
( 
VOIDFUNCPTR * vector, /* exception vector to attach to */ 
VOIDFUNCPTR routine /* routine to be called */ 
) 


This routine connects a specified C routine to a specified exception vector. An exception 
stub is created and in placed at vector in the exception table. The address of routine is 
stored in the exception stub code. When an exception occurs, the processor jumps to the 
exception stub code, saves the registers, and calls the C routines. 


The routine can be any normal C code, except that it must not invoke certain operating 
system functions that may block or perform I/O operations. 


The registers are saved to an Exception Stack Frame (ESF) placed on the stack of the task 
that has produced the exception. The structure of the ESF used to save the registers is 
defined in h/arch/ppc/esfPpc.h. 


The only argument passed by the exception stub to the C routine is a pointer to the ESF 
containing the registers values. The prototype of this C routine is described below: 


void excHandler (ESFPPC *); 
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excCriConnect( ) 


When the C routine returns, the exception stub restores the registers saved in the ESF and 
continues execution of the current task. 


OK, always. 


excArchLib, excIntConnect(), excVecSet( ) 


excCrtConnect( ) 


excCrtConnect() — connect a C routine to a critical exception vector (PowerPC 403) 


STATUS excCrtConnect 


( 
VOIDFUNCPTR * vector, /* exception vector to attach to */ 
VOIDFUNCPTR routine /* routine to be called */ 


) 


This routine connects a specified C routine to a specified critical exception vector. An 
exception stub is created and in placed at vector in the exception table. The address of 
routine is stored in the exception stub code. When an exception occurs, the processor 
jumps to the exception stub code, saves the registers, and call the C routines. 


The routine can be any normal C code, except that it must not invoke certain operating 
system functions that may block or perform I/O operations. 


The registers are saved to an Exception Stack Frame (ESF) which is placed on the stack of 
the task that has produced the exception. The ESF structure is defined in 
h/arch/ppc/esfPpc.h. 


The only argument passed by the exception stub to the C routine is a pointer to the ESF 
containing the register values. The prototype of this C routine is as follows: 


void excHandler (ESFPPC *); 


When the C routine returns, the exception stub restores the registers saved in the ESF and 
continues execution of the current task. 


OK, always. 


excArchLib, excIntConnect( ), excIntCrtConnect, excVecSet( ) 
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excHookAdd() 


excHookAdd( ) — specify a routine to be called with exceptions 


void excHookAdd 
( 


FUNCPTR excepHook /* routine to call when exceptions occur */ 


) 


This routine specifies a routine that will be called when hardware exceptions occur. The 
specified routine is called after normal exception handling, which includes displaying 
information about the error. Upon return from the specified routine, the task that 
incurred the error is suspended. 


The exception handling routine should be declared as: 


void myHandler 


( 


int task, /* ID of offending task */ 
int vecNum, /* exception vector number */ 
ESFxx *pEsf /* pointer to exception stack frame */ 


) 


where task is the ID of the task that was running when the exception occurred. ESFxx is 
architecture-specific and can be found by examining /target/h/arch/arch/esfarch.h; for 
example, the PowerPC uses ESFPPC. 


This facility is normally used by dbgLib() to activate its exception handling mechanism. 
If an application provides its own exception handler, it will supersede the dbgLib 
mechanism. 


N/A 


excLib, excTask() 


excInit( ) 


excInit() — initialize the exception handling package 


STATUS excInit () 
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NOTE 


VxWorks Reference Manual, 5.4 
excintConnect( ) 


This routine installs the exception handling facilities and spawns excTask(), which 
performs special exception handling functions that need to be done at task level. It also 
creates the message queue used to communicate with excTask(). 


The exception handling facilities should be installed as early as possible during system 
initialization in the root task, usrRoot(), in usrConfig.c. 


OK, or ERROR if a message queue cannot be created or excTask() cannot be spawned. 


excLib, excTask() 


excIntConnect( ) 


excIntConnect( ) — connect a C routine to an asynchronous exception vector (PowerPC, 
ARM) 


STATUS excIntConnect 
( 
VOIDFUNCPTR * vector, /* exception vector to attach to */ 
VOIDFUNCPTR routine /* routine to be called */ 
) 


This routine connects a specified C routine to a specified asynchronous exception vector. 


When the C routine is invoked, interrupts are still locked. It is the responsibility of the C 
routine to re-enable the interrupt. 


The routine can be any normal C code, except that it must not invoke certain operating 
system functions that may block or perform I/O operations. 


On PowerPC, the vector is typically the external interrupt vector 0x500 and the 
decrementer vector 0x900. An interrupt stub is created and placed at vector in the 
exception table. The address of routine is stored in the interrupt stub code. When the 
asynchronous exception occurs the processor jumps to the interrupt stub code, saves only 
the requested registers, and calls the C routines. 


Before saving the requested registers, the interrupt stub switches from the current task 
stack to the interrupt stack. For nested interrupts, no stack-switching is performed, 
because the interrupt is already set. 


On the ARM, the address of routine is stored in a function pointer to be called by the stub 
installed on the IRQ exception vector following an asynchronous exception. This routine 
is responsible for determining the interrupt source and despatching the correct handler 
for that source. 
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2. Subroutines 
excintCrtConnect( ) 


Before calling the routine, the interrupt stub switches to SVC mode, changes to a separate 
interrupt stack and saves necessary registers. In the case of a nested interrupt, no SVC 
stack switch occurs. 


OK, always. 


excArchLib, excConnect( ), excVecSet() 


excIntCrtConnect( ) 


excIntCrtConnect( ) — connect a C routine to a critical interrupt vector (PowerPC 403) 


STATUS excIntCrtConnect 
( 
VOIDFUNCPTR * vector, /* exception vector to attach to */ 
VOIDFUNCPTR routine /* routine to be called */ 
) 


This routine connects a specified C routine to a specified asynchronous critical exception 
vector such as the critical external interrupt vector (0x100), or the watchdog timer vector 
(0x1020). An interrupt stub is created and placed at vector in the exception table. The 
address of routine is stored in the interrupt stub code. When the asynchronous exception 
occurs, the processor jumps to the interrupt stub code, saves only the requested registers, 
and calls the C routines. 


When the C routine is invoked, interrupts are still locked. It is the C routine’s 
responsibility to re-enable interrupts. 


The routine can be any normal C routine, except that it must not invoke certain operating 
system functions that may block or perform I/O operations. 


Before the requested registers are saved, the interrupt stub switches from the current task 
stack to the interrupt stack. In the case of nested interrupts, no stack switching is 
performed, because the interrupt stack is already set. 


OK, always. 


excArchLib, excConnect( ), excCrtConnect, excVecSet( ) 
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excTask() 


excTask( ) 


excTask( ) — handle task-level exceptions 

void excTask () 

This routine is spawned as a task by excInit() to perform functions that cannot be 
performed at interrupt or trap level. It has a priority of 0. Do not suspend, delete, or 
change the priority of this task. 


N/A 


excLib, excInit() 


exc VecGet( ) 


excVecGet() — get a CPU exception vector (PowerPC, ARM) 
FUNCPTR excVecGet 
( 
FUNCPTR * vector /* vector offset */ 
) 
This routine returns the address of the C routine currently connected to vector. 


The address of the C routine. 


excArchLib, excVecSet() 


excVecInit( ) 


excVecInit( ) — initialize the exception/interrupt vectors 


STATUS excVecInit (void) 
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2. Subroutines 
excVecSet( ) 


This routine sets all exception vectors to point to the appropriate default exception 
handlers. These handlers will safely trap and report exceptions caused by program errors 
or unexpected hardware interrupts. 


MC680x0: 
All vectors from vector 2 (address 0x0008) to 255 (address 0x03fc) are initialized. 
Vectors 0 and 1 contain the reset stack pointer and program counter. 


SPARC 
All vectors from 0 (offset 0x000) through 255 (offset Oxff0) are initialized. 


i960: 
The i960 fault table is filled with a default fault handler, and all non-reserved vectors 
in the i960 interrupt table are filled with a default interrupt handler. 


MIPS 
All MIPS exception, trap, and interrupt vectors are set to default handlers. 


1386 /i486: 
All vectors from vector 0 (address (0x0000) to 255 (address 0x07f8) are initialized to 
default handlers. 


PowerPC: 
There are 48 vectors and only vectors that are used are initialized. 


ARM 
All exception vectors are initialized to default handlers except 0x14 (Address) which 
is now reserved on the ARM and 0x1C (FIQ), which is not used by VxWorks. 


This routine is usually called from the system start-up routine, usrInit(), in usrConfig.c. 
It must be called before interrupts are enabled. (SPARC: It must also be called when the 
system runs with the on-chip windows (no stack)). 


OK, always. 


excArchLib, excLib 


exc VecSet( ) 


excVecSet( ) — set a CPU exception vector (PowerPC, ARM) 


void excVecSet 
( 
FUNCPTR * vector, /* vector offset */ 
FUNCPTR function /* address to place in vector */ 
) 
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exit() 


This routine specifies the C routine that will be called when the exception corresponding 
to vector occurs. This routine does not create the exception stub; it simply replaces the C 
routine to be called in the exception stub. 


On the ARM, there is no excConnect( ) routine, unlike the PowerPC. The C routine is 
attached to a default stub using excVecSet(). 


N/A 


excArchLib, excVecGet( ), excConnect( ), excIntConnect( ) 


exit() 


exit() — exit a task (ANSI) 


void exit 
( 
int code /* code stored in TCB for delete hooks */ 
) 


This routine is called by a task to cease to exist as a task. It is called implicitly when the 
"main" routine of a spawned task is exited. The code parameter will be stored in the 
WIND_TCB for possible use by the delete hooks, or post-mortem debugging. 


N/A 
taskLib, taskDelete(), American National Standard for Information Systems — Programming 


Language — C, ANSI X3.159-1989: Input/Output (stdlib.h), VxWorks Programmer's Guide: 
Basic OS 


exp() 


exp() — compute an exponential value (ANSI) 


double exp 


( 
double x /* exponent */ 


) 
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2. Subroutines 
fabs() 


This routine returns the exponential value of x in double precision (IEEE double, 53 bits). 


A range error occurs if x is too large. 
math.h 


The double-precision exponential value of x. 


Special cases: 
If x is +INF or NaN, exp() returns x. 
If x is -INF, it returns 0. 


ansiMath, mathALib 


expfO 


expf() — compute an exponential value (ANSI) 
float expf 
( 
float x /* exponent */ 
) 
This routine returns the exponential of x in single precision. 
math.h 


The single-precision exponential value of x. 


mathALib 


fabs() 


fabs() - compute an absolute value (ANSI) 


double fabs 


( 
double v /* number to return the absolute value of */ 


) 
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fabsf( ) 


DESCRIPTION This routine returns the absolute value of v in double precision. 


INCLUDE FILES math.h 


RETURNS The double-precision absolute value of v. 
ERRNO EDOM, ERANGE 
SEE ALSO ansiMath, mathALib 


fabsf() 


NAME fabsf() — compute an absolute value (ANSI) 
SYNOPSIS float fabsf 
( 
float v /* number to return the absolute value of */ 
) 
DESCRIPTION This routine returns the absolute value of v in single precision. 
INCLUDE FILES math.h 


RETURNS The single-precision absolute value of v. 


SEE ALSO mathALib 


fclose() 


NAME fclose() — close a stream (ANSI) 


SYNOPSIS int fclose 


( 
FILE * fp /* stream to close */ 


) 


DESCRIPTION This routine flushes a specified stream and closes the associated file. Any unwritten 
buffered data is delivered to the host environment to be written to the file; any unread 
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2. Subroutines 
tdDevCreate( ) 


buffered data is discarded. The stream is disassociated from the file. If the associated 
buffer was allocated automatically, it is deallocated. 


stdio.h 
Zero if the stream is closed successfully, or EOF if errors occur. 
EBADF 


ansiStdio, fflush() 


fdDevCreate() 


fdDevCreate() — create a device for a floppy disk 


BLK_DEV *fdDevCreate 
( 
int drive, /* driver number of floppy disk (0 - 3) */ 
int fdType, /* type of floppy disk */ 
int nBlocks, /* device size in blocks (0 = whole disk) */ 
int blkOffset /* offset from start of device */ 
) 


This routine creates a device for a specified floppy disk. 


The drive parameter is the drive number of the floppy disk; valid values are 0 to 3. 


The fdType parameter specifies the type of diskette, which is described in the structure 
table fdTypes[] in sysLib.c. fdType is an index to the table. Currently the table contains 
two diskette types: 


— An fdType of 0 indicates the first entry in the table (3.5" 2HD, 1.44MB); 
— An fdType of 1 indicates the second entry in the table (5.25" 2HD, 1.2MB). 


Members of the fdTypes[] structure are: 


int sectors; /* no of sectors */ 

int sectorsTrack; /* sectors per track */ 

int heads; /* no of heads */ 

int cylinders; /* no of cylinders */ 

int secSize; /* bytes per sector, 128 << secSize */ 
char gap1; /* gapl size for read, write */ 

char gap2; /* gap2 size for format */ 

char dataRate; /* data transfer rate */ 
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fdDrv() 
char stepRate; /* stepping rate */ 
char headUnload; /* head unload time */ 
char headLoad; /* head load time */ 
char mfm; /* MFM bit for read, write, format */ 
char sk; /* SK bit for read */ 
char *name; /* name */ 


T he nBlocks parameter specifies the size of the device, in blocks. If nBlocks is zero, the 
whole disk is used. 


The blkOffset parameter specifies an offset, in blocks, from the start of the device to be 
used when writing or reading the floppy disk. This offset is added to the block numbers 
passed by the file system during disk accesses. (VxWorks file systems always use block 
numbers beginning at zero for the start of a device.) Normally, blkOffset is 0. 


A pointer to a block device structure (BLK_DEV) or NULL if memory cannot be allocated 
for the device structure. 


nec765Fd, fdDrv(), fdRawio(), dosFsMkfs(), dosFsDevInit( ), rt11FsDevInit(), 
rt11FsMkfs( ), rawFsDevInit( ) 


fdDrov() 


fdDrv( ) - initialize the floppy disk driver 


STATUS fdDrv 
( 


int vector, /* interrupt vector */ 
int level /* interrupt level */ 


) 


This routine initializes the floppy driver, sets up interrupt vectors, and performs 
hardware initialization of the floppy chip. 


This routine should be called exactly once, before any reads, writes, or calls to 
fdDevCreate(). Normally, it is called by usrRoot() in usrConfig.c. 


OK. 


nec765Fd, fdDevCreate( ), fdRawio() 
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2. Subroutines 
fdprintf() 


fdopen() 


fdopen() - open a file specified by a file descriptor (POSIX) 


FILE * fdopen 
( 
int fd, /* file descriptor */ 
const char * mode /* mode to open with */ 


) 


This routine opens the file specified by the file descriptor fd and associates a stream with 
it. The mode argument is used just as in the fopen() function. 


stdio.h 


A pointer to a stream, or a null pointer if an error occurs, with errno set to indicate the 
error. 


EINVAL 


ansiStdio, fopen(), freopen(), .br Information Technology — POSIX — Part 1: System API [C 
Language], IEEE Std 1003.1 


fdprintf) 


fdprintf() — write a formatted string to a file descriptor 
int fdprintf 
( 
int fd, /* file descriptor to write to */ 


const char * fmt /* format string to write */ 


) 


This routine writes a formatted string to a specified file descriptor. Its function and syntax 
are otherwise identical to printf(). 


The number of characters output, or ERROR if there is an error during output. 


fioLib, printf() 
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fdRawio( ) 


fdRawio() 


fdRawio() — provide raw I/O access 
STATUS fdRawio 


int drive, /* drive number of floppy disk (0 - 3) */ 
int fdType, /* type of floppy disk */ 
FD_RAW * pFdRaw /* pointer to FD_RAW structure */ 
) 
This routine is called when the raw I/O access is necessary. 


The drive parameter is the drive number of the floppy disk; valid values are 0 to 3. 


The fdType parameter specifies the type of diskette, which is described in the structure 
table fdTypes[] in sysLib.c. fdType is an index to the table. Currently the table contains 
two diskette types: 


— An fdType of 0 indicates the first entry in the table (3.5" 2HD, 1.44MB); 
— An fdType of 1 indicates the second entry in the table (5.25" 2HD, 1.2MB). 


The pFdRaw is a pointer to the structure FD_RAW, defined in nec765Fd.h 
OK or ERROR. 


nec765Fd, fdDro(), fdDevCreate() 


fei82557EndLoad( ) 


fei82557EndLoad( ) - initialize the driver and device 


END_OBJ* fei182557EndLoad 
( 


char * initString /* parameter string */ 


) 


This routine initializes both, driver and device to an operational state using device specific 
parameters specified by initString. 


The parameter string, initString, is an ordered list of parameters each separated by a colon. 
The format of initString is, "unit:memBase:memSize:nCF Ds:nRFDs:flags" 
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feiattach( ) 


The 82557 shares a region of memory with the driver. The caller of this routine can 
specify the address of this memory region, or can specify that the driver must obtain this 
memory region from the system resources. 


A default number of transmit/receive frames of 32 can be selected by passing zero in the 
parameters nT fds and nRfds. In other cases, the number of frames selected should be 
greater than two. 


The memBase parameter is used to inform the driver about the shared memory region. If 
this parameter is set to the constant "NONE," then this routine will attempt to allocate the 
shared memory from the system. Any other value for this parameter is interpreted by this 
routine as the address of the shared memory region to be used. The memSize parameter is 
used to check that this region is large enough with respect to the provided values of both 
transmit/receive frames. 


If the caller provides the shared memory region, then the driver assumes that this region 
does not require cache coherency operations, nor does it require conversions between 
virtual and physical addresses. 


If the caller indicates that this routine must allocate the shared memory region, then this 
routine will use cacheDmaMalloc() to obtain some non-cacheable memory. The 
attributes of this memory will be checked, and if the memory is not write coherent, this 
routine will abort and return ERROR. 

an END object pointer, or NULL on error. 


fei82557End, ifLib, Intel 82557 User’s Manual 


feiattach() 


feiattach() — publish the fei network interface 


STATUS feiattach 
( 


int unit, /* unit number */ 

char * memBase, /* address of shared memory (NONE = malloc) */ 
int nCFD, /* command frames (0 = default) */ 

int nRFD, /* receive frames (0 = default) */ 

int nRFDLoan /* loanable rx frames (0 = default, -1 = 0) */ 


) 


This routine publishes the fei interface by filling in a network interface record and adding 
the record to the system list. 
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feof() 


The 82557 shares a region of main memory with the CPU. The caller of this routine can 
specify the address of this shared memory region through the memBase parameter; if 
memBase is set to the constant NONE, the driver will allocate the shared memory region. 


If the caller provides the shared memory region, the driver assumes that this region does 
not require cache coherency operations. 


If the caller indicates that feiattach() must allocate the shared memory region, feiattach() 
will use cacheDmaMalloc( ) to obtain a block of non-cacheable memory. The attributes of 
this memory will be checked, and if the memory is not both read and write coherent, 
feiattach() will abort and return ERROR. 


A default number of 32 command (transmit) and 32 receive frames can be selected by 
passing zero in the parameters nCFD and nRFD, respectively. If nCFD or nRFD is used to 
select the number of frames, the values should be greater than two. 


A default number of 8 loanable receive frames can be selected by passing zero in the 
parameters nRFDLoan, else set nRFDLoan to the desired number of loanable receive 
frames. If nRFDLoan is set to -1, no loanable receive frames will be allocated/used. 
OK, or ERROR if the driver could not be published and initialized. 


if_fei,ifLib, Intel 82557 User’s Manual 


feof() 


feof() — test the end-of-file indicator for a stream (ANSI) 
int feof 
( 
FILE * fp /* stream to test */ 
) 
This routine tests the end-of-file indicator for a specified stream. 
stdio.h 


Non-zero if the end-of-file indicator is set for fp. 


ansiStdio, clearerr() 
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2. Subroutines 
fflush() 


ferror() 


ferror() — test the error indicator for a file pointer (ANSI) 
int ferror 
( 
FILE * fp /* stream to test */ 
) 
This routine tests the error indicator for the stream pointed to by fp. 
stdio.h 


Non-zero if the error indicator is set for fp. 


ansiStdio, clearerr() 


fflush() 


fflush() — flush a stream (ANSI) 


int fflush 
( 
FILE * fp /* stream to flush */ 
) 


This routine writes to the file any unwritten data for a specified output or update stream 
for which the most recent operation was not input; for an input stream the behavior is 


undefined. 


ANSI specifies that if fp is a null pointer, fflush() performs the flushing action on all 
streams for which the behavior is defined; however, this is not implemented in VxWorks. 


stdio.h 
Zero, or EOF if a write error occurs. 
EBADF 


ansiStdio, fclose() 
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fgetc( ) 


fgetc() 


fgetc() - return the next character from a stream (ANSI) 


int fgetc 
( 
FILE * fp /* stream to read from */ 


) 


This routine returns the next character (converted to an int) from the specified stream, and 
advances the file position indicator for the stream. 


If the stream is at end-of-file, the end-of-file indicator for the stream is set; if a read error 
occurs, the error indicator is set. 


stdio.h 


The next character from the stream, or EOF if the stream is at end-of-file or a read error 
occurs. 


ansiStdio, fgets(), getc() 


fgetpos() 


fgetpos() — store the current value of the file position indicator for a stream (ANSI) 
int fgetpos 

( 

FILE * fp, /* stream */ 


fpos_t * pos /* where to store position */ 


) 
This routine stores the current value of the file position indicator for a specified stream fp 
in the object pointed to by pos. The value stored contains unspecified information usable 
by fsetpos() for repositioning the stream to its position at the time fgetpos() was called. 
stdio.h 


Zero, or non-zero if unsuccessful, with errno set to indicate the error. 


ansiStdio, fsetpos() 
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2. Subroutines 
fileno( ) 


fgets() 


fgets() — read a specified number of characters from a stream (ANSI) 


char * fgets 
( 
char * buf, /* where to store characters */ 
size_t on, /* no. of bytes to read + 1 */ 
FILE * fp /* stream to read from */ 
) 


This routine stores in the array buf up to n-1 characters from a specified stream. No 


additional characters are read after a new-line or end-of-line. A null character is written 
immediately after the last character read into the array. 


If end-of-file is encountered and no characters have been read, the contents of the array 
remain unchanged. Ifa read error occurs, the array contents are indeterminate. 


stdio.h 


A pointer to buf, or a null pointer if an error occurs or end-of-file is encountered and no 
characters have been read. 


ansiStdio, fread(), fgetc() 


fileno() 


fileno() - return the file descriptor for a stream (POSIX) 
int fileno 
( 
FILE * fp /* stream */ 
) 
This routine returns the file descriptor associated with a specified stream. 
stdio.h 


The file descriptor, or -1 if an error occurs, with errno set to indicate the error. 


ansiStdio, Information Technology — POSIX — Part 1: System API [C Lang.], IEEE Std 1003.1 
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fioFormatV( ) 


fioFormatV() 


fioFormatV() — convert a format string 


int fioFormatV 


( 


const char * fmt, /* format string */ 

va_list vaList, /* pointer to varargs list */ 

FUNCPTR outRoutine, /* handler for args as they’re formatted */ 
int outarg /* argument to routine */ 


) 


This routine is used by the printf() family of routines to handle the actual conversion of a 
format string. The first argument is a format string, as described in the entry for printf(). 
The second argument is a variable argument list vaList that was previously established. 


As the format string is processed, the result will be passed to the output routine whose 
address is passed as the third parameter, outRoutine. This output routine may output the 
result to a device, or put it in a buffer. In addition to the buffer and length to output, the 
fourth argument, outarg, will be passed through as the third parameter to the output 
routine. This parameter could be a file descriptor, a buffer address, or any other value 
that can be passed in an "int". 


The output routine should be declared as follows: 


STATUS outRoutine 
( 


char *buffer, /* buffer passed to routine */ 
int nchars, /* length of buffer */ 
int outarg /* arbitrary arg passed to fmt routine */ 


) 


The output routine should return OK if successful, or ERROR if unsuccessful. 
The number of characters output, or ERROR if the output routine returned ERROR. 


fioLib 
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2. Subroutines 
fioRdString() 


fioLibInit() 


fioLibInit() — initialize the formatted I/O support library 
void fioLibInit (void) 


This routine initializes the formatted I/O support library. It should be called once in 
usrRoot() when formatted I/O functions such as printf() and scanf() are used. 


N/A 


fioLib 


fioRdString() 


fioRdString() — read a string from a file 


int fioRdString 
( 
int fd, /* £d of device to read */ 
char string[], /* buffer to receive input */ 
int maxbytes /* max no. of chars to read */ 


) 
This routine puts a line of input into string. The specified input file descriptor is read until 
maxbytes, an EOF, an EOS, or a newline character is reached. A newline character or EOF 


is replaced with EOS, unless maxbytes characters have been read. 


The length of the string read, including the terminating EOS; or EOF if a read error 
occurred or end-of-file occurred without reading any other character. 


fioLib 
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fioRead( ) 


fioRead() 


fioRead() — read a buffer 


int fioRead 
( 
int fd, /* file descriptor of file to read */ 
char * buffer, /* buffer to receive input */ 
int maxbytes /* maximum number of bytes to read */ 


) 


This routine repeatedly calls the routine read() until maxbytes have been read into buffer. 
If EOF is reached, the number of bytes read will be less than maxbytes. 


The number of bytes read, or ERROR if there is an error during the read operation. 


fioLib, read() 


floatInit() 


floatInit() — initialize floating-point I/O support 

void floatInit (void) 

This routine must be called if floating-point format specifications are to be supported by 
the printf()/scanf() family of routines. If the configuration macro 
INCLUDE_FLOATING_POINT is defined, it is called by the root task, usrRoot(), in 
usrConfig.c. 


N/A 


floatLib 
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2. Subroutines 
floorf() 


floor() 


floor() — compute the largest integer less than or equal to a specified value (ANSI) 
double floor 

( 

double v /* value to find the floor of */ 

) 
This routine returns the largest integer less than or equal to v, in double precision. 
math.h 


The largest integral value less than or equal to v, in double precision. 


ansiMath, mathALib 


floorf() 


floorf() — compute the largest integer less than or equal to a specified value (ANSI) 
float floorf 

( 

float v /* value to find the floor of */ 

) 
This routine returns the largest integer less than or equal to v, in single precision. 
math.h 


The largest integral value less than or equal to v, in single precision. 


mathALib 
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fmod() 


fmod() 


fmod() - compute the remainder of x/y (ANSI) 
double fmod 
( 
double x, /* numerator */ 
double y /* denominator */ 
) 
This routine returns the remainder of x/y with the sign of x, in double precision. 


math.h 


The value x -i* y, for some integer i. If y is non-zero, the result has the same sign as x and 
magnitude less than the magnitude of y. If y is zero, fmod() returns zero. 


EDOM 


ansiMath, mathALib 


fmodf() 


fmodf() — compute the remainder of x/y (ANSI) 
float fmodf 
( 
float x, /* numerator */ 
float y /* denominator */ 
) 
This routine returns the remainder of x/y with the sign of x, in single precision. 
math.h 


The single-precision modulus of x/y. 


mathALib 
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2. Subroutines 
fopen( ) 


fnattach( ) 


fnattach() — publish the fn network interface and initialize the driver and device 


STATUS fnattach 
( 
int unit /* unit number */ 


) 
The routine publishes the fn interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


OK or ERROR. 


if_fn 


fopen() 


fopen() — open a file specified by name (ANSI) 


FILE * fopen 
( 
const char * file, /* name of file */ 
const char * mode /* mode */ 


) 


This routine opens a file whose name is the string pointed to by fileand associates a stream 
with it. The argument mode points to a string beginning with one of the following 
sequences: 


r 
open text file for reading 
truncate to zero length or create text file for writing 
append; open or create text file for writing at end-of-file 


tb 
open binary file for reading 
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wb 
truncate to zero length or create binary file for writing 


ab 
append; open or create binary file for writing at end-of-file 


r+ 
open text file for update (reading and writing) 


w+ 
truncate to zero length or create text file for update. 


a+ 
append; open or create text file for update, writing at end-of-file 


r+b / rb+ 
open binary file for update (reading and writing) 


wtb / wb+ 
truncate to zero length or create binary file for update 


atb / ab+ 
append; open or create binary file for update, writing at end-of-file 


Opening a file with read mode (r as the first character in the modeargument) fails if the file 
does not exist or cannot be read. 


Opening a file with append mode (a as the first character in the modeargument) causes all 
subsequent writes to the file to be forced to the then current end-of-file, regardless of 
intervening calls to fseek(). In some implementations, opening a binary file with append 
mode (b as the second or third character in the mode argument) may initially position the 
file position indicator for the stream beyond the last data written, because of null 
character padding. In VxWorks, whether append mode is supported is device-specific. 


When a file is opened with update mode (+ as the second or third character in the mode 
argument), both input and output may be performed on the associated stream. However, 
output may not be directly followed by input without an intervening call to fflush() or to 
a file positioning function (fseek(), fsetpos(), or rewind()), and input may not be directly 
followed by output without an intervening call to a file positioning function, unless the 
input operation encounters end-of-file. Opening (or creating) a text file with update mode 
may instead open (or create) a binary stream in some implementations. 


When opened, a stream is fully buffered if and only if it can be determined not to refer to 
an interactive device. The error and end-of-file indicators for the stream are cleared. 


stdio.h 
A pointer to the object controlling the stream, or a null pointer if the operation fails. 


ansiStdio, fdopen(), freopen() 
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fp 


fp() - return the contents of register fp (i960) 
int fp 
( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of register fp, the frame pointer, from the TCB of a 
specified task. If taskId is omitted or 0, the current default task is assumed. 


The contents of the fp register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


fp) 


fp0() — return the contents of register fp0 (also fp1 — fp3) (i{960KB, i960SB) 
double fp0 

( 

volatile int taskId /* task ID, O means default task */ 


) 


This command extracts the contents of the floating-point register fp0 from the TCB of a 
specified task. If taskId is omitted or 0, the current default task is assumed. 


Routines are provided for the floating-point registers fp0 — fp3: fp0() — fp3(). 
The contents of the fp0 register (or the requested register). 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 
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fppInit() 


fppinit() — initialize floating-point coprocessor support 


void fppInit (void) 


This routine initializes floating-point coprocessor support and must be called before using 
the floating-point coprocessor. This is done automatically by the root task, usrRoot(), in 
usrConfig.c when the configuration macro INCLUDE_HW_FP is defined. 

N/A 


fppLib 


fppProbe() 


fppProbe() - probe for the presence of a floating-point coprocessor 


STATUS fppProbe (void) 


This routine determines whether there is a floating-point coprocessor in the system. 
The implementation of this routine is architecture-dependent: 


MC680x0, SPARC, i386 /i486: 
This routine sets the illegal coprocessor opcode trap vector and executes a 
coprocessor instruction. If the instruction causes an exception, fppProbe() returns 
ERROR. Note that this routine saves and restores the illegal coprocessor opcode trap 
vector that was there prior to this call. 


The probe is only performed the first time this routine is called. The result is stored in 
a static and returned on subsequent calls without actually probing. 
i960: 
This routine merely indicates whether VxWorks was compiled with the flag 
-DCPU=I960KB. 
MIPS 
This routine simply reads the R-Series status register and reports the bit that indicates 
whether coprocessor 1 is usable. This bit must be correctly initialized in the BSP. 
ARM 


This routine currently returns ERROR to indicate no floating-point coprocessor 
support. 
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OK, or ERROR if there is no floating-point coprocessor. 


fppArchLib 


fppRestore() 


fppRestore() — restore the floating-point coprocessor context 


void fppRestore 


( 
FP_CONTEXT * pFpContext /* where to restore context from */ 


) 


This routine restores the floating-point coprocessor context. The context restored is: 
MC680x0: 

— registers fpcr, fpsr, and fpiar 

— registers £0 — £7 

— internal state frame (if NULL, the other registers are not saved.) 


SPARC 
— registers fsr and fpq 
— registers f0 — £31 
1960: 
— registers fp0 — fp3 
MIPS 
— register fpcsr 
— registers fp0 — fp31 
1386/1486: 
— control word, status word, tag word, IP offset, CS selector, 


data operand offset, and operand selector 
— registers st0 — st7 


ARM 
— currently, on this architecture, this routine does nothing. 


N/A 


fppArchLib, fppSave() 
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fppSavel() 


fppSave() — save the floating-point coprocessor context 


void fppSave 


( 
FP_CONTEXT * pFpContext /* where to save context */ 


) 


This routine saves the floating-point coprocessor context. The context saved is: 


MC680x0: 
— registers fpcr, fpsr, and fpiar 
— registers £0 — £7 
— internal state frame (if NULL, the other registers are not saved.) 


SPARC 
— registers fsr and fpq 
— registers f0 — £31 
i960: 
— registers fp0 — fp3 
MIPS 
— register fpcsr 
— registers fp0 — fp31 
1386/1486: 
— control word, status word, tag word, IP offset, CS selector, 
data operand offset, and operand selector (4 bytes each) 
— registers st0 — st7 (8 bytes each) 


ARM 
— currently, on this architecture, this routine does nothing. 


N/A 


fppArchLib, fppRestore() 
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fppShow!Init() 


fppShowInit() — initialize the floating-point show facility 
void fppShowInit (void) 


This routine links the floating-point show facility into the VxWorks system. It is called 
automatically when the floating-point show facility is configured into VxWorks using 
either of the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_HW_FP_SHOW. 
N/A 


fppShow 


fppTaskRegsGet( ) 


fppTaskRegsGet( ) — get the floating-point registers from a task TCB 


STATUS fppTaskRegsGet 
( 
int task, /* task to get info about */ 
FPREG_SET * pFpRegSet /* ptr to floating-point register set */ 
) 


This routine copies a task’s floating-point registers and/or status registers to the locations 
whose pointers are passed as parameters. The floating-point registers are copied into an 


array containing all the registers. 


This routine only works well if task is not the calling task. If a task tries to discover its own 
registers, the values will be stale (that is, left over from the last task switch). 


OK, or ERROR if there is no floating-point support or there is an invalid state. 


fppArchLib, fppTaskRegsSet( ) 
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fppTaskRegsSet( ) 


fppTaskRegsSet( ) — set the floating-point registers of a task 


STATUS fppTaskRegsSet 
( 
int task, /* task to set registers for */ 
FPREG_SET * pFpRegSet /* ptr to floating-point register set */ 
) 


This routine loads the specified values into the TCB of a specified task. The register values 
are copied from the array at pFpRegSet. 


OK, or ERROR if there is no floating-point support or there is an invalid state. 


fppArchLib, fppTaskRegsGet( ) 


fppTaskRegsShow( ) 


fppTaskRegsShow() — print the contents of a task’s floating-point registers 
void fppTaskRegsShow 
( 
int task /* task to display floating point registers for */ 
) 
This routine prints to standard output the contents of a task’s floating-point registers. 


N/A 


fppShow 
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fprintfO) 


fprintf() — write a formatted string to a stream (ANSI) 


int fprintf 
( 
FILE * fp, /* stream to write to */ 
const char * fmt /* format string */ 


) 


This routine writes output to a specified stream under control of the string fmt. The string 
fmt contains ordinary characters, which are written unchanged, plus conversion 
specifications, which cause the arguments that follow fmt to be converted and printed as 
part of the formatted string. 


The number of arguments for the format is arbitrary, but they must correspond to the 
conversion specifications in fmt. If there are insufficient arguments, the behavior is 
undefined. If the format is exhausted while arguments remain, the excess arguments are 
evaluated but otherwise ignored. The routine returns when the end of the format string is 
encountered. 


The format is a multibyte character sequence, beginning and ending in its initial shift 
state. The format is composed of zero or more directives: ordinary multibyte characters 
(not %) that are copied unchanged to the output stream; and conversion specification, 
each of which results in fetching zero or more subsequent arguments. Each conversion 
specification is introduced by the % character. After the %, the following appear in 
sequence: 


— Zero or more flags (in any order) that modify the meaning of the conversion 
specification. 


— An optional minimum field width. If the converted value has fewer characters than 
the field width, it will be padded with spaces (by default) on the left (or right, if the 
left adjustment flag, described later, has been given) to the field width. The field 
width takes the form of an asterisk (*) (described later) or a decimal integer. 


— An optional precision that gives the minimum number of digits to appear for the d, i, 
0, u, x, and X conversions, the number of digits to appear after the decimal-point 
character for e, E, and fconversions, the maximum number of significant digits for the 
g and G conversions, or the maximum number of characters to be written from a 
string in the s conversion. The precision takes the form of a period (.) followed either 
by an asterisk (*) (described later) or by an optional decimal integer; if only the period 
is specified, the precision is taken as zero. If a precision appears with any other 
conversion specifier, the behavior is undefined. 


— An optional h specifying that a following d, i, 0, u, x, and X conversion specifier 
applies to a short int or unsigned short intargument (the argument will have been 
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promoted according to the integral promotions, and its value converted to short int 
or unsigned short int before printing); an optional h specifying that a following n 
conversion specifier applies to a pointer to a short intargument; an optional 1 (el) 
specifying that a following d, i, 0, u, x, and X conversion specifier applies to a long 
int or unsigned long int argument; or an optional | specifying that a following n 
conversion specifier applies to a pointer to a long intargument. If an h or 1 appears 
with any other conversion specifier, the behavior is undefined. 


ANSI C also specifies an optional L in some of the same contexts as | above, 
corresponding to a long double argument. However, the current release of the VxWorks 
libraries does not support long double data; using the optional L gives unpredictable 
results. 


— A character that specifies the type of conversion to be applied. 


As noted above, a field width, or precision, or both, can be indicated by an asterisk (*). In 
this case, an int argument supplies the field width or precision. The arguments specifying 
field width, or precision, or both, should appear (in that order) before the argument (if 
any) to be converted. A negative field width argument is taken as a - flag followed by a 
positive field width. A negative precision argument is taken as if the precision were 
omitted. 


The flag characters and their meanings are: 


The result of the conversion will be left-justified within the field. (it will be 
right-justified if this flag is not specified.) 


The result of a signed conversion will always begin with a plus or minus sign. (It will 
begin with a sign only when a negative value is converted if this flag is not specified.) 


space 
If the first character of a signed conversion is not a sign, or if a signed conversion 
results in no characters, a space will be prefixed to the result. If the space and + flags 
both appear, the space flag will be ignored. 


The result is to be converted to an "alternate form." For o conversion it increases the 
precision to force the first digit of the result to be a zero. For x (or X) conversion, a 
non-zero result will have "Ox" (or "0X") prefixed to it. For e, E, f, g, and G 
conversions, the result will always contain a decimal-point character, even if no digits 
follow it. (Normally, a decimal-point character appears in the result of these 
conversions only if no digit follows it). For g and Gconversions, trailing zeros will 
not be removed from the result. For other conversions, the behavior is undefined. 


For d, i, 0, u, x, X, e, E, f, g, and G conversions, leading zeros (following any 
indication of sign or base) are used to pad to the field width; no space padding is 
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performed. If the 0 and -flags both appear, the 0 flag will be ignored. For d, i, 0, u, x, 
and X conversions, if a precision is specified, the 0 flag will be ignored. For other 
conversions, the behavior is undefined. 


The conversion specifiers and their meanings are: 


di 
The int argument is converted to signed decimal in the style [-]dddd. The precision 
specifies the minimum number of digits to appear; if the value being converted can 
be represented in fewer digits, it will be expanded with leading zeros. The default 
precision is 1. The result of converting a zero value with a precision of zero is no 
characters. 


0, u, x,X 
The unsigned int argument is converted to unsigned octal (0), unsigned decimal (u), 
or unsigned hexadecimal notation (x or X) in the style dddd; the letters abcdef are 
used for x conversion and the letters ABCDEF for X conversion. The precision 
specifies the minimum number of digits to appear; if the value being converted can 
be represented in fewer digits, it will be expanded with leading zeros. The default 
precision is 1. The result of converting a zero value with a precision of zero is no 
characters. 


The double argument is converted to decimal notation in the style [-]ddd.ddd, where 
the number of digits after the decimal point character is equal to the precision 
specification. If the precision is missing, it is taken as 6; if the precision is zero and 
the # flag is not specified, no decimal-point character appears. If a decimal-point 
character appears, at least one digit appears before it. The value is rounded to the 
appropriate number of digits. 


e/E 
The double argument is converted in the style [-]d.ddde+/-dd, where there is one 
digit before the decimal-point character (which is non-zero if the argument is 
non-zero) and the number of digits after it is equal to the precision; if the precision is 
missing, it is taken as 6; if the precision is zero and the # flag is not specified, no 
decimal-point character appears. The value is rounded to the appropriate number of 
digits. The Econversion specifier will produce a number with E instead of 
eintroducing the exponent. The exponent always contains at least two digits. If the 
value is zero, the exponent is zero. 


g,G 
The double argument is converted in style f or e (or in style E in the case of aG 
conversion specifier), with the precision specifying the number of significant digits. 
If the precision is zero, it is taken as 1. The style used depends on the value 
converted; style e (or E) will be used only if the exponent resulting from such a 
conversion is less than -4 or greater than or equal to the precision. Trailing zeros are 
removed from the fractional portion of the result; a decimal-point character appears 
only if it is followed by a digit. 
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% 


The int argument is converted to an unsigned char, and the resulting character is 
written. 


The argument should be a pointer to an array of character type. Characters from the 
array are written up to (but not including) a terminating null character; if the 
precision is specified, no more than that many characters are written. If the precision 
is not specified or is greater than the size of the array, the array will contain a null 
character. 


The argument should be a pointer to void. The value of the pointer is converted to a 
sequence of printable characters, in hexadecimal representation (prefixed with "0x"). 


The argument should be a pointer to an integer into which the number of characters 
written to the output stream so far by this call to fprintf() is written. No argument is 
converted. 


A % is written. No argument is converted. The complete conversion specification is 
%%o. 


If a conversion specification is invalid, the behavior is undefined. 


If any argument is, or points to, a union or an aggregate (except for an array of character 
type using s conversion, or a pointer using p conversion), the behavior is undefined. 


In no case does a non-existent or small field width cause truncation of a field if the result 
of a conversion is wider than the field width, the field is expanded to contain the 
conversion result. 


stdio.h 


The number of characters written, or a negative value if an output error occurs. 


ansiStdio, printf() 
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fputc() - write a character to a stream (ANSI) 


int fputc 
( 
int c, /* character to write */ 
FILE * fp /* stream to write to */ 
) 


This routine writes a character c to a specified stream, at the position indicated by the 
stream’s file position indicator (if defined), and advances the indicator appropriately. 


If the file cannot support positioning requests, or if the stream was opened in append 
mode, the character is appended to the output stream. 


stdio.h 


The character written, or EOF if a write error occurs, with the error indicator set for the 


stream. 


ansiStdio, fputs(), putc() 


fputs() 


fputs() — write a string to a stream (ANSI) 
int fputs 
( 
const char * s, /* string */ 
FILE * fp /* stream to write to */ 
) 


This routine writes the string s, minus the terminating NULL character, to a specified 
stream. 


stdio.h 
A non-negative value, or EOF if a write error occurs. 


ansiStdio, fputc() 
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fread() 


fread() — read data into an array (ANSI) 


int fread 
( 
void * buf, /* where to copy data */ 
size_t size, /* element size */ 
size_t count, /* no. of elements */ 
FILE * fp /* stream to read from */ 
) 


This routine reads, into the array buf, up to count elements of size size, from a specified 
stream fp. The file position indicator for the stream (if defined) is advanced by the 
number of characters successfully read. If an error occurs, the resulting value of the file 
position indicator for the stream is indeterminate. If a partial element is read, its value is 
indeterminate. 


stdio.h 
The number of elements successfully read, which may be less than countif a read error or 
end-of-file is encountered; or zero if size or count is zero, with the contents of the array and 


the state of the stream remaining unchanged. 


ansiStdio 


free() 


free() — free a block of memory (ANSI) 


void free 


( 
void * ptr /* pointer to block of memory to free */ 


) 


This routine returns to the free memory pool a block of memory previously allocated with 
malloc() or calloc(). 


N/A 
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memPartLib, malloc(), calloc(), American National Standard for Information Systems — 
Programming Language — C, ANSI X3.159-1989: General Utilities (stdlib.h) 


freopen() 


freopen() — open a file specified by name (ANSI) 


FILE * freopen 
( 
const char * file, /* name of file */ 
const char * mode, /* mode */ 
FILE * fp /* stream */ 
) 


This routine opens a file whose name is the string pointed to by fileand associates it with a 
specified stream fp. The mode argument is used just as in the fopen() function. 


This routine first attempts to close any file that is associated with the specified stream. 
Failure to close the file successfully is ignored. The error and end-of-file indicators for the 
stream are cleared. 


Typically, freopen() is used to attach the already-open streams stdin, stdout, and stderr to 
other files. 


stdio.h 
The value of fp, or a null pointer if the open operation fails. 


ansiStdio, fopen() 


frexp() 


frexp() — break a floating-point number into a normalized fraction and power of 2 (ANSI) 


double frexp 
( 
double value, /* number to be normalized */ 
int * pexp /* pointer to the exponent */ 
) 
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This routine breaks a double-precision number value into a normalized fraction and 
integral power of 2. It stores the integer exponent in pexp. 


math.h 


The double-precision value x, such that the magnitude of x is in the interval [1/2,1] or 
zero, and value equals x times 2 to the power of pexp. If value is zero, both parts of the 
result are zero. 


EDOM 


ansiMath 


fscanf() 


fscanf() - read and convert characters from a stream (ANSI) 


int fscanf 
( 
FILE * fp, /* stream to read from */ 
char const * fmt /* format string */ 


) 


This routine reads characters from a specified stream, and interprets them according to 
format specifications in the string fmt, which specifies the admissible input sequences and 
how they are to be converted for assignment, using subsequent arguments as pointers to 
the objects to receive the converted input. 


If there are insufficient arguments for the format, the behavior is undefined. If the format 
is exhausted while arguments remain, the excess arguments are evaluated but are 
otherwise ignored. 


The format is a multibyte character sequence, beginning and ending in its initial shift 
state. The format is composed of zero or more directives: one or more white-space 
characters; an ordinary multibyte character (neither % nor a white-space character); or a 
conversion specification. Each conversion specification is introduced by the % character. 
After the %, the following appear in sequence: 


— An optional assignment-suppressing character *. 
— An optional non-zero decimal integer that specifies the maximum field width. 


— An optional h or 1 (el) indicating the size of the receiving object. The conversion 
specifiers d, i, and n should be preceded by h if the corresponding argument is a 
pointer to short int rather than a pointer to int, or by 1 if it is a pointer to long int. 


2-222 


2. Subroutines 
fscanf( ) 


Similarly, the conversion specifiers 0, u, and x shall be preceded by h if the 
corresponding argument is a pointer to unsigned short intrather than a pointer to 
unsigned int, or by 1 if it is a pointer to unsigned long int. Finally, the conversion 
specifiers e, f, and g shall be preceded by 1 if the corresponding argument is a pointer 
to double rather than a pointer to float. If an h or 1 appears with any other 
conversion specifier, the behavior is undefined. 


— WARNING: ANSI C also specifies an optional L in some of the same contexts as 1 
above, corresponding to a long double * argument. However, the current release of 
the VxWorks libraries does not support long double data; using the optional L gives 
unpredictable results. 


— A character that specifies the type of conversion to be applied. The valid conversion 
specifiers are described below. 


The fscanf() routine executes each directive of the format in turn. If a directive fails, as 
detailed below, fscanf() returns. Failures are described as input failures (due to the 
unavailability of input characters), or matching failures (due to inappropriate input). 


A directive composed of white-space character(s) is executed by reading input up to the 
first non-white-space character (which remains unread), or until no more characters can 
be read. 


A directive that is an ordinary multibyte character is executed by reading the next 
characters of the stream. If one of the characters differs from one comprising the directive, 
the directive fails, and the differing and subsequent characters remain unread. 


A directive that is a conversion specification defines a set of matching input sequences, 
described below for each specifier. A conversion specification is executed in the following 
steps: 


Input white-space characters (as specified by the isspace() function) are skipped, unless 
the specification includes a [, c, or n specifier. 


An input item is read from the stream, unless an n specifier is included. An input item is 
defined as the longest matching sequence of input characters, unless it exceeds a specified 
field width, in which case it is the initial subsequence of that length in the sequence. The 
first character, if any, after the input item remains unread. If the length of the input item 
is zero, the execution of the directive fails: this condition is a matching failure, unless an 
error prevented input from the stream, in which case it is an input failure. 


Except in the case of a % specifier, the input item is converted to a type appropriate to the 
conversion specifier. If the input item is not a matching sequence, the execution of the 
directive fails: this condition is a matching failure. Unless assignment suppression was 
indicated by a *, the result of the conversion is placed in the object pointed to by the first 
argument following the fmt argument that has not already received a conversion result. If 
this object does not have an appropriate type, or if the result of the conversion cannot be 
represented in the space provided, the behavior is undefined. 


The following conversion specifiers are valid: 
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Matches an optionally signed decimal integer whose format is the same as expected 
for the subject sequence of the strtol() function with the value 10 for the base 
argument. The corresponding argument should be a pointer to int. 


Matches an optionally signed integer, whose format is the same as expected for the 
subject sequence of the strtol() function with the value 0 for the base argument. The 
corresponding argument should be a pointer to int. 


Matches an optionally signed octal integer, whose format is the same as expected for 
the subject sequence of the strtoul() function with the value 8 for the base argument. 
The corresponding argument should be a pointer to unsigned int. 


Matches an optionally signed decimal integer, whose format is the same as expected 
for the subject sequence of the strtoul() function with the value 10 for the base 
argument. The corresponding argument should be a pointer to unsigned int. 


Matches an optionally signed hexadecimal integer, whose format is the same as 
expected for the subject sequence of the strtoul() function with the value 16 for the 
base argument. The corresponding argument should be a pointer to unsigned int. 


e,f,g 
Match an optionally signed floating-point number, whose format is the same as 
expected for the subject string of the strtod() function. The corresponding argument 
should be a pointer to float. 


Matches a sequence of non-white-space characters. The corresponding argument 
should be a pointer to the initial character of an array large enough to accept the 
sequence and a terminating null character, which will be added automatically. 


Matches a non-empty sequence of characters from a set of expected characters (the 
scanset). The corresponding argument should be a pointer to the initial character of 
an array large enough to accept the sequence and a terminating null character, which 
is added automatically. The conversion specifier includes all subsequent character in 
the format string, up to and including the matching right bracket (]). The characters 
between the brackets (the scanlist) comprise the scanset, unless the character after the 
left bracket is a circumflex (*) in which case the scanset contains all characters that do 
not appear in the scanlist between the circumflex and the right bracket. If the 
conversion specifier begins with "[]" or "[4]", the right bracket character is in the 
scanlist and the next right bracket character is the matching right bracket that ends 
the specification; otherwise the first right bracket character is the one that ends the 
specification. 


2-224 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
fscanf( ) 


Matches a sequence of characters of the number specified by the field width (1 if no 
field width is present in the directive). The corresponding argument should be a 
pointer to the initial character of an array large enough to accept the sequence. No 
null character is added. 


Matches an implementation-defined set of sequences, which should be the same as 
the set of sequences that may be produced by the %op conversion of the fprintf() 
function. The corresponding argument should be a pointer to a pointer to void. 
VxWorks defines its pointer input field to be consistent with pointers written by the 
fprintf( function ("0x" hexadecimal notation). If the input item is a value converted 
earlier during the same program execution, the pointer that results should compare 
equal to that value; otherwise the behavior of the %p conversion is undefined. 


No input is consumed. The corresponding argument should be a pointer to int into 
which the number of characters read from the input stream so far by this call to 
fscanf() is written. Execution of a %n directive does not increment the assignment 
count returned when fscanf() completes execution. 


% 
Matches a single %; no conversion or assignment occurs. The complete conversion 
specification is %%. 


If a conversion specification is invalid, the behavior is undefined. 


The conversion specifiers E, G, and X are also valid and behave the same as e, g, and x, 
respectively. 


If end-of-file is encountered during input, conversion is terminated. If end-of-file occurs 
before any characters matching the current directive have been read (other than leading 
white space, where permitted), execution of the current directive terminates with an input 
failure; otherwise, unless execution of the current directive is terminated with a matching 
failure, execution of the following directive (if any) is terminated with an input failure. 


If conversion terminates on a conflicting input character, the offending input character is 
left unread in the input stream. Trailing white space (including new-line characters) is left 
unread unless matched by a directive. The success of literal matches and suppressed 
assignments is not directly determinable other than via the %n directive. 


stdio.h 
The number of input items assigned, which can be fewer than provided for, or even zero, 
in the event of an early matching failure; or EOF if an input failure occurs before any 


conversion. 


ansiStdio, scanf(), sscanf() 
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fseek( ) 


fseek() 


fseek() — set the file position indicator for a stream (ANSI) 


int fseek 


( 


FILE * fp, /* stream */ 
long offset, /* offset from whence */ 
int whence /* position to offset from: */ 


/* SEEK_SET = beginning SEEK_CUR */ 
/* current position SEEK_END = end-of-file */ 


This routine sets the file position indicator for a specified stream. For a binary stream, the 
new position, measured in characters from the beginning of the file, is obtained by adding 
offset to the position specified by whence, whose possible values are: 


SEEK_ SET 
the beginning of the file. 


SEEK CUR 
the current value of the file position indicator. 


SEEK _ END 
the end of the file. 


A binary stream does not meaningfully support fseek() calls with a whence value of 
SEEK_END. 


For a text stream, either offset is zero, or offset is a value returned by an earlier call to ftell() 
on the stream, in which case whence should be SEEK_SET. 


A successful call to fseek() clears the end-of-file indicator for the stream and undoes any 
effects of ungetc() on the same stream. After an fseek() call, the next operation on an 
update stream can be either input or output. 

stdio.h 

Non-zero only for a request that cannot be satisfied. 


EINVAL 


ansiStdio, ftell() 


2-226 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
fsrShow( ) 


fsetpos() 


fsetpos() — set the file position indicator for a stream (ANSI) 


int fsetpos 
( 
FILE * iop, /* stream */ 
const fpos_t * pos /* position, obtained by fgetpos() */ 
) 


This routine sets the file position indicator for a specified stream iopaccording to the value 
of the object pointed to by pos, which is a value obtained from an earlier call to fgetpos() 


on the same stream. 


A successful call to fsetpos() clears the end-of-file indicator for the stream and undoes any 


effects of ungetc() on the same stream. After an fsetpos() call, the next operation on an 
update stream may be either input or output. 


stdio.h 
Zero, or non-zero if the call fails, with errno set to indicate the error. 


ansiStdio, fgetpos() 


fsrShow() 


fsrShow() — display the meaning of a specified fsr value, symbolically (SPARC) 


void fsrShow 


( 
UINT fsrValue /* fsr value to show */ 


) 


This routine displays the meaning of all the fields in a specified fsr value, symbolically. 
Extracted from reg.h: 


Definition of bits in the Sun-4 FSR (Floating-point Status Register) 


31 30 29 28 27 23 22 1716 14 13 12 11109 54 0 


2-227 


EXAMPLE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
fstat() 


For compatibility with future revisions, reserved bits are defined to be initialized to zero 
and, if written, must be preserved. 


—> f£fsrShow 0x12345678 
Rounding Direction: nearest or even if tie. 
Rounding Precision: single. 
Trap Enable Mask: 
underflow. 
Floating-point Trap Type: IEEE exception. 
Queue Not Empty: FALSE; 
Partial Remainder: TRUE; 
Condition Codes: less than. 
Accumulated exceptions: 
inexact divide-by-zero invalid. 
Current exceptions: 


overflow invalid 
N/A 


dbgArchLib, SPARC Architecture Manual 


fstat() 


fstat() — get file status information (POSIX) 


STATUS fstat 
( 
int fd, /* file descriptor for file to check */ 
struct stat * pStat /* pointer to stat structure */ 


) 


This routine obtains various characteristics of a file (or directory). The file must already 
have been opened using open() or creat(). The fd parameter is the file descriptor returned 
by open() or creat(). 


The pStat parameter is a pointer to a stat structure (defined in stat.h). This structure must 
be allocated before fstat() is called. 


On return, the stat structure fields are updated to reflect the characteristics of the file. 
OK or ERROR. 


dirLib, stat(), Is() 
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ftell() 
fstatfs() 
fstatfs() — get file status information (POSIX) 
STATUS fstatfs 
( 
int fd, /* file descriptor for file to check */ 


struct statfs * pStat /* pointer to statfs structure */ 


) 


This routine obtains various characteristics of a file system. A file in the file system must 
already have been opened using open() or creat(). The fd parameter is the file descriptor 
returned by open() or creat(). 


The pStat parameter is a pointer to a stat structure (defined in stat.-h). This structure must 
be allocated before fstat() is called. 


Upon return, the fields in the statfs structure are updated to reflect the characteristics of 
the file. 


OK or ERROR. 


dirLib, statfs(), Is() 


ftellQ) 


ftell() — return the current value of the file position indicator for a stream (ANSI) 


long ftell 
( 
FILE * fp /* stream */ 
) 


This routine returns the current value of the file position indicator for a specified stream. 
For a binary stream, the value is the number of characters from the beginning of the file. 
For a text stream, the file position indicator contains unspecified information, usable by 
fseek() for returning the file position indicator to its position at the time of the ftell() call; 
the difference between two such return values is not necessary a meaningful measure of 
the number of characters written or read. 


stdio.h 
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ftpCommand ) 


The current value of the file position indicator, or -1L if unsuccessful, with errno set to 
indicate the error. 


ansiStdio, fseek() 


ftpCommand() 


ftpCommand() - send an FTP command and get the reply 


int ftpCommand 


int ctrlSock, /* fd of control connection socket */ 
char * fmt, /* format string of command to send */ 
int argl, /* first of six args to format string */ 
int arg2, 

int arg3, 

int arg4, 

int arg5, 

int arg6 


This routine sends the specified command on the specified socket, which should be a 
control connection to a remote FTP server. The command is specified as a string in 
printf() format with up to six arguments. 


After the command is sent, ftpCommand() waits for the reply from the remote server. 
The FTP reply code is returned in the same way as in ftpReplyGet( ). 


ftpCommand (ctrlSock, "TYPE I", 0, 0, 0, 0, 0, 0); /* image-type xfer */ 
ftpCommand (ctrlSock, "STOR %s", file, 0, 0, 0, 0, 0); /* init file write */ 


1 = FTP_PRELIM (positive preliminary) 

2 = FTP_COMPLETE (positive completion) 

3 = FTP_CONTINUE (positive intermediate) 

4 = FTP_TRANSIENT (transient negative completion) 
5 = FTP_ERROR (permanent negative completion) 


ERROR if there is a read/write error or an unexpected EOF. 


ftpLib, ftpReplyGet() 
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ftpDataConnGet() 


ftpDataConnGet( ) — get a completed FTP data connection 


int ftpDataConnGet 
( 
int dataSock /* fd of data socket on which to await connection */ 


) 


This routine completes a data connection initiated by a call to ftpDataConnInit( ). It waits 
for a connection on the specified socket from the remote FTP server. The specified socket 

should be the one returned by ftpDataConnInit( ). The connection is established on a new 
socket, whose file descriptor is returned as the result of this function. The original socket, 
specified in the argument to this routine, is closed. 


Usually this routine is called after ftpDataConnInit() and ftpCommand( ) to initiate a 
data transfer from/to the remote FTP server. 


The file descriptor of the new data socket, or ERROR if the connection failed. 


ftpLib, ftpDataConnInit( ), ftpCommand() 


ftpDataConnInit() 


ftpDataConnInit( ) — initialize an FTP data connection 


int ftpDataConnInit 
( 
int ctrlSock /* fd of associated control socket */ 


) 


This routine sets up the client side of a data connection for the specified control 
connection. It creates the data port, informs the remote FTP server of the data port 
address, and listens on that data port. The server will then connect to this data port in 
response to a subsequent data-transfer command sent on the control connection (see the 
manual entry for ftpCommand()). 


This routine must be called before the data-transfer command is sent; otherwise, the 
server’s connect may fail. 
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ftpdDelete( ) 


This routine is called after ftpHookup() and ftpLogin( ) to establish a connection with a 
remote FTP server at the lowest level. (For a higher-level interaction with a remote FTP 
server, see ftpXfer( ).) 

The file descriptor of the data socket created, or ERROR. 


ftpLib, ftpHookup(), ftpLogin(), ftpCommand(), ftpXfer() 


ftpdDelete() 


ftpdDelete() — terminate the FTP server task 

STATUS ftpdDelete (void) 

This routine halts the FTP server and closes the control connection. All client sessions are 
removed after completing any commands in progress. When this routine executes, no 
further client connections will be accepted until the server is restarted. This routine is not 


reentrant and must not be called from interrupt level. 


If any file transfer operations are in progress when this routine is executed, the transfers 
will be aborted, possibly leaving incomplete files on the destination host. 


OK if shutdown completed, or ERROR otherwise. 
N/A 


ftpdLib 


ftpdInit() 


ftpdInit() — initialize the FTP server task 


STATUS ftpdInit 
( 
FUNCPTR pLoginRtn, /* user verification routine, or NULL */ 
int stackSize /* task stack size, or 0 for default */ 


) 
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2. Subroutines 
ftpHookup( ) 


This routine installs the password verification routine indicated by pLoginRtn and 
establishes a control connection for the primary FTP server task, which it then creates. It is 
called automatically during system startup if INCLUDE_FTP_SERVER is defined. The 
primary server task supports simultaneous client sessions, up to the limit specified by the 
global variable ftpsMaxClients. The default value allows a maximum of four 
simultaneous connections. The stackSize argument specifies the stack size for the primary 
server task. It is set to the value specified in the ftpdWorkTaskStackSize global variable 
by default. 


OK if server started, or ERROR otherwise. 
N/A 


ftpdLib 


ftpHookup() 


ftpHookup() - get a control connection to the FTP server on a specified host 


int ftpHookup 
( 


char * host /* server host name or inet address */ 

) 
This routine establishes a control connection to the FTP server on the specified host. This 
is the first step in interacting with a remote FTP server at the lowest level. (For a 
higher-level interaction with a remote FTP server, see the manual entry for ftpXfer().) 


The file descriptor of the control socket, or ERROR if the Internet address or the host name 
is invalid, if a socket could not be created, or if a connection could not be made. 


ftpLib, ftpLogin(), ftpXfer0 
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ftpLogin() 


ftpLogin() 


ftpLogin() — log in to a remote FTP server 
STATUS ftpLogin 


int ctrlSock, /* fd of login control socket */ 
char * user, /* user name for host login */ 
char * passwd, /* password for host login */ 
char * account /* account for host login */ 


This routine logs in to a remote server with the specified user name, password, and 
account name, as required by the specific remote host. This is typically the next step after 
calling ftpHookup() in interacting with a remote FTP server at the lowest level. (For a 
higher-level interaction with a remote FTP server, see the manual entry for ftpXfer()). 


OK, or ERROR if the routine is unable to log in. 


ftpLib, ftpHookup(), ftpXfer() 


ftpLs() 


ftpLs() — list directory contents via FTP 


STATUS ftpLs 
( 


char * dirName /* name of directory to list */ 


) 


This routine lists the contents of a directory. The content list is obtained via an NLST FTP 
transaction. 


mo 


The local device name must be the same as the remote host name with a colon ":" as a 
suffix. (For example "wrs:" is the device name for the "wrs" host.) 


OK, or ERROR if could not open directory. 


ftpLib 
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ftpReplyGet() 


ftpReplyGet() — get an FTP command reply 


int ftpReplyGet 
( 
int ctrlSock, /* control socket fd of FTP connection */ 
BOOL expecteof /* TRUE = EOF expected, FALSE = EOF is error */ 
) 


This routine gets a command reply on the specified control socket. All the lines of a reply 
are read (multi-line replies are indicated with the continuation character "-" as the fourth 
character of all but the last line). 


The three-digit reply code from the first line is saved and interpreted. The left-most digit 
of the reply code identifies the type of code (see RETURNS below). 


The caller’s error status is set to the complete three-digit reply code (see the manual entry 
for errnoGet( )). If the reply code indicates an error, the entire reply is printed on standard 
error. 


If an EOF is encountered on the specified control socket, but no EOF was expected 
(expecteof == FALSE), then ERROR is returned. 


1 = FTP_PRELIM (positive preliminary) 

2 = FTP_COMPLETE (positive completion) 

3 = FTP_CONTINUE (positive intermediate) 

4 = FTP_TRANSIENT (transient negative completion) 
5 = FTP_ERROR (permanent negative completion) 


ERROR if there is a read/write error or an unexpected EOF. 


ftpLib 


ftpXferO 


ftpXfer() — initiate a transfer via FTP 


STATUS ftpXfer 
( 


char * host, /* name of server host */ 
char * user, /* user name for host login */ 
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ftpXfer() 
char * passwd, /* password for host login */ 
char * acct, /* account for host login */ 
char * cmd, /* command to send to host */ 
char * dirname, /* directory to cd to before sending command */ 
char * filename, /* filename to send with command */ 


int * pCtrlSock, /* where to return control socket fd */ 
int * pDataSock /* where to return data socket fd, */ 
/* (NULL == don’t open connection) */ 


This routine initiates a transfer via a remote FTP server in the following order: 
(1) Establishes a connection to the FTP server on the specified host. 


(2) Logs in with the specified user name, password, and account, as necessary for the 
particular host. 


(3) Sets the transfer type to image by sending the command "TYPE I". 
(4) Changes to the specified directory by sending the command "CWD dirname". 


(5) Sends the specified transfer command with the specified filename as an argument, 
and establishes a data connection. Typical transfer commands are "STOR %s", to write 
to a remote file, or "RETR %s", to read a remote file. 


The resulting control and data connection file descriptors are returned via pCtrlSock and 
pDataSock, respectively. 


After calling this routine, the data can be read or written to the remote server by reading 
or writing on the file descriptor returned in pDataSock. When all incoming data has been 
read (as indicated by an EOF when reading the data socket) and/or all outgoing data has 
been written, the data socket fd should be closed. The routine ftpReplyGet() should then 
be called to receive the final reply on the control socket, after which the control socket 
should be closed. 


If the FTP command does not involve data transfer, pDataSock should be NULL, in which 
case no data connection will be established. The only FTP commands supported for this 
case are DELE, RMD, and MKD. 


The following code fragment reads the file "/usr/fred/myfile" from the host "server", 
logged in as user "fred", with password "magic" and no account name. 


#include "vxWorks.h" 
#include "ftpLib.h" 


int ctrl1Sock; 

int dataSock; 

char buf [512]; 

int nBytes; 

STATUS status; 

if (ftpXfer ("server", "fred", "magic", "", 
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"RETR %s", "/usr/fred", "myfile", 
&ctrlSock, &dataSock) == ERROR) 
return (ERROR) ; 
while ((nBytes = read (dataSock, buf, sizeof (buf))) > 0) 
{ 


} 
close (dataSock) ; 


if (nBytes < 0) /* read error? */ 
status = ERROR; 
if (ftpReplyGet (ctrlSock, TRUE) != FTP_COMPLETE) 


status = ERROR; 


if (ftpCommand (ctrlSock, "QUIT", 0, 0, 0, O, O, O) != FTP_COMPLETE) 


status = ERROR; 
close (ctrl1Sock) ; 


OK, or ERROR if any socket cannot be created or if a connection cannot be made. 


ftpLib, ftpReplyGet() 


ftruncate( ) 


ftruncate() — truncate a file (POSIX) 


int ftruncate 


( 
int fildes, /* fd of file to truncate */ 
off_t length /* length to truncate file */ 


) 

This routine truncates a file to a specified size. 
0 (OK) or -1 (ERROR) if unable to truncate file. 
EROFS 

— File resides on a read-only file system. 
EBADF 

— File is open for reading only. 
EINVAL 


— File descriptor refers to a file on which this operation is impossible. 


ftruncate 
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fwrite() 


fwrite() 


fwrite() — write from a specified array (ANSI) 


int fwrite 


( 


const void * buf, /* where to copy from */ 


size_t size, /* element size */ 
size_t count, /* no. of elements */ 
FILE * fp /* stream to write to */ 


) 


This routine writes, from the array buf, up to count elements whose size is size, to a 
specified stream. The file position indicator for the stream (if defined) is advanced by the 
number of characters successfully written. If an error occurs, the resulting value of the file 
position indicator for the stream is indeterminate. 


stdio.h 


The number of elements successfully written, which will be less than count only if a write 
error is encountered. 


ansiStdio 


g0() 


g0() — return the contents of register g0, also g1 — g7 (SPARC) and g1 — g14 (i960) 


int g0 
( 
int taskId /* task ID, 0 means default task */ 


) 
This command extracts the contents of global register g0 from the TCB of a specified task. 
If taskId is omitted or 0, the current default task is assumed. 
Routines are provided for all global registers: 


SPARC g0()-g7() — (g0-g7) 
i960: g0()- 314.) (g0-g14) 
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The contents of register g0 (or the requested register). 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


getc() 


getc() - return the next character from a stream (ANSI) 


int getc 
( 
FILE * fp /* input stream */ 
) 


This routine is equivalent to fgetc(), except that if it is implemented as a macro, it may 
evaluate fp more than once; thus the argument should never be an expression with side 
effects. 


If the stream is at end-of-file, the end-of-file indicator for the stream is set; if a read error 
occurs, the error indicator is set. 


stdio.h 


The next character from the stream, or EOF if the stream is at end-of-file or a read error 
occurs. 


ansiStdio, fgetc() 


getchar( ) 


getchar() — return the next character from the standard input stream (ANSI) 
int getchar (void) 


This routine returns the next character from the standard input stream and advances the 
file position indicator. 


It is equivalent to getc() with the stream argument stdin. 


If the stream is at end-of-file, the end-of-file indicator is set; if a read error occurs, the error 
indicator is set. 
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getcwd( ) 


INCLUDE FILES stdio.h 


RETURNS The next character from the standard input stream, or EOF if the stream is at end-of-file or 
a read error occurs. 


SEE ALSO ansiStdio, getc(), fgetc() 


getcwd() 


NAME getcwd() — get the current default path (POSIX) 


SYNOPSIS char *getcwd 
( 
char * buffer, /* where to return the pathname */ 
int size /* size in bytes of buffer */ 


) 


DESCRIPTION This routine copies the name of the current default path to buffer. It provides the same 
functionality as ioDefPathGet() and is provided for POSIX compatibility. 


RETURNS A pointer to the supplied buffer, or NULL if size is too small to hold the current default 
path. 
SEE ALSO ioLib, ioDefPathSet( ), ioDefPathGet( ), chdir() 


getenv() 


NAME getenv() — get an environment variable (ANSI) 


SYNOPSIS char *getenv 
( 


const char * name /* env variable to get value for */ 
) 
DESCRIPTION This routine searches the environment list (see the UNIX BSD 4.3 manual entry for 
environ(5V)) for a string of the form "name=value" and returns the value portion of the 


string, if the string is present; otherwise it returns a NULL pointer. 


RETURNS A pointer to the string value, or a NULL pointer. 
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envLibInit(), putenv(), UNIX BSD 4.3 manual entry for environ(5V), American National 
Standard for Information Systems — Programming Language — C, ANSI X3.159-1989: General 
Utilities (stdlib.h) 


gethostname() 


gethostname( ) — get the symbolic name of this machine 


int gethostname 
( 
char * name, /* machine name */ 
int nameLen /* length of name */ 


) 


This routine gets the target machine’s symbolic name, which can be used for 
identification. 


OK or ERROR. 


hostLib 


getpeername() 


getpeername( ) — get the name of a connected peer 


STATUS getpeername 
( 


int s, /* socket descriptor */ 
struct sockaddr * name, /* where to put name */ 
int * namelen /* space available in name, later filled in */ 


/* actual name size */ 


) 
This routine gets the name of the peer connected to socket s. The parameter namelen 
should be initialized to indicate the amount of space referenced by name. On return, the 
name of the socket is copied to name and the size of the socket name is copied to namelen. 


OK, or ERROR if the socket is invalid or not connected. 


sockLib 
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gets() 


gets() — read characters from the standard input stream (ANSI) 


char * gets 


( 


char * buf /* output array */ 


) 


This routine reads characters from the standard input stream into the array buf until 
end-of-file is encountered or a new-line is read. Any new-line character is discarded, and a 
null character is written immediately after the last character read into the array. 


If end-of-file is encountered and no characters have been read, the contents of the array 
remain unchanged. If a read error occurs, the array contents are indeterminate. 


stdio.h 


A pointer to buf, or a null pointer if (1) end-of-file is encountered and no characters have 
been read, or (2) there is a read error. 


ansiStdio 


getsockname( ) 


getsockname( ) — get a socket name 


STATUS getsockname 
( 


int s, /* socket descriptor */ 
struct sockaddr * name, /* where to return name */ 
int * namelen /* space available in name, later filled in */ 


/* actual name size */ 


) 


This routine gets the current name for the specified socket s. The parameter namelen 
should be initialized to indicate the amount of space referenced by name. On return, the 
name of the socket is copied to name and the size of the socket name is copied to namelen. 


OK, or ERROR if the socket is invalid or not connected. 


sockLib 
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getsockopt( ) 
getsockopt( ) — get socket options 
STATUS getsockopt 

( 

int s, /* socket */ 

int level, /* protocol level for options */ 

int optname, /* name of option */ 


char * optval, /* where to put option */ 
int * optlen /* where to put option length */ 


This routine returns relevant option values associated with a socket. To manipulate 
options at the "socket" level, level should be SOL_SOCKET. Any other levels should use the 
appropriate protocol number. The parameter optlen should be initialized to indicate the 
amount of space referenced by optval. On return, the value of the option is copied to optval 
and the actual size of the option is copied to optlen. 


Although optval is passed as a char *, the actual variable whose address gets passed in 
should be an integer or a structure, depending on which optname is being passed. Refer to 
setsockopt( ) to determine the correct type of the actual variable (whose address should 
then be cast to a char *). 


OK, or ERROR if there is an invalid socket, an unknown option, or the call is unable to get 
the specified option. 


Because SO_REUSEADDK has an integer parameter, the variable to be passed to 
getsockopt() should be declared as 

int reuseVal; 
and passed in as 

(char *) &reuseVal. 


Otherwise the user might mistakenly declare reuse Val as a character, in which case 
getsockopt( ) will only return the first byte of the integer representing the state of this 
option. Then whether the return value is correct or always 0 depends on the endian-ness 
of the machine. 


sockLib, setsockopt( ) 
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getw() 


getw() 


getw() — read the next word (32-bit integer) from a stream 


int getw 
( 
FILE * fp /* stream to read from */ 


) 
This routine reads the next 32-bit quantity from a specified stream. It returns EOF on 


end-of-file or an error; however, this is also a valid integer, thus feof() and ferror() must 
be used to check for a true end-of-file. 


This routine is provided for compatibility with earlier VxWorks releases. 
stdio.h 
A 32-bit number from the stream, or EOF on either end-of-file or an error. 


ansiStdio, putw() 


getwd() 


getwd() — get the current default path 


char *getwd 


( 


char * pathname /* where to return the pathname */ 
) 
This routine copies the name of the current default path to pathname. It provides the same 


functionality as ioDefPathGet() and getcwd(). It is provided for compatibility with some 
older UNIX systems. 


The parameter pathname should be MAX_FILENAME_LENGTH characters long. 
A pointer to the resulting path name. 


ioLib 
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2. Subroutines 
gmtime_r() 


gmtime() 


gmtime() — convert calendar time into UTC broken-down time (ANSI) 


struct tm *gmtime 


( 


const time_t * timer /* calendar time in seconds */ 


) 


This routine converts the calendar time pointed to by timer into broken-down time, 
expressed as Coordinated Universal Time (UTC). 


This routine is not reentrant. For a reentrant version, see gmtime_r(). 


time.h 


A pointer to a broken-down time structure (tm), or a null pointer if UTC is not available. 


ansiTime 


gmtime_r() 


gmtime_r() — convert calendar time into broken-down time (POSIX) 


int gmtime_r 
( 
const time_t * timer, /* calendar time in seconds */ 
struct tm * 


) 


timeBuffer /* buffer for broken down time */ 


This routine converts the calendar time pointed to by timer into broken-down time, 
expressed as Coordinated Universal Time (UTC). The broken-down time is stored in 
timeBuffer. 


This routine is the POSIX re-entrant version of gmtime(). 
time.h 
OK. 


ansiTime 
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h() 


h() 


h() - display or set the size of shell history 


void h 
( 
int size /* 0 = display, >0 = set history to new size */ 


) 
This command displays or sets the size of VxWorks shell history. If no argument is 


specified, shell history is displayed. If size is specified, that number of the most recent 
commands is saved for display. The value of size is initially 20. 


N/A 


usrLib, shellHistory(), ledLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


hdrBlkBuild() 


hdrBlkBuild() — create the header block and the demuxer information 


void hdrBlkBuild 
( 


SA_HEADER_T * hdr, /* header block */ 

VBL_T * vblist, /* vblist that was built */ 

int opt, /* xveg_option suggesting reg/dereg */ 
int group, /* group ID */ 

PTR_T saId /* ipchandle */ 


This routine is called to start a process that encodes a message and transmits it to the 
master agent. Internally, this routine first prepares a header block and demuxer 
information. These are then passed in to a saMsgBuild() call, along with a varbind list, 
and a pointer to the IPC mechanism that the master agent can use to respond to this 
message. As input, hdrBlkBuild() expects: 


hdr 
Expects a pointer to a previously allocated SA_HEADER_T structure. The 
hdrBlkBuild() routine uses this structure as a storage place within which to build the 
header block for the message to the master agent. 
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help() 


vblist 
Expects a pointer to the VBL_T structure containing the varbind list that you want to 
include in the message. 


opt 
Expects an operation code that indicates the type of this message. Valid operation 
codes are as follows: 


SA_REG_OBJ_REQUEST registers an object with the master agent’s MIB tree. The response 
from the master agent will contain an SA_REG_OBJ_REPLY code. 


SA_REM_OBJ_REQUEST removes (deregisters) an object from the master agent’s MIB tree. 
The response from the master agent will contain an SA_REM_OBJ_REPLY code. 


SA_REG_INST_REQUEST registers an instance with the master agent’s MIB tree. The 
response from the master agent will contain an SA_REG_INST_REPLY code. 


SA_REM_INST_REQUEST removes (deregisters) an instance from the master agent’s MIB 
tree. The response from the master agent will contain an SA_REG_OBJ_REPLY code. 


SA_QUERY_REQUEST requests SNMP operations. The response from the master agent 
will contain an SA_QUERY_REPLY code. 


SA_TRAP_REQUEST tells the master agent that this message should be handled as a trap. 
The response from the master agent (if any) will contain an SA_TRAP_REPLY code. 


group 
Expects the group ID that the master agent has assigned to the objects or instances 
referenced in vblist. This group ID was returned in an If SA_REG_OBJ_REPLY or an 
SA_REG_INST_REPLY from the master agent. this is an object registration request, you 
can supply a NULL pointer here. 


said 
Expects a pointer to the IPC mechanism that the master agent can use to respond to 
the message. 


N/A 


saloLib 


help() 


help() — print a synopsis of selected routines 


void help (void) 
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help() 
DESCRIPTION This command prints the following list of the calling sequences for commonly used 
routines, mostly contained in usrLib. 
help Print this list 
dbgHelp Print debug help info 
nfsHelp Print nfs help info 
netHelp Print network help info 
spyHelp Print task histogrammer help info 
timexHelp Print execution timer help info 
h [n] Print (or set) shell history 
i [task] Summary of tasks’ TCBs 
ti task Complete info on TCB for task 
sp adr,args... Spawn a task, pri=100, opt=0, stk=20000 
taskSpawn name,pri,opt,stk,adr,args... Spawn a task 
td task Delete a task 
ts task Suspend a task 
tr task Resume a task 
d [adr[,nunits[,width]]] Display memory 
m adr[,width] Modify memory 
mRegs [reg[, task] ] Modify a task’s registers interactively 
pe [task] Return task’s program counter 
version Print VxWorks version info, and boot line 
iam "user"[,"passwd"] Set user name and passwd 
whoami Print user name 
cd "path" Set current working path 
pwd Print working path 
devs List devices 
1s ["path"[,long]] List contents of directory 
11 ["path"] List contents of directory - long format 
rename "old", "new" Change name of file 
copy ["in"] [,"out"] Copy in file to out file (0 = std in/out) 
1d [syms[,noAbort][,"name"]] Load std in into memory 


(syms = add symbols to table: 
-1 = none, O = globals, 1 = all) 


1lkup ["substr"] List symbols in system symbol table 

1kAddr address List symbol table entries near address 

checkStack [task] List task stack sizes and usage 

printErrno value Print the name of a status value 

period secs,adr,args... Spawn task to call function periodically 

repeat n,adr,args... Spawn task to call function n times 
(0=forever) 

diskFormat "device" Format disk 

diskInit "device" Initialize file system on disk 

squeeze "device" Squeeze free space on RT-11 device 


NOTE: Arguments specifying <task> can be either task ID or name. 
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2. Subroutines 
hostAdd( ) 


N/A 


ustLib, VxWorks Programmer’s Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


hostAdd() 


hostAdd() — add a host to the host table 


STATUS hostAdd 
( 
char * hostName, /* host name */ 
char * hostAddr /* host addr in standard Internet format */ 
) 


This routine adds a host name to the local host table. This must be called before sockets on 
the remote host are opened, or before files on the remote host are accessed via netDrv or 
nfsDrv. 


The host table has one entry per Internet address. More than one name may be used for an 
address. Additional host names are added as aliases. 


—> hostAdd "wrs", "90.2" 
—> hostShow 


hostname inet address aliases 
localhost 127.0.0.1 

yuba 90.0.0.3 

wrs 90:.:0550:.2 

value = 12288 = 0x3000 = _bzero + 0x18 


OK, or ERROR if the host table is full, the host name/inet address pair is already entered, 
the Internet address is invalid, or memory is insufficient. 


hostLib, netDrv, nfsDrv 
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hostDelete( ) 


hostDelete() 


hostDelete() — delete a host from the host table 


STATUS hostDelete 
( 
char * name, /* host name or alias */ 
char * addr /* host addr in standard Internet format */ 


) 


This routine deletes a host name from the local host table. If name is a host name, the host 
entry is deleted. If name is a host name alias, the alias is deleted. 


OK, or ERROR if the parameters are invalid or the host is unknown. 


hostLib 


hostGetByAdadr( ) 


hostGetByAdadr( ) — look up a host in the host table by its Internet address 


STATUS hostGetByAddr 


( 
int addr, /* inet address of host */ 
char * name /* buffer to hold name */ 


) 
This routine finds the host name by its Internet address and copies it to name. The buffer 
name should be preallocated with (MAXHOSTNAMELEN + 1) bytes of memory and is 
NULL-terminated unless insufficient space is provided. If the DNS resolver library 
resolvLib has been configured in the vxWorks image, a query for the host name is sent to 
the DNS server, if the name was not found in the local host table. 


This routine does not look for aliases. Host names are limited to MAXHOSTNAMELEN 
(from hostLib.h) characters. 


OK, or ERROR if buffer is invalid or the host is unknown. 


hostLib, hostGetByName( ) 
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hostTblinit() 


hostGetByName() 


hostGetByName( ) — look up a host in the host table by its name 
int hostGetByName 

( 

char * name /* name of host */ 

) 
This routine returns the Internet address of a host that has been added to the host table by 
hostAdd(). If the DNS resolver library resolvLib has been configured in the vxWorks 
image, a query for the host IP address is sent to the DNS server, if the name was not found 
in the local host table. 


The Internet address (as an integer in network byte order), or ERROR if the host is 
unknown. 


hostLib 


hostShow() 


hostShow() - display the host table 

void hostShow (void) 

This routine prints a list of remote hosts, along with their Internet addresses and aliases. 
N/A 


netShow, hostAdd() 


hostTblInit() 


hostTbliInit( ) — initialize the network host table 


void hostTblIinit (void) 
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i() 


This routine initializes the host list data structure used by routines throughout this 
module. It should be called before any other routines in this module. This is done 
automatically if the configuration macro INCLUDE_NET_INIT is defined. 

N/A 


hostLib, usrConfig 


i() 
i() — print a summary of each task’s TCB 


void i 
( 


int taskNameOrId /* task name or task ID, O = summarize all */ 


) 
This command displays a synopsis of all the tasks in the system. The ti() routine provides 
more complete information on a specific task. 


Both i() and ti() use taskShow(); see the documentation for taskShow() for a description 
of the output format. 


—-> i 

NAME ENTRY TID PRI STATUS PC SP ERRNO DELAY 
tExcTask _excTask 20fcb00 0 PEND 200c5fc 20fcab6c 0 0 
tLogTask _logTask 20fb5b8 0 PEND 200c5fc 20fb520 0 0 
tShell _shell 20efcac 1 READY 201dc90 20ef980 0 0 
tRlogind _rlogind 20f3f90 2 PEND 2038614 20f3db0 0 0 
tTelnetd _telnetd 20£2124 2 PEND 2038614 20f£2070 0 0 
tNetTask _netTask 20£7398 50 PEND 2038614 20£7340 0 0 


value = 57 = 0x39 = '9' 


This command should be used only as a debugging aid, since the information is obsolete 
by the time it is displayed. 


N/A 


usrLib, ti(), taskShow(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 
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i8250Hrdinit() 


i0() 


i0() — return the contents of register i0 (also i1 — i7) (SPARC) 
int i0 

( 

int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of in register i0 from the TCB of a specified task. If 
taskId is omitted or 0, the current default task is assumed. 


Similar routines are provided for all in registers (i0 — i7): i0() - i7(). 


The frame pointer is accessed via i6. 
The contents of register i0 (or the requested register). 


dbgArchLib, VxWorks Programmer’s Guide: Target Shell 


18250HrdInit( ) 


18250HrdInit( ) — initialize the chip 
void i8250HrdInit 
( 
I8250_CHAN * pChan /* pointer to device */ 
) 
This routine is called to reset the chip in a quiescent state. 


N/A 


i8250Sio 
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i8250Int( ) 


18250Int() 


18250Int() — handle a receiver /transmitter interrupt 


void i8250Int 
( 
I8250_CHAN * pChan 
) 


This routine handles four sources of interrupts from the UART. They are prioritized in the 
following order by the Interrupt Identification Register: Receiver Line Status, Received 
Data Ready, Transmit Holding Register Empty and Modem Status. 


If there is another character to be transmitted, it sends it. If not, or if a device has never 
been created for this channel, just disable the interrupt. disable the interrupt. When a 
modem status interrupt occurs, the transmit interrupt is enabled if the CTS signal is 
TRUE. 


N/A 


i8250Sio 


iam() 


iam() — set the remote user name and password 


STATUS iam 
( 


char * newUser, /* user name to use on remote */ 


char * newPasswd /* password to use on remote (NULL = none) */ 


) 


This routine specifies the user name that will have access privileges on the remote 
machine. The user name must exist in the remote machine’s /etc/passwd, and if it has 
been assigned a password, the password must be specified in newPasswd. 


Either parameter can be NULL, and the corresponding item will not be set. 


The maximum length of the user name and the password is MAX_IDENTITY_LEN (defined 
in remLib.h). 
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2. Subroutines 
icmpstatShow( ) 


This routine is a more convenient version of remCurIdSet() and is intended to be used 
from the shell. 


OK, or ERROR if the call fails. 


remLib, whoami(), remCurldGet(), remCurldSet() 


icmpShowInit( ) 


icmpShowInit( ) — initialize ICMP show routines 

void icmpShowInit (void) 

This routine links the ICMP show facility into the VxWorks system. These routines are 
included automatically if INCLUDE_NET_SHOW and INCLUDE_ICMP are defined in 
configAll.h. 

N/A 


icmpShow 


icmpstatShow( ) 


icmpstatShow() — display statistics for ICMP 


void icmpstatShow (void) 


This routine displays statistics for the ICMP (Internet Control Message Protocol) protocol. 


N/A 


icmpShow 


2-255 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
ideDevCreate( ) 


ideDevCreate( ) 


ideDevCreate( ) — create a device for a IDE disk 


BLK_DEV *ideDevCreate 


( 

int drive, /* drive number for hard drive (0 or 1) */ 
int nBlocks, /* device size in blocks (0 = whole disk) */ 
int blkOffset /* offset from start of device */ 


) 
This routine creates a device for a specified IDE disk. 


drive is a drive number for the hard drive: it must be 0 or 1. 


The Blocks parameter specifies the size of the device, in blocks. If nBlocks is zero, the 
whole disk is used. 


The blkOffset parameter specifies an offset, in blocks, from the start of the device to be 
used when writing or reading the hard disk. This offset is added to the block numbers 
passed by the file system during disk accesses. (VxWorks file systems always use block 
numbers beginning at zero for the start of a device.) 


A pointer to a block device structure (BLK_DEV), or NULL if memory cannot be allocated 
for the device structure. 


ideDrv, dosFsMkfs( ), dosFsDevInit( ), rt11FsDevInit( ), rt11FsMkfs(), rawFsDevInit() 


ideDrv() 


ideDrv( ) — initialize the IDE driver 


STATUS ideDrv 
( 


int vector, /* interrupt vector */ 
int level, /* interrupt level */ 
BOOL manualConfig /* 1 = initialize drive parameters */ 


) 


This routine initializes the IDE driver, sets up interrupt vectors, and performs hardware 
initialization of the IDE chip. 
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2. Subroutines 
ideRawio( ) 


This routine should be called exactly once, before any reads, writes, or calls to 
ideDevCreate(). Normally, it is called by usrRoot() in usrConfig.c. 


The ideDro() call requires a configuration type, manualConfig. If this argument is 1, the 
driver will initialize drive parameters; if the argument is 0, the driver will not initialize 
drive parameters. 


The drive parameters are the number of sectors per track, the number of heads, and the 
number of cylinders. They are stored in the structure table ideTypes[] in sysLib.c. The 
table has two entries: the first is for drive 0; the second is for drive 1. The table has two 
other members which are used by the driver: the number of bytes per sector and the 
precompensation cylinder. These two members should be set properly. Definitions of the 
structure members are: 


int cylinders; /* number of cylinders */ 

int heads; /* number of heads */ 

int sectorsTrack; /* number of sectors per track */ 
int bytesSector; /* number of bytes per sector */ 
int precomp; /* precompensation cylinder */ 


OK, or ERROR if initialization fails. 


ideDrv, ideDevCreate( ) 


ideRawio() 


ideRawio() — provide raw I/O access 


STATUS ideRawio 


( 

int drive, /* drive number for hard drive (0 or 1) */ 
IDE_RAW * pIdeRaw /* pointer to IDE_RAW structure */ 

) 


This routine is called when the raw I/O access is necessary. 
drive is a drive number for the hard drive: it must be 0 or 1. 


The pldeRaw is a pointer to the structure IDE_RAW which is defined in ideDrv.h 
OK or ERROR. 


ideDrv 
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ifAddrAdd() 


ifAddrAdd() — Add an interface address for a network interface 


STATUS ifAddrAdd 
( 
char * interfaceName, /* name of interface to configure */ 
char * interfaceAddress, /* Internet address to assign to interface */ 
char * broadcastAddress, /* broadcast address to assign to interface */ 
int subnetMask /* subnetMask */ 
) 


This routine assigns an Internet address to a specified network interface. The Internet 
address can be a host name or a standard Internet address format (e.g., 90.0.0.4). If a host 
name is specified, it should already have been added to the host table with hostAdd(). 
interfaceName, interfaceAddress must be specified. broadcastAddress is optional. If 
broadcastAddress is NULL, in_ifinit() will generate a broadcastAddress by using the 
interfaceAddress and the netmask. subnetMask is optional. If subnetMask is 0, in_ifinit() 
will set a subnetMask as same as a netmask which is generated by the interfaceAddress. 
broadcastAddress is also destAddress in case of IFF_POINTOPOINT. 


OK, or ERROR if the interface cannot be set. 


ifLib, ifAddrGet( ), ifDstAddrSet( ), ifDstAddrGet( ) 


ifAddrGet() 


ifAddrGet( ) — get the Internet address of a network interface 

STATUS ifAddrGet 
( 
char * interfaceName, /* name of interface, i.e. eid */ 
char * interfaceAddress /* buffer for Internet address */ 


) 


This routine gets the Internet address of a specified network interface and copies it to 
interfaceAddress, which should point to a buffer large enough for INET_ADDR_LEN bytes. 


OK or ERROR. 


ifLib, ifAddrSet(), ifDstAddrSet( ), ifDstAddrGet( ) 
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2. Subroutines 
ifBroadcastGet( ) 


ifAddrSet() 


ifAddrSet( ) — set an interface address for a network interface 


STATUS ifAddrSet 
( 


char * interfaceName, /* name of interface to configure, i.e. eid */ 


char * interfaceAddress /* Internet address to assign to interface */ 


) 


This routine assigns an Internet address to a specified network interface. The Internet 
address can be a host name or a standard Internet address format (e.g., 90.0.0.4). If a host 
name is specified, it should already have been added to the host table with hostAdd(). 


A successful call to ifAddrSet() results in the addition of a new route. 


The subnet mask used in determining the network portion of the address will be that set 
by ifMaskSet(), or the default class mask if if{MaskSet() has not been called. It is 
standard practice to call if{MaskSet() prior to calling ifAddrSet(). 

OK, or ERROR if the interface cannot be set. 


ifLib, ifAddrGet( ), ifDstAddrSet( ), if{DstAddrGet( ) 


ifBroadcastGet( ) 


ifBroadcastGet( ) — get the broadcast address for a network interface 
STATUS ifBroadcastGet 

( 

char * interfaceName, /* name of interface, i.e. eid */ 


char * broadcastAddress /* buffer for broadcast address */ 


) 


This routine gets the broadcast address for a specified network interface. The broadcast 
address is copied to the buffer broadcastAddress. 


OK or ERROR. 


ifLib, ifBroadcastSet( ) 
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ifBroadcastSet( ) 


ifBroadcastSet( ) — set the broadcast address for a network interface 


STATUS ifBroadcastSet 
( 
char * interfaceName, /* name of interface to assign, i.e. eid */ 
char * broadcastAddress /* broadcast address to assign to interface */ 


) 


This routine assigns a broadcast address for the specified network interface. The broadcast 
address must be a string in standard Internet address format (e.g., 90.0.0.0). 


An interface’s default broadcast address is its Internet address with a host part of all ones 
(e.g., 90.255.255.255). This conforms to current ARPA specifications. However, some 
older systems use an Internet address with a host part of all zeros as a broadcast address. 


VxWorks automatically accepts a host part of all zeros as a broadcast address, in addition 
to the default or specified broadcast address. But if VxWorks is to broadcast to older 
systems using a host part of all zeros as the broadcast address, this routine should be used 
to change the broadcast address of the interface. 


OK or ERROR. 


ifLib 


ifDstAddrGet( ) 


ifDstAddrGet( ) — get the Internet address of a point-to-point peer 


STATUS ifDstAddrGet 
( 


char * interfaceName, /* name of interface, i.e. eid */ 
char * dstAddress /* buffer for destination address */ 
) 


This routine gets the Internet address of a machine connected to the opposite end of a 
point-to-point network connection. The Internet address is copied to dstAddress. 


OK or ERROR. 
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2. Subroutines 
ifFlagChange( ) 


ifLib, ifDstAddrSet( ), ifAddrGet() 


ifDstAddrSet( ) 


ifDstAddrSet( ) — define an address for the other end of a point-to-point link 


STATUS ifDstAddrSet 
( 
char * interfaceName, /* name of interface to configure, i.e. eid */ 
char * dstAddress 
) 


/* Internet address to assign to destination */ 


This routine assigns the Internet address of a machine connected to the opposite end of a 
point-to-point network connection, such as a SLIP connection. Inherently, point-to-point 
connection-oriented protocols such as SLIP require that addresses for both ends of a 
connection be specified. 


OK or ERROR. 


ifLib, ifAddrSet(), ifDstAddrGet( ) 


ifFlagChange( ) 


ifFlagChange( ) — change the network interface flags 


STATUS ifFlagChange 

( 

char * interfaceName, /* name of the network interface, i.e. ei0 */ 
/* the flag to be changed */ 
/* TRUE=turn on, FALSE=turn off */ 


int flags, 
BOOL on 
) 
This routine changes the flags for the specified network interfaces. If the parameter on is 
TRUE, the specified flags are turned on; otherwise, they are turned off. The routines 
ifFlagGet() and ifFlagSet() are called to do the actual work. 
OK or ERROR. 


ifLib, ifAddrSet(), ifMaskSet(), ifFlagSet( ), ifFlagGet() 
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ifFlagGet( ) 


ifFlagGet( ) 


ifFlagGet() — get the network interface flags 


STATUS ifFlagGet 
( 
char * interfaceName, /* name of the network interface, i.e. ei0 */ 
int * flags /* network flags returned here */ 


) 


This routine gets the flags for a specified network interface. The flags are copied to the 
buffer flags. 


OK or ERROR. 


ifLib, ifFlagSet() 


ifFlagSet() 


ifFlagSet() — specify the flags for a network interface 


STATUS ifFlagSet 
( 
char * interfaceName, /* name of the network interface, i.e. ei0 */ 
int flags /* network flags */ 
) 


This routine changes the flags for a specified network interface. Any combination of the 
following flags can be specified: 


IFF_UP (0x1) 
Brings the network up or down. 


IFF_DEBUG (0x4) 
Turns on debugging for the driver interface if supported. 


IFF_LOOPBACK (0x8) 
Set for a loopback network. 


IFF_NOTRAILERS (0x20) 
Always set (VxWorks does not use the trailer protocol). 
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ifMaskGet( ) 


IFF_PROMISC (0x100) 
Tells the driver to accept all packets, not just broadcast packets and packets 
addressed to itself. 


IFF_ALLMULTI (0x200) 
Tells the driver to accept all multicast packets. 


IFF_NOARP (0x80) 
Disables ARP for the interface. 
NOTE The following flags can only be set at interface initialization time. Specifying these flags 
does not change any settings in the interface data structure. 


IFF_POINTOPOINT (0x10) 
Identifies a point-to-point interface such as PPP or SLIP. 


IFF_RUNNING (0x40) 
Set when the device turns on. 


IFF_BROADCAST (0x2) 
Identifies a broadcast interface. 


RETURNS OK or ERROR. 


SEE ALSO ifLib, ifFlagChange( ), ifFlagGet() 


ifMaskGet( ) 


NAME ifMaskGet( ) — get the subnet mask for a network interface 
SYNOPSIS STATUS ifMaskGet 
( 
char * interfaceName, /* name of interface, i.e. eid */ 


int * netMask /* buffer for subnet mask */ 
) 


DESCRIPTION This routine gets the subnet mask for a specified network interface. The subnet mask is 
copied to the buffer netMask. The subnet mask is returned in host byte order. 


RETURNS OK or ERROR. 


SEE ALSO ifLib, ifAddrGet( ), ifFlagGet() 
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ifMaskSet( ) 


ifMaskSet( ) 


ifMaskSet() - define a subnet for a network interface 


STATUS ifMaskSet 
( 
char * interfaceName, /* name of interface to set mask for, i.e. eid */ 
int netMask /* subnet mask (e.g. Oxf£000000) */ 
) 


This routine allocates additional bits to the network portion of an Internet address. The 
network portion is specified with a mask that must contain ones in all positions that are to 
be interpreted as the network portion. This includes all the bits that are normally 
interpreted as the network portion for the given class of address, plus the bits to be added. 
Note that all bits must be contiguous. The mask is specified in host byte order. 


In order to correctly interpret the address, a subnet mask should be set for an interface 
prior to setting the Internet address of the interface with the routine ifAddrSet( ). 


OK or ERROR. 


ifLib, ifAddrSet() 


ifMetricGet( ) 


ifMetricGet( ) — get the metric for a network interface 

STATUS ifMetricGet 
( 
char * interfaceName, /* name of the network interface, i.e. ei0 */ 
int * pMetric /* returned interface’s metric */ 


) 


This routine retrieves the metric for a specified network interface. The metric is copied to 
the buffer pMetric. 


OK or ERROR. 


ifLib, ifMetricSet() 
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2. Subroutines 
ifRouteDelete( ) 


ifMetricSet( ) 


ifMetricSet( ) — specify a network interface hop count 


STATUS ifMetricSet 
( 
char * interfaceName, /* name of the network interface, i.e. ei0 */ 
int metric /* metric for this interface */ 


) 


This routine configures metric for a network interface from the host machine to the 
destination network. This information is used primarily by the IP routing algorithm to 
compute the relative distance for a collection of hosts connected to each interface. For 
example, a higher metric for SLIP interfaces can be specified to discourage routing a packet 
to slower serial line connections. Note that when metric is zero, the IP routing algorithm 
allows for the direct sending of a packet having an IP network address that is not 
necessarily the same as the local network address. 


OK or ERROR. 


ifLib, ifMetricGet( ) 


ifRouteDelete() 


ifRouteDelete() — delete routes associated with a network interface 


int ifRouteDelete 
( 


char * ifName, /* name of the interface */ 
int unit /* unit number for this interface */ 


) 
This routine deletes all routes that have been associated with the specified interface. A 
route is associated with an interface if its destination equals to the assigned address, or 
network number. This routine does not remove routes to arbitrary destinations which 
pass through the given interface. 


The number of routes deleted, or ERROR if an interface is not specified. 


ifLib 
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ifShow() 


ifShow() — display the attached network interfaces 


void ifShow 


( 


char * ifName /* name of the interface to show */ 


) 


This routine displays the attached network interfaces for debugging and diagnostic 
purposes. If ifName is given, only the interfaces belonging to that group are displayed. If 
ifName is omitted, all attached interfaces are displayed. 


For each interface selected, the following are shown: Internet address, point-to-point peer 
address (if using SLIP), broadcast address, netmask, subnet mask, Ethernet address, route 
metric, maximum transfer unit, number of packets sent and received on this interface, 
number of input and output errors, and flags (such as loopback, point-to-point, broadcast, 
promiscuous, ARP, running, and debug). 


The following call displays all interfaces whose names begin with "In", (such as "In0", 
"Ini", and "In2"): 


—> ifShow "l1n" 
The following call displays just the interface "In0": 


—> ifShow "1n0" 
N/A 


netShow, routeShow( ), ifLib 


ifunit() 


ifunit() — map an interface name to an interface structure pointer 


struct ifnet *ifunit 


( 


char * ifname /* name of the interface */ 


) 
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2. Subroutines 
igmpstatShow( ) 


This routine returns a pointer to a network interface structure for name or NULL if no such 
interface exists. For example: 


struct ifnet *pIf; 


pif = ifunit ("1n0"); 


plf points to the data structure that describes the first network interface device if In0 is 
mapped successfully. 


A pointer to the interface structure, or NULL if an interface is not found. 


ifLib, etherLib 


igmpShow!Init() 


igmpShowInit( ) — initialize IGMP show routines 

void igmpShowInit (void) 

This routine links the IGMP show facility into the VxWorks system. These routines are 
included automatically if INCLUDE_NET_SHOW and INCLUDE_IGMP are defined in 
configAll.h. 

N/A 


igmpShow 


igmpstatShow( ) 


igmpstatShow( ) — display statistics for IGMP 
void igmpstatShow (void) 


This routine displays statistics for the IGMP (Internet Group Management Protocol) 
protocol. 


N/A 


igmpShow 
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index() 


index() — find the first occurrence of a character in a string 
char *index 
( 
const char * s, /* string in which to find character */ 


int c /* character to find in string */ 


) 
This routine finds the first occurrence of character cin string s. 
A pointer to the located character, or NULL if c is not found. 


bLib, strchr(). 


inet_addr() 


inet_addr() — convert a dot notation Internet address to a long integer 
u_long inet_addr 
( 
char * inetString /* string inet address */ 
) 
This routine interprets an Internet address. All the network library routines call this 
routine to interpret entries in the data bases which are expected to be an address. The 


value returned is in network order. 


The following example returns 0x5a000002: 


inet_addr ("90.0.0.2"); 
The Internet address, or ERROR. 


inetLib 
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2. Subroutines 
inet_Inaof() 


inet_aton() 


inet_aton() — convert a network address from dot notation, store in a structure 


STATUS inet_aton 
( 


char * pString, /* string containing address, dot notation */ 
struct in_addr * inetAddress /* struct in which to store address */ 


) 
This routine interprets an Internet address. All the network library routines call this 
routine to interpret entries in the data bases that are expected to be an address. The value 


returned is stored in network byte order in the structure provided. 


The following example returns 0x5a000002 in the s_addr member of the structure pointed 
to by pinetAdadr: 


inet_addr ("90.0.0.2", pinetAddr) ; 
OK, or ERROR. 


inetLib 


inet_Inaof() 


inet_Inaof() — get the local address (host number) from the Internet address 


int inet_lnaof 


( 


int inetAddress /* inet addr from which to extract local portion */ 


) 


This routine returns the local network address portion of an Internet address. The routine 
handles class A, B, and C network number formats. 


The following example returns 2: 


inet_lnaof (0x5a000002) ; 
The local address portion of inetAddress. 


inetLib 
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inet_makeaddr( ) 


inet_makeadar( ) 


inet_makeadadr() — form an Internet address from network and host numbers 


struct in_addr inet_makeaddr 


( 
int netAddr, /* network part of the address */ 
int hostAddr /* host part of the address */ 


) 


This routine constructs the Internet address from the network number and local host 
address. 


This routine is supplied for UNIX compatibility only. Each time this routine is called, four 
bytes are allocated from memory. Use inet_makeaddr_b() instead. 


The following example returns the address 0x5a000002 to the structure in_addr: 


inet_makeaddr (0x5a, 2); 
The network address in an in_addr structure. 


inetLib, inet_makeaddr_b() 


inet_makeaddr_b() 


inet_makeaddr_b() — form an Internet address from network and host numbers 
void inet_makeaddr_b 
int netAddr, /* network part of the inet address */ 
int hostAddr, /* host part of the inet address */ 
struct in_addr * pInetAddr /* where to return the inet address */ 
) 
This routine constructs the Internet address from the network number and local host 
address. This routine is identical to the UNIX inet_makeadadr( ) routine except that you 


must provide a buffer for the resulting value. 


The following copies the address 0x5a000002 to the location pointed to by pInetAddr: 


2-270 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
inet_netof_string() 


inet_makeaddr_b (0x5a, 2, pInetAddr) ; 
N/A 


inetLib 


inet_netof() 


inet_netof() — return the network number from an Internet address 
int inet_netof 

( 

struct in_addr inetAddress /* inet address */ 

) 


This routine extracts the network portion of an Internet address. 


The following example returns Ox5a: 


inet_netof (0x5a000002) ; 
The network portion of inetAddress. 


inetLib 


inet_netof_string() 


inet_netof_string() — extract the network address in dot notation 


void inet_netof_string 
( 
char * inetString, /* inet addr to extract local portion from */ 
char * netString /* net inet address to return */ 


) 
This routine extracts the network Internet address from a host Internet address (specified 


in dotted decimal notation). The routine handles class A, B, and C network addresses. 
The buffer netString should be INET_ADDR_LEN bytes long. 
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inet_network( ) 


This is the only routine in inetLib that handles subnet masks correctly. 


The following example copies "90.0.0.0" to netString: 


inet_netof_string ("90.0.0.2", netString) ; 
N/A 


inetLib 


inet_network() 


inet_network( ) — convert an Internet network number from string to address 
u_long inet_network 

( 

char * inetString /* string version of inet addr */ 


) 


This routine forms a network address from an ASCII string containing an Internet 
network number. 


The following example returns Ox5a: 


inet_network ("90"); 
The Internet address version of an ASCII string. 


inetLib 


inet_ntoa() 


inet_ntoa() — convert a network address to dotted decimal notation 
char *inet_ntoa 

( 

struct in_addr inetAddress /* inet address */ 


) 


This routine converts an Internet address in network format to dotted decimal notation. 
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2. Subroutines 
inet_ntoa_b() 


This routine is supplied for UNIX compatibility only. Each time this routine is called, 18 
bytes are allocated from memory. Use inet_ntoa_b() instead. 


The following example returns a pointer to the string "90.0.0.2": 


struct in_addr iaddr; 
ra s_addr = 0x5a000002; 
inet_ntoa (iaddr) ; 
A pointer to the string version of an Internet address. 


inetLib, inet_ntoa_b() 


inet_ntoa_b() 


inet_ntoa_b() — convert an network address to dot notation, store it in a buffer 
void inet_ntoa_b 

( 

struct in_addr inetAddress, /* inet address */ 

char * pString /* where to return ASCII string */ 


) 


This routine converts an Internet address in network format to dotted decimal notation. 


This routine is identical to the UNIX inet_ntoa() routine except that you must provide a 
buffer of size INET_ADDR_LEN. 


The following example copies the string "90.0.0.2" to pString: 


struct in_addr iaddr; 

peda Je-gate = 0x5a000002; 

seat atons (iaddr, pString) ; 
N/A 


inetLib 
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inetstatShow( ) 


inetstatShow( ) 


inetstatShow() — display all active connections for Internet protocol sockets 


void inetstatShow (void) 


This routine displays a list of all active Internet protocol sockets in a format similar to the 


UNIX netstat command. 
N/A 


netShow 


infinity() 

infinity() — return a very large double 
double infinity (void) 

This routine returns a very large double. 
math.h 


The double-precision representation of positive infinity. 


mathALib 


infinityf() 

infinityf() — return a very large float 
float infinityf (void) 

This routine returns a very large float. 


math.h 
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The single-precision representation of positive infinity. 


mathALib 


inflate( ) 


inflate() — inflate compressed code 


int inflate 
( 
Byte * src, 
Byte * dest, 
int nBytes 
) 


This routine inflates nBytes of data starting at address src. The inflated code is copied 
starting at address dest. Two sanity checks are performed on the data being 
decompressed. First, we look for a magic number at the start of the data to verify that it is 
really a compressed stream. Second, the entire data is optionally checksummed to verify 
its integrity. By default, the checksum is not verified in order to speed up the booting 
process. To turn on checksum verification, set the global variable inflateCksum to TRUE 
in the BSP. 


OK or ERROR. 


inflateLib 


intConnect( ) 


intConnect( ) — connect a C routine to a hardware interrupt 


STATUS intConnect 
( 


VOIDFUNCPTR * vector, /* interrupt vector to attach to */ 
VOIDFUNCPTR routine, /* routine to be called */ 
int parameter /* parameter to be passed to routine */ 


) 
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intContext( ) 


This routine connects a specified C routine to a specified interrupt vector. The address of 
routine is generally stored at vector so that routine is called with parameter when the 
interrupt occurs. The routine is invoked in supervisor mode at interrupt level. A proper C 
environment is established, the necessary registers saved, and the stack set up. 


The routine can be any normal C code, except that it must not invoke certain operating 
system functions that may block or perform I/O operations. 


This routine generally simply calls intHandlerCreate() and intVecSet(). The address of 
the handler returned by intHandlerCreate( ) is what actually goes in the interrupt vector. 


This routine takes an interrupt vector as a parameter, which is the byte offset into the 
vector table. Macros are provided to convert between interrupt vectors and interrupt 
numbers, see intArchLib. 


ARM processors generally do not have on-chip interrupt controllers. Control of interrupts 
is a BSP-specific matter. This routine calls a BSP-specific routine to install the handler such 
that, when the interrupt occurs, routine is called with parameter. 


OK, or ERROR if the interrupt handler cannot be built. 


intArchLib, intHandlerCreate( ), intVecSet() 


intContext( ) 


intContext() — determine if the current state is in interrupt or task context 
BOOL intContext (void) 


This routine returns TRUE only if the current execution state is in interrupt context and 
not in a meaningful task context. 


TRUE or FALSE. 


intLib 


2-276 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
intCRSet( ) 


intCount() 


intCount() — get the current interrupt nesting depth 

int intCount (void) 

This routine returns the number of interrupts that are currently nested. 
The number of nested interrupts. 


intLib 


intCRGet( ) 


intCRGet( ) — read the contents of the cause register (MIPS) 
int intCRGet (void) 
This routine reads and returns the contents of the MIPS cause register. 


The contents of the cause register. 


intArchLib 


intCRSet( ) 


intCRSet( ) — write the contents of the cause register (MIPS) 
void intCRSet 
( 
int value /* value to write to cause register */ 
) 
This routine writes the contents of the MIPS cause register. 


N/A 


intArchLib 
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intDisable() 


intDisable() 


intDisable( ) — disable corresponding interrupt bits (MIPS, PowerPC, ARM) 
int intDisable 

( 

int level /* new interrupt bits (0x0 -— Oxff00) */ 

) 


On MIPS and PowerPC architectures, this routine disables the corresponding interrupt 
bits from the present status register. 


ARM processors generally do not have on-chip interrupt controllers. Control of interrupts 
is a BSP-specific matter. This routine calls a BSP-specific routine to disable a particular 
interrupt level, regardless of the current interrupt mask level. 

For MIPS, the macros SR_IBIT1 — SR_IBITS8 define bits that may be set. 


OK or ERROR. (MIPS: The previous contents of the status register). 


intArchLib 


intEnable( ) 


intEnable( ) — enable corresponding interrupt bits (MIPS, PowerPC, ARM) 


int intEnable 
( 
int level /* new interrupt bits (0x00 - Oxff00) */ 
) 


This routine enables the input interrupt bits on the present status register of the MIPS and 
PowerPC processors. 


ARM processors generally do not have on-chip interrupt controllers. Control of interrupts 
is a BSP-specific matter. This routine calls a BSP-specific routine to enable the interrupt. 
For each interrupt level to be used, there must be a call to this routine before it will be 
allowed to interrupt. 


For MIPS, it is strongly advised that the level be a combination of SR_IBIT1 — SR_IBITS8. 
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OK or ERROR. (MIPS: The previous contents of the status register). 


intArchLib 


intHandlerCreate( ) 


intHandlerCreate( ) — construct an interrupt handler for a C routine (MC680x0, SPARC, 
i960, x86, MIPS) 


FUNCPTR intHandlerCreate 
( 
FUNCPTR routine, /* routine to be called */ 
int parameter /* parameter to be passed to routine */ 


) 


This routine builds an interrupt handler around the specified C routine. This interrupt 
handler is then suitable for connecting to a specific vector address with intVecSet(). The 
interrupt handler is invoked in supervisor mode at interrupt level. A proper C 
environment is established, the necessary registers saved, and the stack set up. 


The routine can be any normal C code, except that it must not invoke certain operating 
system functions that may block or perform I/O operations. 


A pointer to the new interrupt handler, or NULL if memory is insufficient. 


intArchLib 


intLevelSet( ) 


intLevelSet() — set the interrupt level (MC680x0, SPARC, i960, x86, ARM) 


int intLevelSet 


( 


int level /* new interrupt level mask */ 


) 
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intLock( ) 


This routine changes the interrupt mask in the status register to take on the value 
specified by level. Interrupts are locked out at or below that level. The value of level must 
be in the following range: 


MC680x0: 0-7 
SPARC: 0-15 

i960: 0-31 

ARM BSP-specific 


On SPARC systems, traps must be enabled before the call. 


Do not call VxWorks system routines with interrupts locked. Violating this rule may 
re-enable interrupts unpredictably. 


The previous interrupt level. 


intArchLib 


intLock() 


intLock() — lock out interrupts 
int intLock (void) 


This routine disables interrupts. The intLock() routine returns an architecture-dependent 
lock-out key representing the interrupt level prior to the call; this key can be passed to 
intUnlock() to re-enable interrupts. 


For MC680x0, SPARC, i960, and i386/i1486 architectures, interrupts are disabled at the 
level set by intLockLevelSet(). The default lock-out level is the highest interrupt level 
(MC680x0 = 7, SPARC = 15, i960 = 31, 1386/1486 = 1). 


For MIPS processors, interrupts are disabled at the master lock-out level; this means no 
interrupt can occur even if unmasked in the IntMask bits (15-8) of the status register. 


For ARM processors, interrupts (IRQs) are disabled by setting the I bit in the CPSR. This 
means no IRQs can occur. 


For PowerPC processors, there is only one interrupt vector. The external interrupt (vector 
offset 0x500) is disabled when intLock() is called; this means that the processor cannot be 
interrupted by any external event. 


The lock-out key is implemented differently for different architectures: 


MC680x0: interrupt field mask 
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SPARC: interrupt level (0 — 15) 

i960: interrupt level (0 - 31) 

MIPS: status register 

1386/1486: interrupt enable flag (IF) bit from EFLAGS register 
PowerPC: MSR register value 

ARM I bit from the CPSR 


Do not call VxWorks system routines with interrupts locked. Violating this rule may 
re-enable interrupts unpredictably. 


The routine intLock() can be called from either interrupt or task level. When called from a 
task context, the interrupt lock level is part of the task context. Locking out interrupts 
does not prevent rescheduling. Thus, if a task locks out interrupts and invokes kernel 
services that cause the task to block (e.g., taskSuspend() or taskDelay()) or that cause a 
higher priority task to be ready (e.g., semGive() or taskResume()), then rescheduling 
occurs and interrupts are unlocked while other tasks run. Rescheduling may be explicitly 
disabled with taskLock(). Traps must be enabled when calling this routine. 


lockKey = intLock (); 
(work with interrupts locked out) 
intUnlock (lockKey) ; 


To lock out interrupts and task scheduling as well (see WARNING above): 


if (taskLock() == OK) 
{ 
lockKey = intLock (); 
(critical section) 
intUnlock (lockKey) ; 
taskUnlock () ; 
} 


else 


{ 
(error message or recovery attempt) 
} 


An architecture-dependent lock-out key for the interrupt level prior to the call. 


intArchLib, intUnlock(), taskLock(), intLockLevelSet() 
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intLockLevelGet( ) 


intLockLevelGet( ) — get the current interrupt lock-out level (MC680x0, SPARC, i960, x86, 
ARM) 


int intLockLevelGet (void) 


This routine returns the current interrupt lock-out level, which is set by intLockLevelSet( ) 
and stored in the globally accessible variable intLockMask. This is the interrupt level 
currently masked when interrupts are locked out by intLock(). The default lock-out level 
(MC680x0 = 7, SPARC = 15, 1960 = 31, 1386/1486 = 1) is initially set by kernelInit() when 
VxWorks is initialized. 


The interrupt level currently stored in the interrupt lock-out mask. (ARM = ERROR 
always) 


intArchLib, intLockLevelSet() 


intLockLevelSet( ) 
intLockLevelSet( ) — set the current interrupt lock-out level (MC680x0, SPARC, i960, x86, 
ARM) 

void intLockLevelSet 

( 

int newLevel /* new interrupt level */ 

) 
This routine sets the current interrupt lock-out level and stores it in the globally accessible 
variable intLockMask. The specified interrupt level is masked when interrupts are locked 
by intLock(). The default lock-out level (MC680x0 = 7, SPARC = 15, 1960 = 31, 1386/1486 = 
1) is initially set by kernelInit() when VxWorks is initialized. 
On the ARM, this call establishes the interrupt level to be set when intLock() is called. 
N/A 


intArchLib, intLockLevelGet(), intLock(), taskLock() 
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2. Subroutines 
intUninitVecSet( ) 


intSRGet( ) 


intSRGet() — read the contents of the status register (MIPS) 

int intSRGet (void) 

This routine reads and returns the contents of the MIPS status register. 
The previous contents of the status register. 


intArchLib 


intSRSet() 


intSRSet() — update the contents of the status register (MIPS) 


int intSRSet 
( 


int value /* value to write to status register */ 


) 


This routine updates and returns the previous contents of the MIPS status register. 


The previous contents of the status register. 


intArchLib 


intUninitVecSet( ) 


intUninitVecSet( ) — set the uninitialized vector handler (ARM) 


void intUninitVecSet 


( 
VOIDFUNCPTR routine /* ptr to user routine */ 


) 
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intUnlock() 


This routine installs a handler for the uninitialized vectors to be called when any 
uninitialised vector is entered. 


N/A. 


intArchLib 


intUnlock() 


intUnlock() - cancel interrupt locks 

void intUnlock 
( 
int lockKey /* lock-out key returned by preceding intLock() */ 
) 


This routine re-enables interrupts that have been disabled by intLock(). The parameter 
lockKey is an architecture-dependent lock-out key returned by a preceding intLock() call. 


N/A 


intArchLib, intLock() 


intVecBaseGet( ) 


int VecBaseGet( ) — get the vector (trap) base address (MC680x0, SPARC, i960, x86, MIPS, 
ARM) 


FUNCPTR *intVecBaseGet (void) 
This routine returns the current vector base address, which is set with intVecBaseSet( ). 


The current vector base address (i960 = value of sysIntTableset in sysLib, MIPS = 0 
always, ARM = 0 always). 


intArchLib, intVecBaseSet() 
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intVecBaseSet( ) 


intVecBaseSet( ) 


intVecBaseSet( ) — set the vector (trap) base address (MC680x0, SPARC, i960, x86, MIPS, 
ARM) 


void intVecBaseSet 


( 
FUNCPTR * baseAddr /* new vector (trap) base address */ 


) 
This routine sets the vector (trap) base address. The CPU’s vector base register is set to 
the specified value, and subsequent calls to intVecGet() or intVecSet() will use this base 
address. The vector base address is initially 0 (0x1000 for SPARC), until modified by calls 
to this routine. 


On SPARC processors, the vector base address must be on a 4 Kbyte boundary (that is, its 
bottom 12 bits must be zero). 


The 68000 has no vector base register; thus, this routine is a no-op for 68000 systems. 
This routine is a no-op for i960 systems. The interrupt vector table is located in sysLib, 
and moving it by int VecBaseSet() would require resetting the processor. Also, the vector 


base is cached on-chip in the PRCB and thus cannot be set from this routine. 


The MIPS processors have no vector base register; thus this routine is a no-op for this 
architecture. 


The ARM processors have no vector base register; thus this routine is a no-op for this 
architecture. 


N/A 


intArchLib, intVecBaseGet( ), intVecGet( ), intVecSet() 


2-285 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 1960 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


VxWorks Reference Manual, 5.4 
intVecGet( ) 


intVecGet( ) 


intVecGet( ) — get an interrupt vector (MC680x0, SPARC, i960, x86, MIPS) 


FUNCPTR intVecGet 
( 
FUNCPTR * vector /* vector offset */ 
) 


This routine returns a pointer to the exception/interrupt handler attached to a specified 
vector. The vector is specified as an offset into the CPU’s vector table. This vector table 
starts, by default, at: 


MC680x0: 0 

SPARC: 0x1000 

i960: sysIntTable in sysLib 
MIPS: excBsrTbl in excArchLib 


1386/1486: 0 


However, the vector table may be set to start at any address with intVecBaseSet( ) (on 
CPUs for which it is available). 


This routine takes an interrupt vector as a parameter, which is the byte offset into the 
vector table. Macros are provided to convert between interrupt vectors and interrupt 
numbers, see intArchLib. 


The interrupt table location is reinitialized to sysIntTable after booting. This location is 
returned by intVecBaseGet( ). 


A pointer to the exception /interrupt handler attached to the specified vector. 


intArchLib, intVecSet( ), intVecBaseSet( ) 


intVecSet( ) 


intVecSet() — set a CPU vector (trap) (MC680x0, SPARC, i960, x86, MIPS) 


void intVecSet 
( 
FUNCPTR * vector, /* vector offset */ 
FUNCPTR function /* address to place in vector */ 


) 
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2. Subroutines 
intVecSet( ) 


This routine attaches an exception/interrupt/trap handler to a specified vector. The 
vector is specified as an offset into the CPU’s vector table. This vector table starts, by 
default, at: 


MC680x0: 0 

SPARC: 0x1000 

i960: sysIntTable in sysLib 
MIPS: excBsrTbl in excArchLib 


1386/1486: 0 


However, the vector table may be set to start at any address with int VecBaseSet() (on 
CPUs for which it is available). The vector table is set up in usrInit(). 


This routine takes an interrupt vector as a parameter, which is the byte offset into the 
vector table. Macros are provided to convert between interrupt vectors and interrupt 
numbers, see intArchLib. 

This routine generates code to: 

(1) save volatile registers; 

(2) fix possible window overflow; 

(3) read the processor state register into register %LO; and 

(4) jump to the specified address. 


The intVecSet() routine puts this generated code into the trap table entry corresponding 
to vector. 


Window overflow and window underflow are sacred to the kernel and may not be 
pre-empted. They are written here only to track changing trap base registers (TBRs). With 
the "branch anywhere" scheme (as opposed to the branch PC-relative +/-8 megabytes) the 
first instruction in the vector table must not be a change of flow control nor affect any 
critical registers. The JMPL that replaces the BA will always execute the next vector’s first 
instruction. 


Vectors 0-7 are illegal vectors; using them puts the vector into the priorities / pending 
portion of the table, which yields undesirable actions. The i960CA caches the NMI vector 
in internal RAM at system power-up. This is where the vector is taken when the NMI 
occurs. Thus, it is important to check to see if the vector being changed is the NMI vector, 
and, if so, to write it to internal RAM. 

On MIPS CPUs the vector table is set up statically in software. 

N/A 


intArchLib, intVecBaseSet(), intVecGet() 
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intVecTableWriteProtect( ) 


intVecTableWriteProtect( ) 


intVecTableWriteProtect( ) — write-protect exception vector table (MC680x0, SPARC, i960, 
x86, ARM) 


STATUS intVecTableWriteProtect (void) 


If the unbundled Memory Management Unit (MMU) support package (VxVMI) is present, 
this routine write-protects the exception vector table to protect it from being accidentally 
corrupted. 


Note that other data structures contained in the page will also be write-protected. In the 
default VxWorks configuration, the exception vector table is located at location 0 in 
memory. Write-protecting this affects the backplane anchor, boot configuration 
information, and potentially the text segment (assuming the default text location of 
0x1000.) All code that manipulates these structures has been modified to write-enable 
memory for the duration of the operation. If you select a different address for the 
exception vector table, be sure it resides in a page separate from other writable data 
structures. 


OK, or ERROR if memory cannot be write-protected. 


S_intLib_VEC_TABLE_WP_UNAVAILABLE 


intArchLib 


ioctl() 


ioctl() — perform an I/O control function 


int ioctl 
( 
int fd, /* file descriptor */ 
int function, /* function code */ 
int arg /* arbitrary argument */ 
) 


This routine performs an I/O control function on a device. The control functions used by 


VxWorks device drivers are defined in the header file ioLib.h. Most requests are passed 
on to the driver for handling. Since the availability of ioctl() functions is driver-specific, 
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2. Subroutines 
ioDefPathSet( ) 


these functions are discussed separately in tyLib, pipeDrv, nfsDrv, dosFsLib, rt11FsLib, 
and rawFsLib. 


The following example renames the file or directory to the string "newname": 
ioctl (fd, FIORENAME, "newname") ; 


Note that the function FIOGETNAME is handled by the I/O interface level and is not 
passed on to the device driver itself. Thus this function code value should not be used by 
customer-written drivers. 


The return value of the driver, or ERROR if the file descriptor does not exist. 


ioLib, tyLib, pipeDrv, nfsDrv, dosFsLib, rt11FsLib, rawFsLib, VxWorks Programmer's 
Guide: I/O System, Local File Systems 


ioDefPathGet( ) 


ioDefPathGet() — get the current default path 
void ioDefPathGet 
( 
char * pathname /* where to return the name */ 


) 


This routine copies the name of the current default path to pathname. The parameter 
pathname should be MAX_FILENAME_LENGTH characters long. 


N/A 


ioLib, ioDefPathSet( ), chdir(), getcwd() 


ioDefPathSet() 


ioDefPathSet() — set the current default path 


STATUS ioDefPathSet 
( 


char * name /* name of the new default device and path */ 


) 
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DESCRIPTION This routine sets the default I/O path. All relative pathnames specified to the I/O system 
will be prepended with this pathname. This pathname must be an absolute pathname, 
i.e., name must begin with an existing device name. 


RETURNS OK, or ERROR if the first component of the pathname is not an existing device. 


SEE ALSO ioLib, ioDefPathGet( ), chdir(), getcwd() 


ioGlobalStdGet( ) 


NAME ioGlobalStdGet( ) — get the file descriptor for global standard input/output/error 


SYNOPSIS int ioGlobalStdGet 
( 
int stdFd /* std input (0), output (1), or error (2) */ 
) 


DESCRIPTION This routine returns the current underlying file descriptor for global standard input, 
output, and error. 


RETURNS The underlying global file descriptor, or ERROR if stdFd is not 0, 1, or 2. 


SEE ALSO ioLib, ioGlobalStdSet( ), ioTaskStdGet() 


ioGlobalStdSet() 


NAME ioGlobalStdSet( ) — set the file descriptor for global standard input/output/error 


SYNOPSIS void ioGlobalStdSet 
( 
int stdFd, /* std input (0), output (1), or error (2) */ 
int newFd /* new underlying file descriptor */ 


) 


DESCRIPTION This routine changes the assignment of a specified global standard file descriptor stdFd (0, 
1, or, 2) to the specified underlying file descriptor newFd. newFd should be a file 
descriptor open to the desired device or file. All tasks will use this new assignment when 
doing I/O to stdFd, unless they have specified a task-specific standard file descriptor (see 
ioTaskStdSet()). If stdFd is not 0, 1, or 2, this routine has no effect. 
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2. Subroutines 
iOlicomIntHandle( ) 


N/A 


ioLib, ioGlobalStdGet(), ioTaskStdSet( ) 


iOlicomEndLoad( ) 


iOlicomEndLoad( ) — initialize the driver and device 
END_OBJ * iOlicomEndLoad 
( 
char * initString /* String to be parsed by the driver. */ 


) 


This routine initializes the driver and the device to the operational state. All of the device 
specific parameters are passed in the initString. 


This routine can be called in two modes. If it is called with an empty, but allocated string 
then it places the name of this device (i.e. oli) into the initString and returns 0. 


If the string is allocated then the routine attempts to perform its load functionality. 


An END object pointer or NULL on error or 0 and the name of the device if the initString 
was NULL. 


iOlicomEnd 


iOlicomIntHandle( ) 


iOlicomIntHandle( ) — interrupt service for card interrupts 
void iOlicomIntHandle 
( 
END_DEVICE * pDrvCtrl /* pointer to END_DEVICE structure */ 
) 
This routine is called when an interrupt has been detected from the Olicom card. 


N/A. 


iOlicomEnd 


2-291 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
ioMmuMicroSparciInit() 


ioMmuMicroSparclnit( ) 


ioMmuMicroSparcInit( ) — initialize the microSparc I/II I/O MMU data structures 


STATUS ioMmuMicroSparcInit 
( 
void * physBase, /* first valid DMA physical address */ 
UINT range /* range covered by I/O Page Table */ 
) 


This routine initializes the I/O MMU for S-Bus DMA with the TMS390S10 and Mb86904. 
This function is executed after the VxWorks kernel is initialized. The memory allocated for 
the ioPage tables is write protected and cache inhibited only if one of the MMU libraries 
(vmBaseLib or vmLib) is initialized. It has been implemented this way because boot 
ROMs do not initialize the MMU library in bootConfig.c; instead, they initialize the MMU 
separately from romInit.s. 


OK, or ERROR if unable to satisfy request. 


ioMmuMicroSparcLib, ioMmuMicroSparcMap() 


ioMmuMicroSparcMap( ) 


ioMmuMicroSparcMap() — map the I/O MMU for microSparc I/II (TMS390S10/MB86904) 


STATUS ioMmuMicroSparcMap 
( 
UINT dvmaAdrs, /* ioDvma virtual address to map */ 
void * physBase, /* physical address to add */ 
UINT size /* size to map */ 


) 


This routine maps the specified amount of memory (size), starting at the specified ioDvma 
virtual address (dumaAdrs), to the specified physical base (physBase). 


Do not call ioMmuMicroSparcMap() without first calling the initialization routine 
ioMmuMicroSparcInit( ), because this routine depends on the data structures initialized 
there. The ioMmuMicroSparcMap( ) routine checks that the I/O MMU range specified at 
initialization is sufficient for the size of the memory being mapped. The physical base 
specified should be on a page boundary. Similarly, the size of the memory being mapped 
must be a multiple of the page size. 
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iosDevDelete( ) 


OK, or ERROR if unable to satisfy request. 


ioMmuMicroSparcLib, ioMmuMicroSparcInit( ) 


iosDevAdd( ) 


iosDevAdd( ) - add a device to the I/O system 


STATUS iosDevAdd 


( 

DEV_HDR * pDevHdr, /* pointer to device’s structure */ 

char * name, /* name of device */ 

int drvnum /* no. of servicing driver, returned by */ 


) 
This routine adds a device to the I/O system device list, making the device available for 
subsequent open() and creat() calls. 


The parameter pDevHadr is a pointer to a device header, DEV_HDR (defined in iosLib.h), 
which is used as the node in the device list. Usually this is the first item in a larger device 
structure for the specific device type. The parameters name and drvnum are entered in 
pDevHar. 


OK, or ERROR if there is already a device with the specified name. 


iosLib 


iosDevDelete( ) 


iosDevDelete( ) — delete a device from the I/O system 


void iosDevDelete 
( 
DEV_HDR * pDevHdr /* pointer to device’s structure */ 
) 


This routine deletes a device from the I/O system device list, making it unavailable to 


subsequent open() or creat() calls. No interaction with the driver occurs, and any file 
descriptors open on the device or pending operations are unaffected. 
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iosDevFind() 


If the device was never added to the device list, unpredictable results may occur. 
N/A 


iosLib 


iosDevFind( ) 


iosDevFind( ) — find an I/O device in the device list 


DEV_HDR *iosDevFind 
( 
char * name, /* name of the device */ 
char * *pNameTail /* where to put ptr to tail of name */ 


) 


This routine searches the device list for a device whose name matches the first portion of 
name. If a device is found, iosDevFind() sets the character pointer pointed to by 
pNameTail to point to the first character in name, following the portion which matched the 
device name. It then returns a pointer to the device. If the routine fails, it returns a pointer 
to the default device (that is, the device where the current working directory is mounted) 
and sets pNameTail to point to the beginning of name. If there is no default device, 
iosDevFind() returns NULL. 


A pointer to the device header, or NULL if the device is not found. 


iosLib 


iosDevShow( ) 


iosDevShow() — display the list of devices in the system 
void iosDevShow (void) 

This routine displays a list of all devices in the device list. 
N/A 


iosShow, devs(), VxWorks Programmer's Guide: I/O System, windsh, Tornado User’s Guide: 
Shell 
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2. Subroutines 
iosDrvRemove;( ) 


iosDrvInstall( ) 


iosDrvInstall() — install an I/O driver 


int iosDrvInstall 

( 

FUNCPTR pCreate, /* pointer to driver create function */ 
FUNCPTR pDelete, /* pointer to driver delete function */ 
FUNCPTR pOpen, /* pointer to driver open function */ 
FUNCPTR pClose, /* pointer to driver close function */ 
FUNCPTR pRead, /* pointer to driver read function */ 
FUNCPTR pWrite, /* pointer to driver write function */ 
FUNCPTR plIoctl /* pointer to driver ioctl function */ 
) 


This routine should be called once by each I/O driver. It hooks up the various I/O 
service calls to the driver service routines, assigns the driver a number, and adds the 
driver to the driver table. 


The driver number of the new driver, or ERROR if there is no room for the driver. 


iosLib 


iosDrvRemove( ) 


iosDrvRemove( ) — remove an I/O driver 
STATUS iosDrvRemove 


( 


int drvnum, /* no. of driver to remove, returned by iosDrvInstall () 
*/ 

BOOL forceClose /* if TRUE, force closure of open files */ 

) 
This routine removes an I/O driver (added by iosDrvInstall()) from the driver table. 


OK, or ERROR if the driver has open files. 


iosLib, iosDrvInstall() 
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iosDrvShow() 


iosDrvShow( ) — display a list of system drivers 

void iosDrvShow (void) 

This routine displays a list of all drivers in the driver list. 
N/A 


iosShow, VxWorks Programmer's Guide: I/O System, windsh, Tornado User's Guide: Shell 


iosFdShow() 


iosFdShow( ) — display a list of file descriptor names in the system 
void iosFdShow (void) 

This routine displays a list of all file descriptors in the system. 
N/A 


iosShow, ioctl(), VxWorks Programmer's Guide: I/O System, windsh, Tornado User’s Guide: 
Shell 


iosFdValue( ) 


iosFdValue( ) — validate an open file descriptor and return the driver-specific value 
int iosFdValue 

( 

int fd /* file descriptor to check */ 

) 


This routine checks to see if a file descriptor is valid and returns the driver-specific value. 


The driver-specific value, or ERROR if the file descriptor is invalid. 
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2. Subroutines 


iosShow/Init( ) 

iosLib 
iosInit() 
iosInit() — initialize the I/O system 
STATUS iosInit 

( 

int max_drivers, /* maximum number of drivers allowed */ 

int max_files, /* max number of files allowed open at once */ 


char * nullDevName /* name of the null device (bit bucket) */ 


) 


This routine initializes the I/O system. It must be called before any other I/O system 
routine. 


OK, or ERROR if memory is insufficient. 


iosLib 


iosShow!Init() 


iosShowInit() — initialize the I/O system show facility 
void iosShowInit (void) 


This routine links the I/O system show facility into the VxWorks system. It is called 
automatically when INCLUDE_SHOW_ROUTINES is defined in configAII.h. 


N/A 


iosShow 
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iolaskStdGet( ) 


ioTaskStdGet( ) — get the file descriptor for task standard input/output/error 


int ioTaskStdGet 
( 
int taskId, /* ID of desired task (0 = self) */ 
int stdFd /* std input (0), output (1), or error (2) */ 
) 


This routine returns the current underlying file descriptor for task-specific standard input, 
output, and error. 


The underlying file descriptor, or ERROR if stdFd is not 0, 1, or 2, or the routine is called at 
interrupt level. 


ioLib, ioGlobalStdGet(), ioTaskStdSet( ) 


iolaskStdSet() 


ioTaskStdSet( ) — set the file descriptor for task standard input/output/error 


void ioTaskStdSet 
( 
int taskId, /* task whose std fd is to be set (0 = self) */ 
int stdFd, /* std input (0), output (1), or error (2) */ 
int newFd /* new underlying file descriptor */ 


) 
This routine changes the assignment of a specified task-specific standard file descriptor 
stdFd (0, 1, or, 2) to the specified underlying file descriptornewFd. newFd should be a file 
descriptor open to the desired device or file. The calling task will use this new assignment 
when doing I/O to stdFd, instead of the system-wide global assignment which is used by 
default. If stdFd is not 0, 1, or 2, this routine has no effect. 
This routine has no effect if it is called at interrupt level. 


N/A 


ioLib, ioGlobalStdGet( ), ioTaskStdGet() 
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ipAttach() 


ipAttach() — a generic attach routine for the TCP/IP network stack 


int ipAttach 
( 
int unit, /* Unit number */ 
char * pDevice /* Device name (i.e. ln, ei etc.). */ 


) 
This routine takes the unit number and device name of an END driver (e.g., "In0", "ei0", 
etc.) and attaches the TCP/IP stack to the MUX. If completed successfully, the IP protocol 
will begin receiving packets from that driver. 


OK or ERROR 


ipProto 


ipDetach() 


ipDetach() — a generic detach routine for the TCP/IP network stack 


STATUS ipDetach 
( 
int unit, /* Unit number */ 
char * pDevice /* Device name (i.e. ln, ei etc.). */ 


) 


This routine removes the TCP/IP stack from the MUX. If completed successfully, the IP 
protocol will no longer receive packets from the named END driver. 


OK or ERROR 


ipProto 
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ipFilterHookAdd( ) 


ipFilterHookAdd( ) — add a routine to receive all internet protocol packets 


STATUS ipFilterHookAdd 
( 
FUNCPTR ipFilterHook /* routine to receive raw ip packets */ 


) 


This routine adds a hook routine that will be called for every IP packet that is received. 
The calling sequence of the filter hook routine is: 


BOOL ipFilterHook 
( 
struct ifnet *pIf, /* interface packet was received on */ 
struct mbuf **pPtrMbuf, /* pointer to pointer to an mbuf chain */ 
struct ip **pPtrIpHdr, /* pointer to pointer to ip header */ 
int ipHdrLen, /* ip packet header length */ 
) 


The hook routine should return TRUE if it has handled the input packet and no further 
action should be taken with it. If returning TRUE the ipFilterHook is responsible for 
freeing the mbuf chain by calling m_freem(*pPtrMbuf). It should return FALSE if it has 
not handled the ipFilterHook and normal processing (e.g., Internet) should take place. 


The packet is in a mbuf chain of which a pointer to a pointer is passed as one of the 
arguments. The pointer to the mbuf should be accessed by dereferencing the pointer to 
pointer, pPtrMbuf. This mbuf chain will be reused upon return from the hook. If the 
hook routine needs to retain the input packet, it should copy it elsewhere. by using the 
macro copy_from_mbufs (buffer, *pPtrMbuf, len). copy_from_mbufs is defined 
"net/mbuf.h" 


pPtrlpHadr is a pointer to a pointer to a IP header. The pointer to the ip header is obtained 
by dereferencing pPtrIpHdr. The ip header is used to examine and process the fields in 
the ip header. The fields ip_len, ip_id and ip_offset in the ip header are converted to the 
host byte order from the network byte order before a packet is handed to the filter hook. 


The pPtrMbuf and pPtrlpHdr are reused upon return from the hook if it is returning 
FALSE. 


Normally you will not be needing to modify pPtrMbuf or the pPtrIpHdr. 
OK, always. 


ipFilterLib 
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ipFilterHookDelete() 


ipFilterHookDelete( ) — delete a ip filter hook routine 
void ipFilterHookDelete (void) 
This routine deletes an IP filter hook. 


ipFilterLib 


ipFilterLibInit() 


ipFilterLibInit() — initialize ip filter facility 


void ipFilterLibInit (void) 


This routine links the ip filter facility into the VxWorks system. These routines are 


2. Subroutines 
ipstatShow( ) 


included automatically if INCLUDE_IP_FILTER is defined in configAII.h. 


N/A 


ipFilterLib 


ipstatShow( ) 


ipstatShow() — display IP statistics 


void ipstatShow 
( 
BOOL zero /* TRUE = reset statistics to 0 */ 
) 


This routine displays detailed statistics for the IP protocol. 


N/A 


netShow 
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irint( ) 


irint() — convert a double-precision value to an integer 
int irint 

( 

double x /* argument */ 

) 


This routine converts a double-precision value x to an integer using the selected IEEE 
rounding direction. 


The rounding direction is not pre-selectable and is fixed for round-to-the-nearest. 
math.h 
The integer representation of x. 


mathALib 


irintf( ) 


irintf() — convert a single-precision value to an integer 
int irintf 

( 

float x /* argument */ 

) 


This routine converts a single-precision value x to an integer using the selected IEEE 
rounding direction. 


The rounding direction is not pre-selectable and is fixed as round-to-the-nearest. 
math.h 
The integer representation of x. 


mathALib 
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NOTE 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
iroundf() 


iround( ) 


iround() —- round a number to the nearest integer 
int iround 

( 

double x /* argument */ 

) 
This routine rounds a double-precision value x to the nearest integer value. 
If x is spaced evenly between two integers, it returns the even integer. 
math.h 


The integer nearest to x. 


mathALib 


iroundf( ) 


iroundf( ) — round a number to the nearest integer 
int iroundf 

( 

float x /* argument */ 

) 
This routine rounds a single-precision value x to the nearest integer value. 
If x is spaced evenly between two integers, the even integer is returned. 
math.h 


The integer nearest to x. 


mathALib 
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isalnum() 


isalnum() — test whether a character is alphanumeric (ANSI) 
int isalnum 
( 
int c /* character to test */ 
) 
This routine tests whether c is a character for which isalpha() or isdigit() returns true. 
ctype.h 


Non-zero if and only if c is alphanumeric. 


ansiCtype 


isalpha() 


isalpha() — test whether a character is a letter (ANSI) 
int isalpha 
( 
int c /* character to test */ 
) 
This routine tests whether c is a character for which isupper() or islower() returns true. 
ctype.h 


Non-zero if and only if c is a letter. 


ansiCtype 
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2. Subroutines 


isatty() 


isatty() — return whether the underlying driver is a tty device 


BOOL isatty 
( 
int fd /* file descriptor to check */ 
) 


This routine simply invokes the ioctl() function FIOISATTY on the specified file 


descriptor. 
TRUE, or FALSE if the driver does not indicate a tty device. 


ioLib 


isentrl() 


iscntrI( ) 


iscntrl() — test whether a character is a control character (ANSI) 
int iscntrl 
( 
int c /* character to test */ 
) 
This routine tests whether c is a control character. 
ctype.h 


Non-zero if and only if c is a control character. 


ansiCtype 
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isdigit() 


isdigit() 
isdigit() — test whether a character is a decimal digit (ANSI) 
int isdigit 

in c /* character to test */ 

) 
This routine tests whether c is a decimal-digit character. 
ctype.h 


Non-zero if and only if c is a decimal digit. 


ansiCtype 


isgrapn() 


isgraph() — test whether a character is a printing, non-white-space character (ANSI) 


int isgraph 
( 
int c /* character to test */ 


) 


This routine returns true if c is a printing character, and not a character for which 


isspace() returns true. 


ctype.h 


Non-zero if and only if c is a printable, non-white-space character. 


ansiCtype, isspace( ) 
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2. Subroutines 
isprint() 


islower() 


islower( ) — test whether a character is a lower-case letter (ANSI) 
int islower 
( 
int c /* character to test */ 
) 
This routine tests whether c is a lower-case letter. 
ctype.h 


Non-zero if and only if c is a lower-case letter. 


ansiCtype 


isprint( ) 


isprint() — test whether a character is printable, including the space character (ANSI) 
int isprint 
( 
int c /* character to test */ 
) 
This routine returns true if c is a printing character or the space character. 
ctype.h 


Non-zero if and only if c is printable, including the space character. 


ansiCtype 
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ispunct() 


ispunct( ) 


ispunct( ) — test whether a character is punctuation (ANSI) 
int ispunct 

( 

int c /* character to test */ 


) 


This routine tests whether a character is punctuation, i.e., a printing character for which 
neither isspace() nor isalnum() is true. 


ctype.h 
Non-zero if and only if c is a punctuation character. 


ansiCtype 


isspace() 


isspace() — test whether a character is a white-space character (ANSI) 


int isspace 
( 
int c /* character to test */ 


) 


This routine tests whether a character is a standard white-space character, as follows: 


space 

horizontal tab \t 

vertical tab \v 

carriage return \r 

new-line \n 

form-feed \f 
ctype.h 


Non-zero if and only if c is a space, tab, carriage return, new-line, or form-feed character. 


ansiCtype 


2 - 308 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
isxdigit( ) 


isupper( ) 


isupper( ) — test whether a character is an upper-case letter (ANSI) 
int isupper 
( 
int c /* character to test */ 
) 
This routine tests whether c is an upper-case letter. 
ctype.h 


Non-zero if and only if c is an upper-case letter. 


ansiCtype 


isxdigit() 


isxdigit( ) — test whether a character is a hexadecimal digit (ANSI) 
int isxdigit 

( 

int c /* character to test */ 

) 
This routine tests whether c is a hexadecimal-digit character. 
ctype.h 


Non-zero if and only if c is a hexadecimal digit. 


ansiCtype 
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kernelInit() 


kernelInit( ) — initialize the kernel 


void kernelInit 
( 
FUNCPTR rootRtn, /* user start-up routine */ 
unsigned rootMemSize, /* memory for TCB and root stack */ 
char * PMemPoolStart, /* beginning of memory pool */ 
char * PMemPoolEnd, /* end of memory pool */ 
unsigned intStackSize, /* interrupt stack size */ 
int lockOutLevel /* interrupt lock-out level (1-7) */ 
) 


This routine initializes and starts the kernel. It should be called only once. The parameter 
rootRtn specifies the entry point of the user’s start-up code that subsequently initializes 
system facilities (i.e., the I/O system, network). Typically, rootRin is set to usrRoot(). 


Interrupts are enabled for the first time after kernelInit() exits. VxWorks will not exceed 
the specified interrupt lock-out level during any of its brief uses of interrupt locking as a 
means of mutual exclusion. 


The system memory partition is initialized by kernelInit() with the size set by 
pMemPoolStart and pMemPoolEnd. Architectures that support a separate interrupt stack 
allocate a portion of memory for this purpose, of intStackSize bytes starting at 
pMemPoolStart. 

N/A 


kernelLib, intLockLevelSet() 


kernelTimeSlice() 


kernelTimeSlice() — enable round-robin selection 


STATUS kernelTimeSlice 
( 


int ticks /* time-slice in ticks or 0 to disable round-robin */ 


) 
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2. Subroutines 
kill() 


This routine enables round-robin selection among tasks of same priority and sets the 
system time-slice to ticks. Round-robin scheduling is disabled by default. A time-slice of 
zero ticks disables round-robin scheduling. For more information about round-robin 
scheduling, see the manual entry for kernelLib. 


OK, always. 


kernelLib 


kernelVersion( ) 


kernelVersion( ) — return the kernel revision string 
char *kernelVersion (void) 


This routine returns a string which contains the current revision of the kernel. The string 


mow 


is of the form "WIND version x.y", where "x" corresponds to the kernel major revision, 


mon 


and "y" corresponds to the kernel minor revision. 
A pointer to a string of format "WIND version x.y". 


kernelLib 


kill() 


kill() — send a signal to a task (POSIX) 
int kill 
( 
int tid, /* task to send signal to */ 


int signo /* signal to send to task */ 
) 


This routine sends a signal signo to the task specified by tid. 
OK (0), or ERROR (-1) if the task ID or signal number is invalid. 
EINVAL 


sigLib 
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K) 


K() 


1() — disassemble and display a specified number of instructions 


void 1 
( 
INSTR * addr, /* address of first instruction to disassemble if 0, */ 
/* from the last instruction disassembled on the */ 
/* call to 1 */ 
int count /* number of instruction to disassemble */ 
/* if O, use the same the last call to 1 */ 


This routine disassembles a specified number of instructions and displays them on 
standard output. If the address of an instruction is entered in the system symbol table, the 
symbol will be displayed as a label for that instruction. Also, addresses in the opcode 
field of instructions will be displayed symbolically. 


To execute, enter: 
-> 1 [address [,count]] 


If address is omitted or zero, disassembly continues from the previous address. If count is 
omitted or zero, the last specified count is used (initially 10). As with all values entered 
via the shell, the address may be typed symbolically. 

N/A 


dbgLib, VxWorks Programmer’s Guide: Target Shell, windsh, Tornado User's Guide: Shell 


10() 


10() — return the contents of register 10 (also 11 — 17) (SPARC) 


int 10 


( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of local register 10 from the TCB of a specified task. If 
taskId is omitted or 0, the current default task is assumed. 
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Id() 


Similar routines are provided for all local registers (10 — 17): 10() - 17(). 
The contents of register 10 (or the requested register). 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


labs() 


labs() — compute the absolute value of a long (ANSI) 


long labs 
( 


long i /* long for which to return absolute value */ 


) 


This routine computes the absolute value of a specified long. If the result cannot be 
represented, the behavior is undefined. This routine is equivalent to abs(), except that the 
argument and return value are all of type long. 


stdlib.h 
The absolute value of i. 


ansiStdlib 


ld() 


Id() — load an object module into memory 


MODULE_ID ld 
( 
int syms, /* -1, 0, or 1 */ 
BOOL noAbort, /* TRUE = don’t abort script on error */ 
char * name /* name of object module, NULL = standard input */ 


) 
This command loads an object module from a file or from standard input. The object 


module must be in UNIX a.out format. External references in the module are resolved 
during loading. The syms parameter determines how symbols are loaded; possible values: 


2-313 


EXAMPLE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
Idexp() 


0 — Add global symbols to the system symbol table. 
1 — Add global and local symbols to the system symbol table. 
-1-— Add no symbols to the system symbol table. 


If there is an error during loading (e.g., externals undefined, too many symbols, etc.), then 
shellScriptAbort( ) is called to stop any script that this routine was called from. If noAbort 
is TRUE, errors are noted but ignored. 


The normal way of using Id() is to load all symbols (syms = 1) during debugging and to 
load only global symbols later. 
The following example loads the a.out file module from the default file device into 
memory, and adds any global symbols to the symbol table: 

—> 1d <module 
This example loads test.o with all symbols: 

-—> 1d 1,0,"test.o" 


MODULE_ID, or NULL if there are too many symbols, the object file format is invalid, or 
there is an error reading the file. 


usrLib, loadLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: 
Shell 


Idexp() 


Idexp() — multiply a number by an integral power of 2 (ANSI) 
double ldexp 

( 

double v, /* a floating point number */ 

int xexp /* exponent */ 

) 


This routine multiplies a floating-point number by an integral power of 2. A range error 
may occur. 


math.h 
The double-precision value of v times 2 to the power of xexp. 


ansiMath 
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2. Subroutines 
Idiv_r() 


Idiv() 


Idiv() — compute the quotient and remainder of the division (ANSI) 


ldiv_t ldiv 
( 
long numer, /* numerator */ 
long denom /* denominator */ 


) 


This routine computes the quotient and remainder of numer /denom. This routine is similar 
to div(), except that the arguments and the elements of the returned structure are all of 


type long. 


This routine is not reentrant. For a reentrant version, see Idiv_r(). 


stdlib.h 
A structure of type ldiv_t, containing both the quotient and the remainder. 


ansiStdlib 


ldiv_r() 


Idiv_r() — compute a quotient and remainder (reentrant) 


void ldiv_r 


( 


long numer, /* numerator */ 


long denom, /* denominator */ 
ldiv_t * divStructPtr /* ldiv_t structure */ 


) 


This routine computes the quotient and remainder of numer/denom. The quotient and 
remainder are stored in the ldiv_t structure divStructPtr. This routine is the reentrant 
version of Idiv(). 


stdlib.h 
N/A 


ansiStdlib 
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ledClose() 


NAME ledClose( ) — discard the line-editor ID 

SYNOPSIS STATUS ledClose 
( 
int led_id /* ID returned by ledOpen */ 
) 


DESCRIPTION This routine frees resources allocated by ledOpen(). The low-level input/output file 
descriptors are not closed. 


RETURNS OK. 


SEE ALSO ledLib, ledOpen() 


ledControl( ) 


NAME ledControl() — change the line-editor ID parameters 


SYNOPSIS void ledControl 
( 
int led_id, /* ID returned by ledOpen */ 
int inFd, /* new input fd (NONE = no change) */ 
int outFd, /* new output fd (NONE = no change) */ 
int histSize /* new history list size (NONE = no change), */ 
/* (0 = display) */ 


DESCRIPTION This routine changes the input/output file descriptor and the size of the history list. 
RETURNS N/A 
SEE ALSO ledLib 
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2. Subroutines 
ledRead( ) 


ledOpen() 


ledOpen() — create a new line-editor ID 


int ledOpen 
( 
int inFd, /* low-level device input fd */ 
int outFd, /* low-level device output fd */ 
int histSize /* size of history list */ 


) 


This routine creates the ID that is used by ledRead( ), ledClose(), and ledControl(). 
Storage is allocated for up to histSize previously read lines. 


The line-editor ID, or ERROR if the routine runs out of memory. 


ledLib, ledRead( ), ledClose(), ledControl() 


ledRead() 


ledRead( ) - read a line with line-editing 


int ledRead 


( 

int led_id, /* ID returned by ledOpen */ 

char * string, /* where to return line */ 

int maxBytes /* maximum number of chars to read */ 


) 


This routine handles line-editing and history substitutions. If the low-level input file 


descriptor is not in OPT_LINE mode, only an ordinary read() routine will be performed. 


The number of characters read, or EOF. 


ledLib 
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lio_listio() 


lio_listio() — initiate a list of asynchronous I/O requests (POSIX) 


int lio_listio 


( 


int mode, /* LIO_WAIT or LIO_NOWAIT */ 
struct aiocb * list[], /* list of operations */ 
int nEnt, /* size of list */ 

struct sigevent * pSig /* signal on completion */ 


) 


This routine submits a number of I/O operations (up to AIO_LISTIO_MAX) to be 
performed asynchronously. list is a pointer to an array of aiocb structures that specify the 
AIO operations to be performed. The array is of size nEnt. 


The aio_lio_opcode field of the aiocb structure specifies the AIO operation to be 
performed. Valid entries include LIO_READ, LIO_WRITE, and LIO_NOP. LIO_READ 
corresponds to a call to aio_read(), LIO_WRITE corresponds to a call to aio_write(), and 
LIO_NOP is ignored. 


The mode argument can be either LIO_WAIT or LIO_NOWAIT. If mode is LIO_WAIT, 
lio_listio() does not return until all the AIO operations complete and the pSig argument is 
ignored. If mode is LIO_NOWAIT, the lio_listio() returns as soon as the operations are 
queued. In this case, if pSig is not NULL and the signal number indicated by 
pSig>sigev_signo is not zero, the signal pSig>sigev_signo is delivered when all requests 
have completed. 

OK if requests queued successfully, otherwise ERROR. 

EINVAL, EAGAIN, EIO 


aio.h 


aioPxLib, aio_read(), aio_write(), aio_error(), aio_return(). 
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2. Subroutines 
IkAddr( ) 


listen() 


listen() — enable connections to a socket 


STATUS listen 
( 


int s, /* socket descriptor */ 
int backlog /* number of connections to queue */ 


) 
This routine enables connections to a socket. It also specifies the maximum number of 
unaccepted connections that can be pending at one time (backlog). After enabling 
connections with listen(), connections are actually accepted by accept(). 


OK, or ERROR if the socket is invalid or unable to listen. 


sockLib 


IkAddr() 


lkAddr( ) — list symbols whose values are near a specified value 


void 1kAddr 
( 


unsigned int addr /* address around which to look */ 


) 


This command lists the symbols in the system symbol table that are near a specified value. 


The symbols that are displayed include: 


— symbols whose values are immediately less than the specified value 
— symbols with the specified value 
— succeeding symbols, until at least 12 symbols have been displayed 


This command also displays symbols that are local, i.e., symbols found in the system 
symbol table only because their module was loaded by Id(). 


N/A 


ustLib, symLib, symEach(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 
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Ikup() 


Ikup() — list symbols 


void lkup 
( 
char * substr /* substring to match */ 
) 


This command lists all symbols in the system symbol table whose names contain the 
string substr. If substr is omitted or is 0, a short summary of symbol table statistics is 
printed. If substr is the empty string (""), all symbols in the table are listed. 


This command also displays symbols that are local, i.e., symbols found in the system 
symbol table only because their module was loaded by Id(). 


By default, Ikup() displays 22 symbols at a time. This can be changed by modifying the 
global variable symLkupPgSz. If this variable is set to 0, kup() displays all the symbols 
without interruption. 


N/A 


usrLib, symLib, symEach(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


II() 


Il() — do a long listing of directory contents 


STATUS 11 
( 


char * dirName /* name of directory to list */ 


) 


This command causes a long listing of a directory’s contents to be displayed. It is 
equivalent to: 


-—> 1ls dirName, TRUE 


When used with netDrv devices (FTP or RSH), 11() does not give directory information. It 
is equivalent to an Is() call with no long-listing option. 
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2. Subroutines 
In97xInitParse( ) 


OK or ERROR. 


usrLib, Is(), stat(), VxWorks Programmer's Guide: Target Shell 


In97xEndLoad( ) 


In97xEndLoad() — initialize the driver and device 


END_OBJ * 1n97xEndLoad 
( 


char * initString /* string to be parse by the driver */ 


) 


This routine initializes the driver and the device to the operational state. All of the 
device-specific parameters are passed in initString, which expects a string of the following 
format: 


unit:deoMemAdadr:devloAddr:pciMemBase:<vecnum:intLul:memAdrs:memSize:memWidth:csr3b: 
offset:flags 

This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "InPci") into the initString and returns 0. 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 


An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 


1n97xEnd 


In97xInitParse() 


In97xInitParse( ) — parse the initialization string 


STATUS 1n97xInitParse 
( 
LN_97X_DRV_CTRL * pDrvCtr1l, /* pointer to the control structure */ 
char * initString /* initialization string */ 


) 
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DESCRIPTION Parse the input string. This routine is called from In97xEndLoad() which intializes some 
values in the driver control structure with the values passed in the intialization string. 


The initialization string format is: 
unit:deoMemAddr:devloAddr:pciMemBase:<vecNum:intLul:memAdrs:memSize:memWidth:csr3b: 


offset:flags 
unit 
Device unit number, a small integer. 


devMemAddr 
Device register base memory address 


devloAddr 
Device register base IO address 


pciMemBase 
Base address of PCI memory space 


vecNum 
Interrupt vector number. 


intLvl 
Interrupt level. 


memAdrs 
Memory pool address or NONE. 


memSize 
Memory pool size or zero. 


memWidth 
Memory system size, 1, 2, or 4 bytes (optional). 


CSR3 
Value of CSR3 (for endian-ness mainly) 


offset 


Offset of starting of data in the device buffers. 


flags 
Device specific flags, for future use. 


RETURNS OK, or ERROR if any arguments are invalid. 


SEE ALSO 1n97xEnd 
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2. Subroutines 
In7990InitMem() 


In7990EndLoad( ) 


In7990EndLoad( ) — initialize the driver and device 


END_OBJ* 1n7990EndLoad 
( 


char* initString /* string to be parse by the driver */ 


) 


This routine initializes the driver and the device to the operational state. All of the 
device-specific parameters are passed in initString, which expects a string of the following 
format: 


unit:CSR_reg_addr:RAP_reg_addr:int_vector:int_level:shmem_addr: shmem_size:shmem_width 


This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "In") into the initString and returns 0. 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 


An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 


1n7990End 


In7990InitMem( ) 


In7990InitMem( ) — initialize memory for Lance chip 

STATUS 1n7990InitMem 
( 
LN7990END_DEVICE * pDrvCtrl /* device to be initialized */ 
) 


Using data in the control structure, setup and initialize the memory areas needed. If the 
memory address is not already specified, then allocate cache safe memory. 


OK or ERROR. 


1n7990End 
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In7990InitParse( ) 


In7990InitParse( ) 


NAME In7990InitParse( ) — parse the initialization string 


SYNOPSIS STATUS 1n7990InitParse 
( 
LN7990END_DEVICE * pDrvCtrl1, 
char * initString 


) 


DESCRIPTION Parse the input string. Fill in values in the driver control structure. The initialization 
string format is: wnit:csrAdr:rapAdr:vecnum:intLul:memAdrs:memSize:memWiath: offset:csr3B 
unit 

Device unit number, a small integer. 


csrAdr 
Address of CSRO register. 


rapAdr 
Address of RAP register. 


vecNum 
Interrupt vector number (used with sysIntConnect() ). 


intLvl 
Interrupt level. 


memAdrs 
Memory pool address or NONE. 


memSize 
Memory pool size or zero. 


memWidth 
Memory system size, 1, 2, or 4 bytes (optional). 


offset 


Memory offset for alignment. 


csr3B 
CSR register 3B control value, normally 0x4 or 0x7. 


RETURNS OK, or ERROR if any arguments are invalid. 


SEE ALSO 1n7990End 
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2. Subroutines 
Inattach() 


Inattach() 


Inattach() — publish the In network interface and initialize driver structures 


STATUS lnattach 


int unit, /* unit number */ 

char * devAdrs, /* LANCE I/O address */ 
int ivec, /* interrupt vector */ 
int ilevel, /* interrupt level */ 


char * memAdrs, /* address of memory pool (-1 = malloc it) */ 
ULONG memSize, /* only used if memory pool is NOT malloc()’d */ 
int memWidth, /* byte-width of data (-1 = any width) */ 

int spare, /* not used */ 

int spare2 /* not used */ 


This routine publishes the In interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


The memAdrs parameter can be used to specify the location of the memory that will be 
shared between the driver and the device. The value NONE is used to indicate that the 
driver should obtain the memory. 


The memSize parameter is valid only if the memAdrs parameter is not set to NONE, in 
which case memSize indicates the size of the provided memory region. 


The memWidth parameter sets the memory pool’s data port width (in bytes); if it is NONE, 
any data width is used. 


To zero out LANCE data structures, this routine uses bzero(), which ignores the 
memWidth specification and uses any size data access to write to memory. 


OK or ERROR. 


if_In 
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InPciattach() 


InPciattach() — publish the InPci network interface and initialize the driver and device 


STATUS 1nPciattach 


int unit, /* unit number */ 

char * devAdrs, /* LANCE I/O address */ 

int ivec, /* interrupt vector */ 

int ilevel, /* interrupt level */ 

char * memAdrs, /* address of memory pool (-1 = malloc it) */ 
ULONG memSize, /* used if memory pool is NOT malloc()’d */ 


int memWidth, /* byte-width of data (-1 = any width) */ 
ULONG pciMemBase, /* memory base as seen from PCI */ 
int spare2 /* not used */ 


This routine publishes the In interface by filling in a network interface record and adding 
this record to the system list. This routine also initializes the driver and the device to the 
operational state. 


The memAdrs parameter can be used to specify the location of the memory that will be 
shared between the driver and the device. The value NONE is used to indicate that the 
driver should obtain the memory. 


The memSize parameter is valid only if the memAdrs parameter is not set to NONE, in 
which case memSize indicates the size of the provided memory region. 


The memWidth parameter sets the memory pool’s data port width (in bytes); if it is NONE, 
any data width is used. 


To zero out LANCE data structures, this routine uses bzero(), which ignores the 
memWidth specification and uses any size data access to write to memory. 


OK or ERROR. 


if_InPci 
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loadModule( ) 


loadModule( ) — load an object module into memory 


MODULE_ID loadModule 
( 
int fd, /* £d of file to load */ 
int symFlag /* symbols to add to table */ 


/* (LOAD_[NO | LOCAL | GLOBAL | ALL]_SYMBOLS) */ 


This routine loads an object module from the specified file, and places the code, data, and 


BSS into memory allocated from the system memory pool. 


This call is equivalent to loadModuleAt() with NULL for the addresses of text, data, and 
BSS segments. For more details, see the manual entry for loadModuleAt(). 


MODULE_ID, or NULL if the routine cannot read the file, there is not enough memory, or 


the file format is illegal. 


loadLib, loadModuleAt() 


loadModuleAt() 


loadModuleAt( ) - load an object module into memory 
MODULE_ID loadModuleaAt 


int fd, /* fda from which to read module */ 
int symFlag, /* symbols to add to table */ 


/* (LOAD_[NO | LOcAL | GLOBAL | ALL]_SYMBOLS) */ 
char * *ppText, /* load text segment at addr pointed to by this ptr, */ 


/* load addr via this ptr */ 


char * *ppData, /* 


char * *ppBss /* 


load data segment at addr pointed to by this */ 
return load addr via this ptr */ 

load BSS segment at addr pointed to by this ptr, */ 
load addr via this ptr */ 


This routine reads an object module from fd, and loads the code, data, and BSS segments 
at the specified load addresses in memory set aside by the user using malloc(), or in the 
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system memory partition as described below. The module is properly relocated according 
to the relocation commands in the file. Unresolved externals will be linked to symbols 
found in the system symbol table. Symbols in the module being loaded can optionally be 
added to the system symbol table. 


LINKING UNRESOLVED EXTERNALS 


As the module is loaded, any unresolved external references are resolved by looking up 
the missing symbols in the the system symbol table. If found, those references are 
correctly linked to the new module. If unresolved external references cannot be found in 
the system symbol table, then an error message ("undefined symbol: ...") is printed for the 
symbol, but the loading/linking continues. In this case, NULL will be returned after the 
module is loaded. 


ADDING SYMBOLS TO THE SYMBOL TABLE 


RELOCATION 


The symbols defined in the module to be loaded may be optionally added to the system 
symbol table, depending on the value of symFlag: 


LOAD_NO_SYMBOLS 
add no symbols to the system symbol table 


LOAD_LOCAL SYMBOLS 
add only local symbols to the system symbol table 


LOAD_GLOBAL_SYMBOLS 
add only external symbols to the system symbol table 


LOAD_ALL_SYMBOLS 
add both local and external symbols to the system symbol table 


HIDDEN_MODULE 
do not display the module via moduleShow(). 


In addition, the following symbols are also added to the symbol table to indicate the start 
of each segment: filename_text, filename_data, and filename_bss, where filename is the name 
associated with the fd. 


The relocation commands in the object module are used to relocate the text, data, and BSS 
segments of the module. The location of each segment can be specified explicitly, or left 
unspecified in which case memory will be allocated for the segment from the system 
memory partition. This is determined by the parameters ppText, ppData, and ppBss, each 
of which can have the following values: 


NULL 
no load address is specified, none will be returned; 


A pointer to LD_NO_ADDRESS 
no load address is specified, the return address is referenced by the pointer; 


A pointer to an address 
the load address is specified. 
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loadModuleAt( ) 


The ppText, ppData, and ppBss parameters specify where to load the text, data, and bss 
sections respectively. Each of these parameters is a pointer to a pointer; for example, 
**opTextgives the address where the text segment is to begin. 


For any of the three parameters, there are two ways to request that new memory be 
allocated, rather than specifying the section’s starting address: you can either specify the 
parameter itself as NULL, or you can write the constant LD_NO_ADDRESS in place of an 
address. In the second case, loadModuleAt( ) routine replaces the LD_NO_ADDRESS 
value with the address actually used for each section (that is, it records the address at 
*ppText, *ppData, or *ppBss). 


The double indirection not only permits reporting the addresses actually used, but also 
allows you to specify loading a segment at the beginning of memory, since the following 
cases can be distinguished: 


(1) Allocate memory for a section (text in this example): ppText == NULL 
(2) Begin a section at address zero (the text section, below): *ppText == 0 


Note that loadModule( ) is equivalent to this routine if all three of the segment-address 
parameters are set to NULL. 


Some host compiler /linker combinations internally use another storage class known as 
common. In the C language, uninitialized global variables are eventually put in the BSS 
segment. However, in partially linked object modules, they are flagged internally as 
common and the static linker (host) resolves these and places them in BSS as a final step in 
creating a fully linked object module. However, the VxWorks loader is most often used to 
load partially linked object modules. When the VxWorks loader encounters a variable 
labeled as common, memory for the variable is allocated, with malloc(), and the variable 
is entered in the system symbol table (if specified) at that address. Note that most UNIX 
loaders have an option that forces resolution of the common storage while leaving the 
module relocatable (e.g., with typical BSD UNIX loaders, use options -rd). 


Load a module into allocated memory, but do not return segment addresses: 
module_id = loadModuleAt (fd, LOAD_GLOBAL_SYMBOLS, NULL, NULL, NULL) ; 


Load a module into allocated memory, and return segment addresses: 


pText = pData = pBss = LD_NO_ADDRESS; 
module_id = loadModuleAt (fd, LOAD_GLOBAL_SYMBOLS, &pText, &pData, 
&pBss) ; 


Load a module to off-board memory at a specified address: 


pText = 0x800000; /* address of text segment */ 

pData = pBss = LD_NO_ADDRESS /* other segments follow by default */ 

module_id = loadModuleAt (fd, LOAD_GLOBAL_SYMBOLS, &pText, &pData, 
&pBss) ; 
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loattach( ) 


MODULE_ID, or NULL if the file cannot be read, there is not enough memory, or the file 
format is illegal. 


loadLib, VxWorks Programmer's Guide: Basic OS 


loattach() 


loattach() — publish the lo network interface and initialize the driver and pseudo-device 
STATUS loattach (void) 


This routine attaches an lo Ethernet interface to the network, if the interface exists. It 
makes the interface available by filling in the network interface record. The system 
initializes the interface when it is ready to accept packets. 


OK. 


if_loop 


localeconv() 


localeconv() — set the components of an object with type lconv (ANSI) 
struct lconv *localeconv (void) 


This routine sets the components of an object with type struct lconvwith values 
appropriate for the formatting of numeric quantities (monetary and otherwise) according 
to the rules of the current locale. 


The members of the structure with type char * are pointers to strings any of which (except 
decimal_point) can point to "" to indicate that the value is not available in the current 
locale or is of zero length. The members with type char are nonnegative numbers, any of 
which can be CHAR_MAX to indicate that the value is not available in the current locale. 
The members include the following: 


char *decimal_point 
The decimal-point character used to format nonmonetary quantities. 


char *thousands_sep 
The character used to separate groups of digits before the decimal-point character in 
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formatted nonmonetary quantities. 


char *grouping 
A string whose elements indicate the size of each group of digits in formatted 
nonmonetary quantities. 


char *int_curr_symbol 
The international currency symbol applicable to the current locale. The first three 
characters contain the alphabetic international currency symbol in accordance with 
those specified in ISO 4217:1987. The fourth character (immediately preceding the 
null character) is the character used to separate the international currency symbol 
from the monetary quantity. 


char *currency_symbol 
The local currency symbol applicable to the current locale. 


char *mon_decimal_point 
The decimal-point used to format monetary quantities. 


char *mon_thousands_sep 
The separator for groups of digits before the decimal-point in formatted monetary 
quantities. 


char *mon_grouping 
A string whose elements indicate the size of each group of digits in formatted 
monetary quantities. 


char *positive_sign 
The string used to indicate a nonnegative-valued formatted monetary quantity. 


char *negative_sign 
The string used to indicate a negative-valued formatted monetary quantity. 


char int_frac_digits 
The number of fractional digits (those after the decimal-point) to be displayed in an 
internationally formatted monetary quantity. 


char frac_digits 
The number of fractional digits (those after the decimal-point) to be displayed in a 
formatted monetary quantity. 


char p_cs_precedes 
Set to 1 or 0 if the currency_symbol respectively precedes or succeeds the value for a 
nonnegative formatted monetary quantity. 


char p_sep_by_space 
Set to 1 or 0 if the currency_symbol respectively is or is not separated by a space from 
the value for a nonnegative formatted monetary quantity. 


char n_cs_precedes 
Set to 1 or 0 if the currency_symbol respectively precedes or succeeds the value for a 
negative formatted monetary quantity. 
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char n_sep_by_space 
Set to 1 or 0 if the currency_symbol respectively is or is not separated by a space from 
the value for a negative formatted monetary quantity. 


char p_sign_posn 
Set to a value indicating the positioning of the positive_signfor a nonnegative 
formatted monetary quantity. 


char n_sign_posn 
Set to a value indicating the positioning of the negative_signfor a negative formatted 
monetary quantity. 


The elements of grouping and mon_grouping are interpreted according to the following: 


CHAR MAX 
No further grouping is to be performed. 


The previous element is to be repeatedly used for the remainder of the digits. 


other 
The integer value is the number of the digits that comprise the current group. The 
next element is examined to determined the size of the next group of digits before the 
current group. 


The values of p_sign_posn and n_sign_posn are interpreted according to the following: 
0 Parentheses surround the quantity and currency_symbol. 

1 The sign string precedes the quantity and currency_symbol. 

2 The sign string succeeds the quantity and currency_symbol. 

3 The sign string immediately precedes the currency_symbol. 

4 The sign string immediately succeeds the currency_symbol. 

The implementation behaves as if no library function calls localecono(). 

The localeconv() routine returns a pointer to the filled-in object. The structure pointed to 
by the return value is not modified by the program, but may be overwritten by a 
subsequent call to localeconv(). In addition, calls to setlocale() with categories LC_ALL, 
LC_MONETARY, or LC_NUMERIC may overwrite the contents of the structure. 

locale.h, limits.h 


A pointer to the structure Iconv. 


ansiLocale 
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INCLUDE FILES 
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2. Subroutines 
localtime_r() 


localtime() 


localtime() — convert calendar time into broken-down time (ANSI) 
struct tm *localtime 

( 

const time_t * timer /* calendar time in seconds */ 


) 


This routine converts the calendar time pointed to by timer into broken-down time, 
expressed as local time. 


This routine is not reentrant. For a reentrant version, see localtime_r(). 
time.h 
A pointer to a tm structure containing the local broken-down time. 


ansiTime 


localtime_r() 


localtime_r() — convert calendar time into broken-down time (POSIX) 


int localtime_r 


( 
const time_t * timer, /* calendar time in seconds */ 


struct tm * timeBuffer /* buffer for the broken-down time */ 


) 


This routine converts the calendar time pointed to by timer into broken-down time, 
expressed as local time. The broken-down time is stored in timeBuffer. 


This routine is the POSIX re-entrant version of localtime( ). 
time.h 
OK. 


ansiTime 
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log() 


log() — compute a natural logarithm (ANSI) 


double log 


( 
double x /* value to compute the natural logarithm of */ 


) 


This routine returns the natural logarithm of xin double precision (IEEE double, 53 bits). 


A domain error occurs if the argument is negative. A range error may occur if the 
argument is zero. 


math.h 


The double-precision natural logarithm of x. 


Special cases: 
If x < 0 (including -INF), it returns NaN with signal. 
If x is +INF, it returns x with no signal. 
If x is 0, it returns -INF with signal. 
If x is NaN it returns x with no signal. 


ansiMath, mathALib 


log2() 


log2() — compute a base-2 logarithm 
double log2 
( 
double x /* value to compute the base-two logarithm of */ 
) 
This routine returns the base-2 logarithm of x in double precision. 
math.h 


The double-precision base-2 logarithm of x. 


mathALib 
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INCLUDE FILES 


RETURNS 
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2. Subroutines 
log10() 


log2f() 


log2f() - compute a base-2 logarithm 
float log2f 
( 
float x /* value to compute the base-2 logarithm of */ 
) 
This routine returns the base-2 logarithm of x in single precision. 
math.h 


The single-precision base-2 logarithm of x. 


mathALib 


1log10() 


log10() — compute a base-10 logarithm (ANSI) 


double logl10 
( 


double x /* value to compute the base-10 logarithm of */ 


) 


This routine returns the base 10 logarithm of x in double precision (IEEE double, 53 bits). 


A domain error occurs if the argument is negative. A range error may if the argument is 


zero. 
math.h 


The double-precision base-10 logarithm of x. 


Special cases: 
If x < 0, log10() returns NaN with signal. 
if x is +INF, it returns x with no signal. 
if x is 0, it returns -INF with signal. 
if x is NaN it returns x with no signal. 


ansiMath, mathALib 
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log10f() 


NAME log10f() — compute a base-10 logarithm (ANSI) 
SYNOPSIS float logl0f 
( 
float x /* value to compute the base-10 logarithm of */ 
) 
DESCRIPTION This routine returns the base-10 logarithm of x in single precision. 
INCLUDE FILES math.h 


RETURNS The single-precision base-10 logarithm of x. 


SEE ALSO mathALib 


logf() 


NAME logf() — compute a natural logarithm (ANSI) 

SYNOPSIS float logf 
( 
float x /* value to compute the natural logarithm of */ 
) 

DESCRIPTION This routine returns the logarithm of x in single precision. 

INCLUDE FILES math.h 


RETURNS The single-precision natural logarithm of x. 


SEE ALSO mathALib 
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logFdAdd() 


NAME logFdAdd() — add a logging file descriptor 


SYNOPSIS STATUS logFdAdd 


( 
int fd /* file descriptor for additional logging device */ 


) 


DESCRIPTION This routine adds to the log file descriptor list another file descriptor fd to which messages 
will be logged. The file descriptor must be a valid open file descriptor. 


RETURNS OK, or ERROR if the allowable number of additional logging file descriptors (5) is 
exceeded. 
SEE ALSO logLib, logFdDelete( ) 


logFdDelete( ) 


NAME logFdDelete( ) — delete a logging file descriptor 


SYNOPSIS STATUS logFdDelete 


( 
int fd /* file descriptor to stop using as logging device */ 


) 


DESCRIPTION This routine removes from the log file descriptor list a logging file descriptor added by 
logFdAdd(). The file descriptor is not closed; but is no longer used by the logging 
facilities. 

RETURNS OK, or ERROR if the file descriptor was not added with logFdAdd(). 

SEE ALSO logLib, logFdAdd() 


2 - 337 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
logFdSet() 


logFdSet() 


logFdSet() — set the primary logging file descriptor 


void logFdSet 
( 


int fd /* file descriptor to use as logging device */ 


) 


This routine changes the file descriptor where messages from logMsg() are written, 
allowing the log device to be changed from the default specified by logInit(). It first 
removes the old file descriptor (if one had been previously set) from the log file descriptor 
list, then adds the new fd. 


The old logging file descriptor is not closed or affected by this call; it is simply no longer 
used by the logging facilities. 
N/A 


logLib, logFdAdd(), logFdDelete() 


loginDefaultEncrypt() 


loginDefaultEncrypt() — default password encryption routine 


STATUS loginDefaultEncrypt 
( 
char * in, /* input string */ 
char * out /* encrypted string */ 


) 


This routine provides default encryption for login passwords. It employs a simple 
encryption algorithm. It takes as arguments a string in and a pointer to a buffer out. The 
encrypted string is then stored in the buffer. 


The input strings must be at least 8 characters and no more than 40 characters. 


If a more sophisticated encryption algorithm is needed, this routine can be replaced, as 
long as the new encryption routine retains the same declarations as the default routine. 
The routine vxencrypt in host/hostOs/binshould also be replaced by a host version of 
encryptionRoutine. For more information, see the manual entry for loginEncryptInstall(). 
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loginEncryptinstall( ) 


OK, or ERROR if the password is invalid. 


loginLib, loginEncryptInstall(), vxencrypt 


loginEncryptInstall() 


loginEncryptInstall() — install an encryption routine 


void loginEncryptInstall 
( 


FUNCPTR rtn, /* function pointer to encryption routine */ 
int var /* argument to the encryption routine (unused) */ 


) 


This routine allows the user to install a custom encryption routine. The custom routine rtn 
must be of the following form: 


STATUS encryptRoutine 
( 


char *password, /* string to encrypt */ 
char *encryptedPassword /* resulting encryption */ 


) 
When a custom encryption routine is installed, a host version of this routine must be 
written to replace the tool vxencrypt in host/hostOs/bin. 
The custom example above could be installed as follows: 


#ifdef INCLUDE_SECURITY 
loginInit (); /* initialize login table */ 
shellLoginInstall (loginPrompt, NULL) ; /* install shell security */ 
loginEncryptInstall (encryptRoutine, NULL); /* install encrypt routine */ 
#endif 


N/A 


loginLib, loginDefaultEncrypt( ), vxencrypt 
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loginInit() 


loginInit() — initialize the login table 
void loginInit (void) 


This routine must be called to initialize the login data structure used by routines 
throughout this module. If the configuration macro INCLUDE_SECURITY is defined, it is 
called by usrRoot() in usrConfig.c, before any other routines in this module. 


N/A 


loginLib 


logInit() 


logInit() — initialize message logging library 


STATUS logInit 
( 
int fd, /* file descriptor to use as logging device */ 
int maxMsgs /* max. number of messages allowed in log queue */ 


) 


This routine specifies the file descriptor to be used as the logging device and the number 
of messages that can be in the logging queue. If more than maxMsgs are in the queue, they 
will be discarded. A message is printed to indicate lost messages. 


This routine spawns logTask(), the task-level portion of error logging. 


This routine must be called before any other routine in logLib. This is done by the root 
task, usrRoot(), in usrConfig.c. 


OK, or ERROR if a message queue could not be created or logTask() could not be 
spawned. 


logLib 
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2. Subroutines 
loginStringSet( ) 


loginPrompt() 


loginPrompt( ) — display a login prompt and validate a user entry 


STATUS loginPrompt 
( 


char * userName /* user name, ask if NULL or not provided */ 
) 
This routine displays a login prompt and validates a user entry. If both user name and 


password match with an entry in the login table, the user is then given access to the 
VxWorks system. Otherwise, it prompts the user again. 


All control characters are disabled during authentication except CTRL-D, which will 
terminate the remote login session. 


OK if the name and password are valid, or ERROR if there is an EOF or the routine times 
out. 


loginLib 


loginStringSet() 


loginStringSet() — change the login string 
void loginStringSet 
( 
char * newString /* string to become new login prompt */ 


) 


This routine changes the login prompt string to newString. The maximum string length is 
80 characters. 


N/A 


loginLib 
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NAME loginUserAdd( ) — add a user to the login table 


SYNOPSIS STATUS loginUserAdd 
( 
char name [MAX_LOGIN_NAME_LEN+1], /* user name */ 
char passwd[80] /* user password */ 


) 


DESCRIPTION This routine adds a user name and password entry to the login table. Note that what is 
saved in the login table is the user name and the address of passwd, not the actual 
password. 


The length of user names should not exceed MAX_LOGIN_NAME_LEN, while the length of 
passwords depends on the encryption routine used. For the default encryption routine, 
passwords should be at least 8 characters long and no more than 40 characters. 


The procedure for adding a new user to login table is as follows: 
(1) Generate the encrypted password by invoking vxencrypt in host/hostOs/bin. 


(2) Adda user by invoking loginUserAdd() in the VxWorks shell with the user name 
and the encrypted password. 


The password of a user can be changed by first deleting the user entry, then adding the 
user entry again with the new encrypted password. 


EXAMPLE -—> loginUserAdd "peter", "RRdRd9Qbyz" 
value = 0 = 0x0 
-—> loginUserAdd "robin", "bSzyydqbSb" 
value = 0 = 0x0 
-> loginUserShow 
User Name 


peter 
robin 
value = 0 = 0x0 
-> 
RETURNS OK, or ERROR if the user name has already been entered. 
SEE ALSO loginLib, vxencrypt 
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loginUserShow( ) 


loginUserDelete( ) 


loginUserDelete( ) — delete a user entry from the login table 


STATUS loginUserDelete 
( 


char * name, /* user name */ 
char * passwd /* user password */ 


) 


This routine deletes an entry in the login table. Both the user name and password must be 
specified to remove an entry from the login table. 


OK, or ERROR if the specified user or password is incorrect. 


loginLib 


loginUserShow( ) 


loginUserShow() — display the user login table 
void loginUserShow (void) 
This routine displays valid user names. 


-> loginUserShow () 
User Name 


N/A 


loginLib 
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loginUserVerify( ) 


loginUserVerify() — verify a user name and password in the login table 
STATUS loginUserVerify 

( 

char * name, /* name of user */ 

char * passwd /* password of user */ 

) 
This routine verifies a user entry in the login table. 


OK, or ERROR if the user name or password is not found. 


loginLib 


logMsg() 


logMsg() — log a formatted error message 


int logMsg 
( 


char * fmt, /* format string for print */ 


int argl, /* first of six required args for fmt */ 
int arg2, 
int arg3, 
int arg4, 
int arg5, 
int arg6 


This routine logs a specified message via the logging task. This routine’s syntax is similar 
to printf() -- a format string is followed by arguments to format. However, the logMsg() 
routine requires a fixed number of arguments (6). 


The task ID of the caller is prepended to the specified message. 


SPECIAL CONSIDERATIONS 


Because logMsg( ) does not actually perform the output directly to the logging streams, 
but instead queues the message to the logging task, logMsg() can be called from interrupt 
service routines. 
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However, since the arguments are interpreted by the logTask() at the time of actual 
logging, instead of at the moment when logMsg() is called, arguments to logMsg( ) 
should not be pointers to volatile entities (e.g., dynamic strings on the caller stack). 


For more detailed information about the use of logMsg(), see the manual entry for logLib. 


If the following code were executed by task 20: 


{ 

name = "GRONK"; 

num = 123; 

logMsg ("ERROR — name = %s, num = %d.\n", name, num, 0, 0, 0, 0); 
} 


the following error message would appear on the system log: 


0x180400 (t20): ERROR — name = GRONK, num = 123. 


The number of bytes written to the log queue, or EOF if the routine is unable to write a 
message. 


logLib, printf(), logTask() 


logout() 


logout() — log out of the VxWorks system 
void logout (void) 


This command logs out of the VxWorks shell. If a remote login is active (via rlogin or 
telnet), it is stopped, and standard I/O is restored to the console. 


ustLib, rlogin(), telnet(), shellLogout(), VxWorks Programmer's Guide: Target Shell 


logTask() 


logTask() — message-logging support task 


void logTask (void) 
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WARNING 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
longjmp() 


This routine prints the messages logged with logMsg(). It waits on a message queue and 
prints the messages as they arrive on the file descriptor specified by logInit() (or a 
subsequent call to logFdSet() or logFdAdd()). 


This task is spawned by logInit(). 
N/A 


logLib, logMsg() 


longjmp() 


longjmp() — perform non-local goto by restoring saved environment (ANSI) 


void longjmp 
( 
jmp_buf env, 
int val 


) 


This routine restores the environment saved by the most recent invocation of the setjmp() 
routine that used the same jmp_bufspecified in the argument env. The restored 
environment includes the program counter, thus transferring control to the setjmp() 
caller. 


If there was no corresponding setjmp() call, or if the function containing the 
corresponding setjmp() routine call has already returned, the behavior of longjmp() is 
unpredictable. 


All accessible objects in memory retain their values as of the time longjmp() was called, 
with one exception: local objects on the C stack that are not declared volatile, and have 
been changed between the setjmp() invocation and the longjmp() call, have 
unpredictable values. 


The longjmp() function executes correctly in contexts of signal handlers and any of their 
associated functions (but not from interrupt handlers). 


Do not use longjmp() or setjmp() from an ISR. 


This routine does not return to its caller. Instead, it causes setjmp() to return val, unless 
val is 0; in that case setjmp() returns 1. 


ansiSetjmp, setjmp() 
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2. Subroutines 


IptDrv() 
IptDevCreate() 
IptDevCreate( ) — create a device for an LPT port 
STATUS lptDevCreate 
( 
char * name, /* name to use for this device */ 
int channel /* physical channel for this device (0 - 2) */ 


) 


This routine creates a device for a specified LPT port. Each port to be used should have 
exactly one device associated with it by calling this routine. 
For instance, to create the device /Ipt/0, the proper call would be: 

lptDevCreate ("/lpt/0", 0); 


OK, or ERROR if the driver is not installed, the channel is invalid, or the device already 
exists. 


IptDro() 


IptDrv() 


lptDro() — initialize the LPT driver 


STATUS lptDrv 
( 


int channels, /* LPT channels */ 
LPT_RESOURCE * pResource /* LPT resources */ 


) 


This routine initializes the LPT driver, sets up interrupt vectors, and performs hardware 
initialization of the LPT ports. 


This routine should be called exactly once, before any reads, writes, or calls to 
lptDevCreate(). Normally, it is called by usrRoot() in usrConfig.c. 


OK, or ERROR if the driver cannot be installed. 


IptDrv, lptDevCreate( ) 
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VxWorks Reference Manual, 5.4 
IptShow( ) 


lptShow() 


lptShow() - show LPT statistics 


void lptShow 


( 
UINT channel /* channel (0 —- 2) */ 


) 
This routine shows statistics for a specified LPT port. 
N/A 


IptDrv 


Is() 


Is() — list the contents of a directory 


STATUS ls 
( 


char * dirName, /* name of dir to list */ 
BOOL doLong /* if TRUE, do long listing */ 
) 


This command is similar to UNIX Is. It lists the contents of a directory in one of two 
formats. If doLong is FALSE, only the names of the files (or subdirectories) in the specified 
directory are displayed. If doLongis TRUE, then the file name, size, date, and time are 
displayed. For a long listing, any entries that describe subdirectories are also flagged with 
the label "DIR". 


The dirName parameter specifies which directory to list. If dirName is omitted or NULL, 
the current working directory is listed. 


Empty directory entries and dosFs volume label entries are not reported. 
When used with netDrv devices (FTP or RSH), doLong has no effect. 
OK or ERROR. 


usrLib, I1(), lsOld(), stat(), VxWorks Programmer’s Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 
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IsOld() 


Iseek() 


Iseek() — set a file read/write pointer 


int lseek 
( 
int fd, /* file descriptor */ 
long offset, /* new byte offset to seek to */ 
int whence /* relative file position */ 


) 


This routine sets the file read/write pointer of file fd to offset. The argument whence, which 
affects the file position pointer, has three values: 


SEEK_SET (0) - set to offset 
SEEK_CUR (1) - set to current position plus offset 
SEEK_END (2) - set to the size of the file plus offset 


This routine calls ioctl() with functions FTOWHERE, FIONREAD, and FIOSEEK. 
The new offset from the beginning of the file, or ERROR. 


ioLib 


IsOld() 


IsOld() — list the contents of an RT-11 directory 


STATUS 1sOld 
( 
char * dirName /* device to list */ 


) 


This command is the old version of Is(), which used the old-style ioctl() function 
FIODIRENTRY to get information about entries in a directory. Since VxWorks 5.0, a new 
version of Is(), which uses POSIX directory and file functions, has replaced the older 
routine. 


This version remains in the system to support certain drivers that do not currently 
support the POSIX directory and file functions. This includes netDrv, which provides the 
Remote Shell (RSH) and File Transfer Protocol (FTP) mode remote file access (although 
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VxWorks Reference Manual, 5.4 
IstAdd() 


nfsDrv, which uses NFS, does support the directory calls). Also, the new Is() no longer 
reports empty directory entries on RT-11 disks (i.e., the entries that describe unallocated 
sections of an RT-11 disk). 


If no directory name is specified, the current working directory is listed. 
OK, or ERROR if the directory cannot be opened. 


usrLib, Is(), VxWorks Programmer’s Guide: Target Shell 


IstAdd() 


IstAdd() — add a node to the end of a list 
void lstAdd 
( 
LIST * pList, /* pointer to list descriptor */ 


NODE * pNode /* pointer to node to be added */ 
) 


This routine adds a specified node to the end of a specified list. 
N/A 


IstLib 


IstConcat( ) 


IstConcat() — concatenate two lists 


void lstConcat 


( 
LIST * pDstList, /* destination list */ 
LIST * pAddList /* list to be added to dstList */ 


) 


This routine concatenates the second list to the end of the first list. The second list is left 
empty. Either list (or both) can be empty at the beginning of the operation. 
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2. Subroutines 


IstDelete() 


N/A 


IstLib 


IstCount() 


lstCount() — report the number of nodes in a list 
int lstCount 
( 
LIST * pList /* pointer to list descriptor */ 
) 
This routine returns the number of nodes in a specified list. 


The number of nodes in the list. 


IstLib 


IstDelete() 


lstDelete() — delete a specified node from a list 
void lstDelete 
( 
LIST * pList, /* pointer to list descriptor */ 


NODE * pNode /* pointer to node to be deleted */ 
) 


This routine deletes a specified node from a specified list. 
N/A 


IstLib 
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IstExtract() 


IstExtract( ) 


IstExtract() — extract a sublist from a list 


void lstExtract 


( 


LIST * pSrcList, /* pointer to source list */ 

NODE * pStartNode, /* first node in sublist to be extracted */ 
NODE * pEndNode, /* last node in sublist to be extracted */ 
LIST * pDstList /* ptr to list where to put extracted list */ 


) 


This routine extracts the sublist that starts with pStartNode and ends with pEndNode from a 
source list. It places the extracted list in pDstList. 


N/A 


IstLib 


IstFind() 


IstFind() — find a node in a list 
int lstFind 


( 
LIST * pList, /* list in which to search */ 


NODE * pNode /* pointer to node to search for */ 
) 


This routine returns the node number of a specified node (the first node is 1). 
The node number, or ERROR if the node is not found. 


IstLib 
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2. Subroutines 
IstFree() 


IstFirst() 


IstFirst() — find first node in list 

NODE *lstFirst 
( 
LIST * pList /* pointer to list descriptor */ 
) 

This routine finds the first node in a linked list. 


A pointer to the first node in a list, or NULL if the list is empty. 


IstLib 


IstFree() 


IstFree() — free up a list 
void lstFree 
( 
LIST * pList /* list for which to free all nodes */ 
) 
This routine turns any list into an empty list. It also frees up memory used for nodes. 


N/A 


IstLib, free() 
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VxWorks Reference Manual, 5.4 
IstGet() 


IstGet() 


lstGet() — delete and return the first node from a list 
NODE *lstGet 
( 
LIST * pList /* ptr to list from which to get node */ 


) 


This routine gets the first node from a specified list, deletes the node from the list, and 
returns a pointer to the node gotten. 


A pointer to the node gotten, or NULL if the list is empty. 


IstLib 


IstInit() 


IstInit() — initialize a list descriptor 

void lstInit 
( 
LIST * pList /* ptr to list descriptor to be initialized */ 
) 

This routine initializes a specified list to an empty list. 


N/A 


IstLib 
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NAME IstInsert() — insert a node in a list after a specified node 


SYNOPSIS void lstInsert 


( 
LIST * pList, /* pointer to list descriptor */ 


NODE * pPrev, /* pointer to node after which to insert */ 
NODE * pNode /* pointer to node to be inserted */ 


) 


DESCRIPTION This routine inserts a specified node in a specified list. The new node is placed following 
the list node pPrev. If pPrev is NULL, the node is inserted at the head of the list. 


RETURNS N/A 


SEE ALSO IstLib 


IstLast() 


NAME IstLast() — find the last node in a list 


SYNOPSIS NODE *lstLast 
( 
LIST * pList /* pointer to list descriptor */ 


) 


DESCRIPTION This routine finds the last node in a list. 
RETURNS A pointer to the last node in the list, or NULL if the list is empty. 
SEE ALSO IstLib 
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IstNext( ) 


IstNext( ) 


IstNext( ) — find the next node in a list 

NODE *lstNext 
( 
NODE * pNode /* ptr to node whose successor is to be found */ 
) 

This routine locates the node immediately following a specified node. 


A pointer to the next node in the list, or NULL if there is no next node. 


IstLib 


IstNStep() 


lstNStep() — find a list node nStep steps away from a specified node 


NODE *lstNStep 


( 
NODE * pNode, /* the known node */ 
int nStep /* number of steps away to find */ 


) 
This routine locates the node nStep steps away in either direction from a specified node. If 
nStep is positive, it steps toward the tail. If nStep is negative, it steps toward the head. If 
the number of steps is out of range, NULL is returned. 


A pointer to the node nStep steps away, or NULL if the node is out of range. 


IstLib 
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2. Subroutines 
IstPrevious( ) 


IstNth( ) 


IstNth() — find the Nth node in a list 
NODE *lstNth 
( 
LIST * pList, /* pointer to list descriptor */ 


int nodenum /* number of node to be found */ 
) 


This routine returns a pointer to the node specified by a number nodenumwhere the first 
node in the list is numbered 1. Note that the search is optimized by searching forward 
from the beginning if the node is closer to the head, and searching back from the end if it 
is closer to the tail. 


A pointer to the Nth node, or NULL if there is no Nth node. 


IstLib 


IstPrevious( ) 


IstPrevious() — find the previous node ina list 
NODE *lstPrevious 
( 
NODE * pNode /* ptr to node whose predecessor is to be found */ 
) 
This routine locates the node immediately preceding the node pointed to by pNode. 


A pointer to the previous node in the list, or NULL if there is no previous node. 


IstLib 
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m() 


m() 


m() — modify memory 


void m 
( 
void * adrs, /* address to change */ 
int width /* width of unit to be modified (1, 2, 4, 8) */ 
) 


This command prompts the user for modifications to memory in byte, short word, or long 
word specified by width, starting at the specified address. It prints each address and the 
current contents of that address, in turn. If adrs or width is zero or absent, it defaults to the 
previous value. The user can respond in one of several ways: 


RETURN 
Do not change this address, but continue, prompting at the next address. 


number 
Set the content of this address to number. 


. (dot) 
Do not change this address, and quit. 


EOF 
Do not change this address, and quit. 


All numbers entered and displayed are in hexadecimal. 
N/A 


ustrLib, mRegs(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: 
Shell 


m2Delete( ) 


m2Delete( ) — delete all the MIB-II library groups 
STATUS m2Delete (void) 
This routine cleans up the state associated with the MIB-II library. 


OK (always). 
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ERRNO 


SEE ALSO 


2. Subroutines 
m2IcmpGroupInfoGet( ) 


m2Lib, m2SysDelete( ), m2TcpDelete( ), m2UdpDelete( ), m2IcmpDelete( ), m2IfDelete(), 
m2IpDelete( ) 


m2IcmpDelete( ) 


m2IcmpDelete( ) — delete all resources used to access the ICMP group 
STATUS m2IcmpDelete (void) 


This routine frees all the resources allocated at the time the ICMP group was initialized. 
The ICMP group should not be accessed after this routine has been called. 


OK, always. 


m2IcmpLib, m2IcmpInit(), m2IcmpGroupInfoGet( ) 


m2IcmpGroupInfoGet( ) 


m2IcmpGroupInfoGet( ) — get the MIB-II ICMP-group global variables 


STATUS m2IcmpGroupInfoGet 


( 
M2_ICMP * pIcmpInfo /* pointer to the ICMP group structure */ 


) 


This routine fills in the ICMP structure at plcmpInfo with the MIB-II ICMP scalar variables. 


OK, or ERROR if the input parameter plcmplInfo is invalid. 
S_m2Lib_INVALID_PARAMETER 


m2IcmpLib, m2IcmpInit( ), m2IcmpDelete( ) 
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m2icmpInit() 


m2IcmpInit( ) 


m2IcmpInit( ) — initialize MIB-II ICMP-group access 
STATUS m2IcmpInit (void) 


This routine allocates the resources needed to allow access to the MIB-IT ICMP-group 
variables. This routine must be called before any ICMP variables can be accessed. 


OK, always. 


m2IcmpLib, m2IcmpGroupInfoGet( ), m2IcmpDelete( ) 


m2IfDelete( ) 


m2IfDelete( ) — delete all resources used to access the interface group 
STATUS m2IfDelete (void) 


This routine frees all the resources allocated at the time the group was initialized. The 
interface group should not be accessed after this routine has been called. 


OK, always. 


m2IfLib, m2I[fInit(), m2IfGroupInfoGet( ), m2IfTblEntryGet(), m2IfTblEntrySet() 


m2IfGroupInfoGet( ) 


m2IfGroupInfoGet( ) — get the MIB-II interface-group scalar variables 


STATUS m2IfGroupInfoGet 


( 
M2_INTERFACE * pIfInfo /* pointer to interface group structure */ 


) 


This routine fills out the interface-group structure at plfInfo with the values of MIB-II 
interface-group global variables. 
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m2IfTblEntryGet( ) 


OK, or ERROR if pifInfo is not a valid pointer. 
S_m2Lib_INVALID_PARAMETER 


m2IfLib, m2[fInit(), m2IfTblEntryGet( ), m2IfTblEntrySet(), m2IfDelete( ) 


m2IfInit() 


m2IfInit() — initialize MIB-II interface-group routines 


STATUS m2IfInit 


( 
FUNCPTR pTrapRtn, /* pointer to user trap generator */ 
void * pTrapArg /* pointer to user trap generator argument */ 


) 
This routine allocates the resources needed to allow access to the MIB-II interface-group 
variables. This routine must be called before any interface variables can be accessed. The 
input parameter pTrapRtn is an optional pointer to a user-supplied SNMP trap generator. 
The input parameter pTrapArg is an optional argument to the trap generator. Only one 
trap generator is supported. 
OK, always. 
S_m2Lib_CANT_CREATE_IF_SEM 


m2IfLib, m2IfGroupInfoGet( ), m2IfTblEntryGet(), m2IfTblEntrySet(), m2IfDelete() 


m2IfTblEntryGet( ) 


m2IfTblEntryGet() — get a MIB-II interface-group table entry 


STATUS m2IfTblEntryGet 
( 
int search, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_INTERFACETBL * pIfReqEntry /* pointer to requested interface entry */ 
) 
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m2lifTblEntrySet() 


This routine maps the MIB-II interface index to the system’s internal interface index. The 
search parameter is set to either M2_EXACT_VALUE or M2_NEXT_VALUE; for a discussion of 
its use, see the manual entry for m2Lib. If the status of the interface has changed since it 
was last read, the user trap routine is called. 


OK, or ERROR if the input parameter is not specified, or a match is not found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


m2IfLib, m2Lib, m2I[fInit(), m2IfGroupInfoGet( ), m2IfTblEntrySet(), m2IfDelete() 


m2I1fTblEntrySet( ) 


m2IfTblEntrySet( ) — set the state of a MIB-II interface entry to UP or DOWN 


STATUS m2IfTblEntrySet 
( 
M2_INTERFACETBL * pIfTblEntry /* pointer to requested entry to change */ 
) 


This routine selects the interface specified in the input parameter pIfTblEntry and sets the 
interface to the requested state. It is the responsibility of the calling routine to set the 
interface index, and to make sure that the state specified in the ifAdminStatus field of the 
structure at plf[blEntry is a valid MIB-II state, up(1) or down(2). 


OK, or ERROR if the input parameter is not specified, an interface is no longer valid, the 
interface index is incorrect, or the ioctl() command to the interface fails. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 
S_m2Lib_IF_CNFG_CHANGED 


m2IfLib, m2IfInit(), m2IfGroupInfoGet( ), m2IfTblEntryGet( ), m2IfDelete() 
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m2Init() 


m2Init() — initialize the SNMP MIB-2 library 


STATUS m2Init 
( 


char * PMib2SysDescr, /* sysDescr */ 

char * PMib2SysContact, /* sysContact */ 

char * PMib2SysLocation, /* sysLocation */ 

M2_OBJECTID * pMib2SysObjectId, /* sysObjectID */ 

FUNCPTR pTrapRtn, /* link up/down -trap routine */ 
void * pTrapArg, /* trap routine arg */ 

int maxRouteTableSize /* max size of routing table */ 


) 
This routine initializes the MIB-2 library by calling the initialization routines for each 
MIB-2 group. The parameters pMib2SysDescrpMib2SysContact, pMib2SysLocation, and 
pMib2SysObjectld are passed directly to m2SysInit(); pTrapRtn and pTrapArg are passed 
directly to m2I[fInit(); and maxRouteTableSize is passed to m2IpInit(). 
OK if successful, otherwise ERROR. 


m2Lib, m2SysInit(), m2TcpInit(), m2UdpInit(), m2IcmpInit(), m2IfInit(), m2IpInit() 


m2IpAddrTblEntryGet( ) 


m2IpAddrTblEntryGet( ) — get an IP MIB-II address entry 


STATUS m2IpAddrTblEntryGet 
( 
int search, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_IPADDRTBL * pIpAddrTblEntry /* ptr to requested IP address entry */ 
) 


This routine traverses the IP address table and does an M2_EXACT_VALUE or a 
M2_NEXT_VALUE search based on the search parameter. The calling routine is responsible 
for supplying a valid MIB-II entry index in the input structure plpAddrTblEntry. The 
index is the local IP address. The first entry in the table is retrieved by doing a NEXT 
search with the index field set to zero. 
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m2lIpAtransTblEntryGet( ) 


OK, ERROR if the input parameter is not specified, or a match is not found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


m2IpLib, m2Lib, m2IpInit(), m2IpGroupInfoGet( ), m2IpGroupInfoSet(), 
m2IpAtransTblEntrySet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 


m2IpAtransTblEntryGet( ) 


m2IpAtransTblEntryGet( ) — get a MIB-II ARP table entry 


STATUS m2IpAtransTblEntryGet 
( 
int search, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_IPATRANSTBL * pReqIpAtEntry /* ptr to the requested ARP entry */ 
) 


This routine traverses the ARP table and does an M2_EXACT_VALUE or a 
M2_NEXT_VALUE search based on the search parameter. The calling routine is responsible 
for supplying a valid MIB-II entry index in the input structure pReqIpatEntry. The index is 
made up of the network interface index and the IP address corresponding to the physical 
address. The first entry in the table is retrieved by doing a NEXT search with the index 
fields set to zero. 


OK, ERROR if the input parameter is not specified, or a match is not found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


m2IpLib, m2Lib, m2IpInit(), m2IpGroupInfoGet( ), m2IpGroupInfoSet(), 
m2IpAtransTblEntrySet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 
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m2IpDelete( ) 


m2IpAtransTblEntrySet() 


m2IpAtransTblEntrySet( ) — add, modify, or delete a MIB-II ARP entry 


STATUS m2IpAtransTblEntrySet 
( 
M2_IPATRANSTBL * pReqIpAtEntry /* pointer to MIB-II ARP entry */ 
) 


This routine traverses the ARP table for the entry specified in the parameter 
pReqIpAtEntry. An ARP entry can be added, modified, or deleted. A MIB-II entry index is 
specified by the destination IP address and the physical media address. A new ARP entry 
can be added by specifying all the fields in the parameter pReqIpAtEntry. An entry can be 
modified by specifying the MIB-II index and the field that is to be modified. An entry is 
deleted by specifying the index and setting the type field in the input parameter 
pRegIpAtEntry to the MIB-II value "invalid" (2). 


OK, or ERROR if the input parameter is not specified, the physical address is not specified 
for an add/modify request, or the ioctl() request to the ARP module fails. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ARP_PHYSADDR_NOT_SPECIFIED 


m2IpLib, m2IpInit(), m2IpGroupInfoGet( ), m2IpGroupInfoSet(), 


m2IpAddrTblEntryGet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 


m2IpDelete( ) 


m2IpDelete( ) — delete all resources used to access the IP group 
STATUS m2IpDelete (void) 


This routine frees all the resources allocated when the IP group was initialized. The IP 
group should not be accessed after this routine has been called. 


OK, always. 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


VxWorks Reference Manual, 5.4 
m2lIpGroup!InfoGet( ) 


m2IpLib, m2IpInit(), m2IpGroupInfoGet( ), m2IpGroupInfoSet(), 
m2IpAddrTblEntryGet( ), m2IpAtransTblEntrySet( ), m2IpRouteTblEntryGet(), 
m2IpRouteTblEntrySet( ) 


m2IpGroupInfoGet( ) 


m2IpGroupInfoGet( ) — get the MIB-II IP-group scalar variables 
STATUS m2IpGroupInfoGet 
ch * pIpInfo /* pointer to IP MIB-II global group variables */ 
) 
This routine fills in the IP structure at pIpInfo with the values of MIB-II IP global variables. 
OK, or ERROR if plpInfo is not a valid pointer. 
S_m2Lib_INVALID_PARAMETER 
m2IpLib, m2IpInit( ), m2IpGroupInfoSet(), m2IpAddrTblEntryGet(), 


m2IpAtransTblEntrySet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 


m2IpGroupInfoSet() 


m2IpGroupInfoSet( ) — set MIB-II IP-group variables to new values 


STATUS m2IpGroupInfoSet 
( 


unsigned int varToSet, /* bit field used to set variables */ 
M2_IP * pIpiInfo /* ptr to the MIB-II IP group global variables */ 


) 


This routine sets one or more variables in the IP group, as specified in the input structure 
plpInfo and the bit field parameter varToSet. 


OK, or ERROR if plpInfo is not a valid pointer, or varToSet has an invalid bit field. 
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2. Subroutines 
m2lpRouteTbiEntryGet( ) 


ERRNO S_m2Lib_INVALID_PARAMETER 
S_m2Lib_INVALID_VAR_TO_SET 


SEE ALSO m2IpLib, m2IpInit(), m2IpGroupInfoGet( ), m2IpAddrTblEntryGet( ), 
m2IpAtransTblEntrySet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 


m2IpInit() 


NAME m2IpInit() — initialize MIB-II IP-group access 


SYNOPSIS STATUS m2IpInit 
( 
int maxRouteTableSize /* max size of routing table */ 


) 


DESCRIPTION This routine allocates the resources needed to allow access to the MIB-II IP variables. This 
routine must be called before any IP variables can be accessed. The parameter 
maxRouteTableSize is used to increase the default size of the MIB-II route table cache. 


RETURNS OK, or ERROR if the route table or the route semaphore cannot be allocated. 

ERRNO S_m2Lib_CANT_CREATE_ROUTE_SEM 

SEE ALSO m2IpLib, m2IpGroupInfoGet( ), m2IpGroupInfoSet( ), m2IpAddrTblEntryGet( ), 
m2IpAtransTblEntrySet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 


m2IpRouteTblEntryGet( ) 


NAME m2IpRouteTblEntryGet( ) — get a MIB-2 routing table entry 
SYNOPSIS STATUS m2IpRouteTblEnt ryGet 
( 
int search, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 


M2_IPROUTETBL * pIpRouteTblEntry /* route table entry */ 
) 
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DESCRIPTION 


RETURNS 
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DESCRIPTION 


RETURNS 


SEE ALSO 
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m2lpRouteTbiEntrySet() 


This routine retrieves MIB-II information about an entry in the network routing table and 
returns it in the caller-supplied structure plpRouteTblEntry. 


The routine compares routing table entries to the address specified by the ipRouteDest 
member of the pIpRouteTblEntry structure, and retrieves an entry chosen by the search type 
(M2_EXACT_VALUE or M2_NEXT_VALUE, as described in the manual entry for m2Lib). 


OK if successful, otherwise ERROR. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


m2IpLib, m2Lib, m2IpInit(), m2IpGroupInfoGet( ), m2IpGroupInfoSet(), 
m2IpAddrTblEntryGet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 


m2IpRouteTblEntrySet() 


m2IpRouteTblEntrySet() — set a MIB-II routing table entry 


STATUS m2IpRouteTblEntrySet 
( 
int varToSet, /* variable to set */ 
M2_IPROUTETBL * pIpRouteTblEntry /* route table entry */ 


) 


This routine adds, changes, or deletes a network routing table entry. The table entry to be 
modified is specified by the ipRouteDest and ipRouteNextHop members of the 
plpRouteTblEntry structure. 


The varToSet parameter is a bit-field mask that specifies which values in the route table 
entry are to be set. 


If varToSet has the M2_IP_ROUTE_TYPE bit set and ipRouteType has the value of 
M2_ROUTE_TYPE_INVALID, then the the routing table entry is deleted. 


If varToSet has the either the M2_IP_ROUTE_DEST or M2_IP_ROUTE_NEXT_HOP bit set, 
then either a new route entry is added to the table or an existing route entry is changed. 


OK if successful, otherwise ERROR. 
m2IpLib, m2IpInit(), m2IpGroupInfoGet( ), m2IpGroupInfoSet(), 


m2IpAddrTblEntryGet( ), m2IpRouteTblEntryGet( ), m2IpRouteTblEntrySet( ), 
m2IpDelete( ) 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
m2OspfAreaEntrySet( ) 


m2OspfAreaEntryGet( ) 


m2OspfAreaEntryGet( ) — get an entry from the OSPF area table (OSPF Opt.) 


STATUS m2OspfAreaEntryGet 


( 
int searchType, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 


M2_OSPF_AREA_ENTRY * pInfo /* ptr to area entry */ 
) 


The structure pointed to by plnfo is filled with the contents of the area entry specified by 
pInfo>ospfAreald and searchType. 


OK or ERROR. 


ospfLib 


m2OspfAreaEntrySet( ) 


m2OspfAreaEntrySet( ) — set values in an OSPF area entry (OSPF Opt.) 


STATUS m2OspfAreaEntrySet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_AREA_ ENTRY * pInfo /* ptr to area entry */ 
) 


The area entry specified by pInfo>ospfAreald will be updated with the values provided 
by plnfo. The varsToSet parameter indicates the fields to set and is a bitwise or of one or 


more of M2_OSPF_AREA_ID, M2_OSPF_AUTH_TYPE, and M2_OSPF_IMPORT_AS_EXTERN. 


Note that the backbone area (0.0.0.0) is always present and does not need to be created 
explicitly. It is an error to use the M2_OSPF_AREA_ID or M2_OSPF_IMPORT_AS_EXTERN 
flags with an area ID of 0.0.0.0. 


OK or ERROR. 


ospfLib 
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m2OspfAreaRangeEniryGet( ) 


m2OspfAreaRangeEntryGet() 


m2OspfAreaRangeEntryGet( ) — get an OSPF area range entry (OSPF Opt.) 


STATUS m2OspfAreaRangeEntryGet 
( 


int searchType, /* M2_EXACT_VALUE */ 
/* or M2_NEXT_VALUE */ 
M2_OSPF_AREA_RANGE_ENTRY * pInfo /* ptr to area arange entry */ 


) 


The structure pointed to by plnfo is filled in with the OSPF area range entry specified by 
pInfo>ospfAreaRangeArealD, pInfo>ospfAreaRangeNet, and searchType. 


OK or ERROR. 


ospfLib 


m2OspfAreaRangeEntrySet( ) 


m2OspfAreaRangeEntrySet( ) — set values in an OSPF area range entry (OSPF Opt.) 


STATUS m2OspfAreaRangeEntrySet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_AREA_RANGE_ENTRY * pInfo /* ptr to area range entry */ 
) 


The OSPF area range entry specified by pInfo>ospfAreaRangeArealID and 
pInfo>ospfAreaRangeNet is updated with the values provided in plnfo. The varsToSet 
parameter specifies the fields to set and is a bitwise or of one or more of 
M2_OSPF_AREA_ RANGE _ AREA ID, M2_OSPF_AREA RANGE NET, 
M2_OSPF_AREA_RANGE_ MASK, and M2_OSPF_AREA_RANGE_STATUS. 


OK or ERROR. 


ospfLib 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
m2OspfGeneralGroupSet( ) 


m2OspfGeneralGroupGet( ) 


m2OspfGeneralGroupGet( ) — get values of OSPF general group objects (OSPF Opt.) 
STATUS m20spfGeneralGroupGet 

( 

M2_OSPF_GENERAL_GROUP * pInfo /* pointer to general group struct */ 


) 


This routine fills in the structure pointed to by pInfo with the MIB-II values for the OSPF 
general group. 


OK, or ERROR if the get request fails. 


ospfLib 


m2OspfGeneralGroupSet( ) 


m2OspfGeneralGroupSet( ) — set values of OSPF general group objects (OSPF Opt.) 


STATUS m20spfGeneralGroupSet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_GENERAL_GROUP * pInfo /* ptr to general group structure */ 
) 


This routine sets the values of the OSPF general group objects. The variables to set are 
specified by a bitwise or of one or more of the flags M2_OSPF_ROUTER_ID, 
M2_OSPF_ADMIN_STAT, M2_OSPF_AS_BDR_RTR_STATUS, and M2_OSPF_TOS_SUPPORT, 
in the varsToSet parameter. 


OK or ERROR. 


ospfLib 


2-371 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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SEE ALSO 
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m2OspfHostEntryGet( ) 


m2OspfHostEntryGet( ) 


m2OspfHostEntryGet( ) — get an OSPF host entry (OSPF Opt.) 


STATUS m2OspfHostEntryGet 
( 
int searchType, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_OSPF_HOST_ENTRY * pInfo /* ptr to host entry */ 
) 


The structure pointed to by plnfo is filled in with the entry specified by 
pInfo>ospfHostIpAddress, pInfo>ospfHostTOS, and searchType. 


OK or ERROR. 


ospfLib 


m2OspfHostEntrySet( ) 


m2OspfHostEntrySet( ) — set values in an OSPF host entry (OSPF Opt.) 


STATUS m2OspfHostEntrySet 
( 


int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_HOST_ENTRY * pInfo /* ptr to host entry */ 


) 
The OSPF host entry specified by pInfo>ospfHostIpAddress and pInfo>ospfHostTOS is 
updated with the values provided in pInfo. The varsToSet parameter indicates the fields to 
be set and is a bitwise or of one or more of M2_OSPF_HOST_IP_ADDRESS, 
M2_OSPF_HOST_TOS, M2_OSPF_HOST_METRIC, and M2_OSPF_HOST_STATUS. 
OK or ERROR. 


ospfLib 
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SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


m2OspfIfEntryGet( ) 


2. Subroutines 
m2OspfifEntrySet( ) 


m2OspfIfEntryGet() — get an OSPF interface entry (OSPF Opt.) 


STATUS m2OspfIfEntryGet 
( 
int searchType, 
M2_OSPF_IF_ENTRY * pInfo 
) 


/* M2_EXACT_ VALUE or M2_NEXT_VALUE */ 
/* ptr ot interface entry */ 


The structure pointed to by plnfo is filled in with the entry specified by 
pInfo>ospflfIpAddress, pInfo>ospfAddressLessIf, and searchType. 


OK or ERROR. 


ospfLib 


m2OspfIfEntrySet( ) 


m2OspfIfEntrySet() — set values in an OSPF interface entry (OSPF Opt.) 


STATUS m2OspfIfEntrySet 
( 
int varsToSet, 
M2_OSPF_IF_ENTRY * pInfo 
) 


This routine updates pInfo>ospfAddressLesslIf with the contents of pInfo. The varsToSet 


/* flags specifying vars to set */ 
/* ptr to interface entry */ 


parameter indicates the fields to set and is a bitwise or of one or more of: 


M2_OSPF_IF_AREA ID 
M2_OSPF_IF_ADMIN_STAT 
M2_OSPF_IF_RTR_PRIORITY 
M2_OSPF_IF_TRANSIT_DELAY 
M2_OSPF_IF_RETRANS_INTERVAL 
M2_OSPF_IF_HELLO_INTERVAL 
M2_OSPF_IF_RTR_DEAD_INTERVAL 
M2_OSPF_IF_POLL_INTERVAL 
M2_OSPF_IF_AUTH_KEY 


OK or ERROR. 
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SEE ALSO 
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m2OspflfMetricEntryGet( ) 


ospfLib 


m2OspfIfMetricEntryGet( ) 


m2OspfIfMetricEntryGet() — get an OSPF interface metric entry (OSPF Opt.) 


STATUS m2OspfIfMetricEntryGet 


( 

int searchType, /* M2_EXACT_VALUE */ 
/* or M2_NEXT_VALUE */ 

M2_OSPF_IF_METRIC_ENTRY * pInfo /* ptr to interface metric entry */ 


) 
The structure pointed to by plnfo is filled in with the entry specified by 
pInfo>ospflfMetriclpAddress, pInfo>ospflfMetricAddressLesslf, 
pInfo>ospflfMetricTOS, and searchType. 
OK or ERROR. 


ospfLib 


m2OspfIfMetricEntrySet( ) 


m2OspfIfMetricEntrySet() — set OSPF interface metric entry values (OSPF Opt.) 


STATUS m2OspfIfMetricEntrySet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_IF_METRIC_ENTRY * pInfo 
) 


/* ptr to interface metric entry */ 


The fields of the OSPF interface metric entry specified by pInfo>ospflfMetriclpAddress, 
pInfo>ospflfMetricAddress, and pInfo>ospflfMetricTOS is updated with the contents 
of pInfo. The varsToSet parameter indicates the fields to set and is a bitwise or of one or 
more of M2_OSPF_IF_METRIC_METRIC or M2_OSPF_IF_METRIC_STATUS. 

OK or ERROR. 


ospfLib 


2 - 374 


2. Subroutines 


m2OspfNbrEntryGet( ) 
m2OspfLsdbEntryGet( ) 
NAME m2OspfLsdbEntryGet( ) — get an OSPF link state database entry (OSPF Opt.) 
SYNOPSIS STATUS m2OspfLsdbEntryGet 
( 
int searchType, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_OSPF_LSDB_ENTRY * pInfo /* link state database entry */ 
) 
DESCRIPTION The structure pointed to by plnfo is filled in with the entry specified by 


pInfo>ospfLsdbAreald, pInfo>ospfLsdbType, and searchType. 
RETURNS OK or ERROR. 


SEE ALSO ospfLib 


m2OspfNbrEntryGet( ) 


NAME m2OspfNbrEntryGet( ) — get an OSPF neighbor entry (OSPF Opt.) 
SYNOPSIS STATUS m2OspfNbrEntryGet 
( 
int searchType, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_OSPF_NBR_ENTRY * pInfo /* ptr to neighbor entry */ 
) 
DESCRIPTION The structure pointed to by pInfo is filled in with the contents of the OSPF neighbor entry 


specified by pInfo>ospfNbrIpAddr, pInfo>ospfNbrAddressLessIndex and searchType. 
RETURNS OK or ERROR. 


SEE ALSO ospfLib 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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m2OspfNbrEntrySet( ) 


m2OspfNbrEntrySet( ) 


m2OspfNbrEntrySet() — set values in an OSPF neighbor entry (OSPF Opt.) 


STATUS m2OspfNbrEntrySet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_NBR_ENTRY * pInfo /* ptr to neighbor entry */ 
) 


The OSPF neighbor entry specified by pInfo>ospfNbrIpAddr and 
pInfo>ospfNbrAddressLessIndex is updated with the contents of plnfo. The varsTosSet 
parameter indicates the fields to set, which can be M2_OSPF_NBMA_NBR_STATUS. 


OK or ERROR. 


ospfLib 


m2OspfStubAreaEntryGet( ) 


m2OspfStubAreaEntryGet() — get an OSPF stub area entry (OSPF Opt.) 


STATUS m2OspfStubAreaEntryGet 
( 


int searchType, /* M2_EXACT_VALUE */ 
/* or M2_NEXT_VALUE */ 
M2_OSPF_STUB_AREA_ENTRY * pInfo /* ptr to stub area entry */ 


) 


The structure pointed to by plInfo is filled with the contents of the stub area entry specified 
by pInfo>ospfStubAreaID, pInfo>ospfStubTOSand searchType. 


OK or ERROR. 


ospfLib 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
m2OsptVirtifEntryGet( ) 


m2OspfStubAreaEntrySet( ) 


m2OspfStubAreaEntrySet( ) — set values in an OSPF stub area entry (OSPF Opt.) 


STATUS m2OspfStubAreaEntrySet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_STUB_AREA_ENTRY * pInfo /* ptr to stub area entry */ 
) 


The stub area entry specified by pInfo>ospfStubAreaID and pInfo>ospfStubTOS is 
updated with the values provided in pInfo. The varsToSet parameter indicates the fields to 
be modified and is a bitwise or of one or more of M2_OSPF_STUB_AREA_ID, 
M2_OSPF_STUB_TOS, M2_OSPF_STUB_METRIC, and M2_OSPF_STUB_STATUS. 


OK or ERROR. 


ospfLib 


m2OspfVirtIfEntryGet( ) 


m2OspfVirtlfEntryGet() — get an OSPF virtual interface entry (OSPF Opt.) 
STATUS m20spfVirtIfEntryGet 
( 
int searchType, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 


M2_OSPF_VIRT_IF_ENTRY * pInfo /* ptr to virtual interface entry */ 
) 


The structure pointed to by pInfo is filled in with the contents of the OSPF virtual interface 
entry specified by pInfo>ospfVirtIfAreaID, pInfo>ospfVirtIfNeighbor and searchT ype. 


OK or ERROR. 


ospfLib 
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m2OsptVirtlfEntrySet( ) 


m2OspfVirtIfEntrySet( ) 


NAME m2OspfVirtIfEntrySet() — set OSPF virtual interface entry values (OSPF Opt.) 

SYNOPSIS STATUS m2OspfVirtIfEntrySet 
( 
int varsToSet, /* flags specifying vars to set */ 
M2_OSPF_VIRT_IF_ENTRY * pInfo /* ptr to virtual interface entry */ 
) 

DESCRIPTION The OSPF virtual interface entry specified by pInfo>ospfVirtIfAreaIDand 


pInfo>ospfVirtIfNeighbor is updated with the contents of pInfo. The varsToSet parameter 
indicates the fields to be modified and is a bitwise or of one or more of: 


M2_OSPF_VIRT_IF_AREA_ ID 
M2_OSPF_VIRT_IF_NEIGHBOR 
M2_OSPF_VIRT_IF_TRANSIT_DELAY 
M2_OSPF_VIRT_IF_HELLO_INTERVAL 
M2_OSPF_VIRT_IF_RTR_DEAD_INTERVAL 
M2_OSPF_VIRT_IF_STATUS 
M2_OSPF_VIRT_IF_AUTH_KEY 


RETURNS OK or ERROR. 


SEE ALSO ospfLib 


m2OspfVirtNbrEntryGet( ) 


NAME m2OspfVirtNbrEntryGet( ) — get an OSPF virtual neighbor entry (OSPF Opt.) 


SYNOPSIS STATUS m2OspfVirtNbrEntryGet 
( 
int searchType, /* M2_EXACT_VALUE */ 
/* or M2_NEXT_VALUE */ 
M2_OSPF_VIRT_NBR_ENTRY * pInfo /* ptr to virtual neighbor entry */ 
) 


DESCRIPTION The structure pointed to by pInfo is filled in with the contents of the OSPF virtual 


neighbor entry specified by pInfo>ospfVirtNbrArea, pInfo>ospfVirtNbrRtrId, and 
searchType. 
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2. Subroutines 


m2SysGroupInfoGet( ) 
RETURNS OK or ERROR. 
SEE ALSO ospfLib 
m2SysDelete() 
NAME m2SysDelete( ) — delete resources used to access the MIB-II system group 
SYNOPSIS STATUS m2SysDelete (void) 
DESCRIPTION This routine frees all the resources allocated at the time the group was initialized. Do not 


access the system group after calling this routine. 
RETURNS OK, always. 


SEE ALSO m2SysLib, m2SysInit( ), m2SysGroupInfoGet( ), m2SysGroupInfoSet( ). 


m2SysGroupInfoGet() 


NAME m2SysGroupInfoGet( ) — get system-group MIB-II variables 


SYNOPSIS STATUS m2SysGroupInfoGet 
( 
M2_SYSTEM * pSysInfo /* pointer to MIB-II system group structure */ 
) 


DESCRIPTION This routine fills in the structure at pSysInfo with the values of MIB-II system-group 
variables. 

RETURNS OK, or ERROR if pSysInfo is not a valid pointer. 

ERRNO S_m2Lib_INVALID_PARAMETER 

SEE ALSO m2SysLib, m2SysInit(), m2SysGroupInfoSet(), m2SysDelete( ) 
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m2SysGroupInfoSet( ) 


m2SysGroupInfoSet( ) 


NAME m2SysGroupInfoSet() — set system-group MIB-II variables to new values 
SYNOPSIS STATUS m2SysGroupInfoSet 

( 

unsigned int varToSet, /* bit field of variables to set */ 


M2_SYSTEM * pSysInfo /* pointer to the system structure */ 
) 


DESCRIPTION This routine sets one or more variables in the system group as specified in the input 
structure at pSysInfo and the bit field parameter varToSet. 


RETURNS OK, or ERROR if pSysInfo is not a valid pointer, or varToSet has an invalid bit field. 


ERRNO S_m2Lib_INVALID_PARAMETER 
S_m2Lib_INVALID_VAR_TO_SET 


SEE ALSO m2SysLib, m2SysInit( ), m2SysGroupInfoGet( ), m2SysDelete() 


m2SysInit( ) 


NAME m2SysInit() — initialize MIB-II system-group routines 

SYNOPSIS STATUS m2SysInit 
( 
char * PMib2SysDescr, /* pointer to MIB-2 sysDescr */ 
char * PMib2SysContact, /* pointer to MIB-2 sysContact */ 
char * PMib2SysLocation, /* pointer to MIB-2 sysLocation */ 
M2_OBJECTID * pObjectId /* pointer to MIB-2 ObjectId */ 
) 

DESCRIPTION This routine allocates the resources needed to allow access to the system-group MIB-II 


variables. This routine must be called before any system-group variables can be accessed. 
The input parameters pMib2SysDescr, pMib2SysContact, pMib2SysLocation, and pObjectld 
are optional. The parameters pMib2SysDescr, pObjectId are read only, as specified by 
MIB-II, and can be set only by this routine. 


RETURNS OK, always. 
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NAME 


SYNOPSIS 


2. Subroutines 
m2TcpConnEntrySet( ) 


S_m2Lib_CANT_CREATE_SYS_SEM 


m2SysLib, m2SysGroupInfoGet( ), m2SysGroupInfoSet( ), m2SysDelete() 


m2TcpConnEntryGet( ) 


m2TcpConnEntryGet( ) — get a MIB-II TCP connection table entry 


STATUS m2TcpConnEntryGet 
( 
int search, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
M2_TCPCONNTBL * pReqTcpConnEntry /* input = Index, Output = Entry */ 
) 


This routine traverses the TCP table of users and does an M2_EXACT_VALUE or a 
M2_NEXT_VALUE search based on the search parameter (see m2Lib). The calling routine is 
responsible for supplying a valid MIB-II entry index in the input structure 
pReqTcpConnEntry. The index is made up of the local IP address, the local port number, 
the remote IP address, and the remote port. The first entry in the table is retrieved by 
doing a M2_NEXT_VALUE search with the index fields set to zero. 


OK, or ERROR if the input parameter is not specified or a match is not found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


m2TcpLib, m2Lib, m2TcpInit(), m2TcpGroupInfoGet( ), m2TcpConnEntrySet( ), 
m2TcpDelete( ) 


m2TcpConnEntrySet( ) 


m2TcpConnEntrySet( ) — set a TCP connection to the closed state 


STATUS m2TcpConnEntrySet 


( 
M2_TCPCONNTBL * pReqTcpConnEntry /* pointer to TCP connection to close */ 


) 
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m2TcpDelete( ) 


This routine traverses the TCP connection table and searches for the connection specified 
by the input parameter pReqTcpConnEntry. The calling routine is responsible for providing 
a valid index as the input parameter pReqTcpConnEntry. The index is made up of the local 
IP address, the local port number, the remote IP address, and the remote port. This call 
can only succeed if the connection is in the MIB-II state "deleteTCB" (12). If a match is 
found, the socket associated with the TCP connection is closed. 


OK, or ERROR if the input parameter is invalid, the state of the connection specified at 
pReqTcpConnEntry is not "closed," the specified connection is not found, a socket is not 


associated with the connection, or the close() call fails. 


m2TcpLib, m2TcpInit(), m2TcpGroupInfoGet( ), m2TcpConnEntryGet( ), m2TcpDelete() 


m2TcpDelete( ) 


m2TcpDelete( ) — delete all resources used to access the TCP group 
STATUS m2TcpDelete (void) 


This routine frees all the resources allocated at the time the group was initialized. The 
TCP group should not be accessed after this routine has been called. 


OK, always. 


m2TcpLib, m2TcpInit(), m2TcpGroupInfoGet( ), m2TcpConnEntryGet( ), 
m2TcpConnEntrySet( ) 


m2TcpGroupInfoGet( ) 


m2TcpGroupInfoGet( ) — get MIB-II TCP-group scalar variables 


STATUS m2TcpGroupInfoGet 


( 
M2_TCPINFO * pTcpInfo /* pointer to the TCP group structure */ 
) 


This routine fills in the TCP structure pointed to by pTcpInfo with the values of MIB-II 
TCP-group scalar variables. 
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SEE ALSO 


2. Subroutines 
m2UdpDelete( ) 


OK, or ERROR if pTcpInfo is not a valid pointer. 
S_m2Lib_INVALID_PARAMETER 


m2TcpLib, m2TcpInit(), m2TcpConnEntryGet( ), m2TcpConnEntrySet( ), m2TcpDelete() 


m2TcpInit() 


m2TcpInit( ) — initialize MIB-II TCP-group access 
STATUS m2TcpInit (void) 


This routine allocates the resources needed to allow access to the TCP MIB-II variables. 
This routine must be called before any TCP variables can be accessed. 


OK, always. 


m2TcpLib, m2TcpGroupInfoGet( ), m2TcpConnEntryGet( ), m2TcpConnEntrySet( ), 
m2TcpDelete( ) 


m2UdpDelete( ) 


m2UdpDelete( ) — delete all resources used to access the UDP group 
STATUS m2UdpDelete (void) 


This routine frees all the resources allocated at the time the group was initialized. The 
UDP group should not be accessed after this routine has been called. 


OK, always. 


m2UdpLib, m2UdpInit( ), m2UdpGroupInfoGet( ), m2UdpTblEntryGet( ) 
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m2UdpGroup!InfoGet( ) 


m2UdpGroupInfoGet( ) 


m2UdpGroupInfoGet( ) — get MIB-II UDP-group scalar variables 
STATUS m2UdpGroupInfoGet 
me * pUdpInfo /* pointer to the UDP group structure */ 
) 
This routine fills in the UDP structure at pUdpInfo with the MIB-II UDP scalar variables. 
OK, or ERROR if pUdpInfo is not a valid pointer. 


S_m2Lib_INVALID_PARAMETER 


m2UdpLib, m2UdpInit( ), m2UdpTblEntryGet( ), m2UdpDelete() 


m2UdpInit() 


m2UdpInit( ) — initialize MIB-IT UDP-group access 
STATUS m2UdpInit (void) 


This routine allocates the resources needed to allow access to the UDP MIB-II variables. 
This routine must be called before any UDP variables can be accessed. 


OK, always. 


m2UdpLib, m2UdpGroupInfoGet( ), m2UdpTblEntryGet( ), m2UdpDelete( ) 


m2UdpTblEntryGet( ) 


m2UdpTblEntryGet( ) — get a UDP MIB-II entry from the UDP list of listeners 
STATUS m2UdpTb1EntryGet 


int search, /* M2_EXACT_VALUE or M2_NEXT_VALUE */ 
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m68302SiolInit( ) 


M2_UDPTBL * pUdpEntry /* ptr to the requested entry with index */ 
) 


This routine traverses the UDP table of listeners and does an M2_EXACT_VALUE or a 
M2_NEXT_VALUE search based on the search parameter. The calling routine is responsible 
for supplying a valid MIB-II entry index in the input structure pUdpEntry. The index is 
made up of the IP address and the local port number. The first entry in the table is 
retrieved by doing a M2_NEXT_VALUE search with the index fields set to zero. 


OK, or ERROR if the input parameter is not specified or a match is not found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


m2UdpLib, m2Lib, m2UdpInit( ), m2UdpGroupInfoGet( ), m2UdpDelete( ) 


m68302Siolnit( ) 


m68302SioInit() — initialize a M68302_CP 


void m68302SioInit 
( 
M68302_CP * pCp 
) 


This routine initializes the driver function pointers and then resets the chip to a quiescent 
state. The BSP must already have initialized all the device addresses and the baudFreq 
fields in the M68302_CP structure before passing it to this routine. The routine resets the 
device and initializes everything to support polled mode (if possible), but does not enable 
interrupts. 


N/A 


m68302Sio 
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m68302SioInit2( ) 


m68302SioInit2( ) 


m68302SioInit2( ) — initialize a M68302_CP (part 2) 
void m68302SioInit2 

ieee * pCp 

) 
Enables interrupt mode of operation. 


N/A 


m68302Sio 


m68332DevInit( ) 


m68332DevInit( ) — initialize the SCC 
void m68332DevInit 
( 
M68332_CHAN * pChan 
) 
This initializes the chip to a quiescent state. 


N/A 


m68332Sio 
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2. Subroutines 
m68360Int( ) 


m68332Int( ) 


m68332Int() — handle an SCC interrupt 
void m68332Int 

ee * pChan 

) 
This routine handles SCC interrupts. 


N/A 


m68332Sio 


m68360DevInit( ) 


m68360DevInit( ) — initialize the SCC 
void m68360Devinit 

( 

M68360_CHAN * pChan 

) 


This routine is called to initialize the chip to a quiescent state. 


m68360Sio 


m68360Int( ) 


m68360Int( ) — handle an SCC interrupt 


void m68360Int 
( 
M68360_CHAN * pChan 
) 
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m68562Hrdinit() 


This routine gets called to handle SCC interrupts. 


m68360Sio 


m68562HrdInit( ) 


m68562HrdInit( ) — initialize the DUSCC 


void m68562Hrdinit 


( 
M68562_QUSART * pQusart 


) 


The BSP must have already initialized all the device addresses, etc in M68562_DUSART 
structure. This routine resets the chip in a quiescent state. 


m68562Sio 


m68562RxInt() 


m68562RxInt() — handle a receiver interrupt 
void m68562RxInt 

ee ay * pChan 

) 
N/A 


m68562Sio 
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2. Subroutines 
m68562TxInt( ) 


m68562RxTxErrint( ) 


m68562RxTxErrInt() — handle a receiver/transmitter error interrupt 
void m68562RxTxErrint 

( 

M68562_CHAN * pChan 

) 
Only the receive overrun condition is handled. 


N/A 


m68562Sio 


m68562TxInt( ) 


m68562TxInt() — handle a transmitter interrupt 


void m68562TxInt 
( 
M68562_CHAN * pChan 
) 


If there is another character to be transmitted, it sends it. If not, or if a device has never 


been created for this channel, disable the interrupt. 
N/A 


m68562Sio 
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m68681Acr‘( ) 


m68681Acr( ) — return the contents of the DUART auxiliary control register 
UCHAR m68681Acr 

( 

M68681_DUART * pDuart 

) 


This routine returns the contents of the auxilliary control register (ACR). The ACR is not 
directly readable; a copy of the last value written is kept in the DUART data structure. 


The contents of the auxilliary control register. 


m68681Sio 


m68681AcrSetClr( ) 


m68681AcrSetClr( ) — set and clear bits in the DUART auxiliary control register 


void m68681AcrSetClr 
( 
M68681_DUART * pDuart, 
UCHAR setBits, /* which bits to set in the ACR */ 
UCHAR clearBits /* which bits to clear in the ACR */ 
) 


This routine sets and clears bits in the DUART auxiliary control register (ACR). It sets and 
clears bits in a local copy of the ACR, then writes that local copy to the DUART. This 
means that all changes to the ACR must be performed by this routine. Any direct changes 
to the ACR are lost the next time this routine is called. 


Set has priority over clear. Thus you can use this routine to update multiple bit fields by 
specifying the field mask as the clear bits. 


N/A 


m68681Sio 
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2. Subroutines 
m68681Devinit2() 


m68681DevInit( ) 


m68681DevInit( ) — intialize a M68681_DUART 


void m68681Devinit 
( 
M68681_DUART * pDuart 
) 


The BSP must already have initialized all the device addresses and register pointers in the 
M68681_DUART structure as described in m68681Sio. This routine initializes some 
transmitter and receiver status values to be used in the interrupt mask register and then 
resets the chip to a quiescent state. 


N/A 


m68681Sio 


m68681DevInit2() 


m68681DevInit2( ) — intialize a M68681_DUART, part 2 
void m68681DevInit2 

( 

M68681_DUART * pDuart 

) 


This routine is called as part of sysSerialHwInit2(). It tells the driver that interrupt 
vectors are connected and that it is safe to allow interrupts to be enabled. 


N/A 


m68681Sio 


2-391 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
m68681Imr() 


m68681Imr‘( ) 


m68681Imr() — return the current contents of the DUART interrupt-mask register 
UCHAR m68681Imr 

( 

M68681_DUART * pDuart 

) 


This routine returns the contents of the interrupt-mask register (IMR). The IMR is not 
directly readable; a copy of the last value written is kept in the DUART data structure. 


The contents of the interrupt-mask register. 


m68681Sio 


m68681ImrSetClr( ) 


m68681ImrSetClr() — set and clear bits in the DUART interrupt-mask register 


void m68681ImrSetClr 
( 
M68681_DUART * pDuart, 
UCHAR setBits, /* which bits to set in the IMR */ 
UCHAR clearBits /* which bits to clear in the IMR */ 
) 


This routine sets and clears bits in the DUART interrupt-mask register (IMR). It sets and 
clears bits in a local copy of the IMR, then writes that local copy to the DUART. This 
means that all changes to the IMR must be performed by this routine. Any direct changes 
to the IMR are lost the next time this routine is called. 


Set has priority over clear. Thus you can use this routine to update multiple bit fields by 
specifying the field mask as the clear bits. 


N/A 


m68681Sio 
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2. Subroutines 
m68681Opcr( ) 


m68681Int( ) 


m68681Int() — handle all DUART interrupts in one vector 
void m68681Int 

( 

M68681_DUART * pDuart 

) 


This routine handles all interrupts in a single interrupt vector. It identifies and services 
each interrupting source in turn, using edge-sensitive interrupt controllers. 


N/A 


m68681Sio 


m68681Opcr( ) 


m68681Opcr() — return the state of the DUART output port configuration register 
UCHAR m686810pcr 

( 

M68681_DUART * pDuart 

) 
This routine returns the state of the output port configuration register (OPCR) from the 
saved copy in the DUART data structure. The actual OPCR contents are not directly 
readable. 


The state of the output port configuration register. 


m68681Sio 
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m68681 OpcrSetCir( ) 


m68681OpcrSetClr( ) 


m68681OpcrSetClr( ) — set and clear bits in the DUART output port configuration register 


void m686810pcrSetClr 
( 
M68681_DUART * pDuart, 
UCHAR setBits, /* which bits to set in the OPCR */ 
UCHAR clearBits /* which bits to clear in the OPCR */ 
) 


This routine sets and clears bits in the DUART output port configuration register (OPCR). 
It sets and clears bits in a local copy of the OPCR, then writes that local copy to the 
DUART. This means that all changes to the OPCR must be performed by this routine. 
Any direct changes to the OPCR are lost the next time this routine is called. 


Set has priority over clear. Thus you can use this routine to update multiple bit fields by 
specifying the field mask as the clear bits. 


N/A 


m68681Sio 


m68681 Opr( ) 


m68681Opr( ) — return the current state of the DUART output port register 
UCHAR m686810pr 

( 

M68681_DUART * pDuart 

) 


This routine returns the current state of the output port register (OPR) from the saved 
copy in the DUART data structure. The actual OPR contents are not directly readable. 


The current state of the output port register. 


m68681Sio 


2 - 394 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
m68901Devinit( ) 


m68681 OprSetClr() 


m68681OprSetClr( ) — set and clear bits in the DUART output port register 


void m686810prSetClr 
( 
M68681_DUART * pDuart, 
UCHAR setBits, /* which bits to set in the OPR */ 
UCHAR clearBits /* which bits to clear in the OPR */ 
) 


This routine sets and clears bits in the DUART output port register (OPR). It sets and 
clears bits in a local copy of the OPR, then writes that local copy to the DUART. This 
means that all changes to the OPR must be performed by this routine. Any direct changes 
to the OPR are lost the next time this routine is called. 


Set has priority over clear. Thus you can use this routine to update multiple bit fields by 
specifying the field mask as the clear bits. 


N/A 


m68681Sio 


m68901DevdInit( ) 


m68901DevInit( ) — initialize a M68901_CHAN structure 
void m68901DevInit 

( 

M68901_CHAN * pChan 

) 
This routine initializes the driver function pointers and then resets the chip to a quiescent 
state. The BSP must have already initialized all the device addresses and the baudFreq 
fields in the M68901_CHAN structure before passing it to this routine. 
N/A 


m68901Sio 
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malloc() 


malloc( ) 


malloc() — allocate a block of memory from the system memory partition (ANSI) 


void *malloc 


( 
size_t nBytes /* number of bytes to allocate */ 


) 


This routine allocates a block of memory from the free list. The size of the block will be 
equal to or greater than nBytes. 


A pointer to the allocated block of memory, or a null pointer if there is an error. 


memPartLib, American National Standard for Information Systems — Programming Language — 
C, ANSI X3.159-1989: General Utilities (stdlib.h) 


masterloInit() 


masterloInit() — create the IPC mechanism at the SNMP master agent 
STATUS masterIoInit ( void ) 


This routine, called from snmploInit(), creates the SNMP master agent side of the 
inter-process communication (IPC) mechanism used to carry messages between subagents 
and the master agent. In this implementation, masterloInit() creates a single message 
queue. The identity of this message queue is hard coded into every subagent. The 
subagent puts a message on this queue when it needs to send a message to the master 
agent. 


The message queue created by masterIoInit() is monitored by tMonQue. The tMonQue 
task is one of the two tasks used to implement the SNMP master agent. The purpose of 
tMonQue is to note which messages in its queue are registration requests and which are 
responses to queries. If the message is a subagent registration request, (MonQue handles 
the request and sends a message back to the subagent telling it whether the registration 
was successful or not. 


If the message is a response to a query, tMonQue transfers the message to the message 
queue monitored by tSnmpd. The tSnmpd task then encodes the response in an SNMP 
packet and transmits the packet over a socket to the SNMP manager. 
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2. Subroutines 
masterloWrite( ) 


Although the shipped version of this function uses message queues as the IPC between 
the master agent and its subagents, the IPC mechanism is isolated to the relatively small 
number functions defined in masterloLib. Thus, if necessary, you should have little 
trouble porting the code to use an IPC more suitable to your transport needs. 


For example, you could use sockets instead of message queues. However, if you decide to 
change the IPC mechanism, you must do so both in the master agent and in its subagents. 
This means that you must also modify the functions defined in saloLib, the library that 
defines the agent side of the IPC mechanism. 


OK or ERROR. 


masterloLib 


masterloWrite( ) 


masterIoWrite() — send the encoded buffer to the subagent 


STATUS masterIoWrite 
( 
EBUFFER_T * pBuf, /* reply message to be sent */ 
PTR_T saId, /* subagent address */ 
INT_32_T flg /* type of message */ 
) 


This routine transmits the byte array at pBuf to the subagent at sald. This routine is called 
from a wide variety of functions in the master agent. For example, masterIpcSend() calls 
this routine when it needs to query the subagent about one of the MIB variables it 
manages. Likewise, the masterIpcAyt() function calls this routine when needs to check 
the IPC link status. Similarly, snmp QueMonitor( ) calls this routine to tell the agent the 
results of a registration or deregistration request. 


The master agent uses the value flg to specify the general nature of the message it is 
writing to the subagent, which partially determines how the subagent responds. For 
example, when the master agent is responding to the subagent after successfully handling 
its registration request, the master agent uses a flg value of REG_COMPLETE. When the 
master agent does an "are you there" check, it specifies a flg value of IPC_AYT. 
REG_COMPLETE and IPC_AYT are the only currently valid flg values. 


OK or ERROR. 


masterloLib 
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masterlpcAyt( ) 


masterIpcAyt( ) 


masterIpcAyt( ) — check the status of the IPC link 


INT_32_T masterIpcAyt 
( 
PTR_T ipchandle /* pointer to IPC handle */ 
) 


This is an "are you there" routine. The SNMP master agent calls this routine whenever it 
needs to do a status check on the IPC link to the address ipchandle. This routine puts a 
null-buffer message of type IPC_AYT on the subagent’s message queue. If the subagent 
replies with a message of the same type, the link is considered active. 


0, if the link is inactive; 1, if the link is inactive 


masterloLib 


masterIpcComp( ) 


masterIpcComp( ) — transmit a completion of transmission message 


void masterIpcComp 


( 


OCTET_T opcode, /* this specifies what needs to be done */ 
EBUFFER_T * ebuf, /* reply message to be sent */ 

VBL_T * vblist, /* list of varbinds that the message contained */ 
PTR_T ipchandle /* subagent address */ 


) 


If the SNMP master agent uses snmpMasterHandlerAsync( ) to process a subagent’s 
unsolicited control message (such as a registration request), it uses masterIpcComp() to 
complete processing for the message. In the current implementation, this means telling 
the subagent the completion status of a registration or deregistration request. However, 
you can rewrite this function to implement a broader range of responses (such as 
forwarding traps to the SNMP manager). 


When the master agent calls this routine, it uses opcode to indicate the processing status of 
the message. If the status indicates an error, masterIpcComp() drops the packet. If the 

status indicates success, the master agent uses the ebuf parameter to pass in a message for 
the subagent at ipchandle. Internally, masterIpcComp() calls masterIoWrite() to forward 
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2. Subroutines 
masterlpcFree( ) 


the message to the specified subagent. If this message is the response to a successful 
registration request, it contains the group ID for the MIB variables just added to the 
master agent’s MIB tree. The subagent needs this group ID for any deregistration request 
it might send later. It also uses this ID to register instances of the object just registered. 


If the opcode is a value of 1 or greater (up to and including 127), the master agent uses the 
vblist parameter to pass in a varbind list that it extracted from the control message. In the 
current implementation, the masterIpcComp( ) routine does nothing with the message 
and returns. However, you could modify masterIpcComp() to process the message 
according to the value specified by opcode. For example, if opcode indicates a trap, you 
could forward the information at vblist to the SNMP manager. 


Currently, subagent.h defines symbolic constants for opcodes 1 through 12 (with opcode 
11, SA_TRAP_REQUEST, reserved for trap requests). You are free to use the remaining 
opcodes for message types specific to your implementation. 

N/A 


masterloLib 


masterIpcFree( ) 


masterIpcFree( ) — free the IPC resources allocated by the SNMP master agent 
void masterIpcFree 

( 

PTR_T ipchandle /* pointer to IPC handle */ 


) 


The SNMP master agent calls this routine to free a pointer to an IPC handle. This is part of 
the deregistration process for an SNMP agent. 


N/A 


masterloLib 
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masterlpcRev( ) 


masterIpcRcv( ) 


masterIpcRcv( ) — wait for a reply from the subagent 


INT_32_T masterIpcRcv 
( 
EBUFFER_T * pBuf, /* buffer to be filled */ 
PTR_T ipchandle /* pointer to the IPC handle */ 
) 


This routine waits for a response after query has been sent to the subagent. In the shipped 
implementation of the WindNet SNMP master agent, this function waits on a message 
queue that is local to the master agent. This message queue is used to facilitate 
communication between tSnmpd, the task that manages communication with the SNMP 
manager, and tMonQue, the task that manages communication between the SNMP 
master agent and its subagents. 


In the shipped master agent code, subagents communicate with the master agent by 
putting messages on the message queue monitored by tMonQue. If the message is a 
control message, it is processed by snmpMasterHandlerWR( ). If the message is a query 
response, it is transferred to the local message queue on which masterIpcRcv( ) is waiting. 
All of this is handled synchronously. Thus, while the master agent is waiting for a 
response from the subagent, it is blocked. Normally, the amount of time spent blocked is 
quite short and is not a problem. 


However, it is an imperfect world, so it is possible that a response for a query never makes 
it back to the subagent. To handle this possibility, the shipped version of the WindNet 
SNMP master agent puts a timeout on its wait for a query response. If you should rewrite 
the SNMP master agent for any reason, make sure that you preserve this timeout. 


0, if the packet was received successfully; 1, if an error or a timeout has caused the objects 
to be marked inactive and subsequently removed; 2, if the master agent will allow the 


current packet to be processed without freeing objects. 


masterloLib 
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2. Subroutines 
masterQueCleanup( ) 


masterIpcSend() 


masterIpcSend( ) — send a message to a subagent 


INT_32_T masterIpcSend 
( 
EBUFFER_T * pBuf, /* message to be sent */ 
PTR_T ipchandle /* address of subagent */ 
) 


The SNMP master agent calls when it needs to send a query in buf to the subagent at the 
ipchandle address. If this routine is used with snmpMasterHandlerAsync( ), you must 
rewrite the function according to the prototype of IPCSEND_AS_T (see subagent.h). The 
additional parameter reqid in this prototype is the request ID of the message being sent. 
Use regid to call snmpMasterCleanup( ) if the IPC layer times out. 


Internally, this function calls masterIoWrite() to put a message on the subagent’s message 
queue. If you have rewritten masterloWrite( ) to use different IPC mechanism, such as 
sockets, you should take care that your rewrite of masterIoWrite() is compatible with its 
use in masterIpcSend(). 

0, if the packet has been sent successfully; 1, if and error has been detected that caused the 
objects to be marked inactive and possibly removed; 2, if the processing of the current 
packet is allowed to continue without freeing up objects. 


masterloLib 


masterQueCleanup( ) 


masterQueCleanup( ) — free resources allocated for SNMP master agent 

void masterQueCleanup (void) 

This routine is called from the cleanup routine in snmplIoLib if the agent fails to allocate 
resources. This routine deletes the message queue and all other resources that have been 
allocated for the master agent. 


N/A 


masterloLib 
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mathHardlinit() 


mathHardInit( ) 


mathHardInit( ) — initialize hardware floating-point math support 
void mathHardInit () 


This routine places the addresses of the hardware high-level math functions 
(trigonometric functions, etc.) in a set of global variables. This allows the standard math 
functions (e.g., sin(), pow()) to have a single entry point but to be dispatched to the 
hardware or software support routines, as specified. 


This routine is called from usrConfig.c if INCLUDE_HW_FP is defined. This definition 
causes the linker to include the floating-point hardware support library. 


Certain routines in the floating-point software emulation library do not have equivalent 
hardware support routines. (These are primarily routines that handle single-precision 
floating-point numbers.) If no emulation routine address has already been put in the 
global variable for this function, the address of a dummy routine that logs an error 
message is placed in the variable; if an emulation routine address is present (the 
emulation initialization, via mathSoftInit(), must be done prior to hardware 
floating-point initialization), the emulation routine address is left alone. In this way, 
hardware routines will be used for all available functions, while emulation will be used 
for the missing functions. 


N/A 


mathHardLib, mathSoftInit() 


mathSoftInit() 


mathSoftInit( ) — initialize software floating-point math support 
void mathSoftInit () 


This routine places the addresses of the emulated high-level math functions 
(trigonometric functions, etc.) in a set of global variables. This allows the standard math 
functions (e.g., sin(), pow()) to have a single entry point but be dispatched to the 
hardware or software support routines, as specified. 


This routine is called from usrConfig.c if INCLUDE_SW_FP is defined. This definition 
causes the linker to include the floating-point emulation library. 
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NAME 
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DESCRIPTION 


2. Subroutines 
mb86960EndLoad( ) 


If the system is to use some combination of emulated as well as hardware coprocessor 
floating points, then this routine should be called before calling mathHardInit(). 


N/A 


mathSoftLib, mathHardInit() 


mb86940DevInit( ) 


mb86940DevInit( ) — install the driver function table 
void mb86940DevInit 

( 

MB86940_CHAN * pChan 

) 


This routine installs the driver function table. It also prevents the serial channel from 
functioning by disabling the interrupt. 


N/A 


mb86940Sio 


mb86960EndLoad() 


mb86960EndLoad( ) — initialize the driver and device 


END_OBJ * mb86960EndLoad 


( 
char * pInitString /* String to be parsed by the driver. */ 
) 


This routine initializes the driver and puts the device to an operational state. All of the 
device specific parameters are passed in via the initString, which expects a string of the 
following format: 


unit:base_addr:int_vector:int_level 


This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "fn") into the initString and returns 0. 
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mb8&6960InitParse( ) 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 


RETURNS An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 
SEE ALSO mb86960End 


mb86960InitParse( ) 


NAME mb86960InitParse( ) — parse the initialization string 


SYNOPSIS STATUS mb86960InitParse 
( 


MB86960_END_CTRL * pDrvCtrl, /* device pointer */ 
char * pInitString /* information string */ 
) 

DESCRIPTION Parse the input string. Fill in values in the driver control structure. 


The initialization string format is: 
unit:baseAddr:ivec 


unit 
Device unit number, a small integer. MUST always be 0. 


devBaseAddr 
Base address of the device register set 


ivec 
Interrupt vector number (used with sysIntConnect) 


RETURNS OK or ERROR for invalid arguments. 


SEE ALSO mb86960End 
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2. Subroutines 
mb87030CtrICreate( ) 


mb86960MemInit( ) 


mb86960MemInit( ) — initialize memory for the chip 

STATUS mb86960MemInit 
( 
MB86960_END_CTRL * pDrvCtrl /* device to be initialized */ 
) 

This routine is highly specific to the device. 


OK or ERROR. 


mb86960End 


mb87030CtrlCreate( ) 


mb87030CtrlCreate( ) — create a control structure for an MB87030 SPC 


MB_87030_SCSI_CTRL *mb87030CtriCreate 


( 
UINT8 * spcBaseAdrs, /* base address of SPC */ 


int regOffset, /* addr offset between consecutive regs. */ 
UINT clkPeriod, /* period of controller clock (nsec) */ 
int spcDataParity, /* type of input to SPC DP (data parity) */ 


FUNCPTR spcDMABytesIn, /* SCSI DMA input function */ 
FUNCPTR spcDMABytesOut /* SCSI DMA output function */ 
) 


This routine creates a data structure that must exist before the SPC chip can be used. This 
routine should be called once and only once for a specified SPC. It should be the first 
routine called, since it allocates memory for a structure needed by all other routines in the 
library. 


After calling this routine, at least one call to mb87030CtrlInit( ) should be made before any 
SCSI transaction is initiated using the SPC chip. 


A detailed description of the input parameters follows: 


spcBaseAdrs 
the address at which the CPU would access the lowest register of the SPC. 
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mb87030CirlInit() 


regOffset 
the address offset (bytes) to access consecutive registers. (This must be a power of 2, 


for example, 1, 2, 4, etc.) 

clkPeriod 
the period in nanoseconds of the signal to the SPC clock input (only used for select 
command timeouts). 


spcDataParity 
the parity bit must be defined by one of the following constants, according to whether 


the input to SPC DP is GND, +5V, or a valid parity signal, respectively: 


SPC_DATA_PARITY_LOW 
SPC_DATA_PARITY_HIGH 
SPC_DATA_PARITY_VALID 


spcDmaBytesIn and spcDmaBytesOut 
pointers to board-specific routines to handle DMA input and output. If these are 
NULL (0), SPC program transfer mode is used. DMA is possible only during SCSI 
data in/out phases. The interface to these DMA routines must be of the form: 


STATUS xxDmaBytes{In, Out} 


( 

SCSI_PHYS_DEV *pScsiPhysDev, /* ptr to phys dev info */ 
UINTS *pBuffer, /* ptr to the data buffer */ 
int bufLength /* number of bytes to xfer */ 


) 


A pointer to the SPC control structure, or NULL if memory is insufficient or parameters 
are invalid. 


mb87030Lib 


mb87030CtrlInit() 


mb87030CtrlInit( ) — initialize a control structure for an MB87030 SPC 


STATUS mb87030Ctrlinit 
( 


MB_87030_SCSI_CTRL * pSpc, /* ptr to SPC struct */ 

int scsiCtrl1BusId, /* SCSI bus ID of this SPC */ 
UINT defaultSelTimeOut, /* default dev sel timeout */ 

int scsiPriority /* priority of task doing SCSI */ 
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EXAMPLE 


2. Subroutines 
mb87030Show( ) 


This routine initializes an SPC control structure created by mb87030CirlCreate(). It must 
be called before the SPC is used. This routine can be called more than once; however, it 
should be called only while there is no activity on the SCSI interface. 


Before returning, this routine pulses RST (reset) on the SCSI bus, thus resetting all 
attached devices. 


The input parameters are as follows: 


pspe 
a pointer to the MB_87030_SCSI_CTRL structure created with mb87030CtrlCreate( ). 
scsiCtrlBusld 
the SCSI bus ID of the SIOP, in the range 0 — 7. The ID is somewhat arbitrary; the 
value 7, or highest priority, is conventional. 


defaultSelTimeOut 
the timeout, in microseconds, for selecting a SCSI device attached to this controller. 
The recommended value 0 specifies SCSI_LDEF_SELECT_TIMEOUT (250 milliseconds). 
The maximum timeout possible is approximately 3 seconds. Values exceeding this 
revert to the maximum. 


scsiPriority 
the priority to which a task is set when performing a SCSI transaction. Valid 
priorities range from 0 to 255. Alternatively, the value -1 specifies that the priority 
should not be altered during SCSI transactions. 

OK, or ERROR if parameters are out of range. 


mb87030Lib 


mb87030Show( ) 


mb87030Show( ) — display the values of all readable MB87030 SPC registers 


STATUS mb87030Show 


( 
SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 


) 


This routine displays the state of the SPC registers in a user-friendly manner. It is useful 
primarily for debugging. 


—> mb87030Show 
SCSI Bus ID: 7 
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mbcAddrFilterSet( ) 


SCTL (0x01): intsEnbl 
SCMD (0x00): busRlease 
TMOD (0x00): asyncMode 
INTS (0x00): 


( 
( 
( 
( 
PSNS (0x00): reqO ackO atnO sel0 bsy0 msg0 c_d0O i_o0 
( 
( 
( 
( 


SSTS (0x05): noConIdle xferCnt=0 dregEmpty 
SERR (0x00): noParErr 

PCTL (0x00): bfIntDsbl phDataOut 

MBC 0x00): O 

XFER COUNT : 0x000000 = 0 


OK, or ERROR if pScsiCtrl and pSysScsiCtrl are both NULL. 


mb87030Lib 


mbcAdadrFilterSet( ) 


mbcAdadrFilterSet( ) — set the address filter for multicast addresses 
void mbcAddrFilterSet 

( 

MBC_DEVICE * pDrvCtrl /* device to be updated */ 

) 


This routine goes through all of the multicast addresses on the list of addresses (added 
with the endAddrAdd() routine) and sets the device's filter correctly. 


N/A. 


mbcEnd 


mbcattach() 


mbcattach( ) — publish the mbc network interface and initialize the driver 


STATUS mbcattach 
( 


int unit, /* unit number */ 
void * pEmBase, /* ethernet module base address */ 
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2. Subroutines 


mbcEndLoad( ) 
int inum, /* interrupt vector number */ 
int txBdNum, /* number of transmit buffer descriptors */ 
int rxBdNum, /* number of receive buffer descriptors */ 


int dmaParms, /* DMA parameters */ 
UINTS * bufBase /* address of memory pool; NONE = malloc it */ 
) 


The routine publishes the mbc interface by adding an mbc Interface Data Record (IDR) to 
the global network interface list. 


The Ethernet controller uses buffer descriptors from an on-chip dual-ported RAM region, 
while the buffers are allocated in RAM external to the controller. The buffer memory pool 
can be allocated in a non-cacheable RAM region and passed as parameter bufBase. 
Otherwise bufBase is NULL and the buffer memory pool is allocated by the routine using 
cacheDmaMalloc( ). The driver uses this buffer pool to allocate the specified number of 
1518-byte buffers for transmit, receive, and loaner pools. 


The parameters txBdNum and rxBdNum specify the number of buffers to allocate for 
transmit and receive. If either of these parameters is NULL, the default value of 2 is used. 
The number of loaner buffers allocated is the lesser of rxBdNum and 16. 


The on-chip dual ported RAM can only be partitioned so that the maximum receive and 
maximum transmit BDs are: 


— Transmit BDs: 8, Receive BDs: 120 
— Transmit BDs: 16, Receive BDs: 112 
— Transmit BDs: 32, Receive BDs: 96 
— Transmit BDs: 64, Receive BDs: 64 


ERROR, if unit is out of rang> or non-cacheable memory cannot be allocated; otherwise 
TRUE. 


if_mbc, ifLib, Motorola MC68EN302 User’s Manual 


mbcEndLoad( ) 


mbcEndLoad( ) — initialize the driver and device 


END_OBJ* mbcEndLoad 


( 
char * initString /* String to be parsed by the driver. */ 


) 


2-409 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
mbcelIntr() 


This routine initializes the driver and the device to the operational state. All of the device 
specific parameters are passed in the initString. 


The string contains the target specific parameters like this: 


"unit:memAddr:ivec:txBdNum:rxBdNum:dmaParms:bufBase:offset" 
An END object pointer or NULL on error. 


mbcEnd 


mbcIntr( ) 


mbclIntr( ) — network interface interrupt handler 


void mbcIntr 
( 
int unit /* unit number */ 


) 
This routine is called at interrupt level. It handles work that requires minimal processing. 
Interrupt processing that is more extensive gets handled at task level. The network task, 
netTask(), is provided for this function. Routines get added to the netTask() work queue 
via the netJobAdd() command. 
N/A 


if_mbc 


mbcMemInit( ) 


mbcMemInit( ) — initialize memory for the chip 
STATUS mbcMemInit 
( 
MBC_DEVICE * pDrvCtrl /* device to be initialized */ 


) 


Allocates and initializes the memory pools for the mbc device. 
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2. Subroutines 


mbcParse( ) 

OK or ERROR. 
mbcEnd 
mbcParse( ) 
mbcParse( ) — parse the init string 
STATUS mbcParse 

( 

MBC_DEVICE * pDrvCtrl, /* device pointer */ 

char * initString /* information string */ 


) 


Parse the input string. Fill in values in the driver control structure. 


The initialization string format is: 
unit:memAddr:ivec:txBdNum:rxBdNum:dmaParms:bufBase:offset 


unit 
Device unit number, a small integer. 


memAddr 
ethernet module base address. 


ivec 
Interrupt vector number (used with sysIntConnect) 


txBdNum 
transmit buffer descriptor 


rxBdNum 
receive buffer descriptor 


dmaParms 
dma parameters 


bufBase 
address of memory pool 


offset 


packet data offset 
OK or ERROR for invalid arguments. 


mbcEnd 
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mbcSiartOutput( ) 


mbcStartOutput( ) 


mbcStartOutput( ) — output packet to network interface device 


#ifdef BSD43_DRIVER LOCAL void mbcStartOutput 
( 
int unit /* unit number */ 


) 


mbcStartOutput() takes a packet from the network interface output queue, copies the 
mbuf chain into an interface buffer, and sends the packet over the interface. 
etherOutputHookRtns are supported. 


Collision stats are collected in this routine from previously sent BDs. These BDs will not 
be examined until after the transmitter has cycled the ring, coming upon the BD after it 
has been sent. Thus, collision stat collection will be delayed a full cycle through the Tx 
ring. 


This routine is called under several possible scenarios. Each one will be described below. 


The first, and most common, is when a user task requests the transmission of data. Under 
BSD 4.3, this results in a call to mbcOutput(), which in turn calls ether_output(). The 
routine, ether_output(), will make a call to mbcStartOutput( ) if our interface output 
queue is not full, otherwise, the outgoing data is discarded. BSD 4.4 uses a slightly 
different model, in which the generic ether_output() routine is called directly, followed by 
a call to this routine. 


The second scenario is when this routine, while executing runs out of free Tx BDs, turns 
on transmit interrupts and exits. When the next BD is transmitted, an interrupt occurs 
and the ISR does a netJobAdd of the routine which executes in the context of netTask() 
and continues sending packets from the interface output queue. 


The third scenario is when the device is reset, typically when the promiscuous mode is 
altered; which results in a call to mbcInit(). This resets the device, does a netJobAdd() of 
this routine to enable transmitting queued packets. 

N/A 


if_mbc 
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INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
mbstowcs( ) 


mblen() 


mblen() — calculate the length of a multibyte character (Unimplemented) (ANSI) 
int mblen 
( 
const char * s, 
size_t n 
) 
This multibyte character function is unimplemented in VxWorks. 
stdlib.h 
OK, or ERROR if the parameters are invalid. 


ansiStdlib 


mbstowcs( ) 


mbstowcs() — convert a series of multibyte char’s to wide char’s (Unimplemented) (ANSI) 


size_t mbstowcs 


( 

wchar_t * pwes, 

const char * s, 

size_t n 

) 
This multibyte character function is unimplemented in VxWorks. 
stdlib.h 
OK, or ERROR if the parameters are invalid. 


ansiStdlib 
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mbtowc( ) 


mbtowc( ) 


mbtowc( ) — convert a multibyte character to a wide character (Unimplemented) (ANSI) 
int mbtowc 

( 

wchar_t * pwe, 

const char * s, 


size_t n 


) 
This multibyte character function is unimplemented in VxWorks. 
stdlib.h 
OK, or ERROR if the parameters are invalid. 


ansiStdlib 


mbufShow( ) 


mbufShow() — report mbuf statistics 

void mbufShow (void) 

This routine displays the distribution of mbufs in the network. 
N/A 


netShow 
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2. Subroutines 
memalign() 


memAddToPool( ) 


memAddToPool( ) — add memory to the system memory partition 


void memAddToPool 
( 


char * PPool, /* pointer to memory block */ 
unsigned poolSize /* block size in bytes */ 


) 


This routine adds memory to the system memory partition, after the initial allocation of 
memory to the system memory partition. 


N/A 


memPartLib, memPartAddToPool() 


memalign( ) 


memalign() — allocate aligned memory 


void *memalign 
( 
unsigned alignment, /* boundary to align to (power of 2) */ 
unsigned size /* number of bytes to allocate */ 


) 
This routine allocates a buffer of size size from the system memory partition. 
Additionally, it insures that the allocated buffer begins on a memory address evenly 
divisible by the specified alignment parameter. The alignment parameter must be a power 
of 2. 
A pointer to the newly allocated block, or NULL if the buffer could not be allocated. 


memLib 
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memchr() 


memchr( ) 


memchr‘( ) — search a block of memory for a character (ANSI) 


void * memchr 
( 
const void * m, /* block of memory */ 
int c, /* character to search for */ 
size_t 


) 


n /* size of memory to search */ 

This routine searches for the first element of an array of unsigned char, beginning at the 
address m with size n, that equals c converted to an unsigned char. 

string.h 

If successful, it returns the address of the matching element; otherwise, a null pointer. 


ansiString 


memcmp( ) 


memcmp() — compare two blocks of memory (ANSI) 


int memcmp 
( 
const void * sl, /* array 1 */ 
const void * s2, /* array 2 */ 
size_t n 


) 


/* size of memory to compare */ 


This routine compares successive elements from two arrays of unsigned char, beginning 
at the addresses s1 and s2 (both of size n), until it finds elements that are not equal. 


string.h 
If all elements are equal, zero. If elements differ and the differing element from s1 is 
greater than the element from s2, the routine returns a positive number; otherwise, it 


returns a negative number. 


ansiString 


2-416 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
memDevCreate( ) 


memcpy( ) 


memcpy() — copy memory from one location to another (ANSI) 


void * memcpy 


( 


void * destination, /* destination of copy */ 
const void * source, /* source of copy */ 
size_t size /* size of memory to copy */ 


) 
This routine copies size characters from the object pointed to by source into the object 
pointed to by destination. If copying takes place between objects that overlap, the behavior 
is undefined. 
string.h 


A pointer to destination. 


ansiString 


memDevCreate( ) 


memDevCreate( ) — create a memory device 


STATUS memDevCreate 
( 


char * name, /* device name */ 

char * base, /* where to start in memory */ 
int length /* number of bytes */ 

) 


This routine creates a memory device containing a single file. Memory for the device is 
simply an absolute memory location beginning at base. The length parameter indicates the 
size of memory. 


For example, to create the device "/mem/cpu0/", a device for accessing the entire 
memory of the local processor, the proper call would be: 


memDevCreate ("/mem/cpu0/", 0, sysMemTop () ) 


The device is created with the specified name, start location, and size. 
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memDevCreate( ) 


To open a file descriptor to the memory, use open(). Specify a pseudo-file name of the 
byte offset desired, or open the "raw" file at the beginning and specify a position to seek 
to. For example, the following call to open() allows memory to be read starting at decimal 
offset 1000. 


-> fd = open ("/mem/cpu0/1000", O_RDONLY, 0) 


Pseudo-file name offsets are scanned with "%d". 
The FIOSEEK operation overrides the offset given via the pseudo-file name at open time. 


Consider a system configured with two CPUs in the backplane and a separate dual-ported 
memory board, each with 1 megabyte of memory. The first CPU is mapped at VMEbus 
address 0x00400000 (4 Meg.), the second at bus address 0x00800000 (8 Meg.), the 
dual-ported memory board at 0x00c00000 (12 Meg.). Three devices can be created on each 
CPU as follows. On processor 0: 


-—> memDevCreate ("/mem/local/", 0, sysMemTop () ) 
-—> memDevCreate ("/mem/cpul/", 0x00800000, 0x00100000) 


—> memDevCreate ("/mem/share/", 0x00c00000, 0x00100000) 


On processor 1: 


—> memDevCreate ("/mem/local/", 0, sysMemTop () ) 
-—> memDevCreate ("/mem/cpu0/", 0x00400000, 0x00100000) 


—> memDevCreate ("/mem/share/", 0x00c00000, 0x00100000) 


Processor 0 has a local disk. Data or an object module needs to be passed from processor 
0 to processor 1. To accomplish this, processor 0 first calls: 


-> copy </disk1/module.o >/mem/share/0 
Processor 1 can then be given the load command: 


-> 1d </mem/share/0 
OK, or ERROR if memory is insufficient or the I/O system cannot add the device. 
S_ioLib_NO_DRIVER 


memDrv 
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2. Subroutines 
memDevbDelete( ) 


memDevCreateDir( ) 


memDevCreateDir( ) — create a memory device for multiple files 


STATUS memDevCreateDir 
( 


char * name, /* device name */ 
MEM_DRV_DIRENTRY * files, /* array of dir. entries - not copied */ 
int numFiles /* number of entries */ 


) 


This routine creates a memory device for a collection of files organised into directories. 
The given array of directory entry records describes a number of files, some of which may 
be directories, represented by their own directory entry arrays. The structure may be 
arbitrarily deep. This effectively allows a filesystem to be created and installed in 
VxWorks, for essentially read-only use. The filesystem structure can be created on the host 
using the memdrvbuild utility. 


Note that the array supplied is not copied; a reference to it is kept. This array should not 
be modified after being passed to memDevCreateDir. 


OK, or ERROR if memory is insufficient or the I/O system cannot add the device. 
S_ioLib_NO_DRIVER 


memDrv 


memDevDelete() 


memDevDelete( ) — delete a memory device 


STATUS memDevDelete 
( 


char * name /* device name */ 


) 


This routine deletes a memory device containing a single file or a collection of files. The 
device is deleted with it own name. 


For example, to delete the device created by memDevCreate ("/mem/cpu0/", 0, 
sysMemTop( )), the proper call would be: 
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memDrv( ) 


memDevDelete ("/mem/cpu0/") ; 
OK, or ERROR if the device doesn’t exist. 


memDrv 


memDro( ) 


memDro( ) — install a memory driver 
STATUS memDrv (void) 


This routine initializes the memory driver. It must be called first, before any other routine 
in the driver. 


OK, or ERROR if the I/O system cannot install the driver. 


memDrv 


memFindMax( ) 


memFindMax( ) - find the largest free block in the system memory partition 
int memFindMax (void) 


This routine searches for the largest block in the system memory partition free list and 
returns its size. 


The size, in bytes, of the largest available block. 


memLib, memPartFindMax() 
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2. Subroutines 
memOptionsSet( ) 


memmove( ) 


memmove( ) — copy memory from one location to another (ANSI) 


void * memmove 
( 
void * destination, /* destination of copy */ 
const void * source, /* source of copy */ 
size_t size /* size of memory to copy */ 


) 
This routine copies size characters from the memory location source to the location 
destination. It ensures that the memory is not corrupted even if source and destination 
overlap. 
string.h 


A pointer to destination. 


ansiString 


memOptionsSet( ) 


memOptionsSet( ) — set the debug options for the system memory partition 


void memOptionsSet 


( 
unsigned options /* options for system partition */ 


) 


This routine sets the debug options for the system memory partition. Two kinds of errors 
are detected: attempts to allocate more memory than is available, and bad blocks found 
when memory is freed. In both cases, the following options can be selected for actions to 
be taken when the error is detected: (1) return the error status, (2) log an error message 
and return the error status, or (3) log an error message and suspend the calling task. 


These options are discussed in detail in the library manual entry for memLib. 
N/A 


memLib, memPartOptionsSet( ) 
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memPartAddToPool( ) 


memPartAddToPool( ) 


NAME memPartAddToPool() —- add memory to a memory partition 


SYNOPSIS STATUS memPartAddToPool 
( 
PART_ID partId, /* partition to initialize */ 
char * PPool, /* pointer to memory block */ 
unsigned poolSize /* block size in bytes */ 


) 


DESCRIPTION This routine adds memory to a specified memory partition already created with 
memPartCreate(). The memory added need not be contiguous with memory previously 
assigned to the partition. 


RETURNS OK or ERROR. 
ERRNO S_smObjLib_NOT_INITIALIZED, S_memLib_INVALID_NBYTES 
SEE ALSO memPartLib, smMemLib, memPartCreate() 


memPartAlignedAlloc( ) 


NAME memPartAlignedAlloc( ) — allocate aligned memory from a partition 


SYNOPSIS void *memPartAlignedAlloc 


( 

PART_ID partId, /* memory partition to allocate from */ 
unsigned nBytes, /* number of bytes to allocate */ 
unsigned alignment /* boundary to align to */ 


) 
DESCRIPTION This routine allocates a buffer of size nBytes from a specified partition. Additionally, it 
insures that the allocated buffer begins on a memory address evenly divisible by 
alignment. The alignment parameter must be a power of 2. 


RETURNS A pointer to the newly allocated block, or NULL if the buffer could not be allocated. 


SEE ALSO memPartLib 
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2. Subroutines 
memPartCreate( ) 


memPartAlloc( ) 


memPartAlloc( ) - allocate a block of memory from a partition 


void *memPartAlloc 
( 
PART_ID partId, /* memory partition to allocate from */ 
unsigned nBytes /* number of bytes to allocate */ 


) 
This routine allocates a block of memory from a specified partition. The size of the block 
will be equal to or greater than nBytes. The partition must already be created with 
memPartCreate( ). 
A pointer to a block, or NULL if the call fails. 


S_smObjLib_NOT_INITIALIZED 


memPartLib, smMemLib, memPartCreate() 


memPartCreate( ) 


memPartCreate( ) — create a memory partition 


PART_ID memPartCreate 
( 
char * PPool, /* pointer to memory area */ 
unsigned poolSize /* size in bytes */ 


) 


This routine creates a new memory partition containing a specified memory pool. It 
returns a partition ID, which can then be passed to other routines to manage the partition 
(i.e., to allocate and free memory blocks in the partition). Partitions can be created to 
manage any number of separate memory pools. 


The descriptor for the new partition is allocated out of the system memory partition (ie., 
with malloc()). 


The partition ID, or NULL if there is insufficient memory in the system memory partition 
for a new partition descriptor. 
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memPartFindMax( ) 


memPartLib, smMemLib 


memPartFindMax() 


memPartFindMax( ) - find the size of the largest available free block 
int memPartFindMax 

( 

PART_ID partId /* partition ID */ 

) 


This routine searches for the largest block in the memory partition free list and returns its 
size. 


The size, in bytes, of the largest available block. 
S_smObjLib_NOT_INITIALIZED 


memLib, smMemLib 


memPartFree( ) 


memPartFree( ) — free a block of memory in a partition 

STATUS memPartFree 
( 
PART_ID partId, /* memory partition to add block to */ 
char * pBlock /* pointer to block of memory to free */ 


) 


This routine returns to a partition’s free memory list a block of memory previously 
allocated with memPartAlloc(). 


OK, or ERROR if the block is invalid. 
S_smObjLib_NOT_INITIALIZED 


memPartLib, smMemLib, memPartAlloc() 
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2. Subroutines 


memPartOptionsSet( ) 
memPartInfoGet( ) 
memPartInfoGet( ) — get partition information 
STATUS memPartInfoGet 
( 
PART_ID partId, /* partition ID */ 


MEM_PART_STATS * ppartStats /* partition stats structure */ 
) 


This routine takes a partition ID and a pointer toa MEM_PART_STATS structure. All the 
parameters of the structure are filled in with the current partition information. 


OK if the structure has valid data, otherwise ERROR. 


memShow() 


memPartOptionsSet() 


memPartOptionsSet( ) — set the debug options for a memory partition 


STATUS memPartOptionsSet 
( 
PART_ID partId, /* partition to set option for */ 
unsigned options /* memory management options */ 


) 


This routine sets the debug options for a specified memory partition. Two kinds of errors 
are detected: attempts to allocate more memory than is available, and bad blocks found 
when memory is freed. In both cases, the error status is returned. There are four 
error-handling options that can be individually selected: 


MEM_ALLOC_ERROR_ LOG FLAG 
Log a message when there is an error in allocating memory. 


MEM_ALLOC_ERROR_SUSPEND_FLAG 
Suspend the task when there is an error in allocating memory (unless the task was 


spawned with the VX_UNBREAKABLE option, in which case it cannot be suspended). 


MEM_BLOCK_ERROR_LOG_FLAG 
Log a message when there is an error in freeing memory. 
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MEM_BLOCK_ERROR_SUSPEND_FLAG 
Suspend the task when there is an error in freeing memory (unless the task was 
spawned with the VX_UNBREAKABLE option, in which case it cannot be suspended). 


These options are discussed in detail in the library manual entry for memLib. 
OK or ERROR. 
S_smObjLib_NOT_INITIALIZED 


memLib, smMemLib 


memPartRealloc( ) 


memPartRealloc( ) — reallocate a block of memory in a specified partition 


void *memPartRealloc 
( 
PART_ID partId, /* partition ID */ 
char * PBlock, /* block to be reallocated */ 
unsigned nBytes /* new block size in bytes */ 


) 
This routine changes the size of a specified block of memory and returns a pointer to the 
new block. The contents that fit inside the new size (or old size if smaller) remain 


unchanged. The memory alignment of the new block is not guaranteed to be the same as 
the original block. 


If pBlock is NULL, this call is equivalent to memPartAlloc( ). 
A pointer to the new block of memory, or NULL if the call fails. 
S_smObjLib_NOT_INITIALIZED 


memLib, smMemLib 
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2. Subroutines 
memPartSmCreate( ) 


memPartShow( ) 


memPartShow( ) — show partition blocks and statistics 


STATUS memPartShow 


( 

PART_ID partId, /* partition ID */ 

int type /* 0 = statistics, 1 = statistics & list */ 
) 


This routine displays statistics about the available and allocated memory in a specified 
memory partition. It shows the number of bytes, the number of blocks, and the average 
block size in both free and allocated memory, and also the maximum block size of free 
memory. It also shows the number of blocks currently allocated and the average allocated 
block size. 


In addition, if type is 1, the routine displays a list of all the blocks in the free list of the 
specified partition. 


OK or ERROR. 
S_smObjLib_NOT_INITIALIZED 


memShow( ), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


memPartSmCreate( ) 


memPartSmCreate( ) — create a shared memory partition (VxMP Opt.) 


PART_ID memPartSmCreate 
( 
char * pPool, /* global address of shared memory area */ 
unsigned poolSize /* size in bytes */ 


) 
This routine creates a shared memory partition that can be used by tasks on all CPUs in 


the system. It returns a partition ID which can then be passed to generic memPartLib 
routines to manage the partition (i.e., to allocate and free memory blocks in the partition). 
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pPool is the global address of shared memory dedicated to the partition. The memory area 
pointed to by pPool must be in the same address space as the shared memory anchor and 
shared memory pool. 


poolSize is the size in bytes of shared memory dedicated to the partition. 
Before this routine can be called, the shared memory objects facility must be initialized 


(see smMemLib). 


NOTE The descriptor for the new partition is allocated out of an internal dedicated shared 
memory partition. The maximum number of partitions that can be created is 
SM_OBJ_MAX_MEM_PART. 


Memory pool size is rounded down to a 16-byte boundary. 


AVAILABILITY This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 
RETURNS The partition ID, or NULL if there is insufficient memory in the dedicated partition for a 


new partition descriptor. 


ERRNO S_memLib_NOT_ENOUGH_MEMORY 
S_smObjLib_LOCK_TIMEOUT 


SEE ALSO smMemLib, memLib 
memset( ) 
NAME memset( ) — set a block of memory (ANSI) 
SYNOPSIS void * memset 
( 
void * m, /* block of memory */ 
int c, /* character to store */ 


size_t size /* size of memory */ 


) 


DESCRIPTION This routine stores c converted to an unsigned char in each of the elements of the array of 
unsigned char beginning at m, with size size. 


INCLUDE FILES string.h 
RETURNS A pointer to m. 


SEE ALSO ansiString 


2-428 


2. Subroutines 
memShow( ) 


memShow() 


NAME memShow( ) — show system memory partition blocks and statistics 


SYNOPSIS void memShow 
( 
int type /* 1 = list all blocks in the free list */ 
) 


DESCRIPTION This routine displays statistics about the available and allocated memory in the system 
memory partition. It shows the number of bytes, the number of blocks, and the average 
block size in both free and allocated memory, and also the maximum block size of free 
memory. It also shows the number of blocks currently allocated and the average allocated 
block size. 


In addition, if type is 1, the routine displays a list of all the blocks in the free list of the 
system partition. 


EXAMPLE —> memShow 1 
FREE LIST: 
num addr size 
ab Ox3feel18 16 
Z 0x3b1434 20 
3 0x4d188 2909400 
SUMMARY 
status bytes blocks avg block max block 
current 
free 2909436 3 969812 2909400 
alloc 969060 16102 60 - 
cumulative 
alloc 1143340 16365 69 a 
RETURNS N/A 
SEE ALSO memShow, memPartShow( ), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 


User’s Guide: Shell 
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memShowlnit() 


memShow!Init( ) 


memShowInit( ) — initialize the memory partition show facility 
void memShowInit (void) 


This routine links the memory partition show facility into the VxWorks system. These 
routines are included automatically when this show facility is configured into VxWorks 
using either of the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDELMEM_SHOW. 
N/A 


memShow 


mib2ErrorAdd( ) 


mib2ErrorAdd( ) — change a MIB-II error count 


STATUS mib2ErrorAdd 


( 
M2_INTERFACETBL * pMib, 
int errCode, 
int value 


This function adds a specified value to one of the MIB-II error counters in a MIB-II 
interface table. The counter to be altered is specified by the errCode argument. 
Specifying a negative value reduces the error count, a positive value increases the error 
count. 

OK or ERROR. 


endLib 
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2. Subroutines 


mkdir() 
mib2Init() 
mib2Init( ) — initialize a MIB-II structure 
STATUS mib2Init 
( 
M2_INTERFACETBL * pMib, /* struct to be initialized */ 
long ifType, /* ifType from m2Lib.h */ 
UCHAR * phyAddr, /* MAC/PHY address */ 
int addrLength, /* MAC/PHY address length */ 
int mtuSize, /* MTU size */ 
int speed /* interface speed */ 


Initialize a MIB-II structure. Set all error counts to zero. Assume a 10Mbps Ethernet 
device. 


OK or ERROR. 


endLib 


mkdir() 


mkdir( ) —- make a directory 


STATUS mkdir 
( 


char * dirName /* directory name */ 


) 
This command creates a new directory in a hierarchical file system. The dirName string 


specifies the name to be used for the new directory, and can be either a full or relative 
pathname. 


This call is supported by the VxWorks NFS and dosFs file systems. 
OK, or ERROR if the directory cannot be created. 


ustLib, rmdir(), VxWorks Programmer's Guide: Target Shell 
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mktime() 


mktime() 


mktime() — convert broken-down time into calendar time (ANSI) 


time_t mktime 
( 


struct tm * timeptr /* pointer to broken-down structure */ 


) 


This routine converts the broken-down time, expressed as local time, in the structure 
pointed to by timeptr into a calendar time value with the same encoding as that of the 
values returned by the time() function. The original values of the tm_wday and tm_yday 
components of the tmstructure are ignored, and the original values of the other 
components are not restricted to the ranges indicated in time.h. On successful 
completion, the values of tm_wday and tm_yday are set appropriately, and the other 
components are set to represent the specified calendar time, but with their values forced 
to the ranges indicated in time.h; the final value of tm_mdiay is not set until tm_mon and 
tm_year are determined. 


time.h 
The calendar time in seconds, or ERROR (-1) if calendar time cannot be calculated. 


ansiTime 


mlock() 


mlock() — lock specified pages into memory (POSIX) 


int mlock 
( 
const void * addr, 
size_t len 


) 


This routine guarantees that the specified pages are memory resident. In VxWorks, the 
addr and len arguments are ignored, since all pages are memory resident. 


0 (OK) always. 


mmanPxLib 
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2. Subroutines 
mmuL64862DmamInit( ) 


mlockall( ) 


mlockall() — lock all pages used by a process into memory (POSIX) 
int mlockall 

( 

int flags 

) 


This routine guarantees that all pages used by a process are memory resident. In 
VxWorks, the flags argument is ignored, since all pages are memory resident. 


0 (OK) always. 


mmanPxLib 


mmuL64862Dmatlnit( ) 


mmuL64862DmalInit( ) — initialize the L64862 I/O MMU DMA data structures (SPARC) 


STATUS mmuL64862DmaInit 


( 

void * vrtBase, /* First valid DMA virtual address */ 
void * vrtTop, /* Last valid DMA virtual address */ 
UINT range /* range covered by I/O Page Table */ 


) 


This routine initializes the I/O MMU in the LSI Logic L64862 MBus to SBus Interface Chip 
(MS) for S-Bus DMA with the TI TMS390 SuperSPARC. It assumes cacheLib and vmLib 
have been initialized and that the TI TMS390 Processor MMU is enabled. 


It initializes the I/O MMU to map all valid virtual addresses >= vrtBase and <= vrtTop. It 
is usually called as follows: 


(void) mmuL64862DmaInit ((void *) LOCAL MEM LOCAL ADRS, 
(void *) (LOCAL_MEM LOCAL ADRS + LOCAL_MEM SIZE - 1), 
IOMMU_IOCR_RANGE) ; 


OK, or ERROR if the request cannot be satisfied. 


mmuL64862Lib 
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mmuPro32LibInit() 


mmuPro32LibInit( ) 


mmuPro32LibInit( ) — initialize module 


STATUS mmuPro32LibInit 


( 
int pageSize /* system pageSize (must be 4KB or 4MB) */ 
) 


Build a dummy translation table that will hold the page table entries for the global 
translation table. The mmu remains disabled upon completion. 


OK if no error, ERROR otherwise 
S_mmuLib_INVALID_PAGE_SIZE 


mmuPro32Lib 


mmuSparcRomInit( ) 


mmuSparcRomInit( ) — initialize the MMU for the ROM (SPARC) 


STATUS mmuSparcRomInit 
( 
int * mmuTableAdrs, /* address for the MMU tables */ 
int mmuRomPhysAdrs, /* ROM physical address */ 
int romInitAdrs /* address where romInit was linked in */ 


) 
This routine initializes the MMU when the system is booted. It should be called only from 
romInit(). This routine is necessary because MMU libraries are not initialized by the boot 
code in bootConfig; they are initialized only in the VxWorks image in usrConfig. The 
same sysPhysMemDesc is used by this routine as well as usrMmulInit() in usrConfig to 
maintain consistency. 


OK. 


mmuSparcILib 
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moduleCheck( ) 


modf( ) 


modf() — separate a floating-point number into integer and fraction parts (ANSI) 
double modf 

( 

double value, /* value to split */ 


double * pIntPart /* where integer portion is stored */ 


) 


This routine stores the integer portion of valuein pIntPart and returns the fractional 
portion. Both parts are double precision and will have the same sign as value. 


math.h 
The double-precision fractional portion of value. 


ansiMath, frexp(), ldexp() 


moduleCheck( ) 


moduleCheck( ) — verify checksums on all modules 


STATUS moduleCheck 
( 


int options /* validation options */ 


) 


This routine verifies the checksums on the segments of all loaded modules. If any of the 
checksums are incorrect, a message is printed to the console, and the routine returns 
ERROR. 


By default, only the text segment checksum is validated. 
Bits in the options parameter may be set to control specific checks: 


MODCHECK_TEXT 
Validate the checksum for the TEXT segment (default). 


MODCHECK_DATA 
Validate the checksum for the DATA segment. 
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MODCHECK_BSS 
Validate the checksum for the BSS segment. 


MODCHECK_NOPRINT 
Do not print a message (moduleCheck() still returns ERROR on failure.) 


See the definitions in moduleLib.h 
OK, or ERROR if the checksum is invalid. 


moduleLib 


moduleCreate( ) 


moduleCreate( ) — create and initialize a module 


MODULE_ID moduleCreate 
( 


char * name, /* module name */ 
int format, /* object module format */ 
int flags /* symFlag as passed to loader (see loadModuleAt()) */ 


) 


This routine creates an object module descriptor. 


The arguments specify the name of the object module file, the object module format, and 
an argument specifying which symbols to add to the symbol table. See the 
loadModuleAt() description of symFlagfor possibles flags values. 


Space for the new module is dynamically allocated. 
MODULE_ID, or NULL if there is an error. 


moduleLib, loadModuleAt() 
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moduleCreateHookAdd( ) 


NAME moduleCreateHookAdd( ) — add a routine to be called when a module is added 


SYNOPSIS STATUS moduleCreateHookAdd 


( 
FUNCPTR moduleCreateHookRtn /* routine called when module is added */ 


) 


DESCRIPTION This routine adds a specified routine to a list of routines to be called when a module is 
created. The specified routine should be declared as follows: 


void moduleCreateHook 


( 
MODULE_ID moduleId /* the module ID */ 


) 


This routine is called after all fields of the module ID have been filled in. 


NOTE Modules do not have information about their object segments when they are created. This 
information is not available until after the entire load process has finished. 


RETURNS OK or ERROR. 


SEE ALSO moduleLib, moduleCreateHookDelete( ) 


moduleCreateHookDelete( ) 


NAME moduleCreateHookDelete( ) — delete a previously added module create hook routine 
SYNOPSIS STATUS moduleCreateHookDelete 

( 

FUNCPTR moduleCreateHookRtn /* routine called when module is added */ 


) 


DESCRIPTION This routine removes a specified routine from the list of routines to be called at each 
moduleCreate( ) call. 


RETURNS OK, or ERROR if the routine is not in the table of module create hook routines. 


SEE ALSO moduleLib, moduleCreateHookAdd( ) 
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moduleDelete( ) 


moduleDelete( ) 


moduleDelete( ) — delete module ID information (use unld() to reclaim space) 
STATUS moduleDelete 

( 

MODULE_ID moduleId /* module to delete */ 


) 


This routine deletes a module descriptor, freeing any space that was allocated for the use 
of the module ID. 


This routine does not free space allocated for the object module itself -- this is done by 
unld(). 


OK or ERROR. 


moduleLib 


moduleFindByGroup( ) 


moduleFindByGroup( ) - find a module by group number 
MODULE_ID moduleFindByGroup 
( 
int groupNumber /* group number to find */ 
) 
This routine searches for a module with a group number matching groupNumber. 


MODULE_ID, or NULL if no match is found. 


moduleLib 
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2. Subroutines 
moduleFindByNameAndPath( ) 


moduleFindByName( ) 


moduleFindByName( ) - find a module by name 
MODULE_ID moduleFindByName 
( 
char * moduleName /* name of module to find */ 
) 
This routine searches for a module with a name matching moduleName. 


MODULE_ID, or NULL if no match is found. 


moduleLib 


moduleFindByNameAndPath( ) 


moduleFindByNameAndPath( ) — find a module by file name and path 


MODULE_ID moduleFindByNameAndPath 
( 
char * moduleName, /* file name to find */ 
char * pathName /* path name to find */ 
) 


This routine searches for a module with a name matching moduleNameand path matching 


pathName. 
MODULE_ID, or NULL if no match is found. 


moduleLib 
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moduleFlagsGet( ) 


moduleFlagsGet( ) — get the flags associated with a module ID 
int moduleFlagsGet 

eee moduleId 

) 
This routine returns the flags associated with a module ID. 


The flags associated with the module ID, or NULL if the module ID is invalid. 


moduleLib 


moduleIdListGet( ) 


moduleIdListGet( ) — get a list of loaded modules 
int moduleIdListGet 
( 
MODULE_ID * idList, /* array of module IDs to be filled in */ 


int maxModules /* max modules idList can accommodate */ 


) 


This routine provides the calling task with a list of all loaded object modules. An 
unsorted list of module IDs for no more than maxModules modules is put into idList. 


The number of modules put into the ID list, or ERROR. 


moduleLib 
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2. Subroutines 
moduleNameGet( ) 


moduleInfoGet( ) 


moduleInfoGet( ) — get information about an object module 


STATUS moduleInfoGet 


( 
MODULE_ID moduleId, /* module to return information about */ 
MODULE_INFO * pModuleInfo /* pointer to module info struct */ 


) 


This routine fills ina MODULE_INFO structure with information about the specified 
module. 


OK or ERROR. 


moduleLib 


moduleNameGet( ) 


moduleNameGet( ) — get the name associated with a module ID 
char * moduleNameGet 
( 
MODULE_ID moduleId 
) 
This routine returns a pointer to the name associated with a module ID. 


A pointer to the module name, or NULL if the module ID is invalid. 


moduleLib 
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moduleSegFirst( ) 


moduleSegFirst( ) — find the first segment in a module 
SEGMENT_ID moduleSegFirst 
( 
MODULE_ID moduleId /* module to get segment from */ 
) 
This routine returns information about the first segment of a module descriptor. 


A pointer to the segment ID, or NULL if the segment list is empty. 


moduleLib, moduleSegGet() 


moduleSegGet( ) 


moduleSegGet( ) — get (delete and return) the first segment from a module 
SEGMENT_ID moduleSegGet 

( 

MODULE_ID moduleId /* module to get segment from */ 


) 


This routine returns information about the first segment of a module descriptor, and then 
deletes the segment from the module. 


A pointer to the segment ID, or NULL if the segment list is empty. 


moduleLib, moduleSegFirst() 
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moduleShow( ) 


moduleSegNext( ) 


moduleSegNext( ) — find the next segment in a module 


SEGMENT_ID moduleSegNext 


( 
SEGMENT_ID segmentId /* segment whose successor is to be found */ 


) 
This routine returns the segment in the list immediately following segmentld. 
A pointer to the segment ID, or NULL if there is no next segment. 


moduleLib 


moduleShow( ) 


moduleShow() — show the current status for all the loaded modules 


STATUS moduleShow 
( 
char * moduleNameOrId, /* name or ID of the module to show */ 
int options /* display options */ 


) 
This routine displays a list of the currently loaded modules and some information about 
where the modules are loaded. 


The specific information displayed depends on the format of the object modules. In the 
case of a.out and ECOFF object modules, moduleShow() displays the start of the text, 
data, and BSS segments. 


If moduleShow() is called with no arguments, a summary list of all loaded modules is 
displayed. It can also be called with an argument, moduleNameOrId, which can be either 
the name of a loaded module or a module ID. If it is called with either of these, more 
information about the specified module will be displayed. 

OK or ERROR. 


moduleLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


2-443 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
motCpmEndLoad( ) 


motCpmEndLoad( ) 


motCpmEndLoad( ) - initialize the driver and device 


END_OBJ *motCpmEndLoad 
( 
char * initString /* parameter string */ 


) 


This routine initializes the driver and the device to the operational state. All of the device 
specific parameters are passed in the initString, which is of the following format: 


unit:motCpmAddr:ivec:sccNum:txBdNum:rxBdNum:txBdBase:rxBdBase:bufBase 
The parameters of this string are individually described in the motCpmEnd man page. 


The SCC shares a region of memory with the driver. The caller of this routine can specify 
the address of a non-cacheable memory region with bufBase. Or, if this parameter is 
"NONE", the driver obtains this memory region by making calls to cacheDmaMalloc(). 
Non-cacheable memory space is important whenever the host processor uses cache 
memory. This is also the case when the MC68EN360 is operating in companion mode and 
is attached to a processor with cache memory. 


After non-cacheable memory is obtained, this routine divides up the memory between the 
various buffer descriptors (BDs). The number of BDs can be specified by txBdNum and 
rxBdNum, or if "NULL", a default value of 32 BDs will be used. An additional number of 
buffers are reserved as receive loaner buffers. The number of loaner buffers is a default 
number of 16. 


The user must specify the location of the transmit and receive BDs in the processor’s dual 
ported RAM. txBdBase and rxBdBase give the offsets from motCpmAdadr for the base of the 
BD rings. Each BD uses 8 bytes. Care must be taken so that the specified locations for 
Ethernet BDs do not conflict with other dual ported RAM structures. 


Multiple individual device units are supported by this driver. Device units can reside on 
different chips, or could be on different SCCs within a single processor. The sccNum 
parameter is used to explicitly state which SCC is being used. SCC1 is most commonly 
used, thus this parameter most often equals "1". 


Before this routine returns, it connects up the interrupt vector ivec. 
An END object pointer or NULL on error. 


motCpmEnd, Motorola MC68EN360 User’s Manual, Motorola MPC860 User’s Manual , 
Motorola MPC821 User’s Manual 
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motFecEndLoad ) 


motFecEndLoad() 


motFecEndLoad( ) — initialize the driver and device 


END_OBJ* motFecEndLoad 
( 


char * initString /* parameter string */ 


) 
This routine initializes both driver and device to an operational state using device specific 
parameters specified by initString. 


The parameter string, initString, is an ordered list of parameters each separated by a colon. 
The format of initString is: 


"motCpmAddr:ivec:bufBase:bufSize:fifoT x Base:fifoRxBase:tbdNum:rbdNum:phyAddr:isoPhyAdadr: 


phyDefMode:user Flags" 


The FEC shares a region of memory with the driver. The caller of this routine can specify 
the address of this memory region, or can specify that the driver must obtain this memory 
region from the system resources. 


A default number of transmit/receive buffer descriptors of 32 can be selected by passing 
zero in the parameters thdNum and rbdNum. In other cases, the number of buffers selected 
should be greater than two. 


The bufBase parameter is used to inform the driver about the shared memory region. If 
this parameter is set to the constant "NONE," then this routine will attempt to allocate the 
shared memory from the system. Any other value for this parameter is interpreted by this 
routine as the address of the shared memory region to be used. The bufSize parameter is 
used to check that this region is large enough with respect to the provided values of both 
transmit/receive buffer descriptors. 


If the caller provides the shared memory region, then the driver assumes that this region 
does not require cache coherency operations, nor does it require conversions between 
virtual and physical addresses. 


If the caller indicates that this routine must allocate the shared memory region, then this 
routine will use cacheDmaMalloc() to obtain some cache-safe memory. The attributes of 
this memory will be checked, and if the memory is not write coherent, this routine will 
abort and return NULL. 


an END object pointer, or NULL on error. 


motFecEnd, ifLib, MPC860T Fast Ethernet Controller (Supplement to MPC860 User's 
Manual) 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
mountdinit() 


mountdInit( ) 


mountdInit( ) — initialize the mount daemon 


STATUS mountdInit 


int priority, /* priority of the mount daemon */ 

int stackSize, /* stack size of the mount daemon */ 

FUNCPTR authHook, /* hook to run to authorize each request */ 
int nExports, /* maximum number of exported file systems */ 
int options /* currently unused - set to 0 */ 


) 


This routine spawns a mount daemon if one does not already exist. Defaults for the 
priority and stackSize arguments are in the global variables mountdPriorityDefault and 
mountdStackSizeDefault, and are initially set to MOUNTD_PRIORITY_DEFAULT and 
MOUNTD_STACKSIZE_DEFAULT respectively. 


Normally, no authorization checking is performed by either mountd or nfsd. To add 
authorization checking, set authHook to point to a routine declared as follows: 


nfsstat routine 


int progNum, /* RPC program number */ 

int versNum, /* RPC program version number */ 
int procNum, /* RPC procedure number */ 
struct sockaddr_in clientAddr, /* address of the client */ 
MOUNTD_ARGUMENT * mountdArg /* argument of the call */ 


) 


The authHook callback must return OK if the request is authorized, and any defined NFS 
error code (usually NFSERR_ACCES) if not. 


OK, or ERROR if the mount daemon could not be correctly initialized. 


mountLib 


2-446 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
mgPxShow/Init() 


mgPxLibInit() 


mqPxLibInit( ) — initialize the POSIX message queue library 
int mqPxLibInit 
( 
int hashSize /* log2 of number of hash buckets */ 
) 


This routine initializes the POSIX message queue facility. If hashSize is 0, the default value 
is taken from MQ_HASH_SIZE_DEFAULT. 


OK or ERROR. 


mqPxLib 


mgPxShow!Init() 


mqPxShowInit( ) — initialize the POSIX message queue show facility 
STATUS mqPxShowInit (void) 
This routine links the POSIX message queue show routine into the VxWorks system. It is 


called automatically when this show facility is configured into VxWorks using either of 
the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_POSIX_MQ_SHOW. 
OK, or ERROR if an error occurs installing the file pointer show routine. 


mqPxShow 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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mq_close() 


mq_close() 


mq_close() — close a message queue (POSIX) 


int mq_close 
( 
mqd_t mqdes /* message queue descriptor */ 


) 


This routine is used to indicate that the calling task is finished with the specified message 
queue mqdes. The mq_close() call deallocates any system resources allocated by the 
system for use by this task for its message queue. The behavior of a task that is blocked on 
either a mq_send() or mq_receive() is undefined when mq_close() is called. The mqdes 
parameter will no longer be a valid message queue ID. 


0 (OK) if the message queue is closed successfully, otherwise -1 (ERROR). 
EBADF 


mqPxLib, mg_open() 


mq_getattr( ) 


mq_getattr() — get message queue attributes (POSIX) 


int mq_getattr 
( 
mqd_t mqdes, /* message queue descriptor */ 
struct mq_attr * pMqStat /* buffer in which to return attributes */ 
) 


This routine gets status information and attributes associated with a specified message 
queue mqdes. Upon return, the following members of the mq_attr structure referenced by 
pMgStat will contain the values set when the message queue was created but with 
modifications made by subsequent calls to mq_setattr(): 
mq_flags 

May be modified by mq_setattr(). 


The following were set at message queue creation: 


mq_maxmsg 
Maximum number of messages. 
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RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
mq_notify() 


mq_msgsize 
Maximum message size. 


mq_curmsgs 
The number of messages currently in the queue. 


0 (OK) if message attributes can be determined, otherwise -1 (ERROR). 
EBADF 


mqPxLib, mq_open(), mq_send(), mq_setattr() 


mq_notify() 


mq_notify() — notify a task that a message is available on a queue (POSIX) 


int mq_notify 
( 
mqd_t mqdes, /* message queue descriptor */ 
const struct sigevent * pNotification /* real-time signal */ 


) 


If pNotification is not NULL, this routine attaches the specified pNotification request by the 
calling task to the specified message queue mqdes associated with the calling task. The 
real-time signal specified by pNotification will be sent to the task when the message queue 
changes from empty to non-empty. Ifa task has already attached a notification request to 
the message queue, all subsequent attempts to attach a notification to the message queue 
will fail. A task is able to attach a single notification to each m@des it has unless another 
task has already attached one. 


If pNotification is NULL and the task has previously attached a notification request to the 
message queue, the attached notification request is detached and the queue is available for 
another task to attach a notification request. 


If a notification request is attached to a message queue and any task is blocked in 
mq_receive() waiting to receive a message when a message arrives at the queue, then the 
appropriate mg_receive() will be completed and the notification request remains pending. 
0 (OK) if successful, otherwise -1 (ERROR). 

EBADF, EBUSY, EINVAL 


mqPxLib, mg_open(), mq_send() 
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mq_open() 


mq_open() 


mq_open() — open a message queue (POSIX) 


mqd_t mq_open 
( 
const char * mqName, /* name of queue to open */ 
int oflags /* open flags */ 
) 


This routine establishes a connection between a named message queue and the calling 
task. After a call to mq_open(), the task can reference the message queue using the 
address returned by the call. The message queue remains usable until the queue is closed 
by a successful call to mq_close(). 


The oflags argument controls whether the message queue is created or merely accessed by 
the mq_open() call. The following flag bits can be set in oflags: 


O_RDONLY 
Open the message queue for receiving messages. The task can use the returned 
message queue descriptor with mq_receive(), but not mgq_send(). 


O_WRONLY 
Open the message queue for sending messages. The task can use the returned 
message queue descriptor with mq_send(), but not mq_receive(). 


O_RDWR 
Open the queue for both receiving and sending messages. The task can use any of the 
functions allowed for O_RDONLY and O_WRONLY. 


Any combination of the remaining flags can be specified in oflags: 


O_CREAT 
This flag is used to create a message queue if it does not already exist. If O_CREAT is 
set and the message queue already exists, then O_CREAT has no effect except as noted 
below under O_EXCL. Otherwise, mg_open() creates a message queue. The 
O_CREAT flag requires a third and fourth argument: mode, which is of type mode_t, 
and pAttr, which is of type pointer to an mq_attr structure. The value of mode has no 
effect in this implementation. If pAttr is NULL, the message queue is created with 
implementation-defined default message queue attributes. If pAttris non-NULL, the 
message queue attributes mq_maxmsg and mq_msgsize are set to the values of the 
corresponding members in the mq_attr structure referred to by pAttr; if either 
attribute is less than or equal to zero, an error is returned and errno is set to EINVAL. 


O_EXCL 
This flag is used to test whether a message queue already exists. If O_EXCL and 
O_CREAT are set, mq_open() fails if the message queue name exists. 
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NOTE 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
mq_receive( ) 


O_NONBLOCK 
The setting of this flag is associated with the open message queue descriptor and 
determines whether a mq_send() or mq_receive() will wait for resources or messages 
that are not currently available, or fail with errno set to EAGAIN. 


The mq_open() call does not add or remove messages from the queue. 


Some POSIX functionality is not yet supported: 


— A message queue cannot be closed with calls to _exit() or exec(). 
— A message queue cannot be implemented as a file. 
— Message queue names will not appear in the file system. 


A message queue descriptor, otherwise -1 (ERROR). 
EEXIST, EINVAL, ENOENT, ENOSPC 


mqPxLib, mq_send(), mq_receive( ), mq_close(), mq_setattr(), mq_getattr(), 
mq_unlink() 


mq_receive() 


mq_receive( ) — receive a message from a message queue (POSIX) 


ssize_t mq_receive 
( 
mqd_t mqdes, /* message queue descriptor */ 
void * pMsg, /* buffer to receive message */ 
size_t msgLen, /* size of buffer, in bytes */ 
int * pMsgPrio /* if not NULL, priority of message */ 
) 


This routine receives the oldest of the highest priority message from the message queue 
specified by mades. If the size of the buffer in bytes, specified by the msgLen argument, is 
less than the mq_msgsizeattribute of the message queue, mq_receive() will fail and return 
an error. Otherwise, the selected message is removed from the queue and copied to pMsg. 


If pMsgPrio is not NULL, the priority of the selected message will be stored in pMsgPrio. 


If the message queue is empty and O_NONBLOCK is not set in the message queue’s 
description, mq_receive() will block until a message is added to the message queue, or 
until it is interrupted by a signal. If more than one task is waiting to receive a message 
when a message arrives at an empty queue, the task of highest priority that has been 
waiting the longest will be selected to receive the message. If the specified message queue 
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mq_send() 


is empty and O_NONBLOCK is set in the message queue’s description, no message is 
removed from the queue, and mq_receive() returns an error. 


RETURNS The length of the selected message in bytes, otherwise -1 (ERROR). 
ERRNO EAGAIN, EBADF, EMSGSIZE, EINTR 
SEE ALSO mqPxLib, mq_send() 


mg_send() 


NAME mq_send() — send a message to a message queue (POSIX) 
SYNOPSIS int mq_send 
( 
mqd_t mqdes, /* message queue descriptor */ 
const void * pMsg, /* message to send */ 
size_t msgLen, /* size of message, in bytes */ 
int msgPrio /* priority of message */ 
) 
DESCRIPTION This routine adds the message pMsg to the message queue mgdes. The msgLen parameter 


specifies the length of the message in bytes pointed to by pMsg. The value of pMsg must 
be less than or equal to the mq_msgsize attribute of the message queue, or mg_send() will 
fail. 


If the message queue is not full, mq_send() will behave as if the message is inserted into 
the message queue at the position indicated by the msgPrio argument. A message with a 
higher numeric value for msgPriois inserted before messages with a lower value. The 
value of msgPrio must be less than or equal to 31. 


If the specified message queue is full and O_NONBLOCK is not set in the message queue’s, 
mq_send() will block until space becomes available to queue the message, or until it is 
interrupted by a signal. The priority scheduling option is supported in the event that 
there is more than one task waiting on space becoming available. If the message queue is 
full and O_NONBLOCK is set in the message queue’s description, the message is not 
queued, and mq_send() returns an error. 


USE BY INTERRUPT SERVICE ROUTINES 
This routine can be called by interrupt service routines as well as by tasks. This is one of 
the primary means of communication between an interrupt service routine and a task. If 
mq_send() is called from an interrupt service routine, it will behave as if the 
O_NONBLOCK flag were set. 


2-452 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
mq_setattr( ) 


0 (OK), otherwise -1 (ERROR). 
EAGAIN, EBADF, EINTR, EINVAL, EMSGSIZE 


mqPxLib, mq_receive() 


mq_setattr() 


mq_setattr() — set message queue attributes (POSIX) 


int mq_setattr 
( 
mqd_t mqdes, /* message queue descriptor */ 
const struct mq_attr * pMqStat, /* new attributes */ 
struct mq_attr * pOldMgStat /* old attributes */ 
) 
This routine sets attributes associated with the specified message queue mqdes. 


The message queue attributes corresponding to the following members defined in the 
mq_attr structure are set to the specified values upon successful completion of the call: 


mq_flags 
The value the O_NONBLOCK flag. 


If pOldMgStat is non-NULL, mq_setattr() will store, in the location referenced by 
pOldMg@Stat, the previous message queue attributes and the current queue status. These 
values are the same as would be returned by a call to mq_getattr() at that point. 

0 (OK) if attributes are set successfully, otherwise -1 (ERROR). 

EBADF 


mgPxLib, mq_open(), mq_send(), mg_getattr() 


2-453 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 
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mq_unlink() 


mg_unlink( ) 


mq_unlink() — remove a message queue (POSIX) 


int mq_unlink 
( 
const char * mqName /* name of message queue */ 


) 
This routine removes the message queue named by the pathname mqName. After a 
successful call to mq_unlink(), a call to mq_open() on the same message queue will fail if 
the flag O_CREAT is not set. If one or more tasks have the message queue open when 
mqg_unlink() is called, removal of the message queue is postponed until all references to 
the message queue have been closed. 
0 (OK) if the message queue is unlinked successfully, otherwise -1 (ERROR). 
ENOENT 


mqPxLib, mg_close(), mg_open() 


mRegs() 


mRegs() — modify registers 


STATUS mRegs 
( 
char * regName, /* register name, NULL for all */ 
int taskNameOrId /* task name or task ID, 0 = default task */ 
) 


This command modifies the specified register for the specified task. If taskNameOrld is 
omitted or zero, the last task referenced is assumed. If the specified register is not found, it 
prints out the valid register list and returns ERROR. If no register is specified, it 
sequentially prompts the user for new values for a task’s registers. It displays each 
register and the current contents of that register, in turn. The user can respond in one of 
several ways: 


RETURN 
Do not change this register, but continue, prompting at the next register. 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


EXAMPLE 


2. Subroutines 
mRouteAdd( ) 


number 
Set this register to number. 


. (dot) 
Do not change this register, and quit. 


EOF 
Do not change this register, and quit. 


All numbers are entered and displayed in hexadecimal, except floating-point values, 
which may be entered in double precision. 


OK, or ERROR if the task or register does not exist. 


usrLib, m(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: Shell 


mRouteAdd() 


mRouteAdd() — add multiple routes to the same destination 


STATUS mRouteAdd 
( 
char * pDest, /* destination addr in internet dot notation */ 
char * pGate, /* gateway address in internet dot notation */ 
long mask, /* mask for destination */ 
int tos, /* type of service */ 
int flags /* route flags */ 


This routine is similar to routeAdd(), except that you can use multiple mRouteAdd() calls 
to add multiple routes to the same location. Use pDest to specify the destination, pGate to 
specify the gateway to that destination, mask to specify destination mask, and tos to 
specify the type of service. For tos, netinet/ip.h defines the following constants as valid 
values: 


IPTOS_LOWDELAY 
IPTOS_THROUGHPUT 
IPTOS_RELIABILITY 
IPTOS_MINCOST 


Use flags to specify any flags you want to associate with this entry. The valid non-zero 
values are RTF_HOST and RTF_CLONING defined in net/route.h. 


To add a route to the 90.0.0.0 network through 91.0.0.3: 
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mRouteDelete( ) 


-> mRouteAdd ("90.0.0.0", "91.0.0.3", Oxffffff£00, 0, 0); 


Using mRouteAdd(), you could create multiple routes to the same destination. VxWorks 
would distinguish among these routes based on factors such as the netmask or the type of 
service. Thus, it is perfectly legal to say: 


-> mRouteAdd ("90.0.0.0", "91.0.0.3", Oxf£ffff£00, 0, 0); 
-> mRouteAdd ("90.0.0.0", "91.0.0.254", Oxf£££0000, 0, 0); 


This adds two routes to the same network, "90.0.0.0", that go by two different gateways. 
The differentiating factor is the netmask. 


This routine adds a route of type M2_ipRouteProto_other, which is a static route. This 
route will not be modified or deleted until a call to mRouteDelete() removes it. 


RETURNS OK or ERROR. 


SEE ALSO routeLib, mRouteEntryAdd(), mRouteDelete(), routeAdd() 


mRouteDelete( ) 


NAME mRouteDelete( ) — delete a route from the routing table 


SYNOPSIS STATUS mRouteDelete 
( 
char * pDest, /* destination address */ 
long mask, /* mask for destination */ 


int tos, /* type of service */ 
int flags /* either 0 or RTF_HOST */ 
) 
DESCRIPTION This routine deletes a routing table entry as specified by the destination, pDest, the 


destination mask, mask, and type of service, tos. The tos values are as defined in the 
reference entry for mRouteAdd(). 
EXAMPLE Consider the case of a route added in the following manner: 
—> mRouteAdd ("90.0.0.0", "91.0.0.3", Oxffffff00, 0, 0); 
To delete a route that was added in the above manner, call mRouteDelete() as follows: 
—> mRouteDelete("90.0.0.0", Oxff£fF£L00, 0); 
If the netmask and or type of service do not match, the route is not deleted. 


The value of flags should be RTF_HOST for host routes, RTF_CLONING for routes which 
need to be cloned, and 0 in all other cases. 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
mRouteEntryAdd( ) 


OK or ERROR. 


routeLib, mRouteAdd() 


mRouteEntryAdd() 


mRouteEntryAdd() — add a protocol-specific route to the routing table 


STATUS mRouteEntryAdd 
( 
long destIp, /* destination address, network order */ 
long gateIp, /* gateway address, network order */ 
long mask, /* mask for destination, network order */ 
int tos, /* type of service */ 
int flags, /* route flags */ 
int proto /* routing protocol */ 


For a single destination destIp, this routine can add additional routes gatelp to the routing 
table. The different routes are distinguished by a destination mask mask, the type of 
service tos, and associated flag values flags. Valid values for flags are 0, RTF_HOST, 
RTF_CLONING (defined in net/route.h). The proto parameter identifies the protocol that 
generated this route. Values for proto may be found in m2Lib.h. The tos parameter takes 
one of following values (defined in netinet/ip.h): 


IPTOS_LOWDELAY 
IPTOS_THROUGHPUT 
IPTOS_RELIABILITY 
IPTOS_MINCOST 

OK or ERROR. 


routeLib, m2Lib.h, mRouteAdd(), mRouteDelete( ) 
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mRouteEntryDelete( ) 


mRouteEntryDelete( ) 


mRouteEntryDelete() — delete route from the routing table 


STATUS mRouteEntryDelete 
( 
long destIp, /* destination address, network order */ 
long gateIp, /* gateway address, network order */ 
long mask, /* mask for destination, network order */ 
int tos, /* type of service */ 
int flags, /* route flags */ 
int proto /* routing protocol */ 


This routine deletes a protocol-specific route from the routing table. Specify the route 
using a destination pDest, a gateway pGate, a destination mask mask, the type of service 
tos, a flags value, and a proto value that identifies the routing protocol that added the route. 
The valid values for flags are 0 and RTF_LHOST (defined in net/route.h). Values for proto 
may be found in m2Lib.h and tos is one of the following values defined in netinet/ip.h: 


IPTOS_LOWDELA 
IPTOS_THROUGHPU 
IPTOS_RELIABILIT 
IPTOS_MINCOST 


An existing route is deleted only if it is owned by the protocol specified by proto. 
OK or ERROR. 


routeLib 


mRouteShow() 


mRouteShow( ) — print the entries of the routing table 
void mRouteShow 

( 

) 


This routine prints the route entries in the routing table. 
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SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
msgQDelete( ) 


N/A 


netShow 


msgQCreate( ) 


msgQCreate( ) — create and initialize a message queue 


MSG_Q ID msgQCreate 
( 
int maxMsgs, /* max messages that can be queued */ 
int maxMsgLength, /* max bytes in a message */ 
int options /* message queue options */ 


) 


This routine creates a message queue capable of holding up to maxMsgsmessages, each up 
to maxMsgLength bytes long. The routine returns a message queue ID used to identify the 
created message queue in all subsequent calls to routines in this library. The queue can be 
created with the following options: 


MSG_Q_FIFO (0x00) 
queue pended tasks in FIFO order. 


MSG_Q_PRIORITY (0x01) 
queue pended tasks in priority order. 


MSG _Q _ID, or NULL if error. 
S_memLib_NOT_ENOUGH_MEMORY, S_intLib_NOT_ISR_CALLABLE 


msgQLib, msgOSmLib 


msgQDelete() 


msgQDelete( ) — delete a message queue 


STATUS msgQDelete 


( 
MSG_Q_ID msgQId /* message queue to delete */ 
) 
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NAME 
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DESCRIPTION 
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msgQInfoGet( ) 


This routine deletes a message queue. Any task blocked on either a msgQSend() or 
msgQReceive( ) will be unblocked and receive an error from the call with errno set to 
S_objLib_OBJECT_DELETED. The msgQId parameter will no longer be a valid message 
queue ID. 

OK or ERROR. 

S_objLib_OBJ_ID_ERROR, S_intLib_NOT_ISR_CALLABLE 


msgQLib, msgQSmLib 


msgQInfoGet() 


msgQInfoGet( ) — get information about a message queue 


STATUS msgQInfoGet 


( 

MSG_Q_ID msgQId, /* message queue to query */ 
MSG_Q_INFO * pInfo /* where to return msg info */ 
) 


This routine gets information about the state and contents of a message queue. The 


parameter plnfo is a pointer to a structure of type MSG_Q_INFO defined in msgQLib.h as 


follows: 

typedef struct /* MSG_Q_INFO */ 
{ 
int numMsgs; /* OUT: number of messages queued 
int numTasks; /* OUT: number of tasks waiting on msg q 
int sendTimeouts; /* OUT: count of send timeouts 
int recvTimeouts; /* OUT: count of receive timeouts 
int options; /* OUT: options with which msg q was created 
int maxMsgs; /* OUT: max messages that can be queued 
int maxMsgLength; /* OUT: max byte length of each message 
int taskIdListMax; /* IN: max tasks to fill in taskIdList 
int * taskIdList; /* PTR: array of task IDs waiting on msg q 
int msgListMax; /* IN: max msgs to fill in msg lists 
char ** msgPtrList; /* PTR: array of msg ptrs queued to msg q 
int * msgLenList; /* PTR: array of lengths of msgs 


} MSG_Q_INFO; 


*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/ 
*/: 
*/ 
*/: 
*/ 
*/ 


If a message queue is empty, there may be tasks blocked on receiving. If a message queue 


is full, there may be tasks blocked on sending. This can be determined as follows: 
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WARNING 


WARNING 


2. Subroutines 
msgQInfoGet( ) 


— If numMsgs is 0, then numTasks indicates the number of tasks blocked on receiving. 


— If numMsgs is equal to maxMsgs, then numTasks is the number of tasks blocked on 
sending. 


— If numMsgs is greater than 0 but less than maxMsgs, then numTasks will be 0. 


A list of pointers to the messages queued and their lengths can be obtained by setting 

msgPtrList and msgLenList to the addresses of arrays to receive the respective lists, and 
setting msgListMax to the maximum number of elements in those arrays. If either list 

pointer is NULL, no data will be returned for that array. 


No more than msgListMax message pointers and lengths are returned, although numMsgs 
will always be returned with the actual number of messages queued. 


For example, if the caller supplies a msgPtrList and msgLenListwith room for 10 messages 
and sets msgListMax to 10, but there are 20 messages queued, then the pointers and 
lengths of the first 10 messages in the queue are returned in msgPtrList and msgLenList, but 
numMsgs will be returned with the value 20. 


A list of the task IDs of tasks blocked on the message queue can be obtained by setting 
taskIdList to the address of an array to receive the list, and setting taskIdListMax to the 
maximum number of elements in that array. If taskIdList is NULL, then no task IDs are 
returned. No more than taskIdListMax task IDs are returned, although numTasks will 
always be returned with the actual number of tasks blocked. 


For example, if the caller supplies a taskIdList with room for 10 task IDs and sets 
taskIdListMax to 10, but there are 20 tasks blocked on the message queue, then the IDs of 
the first 10 tasks in the blocked queue will be returned in taskIdList, but numTasks will be 
returned with the value 20. 


Note that the tasks returned in taskIdList may be blocked for either send or receive. As 
noted above this can be determined by examining numMsgs. 


The variables sendTimeouts and recvTimeouts are the counts of the number of times 
msgQSend() and msgQReceive( ) respectively returned with a timeout. 


The variables options, maxMsgs, and maxMsgLength are the parameters with which the 
message queue was created. 


The information returned by this routine is not static and may be obsolete by the time it is 
examined. In particular, the lists of task IDs and/or message pointers may no longer be 
valid. However, the information is obtained atomically, thus it will be an accurate 
snapshot of the state of the message queue at the time of the call. This information is 
generally used for debugging purposes only. 


The current implementation of this routine locks out interrupts while obtaining the 


information. This can compromise the overall interrupt latency of the system. Generally 
this routine is used for debugging purposes only. 
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msgQNumMsgs( ) 
RETURNS OK or ERROR. 
ERRNO S_distLib_NOT_INITIALIZED, S_smObjLib_NOT_INITIALIZED, S_objLib_OBJ_ID_ERROR 
SEE ALSO msgOQShow 


msgQNumMsgs() 


NAME msgQNumMsgs( ) — get the number of messages queued to a message queue 


SYNOPSIS int msgQNumMsgs 


( 
MSG_Q_ID msgQId /* message queue to examine */ 


) 


DESCRIPTION This routine returns the number of messages currently queued to a specified message 
queue. 

RETURNS The number of messages queued, or ERROR. 

ERRNO S_distLib_NOT_INITIALIZED, S_smObjLib_NOT_INITIALIZED, S_objLib_OBJ_ID_ERROR 

SEE ALSO msgQLib, msgQSmLib 


msgQReceive( ) 


NAME msgQReceive( ) — receive a message from a message queue 
SYNOPSIS int msgQReceive 
( 
MSG_Q ID msgQId, /* message queue from which to receive */ 
char * buffer, /* buffer to receive message */ 
UINT maxNBytes, /* length of buffer */ 
int timeout /* ticks to wait */ 
) 
DESCRIPTION This routine receives a message from the message queue msgQId. The received message is 


copied into the specified buffer, which is maxNBytes in length. If the message is longer 
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msgQSend( ) 


than maxNByftes, the remainder of the message is discarded (no error indication is 
returned). 


The timeout parameter specifies the number of ticks to wait for a message to be sent to the 
queue, if no message is available when msgQReceive( ) is called. The timeout parameter 
can also have the following special values: 


NO_WAIT (0) 
return immediately, even if the message has not been sent. 


WAIT_FOREVER (-1) 
never time out. 


This routine must not be called by interrupt service routines. 

The number of bytes copied to buffer, or ERROR. 

S_distLib_NOT_INITIALIZED, S_smObjLib_NOT_INITIALIZED, S_objLib_OBJ_ID_ERROR, 
S_objLib_OBJ_DELETED, S_objLib_OBJ_UNAVAILABLE, S_objLib_OBJ_TIMEOUT, 


S_msgQLib_INVALID_MSG_LENGTH 


msgQLib, msgOQSmLib 


msgQSend() 


msgQSend() — send a message to a message queue 


STATUS msgQSend 
( 
MSG_Q_ID msgQId, /* message queue on which to send */ 
char * buffer, /* message to send */ 


UINT nBytes, /* length of message */ 
int timeout, /* ticks to wait */ 
int priority /* MSG_PRI_NORMAL or MSG_PRI_URGENT */ 


This routine sends the message in buffer of length nBytes to the message queue msgQld. If 
any tasks are already waiting to receive messages on the queue, the message will 
immediately be delivered to the first waiting task. If no task is waiting to receive 
messages, the message is saved in the message queue. 


The timeout parameter specifies the number of ticks to wait for free space if the message 
queue is full. The timeout parameter can also have the following special values: 
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NO_WAIT (0) 
return immediately, even if the message has not been sent. 


WAIT_FOREVER (-1) 
never time out. 


The priority parameter specifies the priority of the message being sent. The possible values 
are: 


MSG_PRI_NORMAL (0) 
normal priority; add the message to the tail of the list of queued messages. 


MSG_PRI_URGENT (1) 
urgent priority; add the message to the head of the list of queued messages. 


USE BY INTERRUPT SERVICE ROUTINES 
This routine can be called by interrupt service routines as well as by tasks. This is one of 
the primary means of communication between an interrupt service routine and a task. 
When called from an interrupt service routine, timeout must be NO_WAIT. 


RETURNS OK or ERROR. 

ERRNO S_distLib_NOT_INITIALIZED, S_objLib_OBJ_ID_ERROR, S_objLib_OBJ_DELETED, 
S_objLib_OBJ_UNAVAILABLE, S_objLib_OBJ_TIMEOUT, 
S_msgQLib_INVALID_MSG_LENGTH, S_msgQLib_NON_ZERO_TIMEOUT_AT_INT_LEVEL 


SEE ALSO msgQLib, msgQSmLib 


msgQShow( ) 


NAME msgQShow() — show information about a message queue 


SYNOPSIS STATUS msgQShow 


( 
MSG_Q_ID msgQId, /* message queue to display */ 
int level /* 0 = summary, 1 = details */ 


) 


DESCRIPTION This routine displays the state and optionally the contents of a message queue. 


A summary of the state of the message queue is displayed as follows: 


Message Queue Id : 0Ox3£8c20 
Task Queuing : FIFO 
Message Byte Len : 150 
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msgQShowilnit( ) 


Messages Max : 50 
Messages Queued 
Receivers Blocked 
Send timeouts 


ooro 


Receive timeouts 


If level is 1, then more detailed information will be displayed. If messages are queued, they 
will be displayed as follows: 


Messages queued: 
# address length value 
1 0x123eb204 4 0x00000001 0x12345678 


If tasks are blocked on the queue, they will be displayed as follows: 


Receivers blocked: 


NAME TID PRI DELAY 
tExcTask 3£d678 0 21 
OK or ERROR. 


S_distLib_NOT_INITIALIZED, S_smObjLib_NOT_INITIALIZED 


msgQShow, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


msgQShow!Init( ) 


msgQShowInit( ) — initialize the message queue show facility 
void msgQShowInit (void) 
This routine links the message queue show facility into the VxWorks system. It is called 


automatically when the message queue show facility is configured into VxWorks using 
either of the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_LMSG_Q SHOW. 
N/A 


msgQShow 
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msgQSmCreate( ) 


msgQSmCreate( ) - create and initialize a shared memory message queue (VxMP Opt.) 


MSG_Q_ID msgQSmCreate 
( 
int maxMsgs, /* max messages that can be queued */ 
int maxMsgLength, /* max bytes in a message */ 
int options /* message queue options */ 


) 


This routine creates a shared memory message queue capable of holding up to maxMsgs 
messages, each up to maxMsgLength bytes long. It returns a message queue ID used to 
identify the created message queue. The queue can only be created with the option 
MSG_Q_FIFO (0), thus queuing pended tasks in FIFO order. 


The global message queue identifier returned can be used directly by generic message 
queue handling routines in msgQLib -- msgQSend(), msgQReceive(), and 
msgQNumMsgs( ) -- and by the show routines show() and msgQShow( ). 


If there is insufficient memory to store the message queue structure in the shared memory 
message queue partition or if the shared memory system pool cannot handle the 
requested message queue size, shared memory message queue creation will fail with 
errno set to S_:memLib_NOT_ENOUGH_MEMORY. This problem can be solved by 
incrementing the value of SM_OBJ_MAX_MSG_Qand/or the shared memory objects 
dedicated memory size SM_OBJ_MEM_SIZE. 


Before this routine can be called, the shared memory objects facility must be initialized 
(see msgQSmLib). 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


MSG _Q _ID, or NULL if error. 


S_memLib_NOT_ENOUGH_MEMORY, S_intLib_NOT_ISR_CALLABLE, 
S_msgQLib_INVALID_QUEUE_TYPE, S_smObjLib_LOCK_TIMEOUT 


msgQOSmLib, smObjLib, msgQLib, msgQShow 
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munlock() 


munlock() — unlock specified pages (POSIX) 
int munlock 
( 
const void * addr, 
size_t len 
) 
This routine unlocks specified pages from being memory resident. 
0 (OK) always. 
N/A 


mmanPxLib 


munlockall() 


munlockall() — unlock all pages used by a process (POSIX) 


int munlockall (void) 


This routine unlocks all pages used by a process from being memory resident. 


0 (OK) always. 
N/A 


mmanPxLib 
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muxAddressForm( ) 


muxAddressForm( ) — form an address into a packet 


M_BLK_ID muxAddressForm 
( 


void* pCookie, /* cookie that identifies the device */ 
M_BLK_ID pMblk, /* structure to contain packet */ 

M_BLK_ID pSrcAddr, /* structure containing source address */ 
M_BLK_ID pDstAddr /* structure containing destination address */ 
) 


This routine accepts the source and destination addressing information through the 
pSrcAddr and pDstAddr mBlks and returns an M_BLK_ID that points to the assembled 
link-level header. This routine prepends the link-level header into pMbik if there is 
enough space available or it allocates a new mBlk-clBlk-cluster and prepends the new 
mBIk to the mBlk chain passed in pMblk. This routine returns a pointer to an mBl1k that 
contains the link-level header information. 


pCookie 
Expects the pointer returned from the muxBind(). This pointer identifies the device 
to which the MUX has bound this protocol. 


pMblk 
Expects a pointer to the mBlk structure that contains the packet. 


pSrcAddr 
Expects a pointer to the mBlk that contains the source address. 


pDstAddr 
Expects a pointer to the mBlk that contains the destination address. 


M_BLK_ID or NULL. 
S_muxLib_NO_DEVICE 


muxLib 
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muxAddrResFuncAdd( ) 


muxAddrResFuncAdd( ) — add an address resolution function 


STATUS muxAddrResFuncAdd 


( 

long ifType, /* Media interface type from m2Lib.h */ 
long protocol, /* Protocol type from RFC 1700 */ 
FUNCPTR addrResFunc /* Function to call. */ 


) 


This routine takes an ifType from m2Lib.h, a protocol number from RFC 1700 and a 
pointer to an address resolution function and installs that function for later retrieval by 
muxAddrResFuncGet( ). 


ifType 


Expects a media interface or network driver type from m2Lib.h 


protocol 
Expects a network service or protocol type from RFC 1700 


addrResFunc 
Expects a pointer to an address resolution function for this driver and protocol 


OK or ERROR. 


muxLib 


muxAddrResFuncDel( ) 


muxAddrResFuncDel( ) — delete an address resolution function 


STATUS muxAddrResFuncDel 


( 
long ifType, /* ifType of function you want to delete */ 
long protocol /* protocol from which to delete the function */ 


) 


This function takes an iffype (from m2Lib.h) and a protocol (from RFC 1700) and deletes 
the associated address resolution routine (if such exists). 
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ifType 


Expects a media interface or network driver type from m2Lib.h 


protocol 
Expects a network service or protocol type from RFC 1700 


OK or ERROR. 


muxLib 


muxAddrResFuncGet( ) 


muxAddrResFuncGet( ) — get the address resolution function for ifType/ protocol 


FUNCPTR muxAddrResFuncGet 
( 
long ifType, /* ifType from m2Lib.h */ 
long protocol /* protocol from RFC 1700 */ 
) 


This routine takes an ifType (from m2Lib.h) and a protocol (from RFC 1700) and returns a 
pointer to the address resolution function registered for this ifType/protocol pair. If no 
such function exists then NULL is returned. 


ifType 


Expects a media interface or network driver type from m2Lib.h 


protocol 
Expects a network service or protocol type from RFC 1700 


FUNCPTR to the routine or NULL. 


muxLib 
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muxBind() 


muxBind( ) — bind a protocol to the MUX given a driver name 


END_OBJ* muxBind 
( 
char * pName, /* interface name, for example, ln, */ 
int unit, /* unit number */ 
BOOL (* stackRcvRtn) (void* 
) 


A protocol uses this routine to bind to a specific driver. The driver is specified by the 
pName and unit arguments (for example, In and 0, In and 1, ei and 0, ...). The stackRcvRtn is 
called whenever the MUX has a packet of the specified type. If the type is 
MUX_PROTO_PROMISC, the protocol is considered promiscuous and will get all of the 
packets that the MUX sees. 


pName 
Expects a pointer to a character string that contains the name of the device to which 
this protocol wants to use to send and receive packets. 


unit 
Expects a number which is the unit of the device of the type indicated by pName. 


stackRcvRtn 
Expects a pointer function that the MUX can call when it wants to pass a packet up to 
the protocol. For a description of how you should write this routine, see the 
description of a stackRcvRtn() provided in Network Protocol Toolkit User’s Guide. 


stackShutdownRtn 
Expects a pointer to the function that the MUX can call to shutdown the protocol. For 
a description of how to write such a routine, see stackShutdownRtn() see the 
description of a stackRcvRtn() provided in Network Protocol Toolkit User’s Guide. 


stackErrorRtn 
Expects a pointer to the function that the MUX can call to give errors to the protocol. 


type 
Expects a value that indicates the protocol type. The MUX uses this type to prioritize 
the protocol. For example, a protocol of type MUX_PROTO_SNARE has the highest 
priority (see the description of protocol prioritizing provided in Network Protocol 
Toolkit User’s Guide: Writing an NPT Protocol. Aside from MUX_PROTO_SNARF and 
MUX_PROTO_PROMISC, valid protocol types include any of the values specified in 
RFC1700. If the type is MUX_PROTO_OUTPUT, this protocol is an output protocol 
and all packets that are going to be output on this device are passed to the 
stackRcvRin() routine before actually being sent down to the device. This would be 
useful, for instance, for a network service that needs to send packets directly to 


2-471 


VxWorks Reference Manual, 5.4 
muxDevExists() 


another network service, or for loop-back testing. If the stackRcvRtn() returns OK, 
the packet is considered to have been consumed and is no longer available. An 
output protocol may return ERROR from its stackRcvRtn() in order to look at the 
packet without consuming it. 


pProtoName 
Expects a pointer to a character string for the name of this protocol. This string can be 
NULL, in which case a protocol name is assigned internally. 


pSpare 
Expects a pointer to a structure defined by the protocol. This argument is passed up 
to the protocol with each received packet. 


RETURNS A cookie identifying the network driver to which the mux has bound the protocol. 
ERRNO S_muxLib_NO_DEVICE, S_muxLib_ALREADY_BOUND, S_muxLib_ALLOC_FAILED 
SEE ALSO muxLib 


muxDevExists( ) 


NAME muxDevExists() — tests whether a device is already loaded into the MUX 
SYNOPSIS BOOL muxDevExists 

( 

char* pName, /* string containing a device name (ln, ei, ...) */ 


int unit /* unit number */ 


) 


DESCRIPTION This routine takes a string device name (for example, In or ei) and a unit number. If this 
device is already known to the MUX, it returns TRUE. Otherwise, this routine returns 
FALSE. 


pName 
Expects a pointer to a string containing the device name 


unit 
Expects the unit number of the device 


RETURNS TRUE if the device exists, else FALSE. 


SEE ALSO muxLib 
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muxDevLoad() 
muxDevLoad() - load a driver into the MUX 
END_OBJ* muxDevLoad 
( 
int unit, /* unit number of device */ 
END_OBJ* (* endLoad) (char* , 
void* ), /* load function of the driver */ 
char* pInitString, /* init string for the driver */ 
BOOL loaning, /* we loan buffers */ 
void* PBSP /* for BSP group */ 


) 


The muxDevLoad() routine loads a network driver into the MUX. Internally, this routine 
calls the specified endLoad( ) to initialize the software state of the device. After the device 
is initialized, muxDevStart() must be called to start the device. 


unit 
Expects the unit number of the device. 
endLoad 
Expects a pointer to the network driver’s endLoad() entry point. 
plnitString 
Expects a pointer to an initialization string, a colon-delimited list of options. The 
muxDevLoad() routine passes this along blindly to the endLoad() function. 


loaning 
Expects a boolean value that tells the MUX whether the driver supports buffer 
loaning on this device. If the low-level device cannot support buffer loaning, passing 
in TRUE has no effect. 


pBSP 
This argument is passed blindly to the driver, which may or may not use it. It is 
provided so that the BSP can pass in tables of functions that the driver can use but 
which are specific to the particular BSP on which it runs. 

A pointer to the new device or NULL if an error occurred. 


S_muxLib_LOAD_FAILED 


muxLib 
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muxDevStart( ) 


muxDevStart( ) — start a device by calling its start routine 


STATUS muxDevStart 
( 


void* pCookie /* a pointer to cookie returned by muxDevLoad() */ 


) 


This routine starts a device that is already initialized and loaded into the MUX. Internally, 
muxDevStart( ) calls the device’s endStart(), which handles registering the driver’s 
interrupt service routine and whatever else is needed to allow the device to handle 
receiving and transmitting. This call to endStart() provides a device-dependent way to 
put the device into a running state. 


pCookie 
Expects a pointer to the END_OBJ returned from the muxDevLoad() that loaded this 
driver into the MUX. This "cookie" is an identifier for the device. 


OK, ENETDOWN if pCookie does not represent a valid device, or ERROR if the start 
routine for the device fails. 


S_muxLib_NO_DEVICE 


muxLib 


muxDevStop() 


muxDevStop() — stop a device by calling its stop routine 


STATUS muxDevStop 
( 


void* pCookie /* pointer to cookie that identifies the device */ 


) 


This routine stops the device specified in the pCookie parameter. Internally, muxDevStop() 
calls the device’s own stop routine, thus putting the device into a stopped state ina 
device-dependent manner. 


pCookie 
Expects the pointer returned as the function value of the muxDevLoad() call for this 
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device. This pointer identifies the device to which the MUX has bound this protocol. 


OK, ENETDOWN if pCookie does not represent a valid device, or ERROR if the stop 
routine for the device fails. 


S_muxLib_NO_DEVICE 


muxLib 


muxDevUnload( ) 


muxDevUnload() — remove a driver from the MUX 


STATUS muxDevUnload 
( 
char * pName, /* a string containing the name of the device */ 
/* for example, 1n or ei */ 
int unit /* the unit number */ 
) 


This routine unloads a driver from the MUX. This breaks any network connections an 
application might have open. The stackShutdownRtn() of each protocol bound to the 
END via muxBind() will be called. Each stackShutdownRtn() is expected to call 
muxUnbind() to detach from the END. 


pName 
Expects a pointer to a string containing the name of the device, for example In or ei 


unit 
Expects the unit number of the device indicated by pName 


OK on success, EINVAL or ERROR if the device’s registered endUnload() function failed, 
if the specified device was not found, or some other error occurred 


S_muxLib_UNLOAD_FAILED, S_muxLib_NO_DEVICE 


muxLib 
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muxloctl() 


muxlIoctl() — send control information to the MUX or to a device 


STATUS muxIoctl 
( 
void* pCookie, /* cookie identifying the device to access */ 
int cmd, /* command to pass to ioctl */ 
caddr_t data /* data need for command in cmd */ 


) 


This routine gives the protocol access to the network driver’s control functions. The MUX 
itself can implement some of the standard control functions, so not all commands 
necessarily pass down to the device. Otherwise, both command and data pass down to 
the device unmolested. 


This routine also lets the protocol change the routine that the MUX uses to pass data up to 
the protocol as well as the routine that the MUX uses to shutdown the protocol. 


pCookie 
Expects the pointer returned as the function value of muxBind(). The pointer 
identifies the device to which this protocol is bound. 


cmd 
Expects a value indicating the control command you want to execute. For valid cmd 
values, see the description of the endIoctI() routine provided in Network Protocol 
Toolkit User’s Guide . 


data 
Expects the data or a pointer to the data needed to carry out the command specified 
in cmd. 


OK, ENETDOWN if pCookie does not represent a bound device, or ERROR if the 
command fails. 


S_muxLib_NO_DEVICE 


muxLib 
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muxLibInit( ) 


muxLibInit() — initialize global state for the MUX 
STATUS muxLibInit (void) 

This routine initializes all global state for the MUX. 
OK or ERROR. 


muxLib 


muxMCastAddrAdd( ) 


muxMCastAddrAdd() — add a multicast address to multicast table for a device 


STATUS muxMCastAddrAdd 


( 
void* pCookie, /* returned by the muxBind() call */ 
char * pAddress /* address to add to the table */ 


) 


This routine adds an address to the multicast table maintained for a device. Internally, 
this function uses pCookie to find the device-specific routine that handles adding an 
address to the device’s multicast table. 


pCookie 
Expects the pointer returned as the function value of the muxBind() call. This 
pointer identifies the device to which the MUX has bound this protocol. 


pAddress 
Expects a pointer to a character string containing the address you want to add. 


OK, ENETDOWN if pCookie doesn’t represent a valid device, or ERROR if the device’s 
endMCastAddrAdd( ) function fails. 


ENOTSUP, S_muxLib_NO_DEVICE 


muxLib 
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muxMCastAddrDel() 


muxMCastAddrDel() — delete a multicast address from a device’s multicast table 


STATUS muxMCastAddrDel 


( 
void* pCookie, /* Returned by the muxBind() call */ 
char* pAddress /* Address to delete from the table. */ 


) 


This routine deletes an address from the multicast table maintained for a device. 
Internally, this function uses pCookie to find the device-specific routine that handles 
deleting an address from the device’s multicast table. 


pCookie 
Expects the pointer returned as the function value of the muxBind() call. This 
pointer identifies the device to which the MUX bound this protocol. 


pAddress 
Expects a pointer to a character string containing the address you want to delete. 


OK, ENETDOWN if pCookie does not represent a valid driver, or ERROR if the driver’s 
registered endMCastAddrDel( ) function fails. 


ENOTSUP, EINVAL, S_muxLib_NO_DEVICE 


muxLib 


muxMCastAddrGet( ) 


muxMCastAddrGet( ) — get the multicast address table from the MUX/Driver 


int muxMCastAddrGet 
( 
void* pCookie, /* returned by the muxBind() call */ 
MULTI_TABLE * pTable /* ptr to a table to be filled and returned. */ 
) 


This routine expects a buffer into which it can write the list of multicast addresses for the 


specified device. Internally, this routine uses pCookie to access the device-specific routine 
needed to retrieve the multicast address table. 
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Expects the pointer returned as the function value of the muxBind() call. This 
pointer identifies the device to which the MUX has bound this protocol. 


pTable 


Expects the pointer to a MULTI_TABLE structure. You must have allocated this 
structure at some time before the call to muxMCastAddrGet(). The MULTI_TABLE 


structure is defined in end.h as: 


typedef struct multi_table 
{ 


int tableLen; /* length of table in bytes */ 
char *pTable; /* pointer to entries */ 


} MULTI_TABLE; 


OK, ENETDOWN if pCookie does not represent a valid driver, or ERROR if the driver’s 
registered endMCastAddrGet( ) function fails. 


S_muxLib_NO_DEVICE 


muxLib 


muxPacketAddrGet( ) 


muxPacketAddrGet( ) — get addressing information from a packet 


STATUS muxPacketAddrGet 
( 


void* pCookie, /* cookie that identifies the device */ 


M_BLK_ID pMblk, /* structure 
M_BLK_ID pSrcAddr, /* structure 
M_BLK_ID pDstAddr, /* structure 
M_BLK_ID pESrcAddr, /* structure 
M_BLK_ID pEDstAddr /* structure 
) 


to contain packet */ 

containing source address */ 
containing destination address */ 
containing the end source */ 
containing the end destination */ 


This routine takes a pointer to cookie that was handed back by muxBind(), an M_BLK_ID 
that came from a device and up to four M_BLK_ID’s that can receive data pointers. 


The routine returns appropriate information on the immediate source, immediate 
destination, ultimate source and, ultimate destination addresses from the packet pointed 
to in the first M_BLK_ID. This routine is a pass through to the device’s own routine which 
knows how to interpret packets that it has received. 
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pCookie 
Expects the cookie returned from the muxBind() call. This cookie identifies the 
device to which the MUX bound this protocol. 


pMblk 
Expects an M_BLK_ID representing packet data from which the addressing 
information is to be extracted 


pSrcAddr 
Expects NULL or an M_BLK_ID which will hold the local source address extracted 
from the packet 


pDstAddr 
Expects NULL or an M_BLK_ID which will hold the local destination address 
extracted from the packet 


pESrcAddr 
Expects NULL or an M_BLK_ID which will hold the end source address extracted 
from the packet 


pEDstAddr 
Expects NULL or an M_BLK_ID which will hold the end destination address extracted 
from the packet 


OK or ERROR. 


S_muxLib_NO_DEVICE 


muxLib 


muxPacketDataGet( ) 


muxPacketDataGet( ) — return the data from a packet 


STATUS muxPacketDataGet 
( 
void* pCookie, /* cookie that identifies the device */ 
M_BLK_ID pMb1k, /* returns the packet data */ 
LL_HDR_INFO * pLinkHdrInfo /* the new data is returned here */ 
) 


This routine copies the header information from the packet referenced in pMblk into the 
LL_HDR_INFO structure referenced in pLinkHdrInfo. 
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SEE ALSO 


2. Subroutines 
muxPollReceive( ) 


pCookie 
Expects the cookie returned from the muxBind() call. This cookie identifies the 
device to which the MUX bound this protocol. 


pMblk 
Expects a pointer to an mBlk or mBlk cluster representing a packet containing the 
data to be returned 


pLinkHadrInfo 
Expects a pointer to an LLLHDR_INFO structure into which the packet header 
information is copied from the incoming mBlk 


OK or ERROR if the device type is not recognized. 
S_muxLib_NO_DEVICE 


muxLib 


muxPollReceive( ) 


muxPollReceive() — poll for a packet from a device driver 


STATUS muxPollReceive 
( 
void* pCookie, /* cookie passed in endLoad call */ 
M_BLK_ID pNBuff /* a vector of buffers passed to us */ 
) 


This is the routine that an upper layer can call to poll for a packet. 


pCookie 
Expects the cookie that was returned from muxBind(). This "cookie" is an identifier 
for the driver. 


pNBuff 
Expects a pointer to a buffer chain into which incoming data will be put. 


OK, ENETDOWN if pCookie does not represent a loaded driver, or an error value returned 
from the driver’s registered endPollReceive( ) function. 


S_muxLib_NO_DEVICE 


muxLib 
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muxPollSend( ) 


muxPollSend( ) 


muxPollSend() — send a packet on a network interface 


STATUS muxPollSend 
( 


void* pCookie, /* cookie the protocol got from muxBind() */ 
M_BLK_ID pNBuff /* data to be sent */ 


) 


This routine takes a cookie which was returned by muxBind() and uses it to determine 
which network interface driver should be used in transmitting the data. The routine takes 
the data pointed to by pNBuff and sends it to the destination specified by calling the 
functions in that driver. 


pCookie 
Expects the cookie returned from muxBind(). This Cookie identifies the device to 
which the MUX has bound the protocol calling muxPollSend(). 


pNBuff 
Expects a pointer to the buffer(mB1k) chain that contains the packet to be transmitted. 


OK, ENETDOWN if pCookie doesn’t represent a valid device, or ERROR if the device type 
is not recognized or if the endPollSend() routine for the driver fails. 


S_muxLib_NO_DEVICE 


muxLib 


muxSend() 


muxSend() — send a packet out on a network interface 


STATUS muxSend 
( 
void* pCookie, /* cookie that identifies a network interface */ 
/* by muxBind() */ 
M_BLK_ID pNBuff /* data to be sent */ 
) 
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2. Subroutines 
muxShow( ) 


This routine uses the pCookie value returned during the bind to identify the network 
interface through which the packet is to be transmitted. 


pCookie 
Expects the pointer returned from muxBind(). This pointer identifies the device to 
which the MUX has bound this protocol. 


pNBuff 
Expects a pointer to the buffer that contains the packet you want to transmit. Before 


you call muxSend(), you need to put the addressing information at the head of the 
buffer. To do this, call muxAddressForm(). 


Also, the buffer should probably be reserved from the MUX- managed memory pool. To 
reserve a buffer from this pool, the protocol should call muxBufAlloc(). 


OK, ENETDOWN if pCookie does not represent a valid interface, or ERROR if the driver’s 
endSend() routine fails. 


S_muxLib_NO_DEVICE 


muxLib 


muxShow() 


muxShow() — all configured Enhanced Network Drivers 


void muxShow 
( 
char * pDevName, /* pointer to device name */ 
int unit /* unit number for the device */ 


) 


If a driver is specified pDevName and unit, this routine reports the name and type of each 
protocol bound to it. If a pDevName is not given, the entire list of devices and their 
protocols is shown. 


pDevName 
Expects a pointer to a string containing the device name, or NULL 


unit 
Expects a unit number for the device 


N/A 


muxLib 
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muxUnbind( ) 


muxUnbind() 


muxUnbind() — detach a protocol from the specified driver 


STATUS muxUnbind 
( 
void* pCookie, /* pointer to identifier for device */ 
long type, /* device type passed in muxBind() call */ 
FUNCPTR stackRcvRtn /* pointer to stack receive routine */ 


) 


This routine disconnects a protocol from the specified driver. 


pCookie 
Expects the pointer returned as the function value from the muxBind() call. This 
pointer identifies the device to which the MUX has bound this protocol. 


type 
This is the type that you passed down in the muxBind() call. 


stackRcvRtn 
Expects a pointer to the stack receive routine you specified when you called 
muxBind( ) to bind the driver and protocol. 


OK, EINVAL if pCookie does not represent a valid driver or the protocol is not attached, 
ERROR if muxUnbind() fails. 


EINVAL, S_muxLib_NO_DEVICE 


muxLib 


nanosleep( ) 


nanosleep() — suspend the current task until the time interval elapses (POSIX) 


int nanosleep 
( 
const struct timespec * rqtp, /* time to delay */ 
struct timespec * rmtp /* premature wakeup (NULL=no result) */ 


) 
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ner710CtrlCreate( ) 


This routine suspends the current task for a specified time rqtpor until a signal or event 
notification is made. 


The suspension may be longer than requested due to the rounding up of the request to the 
timer’s resolution or to other scheduling activities (e.g., a higher priority task intervenes). 


If rmtp is non-NULL, the timespec structure is updated to contain the amount of time 
remaining. If rmtp is NULL, the remaining time is not returned. The rqtp parameter is 
greater than 0 or less than or equal to 1,000,000,000. 


0 (OK), or -1 (ERROR) if the routine is interrupted by a signal or an asynchronous event 
notification, or rqtp is invalid. 


EINVAL, EINTR 


timerLib, taskDelay() 


ncr710CitrlCreate( ) 


ncr710CtrlCreate( ) — create a control structure for an NCR 53C710 SIOP 


NCR_710_SCSI_CTRL *ncr710Ctrl1Create 
( 
UINTS8 * baseAdrs, /* base address of the SIOP */ 
UINT freqValue /* clock controller period (nsec* 100) */ 
) 


This routine creates an SIOP data structure and must be called before using an SIOP chip. 
It should be called once and only once for a specified SIOP. Since it allocates memory for 
a structure needed by all routines in ncr710Lib, it must be called before any other routines 
in the library. After calling this routine, ncr710CtrlInit() should be called at least once 
before any SCSI transactions are initiated using the SIOP. 


A detailed description of the input parameters follows: 


baseAdrs 
the address at which the CPU accesses the lowest register of the SIOP. 


freqValue 
the value at the SIOP SCSI clock input. This is used to determine the clock period for 
the SCSI core of the chip and the synchronous divider value for synchronous transfer. 
It is important to have the right timing on the SCSI bus. The freqValue parameter is 
defined as the SCSI clock input value, in nanoseconds, multiplied by 100. Several 
freqValue constants are defined in ncr710.h as follows: 


2-485 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
ner710CtrlCreateScsi2( ) 


NCR710_1667MHZ 5998 /* 16.67Mhz chip */ 
NCR710_20MHZ 5000 /* 20Mhz chip */ 
NCR710_25MHZ 4000 /* 25Mhz chip */ 
NCR710_3750MHZ 2666 /* 37.50Mhz chip */ 
NCR710_40MHZ 2500 /* 40Mhz chip */ 
NCR710_50MHZ 2000 /* 50Mhz chip */ 
NCR710_66MHZ 1515 /* 66Mhz chip */ 
NCR710_6666MHZ 1500 /* 66.66Mhz chip */ 


A pointer to the NCR_710_SCSI_CTRL structure, or NULL if memory is insufficient or 
parameters are invalid. 


ncr710Lib 


ncr710CtrlCreateScsi2( ) 


ncr710CtrlCreateScsi2( ) — create a control structure for the NCR 53C710 SIOP 


NCR_710_SCSI_CTRL *ncr710CtriCreateScsi2 
( 
UINT8 * baseAdrs, /* base address of the SIOP */ 
UINT clkPeriod /* clock controller period (nsec* 100) */ 
) 


This routine creates an SIOP data structure and must be called before using an SIOP chip. 
It must be called exactly once for a specified SIOP controller. Since it allocates memory for 
a structure needed by all routines in ncr710Lib, it must be called before any other routines 
in the library. After calling this routine, ncr710CtrUnitScsi2() must be called at least once 
before any SCSI transactions are initiated using the SIOP. 


A detailed description of the input parameters follows: 


baseAdrs 
the address at which the CPU accesses the lowest (SCNTLO/SIEN) register of the 
SIOP. 


clkPeriod 
the period of the SIOP SCSI clock input, in nanoseconds, multiplied by 100. This is 
used to determine the clock period for the SCSI core of the chip and affects the timing 
of both asynchronous and synchronous transfers. Several commonly used values are 
defined in ncr710.h as follows: 


NCR710_1667MHZ 6000 /* 16.67Mhz chip */ 
NCR710_20MHZ 5000 /* 20Mhz chip */ 
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ner710Ctrlinit() 
NCR710_25MHZ 4000 /* 25Mhz chip */ 
NCR710_3750MHZ 2667 /* 37.50Mhz chip */ 
NCR710_40MHZ 2500 /* 40Mhz chip */ 


NCR710_50MHZ 2000 /* 50Mhz chip */ 
NCR710_66MHZ 1515 /* 66Mhz chip */ 
NCR710_6666MHZ 1500 /* 66.66Mhz chip */ 


A pointer to the NCR_710_SCSI_CTRL structure, or NULL if memory is unavailable or 
there are invalid parameters. 


ncr710Lib2 


ncer710Ctrlnit( ) 


ncer710CtrlInit( ) — initialize a control structure for an NCR 53C710 SIOP 


STATUS ner710CtrlInit 
( 


NCR_710_SCSI_CTRL * pSiop, /* ptr to SIOP struct */ 
int scsiCtrlBusId, /* SCSI bus ID of this SIOP */ 
int scsiPriority /* priority of task when doing SCSI */ 


This routine initializes an SIOP structure, after the structure is created with 
ncr710CtrlCreate(). This structure must be initialized before the SIOP can be used. It 
may be called more than once; however, it should be called only while there is no activity 
on the SCSI interface. 


Before returning, this routine pulses RST (reset) on the SCSI bus, thus resetting all 
attached devices. 


The input parameters are as follows: 


pSiop 
a pointer to the NCR_710_SCSI_CTRL structure created with ncr710CtrlCreate( ). 
scsiCtrIBusId 
the SCSI bus ID of the SIOP, in the range 0 - 7. The ID is somewhat arbitrary; the 
value 7, or highest priority, is conventional. 


scsiPriority 
the priority to which a task is set when performing a SCSI transaction. Valid priorities 
are 0 to 255. Alternatively, the value -1 specifies that the priority should not be 
altered during SCSI transactions. 
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ner710CtrlinitScsi2() 


OK, or ERROR if parameters are out of range. 


ncr710Lib 


ncer710CtrlInitScsi2() 


ncer710CtrlInitScsi2() — initialize a control structure for the NCR 53C710 SIOP 


STATUS ner710CtrlInitScsi2 
( 


NCR_710_SCSI_CTRL * pSiop, /* ptr to SIOP struct */ 
int scsiCtrl1BusId,/* SCSI bus ID of this SIOP */ 
int scsiPriority /* task priority when doing SCSI I/O */ 


This routine initializes an SIOP structure after the structure is created with 
ncr710CtrlCreateScsi2(). This structure must be initialized before the SIOP can be used. 
It may be called more than once if needed; however, it must only be called while there is 
no activity on the SCSI interface. 


A detailed description of the input parameters follows: 


pSiop 
a pointer to the NCR_710_SCSI_CTRL structure created with ncr710CtrlCreateScsi2(). 
scsiCtrlBusld 
the SCSI bus ID of the SIOP. Its value is somewhat arbitrary: seven (7), or highest 
priority, is conventional. The value must be in the range 0 — 7. 


scsiPriority 
this parameter is ignored. All SCSI I/O is now done in the context of the SCSI 
manager task; if necessary, the priority of the manager task may be changed using 
taskPrioritySet() or by setting the value of the global variable 
ncr710ScsiTaskPriority before calling ncr710CtrlCreateScsi2(). 


OK, or ERROR if the parameters are out of range. 


ncr710Lib2, ncr710CtrlCreateScsi2() 
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ner710SetHwRegister( ) 


ncr710SetHwkRegister( ) 


ncr710SetHwRegister( ) — set hardware-dependent registers for the NCR 53C710 SIOP 


STATUS ncr710SetHwRegister 


( 

SIOP * pSiop, /* pointer to SIOP info */ 
NCR710_HW_REGS * pHwRegs /* pointer to NCR710_HW_REGS info */ 
) 


This routine sets up the registers used in the hardware implementation of the chip. 
Typically, this routine is called by the sysScsiInit() routine from the board support 
package. 


The input parameters are as follows: 


pSiop 
a pointer to the NCR_710_SCSI_CTRL structure created with ncr710CtrlCreate( ). 


pHwkRegs 


a pointer to a NCR710_HW_REGS structure that is filled with the logical values 0 or 1 


for each bit of each register described below. 


This routine includes only the bit registers that can be used to modify the behavior of the 


chip. The default configuration used during ncr710CtlrCreate() and ncr710Crtlnit() is 
{0,0,0,0,1,0,0,0,0,0,0,0,0,1,0}. 


typedef struct 


int ctest4Bit7; /* host bus multiplex mode */ 

int ctest7Bit7; /* disable/enable burst cache capability */ 
int ctest7Bit6; /* snoop control bitl */ 

int ctest7Bit5; /* snoop control bitO */ 

int ctest7Bit1; /* invert ttl pin (sync bus host mode only) */ 
int ctest7Bit0; /* enable differential SCSI bus capability */ 
int ctest8Bit0; /* set snoop pins mode */ 

int dmodeBit7; /* burst length transfer bit 1 */ 

int dmodeBit6; /* burst length transfer bit 0 */ 

int dmodeBit5; /* function code bit FC2 */ 

int dmodeBit4; /* function code bit FC1 */ 

int dmodeBit3; /* program data bit (FCO) */ 

int dmodeBit1; /* user-programmable transfer type */ 

aint dcent1Bit5; /* enable ACK pin */ 

int dcnt1Bit1; /* enable fast arbitration on host port */ 


} NCR710_HW_REGS; 
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ner710SetHwRegisterScsi2( ) 


For a more detailed description of the register bits, see the NCR 53C710 SCSI I/O Processor 
Programming Guide. 


NOTE Because this routine writes to the NCR 53C710 chip registers, it cannot be used when there 
is any SCSI bus activity. 

RETURNS OK, or ERROR if an input parameter is NULL. 

SEE ALSO ncr710Lib, ncr710CtlrCreate(), NCR 53C710 SCSI I/O Processor Programming Guide 


ncr710SetHwRegisterScsi2() 


NAME ncr710SetHwRegisterScsi2() — set hardware-dependent registers for the NCR 53C710 
SYNOPSIS STATUS ncr710SetHwRegisterScsi2 

( 

SIOP * pSiop, /* pointer to SIOP info */ 


NCR710_HW_REGS * pHwRegs /* pointer to a NCR710_HW_REGS info */ 
) 


DESCRIPTION This routine sets up the registers used in the hardware implementation of the chip. 
Typically, this routine is called by the sysScsiInit() routine from the BSP. 


The input parameters are as follows: 


pSiop 
a pointer to the NCR_710_SCSI_CTRL structure created with ncr710CtrlCreateScsi2(). 
pHwkRegs 
a pointer to a NCR710_HW_REGS structure that is filled with the logical values 0 or 1 
for each bit of each register described below. 


This routine includes only the bit registers that can be used to modify the behavior of the 
chip. The default configuration used during ncr710CtlrCreateScsi2() and 
ner710CrtlInitScsi2() is {0,0,0,0,1,0,0,0,0,0,0,0,0,1,0}. 


typedef struct 


int ctest4Bit7; /* Host bus multiplex mode */ 

int ctest7Bit7; /* Disable/enable burst cache capability */ 
int ctest7Bit6; /* Snoop control bit1 */ 

int ctest7Bit5; /* Snoop control bit0O */ 

int ctest7Bit1; /* invert ttl pin (sync bus host mode only) */ 
int ctest7Bit0; /* enable differential scsi bus capability*/ 
int ctest8Bit0; /* Set snoop pins mode */ 
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int dmodeBit7; /* Burst Length transfer bit 1 */ 
int dmodeBit6; /* Burst Length transfer bit 0 */ 
int dmodeBit5; /* Function code bit FC2 */ 
int dmodeBit4; /* Function code bit FC1 */ 
int dmodeBit3; /* Program data bit (FCO) */ 
int dmodeBit1; /* user programmable transfer type */ 
int dent1Bit5; /* Enable Ack pin */ 
int dent1Bit1; /* Enable fast arbitration on host port */ 


} NCR710_HW_REGS; 


For a more detailed explanation of the register bits, refer to the NCR 53C710 SCSI I/O 
Processor Programming Guide. 


Because this routine writes to the chip registers you cannot use it if there is any SCSI bus 
activity. 


OK, or ERROR if any input parameter is NULL. 


ncr710Lib2, ncr710CtrlCreateScsi2(), NCR 53C710 SCSI I/O Processor Programming Guide 


ncr710Show( ) 


ncr710Show( ) — display the values of all readable NCR 53C710 SIOP registers 


STATUS ncr710Show 
( 
SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 
) 


This routine displays the state of the NCR 53C710 SIOP registers in a user-friendly 
manner. It is useful primarily for debugging. The input parameter is the pointer to the 
SIOP information structure returned by the ncr710CtrlCreate() call. 


The only readable register during a script execution is the Istat register. If this routine is 
used during the execution of a SCSI command, the result could be unpredictable. 


—> ncr710Show 
NCR710 Registers 


Oxfff47000: Sien = Oxa5 Sdid = 0x00 Scntll = 0x00 Scnt10 = 0x04 
Oxfff47004: Socl = 0x00 Sodl = 0x00 Sxfer = 0x80 Scid = 0x80 
Oxfff47008: Sbcl = 0x00 Sbdl = 0x00 Sidl = 0x00 Sfbr = 0x00 
Oxfff4700c: Sstat2 = 0x00 Sstatl = 0x00 SstatO = 0x00 Dstat = 0x80 
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ner710ShowScsi2 ) 

Oxfff47010: Dsa = 0x00000000 
Oxfff47014: Ctest3 = ???? Ctest2 
Oxfff47018: Ctest7 = 0x32 Ctesté6 
Oxfff4701c: Temp = 0x00000000 
Oxfff47020: Lere = 0x00 Ctest8 
Oxff£f£47024: Demd/Ddc= 0x50000000 
Oxfff47028: Dnad = 0x00066144 
Oxfff4702c: Dsp = 0x00066144 
Oxfff£47030: Dsps = 0x00066174 
Oxff£47037: Scratch3= 0x00 Scratc 
Oxfff£47038: Dentl = 0x21 Dwt 
Oxfff£4703c: Adder = 0x000cc2b8 


= 0x21 Ctestl 


h2= 


P72? Clests 


0x00 Istat 


0x00 Scratc 
0x00 Dien 


OK, or ERROR if pScsiCtrl and pSysScsiCtrl are both NULL. 


ncr710Lib, ncr710CtrlCreate( ) 


= 0xf0 


hl= 


0x00 


0x00 


0x00 
0x37 


Ctest0 
Ctest4 


Dfifo 


Scratc 
Dmode 


ho= 


0x00 
0x00 


0x00 


Ox0a 
0x01 


ncr710ShowScsi2() 


ncr710ShowScsi2( ) — display the values of all readable NCR 53C710 SIOP registers 


STATUS ncr710ShowScsi2 


( 


SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 


) 


This routine displays the state of the NCR 53C710 SIOP registers in a user-friendly way. It 
is primarily used for debugging. The input parameter is the pointer to the SIOP 
information structure returned by the ncr710CtrlCreateScsi2() call. 


The only readable register during a script execution is the Istat register. If you use this 
routine during the execution of a SCSI command, the result could be unpredictable. 


—> ner710Show 
NCR710 Registers 


Oxfff47000: 
Oxfff47004: 
Oxfff47008: 
Oxfff4700c: 
Oxfff47010: 
Oxfff47014: 
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Sbcl 
Ssta 
Dsa 

Ctes 


= 0xa5 Sdid = 
= 0x00 Sodl = 
= 0x00 Sbdl = 
t2 = 0x00 Sstatl = 
= 0x00000000 
t3 = ???? Ctest2 = 


0x00 
0x00 
0x00 
0x00 


0x21 


Scntll = 
Sxfer = 
Sidl = 
SstatO = 


Ctestl = 


0x00 
0x80 
0x00 
0x00 


Oxf0 


Scent 
Scid 
Sfbr 


10 = 


Dstat - 


CtestO = 


0x04 
0x80 
0x00 
0x80 


0x00 
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ner810CtrlCreate( ) 

Oxfff£47018: Ctest7 = 0x32 Ctest6 = ???? Ctest5 = 0x00 Ctest4 = 0x00 
Oxfff4701c: Temp = 0x00000000 

Oxff£47020: Lere = 0x00 Ctest8 = 0x00 Istat = 0x00 Dfifo = 0x00 
Oxfff47024: Demd/Ddc= 0x50000000 

Oxfff47028: Dnad = 0x00066144 

Oxfff4702c: Dsp = 0x00066144 

Oxff£47030: Dsps = 0x00066174 

Oxfff£47037: Scratch3= 0x00 Scratch2= 0x00 Scratchl= 0x00 Scratch0= 0x0a 
Oxfff47038: Dentl = 0x21 Dwt = 0x00 Dien = 0x37 Dmode = 0x01 
Oxfff4703c: Adder = 0x000cc2b8 

value = 0 = 0x0 


OK, or ERROR if pScsiCtrl and pSysScsiCtrl are both NULL. 


ncr710Lib2, ncr710CtrlCreateScsi2() 


ncr810CitrlCreate( ) 


ncr810CtrlCreate( ) — create a control structure for the NCR 53C8xx SIOP 


NCR_810_SCSI_CTRL *ncr810Ctrl1Create 
( 
UINT8 * baseAdrs, /* base address of the SIOP */ 
UINT clkPeriod, /* clock controller period (nsec* 100) */ 
UINT16 devType /* NCR8XX SCSI device type */ 
) 


This routine creates an SIOP data structure and must be called before using an SIOP chip. 
It must be called exactly once for a specified SIOP controller. Since it allocates memory for 
a structure needed by all routines in ncr810Lib, it must be called before any other routines 
in the library. After calling this routine, ncr810CirlInit() must be called at least once 
before any SCSI transactions are initiated using the SIOP. 


A detailed description of the input parameters follows: 


baseAdrs 
the address at which the CPU accesses the lowest (SCNTLO/SIEN) register of the 
SIOP. 


clkPeriod 
the period of the SIOP SCSI clock input, in nanoseconds, multiplied by 100. This is 
used to determine the clock period for the SCSI core of the chip and affects the timing 
of both asynchronous and synchronous transfers. Several commonly-used values are 
defined in ncr810.h as follows: 
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NCR810_1667MHZ 6000 /* 16.67Mhz chip */ 
NCR810_20MHZ 5000 /* 20Mhz chip */ 
NCR810_25MHZ 4000 /* 25Mhz chip */ 
NCR810_3750MHZ 2667 /* 37.50Mhz chip */ 
NCR810_40MHZ 2500 /* A0Mhz chip */ 
NCR810_50MHZ 2000 /* 50Mhz chip */ 
NCR810_66MHZ 1515 /* 66Mhz chip */ 
NCR810_6666MHZ 1500 /* 66.66Mhz chip */ 


devT ype 
the specific NCR 8xx device type. Current device types are defined in the header file 
ncr810.h. 


A pointer to the NCR_810_SCSI_CTRL structure, or NULL if memory is unavailable or 
there are invalid parameters. 


ncr810Lib 


ncer810CtrlInit( ) 


ncer810CtrlInit( ) — initialize a control structure for the NCR 53C8xx SIOP 


STATUS ncr810CtrlInit 


( 

NCR_810_SCSI_CTRL * pSiop, /* ptr to SIOP struct */ 

int scsiCtr1lBusId /* SCSI bus ID of this SIOP */ 
) 


This routine initializes an SIOP structure, after the structure is created with 
ncr810CtrlCreate(). This structure must be initialized before the SIOP can be used. It 
may be called more than once if needed; however, it must only be called while there is no 
activity on the SCSI interface. A detailed description of the input parameters follows: 


pSiop 
a pointer to the NCR_810_SCSI_CTRL structure created with ncr810CtrlCreate( ). 


scsiCtrIBusId 
the SCSI bus ID of the SIOP. Its value is somewhat arbitrary: seven (7), or highest 
priority, is conventional. The value must be in the range 0 — 7. 


OK, or ERROR if parameters are out of range. 


ncr810Lib 
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ncr810SetHwRegister( ) 


NAME ncr810SetHwRegister( ) — set hardware-dependent registers for the NCR 53C8xx SIOP 
SYNOPSIS STATUS ncr810SetHwRegister 

( 

SIOP * pSiop, /* pointer to SIOP info */ 


NCR810_HW_REGS * pHwRegs /* pointer to a NCR810_HW_REGS info */ 
) 


DESCRIPTION This routine sets up the registers used in the hardware implementation of the chip. 
Typically, this routine is called by the sysScsiInit() routine from the BSP. 


The input parameters are as follows: 


pSiop 
a pointer to the NCR_810_SCSI_CTRL structure created with ncr810CtrlCreate( ). 
pHwkegs 
a pointer to a NCR810_HW_REGS structure that is filled with the logical values 0 or 1 
for each bit of each register described below. 


This routine includes only the bit registers that can be used to modify the behavior of the 
chip. The default configuration used during ncr810CtlrCreate() and ncr810Crtlnit() is 
{0,0,0,0,0,1,0,0,0,0,0}. 


typedef struct 


int stest1Bit7; /* Disable external SCSI clock */ 
int stest2Bit7; /* SCSI control enable */ 
int stest2Bit5; /* Enable differential SCSI bus */ 
int stest2Bit2; /* Always WIDE SCSI */ 
int stest2Bit1; /* Extend SREQ/SACK filtering */ 
int stest3Bit7; /* TolerANT enable */ 
int dmodeBit7; /* Burst Length transfer bit 1 */ 
int dmodeBit6; /* Burst Length transfer bit 0 */ 
int dmodeBit5; /* Source I/O memory enable */ 
int dmodeBit4; /* Destination I/O memory enable*/ 
int scnt11Bit7; /* Slow cable mode */ 


} NCR810_HW_REGS; 


For a more detail on the register bits, see the appropriate NCR 53C8xx data manuals. 


NOTE Because this routine writes to the NCR 53C8xx chip registers, it cannot be used when 
there is any SCSI bus activity. 


RETURNS OK, or ERROR if any input parameter is NULL 
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SEE ALSO ncr810Lib, ncr810.h, ncr810CtIrCreate() 


ncr810Show( ) 


NAME ncr810Show( ) — display values of all readable NCR 53C8xx SIOP registers 


SYNOPSIS STATUS ncr810Show 


( 
SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 


) 


DESCRIPTION This routine displays the state of the SIOP registers in a user-friendly way. It is useful 
primarily for debugging. The input parameter is the pointer to the SIOP information 
structure returned by the ncr810CirlCreate( ) call. 


NOTE The only readable register during a script execution is the Istat register. If you use this 
routine during the execution of a SCSI command, the result could be unpredictable. 


EXAMPLE —> ncr810Show 
NCR810 Registers 


Oxfff47000: Sien = Oxa5 Sdid = 0x00 Scntll = 0x00 Scnt10 = 0x04 
Oxff£47004: Socl = 0x00 Sodl = 0x00 Sxfer = 0x80 Scid = 0x80 
Oxfff47008: Sbcl = 0x00 Sbdl = 0x00 Sidl = 0x00 Sfbr = 0x00 
Oxfff£4700c: Sstat2 = 0x00 Sstatl = 0x00 SstatO = 0x00 Dstat = 0x80 
Oxfff47010: Dsa = 0x00000000 
Oxfff£47014: Ctest3 = 2??? Ctest2 = 0x21 Ctestl = Oxf0 CtestO = 0x00 
Oxfff47018: Ctest7 = 0x32 Ctest6 = ???? Ctest5 = 0x00 Ctest4 = 0x00 
Oxfff4701c: Temp = 0x00000000 
Oxff£47020: Lere = 0x00 Ctest8 = 0x00 Istat = 0x00 Dfifo = 0x00 
Oxfff47024: Demd/Ddc= 0x50000000 
Oxfff47028: Dnad = 0x00066144 
Oxfff4702c: Dsp = 0x00066144 
Oxfff47030: Dsps = 0x00066174 
Oxfff47037: Scratch3= 0x00 Scratch2= 0x00 Scratchl= 0x00 Scratch0O= 0x0a 
Oxfff47038: Dentl = 0x21 Dwt = 0x00 Dien = 0x37 Dmode = 0x01 
Oxfff4703c: Adder = 0x000cc2b8 
value = 0 = 0x0 

RETURNS OK, or ERROR if pScsiCtrl and pSysScsiCtrl are both NULL. 

SEE ALSO ncr810Lib, ncr810CtrlCreate( ) 
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SEE ALSO 


2. Subroutines 
ner5390CtrICreate( ) 


ncr5390CtrlCreate( ) 


ncr5390CtrlCreate( ) — create a control structure for an NCR 53C90 ASC 


NCR_5390_SCSI_CTRL *ncr5390CtrlCreate 
( 


UINTS8 * baseAdrs, /* base address of ASC */ 
int regOffset, /* addr offset between consecutive regs. */ 
UINT clkPeriod, /* period of controller clock (nsec) */ 


FUNCPTR ascDmaBytesIn, /* SCSI DMA input function */ 
FUNCPTR ascDmaBytesOut /* SCSI DMA output function */ 


) 


This routine creates a data structure that must exist before the ASC chip can be used. This 
routine must be called exactly once for a specified ASC, and must be the first routine 
called, since it calloc’s a structure needed by all other routines in the library. 


The input parameters are as follows: 


baseAdrs 
the address at which the CPU would access the lowest register of the ASC. 


reg Offset 
the address offset (bytes) to access consecutive registers. (This must be a power of 2, 


for example, 1, 2, 4, etc.) 


clkPeriod 
the period, in nanoseconds, of the signal to the ASC clock input (used only for select 
command timeouts). 


ascDmaBytesIn and ascDmaBytesOut 
board-specific parameters to handle DMA input and output. If these are NULL (0), 
ASC program transfer mode is used. DMA is possible only during SCSI data in/out 
phases. The interface to these DMA routines must be of the form: 


STATUS xxDmaBytes{In, Out} 


( 

SCSI_PHYS_DEV *pScsiPhysDev, /* ptr to phys dev info */ 
UINTS *pBuffer, /* ptr to the data buffer */ 
int bufLength /* number of bytes to xfer */ 


) 


A pointer to an NCR_5390_SCSI_CTRL structure, or NULL if memory is insufficient or the 
parameters are invalid. 


ncr5390Lib1 
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ner5390CirlCreateScsi2( ) 


ncr5390CtrlCreateScsi2() 


ncr5390CtrlCreateScsi2() — create a control structure for an NCR 53C90 ASC 


NCR_5390_SCSI_CTRL *ncr5390Ctrl1lCreateScsi2 
( 


UINT8* baseAdrs, /* base address of ASC */ 

int regOffset, /* offset between consecutive regs. */ 
UINT clkPeriod, /* period of controller clock (nsec) */ 
UINT sysScsiDmaMaxBytes, /* maximum byte count using DMA */ 
FUNCPTR sysScsiDmaStart, /* function to start SCSI DMA xfer */ 
FUNCPTR sysScsiDmaAbort, /* function to abort SCSI DMA xfer */ 
int sysScsiDmaArg /* argument to pass to above funcs. */ 


) 


This routine creates a data structure that must exist before the ASC chip can be used. This 
routine must be called exactly once for a specified ASC, and must be the first routine 
called, since it calloc’s a structure needed by all other routines in the library. 


The input parameters are as follows: 


baseAdrs 
the address at which the CPU would access the lowest register of the ASC. 


regOffset 
the address offset (bytes) to access consecutive registers. 


clkPeriod 
the period, in nanoseconds, of the signal to the ASC clock input. 


sysScsiDmaMaxBytes, sysScsiDmaStart, sysScsiDmaAbort, and sysScsiDmaArg 
board-specific routines to handle DMA transfers to and from the ASG; if the 
maximum DMA byte count is zero, programmed I/O is used. Otherwise, non-NULL 
function pointers to DMA start and abort routines must be provided. The specified 
argument is passed to these routines when they are called; it may be used to identify 
the DMA channel to use, for example. The interface to these DMA routines must be of 
the form: 


STATUS xxDmaStart (arg, pBuffer, bufLength, direction) 


int arg; /* call-back argument */ 

UINTS8 *pBuffer; /* ptr to the data buffer */ 

UINT bufLength; /* number of bytes to xfer */ 

int direction; /* 0 = SCSI->mem, 1 = mem->SCSI */ 
STATUS xxDmaAbort (arg) 

int arg; /* call-back argument */ 
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NOTE 
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ner5390Cirlinit( ) 


Implementation details for the DMA routines can be found in the specific DMA driver for 
that board. 


If there is no DMA interface, synchronous transfers are not supported. This is a limitation 
of the NCR5390 hardware. 


A pointer to an NCR_5390_SCSI_CTRL structure, or NULL if memory is insufficient or the 
parameters are invalid. 


ncr5390Lib2 


ncer5390Ctrlnit( ) 


ncr5390CtrlInit( ) — initialize the user-specified fields in an ASC structure 


STATUS ncr5390Ctrlinit 
( 


int * pAsc, /* ptr to ASC info */ 

int scsiCtrlBusId, /* SCSI bus ID of this ASC */ 

UINT defaultSelTimeOut, /* default dev. select timeout (microsec) */ 
int scsiPriority /* priority of task when doing SCSI I/O */ 


This routine initializes an ASC structure, after the structure is created with 
ncr5390Ctr1Create( ). This structure must be initialized before the ASC can be used. It may 
be called more than once; however, it should be called only while there is no activity on 
the SCSI interface. 


Before returning, this routine pulses RST (reset) on the SCSI bus, thus resetting all 
attached devices. The input parameters are: 


pAsc 
a pointer to the NCR5390_SCSI_CTRL structure created with ncr5390CtrlCreate( ). 


scsiCtrlBusld 
the SCSI bus ID of the ASC, in the range 0-7. The ID is somewhat arbitrary; the 
value 7, or highest priority, is conventional. 


defaultSelTimeOut 
the timeout, in microseconds, for selecting a SCSI device attached to this controller. 
This value is used as a default if no timeout is specified in scsiPhysDevCreate(). The 
recommended value zero (0) specifies SCSI_LDEF_SELECT_TIMEOUT (250 millisec). 
The maximum timeout possible is approximately 2 seconds. Values exceeding this 
revert to the maximum. 
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ner5390Show( ) 


scsiPriority 
the priority to which a task is set when performing a SCSI transaction. Valid 
priorities are 0 to 255. Alternatively, the value -1 specifies that the priority should not 
be altered during SCSI transactions. 


OK, or ERROR if a parameter is out of range. 


ncr5390Lib, scsiPhysDevCreate( ), 


ncr5390Show( ) 


ncr5390Show( ) — display the values of all readable NCR5390 chip registers 


int ncr5390Show 
( 
int * pScsiCtrl /* ptr to SCSI controller info */ 
) 


This routine displays the state of the ASC registers in a user-friendly manner. It is useful 
primarily for debugging. It should not be invoked while another running process is 


accessing the SCSI controller. 


—> ncr5390Show 


REG #00 (Own ID ) = 0x07 
REG #01 (Control ) = 0x00 
REG #02 (Timeout Period ) = 0x20 
REG #03 (Sectors ) = 0x00 
REG #04 (Heads ) = 0x00 
REG #05 (Cylinders MSB ) = 0x00 
REG #06 (Cylinders LSB ) = 0x00 
REG #07 (Log. Addr. MSB ) = 0x00 
REG #08 (Log. Addr. 2SB ) = 0x00 
REG #09 (Log. Addr. 3SB ) = 0x00 
REG #0a (Log. Addr. LSB ) = 0x00 
REG #0b (Sector Number ) = 0x00 
REG #0c (Head Number ) = 0x00 
REG #0d (Cyl. Number MSB) = 0x00 
REG #0e (Cyl. Number LSB) = 0x00 
REG #0f (Target LUN ) = 0x00 
REG #10 (Command Phase ) = 0x00 
REG #11 (Synch. Transfer) = 0x00 
REG #12 (Xfer Count MSB ) = 0x00 
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2. Subroutines 


ner710StepEnable( ) 
REG #13 (Xfer Count 2SB ) = 0x00 
REG #14 (Xfer Count LSB ) = 0x00 
REG #15 (Destination ID ) = 0x03 
REG #16 (Source ID ) = 0x00 
REG #17 (SCSI Status ) = 0x42 
REG #18 (Command ) = 0x07 
RETURNS OK, or ERROR if pScsiCtrl and pSysScsiCtrl are both NULL. 
SEE ALSO ncr5390Lib 


ncr710SingleStep( ) 


NAME ncr710SingleStep() — perform a single-step 


SYNOPSIS void ncr710SingleStep 


( 
SIOP * pSiop, /* pointer to SIOP info */ 
BOOL verbose /* show all registers */ 


) 
DESCRIPTION This routine performs a single-step by writing the STD bit in the DCNTL register. The 
pSiop parameter is a pointer to the SIOP information. Before executing, enable the 
single-step facility by calling ncr710StepEnable( ). 


RETURNS N/A 


SEE ALSO ncr710CommLib, ncr710StepEnable( ) 


ncr710StepEnable( ) 


NAME ncr710StepEnable( ) — enable/disable script single-step 
SYNOPSIS void ncr710StepEnable 

( 

SIOP * pSiop, /* pointer to SIOP info */ 


BOOL boolvalue /* TRUE/FALSE to enable/disable single step */ 
) 
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This routine enables/disables the single-step facility on the chip. It also unmasks/masks 
the single-step interrupt in the Dien register. Before executing any SCSI routines, enable 
the single-step facility by calling ncr710StepEnable( ) with boolValue set to TRUE. To 
disable, call it with bool Value set to FALSE. 


N/A 


ncr710CommLib, ncr710SingleStep( ) 


ne2000EndLoad( ) 


ne2000EndLoad( ) — initialize the driver and device 


END_OBJ* ne2000EndLoad 
( 
char* initString, /* String to be parsed by the driver. */ 
void* pBSP /* for BSP group */ 
) 


This routine initializes the driver and the device to the operational state. All of the device 
specific parameters are passed in the initString. 


The string contains the target specific parameters like this: 


“unit:register addr:int vector:int level:shmem addr:shmem size:shmem width" 
An END object pointer or NULL on error. 


ne2000End 


ne2000Parse( ) 


ne2000Parse( ) — parse the init string 


STATUS ne2000Parse 
( 
NE2000END_DEVICE * pDrvCtrl, 
char * initString 


) 
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SEE ALSO 


2. Subroutines 
netButLibInit() 


Parse the input string. Fill in values in the driver control structure. 


The initialization string format is: 
unit:adrs:vecnum:intLul:byteAccess:usePromEnetAddr:offset 


unit 
Device unit number, a small integer. 


adrs 
Base address 


vecNum 
Interrupt vector number (used with sysIntConnect) 


intLul 
Interrupt level (used with sysLanIntEnable) 


byteAccess 
Use 8-bit access mode. 


usePromEnetAddr 
get ethernet address from PROM. 


offset 


offset for memory alignment 
OK or ERROR for invalid arguments. 


ne2000End 


netBufLibInit( ) 


netBufLibInit( ) — initialize netBufLib 
STATUS netBufLibInit (void) 


This routine initializes netBufLib. If you defined INCLUDE_NETWORKin configAlI.h, 
this configured VxWorks to include netBufLib. 


OK or ERROR. 


netBufLib 
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netCIBlkFree( ) 


netCIBlkFree( ) — free a clBIk-cluster construct back to the memory pool 


void netC1BlkFree 
( 
NET_POOL_ID pNetPool, /* pointer to the net pool */ 
CL_BLK_ID pClBlk /* pointer to the clBlk to free */ 
) 


This routine decrements the reference counter in the specified clBlk. If the reference 
count falls to zero, this routine frees both the clBlkand its associated cluster back to the 
specified memory pool. 


N/A 


netBufLib 


netCIBlkGet( ) 


netClBlkGet( ) — get a clBlk 


CL_BLK_ID netC1B1lkGet 


( 
NET_POOL_ID pNetPool, /* pointer to the net pool */ 
int canWait /* M_WAIT/M_DONTWAIT */ 


) 


This routine gets a clBIk from the specified memory pool. 


pNetPool 
Expects a pointer to the pool from which you want a cIBIk. 


canWait 
Expects either M_WAIT or M_DONTWAIT. If canWait is M_WAIT, this routine blocks 
until an clBlk is available. If canWait is MLDONTWAITand no cIBIk is immediately 
available, this routine returns immediately (no blocking) with a NULL value. 
CL_BLK_ID or a NULL if no clBlk was available. 


netBufLib 
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netClFree() 


netCIBlkJoin() 


NAME netCIBlkJoin() — join a cluster to a clBlk structure 


SYNOPSIS CL_BLK_ID netC1BlkJoin 


( 
CL_BLK_ID pC1Blk, /* pointer to a cluster Blk */ 


char * pClBuf, /* pointer to a cluster buffer */ 

int size, /* size of the cluster buffer */ 

FUNCPTR pFreeRtn, /* pointer to the free routine */ 

int argl, /* argument 1 of the free routine */ 
int arg2, /* argument 2 of the free routine */ 
int arg3 /* argument 3 of the free routine */ 
) 

DESCRIPTION This routine joins the previously reserved cluster specified by pC/Buf to the previously 


reserved clBlk structure specified by pCIBlk. The size parameter passes in the size of the 
cluster referenced in pClBuf. The arguments pFreeRtn, arg1, arg2, arg3 set the values of 
the pCLFreeRtn, clFreeArg1, clFreeArg2, and clFreeArg1, members of the specified clBlk 


structure. 
RETURNS CL_BLK_ID or NULL. 
SEE ALSO netBufLib 


netClFree( ) 


NAME netClFree() — free a cluster back to the memory pool 


SYNOPSIS void netClFree 


( 
NET_POOL_ID pNetPool, /* pointer to the net pool */ 


UCHAR * pClBuf /* pointer to the cluster buffer */ 

) 
DESCRIPTION This routine returns the specified cluster buffer back to the specified memory pool. 
RETURNS N/A 
SEE ALSO netBufLib 
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netClPoolldGet( ) 


netClPoolldGet( ) 


netClPoolldGet( ) — return a CL_LPOOL_ID for a specified buffer size 


CL_POOL_ID netClPoolIdGet 


( 

NET_POOL_ID pNetPool, /* pointer to the net pool */ 
int bufSize, /* size of the buffer */ 
BOOL bestFit /* TRUE/FALSE */ 


This routine returns a CL_POOL_ID for a cluster pool containing clusters that match the 
specified bufSize. If bestFit is TRUE, this routine returns a CL_POOL_ID for a pool that 
contains clusters greater than or equal to bufSize. If bestFit is FALSE, this routine returns a 
CL_POOL_ID for a cluster from whatever cluster pool is available. If the memory pool 
specified by pNetPool contains only one cluster pool, bestFit should always be FALSE. 


CL_POOL_ID or NULL. 


netBufLib 


netClusterGet( ) 


netClusterGet( ) — get a cluster from the specified cluster pool 
char * netClusterGet 

( 

NET_POOL_ID pNetPool, /* pointer to the net pool */ 


CL_POOL_ID pClPool /* ptr to the cluster pool */ 
) 


This routine gets a cluster from the specified cluster pool pClPool within the specified 
memory pool pNetPool. 


This routine returns a character pointer to a cluster buffer or NULL if none was available. 


netBufLib 
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netDrv() 

netDevCreate( ) 
netDevCreate() — create a remote file device 
STATUS netDevCreate 

( 

char * devName, /* name of device to create */ 

char * host, /* host this device will talk to */ 

int protocol /* remote file access protocol 0 = RSH, 1 = FIP */ 


) 


This routine creates a remote file device. Normally, a network device is created for each 
remote machine whose files are to be accessed. By convention, a network device name is 


mon 


the remote machine name followed by a colon ":". For example, for a UNIX host on the 
network whose name is "wrs", files can be accessed by creating a device called "wrs:". 
Files can be accessed via RSH as follows: 


netDevCreate ("wrs:", "wrs", rsh) ; 


The file /usr/dog on the UNIX system "wrs" can now be accessed as "wrs:/usr/dog" via 
RSH. 


Before creating a device, the host must have already been created with hostAdd(). 
OK or ERROR. 


netDrv, hostAdd() 


netDrv() 


netDrv() — install the network remote file driver 

STATUS netDrv (void) 

This routine initializes and installs the network driver. It must be called before other 
network remote file functions are performed. It is called automatically when the 
configuration macro INCLUDE_NETWORK is defined. 


OK or ERROR. 


netDrv 
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netHelp() 


NAME netHelp() — print a synopsis of network routines 

SYNOPSIS void netHelp (void) 

DESCRIPTION This command prints a brief synopsis of network facilities that are typically called from 
the shell. 
hostAdd "hostname", "inetaddr" - add a host to remote host table; 


"inetaddr" must be in standard 
Internet address format e.g. 
"90.0.0.4" 
hostShow — print current remote host table 
netDevCreate "devname", "hostname", protocol 
— create an I/O device to access 
files on the specified host 
(protocol O=rsh, 1=ftp) 


routeAdd "destaddr", "gateaddr" - add route to route table 
routeDelete "destaddr","gateaddr" -— delete route from route table 
routeShow — print current route table 
iam "usr"[, "passwd" ] — specify the user name by which 


you will be known to remote 
hosts (and optional password) 


whoami — print the current remote ID 
rlogin "host" - log in to a remote host; 

"host" can be inet address or 

host name in remote host table 
ifShow ["ifname"] -— show info about network interfaces 
inetstatShow - show all Internet protocol sockets 
tcpstatShow — show statistics for TCP 
udpstatShow — show statistics for UDP 
ipstatShow - show statistics for IP 
icmpstatShow — show statistics for ICMP 
arptabShow -— show a list of known ARP entries 
mbufShow — show mbuf statistics 
EXAMPLE: —> hostAdd "wrs", "90.0.0.2" 


—> netDevCreate "wrs:", "wrs", 0 
—> iam "fred" 
-—> copy <wrs:/etc/passwd /* copy file from host "wrs" */ 


-> rlogin "wrs" /* rlogin to host "wrs" x7, 
RETURNS N/A 


SEE ALSO ustLib, VxWorks Programmer's Guide: Target Shell 
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netMbIkChainDup( ) 


netLibInit( ) 


netLibInit() — initialize the network package 

STATUS netLibInit (void) 

This creates the network task job queue, and spawns the network task netTask(). It 
should be called once to initialize the network. This is done automatically when the 
configuration macro INCLUDE_NETWORK is defined. 


OK, or ERROR if network support cannot be initialized. 


netLib, usrConfig, netTask() 


netMblkChainDup() 


netMblkChainDup() — duplicate an mBlk chain 


M_BLK_ID netMb1kChainDup 


( 
NET_POOL_ID pNetPool, /* pointer to the pool */ 


M_BLK_ID PMb1k, /* pointer to source mBlk chain */ 
int offset, /* offset to duplicate from */ 
int len, /* length to copy */ 

int canWait /* M_DONTWAIT/M_WAIT */ 


This routine makes a copy of an mBlk chain starting at offset bytes from the beginning of 
the chain and continuing for len bytes. If len is M_COPYALL, then this routine will copy 
the entire mBlk chain from the offset. 


This routine copies the references from a source pMblk chain to a newly allocated mBIk 
chain. This lets the two mBlk chains share the same clBlk-cluster constructs. This routine 
also increments the reference count in the shared clBlk. The pMblk expects a pointer to 
the source mBlkchain. The pNetPool parameter expects a pointer to the netPool from 
which the new mBlk chain is allocated. 


The canWait parameter expects either M_WAIT or M_DONTWAIT. If canWait is M_WAIT, 
this routine blocks until mBlk is available. If canWait is MLDONTWAIT and no mBlk is 
immediately available, this routine returns immediately (no blocking) with a NULL 
value. 
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netMbIkCIChainFree( ) 
SEE ALSO netMblkDup() 
RETURNS A pointer to the newly allocated mBlk chain or NULL. 
ERRNO S_netBufLib_INVALID_ARGUMENT 


S_netBufLib_NO_POOL_MEMORY 


netMblkClChainFree( ) 


NAME netMblkCIlChainFree( ) — free a chain of mBlk-clBlk-cluster constructs 


SYNOPSIS void netMb1kC1ChainFree 
( 
M_BLK_ID pMblk /* pointer to the mBlk */ 
) 


DESCRIPTION For the specified chain of mBlk-clBlk-cluster constructs, this routine frees all the mBIk 
structures back to the specified memory pool. It also decrements the reference count in 
all the clBlk structures. If the reference count in a cIBlk falls to zero, this routine also 
frees that clBIk and its associated cluster back to the specified memory pool. 


RETURNS N/A 
ERRNO S_netBufLib_MBLK_INVALID 
SEE ALSO netBufLib 


netMbIkClFree( ) 


NAME netMblkClFree( ) — free an mBlk-clBlk-cluster construct 


SYNOPSIS M_BLK_ID netMb1kClFree 


( 
M_BLK_ID pMblk /* pointer to the mBlk */ 


) 
DESCRIPTION For the specified mBlk-clBlk-cluster construct, this routine frees the mBIk back to the 


specified memory pool. It also decrements the reference count in the clBlk structure. If 
the reference count falls to zero, no other mBlk structure reference this clBlk. In that case, 
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this routine also frees the clBlk structure and its associated cluster back to the specified 
memory pool. 


If the specified mBlk was part of an mBlk chain, this routine returns a pointer to the next 
mBlk. Otherwise, it returns a NULL. 


S_netBufLib_MBLK_INVALID 


netBufLib 


netMbIkClGet() 


netMblkC1Get() — get a clBlk-cluster and join it to the specified mBlk 


STATUS netMb1kC1lGet 


( 
NET_POOL_ID pNetPool, /* pointer to the net pool */ 


M_BLK_ID PMb1k, /* mB1k to embed the cluster in */ 
int bufSize, /* size of the buffer to get */ 
int canWait, /* wait or dontwait */ 

BOOL bestFit /* TRUE/FALSE */ 


This routine gets a clBlk-cluster construct from the specified memory pool and joins it to 
the specified mBlk structure. This creates an mBlk-clBlk-cluster construct that you can 
use to pass data across the layers of the network stack. 


pNetPool 
Expects a pointer to the memory pool from which you want to get a free clBlk-cluster 
construct. 


pMbkl 
Expects a pointer to the mBlk structure (previously allocated) to which you want to 
join the retrieved clBlk-cluster construct. 


bufSize 
Expects the size, in bytes, of the cluster in the clBIk-cluster construct. 


canWait 
Expects either M_WAIT or M_DONTWAIT. If canWait is M_WAIT, this routine blocks 
until a clBlk-cluster construct is available. If canWait is MLDONTWAIT and no 
clBlk-cluster construct is immediately available, this routine returns immediately (no 
blocking) with an ERROR value. 
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bestFit 
Expects either TRUE or FALSE. If bestFit is TRUE and a cluster of the exact size is 
unavailable, this routine gets a larger cluster (if available). If bestFit is FALSE and an 
exact size cluster is unavailable, this routine gets either a smaller or a larger cluster 
(depending on what is available). Otherwise, it returns immediately with an ERROR 
value. For memory pools containing only one cluster size, bestFit should always be set 
to FALSE. 


OK or ERROR. 
S_netBufLib_CLSIZE_INVALID 


netBufLib 


netMblkClJoin( ) 


netMblkClJoin() — join an mBlk to a clBlk-cluster construct 


M_BLK_ID netMb1kClJoin 
( 
M_BLK_ID pMblk, /* pointer to an mBlk */ 
CL_BLK_ID pC1Blk /* pointer to a cluster Blk */ 
) 


This routine joins the previously reserved mBlk referenced in pMblk to the clBlk-cluster 
construct referenced in pCIBIlk. Internally, this routine sets the M_EXT flag in 
mBlk.mBlkHdr.mFlags. It also and sets the mBIk.mBlkHdr.mData to point to the start of 
the data in the cluster. 


M_BLK_ID or NULL. 


netBufLib 
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2. Subroutines 
netMbikFree() 


netMblkDup( ) 


netMblkDup() — duplicate an mBlk 


M_BLK_ID netMb1kDup 

( 

M_BLK_ID pSrcMblk, /* pointer to source mBlk */ 

M_BLK_ID pDestMblk /* pointer to the destination mBlk */ 

) 
This routine copies the references from a source mBlk in an mBlk-clBlk-cluster construct 
to a stand-alone mBlk. This lets the two mBlk structures share the same clBlk-cluster 
construct. This routine also increments the reference count in the shared clBlk. The 
pSrcMblk expects a pointer to the source mBIlk. The pDescMblk parameter expects a 
pointer to the destination mBlk. 


A pointer to the destination mBlk or NULL if the source mBlk referenced in pSrcMblk is 
not part of a valid mBlk-clBlk-cluster construct. 


netBufLib 


netMblkFree( ) 


netMblkFree( ) — free an mBlk back to its memory pool 
void netMblkFree 
( 
NET_POOL_ID pNetPool, /* pointer to the net pool */ 
M_BLK_ID PpMb1k /* mBlk to free */ 
) 
This routine frees the specified mBIk back to the specified memory pool. 


N/A 


netBufLib 
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netMblkGet( ) 


netMblkGet() — get an mBlk 


M_BLK_ID netMblkGet 


( 

NET_POOL_ID pNetPool, /* pointer to the net pool */ 
int canWait, /* M_WAIT/M_DONTWAIT */ 
UCHAR type /* mB1lk type */ 

) 


This routine gets a mBIk from the specified memory pool. 


pNetPool 
Expects a pointer to the pool from which you want an mBlk. 


canWait 
Expects either M_WAIT or M_DONTWAIT. If canWait is M_WAIT, this routine blocks 
until an mBIk is available. If canWait is MLDONTWAITand no mBlk is immediately 
available, this routine returns immediately (no blocking) with a NULL value. 


type 
Expects the type value that you want to associate with the returned mBlk. 


M_BLK_ID, or a NULL if no mBlk was available. 
S_netBufLib_MBLK_INVALID 


netBufLib 


netMblkToBufCopy( ) 


netMblkToBufCopy() — copy data from an mBIk to a buffer 


int netMblkToBufCopy 


( 

M_BLK_ID pMblk, /* pointer to an mBlk */ 

char * pBuf, /* pointer to the buffer to copy */ 
FUNCPTR pCopyRtn /* function pointer for copy routine */ 


) 
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2. Subroutines 
netPoolInit( ) 


This routine copies data from the mBlk chain referenced in pMblk to the buffer referenced 
in pBuf. It is assumed that pBuf points to enough memory to contain all the data in the 
entire mBIk chain. The argument pCopyRtn expects either a NULL or a function pointer to 
a copy routine. The arguments passed to the copy routine are source pointer, destination 
pointer and the length of data to copy. If pCopyRtn is NULL, netMblkToBufCopy() uses a 
default routine to extract the data from the chain. 


The length of data copied or zero. 


netBufLib 


netPoolDelete( ) 


netPoolDelete( ) — delete a memory pool 
STATUS netPoolDelete 
sae PNetPool /* pointer to a net pool */ 
) 
This routine deletes the specified netBufLib-managed memory pool. 
OK or ERROR. 
S_netBufLib_NETPOOL_INVALID 


netBufLib 


netPoolInit() 


netPoolInit( ) — initialize a netBufLib-managed memory pool 


STATUS netPoolInit 
( 


NET_POOL_ID pNetPool, /* pointer to a net pool */ 
M_CL_CONFIG * pMcl1BlkConfig, /* pointer to a mBlk configuration */ 
CL_DESC * pClDescTbl, /* pointer to cluster desc table */ 
int clDescTb1NumEnt,/* number of cluster desc entries */ 
POOL_FUNC * pFuncTbl /* pointer to pool function table */ 


) 
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Call this routine to set up a netBufLib-managed memory pool. Within this pool, 
netPoollInit() organizes several sub-pools: one for mBIk structures, one for clBlk 
structures, and as many cluster sub-pools are there are cluster sizes. As input, this routine 
expects the following parameters: 


pNetPool 
Expects a NET_POOL_ID that points to a previously allocated NET_POOL structure. 
You need not initialize any values in this structure. That is handled by netPoolInit(). 


pMclBlkConfig 
Expects a pointer to a previously allocated and initialized M_CL_CONFIG structure. 
Within this structure, you must provide four values: mBlkNum, a count of mBlk 
structures; cIBIkNum, a count of clBIk structures; memArea, a pointer to an area of 
memory that can contain all the mBIk and clBlk structures; and memSize, the size of 
that memory area. For example, you can set up an M_CL_CONFIG structure as 
follows: 


M_CL_CONFIG mC1Bl1kConfig = /* mBlk, clBlk configuration table */ 


Oxfe000000, 21260 


You can calculate the memArea and memSize values. Such code could first define a table 
as shown above, but set both memArea and memSize as follows: 


mC1B1lkConfig.memSize = (mC1B1lkConfig.mBlkNum * (M_BLK_SZ + sizeof(long))) + 
(mC1B1kConfig.c1BlkNum * CL_BLK_SZ) ; 


You can set the memArea value to a pointer to private memory, or you can reserve the 
memory with a call to malloc(). For example: 


mC1B1kConfig.memArea = malloc (mC1B1lkConfig.memSize) ; 

The netBufLib.h file defines M_BLK_SZ as: 
sizeof (struct mB1k) 

Currently, this evaluates to 32 bytes. Likewise, this file defines CL_BLK_SZ as: 
sizeof (struct cl1Blk) 

Currently, this evaluates to 32 bytes. 


When choosing values for mBIkNum and clBlkNum, remember that you need as many 
clBlk structures as you have clusters (data buffers). You also need at least as many mBlk 
structures as you have cIBIk structures, but you will most likely need more. That is 
because netBufLib shares buffers by letting multiple mBlk structures join to the same 
clBlk and thus to its underlying cluster. The clBlk keeps a count of the number of mBIk 
structures that reference it. 
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2. Subroutines 
netPoolInit( ) 


pClDescTbl 
Expects a pointer to a table of previously allocated and initialized CL_.DESC 
structures. Each structure in this table describes a single cluster pool. You need a 
dedicated cluster pool for each cluster size you want to support. Within each 
CL_DESC structure, you must provide four values: clusterSize, the size of a cluster in 
this cluster pool; num, the number of clusters in this cluster pool; memArea, a pointer 
to an area of memory that can contain all the clusters; and memSize, the size of that 
memory area. 


Thus, if you need to support six different cluster sizes, this parameter must point to a table 
containing six CL_DESC structures. For example, consider the following: 


CL_DESC clDescTbl [] = /* cluster descriptor table */ 
{ 
/* 
clusterSize num memArea memSize 
*/ 
{64, 100, 0x10000, 6800}, 
{128, 50, 0x20000, 6600}, 
{256, 50, 0x30000, 13000}, 
{512, 25, 0x40000, 12900}, 
{1024, 10, 0x50000, 10280}, 
{2048, 10, 0x60000, 20520} 


As with the memArea and memSize members in the M_CL_CONFIG structure, you can set 
these members of the CL_DESC structures by calculation after you create the table. The 
formula would be as follows: 


clDescTbl[n] .memSize = 
(clDescTbl[n].num * (clDescTbl[n].clusterSize + sizeof (long) )); 


The memArea member can point to a private memory area that you know to be available 
for storing clusters, or you can use malloc(). 


clDescTbl[n] .memArea = malloc( clDescTbl[n] .memSize ); 


Valid cluster sizes range from 64 bytes to 65536 bytes. If there are multiple cluster pools, 
valid sizes are further restricted to powers of two (for example, 64, 128, 256, and so on). If 
there is only one cluster pool (as is often the case for the memory pool specific to a single 
device driver), there is no power of two restriction. Thus, the cluster can be of any size 
between 64 bytes and 65536 bytes on 4-byte alignment. A typical buffer size for Ethernet 
devices is 1514 bytes. However, because a cluster size requires a 4-byte alignment, the 
cluster size for this Ethernet buffer would have to be increased to at least 1516 bytes. 


clDescTblINumEnt 
Expects a count of the elements in the CL_DESC table referenced by the pClDescTbl 
parameter. This is a count of the number of cluster pools. You can get this value 
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using the NELEMENTS macro defined in vxWorks.h. For example: 


int clDescTbl1NumEnt = (NELEMENTS (clDescTbl) ) ; 


pFuncTbl 
Expects a NULL or a pointer to a function table. This table contains pointers to the 
functions used to manage the buffers in this memory pool. Using a NULL for this 


parameter tells netBufLib to use its default function table. If you opt for the default 
function table, every mBlk and every cluster is prepended by a 4-byte header (which 
is why the size calculations above for clusters and mBlk structures contained an extra 


sizeof(long)). However, users need not concern themselves with this header when 
accessing these buffers. The returned pointers from functions such as 
netClusterGet( ) return pointers to the start of data, which is just after the header. 


Assuming you have set up the configuration tables as shown above, a typical call to 
netPoollInit() would be as follows: 


int clDescTb1lNumEnt = (NELEMENTS (clDescTbl) ) ; 
NET_POOL netPool; 
NET_POOL_ID PNetPool = &netPool; 
if (netPoolInit (pNetPool, &mC1BlkConfig, &clDescTbl [0], 
clDescTbl1NumEnt, 
NULL) != OK) 
return (ERROR) ; 


OK or ERROR. 


S_netBufLib_MEMSIZE_INVALID 
S_netBufLib_CLSIZE_INVALID 
S_netBufLib_NO_SYSTEM_MEMORY 
S_netBufLib_MEM_UNALIGNED 
S_netBufLib_MEMSIZE_UNALIGNED 
S_netBufLib_MEMAREA_INVALID 


netBufLib, netPoolDelete() 


netPoolShow( ) 


netPoolShow( ) — show pool statistics 


void netPoolShow 


( 
NET_POOL_ID pNetPool 


) 
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2. Subroutines 
netStackDataPoolShow( ) 


This routine displays the distribution of mBlks and clusters in a given network pool ID. 
N/A 


netShow 


netShow!Init( ) 


netShow!Init( ) — initialize network show routines 
void netShowInit (void) 


This routine links the network show facility into the VxWorks system. These routines are 
included automatically if INCLUDE_NET_SHOW is defined in configAIIh. 


N/A 


netShow 


netStackDataPoolShow() 


netStackDataPoolShow() — show network stack data pool statistics 
void netStackDataPoolShow (void) 


This routine displays the distribution of mBlks and clusters in a the network data pool. 
The network data pool is used only for data transfer through the network stack. 


N/A 


netShow, netStackSysPoolShow(), netBufLib 
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netStackSysPoolShow() 


netStackSysPoolShow( ) — show network stack system pool statistics 

void netStackSysPoolShow (void) 

This routine displays the distribution of mBlks and clusters in a the network system pool. 
The network system pool is used only for system structures such as sockets, routes, 
interface addresses, protocol control blocks, multicast addresses, and multicast route 
entries. 


N/A 


netShow, netStackDataPoolShow(), netBufLib 


netTask( ) 


netTask( ) — network task entry point 
void netTask (void) 


This routine is the VxWorks network support task. Most of the VxWorks network runs in 
this task’s context. 


To prevent an application task from monopolizing the CPU if it is in an infinite loop or is 
never blocked, the priority of netTask() relative to an application may need to be 
adjusted. Network communication may be lost if netTask() is "starved" of CPU time. The 
default task priority of netTask() is 50. Use taskPrioritySet() to change the priority of a 
task. 


This task is spawned by netLibInit(). 
N/A 


netLibInit( ) 
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2. Subroutines 
netTupleGet( ) 


netTupleGet( ) 


netTupleGet() — get an mBlk-clBlk-cluster 


M_BLK_ID netTupleGet 


( 
NET_POOL_ID pNetPool, /* pointer to the net pool */ 


int bufSize, /* size of the buffer to get */ 
int canWait, /* wait or dontwait */ 

UCHAR type, /* type of data */ 

BOOL bestFit /* TRUE/FALSE */ 


This routine gets a mBIk-clBlk-cluster construct from the specified memory pool. Use 
this construct to pass data across the layers of the network stack. 


pNetPool 
Expects a pointer to the memory pool from which you want to get a free 
mBlk-clBlk-cluster construct. 


bufSize 
Expects the size, in bytes, of the cluster in the clBIk-cluster construct. 


canWait 
Expects either M_WAIT or M_DONTWAIT. If canWait is M_WAIT, this routine blocks 
until an mBlk-clBlk-cluster construct is available. If canWait is MLDONTWAIT and no 
mBlk-clBlk-cluster construct is immediately available, this routine returns 
immediately (no blocking) with a NULL value. 


type 
Expects the type of data. For example MT_DATA, MT_HEADER. The various values 
for this type are defined in netBufLib.h. 


bestFit 
Expects either TRUE or FALSE. If TRUE and a cluster of the exact size is unavailable, 
this routine gets a larger cluster (if available). If bestFit is FALSE and an exact size 
cluster is unavailable, this routine gets either a smaller or a larger cluster (depending 
on what is available). Otherwise, it returns immediately with an ERROR value. For 
memory pools containing only one cluster size, bestFit should always be set to FALSE. 


M_BLK_ID or NULL. 
S_netBufLib_MBLK_INVALID 
S_netBufLib_CLSIZE_INVALID 
S_netBufLib_NETPOOL_INVALID 


netBufLib 
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nfsAuthUnixGet( ) 


NAME nfsAuthUnixGet( ) — get the NFS UNIX authentication parameters 


SYNOPSIS void nfsAuthUnixGet 
( 


char * machname, /* where to store host machine */ 


int * pUid, /* where to store user ID */ 
int * pGid, /* where to store group ID */ 
int * pNgids, /* where to store number of group IDs */ 
int * gids /* where to store array of group IDs */ 
) 
DESCRIPTION This routine gets the previously set UNIX authentication values. 
RETURNS N/A 
SEE ALSO nfsLib, nfsAuthUnixPrompt( ), nfsAuthUnixShow( ), nfsAuthUnixSet( ), nfsIdSet() 


nfsAuthUnixPrompt( ) 


NAME nfsAuthUnixPrompt() — modify the NFS UNIX authentication parameters 
SYNOPSIS void nfsAuthUnixPrompt (void) 
DESCRIPTION This routine allows UNIX authentication parameters to be changed from the shell. The 


user is prompted for each parameter, which can be changed by entering the new value 
next to the current one. 


EXAMPLE -—> nfsAuthUnixPrompt 
machine name: yuba 
user ID: 2001 128 
group ID: 100 
num of groups: 1 3 
group #1: 100 100 
group #2: 0 120 
group #3: 0 200 
value = 3 = 0x3 
SEE ALSO nfsLib, nfsAuthUnixShow( ), nfsAuthUnixSet(), nfsAuthUnixGet( ), nfsIdSet() 
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2. Subroutines 
nfsAuthUnixShow( ) 


nfsAuthUnixSet() 


nfsAuthUnixSet() — set the NFS UNIX authentication parameters 


void nfsAuthUnixSet 
( 


char * machname, /* host machine */ 


int uid, /* user ID */ 
int gid, /* group ID */ 
int ngids, /* number of group IDs */ 


int * aup_gids /* array of group IDs */ 


This routine sets UNIX authentication parameters. It is initially called by usrNetInit() in 
usrConfig.c. machname should be set with the name of the mounted system (i.e. the 
target name itself) to distinguish hosts from hosts on a NFS network. 


N/A 


nfsLib, nfsAuthUnixPrompt( ), nfsAuthUnixShow( ), nfsAuthUnixGet( ), nfsIdSet(), 
usrConfig 


nfsAuthUnixShow( ) 


nfsAuthUnixShow( ) — display the NFS UNIX authentication parameters 
void nfsAuthUnixShow (void) 
This routine displays the parameters set by nfsAuthUnixSet() or nfsAuthUnixPrompt(). 


—> nfsAuthUnixShow 


machine name = yuba 

user ID = 2001 

group ID = 100 

group [0] = 100 

value = 1 = Oxl 
N/A 


nfsLib, nfsAuthUnixPrompt( ), nfsAuthUnixSet(), nfsAuthUnixGet( ), nfsIdSet() 
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nfsDevInfoGet() 


nfsDevInfoGet( ) — read configuration information from the requested NFS device 


STATUS nfsDevInfoGet 


( 
unsigned long nfsDevHandle, /* NFS device handle */ 
NFS_DEV_INFO * pnfsInfo /* ptr to struct to hold config info */ 


) 


This routine accesses the NFS device specified in the parameter nfsDevHandleand fills in 
the structure pointed to by pnfsInfo. 


OK if pnfsInfo information is valid, otherwise ERROR. 


nfsDrv, nfsDevListGet() 


nfsDevListGet( ) 


nfsDevListGet( ) — create list of all the NFS devices in the system 
int nfsDevListGet 
( 
unsigned long nfsDevList[], /* NFS dev list of handles */ 


int listSize /* no. of elements available in the list */ 


) 


This routine fills the array nfsDevlist up to listSize, with handles to NFS devices currently 
in the system. 


The number of entries filled in the nfsDevList array. 


nfsDrv, nfsDevInfoGet( ) 
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nfsdinit() 


nfsDevShow() 


nfsDevShow() - display the mounted NFS devices 
void nfsDevShow (void) 
This routine displays the device names and their associated NFS file systems. 


—> nfsDevShow 


device name file system 
jguaiy. pibasyabe 
/wrsl/ wrs:/wrsl 
N/A 
nfsDrv 


nfsdInit() 


nfsdInit() — initialize the NFS server 


STATUS nfsdInit 


int nServers, /* the number of NFS servers to create */ 

int nExportedF's, /* maximum number of exported file systems */ 
int priority, /* the priority for the NFS servers */ 
FUNCPTR authHook, /* authentication hook */ 

FUNCPTR mountAuthHook, /* authentication hook for mount daemon */ 
int options /* currently unused */ 


) 


This routine initializes the NFS server. nServers specifies the number of tasks to be 
spawned to handle NFS requests. priority is the priority that those tasks will run at. 
authHook is a pointer to an authorization routine. mountAuthHook is a pointer to a similar 
routine, passed to mountdInit(). options is provided for future expansion. 


Normally, no authorization is performed by either mountd or nfsd. If you want to add 
authorization, set authHook to a function pointer to a routine declared as follows: 
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nfsstat routine 


int progNum, /* RPC program number */ 

int versNum, /* RPC program version number */ 
int procNum, /* RPC procedure number */ 
struct sockaddr_in clientAddr, /* address of the client */ 
NFSD_ARGUMENT * nfsdArg /* argument of the call */ 


) 


The authHook routine should return NFS_OK if the request is authorized, and 
NFSERR_ACCES if not. (NFSERR_ACCES is not required; any legitimate NFS error code 
can be returned.) 


See mountdInit() for documentation on mountAuthHook. Note that mountAuthHook and 
authHook can point to the same routine. Simply use the progNum, versNum, and procNum 
fields to decide whether the request is an NFS request or a mountd request. 


OK, or ERROR if the NFS server cannot be started. 


nfsdLib, nfsExport(), mountdInit() 


nfsDrv() 


nfsDro() — install the NFS driver 

STATUS nfsDrv (void) 

This routine initializes and installs the NFS driver. It must be called before any reads, 
writes, or other NFS calls. This is done automatically when the configuration macro 
INCLUDE_NFSis defined. 


OK, or ERROR if there is no room for the driver. 


nfsDrv 


nfsDrvuNumGet( ) 


nfsDrvNumGet( ) — return the IO system driver number for the nfs driver 


int nfsDrvNumGet (void) 
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2. Subroutines 
nfsdStatusShow( ) 


This routine returns the nfs driver number allocated by iosDrvInstall during the nfs driver 
initialization. If the nfs driver has yet to be initialized, or if initialization failed, 
nfsDrvNumGet will return ERROR. 

the nfs driver number or ERROR 


nfsDrv 


nfsdStatusGet( ) 


nfsdStatusGet() — get the status of the NFS server 

STATUS nfsdStatusGet 
( 
NFS_SERVER_STATUS * serverStats /* pointer to status structure */ 
) 

This routine gets status information about the NFS server. 


OK, or ERROR if the information cannot be obtained. 


nfsdLib 


nfsdStatusShow( ) 


nfsdStatusShow() — show the status of the NFS server 
STATUS nfsdStatusShow 

( 

int options /* unused */ 

) 
This routine shows status information about the NFS server. 


OK, or ERROR if the information cannot be obtained. 


nfsdLib 
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nfsExport() 


nfsExport() — specify a file system to be NFS exported 


STATUS nfsExport 


( 

char * directory, /* Directory to export - FS must support NFS */ 
int id, /* ID number for file system */ 

BOOL readOnly, /* TRUE if file system is exported read-only */ 
int options /* Reserved for future use - set to 0 */ 


This routine makes a file system available for mounting by a client. The client should be in 
the local host table (see hostAdd()), although this is not required. 


The id parameter can either be set to a specific value, or to 0. If it is set to 0, an ID number 
is assigned sequentially. Every time a file system is exported, it must have the same ID 
number, or clients currently mounting the file system will not be able to access files. 


To display a list of exported file systems, use: 


-> nfsExportShow "localhost" 
OK, or ERROR if the file system could not be exported. 


mountLib, nfsLib, nfsExportShow(), nfsUnexport( ) 


nfsExportShow( ) 


nfsExportShow() — display the exported file systems of a remote host 


STATUS nfsExportShow 
( 


char * hostName /* host machine to show exports for */ 


) 


This routine displays the file systems of a specified host and the groups that are allowed 
to mount them. 


-—> nfsExportShow "wrs" 


/Aa0 staff 
/dl staff eng 
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nfsHelp() 

/da2 eng 
/a3 
value = 0 = 0x0 

RETURNS OK or ERROR. 

SEE ALSO nfsLib 

nfsHelp( ) 

NAME nfsHelp() — display the NFS help menu 

SYNOPSIS void nfsHelp (void) 

DESCRIPTION This routine displays a summary of NFS facilities typically called from the shell: 
nfsHelp Print this list 
netHelp Print general network help list 
nfsMount "host","filesystem"[,"devname"] Create device with 

file system/directory from host 
nfsUnmount "devname" Remove an NFS device 
nfsAuthUnixShow Print current UNIX authentication 
nfsAuthUnixPrompt Prompt for UNIX authentication 
nfsIdSet id Set user ID for UNIX authentication 
nfsDevShow Print list of NFS devices 
nfsExportShow "host" Print a list of NFS file systems which 
are exported on the specified host 

mkdir "dirname" Create directory 
rm "file" Remove file 
EXAMPLE: —> hostAdd "wrs", "90.0.0.2" 


—> nfsMount "wrs","/disk0/path/mydir","/mydir/" 
-—> cd "/mydir/" 


—> nfsAuthUnixPrompt /* fill in user ID, etc. a), 
=> bs /* list /disk0/path/mydir ar 
-—> copy < foo /* copy foo to standard out */ 
—> ld < foo.o /* load object module foo.o */ 
—> nfsUnmount "/mydir/" /* remove NFS device /mydir/ */ 
RETURNS N/A 
SEE ALSO nfsLib 


2-529 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
nfsIdSet() 


nfsIdSet() 


nfsIdSet() — set the ID number of the NFS UNIX authentication parameters 


void nfsIdSet 
( 


int uid /* user ID on host machine */ 


) 


This routine sets only the UNIX authentication user ID number. For most NFS permission 
needs, only the user ID needs to be changed. Set uid to the user ID on the NFS server. 


N/A 


nfsLib, nfsAuthUnixPrompt( ), nfsAuthUnixShow( ), nfsAuthUnixSet(), 
nfsAuthUnixGet( ) 


nfsMount( ) 


nfsMount() — mount an NFS file system 


STATUS nfsMount 

( 

char * host, /* name of remote host */ 

char * fileSystem, /* name of remote directory to mount */ 

char * localName /* local device name for remote dir (NULL = use */ 

/* name) */ 

) 
This routine mounts a remote file system. It creates a local device localName for a remote 
file system on a specified host. The host must have already been added to the local host 
table with hostAdd(). If localName is NULL, the local name will be the same as the remote 
name. 


OK, or ERROR if the driver is not installed, host is invalid, or memory is insufficient. 


nfsDrv, nfsUnmount( ), hostAdd() 
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NAME 
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RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
nfsUnexport( ) 


nfsMountAll( ) 


nfsMountAll() — mount all file systems exported by a specified host 


STATUS nfsMountAll 
( 


char * host, /* name of remote host */ 
char * clientName, /* name of client specified in access list */ 
BOOL quiet /* FALSE = print names of file systems mounted */ 


) 


This routine mounts the file systems exported by host which are marked as accessible 
either by all clients or only by clientName. The nfsMount() routine is called to mount each 
file system. This creates a local device for each mounted file system that has the same 
name as the file system. 


The file systems are listed to standard output as they are mounted. 
OK, or ERROR if any mount fails. 


nfsDrv, nfsMount( ) 


nfsUnexport( ) 


nfsUnexport() — remove a file system from the list of exported file systems 
STATUS nfsUnexport 
( 
char * dirName /* Name of the directory to unexport */ 
) 
This routine removes a file system from the list of file systems exported from the target. 
Any client attempting to mount a file system that is not exported will receive an error 
(NFSERR_ACCESS). 
OK, or ERROR if the file system could not be removed from the exports list. 
ENOENT 


mountLib, nfsLib, nfsExportShow( ), nfsExport() 
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nfsUnmount( ) 


nfsUnmount( ) 


nfsUnmount() - unmount an NFS device 


STATUS nfsUnmount 
( 


char * localName /* local of nfs device */ 


) 
This routine unmounts file systems that were previously mounted via NFS. 
OK, or ERROR if localName is not an NFS device or cannot be mounted. 


nfsDrv, nfsMount( ) 


nicEndLoad() 


nicEndLoad( ) — initialize the driver and device 


END_OBJ* nicEvbEndLoad 
( 


char* initString /* string to be parse by the driver */ 


) 


This routine initializes the driver and the device to the operational state. All of the 
device-specific parameters are passed in initString, which expects a string of the following 
format: 


unit:base_addr:int_vector:int_level 


This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "In") into the initString and returns 0. 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 


An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 


nicEvbEnd 
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2. Subroutines 
nicEvbInitParse( ) 


nicEvbattacn( ) 


nicEvbattach( ) — publish and initialize the nicEvb network interface driver 


STATUS nicEvbattach 
( 


int unit, /* unit number */ 
NIC_DEVICE * pNic, /* address of NIC chip */ 
int ivec /* interrupt vector to use */ 


) 


This routine publishes the nicEvb interface by filling in a network interface record and 
adding this record to the system list. It also initializes the driver and the device to the 
operational state. 


OK, or ERROR if the receive buffer memory could not be allocated. 


if_nicEvb 


nicEvbInitParse( ) 


nicEvbInitParse() — parse the initialization string 


STATUS nicEvbInitParse 


( 
NICEVB_END_DEVICE * pDrvCtrl, 
char * initString 


) 
Parse the input string. Fill in values in the driver control structure. The initialization 
string format is: wnit:base_adrs:vecnum:intLol 


unit 
Device unit number, a small integer. 


base_adrs 
Base address for NIC device 


vecNum 
Interrupt vector number (used with sysIntConnect() ). 
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nicTxStartup( ) 


intLvl 
Interrupt level. 


RETURNS OK, or ERROR if any arguments are invalid. 


SEE ALSO nicEvbEnd 


nicTxStartup() 


NAME nicTxStartup( ) — the driver’s actual output routine 
SYNOPSIS #ifdef BSD43_DRIVER LOCAL STATUS nicTxStartup 
( 
int unit 
) 
DESCRIPTION This routine accepts outgoing packets from the if_snd queue, and then gains exclusive 


access to the DMA (through a mutex semaphore), then calls nicTransmit() to send the 
packet out onto the interface. 


RETURNS OK, or ERROR if the packet could not be transmitted. 


SEE ALSO if_nicEvb 


npc() 


NAME npc() — return the contents of the next program counter (SPARC) 
SYNOPSIS int npc 

( 

int taskId /* task ID, 0 means default task */ 

) 


DESCRIPTION This command extracts the contents of the next program counter from the TCB of a 
specified task. If taskId is omitted or 0, the current default task is assumed. 


RETURNS The contents of the next program counter. 


SEE ALSO dbgArchLib, ti() 
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2. Subroutines 
ns16550Int( ) 


ns16550Dev!Init() 


ns16550DevInit( ) — intialize an NS16550 channel 


void ns16550Devinit 


( 
NS16550_CHAN * pChan /* pointer to channel */ 


) 
This routine initializes some SIO_CHAN function pointers and then resets the chip ina 
quiescent state. Before this routine is called, the BSP must already have initialized all the 
device addresses, etc. in the NS16550_CHAN structure. 
N/A 


ns16550Sio 


ns16550Int() 


ns16550Int( ) — interrupt level processing 


void ns16550Int 


( 
NS16550_CHAN * pChan /* pointer to channel */ 


) 
This routine handles four sources of interrupts from the UART. They are prioritized in the 


following order by the Interrupt Identification Register: Receiver Line Status, Received 
Data Ready, Transmit Holding Register Empty and Modem Status. 


When a modem status interrupt occurs, the transmit interrupt is enabled if the CTS signal 
is TRUE. 


N/A 


ns16550Sio 
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ns16550IntEx( ) 


ns16550IntEx( ) 


ns16550IntEx( ) — miscellaneous interrupt processing 
void ns16550IntEx 
( 
NS16550_CHAN * pChan /* pointer to channel */ 
) 
This routine handles miscellaneous interrupts on the UART. Not implemented yet. 


N/A 


ns16550Sio 


ns16550IntRd( ) 


ns16550IntRd() —- handle a receiver interrupt 
void ns16550IntRd 
a 6550_CHAN * pChan /* pointer to channel */ 
) 
This routine handles read interrupts from the UART. 
N/A 


ns16550Sio 
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ntint() 
ns16550IntW1( ) 

NAME ns16550IntWr( ) — handle a transmitter interrupt 
SYNOPSIS void ns16550IntWr 

( 

NS16550_CHAN * pChan /* pointer to channel */ 

) 
DESCRIPTION This routine handles write interrupts from the UART. It reads a character and puts it in 


the transmit holding register of the device for transfer. 


If there are no more characters to transmit, transmission is disabled by clearing the 
transmit interrupt enable bit in the IER(int enable register). 


RETURNS N/A 


SEE ALSO ns16550Sio 


ntInt() 


NAME ntInt() — handle controller interrupt 


SYNOPSIS void ntInt 


( 
NTEND_DEVICE * pDrvCtrl 


) 


DESCRIPTION This routine is called at interrupt level in response to an interrupt from the controller. 
RETURNS N/A. 
SEE ALSO ntEnd 


2 - 537 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
ntLoad( ) 


ntLoad() 


ntLoad( ) — initialize the driver and device 

END_OBJ* ntLoad 
( 
char* initString, /* String to be parse by the driver. */ 
void* nothing 


) 


This routine initializes the driver and the device to the operational state. All of the device 
specific parameters are passed in the initString. 


The string contains the target specific parameters like this: 


“unit:register addr:int vector:int level:shmem addr:shmem size:shmem width" 
An END object pointer or NULL on error. 


ntEnd 


ntMemInit() 


ntMemInit( ) — initialize memory for the chip 

STATUS ntMemInit 
( 
NTEND_DEVICE * pDrvCtrl /* device to be initialized */ 
) 

This routine is highly specific to the device. 


OK or ERROR. 


ntEnd 
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2. Subroutines 
ntPassFsDevIinit() 


ntParse( ) 


ntParse( ) — parse the init string 


STATUS ntParse 


( 
NTEND_DEVICE * pDrvCtrl, 
char * initString 


) 


Parse the input string. Fill in values in the driver control structure. The initialization 
string format is: 
“unit:csrAdr:rapAdr:vecnum:intLvl:memAdrs:memSize:memWidth" 


unit 
Device unit number, a small integer. 


vecNum 
Interrupt vector number (used with sysIntConnect( )) 


intLul 
Interrupt level (isn’t really used) 


OK or ERROR for invalid arguments. 


ntEnd 


ntPassFsDevInit() 


ntPassFsDevInit( ) — associate a device with ntPassFs file system functions 


void *ntPassFsDevinit 


( 


char * devName /* device name */ 


) 


This routine associates the name devName with the file system and installs it in the I/O 


System’s device table. The driver number used when the device is added to the table is 


that which was assigned to the ntPassFs library during ntPassFsInit(). 
A pointer to the volume descriptor, or NULL if there is an error. 


ntPassFsLib 
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VxWorks Reference Manual, 5.4 
ntPassFsInit( ) 


ntPassFsInit( ) 


ntPassFsInit( ) — prepare to use the ntPassFs library 


STATUS ntPassFsInit 


( 
int nPassfs /* number of ntPass-through file systems */ 


) 
This routine initializes the ntPassFs library. It must be called exactly once, before any 
other routines in the library. The argument specifies the number of ntPassFs devices that 
may be open at once. This routine installs ntPassFsLib as a driver in the I/O system 


driver table, allocates and sets up the necessary memory structures, and initializes 
semaphores. 


Normally this routine is called from the root task, usrRoot(), in usrConfig(). To enable 
this initialization, define INCLUDE_PASSFS in configAII.h. 


Maximum number of ntPass-through file systems is 1. 
OK, or ERROR. 


ntPassFsLib 


ntPollStart( ) 


ntPollStart() — start polled mode operations 
STATUS ntPollStart 

mamevias pDrvCtrl1 

) 
OK or ERROR. 


ntEnd 
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00() 
ntPollStop() 

NAME ntPollStop() — stop polled mode operations 
SYNOPSIS STATUS ntPollStop 

( 

NTEND_DEVICE* pDrvCtrl 

) 
DESCRIPTION This function terminates polled mode operation. The device returns to interrupt mode. 


The device interrupts are enabled, the current mode flag is switched to indicate interrupt 
mode and the device is then reconfigured for interrupt operation. 


RETURNS OK or ERROR. 


SEE ALSO ntEnd 


00() 


NAME 00() — return the contents of register 00 (also 01 — 07) (SPARC) 


SYNOPSIS int 00 


( 
int taskId /* task ID, 0 means default task */ 


) 


DESCRIPTION This command extracts the contents of out register 00 from the TCB of a specified task. If 
taskId is omitted or 0, the current default task is assumed. 


Similar routines are provided for all out registers (00 — 07): 00() — 07(). 


The stack pointer is accessed via 06. 
RETURNS The contents of register 00 (or the requested register). 


SEE ALSO dbgArchLib, VxWorks Programmer's Guide: Target Shell 
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open() 


open() — open a file 


int open 
( 
const char * name, /* name of the file to open */ 
int flags, /* O_RDONLY, O_WRONLY, O_RDWR, or O_CREAT */ 
int mode /* mode of file to create (UNIX chmod style) */ 


This routine opens a file for reading, writing, or updating, and returns a file descriptor for 
that file. The arguments to open() are the filename and the type of access: 


O_RDONLY (0) (or READ) - open for reading only. 
O_WRONLY (1) (or WRITE) _ - open for writing only. 
O_RDWR (2) (or UPDATE) - open for reading and writing. 
O_CREAT (0x0200) - create a file. 


In general, open() can only open pre-existing devices and files. However, for NFS 
network devices only, files can also be created with open() by performing a logical OR 
operation with O_CREAT and the flags argument. In this case, the file is created with a 
UNIX chmod-style file mode, as indicated with mode. For example: 


fd = open ("/usr/myFile", O_CREAT | O_RDWR, 0644); 


Only the NFS driver uses the mode argument. 


For more information about situations when there are no file descriptors available, see the 
manual entry for iosInit(). 


A file descriptor number, or ERROR if a file name is not specified, the device does not 
exist, no file descriptors are available, or the driver returns ERROR. 


ELOOP 


ioLib, creat() 
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2. Subroutines 
operator delete( ) 


opendir( ) 


opendir() — open a directory for searching (POSIX) 


DIR *opendir 
( 


char * dirName /* name of directory to open */ 


) 


This routine opens the directory named by dirName and allocates a directory descriptor 
(DIR) for it. A pointer to the DIR structure is returned. The return of a NULL pointer 
indicates an error. 


After the directory is opened, readdir() is used to extract individual directory entries. 
Finally, closedir() is used to close the directory. 


For remote file systems mounted over netDrv, opendir() fails, because the netDrv 
implementation strategy does not provide a way to distinguish directories from plain 
files. To permit use of opendir() on remote files, use NFS rather than netDrv. 


A pointer to a directory descriptor, or NULL if there is an error. 


dirLib, closedir( ), readdir(), rewinddir(), Is() 


operator delete( ) 


operator delete() — default run-time support for memory deallocation (C++) 


extern void operator delete 


( 


void * pMem /* pointer to dynamically-allocated object */ 


) 


This function provides the default implementation of operator delete. It returns the 


memory, previously allocated by operator new, to the VxWorks system memory partition. 


N/A 


cplusLib 
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operator new() 


operator new( ) — default run-time support for operator new (C++) 


extern void * operator new 
( 
size_t n /* size of object to allocate */ 
) throw (std: :bad_alloc) 


This function provides the default implementation of operator new. It allocates memory 
from the system memory partition for the requested object. The value, when evaluated, is 
a pointer of the type pointer-to-T where T is the type of the new object. 


If allocation fails a new-handler, if one is defined, is called. If the new-handler returns, 
presumably after attempting to recover from the memory allocation failure, allocation is 
retried. If there is no new-handler an exception of type "bad_alloc" is thrown. 


Pointer to new object. 
std::bad_alloc if allocation failed. 


cplusLib 


operator new() 


operator new() — default run-time support for operator new (nothrow) (C++) 


extern void * operator new 
( 
size_t n, /* size of object to allocate */ 
const nothrow_t & /* supply argument of "nothrow" here */ 
) throw () 


This function provides the default implementation of operator new (nothrow). It allocates 
memory from the system memory partition for the requested object. The value, when 
evaluated, is a pointer of the type pointer-to-T where T is the type of the new object. 


If allocation fails, a new-handler, if one is defined, is called. If the new-handler returns, 
presumably after attempting to recover from the memory allocation failure, allocation is 
retried. If the new_handler throws a bad_alloc exception, the exception is caught and 0 is 
returned. If allocation fails and there is no new_handler 0 is returned. 
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ospfExtRouteAdd ) 


Pointer to new object or 0 if allocation fails. 
new 


cplusLib 


operator new() 


operator new( ) — run-time support for operator new with placement (C++) 


extern void * operator new 
( 
size_t n, /* size of object to allocate (unused) */ 
void * pMem /* pointer to allocated memory */ 


) 
This function provides the default implementation of the global new operator, with 
support for the placement syntax. New-with-placement is used to initialize objects for 
which memory has already been allocated. pMem points to the previously allocated 
memory. memory. 
pMem 


new 


cplusLib 


ospfExtRouteAdd( ) 


ospfExtRouteAdd( ) — import external route into OSPF domain (OSPF Opt.) 


STATUS ospfExtRouteAdd 
( 


uint32_t destIp, /* destination IP address */ 

uint32_t destMask, /* destination mask */ 

uint32_t nextHopIp, /* IP address of next hop */ 

int cost, /* cost to advertise in domain */ 

int extRouteType, /* 1 = external typel, 2 = external type2 */ 
int tos /* type of service */ 
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ospfExtRouteDelete( ) 


This function is used to import an external route into the OSPF domain The destination 
address and mask are destIp and destMask respectively while nextHoplp is the IP address of 
the next hop. The cost to advertise in the OSPF domain is cost and route type is routeT ype, 
which can have the value 1 or 2 for type 1 and type 2 routes respectively. All IP addresses 
and masks in this call are in network byte order. 


OK or ERROR. 


ospfLib 


ospfExtRouteDelete( ) 


ospfExtRouteDelete( ) — delete external route imported into OSPF (OSPF Opt.) 


STATUS ospfExtRouteDelete 
( 


uint32_t destIp, /* destination IP address */ 

uint32_t destMask, /* destination mask */ 

int extRouteType, /* 1 = external typel, 2 = external type2 */ 
int tos /* type of service */ 


) 


This function is used to delete an external route imported into the OSPF domain. The 
destination address and mask are destIp and destMask respectively. The route type is 
extRouteType which may have the value 1 or 2 for type 1 and type 2 routes, respectively. 
All IP addresses and masks in this call are in network byte order. 


OK or ERROR. 


ospfLib 


ospfInit() 


ospfInit() — function to initialize OSPF routing (OSPF Opt.) 


STATUS ospfInit 


int priority, /* task priority */ 
int options, /* task options */ 
int stackSize, /* task stack size */ 
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2. Subroutines 
ospfNbmaDstAdd ) 


int routerId, /* routerId, host byte order */ 
FUNCPTR pAuthHook /* ospf authentication hook */ 
) 


This function initializes the OSPF facilities. This includes creating OSPF tasks, which are 
created with a priority of priority, options set to options, a stack size of stackSize, and an 
OSPF router ID of routerid. If routerld is 0, the IP address of one of the interfaces is used as 
the router ID. The pAuthHook parameter expects a pointer to a user-provided 
authentication routine. For every received packet, the authentication function: 


(*ospfAuthHook) (pIfkey, pPktKey, ipAddr) 


The plfkey parameter is a pointer to the authorization key associated with the interface. 
The pPktKey parameter is a pointer to the key in the received packet. The ipAddr is the IP 
address in network byte order of the interface on which the packet was received. To set 
the interface authorization key, call m2OspfIfEntrySet(). The ospfAuthHook() routine 
returns TRUE if the packet is acceptable. Otherwise, it returns FALSE. 


After this function has returned, you can use the m2Ospf*Set() configuration routines to 
alter the settings. 


OK or ERROR. 


ospfLib 


ospfNbmaDstAdd( ) 


ospfNbmaDstAdd() —- add NBMA destination 


STATUS ospfNbmaDstAdd 
( 
uint32_t ipAddress, /* neighbor IP address, network order */ 
uint32_t ifIpAddress, /* local interface IP address, network order */ 
BOOL eligible /* TRUE if neighbor is eligible to be DR */ 
) 


On a non-broadcast multiple access network, a router capable of becoming designated 
router must be made aware of the IP addresses of all other routers on the network. The 
neighbor router is specified by its IP address ipAddress, the local interface IP address is 
iflpAddress and eligible specifies if the neighbor is capable of acting as a designated router. 


OK or ERROR. 


ospfLib 
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ospfNbmaDstDelete( ) 


ospfNbmaDstDelete( ) 


ospfNbmaDstDelete( ) — delete NBMA destination 


STATUS ospfNbmaDstDelete 
( 
uint32_t ipAddress, /* neighbor IP address, network order */ 
uint32_t ifIpAddress /* local interface IP address, network order */ 


) 
Delete neighbor on a NBMA network, previously created with ospfNbmaDstAdd(). The 
neighbor is specified by its IP address ipAddress and the local interface IP address is 
iflpAddress. 
OK or ERROR. 


ospfLib 


ospfTerminate( ) 


ospfTerminate( ) — free OSPF resources and delete OSPF tasks 

void ospfTerminate () 

This function frees all the resources used by OSPF. This includes deleting the two 
VxWorks tasks used to manage OSPF. You are free to restart OSPF after this function has 
returned. 


N/A 


ospfLib 
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2. Subroutines 
passFslnit() 


passFsDevInit( ) 


passFsDevInit( ) — associate a device with passFs file system functions 


void *passFsDevinit 


( 


char * devName /* device name */ 

) 
This routine associates the name devName with the file system and installs it in the I/O 
System’s device table. The driver number used when the device is added to the table is 
that which was assigned to the passFs library during passFsInit(). 


A pointer to the volume descriptor, or NULL if there is an error. 


passFsLib 


passFsInit() 


passFsInit() — prepare to use the passFs library 


STATUS passFsInit 


( 
int nPassfs /* number of pass-through file systems */ 


) 
This routine initializes the passFs library. It must be called exactly once, before any other 
routines in the library. The argument specifies the number of passFs devices that may be 


open at once. This routine installs passFsLib as a driver in the I/O system driver table, 
allocates and sets up the necessary memory structures, and initializes semaphores. 


Normally this routine is called from the root task, usrRoot(), in usrConfig(). This 
initialization is enabled when the configuration macro INCLUDE_PASSFS is defined. 


Maximum number of pass-through file systems is 1. 
OK, or ERROR. 


passFsLib 
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pause() 


pause() — suspend the task until delivery of a signal (POSIX) 
int pause (void) 
This routine suspends the task until delivery of a signal. 


Since the pause() function suspends thread execution indefinitely, there is no successful 
completion return value. 


-1, always. 
EINTR 


sigLib 


pe() 


pe() — return the contents of the program counter 
int pe 

( 

int task /* task ID */ 

) 


This command extracts the contents of the program counter for a specified task from the 
task’s TCB. If task is omitted or 0, the current task is used. 


The contents of the program counter. 


usrLib, ti(), VxWorks Programmer's Guide: Target Shell 
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pecardAtaEnabler( ) 


2. Subroutines 
pecardEltEnabler( ) 


pecardAtaEnabler( ) — enable the PCMCIA-ATA device 


STATUS pccardAtaEnabler 
( 


int sock, 
ATA_RESOURCE * pAtaResource, 
int numEnt, 
FUNCPTR showRtn 


) 


socket no. */ 

pointer to ATA resources */ 
number of ATA resource entries */ 
ATA show routine */ 


This routine enables the PCMCIA-ATA device. 


OK, ERROR_FIND if there is no ATA card, or ERROR if another error occurs. 


pecardLib 


pecardEltEnabler( ) 


pecardEltEnabler() - enable the PCMCIA Etherlink III card 


STATUS pccardE1tEnabler 
( 


int sock, 
ELT_RESOURCE * pEltResource, 
int numEnt, 
FUNCPTR showRtn 


) 


socket no. */ 

pointer to ELT resources */ 
number of ELT resource entries */ 
show routine */ 


This routine enables the PCMCIA Etherlink HI (ELT) card. 


OK, ERROR_FIND if there is no ELT card, or ERROR if another error occurs. 


pecardLib 
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pecardMkfs() 


pecardMkfs( ) — initialize a device and mount a DOS file system 
STATUS pccardMkfs 

( 

int sock, /* socket number */ 


char * pName /* name of a device */ 


) 
This routine initializes a device and mounts a DOS file system. 
OK or ERROR. 


pecardLib 


pecardMount( ) 


pecardMount( ) - mount a DOS file system 
STATUS pccardMount 
( 
int sock, /* socket number */ 
char * pName /* name of a device */ 
) 
This routine mounts a DOS file system. 


OK or ERROR. 


pecardLib 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
pecardTffsEnabler( ) 


pecardSramEnabler( ) 


pecardSramEnabler( ) — enable the PCMCIA-SRAM driver 


STATUS pccardSramEnabler 
( 


int sock, /* socket no. */ 

SRAM_RESOURCE * pSramResource, /* pointer to SRAM resources */ 

int numEnt, /* number of SRAM resource entries */ 
FUNCPTR showRtn /* SRAM show routine */ 


) 
This routine enables the PCMCIA-SRAM driver. 


OK, ERROR_FIND if there is no SRAM card, or ERROR if another error occurs. 


pecardLib 


pecardTffsEnabler( ) 


pecardTffsEnabler( ) — enable the PCMCIA-TFFS driver 


STATUS pccardTffsEnabler 
( 


int sock, /* socket no. */ 

TFFS_RESOURCE * pTffsResource, /* pointer to TFFS resources */ 

int numEnt, /* number of SRAM resource entries */ 
FUNCPTR showRtn /* TFFS show routine */ 


) 
This routine enables the PCMCIA-TFFS driver. 


OK, ERROR_FIND if there is no TFFS(Flash) card, or ERROR if another error occurs. 


pecardLib 
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pcicinit() 


peicInit() 


pcicInit() — initialize the PCIC chip 


STATUS pcicInit 


int ioBase, /* IO base address */ 
int intVec, /* interrupt vector */ 
int intLevel, /* interrupt level */ 


FUNCPTR showRtn /* show routine */ 
) 


This routine initializes the PCIC chip. 
OK, or ERROR if the PCIC chip cannot be found. 


peic 


pcicShow() 


pcicShow( ) — show all configurations of the PCIC chip 


void pcicShow 


( 


int sock /* socket no. */ 


) 


This routine shows all configurations of the PCIC chip. 


N/A 


pcicShow 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
pemciaShow( ) 


pemciad( ) 


pemciad() — handle task-level PCMCIA events 

void pemciad (void) 

This routine is spawned as a task by pemciaInit() to perform functions that cannot be 
performed at interrupt or trap level. It has a priority of 0. Do not suspend, delete, or 
change the priority of this task. 


N/A 


pemciaLib, pemciaInit() 


pemciaInit( ) 


pemciaInit( ) — initialize the PCMCIA event-handling package 

STATUS pemciaInit (void) 

This routine installs the PCMCIA event-handling facilities and spawns pemciad(), which 
performs special PCMCIA event-handling functions that need to be done at task level. It 
also creates the message queue used to communicate with pemciad(). 


OK, or ERROR if a message queue cannot be created or pemciad() cannot be spawned. 


pemciaLib, pemciad() 


pemciaShow( ) 


pemciaShow() — show all configurations of the PCMCIA chip 


void pcemciaShow 


( 


int sock /* socket no. */ 


) 
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pemciaShowlnit( ) 


This routine shows all configurations of the PCMCIA chip. 
N/A 


pemciaShow 


pemciaShowInit( ) 


pemciaShowInit( ) — initialize all show routines for PCMCIA drivers 
void pemciaShowInit (void) 

This routine initializes all show routines related to PCMCIA drivers. 
N/A 


pemciaShow 


pew() 


pcew() — return the contents of the pew register (i960) 
int pew 
( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the pew register from the TCB of a specified task. If 
taskId is omitted or 0, the current default task is assumed. 


The contents of the pew register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


2-556 


2. Subroutines 


pentiumBts( ) 
pentiumBtc( ) 

NAME pentiumBtc( ) — execute atomic compare-and-exchange instruction to clear a bit 
SYNOPSIS STATUS pentiumBtc 

( 

) 

char * pFlag; /* flag address */ 

DESCRIPTION This routine compares a byte specified by the first parameter with TRUE. If it is TRUE, it 


changes it to 0 and returns OK. If it is not TRUE, it returns ERROR. LOCK and 
CMPXCHGB are used to get the atomic memory access. 


RETURNS OK or ERROR if the specified flag is not TRUE 


SEE ALSO pentiumALib 


pentiumBts( ) 


NAME pentiumBts( ) — execute atomic compare-and-exchange instruction to set a bit 
SYNOPSIS STATUS pentiumBts 
( 
) 
char * pFlag; /* flag address */ 
DESCRIPTION This routine compares a byte specified by the first parameter with 0. If it is 0, it changes it 
to TRUE and returns OK. If it is not 0, it returns ERROR. LOCK and CMPXCHGB are 
used to get the atomic memory access. 


RETURNS OK or ERROR if the specified flag is not zero 


SEE ALSO pentiumALib 
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pentiumCr4Get( ) 


pentiumCr4Get( ) 


NAME pentiumCr4Get() — Get a content of CR4 register 
SYNOPSIS int pentiumCr4Get (void) 

DESCRIPTION This routine gets a content of CR4 register. 
RETURNS a content of CR4 register 

SEE ALSO pentiumALib 


pentiumCr4Set( ) 


NAME pentiumCr4Set() — Set a specified value to CR4 register 


SYNOPSIS void pentiumCr4Set 
( 
) 


int cr4; /* value to write CR4 register */ 


DESCRIPTION This routine sets a specified value to CR4 register. 
RETURNS N/A 
SEE ALSO pentiumALib 


pentiumMcaShow( ) 


NAME pentiumMcaShow() - show MCA (Machine Check Architecture) registers 
SYNOPSIS void pentiumMcaShow (void) 
DESCRIPTION This routine shows Machine-Check global control registers and Error-Reporting register 


banks. Number of the Error-Reporting register banks is kept in a variable mcaBanks. 
MCi_ADDR and MCi_MISC registers in the Error-Reporting register bank are showed if 
MCi_STATUS indicates that these registers are valid. 
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SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
pentiumMsrSet( ) 


N/A 


pentiumShow 


pentiumMsrGet( ) 


pentiumMsrGet( ) — get a content of the specified MSR (Model Specific Register) 


void pentiumMsrGet 
( 
) 
int addr; /* MSR address */ 
long long int * pData; /* MSR data */ 


This routine gets a content of the specified MSR. The first parameter is an address of the 
MSR. The second parameter is a pointer of 64Bit variable. 


N/A 


pentiumALib 


pentiumMsrSet( ) 


pentiumMsrSet( ) — set a value to the specified MSR (Model Specific Registers) 


void pentiumMsrSet 
( 
) 
int addr; /* MSR address */ 
long long int * pData; /* MSR data */ 


This routine sets a value to a specified MSR. The first parameter is an address of the MSR. 


The second parameter is a pointer of 64Bit variable. 
N/A 


pentiumALib 
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VxWorks Reference Manual, 5.4 
pentiumMirrDisable( ) 


pentiumMtrrDisable() 


pentiumMtrrDisable( ) — disable MTRR (Memory Type Range Register) 
void pentiumMtrrDisable (void) 


This routine disables the MTRR that provide a mechanism for associating the memory 
types with physical address ranges in system memory. 


N/A 


pentiumLib 


pentiumMtrrEnable( ) 


pentiumMtrrEnable() — enable MTRR (Memory Type Range Register) 
void pentiumMtrrEnable (void) 


This routine enables the MTRR that provide a mechanism for associating the memory 
types with physical address ranges in system memory. 


N/A 


pentiumLib 


pentiumMtrrGet( ) 


pentiumMtrrGet() — get MTRRs to a specified MTRR table 


STATUS pentiumMtrrGet 


( 
MTRR * pMtrr /* MTRR table */ 


) 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


2. Subroutines 
pentiumPmcGet( ) 


This routine gets MTRRs to a specified MTRR table with RDMSR instruction. The read 
MTRRs are CAP register, DEFTYPE register, fixed range MTRRs, and variable range 
MTRRs. 

OK, or ERROR if MTRR is being accessed. 


pentiumLib 


pentiumMtrrSet() 


pentiumMtrrSet() — set MTRRs from specified MTRR table with WRMSR instruction. 
STATUS pentiumMtrrSet 

( 

MTRR * pMtrr /* MTRR table */ 

) 


This routine sets MTRRs from specified MTRR table with WRMSR instruction. The 
written MTRRs are DEFTYPE register, fixed range MTRRs, and variable range MTRRs. 


OK, or ERROR if MTRR is enabled or being accessed. 


pentiumLib 


pentiumPmcGet( ) 


pentiumPmcGet( ) — get contents of PMCO and PMC1 


void pentiumPmcGet 

( 

) 
long long int * pPmc0; /* Performance Monitoring Counter 0 */ 
long long int * pPmcl; /* Performance Monitoring Counter 1 */ 


This routine gets contents of both PMCO (Performance Monitoring Counter 0) and PMC1. 
The first parameter is a pointer of 64Bit variable to store the content of the Counter 0, and 


the second parameter is for the Counter 1. 


N/A 
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pentiumPmcGet0( ) 


pentiumALib 


pentiumPmcGet0( ) 


pentiumPmcGet0() — get a content of PMCO 


void pentiumPmcGet0 
( 
) 


long long int * pPmc0O; /* Performance Monitoring Counter 0 */ 


This routine gets a content of PMCO (Performance Monitoring Counter 0). Parameter is a 
pointer of 64Bit variable to store the content of the Counter. 


N/A 


pentiumALib 


pentiumPmcGet1() 


pentiumPmcGet1() — get a content of PMC1 
void pentiumPmcGet1 

( 

) 


long long int * pPmcl; /* Performance Monitoring Counter 1 */ 


This routine gets a content of PMC1 (Performance Monitoring Counter 1). Parameter is a 
pointer of 64Bit variable to store the content of the Counter. 


N/A 


pentiumALib 
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DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
pentiumPmcReset1/() 


pentiumPmcReset( ) 


pentiumPmcReset( ) — reset both PMCO and PMC1 


void pentiumPmcReset (void) 


This routine resets both PMCO (Performance Monitoring Counter 0) and PMC1. 


N/A 


pentiumALib 


pentiumPmcReset0( ) 


pentiumPmcReset0() — reset PMCO 

void pentiumPmcReset0 (void) 

This routine resets PMCO (Performance Monitoring Counter 0). 
N/A 


pentiumALib 


pentiumPmcReset1() 


pentiumPmcReset1() — reset PMC1 

void pentiumPmcReset1 (void) 

This routine resets PMC1 (Performance Monitoring Counter 1). 
N/A 


pentiumALib 
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pentiumPmcShow( ) 


pentiumPmcShow( ) 


pentiumPmcShow() — show PMCs (Performance Monitoring Counters) 


void pentiumPmcShow 


( 
BOOL zap /* 1: reset PMCO and PMC1 */ 


) 
This routine shows Performance Monitoring Counter 0 and 1. Monitored events are 
selected by Performance Event Select Registers in in pentiumPmcStart (). These counters 
are cleared to 0 if the parameter "zap" is TRUE. 
N/A 


pentiumShow 


pentiumPmcStart() 


pentiumPmcStart() — start both PMCO and PMC1 


STATUS pentiumPmcStart 

( 

) 
int pmcEvtSel0; /* Performance Event Select Register 0 */ 
int pmcEvtSell; /* Performance Event Select Register 1 */ 


This routine starts both PMCO (Performance Monitoring Counter 0) and PMC1 by writing 
specified events to Performance Event Select Registers. The first parameter is a content of 
Performance Event Select Register 0, and the second parameter is for the Performance 
Event Select Register 1. 

OK or ERROR if PMC is already started 


pentiumALib 
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2. Subroutines 
pentiumSerialize( ) 


pentiumPmcStop( ) 


pentiumPmcStop() — stop both PMCO and PMC1 
void pentiumPmcStop (void) 


This routine stops both PMCO (Performance Monitoring Counter 0) and PMC1 by clearing 
two Performance Event Select Registers. 


N/A 


pentiumALib 


pentiumPmcStop1( ) 


pentiumPmcStop1() — stop PMC1 

void pentiumPmcStopl1 (void) 

This routine stops only PMC1 (Performance Monitoring Counter 1) by clearing the 
Performance Event Select Register 1. Note, clearing the Performance Event Select Register 
0 stops both counters, PMCO and PMC1. 

N/A 


pentiumALib 


pentiumSerialize( ) 


pentiumSerialize() — execute a serializing instruction CPUID 

void pentiumSerialize (void) 

This routine executes a serializing instruction CPUID. Serialization means that all 
modifications to flags, registers, and memory by previous instructions are completed 


before the next instruction is fetched and executed and all buffered writes have drained to 
memory. 
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pentiumTIbFlush( ) 


N/A 


pentiumALib 


pentiumTIbFlush( ) 


pentiumTIbFlush() — flush TLBs (Translation Lookaside Buffers) 
void pentiumTlbFlush (void) 


This routine flushes TLBs by loading CR3 register. All of the TLBs are automatically 
invalidated any time the CR3 register loaded. The page global enable (PGE) flag in 
register CR4 and the global flag in a page-directory or page-table entry can be used to 
frequently used pages from being automatically invalidated in the TLBs on a load of CR3 
register. The only way to deterministically invalidate global page entries is to clear the 
PGE flag and then invalidate the TLBs. 


N/A 


pentiumALib 


pentiumTscGet32( ) 


pentiumTscGet32( ) — get a lower half of the 64Bit TSC (Timestamp Counter) 

UINT32 pentiumTscGet32 (void) 

This routine gets a lower half of the 64Bit TSC by RDTSC instruction. RDTSC instruction 
saves the lower 32Bit in EAX register, so this routine simply returns after executing 
RDTSC instruction. 


Lower half of the 64Bit TSC (Timestamp Counter) 


pentiumALib 
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2. Subroutines 
period) 


pentiumTscGet64( ) 


pentiumTscGet64( ) — get 64Bit TSC (Timestamp Counter) 


void pentiumTscGet 64 
( 


) 
long long int * pTsc; /* Timestamp Counter */ 


This routine gets 64Bit TSC by RDTSC instruction. Parameter is a pointer of 64Bit variable 
to store the content of the Counter. 


N/A 


pentiumALib 


pentiumTscReset( ) 


pentiumTscReset( ) — reset the TSC (Timestamp Counter) 

void pentiumTscReset (void) 

This routine resets the TSC by writing zero to the TSC with WRMSR instruction. 
N/A 


pentiumALib 


period() 


period() — spawn a task to call a function periodically 


int period 


( 


int secs, /* period in seconds */ 
FUNCPTR func, /* function to call repeatedly */ 
int argl, /* first of eight args to pass to func */ 
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VxWorks Reference Manual, 5.4 


periodRun() 
int arg2, 
int arg3, 
int arg4, 
int arg5, 
int arg6, 
int arg7, 
int arg8 


This command spawns a task that repeatedly calls a specified function, with up to eight of 
its arguments, delaying the specified number of seconds between calls. 


For example, to have i() display task information every 5 seconds, just type: 


-> period 5, i 


The task is spawned using the sp() routine. See the description of sp() for details about 
priority, options, stack size, and task ID. 


A task ID, or ERROR if the task cannot be spawned. 


usrLib, periodRun(), sp(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


periodRun() 


periodRun() - call a function periodically 


void periodRun 


( 


int secs, /* no. of seconds to delay between calls */ 
FUNCPTR func, /* function to call repeatedly */ 

int argl, /* first of eight args to pass to func */ 
int arg2, 

int arg3, 

int arg4, 

int arg5, 

int arg6, 

int arg7, 

int arg8 
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NAME 


SYNOPSIS 


2. Subroutines 
Pfp() 


This command repeatedly calls a specified function, with up to eight of its arguments, 
delaying the specified number of seconds between calls. 


Normally, this routine is called only by period(), which spawns it as a task. 
N/A 


usrLib, period(), VxWorks Programmer's Guide: Target Shell 


perror() 


perror() — map an error number in errno to an error message (ANSI) 


void perror 
( 
const char * __s /* error string */ 


) 


This routine maps the error number in the integer expression errno to an error message. 
It writes a sequence of characters to the standard error stream as follows: first (if <__s< is 
not a null pointer and the character pointed to by <__s< is not the null character), the 
string pointed to by <__s< followed by a colon (:) and a space; then an appropriate error 
message string followed by a new-line character. The contents of the error message 
strings are the same as those returned by strerror() with the argument errno. 


stdio.h 
N/A 


ansiStdio, strerror() 


pfpO 


pfp() - return the contents of register pfp (i960) 


int pfp 
( 
int taskId /* task ID, 0 means default task */ 
) 
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ping() 


This command extracts the contents of register pfp, the previous frame pointer, from the 
TCB of a specified task. If taskId is omitted or 0, the current default task is assumed. 


The contents of the pfp register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


ping() 
ping() — test that a remote host is reachable 


STATUS ping 
( 


char * host, /* host to ping */ 
int numPackets, /* number of packets to receive */ 
ulong_t options /* option flags */ 


) 


This routine tests that a remote host is reachable by sending ICMP echo request packets, 
and waiting for replies. It may called from the VxWorks shell as follows: 


-> ping "remoteSystem", 1, 0 


where remoteSystem is either a host name that has been previously added to the remote 
host table by a call to hostAdd(), or an Internet address in dot notation (for example, 
"90.0.0.2"). 


The second parameter, numPackets, specifies the number of ICMP packets to receive from 
the remote host. If numPackets is 1, this routine waits for a single echo reply packet, and 
then prints a short message indicating whether the remote host is reachable. For all other 
values of numPackets, timing and sequence information is printed as echoed packets are 
received. If numPackets is 0, this routine runs continuously. 


If no replies are received within a 5-second timeout period, the routine exits. An ERROR 
status is returned if no echo replies are received from the remote host. 


The following flags may be given through the options parameter: 


PING_OPT_SILENT 
Suppress output. This option is useful for applications that use ping() 
programmatically to examine the return status. 


PING_OPT_DONTROUTE 
Do not route packets past the local network. 
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2. Subroutines 
pipeDevCreate( ) 


The following global variables can be set from the target shell or Windsh to configure the 
ping() parameters: 


_pingTxLen 
Size of the ICMP echo packet (default 64). 


_pingTxInterval 
Packet interval in seconds (default 1 second). 


_pingTxTmo 
Packet timeout in seconds (default 5 seconds). 


OK, or ERROR if the remote host is not reachable. 
EINVAL, S_pingLib_NOT_INITIALIZED, S_pingLib_TIMEOUT 


pingLib 


pingLibInit() 


pingLibInit() — initialize the ping() utility 

STATUS pingLibInit (void) 

This routine allocates resources used by the ping() utility. It must be called before ping() 
is used. It is called automatically when the configuration macro INCLUDE_PING is 
defined. 

OK, or ERROR if the ping() utility could not be initialized. 


pingLib 


pipeDevCreate( ) 


pipeDevCreate() — create a pipe device 


STATUS pipeDevCreate 
( 


char * name, /* name of pipe to be created */ 
int nMessages, /* max. number of messages in pipe */ 
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pipeDrv() 
int nBytes /* size of each message */ 
) 
DESCRIPTION This routine creates a pipe device. It allocates memory for the necessary structures and 


initializes the device. The pipe device will have a maximum of nMessages messages of up 
to nBytes each in the pipe at once. When the pipe is full, a task attempting to write to the 
pipe will be suspended until a message has been read. Messages are lost if written to a full 
pipe at interrupt level. 


RETURNS OK, or ERROR if the call fails. 


SEE ALSO pipeDrv 


pipeDrv( ) 


NAME pipeDrv() - initialize the pipe driver 
SYNOPSIS STATUS pipeDrv (void) 
DESCRIPTION This routine initializes and installs the driver. It must be called before any pipes are 


created. It is called automatically by the root task, usrRoot(), in usrConfig.c when the 
configuration macro INCLUDE_PIPES is defined. 


RETURNS OK, or ERROR if the driver installation fails. 


SEE ALSO pipeDrv 


pow() 


NAME pow() — compute the value of a number raised to a specified power (ANSI) 


SYNOPSIS double pow 
( 
double x, /* operand */ 
double y /* exponent */ 
) 


DESCRIPTION This routine returns x to the power of y in double precision (IEEE double, 53 bits). 
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2. Subroutines 
powf() 


A domain error occurs if x is negative and y is not an integral value. A domain error 


occurs if the result cannot be represented when x is zero and y is less than or equal to zero. 


A range error may occur. 


math.h 


The double-precision value of x to the power of y. 


Special cases: 

(anything) ** 0 

(anything) ** 1 

(anything) ** NaN 

NaN ** (anything except 0) 
+-(anything> 1) ** +INF 
+-(anything> 1) ** -INF 
+-(anything \< 1) ** +INF 
+-(anything \< 1) ** -INF 
+-1 ** +-INF 
+0 ** +(anything non-0, NaN) 
-0 ** +(anything non-0, NaN, odd int) 
+0 ** -(anything non-0, NaN) 
-0 ** -(anything non-0, NaN, odd int) 
-0 ** (odd integer) 
+INF ** +(anything except 0, NaN) 
+INF ** -(anything except 0, NaN) 
-INF ** (odd integer) 
-INF ** (even integer) 
-INF ** -(any non-integer, NaN) 
-(x=anything) ** (k=integer) 
-(anything except 0) ** (non-integer) 


ansiMath, mathALib 


pouf() 


1 

itself 

NaN 

NaN 

+INF 

+0 

+0 

+INF 

NaN, signal INVALID 
+0 

+0 

+INF, signal DIV-BY-ZERO 
+INF with signal 

-(+0 ** (odd integer)) 
+INF 

+0 

-(+INF ** (odd integer)) 
(+INF ** (even integer)) 
NaN with signal 
(-1)**k * (x ** k) 

NaN with signal 


powf() —- compute the value of a number raised to a specified power (ANSI) 


float powf 


( 
float x, /* operand */ 
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ppc403DevIinit( ) 


float y /* exponent */ 
) 


This routine returns the value of x to the power of y in single precision. 
math.h 
The single-precision value of x to the power of y. 


mathALib 


ppc403DevInit() 


ppc403DevInit( ) — initialize the serial port unit 
void ppc403DevInit 
( 
PPC403_CHAN * pChan 
) 
The BSP must already have initialized all the device addresses in the PPC403_CHAN 
structure. This routine initializes some SIO_CHAN function pointers and then resets the 


chip in a quiescent state. 


ppc403Sio 


ppc403DummyCallback( ) 


ppc403DummyCallback( ) — dummy callback routine 
STATUS ppc403DummyCallback (void) 
ERROR (always). 


ppc403Sio 
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2. Subroutines 
ppc403intRd() 


ppc403IntEx( ) 


ppc403IntEx() — handle error interrupts 


void ppc403IntEx 
( 
PPC403_CHAN * pChan 
) 


This routine handles miscellaneous interrupts on the seial communication controller. 


N/A 


ppc403Sio 


ppc403IntRd( ) 


ppc403IntRd() — handle a receiver interrupt 
void ppc403IntRd 
( 
PPC403_CHAN * pChan 
) 
This routine handles read interrupts from the serial commonication controller. 


N/A 


ppc403Sio 
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ppc403IntWr( ) 


NAME ppc403IntWr() - handle a transmitter interrupt 


SYNOPSIS void ppc403IntWr 
( 
PPC403_CHAN * pChan 
) 


DESCRIPTION This routine handles write interrupts from the serial communication controller. 
RETURNS N/A 
SEE ALSO ppc403Sio 


ppc860DevInit( ) 


NAME ppc860DevInit( ) — initialize the SMC 
SYNOPSIS void ppc860DeviInit 

( 

PPC860SMC_CHAN * pChan 

) 


DESCRIPTION This routine is called to initialize the chip to a quiescent state. Note that the smcNum field 
of PPC860SMC_CHAN must be either 1 or 2. 


SEE ALSO ppc860Sio 


ppc860Int( ) 


NAME ppc860Int() — handle an SMC interrupt 


SYNOPSIS void ppc860Int 
( 
PPC860SMC_CHAN * pChan 
) 
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RETURNS 


SEE ALSO 
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SYNOPSIS 


DESCRIPTION 


2. Subroutines 
pppHookAdd ) 


This routine is called to handle SMC interrupts. 


ppc860Sio 


pppDelete( ) 


pppDelete() - delete a PPP network interface 


void pppDelete 
( 


int unit /* PPP interface unit number to delete */ 


) 


This routine deletes the Point-to-Point Protocol (PPP) network interface specified by the 
unit number unit. 


A Link Control Protocol (LCP) terminate request packet is sent to notify the peer of the 
impending PPP link shut-down. The associated serial interface (tty) is then detached from 
the PPP driver, and the PPP interface is deleted from the list of network interfaces. 
Finally, all resources associated with the PPP link are returned to the VxWorks system. 
N/A 


pppLib 


pppHookAdd( ) 


pppHookAdd( ) - add a hook routine on a unit basis 


STATUS pppHookAdd 
( 


int unit, /* unit number */ 
FUNCPTR hookRtn, /* hook routine */ 
int hookType /* hook type connect/disconnect */ 


) 


This routine adds a hook to the Point-to-Point Protocol (PPP) channel. The parameters to 
this routine specify the unit number (unit) of the PPP interface, the hook routine (hookRtn), 
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and the type of hook specifying either a connect hook or a disconnect hook (hookType). The 
following hook types can be specified for the hookType parameter: 


PPP_HOOK_CONNECT 
Specify a connect hook. 


PPP_HOOK_DISCONNECT 
Specify a disconnect hook. 


OK, or ERROR if the hook cannot be added to the unit. 


pppHookLib, pppHookDelete( ) 


pppHookDelete( ) 


pppHookDelete( ) — delete a hook routine on a unit basis 


STATUS pppHookDelete 
( 
int unit, /* unit number */ 
int hookType /* hook type connect/disconnect */ 
) 


This routine deletes a hook added previously to the Point-to-Point Protocol (PPP) channel. 
The parameters to this routine specify the unit number (unit) of the PPP interface and the 
type of hook specifying either a connect hook or a disconnect hook (hookT ype). The 
following hook types can be specified for the hookType parameter: 


PPP_HOOK_CONNECT 
Specify a connect hook. 


PPP_HOOK_DISCONNECT 
Specify a disconnect hook. 


OK, or ERROR if the hook cannot be deleted for the unit. 


pppHookLib, pppHookAdd() 
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pppInfoShow( ) 
pppInfoGet() 
pppinfoGet() — get PPP link status information 
STATUS pppInfoGet 
( 
int unit, /* PPP interface unit number to examine */ 


PPP_INFO * pInfo /* PPP_INFO structure to be filled */ 
) 


This routine gets status information pertaining to the specified Point-to-Point Protocol 
(PPP) link, regardless of the link state. State and option information is gathered for the 
Link Control Protocol (LCP), Internet Protocol Control Protocol (IPCP), Password 
Authentication Protocol (PAP), and Challenge-Handshake Authentication Protocol 
(CHAP). 


The PPP link information is returned through a PPP_INFO structure, which is defined in 
h/netinet/ppp/pppShow.h. 


OK, or ERROR if unit is an invalid PPP unit number. 


pppShow, pppLib 


pppInfoShow( ) 


pppinfoShow() — display PPP link status information 

void pppInfoShow (void) 

This routine displays status information pertaining to each initialized Point-to-Point 
Protocol (PPP) link, regardless of the link state. State and option information is gathered 
for the Link Control Protocol (LCP), Internet Protocol Control Protocol (IPCP), Password 
Authentication Protocol (PAP), and Challenge-Handshake Authentication Protocol 
(CHAP). 

N/A 


pppShow, pppLib 
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ppplnit() 


NAME ppplnit() — initialize a PPP network interface 

SYNOPSIS int pppInit 
( 
int unit, /* PPP interface unit number to initialize */ 
char * devname, /* name of the tty device to be used */ 
char * local_addr, /* local IP address of the PPP interface */ 
char * remote_addr, /* remote peer IP address of the PPP link */ 
int baud, /* baud rate of tty; NULL = default */ 
PPP_OPTIONS * pOptions, /* PPP options structure pointer */ 
char * fOptions /* PPP options file name */ 
) 

DESCRIPTION This routine initializes a Point-to-Point Protocol (PPP) network interface. The parameters 


to this routine specify the unit number (unit) of the PPP interface, the name of the serial 
interface (tty) device (deuname), the IP addresses of the local and remote ends of the link, 
the interface baud rate, an optional configuration options structure pointer, and an 
optional configuration options file name. 


IP ADDRESSES The local_addr and remote_addr parameters specify the IP addresses of the local and remote 
ends of the PPP link, respectively. If local_addr is NULL, the local IP address will be 
negotiated with the remote peer. If the remote peer does not assign a local IP address, it 
will default to the address associated with the local target’s machine name. If remote_addr 
is NULL, the remote peer’s IP address will obtained from the remote peer. A routing 
table entry to the remote peer will be automatically added once the PPP link is 
established. 


CONFIGURATION OPTIONS STRUCTURE 


The optional parameter pOptions specifies configuration options for the PPP link. If 
NULL, this parameter is ignored, otherwise it is assumed to be a pointer to a 
PPP_OPTIONS options structure (defined in h/netinet/ppp/options.h). 


The "flags" member of the PPP_OPTIONS structure is a bit-mask, where the following 
bit-flags may be specified: 


OPT_NO_ALL 
Do not request/allow any options. 


OPT_PASSIVE_MODE 
Set passive mode. 


OPT_SILENT_MODE 
Set silent mode. 
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OPT_DEFAULTROUTE 
Add default route. 


OPT_PROXYARP 
Add proxy ARP entry. 


OPT_IPCP_ACCEPT_LOCAL 
Accept peer’s idea of the local IP address. 


OPT_IPCP_ACCEPT_REMOTE 
Accept peer’s idea of the remote IP address. 


OPT_NO_IP 
Disable IP address negotiation. 


OPT_NO_ACC 
Disable address/control compression. 


OPT_NO_PC 
Disable protocol field compression. 


OPT_NO_VJ 
Disable VJ (Van Jacobson) compression. 


OPT_NO_VJCCOMP 
Disable VJ (Van Jacobson) connnection ID compression. 


OPT_NO_ASYNCMAP 
Disable async map negotiation. 


OPT_NO_MN 
Disable magic number negotiation. 


OPT_NO_MRU 
Disable MRU (Maximum Receive Unit) negotiation. 


OPT_NO_PAP 
Do not allow PAP authentication with peer. 


OPT_NO_CHAP 
Do not allow CHAP authentication with peer. 


OPT_REQUIRE_PAP 
Require PAP authentication with peer. 


OPT_REQUIRE_CHAP 
Require CHAP authentication with peer. 


OPT_LOGIN 
Use the login password database for PAP authentication of peer. 


OPT_DEBUG 
Enable PPP daemon debug mode. 


OPT_DRIVER_DEBUG 
Enable PPP driver debug mode. 
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The remaining members of the PPP_OPTIONS structure specify PPP configurations 
options that require string values. These options are: 


char *asyncmap 
Set the desired async map to the specified string. 


char *escape_chars 
Set the chars to escape on transmission to the specified string. 


char *vj_max_slots 
Set maximum number of VJ compression header slots to the specified string. 


char *netmask 
Set netmask value for negotiation to the specified string. 


char *mru 
Set MRU value for negotiation to the specified string. 


char *mtu 
Set MTU (Maximum Transmission Unit) value for negotiation to the specified string. 


char *Icp_echo_failure 
Set the maximum number of consecutive LCP echo failures to the specified string. 


char *lcp_echo_interval 
Set the interval in seconds between LCP echo requests to the specified string. 


char *Icp_restart 
Set the timeout in seconds for the LCP negotiation to the specified string. 


char *Icp_max_terminate 
Set the maximum number of transmissions for LCP termination requests to the 
specified string. 


char *lcp_max_configure 
Set the maximum number of transmissions for LCP configuration requests to the 
specified string. 

char *lcp_max_failure 
Set the maximum number of LCP configuration NAKs to the specified string. 


char *ipcp_restart 
Set the timeout in seconds for IPCP negotiation to the specified string. 


char *ipcp_max_terminate 
Set the maximum number of transmissions for IPCP termination requests to the 
specified string. 


char *ipcp_max_configure 
Set the maximum number of transmissions for IPCP configuration requests to the 
specified string. 
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char *ipcp_max_failure 
Set the maximum number of IPCP configuration NAKs to the specified string. 


char *local_auth_name 
Set the local name for authentication to the specified string. 


char *remote_auth_name 
Set the remote name for authentication to the specified string. 


char *pap_file 
Get PAP secrets from the specified file. This option is necessary if either peer requires 
PAP authentication. 


char *pap_user_name 
Set the user name for PAP authentication with the peer to the specified string. 


char *pap_passwd 
Set the password for PAP authentication with the peer to the specified string. 


char *pap_restart 
Set the timeout in seconds for PAP negotiation to the specified string. 


char *pap_max_authreq 
Set the maximum number of transmissions for PAP authentication requests to the 
specified string. 


char *chap_file 
Get CHAP secrets from the specified file. This option is necessary if either peer 
requires CHAP authentication. 


char *chap_restart 
Set the timeout in seconds for CHAP negotiation to the specified string. 


char *chap_interval 
Set the interval in seconds for CHAP rechallenge to the specified string. 


char *chap_max_challenge 
Set the maximum number of transmissions for CHAP challenge to the specified 
string. 


CONFIGURATION OPTIONS FILE 


The optional parameter fOptions specifies configuration options for the PPP link. If NULL, 
this parameter is ignored, otherwise it is assumed to be the name of a configuration 
options file. The format of the options file is one option per line; comment lines start with 
"#". The following options are recognized: 


no_all 
Do not request/allow any options. 


passive_mode 
Set passive mode. 
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silent_mode 
Set silent mode. 


defaultroute 
Add default route. 


proxyarp 
Add proxy ARP entry. 


ipcp_accept_local 
Accept peer’s idea of the local IP address. 


ipcp_accept_remote 
Accept peer’s idea of the remote IP address. 


no_ip 
Disable IP address negotiation. 


no_acc 
Disable address/control compression. 


no_pc 
Disable protocol field compression. 


no_vj 
Disable VJ (Van Jacobson) compression. 


no_vjccomp 
Disable VJ (Van Jacobson) connnection ID compression. 


no_asyncmap 
Disable async map negotiation. 


no_mn 
Disable magic number negotiation. 


no_mru 
Disable MRU (Maximum Receive Unit) negotiation. 


no_pap 
Do not allow PAP authentication with peer. 


no_chap 
Do not allow CHAP authentication with peer. 


require_pap 
Require PAP authentication with peer. 


require_chap 
Require CHAP authentication with peer. 


login 
Use the login password database for PAP authentication of peer. 
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debug 
Enable PPP daemon debug mode. 


driver_debug 
Enable PPP driver debug mode. 


asyncmap value 
Set the desired async map to the specified value. 


escape_chars value 
Set the chars to escape on transmission to the specified value. 


vj_max_slots value 
Set maximum number of VJ compression header slots to the specified value. 


netmask value 
Set netmask value for negotiation to the specified value. 


mru value 
Set MRU value for negotiation to the specified value. 


mtu value 
Set MTU value for negotiation to the specified value. 


Icp_echo_failure value 
Set the maximum consecutive LCP echo failures to the specified value. 


Icp_echo_interval value 
Set the interval in seconds between LCP echo requests to the specified value. 


Icp_restart value 
Set the timeout in seconds for the LCP negotiation to the specified value. 


Icp_max_terminate value 
Set the maximum number of transmissions for LCP termination requests to the 
specified value. 


Icp_max_configure value 
Set the maximum number of transmissions for LCP configuration requests to the 
specified value. 


Icp_max_failure value 
Set the maximum number of LCP configuration NAKs to the specified value. 


ipcp_restart value 
Set the timeout in seconds for IPCP negotiation to the specified value. 


ipcp_max_terminate value 
Set the maximum number of transmissions for IPCP termination requests to the 
specified value. 


ipcp_max_configure value 
Set the maximum number of transmissions for IPCP configuration requests to the 
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specified value. 


ipcp_max_failure value 
Set the maximum number of IPCP configuration NAKs to the specified value. 


local_auth_name name 
Set the local name for authentication to the specified name. 


remote_auth_name name 
Set the remote name for authentication to the specified name. 


pap_file file 
Get PAP secrets from the specified file. This option is necessary if either peer requires 
PAP authentication. 


pap_user_name name 
Set the user name for PAP authentication with the peer to the specified name. 


Set the password for PAP authentication with the peer to the specified password. 


pap_restart value 
Set the timeout in seconds for PAP negotiation to the specified value. 


pap_max_authreq value 
Set the maximum number of transmissions for PAP authentication requests to the 
specified value. 


chap_file file 
Get CHAP secrets from the specified file. This option is necessary if either peer 
requires CHAP authentication. 


chap_restart value 
Set the timeout in seconds for CHAP negotiation to the specified value. 


chap_interval value 
Set the interval in seconds for CHAP rechallenge to the specified value. 


chap_max_challenge value 
Set the maximum number of transmissions for CHAP challenge to the specified 
value. 


The VxWorks PPP implementation supports two separate user authentication protocols: 
the Password Authentication Protocol (PAP) and the Challenge-Handshake 
Authentication Protocol (CHAP). If authentication is required by either peer, it must be 
satisfactorily completed before the PPP link becomes fully operational. If authentication 
fails, the link will be automatically terminated. 


The following routine initializes a PPP interface that uses the target’s second serial port 
(/tyCo/1). The local IP address is 90.0.0.1; the IP address of the remote peer is 90.0.0.10. 
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The baud rate is the default rate for the tty device. VJ compression and authentication 
have been disabled, and LCP echo requests have been enabled. 


PPP_OPTIONS pppOpt; /* PPP configuration options */ 
void routine () 


{ 

pppOpt .flags = OPT_PASSIVE_MODE | OPT_NO_PAP | OPT_NO_CHAP | OPT_NO_vJ; 
pppOpt .lcp_echo_interval = "30"; 

pppOpt .lcp_echo_failure = "10"; 

pppInit (0, "/tyCo/1", "90.0.0.1", "90.0.0.10", 0, &pppOpt, NULL) ; 

} 


The following routine generates the same results as the previous example. The difference 
is that the configuration options are obtained from a file rather than a structure. 


pppFile = "phobos:/tmp/ppp_options"; /* PPP configuration options file */ 
void routine () 

{ 

pppInit (0, "/tyCo/1", "90.0.0.1", "90.0.0.10", 0, NULL, pppFile) ; 

} 


where phobos:/tmp/ppp_options contains: 


passive 

no_pap 

no_chap 

no_vj 
lcp_echo_interval 30 
lcp_echo_failure 10 


OK, or ERROR if the PPP interface cannot be initialized because the daemon task cannot 
be spawned or memory is insufficient. 


pppLib, pppShow, pppDelete(), VxWorks Programmer's Guide: Network 


pppSecretAdd() 


pppSecretAdd( ) — add a secret to the PPP authentication secrets table 


STATUS pppSecretAdd 
( 


char * client, /* client being authenticated */ 
char * server, /* server performing authentication */ 
char * secret, /* secret used for authentication */ 


2 - 587 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
pppSecretDelete( ) 


char * addrs /* acceptable client IP addresses */ 
) 


This routine adds a secret to the Point-to-Point Protocol (PPP) authentication secrets table. 
This table may be used by the Password Authentication Protocol (PAP) and 
Challenge-Handshake Authentication Protocol (CHAP) user authentication protocols. 


When a PPP link is established, a "server" may require a "client" to authenticate itself 
using a "secret". Clients and servers obtain authentication secrets by searching secrets 
files, or by searching the secrets table constructed by this routine. Clients and servers 
search the secrets table by matching client and server names with table entries, and 
retrieving the associated secret. 


Client and server names in the table consisting of "*" are considered wildcards; they serve 
as matches for any client and/or server name if an exact match cannot be found. 


If secret starts with "@", secret is assumed to be the name of a file, wherein the actual secret 
can be read. 


If addrs is not NULL, it should contain a list of acceptable client IP addresses. When a 
server is authenticating a client and the client’s IP address is not contained in the list of 
acceptable addresses, the link is terminated. Any IP address will be considered acceptable 
if addrs is NULL. If this parameter is "-", all IP addresses are disallowed. 


OK, or ERROR if the secret cannot be added to the table. 


pppSecretLib, pppSecretDelete(), pppSecretShow( ) 


pppSecretDelete( ) 


pppSecretDelete( ) — delete a secret from the PPP authentication secrets table 


STATUS pppSecretDelete 
( 
char * client, /* client being authenticated */ 
char * server, /* server performing authentication */ 
char * secret /* secret used for authentication */ 


) 


This routine deletes a secret from the Point-to-Point Protocol (PPP) authentication secrets 
table. When searching for a secret to delete from the table, the wildcard substitution 
(using "*") is not performed for client and/or server names. The client, server, and 
secretstrings must match the table entry exactly in order to be deleted. 
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OK, or ERROR if the table entry being deleted is not found. 


pppSecretLib, pppSecretAdd( ), pppSecretShow() 


pppSecretShow( ) 


pppSecretShow( ) — display the PPP authentication secrets table 

void pppSecretShow (void) 

This routine displays the Point-to-Point Protocol (PPP) authentication secrets table. The 
information in the secrets table may be used by the Password Authentication Protocol 
(PAP) and Challenge-Handshake Authentication Protocol (CHAP) user authentication 
protocols. 


N/A 


pppShow, pppLib, pppSecretAdd(), pppSecretDelete() 


pppstatGet( ) 


pppstatGet() — get PPP link statistics 


STATUS pppstatGet 
( 
int unit, /* PPP interface unit number to examine */ 
PPP_STAT * pStat /* PPP_STAT structure to be filled */ 
) 


This routine gets statistics for the specified Point-to-Point Protocol (PPP) link. Detailed 
are the numbers of bytes and packets received and sent through the PPP interface. 


The PPP link statistics are returned through a PPP_STAT structure, which is defined in 
h/netinet/ppp/pppShow.h. 


OK, or ERROR if unit is an invalid PPP unit number. 


pppShow, pppLib 
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pppstatShow( ) 


pppstatShow() — display PPP link statistics 

void pppstatShow (void) 

This routine displays statistics for each initialized Point-to-Point Protocol (PPP) link. 
Detailed are the numbers of bytes and packets received and sent through each PPP 
interface. 


N/A 


pppShow, pppLib 


printErr( ) 


printErr() — write a formatted string to the standard error stream 
int printErr 

( 

const char * fmt /* format string to write */ 


) 


This routine writes a formatted string to standard error. Its function and syntax are 
otherwise identical to printf(). 


The number of characters output, or ERROR if there is an error during output. 


fioLib, printf() 
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printErrno( ) 


printErrno() — print the definition of a specified error status value 


void printErrno 


( 


int errNo /* status code whose name is to be printed */ 


) 


This command displays the error-status string, corresponding to a specified error-status 
value. It is only useful if the error-status symbol table has been built and included in the 
system. If errNo is zero, then the current task status is used by calling errnoGet(). 


This facility is described in errnoLib. 
N/A 


usrLib, errnoLib, errnoGet(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


printf() 


printf() — write a formatted string to the standard output stream (ANSI) 


int printf 
( 
const char * fmt /* format string to write */ 


) 


This routine writes output to standard output under control of the string fmt. The string 
fmt contains ordinary characters, which are written unchanged, plus conversion 
specifications, which cause the arguments that follow fmt to be converted and printed as 
part of the formatted string. 


The number of arguments for the format is arbitrary, but they must correspond to the 
conversion specifications in fmt. If there are insufficient arguments, the behavior is 
undefined. If the format is exhausted while arguments remain, the excess arguments are 
evaluated but otherwise ignored. The routine returns when the end of the format string is 
encountered. 


The format is a multibyte character sequence, beginning and ending in its initial shift 
state. The format is composed of zero or more directives: ordinary multibyte characters 
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(not %) that are copied unchanged to the output stream; and conversion specification, 
each of which results in fetching zero or more subsequent arguments. Each conversion 
specification is introduced by the % character. After the %, the following appear in 
sequence: 


— Zero or more flags (in any order) that modify the meaning of the conversion 
specification. 


— An optional minimum field width. If the converted value has fewer characters than 
the field width, it will be padded with spaces (by default) on the left (or right, if the 
left adjustment flag, described later, has been given) to the field width. The field 
width takes the form of an asterisk (*) (described later) or a decimal integer. 


— An optional precision that gives the minimum number of digits to appear for the d, i, 
0, u, x, and X conversions, the number of digits to appear after the decimal-point 
character for e, E, and fconversions, the maximum number of significant digits for the 
g and G conversions, or the maximum number of characters to be written from a 
string in the s conversion. The precision takes the form of a period (.) followed either 
by an asterisk (*) (described later) or by an optional decimal integer; if only the period 
is specified, the precision is taken as zero. If a precision appears with any other 
conversion specifier, the behavior is undefined. 


— An optional h specifying that a following d, i, 0, u, x, and X conversion specifier 
applies to a short int or unsigned short intargument (the argument will have been 
promoted according to the integral promotions, and its value converted to short int 
or unsigned short intbefore printing); an optional h specifying that a following 
nconversion specifier applies to a pointer to a short int argument; an optional 1 (el) 
specifying that a following d, i, 0, u, x, and X conversion specifier applies to a long 
int or unsigned long intargument; or an optional | specifying that a following n 
conversion specifier applies to a pointer to a long int argument. If an h or lappears 
with any other conversion specifier, the behavior is undefined. 


— WARNING: ANSI C also specifies an optional L in some of the same contexts as 1 
above, corresponding to a long double argument. However, the current release of the 
VxWorks libraries does not support long double data; using the optional L gives 
unpredictable results. 


— A character that specifies the type of conversion to be applied. 


As noted above, a field width, or precision, or both, can be indicated by an asterisk (*). In 
this case, an int argument supplies the field width or precision. The arguments specifying 
field width, or precision, or both, should appear (in that order) before the argument (if 
any) to be converted. A negative field width argument is taken as a - flag followed by a 
positive field width. A negative precision argument is taken as if the precision were 
omitted. 


The flag characters and their meanings are: 


The result of the conversion will be left-justified within the field. (it will be 
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right-justified if this flag is not specified.) 


The result of a signed conversion will always begin with a plus or minus sign. (It will 
begin with a sign only when a negative value is converted if this flag is not specified.) 


space 
If the first character of a signed conversion is not a sign, or if a signed conversion 
results in no characters, a space will be prefixed to the result. If the space and + flags 
both appear, the space flag will be ignored. 


The result is to be converted to an "alternate form." For o conversion it increases the 
precision to force the first digit of the result to be a zero. For x (or X) conversion, a 
non-zero result will have "0x" (or "0X") prefixed to it. For e, E, f, g, and g conversions, 
the result will always contain a decimal-point character, even if no digits follow it. 
(Normally, a decimal-point character appears in the result of these conversions only if 
no digit follows it). For g and Gconversions, trailing zeros will not be removed from 
the result. For other conversions, the behavior is undefined. 


For d, i, 0, u, x, X, e, E, f, g, and G conversions, leading zeros (following any 
indication of sign or base) are used to pad to the field width; no space padding is 
performed. If the 0 and -flags both appear, the 0 flag will be ignored. For d, i, 0, u, x, 
and X conversions, if a precision is specified, the 0 flag will be ignored. For other 
conversions, the behavior is undefined. 


The conversion specifiers and their meanings are: 


di 
The int argument is converted to signed decimal in the style [-]dddd. The precision 
specifies the minimum number of digits to appear; if the value being converted can 
be represented in fewer digits, it will be expanded with leading zeros. The default 
precision is 1. The result of converting a zero value with a precision of zero is no 
characters. 


0, u,x,X 
The unsigned int argument is converted to unsigned octal (0), unsigned decimal (u), 
or unsigned hexadecimal notation (x or X) in the style dddd; the letters abcdef are 
used for x conversion and the letters ABCDEF for X conversion. The precision 
specifies the minimum number of digits to appear; if the value being converted can 
be represented in fewer digits, it will be expanded with leading zeros. The default 
precision is 1. The result of converting a zero value with a precision of zero is no 
characters. 


The double argument is converted to decimal notation in the style [-]ddd.ddd, where 
the number of digits after the decimal point character is equal to the precision 
specification. If the precision is missing, it is taken as 6; if the precision is zero and 
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e, E 


% 


the # flag is not specified, no decimal-point character appears. If a decimal-point 
character appears, at least one digit appears before it. The value is rounded to the 
appropriate number of digits. 


The double argument is converted in the style [-]d.ddde+/-dd, where there is one 
digit before the decimal-point character (which is non-zero if the argument is 
non-zero) and the number of digits after it is equal to the precision; if the precision is 
missing, it is taken as 6; if the precision is zero and the # flag is not specified, no 
decimal-point character appears. The value is rounded to the appropriate number of 
digits. The Econversion specifier will produce a number with E instead of 
eintroducing the exponent. The exponent always contains at least two digits. If the 
value is zero, the exponent is zero. 


The double argument is converted in style f or e (or in style E in the case of aG 
conversion specifier), with the precision specifying the number of significant digits. 
If the precision is zero, it is taken as 1. The style used depends on the value 
converted; style e (or E) will be used only if the exponent resulting from such a 
conversion is less than -4 or greater than or equal to the precision. Trailing zeros are 
removed from the fractional portion of the result; a decimal-point character appears 
only if it is followed by a digit. 


The int argument is converted to an unsigned char, and the resulting character is 
written. 


The argument should be a pointer to an array of character type. Characters from the 
array are written up to (but not including) a terminating null character; if the 
precision is specified, no more than that many characters are written. If the precision 
is not specified or is greater than the size of the array, the array will contain a null 
character. 


The argument should be a pointer to void. The value of the pointer is converted to a 
sequence of printable characters, in hexadecimal representation (prefixed with "0x"). 


The argument should be a pointer to an integer into which the number of characters 
written to the output stream so far by this call to fprintf() is written. No argument is 
converted. 


A % is written. No argument is converted. The complete conversion specification is 
%%o. 


If a conversion specification is invalid, the behavior is undefined. 
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NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
proxyArpLibInit( ) 


If any argument is, or points to, a union or an aggregate (except for an array of character 
type using s conversion, or a pointer using p conversion), the behavior is undefined. 


In no case does a non-existent or small field width cause truncation of a field if the result 
of a conversion is wider than the field width, the field is expanded to contain the 
conversion result. 

fioLib.h 


The number of characters written, or a negative value if an output error occurs. 


fioLib, fprintf(), American National Standard for Information Systems — Programming 
Language — C, ANSI X3.159-1989: Input/Output (stdio.h) 


printLogo( ) 


printLogo() — print the VxWorks logo 
void printLogo (void) 


This command displays the VxWorks banner seen at boot time. It also displays the 
VxWorks version number and kernel version number. 


N/A 


ustLib, VxWorks Programmer’s Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


proxyArpLibInit() 


proxyArpLibInit() — initialize proxy ARP 


STATUS proxyArpLibInit 
( 
int clientSizeLog2, /* client table size as power of two */ 
int portSizeLog2 /* port table size as power of two */ 
) 


This routine initializes the proxy ARP library by initializing tables and structures and 
adding the hooks to process ARP, proxy messages, and broadcasts. clientSizeLog2 
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proxyNetCreate( ) 


specifies the client hash table size as a power of two. portSizeLog2 specifies the port hash 
table as a power of two. If either of these parameters is zero, a default value will be used. 
By default, proxyArpLibInit() enables broadcast forwarding of the BOOTP server port. 


This routine should be called only once; subsequent calls have no effect. 
OK, or ERROR if unsuccessful. 


proxyArpLib 


proxyNetCreate( ) 


proxyNetCreate( ) — create a proxy ARP network 


STATUS proxyNetCreate 
( 
char * proxyAddr, /* proxy network address */ 
char * mainAddr /* main network address */ 


) 


This routine creates a proxy network with the interface proxyAddr as the proxy network 
and the interface mainAddr as the main network. The interfaces and the routing tables 
must be set up correctly, prior to calling this routine. That is, the interfaces must be 
attached, addresses must be set, and there should be a network route to mainAddr and no 
routes to proxyAddr. 


proxyAddr and mainAddr must reside in the same network address space. 
OK, or ERROR if unsuccessful. 


S_proxyArpLib_INVALID_INTERFACE 
S_proxyArpLib_INVALID_ADDRESS 


proxyArpLib 
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EXAMPLE 


RETURNS 
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2. Subroutines 
proxyNetShow( ) 


proxyNetDelete() 


proxyNetDelete( ) — delete a proxy network 
STATUS proxyNetDelete 
( 
char * proxyAddr /* proxy net address */ 


) 


This routine deletes the proxy network specified by proxyAddr. It also removes all the 
proxy clients that exist on that network. 


OK, or ERROR if unsuccessful. 


proxyArpLib 


proxyNetShow( ) 


proxyNetShow() - show proxy ARP networks 
void proxyNetShow (void) 
This routine displays the proxy networks and their associated clients. 
—> proxyNet Show 
main interface 147.11.1.182 proxy interface 147.11.1.183 
client 147.11.1.184 


N/A 


proxyArpLib 
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proxyPortFwdOff() 


proxyPortFwdOff( ) — disable broadcast forwarding for a particular port 
STATUS proxyPortFwdOff 

( 

int port /* port number */ 


) 


This routine disables broadcast forwarding on port number port. To disable the 
(previously enabled) forwarding of all ports via proxyPortFwdOn( ), specify zero for port. 


OK, or ERROR if unsuccessful. 


proxyArpLib 


proxyPortFwdOn( ) 


proxyPortFwdOn() — enable broadcast forwarding for a particular port 
STATUS proxyPortFwdOn 

( 

int port /* port number */ 

) 


This routine enables broadcasts destined for the port, port, to be forwarded to and from 
the proxy network. To enable all ports, specify zero for port. 


OK, or ERROR if unsuccessful. 


proxyArpLib 


proxyPortShow( ) 


proxyPortShow() — show enabled ports 


void proxyPortShow (void) 
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DESCRIPTION 


2. Subroutines 
proxyUnreg( ) 


This routine displays the ports currently enabled. 
-—> proxyPortShow 
enabled ports: 
port 67 


N/A 


proxyArpLib 


proxyReg() 


proxyReg() — register a proxy client 


STATUS proxyReg 
( 
char * ifName, /* interface name */ 
char * proxyAddr /* proxy address */ 
) 


This routine sends a message over the network interface ifName to register proxyAddr as a 
proxy client. 


OK, or ERROR if unsuccessful. 


proxyLib 


proxyUnreg( ) 


proxyUnreg() — unregister a proxy client 


STATUS proxyUnreg 
( 


char * ifName, /* interface name */ 
char * proxyAddr /* proxy address */ 
) 


This routine sends a message over the network interface ifName to unregister proxyAddr as 
a proxy client. 
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psr() 
RETURNS OK, or ERROR if unsuccessful. 
SEE ALSO proxyLib 


psr() 


NAME psr() — return the contents of the processor status register (SPARC) 


SYNOPSIS int psr 


( 
int taskId /* task ID, 0 means default task */ 


) 


DESCRIPTION This command extracts the contents of the processor status register from the TCB of a 
specified task. If taskId is omitted or 0, the default task is assumed. 


RETURNS The contents of the processor status register. 


SEE ALSO dbgArchLib, psrShow(), VxWorks Programmer's Guide: Target Shell 


psrShow( ) 


NAME psrShow() — display the meaning of a specified psr value, symbolically (SPARC) 


SYNOPSIS void psrShow 


( 
ULONG psrValue /* psr value to show */ 


) 
DESCRIPTION This routine displays the meaning of all the fields in a specified psr value, symbolically. 
Extracted from psl.h: 


Definition of bits in the Sun-4 PSR (Processor Status Register) 


| mmPpL | VER | Icc | resva | Ec | EF | Pru | s | Ps | ET | cwP | 


| | Iu] z]{[vfc] oe ae I to oto | 


31 28 27 24 23 22 21 20 19 14 #13 12 11 8 7 6 5 4 0 
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2. Subroutines 
psrShow() 


For compatibility with future revisions, reserved bits are defined to be initialized to zero 
and, if written, must be preserved. 


-> psrShow 0x00001FE7 
Implementation 0, mask version 0: 
Fujitsu MB86900 or LSI L64801, 7 windows 
no SWAP, FSORT, CP, extended fp instructions 
Condition codes: 
Coprocessor enables: . EF 
Processor interrupt level: f 
Flags: S PS ET 
Current window pointer: 0x07 


N/A 


dbgArchLib, psr(), SPARC Architecture Manual 


psrShow( ) 


psrShow() — display the meaning of a specified PSR value, symbolically (ARM) 
STATUS psrShow 

ees psrval /* psr value to show */ 

) 
This routine displays the meaning of all fields in a specified PSR value, symbolically. 


OK, always. 


dbgArchLib 
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ptyDevCreate( ) 


ptyDevCreate( ) — create a pseudo terminal 


STATUS ptyDevCreate 
( 


char * name, /* name of pseudo terminal */ 
int rdBufSize, /* size of terminal read buffer */ 
int wrtBufSize /* size of write buffer */ 


) 
This routine creates a master and slave device which can then be opened by the master 
and slave processes. The master process simulates the "hardware" side of the driver, 
while the slave process is the application program that normally talks to a tty driver. 
Data written to the master device can then be read on the slave device, and vice versa. 


OK, or ERROR if memory is insufficient. 


ptyDrv 


ptyDrv() 


ptyDrv() — initialize the pseudo-terminal driver 
STATUS ptyDrv (void) 


This routine initializes the pseudo-terminal driver. It must be called before any other 
routine in this module. 


OK, or ERROR if the master or slave devices cannot be installed. 


ptyDrv 
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NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


2. Subroutines 
putchar() 


putc() 


putc() — write a character to a stream (ANSI) 


int putc 
( 
int c, /* character to write */ 
FILE * fp /* stream to write to */ 
) 


This routine writes a character c to a specified stream, at the position indicated by the 
stream’s file position indicator (if defined), and advances the indicator appropriately. 


This routine is equivalent to fputc(), except that if it is implemented as a macro, it may 
evaluate fp more than once; thus, the argument should never be an expression with side 
effects. 


stdio.h 


The character written, or EOF if a write error occurs, with the error indicator set for the 
stream. 


ansiStdio, fputc() 


putchar() 


putchar() — write a character to the standard output stream (ANSI) 


int putchar 


( 


int c /* character to write */ 


) 


This routine writes a character c to the standard output stream, at the position indicated 
by the stream’s file position indicator (if defined), and advances the indicator 
appropriately. 


This routine is equivalent to putc() with a second argument of stdout. 


stdio.h 
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putenv( ) 


The character written, or EOF if a write error occurs, with the error indicator set for the 
standard output stream. 


ansiStdio, putc(), fputc() 


putenv( ) 


putenv() — set an environment variable 


STATUS putenv 
( 


char * pEnvString /* string to add to env */ 

) 
This routine sets an environment variable to a value by altering an existing variable or 
creating anew one. The parameter points to a string of the form "variableName=value". 
Unlike the UNIX implementation, the string is copied to a private buffer. 
OK, or ERROR if space cannot be malloc’d. 


envLibInit(), getenv() 


puts() 


puts() — write a string to the standard output stream (ANSI) 
int puts 

( 

char const * s /* string to write */ 


) 


This routine writes to the standard output stream a specified string s, minus the 
terminating null character, and appends a new-line character to the output. 


stdio.h 
A non-negative value, or EOF if a write error occurs. 


ansiStdio, fputs() 
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2. Subroutines 


putw() 


putw() — write a word (32-bit integer) to a stream 


int putw 
( 
int w, /* word (32-bit integer) */ 
FILE * fp /* output stream */ 
) 


This routine appends the 32-bit quantity w to a specified stream. 


pwa() 


This routine is provided for compatibility with earlier VxWorks releases. 


stdio.h 


The value written. 


ansiStdio 


pwd) 


pwd() - print the current default directory 
void pwd (void) 
This command displays the current working device/directory. 


N/A 


usrLib, cd(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 
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qsort( ) 


qsort( ) — sort an array of objects (ANSI) 


void qsort 
( 
void * bot, /* initial element in array */ 
size_t nmemb, /* no. of objects in array */ 
size_t size, /* size of array element */ 


int (* compar) (const void * , 
const void * ) /* comparison function */ 


) 
This routine sorts an array of nmemb objects, the initial element of which is pointed to by 
bot. The size of each object is specified by size. 


The contents of the array are sorted into ascending order according to a comparison 
function pointed to by compar, which is called with two arguments that point to the objects 
being compared. The function shall return an integer less than, equal to, or greater than 
zero if the first argument is considered to be respectively less than, equal to, or greater 
than the second. 


If two elements compare as equal, their order in the sorted array is unspecified. 
stdlib.h 
N/A 


ansiStdlib 


r0() 


r0() — return the contents of register r0 (also r1 — 114) (ARM) 


int r0 


( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of register r0 from the TCB of a specified task. If 
taskId is omitted or zero, the last task referenced is assumed. 


2 - 606 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
raise() 


Similar routines are provided for registers (r1 — 114): r1() — r14(). 
The contents of register r0 (or the requested register). 


dbgArchLib, VxWorks Programmer’s Guide: Debugging 


r3() 


r3() — return the contents of register r3 (also r4 — 115) (i960) 


int r3 


( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of register r3 from the TCB of a specified task. If taskId 
is omitted or 0, the current default task is assumed. 


Routines are provided for all local registers (3 — 115): r3() — r15(). 
The contents of the r3 register (or the requested register). 


dbgArchLib, VxWorks Programmer’s Guide: Target Shell 


raise() 


raise() — send a signal to the caller’s task 
int raise 

( 

int signo /* signal to send to caller’s task */ 

) 
This routine sends the signal signo to the task invoking the call. 
OK (0), or ERROR (-1) if the signal number or task ID is invalid. 
EINVAL 


sigLib 
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ramDevCreate( ) 


ramDevCreate( ) 


ramDevCreate( ) — create a RAM disk device 


BLK_DEV *ramDevCreate 
( 


char * ramAddr, /* where it is in memory (0 = malloc) */ 
int bytesPerBlk, /* number of bytes per block */ 

int blksPerTrack, /* number of blocks per track */ 

int nBlocks, /* number of blocks on this device */ 

int b1kOffset /* no. of blks to skip at start of device */ 


This routine creates a RAM disk device. 


Memory for the RAM disk can be pre-allocated separately; if so, the ramAddr parameter 
should be the address of the pre-allocated device memory. Or, memory can be 
automatically allocated with malloc() by setting ramAddr to zero. 


The bytesPerBlk parameter specifies the size of each logical block on the RAM disk. If 
bytesPerBlk is zero, 512 is used. 


The blksPerTrack parameter specifies the number of blocks on each logical track of the 
RAM disk. If blksPerTrack is zero, the count of blocks per track is set to nBlocks (i.e., the 
disk is defined as having only one track). 


The nBlocks parameter specifies the size of the disk, in blocks. If nBlocks is zero, a default 
size is used. The default is calculated using a total disk size of either 51,200 bytes or 
one-half of the size of the largest memory area available, whichever is less. This default 
disk size is then divided by bytesPerBlk to determine the number of blocks. 


The blkOffset parameter specifies an offset, in blocks, from the start of the device to be 
used when writing or reading the RAM disk. This offset is added to the block numbers 
passed by the file system during disk accesses. (VxWorks file systems always use block 
numbers beginning at zero for the start of a device.) This offset value is typically useful 
only if a specific address is given for ramAddr. Normally, blkOffsetis 0. 


Once the device has been created, it must be associated with a name and a file system 
(dosFs, rtl1Fs, or rawFs). This is accomplished using the file system’s device initialization 
routine or make-file-system routine, e.g., dosFsDevInit() or dosFsMkfs(). The 
ramDevCreate( ) call returns a pointer to a block device structure (BLK_DEV). This 
structure contains fields that describe the physical properties of a disk device and specify 
the addresses of routines within the ramDrv driver. The BLK_DEV structure address must 
be passed to the desired file system (dosFs, rtl11Fs or rawFs) via the file system’s device 
initialization or make-file-system routine. Only then is a name and file system associated 
with the device, making it available for use. 
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ramDrv() 


In the following example, a 200-Kbyte RAM disk is created with automatically allocated 
memory, 512-byte blocks, a single track, and no block offset. The device is then initialized 
for use with dosFs and assigned the name "DEV1:": 


BLK_DEV *pBlkDev; 

DOS_VOL_DESC *pVolDesc; 

PBlkDev = ramDevCreate (0, 512, 400, 400, 0); 
pVvolDesc = dosFsMkfs ("DEV1:", pBlkDev) ; 


The dosFsMkfs() routine calls dosFsDevInit() with default parameters and initializes the 
file system on the disk by calling ioctl() with the FIODISKINIT function. 


If the RAM disk memory already contains a disk image created elsewhere, the first 
argument to ramDevCreate( ) should be the address in memory, and the formatting 
parameters -- bytesPerBlk, blksPerTrack, nBlocks, and blkOffset -- must be identical to those 
used when the image was created. For example: 


PBlkDev = ramDevCreate (0xc0000, 512, 400, 400, 0); 
pvolDesc = dosFsDeviInit ("DEV1:", pBlkDev, NULL) ; 


In this case, dosFsDevInit() must be used instead of dosFsMkfs(), because the file system 
already exists on the disk and should not be re-initialized. This procedure is useful if a 
RAM disk is to be created at the same address used in a previous boot of VxWorks. The 
contents of the RAM disk will then be preserved. 


These same procedures apply when creating a RAM disk with rt11Fs using 
rt11FsDevInit() and rt11FsMkfs(), or creating a RAM disk with rawFs using 
rawFsDevInit( ). 


A pointer to a block device structure (BLK_DEV) or NULL if memory cannot be allocated 
for the device structure or for the RAM disk. 


ramDrv, dosFsMkfs(), dosFsDevInit( ), rt11FsDevInit( ), rt11FsMkfs(), rawFsDevInit() 


ramDro() 


ramDrv() — prepare a RAM disk driver for use (optional) 
STATUS ramDrv (void) 


This routine performs no real function, except to provide compatibility with earlier 
versions of ramDrv and to parallel the initialization function found in true disk device 
drivers. It also is used in usrConfig.c to link in the RAM disk driver when building 
VxWorks. Otherwise, there is no need to call this routine before using the RAM disk 
driver. 
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rand() 


OK, always. 


ramDrv 


rand() 


rand() — generate a pseudo-random integer between 0 and RAND_MAX (ANSI) 
int rand (void) 


This routine generates a pseudo-random integer between 0 and RAND_MAx. The seed 
value for rand() can be reset with srand(). 


stdlib.h 
A pseudo-random integer. 


ansiStdlib, srand() 


rawFsDevInit( ) 


rawFsDevInit() — associate a block device with raw volume functions 


RAW_VOL_DESC *rawFsDeviInit 
( 
char * volName, /* volume name */ 

BLK_DEV * pBlkDev /* pointer to block device info */ 


) 


This routine takes a block device created by a device driver and defines it as a raw file 
system volume. Asa result, when high-level I/O operations, such as open() and write(), 
are performed on the device, the calls will be routed through rawFsLib. 


This routine associates volName with a device and installs it in the VxWorks I/O System’s 
device table. The driver number used when the device is added to the table is that which 
was assigned to the raw library during rawFsInit(). (The driver number is kept in the 
global variable rawFsDrvNum.) 


The BLK_DEV structure specified by pBlkDev contains configuration data describing the 
device and the addresses of five routines which will be called to read blocks, write blocks, 
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2. Subroutines 
rawFsModeChange( ) 


reset the device, check device status, and perform other control functions (ioctl()). These 
routines will not be called until they are required by subsequent I/O operations. 


A pointer to the volume descriptor (RAW_VOL_DESC), or NULL if there is an error. 


rawFsLib 


rawFsInit() 


rawFsInit() — prepare to use the raw volume library 


STATUS rawFsInit 
( 


int maxFiles /* max no. of simultaneously open files */ 


) 


This routine initializes the raw volume library. It must be called exactly once, before any 
other routine in the library. The argument specifies the number of file descriptors that 
may be open at once. This routine allocates and sets up the necessary memory structures 
and initializes semaphores. 


This routine also installs raw volume library routines in the VxWorks I/O system driver 
table. The driver number assigned to rawFsLib is placed in the global variable 
rawFsDrvNum. This number will later be associated with system file descriptors opened 
to rawFs devices. 


This initialization is enabled when the configuration macro INCLUDE_RAWFS is defined; 
rawFsInit() is then called from the root task, usrRoot(), in usrConfig.c. 


OK or ERROR. 


rawFsLib 


rawFsModeChange( ) 


rawFsModeChange( ) — modify the mode of a raw device volume 
void rawFsModeChange 


( 
RAW_VOL_DESC * vdptr, /* pointer to volume descriptor */ 
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rawFsReadyChange( ) 


int newMode /* O_RDONLY/O_WRONLY/O_RDWR (both) */ 


This routine sets the device’s mode to newMode by setting the mode field in the BLK_DEV 
structure. This routine should be called whenever the read and write capabilities are 
determined, usually after a ready change. 


The driver’s device initialization routine should initially set the mode to O_RDWR (ie., 
both O_RDONLY and O_WRONLY). 


N/A 


rawFsLib, rawFsReadyChange( ) 


rawFsReadyChange( ) 


rawFsReadyChange( ) — notify rawFsLib of a change in ready status 


void rawFsReadyChange 


( 
RAW_VOL_DESC * vdptr /* pointer to volume descriptor */ 


) 
This routine sets the volume descriptor state to RAW_VD_READY_CHANGED. It should be 


called whenever a driver senses that a device has come on-line or gone off-line, (e.g., a 
disk has been inserted or removed). 


After this routine has been called, the next attempt to use the volume will result in an 
attempted remount. 


N/A 


rawFsLib 
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remd() 


rawFsVolUnmount( ) 


rawFsVolUnmount( ) — disable a raw device volume 


STATUS rawFsVolUnmount 
( 
RAW_VOL_DESC * vdptr /* pointer to volume descriptor */ 
) 


This routine is called when I/O operations on a volume are to be discontinued. This is 
commonly done before changing removable disks. All buffered data for the volume is 
written to the device (if possible), any open file descriptors are marked as obsolete, and 
the volume is marked as not mounted. 


Because this routine will flush data from memory to the physical device, it should not be 
used in situations where the disk-change is not recognized until after a new disk has been 
inserted. In these circumstances, use the ready-change mechanism. (See the manual entry 
for rawFsReadyChange( ).) 


This routine may also be called by issuing an ioctI() call using the FOUNMOUNT 
function code. 


OK, or ERROR if the routine cannot access the volume. 


rawFsLib, rawFsReadyChange( ) 


rcmd() 


rcmd( ) — execute a shell command on a remote machine 


int remd 
( 
char * host, /* host name or inet address */ 
int remotePort, /* remote port to connect to (rshd) */ 


char * localUser, /* local user name */ 

char * remoteUser, /* remote user name */ 

char * cmd, /* command */ 

int * fd2p /* if this pointer is non-zero, stderr socket is */ 
/* and socket descriptor is filled in */ 


2-613 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


VxWorks Reference Manual, 5.4 
read() 


This routine executes a command on a remote machine, using the remote shell daemon, 
rshd, on the remote system. It is analogous to the UNIX routine remd(). 


A socket descriptor if the remote shell daemon accepts, or ERROR if the remote command 
fails. 


remLib, UNIX BSD 4.3 manual entry for remd() 


read( ) 


read() — read bytes from a file or device 


int read 
( 
int fd, /* file descriptor from which to read */ 
char * buffer, /* pointer to buffer to receive bytes */ 
size_t maxbytes /* max no. of bytes to read into buffer */ 


) 


This routine reads a number of bytes (less than or equal to maxbytes) from a specified file 
descriptor and places them in buffer. It calls the device driver to do the work. 


The number of bytes read (between 1 and maxbytes, 0 if end of file), or ERROR if the file 
descriptor does not exist, the driver does not have a read routines, or the driver returns 


ERROR. If the driver does not have a read routine, errno is set to ENOTSUP. 


ioLib 


readdir( ) 


readdir( ) — read one entry from a directory (POSIX) 


struct dirent *readdir 


( 


DIR * pDir /* pointer to directory descriptor */ 


) 
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2. Subroutines 
realloc( ) 


This routine obtains directory entry data for the next file from an open directory. The pDir 
parameter is the pointer to a directory descriptor (DIR) which was returned by a previous 
opendir(). 


This routine returns a pointer to a dirent structure which contains the name of the next 
file. Empty directory entries and MS-DOS volume label entries are not reported. The 
name of the file (or subdirectory) described by the directory entry is returned in the 
d_name field of the dirent structure. The name is a single null-terminated string. 


The returned dirent pointer will be NULL, if it is at the end of the directory or if an error 
occurred. Because there are two conditions which might cause NULL to be returned, the 
task’s error number (errno) must be used to determine if there was an actual error. Before 
calling readdir(), set errno to OK. If a NULL pointer is returned, check the new value of 
errno. If errno is still OK, the end of the directory was reached; if not, errno contains the 
error code for an actual error which occurred. 


A pointer to a dirent structure, or NULL if there is an end-of-directory marker or error. 


dirLib, opendir(), closedir(), rewinddir(), Is() 


realloc() 


realloc( ) — reallocate a block of memory (ANSI) 


void *realloc 
( 
void * pBlock, /* block to reallocate */ 
size_t newSize /* new block size */ 


) 
This routine changes the size of a specified block of memory and returns a pointer to the 
new block of memory. The contents that fit inside the new size (or old size if smaller) 
remain unchanged. The memory alignment of the new block is not guaranteed to be the 
same as the original block. 


A pointer to the new block of memory, or NULL if the call fails. 


memLib, American National Standard for Information Systems — Programming Language - C, 
ANSI X3.159-1989: General Utilities (stdlib.h) 
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reboot() 


reboot( ) 


reboot() — reset network devices and transfer control to boot ROMs 


void reboot 


( 
int startType /* how the boot ROMS will reboot */ 


) 


This routine returns control to the boot ROMs after calling a series of preliminary 
shutdown routines that have been added via rebootHookAdd( ), including routines to 
reset all network devices. After calling the shutdown routines, interrupts are locked, all 
caches are cleared, and control is transferred to the boot ROMs. 


The bit values for startType are defined in sysLib.h: 


BOOT_NORMAL (0x00) 
causes the system to go through the countdown sequence and try to reboot VxWorks 
automatically. Memory is not cleared. 


BOOT_NO_AUTOBOOT (0x01) 
causes the system to display the VxWorks boot prompt and wait for user input to the 
boot ROM monitor. Memory is not cleared. 


BOOT_CLEAR (0x02) 
the same as BOOT_NORMAL, except that memory is cleared. 


BOOT_QUICK_AUTOBOOT (0x04) 
the same as BOOT_NORMAL, except the countdown is shorter. 


N/A 


rebootLib, sysToMonitor( ), rebootHookAdd( ), VxWorks Programmer's Guide: Target Shell, 
windsh, Tornado User’s Guide: Shell 


rebootHookAdd( ) 


rebootHookAdd( ) — add a routine to be called at reboot 


STATUS rebootHookAdd 


( 
FUNCPTR rebootHook /* routine to be called at reboot */ 


) 
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2. Subroutines 
recv() 


This routine adds the specified routine to a list of routines to be called when VxWorks is 
rebooted. The specified routine should be declared as follows: 


void rebootHook 
( 


int startType /* startType is passed to all hooks */ 
) 
OK, or ERROR if memory is insufficient. 


rebootLib, reboot() 


recv() 


recv() — receive data from a socket 


int recv 
( 
int s, /* socket to receive data from */ 
char * buf, /* buffer to write data to */ 
int bufLen, /* length of buffer */ 
int flags /* flags to underlying protocols */ 


) 


This routine receives data from a connection-based (stream) socket. 


The maximum length of buf is subject to the limits on TCP buffer size; see the discussion of 
SO_RCVBUF in the setsockopt() manual entry. 


You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_PEEK (0x2) 
Return data without removing it from socket. 


The number of bytes received, or ERROR if the call fails. 


sockLib, setsockopt() 


2-617 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


VxWorks Reference Manual, 5.4 
recvfrom( ) 


recufrom( ) 


recvfrom() — receive a message from a socket 


int recvfrom 


int s, /* socket to receive from */ 

char * buf, /* pointer to data buffer */ 

int bufLen, /* length of buffer */ 

int flags, /* flags to underlying protocols */ 
struct sockaddr * from, /* where to copy sender’s addr */ 
int * pFromLen /* value/result length of from */ 


) 


This routine receives a message from a datagram socket regardless of whether it is 
connected. If from is non-zero, the address of the sender’s socket is copied to it. The 
value-result parameter pFromLenshould be initialized to the size of the from buffer. On 
return, pFromLen contains the actual size of the address stored in from. 


The maximum length of buf is subject to the limits on UDP buffer size; see the discussion 
of SO_RCVBUF in the setsockopt( ) manual entry. 


You may OR the following values into the flags parameter with this operation: 
MSG_OOB (0x1) Out-of-band data. 


MSG_PEEK (0x2) Return data without removing it from socket. 
The number of number of bytes received, or ERROR if the call fails. 


sockLib, setsockopt( ) 


recumsg() 


recumsg( ) — receive a message from a socket 


int recvmsg 


( 


int sd, /* socket to receive from */ 
struct msghdr * mp, /* scatter-gather message header */ 
int flags /* flags to underlying protocols */ 


) 
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2. Subroutines 
reld() 


This routine receives a message from a datagram socket. It may be used in place of 
recvfrom() to decrease the overhead of breaking down the message-header structure 
msghdr for each message. 


For BSD 4.4 sockets a copy of the mp>msg_iov array will be made. This requires a cluster 
from the network stack system pool of size mp>msg_iovlen * sizeof (struct iovec) or 8 
bytes. 

The number of bytes received, or ERROR if the call fails. 


sockLib 


reld() 


reld() — reload an object module 


MODULE_ID reld 
( 
void * nameOrId, /* name or ID of the object module file */ 
int options /* options, currently unused */ 


) 


This routine unloads a specified object module from the system, and then calls Id() to 
load a new copy of the same name. 


If the file was originally loaded using a complete pathname, then reld() will use the 
complete name to locate the file. If the file was originally loaded using a partial 
pathname, then the current working directory must be changed to the working directory 
in use at the time of the original load. 

A module ID (type MODULE_ID), or NULL. 


unldLib, unld() 
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remCurldGet( ) 


NAME remCurldGet( ) — get the current user name and password 


SYNOPSIS void remCurIdGet 
( 


char * user, /* where to return current user name */ 
char * passwd /* where to return current password */ 


) 
DESCRIPTION This routine gets the user name and password currently used for remote host access 
privileges and copies them to user and passwd. Either parameter can be initialized to 
NULL, and the corresponding item will not be passed. 


RETURNS N/A 


SEE ALSO remLib, iam(), whoami() 


remCurldSet( ) 


NAME remCurldSet() — set the remote user name and password 


SYNOPSIS STATUS remCurIdSet 
( 
char * newUser, /* user name to use on remote */ 
char * newPasswd /* password to use on remote (NULL = none) */ 


) 


DESCRIPTION This routine specifies the user name that will have access privileges on the remote 
machine. The user name must exist in the remote machine’s /etc/passwd, and if it has 
been assigned a password, the password must be specified in newPasswd. Either 
parameter can be NULL, and the corresponding item will not be set. 


The maximum length of the user name and the password is MAX_IDENTITY_LEN(defined 


in remLib.h). 
NOTE A more convenient version of this routine is iam(), intended for use from the shell. 
RETURNS OK, or ERROR if the name or password is too long. 
SEE ALSO remLib, iam(), whoami() 
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2. Subroutines 
rename() 


remove( ) 


remove() — remove a file (ANSI) 


STATUS remove 
( 


const char * name /* name of the file to remove */ 


) 


This routine deletes a specified file. It calls the driver for the particular device on which 
the file is located to do the work. 


OK if there is no delete routine for the device or the driver returns OK; ERROR if there is 
no such device or the driver returns ERROR. 


ioLib, American National Standard for Information Systems — Programming Language — C, 
ANSI X3.159-1989: Input/Output (stdio.h), 


rename( ) 


rename() — change the name of a file 
int rename 

( 

const char * oldname, /* name of file to rename */ 

const char * newname /* name with which to rename file */ 

) 
This routine changes the name of a file from oldfile to newrfile. 
Only certain devices support rename(). To confirm that your device supports it, consult 
the respective xxDrv or xxFs listings to verify that ioctl] FORENAME exists. For example, 
dosFs and rt11Fs support rename(), but netDrv and nfsDrv do not. 


OK, or ERROR if the file could not be opened or renamed. 


ioLib 
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repeat() 


NAME repeat( ) — spawn a task to call a function repeatedly 
SYNOPSIS int repeat 
( 
int n, /* no. of times to call func (0=forever) */ 
FUNCPTR func, /* function to call repeatedly */ 
int argl, /* first of eight args to pass to func */ 
int arg2, 
int arg3, 
int arg4, 
int arg5, 
int arg6, 
int arg7, 
int arg8 
) 
DESCRIPTION This command spawns a task that calls a specified function n times, with up to eight of its 


arguments. If n is 0, the routine is called endlessly, or until the spawned task is deleted. 


NOTE The task is spawned using sp(). See the description of sp() for details about priority, 
options, stack size, and task ID. 


RETURNS A task ID, or ERROR if the task cannot be spawned. 


SEE ALSO ustLib, repeatRun(), sp(), VxWorks Programmer’s Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


repeatRun() 


NAME repeatRun() — call a function repeatedly 

SYNOPSIS void repeatRun 
( 
int n, /* no. of times to call func (0=forever) */ 
FUNCPTR func, /* function to call repeatedly */ 
int argl, /* first of eight args to pass to func */ 
int arg2, 
int arg3, 
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int arg4, 
int arg5, 
int arg6, 
int arg7, 
int arg8 


This command calls a specified function n times, with up to eight of its arguments. If n is 
0, the routine is called endlessly. 


Normally, this routine is called only by repeat(), which spawns it as a task. 
N/A 


ustLib, repeat(), VxWorks Programmer's Guide: Target Shell 


resoluDNComp( ) 


resoluDNComp() - compress a DNS name ina DNS packet 


int resolvDNComp 
( 


const u_char * exp_dn, /* ptr to the expanded domain name */ 


u_char * comp_dn, /* ptr to where to output the compressed name */ 
int length, /* length of the buffer pointed by comp_dn */ 
u_char * * dnptrs, /* ptr to a ptr list of compressed names */ 
u_char * * lastdnptr /* ptr to the last entry pointed by dnptrs */ 


) 


This routine takes the expanded domain name referenced in the exp_dn parameter, 
compresses it, and stores the compressed name in the location pointed to by the comp_dn 
parameter. The length parameter passes in the length of the buffer starting at comp_dn. 
The dnptrs parameter is a pointer to a list of pointers to previously compressed names. 
The lastdnptr parameter points to the last entry in the dnptrs array. 


The size of the compressed name, or ERROR. 
resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 


resolvInit( ), resoluSend(), resoluParamsSet( ), resoluParamsGet( ), resoluMkQuery(), 
resoluQuery() 
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resolvDNExpand( ) 


resoloDNExpand( ) 


resoluDNExpand() — expand a DNS compressed name from a DNS packet 


int resolvDNExpand 


( 


const u_char * 
const u_char * 
const u_char * 


u_char * 
int 


) 


msg, /* 
eomorig, /* 
comp_dn, /* 
exp_dn, /* 
length /* 


ptr to 
ptr to 
ptr to 
ptr to 
length 


the start of the DNS packet */ 

last location +1 of the DNS packet */ 
the compressed domain name */ 

where the expanded DN is output */ 

of the buffer pointed by expd_dn */ 


This functions expands a compressed DNS name from a DNS packet. The msgparameter 
points to that start of the DNS packet. The eomorig parameter points to the last location of 
the DNS packet plus 1. The comp_dn parameter points to the compress domain name, and 
exp_dn parameter expects a pointer to a buffer. Upon function completion, this buffer 
contains the expanded domain name. Use the length parameter to pass in the size of the 
buffer referenced by the exp_dn parameter. 


The length of the expanded domain name, or ERROR on failure. 


resolvLib, resoluGetHostByName( ), resoluGetHostByAdar( ), resolvInit(),r 
esoluDNComp( ), resolvSend(), resoluParamsSet( ), resoluParamsGet(), 
resoluMk Query(), resolv Query() 


resoluGetHostByAdadr( ) 


resoluGetHostByAdar( ) — query the DNS server for the host name of an IP address 


struct hostent * resolvGetHostByAddr 


( 


const char * pInetAddr, 


char * 
int 


) 


PHostBuf, 
bufLen 


This function returns a hostent structure, which is defined as follows: 


struct 


{ 
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resolvGetHostByName( ) 


char * h_name; /* official name of host */ 

char ** h_aliases; /* alias list */ 

int h_addrtype; /* address type */ 

int h_length; /* length of address */ 

char ** h_addr_list; /* list of addresses from name server */ 
unsigned int h_ttl; /* Time to Live in Seconds for this entry */ 


} 
The h_aliases and h_addr_type vectors are NULL-terminated. 


The pinetAddr parameter passes in the IP address (in network byte order) for the host 
whose name you want to discover. The pBuf and bufLen parameters specify the location 
and size (512 bytes or more) of the buffer that is to receive the hostent structure. 
resoluGetHostByAdadr( ) returns host addresses are returned in network byte order. 


A pointer to a hostent structure if the host is found, or NULL if the parameters are 
invalid, host is not found, or the buffer is too small. 


S_resolvLib_INVALID_PARAMETER 
S_resolvLib_BUFFER_2_SMALL 
S_resolvLib_TRY_AGAIN 
S_resolvLib_HOST_NOT_FOUND 
S_resolvLib_NO_DATA 
S_resolvLib_NO_RECOVERY 


resolvLib, resoluGetHostByName( ), resolvInit(), resoloDNExpand( ), resoluDNComp(), 
resolvSend( ), resoluParamsSet( ), resoluParamsGet( ), resoluMkQuery( ), resolu Query() 


resoluGetHostByName( ) 


resoluGetHostByName( ) — query the DNS server for the IP address of a host 


struct hostent * resolvGetHostByName 


( 

char * pHostName, /* ptr to the name of the host */ 

char * pHostBuf, /* ptr to the buffer used by hostent structure */ 
int bufLen /* length of the buffer */ 


) 


This function returns a hostent structure. This structure is defined as follows: 


struct hostent 


{ 


char * h_name; /* official name of host */ 
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resolvinit() 
char ** h_aliases; /* alias list */ 
int h_addrtype; /* address type */ 
int h_length; /* length of address */ 
char ** h_addr_list; /* list of addresses from name server */ 
unsigned int h_ttl; /* Time to Live in Seconds for this entry */ 


} 
The h_aliases and h_addr_type vectors are NULL-terminated. 


Specify the host you want to query in pHostname. Use pBuf and bufLen to specify the 
location and size of a buffer to receive the hostent structure and its associated contents. 
Host addresses are returned in network byte order. Given the information this routine 
retrieves, the pBuf buffer should be 512 bytes or larger. 


RETURNS A pointer to a hostent structure if the host is found, or NULL if the parameters are 
invalid, the host is not found, or the buffer is too small. 


ERRNO S_resolvLib_INVALID_PARAMETER 
S_resolvLib_BUFFER_2_SMALL 
S_resolvLib_TRY_AGAIN 
S_resolvLib_HOST_NOT_FOUND 
S_resolvLib_NO_DATA 
S_resolvLib_NO_RECOVERY 


SEE ALSO resolvLib, resolvInit(), resoluGetHostByAddr( ), resoluDNExpand( ), resolu DNComp(), 
resolvSend( ), resoluParamsSet( ), resoluParamsGet( ), resoluMkQuery( ), resolu Query() 


resolvInit( ) 


NAME resolvInit( ) — initialize the resolver library 
SYNOPSIS STATUS resolviInit 
( 
char * pNameServer, /* pointer to Name server IP address */ 
char * pDefaultDomainName, /* default domain name */ 
FUNCPTR pdnsDebugRtn /* function ptr to debug routine */ 
) 
DESCRIPTION This function initializes the resolver. pNameServer is a single IP address for a name server 


in dotted decimal notation. pDefaultDomainName is the default domain name to be 
appended to names without a dot. The function pointer pdnsDebugRtn is set to the 
resolver debug function. Additional name servers can be configured using the function 
resoluParamsSet(). 
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2. Subroutines 
resolvMkQuery( ) 


OK or ERROR. 


resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 
resoluDNComp(), resolvSend(), resoluParamsSet( ), resoluParamsGet( ), resoluQuery() 


resoluMkQuery( ) 


resoluMkQuery( ) - create all types of DNS queries 


int resolvMkQuery 
( 


int op, /* set to desire query QUERY or IQUERY */ 
const char * dname, /* domain name to be use in the query */ 
int class, /* query class for IP is C_IN */ 

int type, /* type is T_LA, T_PTR, ... */ 

const char * data, /* resource Record (RR) data */ 

int datalen, /* length of the RR */ 

const char * newrr_in, /* not used always set to NULL */ 

char * buf, /* out of the constructed query */ 

int buflen /* length of the buffer for the query */ 


) 


This routine uses the input parameters to create a domain name query. You can set the op 
parameter to QUERY or IQUERY. Specify the domain name in dname, the class in class, 
the query type in type. Valid values for type include T_A, T_PTR, and so on. Use data to 
add Resource Record data to the query. Use datalen to pass in the length of the data 
buffer. Set newrr_in to NULL. This parameter is reserved for future use. The buf 
parameter expects a pointer to the output buffer for the constructed query. Use buflen to 
pass in the length of the buffer referenced in buf. 


The length of the constructed query or ERROR. 
resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 


resoluDNComp(), resolvSend(), resoluParamsSet( ), resoluParamsGet( ), resolvInit(), 
resoluQuery() 
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resolvuParamsGet( ) 


resoluParamsGet( ) — get the parameters which control the resolver library 


void resolvParamsGet 
( 
RESOLV_PARAMS_S * pResolvParams /* ptr to resolver parameter struct */ 
) 


This routine copies the resolver parameters to the RESOLV_PARAMS S structure 
referenced in the pResoluParms parameter. The RESOLV_PARAMS 5S structure is defined in 
resolvLib.h as follows: 


typedef struct 
{ 
char queryOrder; 
char domainName [MAXDNAME] ; 
char nameServersAddr [MAXNS] [MAXIPADDRLEN] ; 
} RESOLV_PARAMS_S; 


Typically, you call this function just before calling resoluParamsSet( ). The 
resolvParamsGet( ) call populates the RESOLV_PARAMS 5S structure. You can then 
modify the default values just before calling resoluParamsSet( ). 


N/A 
resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 


resoluDNComp(), resolvSend(), resoluParamsSet( ), resolvInit(), resoloMkQuery(), 
resoluQuery() 


resolvuParamsSet() 


resolvParamsSet( ) — set the parameters which control the resolver library 


STATUS resolvParamsSet 


( 
RESOLV_PARAMS_S * pResolvParams /* ptr to resolver parameter struct */ 


) 


This routine sets the resolver parameters. pResolvParams passes in a pointer to a 
RESOLV_PARAMS 5S structure, which is defined as follows: 
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typedef struct 
{ 
char queryOrder; 
char domainName [MAXDNAME] ; 
char nameServersAddr [MAXNS] [MAXIPADDRLEN] ; 
} RESOLV_PARAMS_S; 


Use the members of this structure to specify the settings you want to apply to the resolver. 
It is important to remember that multiple tasks can use the resolver library and that the 
settings specified in this RESOLV_PARAMS 5S structure affect all queries from all tasks. In 
addition, you should set resolver parameters at initialization and not while queries could 
be in progress. Otherwise, the results of the query are unpredictable. 


Before calling resoluParamsSet( ), you should first call resoluParamsGet() to populate a 
RESOLV_PARAMS 5S structure with the current settings. Then you change the values of 
the members that interest you. 


Valid values for the queryOrder member of RESOLV_PARAMS 5S structure are defined in 
resolvLib.h. Set the domainName member to the domain to which this resolver belongs. 
Set the nameServersAddr member to the IP addresses of the DNS server that the resolver 
can query. You must specify the IP addresses in standard dotted decimal notation. This 
function tries to validate the values in the queryOrder and nameServerAddr members. 
This function does not try to validate the domain name. 


OK if the parameters are valid, ERROR otherwise. 
resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 


resoluDNComp( ), resolvSend( ), resolvInit(), resoluParamsGet( ), resoluMkQuery(), 
resolv Query() 


resolvQuery() 


resolvQuery() — construct a query, send it, wait for a response 


int resolvQuery 
( 


char * name, /* domain name */ 

int class, /* query class for IP is C_IN */ 
int type, /* type is T_LA, T_PTR, ... */ 
u_char * answer, /* buffer to put answer */ 

int anslen /* length of answer buffer */ 


) 
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resolvSend( ) 


This routine constructs a query for the domain specified in the name parameter. The class 
parameter specifies the class of the query. The type parameter specifies the type of query. 
The routine then sends the query to the DNS server. When the server responds, the 
response is validated and copied to the buffer you supplied in the answer parameter. Use 
the anslen parameter to pass in the size of the buffer referenced in answer. 


The length of the response or ERROR. 


S_resolvLib_TRY_AGAIN 
S_resolvLib_HOST_NOT_FOUND 
S_resolvLib_NO_DATA 
S_resolvLib_NO_RECOVERY 


resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 
resoluDNComp(), resolvInit(), resoluParamsSet( ), resoluParamsGet( ), 
resoluMkQuery() 


resolvSend( ) 


resolvSend() — send a pre-formatted query and return the answer 


int resolvSend 


( 


const char * buf, /* pre-formatted query */ 
int buflen, /* length of query */ 
char * answer, /* buffer for answer */ 
int anslen /* length of answer */ 


) 


This routine takes a pre-formatted DNS query and sends it to the domain server. Use buf 
to pass in a pointer to the query. Use buflen to pass in the size of the buffer referenced in 
buf. The answer parameter expects a pointer to a buffer into which this routine can write 
the answer retrieved from the server. Use anslen to pass in the size of the buffer you have 
provided in anslen. 


The length of the response or ERROR. 


S_resolvLib_TRY_AGAIN 
ECONNREFUSE 
ETIMEDOU 
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rewinddir( ) 


resolvLib, resoluGetHostByName( ), resoluGetHostByAdadr( ), resoloDNExpand(), 
resoluDNComp(), resolvInit(), resoluParamsSet( ), resoluParamsGet( ), 
resoluMkQuery( ), resoluQuery() 


rewind( ) 


rewind( ) — set the file position indicator to the beginning of a file (ANSI) 


void rewind 


( 
FILE * fp /* stream */ 
) 


This routine sets the file position indicator for a specified stream to the beginning of the 
file. 


It is equivalent to: 
(void) fseek (fp, OL, SEEK_SET) ; 


except that the error indicator for the stream is cleared. 
stdio.h 
N/A 


ansiStdio, fseek(), ftell() 


rewinddir( ) 


rewinddir( ) — reset position to the start of a directory (POSIX) 


void rewinddir 


( 


DIR * pDir /* pointer to directory descriptor */ 
Pp Pp Y P 


) 


This routine resets the position pointer in a directory descriptor (DIR). The pDir parameter 
is the directory descriptor pointer that was returned by opendir(). 
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As a result, the next readdir() will cause the current directory data to be read in again, as 
if an opendir() had just been performed. Any changes in the directory that have occurred 
since the initial opendir() will now be visible. The first entry in the directory will be 
returned by the next readdir(). 


N/A 


dirLib, opendir(), readdir(), closedir() 


rindex( ) 


rindex() — find the last occurrence of a character in a string 
char *rindex 
( 
const char * s, /* string in which to find character */ 


int c /* character to find in string */ 


) 
This routine finds the last occurrence of character cin string s. 
A pointer to c, or NULL if c is not found. 


bLib 


rip() 


rip() — return the contents of register rip (i960) 

int rip 
( 
int taskId /* task ID, 0 means default task */ 
) 


This command extracts the contents of register rip, the return instruction pointer, from the 
TCB of a specified task. If taskId is omitted or 0, the current default task is assumed. 


The contents of the rip register. 


2 - 632 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
ripAuthHookAdd( ) 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


ripAuthHook( ) 


ripAuthHook() —- sample authentication hook 


STATUS ripAuthHook 
( 
char * pKey, /* rip2IfConfAuthKey entry from MIB-II family */ 
RIP_PKT * pRip /* received RIP message */ 
) 


This hook demonstrates one possible authentication mechanism. It rejects all RIP-2 
messages which used simple password authentication since they did not match the key 
contained in the MIB variable. All other RIP-2 messages are also rejected since no other 
authentication type is supported and all RIP-1 messages are also rejected, as 
recommended by the RFC specification. This behavior is the same as if no hook were 
installed. 


OK if message is acceptable, or ERROR otherwise. 
N/A 


ripLib 


ripAuthHookAdd( ) 


ripAuthHookAdd() — add an authentication hook to a RIP interface 


STATUS ripAuthHookAdd 
( 
char* pIpAddr, /* IP address in dotted decimal notation */ 
FUNCPTR pAuthHook /* routine to handle message authentication */ 
) 


This routine installs a hook routine to validate incoming RIP messages for a registered 


interface given by plpAddr. (Interfaces created or changed after a RIP session has started 
may be installed/updated with the ripIfSearch() and ripIfReset() routines). The hook is 
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only called if an SNMP agent enables authentication for the corresponding interface. It 
uses the following prototype: 


STATUS ripAuthHookRtn (char *pKey, RIP_PKT *pRip) ; 


The first argument contains the authentication key for the message stored in the 
rip2IfConfAuthKey MIB variable and the second argument uses the RIP_PKT structure 
(defined in rip/ripLib.h) to access the message body. The routine must return OK if the 
message is acceptable, or ERROR otherwise. All RIP-2 messages sent to that routine 
already contain an authentication entry, but have not been verified. (Any unauthenticated 
RIP-2 messages have already been discarded as required by the RFC specification). RIP-1 
messages may be accepted or rejected. RIP-2 messages requesting simple password 
authentication which match the key are accepted automatically before the hook is called. 
The remaining RIP-2 messages either did not match that key or are using an unknown 
authentication type. If any messages are rejected, the MIB-II counters are updated 
appropriately outside of the hook routine. 


The current RIP implementation contains a sample authentication hook which may be 
added as follows: 


if (ripAuthHookAdd ("90.0.0.1", ripAuthHook) == ERROR) 
logMsg ("Unable to add authorization hook.\n", 0, 0, 0, 0, 0, 0); 


The sample routine only supports simple password authentication against the key 
included in the MIB variable. Since all such messages have already been accepted, all 
RIP-2 messages received by the routine are discarded. All RIP-1 messages are also 
discarded, so the hook actually has no effect. The body of that routine is: 


STATUS ripAuthHook 
( 


char * pKey, /* rvip2IfConfAuthKey entry from MIB-II family */ 
RIP_PKT * pRip /* received RIP message */ 
) 
{ 
if (pRip->rip_vers == 1) 
{ 
/* 


@ The RFC specification recommends, but does not require, rejecting 
@ version 1 packets when authentication is enabled. 
*/ 
return (ERROR) ; 
} 
/* 
@ The authentication type field in the RIP message corresponds to 
@ the first two bytes of the sa_data field overlayed on that 
@ message by the sockaddr structure contained within the RIP_PKT 
@ structure (see rip/ripLib.h). 
*/ 
if ( (pRip->rip_nets[0].rip_dst.sa_data[0] != 0) || 
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(pRip->rip_nets[0].rip_dst.sa_data[1] != 
M2_rip2IfConfAuthType_simplePassword) ) 
{ 
/* Unrecognized authentication type. */ 
return (ERROR) ; 
} 
/* 
@ Discard version 2 packets requesting simple password authentication 
@ which did not match the MIB variable. 
*/ 
return (ERROR) ; 
} 


A comparison against a different key could be performed as follows: 


bzero ( (char *)&key, AUTHKEYLEN) ; /* AUTHKEYLEN from rip/m2RipLib.h */ 
/* 

@ The start of the authorization key corresponds to the third byte 

@ of the sa_data field in the sockaddr structure overlayed on the 

@ body of the RIP message by the RIP_PKT structure. It continues 

@ for the final 14 bytes of that structure and the first two bytes 

@ of the following rip_metric field. 


bcopy ( (char *) (pRip->rip_nets[0].rip_dst.sa_data + 2), 
(char *)&key, AUTHKEYLEN) ; 
if (bcemp ( (char *)key, privateKey, AUTHKEYLEN) != 0) 
{ 
/* Key does not match: reject message. */ 
return (ERROR) ; 
} 
return (OK); 


The ripAuthHookDelete( ) routine will remove the installed function. If authentication is 
still enabled for the interface, all incoming messages which do not use simple password 
authentication will be rejected until a routine is provided. 


RETURNS OK if hook added, or ERROR otherwise. 


ERRNO S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


SEE ALSO ripLib 
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ripAuthHookDelete() 


ripAuthHookDelete( ) — remove an authentication hook from a RIP interface 


STATUS ripAuthHookDelete 
( 
char* pIpAddr /* IP address in dotted decimal notation */ 
) 


This routine removes an assigned authentication hook from a registered interface 
indicated by plpAddr. (Interfaces created or changed after a RIP session has started may be 
installed/updated with the ripIfSearch() and ripIfReset() routines). If authentication is 
still enabled for the interface, RIP-2 messages using simple password authentication will 
be accepted if they match the key in the MIB variable, but all other incoming messages 
will be rejected until a routine is provided. 


OK, or ERROR if the interface could not be found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


ripLib 


ripDebugLevelSet( ) 


ripDebugLevelSet( ) — specify amount of debugging output 
void ripDebugLevelSet 

( 

int level /* verbosity level (0 - 3) */ 


) 


This routine influences the amount of debugging information sent to standard output 
during the RIP session. Higher values of the Jevelparameter result in increasingly verbose 
output. A level of zero restores the default behavior by disabling all debugging output. 
N/A 

N/A 


ripLib 
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ripFilterDisable( ) 


ripFilterDisable() — prevent strict border gateway filtering 
void ripFilterDisable (void) 


This routine configures an active RIP session to ignore the restrictions necessary for RIP-1 
and RIP-2 routers to operate correctly in the same network. All border gateway filtering is 
ignored and all routes to subnets, supernets, and specific hosts will be sent over any 
available interface. This operation is only correct if no RIP-1 routers are present anywhere 
on the network. Results are unpredictable if that condition is not met, but high rates of 
packet loss and widespread routing failures are likely. 


The border gateway filtering rules are in force by default. 
N/A 
N/A 


ripLib 


ripFilterEnable( ) 


ripFilterEnable( ) — activate strict border gateway filtering 
void ripFilterEnable (void) 


This routine configures an active RIP session to enforce the restrictions necessary for RIP-1 
and RIP-2 routers to operate correctly in the same network as described in section 3.2 of 
RFC 1058 and section 3.3 of RFC 1723. When enabled, routes to portions of a logical 
network (including host routes) will be limited to routers within that network. Updates 
sent outside that network will only include a single entry representing the entire network. 
That entry will subsume all subnets and host-specific routes. If supernets are used, the 
entry will advertise the largest class-based portion of the supernet reachable through the 
connected interface. 


N/A 
N/A 


ripLib 
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ripIfReset( ) 


ripIfReset() — alter the RIP configuration after an interface changes 
STATUS ripIfReset 

( 

char * pIfName /* name of changed interface */ 

) 
This routine updates the interface list and routing tables to reflect address and/or 
netmask changes for the device indicated by plfName. To accommodate possible changes 
in the network number, all routes using the named interface are removed from the routing 
tables, but will be added in the next route update if appropriate. None of the removed 
routes are poisoned, so it may take some time for the routing tables of all the RIP 
participants to stabilize if the network number has changed. 
OK, or ERROR if named interface not found or not added to list. 
N/A 


ripLib 


ripIfSearch( ) 


riplIfSearch() — add new interfaces to the internal list 

void ripIfSearch (void) 

By default, a RIP session will not recognize any interfaces initialized after it has started. 
This routine schedules a search for additional interfaces which will occur during the next 
update of the internal routing table. Once completed, the session will accept and send RIP 
messages over the new interfaces. 

N/A 

N/A 


ripLib 
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ripLeakHookAdd( ) 


ripLeakHookAdd() — add a hook to bypass the RIP and kernel routing tables 


STATUS ripLeakHookAdd 


( 
char * pIpAddr, /* IP address in dotted decimal notation */ 
FUNCPTR pLeakHook /* function pointer to hook */ 


) 


This routine installs a hook routine to support alternative routing protocols for the 
registered interface given by plpAddr. (Interfaces created or changed after a RIP session 
has started may be installed / updated with the ripIfSearch() and ripIfReset() routines). 


The hook uses the following interface: 
STATUS ripLeakHookRtn (long dest, long gateway, long netmask) 


The RIP session will not add the given route to any tables if the hook routine returns OK, 
but will create a route entry otherwise. 


The ripLeakHookDelete( ) will allow the RIP session to add new routes unconditionally. 
OK, or ERROR if the interface could not be found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


ripLib 


ripLeakHookDelete( ) 


ripLeakHookDelete() — remove a table bypass hook from a RIP interface 


STATUS ripLeakHookDelete 
( 
char* pIpAddr /* IP address in dotted decimal notation */ 
) 


This routine removes the assigned bypass hook from a registered interface indicated by 


plpAddr. (Interfaces created or changed after a RIP session has started may be 
installed/updated with the ripIfSearch() and ripIfReset() routines). The RIP session will 
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return to the default behavior and add entries to the internal RIP table and kernel routing 
table unconditionally. 


OK, or ERROR if the interface could not be found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


ripLib 


ripLibInit() 


ripLibInit() — initialize the RIP routing library 


STATUS ripLibInit 
( 


BOOL supplier, /* operate in silent mode? */ 

BOOL gateway, /* act as gateway to the Internet? */ 

BOOL multicast, /* use multicast or broadcast addresses? */ 

int version, /* 1 or 2: selects format of outgoing messages */ 
int timerRate, /* update frequency for internal routing table */ 
int supplyInterval, /* update frequency for neighboring routers */ 

int expire, /* maximum interval for renewing learned routes */ 
int garbage /* elapsed time before deleting stale route */ 


This routine creates and initializes the global data structures used by the RIP routing 
library and starts a RIP session to maintain routing tables for a host. It must be called 
before using any other library routines, and is invoked automatically if INCLUDE_RIP is 
defined at the time the system is built. 


The resulting RIP session will monitor all network interfaces which are currently available 
for messages from other RIP routers. If the supplierparameter is true, it will also respond to 
specific requests from other routers and transmit route updates over every known 
interface at the interval specified by supplyInterval. 


Specifying a gateway setting of true establishes this router as a gateway to the wider 
Internet, capable of routing packets anywhere within the local networks. The final 
multicast flag indicates whether the RIP messages are sent to the pre-defined multicast 
address of 224.0.0.9 (which requires a version setting of 2) or to the broadcast address of 
the interfaces. 


The version parameter determines the format used for outgoing RIP messages, and also 
sets the initial settings of the MIB-II compatibility switches in combination with the 
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multicast flag. A version of 1 will restrict all incoming traffic to that older message type. A 
version of 2 will set the receive switch to accept either type unless multicast is true, which 
limits reception to version 2 messages only. SNMP agents may alter those settings on a 
per-interface basis once startup is complete. 


The remaining parameters set various system timers used to maintain the routing table. 
All of the values are expressed in seconds, and must be greater than or equal to 1. The 
timerRate determines how often the routing table is examined for changes and expired 
routes. The supplyInterval must be an exact multiple of that value. The expire parameter 
specifies the maximum time between updates before a route is invalidated and removed 
from the kernel table. Expired routes are then deleted from the internal RIP routing table 
if no update has been received within the time set by the garbage parameter. 


The defaults for all the parameter settings are given by the following constants. The 
default timer values match the settings indicated in the RFC specification. 


polelnetey Default Value Symbolic Constant 
Name 

supplier 0 (FALSE) RIP_SUPPLIER 

gateway 0 (FALSE) RIP_GATEWAY 
multicast 0 (FALSE) RIP_EXPIRE_TIME 
version 1 RIP_SUPPLY_INTERVAL 
timer Rate 1 RIP_TIMER_RATE 
supplyInterval 30 RIP_SUPPLY_INTERVAL 
expire 180 RIP_EXPIRE_TIME 
garbage 300 RIP_GARBAGE_TIME 


OK, or ERROR if configuration fails. 
N/A 


ripLib 


ripRouteShow( ) 


ripRouteShow( ) — display the internal routing table maintained by RIP 
void ripRouteShow () 
This routine prints every entry in the local RIP routing table. The flags displayed below 


the destination, gateway, and netmask addresses indicate the current route status. Entries 
with the RTS_INTERFACE flag indicate routes to directly connected networks which are 
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generated locally. If RTS_SUBNET is set for an entry, it is subject to border gateway 
filtering (if enabled). When RTS_INTERNAL is also present, the corresponding entry is an 
"artificial" route created to supply distant networks with legitimate destinations if border 
filtering excludes the actual entry. Those entries are not copied to the kernel routing table. 
The RTS_CHANGED flag marks entries added or modified in the last timer interval which 
will be included in a triggered update. 


N/A 
N/A 


ripLib 


ripSendHookAdd( ) 


ripSendHookAdd( ) — add an update filter to a RIP interface 


STATUS ripSendHookAdd 
( 
char* pIpAddr, /* IP address in dotted decimal notation */ 
BOOL (*ripSendHook) (struct rt_entry* pRt) /* Routine to use. */ 
) 


This routine installs a hook routine to screen individual route entries for inclusion in a 
periodic update. The routine is installed for the registered interface given by plpAddr. 
(Interfaces created or changed after a RIP session has started may be installed/updated 
with the ripIfSearch() and ripIfReset() routines). 


The hook uses the following prototype: 
BOOL ripSendHookRtn (struct rt_entry* pRt) ; 


If the hook returns FALSE, the route is not included in the update. Otherwise, it is 
included if it meets the other restrictions, such as simple split horizon and border gateway 
filtering. The ripSendHookDelete( ) routine removes this additional filter from the output 
processing. 


OK, or ERROR if the interface could not be found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


ripLib 
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ripSendHookDelete( ) 


ripSendHookDelete( ) — remove an update filter from a RIP interface 


STATUS ripSendHookDelete 
( 
char* pIpAddr /* IP address in dotted decimal notation */ 
) 


This routine removes the hook routine that allowed additional screening of route entries 
in periodic updates from the registered interface indicated by plpAddr. (Interfaces created 
or changed after a RIP session has started may be installed / updated with the 
riplfSearch() and ripIfReset() routines). The RIP session will return to the default 
behavior and include any entries which meet the other restrictions (such as simple split 
horizon). 


OK, or ERROR if the interface could not be found. 


S_m2Lib_INVALID_PARAMETER 
S_m2Lib_ENTRY_NOT_FOUND 


ripLib 


ripShutdown() 


ripShutdown() — terminate all RIP processing 

STATUS ripShutdown (void) 

This routine "poisons" all routes in the current table by transmitting updates with an 
infinite metric for each entry over all available interfaces. It then halts all RIP processing 
and removes the associated tasks and data structures. When completed successfully, the 
RIP services are unavailable until restarted with the ripLibInit() routine. 

OK if shutdown completed, or ERROR otherwise. 

N/A 


ripLib 
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rlogin() 


rlogin() — log in to a remote host 


STATUS rlogin 
( 


char * host /* name of host to connect to */ 


) 
This routine allows users to log in to a remote host. It may be called from the VxWorks 
shell as follows: 
-—> rlogin "remoteSystem" 


where remoteSystem is either a host name, which has been previously added to the remote 
host table by a call to hostAdd(), or an Internet address in dot notation (e.g., "90.0.0.2"). 
The remote system will be logged into with the current user name as set by a call to iam(). 


The user disconnects from the remote system by typing: 


~ 


as the only characters on the line, or by simply logging out from the remote system using 
logout(). 


OK, or ERROR if the host is unknown, no privileged ports are available, the routine is 
unable to connect to the host, or the child process cannot be spawned. 


rlogLib, iam(), logout() 


rlogind() 


rlogind() — the VxWorks remote login daemon 
void rlogind (void) 


This routine provides a facility for remote users to log in to VxWorks over the network. If 
the configuration macro INCLUDE_RLOGIN is defined, rlogind() is spawned by rlogInit() 
at boot time. 


Remote login requests will cause stdin, stdout, and stderr to be directed away from the 
console. When the remote user disconnects, stdin, stdout, and stderr are restored, and the 
shell is restarted. The rlogind() routine uses the remote user verification protocol 
specified by the UNIX remote shell daemon documentation, but ignores all the 
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information except the user name, which is used to set the VxWorks remote identity (see 
the manual entry for iam()). 


The remote login daemon requires the existence of a pseudo-terminal device, which is 
created by rlogInit() before rlogind() is spawned. The rlogind() routine creates two child 
processes, tRlogInTask and tRlogOutTask, whenever a remote user is logged in. These 
processes exit when the remote connection is terminated. 

N/A 


rlogLib, rlogInit(), iam() 


rlogInit() 


rlogInit( ) — initialize the remote login facility 

STATUS rlogInit (void) 

This routine initializes the remote login facility. It creates a pty (pseudo tty) device and 
spawns rlogind(). If the configuratiion macro INCLUDE_RLOGIN is defined, rlogInit() is 
called automatically at boot time. 


OK or ERROR. 


rlogLib, ptyDrv 


rm() 


rm() — remove a file 
STATUS rm 
( 
char * fileName /* name of file to remove */ 
) 
This command is provided for UNIX similarity. It simply calls remove(). 


OK, or ERROR if the file cannot be removed. 


ustLib, remove(), VxWorks Programmer's Guide: Target Shell 
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rmdir( ) 


rmdir() — remove a directory 


STATUS rmdir 
( 


char * dirName /* name of directory to remove */ 


) 
This command removes an existing directory from a hierarchical file system. The dirName 


string specifies the name of the directory to be removed, and may be either a full or 
relative pathname. 


This call is supported by the VxWorks NFS and dosFs file systems. 
OK, or ERROR if the directory cannot be removed. 


usrLib, mkdir(), VxWorks Programmer’s Guide: Target Shell 


mgBufGet() 


rmgBufGet( ) — get characters from a ring buffer 


int rngBufGet 
( 
RING_ID rngId, /* ring buffer to get data from */ 
char * buffer, /* pointer to buffer to receive data */ 
int maxbytes /* maximum number of bytes to get */ 
) 


This routine copies bytes from the ring buffer rngld into buffer. It copies as many bytes as 
are available in the ring, up to maxbytes. The bytes copied will be removed from the ring. 


The number of bytes actually received from the ring buffer; it may be zero if the ring 
buffer is empty at the time of the call. 


mgLib 
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mgBufPut() 


rmgBufPut() — put bytes into a ring buffer 

int rngBufPut 
( 
RING_ID rngId, /* ring buffer to put data into */ 
char * buffer, /* buffer to get data from */ 
int nbytes /* number of bytes to try to put */ 
) 


This routine puts bytes from buffer into ring buffer ringld. The specified number of bytes 
will be put into the ring, up to the number of bytes available in the ring. 


The number of bytes actually put into the ring buffer; it may be less than number 
requested, even zero, if there is insufficient room in the ring buffer at the time of the call. 


mgLib 


rgCreate() 


rmgCreate() — create an empty ring buffer 

RING_ID rngCreate 
( 
int nbytes /* number of bytes in ring buffer */ 
) 


This routine creates a ring buffer of size nbytes, and initializes it. Memory for the buffer is 
allocated from the system memory partition. 


The ID of the ring buffer, or NULL if memory cannot be allocated. 


mgLib 
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rngDelete( ) 


rngDelete() — delete a ring buffer 
void rngDelete 
hoa ringId /* ring buffer to delete */ 
) 
This routine deletes a specified ring buffer. Any data currently in the buffer will be lost. 


N/A 


mgLib 


mgFlush() 


rngFlush() — make a ring buffer empty 
void rngFlush 
( 
RING_ID ringId /* ring buffer to initialize */ 


) 


This routine initializes a specified ring buffer to be empty. Any data currently in the buffer 
will be lost. 


N/A 


mgLib 
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rmgFreeBytes( ) 


rngFreeBytes( ) — determine the number of free bytes in a ring buffer 


int rngFreeBytes 


( 
RING_ID ringId /* ring buffer to examine */ 


) 


This routine determines the number of bytes currently unused in a specified ring buffer. 


The number of unused bytes in the ring buffer. 


mgLib 


mgIsEmpty() 


rmglIsEmpty() — test if a ring buffer is empty 
BOOL rngIsEmpty 
Ses ringId /* ring buffer to test */ 
) 
This routine determines if a specified ring buffer is empty. 


TRUE if empty, FALSE if not. 


mgLib 
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rmeglIsFull() 


rngIsFull() — test if a ring buffer is full (no more room) 
BOOL rngIsFull 
scenes xringId /* ring buffer to test */ 
) 
This routine determines if a specified ring buffer is completely full. 


TRUE if full, FALSE if not. 


mgLib 


mgMoveAhead( ) 


mgMoveAhead( ) — advance a ring pointer by n bytes 


void rngMoveAhead 
( 
RING_ID ringId, /* ring buffer to be advanced */ 
int n /* number of bytes ahead to move input pointer */ 


) 
This routine advances the ring buffer input pointer by n bytes. This makes n bytes 
available in the ring buffer, after having been written ahead in the ring buffer with 
rmgPutAhead(). 
N/A 


mgLib 
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mgNBytes() 


rmgNBytes() — determine the number of bytes in a ring buffer 


int rngNBytes 
( 
RING_ID ringId /* ring buffer to be enumerated */ 


) 
This routine determines the number of bytes currently in a specified ring buffer. 
The number of bytes filled in the ring buffer. 


mgLib 


mgPutAhead( ) 


rmgPutAhead() — put a byte ahead in a ring buffer without moving ring pointers 


void rngPutAhead 
( 
RING_ID ringId, /* ring buffer to put byte in */ 
char byte, /* byte to be put in ring */ 
int offset /* offset beyond next input byte where to put byte */ 
) 


This routine writes a byte into the ring, but does not move the ring buffer pointers. Thus 
the byte will not yet be available to rngBufGet() calls. The byte is written offset bytes 
ahead of the next input location in the ring. Thus, an offset of 0 puts the byte in the same 
position as would RNG_ELEM_PUT would put a byte, except that the input pointer is not 
updated. 


Bytes written ahead in the ring buffer with this routine can be made available all at once 
by subsequently moving the ring buffer pointers with the routine rngMoveAhead(). 


Before calling rngPutAhead(), the caller must verify that at least offset + 1 bytes are 
available in the ring buffer. 


N/A 


mgLib 
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romStart() 


romStart() — generic ROM initialization 
void romStart 
( 
int startType /* start type */ 
) 


This is the first C code executed after reset. 


This routine is called by the assembly start-up code in romInit(). It clears memory, copies 
ROM to RAM, and possibly invokes the uncompressor. It then jumps to the entry point of 
the uncompressed object code. 

N/A 


bootInit 


round ) 


round() — round a number to the nearest integer 
double round 
( 
double x /* value to round */ 
) 
This routine rounds a double-precision value x to the nearest integral value. 
math.h 


The double-precision representation of x rounded to the nearest integral value. 


mathALib 
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roundf( ) 


roundf() —- round a number to the nearest integer 


float roundf 


( 
float x /* argument */ 


) 
This routine rounds a single-precision value x to the nearest integral value. 
math.h 
The single-precision representation of x rounded to the nearest integral value. 


mathALib 


routeAdd( ) 


routeAdd( ) — add a route 


STATUS routeAdd 
( 
char * destination, /* inet addr or name of route destination */ 


char * gateway /* inet addr or name of gateway to destination */ 


) 
This routine adds gateways to the network routing tables. It is called from a VxWorks 
machine that needs to establish a gateway to a destination network (or machine). 
You can specify both destination and gateway in standard Internet address format (for 
example, 90.0.0.2), or you can specify them using their host names, as specified with 
hostAdd(). 
Consider the following example: 


-> routeAdd "90.0.0.0", "gate" 


This call tells VxWorks that the machine with the host name "gate" is the gateway to 
network 90.0.0.0. The host "gate" must already have been created by hostAdd(). 


Consider the following example: 
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—> routeAdd "90.0.0.0", "91.0.0.3" 


This call tells VxWorks that the machine with the Internet address 91.0.0.3 is the gateway 
to network 90.0.0.0. 


Consider the following example: 
-—> routeAdd "destination", "gate" 


This call tells VxWorks that the machine with the host name "gate" is the gateway to the 
machine named "destination". The host names "gate" and "destination" must already 
have been created by hostAdd(). 


Consider the following example: 
-> routeAdd "0", "gate" 


This call tells VxWorks that the machine with the host name "gate" is the default gateway. 
The host "gate" must already have been created by hostAdd(). A default gateway is 
where Internet Protocol (IP) datagrams are routed when there is no specific routing table 
entry available for the destination IP network or host. 


OK or ERROR. 


routeLib 


routeDelete( ) 


routeDelete( ) — delete a route 
STATUS routeDelete 
( 
char * destination, /* inet addr or name of route destination */ 
char * gateway /* inet addr or name of gateway to destination */ 
) 
This routine deletes a specified route from the network routing tables. 


OK or ERROR. 


routeLib, routeAdd() 
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routeNetAdd() 


routeNetAdd( ) — add a route to a destination that is a network 


STATUS routeNetAdd 
( 


char * destination, /* inet addr or name of network destination */ 


char * gateway /* inet addr or name of gateway to destination */ 


) 
This routine is equivalent to routeAdd( ), except that the destination address is assumed to 
be a network. This is useful for adding a route to a sub-network that is not on the same 
overall network as the local network. 


OK or ERROR. 


routeLib 


routeProtoPrioritySet( ) 


routeProtoPrioritySet( ) — set the priority of routes added by the routing protocol 


STATUS routeProtoPrioritySet 
( 
int proto, /* protocol no, from m2Lib.h */ 
int prio /* priority, >= 0 , <= 200 */ 
) 


This routine assigns a priority to a routing protocol. A route generated by the proto 
protocol is added to the routing table only if a protocol of higher priority does not already 
have that route installed in the table. Use proto to identify the protocol. See m2Lib.h for a 
listing of valid values for proto. Use prio to specify the priority level you want to assign to 
proto. The prio parameter may be any integer value greater or equal to 0 and less than or 
equal to 200. The higher values indicate higher priority. If you do not want VxWorks to 
prioritize protocols, do not call this routine. 


Routes that are added with the routeAdd() or mRouteAdd() call are of type 
M2_ipRouteProto_other. These are static routes that are not affected by routing protocols 
such as RIP and OSPF. To change the priority of routes added in this way pass the value 
M2_ipRoute_Proto_other in the first argument of this routine. 
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OK if priority set successfully else ERROR. 


routeLib 


routeShow() 


routeShow( ) — display host and network routing tables 
void routeShow (void) 
This routine displays the current routing information contained in the routing table. 


—> routeShow 
ROUTE NET TABLE 
destination gateway flags Refcnt Use Interface 


ROUTE HOST TABLE 
destination gateway flags Refcnt Use Interface 


The flags field represents a decimal value of the flags specified for a given route. The 
following is a list of currently available flag values: 


Ox1 — route is usable (that is, "up") 

Ox2 — destination is a gateway 

Ox4 — host specific routing entry 

Ox8 — host or net unreachable 

0x10 — created dynamically (by redirect) 
0x20 — modified dynamically (by redirect) 
0x40 — message confirmed 

0x80 — subnet mask present 

0x100 — generate new routes on use 

0x200 — external daemon resolves name 
0x400 — generated by ARP 

0x800 — manually added (static) 

0x1000 —just discard packets (during updates) 
0x2000 — modified by management protocol 
0x4000 — protocol specific routing flag 
0x8000 — protocol specific routing flag 
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2. Subroutines 
rpclnit() 


In the above display example, the entry in the ROUTE NET TABLE has a flag value of 1, 
which indicates that this route is "up" and usable and network specific (the 0x4 bit is 
turned off). The entry in the ROUTE HOST TABLE has a flag value of 5 (0x1 OR’ed with 
0x4), which indicates that this route is "up" and usable and host-specific. 


N/A 


netShow 


routestatShow( ) 


routestatShow() — display routing statistics 
void routestatShow (void) 

This routine displays routing statistics. 
N/A 


netShow 


rpclInit() 


rpclInit() — initialize the RPC package 

STATUS rpcInit (void) 

This routine must be called before any task can use the RPC facility; it spawns the 
portmap daemon. It is called automatically if the configuration macro INCLUDE_RPC is 
defined. 


OK, or ERROR if the portmap daemon cannot be spawned. 


rpcLib 
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rpcTaskInit( ) 


rpcTaskInit( ) — initialize a task’s access to the RPC package 
STATUS rpcTaskInit (void) 


This routine must be called by a task before it makes any calls to other routines in the RPC 
package. 


OK, or ERROR if there is insufficient memory or the routine is unable to add a task delete 
hook. 


rpcLib 


rresvport( ) 


rresvport() — open a socket with a privileged port bound to it 
int rresvport 

( 

int * alport /* port number to initially try */ 

) 


This routine opens a socket with a privileged port bound to it. It is analogous to the UNIX 
routine rresvport( ). 


A socket descriptor, or ERROR if either the socket cannot be opened or all ports are in use. 


remLib, UNIX BSD 4.3 manual entry for rresvport() 


rt11FsDateSet( ) 


rt11FsDateSet( ) — set the rt11Fs file system date 
void rt11FsDateSet 


( 
int year, /* year (72...03 (RT-11’s days are numbered)) */ 
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int month, /* month (0, or 1...12) */ 
int day /* day (0, or 1...31) */ 
) 


This routine sets the date for the rt11Fs file system, which remains in effect until changed. 
All files created are assigned this creation date. 


To set a blank date, invoke the command: 


rt11lFsDateSet (72, 0, 0); /* a date outside RT-11’s epoch */ 


No automatic incrementing of the date is performed; each new date must be set with a call 
to this routine. 


N/A 


rt11FsLib 


rt11FsDevInit( ) 


rt11FsDevInit( ) — initialize the rt11Fs device descriptor 


RT_VOL_DESC *rt11FsDevInit 
( 


char * devName, /* device name */ 

BLK_DEV * pBlkDev, /* pointer to block device info */ 

BOOL rt11Fmt, /* TRUE if RT-11 skew & interleave */ 
int nEntries, /* no. of dir entries incl term entry */ 
BOOL changeNoWarn /* TRUE if no disk change warning */ 


) 


This routine initializes the device descriptor. The pBlkDev parameter is a pointer to an 
already-created BLK_DEV device structure. This structure contains definitions for various 
aspects of the physical device format, as well as pointers to the sector read, sector write, 
ioctl(), status check, and reset functions for the device. 


The rt11Fmt parameter is TRUE if the device is to be accessed using standard RT-11 skew 
and interleave. 


The device directory will consist of one segment able to contain at least as many files as 
specified by nEntries. If nEntries is equal to RT_FILES_FOR_2_BLOCK_SEG, strict RT-11 
compatibility is maintained. 


The changeNoWarn parameter is TRUE if the disk may be changed without announcing the 
change via rt11FsReadyChange( ). Setting changeNoWarn to TRUE causes the disk to be 
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regularly remounted, in case it has been changed. This results in a significant 
performance penalty. 


An ERROR is returned if r#11F mt is TRUE and the bd_blksPerTrack(sectors per track) 
field in the BLK_DEV structure is odd. This is because an odd number of sectors per track 
is incompatible with the RT-11 interleaving algorithm. 


A pointer to the volume descriptor (RT_VOL_DESC), or NULL if invalid device parameters 
were specified, or the routine runs out of memory. 


rt11FsLib 


rt11FsInit() 


rt11FsInit( ) — prepare to use the rt11Fs library 


STATUS rt11FsInit 
( 


int maxFiles /* max no. of simultaneously open rt1l1Fs files */ 


) 


This routine initializes the rt11Fs library. It must be called exactly once, before any other 
routine in the library. The maxFiles parameter specifies the number of rt11Fs files that 
may be open at once. This routine initializes the necessary memory structures and 
semaphores. 


This routine is called automatically from the root task, usrRoot(), in usrConfig.c when 
the configuration macro INCLUDE_RT1IFS is defined. 


OK, or ERROR if memory is insufficient. 


rt11FsLib 
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1t11FsMkfs( ) 


1t11FsMkfs( ) — initialize a device and create an rt11Fs file system 


RT_VOL_DESC *rt11FsMkfs 
( 
char * volName, /* volume name to use */ 
BLK_DEV * pBlkDev /* pointer to block device struct */ 
) 


This routine provides a quick method of creating an rt11Fs file system on a device. It is 
used instead of the two-step procedure of calling rt11FsDevInit() followed by an ioc#tl() 
call with an FIODISKINIT function code. 


This routine provides defaults for the rt11Fs parameters expected by rt11FsDevInit( ). 
The directory size is set to RT_FILES_FOR_2_ BLOCK_SEG(defined in rt11FsLib.h). No 
standard disk format is assumed; this allows the use of rt11Fs on block devices with an 
odd number of sectors per track. The changeNoWarn parameter is defined as FALSE, 
indicating that the disk will not be replaced without rt11FsReadyChange() being called 
first. 


If different values are needed for any of these parameters, the routine rt11FsDevInit( ) 
must be used instead of this routine, followed by a request for disk initialization using the 
ioctl() function FIODISKINIT. 

A pointer to an rtl11Fs volume descriptor (RT_VOL_DESC), or NULL if there is an error. 


rt11FsLib, rt11FsDevInit() 


rt11FsModeChange( ) 


rt11FsModeChange( ) — modify the mode of an rt11Fs volume 


void rt11FsModeChange 
( 
RT_VOL_DESC * vdptr, /* pointer to volume descriptor */ 
int newMode /* O_RDONLY, O_WRONLY, or O_RDWR (both) */ 
) 
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rt11FsReadyChange( ) 


This routine sets the volume descriptor mode to newMode. It should be called whenever 
the read and write capabilities are determined, usually after a ready change. See the 
manual entry for rt11FsReadyChange( ). 


The rt11FsDevInit() routine initially sets the mode to O_RDWR, (e.g., both O_RDONLY 
and O_WRONLY). 


N/A 


rt11FsLib, rt11FsDevInit( ), rt11FsReadyChange( ) 


rt11FsReadyChange( ) 


rt11FsReadyChange( ) — notify rt11Fs of a change in ready status 


void rt11FsReadyChange 


( 
RT_VOL_DESC * vdptr /* pointer to device descriptor */ 


) 


This routine sets the volume descriptor state to RT_.VD_READY_CHANGED. It should be 
called whenever a driver senses that a device has come on-line or gone off-line (e.g., a disk 
has been inserted or removed). 


N/A 


rt11FsLib 


s() 


s() - single-step a task 


STATUS s 
( 
int taskNameOrId, /* task to step; 0 = use default */ 
INSTR * addr, /* address to step to; 0 = next instruction */ 
INSTR * addrl /* address for npc, 0 = next instruction */ 


) 
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sa1100DeviInit( ) 


This routine single-steps a task that is stopped at a breakpoint. 
To execute, enter: 
-—> s [task[,addr[,addr1]]] 


If task is omitted or zero, the last task referenced is assumed. If addr is non-zero, then the 
program counter is changed to addr; if addr1 is non-zero, the next program counter is 
changed to addr1, and the task is stepped. 


When a task is continued, s() does not distinguish between a suspended task or a task 
suspended by the debugger. Therefore, its use should be restricted to only those tasks 
being debugged. 

The next program counter, addr1, is currently supported only by SPARC. 


OK, or ERROR if the debugging package is not installed, the task cannot be found, or the 
task is not suspended. 


dbgLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: Shell 


sa1100DevInit() 


sa1100DevInit( ) — initialise an SA1100 channel 
void sa1100DeviInit 

( 

SA1100_CHAN * pChan /* ptr to SA1100_CHAN describing this channel */ 

) 
This routine initialises some SIO_CHAN function pointers and then resets the chip to a 
quiescent state. Before this routine is called, the BSP must already have initialised all the 
device addresses, etc. in the SA1100_CHAN structure. 
N/A 


sa1100Sio 
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sa1100Int() 


sa1100Int() — handle an interrupt 

void sa1100Int 
( 
SA1100_CHAN * pChan /* ptr to SA1100_CHAN describing this channel */ 
) 

This routine handles interrupts from the UART. 

N/A 


sa1100Sio 


saloWrite( ) 


saloWrite() — send a packet to the master agent’s message queue 


STATUS saIoWrite 
( 


PTR_T ipchandle, /* Subagent’s identifier */ 
EBUFFER_T * pBuf, /* Encoded buffer */ 
INT_32_T code /* Message type */ 


) 


This routine is called either from snmpSaHandlerAsync() or from the registration 
routines. ipchandle contains an identifier to the sub agents’s message queue except for the 
case when the message is a response to IPC_AYT. In this case, it contains the identifier to 
the local queue at the master agent. The pBuf parameter points to the message being sent. 
The code parameter takes a value that indicates how the master agent should process the 
message. Value code values are CALL_QUERY_HANDLER, CALL_REG_HANDLER, and 
IPC_AYT. For more on how these values influence message processing in the master 
agent, see the description of snmpMonitorSpawn(). 


OK or ERROR. 


saloLib 
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salpcFree( ) 


salpcFree( ) — free the specified IPC mechanism 


void saIpcFree 


( 
PTR_T ipchandle /* pointer to IPC handle */ 


) 
Call this routine to free the IPC mechanism specified by ipchandle. You created this IPC 
mechanism with a call to snmpSaInit(). If you rewrote snmpSalInit() to use an IPC 
mechanism other than message queues, you must rewrite salpcFree() to match. 


N/A 


saloLib 


saMsgBuild( ) 


saMsgBuild() — build and encode a message and send it to the master agent 


void saMsgBuild 
( 
VBL_T * vblist, /* pointer to varbind list */ 
SA_HEADER_T * hdr_blk, /* pointer to header block */ 
SA_DEMUX_T * demuxer, /* pointer to demuxer */ 
PTR_T saId /* IPC handle */ 
) 


The hdrBlkCreate() routine calls saMsgBuild() to build a message, encode it, and 
transmit it to the master agent. The message is built up from the information provided in 
the input parameters: 


vblist 
Expects a pointer to the VBL_T structure containing the varbind list you want to 
include in the message. 


hdr_blk 
Expects a pointer to the header for this message. 


demuxer 
Expects a pointer to the demuxer information for this message. The demuxer 
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information consists of a string and an object ID. In a message dealing with a version 
1 request, the string is the community string and the object ID is unused. Ina 
message dealing with a version 2 request, the string is the local entity string from the 
context and the object ID is the local time object ID from the context. 


said 
Expects a pointer to the IPC mechanism (a message queue ID) that the master agent 
can use to respond to this message. 


To encode the message, this routine calls snmpSubEncode( ). To send the message to the 
master agent, this routine calls saloWrite(). 


N/A 


saloLib 


scanf( ) 


scanf() — read and convert characters from the standard input stream (ANSI) 


int scanf 


( 
char const * fmt /* format string */ 


) 


This routine reads input from the standard input stream under the control of the string 
fmt. It is equivalent to fscanf() with an fp argument of stdin. 


stdio.h 
The number of input items assigned, which can be fewer than provided for, or even zero, 
in the event of an early matching failure; or EOF if an input failure occurs before any 


conversion. 


ansiStdio, fscanf(), sscanf() 
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sched_get_priority_max() 


sched_get_priority_max() — get the maximum priority (POSIX) 


int sched_get_priority_max 
( 
int policy /* scheduling policy */ 
) 


This routine returns the value of the highest possible task priority for a specified 
scheduling policy (SCHED_FIFO or SCHED_RR). 


If the global variable posixPriorityNumbering is FALSE, the VxWorks native priority 
numbering scheme is used, in which higher priorities are indicated by smaller numbers. 
This is different than the priority numbering scheme specified by POSIX, in which higher 
priorities are indicated by larger numbers. 


Maximum priority value, or -1 (ERROR) on error. 


EINVAL 
— invalid scheduling policy. 


schedPxLib 


sched_get_priority_min() 


sched_get_priority_min() — get the minimum priority (POSIX) 


int sched_get_priority_min 
( 
int policy /* scheduling policy */ 
) 


This routine returns the value of the lowest possible task priority for a specified 
scheduling policy (SCHED_FIFO or SCHED_RR). 


If the global variable posixPriorityNumbering is FALSE, the VxWorks native priority 
numbering scheme is used, in which higher priorities are indicated by smaller numbers. 
This is different than the priority numbering scheme specified by POSIX, in which higher 
priorities are indicated by larger numbers. 
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Minimum priority value, or -1 (ERROR) on error. 


EINVAL 
— invalid scheduling policy. 


schedPxLib 


sched_getparam( ) 


sched_getparam() — get the scheduling parameters for a specified task (POSIX) 


int sched_getparam 
( 
pid_t tid, /* task ID */ 
struct sched_param * param /* scheduling param to store priority */ 


) 
This routine gets the scheduling priority for a specified task, tid. If tid is 0, it gets the 
priority of the calling task. The task’s priority is copied to the sched_param structure 
pointed to by param. 
If the global variable posixPriorityNumbering is FALSE, the VxWorks native priority 
numbering scheme is used, in which higher priorities are indicated by smaller numbers. 
This is different than the priority numbering scheme specified by POSIX, in which higher 
priorities are indicated by larger numbers. 


0 (OK) if successful, or -1 (ERROR) on error. 


ESRCH 
— invalid task ID. 


schedPxLib 
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2. Subroutines 
sched_rr_get_interval( ) 


sched_getscheduler( ) 


sched_getscheduler() — get the current scheduling policy (POSIX) 


int sched_getscheduler 
( 
pid_t tid /* task ID */ 
) 


This routine returns the currents scheduling policy (i.e., SCHED_FIFO or SCHED_RR). 


Current scheduling policy (SCHED_FIFO or SCHED_RR), or -1 (ERROR) on error. 


ESRCH 
— invalid task ID. 


schedPxLib 


sched_rr_get_interval() 


sched_rr_get_interval() — get the current time slice (POSIX) 


int sched_rr_get_interval 
( 
pid_t tid, /* task ID */ 
struct timespec * interval /* struct to store time slice */ 


) 


This routine sets interval to the current time slice period if round-robin scheduling is 
currently enabled. 


0 (OK) if successful, -1 (ERROR) on error. 
EINVAL 

— round-robin scheduling is not currently enabled. 
ESRCH 

— invalid task ID. 


schedPxLib 
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sched_setparam() 


sched_setparam() - set a task’s priority (POSIX) 


int sched_setparam 


( 
pid_t tid, /* task ID */ 
const struct sched_param * param /* scheduling parameter */ 


) 


This routine sets the priority of a specified task, tid. If tid is 0, it sets the priority of the 
calling task. Valid priority numbers are 0 through 255. 


The param argument is a structure whose member sched_priority is the integer priority 
value. For example, the following program fragment sets the calling task’s priority to 13 
using POSIX interfaces: 


#include "sched.h" 
struct sched_param AppSchedPrio; 


AppSchedPrio.sched_priority = 13; 

if ( sched_setparam (0, &AppSchedPrio) != OK ) 
{ 

. /* recovery attempt or abort message */ 


If the global variable posixPriorityNumbering is FALSE, the VxWorks native priority 
numbering scheme is used, in which higher priorities are indicated by smaller numbers. 
This is different than the priority numbering scheme specified by POSIX, in which higher 
priorities are indicated by larger numbers. 


0 (OK) if successful, or -1 (ERROR) on error. 
EINVAL 

— scheduling priority is outside valid range. 
ESRCH 

— task ID is invalid. 


schedPxLib 
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sched_setscheduler( ) 


sched_setscheduler( ) — set scheduling policy and scheduling parameters (POSIX) 


int sched_setscheduler 
( 
pid_t tid, /* task ID */ 
int policy, /* scheduling policy requested */ 
const struct sched_param * param /* scheduling parameters requested */ 


) 


This routine sets the scheduling policy and scheduling parameters for a specified task, tid. 
If tid is 0, it sets the scheduling policy and scheduling parameters for the calling task. 


Because VxWorks does not set scheduling policies (e.g., round-robin scheduling) on a 
task-by-task basis, setting a scheduling policy that conflicts with the current system policy 
simply fails and errno is set to EINVAL. If the requested scheduling policy is the same as 
the current system policy, then this routine acts just like sched_setparam(). 


If the global variable posixPriorityNumbering is FALSE, the VxWorks native priority 
numbering scheme is used, in which higher priorities are indicated by smaller numbers. 
This is different than the priority numbering scheme specified by POSIX, in which higher 
priorities are indicated by larger numbers. 


The previous scheduling policy (SCHED_FIFO or SCHED_RR), or -1 (ERROR) on error. 


EINVAL 
— scheduling priority is outside valid range, or it is impossible to set 
the specified scheduling policy. 
ESRCH 
— invalid task ID. 


schedPxLib 


sched_yield() 


sched_yield() — relinquish the CPU (POSIX) 
int sched_yield (void) 


This routine forces the running task to give up the CPU. 


2-671 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 
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scsi2lfinit() 


0 (OK) if successful, or -1 (ERROR) on error. 


schedPxLib 


scsi2IfInit( ) 


scsi2IfInit() — initialize the SCSI-2 interface to scsiLib 
void scsi2IfInit () 


This routine initializes the SCSI-2 function interface by adding all the routines in scsi2Lib 
plus those in scsiDirectLib and scsiCommonLib. It is invoked by usrConfig.c if the 
macro INCLUDE_SCSI2 is defined in config.h. The calling interface remains the same 
between SCSI-1 and SCSI-2; this routine simply sets the calling interface function pointers 
to the SCSI-2 functions. 


N/A 


scsi2Lib 


scsiAutoConfig( ) 


scsiAutoConfig( ) — configure all devices connected to a SCSI controller 


STATUS scsiAutoConfig 
( 
SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 
) 


This routine cycles through all valid SCSI bus IDs and logical unit numbers (LUNs), 
attempting a scsiPhysDevCreate( ) with default parameters on each. All devices which 
support the INQUIRY command are configured. The scsiShow() routine can be used to 
find the system table of SCSI physical devices attached to a specified SCSI controller. In 
addition, scsiPhysDevIdGet( ) can be used programmatically to get a pointer to the 
SCSI_PHYS_DEV structure associated with the device at a specified SCSI bus ID and LUN. 


OK, or ERROR if pScsiCtrl and the global variable pSysScsiCtrlare both NULL. 


scsiLib 
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SYNOPSIS 


DESCRIPTION 


2. Subroutines 
scsiBlkDevinit() 


scsiBlkDevCreate( ) 


scsiBlkDevCreate( ) — define a logical partition on a SCSI block device 


BLK_DEV * scsiBlkDevCreate 
( 
SCSI_PHYS_DEV * pScsiPhysDev,/* ptr to SCSI physical device info */ 
int numBlocks, /* number of blocks in block device */ 
int blockOffset /* address of first block in volume */ 


This routine creates and initializes a BLK_DEV structure, which describes a logical 
partition on a SCSI physical-block device. A logical partition is an array of contiguously 
addressed blocks; it can be completely described by the number of blocks and the address 
of the first block in the partition. In normal configurations partitions do not overlap, 
although such a condition is not an error. 


If numBlocks is 0, the rest of device is used. 


A pointer to the created BLK_DEV, or NULL if parameters exceed physical device 
boundaries, if the physical device is not a block device, or if memory is insufficient for the 
structures. 


scsiLib 


scsiBlkDevInit( ) 


scsiBlkDevInit( ) — initialize fields in a SCSI logical partition 


void scsiBlkDevInit 
( 
SCSI_BLK_DEV * pScsiBlkDev, /* ptr to SCSI block dev. struct */ 
int blksPerTrack, /* blocks per track */ 
int nHeads /* number of heads */ 


This routine specifies the disk-geometry parameters required by certain file systems (for 
example, dosFs). It is called after a SCSI_LBLK_DEV structure is created with 
scsiBlkDevCreate( ), but before calling a file system initialization routine. It is generally 
required only for removable-media devices. 


2-673 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
scsiBlkDevShow( ) 


N/A 


scsiLib 


scsiBlkDevShow() 


scsiBlkDevShow() — show the BLK_DEV structures on a specified physical device 


void scsiBlkDevShow 


( 
SCSI_PHYS_DEV * pScsiPhysDev /* ptr to SCSI physical device info */ 


) 
This routine displays all of the BLK_DEV structures created on a specified physical device. 
This routine is called by scsiShow() but may also be invoked directly, usually from the 
shell. 
N/A 


scsiLib, scsiShow() 


scsiBusReset( ) 


scsiBusReset( ) — pulse the reset signal on the SCSI bus 
STATUS scsiBusReset 

( 

SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 

) 
This routine calls a controller-specific routine to reset a specified controller’s SCSI bus. If 
no controller is specified (pScsiCtrl is 0), the value in the global variable pSysScsiCtrl is 
used. 


OK, or ERROR if there is no controller or controller-specific routine. 


scsiLib 


2-674 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
scsiCacheSnoopEnable( ) 


scsiCacheSnoopDisable( ) 


scsiCacheSnoopDisable( ) — inform SCSI that hardware snooping of caches is disabled 


void scsiCacheSnoopDisable 
( 
SCSI_CTRL * pScsiCtrl /* pointer to a SCSI_CTRL structure */ 
) 


This routine informs the SCSI library that hardware snooping is disabled and that 
scsi2Lib should execute any neccessary cache coherency code. In order to make scsi2Lib 
aware that hardware snooping is disabled, this routine should be called after all SCSI-2 
initializations, especially after scsi2Ctrlnit(). 


N/A 


scsi2Lib 


scsiCacheSnoopEnable( ) 


scsiCacheSnoopEnable( ) — inform SCSI that hardware snooping of caches is enabled 


void scsiCacheSnoopEnable 


( 
SCSI_CTRL * pScsiCtrl /* pointer to a SCSI_CTRL structure */ 


) 
This routine informs the SCSI library that hardware snooping is enabled and that scsi2Lib 
need not execute any cache coherency code. In order to make scsi2Lib aware that 
hardware snooping is enabled, this routine should be called after all SCSI-2 initializations, 
especially after scsi2CtrlInit(). 
N/A 


scsi2Lib 
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scsiCacheSynchronize( ) 


scsiCacheSynchronize( ) — synchronize the caches for data coherency 


void scsiCacheSynchronize 
( 
SCSI_THREAD * pThread, /* ptr to thread info */ 
SCSI_CACHE_ACTION action /* cache action required */ 
) 


This routine performs whatever cache action is necessary to ensure cache coherency with 
respect to the various buffers involved in a SCSI command. 


The process is as follows: 


1. The buffers for command, identification, and write data, which are simply written to 
SCSI, are flushed before the command. 


2. The status buffer, which is written and then read, is cleared (flushed and invalidated) 
before the command. 


3. The data buffer for a read command, which is only read, is cleared before the 
command. 


The data buffer for a read command is cleared before the command rather than 
invalidated after it because it may share dirty cache lines with data outside the read 
buffer. DMA drivers for older versions of the SCSI library have flushed the first and last 
bytes of the data buffer before the command. However, this approach is not sufficient 
with the enhanced SCSI library because the amount of data transferred into the buffer 
may not fill it, which would cause dirty cache lines which contain correct data for the 
un-filled part of the buffer to be lost when the buffer is invalidated after the command. 


To optimize the performance of the driver in supporting different caching policies, the 
routine uses the CACHE_USER_FLUSH macro when flushing the cache. In the absence of a 
CACHE_USER_CLEAR macro, the following steps are taken: 


1. Ifthere is anon-NULL flush routine in the cacheUserFuncs structure, the cache is 
cleared. 


2. If there is anon-NULL invalidate routine, the cache is invalidated. 


3. Otherwise nothing is done; the cache is assumed to be coherent without any software 
intervention. 


Finally, since flushing (clearing) cache line entries for a large data buffer can be 
time-consuming, if the data buffer is larger than a preset (run-time configurable) size, the 
entire cache is flushed. 


N/A 
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scsi2Lib 


scsiErase( ) 


2. Subroutines 
scsiFormatUnit( ) 


scsiErase() — issue an ERASE command to a SCSI device 


STATUS scsiErase 
( 
SCSI_PHYS_DEV * pScsiPhysDev, 
BOOL longErase 
) 


/* ptr to SCSI physical device */ 
/* TRUE for entire tape erase */ 


This routine issues an ERASE command to a specified SCSI device. 


OK, or ERROR if the command fails. 


scsiSeqLib 


scsiFormatunit( ) 


scsiFormatUnit( ) — issue a FORMAT_UNIT command to a SCSI device 


STATUS scsiFormatUnit 
( 


SCSI_PHYS_DEV * pScsiPhysDev, 
BOOL cempDefectList, 
int defListFormat, 
int vendorUnique, 
int interleave, 
char * buffer, 

int bufLength 


ptr to SCSI physical device */ 
whether defect list is complete */ 
defect list format */ 

vendor unique byte */ 

interleave factor */ 

ptr to input data buffer */ 
length of buffer in bytes */ 


This routine issues a FORMAT_UNIT command to a specified SCSI device. 


OK, or ERROR if the command fails. 


scsiLib 
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scsildentMsgBuild( ) 


scsildentMsgBuild() — build an identification message 


int scsiIdentMsgBuild 
( 
UINTS * msg, 
SCSI_PHYS_DEV * pScsiPhysDev, 
SCSI_LTAG_TYPE  tagType, 
UINT tagNumber 
) 


This routine builds an identification message in the caller’s buffer, based on the specified 
physical device, tag type, and tag number. 


If the target device does not support messages, there is no identification message to build. 


Otherwise, the identification message consists of an IDENTIFY byte plus an optional 
QUEUE TAG message (two bytes), depending on the type of tag used. 


This function is not intended for use by application programs. 
The length of the resulting identification message in bytes or -1 for ERROR. 


scsi2Lib 


scsildentMsgParse( ) 


scsildentMsgParse( ) — parse an identification message 


SCSI_IDENT_STATUS scsiIdentMsgParse 
( 


SCSI_CTRL * pScsiCtrl, 
UINTS * msg, 

int msgLength, 
SCSI_PHYS_DEV * * ppScsiPhysDev, 
SCSI_TAG * pTagNum 


) 


This routine scans a (possibly incomplete) identification message, validating it in the 
process. If there is an IDENTIFY message, it identifies the corresponding physical device. 
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2. Subroutines 
scsilnquiry() 


If the physical device is currently processing an untagged (ITL) nexus, identification is 
complete. Otherwise, the identification is complete only if there is a complete QUEUE 
TAG message. 


If there is no physical device corresponding to the IDENTIFY message, or if the device is 
processing tagged (ITLQ) nexuses and the tag does not correspond to an active thread (it 
may have been aborted by a timeout, for example), then the identification sequence fails. 


The caller’s buffers for physical device and tag number (the results of the identification 
process) are always updated. This is required by the thread event handler (see 
scsiMgrThreadEvent( ).) 

This function is not intended for use by application programs. 


The identification status (incomplete, complete, or rejected). 


scsi2Lib 


scsilnquiry() 


scsilnquiry() — issue an INQUIRY command to a SCSI device 

STATUS scsiInquiry 
( 
SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 
char * buffer, /* ptr to input data buffer */ 
int bufLength /* length of buffer in bytes */ 
) 


This routine issues an INQUIRY command to a specified SCSI device. 
OK, or ERROR if the command fails. 


scsiLib 
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scsiloctl( ) 


NAME scsiloctl( ) — perform a device-specific I/O control function 


SYNOPSIS STATUS scsiIoctl 


( 
SCSI_PHYS_DEV * pScsiPhysDev,/* ptr to SCSI block device info */ 


int function, /* function code */ 
int arg /* argument to pass called function */ 
) 
DESCRIPTION This routine performs a specified ioctl function using a specified SCSI block device. 
RETURNS The status of the request, or ERROR if the request is unsupported. 
SEE ALSO scsiLib 


scsiLoadUnit( ) 


NAME scsiLoadUnit( ) — issuea LOAD/UNLOAD command to a SCSI device 


SYNOPSIS STATUS scsiLoadUnit 


( 
SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI physical device */ 


BOOL load, /* TRUE=load, FALSE=unload */ 
BOOL reten, /* TRUE=retention and unload */ 
BOOL eot /* TRUE=end of tape and unload */ 
) 

DESCRIPTION This routine issues a LOAD/UNLOAD command to a specified SCSI device. 

RETURNS OK, or ERROR if the command fails. 

SEE ALSO scsiSeqLib 
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2. Subroutines 
scsiMgrCirlEvent( ) 


scsiMgrBusReset( ) 


scsiMgrBusReset( ) — handle a controller-bus reset event 


void scsiMgrBusReset 


( 
SCSI_CTRL * pScsiCtrl /* SCSI ctrlr on which bus reset */ 


) 


This routine resets in turn: each attached physical device, each target, and the 
controller-finite-state machine. In practice, this routine implements the SCSI hard reset 
option. 


This routine does not physically reset the SCSI bus; see scsiBusReset( ). This routine 
should not be called by application programs. 


N/A 


scsiMgrLib 


scsiMerCtrlEvent( ) 


scsiMgrCtrlEvent() - send an event to the SCSI controller state machine 
void scsiMgrCtrlEvent 

( 

SCSI_CTRL * pScsiCtrl, 


SCSI_EVENT_TYPE eventType 
) 


This routine is called by the thread driver whenever selection, reselection, or 
disconnection occurs or when a thread is activated. It manages a simple finite-state 
machine for the SCSI controller. 

This function should not be called by application programs. 


N/A 


scsiMgrLib 
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scsiMgrEventNotify() 


scsiMgrEventNotify() — notify the SCSI manager of a SCSI (controller) event 


STATUS scsiMgrEventNotify 


( 
SCSI_CTRL * pScsiCtrl, /* pointer to SCSI controller structure */ 


SCSI_EVENT * pEvent, /* pointer to the SCSI event */ 
int eventSize /* size of the event information */ 


) 


This routine posts an event message on the appropriate SCSI manager queue, then notifies 
the SCSI manager that there is a message to be accepted. 


This routine should not be called by application programs. 


No access serialization is required, because event messages are only posted by the SCSI 
controller ISR. See the reference entry for scsiBusResetNotify( ). 


OK, or ERROR if the SCSI manager’s event queue is full. 


scsiMgrLib, scsiBusResetNotify() 


scsiMgrShow( ) 


scsiMgrShow( ) — show status information for the SCSI manager 


void scsiMgrShow 


( 


SCSI_CTRL * pScsiCtrl, /* SCSI controller to use */ 

BOOL showPhysDevs, /* TRUE => show phys dev details */ 
BOOL showThreads, /* TRUE => show thread details */ 
BOOL showFreeThreads /* TRUE => show free thread IDs */ 


This routine shows the current state of the SCSI manager for the specified controller, 
including the total number of threads created and the number of threads currently free. 


Optionally, this routine also shows details for all created physical devices on this 
controller and all threads for which SCSI requests are outstanding. It also shows the IDs of 
all free threads. 
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2. Subroutines 
scsiMgrThreadEvent( ) 


The information displayed is volatile; this routine is best used when there is no activity on 
the SCSI bus. Threads allocated by a client but for which there are no outstanding SCSI 
requests are not shown. 


N/A 


scsiMgrLib 


scsiMgrThreadEvent( ) 


scsiMgrThreadEvent() - send an event to the thread state machine 


void scsiMgrThreadEvent 


( 
SCSI_THREAD * pThread, 
SCSI_THREAD_EVENT_TYPE event Type 


) 


This routine forwards an event to the thread’s physical device. If the event is completion 
or deferral, it frees up the tag which was allocated when the thread was activated and 
either completes or defers the thread. 


This function should not be called by application programs. 


The thread passed into this function does not have to be an active client thread (it may be 
an identification thread). 


If the thread has no corresponding physical device, this routine does nothing. (This 
occassionally occurs if an unexpected disconnection or bus reset happens when an 
identification thread has not yet identified which physical device it corresponds to. 
N/A 


scsiMgrLib 
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scsiModeSelect( ) 


NAME scsiModeSelect() — issue a MODE_SELECT command to a SCSI device 


SYNOPSIS STATUS scsiModeSelect 


( 
SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 


int pageFormat, /* value of the page format bit (0-1) */ 
int saveParams, /* value of the save parameters bit (0-1) */ 
char * buffer, /* ptr to output data buffer */ 
int bufLength /* length of buffer in bytes */ 
) 

DESCRIPTION This routine issues a MODE_SELECT command to a specified SCSI device. 

RETURNS OK, or ERROR if the command fails. 

SEE ALSO scsiLib 


scsiModeSense( ) 


NAME scsiModeSense( ) — issue a MODE_SENSE command to a SCSI device 


SYNOPSIS STATUS scsiModeSense 


( 
SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 


int pageControl, /* value of the page control field (0-3) */ 
int pageCode, /* value of the page code field (0-Ox3f) */ 
char * buffer, /* ptr to input data buffer */ 
int bufLength /* length of buffer in bytes */ 
) 

DESCRIPTION This routine issues a MODE_SENSE command to a specified SCSI device. 

RETURNS OK, or ERROR if the command fails. 

SEE ALSO scsiLib 
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2. Subroutines 
scsiMsgOutComplete( ) 


scsiMseInComplete( ) 
eae 


NAME scsiMsgInComplete( ) — handle a complete SCSI message received from the target 


SYNOPSIS STATUS scsiMsgInComplete 
( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller info */ 
SCSI_THREAD * pThread /* ptr to thread info */ 
) 


DESCRIPTION This routine parses the complete message and takes any necessary action, which may 
include setting up an outgoing message in reply. If the message is not understood, the 
routine rejects it and returns an ERROR status. 


NOTE This function is intended for use only by SCSI controller drivers. 
RETURNS OK, or ERROR if the message is not supported. 
SEE ALSO scsi2Lib 


scsiMsgOutComplete( ) 


NAME scsiMsgOutComplete( ) — perform post-processing after a SCSI message is sent 


SYNOPSIS STATUS scsiMsgOutComplete 
( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller info */ 
SCSI_THREAD * pThread /* ptr to thread info */ 
) 


DESCRIPTION This routine parses the complete message and takes any necessary action. 
NOTE This function is intended for use only by SCSI controller drivers. 
RETURNS OK, or ERROR if the message is not supported. 

SEE ALSO scsi2Lib 
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scsiMsgOutReject( ) 


scsiMsgOutReject() — perform post-processing when an outgoing message is rejected 
void scsiMsgOutReject 
( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller info */ 
SCSI_THREAD * pThread /* ptr to thread info */ 
) 
This function is intended for use only by SCSI controller drivers. 


OK, or ERROR if the message is not supported. 


scsi2Lib 


scsiPhysDevCreate( ) 


scsiPhysDevCreate( ) — create a SCSI physical device structure 


SCSI_PHYS_DEV * scsiPhysDevCreate 


( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller info */ 


int devBusId, /* device’s SCSI bus ID */ 

int devLUN, /* device’s logical unit number */ 

int reqSenseLength, /* length of REQUEST SENSE data dev returns */ 
int devType, /* type of SCSI device */ 

BOOL removable, /* whether medium is removable */ 

int numBlocks, /* number of blocks on device */ 

int blockSize /* size of a block in bytes */ 


This routine enables access to a SCSI device and must be the first routine invoked. It must 
be called once for each physical device on the SCSI bus. 


If reqSenseLength is NULL (0), one or more REQUEST_SENSE commands are issued to the 
device to determine the number of bytes of sense data it typically returns. Note that if the 
device returns variable amounts of sense data depending on its state, you must consult 
the device manual to determine the maximum amount of sense data that can be returned. 
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2. Subroutines 
scsiPhysDevidGet( ) 


If devType is NONE (-1), an INQUIRY command is issued to determine the device type; as 
an added benefit, it acquires the device’s make and model number. The scsiShow() 
routine displays this information. Common values of devType can be found in scsiLib.h or 
in the SCSI specification. 


If numBlocks or blockSize are specified as NULL (0), a READ_CAPACITY command is issued 
to determine those values. This occurs only for device types supporting READ_CAPACITY. 


A pointer to the created SCSI_PHYS_DEV structure, or NULL if the routine is unable to 
create the physical-device structure. 


scsiLib 


scsiPhysDevDelete( ) 


scsiPhysDevDelete( ) — delete a SCSI physical-device structure 


STATUS scsiPhysDevDelete 
( 


SCSI_PHYS_DEV * pScsiPhysDev /* ptr to SCSI physical device info */ 
) 


This routine deletes a specified SCSI physical-device structure. 


OK, or ERROR if pScsiPhysDev is NULL or SCSI_BLK_DEVs have been created on the 
device. 


scsiLib 


scsiPhysDevIdGet() 


scsiPhysDevIdGet( ) — return a pointer to a SCSI_PHYS_DEV structure 


SCSI_PHYS_DEV * scsiPhysDevIdGet 
( 
SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller info */ 
int devBusId, /* device’s SCSI bus ID */ 
int devLUN /* device’s logical unit number */ 
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scsiPhysDevShow( ) 


This routine returns a pointer to the SCSI_PHYS_DEV structure of the SCSI physical device 
located at a specified bus ID (devBusId) and logical unit number (devLUN) and attached to 
a specified SCSI controller (pScsiCtrl). 

A pointer to the SCSI_PHYS_DEV structure, or NULL if the structure does not exist. 


scsiLib 


scsiPhysDevShow( ) 


scsiPhysDevShow( ) - show status information for a physical device 


void scsiPhysDevShow 


( 
SCSI_PHYS_DEV * pScsiPhysDev, /* physical device to be displayed */ 


BOOL showThreads, /* show IDs of associated threads */ 
BOOL noHeader /* do not print title line */ 


This routine shows the state, the current nexus type, the current tag number, the number 
of tagged commands in progress, and the number of waiting and active threads for a SCSI 
physical device. Optionally, it shows the IDs of waiting and active threads, if any. This 
routine may be called at any time, but note that all of the information displayed is volatile. 
N/A 


scsi2Lib 


scsiRdSecs() 


scsiRdSecs( ) — read sector(s) from a SCSI block device 


STATUS scsiRdSecs 


( 
SCSI_BLK_DEV * pScsiBlkDev, /* ptr to SCSI block device info */ 


int sector, /* sector number to be read */ 
int numSecs, /* total sectors to be read */ 
char * buffer /* ptr to input data buffer */ 
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2. Subroutines 
scsiReadCapacity( ) 


This routine reads the specified physical sector(s) from a specified physical device. 
OK, or ERROR if the sector(s) cannot be read. 


scsiLib 


scsiRdTape( ) 


scsiRdTape( ) — read bytes or blocks from a SCSI tape device 


int scsiRdTape 


( 
SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI sequential device info */ 


UINT count, /* total bytes or blocks to be read */ 
char * buffer, /* ptr to input data buffer */ 
BOOL fixedSize /* if variable size blocks */ 


) 
This routine reads the specified number of bytes or blocks from a specified physical 
device. If the boolean fixedSize is true, then numBytesrepresents the number of blocks of 
size blockSize, defined in the pScsiPhysDev structure. If variable block sizes are used 
(fixedSize = FALSE), then numBytes represents the actual number of bytes to be read. 
Number of bytes or blocks actually read, 0 if EOF, or ERROR. 


scsiSeqLib 


scsiReadCapacity() 


scsiReadCapacity() — issue a READ_CAPACITY command to a SCSI device 


STATUS scsiReadCapacity 


( 

SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 

int * pLastLBA, /* where to return last logical block */ 
int * pBlkLength /* where to return block length */ 


) 


This routine issues a READ_CAPACITY command to a specified SCSI device. 
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scsiRelease( ) 


OK, or ERROR if the command fails. 


scsiLib 


scsiRelease( ) 


scsiRelease( ) — issue a RELEASE command to a SCSI device 

STATUS scsiRelease 
( 
SCSI_PHYS_DEV * pScsiPhysDev /* ptr to SCSI physical device */ 
) 

This routine issues a RELEASE command to a specified SCSI device. 


OK, or ERROR if the command fails. 


scsiDirectLib 


scsiReleaseUnit( ) 


scsiReleaseUnit( ) — issue a RELEASE UNIT command to a SCSI device 
STATUS scsiReleaseUnit 
Peete * pScsiSeqDev /* ptr to SCSI sequential device */ 
) 
This routine issues a RELEASE UNIT command to a specified SCSI device. 
OK, or ERROR if the command fails. 


scsiSeqLib 
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2. Subroutines 
scsiReserve() 


scsiReqSense() 


scsiReqSense( ) — issue a REQUEST_SENSE command to a SCSI device and read results 


STATUS scsiReqSense 


( 

SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 
char * buffer, /* ptr to input data buffer */ 
int bufLength /* length of buffer in bytes */ 


) 


This routine issues a REQUEST_SENSE command to a specified SCSI device and reads the 
results. 


OK, or ERROR if the command fails. 


scsiLib 


scsiReserve( ) 


scsiReserve() — issue a RESERVE command to a SCSI device 
STATUS scsiReserve 


( 
SCSI_PHYS_DEV * pScsiPhysDev /* ptr to SCSI physical device */ 


) 
This routine issues a RESERVE command to a specified SCSI device. 
OK, or ERROR if the command fails. 


scsiDirectLib 
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scsiReserveUnit( ) 


scsiReserveUnit( ) 


scsiReserveUnit() — issue a RESERVE UNIT command to a SCSI device 
STATUS scsiReserveUnit 
ieee * pScsiSeqDev /* ptr to SCSI sequential device */ 
) 
This routine issues a RESERVE UNIT command to a specified SCSI device. 
OK, or ERROR if the command fails. 


scsiSeqLib 


scsiRewind() 


scsiRewind() — issue a REWIND command to a SCSI device 

STATUS scsiRewind 
( 
SCSI_SEQ_DEV * pScsiSeqDev /* ptr to SCSI Sequential device */ 
) 

This routine issues a REWIND command to a specified SCSI device. 


OK, or ERROR if the command fails. 


scsiSeqLib 
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2. Subroutines 
scsiSeqDevCreate( ) 


scsiSeqDevCreate( ) 


scsiSeqDevCreate( ) — create a SCSI sequential device 


SEQ_DEV *scsiSeqDevCreate 


( 


SCSI_PHYS_DEV * pScsiPhysDev /* ptr to SCSI physical device info */ 


) 


This routine creates a SCSI sequential device and saves a pointer to this SEQ_DEV in the 
SCSI physical device. The following functions are initialized in this structure: 


sd_seqRd - 
sd_seqWirt - 
sd_ioctl 7 
sd_seqWrtFileMarks - 
sd_statusChk - 
sd_reset - 
sd_rewind - 
sd_reserve - 
sd_release - 
sd_readBIkLim - 
sd_load - 
sd_space - 
sd_erase - 


scsiRdTape( ) 
scsiWrtTape( ) 
scsiloctl() (in scsiLib) 
scsiWrtFileMarks() 
scsiSeqStatusCheck() 
(not used) 
scsiRewind( ) 
scsiReserve( ) 
scsiRelease( ) 
scsiSeqReadBlockLimits( ) 
scsiLoadUnit() 
scsiSpace() 

scsiErase( ) 


Only one SEQ_DEV per SCSI_PHYS_DEV is allowed, unlike BLK_DEVs where an entire list 
is maintained. Therefore, this routine can be called only once per creation of a sequential 


device. 


A pointer to the SEQ_DEV structure, or NULL if the command fails. 


scsiSeqLib 
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scsiSeqlocti() 


scsiSeqloctl( ) 


scsiSeqIoctl( ) — perform an I/O control function for sequential access devices 
int scsiSeqIoctl 

( 

SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI sequential device */ 


int function, /* ioctl function code */ 
int arg /* argument to pass to called function */ 


This routine issues scsiSeqLib commands to perform sequential device-specific I/O 
control operations. 
OK or ERROR. 


S_scsiLib_INVALID_BLOCK_SIZE 


scsiSeqLib 


scsiSeqReadBlockLimits( ) 


scsiSeqReadBlockLimits( ) — issue a READ_BLOCK_LIMITS command to a SCSI device 


STATUS scsiSeqReadBlockLimits 
( 


SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI sequential device */ 
int * PMaxBlockLength, /* where to return max block length */ 
UINT16 * PMinBlockLength /* where to return min block length */ 


) 
This routine issues a READ_BLOCK_LIMITS command to a specified SCSI device. 
OK, or ERROR if the command fails. 


scsiSeqLib 
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2. Subroutines 
scsiShow( ) 


scsiSeqStatusCheck() 


scsiSeqStatusCheck( ) — detect a change in media 
STATUS scsiSeqStatusCheck 
( 
SCSI_SEQ_DEV * pScsiSeqDev /* ptr to a sequential dev */ 


) 


This routine issues a TEST_.UNIT_READY command to a SCSI device to detect a change in 
media. It is called by file systems before executing open() or creat(). 


OK or ERROR. 


scsiSeqLib 


scsiShow() 


scsiShow() — list the physical devices attached to a SCSI controller 


STATUS scsiShow 


( 
SCSI_CTRL * pScsiCtrl /* ptr to SCSI controller info */ 


) 
This routine displays the SCSI bus ID, logical unit number (LUN), vendor ID, product ID, 
firmware revision (rev.), device type, number of blocks, block size in bytes, and a pointer 
to the associated SCSI_PHYS_DEV structure for each physical SCSI device known to be 
attached to a specified SCSI controller. 


If pScsiCtrl is NULL, the value of the global variable pSysScsiCtrlis used, unless it is also 
NULL. 


OK, or ERROR if both pScsiCtrl and pSysScsiCtrl are NULL. 


scsiLib 
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scsiSpace( ) 


scsiSpace( ) 


NAME scsiSpace() — move the tape on a specified physical SCSI device 


SYNOPSIS STATUS scsiSpace 


( 
SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI sequential device info */ 


int count, /* count for space command */ 
int spaceCode /* code for the type of space command */ 
) 
DESCRIPTION This routine moves the tape on a specified SCSI physical device. There are two types of 


space code that are mandatory in SCSI; currently these are the only two supported: 


Code Description Support 

000 Blocks Yes 

001 File marks Yes 

010 Sequential file marks No 

011 End-of-data No 

100 Set marks No 

101 Sequential set marks No 
RETURNS OK, or ERROR if an error is returned by the device. 
ERRNO S_scsiLib_ILLEGAL_REQUEST 
SEE ALSO scsiSeqLib 


scsiStartStopUnit() 


NAME scsiStartStopUnit( ) — issue a START_STOP_UNIT command to a SCSI device 


SYNOPSIS STATUS scsiStartStopUnit 


( 
SCSI_PHYS_DEV * pScsiPhysDev, /* ptr to SCSI physical device */ 
BOOL start /* TRUE == start, FALSE == stop */ 


) 


DESCRIPTION This routine issues a START_STOP_UNIT command to a specified SCSI device. 
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OK, or ERROR if the command fails. 
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2. Subroutines 
scsiTapeModeSelect( ) 


scsiSyncXferNegotiate( ) 


scsiSyncXferNegotiate( ) — initiate or continue negotiating transfer parameters 


void scsiSyncXferNegotiate 


( 
SCSI_CTRL * pScesiCtrl, 


/* ptr to SCSI controller info */ 


SCSI_TARGET * pScsiTarget, /* ptr to SCSI target info */ 


SCSI_SYNC_XFER_EVENT event Type 
) 


/* tells what has just happened */ 


This routine manages negotiation by means of a finite-state machine which is driven by 


"significant events" such as incoming and outgoing messages. Each SCSI target has its 


own independent state machine. 


If the controller does not support synchronous transfer or if the target’s maximum 
REQ/ACK offset is zero, attempts to initiate a round of negotiation are ignored. 


This function is intended for use only by SCSI controller drivers. 


N/A 


scsi2Lib 


scsiTapeModeSelect( ) 


scsiTapeModeSelect( ) — issue a MODE_SELECT command to a SCSI tape device 


STATUS scsiTapeModeSelect 


( 
SCSI_PHYS_DEV *pScsiPhysDev, /* 


int pageFormat, /* 
int saveParams, /* 
char *buffer, /* 
int bufLength /* 


) 


ptr to SCSI physical device 

value of the page format bit (0-1) 
value of the save parameters bit (0-1) 
ptr to output data buffer 

length of buffer in bytes 
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scsiTapeModeSense( ) 


This routine issues a MODE_SELECT command to a specified SCSI device. 


OK, or ERROR if the command fails. 


scsiSeqLib 


scsi TapeModeSense( ) 


scsiTapeModeSense( ) — issue a MODE_SENSE command to a SCSI tape device 


STATUS scsiTapeModeSense 


( 


SCSI_PHYS_DEV *pScsiPhysDev,/* ptr to SCSI physical device 


int pageControl, 


int pageCode, 
char *buffer, 
int bufLength 


) 


/* value of the page control field (0-3) 
/* value of the page code field (0-0x3f) 
/* ptr to input data buffer 
/* length of buffer in bytes 


This routine issues a MODE_SENSE command to a specified SCSI tape device. 


OK, or ERROR if the command fails. 


scsiSeqLib 


scsilargetOptionsGet( ) 


scsiTargetOptionsGet( ) — get options for one or all SCSI targets 


STATUS scsiTargetOptionsGet 


( 


SCSI_CTRL * 


int 


pScsiCtrl, /* ptr to SCSI controller info */ 


devBusId, 


SCSI_OPTIONS * pOptions 


) 


This routine copies the current options for the specified target into the caller’s buffer. 


/* target to interrogate */ 
/* buffer to return options */ 


OK, or ERROR if the bus ID is invalid. 


2-698 


*/ 
*/ 
*/ 
*/ 
*/ 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


2. Subroutines 
scsiTargetOptionsSet( ) 


scsi2Lib 


scsilargetOptionsSet( ) 


scsiTargetOptionsSet( ) — set options for one or all SCSI targets 


STATUS scsiTargetOptionsSet 
( 


SCSI_CTRL * pScsiCtrl, /* ptr to SCSI controller info */ 
int devBusId, /* target to affect, or all */ 
SCSI_OPTIONS * pOptions, /* buffer containing new options */ 
UINT which /* which options to change */ 


) 
This routine sets the options defined by the bitmask which for the specified target (or all 
targets if devBusId is SCSI_SET_OPT_ALL_TARGETS). 


The bitmask which can be any combination of the following, bitwise OR’d together 
(corresponding fields in the SCSI_OPTIONS structure are shown in parentheses): 


SCSI_SET_OPT_TIMEOUT selTimeOut _ select timeout period, microseconds 

SCSI_SET_OPT_MESSAGES messages FALSE to disable SCSI messages 

SCSI_SET_OPT_DISCONNECT disconnect FALSE to disable discon/recon 

SCSI_SET_OPT_XFER_PARAMS maxOffset, max sync xfer offset, 0>async 
minPeriod min sync xfer period, x 4 nsec. 

SCSI_SET_OPT_TAG_PARAMS tagType, default tag type (SCSI_TAG_*) 
maxTags max cmd tags available 


SCSI_SET_OPT_WIDE_PARAMS xferWidth data transfer width in bits 

This routine can be used after the target device has already been used; in this case, 
however, it is not possible to change the tag parameters. This routine must not be used 
while there is any SCSI activity on the specified target(s). 


OK, or ERROR if the bus ID or options are invalid. 


scsi2Lib 
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scsiTestUnitRdy() 


scsiTestUunitRdy() 


NAME scsiTestUnitRdy() — issue a TEST_UNIT_READY command to a SCSI device 


SYNOPSIS STATUS scsiTestUnitRdy 
( 
SCSI_PHYS_DEV * pScsiPhysDev /* ptr to SCSI physical device */ 
) 


DESCRIPTION This routine issues a TEST_.UNIT_READY command to a specified SCSI device. 
RETURNS OK, or ERROR if the command fails. 
SEE ALSO scsiLib 


scsiThreadInit( ) 


NAME scsiThreadInit( ) — perform generic SCSI thread initialization 
SYNOPSIS STATUS scsiThreadInit 

( 

SCSI_THREAD * pThread 

) 


DESCRIPTION This routine initializes the controller-independent parts of a thread structure, which are 
specific to the SCSI manager. 


NOTE This function should not be called by application programs. It is intended to be used by 
SCSI controller drivers. 


RETURNS OK, or ERROR if the thread cannot be initialized. 


SEE ALSO scsi2Lib 


2-700 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
scsiWrtFileMarks() 


scsiWideXferNegotiate( ) 


scsiWideXferNegotiate( ) — initiate or continue negotiating wide parameters 


void scsiWideXferNegotiate 
( 
SCSI_CTRL * 
SCSI_TARGET * 
SCSI_WIDE_XFER_EVENT eventType 
) 


pScsiCtrl, /* ptr to SCSI controller info */ 
pScsiTarget, /* ptr to SCSI target info */ 
/* tells what has just happened */ 


This routine manages negotiation means of a finite-state machine which is driven by 
"significant events" such as incoming and outgoing messages. Each SCSI target has its 
own independent state machine. 

If the controller does not support wide transfers or the target’s transfer width is zero, 


attempts to initiate a round of negotiation are ignored; this is because zero is the default 
narrow transfer. 


This function is intended for use only by SCSI controller drivers. 
N/A 


scsi2Lib 


scsiWrtFileMarks( ) 


scsiWrtFileMarks( ) — write file marks to a SCSI sequential device 
STATUS scsiWrtFileMarks 
( 
SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI sequential device info */ 


int numMarks, /* number of file marks to write */ 
BOOL shortMark /* TRUE to write short file mark */ 


) 
This routine writes file marks to a specified physical device. 


OK, or ERROR if the file mark cannot be written. 


scsiSeqLib 
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scsiWrtSecs( ) 


scsiWrtSecs() 


scsiWrtSecs() — write sector(s) to a SCSI block device 


STATUS scsiWrtSecs 


( 
SCSI_BLK_DEV * pScsiBlkDev, /* ptr to SCSI block device info */ 


int sector, /* sector number to be written */ 
int numSecs, /* total sectors to be written */ 
char * buffer /* ptr to input data buffer */ 


This routine writes the specified physical sector(s) to a specified physical device. 
OK, or ERROR if the sector(s) cannot be written. 


scsiLib 


scsiWrtTape( ) 


scsiWrtTape() — write data to a SCSI tape device 


STATUS scsiWrtTape 


( 
SCSI_SEQ_DEV * pScsiSeqDev, /* ptr to SCSI sequential device info */ 


int numBytes, /* total bytes or blocks to be written */ 
char * buffer, /* ptr to input data buffer */ 
BOOL fixedSize /* if variable size blocks */ 


) 


This routine writes data to the current block on a specified physical device. If the boolean 
fixedSize is true, then numBytesrepresents the number of blocks of size blockSize, defined in 
the pScsiPhysDev structure. If variable block sizes are used (fixedSize = FALSE), then 
numBytes represents the actual number of bytes to be written. If numBytes is greater than 
the maxBytesLimit field defined in the pScsiPhysDev structure, then more than one SCSI 
transaction is used to transfer the data. 


OK, or ERROR if the data cannot be written or zero bytes are written. 


scsiSeqLib 
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select( ) 
select() 
select() — pend ona set of file descriptors 
int select 
( 
int width, /* number of bits to examine from 0 */ 
fd_set * pReadFds, /* read fds */ 
fd_set * pWriteFds, /* write fds */ 
fd_set * pExceptFds, /* exception fds (unsupported) */ 
struct timeval * pTimeOut /* max time to wait, NULL = forever */ 


) 


This routine permits a task to pend until one of a set of file descriptors becomes ready. 
Three parameters -- pReadFds, pWriteFds, and pExceptFds -- point to file descriptor sets in 
which each bit corresponds to a particular file descriptor. Bits set in the read file 
descriptor set (pReadFds) will cause select() to pend until data is available on any of the 
corresponding file descriptors, while bits set in the write file descriptor set (pWriteFds) will 
cause select() to pend until any of the corresponding file descriptors become writable. 
(The pExceptFds parameter is currently unused, but is provided for UNIX call 
compatibility.) 


The following macros are available for setting the appropriate bits in the file descriptor set 
structure: 


FD_SET(fd, &fdset) 
FD_CLR(fd, &fdset) 
FD_ZERO (&fdset) 


If either pReadFds or pWriteFds is NULL, they are ignored. The width parameter defines 
how many bits will be examined in the file descriptor sets, and should be set to either the 
maximum file descriptor value in use plus one, or simply to FD_SETSIZE. When select() 
returns, it zeros out the file descriptor sets, and sets only the bits that correspond to file 
descriptors that are ready. The FD_ISSET macro may be used to determine which bits are 
set. 


If pTimeOut is NULL, select() will block indefinitely. If pTimeOut is not NULL, but points 
to a timeval structure with an effective time of zero, the file descriptors in the file 
descriptor sets will be polled and the results returned immediately. If the effective time 
value is greater than zero, select( ) will return after the specified time has elapsed, even if 
none of the file descriptors are ready. 


Applications can use select() with pipes and serial devices, in addition to sockets. Also, 
select() now examines write file descriptors in addition to read file descriptors; however, 
exception file descriptors remain unsupported. 
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selectinit() 


Driver developers should consult the VxWorks Programmer's Guide: I/O System for details 
on writing drivers that will use select(). 


The number of file descriptors with activity, 0 if timed out, or ERROR if an error occurred 
when the driver’s select() routine was invoked via ioctl(). 


selectLib, VxWorks Programmer’s Guide: I/O System 


selectInit() 


selectInit( ) — initialize the select facility 

void selectInit (void) 

This routine initializes the UNIX BSD 4.3 select facility. It should be called only once, and 
typically is called from the root task, usrRoot( ), in usrConfig.c. It installs a task delete 
hook that cleans up after a task if the task is deleted while pended in select(). 


N/A 


selectLib 


selNodeAdd( ) 


selNodeAdd() — add a wake-up node to a select() wake-up list 
STATUS selNodeAdd 
( 
SEL_WAKEUP_LIST * pWakeupList, /* list of tasks to wake up */ 


SEL_WAKEUP_NODE * pWakeupNode /* node to add to list */ 
) 


This routine adds a wake-up node to a device’s wake-up list. It is typically called from a 
driver’s FIOSELECT function. 


OK, or ERROR if memory is insufficient. 


selectLib 


2 - 704 


2. Subroutines 
selWakeup( ) 


selNodeDelete( ) 


NAME selNodeDelete( ) — find and delete a node from a select() wake-up list 


SYNOPSIS STATUS selNodeDelete 


( 
SEL_WAKEUP_LIST * pWakeupList, /* list of tasks to wake up */ 
SEL_WAKEUP_NODE * pWakeupNode /* node to delete from list */ 


) 


DESCRIPTION This routine deletes a specified wake-up node from a specified wake-up list. Typically, it 
is called by a driver’s FIOUNSELECT function. 


RETURNS OK, or ERROR if the node is not found in the wake-up list. 


SEE ALSO selectLib 


selWakeup() 


NAME selWakeup() — wake up a task pended in select() 
SYNOPSIS void selWakeup 
( 
SEL_WAKEUP_NODE * pWakeupNode /* node to wake up */ 
) 
DESCRIPTION This routine wakes up a task pended in select(). Once a driver’s FIOSELECT function 
installs a wake-up node in a device’s wake-up list (using selNodeAdd()) and checks to 
make sure the device is ready, this routine ensures that the select() call does not pend. 


RETURNS N/A 


SEE ALSO selectLib 
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selWakeupAll( ) 


selWakeupAll() — wake up all tasks in a select() wake-up list 


void selWakeupAll 
( 
SEL_WAKEUP_LIST * pWakeupList, /* list of tasks to wake up */ 
SELECT_TYPE type /* readers (SELREAD) or writers (SELWRITE) */ 


) 
This routine wakes up all tasks pended in select() that are waiting for a device; it is called 
by a driver when the device becomes ready. The type parameter specifies the task to be 
awakened, either reader tasks (GSELREAD) or writer tasks (GELWRITE). 
N/A 


selectLib 


selWakeupListInit( ) 


selWakeupListInit( ) — initialize a select() wake-up list 
void selWakeupListInit 
( 
SEL_WAKEUP_LIST * pWakeupList /* wake-up list to initialize */ 


) 


This routine should be called in a device’s create routine to initialize the 
SEL_WAKEUP LIST structure. 


N/A 


selectLib 
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2. Subroutines 
selWakeupType( ) 


selWakeupListLen( ) 


selWakeupListLen() — get the number of nodes in a select() wake-up list 


int selWakeupListLen 


( 
SEL_WAKEUP_LIST * pWakeupList /* list of tasks to wake up */ 


) 
This routine returns the number of nodes in a specified SEL_WAKEUP_LIST. It can be used 
by a driver to determine if any tasks are currently pended in select() on this device, and 
whether these tasks need to be activated with selWakeupAll(). 


The number of nodes currently in a select() wake-up list, or ERROR. 


selectLib 


selWakeupType( ) 


selWakeupType( ) — get the type of a select() wake-up node 
SELECT_TYPE selWakeupType 

( 

SEL_WAKEUP_NODE * pWakeupNode /* node to get type of */ 

) 
This routine returns the type of a specified SEL.WAKEUP_NODE. It is typically used in a 
device’s FIOSELECT function to determine if the device is being selected for read or write 
operations. 


SELREAD (read operation) or SELWRITE (write operation). 


selectLib 
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semBCreate( ) 


semBCreate( ) — create and initialize a binary semaphore 


SEM_ID semBCreate 
( 


int options, /* semaphore options */ 
SEM_B_STATE initialState /* initial semaphore state */ 
) 


This routine allocates and initializes a binary semaphore. The semaphore is initialized to 
the initialState of either SEM_FULL (1) or SEM_EMPTY (0). 


The options parameter specifies the queuing style for blocked tasks. Tasks can be queued 
on a priority basis or a first-in-first-out basis. These options are SEM_Q_PRIORITY (0x1) 
and SEM_Q_FIFO (0x0), respectively. 


The semaphore ID, or NULL if memory cannot be allocated. 


semBLib 


semBSmCreate( ) 


semBSmCreate( ) — create and initialize a shared memory binary semaphore (VxMP Opt.) 


SEM_ID semBSmCreate 
( 
int options, /* semaphore options */ 
SEM_B_STATE initialState /* initial semaphore state */ 
) 


This routine allocates and initializes a shared memory binary semaphore. The semaphore 
is initialized to an initialState of either SEM_FULL (available) or SEM_EMPTY (not 
available). The shared semaphore structure is allocated from the shared semaphore 
dedicated memory partition. 


The semaphore ID returned by this routine can be used directly by the generic 
semaphore-handling routines in semLib -- semGive(), semTake(), and semFlush() -- and 
the show routines, such as show() and semShow(). 


The queuing style for blocked tasks is set by options; the only supported queuing style for 
shared memory semaphores is first-in-first-out, selected by SEM_Q_FIFO. 
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2. Subroutines 
semCCreate( ) 


Before this routine can be called, the shared memory objects facility must be initialized 
(see semSmLib). 


The maximum number of shared memory semaphores (binary plus counting) that can be 
created is SM_OBJ_MAX_SEM. 


This routine is distributed as a component of the unbundled shared memory support 
option, VxMP. 


The semaphore ID, or NULL if memory cannot be allocated from the shared semaphore 
dedicated memory partition. 


S_memLib_NOT_ENOUGH_MEMORY, S_semLib_INVALID_QUEUE_TYPE, 
S_semLib_INVALID_STATE, S_smObjLib_LOCK_TIMEOUT 


semSmLib, semLib, semBLib, smObjLib, semShow 


semCCreate( ) 


semCCreate( ) — create and initialize a counting semaphore 


SEM_ID semCCreate 
( 


int options, /* semaphore option modes */ 
int initialCount /* initial count */ 


) 


This routine allocates and initializes a counting semaphore. The semaphore is initialized 
to the specified initial count. 


The options parameter specifies the queuing style for blocked tasks. Tasks may be queued 
on a priority basis or a first-in-first-out basis. These options are SEM_Q_PRIORITY (0x1) 
and SEM_Q_FIFO (0x0), respectively. 


The semaphore ID, or NULL if memory cannot be allocated. 


semCLib 
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semClear() 


semClear() — take a release 4.x semaphore, if the semaphore is available 
STATUS semClear 

( 

SEM_ID semId /* semaphore ID to empty */ 

) 


This routine takes a VxWorks 4.x semaphore if it is available (full), otherwise no action is 
taken except to return ERROR. This routine never preempts the caller. 


OK, or ERROR if the semaphore is unavailable. 


semOLib 


semCreate() 


semCreate( ) — create and initialize a release 4.x binary semaphore 
SEM_ID semCreate (void) 


This routine allocates a VxWorks 4.x binary semaphore. The semaphore is initialized to 
empty. After initialization, it must be given before it can be taken. 


The semaphore ID, or NULL if memory cannot be allocated. 


semOLib, semInit() 


semCSmCreate( ) 


semCSmCreate( ) — create and initialize a shared memory counting semaphore (VxMP Opt.) 


SEM_ID semCSmCreate 
( 


int options, /* semaphore options */ 
int initialCount /* initial semaphore count */ 


) 
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2. Subroutines 
semDelete( ) 


This routine allocates and initializes a shared memory counting semaphore. The initial 
count value of the semaphore (the number of times the semaphore should be taken before 
it can be given) is specified by initialCount. 


The semaphore ID returned by this routine can be used directly by the generic 
semaphore-handling routines in semLib -- semGive(), semTake() and semFlush() -- and 
the show routines, such as show() and semShow(). 


The queuing style for blocked tasks is set by options; the only supported queuing style for 
shared memory semaphores is first-in-first-out, selected by SEM_Q_FIFO. 


Before this routine can be called, the shared memory objects facility must be initialized 
(see semSmLib). 


The maximum number of shared memory semaphores (binary plus counting) that can be 
created is SM_OBJ_MAX_SEM. 


This routine is distributed as a component of the unbundled shared memory support 
option, VxMP. 


The semaphore ID, or NULL if memory cannot be allocated from the shared semaphore 
dedicated memory partition. 


S_memLib_NOT_ENOUGH_MEMORY, S_semLib_INVALID_QUEUE_TYPE, 
S_smObjLib_LOCK_TIMEOUT 


semSmLib, semLib, semCLib, smObjLib, semShow 


semDelete( ) 


semDelete() — delete a semaphore 


STATUS semDelete 
( 
SEM_ID semId /* semaphore ID to delete */ 
) 


This routine terminates and deallocates any memory associated with a specified 
semaphore. Any pended tasks will unblock and return ERROR. 


Take care when deleting semaphores, particularly those used for mutual exclusion, to 
avoid deleting a semaphore out from under a task that already has taken (owns) that 
semaphore. Applications should adopt the protocol of only deleting semaphores that the 
deleting task has successfully taken. 
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OK, or ERROR if the semaphore ID is invalid. 


S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_ID_ERROR, 
S_smObjLib_NO_OBJECT_DESTROY 


semLib, semBLib, semCLib, semMLib, semSmLib 


semFlush() 


semFlush( ) — unblock every task pended on a semaphore 


STATUS semFlush 


( 
SEM_ID semId /* semaphore ID to unblock everyone for */ 


) 


This routine atomically unblocks all tasks pended on a specified semaphore, i.e., all tasks 
will be unblocked before any is allowed to run. The state of the underlying semaphore is 
unchanged. All pended tasks will enter the ready queue before having a chance to 
execute. 


The flush operation is useful as a means of broadcast in synchronization applications. Its 
use is illegal for mutual-exclusion semaphores created with semMCreate( ). 


OK, or ERROR if the semaphore ID is invalid or the operation is not supported. 
S_objLib_OBJ_ID_ERROR 


semLib, semBLib, semCLib, semMLib, semSmLib 


semGive( ) 


semGive() — give a semaphore 


STATUS semGive 


( 
SEM_ID semId /* semaphore ID to give */ 


) 
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seminfo() 


This routine performs the give operation on a specified semaphore. Depending on the 
type of semaphore, the state of the semaphore and of the pending tasks may be affected. 
The behavior of semGive( ) is discussed fully in the library description of the specific 
semaphore type being used. 

OK, or ERROR if the semaphore ID is invalid. 

S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_ID_ERROR, S_semLib_INVALID_OPERATION 


semLib, semBLib, semCLib, semMLib, semSmLib 


semInfo() 


semInfo( ) — get a list of task IDs that are blocked on a semaphore 


int semInfo 


( 


SEM_ID semId, /* semaphore ID to summarize */ 
int idList[], /* array of task IDs to be filled in */ 
int maxTasks /* max tasks idList can accommodate */ 


) 


This routine reports the tasks blocked on a specified semaphore. Up to maxTasks task IDs 
are copied to the array specified by idList. The array is unordered. 


There is no guarantee that all listed tasks are still valid or that new tasks have not been 
blocked by the time semInfo() returns. 


The number of blocked tasks placed in idList. 


semShow 
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semInit() 


semInit() — initialize a static binary semaphore 
STATUS semInit 
( 
SEMAPHORE * pSemaphore /* 4.x semaphore to initialize */ 


) 


This routine initializes static VxWorks 4.x semaphores. In some instances, a semaphore 
cannot be created with semCreate( ) but is a static object. 


OK, or ERROR if the semaphore cannot be initialized. 


semOLib, semCreate( ) 


semMCreate( ) 


semMCreate( ) — create and initialize a mutual-exclusion semaphore 


SEM_ID semMCreate 
( 


int options /* mutex semaphore options */ 


) 


This routine allocates and initializes a mutual-exclusion semaphore. The semaphore state 
is initialized to full. 


Semaphore options include the following: 


SEM_Q_PRIORITY (0x1) 
Queue pended tasks on the basis of their priority. 


SEM_Q_FIFO (0x0) 
Queue pended tasks on a first-in-first-out basis. 


SEM_DELETE_SAFE (0x4) 
Protect a task that owns the semaphore from unexpected deletion. This option 
enables an implicit taskSafe() for each semTake(), and an implicit taskUnsafe( ) for 
each semGive(). 


SEM_INVERSION_SAFE (0x8) 
Protect the system from priority inversion. With this option, the task owning the 
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semaphore will execute at the highest priority of the tasks pended on the semaphore, 
if it is higher than its current priority. This option must be accompanied by the 
SEM_Q_PRIORITY queuing mode. 


The semaphore ID, or NULL if memory cannot be allocated. 


semMLib, semLib, semBLib, taskSafe(), taskUnsafe() 


semMGiveForce( ) 


semMGiveForce( ) — give a mutual-exclusion semaphore without restrictions 


STATUS semMGiveForce 
( 
SEM_ID semId /* semaphore ID to give */ 
) 


This routine gives a mutual-exclusion semaphore, regardless of semaphore ownership. It 
is intended as a debugging aid only. 


The routine is particularly useful when a task dies while holding some mutual-exclusion 
semaphore, because the semaphore can be resurrected. The routine will give the 
semaphore to the next task in the pend queue or make the semaphore full if no tasks are 
pending. In effect, execution will continue as if the task owning the semaphore had 
actually given the semaphore. 


This routine should be used only as a debugging aid, when the condition of the 
semaphore is known. 


OK, or ERROR if the semaphore ID is invalid. 


semMLib, semGive() 


2-715 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
semPxLiblInit( ) 


semPxLibInit( ) 


semPxLibInit() — initialize POSIX semaphore support 

STATUS semPxLibInit (void) 

This routine must be called before using POSIX semaphores. 

OK, or ERROR if there is an error installing the semaphore library. 


semPxLib 


semPxShow!Init() 


semPxShow!Init( ) — initialize the POSIX semaphore show facility 
STATUS semPxShowInit (void) 
This routine links the POSIX semaphore show routine into the VxWorks system. It is 


called automatically when the this show facility is configured into VxWorks using either 
of the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_POSIX_SEM_SHOW. 
OK, or ERROR if an error occurs installing the file pointer show routine. 


semPxShow 
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semShow( ) 


semShow() — show information about a semaphore 


STATUS semShow 


( 
SEM_ID semId, /* semaphore to display */ 
int level /* 0 = summary, 1 = details */ 


) 


This routine displays the state and optionally the pended tasks of a semaphore. 


A summary of the state of the semaphore is displayed as follows: 


Semaphore Id : Ox585f£2 

Semaphore Type : BINARY 

Task Queuing : PRIORITY 

Pended Tasks fof 

State : EMPTY {Count if COUNTING, Owner if MUTEX} 


If level is 1, then more detailed information will be displayed. If tasks are blocked on the 
queue, they are displayed in the order in which they will unblock, as follows: 


NAME TID PRI DELAY 


tExcTask 3£d678 0 21 
tLogTask 3£8ac0O 0 611 
OK or ERROR. 


semShow, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


semShow!Init( ) 


semShowlnit( ) — initialize the semaphore show facility 
void semShowInit (void) 
This routine links the semaphore show facility into the VxWorks system. It is called 


automatically when the semaphore show facility is configured into VxWorks using either 
of the following methods: 


— If you use configuration header files, define INCLUDE_SHOW_ROUTINES in config.h. 
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~ If you use the Tornado project facility, select INCLUDE_SEM_SHOW. 
N/A 


semShow 


semTake() 


semTake( ) — take a semaphore 


STATUS semTake 


( 
SEM_ID semId, /* semaphore ID to take */ 


int timeout /* timeout in ticks */ 


) 


This routine performs the take operation on a specified semaphore. Depending on the 
type of semaphore, the state of the semaphore and the calling task may be affected. The 
behavior of semTake() is discussed fully in the library description of the specific 
semaphore type being used. 


A timeout in ticks may be specified. If a task times out, semTake() will return ERROR. 
Timeouts of WAIT_FOREVER (-1) and NO_WAIT (0) indicate to wait indefinitely or not to 
wait at all. 


When semTake() returns due to timeout, it sets the errno to S_objLib_OBJ_TIMEOUT 
(defined in objLib.h). 


The semTake() routine is not callable from interrupt service routines. 
OK, or ERROR if the semaphore ID is invalid or the task timed out. 
S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_ID_ERROR, S_objLib_OBJ_UNAVAILABLE 


semLib, semBLib, semCLib, semMLib, semSmLib 
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sem_close() — close a named semaphore (POSIX) 


int sem_close 


( 


sem_t * sem /* semaphore descriptor */ 


) 


This routine is called to indicate that the calling task is finished with the specified named 
semaphore, sem. Do not call this routine with an unnamed semaphore (i.e., one created by 
sem_init()); the effects are undefined. The sem_close() call deallocates any system 
resources allocated by the system for use by this task for this semaphore. 


If the semaphore has not been removed with a call to sem_unlink(), then sem_close() has 
no effect on the state of the semaphore. However, if the semaphore has been unlinked, the 
semaphore vanishes when the last task closes it. 


Take care to avoid risking the deletion of a semaphore that another task has already 
locked. Applications should only close semaphores that the closing task has opened. 


0 (OK), or -1 (ERROR) if unsuccessful. 


EINVAL 
— invalid semaphore descriptor. 


semPxLib, sem_unlink(), sem_open(), sem_init() 


sem_destroy() 


sem_destroy() — destroy an unnamed semaphore (POSIX) 


int sem_destroy 


( 


sem_t * sem /* semaphore descriptor */ 
) 
This routine is used to destroy the unnamed semaphore indicated by sem. 


The sem_destroy() call can only destroy a semaphore created by sem_init(). Calling 
sem_destroy() with a named semaphore will cause a EINVAL error. Subsequent use of the 
sem semaphore will cause an EINVAL error in the calling function. 
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If one or more tasks is blocked on the semaphore, the semaphore is not destroyed. 


Take care when deleting semaphores, particularly those used for mutual exclusion, to 
avoid deleting a semaphore out from under a task that has already locked that semaphore. 
Applications should adopt the protocol of only deleting semaphores that the deleting task 
has successfully locked. 


0 (OK), or -1 (ERROR) if unsuccessful. 
EINVAL 

— invalid semaphore descriptor. 
EBUSY 


— one or more tasks is blocked on the semaphore. 


semPxLib, sem_init() 


sem_getvalue() 


sem_getvalue( ) — get the value of a semaphore (POSIX) 


int sem_getvalue 
( 
sem_t * sem, /* semaphore descriptor */ 
int * sval /* buffer by which the value is returned */ 


) 


This routine updates the location referenced by the sval argument to have the value of the 
semaphore referenced by sem without affecting the state of the semaphore. The updated 
value represents an actual semaphore value that occurred at some unspecified time 
during the call, but may not be the actual value of the semaphore when it is returned to 
the calling task. 


If sem is locked, the value returned by sem_getvalue( ) will either be zero or a negative 
number whose absolute value represents the number of tasks waiting for the semaphore 
at some unspecified time during the call. 

0 (OK), or -1 (ERROR) if unsuccessful. 


EINVAL 
— invalid semaphore descriptor. 


semPxLib, sem_post(), sem_trywait(), sem_trywait() 
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sem_init() 
sem_init() — initialize an unnamed semaphore (POSIX) 
int sem_init 

( 

semt * sem, /* semaphore to be initialized */ 

int pshared, /* process sharing */ 

unsigned int value /* semaphore initialization value */ 


) 


This routine is used to initialize the unnamed semaphore sem. The value of the initialized 
semaphore is value. Following a successful call to sem_init() the semaphore may be used 
in subsequent calls to sem_wait(), sem_trywait(), and sem_post(). This semaphore 
remains usable until the semaphore is destroyed. 


The pshared parameter currently has no effect. 
Only sem itself may be used for synchronization. 
0 (OK), or -1 (ERROR) if unsuccessful. 
EINVAL 

— value exceeds SEM_VALUE_MAX. 
ENOSPC 


— unable to initialize semaphore due to resource constraints. 


semPxLib, sem_wait(), sem_trywait(), sem_post() 


sem_open() 


sem_open() — initialize /open a named semaphore (POSIX) 


sem_t * sem_open 
( 
const char * name, /* semaphore name */ 
int oflag /* semaphore creation flags */ 


) 


This routine establishes a connection between a named semaphore and a task. Following 
a call to sem_open() with a semaphore name name, the task may reference the semaphore 
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sem_open() 


associated with name using the address returned by this call. This semaphore may be 
used in subsequent calls to sem_wait(), sem_trywait(), and sem_post(). The semaphore 
remains usable until the semaphore is closed by a successful call to sem_close(). 


The oflag argument controls whether the semaphore is created or merely accessed by the 
call to sem_open(). The following flag bits may be set in oflag: 


O_CREAT 
Use this flag to create a semaphore if it does not already exist. If O_CREAT is set and 
the semaphore already exists, O_CREAT has no effect except as noted below under 
O_EXCL. Otherwise, sem_open() creats a semaphore. O_CREAT requires a third and 
fourth argument: mode, which is of type mode_t, and value, which is of type unsigned 
int. mode has no effect in this implementation. The semaphore is created with an 
initial value of value. Valid initial values for semaphores must be less than or equal to 
SEM_VALUE_MAX. 


O_EXCL 
If O_EXCL and O_CREAT are set, sem_open() will fail if the semaphore name exists. If 
O_EXCL is set and O_CREAT is not set, the named semaphore is not created. 


To determine whether a named semaphore already exists in the system, call sem_open() 
with the flags O_CREAT | O_EXCL. If the sem_open() call fails, the semaphore exists. 


If a task makes multiple calls to sem_open() with the same value for name, then the same 
semaphore address is returned for each such call, provided that there have been no calls 
to sem_unlink() for this semaphore. 


References to copies of the semaphore will produce undefined results. 


The current implementation has the following limitations: 


- A semaphore cannot be closed with calls to _exit() or exec(). 
— A semaphore cannot be implemented as a file. 
— Semaphore names will not appear in the file system. 


A pointer to sem_t, or -1 (ERROR) if unsuccessful. 


EEXIST 

— O_CREAT | O_EXCL are set and the semaphore already exists. 
EINVAL 

— value exceeds SEM_VALUE_MAX or the semaphore name is invalid. 
ENAMETOOLONG 

— the semaphore name is too long. 
ENOENT 

— the named semaphore does not exist and O_CREAT is not set. 
ENOSPC 

— the semaphore could not be initialized due to resource constraints. 


semPxLib, sem_unlink() 
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sem_post() — unlock (give) a semaphore (POSIX) 


int sem_post 


( 


sem_t * sem /* semaphore descriptor */ 


) 
This routine unlocks the semaphore referenced by sem by performing the semaphore 
unlock operation on that semaphore. 


If the semaphore value resulting from the operation is positive, then no tasks were 
blocked waiting for the semaphore to become unlocked; the semaphore value is simply 
incremented. 


If the value of the semaphore resulting from this semaphore is zero, then one of the tasks 
blocked waiting for the semaphore will return successfully from its call to sem_wait(). 


The _POSIX_PRIORITY_SCHEDULING functionality is not yet supported. 


Note that the POSIX terms unlock and post correspond to the term give used in other 
VxWorks semaphore documentation. 


0 (OK), or -1 (ERROR) if unsuccessful. 


EINVAL 
— invalid semaphore descriptor. 


semPxLib, sem_wait(), sem_trywait() 


sem_trywait( ) 


sem_trywait() — lock (take) a semaphore, returning error if unavailable (POSIX) 


int sem_trywait 
( 
sem_t * sem /* semaphore descriptor */ 


) 
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This routine locks the semaphore referenced by sem only if the semaphore is currently not 
locked; that is, if the semaphore value is currently positive. Otherwise, it does not lock the 
semaphore. In either case, this call returns immediately without blocking. 


Upon return, the state of the semaphore is always locked (either as a result of this call or 
by a previous sem_wait() or sem_trywait()). The semaphore will remain locked until 
sem_post() is executed and returns successfully. 


Deadlock detection is not implemented. 
Note that the POSIX term lock corresponds to the term take used in other VxWorks 
semaphore documentation. 


0 (OK), or -1 (ERROR) if unsuccessful. 


EAGAIN — semaphore is already locked. 
EINVAL — invalid semaphore descriptor. 


semPxLib, sem_wait(), sem_post() 


sem_unlink() 


sem_unlink() — remove a named semaphore (POSIX) 


int sem_unlink 
( 
const char * name /* semaphore name */ 


) 


This routine removes the string name from the semaphore name table, and marks the 
corresponding semaphore for destruction. An unlinked semaphore is destroyed when the 
last task closes it with sem_close(). After a particular name is removed from the table, 
calls to sem_open() using the same name cannot connect to the same semaphore, even if 
other tasks are still using it. Instead, such calls refer to a new semaphore with the same 
name. 


0 (OK), or -1 (ERROR) if unsuccessful. 
ENAMETOOLONG 

— semaphore name too long. 
ENOENT 


— named semaphore does not exist. 


semPxLib, sem_open(), sem_close() 
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sem_wait() — lock (take) a semaphore, blocking if not available (POSIX) 


int sem_wait 
( 


sem_t * sem /* semaphore descriptor */ 


) 


This routine locks the semaphore referenced by sem by performing the semaphore lock 
operation on that semaphore. If the semaphore value is currently zero, the calling task 
will not return from the call to sem_wait() until it either locks the semaphore or the call is 
interrupted by a signal. 


On return, the state of the semaphore is locked and will remain locked until sem_post() is 
executed and returns successfully. 


Deadlock detection is not implemented. 


Note that the POSIX term lock corresponds to the term take used in other VxWorks 
documentation regarding semaphores. 


0 (OK), or -1 (ERROR) if unsuccessful. 


EINVAL 
— invalid semaphore descriptor, or semaphore destroyed while task waiting. 


semPxLib, sem_trywait(), sem_post() 


send( ) 


send() — send data to a socket 


int send 
( 
int s, /* socket to send to */ 
char * buf, /* pointer to buffer to transmit */ 
int bufLen, /* length of buffer */ 
int flags /* flags to underlying protocols */ 


) 


This routine transmits data to a previously established connection-based (stream) socket. 
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The maximum length of buf is subject to the limits on TCP buffer size; see the discussion of 
SO_SNDBUF in the setsockopt() manual entry. 


You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_DONTROUTE (0x4) 
Send without using routing tables. 


The number of bytes sent, or ERROR if the call fails. 


sockLib, setsockopt(), sendmsg() 


sendmsg( ) 


sendmsg( ) — send a message to a socket 


int sendmsg 
( 
int sd, /* socket to send to */ 
struct msghdr * mp, /* scatter-gather message header */ 
int flags /* flags to underlying protocols */ 
) 


This routine sends a message to a datagram socket. It may be used in place of sendto() to 
decrease the overhead of reconstructing the message-header structure (msghdr) for each 
message. 


For BSD 4.4 sockets a copy of the mp>msg_iov array will be made. This requires a cluster 
from the network stack system pool of size mp>msg_iovlen * sizeof (struct iovec) or 8 
bytes. 

The number of bytes sent, or ERROR if the call fails. 


sockLib, sendto() 


2-726 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
set_new_handler( ) 


sendto( ) 


sendto() — send a message to a socket 


int sendto 


int s, /* socket to send data to */ 
caddr_t buf, /* pointer to data buffer */ 

int bufLen, /* length of buffer */ 

int flags, /* flags to underlying protocols */ 
struct sockaddr * to, /* vecipient’s address */ 

int tolen /* length of to sockaddr */ 


This routine sends a message to the datagram socket named by to. The socket s is received 
by the receiver as the sending socket. 


The maximum length of buf is subject to the limits on UDP buffer size. See the discussion 
of SO_SNDBUF in the setsockopt() manual entry. 


You can OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_DONTROUTE (0x4) 
Send without using routing tables. 


The number of bytes sent, or ERROR if the call fails. 


sockLib, setsockopt( ) 


set_new_handler() 


set_new_handler() — set new_handler to user-defined function (C++) 
extern void (*set_new_handler (void(* pNewNewHandler) () )) () 


This function is used to define the function that will be called when operator new cannot 
allocate memory. 


The new_handler acts for all threads in the system; you cannot set a different handler for 
different tasks. 
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A pointer to the previous value of new_handler. 
new 


cplusLib 


set_terminate( ) 


set_terminate() — set terminate to user-defined function (C++) 
extern void (*set_terminate (void(* terminate_handler) ())) () 


This function is used to define the terminate_handler which will be called when an 
uncaught exception is raised. 


The terminate_handler acts for all threads in the system; you cannot set a different 
handler for different tasks. 


The previous terminate_handler. 
exception 


cplusLib 


setbuf( ) 


setbuf() — specify the buffering for a stream (ANSI) 


void setbuf 
( 
FILE * fp, /* stream to set buffering for */ 
char * buf /* buffer to use */ 


) 
Except that it returns no value, this routine is equivalent to setvbuf( ) invoked with the 
mode _IOFBF (full buffering) and size BUFSIZ, or (if buf is a null pointer), with the mode 
_IONBF (no buffering). 


stdio.h 
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ansiStdio, setvbuf() 


setbuffer( ) 


setbuffer() — specify buffering for a stream 


void setbuffer 


( 

FILE * fp, /* stream to set buffering for */ 
char * buf, /* buffer to use */ 

int size /* buffer size */ 


) 
This routine specifies a buffer buf to be used for a stream in place of the automatically 
allocated buffer. If buf is NULL, the stream is unbuffered. This routine should be called 


only after the stream has been associated with an open file and before any other operation 
is performed on the stream. 


This routine is provided for compatibility with earlier VxWorks releases. 
stdio.h 
N/A 


ansiStdio, setvbuf( ) 


sethostname( ) 


sethostname( ) — set the symbolic name of this machine 


int sethostname 
( 
char * name, 
int nameLen /* length of name */ 


) 


/* machine name */ 


This routine sets the target machine’s symbolic name, which can be used for identification. 
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OK or ERROR. 


hostLib 


setjmp() 


setjmp() — save the calling environment in a jmp_buf argument (ANSI) 


int set jmp 
( 
jmp_buf env 
) 


This routine saves the calling environment in env, in order to permit a longjmp() call to 
restore that environment (thus performing a non-local goto). 


Constraints on Calling Environment 
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The setjmp() routine may only be used in the following contexts: 
— as the entire controlling expression of a selection or iteration statement; 


— as one operand of a relational or equality operator, in the controlling expression of a 
selection or iteration statement; 


— as the operand of a single-argument ! operator, in the controlling expression of a 
selection or iteration statement; or 


— as a complete C statement statement containing nothing other than the setjmp() call 
(though the result may be cast to void). 


* From a direct invocation, setjmp() returns zero. From a call to longjmp(), it returns a 
non-zero value specified as an argument to longjmp(). 


ansiSetjmp, longjmp() 
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setlocale( ) 


setlinebuf( ) 


setlinebuf( ) — set line buffering for standard output or standard error 


int setlinebuf 


( 
FILE * fp /* stream — stdout or stderr */ 


) 


This routine changes stdout or stderr streams from block-buffered or unbuffered to 
line-buffered. Unlike setbuf(), setbuffer(), or setvbuf(), it can be used at any time the 
stream is active. 


A stream can be changed from unbuffered or line-buffered to fully buffered using 
freopen(). A stream can be changed from fully buffered or line-buffered to unbuffered 
using freopen() followed by setbuf() with a buffer argument of NULL. 


This routine is provided for compatibility with earlier VxWorks releases. 
stdio.h 
OK, or ERROR if fp is not a valid stream. 


ansiStdio 


setlocale( ) 


setlocale( ) — set the appropriate locale (ANSI) 


char *setlocale 
( 
int category, /* category to change */ 
const char * localeName /* locale name */ 


) 


This function is included for ANSI compatibility. Only the default is implemented. At 
program start-up, the equivalent of the following is executed: 


setlocale (LC_ALL, "C"); 


This specifies the program’s entire locale and the minimal environment for C translation. 
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locale.h, string.h, stdlib.h 


A pointer to the string "C". 


ansiLocale 


setsockopt( ) 


setsockopt( ) — set socket options 


STATUS setsockopt 


s, /* 
level, /* 
optname, /* 
optval, /* 
optlen /* 


target socket */ 

protocol level of option */ 
option name */ 

pointer to option value */ 
option length */ 


This routine sets the options associated with a socket. To manipulate options at the 
"socket" level, level should be SOL_SOCKET. Any other levels should use the appropriate 
protocol number. 


OPTIONS FOR STREAM SOCKETS 
The following sections discuss the socket options available for stream (TCP) sockets. 


SO_KEEPALIVE -- Detecting a Dead Connection 
Specify the SO_KEEPALIVE option to make the transport protocol (TCP) initiate a timer to 
detect a dead connection: 


setsockopt (sock, SOL_SOCKET, SO_KEEPALIVE, 


&o0ptval, sizeof (optval)); 


This prevents an application from hanging on an invalid connection. The value at optval 
for this option is an integer (type int), either 1 (on) or 0 (off). 


The integrity of a connection is verified by transmitting zero-length TCP segments 
triggered by a timer, to force a response from a peer node. If the peer does not respond 
after repeated transmissions of the KEEPALIVE segments, the connection is dropped, all 
protocol data structures are reclaimed, and processes sleeping on the connection are 
awakened with an ETIMEDOUT error. 


The ETIMEDOUT timeout can happen in two ways. If the connection is not yet 
established, the KEEPALIVE timer expires after idling for TCPTV_KEEP_INIT. If the 
connection is established, the KEEPALIVE timer starts up when there is no traffic for 
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TCPTV_KEEP_IDLE. If no response is received from the peer after sending the 
KEEPALIVE segment TCPTV_KEEPCNT times with interval TCPTV_KEEPINTVL, TCP 
assumes that the connection is invalid. The parameters TCPTV_KEEP_INIT, 
TCPTV_KEEP_IDLE, TCPTV_KEEPCNT, and TCPTV_KEEPINTVL are defined in the file 
target/h/net/tcp_timer.h. 


SO_LINGER -- Closing a Connection 


Specify the SO_LINGER option to determine whether TCP should perform a "graceful" 
close: 


setsockopt (sock, SOL_SOCKET, SO_LINGER, &o0ptval, sizeof (optval)); 


For a "graceful" close in response to the shutdown of a connection, TCP tries to make sure 
that all the unacknowledged data in transmission channel are acknowledged, and the peer 
is shut down properly, by going through an elaborate set of state transitions. 


The value at optval indicates the amount of time to linger if there is unacknowledged data, 
using struct linger in target/h/sys/socket.h. The linger structure has two members: 
1_onoff and l_linger. 1_onoff can be set to 1 to turn on the SO_LINGER option, or set to 0 
to turn off the SO_LINGER option. ]_linger indicates the amount of time to linger. If 
1_onoff is turned on and 1|_linger is set to 0, a default value TCP_LINGERTIME (specified 
in netinet/tcp_timer.h) is used for incoming connections accepted on the socket. 


When SO_LINGER is turned on and the 1_linger field is set to 0, TCP simply drops the 
connection by sending out an RST if a connection is already established; frees up the space 
for the TCP protocol control block; and wakes up all tasks sleeping on the socket. 


For the client side socket, the value of 1_linger is not changed if it is set to 0. To make sure 
that the value of I_linger is 0 on a newly accepted socket connection, issue another 
setsockopt() after the accept() call. 


Currently the exact value of l_linger time is actually ignored (other than checking for 0); 
that is, TCP performs the state transitions if 1_linger is not 0, but does not explicitly use its 
value. 


TCP_NODELAY -- Delivering Messages Immediately 
Specify the TCP_NODELAY option for real-time protocols, such as the X Window System 
Protocol, that require immediate delivery of many small messages: 


setsockopt (sock, IPPROTO_TCP, TCP_NODELAY, &o0ptval, sizeof (optval)); 
The value at optval is an integer (type int) set to either 1 (on) or 0 (off). 


By default, the VxWorks TCP implementation employs an algorithm that attempts to 
avoid the congestion that can be produced by a large number of small TCP segments. This 
typically arises with virtual terminal applications (such as telnet or rlogin) across 
networks that have low bandwidth and long delays. The algorithm attempts to have no 
more than one outstanding unacknowledged segment in the transmission channel while 
queueing up the rest of the smaller segments for later transmission. Another segment is 
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sent only if enough new data is available to make up a maximum sized segment, or if the 
outstanding data is acknowledged. 


This congestion-avoidance algorithm works well for virtual terminal protocols and bulk 
data transfer protocols such as FTP without any noticeable side effects. However, 
real-time protocols that require immediate delivery of many small messages, such as the X 
Window System Protocol, need to defeat this facility to guarantee proper responsiveness 
in their operation. 


TCP_NODELAY is a mechanism to turn off the use of this algorithm. If this option is turned 
on and there is data to be sent out, TCP bypasses the congestion-avoidance algorithm: any 
available data segments are sent out if there is enough space in the send window. 


SO_DEBUG -- Debugging the underlying protocol 
Specify the SO_DEBUG option to let the underlying protocol module record debug 
information. 


setsockopt (sock, SOL_SOCKET, SO_KEEPALIVE, &optval, sizeof (optval)); 


The value at optval for this option is an integer (type int), either 1 (on) or 0 (off). 


OPTION FOR DATAGRAM SOCKETS 
The following section discusses an option for datagram (UDP) sockets. 


SO_BROADCAST -- Sending to Multiple Destinations 
Specify the SO_LBROADCAST option when an application needs to send data to more than 
one destination: 


setsockopt (sock, SOL_SOCKET, SO_BROADCAST, &o0ptval, sizeof (optval)); 


The value at optval is an integer (type int), either 1 (on) or 0 (off). 


OPTIONS FOR DATAGRAM AND RAW SOCKETS 
The following section discusses options for multicasting on UDP and RAW sockets. 


IP_ADD_MEMBERSHIP -- Join a Multicast Group 
Specify the IP_ADD_MEMBERSHIP option when a process needs to join multicast group: 


setsockopt (sock, IPPROTO_IP, IP_ADD_MEMBERSHIP, (char *) &ipMreq, 
sizeof (ipMreq) ); 


The value of ipMreq is an ip_mreq structure. ipMreq.imr_multiaddr.s_addr is the 
internet multicast address ipMreq.imr_interface.s_addr is the internet unicast address of 
the interface through which the multicast packet needs to pass. 


IP_DROP_MEMBERSHIP -- Leave a Multicast Group 


Specify the IP_LDROP_MEMBERSHIP option when a process needs to leave a previously 
joined multicast group: 
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setsockopt (sock, IPPROTO_IP, IP_DROP_MEMBERSHIP, (char *) &ipMreq, 
sizeof (ipMreq) ); 


The value of ipMreq is an ip_mreq structure. ipMreq.imr_multiaddr.s_addr is the 
internet multicast address. ipMreq.imr_interface.s_addr is the internet unicast address of 
the interface to which the multicast address was bound. 


IP_MULTICAST_IF -- Select a Default Interface for Outgoing Multicasts 


Specify the IP_LMULTICAST_IF option when an application needs to specify an outgoing 
network interface through which all multicast packets are sent: 


setsockopt (sock, IPPROTO_IP, IP_MULTICAST_IF, (char *) &ifAddr, 
sizeof (mCastAddr) ) ; 


The value of ifAddr is an in_addr structure. ifAddr.s_addr is the internet network 
interface address. 


IP_MULTICAST_TTL -- Select a Default TTL 


Specify the IP_LMULTICAST_TTL option when an application needs to select a default TTL 
(time to live) for outgoing multicast packets: 


setsockopt (sock, IPPROTO_IP, IP_MULTICAST_TTL, &optval, sizeof (optval) ); 


The value at optval is an integer (type int), time to live value. 


optval(TTL) Application Scope 

0 same interface 
1 same subnet 
31 local event video 

32 same site 

63 local event audio 

64 same region 
95 IETF channel 2 video 

127 IETF channel 1 video 

128 same continent 
159 IETF channel 2 audio 

191 IETF channel 1 audio 

223 IETF channel 2 low-rate audio 

255 IETF channel 1 low-rate audio 


unrestricted in scope 


IP_MULTICAST_LOOP -- Enable or Disable Loopback 
Enable or disable loopback of outgoing multicasts. 


setsockopt (sock, IPPROTO_IP, IP_MULTICAST_LOOP, &o0ptval, sizeof (optval) ) ; 


The value at optval is an integer (type int), either 1(on) or 0 (off). 
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OPTIONS FOR BOTH STREAM AND DATAGRAM SOCKETS 
The following options can be used with either stream or datagram sockets. 


SO_REUSEADDR -- Reusing a Socket Address 
Specify SO_REUSEADDR to bind a stream socket to a local port that may be still bound to 
another stream socket: 


setsockopt (sock, SOL_SOCKET, SO_REUSEADDR, &o0ptval, sizeof (optval)); 
The value at optval is an integer (type int), either 1 (on) or 0 (off). 


When the SO_REUSEADDR option is turned on, applications may bind a stream socket to 
a local port even if it is still bound to another stream socket, if that other socket is 
associated with a "zombie" protocol control block context not yet freed from previous 
sessions. The uniqueness of port number combinations for each connection is still 
preserved through sanity checks performed at actual connection setup time. If this option 
is not turned on and an application attempts to bind to a port which is being used by a 
zombie protocol control block, the bind() call fails. 


SO_SNDBUF -- Specifying the Size of the Send Buffer 
Specify SO_SNDBUF to adjust the maximum size of the socket-level send buffer: 


setsockopt (sock, SOL_SOCKET, SO_SNDBUF, &o0ptval, sizeof (optval)); 


The value at optval is an integer (type int) that specifies the size of the socket-level send 
buffer to be allocated. 


When stream or datagram sockets are created, each transport protocol reserves a set 
amount of space at the socket level for use when the sockets are attached to a protocol. 
For TCP, the default size of the send buffer is 8192 bytes. For UDP, the default size is 9216 
bytes. Socket-level buffers are allocated dynamically from the mbuf pool. 


The effect of setting the maximum size of buffers (for both SO_SNDBUF and SO_RCVBUF, 
described below) is not actually to allocate the mbufs from the mbuf pool, but to set the 
high-water mark in the protocol data structure which is used later to limit the amount of 
mbuf allocation. Thus, the maximum size specified for the socket level send and receive 
buffers can affect the performance of bulk data transfers. For example, the size of the TCP 
receive windows is limited by the remaining socket-level buffer space. These parameters 
must be adjusted to produce the optimal result for a given application. 


SO_RCVBUF -- Specifying the Size of the Receive Buffer 
Specify SO_RCVBUF to adjust the maximum size of the socket-level receive buffer: 
setsockopt (sock, SOL_SOCKET, SO_RCVBUF, &optval, sizeof (optval)); 


The value at optval is an integer (type int) that specifies the size of the socket-level receive 
buffer to be allocated. 


When stream or datagram sockets are created, each transport protocol reserves a set 
amount of space at the socket level for use when the sockets are attached to a protocol. 
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For TCP, the default size is 8192 bytes. UDP reserves 41600 bytes, enough space for up to 
forty incoming datagrams (1 Kbyte each). 


See the SO_SNDBUF discussion above for a discussion of the impact of buffer size on 
application performance. 


SO_OOBINLINE -- Placing Urgent Data in the Normal Data Stream 


Specify the SO_OOBINLINE option to place urgent data within the normal receive data 
stream: 


setsockopt (sock, SOL_SOCKET, SO_OOBINLINE, &optval, sizeof (optval)); 


TCP provides an expedited data service which does not conform to the normal constraints 
of sequencing and flow control of data streams. The expedited service delivers 
"out-of-band" (urgent) data ahead of other "normal" data to provide interrupt-like services 
(for example, when you hit a CTRL-C during telnet or rlogin session while data is being 
displayed on the screen.) 


TCP does not actually maintain a separate stream to support the urgent data. Instead, 
urgent data delivery is implemented as a pointer (in the TCP header) which points to the 
sequence number of the octet following the urgent data. If more than one transmission of 
urgent data is received from the peer, they are all put into the normal stream. This is 
intended for applications that cannot afford to miss out on any urgent data but are usually 
too slow to respond to them promptly. 


OK, or ERROR if there is an invalid socket, an unknown option, an option length greater 
than MLEN, insufficient mbufs, or the call is unable to set the specified option. 


sockLib 


setvbuf( ) 


setvbuf() — specify buffering for a stream (ANSI) 


int setvbuf 
( 
FILE * fp, /* stream to set buffering for */ 
char * buf, /* buffer to use (optional) */ 
int mode, /* _IOFBF = fully buffered */ 
/* _IOLBF = line buffered */ 
/* _IONBF = unbuffered */ 
size_t size /* buffer size */ 


) 
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This routine sets the buffer size and buffering mode for a specified stream. It should be 
called only after the stream has been associated with an open file and before any other 
operation is performed on the stream. The argument mode determines how the stream 
will be buffered, as follows: 


_IOFBF 
input/output is to be fully buffered. 


_IOLBF 
input/output is to be line buffered. 


_IONBF 
input/output is to be unbuffered. 


If buf is not a null pointer, the array it points to may be used instead of a buffer allocated 
by setvbuf(). The argument size specifies the size of the array. The contents of the array 
at any time are indeterminate. 

stdio.h 


Zero, or non-zero if mode is invalid or the request cannot be honored. 


ansiStdio 


shell() 


shell() — the shell entry point 


void shell 
( 
BOOL interactive /* should be TRUE, except for a script */ 
) 


This routine is the shell task. It is called with a single parameter indicating whether this is 
an interactive shell to be used from a terminal or a socket, or a shell that executes a script. 


Normally, the shell is spawned in interactive mode by the root task, usrRoot(), when 
VxWorks starts up. After that, shell() is called only to execute scripts, or when the shell is 
restarted after an abort. 


The shell gets its input from standard input and sends output to standard output. Both 
standard input and standard output are initially assigned to the console, but are 
redirected by telnetdTask() and rlogindTask(). 


The shell is not reentrant, since yacc does not generate a reentrant parser. Therefore, there 
can be only a single shell executing at one time. 
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N/A 


shellLib, VxWorks Programmer's Guide: Target Shell 


shellHistory() 


shellHistory() — display or set the size of shell history 


void shellHistory 
( 
int size /* 0 = display, >0 = set history to new size */ 


) 
This routine displays shell history, or resets the default number of commands displayed 
by shell history to size. By default, history size is 20 commands. Shell history is actually 
maintained by ledLib. 
N/A 


shellLib, ledLib, h(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's 
Guide: Shell 


shellInit() 


shellInit() — start the shell 
STATUS shellInit 
( 
int stackSize, /* shell stack (0 = previous/default value) */ 
int arg /* argument to shell task */ 
) 


This routine starts the shell task. If the configuration macro INCLUDE_SHELL is defined, 
shellInit() is called by the root task, usrRoot(), in usrConfig.c. 


OK or ERROR. 


shellLib, VxWorks Programmer's Guide: Target Shell 
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shellLock() 


shellLock() — lock access to the shell 


BOOL shellLock 


( 
BOOL request /* TRUE = lock, FALSE = unlock */ 


) 


This routine locks or unlocks access to the shell. When locked, cooperating tasks, such as 
telnetdTask() and rlogindTask( ), will not take the shell. 


TRUE if request is "lock" and the routine successfully locks the shell, otherwise FALSE. 
TRUE if request is "unlock" and the routine successfully unlocks the shell, otherwise 


FALSE. 


shellLib, VxWorks Programmer's Guide: Target Shell 


shellOrigStdSet( ) 


shellOrigStdSet() — set the shell’s default input/output/error file descriptors 


void shellOrigStdSet 
( 
int which, /* STD_IN, STD_OUT, STD_ERR */ 
int fd /* fd to be default */ 
) 


This routine is called to change the shell’s default standard input/output/error file 
descriptor. Normally, it is used only by the shell, rlogindTask( ), and telnetdTask(). 
Values for which can be STD_IN, STD_OUT, or STD_ERR, as defined in vxWorks.h. Values 
for fd can be the file descriptor for any file or device. 


N/A 


shellLib 
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shellPromptSet( ) 


NAME shellPromptSet() — change the shell prompt 


SYNOPSIS void shellPromptSet 
( 


char * newPrompt /* string to become new shell prompt */ 


) 


DESCRIPTION This routine changes the shell prompt string to newPrompt. 
RETURNS N/A 
SEE ALSO shellLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


shellScriptAbort() 


NAME shellScriptAbort() — signal the shell to stop processing a script 
SYNOPSIS void shellScriptAbort (void) 
DESCRIPTION This routine signals the shell to abort processing a script file. It can be called from within a 


script if an error is detected. 


RETURNS N/A 

SEE ALSO shellLib, VxWorks Programmer's Guide: Target Shell 
show() 

NAME show() — print information on a specified object 

SYNOPSIS void show 


( 
int objId, /* object ID */ 
int level /* information level */ 


) 
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This command prints information on the specified object. System objects include tasks, 
local and shared semaphores, local and shared message queues, local and shared memory 
partitions, watchdogs, and symbol tables. An information level is interpreted by the 
objects show routine on a class by class basis. Refer to the object’s library manual page for 
more information. 


N/A 


usrLib, i(), ti(), Ikup(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s 
Guide: Shell 


shutdown() 


shutdown() — shut down a network connection 


STATUS shutdown 
( 


int s, /* socket to shut down */ 
int how /* 0 = receives disallowed */ 
/* 1 = sends disallowed */ 


/* 2 = sends and receives disallowed */ 


This routine shuts down all, or part, of a connection-based socket s. If the value of how is 0, 
receives are disallowed. If how is 1, sends are disallowed. If how is 2, both sends and 
receives are disallowed. 


OK, or ERROR if the socket is invalid or not connected. 


sockLib 


sigaction( ) 


sigaction( ) —- examine and/or specify the action associated with a signal (POSIX) 


int sigaction 
( 
int signo, /* signal of handler of interest */ 
const struct sigaction * pAct, /* location of new handler */ 
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struct sigaction * pOact /* location to store old handler */ 


) 


This routine allows the calling process to examine and/or specify the action to be 
associated with a specific signal. 


OK (0), or ERROR (-1) if the signal number is invalid. 
EINVAL 


sigLib 


sigaddset( ) 


sigaddset() — add a signal to a signal set (POSIX) 
int sigaddset 
( 
sigset_t * pSet, /* signal set to add signal to */ 
int signo /* signal to add */ 
) 
This routine adds the signal specified by signo to the signal set specified by pSet. 
OK (0), or ERROR (-1) if the signal number is invalid. 
EINVAL 


sigLib 


sigblock() 


sigblock() — add to a set of blocked signals 


int sigblock 
( 


int mask /* mask of additional signals to be blocked */ 


) 
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This routine adds the signals in mask to the task’s set of blocked signals. A one (1) in the 
bit mask indicates that the specified signal is blocked from delivery. Use the macro 
SIGMASK to construct the mask for a specified signal number. 


The previous value of the signal mask. 


sigLib, sigprocmask( ) 


sigdelset() 


sigdelset( ) — delete a signal from a signal set (POSIX) 
int sigdelset 
( 
sigset_t * pSet, /* signal set to delete signal from */ 
int signo /* signal to delete */ 
) 
This routine deletes the signal specified by signo from the signal set specified by pSet. 
OK (0), or ERROR (-1) if the signal number is invalid. 
EINVAL 


sigLib 


sigemptyset( ) 


sigemptyset( ) — initialize a signal set with no signals included (POSIX) 
int sigemptyset 

( 

sigset_t * pSet /* signal set to initialize */ 

) 


This routine initializes the signal set specified by pSet, such that all signals are excluded. 


OK (0), or ERROR (-1) if the signal set cannot be initialized. 
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No errors are detectable. 


sigLib 


sigfillset( ) 


sigfillset( ) — initialize a signal set with all signals included (POSIX) 


int sigfillset 
( 
sigset_t * pSet /* signal set to initialize */ 


) 


This routine initializes the signal set specified by pSet, such that all signals are included. 


OK (0), or ERROR (-1) if the signal set cannot be initialized. 
No errors are detectable. 


sigLib 


sigInit() 


sigInit() — initialize the signal facilities 
int sigInit (void) 


This routine initializes the signal facilities. It is usually called from the system start-up 
routine usrInit() in usrConfig, before interrupts are enabled. 


OK, or ERROR if the delete hooks cannot be installed. 
S_taskLib_TASK_HOOK_TABLE_FULL 


sigLib 
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sigismember‘( ) 


sigismember( ) — test to see if a signal is in a signal set (POSIX) 


int sigismember 
( 
const sigset_t * pSet, /* signal set to test */ 
int signo /* signal to test for */ 


) 


This routine tests whether the signal specified by signo is a member of the set specified by 
pSet. 


1 if the specified signal is a member of the specified set, OK (0) if it is not, or ERROR (-1) if 
the test fails. 


EINVAL 


sigLib 


signal( ) 


signal() — specify the handler associated with a signal 


void (*signal 
( 
intsigno, 
void(*pHandler) () 
») 0 


This routine chooses one of three ways in which receipt of the signal number signo is to be 
subsequently handled. If the value of pHandler is SIG_DFL, default handling for that 
signal will occur. If the value of pHandler is SIG_IGN, the signal will be ignored. 
Otherwise, pHandlermust point to a function to be called when that signal occurs. 


The value of the previous signal handler, or SIG_ERR. 


sigLib 
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sigpending( ) 


sigpending() — retrieve the set of pending signals blocked from delivery (POSIX) 


int sigpending 
( 
sigset_t * pSet /* location to store pending signal set */ 


) 


This routine stores the set of signals that are blocked from delivery and that are pending 
for the calling process in the space pointed to by pSet. 


OK (0), or ERROR (-1) if the signal TCB cannot be allocated. 
ENOMEM 


sigLib 


sigprocmask( ) 


sigprocmask() — examine and/or change the signal mask (POSIX) 


int sigprocmask 
( 
int how, /* how signal mask will be changed */ 
const sigset_t * pSet, /* location of new signal mask */ 
sigset_t * pOset /* location to store old signal mask */ 


) 


This routine allows the calling process to examine and/or change its signal mask. If the 
value of pSet is not NULL, it points to a set of signals to be used to change the currently 
blocked set. 


The value of how indicates the manner in which the set is changed and consists of one of 
the following, defined in signal.h: 


SIG_BLOCK 
the resulting set is the union of the current set and the signal set pointed to by pSet. 


SIG_UNBLOCK 
the resulting set is the intersection of the current set and the complement of the signal 
set pointed to by pSet. 


2-747 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 
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Sigqueue( ) 


SIG_SETMASK 
the resulting set is the signal set pointed to by pSset. 


OK (0), or ERROR (-1) if how is invalid. 
EINVAL 


sigLib, sigsetmask( ), sigblock() 


sigqueue( ) 


sigqueue() — send a queued signal to a task 
int sigqueue 

int tid, 

int signo, 

const union sigval value 


) 


The function sigqueue() sends the signal specified by signo with the signal-parameter 
value specified by value to the process specified by tid. 


OK (0), or ERROR (-1) if the task ID or signal number is invalid, or if there are no 
queued-signal buffers available. 


EINVAL EAGAIN 


sigLib 


sigqueuelnit( ) 


sigqueuelnit( ) — initialize the queued signal facilities 


int sigqueueInit 


( 


int nQueues 


) 
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2. Subroutines 
Sigsuspend( ) 


This routine initializes the queued signal facilities. It must be called before any call to 
sigqueue(). It is usually called from the system start-up routine usrInit() in usrConfig, 
after sysInit() is called. 


It allocates nQueues buffers to be used by sigqueue(). A buffer is used by each call to 
sigqueue() and freed when the signal is delivered (thus if a signal is block, the buffer is 
unavailable until the signal is unblocked.) 


OK, or ERROR if memory could not be allocated. 


sigLib 


sigsetmask( ) 


sigsetmask( ) — set the signal mask 
int sigsetmask 

( 

int mask /* new signal mask */ 

) 
This routine sets the calling task’s signal mask to a specified value. A one (1) in the bit 
mask indicates that the specified signal is blocked from delivery. Use the macro 
SIGMASK to construct the mask for a specified signal number. 


The previous value of the signal mask. 


sigLib, sigprocmask() 


sigsuspend( ) 


sigsuspend( ) — suspend the task until delivery of a signal (POSIX) 


int sigsuspend 
( 


const sigset_t * pSet /* signal mask while suspended */ 


) 
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sigtimedwait( ) 


This routine suspends the task until delivery of a signal. While suspended, pSet is used as 
the set of masked signals. 


Since the sigsuspend() function suspends thread execution indefinitely, there is no 
successful completion return value. 


-1, always. 
EINTR 


sigLib 


sigtimedwait( ) 


sigtimedwait( ) — wait for a signal 


int sigtimedwait 
( 
const sigset_t * pSet, /* the signal mask while suspended */ 
struct siginfo * pinfo, /* return value */ 
const struct timespec * pTimeout 


) 


The function sigtimedwait() selects the pending signal from the set specified by pSet. If 
multiple signals in pSet are pending, it will remove and return the lowest numbered one. 
If no signal in pSet is pending at the time of the call, the task will be suspend until one of 
the signals in pSetbecome pending, it is interrupted by an unblocked caught signal, or 
until the time interval specified by pTimeout has expired. If pTimeout is NULL, then the 
timeout interval is forever. 


If the pInfo argument is non-NULL, the selected signal number is stored in the si_signo 
member, and the cause of the signal is stored in the si_code member. If the signal is a 
queued signal, the value is stored in the si_value member of pInfo; otherwise the content 
of si_value is undefined. 


The following values are defined in signal.h for si_code: 


SI_USER 
the signal was sent by the kill() function. 


SI_QUEUE 
the signal was sent by the sigqueue() function. 


SI_TIMER 
the signal was generated by the expiration of a timer set by timer_settime(). 
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sigvec( ) 
SI_ASYNCIO 
the signal was generated by the completion of an asynchronous I/O request. 
SI_MESGQ 


the signal was generated by the arrival of a message on an empty message queue. 


The function sigtimedwait() provides a synchronous mechanism for tasks to wait for 
asynchromously generated signals. A task should use sigprocmask() to block any signals 
it wants to handle synchronously and leave their signal handlers in the default state. The 
task can then make repeated calls to sigtimedwait() to remove any signals that are sent to 
it. 


Upon successful completion (that is, one of the signals specified by pSet is pending or is 
generated) sigtimedwait( ) will return the selected signal number. Otherwise, a value of 
-1 is returned and errno is set to indicate the error. 


EINTR 
The wait was interrupted by an unblocked, caught signal. 


EAGAIN 
No signal specified by pSet was delivered within the specified timeout period. 


EINVAL 
The pTimeout argument specified a tv_nsec value less than zero or greater than or 
equal to 1000 million. 


sigLib 


sigvec( ) 


sigvec() — install a signal handler 


int sigvec 
( 
int sig, /* signal to attach handler to */ 
const struct sigvec * pVec, /* new handler information */ 
struct sigvec * pOvec /* previous handler information */ 


) 


This routine binds a signal handler routine referenced by pVec to a specified signal sig. It 
can also be used to determine which handler, if any, has been bound to a particular signal: 
sigvec() copies current signal handler information for sig to pOvec and does not install a 
signal handler if pVec is set to NULL (0). 
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Both pVec and pOvec are pointers to a structure of type struct sigvec. The information 
passed includes not only the signal handler routine, but also the signal mask and 
additional option bits. The structure sigvec and the available options are defined in 
signal.h. 


OK (0), or ERROR (-1) if the signal number is invalid or the signal TCB cannot be 
allocated. 


EINVAL, ENOMEM 


sigLib 


sigwaitinfo( ) 


sigwaitinfo() — wait for real-time signals 


int sigwaitinfo 
( 
const sigset_t * pSet, /* the signal mask while suspended */ 
struct siginfo * pInfo /* return value */ 


) 


The function sigwaitinfo() is equivalent to calling sigtimedwait() with pTimeout equal to 
NULL. See that manual entry for more information. 


Upon successful completion (that is, one of the signals specified by pSet is pending or is 
generated) sigwaitinfo() returns the selected signal number. Otherwise, a value of -1 is 


returned and errno is set to indicate the error. 


EINTR 
The wait was interrupted by an unblocked, caught signal. 


sigLib 
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2. Subroutines 
sincos() 


sin() 


sin() — compute a sine (ANSI) 
double sin 
( 
double x /* angle in radians */ 


) 


This routine computes the sine of x in double precision. The angle x is expressed in 
radians. 


math.h 
The double-precision sine of x. 


ansiMath, mathALib 


sincos( ) 


sincos() — compute both a sine and cosine 
void sincos 
( 
double x, /* angle in radians */ 


double * sinResult, /* sine result buffer */ 
double * cosResult /* cosine result buffer */ 


) 


This routine computes both the sine and cosine of x in double precision. The sine is copied 
to sinResult and the cosine is copied to cosResult. 


math.h 
N/A 


mathALib 
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sincosf( ) 


sincosf() — compute both a sine and cosine 


void sincosf 
( 
float x, /* angle in radians */ 
float * sinResult, /* sine result buffer */ 
float * cosResult /* cosine result buffer */ 


) 


This routine computes both the sine and cosine of x in single precision. The sine is copied 
to sinResult and the cosine is copied to cosResult. The angle x is expressed in radians. 


math.h 
N/A 


mathALib 


sinf() 


sinf() — compute a sine (ANSI) 
float sinf 
( 
float x /* angle in radians */ 
) 
This routine returns the sine of x in single precision. The angle x is expressed in radians. 
math.h 


The single-precision sine of x. 


mathALib 
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sinhf() 


sinh() 


NAME sinh() — compute a hyperbolic sine (ANSI) 


SYNOPSIS double sinh 
( 


double x /* number whose hyperbolic sine is required */ 


) 


DESCRIPTION This routine returns the hyperbolic sine of x in double precision (IEEE double, 53 bits). 


A range error occurs if x is too large. 
INCLUDE FILES math.h 


RETURNS The double-precision hyperbolic sine of x. 


Special cases: 
If x is +INF, -INF, or NaN, sinh() returns x. 


SEE ALSO ansiMath, mathALib 


sinhf() 


NAME sinhf() — compute a hyperbolic sine (ANSI) 
SYNOPSIS float sinhf 
( 
float x /* number whose hyperbolic sine is required */ 
) 
DESCRIPTION This routine returns the hyperbolic sine of x in single precision. 
INCLUDE FILES math.h 


RETURNS The single-precision hyperbolic sine of x. 


SEE ALSO mathALib 
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slattach() 


slattach() 


slattach() — publish the sl network interface and initialize the driver and device 


STATUS slattach 
( 


int unit, /* SLIP device unit number */ 

int fd, /* fd of tty device for SLIP interface */ 
BOOL compressEnable, /* explicitly enable CSLIP compression */ 
BOOL compressAllow, /* enable CSLIP compression on Rx */ 

int mtu /* user setable MTU */ 


) 


This routine publishes the sl interface by filling in a network interface record and adding 
this record to the system list. It also initializes the driver and the device to the operational 
state. 


This routine is usually called by slipInit(). 
OK or ERROR. 


if_sl 


slipBaudSet( ) 


slipBaudSet( ) — set the baud rate for a SLIP interface 
STATUS slipBaudSet 


( 
int unit, /* SLIP device unit number */ 


int baud /* baud rate */ 
) 


This routine adjusts the baud rate of a tty device attached to a SLIP interface. It provides a 
way to modify the baud rate of a tty device being used as a SLIP interface. 


OK, or ERROR if the unit number is invalid or uninitialized. 


if_sl 
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2. Subroutines 
slipInit() 


slipDelete( ) 


slipDelete() — delete a SLIP interface 
STATUS slipDelete 
i unit /* SLIP unit number */ 
) 
This routine resets a specified SLIP interface. It detaches the tty from the sl unit and 


deletes the specified SLIP interface from the list of network interfaces. For example, the 
following call will delete the first SLIP interface from the list of network interfaces: 


slipDelete (0); 
OK, or ERROR if the unit number is invalid or uninitialized. 


if_sl 


slipInit() 


slipInit() — initialize a SLIP interface 


STATUS slipInit 


int unit, /* SLIP device unit number (0 - 19) */ 

char * devName, /* name of the tty device to be initialized */ 
char * myAddr, /* address of the SLIP interface */ 

char * peerAddr, /* address of the remote peer SLIP interface */ 
int baud, /* baud rate of SLIP device: O=don’t set rate */ 


BOOL compressEnable, /* explicitly enable CSLIP compression */ 
BOOL compressAllow, /* enable CSLIP compression on Rx */ 
int mtu /* user set-able MTU */ 


This routine initializes a SLIP device. Its parameters specify the name of the tty device, 
the Internet addresses of both sides of the SLIP point-to-point link (i.e., the local and 
remote sides of the serial line connection), and CSLIP options. 


The Internet address of the local side of the connection is specified in myAddr and the 
name of its tty device is specified in devName. The Internet address of the remote side is 
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smilfAttach( ) 


specified in peerAddr. If baud is not zero, the baud rate will be the specified value; 
otherwise, the default baud rate will be the rate set by the tty driver. The unit parameter 
specifies the SLIP device unit number. Up to twenty units may be created. 


The CLSIP options parameters compressEnable and compressAllow determine support for 
TCP/IP header compression. If compressAllow is TRUE (1), then CSLIP will be enabled 
only if a CSLIP type packet is received by this device. If compressEnable is TRUE (1), then 
CSLIP compression will be enabled explicitly for all transmitted packets, and compressed 
packets can be received. 


The MTU option parameter allows the setting of the MTU for the link. 


For example, the following call initializes a SLIP device, using the console’s second port, 
where the Internet address of the local host is 192.10.1.1 and the address of the remote 
host is 192.10.1.2. The baud rate will be the default rate for /tyCo/1. CLSIP is enabled if a 
CSLIP type packet is received. The MTU of the link is 1006. 


slipInit (0, "/tyCo/1", "192.10.1.1", "192.10.1.2", 0, 0, 1, 1006); 


OK, or ERROR if the device cannot be opened, memory is insufficient, or the route is 
invalid. 


if_sl 


smIfAttach( ) 


smIfAttach() — publish the sm interface and initialize the driver and device 


STATUS smIfAttach 
( 


int unit, /* interface unit number */ 
SM_ANCHOR * pAnchor, /* local addr of anchor */ 
int maxInputPkts, /* max no. of input pkts */ 
int intType, /* method of notif. */ 

int intArgl1, /* interrupt argument #1 */ 
int intArg2, /* interrupt argument #2 */ 
int intArg3, /* interrupt argument #3 */ 
int ticksPerBeat, /* heartbeat freq. */ 

int numLoan /* no. of buffers to loan */ 


This routine attaches an sm Ethernet interface to the network, if the interface exists. This 
routine makes the interface available by filling in the network interface record. The 
system will initialize the interface when it is ready to accept packets. 
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smMemAddToPool( ) 


The shared memory region must have been initialized, via smPktSetup(), prior to calling 
this routine (typically by an OS-specific initialization routine). The smIfAttach() routine 
can be called only once per unit number. 


The pAnchor parameter is the local address by which the local CPU may access the shared 
memory anchor. 


The maxInputPkts parameter specifies the maximum number of incoming shared memory 
packets which may be queued to this CPU at one time. 


The intType, intArg1, intArg2, and intArg3 parameters allow a CPU to announce the 
method by which it is to be notified of input packets which have been queued to it. 


The ticksPerBeat parameter specifies the frequency of the shared memory anchor’s 
heartbeat. The frequency is expressed in terms of the number of CPU ticks on the local 
CPU corresponding to one heartbeat period. 


If numLoan is non-zero, it specifies the number of shared memory packets available to be 
loaned out. 


OK or ERROR. 


if_sm 


smMemAddToPool( ) 


smMemAddToPool( ) - add memory to the shared memory system partition (VxMP Opt.) 


STATUS smMemAddToPool 
( 
char * pPool, /* pointer to memory pool */ 
unsigned poolSize /* block size in bytes */ 


) 


This routine adds memory to the shared memory system partition after the initial 
allocation of memory. The memory added need not be contiguous with memory 
previously assigned, but it must be in the same address space. 


pPool is the global address of shared memory added to the partition. The memory area 
pointed to by pPool must be in the same address space as the shared memory anchor and 
shared memory pool. 


poolSize is the size in bytes of shared memory added to the partition. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 
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smMemCalloc( ) 
RETURNS OK, or ERROR if access to the shared memory system partition fails. 
ERRNO S_smObjLib_LOCK_TIMEOUT 
SEE ALSO smMemLib 


smMemCalloc() 


NAME smMemCalloc() — allocate memory for an array from the shared memory system partition 
(VxMP Opt.) 


SYNOPSIS void * smMemCalloc 
( 
int elemNum, /* number of elements */ 
int elemSize /* size of elements */ 


) 


DESCRIPTION This routine allocates a block of memory for an array that contains elenNum elements of 
size elemSize from the shared memory system partition. The return value is the local 
address of the allocated shared memory block. 


AVAILABILITY This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 

RETURNS A pointer to the block, or NULL if the memory cannot be allocated. 

ERRNO S_memLib_NOT_ENOUGH_MEMORY 


S_smObjLib_LOCK_TIMEOUT 


SEE ALSO smMemLib 


smMemFindMax( ) 


NAME smMemFindMax( ) — find the largest free block in the shared memory system partition 
(VxMP Opt.) 
SYNOPSIS int smMemFindMax (void) 
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2. Subroutines 
smMemFree( ) 


This routine searches for the largest block in the shared memory system partition free list 
and returns its size. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


The size (in bytes) of the largest available block, or ERROR if the attempt to access the 
partition fails. 


S_smObjLib_LOCK_TIMEOUT 


smMemLib 


smMemFree( ) 


smMemFree( ) — free a shared memory system partition block of memory (VxMP Opt.) 
STATUS smMemF ree 

( 

void * ptr /* pointer to block of memory to be freed */ 


) 


This routine takes a block of memory previously allocated with smMemMalloc() or 
smMemCalloc( ) and returns it to the free shared memory system pool. 


It is an error to free a block of memory that was not previously allocated. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if the block is invalid. 


S_memLib_BLOCK_ERROR 
S_smObjLib_LOCK_TIMEOUT 


smMemLib, smMemMalloc(), smMemCalloc() 
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smMemMalloc() 


smMemMalloc( ) 


smMemMalloc() — allocate a block of memory from the shared memory system partition 
(VxMP Opt.) 


void * smMemMalloc 


( 
unsigned nBytes /* number of bytes to allocate */ 


) 
This routine allocates a block of memory from the shared memory system partition whose 
size is equal to or greater than nBytes. The return value is the local address of the allocated 
shared memory block. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


A pointer to the block, or NULL if the memory cannot be allocated. 


S_memLib_NOT_ENOUGH_MEMORY 
S_smObjLib_LOCK_TIMEOUT 


smMemLib 


smMemOptionsSet( ) 


smMemOptionsSet( ) — set the debug options for the shared memory system partition 
(VxMP Opt.) 


STATUS smMemOptionsSet 
( 
unsigned options /* options for system partition */ 


) 


This routine sets the debug options for the shared system memory partition. Two kinds of 
errors are detected: attempts to allocate more memory than is available, and bad blocks 
found when memory is freed or reallocated. In both cases, the following options can be 
selected for actions to be taken when an error is detected: (1) return the error status, (2) 
log an error message and return the error status, or (3) log an error message and suspend 
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2. Subroutines 
smMemRealloc( ) 


the calling task. These options are discussed in detail in the library manual entry for 
smMemLib. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK or ERROR. 
S_smObjLib_LOCK_TIMEOUT 


smMemLib 


smMemRealloc() 


smMemkRealloc( ) — reallocate a block of memory from the shared memory system partition 
(VxMP Opt.) 


void * smMemRealloc 
( 
void * pBlock, /* block to be reallocated */ 

unsigned newSize /* new block size */ 


) 
This routine changes the size of a specified block and returns a pointer to the new block of 
shared memory. The contents that fit inside the new size (or old size, if smaller) remain 


unchanged. The return value is the local address of the reallocated shared memory block. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


A pointer to the new block of memory, or NULL if the reallocation cannot be completed. 


S_memLib_NOT_ENOUGH_MEMORY 
S_memLib_BLOCK_ERROR 
S_smObjLib_LOCK_TIMEOUT 


smMemLib 
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smMemShow() 


smMemShow( ) 


smMemShow( ) — show the shared memory system partition blocks and statistics (VxMP 
Opt.) 


void smMemShow 
( 
int type /* 0 = statistics, 1 = statistics & list */ 
) 


This routine displays the total amount of free space in the shared memory system 
partition, including the number of blocks, the average block size, and the maximum block 
size. It also shows the number of blocks currently allocated, and the average allocated 
block size. 


If type is 1, it displays a list of all the blocks in the free list of the shared memory system 


partition. 


This routine locks access to the shared memory system partition while displaying the 
information. This can compromise the access time to the partition from other CPUs in the 
system. Generally, this routine is used for debugging purposes only. 


—> smMemShow 1 


FREE LIST: 
num addr size 
1 Ox4ffef0 264 
2 Ox4fef18 1700 
SUMMARY 
status bytes blocks ave block max block 
current 
free 1964 2 982 1700 
alloc 2356 1 2356 = 
cumulative 
alloc 2620 2 1310 = 
value = 0 = 0x0 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


N/A 


smMemShow, windsh, Tornado User’s Guide: Shell 
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smNameAdd( ) 


smNameAdd() - add a name to the shared memory name database (VxMP Opt.) 


STATUS smNameAdd 
( 
char * name, /* name string to enter in database */ 
void * value, /* value associated with name */ 
int type /* type associated with name */ 


) 
This routine adds a name of specified object type and value to the shared memory objects 
name database. 


The name parameter is an arbitrary null-terminated string with a maximum of 20 
characters, including EOS. 


By convention, type values of less than 0x1000 are reserved by VxWorks; all other values 
are user definable. The following types are predefined in smNameLib.h : 


T_SM_SEM_B 0 shared binary semaphore 
T_SM_SEM_C 1 shared counting semaphore 
T_SM_MSG_Q 2 shared message queue 
T_SM_PART_ID 3 shared memory Partition 


T_SM_BLOCK 4 shared memory allocated block 


A name can be entered only once in the database, but there can be more than one name 
associated with an object ID. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if there is insufficient memory for name to be allocated, if name is already in 
the database, or if the database is already full. 


S_smNameLib_NOT_INITIALIZED 
S_smNameLib_NAME_TOO_LONG 
S_smNameLib_NAME_ALREADY_EXIST 
S_smNameLib_DATABASE_FULL 
S_smObjLib_LOCK_TIMEOUT 


smNameLib, smNameShow 
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smNameFind( ) 


smNameFind( ) — look up a shared memory object by name (VxMP Opt.) 


STATUS smNameFind 
( 


char * name, /* name to search for */ 

void * * pValue, /* pointer where to return value */ 

int. * pType, /* pointer where to return object type */ 
int waitType /* NO_WAIT or WAIT_FOREVER */ 


) 


This routine searches the shared memory objects name database for an object matching a 
specified name. If the object is found, its value and type are copied to the addresses 
pointed to by pValue and pType. The value of waitType can be one of the following: 


NO_WAIT (0) 
The call returns immediately, even if name is not in the database. 


WAIT_FOREVER (-1) 
The call returns only when name is available in the database. If nameis not already in, 
the database is scanned periodically as the routine waits for name to be entered. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if the object is not found, if name is too long, or the wait type is invalid. 
S_smNameLib_NOT_INITIALIZED 

S_smNameLib_NAME_TOO_LONG 

S_smNameLib_NAME_NOT_FOUND 

S_smNameLib_INVALID_WAIT_TYPE 

S_smObjLib_LOCK_TIMEOUT 


smNameLib, smNameShow 
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smNameFindByValue( ) 


smNameFindByValue( ) 


smNameFindByValue( ) — look up a shared memory object by value (VxMP Opt.) 


STATUS smNameFindByValue 
( 


void * value, /* value to search for */ 

char * name, /* pointer where to return name */ 

int * pType, /* pointer where to return object type */ 
int waitType /* NO_WAIT or WAIT_FOREVER */ 


) 


This routine searches the shared memory name database for an object matching a 
specified value. If the object is found, its name and type are copied to the addresses 
pointed to by name and pType. The value of waitType can be one of the following: 


NO_WAIT (0) 
The call returns immediately, even if the object value is not in the database. 


WAIT_FOREVER (-1) 
The call returns only when the object value is available in the database. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if value is not found or if the wait type is invalid. 
S_smNameLib_NOT_INITIALIZED 
S_smNameLib_VALUE_NOT_FOUND 
S_smNameLib_INVALID_WAIT_TYPE 
S_smObjLib_LOCK_TIMEOUT 


smNameLib, smNameShow 
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smNameRemove;( ) 


smNameRemove( ) 


smNameRemove( ) — remove an object from the shared memory objects name database 
(VxMP Opt.) 


STATUS smNameRemove 
( 


char * name /* name of object to remove */ 


) 


This routine removes an object called name from the shared memory objects name 
database. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if the object name is not in the database or if name is too long. 
S_smNameLib_NOT_INITIALIZED 

S_smNameLib_NAME_TOO_LONG 

S_smNameLib_NAME_NOT_FOUND 

S_smObjLib_LOCK_TIMEOUT 


smNameLib, smNameShow 


smNameShow( ) 


smNameShow() - show the contents of the shared memory objects name database (VxMP 
Opt.) 


STATUS smNameShow 
( 


int level /* information level */ 


) 
This routine displays the names, values, and types of objects stored in the shared memory 


objects name database. Predefined types are shown, using their ASCII representations; all 
other types are printed in hexadecimal. 
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NAME 


SYNOPSIS 


2. Subroutines 
smNetAttach( ) 


The level parameter defines the level of database information displayed. If level is 0, only 
statistics on the database contents are displayed. If level is greater than 0, then both 
statistics and database contents are displayed. 


This routine locks access to the shared memory objects name database while displaying its 
contents. This can compromise the access time to the name database from other CPUs in 
the system. Generally, this routine is used for debugging purposes only. 


—> smNameShow 


Names in Database Max : 30 Current : 6 Free : 24 


-—> smNameShow 1 


Names in Database Max : 30 Current : 6 Free : 24 
Name Value Type 

inputImage 0x802340 SM_MEM_BLOCK 

ouput Image 0x806340 SM_MEM_BLOCK 
imagePool 0x802001 SM_MEM_PART 
imageInSem 0x8e0001 SM_SEM_B 

imageOutSem 0x8e0101 SM_SEM_C 

actionQ 0x8e0201 SM_MSG_Q 

userObject 0x8e0400 0x1b0 


This routine is distributed as a component of the unbundled shared memory objects 


support option, VxMP. 


OK, or ERROR if the name facility is not initialized. 


S_smNameLib_NOT_INITIALIZED 
S_smObjLib_LOCK_TIMEOUT 


smNameShow, smNameLib 


smNetAttach( ) 


smNetAttach( ) — attach the shared memory network interface 


STATUS smNetAttach 
( 


int unit, /* 
SM_ANCHOR * pAnchor, /* 
int maxInputPkts, /* 


int intType, /* 


interface unit number */ 
addr of anchor */ 

max queued packets */ 
interrupt method */ 
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smNetInetGet( ) 
int intArgl1, /* interrupt argument #1 */ 
int intArg2, /* interrupt argument #2 */ 
int intArg3 /* interrupt argument #3 */ 


This routine attaches the shared memory interface to the network. It is called once by 
each CPU on the shared memory network. The unit parameter specifies the backplane 
unit number. 


The pAnchor parameter is the local address by which the local CPU may access the shared 
memory anchor. 


The maxInputPkts parameter specifies the maximum number of incoming shared memory 
packets which may be queued to this CPU at one time. 


The intType, intArg1, intArg2, and intArg3 parameters allow a CPU to announce the 
method by which it is to be notified of input packets which have been queued to it. 


OK, or ERROR if the shared memory interface cannot be attached. 


smNetLib 


smNetInetGet( ) 


smNetInetGet( ) — get an address associated with a shared memory network interface 


STATUS smNetInetGet 
( 


char * smName, /* device name */ 
char * smInet, /* return inet */ 
int cpuNum /* cpu number */ 
) 


This routine returns the Internet address in smInet for the CPU specified by cpuNum on the 
shared memory network specified by smName. If cpuNum is NONE (-1), this routine 
returns information about the local (calling) CPU. 


This routine can only be called after a call to smNetAttach(). It will block if the shared 
memory region has not yet been initialized. 


This routine is only applicable if sequential addressing is being used over the backplane. 
OK, or ERROR if the Internet address cannot be found. 


smNetLib 
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2. Subroutines 


smNetiInit() 
smNetInit( ) 
smNetInit() — initialize the shared memory network driver 
STATUS smNetInit 
( 
SM_ANCHOR * pAnchor, /* local addr of anchor */ 
char * pMem, /* local addr of shared memory */ 
int memSize, /* size of shared memory */ 
BOOL tasType, /* TRUE = hardware supports TAS */ 
int cpuMax, /* max numbers of cpus */ 
int maxPktBytes, /* size of data packets */ 
u_long startAddr /* beginning address */ 


) 


This routine is called once by the backplane master. It sets up and initializes the shared 
memory region of the shared memory network and starts the shared memory heartbeat. 


The pAnchor parameter is the local memory address by which the master CPU accesses the 
shared memory anchor. pMem contains either the local address of shared memory or the 
value NONE (-1), which implies that shared memory is to be allocated dynamically. 
memSize is the size, in bytes, of the shared memory region. 


The tasType parameter specifies the test-and-set operation to be used to obtain exclusive 
access to the shared data structures. It is preferable to use a genuine test-and-set 
instruction, if the hardware permits it. In this case, tasType should be SM_TAS_HARD. 
If any of the CPUs on the backplane network do not support the test-and-set instruction, 
tasTypeshould be SM_TAS_SOFT. 


The maxCpus parameter specifies the maximum number of CPUs that may use the shared 
memory region. 


The maxPktBytes parameter specifies the size, in bytes, of the data buffer in shared 
memory packets. This is the largest amount of data that may be sent in a single packet. If 
this value is not an exact multiple of 4 bytes, it will be rounded up to the next multiple of 
4. 


The startAddr parameter is only applicable if sequential addressing is desired. If startAddr 
is non-zero, it specifies the starting address to use for sequential addressing on the 
backplane. If startAddr is zero, sequential addressing is disabled. 


OK, or ERROR if the shared memory network cannot be initialized. 


smNetLib 
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smNetShow( ) 


smNetShow() — show information about a shared memory network 


STATUS smNetShow 
( 
char * ifName, /* backplane interface name (NULL == "sm0") */ 
BOOL zero /* TRUE = zap totals */ 
) 


This routine displays information about the different CPUs configured in a shared 
memory network specified by ifName. It prints error statistics and zeros these fields if zero 
is set to TRUE. 


—> smNetShow 
Anchor at 0x800000 
heartbeat = 705, header at 0x800010, free pkts = 237. 


cpu int type argl arg2 arg3 queued pkts 
0 poll 0x0 0x0 0x0 0 
1 poll 0x0 0x0 0x0 0 
2 bus-int 0x3 Oxc9 0x0 0 
3 mbox-2 0x2d 0x8000 0x0 0 
input packets = 192 output packets = 164 
output errors = 0 collisions = 0 
value = 1 = 0x1 


OK, or ERROR if there is a hardware setup problem or the routine cannot be initialized. 


smNetShow 


smObjAttach() 


smObjAttach() — attach the calling CPU to the shared memory objects facility (VxMP Opt.) 


STATUS smObjAttach 


( 
SM_OBJ_DESC * pSmObjDesc /* pointer to shared memory descriptor */ 


) 
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2. Subroutines 
smObjGlobalToLocal( ) 


This routine "attaches" the calling CPU to the shared memory objects facility. The shared 
memory area is identified by the shared memory descriptor with an address specified by 
pSmObjDesc. The descriptor must already have been initialized by calling smObjInit(). 


This routine is called automatically when the configuration macro INCLUDE_SM_OBJ is 
defined. 


This routine will complete the attach process only if and when the shared memory has 
been initialized by the master CPU. If the shared memory is not recognized as active 
within the timeout period (10 minutes), this routine returns ERROR. 


The smObjAttach() routine connects the shared memory objects handler to the shared 
memory interrupt. Note that this interrupt may be shared between the shared memory 
network driver and the shared memory objects facility when both are used at the same 
time. 


Once a CPU has attached itself to the shared memory objects facility, it cannot be 
detached. Since the shared memory network driver and the shared memory objects 
facility use the same low-level attaching mechanism, a CPU cannot be detached from a 
shared memory network driver if the CPU also uses shared memory objects. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if the shared memory objects facility is not active or the number of CPUs 
exceeds the maximum. 


S_smLib_INVALID_CPU_NUMBER 


smObjLib, smObjSetup(), smObjInit() 


smObjGlobalToLocal( ) 


smObjGlobalToLocal() — convert a global address to a local address (VxMP Opt.) 


void * smObjGlobalToLocal 
( 
void * globalAdrs /* global address to convert */ 
) 


This routine converts a global shared memory address globalAdrs to its corresponding 


local value. This routine does not verify that globalAdrsis really a valid global shared 
memory address. 


2-773 


VxWorks Reference Manual, 5.4 


smObjInit() 

AVAILABILITY This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 

RETURNS The local shared memory address pointed to by globalAdrs. 

SEE ALSO smObjLib 


smOby]Init() 


NAME smObjInit() — initialize a shared memory objects descriptor (VxMP Opt.) 


SYNOPSIS void smObjiInit 
( 
SM_OBJ_DESC * pSmObjDesc, /* ptr to shared memory descriptor */ 
SM_ANCHOR * anchorLocalAdrs,/* shared memory anchor local adrs */ 


int ticksPerBeat, /* cpu ticks per heartbeat */ 
int smObjMaxTries, /* max no. of tries to obtain spinLock */ 
int intType, /* interrupt method */ 
int intArgl1, /* interrupt argument #1 */ 
int intArg2, /* interrupt argument #2 */ 
int intArg3 /* interrupt argument #3 */ 
) 
DESCRIPTION This routine initializes a shared memory descriptor. The descriptor must already be 


allocated in the CPU’s local memory. Once the descriptor has been initialized by this 
routine, the CPU may attach itself to the shared memory area by calling smObjAttach(). 


This routine is called automatically when the configuration macro INCLUDE_SM_OBJ is 
defined. 


Only the shared memory descriptor itself is modified by this routine. No structures in 
shared memory are affected. 


Parameters: 


pSmObjDesc 
the address of the shared memory descriptor to be initialized; this structure must be 
allocated before smObjInit() is called. 


anchorLocalAdrs 
the memory address by which the local CPU may access the shared memory anchor. 
This address may vary among CPUs in the system because of address offsets 
(particularly if the anchor is located in one CPU’s dual-ported memory). 
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2. Subroutines 
smObjLibInit( ) 


cpuNum 
the number to be used to identify this CPU during shared memory operations. CPUs 
are numbered starting with zero for the master CPU, up to 1 less than the maximum 
number of CPUs defined during the master CPU’s smObjSetup() call. CPUs can 
attach in any order, regardless of their CPU number. 


ticksPerBeat 
specifies the frequency of the shared memory anchor’s heartbeat. The frequency is 
expressed in terms of how many CPU ticks on the local CPU correspond to one 
heartbeat period. 


smObjMaxTries 
specifies the maximum number of tries to obtain access to an internal mutually 
exclusive data structure. Its default value is 100, but it can be set to a higher value for 
a heavily loaded system. 


intType, intArg1, intArg2, and intArg3 
allow a CPU to announce the method by which it is to be notified of shared memory 
events. See the manual entry for if_sm for a discussion about interrupt types and 
their associated parameters. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


N/A 


smObjLib, smObjSetup(), smObjAttach() 


smObjLibInit() 


smObjLibInit() — install the shared memory objects facility (VxMP Opt.) 
STATUS smObjLibInit (void) 


This routine installs the shared memory objects facility. It is called automatically when 
the configuration macro INCLUDE_SM_OBJ is defined. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if the shared memory objects facility has already been installed. 


smObjLib 
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smObjLocalToGlobal( ) 


smObjLocalToGlobal( ) — convert a local address to a global address (VxMP Opt.) 


void * smObjLocalToGlobal 
( 


void * localAdrs /* local address to convert */ 

) 
This routine converts a local shared memory address localAdrs to its corresponding global 
value. This routine does not verify that localAdrs is really a valid local shared memory 
address. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


The global shared memory address pointed to by localAdrs. 


smObjLib 


smObj]Setup() 


smObjSetup() — initialize the shared memory objects facility (VxMP Opt.) 


STATUS smObjSetup 
( 
SM_OBJ_PARAMS * smObjParams /* setup parameters */ 
) 


This routine initializes the shared memory objects facility by filling the shared memory 
header. It must be called only once by the shared memory master CPU (processor 
number 0). It is called automatically only by the master CPU, when the configuration 
macro INCLUDE_SM_OB}J is defined. 


Any CPU on the system backplane can use the shared memory objects facility; however, 
the facility must first be initialized on the master CPU. Then before other CPUs are 
attached to the shared memory area by smObjAttach( ), each must initialize its own 
shared memory objects descriptor using smObjInit(). This mechanism is similar to the 
one used by the shared memory network driver. 
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2. Subroutines 
smObjShow( ) 


The smObjParams parameter is a pointer to a structure containing the values used to 
describe the shared memory objects setup. This structure is defined as follows in 
smObjLib.h: 


typedef struct sm_obj_params /* setup parameters */ 

{ 

BOOL allocatedPool; /* TRUE if shared memory pool is malloced */ 
SM_ANCHOR * pAnchor; /* shared memory anchor */ 
char * smObjFreeAdrs; /* start address of shared memory pool */ 
int smObjMemSize; /* memory size reserved for shared memory */ 
int maxCpus; /* max number of CPUs in the system */ 
int maxTasks; /* max number of tasks using smObj */ 
int maxSems; /* max number of shared semaphores */ 
int maxMsgQueues ; /* max number of shared message queues */ 
int maxMemParts; /* max number of shared memory partitions */ 
int maxNames; /* max number of names of shared objects */ 


} SM_OBJ_PARAMS; 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if the shared memory pool cannot hold all the requested objects or the 
number of CPUs exceeds the maximum. 


S_smObjLib_TOO_MANY_CPU 
S_smObjLib_SHARED_MEM_TOO_SMALL 


smObjLib, smObjInit(), smObjAttach() 


smObjShow( ) 


smObjShow() — display the current status of shared memory objects (VxMP Opt.) 
STATUS smObjShow () 


This routine displays useful information about the current status of shared memory 
objects facilities. 


The information returned by this routine is not static and may be obsolete by the time it is 
examined. This information is generally used for debugging purposes only. 


-> smObjShow 
Shared Mem Anchor Local Addr: 0x600. 
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Shared Mem Hdr Local Addr: Oxb1514. 

Attached CPU : 5 

Max Tries to Take Lock: 1 

Shared Object Type Current Maximum Available 
Tasks 1 20 19 
Binary Semaphores 8 30 20 
Counting Semaphores 2 30 20 
Messages Queues 3 10 7 
Memory Partitions 1 4 3 
Names in Database 16 100 84 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


OK, or ERROR if no shared memory objects are initialized. 


S_smObjLib_NOT_INITIALIZED 
S_smLib_NOT_ATTACHED 


smObjShow, smObjLib 


smObjTimeoutLogEnable( ) 


smObjTimeoutLogEnable( ) — enable/disable logging of failed attempts to take a spin-lock 
(VxMP Opt.) 


void smObjTimeoutLogEnable 


( 
BOOL timeoutLogEnable /* TRUE to enable, FALSE to disable */ 


) 


This routine enables or disables the printing of a message when an attempt to take a 
shared memory spin-lock fails. 


By default, message logging is enabled. 


This routine is distributed as a component of the unbundled shared memory objects 
support option, VxMP. 


N/A 


smObjLib 
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2. Subroutines 
snattach( ) 


sn83932EndLoad( ) 


sn83932EndLoad( ) — initialize the driver and device 


END_OBJ * sn83932EndLoad 
( 


char * initString /* String to be parse by the driver. */ 
) 
This routine initializes the driver and the device to the operational state. All of the device 


specific parameters are passed in the initString parameter. This string must be of the 
format: 


unit_number:device_reg_addr:ivec 


These parameters are all individually described in the sn83932End man page. 
An END object pointer or NULL on error. 


sn83932End 


snattach() 


snattach( ) — publish the sn network interface and initialize the driver and device 


STATUS snattach 
( 


int unit, /7* unit number */ 
char * pDevRegs, /* addr of device’s regs */ 
int ivec /* vector number */ 


) 
This routine publishes the sn interface by filling in a network interface record and adding 
this record to the system list. It also initializes the driver and the device to the operational 
state. 


OK or ERROR. 


if_sn 
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snmpMasterCleanup( ) 


snmpMasterCleanup() 


snmpMasterCleanup( ) — free up resources after a query times out 


void snmpMasterCleanup 
( 
UINT_16_T reqid, /* request Id to track state block */ 
UINT_16_T options /* as mentioned above */ 
) 


If you use snmpMasterHandlerAsync( ), the master agent calls this routine if the IPC layer 
determines that a timeout period for a query response has been exceeded. The reqid 
parameter is the same as the requestId value passed to the send routine. It is used to track 
the correct state block. The options parameter passes in a set of flags that control what 
actions the cleanup routine. Currently, there are three flags: SA_CLEANUP_INACTIVE, 
SA_CLEANUP_TIMEOUT, and SA_CLEANUP_CONTINUE. The continue and timeout flags 
should always be set. The inactive flag indicates that any objects associated with the 
subagent should be removed. Set this flag when the IPC layer determines that the 
subagent has stopped rather than timed out. 


N/A 


subagentLib 


snmpMasterHandlerAsync( ) 


snmp MasterHandlerAsync( ) — process messages from the subagent asynchronously 


void snmpMasterHandlerAsync 
( 


OCTET_T * PMsg, /* pointer to the message */ 

ALENGTH_T msgl, /* length of the message */ 

IPCCOMP_T * pIpcComp, /* completion routine */ 

IPCSEND_AS_T * pIpcSend, /* send routine */ 

IPCRCV_T * pIpcRcv, /* receive routine */ 

IPCFREE_T * pIpcFree, /* free routine */ 

IPCAYT_T * plIpcAyt, /* status check routine */ 

PTR_T ipchandle, /* ipchandle for the IPC scheme used */ 
PTR_T user_priv /* MIB tree identifier */ 


) 


2 - 780 


DESCRIPTION 


2. Subroutines 
snmpMasterHandlerAsync( ) 


This function provides support for an asynchronous communication scheme between the 
master agent and its subagents. The shipped version of WindNet SNMP does not call this 
function. Instead, it calls snampMasterHandlerWR(), a function that supports a 
synchronous communication scheme. If you want master agents and subagents to use an 
asynchronous communication scheme, you must rewrite samp QueMonitor( ) to call 

snmp MasterHandlerAsync( ) instead of snmpMasterHandlerWR(). In addition, because 
snmpMasterHandlerAsync( ) does not return a function value, you will need to remove 
the snmp QueMonitor() code that responded to the snmpMasterHandlerWR() function 
value. The functionality handled by the removed code should instead be implemented in 
the function referenced by the ipcComp parameter. Use the parameters as follows: 


pMsg 
Expects a pointer to an EBUFFER_T structure containing the data part of the message 
from the subagent. The message shows up on the queue as an SA_MESSAGE_T 
structure. The message expected by this parameter is contained in the mesg member 
of this structure. To extract this pointer, use EbufferStart macro defined in defined in 
buffer.h. 


msgl 
Expects the length of the message referenced in pMsg. To retrieve this length value, 
use the EBufferUsed macro defined in buffer.h. 


plpcComp 
Expects a pointer to the completion function, which must be of the form: 


void masterIpcComp 


( 


OCTET_T opcode, /* this specifies what needs to be done */ 
EBUFFER_T * ebuf, /* reply message to be sent */ 

VBL_T * vblist, /* list of varbinds that the message contained */ 
PTR_T ipchandle /* subagent address */ 


) 


The master agent executes this function upon completing processing for an unsolicited 
control message from a subagent (primarily registration requests, although a trap from the 
subagent will eventually find its way to this function). Your masterIcpComp() should be 
able handle things such as letting the subagent know the completion status of message it 
sent to the master agent. 


For a registration routine, it must send the message in ebuf back to the subagent. This 
message contains the group ID of the MIB variables added to the master agent’s MIB tree. 
The subagent needs this ID to make a deregistration request. 


If you decide to support traps from subagents, this function must be able to forward the 
varbind list in vblist to the SNMP manager. In addition, it is your responsibility to acquire 
any values not specified in vblist and include it in the message you send the to the SNMP 
manager. Use the opcode to know when you are handling the completion processing for a 
registration request, a deregistration request, or a trap from a subagent. 
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For an example of an IPC completion routine, see masterIpcComp() defined in 
masterloLib.c. 


plpcSend 
Expects a pointer to the function that method routines should use to send messages to 
the subagent. This function must be of the form: 


INT_32_T masterIpcSend 
( 


EBUFFER_T * pBuf, /* message to be sent */ 
PTR_T ipchandle /* address of subagent */ 
UINT_16_T reqid /* ID for request sent */ 


) 
To make the communication between the master agent and subagent asynchronous, 
this send routine should send the message to the subagent and return. Eventually, a 
response shows up on the master agent’s local queue, or the query times out. How 
you process a query response or a query time out is almost entirely up to you. 


To process a query response, you must call snmpMasterQueryHandler(). This 
function will handle the details of integrating the message from the subagent into a 
message to the SNMP manager. 


To clean up after a send that times out, you must call snmpMasterCleanup(). The 
specifics of the mechanism you use are up to you, but you will likely need to integrate 
the mechanism with your masterIpcSend() routine. That is because this function gets 
the request ID that you will need for clean up. The request ID is a number generated 
internally to the SNMP master agent. It passes this value into your masterIpcSend() 
using the reqgid parameter. To clean up after a send that times out, you submit the 
regid in a call to snmpMasterCleanup(). 


For an example of an masterIpcSend(), see the masterIpcSend() defined in 
masterloLib.c. 


plpcRcv 
This parameter is not used by snmpMasterHandlerAsync( ) and so should be null. It 
is included to maintain parallelism with snmpMasterHandlerWR(). 


plpcFree 
Expects a pointer to a function of the form: 


void masterIpcFree ( PTR_T ipchandle ) 

The master agent uses this function to free any resources it might have allocated to 
maintain the IPC link with the subagent. The master agent calls this function when a 
subagent deregisters. 


plpcAyt 
Expects a pointer to the function the master agent can use to test the connection with 
the subagent. This function must be of the form: 


INT_32_T masterIpcAyt ( PTR_T ipchandle ) 
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snmpMasterHandlerWR( ) 


For an example of such a function, see the masterIpcAyt( ) defined in masterloLib.c. 


ipchandle 
Expects a pointer to the IPC handle used to access the subagent that sent this 
message. In the shipped implementation, this is a pointer to a message queue. 


user_priv 
Expects a pointer to the MIB tree from which registration and deregistration requests 
want to add or delete objects or instances. If this pointer is NULL, the default MIB 
tree specified by mib_root_node is used. 


N/A 


subagentLib 


snmpMasterHandlerWR( ) 


snmp MasterHandlerWR( ) — synchronous version of snmpMasterHandlerAsync( ) 


INT_32_T snmpMasterHandlerWR 
( 
OCTET_T * PMsg, /* pointer to the message */ 
ALENGTH_T msgl, /* length of the message */ 
IPCSEND_T * pIpcSend, /* send routine */ 
IPCRCV_T * plIpcRcv, /* receive routine */ 
IPCFREE_T * pIpcFree, /* free routine */ 
IPCAYT_T * plIpcAyt, /* status Check Routine */ 


PTR_T ipchandle, /* ipchandle for the IPC scheme used */ 
EBUFFER_T * pBuf, /* buffer to place reply in */ 

VBL_T * Pvblist, /* place to put varbinds */ 

PTR_T user_priv /* MIB tree identifier */ 


) 


This function is called to process the control messages received from subagents when the 
communication method between master and subagent is synchronous. 


To process a registration request, this function extracts the objects from the message and 
adds them as a group to the master agent’s MIB tree. The actual get, test, and set methods 
for these objects reside in the subagent. To set up local methods for these routines, 

snmp MasterHandlerAsync( ) uses the function referenced in plpcSend and plpcRcv. 


The methods local to the master agent use plpcSend to send queries to the subagent which 
locally executes the actual method routine for the object. The subagent then transmits the 
results back to the master agent’s public queue. When the function monitoring this queue 
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sees the query response, it transfers the message to the master agent’s local queue where 
the plpcRcv function is waiting for the response. 


To process a deregistration request, this function extracts a group ID from the message 
and removes that group of objects from the master agent’s MIB tree. It also executes the 
function in plpcFree to free any resources allocated locally to maintain the IPC link with 
the deregistered subagent. 


The snmpMasterHandlerWR() routine returns information using the output parameters 
pBuf and pVblist and its function return value. If the returned function value indicates 
success, the master agent sends the message returned in pBuf to the subagent that sent the 
registration or deregistration request. If the returned value of this function indicates 
failure, the master agent silently drops the packet. 


This function as has the ability to return an opcode value, although this functionality is 
unused in the shipped version of WindNet SNMP. In fact, if snmpMasterHandlerWR( ) 
were to return an opcode, the current implementation of the master agent would silently 
drop the packet. The possibility of returning an opcode is supported to make it possible 
for you to create subagents that send traps. In this case, snmpMasterHandlerWR() would 
return an opcode and a varbind list using the pVblist parameter. You could then rewrite 
snmp QueMonitor( ), the master agent function that calls snmpMasterHandlerWR(), so 
that it responds appropriately to the returned opcode and forwards the contents of pVblist 
to the SNMP manager. 


Use the snmpMasterHandlerWR( ) parameters as follows: 


pMsg 
Expects a pointer to an EBUFFER_T structure containing the data part of the message 
from the subagent. The message shows up on the queue as an SA_MESSAGE_T 
structure. The message expected by this parameter is contained in the mesg member 
of the SA_MESSAGE_T structure. To extract this pointer, you can use the EbufferStart 
macro defined in defined in buffer.h. 


msgl 
Expects the length of the message referenced in pMsg. To retrieve this length value, 
use the EBufferUsed macro defined in buffer.h. 


plpcSend 
Expects a pointer to the function that method routines should use to send messages to 
the subagent. This function must be of the form: 


INT_32_T masterIpcSend 

( 

EBUFFER_T * pBuf, /* message to be sent */ 

PTR_T ipchandle /* address of subagent */ 

) 
If snmpMasterHandlerWR( ) is processing a registration request from the subagent, it 
associates this function pointer with the group of objects it adds to the master agent’s 
MIB tree. The methods for those objects call this routine to send a message to the 
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snmpMasterHandlerWR( ) 


subagent to make a test, get, or set query against those variables. After using this 
function to send the message, the master agent then calls the function referenced in 
plpcRcv. The plpcRcv function waits on a local queue for a response from the 
subagent. For an example of an masterIpcSend() routine, see the masterIpcSend() 
defined in masterloLib.c. 


ipcRcv 
Expects a pointer to a function of the form: 


INT_32_T masterIpcRcv 
( 
EBUFFER_T * pBuf, /* buffer to receive message */ 
PTR_T ipchandle /* address of subagent */ 
) 
If snmpMasterHandlerWR( ) is processing a registration request from the subagent, it 
associates this function pointer with the group of objects it adds to the master agent’s 
MIB tree. The methods for those objects call this routine to wait on a local queue for a 
response from the subagent. For an example of an masterIpcRcv( ), see the 
masterIpcRcv() defined in masterloLib.c. 


ipcFree 
Expects a pointer to a function of the form: 


void masterIpcFree ( PTR_T ipchandle ) 

The master agent uses this function to free any resources it allocated to maintain the 
IPC link with the subagent. The master agent calls this function when a subagent 
deregisters. 


plpcAyt 
Expects a pointer to the function the master agent can use to test the connection with 
the subagent. This function must be of the form: 


INT_32_T masterIpcAyt ( PTR_T ipchandle ) 
For an example of such a function, see the masterIpcAyt() defined in masterloLib.c. 


ipchandle 
Expects a pointer to the IPC handle used to access the subagent that sent this 
message. In the shipped implementation, this is a pointer to a message queue. 


pBuf 
Expects a pointer to a previously allocated EBUFFER_T. This is an output parameter 
that snmpMasterHandlerWR() uses this to return a reply packet, if one is generated. 
For example, if sampMasterHandlerWR() successfully processes a registration 
request, it writes a message to the EBUFFER_T at pBuf. This message contains the 
group ID for the objects just added to the master agent’s MIB tree. When control 
returns from snmpMasterHandlerWR(), you must transmit this message back to the 
subagent, which will store the group ID for use in a deregistration request. In the 
current implementation, snmp QueMonitor( ) already handles this for you. 
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snmpMasterQueryHandler( ) 


pVblist 
Expects a pointer to a previously allocated VBL_T. The intended use of this 
parameter is to provide an output vehicle for the varbind list received in a trap 
message from a subagent. Because of the application-dependent nature of traps, the 
shipped implementation of snmp QueMonitor() just drops the packet. However, if 
you want to support traps from your subagents, you can modify snmpQueMonitor( ) 
to check the returned value of snmpMasterHandlerWR( ) to watch for a trap message. 
You can then use sumploTrapSend() to forward the trap message in pVblist to the 
SNMP manager. 


user_priv 
Expects a pointer to the MIB tree from which registration and deregistration requests 
want to add or delete objects or instances. If this pointer is NULL, the default MIB 
tree specified by mib_root_node is used. 


If the message is trap request, it is the responsibility of the user code to acquire any values 
not specified in the trap message and to send the trap to the manager. 


The opcode from the decoded packet or 0 or -1. An returned value of 0 indicates an error 
for which you should just drop the packet. A return value of -1 indicates success. 


If this function returns an opcode, a value from 1 to 127, the shipped implementation just 
drops the packet. However, to support traps from the subagent, you could modify 

snmp QueMonitor( ) to note a returned value of SA_TRAP_REQUEST and then forward the 
varbind list in pVblist to the SNMP manager. 


subagentLib 


snmpMasterQueryHandler( ) 


snmpMasterQueryHandler( ) — handles replies from the subagent 


UINT_16_T snmpMasterQueryHandler 
( 
OCTET_T * pMsg, /* pointer to the packet */ 
ALENGTH_T msgl, /* length of packet */ 
int flag /* should be 1 */ 
) 


This routine is for use with snmpMasterHandlerAsync( ). It handles the replies to queries 
generated by the method routines. It decodes the message and tries to integrate the 
response with an outstanding packet. The pMsg and msglparameters are pointers to the 
message and the length respectively. The flag parameter specifies whether the 
continuation routines should be run. This should always be set to 1. 
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snmpMonitorSpawn( ) 


The request ID if routine could decode the packet or 0 in case of error. 


subagentLib 


snmpMonitorSpawn( ) 


snmpMonitorSpawn() —- spawn tMonQue to run snmp QueMonitor( ) 
void snmpMonitorSpawn (void) 


This function spawns the tMonQue task to run snmp QueMonitor() a function that waits 
on the message queue that subagents use to leave messages for the master agent. The 
snmp QueMonitor( ) waits forever on the master agent’s message queue. When message 
comes in, it is interpreted using an SA_MESSAGE T structure, which is defined in ipcLib.h 
as: 


typedef struct SA_MESSAGE_S 
{ 


int msgType; 
MSG_Q_ID sald; 
EBUFFER_T mesg; 


} SA_MESSAGE_T; 


A switch internal to snmp QueMonitor() handles the message according to the value of 
the msgType member. 


If the message type is CALL_QUERY_HANDLER, the message is a response to a query from 
the master agent. The buffer referenced in the mesg is then transferred to the local 
message queue monitored by tSnmpd, where a masterIpcRcv() routine is waiting for a 
query response from a subagent. 


If the message type is CALL_REG_HANDLER, the message is a control message such as a 
registration request, a deregistration request, or a trap. To respond to such requests, 
snmp QueMonitor( ) passes the buffer in mesgon to snmpMasterHandlerWR(). 


If the message in the buffer passed to snmpMasterHandlerWR( ) is not correctly formed, 
the returned function value indicates failure and snmpQueMonitor() drops the packet. 


If the buffer passed to snmpMasterHandlerWR() is a correctly formed registration 
request, snmpMasterHandlerWR( ) adds the specified objects to the master agent’s MIB 
tree. If the buffer contains a correctly formed deregistration request, 
snmpMasterHandlerWR( ) removes the specified objects from the master agent’s MIB tree. 
In both cases the returned value of snmpMasterHandlerWR( ) indicates success and its 
rbuf parameter contains a message that snmp QueMonitor( ) forwards to the subagent that 
sent the message. 
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In the case of a successful registration request, the message sent to the subagent contains a 
group ID for the objects just added to the master agent’s MIB tree. When the subagent 
deregisters itself, it includes this ID in its deregistration message to the master agent. It 
also uses this group ID when it must register instances of the object just registered. 


If the buffer passed to snmpMasterHandlerWR() contains a trap, the returned function 
value is SA_TRAP_REQUEST, the value extracted from the opcode2 member of the header 
associated with the message. The message itself (minus the header) is a varbind list. It is 
returned using the vbl parameter. The current implementation of snmpQueMonitor( ) just 
drops this message. However, you can rewrite snmp QueMonitor() to make a 
snmpIoTrapSend() that forwards the varbind list to the SNMP manager. Likewise, you 
can implement appropriate responses to other opcode2 values. Currently, subagent.h 
defines symbolic constants for opcodes 1 through 12 (with opcode 11, 
SA_TRAP_REQUEST, reserved for trap requests). If necessary you are free to use the 
remaining opcodes for message types specific to your implementation. 


If your transport needs require that you rewrite masterloLib to use an IPC other than 
message queues, you might need to modify this function, which is called from 
snmploMain() just before a call to snmpIoBody(). For example, if you use sockets as your 
IPC between the SNMP master agent and its subagents, tsnmpd could monitor the socket 
connection with the SNMP manager as well as the socket connections with the SNMP 
subagents. 


ASYNCHRONOUS COMMUNICATION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


The shipped version of snmp QueMonitor( ) uses snmpMasterHandlerWR() and thus 
processes messages asynchronously. However, if necessary, you can rewrite 

snmp QueMonitor( ) to call snmpMasterHandlerAsync() instead. For more information on 
snmpMasterHandlerAsync( ), see its reference entry. 

N/A 


masterloLib 


snmpSaHandlerAsync( ) 


snmpSaHandlerAsync( ) — asynchronous message processing routine for the subagent 


void snmpSaHandlerAsync 
( 


OCTET_T * PMsg, /* message from the master-agent */ 
ALENGTH_T msglength, /* length of message in octets */ 
PTR_T root, /* root of mib tree */ 


SA_IO_COMPLETE_T * plIoComp, /* IO completion routine */ 
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snmpSaHandlerAsync( ) 


SA_ERR_COMPLETE_T * pErrComp, /* error completion routine */ 
SA_REG_COMPLETE_T * pRegComp, /* registration complete routine */ 
PTR_T cookie /* cookie */ 


) 


It decodes the message in pMsg and responds appropriately, which can include testing, 
getting, and setting variables. After the message is processed, snmpSaHandlerAsync( ) 
then calls whichever completion routine is appropriate. 


pMsg 
Expects pointer to an octet string containing the message from the master agent. 


msglength 
Expects the length of the message. 


root 
Expects a pointer to the root of the subagent’s MIB tree. If root is NULL, the default 
mib_root_node is used. 


ploComp 
Expects a pointer to the function snmpSaHandlerAsync( ) should call after it has 
processed the message from the master agent. This routine should be able to send a 
response to the master agent, if necessary. This function must handle the building, 
encoding, transmission of the response to the master agent. This function must be of 
the form: 


void SA_IO_COMPLETE_T(PTR_T pktp, SA_HEADER_T *hdr_blk, PTR_T cookie) 


When the subagent calls this routine, it uses the pktp parameter to pass in a pointer to the 
data to be sent to the master agent. It uses the hdr_blk parameter to pass in a pointer to the 
header to be included with the packet. It uses the cookie parameter to pass in the 
cookiespecified in the call to snmpSaHandlerAsync(). You can use this cookieto carry 
information specific to your environment and application. 


pErrComp 
Expects a pointer to the function snmpSaHandlerAsync() should call if it cannot 
generate an appropriate response to a message from the master agent. This function 
must be of the form: 


void SA_ERR_COMPLETE_T(int error_code, PTR_T cookie) 
The error_code passes in one of the following error codes: 


SA_GEN_ERROR 
SA_UNKNOWN_VERSION 
SA_UNKNOWN_OPCODE1 
SA_UNKNOWN_OPCODE2 
SA_UNKNOWN_ENCODING 
SA_DECODE_FAILURE 
SA_ENCODE_FAILURE 
SA_UNKNOWN_NODE 
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SA_UNKNOWN_TAG 
SA_UNKNOWN_GRP 
SA_SHORT_MSG 
SA_IPC_ERROR 
SA_LOCK_ERROR 
SA_NODE_ERROR 
SA_MEMORY_ERROR 
SA_UNSUPPORTED_TYPE 
SA_NO_SAVED_PACKET 


The cookie parameter passes in the cookie specified in the call to 
snmpSaHandlerAsync(). You can use this cookie to carry information specific to your 
environment and application. 


pRegComp 
Expects a pointer to the function snmpSaHandlerAsync() should call in response to a 
registration completion message from the master agent. If successful, this message 
should contain a group ID for the MIB variables that the registration request added to 
the master agent’s MIB tree. The subagent needs this ID when it comes time to 
deregister and remove those variables from the master agent’s MIB tree. This function 
must be of the form: 


void SA_REG_COMPLETE_T ( INT_32_T ecode, SA_HEADER_T *hdr_blk, 

VBL_T *vblp, PTR_T cookie ) 
This completion routine expects an error code in ecode, a header block in hdr_blk, a list 
of nodes at vblp, and the cookie passed into the snmpSaHandlerAsync( ). 


cookie 
Expects a pointer that you can use to pass data unchanged to the functions you 
specified in the ploComp, pErrComp, and pRegComp functions. 

N/A 


subagentLib 


snmp SaHandlerCleanup( ) 


snmpSaHandlerCleanup() — cleanup routine for subagent 


void snmpSaHandlerCleanup 


( 

PTR_T pPkt, /* pointer to the packet */ 
SA_HEADER_T * pHdr /* header block */ 

) 
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snmpSaHandlerFinish() 


This routine is called by the IO completion routine if it detects an error. It either frees or 
arranges to free any resources that might have been allocated for processing a query from 
the master agent. The information at pPkt and pHadr is passed unchanged into the 
completion routine. 

N/A 


subagentLib 


snmpSaHandlerContinue( ) 


snmpSaHandlerContinue( ) — subagent continuation function 


void snmpSaHandlerContinue 


( 
SNMP_PKT_T * pPkt /* pointer to the SNMP packet */ 


) 


This routine is similar to snmpdContinue(). Method routines that do not complete their 


tasks before returning should arrange to have this routine called when the task is finished. 


This routine should not be called if you call snmpSaHandlerWR( ). The pPkt parameter 
expects a pointer to the packet. If SNMP_CONTINUE_REENTRANT is installed, this 
routine will attempt to release the per-packet write lock. 

N/A 


subagentLib 


snmpSaHandlerFinish() 


snmpSaHandlerFinish( ) — encode packet for subagent IO completion 


INT_32_T snmpSaHandlerFinish 
( 
PTR_T pkt, /* pointer to the packet */ 
SA_HEADER_T * pHdr, /* header block */ 
EBUFFER_T * pBuf /* buffer to place the result in */ 
) 
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This routine encodes the packet at pkt and the header block at pHadr. If pBuf is empty, this 
routine tries to allocate space. If it cannot or if the space provided is too small, an error is 
returned. 


0 on success, or a non-zero value on failure. 


subagentLib 


snmpSaHandlerWR( ) 


snmpSaHandlerWR( ) — provide snmpSaHandlerAsync() functionality synchronously 


INT_32_T snmpSaHandlerWR 
( 


OCTET_T * PMsg, /* message from the master-agent */ 
ALENGTH_T msgl, /* kength of message in octets */ 
EBUFFER_T * pBuf, /* buffer to hold reply packet */ 
SA_HEADER_T * pHdr, /* place for header structure */ 
VBL_T * pVblist, /* place for vblist */ 

PTR_T root /* root of mib tree */ 


) 


This routine puts a synchronous shell around snmpSaHandlerAsync(). Like 
snmpSaHandlerAsync( ), this function can decode a message from the master agent. If the 
message is a query against a variable in the subagent’s MIB tree, snmpSaHandlerWR( ) 
processes the request and generates a response. However, snmpSaHandlerWR() does not 
handle the completion processing for the message that would have been handled by the 
ploComp, pErrComp, and pRegComp routines specified as input to snmpSaHandlerAsync( ). 


Instead, it uses its returned function value to indicate that status of the message 
processing and uses pBuf, pHdr, and pVblist as output parameters if that status requires 
additional processing on your part. For example, if the message was a successfully 
processed query, the response data is included in pVblist and a header is included in pHadr, 
but that response is not yet encoded in a packet or transmitted back to the master agent. 
In snmpSaHandlerAsyn(), all that would normally be handled in the ploComp routine. 
Effectively, you must now call your ploComproutine explicitly. 


pMsg 
Expects a pointer to the message, an octet string, from the master agent. 


msgl 
Expects the length of the message starting at pMsg. 
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pBuf 
Expects a pointer to a previously allocate EBUFFER_T into which this function can 
write a response, if any. In some cases (if opcodelis SA_QUERY_REQUEST), instead of 
indicating an error in the returned value of snmpSaHandlerWR(), the error is 
encoded into this message. This is done for errors more appropriately handled by the 
SNMP manager. 


pHdr 
Expects a pointer to a previously allocated SA_HEADER_T structure into which this 
function can writer header block information, if necessary. If hdr_blk.sa_error is 
non-zero, other members might not contain valid data. 


pVblist 
Expects a pointer to a previously allocated VBL_T structure into which this function 
can write the list of nodes found in the original message from the master agent. 


root 
Expects a pointer to the root of the subagent’s MIB tree. If rootis NULL, the default 
mib_root_node is used. 


0 on success, or a positive value indicating an error. For return code values, see 
subagent.h. Using these values as a switch, you should call one of the functions you 
would have specified for ploComp, pErrComp, or pRegComp in a call to 

snmp SaHandlerAsync(). 


subagentLib 


snmpSalInit() 


snmpSalInit() — initialize the subagent 


PTR_T snmpSaInit 
( 
PTR_T sald, /* ipchandle for socket/queue */ 
PTR_T sa_root, /* pointer to mib root node */ 
SA_REG_COMPLETE_T saRegComp /* registration complete routine */ 
) 


Call this routine to initialize an SNMP subagent. Internally, this routine creates an IPC 
mechanism for receiving messages from the master agent and then spawns a task to run 
snmpSaMonitor( ), a function that monitors the IPC mechanism created by snmpSaInit(). 
As input, snmpSalInit() takes the parameters: sald, sa_root, and saRegComp. 
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sald 
Expects a null. In most functions in this library, an sald parameter is a pointer to the 
IPC mechanism used to pass messages to the subagent. However, the IPC mechanism 
is first created internally to this function. Thus, this sald parameter is not actually 
used for input nor is it an output parameter. It is included for parallelism with other 
functions in this library. 


sa_root 
This parameter provides a pointer to the MIB tree for this subagent. 


saRegComp 
Use this routine to pass in a pointer to the function that sampSaHandlerAsync() 
should execute in response to a registration status message from the master agent. If 
the registration was successful, the response contains a group ID for the MIB 
variables registered with the master agent. You will need this group ID when it 
comes time to deregister this SNMP subagent, or when you need to register instances 
of the object just registered. 


Although this function sets up the IPC mechanism and spawns the task that is effectively 
the SNMP subagent, this routine does not actually register the subagent with the master 
agent. The details of how and when one does that are entirely dependent upon the nature 
of the system you are designing. Thus, no generic registration utility is provided. For 
more information on sending a registration request to the master agent, see the 
description of hdrBlkBuild(). 


A pointer to the IPC mechanism created within this function, or NULL on failure. 


saloLib 


snmpSubEncode( ) 


snmpSubEncode( ) - encode a packet for transmission to master agent or subagent 


INT_32_T snmpSubEncode 
( 


VBL_T * pVblist, /* varbindlist to be encoded */ 
SA_HEADER_T * pHdr, /* header block structure */ 
SA_DEMUX_T * pDemuxer, /* demuxer structure */ 
EBUFFER_T * pBuf /* buffer to place result in */ 


) 
This routine encodes a memory-resident varbind list. The result is a buffer containing a 


message ready for transmission. Most of the arguments are values to be encoded into the 
buffer. 
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pVblist 
Expects a pointer to a VBL_T structure containing the list of the varbinds to be 
encoded in the message. In a control message, the varbinds identify the nodes or 
instances to be added or removed from the master agents MIB tree. In a query 
message, the varbinds identify the variables to be gotten or set. In a trap message 
sent from a subagent to its master agent, the varbinds specify the objects to be sent in 
a trap message to the SNMP manager. A trap message from a subagent follows the 
SNMPv2 trap style. Thus, the first object in the list must always be sysUpTime. The 
second object must be a snmpTrapOID.0 whose value is the administratively 
assigned name of the notification. 


pHdr 
Expects a pointer to a SA HEADER _T structure containing all the items that go into 
the message header. 


pDemuxer 
Expects a pointer to an SA_DEMUX_T structure containing all the information the 
subagent might need to demux the packet. That is, to determine the time and space 
contexts for this request. In a v1 request, the string part of the demuxer is the 
community string and the object ID is unused. In a v2 request, the string is the local 
entity string from the context and the Object ID is the local time ID from the context. 


pBuf 
Expects a pointer to an EBUFFER_T structure into which snmpSubEncode() can write 
the encoded packet. If pBuf references a previously allocated EBUFFER_T structure, 
snmpSubEncode( ) uses that space. Otherwise, snmpSubEncode( ) tries to the 
necessary space. 


0, if successful (that is, the structure at pBuf is ready for transmission); 1, if there is an 
illegal or unknown argument; 2, if there is insufficient buffer space at pBuf or space 


cannot be allocated. 
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sntpcTimeGet( ) 


sntpcTimeGet() — retrieve the current time from a remote source 


STATUS sntpcTimeGet 
( 


char * pServerAddr, /* server IP address or hostname */ 
u_int timeout, /* timeout interval in ticks */ 
struct timespec * pCurrTime /* storage for retrieved time value */ 


) 
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This routine stores the current time as reported by an SNTP/NTP server in the location 
indicated by pCurrTime. The reported time is first converted to the elapsed time since 
January 1, 1970, 00:00, GMT, which is the base value used by UNIX systems. If 
pServerAddr is NULL, the routine listens for messages sent by an SNTP/NTP server in 
broadcast mode. Otherwise, this routine sends a request to the specified SNTP/NTP 
server and extracts the reported time from the reply. In either case, an error is returned if 
no message is received within the interval specified by timeout. Typically, SNTP/NTP 
servers operating in broadcast mode send update messages every 64 to 1024 seconds. An 
infinite timeout value is specified by WAIT_FOREVER. 


OK, or ERROR if unsuccessful. 


S_sntpcLib_INVALID_PARAMETER 
S_sntpcLib_INVALID_ADDRESS 


sntpcLib 


sntpsClockSet( ) 


sntpsClockSet( ) — assign a routine to access the reference clock 


STATUS sntpsClockSet 
( 
FUNCPTR pClockHookRtn /* new interface to reference clock */ 


) 


This routine installs a hook routine that is called to access the reference clock used by the 
SNTP server. This hook routine must use the following interface: 


STATUS sntpsClockHook (int request, void *pBuffer) ; 


The hook routine should copy one of three settings used by the server to construct 
outgoing NTP messages into pBuffer according to the value of the request parameter. If the 
requested setting is available, the installed routine should return OK (or ERROR 
otherwise). 


This routine calls the given hook routine with the request parameter set to SNTPS_ID to get 
the 32-bit reference identifier in the format specified in RFC 1769. It also calls the hook 
routine with request set to SNTPS_RESOLUTION to retrieve a 32-bit value containing the 
clock resolution in nanoseconds. That value will be used to determine the 8-bit signed 
integer indicating the clock precision (according to the format specified in RFC 1769). 
Other library routines will set the request parameter to SNTPS_TIME to retrieve the current 
64-bit NTP timestamp from pBuffer in host byte order. The routine 


2-796 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
sntpsConfigSet( ) 


sntpsNsecToFraction( ) will convert a value in nanoseconds to the format required for the 
NTP fractional part. 


OK or ERROR. 
N/A 
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sntpsConfigSet( ) 


sntpsConfigSet() — change SNTP server broadcast settings 


STATUS sntpsConfigSet 
( 


int setting, /* configuration option to change */ 
void * pValue /* new value for parameter */ 


) 
This routine alters the configuration of the SNTP server when operating in broadcast 
mode. A setting value of SNTPS_DELAY interprets the contents of pValue as the new 16-bit 
broadcast interval. When setting equals SNTPS_ADDRESS, pValue should provide the 
string representation of an IP broadcast or multicast address (for example, "224.0.1.1"). 
Any changed settings will take effect after the current broadcast interval is completed and 
the corresponding NTP message is sent. 
OK or ERROR. 
S_sntpsLib_INVALID_PARAMETER 


sntpsLib 
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sntpsNsecToFraction( ) 


sntpsNsecToFraction( ) 


sntpsNsecToFraction( ) — convert portions of a second to NTP format 


ULONG sntpsNsecToFraction 
( 


ULONG nsecs /* nanoseconds to convert to binary fraction */ 


) 


This routine is provided for convenience in fulfilling an SNTPS_TIME request to the clock 
hook. It converts a value in nanoseconds to the fractional part of the NTP timestamp 
format. The routine is not designed to convert non-normalized values greater than or 
equal to one second. Although the NTP time format provides a precision of about 200 
pico-seconds, rounding errors in the conversion process decrease the accuracy as the input 
value increases. In the worst case, only the 24 most significant bits are valid, which 
reduces the precision to tenths of a micro-second. 


Value for NTP fractional part in host-byte order. 
N/A 


sntpsLib 


so() 


so() —- single-step, but step over a subroutine 


STATUS so 


( 
int task /* task to step; 0 = use default */ 


) 


This routine single-steps a task that is stopped at a breakpoint. However, if the next 
instruction is a JSR or BSR, so() breaks at the instruction following the subroutine call 
instead. To execute, enter: 


-—> so [task] 


If task is omitted or zero, the last task referenced is assumed. 


dbgLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: Shell 
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sp() 


socket() 


socket() — open a socket 


int socket 


( 

int domain, /* address family (for example, AF_INET) */ 
int type, /* SOCK_STREAM, SOCK_DGRAM, or SOCK_RAW */ 
int protocol /* socket protocol (usually 0) */ 

) 


This routine opens a socket and returns a socket descriptor. The socket descriptor is 
passed to the other socket routines to identify the socket. The socket descriptor is a 
standard I/O system file descriptor (fd) and can be used with the close(), read(), write(), 
and ioctl() routines. 


Available socket types include: 


SOCK_STREAM 
Specifies a connection-based (stream) socket. 


SOCK_DGRAM 
Specifies a datagram (UDP) socket. 


SOCK_RAW 
Specifies a raw socket. 


A socket descriptor, or ERROR. 


sockLib 


sp() 


sp() - spawn a task with default parameters 


int sp 
( 
FUNCPTR func, /* function to call */ 


int argl, /* first of nine args to pass to spawned task */ 
int arg2, 
int arg3, 
int arg4, 
int arg5, 
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sprintf() 
int arg6, 
int arg7, 
int arg8, 
int arg9 


This command spawns a specified function as a task with the following defaults: 
priority: 
100 


stack size: 
20,000 bytes 


task ID: 
highest not currently used 


task options: 
VX_FP_TASK -— execute with floating-point coprocessor support. 


task name: 
A name of the form tN where N is an integer which increments as new tasks are 
spawned, e.g., t1, t2, t3, etc. 


The task ID is displayed after the task is spawned. 


This command is a short form of the underlying taskSpawn() routine, convenient for 
spawning tasks in which the default parameters are satisfactory. If the default parameters 
are unacceptable, taskSpawn() should be called directly. 


A task ID, or ERROR if the task cannot be spawned. 


usrLib, taskLib, taskSpawn(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


sprintf() 


sprintf() — write a formatted string to a buffer (ANSI) 


int sprintf 
( 
char * buffer, /* buffer to write to */ 
const char * fmt /* format string */ 


) 
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2. Subroutines 
spyClkStart( ) 


This routine copies a formatted string to a specified buffer, which is null-terminated. Its 
function and syntax are otherwise identical to printf(). 


The number of characters copied to buffer, not including the NULL terminator. 


fioLib, printf(), American National Standard for Information Systems — Programming 
Language — C, ANSI X3.159-1989: Input/Output (stdio.h) 


spy() 


spy() — begin periodic task activity reports 


void spy 
( 
int freq, /* reporting freq in sec, 0 = default of 5 */ 
int ticksPerSec /* interrupt clock freq, 0 = default of 100 */ 
) 


This routine collects task activity data and periodically runs spyReport(). Data is gathered 


ticksPerSec times per second, and a report is made every freq seconds. If freq is zero, it 
defaults to 5 seconds. If ticksPerSec is omitted or zero, it defaults to 100. 


This routine spawns spyTask() to do the actual reporting. 


It is not necessary to call spyClkStart() before running spy(). 
N/A 


usrLib, spyLib, spyClkStart(), spyTask(), VxWorks Programmer’s Guide: Target Shell 


spyClkStart() 


spyClkStart() — start collecting task activity data 


STATUS spyClkStart 
( 


int intsPerSec /* timer interrupt freq, 0 = default of 100 */ 


) 
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spyClkStop( ) 


This routine begins data collection by enabling the auxiliary clock interrupts at a 
frequency of intsPerSec interrupts per second. If intsPerSec is omitted or zero, the 
frequency will be 100. Data from previous collections is cleared. 


OK, or ERROR if the CPU has no auxiliary clock, or if task create and delete hooks cannot 
be installed. 


usrLib, spyLib, sysAuxClkConnect(), VxWorks Programmer's Guide: Target Shell 


spyClkStop() 


spyClkStop() — stop collecting task activity data 
void spyClkStop (void) 


This routine disables the auxiliary clock interrupts. Data collected remains valid until the 
next spyClkStart() call. 


N/A 


usrLib, spyLib, spyClkStart(), VxWorks Programmer’s Guide: Target Shell 


spyHelp() 


spyHelp() - display task monitoring help menu 
void spyHelp (void) 


This routine displays a summary of spyLib utilities: 


spyHelp Print this list 

spyClkStart [ticksPerSec] Start task activity monitor running 
at ticksPerSec ticks per second 

spyClkStop Stop collecting data 

spyReport Prints display of task activity 
statistics 

spyStop Stop collecting data and reports 

spy [freq[,ticksPerSec]] Start spyClkStart and do a report 


every freq seconds 
ticksPerSec defaults to 100. freq defaults to 5 seconds. 
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2. Subroutines 
spyReport( ) 


N/A 


usrLib, spyLib, VxWorks Programmer's Guide: Target Shell 


spyLibInit() 


spyLibInit() — initialize task cpu utilization tool package 
void spyLibInit (void) 


This routine initializes the task cpu utilization tool package. If the configuration macro 
INCLUDE_SPY is defined, it is called by the root task, usrRooft( ), in usrConfig.c. 


N/A 


spyLib, usrLib 


spyReport() 


spyReport( ) — display task activity data 

void spyReport (void) 

This routine reports on data gathered at interrupt level for the amount of CPU time 
utilized by each task, the amount of time spent at interrupt level, the amount of time spent 
in the kernel, and the amount of idle time. Time is displayed in ticks and as a percentage, 
and the data is shown since both the last call to spyClkStart() and the last spyReport(). If 
no interrupts have occurred since the last spyReport( ), nothing is displayed. 


N/A 


usrLib, spyLib, spyClkStart(), VxWorks Programmer's Guide: Target Shell 
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spyStop() 


spyStop() 


spyStop() — stop spying and reporting 

void spyStop (void) 

This routine calls spyClkStop(). Any periodic reporting by spyTask() is terminated. 
N/A 


usrLib, spyLib, spyClkStop(), spyTask(), VxWorks Programmer's Guide: Target Shell 


spyTask() 


spyTask() — run periodic task activity reports 
void spyTask 
( 
int freq /* reporting frequency, in seconds */ 


) 


This routine is spawned as a task by spy() to provide periodic task activity reports. It 
prints a report, delays for the specified number of seconds, and repeats. 


N/A 


usrLib, spyLib, spy(), VxWorks Programmer's Guide: Target Shell 


sqrt() 


sqrt() — compute a non-negative square root (ANSI) 


double sqrt 


( 
double x /* value to compute the square root of */ 


) 
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Squeeze( ) 


This routine computes the non-negative square root of x in double precision. A domain 
error occurs if the argument is negative. 


math.h 
The double-precision square root of x or 0 if x is negative. 
EDOM 


ansiMath, mathALib 


sqrtf() 


sqrtf() — compute a non-negative square root (ANSI) 
float sqrtf 
( 
float x /* value to compute the square root of */ 
) 
This routine returns the non-negative square root of x in single precision. 
math.h 


The single-precision square root of x. 


mathALib 


squeeze( ) 


squeeze() — reclaim fragmented free space on an RT-11 volume 


STATUS squeeze 


( 
char * devName /* RT-11 device to squeeze, e.g., "/fd0/" */ 


) 


This command moves data around on an RT-11 volume so that any areas of free space are 
merged. 
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sr() 


No device files should be open when this procedure is called. The subsequent condition of 
such files would be unknown and writing to them could corrupt the entire disk. 


OK, or ERROR if the device cannot be opened or squeezed. 


usrLib, VxWorks Programmer's Guide: Target Shell 


sr() 


sr() — return the contents of the status register (MC680x0) 
int sr 

( 

int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the status register from the TCB of a specified task. 
If taskId is omitted or zero, the last task referenced is assumed. 


The contents of the status register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


sramDevoCreate( ) 


sramDevCreate() — create a PCMCIA memory disk device 
BLK_DEV *sramDevCreate 
int sock, /* socket no. */ 
int bytesPerBlk, /* number of bytes per block */ 
int blksPerTrack, /* number of blocks per track */ 


int nBlocks, /* number of blocks on this device */ 
int blkOffset /* no. of blks to skip at start of device */ 


This routine creates a PCMCIA memory disk device. 
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2. Subroutines 
sramMap( ) 


A pointer to a block device structure (BLK_DEV), or NULL if memory cannot be allocated 
for the device structure. 


sramDrv, ramDevCreate( ) 


sramDrov() 


sramDro() — install a PCMCIA SRAM memory driver 


STATUS sramDrv 
( 
int sock /* socket no. */ 


) 


This routine initializes a PCMCIA SRAM memory driver. It must be called once, before 
any other routines in the driver. 


OK, or ERROR if the I/O system cannot install the driver. 


sramDrv 


sramMap() 


sramMap() - map PCMCIA memory onto a specified ISA address space 


STATUS sramMap 


int sock, /* socket no. */ 

int type, /* 0: common 1: attribute */ 
int start, /* ISA start address */ 

int stop, /* ISA stop address */ 


int offset, /* card offset address */ 
int extraws /* extra wait state */ 


This routine maps PCMCIA memory onto a specified ISA address space. 


OK, or ERROR if the memory cannot be mapped. 


sramDrv 
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srand() 


srand( ) 


srand() — reset the value of the seed used to generate random numbers (ANSI) 


void * srand 


( 


uint_t seed /* random number seed */ 

) 
This routine resets the seed value used by rand(). If srand() is then called with the same 
seed value, the sequence of pseudo-random numbers is repeated. If rand() is called 
before any calls to srand() have been made, the same sequence shall be generated as 
when srand() is first called with the seed value of 1. 
stdlib.h 
N/A 


ansiStdlib, rand() 


sscanf() 


sscanf( ) — read and convert characters from an ASCII string (ANSI) 


int sscanf 
( 
const char * str, /* string to scan */ 
const char * fmt /* format string */ 


) 


This routine reads characters from the string str, interprets them according to format 
specifications in the string fmt, which specifies the admissible input sequences and how 
they are to be converted for assignment, using subsequent arguments as pointers to the 
objects to receive the converted input. 


If there are insufficient arguments for the format, the behavior is undefined. If the format 
is exhausted while arguments remain, the excess arguments are evaluated but are 
otherwise ignored. 


The format is a multibyte character sequence, beginning and ending in its initial shift 
state. The format is composed of zero or more directives: one or more white-space 
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2. Subroutines 
sscanf( ) 


characters; an ordinary multibyte character (neither % nor a white-space character); or a 
conversion specification. Each conversion specification is introduced by the % character. 
After the %, the following appear in sequence: 


— An optional assignment-suppressing character *. 
— An optional non-zero decimal integer that specifies the maximum field width. 


— An optional h or I (el) indicating the size of the receiving object. The conversion 
specifiers d, i, and n should be preceded by h if the corresponding argument is a 
pointer to short int rather than a pointer to int, or by 1 if it is a pointer to long int. 
Similarly, the conversion specifiers 0, u, and xshall be preceded by h if the 
corresponding argument is a pointer to unsigned short int rather than a pointer to 
unsigned int, or by 1 if it is a pointer to unsigned long int. Finally, the conversion 
specifiers e, f, and g shall be preceded by 1 if the corresponding argument is a pointer 
to double rather than a pointer to float. If an h or 1 appears with any other 
conversion specifier, the behavior is undefined. 


— WARNING: ANSI C also specifies an optional L in some of the same contexts as 1 
above, corresponding to a long double * argument. However, the current release of 
the VxWorks libraries does not support long double data; using the optional L gives 
unpredictable results. 


— A character that specifies the type of conversion to be applied. The valid conversion 
specifiers are described below. 


The sscanf( ) routine executes each directive of the format in turn. If a directive fails, as 
detailed below, sscanf() returns. Failures are described as input failures (due to the 
unavailability of input characters), or matching failures (due to inappropriate input). 


A directive composed of white-space character(s) is executed by reading input up to the 
first non-white-space character (which remains unread), or until no more characters can 
be read. 


A directive that is an ordinary multibyte character is executed by reading the next 
characters of the stream. If one of the characters differs from one comprising the directive, 
the directive fails, and the differing and subsequent characters remain unread. 


A directive that is a conversion specification defines a set of matching input sequences, as 
described below for each specifier. A conversion specification is executed in the following 
steps: 


Input white-space characters (as specified by the isspace() function) are skipped, unless 
the specification includes a [, c, or n specifier. 


An input item is read from the stream, unless the specification includes an n specifier. An 
input item is defined as the longest matching sequence of input characters, unless that 
exceeds a specified field width, in which case it is the initial subsequence of that length in 
the sequence. The first character, if any, after the input item remains unread. If the length 
of the input item is zero, the execution of the directive fails: this condition is a matching 
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failure, unless an error prevented input from the stream, in which case it is an input 
failure. 


Except in the case of a % specifier, the input item is converted to a type appropriate to the 
conversion specifier. If the input item is not a matching sequence, the execution of the 
directive fails: this condition is a matching failure. Unless assignment suppression was 
indicated by a *, the result of the conversion is placed in the object pointed to by the first 
argument following the fmt argument that has not already received a conversion result. If 
this object does not have an appropriate type, or if the result of the conversion cannot be 
represented in the space provided, the behavior is undefined. 


The following conversion specifiers are valid: 


d 
Matches an optionally signed decimal integer whose format is the same as expected 
for the subject sequence of the strtol() function with the value 10 for the base 
argument. The corresponding argument should be a pointer to int. 


Matches an optionally signed integer, whose format is the same as expected for the 
subject sequence of the strtol() function with the value 0 for the base argument. The 
corresponding argument should be a pointer to int. 


Matches an optionally signed octal integer, whose format is the same as expected for 
the subject sequence of the strtoul() function with the value 8 for the base argument. 
The corresponding argument should be a pointer to unsigned int. 


Matches an optionally signed decimal integer, whose format is the same as expected 
for the subject sequence of the strtoul() function with the value 10 for the base 
argument. The corresponding argument should be a pointer to unsigned int. 


Matches an optionally signed hexadecimal integer, whose format is the same as 
expected for the subject sequence of the strtoul() function with the value 16 for the 
base argument. The corresponding argument should be a pointer to unsigned int. 


e, f,g 
Match an optionally signed floating-point number, whose format is the same as 
expected for the subject string of the strtod() function. The corresponding argument 
should be a pointer to float. 


Matches a sequence of non-white-space characters. The corresponding argument 
should be a pointer to the initial character of an array large enough to accept the 
sequence and a terminating null character, which will be added automatically. 


Matches a non-empty sequence of characters from a set of expected characters (the 
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scanset). The corresponding argument should be a pointer to the initial character of 
an array large enough to accept the sequence and a terminating null character, which 
is added automatically. The conversion specifier includes all subsequent character in 
the format string, up to and including the matching right bracket (]). The characters 
between the brackets (the scanlist) comprise the scanset, unless the character after the 
left bracket is a circumflex (“) in which case the scanset contains all characters that do 
not appear in the scanlist between the circumflex and the right bracket. If the 
conversion specifier begins with "[]" or "[4]", the right bracket character is in the 
scanlist and the next right bracket character is the matching right bracket that ends 
the specification; otherwise the first right bracket character is the one that ends the 
specification. 


Matches a sequence of characters of the number specified by the field width (1 if no 
field width is present in the directive). The corresponding argument should be a 
pointer to the initial character of an array large enough to accept the sequence. No 
null character is added. 


Matches an implementation-defined set of sequences, which should be the same as 
the set of sequences that may be produced by the %p conversion of the fprintf() 
function. The corresponding argument should be a pointer to a pointer to void. 
VxWorks defines its pointer input field to be consistent with pointers written by the 
fprintf( function ("0x" hexadecimal notation). If the input item is a value converted 
earlier during the same program execution, the pointer that results should compare 
equal to that value; otherwise the behavior of the %p conversion is undefined. 


No input is consumed. The corresponding argument should be a pointer to int into 
which the number of characters read from the input stream so far by this call to 
sscanf() is written. Execution of a %n directive does not increment the assignment 
count returned when sscanf() completes execution. 


Matches a single %; no conversion or assignment occurs. The complete conversion 
specification is %%. 


If a conversion specification is invalid, the behavior is undefined. 


The conversion specifiers E, G, and X are also valid and behave the same as e, g, and x, 
respectively. 


If end-of-file is encountered during input, conversion is terminated. If end-of-file occurs 
before any characters matching the current directive have been read (other than leading 
white space, where permitted), execution of the current directive terminates with an input 
failure; otherwise, unless execution of the current directive is terminated with a matching 
failure, execution of the following directive (if any) is terminated with an input failure. 
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If conversion terminates on a conflicting input character, the offending input character is 
left unread in the input stream. Trailing white space (including new-line characters) is left 
unread unless matched by a directive. The success of literal matches and suppressed 
assignments is not directly determinable other than via the %n directive. 


fioLib.h 
The number of input items assigned, which can be fewer than provided for, or even zero, 
in the event of an early matching failure; or EOF if an input failure occurs before any 


conversion. 


fioLib, fscanf(), scanf(), American National Standard for Information Systems — 
Programming Language — C, ANSI X3.159-1989: Input/Output (stdio.h) 


st16552DevInit( ) 


st16552DevInit( ) — initialise an ST16552 channel 
void st16552Devinit 

( 

ST16552_CHAN * pChan 

) 
This routine initialises some SIO_CHAN function pointers and then resets the chip in a 
quiescent state. Before this routine is called, the BSP must already have initialised all the 
device addresses, etc. in the ST16552_CHAN structure. 
N/A 


st16552Sio 


st16552Int( ) 


st16552Int( ) — interrupt level processing 


void st16552Int 


( 
ST16552_CHAN * pChan /* ptr to struct describing channel */ 


) 
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2. Subroutines 
st16552IntRd( ) 


This routine handles interrupts from the UART. 
N/A 


st16552Sio 


st16552IntEx( ) 


st16552IntEx() — miscellaneous interrupt processing 

void st16552IntEx 
( 
ST16552_CHAN * pChan /* ptr to struct describing channel */ 
) 

This routine handles miscellaneous interrupts on the UART. 


N/A 


st16552Sio 


st16552IntRd( ) 


st16552IntRd( ) — handle a receiver interrupt 

void st16552IntRd 
( 
ST16552_CHAN * pChan /* ptr to struct describing channel */ 
) 

This routine handles read interrupts from the UART. 


N/A 


st16552Sio 
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st16552IntWr() 


st16552IntWr( ) 


st16552IntWr( ) — handle a transmitter interrupt 

void st16552IntWr 
( 
ST16552_CHAN * pChan /* ptr to struct describing channel */ 
) 

This routine handles write interrupts from the UART. 


N/A 


st16552Sio 


st16552MuxInt( ) 


st16552MuxInt() — multiplexed interrupt level processing 

void st16552MuxIint 
( 
ST16552_MUX * pMux /* ptr to struct describing multiplexed chans */ 
) 


This routine handles multiplexed interrupts from the DUART. It assumes that channels 0 
and 1 are connected so that they produce the same interrupt. 


N/A 


st16552Sio 
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stat() 


stat() — get file status information using a pathname (POSIX) 


STATUS stat 
( 


char * name, /* name of file to check */ 


struct stat * pStat /* pointer to stat structure */ 


) 


This routine obtains various characteristics of a file (or directory). This routine is 
equivalent to fstat(), except that the name of the file is specified, rather than an open file 
descriptor. 


The pStat parameter is a pointer to a stat structure (defined in stat.h). This structure must 
have already been allocated before this routine is called. 


When used with netDrv devices (FTP or RSH), stat() returns the size of the file and 
always sets the mode to regular; stat() does not distinguish between files, directories, 
links, etc. 


Upon return, the fields in the stat structure are updated to reflect the characteristics of the 
file. 


OK or ERROR. 


dirLib, fstat(), Is() 


statfs() 


statfs() — get file status information using a pathname (POSIX) 


STATUS statfs 
( 


char * name, /* name of file to check */ 
struct statfs * pStat /* pointer to statfs structure */ 


) 


This routine obtains various characteristics of a file system. This routine is equivalent to 
fstatfs(), except that the name of the file is specified, rather than an open file descriptor. 
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The pStat parameter is a pointer to a statfs structure (defined in stat.h). This structure 
must have already been allocated before this routine is called. 


Upon return, the fields in the statfs structure are updated to reflect the characteristics of 
the file. 


OK or ERROR. 


dirLib, fstatfs(), Is() 


stdioFp() 


stdioFp() — return the standard input/output/error FILE of the current task 
FILE * stdioFp 

( 

int stdFd /* fd of standard FILE to return (0,1,2) */ 

) 
This routine returns the specified standard FILE structure address of the current task. It is 
provided primarily to give access to standard input, standard output, and standard error 
from the shell, where the usual stdin, stdout, stderr macros cannot be used. 
stdio.h 


The standard FILE structure address of the specified file descriptor, for the current task. 


ansiStdio 


stdioInit() 


stdioInit() — initialize standard I/O support 
STATUS stdioInit (void) 
This routine installs standard I/O support. It must be called before using stdio buffering. 


If INCLUDE_STDIO is defined in configAII.h, it is called automatically by the root task 
usrRoot() in usrConfig.c. 
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2. Subroutines 
sidioShow/Init( ) 


OK, or ERROR if the standard I/O facilities cannot be installed. 


ansiStdio 


stdioShow() 


stdioShow() — display file pointer internals 
STATUS stdioShow 
( 
FILE * fp, /* stream */ 
int level /* level */ 
) 
This routine displays information about a specified stream. 


OK, or ERROR if the file pointer is invalid. 


ansiStdio 


stdioShow!Init( ) 


stdioShowInit( ) — initialize the standard I/O show facility 


STATUS stdioShowInit (void) 


This routine links the file pointer show routine into the VxWorks system. It is called 
automatically when this show facility is configured into VxWorks using either of the 


following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 


config.h. 


— If you use the Tornado project facility, select INCLUDE_STDIO_SHOW. 


OK, or ERROR if an error occurs installing the file pointer show routine. 


ansiStdio 
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strcat() 


strcat() 


strcat() — concatenate one string to another (ANSI) 


char * strcat 
( 
char * destination, /* string to be appended to */ 
const char * append 


) 


/* string to append to destination */ 


This routine appends a copy of string append to the end of string destination. The resulting 


string is null-terminated. 
string.h 
A pointer to destination. 


ansiString 


strchr() 


strchr() — find the first occurrence of a character in a string (ANSI) 


char * strchr 
( 
const char * s, /* string in which to search */ 
int c 


) 


/* character to find in string */ 

This routine finds the first occurrence of character cin string s. The terminating null is 
considered to be part of the string. 

string.h 

The address of the located character, or NULL if the character is not found. 


ansiString 


2-818 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 
strcoll() 


stremp() 


strcmp() — compare two strings lexicographically (ANSI) 
int strcmp 
( 
const char * sl, /* string to compare */ 
const char * s2 /* string to compare sl to */ 
) 
This routine compares string s1 to string s2 lexicographically. 


string.h 


An integer greater than, equal to, or less than 0, according to whether s1 is 
lexicographically greater than, equal to, or less than s2, respectively. 


ansiString 


strcoll( ) 


strcoll() — compare two strings as appropriate to LC_COLLATE (ANSI) 


int strcoll 
( 
const char * sl, /* string 1 */ 
const char * s2 /* string 2 */ 


) 


This routine compares two strings, both interpreted as appropriate to the LC_COLLATE 


category of the current locale. 


string.h 


An integer greater than, equal to, or less than zero, according to whether string s1 is 
greater than, equal to, or less than string s2 when both are interpreted as appropriate to 


the current locale. 


ansiString 
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strcepy() 


strcpy() — copy one string to another (ANSI) 
char * strcpy 


( 


char * sl, /* string to copy to */ 


const char * s2 /* string to copy from */ 

) 
This routine copies string s2 (including EOS) to string s1. 
string.h 


A pointer to s1. 


ansiString 


strespn( ) 


strespn() — return the string length up to the first character from a given set (ANSI) 
size_t strcspn 

( 

const char * sl, /* string to search */ 

const char * s2 /* set of characters to look for in sl */ 


) 


This routine computes the length of the maximum initial segment of string s1 that consists 
entirely of characters not included in string s2. 


string.h 
The length of the string segment. 


ansiString, strpbrk(), strspn() 
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strerror( ) 


strerror() — map an error number to an error string (ANSI) 
char * strerror 

( 

int errcode /* error code */ 


) 


This routine maps the error number in errcode to an error message string. It returns a 
pointer to a static buffer that holds the error string. 


This routine is not reentrant. For a reentrant version, see strerror_r(). 
string.h 
A pointer to the buffer that holds the error string. 


ansiString, strerror_r() 


strerror_r() 


strerror_r() — map an error number to an error string (POSIX) 
STATUS strerror_r 

( 

int errcode, /* error code */ 


char * buffer /* string buffer */ 


) 


This routine maps the error number in errcode to an error message string. It stores the error 
string in buffer. 


This routine is the POSIX reentrant version of strerror( ). 
string.h 
OK or ERROR. 


ansiString, strerror() 
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sirftime() 


strftime( ) 


strftime() — convert broken-down time into a formatted string (ANSI) 


size_t strftime 


( 


char * s, /* string array */ 

size_t n, /* maximum size of array */ 
const char * format, /* format of output string */ 
const struct tm * tptr /* broken-down time */ 


) 


This routine formats the broken-down time in tptr based on the conversion specified in the 
string format, and places the result in the string s. 


The format is a multibyte character sequence, beginning and ending in its initial state. 
The format string consists of zero or more conversion specifiers and ordinary multibyte 
characters. A conversion specifier consists of a % character followed by a character that 
determines the behavior of the conversion. All ordinary multibyte characters (including 
the terminating NULL character) are copied unchanged to the array. If copying takes 
place between objects that overlap, the behavior is undefined. No more than n characters 
are placed into the array. 


Each conversion specifier is replaced by appropriate characters as described in the 
following list. The appropriate characters are determined by the LC_TIME category of the 
current locale and by the values contained in the structure pointed to by tptr. 


%oa the locale’s abbreviated weekday name. 

%A the locale’s full weekday name. 

%b the locale’s abbreviated month name. 

%B the locale’s full month name. 

%oc the locale’s appropriate date and time representation. 


%d the day of the month as decimal number (01-31). 
%H the hour (24-hour clock) as a decimal number (00-23). 


%I the hour (12-hour clock) as a decimal number (01-12). 

%oj the day of the year as decimal number (001-366). 

%m. the month as a decimal number (01-12). 

%M. the minute as a decimal number (00-59). 

%P the locale’s equivalent of the AM/PM designations associated with a 12-hour 
clock. 


2-822 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


2. Subroutines 


strlen() 
%S the second as a decimal number (00-59). 
%U the week number of the year (first Sunday as the first day of week 1) as a decimal 
number (00-53). 
Yow the weekday as a decimal number (0-6), where Sunday is 0. 


%oW the week number of the year (the first Monday as the first day of week 1) as a 
decimal number (00-53). 


%x the locale’s appropriate date representation. 

%X the locale’s appropriate time representation. 

oy the year without century as a decimal number (00-99). 

%Y the year with century as a decimal number. 

VL. the time zone name or abbreviation, or by no characters if no time zone is 
determinable. 

%% %. 

time.h 


The number of characters in s, not including the terminating null character -- or zero if the 
number of characters in s, including the null character, is more than n (in which case the 
contents of s are indeterminate). 


ansiTime 


strlen() 


strlen() — determine the length of a string (ANSI) 
size_t strlen 
( 
const char * s /* string */ 
) 
This routine returns the number of characters in s, not including EOS. 
string.h 


The number of non-null characters in the string. 


ansiString 
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strncat() 


strncat() 


strncat() — concatenate characters from one string to another (ANSI) 


char * strncat 


( 


char * dst, /* string to append to */ 


const char * src, /* string to append */ 


size_t n /* max no. of characters to append */ 


) 
This routine appends up to n characters from string src to the end of string dst. 
string.h 
A pointer to the null-terminated string s1. 


ansiString 


strncmp() 


strncmp() — compare the first n characters of two strings (ANSI) 


int strncmp 
( 
const char * sl, /* string to compare */ 
const char * s2, /* string to compare sl to */ 
size_t n /* max no. of characters to compare */ 


) 


This routine compares up to n characters of string s1 to string s2lexicographically. 


string.h 


An integer greater than, equal to, or less than 0, according to whether s1 is 
lexicographically greater than, equal to, or less than s2, respectively. 


ansiString 
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2. Subroutines 


sirpbrk() 
strncpy() 
NAME strncpy() — copy characters from one string to another (ANSI) 
SYNOPSIS char *strncpy 
( 
char * sl, /* string to copy to */ 
const char * s2, /* string to copy from */ 
size_t n /* max no. of characters to copy */ 
) 
DESCRIPTION This routine copies n characters from string s2 to string s1. If n is greater than the length of 


s2, nulls are added to s1. If n is less than or equal to the length of s2, the target string will 
not be null-terminated. 


INCLUDE FILES string.h 
RETURNS A pointer to s1. 


SEE ALSO ansiString 


strpbrk() 


NAME strpbrk() — find the first occurrence in a string of a character from a given set (ANSI) 
SYNOPSIS char * strpbrk 

( 

const char * sl, /* string to search */ 

const char * s2 /* set of characters to look for in sl */ 

) 
DESCRIPTION This routine locates the first occurrence in string s1 of any character from string s2. 
INCLUDE FILES string.h 


RETURNS A pointer to the character found in s1, or NULL if no character from s2 occurs in s1. 


SEE ALSO ansiString, strcspn() 
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strrchr() 


strrchr() — find the last occurrence of a character in a string (ANSI) 


char * strrchr 


( 
const char * s, /* string to search */ 


int c /* character to look for */ 


) 


This routine locates the last occurrence of c in the string pointed to by s. The terminating 
null is considered to be part of the string. 


string.h 
A pointer to the last occurrence of the character, or NULL if the character is not found. 


ansiString 


strspn() 


strspn() — return the string length up to the first character not in a given set (ANSI) 
size_t strspn 


( 


const char * s, /* string to search */ 


const char * sep /* set of characters to look for in s */ 


) 


This routine computes the length of the maximum initial segment of string s that consists 
entirely of characters from the string sep. 


string.h 
The length of the string segment. 


ansiString, strcspn() 
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sirtod() 


strstr() 


strstr() — find the first occurrence of a substring in a string (ANSI) 


char * strstr 


( 
const char * s, /* string to search */ 
const char * find /* substring to look for */ 


) 


This routine locates the first occurrence in string sof the sequence of characters (excluding 
the terminating null character) in the string find. 


string.h 


A pointer to the located substring, or s if find points to a zero-length string, or NULL if the 
string is not found. 


ansiString 


strtod() 


strtod() — convert the initial portion of a string to a double (ANSI) 


double strtod 
( 
const char * s, /* string to convert */ 
char * * endptr /* ptr to final string */ 
) 


This routine converts the initial portion of a specified string s to a double. First, it 
decomposes the input string into three parts: an initial, possibly empty, sequence of 
white-space characters (as specified by the isspace() function); a subject sequence 
resembling a floating-point constant; and a final string of one or more unrecognized 
characters, including the terminating null character of the input string. Then, it attempts 
to convert the subject sequence to a floating-point number, and returns the result. 


The expected form of the subject sequence is an optional plus or minus decimal-point 
character, then an optional exponent part but no floating suffix. The subject sequence is 
defined as the longest initial subsequence of the input string, starting with the first 
non-white-space character, that is of the expected form. The subject sequence contains no 
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characters if the input string is empty or consists entirely of white space, or if the first 
non-white-space character is other than a sign, a digit, or a decimal-point character. 


If the subject sequence has the expected form, the sequence of characters starting with the 
first digit or the decimal-point character (whichever occurs first) is interpreted as a 
floating constant, except that the decimal-point character is used in place of a period, and 
that if neither an exponent part nor a decimal-point character appears, a decimal point is 
assumed to follow the last digit in the string. If the subject sequence begins with a minus 
sign, the value resulting form the conversion is negated. A pointer to the final string is 
stored in the object pointed to by endptr, provided that endptr is not a null pointer. 


In other than the "C" locale, additional implementation-defined subject sequence forms 
may be accepted. VxWorks supports only the "C" locale. 


If the subject sequence is empty or does not have the expected form, no conversion is 
performed; the value of s is stored in the object pointed to by endptr, provided that endptr 
is not a null pointer. 


stdlib.h 


The converted value, if any. If no conversion could be performed, it returns zero. If the 
correct value is outside the range of representable values, it returns plus or minus 
HUGE_VAL (according to the sign of the value), and stores the value of the macro ERANGE 
in errno. If the correct value would cause underflow, it returns zero and stores the value 
of the macro ERANGE in errno. 


ansiStdlib 


strtok() 


strtok() — break down a string into tokens (ANSI) 


char * strtok 
( 
char * string, /* string */ 
const char * separator /* separator indicator */ 


) 


A sequence of calls to this routine breaks the string string into a sequence of tokens, each 
of which is delimited by a character from the string separator. The first call in the sequence 
has string as its first argument, and is followed by calls with a null pointer as their first 
argument. The separator string may be different from call to call. 
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sirtok_r() 


The first call in the sequence searches string for the first character that is not contained in 
the current separator string. If the character is not found, there are no tokens in string and 
strtok() returns a null pointer. If the character is found, it is the start of the first token. 


strtok() then searches from there for a character that is contained in the current separator 
string. If the character is not found, the current token expands to the end of the string 
pointed to by string, and subsequent searches for a token will return a null pointer. If the 
character is found, it is overwritten by a null character, which terminates the current 
token. strtok() saves a pointer to the following character, from which the next search for 
a token will start. (Note that because the separator character is overwritten by a null 
character, the input string is modified as a result of this call.) 


Each subsequent call, with a null pointer as the value of the first argument, starts 
searching from the saved pointer and behaves as described above. 


The implementation behaves as if strtok() is called by no library functions. 

This routine is not reentrant; the reentrant form is strtok_r(). 

string.h 

A pointer to the first character of a token, or a NULL pointer if there is no token. 


ansiString, strtok_r() 


strtok_r() 


strtok_r() — break down a string into tokens (reentrant) (POSIX) 


char * strtok_r 
( 
char * string, /* string to break into tokens */ 
const char * separators, /* the separators */ 
char * * ppLast /* pointer to serve as string index */ 


) 


This routine considers the null-terminated string string as a sequence of zero or more text 
tokens separated by spans of one or more characters from the separator string separators. 
The argument ppLast points to a user-provided pointer which in turn points to the 
position within stringat which scanning should begin. 


In the first call to this routine, string points to a null-terminated string; separators points to 
a null-terminated string of separator characters; and ppLast points toa NULL pointer. The 
function returns a pointer to the first character of the first token, writes a null character 
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into string immediately following the returned token, and updates the pointer to which 
ppLast points so that it points to the first character following the null written into string. 
(Note that because the separator character is overwritten by a null character, the input 
string is modified as a result of this call.) 


In subsequent calls string must be a NULL pointer and ppLast must be unchanged so that 
subsequent calls will move through the string string, returning successive tokens until no 
tokens remain. The separator string separators may be different from call to call. When no 
token remains in string, a NULL pointer is returned. 

string.h 


A pointer to the first character of a token, or a NULL pointer if there is no token. 


ansiString, strtok() 


strtol() 


strtol() — convert a string to a long integer (ANSI) 


long strtol 
( 


const char * nptr, /* string to convert */ 
char * * endptr, /* ptr to final string */ 
int base /* vadix */ 


) 


This routine converts the initial portion of a string nptr to long intrepresentation. First, it 
decomposes the input string into three parts: an initial, possibly empty, sequence of 
white-space characters (as specified by isspace()); a subject sequence resembling an 
integer represented in some radix determined by the value of base; and a final string of 
one or more unrecognized characters, including the terminating NULL character of the 
input string. Then, it attempts to convert the subject sequence to an integer number, and 
returns the result. 


If the value of base is zero, the expected form of the subject sequence is that of an integer 
constant, optionally preceded by a plus or minus sign, but not including an integer suffix. 
If the value of base is between 2 and 36, the expected form of the subject sequence is a 
sequence of letters and digits representing an integer with the radix specified by base 
optionally preceded by a plus or minus sign, but not including an integer suffix. The 
letters from a (or A) through to z (or Z) are ascribed the values 10 to 35; only letters whose 
ascribed values are less than base are premitted. If the value of base is 16, the characters 0x 
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or OX may optionally precede the sequence of letters and digits, following the sign if 
present. 


The subject sequence is defined as the longest initial subsequence of the input string, 
starting with the first non-white-space character, that is of the expected form. The subject 
sequence contains no characters if the input string is empty or consists entirely of white 
space, or if the first non-white-space character is other than a sign or a permissible letter or 
digit. 

If the subject sequence has the expected form and the value of base is zero, the sequence of 
characters starting with the first digit is interpreted as an integer constant. If the subject 
sequence has the expected form and the value of base is between 2 and 36, it is used as the 
base for conversion, ascribing to each latter its value as given above. If the subject 
sequence begins with a minus sign, the value resulting from the conversion is negated. A 
pointer to the final string is stored in the object pointed to by endptr, provided that endptr 
is not a NULL pointer. 


In other than the "C" locale, additional implementation-defined subject sequence forms 
may be accepted. VxWorks supports only the "C" locale; it assumes that the upper- and 
lower-case alphabets and digits are each contiguous. 


If the subject sequence is empty or does not have the expected form, no conversion is 
performed; the value of nptr is stored in the object pointed to by endptr, provided that 
endptr is not a NULL pointer. 


stdlib.h 


The converted value, if any. If no conversion could be performed, it returns zero. If the 
correct value is outside the range of representable values, it returns LONG_MAX or 
LONG_MIN (according to the sign of the value), and stores the value of the macro 
ERANGE in errno. 


ansiStdlib 


strtoul( ) 


strtoul() — convert a string to an unsigned long integer (ANSI) 


ulong_t strtoul 
( 


const char * nptr, /* string to convert */ 
char * * endptr, /* ptr to final string */ 
int base /* vadix */ 


) 
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This routine converts the initial portion of a string nptr to unsigned long int 
representation. First, it decomposes the input string into three parts: an initial, possibly 
empty, sequence of white-space characters (as specified by isspace()); a subject sequence 
resembling an unsigned integer represented in some radix determined by the value base; 
and a final string of one or more unrecognized characters, including the terminating null 
character of the input string. Then, it attempts to convert the subject sequence to an 
unsigned integer, and returns the result. 


If the value of base is zero, the expected form of the subject sequence is that of an integer 
constant, optionally preceded by a plus or minus sign, but not including an integer suffix. 
If the value of base is between 2 and 36, the expected form of the subject sequence is a 
sequence of letters and digits representing an integer with the radix specified by letters 
from a (or A) through z (or Z) which are ascribed the values 10 to 35; only letters whose 
ascribed values are less than base are premitted. If the value of base is 16, the characters 0x 
or OX may optionally precede the sequence of letters and digits, following the sign if 
present. 


The subject sequence is defined as the longest initial subsequence of the input string, 
starting with the first non-white-space character, that is of the expected form. The subject 
sequence contains no characters if the input string is empty or consists entirely of white 
space, or if the first non-white-space character is other than a sign or a permissible letter or 
digit. 

If the subject sequence has the expected form and the value of base is zero, the sequence of 
characters starting with the first digit is interpreted as an integer constant. If the subject 
sequence has the expected form and the value of base is between 2 and 36, it is used as the 
base for conversion, ascribing to each letter its value as given above. If the subject 
sequence begins with a minus sign, the value resulting from the conversion is negated. A 
pointer to the final string is stored in the object pointed to by endptr, provided that endptr 
is not a null pointer. 


In other than the "C" locale, additional implementation-defined subject sequence forms 
may be accepted. VxWorks supports only the "C" locale; it assumes that the upper- and 
lower-case alphabets and digits are each contiguous. 


If the subject sequence is empty or does not have the expected form, no conversion is 
performed; the value of nptr is stored in the object pointed to by endptr, provided that 
endptr is not a null pointer. 


stdlib.h 
The converted value, if any. If no conversion could be performed it returns zero. If the 
correct value is outside the range of representable values, it returns ULONG_MAX, and 


stores the value of the macro ERANGE in errno. 


ansiStdlib 
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strxfrm() 


strxfrm() — transform up to n characters of s2 into s1 (ANSI) 


size_t strxfrm 
( 
char * sl, /* string out */ 
const char * s2, /* string in */ 
size_t n /* size of buffer */ 


) 


This routine transforms string s2 and places the resulting string in s1. The transformation 
is such that if stremp() is applied to two transformed strings, it returns a value greater 
than, equal to, or less than zero, corresponding to the result of the strcoll() function 
applied to the same two original strings. No more than n characters are placed into the 
resulting s1, including the terminating null character. If 1 is zero, s1 is permitted to be a 
NULL pointer. If copying takes place between objects that overlap, the behavior is 
undefined. 


string.h 


The length of the transformed string, not including the terminating null character. If the 
value is 1 or more, the contents of s1 are indeterminate. 


ansiString, strcmp(), strcoll() 


swab() 


swab() — swap bytes 


void swab 


( 


char * source, /* pointer to source buffer */ 
char * destination, /* pointer to destination buffer */ 
int nbytes /* number of bytes to exchange */ 


) 
This routine gets the specified number of bytes from source, exchanges the adjacent even 


and odd bytes, and puts them in destination. The buffers source and destination should not 
overlap. 
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On some CPUs, swab() will cause an exception if the buffers are unaligned. In such cases, 
use uswab() for unaligned swaps. 


It is an error for nbytes to be odd. 
N/A 


bLib, uswab() 


symAdd( ) 


symAdd() - create and add a symbol to a symbol table, including a group number 


STATUS symAdd 


( 
SYMTAB_ID symTblId, /* symbol table to add symbol to */ 


char * name, /* pointer to symbol name string */ 
char * value, /* symbol address */ 

SYM_TYPE type, /* symbol type */ 

UINT16 group /* symbol group */ 


) 
This routine allocates a symbol name and adds it to a specified symbol table symTblid with 
the specified parameters value, type, and group. The group parameter specifies the group 


number assigned to a module when it is loaded; see the manual entry for moduleLib. 


OK, or ERROR if the symbol table is invalid or there is insufficient memory for the symbol 
to be allocated. 


symLib, moduleLib 


symEach( ) 


symEach( ) — call a routine to examine each entry in a symbol table 


SYMBOL *symEach 
( 
SYMTAB_ID symTblId, /* pointer to symbol table */ 
FUNCPTR routine, /* func to call for each tbl entry */ 
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symFindByName( ) 


int routineArg /* arbitrary user-supplied arg */ 
) 


This routine calls a user-supplied routine to examine each entry in the symbol table; it 


calls the specified routine once for each entry. The routine should be declared as follows: 


BOOL routine 
( 


char *name, /* entry name */ 
int val, /* value associated with entry */ 
SYM_TYPE type, /* entry type */ 
int arg, /* arbitrary user-supplied arg */ 
UINT16 group /* group number */ 


) 


The user-supplied routine should return TRUE if symEach() is to continue calling it for 
each entry, or FALSE if it is done and symEach() can exit. 


A pointer to the last symbol reached, or NULL if all symbols are reached. 


symLib 


symFindByName() 


symFindByName( ) — look up a symbol by name 


STATUS symFindByName 


( 
SYMTAB_ID symTblId, /* ID of symbol table to look in */ 


char * name, /* symbol name to look for */ 
char * *pValue, /* where to put symbol value */ 
SYM_TYPE * pType /* where to put symbol type */ 


) 
This routine searches a symbol table for a symbol matching a specified name. If the 
symbol is found, its value and type are copied to pValueand pType. If multiple symbols 


have the same name but differ in type, the routine chooses the matching symbol most 
recently added to the symbol table. 


To search the global VxWorks symbol table, specify sysSymTblas symTblid. 
OK, or ERROR if the symbol table ID is invalid or the symbol cannot be found. 


symLib 
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symFindByNameAndType( ) 


symFindByNameAndType( ) — look up a symbol by name and type 


STATUS symFindByNameAndType 


( 
SYMTAB_ID symTblId, /* ID of symbol table to look in */ 


char * name, /* symbol name to look for */ 

char * *pValue, /* where to put symbol value */ 
SYM_TYPE * pType, /* where to put symbol type */ 

SYM_TYPE sType, /* symbol type to look for */ 

SYM_TYPE mask /* bits in sType to pay attention to */ 


) 
This routine searches a symbol table for a symbol matching both name and type (name 


and sType). If the symbol is found, its value and type are copied to pValue and pType. The 
mask parameter can be used to match sub-classes of type. 


To search the global VxWorks symbol table, specify sysSymTblas symTblid. 
OK, or ERROR if the symbol table ID is invalid or the symbol is not found. 


symLib 


symFindByValue( ) 


symFindByValue( ) — look up a symbol by value 


STATUS symFindByValue 


( 
SYMTAB_ID symTblId, /* ID of symbol table to look in */ 


UINT value, /* value of symbol to find */ 

char * name, /* where to put symbol name string */ 
int * pValue, /* where to put symbol value */ 
SYM_TYPE * pType /* where to put symbol type */ 


) 


This routine searches a symbol table for a symbol matching a specified value. If there is 
no matching entry, it chooses the table entry with the next lower value. The symbol name 
(with terminating EOS), the actual value, and the type are copied to name, pValue, and 


pType. 
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NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
symFindByValueAndType( ) 


For the name buffer, allocate MAX_SYS_SYM_LEN + 1 bytes. The value 
MAX_SYS_SYM_LEN is defined in sysSymTbl.h. 


To search the global VxWorks symbol table, specify sysSymTblas symTblid. 


OK, or ERROR if value is less than the lowest value in the table. 


symLib 


symFindByValueAndType( ) 


symFindBy ValueAndType( ) — look up a symbol by value and type 


STATUS symFindByValueAndType 


( 


SYMTAB_ID symTblId, /* 
UINT value, /* 
char * name, /* 
int * pValue, /* 
SYM_TYPE * pType, /* 
SYM_TYPE sType, /* 


SYM_TYPE mask /* 
) 


ID of 
value 
where 
where 
where 


symbol table to look in */ 
of symbol to find */ 

to put symbol name string */ 
to put symbol value */ 

to put symbol type */ 


symbol type to look for */ 
bits in sType to pay attention to */ 


This routine searches a symbol table for a symbol matching both value and type (value and 
sType). If there is no matching entry, it chooses the table entry with the next lower value. 
The symbol name (with terminating EOS), the actual value, and the type are copied to 
name, pValue, and pType. The mask parameter can be used to match sub-classes of type. 


For the name buffer, allocate MAX_SYS_SYM_LEN + 1 bytes. The value 
MAX_SYS_SYM_LEN is defined in sysSymTbl.h. 


To search the global VxWorks symbol table, specify sysSymTblas symTblid. 


OK, or ERROR if value is less than the lowest value in the table. 


symLib 
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symLibInit() 


symLibInit() 


NAME symLibInit( ) — initialize the symbol table library 
SYNOPSIS STATUS symLibInit (void) 
DESCRIPTION This routine initializes the symbol table package. If the configuration macro 


INCLUDE_SYM_TBL is defined, symLibInit() is called by the root task, usrRoot(), in 
usrConfig.c. 


RETURNS OK, or ERROR if the library could not be initialized. 


SEE ALSO symLib 


symRemove( ) 


NAME symRemove( ) — remove a symbol from a symbol table 


SYNOPSIS STATUS symRemove 


( 
SYMTAB_ID symTblId, /* symbol tbl to remove symbol from */ 


char * name, /* name of symbol to remove */ 
SYM_TYPE type /* type of symbol to remove */ 
) 
DESCRIPTION This routine removes a symbol of matching name and type from a specified symbol table. 


The symbol is deallocated if found. Note that VxWorks symbols in a standalone VxWorks 
image (where the symbol table is linked in) cannot be removed. 


RETURNS OK, or ERROR if the symbol is not found or could not be deallocated. 


SEE ALSO symLib 
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SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
symTb!Create( ) 


symSyncLibInit( ) 


symSyncLibInit( ) — initialize host/target symbol table synchronization 

void symSyncLibInit () 

This routine initializes host/target symbol table synchronization. To enable 
synchronization, it must be called before a target server is started. It is called 
automatically if the configuration macro INCLUDE_SYM_TBL_SYNC is defined. 


N/A 


symSyncLib 


symSyncTimeoutSet( ) 


symSyncTimeoutSet() — set WTX timeout 


UINT32 symSyncTimeoutSet 


( 
UINT32 timeout /* WTX timeout in milliseconds */ 


) 


This routine sets the WTX timeout between target server and synchronization task. 


If timeout is 0, the current timeout, otherwise the new timeout value in milliseconds. 


symSyncLib 


symTblCreate( ) 


symTbICreate() — create a symbol table 
SYMTAB_ID symTblCreate 


int hashSizeLog2, /* size of hash table as a power of 2 */ 
BOOL sameNameOk, /* allow 2 symbols of same name & type */ 
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symTb!IDelete( ) 


PART_ID symPartId /* memory part ID for symbol allocation */ 
) 


This routine creates and initializes a symbol table with a hash table of a specified size. 
The size of the hash table is specified as a power of two. For example, if hashSizeLog2 is 6, a 
64-entry hash table is created. 


If sameNameOk is FALSE, attempting to add a symbol with the same name and type as an 
already-existing symbol results in an error. 


Memory for storing symbols as they are added to the symbol table will be allocated from 
the memory partition symPartId. The ID of the system memory partition is stored in the 
global variable memSysPartId, which is declared in memLib.h. 


Symbol table ID, or NULL if memory is insufficient. 


symLib 


symTblDelete( ) 


symTbIDelete( ) — delete a symbol table 


STATUS symTblDelete 


( 
SYMTAB_ID symTblId /* ID of symbol table to delete */ 


) 


This routine deletes a specified symbol table. It deallocates all associated memory, 
including the hash table, and marks the table as invalid. 


Deletion of a table that still contains symbols results in ERROR. Successful deletion 
includes the deletion of the internal hash table and the deallocation of memory associated 
with the table. The table is marked invalid to prohibit any future references. 

OK, or ERROR if the symbol table ID is invalid. 


symLib 


2 - 840 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


2. Subroutines 
sysAuxClkDisable( ) 


sysAuxClkConnect( ) 


sysAuxClkConnect( ) — connect a routine to the auxiliary clock interrupt 
STATUS sysAuxClkConnect 
( 


FUNCPTR routine, /* routine called at each aux clock interrupt */ 
int arg /* argument to auxiliary clock interrupt routine */ 


This routine specifies the interrupt service routine to be called at each auxiliary clock 
interrupt. It does not enable auxiliary clock interrupts. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


OK, or ERROR if the routine cannot be connected to the interrupt. 


sysLib, intConnect(), sysAuxClkEnable( ), and BSP-specific reference pages for this 
routine 


sysAuxClkDisable() 


sysAuxClkDisable( ) — turn off auxiliary clock interrupts 

void sysAuxClkDisable (void) 

This routine disables auxiliary clock interrupts. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

N/A 


sysLib, sysAuxClkEnable( ), and BSP-specific reference pages for this routine 
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sysAuxClkEnable( ) 


sysAuxClkEnable() 


sysAuxClkEnable( ) — turn on auxiliary clock interrupts 

void sysAuxClkEnable (void) 

This routine enables auxiliary clock interrupts. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

N/A 


sysLib, sysAuxClkConnect( ), sysAuxClkDisable( ), sysAuxClkRateSet(), and 
BSP-specific reference pages for this routine 


sysAuxClkRateGet( ) 


sysAuxClkRateGet( ) — get the auxiliary clock rate 

int sysAuxClkRateGet (void) 

This routine returns the interrupt rate of the auxiliary clock. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


The number of ticks per second of the auxiliary clock. 


sysLib, sysAuxClkEnable(), sysAuxClkRateSet(), and BSP-specific reference pages for 
this routine 
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2. Subroutines 
sysBspRev( ) 


sysAuxClkRateSet( ) 


sysAuxClkRateSet( ) — set the auxiliary clock rate 
STATUS sysAuxClkRateSet 
( 
int ticksPerSecond /* number of clock interrupts per second */ 


) 


This routine sets the interrupt rate of the auxiliary clock. It does not enable auxiliary clock 
interrupts. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

OK, or ERROR if the tick rate is invalid or the timer cannot be set. 


sysLib, sysAuxClkEnable(), sysAuxClkRateGet( ), and BSP-specific reference pages for 
this routine 


sysBspRev( ) 


sysBspRev() — return the BSP version and revision number 
char * sysBspRev (void) 


This routine returns a pointer to a BSP version and revision number, for example, 1.0/1. 
BSP_REV is concatenated to BSP_VERSION and returned. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


A pointer to the BSP version/revision string. 


sysLib, and BSP-specific reference pages for this routine 
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sysBusintAck( ) 


sysBusIntAck( ) 


sysBusIntAck() — acknowledge a bus interrupt 


int sysBusIntAck 
( 


int intLevel /* interrupt level to acknowledge */ 

) 
This routine acknowledges a specified VMEbus interrupt level. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP.* 
NULL. 


sysLib, sysBusIntGen(), and BSP-specific reference pages for this routine 


sysBusIntGen( ) 


sysBusIntGen( ) — generate a bus interrupt 


STATUS sysBusIntGen 
( 


int intLevel, /* bus interrupt level to generate */ 
int vector /* interrupt vector to generate (0-255) */ 


) 
This routine generates a bus interrupt for a specified level with a specified vector. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP.* 


OK, or ERROR if intLevel is out of range or the board cannot generate a bus interrupt. 


sysLib, sysBusIntAck(), and BSP-specific reference pages for this routine 
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2. Subroutines 
sysBusToLocalAadrs( ) 


sysBusTas() 


sysBusTas( ) — test and set a location across the bus 
BOOL sysBusTas 
( 
char * adrs /* address to be tested and set */ 
) 
This routine performs a test-and-set instruction across the backplane. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 
This routine is equivalent to vxTas(). 


TRUE if the value had not been set but is now, or FALSE if the value was set already. 


sysLib, vxTas(), and BSP-specific reference pages for this routine 


sysBusToLocalAdrs( ) 


sysBusToLocalAdrs( ) — convert a bus address to a local address 


STATUS sysBusToLocalAdrs 
( 


int adrsSpace, /* bus address space in which busAdrs resides */ 
char * busAdrs, /* bus address to convert */ 
char * *pLocalAdrs /* where to return local address */ 


) 
This routine gets the local address that accesses a specified bus memory address. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 


specific to your BSP’s version of this routine, see the reference pages for your BSP. 


OK, or ERROR if the address space is unknown or the mapping is not possible. 


sysLib, sysLocalToBusAdrs( ), and BSP-specific reference pages for this routine 
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sysClkConnect( ) 


sysClkConnect( ) — connect a routine to the system clock interrupt 
STATUS sysClkConnect 


( 


FUNCPTR routine, /* routine called at each system clock interrupt */ 
int arg /* argument with which to call routine */ 


This routine specifies the interrupt service routine to be called at each clock interrupt. 
Normally, it is called from usrRoot() in usrConfig.c to connect usrClock() to the system 
clock interrupt. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 


information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


OK, or ERROR if the routine cannot be connected to the interrupt. 


sysLib, intConnect(), usrClock(), sysClkEnable(), and BSP-specific reference pages for 
this routine 


sysClkDisable( ) 


sysClkDisable( ) — turn off system clock interrupts 

void sysClkDisable (void) 

This routine disables system clock interrupts. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

N/A 


sysLib, sysClkEnable( ), and BSP-specific reference pages for this routine 
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2. Subroutines 
sysClkRateGet( ) 


sysClkEnable( ) 


sysClkEnable( ) — turn on system clock interrupts 

void sysClkEnable (void) 

This routine enables system clock interrupts. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

N/A 


sysLib, sysClkConnect( ), sysClkDisable( ), sysClkRateSet(), and BSP-specific reference 
pages for this routine 


sysClkRateGet( ) 


sysClkRateGet( ) — get the system clock rate 

int sysClkRateGet (void) 

This routine returns the system clock rate. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


The number of ticks per second of the system clock. 


sysLib, sysClkEnable( ), sysClkRateSet( ), and BSP-specific reference pages for this 
routine 
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sysClkRateSet( ) 


sysClkRateSet( ) 


sysClkRateSet( ) — set the system clock rate 
STATUS sysClkRateSet 
( 
int ticksPerSecond /* number of clock interrupts per second */ 


) 


This routine sets the interrupt rate of the system clock. It is called by usrRoot() in 
usrConfig.c. 


There may be interactions between this routine and the POSIX clockLibroutines. Refer to 
the clockLib reference entry. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


OK, or ERROR if the tick rate is invalid or the timer cannot be set. 


sysLib, sysClkEnable( ), sysClkRateGet( ), clockLib, and BSP-specific reference pages for 
this routine 


sysHwlInit() 


sysHwInit() — initialize the system hardware 
void sysHwInit (void) 


This routine initializes various features of the board. It is called from usrInit() in 
usrConfig.c. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 

This routine should not be called directly by the user application. 

N/A 


sysLib, and BSP-specific reference pages for this routine 
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2. Subroutines 
sysintEnable( ) 


sysIntDisable( ) 


sysIntDisable( ) — disable a bus interrupt level 


STATUS sysIntDisable 
( 


int intLevel /* interrupt level to disable */ 

) 
This routine disables a specified bus interrupt level. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP.* 
OK, or ERROR if intLevel is out of range. 


sysLib, sysIntEnable(), and BSP-specific reference pages for this routine 


sysIntEnable() 


sysIntEnable( ) — enable a bus interrupt level 
STATUS sysIntEnable 

( 

int intLevel /* interrupt level to enable (1-7) */ 

) 
This routine enables a specified bus interrupt level. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP.* 
OK, or ERROR if intLevel is out of range. 


sysLib, sysIntDisable(), and BSP-specific reference pages for this routine 
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sysLocalToBusAdrs() 


sysLocalToBusAdrs( ) — convert a local address to a bus address 


STATUS sysLocalToBusAdrs 
( 


int adrsSpace, /* bus address space in which busAdrs resides */ 
char * localAdrs, /* local address to convert */ 
char * *pBusAdrs /* where to return bus address */ 


) 
This routine gets the bus address that accesses a specified local memory address. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


OK, or ERROR if the address space is unknown or not mapped. 


sysLib, sysBusToLocalAdrs( ), and BSP-specific reference pages for this routine 


sysMailboxConnect( ) 


sysMailboxConnect( ) — connect a routine to the mailbox interrupt 


STATUS sysMailboxConnect 
( 


FUNCPTR routine, /* routine called at each mailbox interrupt */ 
int arg /* argument with which to call routine */ 


This routine specifies the interrupt service routine to be called at each mailbox interrupt. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


OK, or ERROR if the routine cannot be connected to the interrupt. 


sysLib, intConnect( ), sysMailboxEnable(), and BSP-specific reference pages for this 
routine 
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2. Subroutines 
sysMemTop( ) 


sysMailboxEnable( ) 


sysMailboxEnable( ) — enable the mailbox interrupt 


STATUS sysMailboxEnable 


( 
char * mailboxAdrs /* address of mailbox (ignored) */ 


) 
This routine enables the mailbox interrupt. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 
OK, always. 


sysLib, sysMailboxConnect( ), and BSP-specific reference pages for this routine 


sysMemTop( ) 


sysMemTop( ) — get the address of the top of logical memory 

char *sysMemTop (void) 

This routine returns the address of the top of memory. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


The address of the top of memory. 


sysLib, and BSP-specific reference pages for this routine 
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sysModel( ) 


sysModel() — return the model name of the CPU board 

char *sysModel (void) 

This routine returns the model name of the CPU board. 

This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


A pointer to a string containing the board name. 


sysLib, and BSP-specific reference pages for this routine 


sysNvRamGet( ) 


sysNvRamGet( ) — get the contents of non-volatile RAM 


STATUS sysNvRamGet 
( 
char * string, /* where to copy non-volatile RAM */ 
int strLen, /* maximum number of bytes to copy */ 
int offset /* byte offset into non-volatile RAM */ 


) 


This routine copies the contents of non-volatile memory into a specified string. The string 
will be terminated with an EOS. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

OK, or ERROR if access is outside the non-volatile RAM address range. 


sysLib, sysNuRamSet(), and BSP-specific reference pages for this routine 
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sysPhysMemTop( ) 


sysNvRamSet() 


sysNvRamSet( ) — write to non-volatile RAM 


STATUS sysNvRamSet 
( 


char * string, /* string to be copied into non-volatile RAM */ 
int strLen, /* maximum number of bytes to copy */ 
int offset /* byte offset into non-volatile RAM */ 


) 
This routine copies a specified string into non-volatile RAM. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


OK, or ERROR if access is outside the non-volatile RAM address range. 


sysLib, sysNuRamGet( ), and BSP-specific reference pages for this routine 


sysPhysMemTop() 


sysPhysMemTop( ) — get the address of the top of memory 
char * sysPhysMemTop (void) 


This routine returns the address of the first missing byte of memory, which indicates the 
top of memory. Normally, the amount of physical memory is specified with the macro 
LOCAL_MEM SIZE. BSPs that support run-time memory sizing do so only if the macro 
LOCAL_MEM_AUTOSIZE is defined. If not defined, then LOCAL_MEM_SIZE is assumed to 
be, and must be, the true size of physical memory. 


NOTE: Do no adjust LOCAL_MEM_SIZE to reserve memory for application use. See 
sysMemTop() for more information on reserving memory. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 


specific to your BSP’s version of this routine, see the reference pages for your BSP. 


The address of the top of physical memory. 
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sysProcNumGet( ) 


sysLib, sysMemTop(), and BSP-specific reference pages for this routine 


sysProcNumGet( ) 


sysProcNumGet( ) — get the processor number 
int sysProcNumGet (void) 


This routine returns the processor number for the CPU board, which is set with 
sysProcNumSet(). 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


The processor number for the CPU board. 


sysLib, sysProcNumSet( ), and BSP-specific reference pages for this routine 


sysProcNumSet( ) 


sysProcNumSet( ) — set the processor number 
void sysProcNumSet 

( 

int procNum /* processor number */ 


) 


This routine sets the processor number for the CPU board. Processor numbers should be 
unique on a single backplane. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


N/A 


sysLib, sysProcNumGet( ), and BSP-specific reference pages for this routine 
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Hard Disk 


2. Subroutines 
sysScsiConfig() 


sysScsiBusReset( ) 


sysScsiBusReset( ) — assert the RST line on the SCSI bus (Western Digital WD33C93 only) 


void sysScsiBusReset 


( 
WD_33C93_SCSI_CTRL * pSbic /* ptr to SBIC info */ 


) 


This routine asserts the RST line on the SCSI bus, which causes all connected devices to 
return toa quiescent state. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


N/A 


sysLib, and BSP-specific reference pages for this routine 


sysScsiConfig( ) 


sysScsiConfig( ) — system SCSI configuration 
STATUS sysScsiConfig (void) 


This is an example SCSI configuration routine. 


Most of the code found here is an example of how to declare a SCSI peripheral 
configuration. You must edit this routine to reflect the actual configuration of your SCSI 
bus. This example can also be found in sre/config/usrScsi.c. 


If you are just getting started, you can test your hardware configuration by defining 
SCSI_AUTO_CONFIG, which will probe the bus and display all devices found. No device 
should have the same SCSI bus ID as your VxWorks SCSI port (default = 7), or the same as 
any other device. Check for proper bus termination. 


There are three configuration examples here. They demonstrate configuration of a SCSI 
hard disk (any type), an OMTI 3500 floppy disk, and a tape drive (any type). 


The hard disk is divided into two 32-Mbyte partitions and a third partition with the 
remainder of the disk. The first partition is initialized as a dosFs device. The second and 
third partitions are initialized as rt11Fs devices, each with 256 directory entries. 
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Floppy Disk 


Tape Drive 


NOTE 


NOTE 


RETURNS 


SEE ALSO 
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It is recommended that the first partition (BLK_DEV) on a block device be a dosFs device, 
if the intention is eventually to boot VxWorks from the device. This will simplify the task 
considerably. 


The floppy, since it is a removable medium device, is allowed to have only a single 
partition, and dosFs is the file system of choice for this device, since it facilitates media 
compatibility with IBM PC machines. 


In contrast to the hard disk configuration, the floppy setup in this example is more 
intricate. Note that the scsiPhysDevCreate( ) call is issued twice. The first time is merely 
to get a "handle" to pass to scsiModeSelect( ), since the default media type is sometimes 
inappropriate (in the case of generic SCSI-to-floppy cards). After the hardware is 
correctly configured, the handle is discarded via scsiPhysDevDelete( ), after which the 
peripheral is correctly configured by a second call to scsiPhysDevCreate( ). (Before the 
scsiModeSelect( ) call, the configuration information was incorrect.) Note that after the 
scsiBlkDevCreate( ) call, the correct values for sectorsPerTrack and nHeads must be set via 
scsiBlkDevInit(). This is necessary for IBM PC compatibility. 


The tape configuration is also somewhat complex because certain device parameters need 
to turned off within VxWorks and the fixed-block size needs to be defined, assuming that 
the tape supports fixed blocks. 


The last parameter to the dosFsDevInit( ) call is a pointer to a DOS_VOL_CONFIG 
structure. By specifying NULL, you are asking dosFsDevInit() to read this information 
off the disk in the drive. This may fail if no disk is present or if the disk has no valid 
dosFs directory. Should this be the case, you can use the dosFsMkfs() command to create 
a new directory on a disk. This routine uses default parameters (see dosFsLib) that may 
not be suitable for your application, in which case you should use dosFsDevInit() with a 
pointer to a valid DOS_VOL_CONFIG structure that you have created and initialized. If 
dosFsDevInit( ) is used, a diskInit() call should be made to write a new directory on the 
disk, if the disk is blank or disposable. 


The variable pSbdFloppy is global to allow the above calls to be made from the VxWorks 
shell, for example: 


-> dosFsMkfs "/fd0/", pSbdFloppy 
If a disk is new, use diskFormat() to format it. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


OK or ERROR. 


sysLib, and BSP-specific reference pages for this routine 
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2. Subroutines 
sysSerialChanGet( ) 


sysScsilnit( ) 


sysScsilnit( ) — initialize an on-board SCSI port 
STATUS sysScsiInit (void) 


This routine creates and initializes a SCSI control structure, enabling use of the on-board 
SCSI port. It also connects the proper interrupt service routine to the desired vector, and 
enables the interrupt at the desired level. 


If SCSI DMA is supported by the board and INCLUDE_SCSI_DMA is defined, the DMA is 
also initialized. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


OK, or ERROR if the control structure cannot be connected, the controller cannot be 
initialized, or the DMA’s interrupt cannot be connected. 


sysLib, and BSP-specific reference pages for this routine 


sysSerialChanGet( ) 


sysSerialChanGet( ) — get the SIO_CHAN device associated with a serial channel 
SIO_CHAN * sysSerialChanGet 

( 

int channel /* serial channel */ 

) 
This routine gets the SIO_CHAN device associated with a specified serial channel. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


A pointer to the SIO_CHAN structure for the channel, or ERROR if the channel is invalid. 


sysLib, and BSP-specific reference pages for this routine 
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sysSerialHwlInit( ) 


NAME sysSerialHwlInit( ) — initialize the BSP serial devices to a quiesent state 
SYNOPSIS void sysSerialHwInit (void) 
DESCRIPTION This routine initializes the BSP serial device descriptors and puts the devices in a quiesent 


state. It is called from sysHwInit() with interrupts locked. 

NOTE This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


RETURNS N/A 


SEE ALSO sysLib, and BSP-specific reference pages for this routine 


sysSerialHwInit2() 


NAME sysSerialHwlInit2() — connect BSP serial device interrupts 
SYNOPSIS void sysSerialHwInit2 (void) 
DESCRIPTION This routine connects the BSP serial device interrupts. It is called from sysHwInit2(). 


Serial device interrupts could not be connected in sysSerialHwInit() because the kernel 
memory allocator was not initialized at that point, and intConnect() calls malloc(). 


NOTE This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this call is supported by your BSP, or for information 
specific to your BSP’s version of this routine, see the reference pages for your BSP. 


RETURNS N/A 


SEE ALSO sysLib, and BSP-specific reference pages for this routine 
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INCLUDE FILES 
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2. Subroutines 
system() 


sysSerialReset( ) 


sysSerialReset( ) — reset all SIO devices to a quiet state 
void sysSerialReset (void) 


This routine is called from sysToMonitor( ) to reset all SIO device and prevent them from 
generating interrupts or performing DMA cycles. 


This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 

N/A 


sysLib, and BSP-specific reference pages for this routine 


system( ) 


system() — pass a string to a command processor (Unimplemented) (ANSI) 
int system 
eee char * string /* pointer to string */ 
) 
This function is not applicable to VxWorks. 
stdlib.h 
OK, always. 


ansiStdlib 
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sysToMonitor( ) 


sysToMonitor() — transfer control to the ROM monitor 


STATUS sysToMonitor 


( 
int startType /* parameter passed to ROM to tell it how to boot */ 


) 
This routine transfers control to the ROM monitor. Normally, it is called only by 
reboot( )--which services CTRL+X--and by bus errors at interrupt level. However, in some 
circumstances, the user may wish to introduce a startType to enable special boot ROM 
facilities. 
This is a generic page for a BSP-specific routine; this description contains general 
information only. To determine if this routine is supported by your BSP, or for 
information specific to your BSP’s version of this routine, see the reference pages for your 
BSP. 


Does not return. 


sysLib, and BSP-specific reference pages for this routine 


tan() 


tan() — compute a tangent (ANSI) 
double tan 

( 

double x /* angle in radians */ 


) 


This routine computes the tangent of x in double precision. The angle x is expressed in 
radians. 


math.h 
The double-precision tangent of x. 


ansiMath, mathALib 
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2. Subroutines 


tanh() 
tanf() 

NAME tanf() — compute a tangent (ANSI) 
SYNOPSIS float tanf 

( 

float x /* angle in radians */ 

) 
DESCRIPTION This routine returns the tangent of x in single precision. The angle x is expressed in 


radians. 
INCLUDE FILES math.h 
RETURNS The single-precision tangent of x. 


SEE ALSO mathALib 


tanh() 


NAME tanh() — compute a hyperbolic tangent (ANSI) 
SYNOPSIS double tanh 
ae x /* number whose hyperbolic tangent is required */ 
) 
DESCRIPTION This routine returns the hyperbolic tangent of x in double precision (IEEE double, 53 bits). 


INCLUDE FILES math.h 


RETURNS The double-precision hyperbolic tangent of x. 


Special cases: 
If x is NaN, tanh() returns NaN. 


SEE ALSO ansiMath, mathALib 
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tanhf() 


NAME tanhf( ) — compute a hyperbolic tangent (ANSI) 
SYNOPSIS float tanhf 
( 
float x /* number whose hyperbolic tangent is required */ 
) 
DESCRIPTION This routine returns the hyperbolic tangent of x in single precision. 
INCLUDE FILES math.h 


RETURNS The single-precision hyperbolic tangent of x. 


SEE ALSO mathALib 


tapeFsDevInit() 


NAME tapeFsDevInit( ) — associate a sequential device with tape volume functions 
SYNOPSIS TAPE_VOL_DESC *tapeFsDeviInit 

( 

char * volName, /* volume name */ 

SEQ_DEV * pSeqDev, /* pointer to sequential device info */ 


TAPE_CONFIG * pTapeConfig /* pointer to tape config info */ 
) 


DESCRIPTION This routine takes a sequential device created by a device driver and defines it as a tape 
file system volume. As a result, when high-level I/O operations, such as open() and 
write(), are performed on the device, the calls will be routed through tapeFsLib. 


This routine associates volName with a device and installs it in the VxWorks I/O 
system-device table. The driver number used when the device is added to the table is that 
which was assigned to the tape library during tapeFsInit(). (The driver number is kept in 
the global variable tapeFsDrvNum.) 


The SEQ_DEV structure specified by pSeqDev contains configuration data describing the 
device and the addresses of the routines which are called to read blocks, write blocks, 
write file marks, reset the device, check device status, perform other I/O control functions 
(ioctl()), reserve and release devices, load and unload devices, and rewind devices. These 
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2. Subroutines 
tapeFsReadyChange( ) 


routines are not called until they are required by subsequent I/O operations. The 
TAPE_CONFIG structure is used to define configuration parameters for the 
TAPE_VOL_DESC. The configuration parameters are defined and described in 
tapeFsLib.h. 


A pointer to the volume descriptor (TAPE_VOL_DESC), or NULL if there is an error. 


S_tapeFsLib_NO_SEQ_DEV, S_tapeFsLib_ILLEGAL_TAPE_CONFIG_PARM 


tapeFsLib 


tapeFsInit() 


tapeFsInit( ) — initialize the tape volume library 
STATUS tapeFsInit () 
This routine initializes the tape volume library. It must be called exactly once, before any 


other routine in the library. Only one file descriptor per volume is assumed. 


This routine also installs tape volume library routines in the VxWorks I/O system driver 
table. The driver number assigned to tapeFsLib is placed in the global variable 
tapeFsDrvNum. This number is later associated with system file descriptors opened to 
tapeFs devices. 


To enable this initialization, simply call the routine tapeFsDevInit(), which automatically 
calls tapeFsInit() in order to initialize the tape file system. 


OK or ERROR. 


tapeFsLib 


tapeFsReadyChange() 


tapeFsReadyChange( ) — notify tapeFsLib of a change in ready status 


STATUS tapeFsReadyChange 


( 
TAPE_VOL_DESC * pTapeVol /* pointer to volume descriptor */ 


) 
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tapeFsVolUnmount( ) 


This routine sets the volume descriptor state to TAPE_LVD_READY_CHANGED. It should be 
called whenever a driver senses that a device has come on-line or gone off-line (for 
example, that a tape has been inserted or removed). 


After this routine has been called, the next attempt to use the volume results in an 
attempted remount. 
OK if the read change status is set, or ERROR if the file descriptor is in use. 


S_tapeFsLib_FILE_DESCRIPTOR_BUSY 


tapeFsLib 


tapeFsVolUnmount( ) 


tapeFsVolUnmount( ) — disable a tape device volume 


STATUS tapeFsVolUnmount 
( 
TAPE_VOL_DESC * pTapeVol /* pointer to volume descriptor */ 
) 


This routine is called when I/O operations on a volume are to be discontinued. This is 
commonly done before changing removable tape. All buffered data for the volume is 
written to the device (if possible), any open file descriptors are marked obsolete, and the 
volume is marked not mounted. 


Because this routine flushes data from memory to the physical device, it should not be 
used in situations where the tape-change is not recognized until after a new tape has been 
inserted. In these circumstances, use the ready-change mechanism. (See the manual entry 
for tapeFsReadyChange( ).) 


This routine may also be called by issuing an ioctI() call using the FOUNMOUNT 
function code. 


OK, or ERROR if the routine cannot access the volume. 


S_tapeFsLib_VOLUME_NOT_AVAILABLE, S_tapeFsLib_FILE_DESCRIPTOR_BUSY, 
S_tapeFsLib_SERVICE_NOT_AVAILABLE 


tapeFsLib, tapeFsReadyChange( ) 
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2. Subroutines 
taskCreateHookAdd( ) 


taskActivate( ) 


taskActivate( ) — activate a task that has been initialized 


STATUS taskActivate 


( 
int tid /* task ID of task to activate */ 


) 


This routine activates tasks created by taskInit(). Without activation, a task is ineligible 
for CPU allocation by the scheduler. The tid (task ID) argument is simply the address of 
the WIND_TCB for the task (the taskInit() pTcb argument), cast to an integer: 


tid = (int) pTcb; 
The taskSpawn() routine is built from taskActivate() and taskInit(). Tasks created by 
taskSpawn() do not require explicit task activation. 


OK, or ERROR if the task cannot be activated. 


taskLib, taskInit() 


taskCreateHookAdd( ) 


taskCreateHookAdd() — add a routine to be called at every task create 


STATUS taskCreateHookAdd 
( 


FUNCPTR createHook /* routine to be called when a task is created */ 


) 


This routine adds a specified routine to a list of routines that will be called whenever a 
task is created. The routine should be declared as follows: 


void createHook 


( 
WIND_TCB *pNewTcb /* pointer to new task’s TCB */ 
) 

OK, or ERROR if the table of task create routines is full. 


taskHookLib, taskCreateHookDelete( ) 
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taskCreateHookDelete( ) 


taskCreateHookDelete( ) — delete a previously added task create routine 
STATUS taskCreateHookDelete 

( 

FUNCPTR createHook /* routine to be deleted from list */ 


) 


This routine removes a specified routine from the list of routines to be called at each task 
create. 


OK, or ERROR if the routine is not in the table of task create routines. 


taskHookLib, taskCreateHookAdd() 


taskCreateHookShow( ) 


taskCreateHookShow() — show the list of task create routines 
void taskCreateHookShow (void) 


This routine shows all the task create routines installed in the task create hook table, in the 
order in which they were installed. 


N/A 


taskHookShow, taskCreateHookAdd( ) 


taskDelay() 


taskDelay() — delay a task from executing 


STATUS taskDelay 


( 
int ticks /* number of ticks to delay task */ 


) 
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2. Subroutines 
taskDelete( ) 


This routine causes the calling task to relinquish the CPU for the duration specified (in 
ticks). This is commonly referred to as manual rescheduling, but it is also useful when 
waiting for some external condition that does not have an interrupt associated with it. 


If the calling task receives a signal that is not being blocked or ignored, taskDelay() 
returns ERROR and sets errno to EINTR after the signal handler is run. 


OK, or ERROR if called from interrupt level or if the calling task receives a signal that is 
not blocked or ignored. 


S_intLib_NOT_ISR_CALLABLE, EINTR 


taskLib 


taskDelete( ) 


taskDelete() — delete a task 


STATUS taskDelete 


( 
int tid /* task ID of task to delete */ 


) 
This routine causes a specified task to cease to exist and deallocates the stack and 
WIND_TCB memory resources. Upon deletion, all routines specified by 
taskDeleteHookAdd( ) will be called in the context of the deleting task. This routine is the 
companion routine to taskSpawn(). 


OK, or ERROR if the task cannot be deleted. 


S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_DELETED S_objLib_OBJ_UNAVAILABLE, 
S_objLib_OBJ_ID_ERROR 


taskLib, excLib, taskDeleteHookAdd( ), taskSpawn(), VxWorks Programmer's Guide: 
Basic OS 
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taskDeleteForce( ) 


taskDeleteForce( ) — delete a task without restriction 


STATUS taskDeleteForce 


( 
int tid /* task ID of task to delete */ 


) 


This routine deletes a task even if the task is protected from deletion. It is similar to 
taskDelete(). Upon deletion, all routines specified by taskDeleteHookAdd( ) will be 
called in the context of the deleting task. 


This routine is intended as a debugging aid, and is generally inappropriate for 
applications. Disregarding a task’s deletion protection could leave the the system in an 
unstable state or lead to system deadlock. 


The system does not protect against simultaneous taskDeleteForce( ) calls. Such a 
situation could leave the system in an unstable state. 


OK, or ERROR if the task cannot be deleted. 


S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_DELETED, S_objLib_OBJ_UNAVAILABLE, 
S_objLib_OBJ_ID_ERROR 


taskLib, taskDeleteHookAdd(), taskDelete() 


taskDeleteHookAdd( ) 


taskDeleteHookAdd( ) — add a routine to be called at every task delete 


STATUS taskDeleteHookAdd 


( 
FUNCPTR deleteHook /* routine to be called when a task is deleted */ 


) 


This routine adds a specified routine to a list of routines that will be called whenever a 
task is deleted. The routine should be declared as follows: 


void deleteHook 
( 
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2. Subroutines 
taskDeleteHookShow( ) 


WIND_TCB *pTcb /* pointer to deleted task’s WIND_TCB */ 
) 


OK, or ERROR if the table of task delete routines is full. 


taskHookLib, taskDeleteHookDelete( ) 


taskDeleteHookDelete( ) 


taskDeleteHookDelete( ) — delete a previously added task delete routine 
STATUS taskDeleteHookDelete 

( 

FUNCPTR deleteHook /* routine to be deleted from list */ 


) 


This routine removes a specified routine from the list of routines to be called at each task 
delete. 


OK, or ERROR if the routine is not in the table of task delete routines. 


taskHookLib, taskDeleteHookAdd() 


taskDeleteHookShow( ) 


taskDeleteHookShow( ) — show the list of task delete routines 

void taskDeleteHookShow (void) 

This routine shows all the delete routines installed in the task delete hook table, in the 
order in which they were installed. Note that the delete routines will be run in reverse of 
the order in which they were installed. 


N/A 


taskHookShow, taskDeleteHookAdd( ) 
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taskHookInit( ) 


taskHookInit( ) — initialize task hook facilities 
void taskHookInit (void) 


This routine is a NULL routine called to configure the task hook package into the system. 
It is called automatically if the configuration macro INCLUDE_TASK_HOOKS is defined. 


N/A 


taskHookLib 


taskHookShow!Init( ) 


taskHookShowInit( ) — initialize the task hook show facility 
void taskHookShowInit (void) 
This routine links the task hook show facility into the VxWorks system. It is called 


automatically when the task hook show facility is configured into VxWorks using either of 
the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_TASK_HOOK_SHOW. 
N/A 


taskHookShow 
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2. Subroutines 
taskldListGet( ) 


taskIdDefault() 


taskIdDefault() - set the default task ID 


int taskIdDefault 


( 
int tid /* user supplied task ID; if 0, return default */ 


) 
This routine maintains a global default task ID. This ID is used by libraries that want to 
allow a task ID argument to take on a default value when one is not explicitly supplied. 


If tid is not zero (i.e., the user did specify a task ID), the default ID is set to that value, and 
that value is returned. If tid is zero (i.e., the user did not specify a task ID), the default ID 
is not changed and its value is returned. Thus the value returned is always the last task 
ID the user specified. 


The most recent non-zero task ID. 


taskInfo, dbgLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: 
Shell 


taskIdListGet( ) 


taskIdListGet( ) — get a list of active task IDs 


int taskIdListGet 
( 
int idList[], /* array of task IDs to be filled in */ 
int maxTasks /* max tasks idList can accommodate */ 


) 


This routine provides the calling task with a list of all active tasks. An unsorted list of task 
IDs for no more than maxTasks tasks is put into idList. 


Kernel rescheduling is disabled with taskLock() while tasks are filled into the idList. 
There is no guarantee that all the tasks are valid or that new tasks have not been created 
by the time this routine returns. 


The number of tasks put into the ID list. 


taskInfo 
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taskIdSelf() 


taskIdSelf() — get the task ID of a running task 
int taskIdSelf (void) 


This routine gets the task ID of the calling task. The task ID will be invalid if called at 
interrupt level. 


The task ID of the calling task. 


taskLib 


taskIdVerify() 


taskIdVerify() — verify the existence of a task 
STATUS taskIdVerify 

( 

int tid /* task ID */ 


) 


This routine verifies the existence of a specified task by validating the specified ID as a 
task ID. 


OK, or ERROR if the task ID is invalid. 
S_objLib_OBJ_ID_ERROR 


taskLib 
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2. Subroutines 


taskInit() 
taskInfoGet( ) 
taskInfoGet() — get information about a task 
STATUS taskInfoGet 
( 
int tid, /* ID of task for which to get info */ 


TASK_DESC * pTaskDesc /* task descriptor to be filled in */ 
) 


This routine fills in a specified task descriptor (TASK_DESC) for a specified task. The 
information in the task descriptor is, for the most part, a copy of information kept in the 
task control block (WIND_TCB). The TASK_DESC structure is useful for common 
information and avoids dealing directly with the unwieldy WIND_TCB. 


Examination of WIND_TCBs should be restricted to debugging aids. 


OK, or ERROR if the task ID is invalid. 


taskShow 


taskInit() 


taskInit() — initialize a task with a stack at a specified address 


STATUS taskInit 
( 


WIND_TCB * pTcb, /* address of new task’s TCB */ 

char * name, /* name of new task (stored at pStackBase) */ 
int priority, /* priority of new task */ 

int options, /* task option word */ 

char * pStackBase, /* base of new task’s stack */ 

int stackSize, /* size (bytes) of stack needed */ 

FUNCPTR entryPt, /* entry point of new task */ 

int argl, /* first of ten task args to pass to func */ 
int arg2, 

int arg3, 

int arg4, 

int arg5, 

int arg6, 

int arg7, 
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tasklsReady( ) 
int arg8, 
int arg9, 
int argl10 


This routine initializes user-specified regions of memory for a task stack and control block 
instead of allocating them from memory as taskSpawn() does. This routine will utilize 
the specified pointers to the WIND_TCB and stack as the components of the task. This 
allows, for example, the initialization of a static WIND_TCB variable. It also allows for 
special stack positioning as a debugging aid. 


As in taskSpawn(), a task may be given aname. While taskSpawn() automatically 
names unnamed tasks, taskInit() permits the existence of tasks without names. The task 
ID required by other task routines is simply the address pTcb, cast to an integer. 


Note that the task stack may grow up or down from pStackBase, depending on the target 
architecture. 


Other arguments are the same as in taskSpawn(). Unlike taskSpawn(), taskInit() does 
not activate the task. This must be done by calling taskActivate( ) after calling taskInit(). 


Normally, tasks should be started using taskSpawn() rather than taskInit(), except when 
additional control is required for task memory allocation or a separate task activation is 
desired. 

OK, or ERROR if the task cannot be initialized. 

S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_ID_ERROR 


taskLib, taskActivate(), taskSpawn() 


taskIsReady() 


taskIsReady() — check if a task is ready to run 
BOOL taskIsReady 
( 
int tid /* task ID */ 
) 
This routine tests the status field of a task to determine if it is ready to run. 


TRUE if the task is ready, otherwise FALSE. 


taskInfo 
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2. Subroutines 
taskLock( ) 


taskIsSuspended( ) 


taskIsSuspended( ) — check if a task is suspended 


BOOL taskIsSuspended 


( 
int tid /* task ID */ 
) 


This routine tests the status field of a task to determine if it is suspended. 
TRUE if the task is suspended, otherwise FALSE. 


taskInfo 


taskLock() 


taskLock() — disable task rescheduling 
STATUS taskLock (void) 


This routine disables task context switching. The task that calls this routine will be the 
only task that is allowed to execute, unless the task explicitly gives up the CPU by making 
itself no longer ready. Typically this call is paired with taskUnlock( ); together they 
surround a critical section of code. These preemption locks are implemented with a 
counting variable that allows nested preemption locks. Preemption will not be unlocked 
until taskUnlock() has been called as many times as taskLock(). 


This routine does not lock out interrupts; use intLock() to lock out interrupts. 


A taskLock() is preferable to intLock() as a means of mutual exclusion, because interrupt 
lock-outs add interrupt latency to the system. 


A semTake() is preferable to taskLock() as a means of mutual exclusion, because 
preemption lock-outs add preemptive latency to the system. 


The taskLock() routine is not callable from interrupt service routines. 
OK or ERROR. 
S_objLib_OBJ_ID_ERROR, S_intLib_NOT_ISR_CALLABLE 


taskLib, taskUnlock( ), intLock(), taskSafe(), semTake() 
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taskName( ) 


taskName() 


taskName( ) — get the name associated with a task ID 
char *taskName 
( 
int tid /* ID of task whose name is to be found */ 


) 


This routine returns a pointer to the name of a task of a specified ID, if the task has a 
name. If the task has no name, it returns an empty string. 


A pointer to the task name, or NULL if the task ID is invalid. 


taskInfo 


taskNameTold() 


taskNameTolId() — look up the task ID associated with a task name 
int taskNameToId 

( 

char * name /* task name to look up */ 


) 


This routine returns the ID of the task matching a specified name. Referencing a task in 
this way is inefficient, since it involves a search of the task list. 


The task ID, or ERROR if the task is not found. 
S_taskLib_NAME_NOT_FOUND 


taskInfo 
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2. Subroutines 
taskOptionsSet( ) 


task OptionsGet( ) 


task OptionsGet( ) — examine task options 


STATUS taskOptionsGet 


( 

int tid, /* task ID */ 

int * pOptions /* task’s options */ 
) 


This routine gets the current execution options of the specified task. The option bits 
returned by this routine indicate the following modes: 


VX_FP_TASK 
execute with floating-point coprocessor support. 


VX_PRIVATE_ENV 
include private environment support (see envLib). 


VX_NO_STACK_FILL 
do not fill the stack for use by checkstack(). 


VX_UNBREAKABLE 
do not allow breakpoint debugging. 


For definitions, see taskLib.h. 
OK, or ERROR if the task ID is invalid. 


taskInfo, task OptionsSet() 


taskOptionsSet( ) 


task OptionsSet( ) — change task options 


STATUS taskOptionsSet 
( 
int tid, /* task ID */ 
int mask, /* bit mask of option bits to unset */ 
int newOptions /* bit mask of option bits to set */ 
) 
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taskPriorityGet( ) 


This routine changes the execution options of a task. The only option that can be changed 
after a task has been created is: 


VX_UNBREAKABLE 
do not allow breakpoint debugging. 


For definitions, see taskLib.h. 
OK, or ERROR if the task ID is invalid. 


taskInfo, taskOptionsGet( ) 


taskPriorityGet( ) 


taskPriorityGet() — examine the priority of a task 
STATUS taskPriorityGet 

( 

int tid, /* task ID */ 

int * pPriority /* return priority here */ 


) 


This routine determines the current priority of a specified task. The current priority is 
copied to the integer pointed to by pPriority. 


OK, or ERROR if the task ID is invalid. 
S_objLib_OBJ_ID_ERROR 


taskLib, taskPrioritySet() 


taskPrioritySet() 


taskPrioritySet() — change the priority of a task 


STATUS taskPrioritySet 


( 
int tid, /* task ID */ 
int newPriority /* new priority */ 


) 


2-878 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
taskRegsSet( ) 


This routine changes a task’s priority to a specified priority. Priorities range from 0, the 
highest priority, to 255, the lowest priority. 


OK, or ERROR if the task ID is invalid. 
S_taskLib_ILLEGAL_PRIORITY, S_objLib_OBJ_ID_ERROR 


taskLib, taskPriorityGet() 


taskRegsGet( ) 


taskRegsGet( ) — get a task’s registers from the TCB 


STATUS taskRegsGet 


( 

int tid, /* task ID */ 

REG_SET * pRegs /* put register contents here */ 
) 


This routine gathers task information kept in the TCB. It copies the contents of the task’s 
registers to the register structure pRegs. 


This routine only works well if the task is known to be in a stable, non-executing state. 
Self-examination, for instance, is not advisable, as results are unpredictable. 


OK, or ERROR if the task ID is invalid. 


taskInfo, taskSuspend( ), taskRegsSet( ) 


taskRegsSet( ) 


taskRegsSet( ) — set a task’s registers 


STATUS taskRegsSet 


( 

int tid, /* task ID */ 

REG_SET * pRegs /* get register contents from here */ 
) 
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taskRegsShow( ) 
DESCRIPTION This routine loads a specified register set pRegs into a specified task’s TCB. 
NOTE This routine only works well if the task is known not to be in the ready state. Suspending 


the task before changing the register set is recommended. 
RETURNS OK, or ERROR if the task ID is invalid. 


SEE ALSO taskInfo, taskSuspend( ), taskRegsGet() 


taskRegsShow( ) 


NAME taskRegsShow() — display the contents of a task’s registers 


SYNOPSIS void taskRegsShow 
( 
int tid /* task ID */ 
) 


DESCRIPTION This routine displays the register contents of a specified task on standard output. 

EXAMPLE The following example displays the register of the shell task (68000 family): 
-> taskRegsShow (taskNameToId ("tShell") ) 
do = 0 dl = 0 d2 = 578fe a3 = 1 
a4 = 3e84el d5 = 3e8568 dé = 0 d7 = ffffffff 
ad = 0 al = 0 a2 = 4f£06c a3 = 578d0 
a4 = 3fffc4 a5 = 0 fp = 3e844c sp = 3e842c 
sr = 3000 pe = 4f£0f2 

RETURNS N/A 

SEE ALSO taskShow 


2 - 880 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


2. Subroutines 
taskResume( ) 


taskRestart() 


taskRestart( ) — restart a task 


STATUS taskRestart 


( 
int tid /* task ID of task to restart */ 


) 


This routine "restarts" a task. The task is first terminated, and then reinitialized with the 
same ID, priority, options, original entry point, stack size, and parameters it had when it 
was terminated. Self-restarting of a calling task is performed by the exception task. The 
shell utilizes this routine to restart itself when aborted. 


If the task has modified any of its start-up parameters, the restarted task will start with the 
changed values. 


OK, or ERROR if the task ID is invalid or the task could not be restarted. 
S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_DELETED, S_objLib_OBJ_UNAVAILABLE, 
S_objLib_OBJ_ID_ERROR, S_smObjLib_NOT_INITIALIZED, 
S_memLib_NOT_ENOUGH_MEMORY, S_memLib_BLOCK_ERROR 


taskLib 


taskResume( ) 


taskResume() — resume a task 


STATUS taskResume 


( 
int tid /* task ID of task to resume */ 


) 


This routine resumes a specified task. Suspension is cleared, and the task operates in the 
remaining state. 


OK, or ERROR if the task cannot be resumed. 
S_objLib_OBJ_ID_ERROR 


taskLib 


2 - 881 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
taskSafe( ) 


taskSafe( ) 


taskSafe() — make the calling task safe from deletion 
STATUS taskSafe (void) 


This routine protects the calling task from deletion. Tasks that attempt to delete a 
protected task will block until the task is made unsafe, using taskUnsafe(). When a task 
becomes unsafe, the deleter will be unblocked and allowed to delete the task. 


The taskSafe() primitive utilizes a count to keep track of nested calls for task protection. 
When nesting occurs, the task becomes unsafe only after the outermost taskUnsafe() is 
executed. 

OK. 


taskLib, taskUnsafe(), VxWorks Programmer's Guide: Basic OS 


taskShow() 


taskShow() - display task information from TCBs 


STATUS taskShow 
( 
int tid, /* task ID */ 
int level /* 0 = summary, 1 = details, 2 = all tasks */ 
) 


This routine displays the contents of a task control block (TCB) for a specified task. If level 
is 1, it also displays task options and registers. If level is 2, it displays all tasks. 


The TCB display contains the following fields: 


Field Meaning 

NAME Task name 

ENTRY Symbol name or address where task began execution 
TID Task ID 

PRI Priority 

STATUS Task status, as formatted by taskStatusString() 

PC Program counter 
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2. Subroutines 
taskShowInit( ) 


Field Meaning 
SP Stack pointer 
ERRNO Most recent error code for this task 


DELAY If task is delayed, number of clock ticks remaining in delay (0 otherwise) 


The following example shows the TCB contents for the shell task: 


—> taskShow tShell, 1 


NAME ENTRY TID PRI STATUS PC SP ERRNO DELAY 
tShell _shell 20efcac 1 READY 201dc90 20ef980 0 0 
stack: base 0x20efcac end 0x20ed59c size 9532 high 1452 margin 8080 
options: Oxle 
VX_UNBREAKABLE VX_DEALLOC_STACK VX_FP_TASK VX_STDIO 
DO = 0 D4 = 0 AO = 0 A4 = 0 
D1 = 0 D5 = 0 Al = 0 A5 = 203a084 SR = 3000 
D2 = 0 D6 = 0 A2 = 0 A6 = 20ef9a0 PC = 2038614 
D3 = 0 D7 = 0 A3 = 0 A7 = 20ef980 

N/A 


taskShow, taskStatusString(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


taskShow!Init( ) 


taskShowInit( ) — initialize the task show routine facility 
void taskShowInit (void) 
This routine links the task show routines into the VxWorks system. It is called 


automatically when the task show facility is configured into VxWorks using either of the 
following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_TASK_SHOW. 
N/A 


taskShow 
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taskSpawn() 


taskSpawn() 


taskSpawn() — spawn a task 


int taskSpawn 


( 


char * name, /* name of new task (stored at pStackBase) */ 
int priority, /* priority of new task */ 

int options, /* task option word */ 

int stackSize, /* size (bytes) of stack needed plus name */ 
FUNCPTR entryPt, /* entry point of new task */ 

int argl, /* 1st of 10 req’d task args to pass to func */ 
int arg2, 

int arg3, 

int arg4, 

int arg5, 

int arg6, 

int arg7, 

int arg8, 

int arg9, 

int arg10 


This routine creates and activates a new task with a specified priority and options and 
returns a system-assigned ID. See taskInit() and taskActivate() for the building blocks 
of this routine. 


A task may be assigned a name as a debugging aid. This name will appear in displays 
generated by various system information facilities such as i(). The name may be of 
arbitrary length and content, but the current VxWorks convention is to limit task names to 
ten characters and prefix them with a "t". If name is specified as NULL, an ASCII name 
will be assigned to the task of the form "tn" where n is an integer which increments as new 
tasks are spawned. 


The only resource allocated to a spawned task is a stack of a specified size stackSize, which 
is allocated from the system memory partition. Stack size should be an even integer. A 
task control block (TCB) is carved from the stack, as well as any memory required by the 
task name. The remaining memory is the task’s stack and every byte is filled with the 
value OxEE for the checkStack() facility. See the manual entry for checkStack( ) for 
stack-size checking aids. 


The entry address entryPt is the address of the "main" routine of the task. The routine will 
be called once the C environment has been set up. The specified routine will be called 
with the ten given arguments. Should the specified main routine return, a call to exit() 
will automatically be made. 
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2. Subroutines 
taskSRinit() 


Note that ten (and only ten) arguments must be passed for the spawned function. 
Bits in the options argument may be set to run with the following modes: 


VX_FP_TASK (0x0008) 
execute with floating-point coprocessor support. 


VX_PRIVATE_ENV (0x0080) 
include private environment support (see envLib). 


VX_NO_STACK_FILL (0x0100) 
do not fill the stack for use by checkStack(). 


VX_UNBREAKABLE (0x0002) 
do not allow breakpoint debugging. 


See the definitions in taskLib.h. 


The task ID, or ERROR if memory is insufficient or the task cannot be created. 


S_intLib_NOT_ISR_CALLABLE, S_objLib_OBJ_ID_ERROR, S_smObjLib_NOT_INITIALIZED, 


S_memLib_NOT_ENOUGH_MEMORY, S_memLib_BLOCK_ERROR 


taskLib, taskInit(), taskActivate(), sp(), VxWorks Programmer’s Guide: Basic OS 


taskSRInit() 


taskSRInit() — initialize the default task status register (MIPS) 
ULONG taskSRInit 

( 

ULONG newSRValue /* new default task status register */ 

) 
This routine sets the default status register for system-wide tasks. All tasks will be 
spawned with the status register set to this value; thus, it must be called before 
kernelInit(). 


The previous value of the default status register. 


taskArchLib 
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taskSRSet( ) 


taskSRSet( ) 


taskSRSet( ) — set the task status register (MC680x0, MIPS, i386/i486) 


STATUS taskSRSet 
( 
int tid, /* task ID */ 
UINT16 sr /* new SR */ 
) 


This routine sets the status register of a task that is not running (i.e., the TCB must not be 
that of the calling task). Debugging facilities use this routine to set the trace bit in the 
status register of a task that is being single-stepped. 


OK, or ERROR if the task ID is invalid. 


taskArchLib 


taskStatusString() 


taskStatusString() — get a task’s status as a string 


STATUS taskStatusString 
( 
int tid, /* task to get string for */ 
char * pString /* where to return string */ 


) 


This routine deciphers the WIND task status word in the TCB for a specified task, and 
copies the appropriate string to pString. 


The formatted string is one of the following: 


String Meaning 

READY Task is not waiting for any resource other than the CPU. 
PEND Task is blocked due to the unavailability of some resource. 
DELAY Task is asleep for some duration. 


SUSPEND Task is unavailable for execution (but not suspended, delayed, or pended). 
DELAY+S Task is both delayed and suspended. 

PEND+S Task is both pended and suspended. 

PEND+T Task is pended with a timeout. 
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2. Subroutines 
taskSuspend( ) 


String Meaning 

PEND+S+T Task is pended with a timeout, and also suspended. 

tl Task has inherited priority (+I may be appended to any string above). 
DEAD Task no longer exists. 


-> taskStatusString (taskNameToId ("tShell"), xx=malloc (10)) 
new symbol "xx" added to symbol table. 

-—> printf ("shell status = <%s>\n", xx) 

shell status = <READY> 


OK, or ERROR if the task ID is invalid. 


taskShow 


taskSuspend( ) 


taskSuspend() — suspend a task 


STATUS taskSuspend 
( 
int tid /* task ID of task to suspend */ 
) 


This routine suspends a specified task. A task ID of zero results in the suspension of the 
calling task. Suspension is additive, thus tasks can be delayed and suspended, or pended 
and suspended. Suspended, delayed tasks whose delays expire remain suspended. 
Likewise, suspended, pended tasks that unblock remain suspended only. 


Care should be taken with asynchronous use of this facility. The specified task is 
suspended regardless of its current state. The task could, for instance, have mutual 
exclusion to some system resource, such as the network * or system memory partition. If 
suspended during such a time, the facilities engaged are unavailable, and the situation 
often ends in deadlock. 


This routine is the basis of the debugging and exception handling packages. However, as 
a synchronization mechanism, this facility should be rejected in favor of the more general 
semaphore facility. 

OK, or ERROR if the task cannot be suspended. 

S_objLib_OBJ_ID_ERROR 


taskLib 
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taskSwitchHookAdd ) 


taskSwitchHookAdd( ) 


taskSwitchHookAdd() - add a routine to be called at every task switch 


STATUS taskSwitchHookAdd 
( 
FUNCPTR switchHook /* routine to be called at every task switch */ 
) 


This routine adds a specified routine to a list of routines that will be called at every task 
switch. The routine should be declared as follows: 


void switchHook 
( 
WIND_TCB *pOldTcb, /* pointer to old task’s WIND_TCB */ 
WIND_TCB *pNewTcb /* pointer to new task’s WIND_TCB */ 
) 


User-installed switch hooks are called within the kernel context. Therefore, switch hooks 
do not have access to all VxWorks facilities. The following routines can be called from 
within a task switch hook: 


Library Routines 

bLib All routines 

fppArchLib fppSave(), fppRestore() 

intLib intContext( ), intCount(), intVecSet( ), intVecGet( ) 

IstLib All routines 

mathALib All routines, if fppSave()/fppRestore() are used 

mgLib All routines except rngCreate() 

taskLib taskIdVerify(), taskIdDefault(), taskIsReady(), 
taskIsSuspended( ), taskTcb() 

vxLib oxTas() 


OK, or ERROR if the table of task switch routines is full. 


taskHookLib, taskSwitchHookDelete( ) 
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taskTcb/( ) 


taskSwitchHookDelete( ) 


taskSwitchHookDelete( ) — delete a previously added task switch routine 
STATUS taskSwitchHookDelete 

( 

FUNCPTR switchHook /* routine to be deleted from list */ 


) 


This routine removes the specified routine from the list of routines to be called at each 
task switch. 


OK, or ERROR if the routine is not in the table of task switch routines. 


taskHookLib, taskSwitchHookAdd() 


taskSwitchHookShow( ) 


taskSwitchHookShow( ) — show the list of task switch routines 
void taskSwitchHookShow (void) 


This routine shows all the switch routines installed in the task switch hook table, in the 
order in which they were installed. 


N/A 


taskHookShow, taskSwitchHookAdd() 


taskTcb() 


taskTcb( ) — get the task control block for a task ID 


WIND_TCB *taskTcb 


( 
int tid /* task ID */ 
) 
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taskUnlock( ) 


This routine returns a pointer to the task control block (WIND_TCB) for a specified task. 
Although all task state information is contained in the TCB, users must not modify it 
directly. To change registers, for instance, use taskRegsSet() and taskRegsGet( ). 

A pointer to a WIND_TCB, or NULL if the task ID is invalid. 

S_objLib_OBJ_ID_ERROR 


taskLib 


taskUnlock( ) 


taskUnlock( ) — enable task rescheduling 

STATUS taskUnlock (void) 

This routine decrements the preemption lock count. Typically this call is paired with 
taskLock() and concludes a critical section of code. Preemption will not be unlocked until 


taskUnlock() has been called as many times as taskLock(). When the lock count is 
decremented to zero, any tasks that were eligible to preempt the current task will execute. 


The taskUnlock() routine is not callable from interrupt service routines. 
OK or ERROR. 
S_intLib_NOT_ISR_CALLABLE 


taskLib, taskLock() 


taskUnsafe( ) 


taskUnsafe() — make the calling task unsafe from deletion 
STATUS taskUnsafe (void) 
This routine removes the calling task’s protection from deletion. Tasks that attempt to 


delete a protected task will block until the task is unsafe. When a task becomes unsafe, the 
deleter will be unblocked and allowed to delete the task. 
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taskVarAdd( ) 


The taskUnsafe() primitive utilizes a count to keep track of nested calls for task 
protection. When nesting occurs, the task becomes unsafe only after the outermost 
taskUnsafe( ) is executed. 


OK. 


taskLib, taskSafe(), VxWorks Programmer’s Guide: Basic OS 


task VarAdd( ) 


task VarAdd() — add a task variable to a task 


STATUS taskVarAdd 
( 
int tid, /* ID of task to have new variable */ 
int * pVar /* pointer to variable to be switched for task */ 


) 


This routine adds a specified variable pVar (4-byte memory location) to a specified task’s 
context. After calling this routine, the variable will be private to the task. The task can 
access and modify the variable, but the modifications will not appear to other tasks, and 
other tasks’ modifications to that variable will not affect the value seen by the task. This is 
accomplished by saving and restoring the variable’s initial value each time a task switch 
occurs to or from the calling task. 


This facility can be used when a routine is to be spawned repeatedly as several 
independent tasks. Although each task will have its own stack, and thus separate stack 
variables, they will all share the same static and global variables. To make a variable not 
shareable, the routine can call task VarAdd() to make a separate copy of the variable for 
each task, but all at the same physical address. 


Note that task variables increase the task switch time to and from the tasks that own them. 
Therefore, it is desirable to limit the number of task variables that a task uses. One 
efficient way to use task variables is to have a single task variable that is a pointer to a 
dynamically allocated structure containing the task’s private data. 


Assume that three identical tasks were spawned with a routine called operator(). All 


three use the structure OP_GLOBAL for all variables that are specific to a particular 
incarnation of the task. The following code fragment shows how this is set up: 
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task VarDelete( ) 


OP_GLOBAL *opGlobal; /* ptr to operator task’s global variables */ 
void operator 
( 
int opNum /* number of this operator task */ 
) 
{ 
if (taskVarAdd (0, (int *)&opGlobal) != OK) 
{ 
printErr ("operator%d: can’t taskVarAdd opGlobal\n", opNum) ; 
taskSuspend (0); 
} 
if ((opGlobal = (OP_GLOBAL *) malloc (sizeof (OP_GLOBAL))) == NULL) 
{ 
printErr ("operator%d: can’t malloc opGlobal\n", opNum) ; 
taskSuspend (0); 
} 


OK, or ERROR if memory is insufficient for the task variable descriptor. 


task VarLib, taskVarDelete( ), taskVarGet(), taskVarSet( ) 


task VarDelete( ) 


task VarDelete() — remove a task variable from a task 


STATUS taskVarDelete 
( 


int tid, /* ID of task whose variable is to be removed */ 
int * pVar /* pointer to task variable to be removed */ 


) 


This routine removes a specified task variable, pVar, from the specified task’s context. The 
private value of that variable is lost. 


OK, or ERROR if the task variable does not exist for the specified task. 


task VarLib, taskVarAdd( ), taskVarGet( ), taskVarSet() 
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2. Subroutines 
task VarInfo( ) 


task VarGet( ) 


taskVarGet( ) — get the value of a task variable 


int taskVarGet 
( 


int tid, /* ID of task whose task variable is to be retrieved */ 
int * pVar /* pointer to task variable */ 


) 
This routine returns the private value of a task variable for a specified task. The specified 
task is usually not the calling task, which can get its private value by directly accessing the 


variable. This routine is provided primarily for debugging purposes. 


The private value of the task variable, or ERROR if the task is not found or it does not own 
the task variable. 


task VarLib, taskVarAdd( ), taskVarDelete( ), taskVarSet() 


task VarInfo() 


taskVarInfo() — get a list of task variables of a task 


int taskVarInfo 


( 


int tid, /* ID of task whose task variable is to be set */ 
TASK_VAR varList[], /* array to hold task variable addresses */ 
int maxVars /* maximum variables varList can accommodate */ 


) 


This routine provides the calling task with a list of all of the task variables of a specified 
task. The unsorted array of task variables is copied to varList. 


Kernel rescheduling is disabled with taskLock() while task variables are looked up. 
There is no guarantee that all the task variables are still valid or that new task variables 
have not been created by the time this routine returns. 


The number of task variables in the list. 


taskVarLib 


2 - 893 


NAME 


SYNOPSIS 


DESCRIPTION 


WARNING 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
task VarInit( ) 


taskVarInit() 


taskVarInit( ) — initialize the task variables facility 
STATUS taskVarInit (void) 


This routine initializes the task variables facility. It installs task switch and delete hooks 
used for implementing task variables. If taskVarInit() is not called explicitly, 
taskVarAdd( ) will call it automatically when the first task variable is added. 


After the first invocation of this routine, subsequent invocations have no effect. 


Order dependencies in task delete hooks often involve task variables. If a facility uses 
task variables and has a task delete hook that expects to use those task variables, the 
facility’s delete hook must run before the task variables’ delete hook. Otherwise, the task 
variables will be deleted by the time the facility’s delete hook runs. 


VxWorks is careful to run the delete hooks in reverse of the order in which they were 
installed. Any facility that has a delete hook that will use task variables can guarantee 
proper ordering by calling taskVarInit() before adding its own delete hook. 


Note that this is not an issue in normal use of task variables. The issue only arises when 
adding another task delete hook that uses task variables. 


Caution should also be taken when adding task variables from within create hooks. If the 
task variable package has not been installed via taskVarInit(), the create hook attempts to 
create a create hook, and that may cause system failure. To avoid this situation, 
taskVarInit() should be called during system initialization from the root task, usrRoot( ), 
in usrConfig.c. 


OK, or ERROR if the task switch/delete hooks could not be installed. 


task VarLib 
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taskVarSet( ) 


2. Subroutines 


task VarSet( ) — set the value of a task variable 


STATUS taskVarSet 


( 


int 


) 


tid, 
int * pVar, 
value /* new value of task variable */ 


tcicInit() 


/* ID of task whose task variable is to be set */ 
/* pointer to task variable to be set for this task */ 


This routine sets the private value of the task variable for a specified task. The specified 
task is usually not the calling task, which can set its private value by directly modifying 
the variable. This routine is provided primarily for debugging purposes. 


OK, or ERROR if the task is not found or it does not own the task variable. 


task VarLib, task VarAdd( ), taskVarDelete( ), taskVarGet( ) 


tcicInit() 


tcicInit() — initialize the TCIC chip 


STATUS tcicInit 


int 


ioBase, /* 
intVec, /* 
intLevel, /* 


FUNCPTR showRtn /* 


) 


IO base address */ 

interrupt vector */ 
interrupt level */ 

show routine */ 


This routine initializes the TCIC chip. 


OK, or ERROR if the TCIC chip cannot be found. 


tcic 
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tcicShow( ) 


tcicShow() 


tcicShow( ) - show all configurations of the TCIC chip 
void tcicShow 

ee sock /* socket no. */ 

) 
This routine shows all configurations of the TCIC chip. 


N/A 


tcicShow 


tcpDebugShow( ) 


tcpDebugShow( ) — display debugging information for the TCP protocol 


void tcpDebugShow 
( 
int numPrint, /* no. of entries to print, default (0) = 20 */ 
int verbose /* 1 = verbose */ 


) 
This routine displays debugging information for the TCP protocol. To include TCP 
debugging facilities, define INCLUDE_TCP_DEBUG when building the system image. To 
enable information gathering, turn on the SO_DEBUG option for the relevant socket(s). 


N/A 


tcpShow 
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tcpShow!Init() 


tcpShow!Init() — initialize TCP show routines 

void tcpShowInit (void) 

This routine links the TCP show facility into the VxWorks system. These routines are 
included automatically if INCLUDE_NET_SHOW and INCLUDE_TCP are defined in 
configAll.h. 

N/A 


tcpShow 


tcpstatShow( ) 


tcpstatShow( ) — display all statistics for the TCP protocol 
void tepstatShow (void) 

This routine displays detailed statistics for the TCP protocol. 
N/A 


tcpShow 


tcw() 


tcw() — return the contents of the tcw register (i960) 


int tcw 


( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the tew register from the TCB of a specified task. If 
taskId is omitted or 0, the current default task is assumed. 


2-897 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 


td() 


The contents of the tew register. 


dbgArchLib, VxWorks Programmer's Guide: Target Shell 


td() 


td() — delete a task 


void td 


( 
int taskNameOrId /* task name or task ID */ 


) 
This command deletes a specified task. It simply calls taskDelete(). 


N/A 


usrLib, taskDelete(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s 
Guide: Shell 


telnetd() 


telnetd() — VxWorks telnet daemon 

void telnetd (void) 

This routine enables remote users to log in to VxWorks over the network via the telnet 
protocol. It is spawned by telnetInit(), which should be called at boot time. 


Remote telnet requests will cause stdin, stdout, and stderr to be stolen away from the 
console. When the remote user disconnects, stdin, stdout, and stderr are restored, and the 
shell is restarted. 


The telnet daemon requires the existence of a pseudo-terminal device, which is created by 
telnetInit() before telnetd() is spawned. The telnetd() routine creates two additional 
processes, tTelnetInTask and tTelnetOutTask, whenever a remote user is logged in. 
These processes exit when the remote connection is terminated. 


N/A 


telnetLib 
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telnetInit() 


telnetInit( ) — initialize the telnet daemon 
void telnetInit (void) 


This routine initializes the telnet facility, which supports remote login to the VxWorks 
shell via the telnet protocol. It creates a pty device and spawns the telnet daemon. It is 
called automatically when the configuration macro INCLUDE_TELNET is defined. 


N/A 


telnetLib 


tftpCopy() 


tftp Copy() — transfer a file via TFTP 


STATUS tftpCopy 
( 
char * pHost, /* host name or address */ 
int port, /* optional port number */ 
char * pFilename, /* remote filename */ 
char * pCommand, /* TFTP command */ 
char * pMode, /* TEFTP transfer mode */ 
int fd /* £d to put/get data */ 
) 


This routine transfers a file using the TFTP protocol to or from a remote system. pHost is 
the remote server name or Internet address. A non-zero value for port specifies an 
alternate TFTP server port (zero means use default TFTP port number (69)). pFilename is 
the remote filename. pCommandspecifies the TFTP command, which can be either "put" or 


"get". pMode specifies the mode of transfer, which can be "ascii", "netascii", "binary", 
"image", or "octet". 


fd isa file descriptor from which to read/write the data from or to the remote system. For 
example, if the command is "get", the remote data will be written to fd. If the command is 
"put", the data to be sent is read from fd. The caller is responsible for managing fd. That 
is, fdmust be opened prior to calling tftpCopy() and closed up on completion. 
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tftpdDirectoryAdd( ) 


The following sequence gets an ASCII file "/folk/vw/xx.yy" on host "congo" and stores it 
to a local file called "localfile": 


—> fd = open ("localfile", 0x201, 0644) 
-—> tftpCopy ("congo", 0, "/folk/vw/xx.yy", "get", "ascii", fd) 
-> close (fd) 

OK, or ERROR if unsuccessful. 

S_tftpLib_INVALID_COMMAND 


tftpLib, ftpLib 


tftpdDirectoryAdd( ) 


tftpdDirectoryAdd( ) — add a directory to the access list 
STATUS tftpdDirectoryAdd 
ia * fileName /* name of directory to add to access list */ 
) 
This routine adds the specified directory name to the access list for the TFTP server. 


N/A 


tftpdLib 


tftpdDirectoryRemove( ) 


tftpdDirectoryRemove( ) — delete a directory from the access list 
STATUS tftpdDirectoryRemove 
( 
char * fileName /* name of directory to add to access list */ 


) 


This routine deletes the specified directory name from the access list for the TFTP server. 
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tftpdTask( ) 
N/A 
tftpdLib 
tftpdInit() 
tftpdInit() — initialize the TFTP server task 
STATUS tftpdInit 
( 
int stackSize, /* stack size for the tftpdTask */ 
int nDirectories, /* number of directories allowed read */ 
char * *directoryNames, /* array of dir names */ 
BOOL noControl, /* TRUE if no access control required */ 
int maxConnections 


This routine will spawn a new TFIP server task, if one does not already exist. If a TFTP 


server task is running already, tftpdInit() will simply return without creating a new task. 


It will simply report whether a new TFTP task was successfully spawned. The argument 
stackSize can be specified to change the default stack size for the TFTP server task. The 
default size is set in the global variable tftpdTaskStackSize. 

OK, or ERROR if a new TFTP task cannot be created. 


tftpdLib 


tftpdTask() 


tftpdTask() - TFTP server daemon task 


STATUS tftpdTask 
( 


int nDirectories, /* number of dirs allowed access */ 
char * *directoryNames, /* array of directory names */ 
int maxConnections /* max number of simultan. connects */ 


) 
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tftpGet() 


This routine processes incoming TFTP client requests by spawning a new task for each 
connection that is set up. 


This routine is called by tftpdInit(). 
OK, or ERROR if the task returns unexpectedly. 


tftpdLib 


tftpGet() 


tftpGet() — get a file from a remote system 


STATUS tftpGet 
( 


TFTP_DESC * pTftpDesc, /* TETP descriptor */ 
char * pFilename, /* remote filename */ 
int fd, /* file descriptor */ 
int clientOrServer /* which side is calling */ 


This routine gets a file from a remote system via TFTP. pFilename is the filename. fd is the 
file descriptor to which the data is written. pTftpDesc is a pointer to the TFTP descriptor. 
The tftpPeerSet() routine must be called prior to calling this routine. 

OK, or ERROR if unsuccessful. 

S_tftpLib_INVALID_DESCRIPTOR 

S_tftpLib_INVALID_ARGUMENT 

S_tftpLib_NOT_CONNECTED 


tftpLib 
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tftpInit() 
tftpInfoShow() 

NAME tftpInfoShow() — get TFTP status information 
SYNOPSIS STATUS tftpInfoShow 

( 

TFTP_DESC * pTftpDesc /* TFTP descriptor */ 

) 
DESCRIPTION This routine prints information associated with TFTP descriptor pTftpDesc. 


EXAMPLE A call to tftpInfoShow() might look like: 


-> tftpInfoShow (tftpDesc) 
Connected to yuba [69] 
Mode: netascii Verbose: off Tracing: off 
Rexmt-—interval: 5 seconds, Max-timeout: 25 seconds 


value = 0 = 0x0 

-—> 
RETURNS OK, or ERROR if unsuccessful. 
ERRNO S_tftpLib_INVALID_DESCRIPTOR 
SEE ALSO tftpLib 


tftpInit() 


NAME tftpInit() — initialize a TFTP session 
SYNOPSIS TFTP_DESC * tftpInit (void) 
DESCRIPTION This routine initializes a TFTP session by allocating and initializing a TFTP descriptor. It 


sets the default transfer mode to "netascii". 
RETURNS A pointer to a TFTP descriptor if successful, otherwise NULL. 


SEE ALSO tftpLib 
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tftpModeSet( ) 


tftpModeSet() 


NAME tftpModeSet( ) — set the TFTP transfer mode 


SYNOPSIS STATUS tftpModeSet 
( 
TFTP_DESC * pTftpDesc, /* TFTP descriptor */ 
char * PpMode /* TFTP transfer mode */ 


) 
DESCRIPTION This routine sets the transfer mode associated with the TFTP descriptor pTftpDesc. pMode 
specifies the transfer mode, which can be "netascii", "binary", "image", or "octet". 
Although recognized, these modes actually translate into either octet or netascii. 
RETURNS OK, or ERROR if unsuccessful. 
ERRNO S_tftpLib_INVALID_DESCRIPTOR 
S_tftpLib_INVALID_ARGUMENT 
S_tftpLib_INVALID_MODE 


SEE ALSO tftpLib 


tftpPeerSet() 


NAME tftpPeerSet() — set the TFIP server address 


SYNOPSIS STATUS tftpPeerSet 


( 
TFTP_DESC * pTftpDesc, /* TFTP descriptor */ 


char * pHostname, /* server name/address */ 
int port /* port number */ 
) 
DESCRIPTION This routine sets the TFTP server (peer) address associated with the TFTP descriptor 


pLftpDesc. pHostname is either the TFTP server name (e.g., "congo") or the server Internet 
address (e.g., "90.3"). A non-zero value for port specifies the server port number (zero 
means use the default TFIP server port number (69)). 


RETURNS OK, or ERROR if unsuccessful. 
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tftpQuit() 

S_tftpLib_INVALID_DESCRIPTOR 
S_tftpLib_INVALID_ARGUMENT 
S_tftpLib_UNKNOWN_HOST 
tftpLib 
tftpPut() 
tftpPut() — puta file to a remote system 
STATUS tftpPut 

( 

TFTP_DESC * pTftpDesc, /* TETP descriptor */ 

char * pFilename, /* remote filename */ 

int fd, /* file descriptor */ 

int clientOrServer /* which side is calling */ 


This routine puts data from a local file (descriptor) to a file on the remote system. 

pl ftpDesc is a pointer to the TFTP descriptor. pFilename is the remote filename. fd is the 
file descriptor from which it gets the data. A call to tftpPeerSet() must be made prior to 
calling this routine. 


OK, or ERROR if unsuccessful. 
S_tftpLib_INVALID_DESCRIPTOR 
S_tftpLib_INVALID_ARGUMENT 
S_tftpLib_NOT_CONNECTED 


tftpLib 


tftpQuit() 


tftp Quit() — quit a TFTP session 


STATUS tftpQuit 


( 
TFTP_DESC * pTftpDesc /* TFTP descriptor */ 


) 
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tftpSend() 


This routine closes a TFTP session associated with the TFTP descriptor pTftpDesc. 
OK, or ERROR if unsuccessful. 
S_tftpLib_INVALID_DESCRIPTOR 


tftpLib 


tftpSend() 


tftpSend() — send a TFTP message to the remote system 


int tftpSend 


( 
TFTP_DESC * pTftpDesc, /* TFTP descriptor */ 


TFTP_MSG * pTftpMsg, /* TFTP send message */ 
int sizeMsg, /* send message size */ 
TFTP_MSG * pTftpReply, /* TFTP reply message */ 
int opReply, /* reply opcode */ 

int blockReply, /* reply block number */ 
int * pPort /* return port number */ 


This routine sends sizeMsg bytes of the passed message pTftpMsg to the remote system 
associated with the TFTP descriptor pTftpDesc. If pI ftpReply is not NULL, tftpSend() tries 
to get a reply message with a block number blockReply and an opcode opReply. If pPort is 
NULL, the reply message must come from the same port to which the message was sent. 
If pPort is not NULL, the port number from which the reply message comes is copied to 
this variable. 


The size of the reply message, or ERROR. 


S_tftpLib_TIMED_OUT 
S_tftpLib_TFTP_ERROR 


tftpLib 
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tftpXfer() 


tftpXfer() — transfer a file via TFTP using a stream interface 


STATUS tftpXfer 
( 
char * pHost, /* host name or address */ 
int port, /* port number */ 
char * pFilename, /* remote filename */ 
char * pCommand, /* TFTP command */ 
char * pMode, /* TETP transfer mode */ 
int * pDataDesc, /* return data desc. */ 
int * pErrorDesc /* return error desc. */ 


) 


This routine initiates a transfer to or from a remote file via TFTP. It spawns a task to 
perform the TFTP transfer and returns a descriptor from which the data can be read (for 
"get") or to which it can be written (for "put") interactively. The interface for this routine is 
similar to ftpXfer() in ftpLib. 


pHost is the server name or Internet address. A non-zero value for portspecifies an 
alternate TFTP server port number (zero means use default TFTP port number (69)). 
pFilename is the remote filename. pCommand specifies the TFTP command. The command 
can be either "put" or "get". 


The tftpXfer() routine returns a data descriptor, in pDataDesc, from which the TFTP data 
is read (for "get") or to which is it is written (for "put"). An error status descriptor gets 
returned in the variable pErrorDesc. If an error occurs during the TFTP transfer, an error 
string can be read from this descriptor. After returning successfully from tftpXfer(), the 
calling application is responsible for closing both descriptors. 


If there are delays in reading or writing the data descriptor, it is possible for the TFTP 
transfer to time out. 


The following code demonstrates how tftpXfer() may be used: 


#include "tftpLib.h" 
#define BUFFERSIZE 512 
int dataFd; 
int error Fd; 
int num; 
char buf [BUFFERSIZE + 1]; 
if (tftpxXfer ("congo", 0, "/usr/fred", "get", "ascii", &dataFd, 
&errorFd) == ERROR) 
return (ERROR) ; 
while ((num = read (dataFd, buf, sizeof (buf))) > 0) 
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ti() 


} 
close (dataFd) ; 
num = read (errorFd, buf, BUFFERSIZE) ; 
if (num > 0) 
{ 
buf [num] = ’\0’; 
printf ("YIKES! An error occurred!:%s\n", buf) ; 


close (errorFd) ; 
OK, or ERROR if unsuccessful. 
S_tftpLib_INVALID_ARGUMENT 


tftpLib, ftpLib 


ti() 


ti() — print complete information from a task’s TCB 


void ti 


( 


int taskNameOrId /* task name or task ID; 0 = use default */ 


) 


This command prints the task control block (TCB) contents, including registers, for a 
specified task. If taskNameOrld is omitted or zero, the last task referenced is assumed. 

The ti() routine uses taskShow( ); see the documentation for taskShow/() for a description 
of the output format. 


The following shows the TCB contents for the shell task: 


—> ti 
NAME ENTRY TID PRI STATUS PC SP ERRNO DELAY 
tShell _shell 20efcac 1 READY 201dc90 20ef980 0 0 


stack: base 0x20efcac end 0x20ed59c size 9532 high 1452 margin 8080 
options: Oxle 
VX_UNBREAKABLE VX_DEALLOC_STACK VX_FP_TASK VX_STDIO 
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tickGet( ) 
DO = 0 D4= 0 AO = 0 A4 = 0 
D1 = 0 D5= 0 AL = 0 A5 = 203a084 SR = 3000 
D2 = 0 D6 = 0 A2= 0 A6= 20ef9a0 PC = 2038614 
D3 = 0 D7 = 0 A3 = 0 AT = 20ef980 


value = 34536868 = 0x20efda4 
N/A 


ustLib, taskShow(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's 
Guide: Shell 


tickAnnounce( ) 


tickAnnounce( ) — announce a clock tick to the kernel 

void tickAnnounce (void) 

This routine informs the kernel of the passing of time. It should be called from an 
interrupt service routine that is connected to the system clock. The most common 
frequencies are 60Hz or 100Hz. Frequencies in excess of 600Hz are an inefficient use of 
processor power because the system will spend most of its time advancing the clock. By 
default, this routine is called by usrClock() in usrConfig.c. 


N/A 


tickLib, kernelLib, taskLib, semLib, wdLib, VxWorks Programmer’s Guide: Basic OS 


tickGet( ) 


tickGet() — get the value of the kernel’s tick counter 
ULONG tickGet (void) 


This routine returns the current value of the tick counter. This value is set to zero at 
startup, incremented by tickAnnounce( ), and can be changed using tickSet(). 


The most recent tickSet() value, plus all tickAnnounce( ) calls since. 


tickLib, tickSet(), tickAnnounce( ) 
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tickSet() 


tickSet() 


tickSet() — set the value of the kernel’s tick counter 


void tickSet 
( 
ULONG ticks /* new time in ticks */ 
) 


This routine sets the internal tick counter to a specified value in ticks. The new count will 
be reflected by tickGet(), but will not change any delay fields or timeouts selected for any 
tasks. For example, if a task is delayed for ten ticks, and this routine is called to advance 

time, the delayed task will still be delayed until ten tickAnnounce( ) calls have been made. 


N/A 


tickLib, tickGet(), tickAnnounce( ) 


time() 


time() — determine the current calendar time (ANSI) 
time_t time 

( 

time_t * timer /* calendar time in seconds */ 

) 
This routine returns the implementation’s best approximation of current calendar time in 
seconds. If timer is non-NULL, the return value is also copied to the location to which 
timer points. 
time.h 


The current calendar time in seconds, or ERROR (-1) if the calendar time is not available. 


ansiTime, clock_gettime() 
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timer_cancel() — cancel a timer 
int timer_cancel 
abet timerid /* timer ID */ 
) 
This routine is a shorthand method of invoking timer_settime(), which stops a timer. 
Non-POSIX. 
0 (OK), or -1 (ERROR) if timerid is invalid. 


EINVAL 


timerLib 


timer_connect( ) 


timer_connect( ) — connect a user routine to the timer signal 


int timer_connect 


( 


timer_t timerid, /* timer ID */ 
VOIDFUNCPTR routine, /* user routine */ 
int arg /* user argument */ 


This routine sets the specified routine to be invoked with arg when fielding a signal 
indicated by the timer’s evp signal number, or if evp is NULL, when fielding the default 
signal (SIGALRM). 


The signal handling routine should be declared as: 


void my_handler 


( 
timer_t timerid, /* expired timer ID */ 
int arg /* user argument */ 


) 
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timer_create() 


Non-POSIX. 
0 (OK), or -1 (ERROR) if the timer is invalid or cannot bind the signal handler. 
EINVAL 


timerLib 


timer_create() 


timer_create( ) — allocate a timer using the specified clock for a timing base (POSIX) 


int timer_create 


( 


clockid_t clock_id, /* clock ID (always CLOCK_REALTIME) */ 
struct sigevent * evp, /* user event handler */ 
timer_t * pTimer /* ptr to return value */ 


) 


This routine returns a value in pTimer that identifies the timer in subsequent timer 
requests. The evp argument, if non-NULL, points to a sigevent structure, which is 
allocated by the application and defines the signal number and application-specific data to 
be sent to the task when the timer expires. If evp is NULL, a default signal (SIGALRM) is 
queued to the task, and the signal data is set to the timer ID. Initially, the timer is 
disarmed. 


0 (OK), or -1 (ERROR) if too many timers already are allocated or the signal number is 
invalid. 


EMTIMERS, EINVAL, ENOSYS, EAGAIN, S_memLib_NOT_ENOUGH_MEMORY 


timerLib, timer_delete() 
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timer_delete() 


timer_delete() — remove a previously created timer (POSIX) 
int timer_delete 
att timerid /* timer ID */ 
) 
This routine removes a timer. 
0 (OK), or -1 (ERROR) if timerid is invalid. 


EINVAL 


timerLib, timer_create() 


timer_getoverrun( ) 


timer_getoverrun() — return the timer expiration overrun (POSIX) 


int timer_getoverrun 
( 
timer_t timerid /* timer ID */ 


) 


This routine returns the timer expiration overrun count for timerid, when called from a 
timer expiration signal catcher. The overrun count is the number of extra timer 
expirations that have occurred, up to the implementation-defined maximum 
_POSIX_DELAYTIMER_MAx. If the count is greater than the maximum, it returns the 


maximum. 


The number of overruns, or POSIX_DELAYTIMER_MAxX if the count equals or is 
greater than _POSIX_DELAYTIMER_MAX, or -1 (ERROR) if timerid is invalid. 


EINVAL, ENOSYS 


timerLib 
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timer_gettime() 


timer_gettime( ) 


timer_gettime() — get the remaining time before expiration and the reload value (POSIX) 
int timer_gettime 

( 

timer_t timerid, /* timer ID */ 

struct itimerspec * value /* where to return remaining time */ 


) 


This routine gets the remaining time and reload value of a specified timer. Both values are 
copied to the value structure. 


0 (OK), or -1 (ERROR) if timerid is invalid. 
EINVAL 


timerLib 


timer_settime() 


timer_settime( ) — set the time until the next expiration and arm timer (POSIX) 


int timer_settime 


( 


timer_t timerid, /* timer ID */ 

int flags, /* absolute or relative */ 

const struct itimerspec * value, /* time to be set */ 

struct itimerspec * ovalue /* previous time set (NULL=no result) */ 


) 


This routine sets the next expiration of the timer, using the .it_valueof value, thus arming 
the timer. If the timer is already armed, this call resets the time until the next expiration. 
If .it_value is zero, the timer is disarmed. 


If flags is not equal to TIMER_ABSTIME, the interval is relative to the current time, the 
interval being the .it_value of the value parameter. If flags is equal to TIMER_ABSTIME, the 
expiration is set to the difference between the absolute time of .it_value and the current 
value of the clock associated with timerid. If the time has already passed, then the timer 
expiration notification is made immediately. The task that sets the timer receives the 
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signal; in other words, the taskld is noted. If a timer is set by an ISR, the signal is 
delivered to the task that created the timer. 


The reload value of the timer is set to the value specified by the .it_interval field of value. 
When a timer is armed with a nonzero .it_interval a periodic timer is set up. 


Time values that are between two consecutive non-negative integer multiples of the 
resolution of the specified timer are rounded up to the larger multiple of the resolution. 


If ovalue is non-NULL, the routine stores a value representing the previous amount of time 
before the timer would have expired. Or if the timer is disarmed, the routine stores zero, 
together with the previous timer reload value. The ovalue parameter is the same value as 
that returned by timer_gettime() and is subject to the timer resolution. 


If clock_settime() is called to reset the absolute clock time after a timer has been set with 
timer_settime( ), and if flags is equal to TIMER_ABSTIME, then the timer will behave 
unpredictably. If you must reset the absolute clock time after setting a timer, do not use 
flags equal to TIMER_ABSTIME. 

0 (OK), or -1 (ERROR) if timerid is invalid, the number of nanoseconds specified by value is 
less than 0 or greater than or equal to 1,000,000,000, or the time specified by value exceeds 
the maximum allowed by the timer. 


EINVAL 


timerLib 


timex() 


timex() — time a single execution of a function or functions 


void timex 
( 
FUNCPTR func, /* function to time (optional) */ 


int argl, /* first of up to 8 args to call func with (optional) */ 
int arg2, 
int arg3, 
int arg4, 
int arg5, 
int arg6, 
int arg7, 
int arg8 
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timexClear() 


This routine times a single execution of a specified function with up to eight of the 
function’s arguments. If no function is specified, it times the execution of the current list 
of functions to be timed, which is created using timexFunc(), timexPre(), and 
timexPost( ). If timex() is executed with a function argument, the entire current list is 
replaced with the single specified function. 


When execution is complete, timex() displays the execution time. If the execution was so 
fast relative to the clock rate that the time is meaningless (error> 50%), a warning message 
is printed instead. In such cases, use timexN(). 

N/A 


timexLib, timexFunc(), timexPre(), timexPost(), timexN() 


timexClear( ) 


timexClear( ) — clear the list of function calls to be timed 
void timexClear (void) 

This routine clears the current list of functions to be timed. 
N/A 


timexLib 


timexFunc( ) 


timexFunc( ) — specify functions to be timed 


void timexFunc 


( 


int i, /* function number in list (0..3) */ 

FUNCPTR func, /* function to be added (NULL if to be deleted) */ 
int argl, /* first of up to 8 args to call function with */ 
int arg2, 

int arg3, 

int arg4, 

int arg5, 

int arg6, 
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2. Subroutines 


timexHelp() 
int arg7, 
int arg8 
) 
DESCRIPTION This routine adds or deletes functions in the list of functions to be timed as a group by 


calls to timex() or timexN(). Up to four functions can be included in the list. The 
argument i specifies the function’s position in the sequence of execution (0, 1, 2, or 3). A 
function is deleted by specifying its sequence number 7 and NULL for the function 


argument func. 
RETURNS N/A 
SEE ALSO timexLib, timex(), timexN() 


timexHelp() 


NAME timexHelp() — display synopsis of execution timer facilities 
SYNOPSIS void timexHelp (void) 
DESCRIPTION This routine displays the following summary of the available execution timer functions: 
timexHelp Print this list. 
timex [func, [args...]] Time a single execution. 
timexN [func, [args...]] Time repeated executions. 
timexClear Clear all functions. 


timexFunc i,func, [args...] Add timed function number i (0,1,2,3). 


timexPre i,func, [args...] Add pre-timing function number i. 
timexPost i,func, [args...] Add post-timing function number i. 
timexShow Show all functions to be called. 
Notes: 


1) timexN() will repeat calls enough times to get 
timing accuracy to approximately 2%. 

2) A single function can be specified with timex() and timexN() ; 
or, multiple functions can be pre-set with timexFunc(). 

3) Up to 4 functions can be pre-set with timexFunc(), 
timexPre(), and timexPost(), i.e., i in the range 0 - 3. 

4) timexPre() and timexPost() allow locking/unlocking, or 
raising/lowering priority before/after timing. 


RETURNS N/A 


SEE ALSO timexLib 


2-917 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
timexInit() 


timexInit() 


timexInit() — include the execution timer library 

void timexInit (void) 

This null routine is provided so that timexLib can be linked into the system. If the 
configuration macro INCLUDE_TIMEX is defined, it is called by the root task, usrRoot(), in 
usrConfig.c. 


N/A 


timexLib 


timexN() 


timexN() — time repeated executions of a function or group of functions 


void timexN 


( 
FUNCPTR func, /* function to time (optional) */ 


int argl, /* first of up to 8 args to call function with */ 
int arg2, 
int arg3, 
int arg4, 
int arg5, 
int arg6, 
int arg7, 
int arg8 


This routine times the execution of the current list of functions to be timed in the same 
manner as timex(); however, the list of functions is called a variable number of times until 
sufficient resolution is achieved to establish the time with an error less than 2%. (Since 
each iteration of the list may be measured to a resolution of +/- 1 clock tick, repetitive 
timings decrease this error to 1/N ticks, where N is the number of repetitions.) 


N/A 


timexLib, timexFunc( ), timex() 
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2. Subroutines 
timexPre( ) 


timexPost() 


timexPost() — specify functions to be called after timing 


void timexPost 


( 

int 
FUNCPTR 
int 

int 

int 

int 


i, /* function number in list (0..3) */ 

func, /* function to be added (NULL if to be deleted) */ 
argl, /* first of up to 8 args to call function with */ 
arg2, 

arg3, 

arg4, 

arg5, 

arg6, 

arg7, 

arg8 


This routine adds or deletes functions in the list of functions to be called immediately 
following the timed functions. A maximum of four functions may be included. Up to 
eight arguments may be passed to each function. 


N/A 


timexLib 


timexPre() 


timexPre() — specify functions to be called prior to timing 


void timexPre 


( 
int 
FUNCPTR 
int 
int 
int 
int 
int 
int 


i, /* function number in list (0..3) */ 

func, /* function to be added (NULL if to be deleted) */ 
argl, /* first of up to 8 args to call function with */ 
arg2, 

arg3, 

arg4, 

arg5, 

arg6, 
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timexShow( ) 
int arg7, 
int arg8 


This routine adds or deletes functions in the list of functions to be called immediately 
prior to the timed functions. A maximum of four functions may be included. Up to eight 
arguments may be passed to each function. 


N/A 


timexLib 


timexShow() 


timexShow() — display the list of function calls to be timed 
void timexShow (void) 


This routine displays the current list of function calls to be timed. These lists are created 
by calls to timexPre( ), timexFunc(), and timexPost(). 


N/A 


timexLib, timexPre(), timexFunc(), timexPost() 


tmpfile() 


tmpfile() — create a temporary binary file (Unimplemented) (ANSI) 
FILE * tmpfile (void) 


This routine is not be implemented because VxWorks does not close all open files at task 
exit. 


stdio.h 
NULL 


ansiStdio 
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INCLUDE FILES 
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2. Subroutines 
tolower( ) 


tmpnam() 


tmpnam() — generate a temporary file name (ANSI) 


char * tmpnam 
( 


char * s /* name buffer */ 


) 


This routine generates a string that is a valid file name and not the same as the name of an 
existing file. It generates a different string each time it is called, up to TMP_MAX times. 


If the argument is a null pointer, tmpnam() leaves its result in an internal static object and 
returns a pointer to that object. Subsequent calls to tmpnam() may modify the same 
object. If the argument is not a null pointer, it is assumed to point to an array of at least 
L_tmpnam chars; tmpnam() writes its result in that array and returns the argument as its 
value. 

stdio.h 


A pointer to the file name. 


ansiStdio 


tolower( ) 


tolower() — convert an upper-case letter to its lower-case equivalent (ANSI) 
int tolower 
( 
int c /* character to convert */ 
) 
This routine converts an upper-case letter to the corresponding lower-case letter. 


ctype.h 


If c is an upper-case letter, it returns the lower-case equivalent; otherwise, it returns the 
argument unchanged. 


ansiCtype 
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toupper( ) 


toupper() — convert a lower-case letter to its upper-case equivalent (ANSI) 
int toupper 
( 
int c /* character to convert */ 
) 
This routine converts a lower-case letter to the corresponding upper-case letter. 


ctype.h 


If c is a lower-case letter, it returns the upper-case equivalent; otherwise, it returns the 
argument unchanged. 


ansiCtype 


tr() 


tr() — resume a task 
void tr 
( 
int taskNameOrId /* task name or task ID */ 
) 
This command resumes the execution of a suspended task. It simply calls taskResume( ). 


N/A 


usrLib, ts(), taskResume(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 
User’s Guide: Shell 


2-922 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


INCLUDE FILES 
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2. Subroutines 
truncf() 


trunc() 


trunc() — truncate to integer 
double trunc 
( 
double x /* value to truncate */ 
) 
This routine discards the fractional part of a double-precision value x. 
math.h 


The integer portion of x, represented in double-precision. 


mathALib 


truncf() 


truncf() — truncate to integer 
float truncf 
( 
float x /* value to truncate */ 
) 
This routine discards the fractional part of a single-precision value x. 
math.h 


The integer portion of x, represented in single precision. 


mathALib 
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ts() 


ts() 


NAME ts() — suspend a task 


SYNOPSIS void ts 
( 
int taskNameOrId /* task name or task ID */ 
) 


DESCRIPTION This command suspends the execution of a specified task. It simply calls taskSuspend(). 
RETURNS N/A 
SEE ALSO usrLib, tr(), taskSuspend(), VxWorks Programmer's Guide: Target Shell, windsh, Tornado 


User’s Guide: Shell 


tsp() 


NAME tsp() — return the contents of register sp (i960) 


SYNOPSIS int tsp 
( 
int taskId /* task ID, 0 means default task */ 


) 


DESCRIPTION This command extracts the contents of register sp, the stack pointer, from the TCB of a 
specified task. If taskId is omitted or 0, the current default task is assumed. 


Note: The name tsp() is used because sp() (the logical name choice) conflicts with the 
routine sp() for spawning a task with default parameters. 


RETURNS The contents of the sp register. 


SEE ALSO dbgArchLib, VxWorks Programmer’s Guide: Target Shell 
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CAVEAT 


RETURNS 
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2. Subroutines 


tt() 


tt() 


tt() — display a stack trace of a task 


STATUS tt 
( 
int taskNameOrId /* task name or task ID */ 
) 


This routine displays a list of the nested routine calls that the specified task is in. Each 
routine call and its parameters are shown. 


If taskNameOrld is not specified or zero, the last task referenced is assumed. The t#() 
routine can only trace the stack of a task other than itself. For instance, when tt() is called 
from the shell, it cannot trace the shell’s stack. 


-> tt "logTask" 


3ab92 _vxTaskEntry +10 : _logTask (0, 0, 0, 0, O, O, O, O, O, O) 


ee6e _logTask +12 : _read (5, 3f8a10, 20) 
d460 _read +10 : _iosRead (5, 3f8a10, 20) 
e234 _iosRead +9c : _pipeRead (3fcelc, 3f8a10, 20) 
23978 _pipeRead +24 : _semTake (3f£8b78) 
value = 0 = 0x0 


This indicates that logTask() is currently in semTake() (with one parameter) and was 
called by pipeRead( ) (with three parameters), which was called by iosRead( ) (with three 
parameters), and so on. 


In order to do the trace, some assumptions are made. In general, the trace will work for 
all C language routines and for assembly language routines that start with a LINK 
instruction. Some C compilers require specific flags to generate the LINK first. Most 
VxWorks assembly language routines include LINK instructions for this reason. The trace 
facility may produce inaccurate results or fail completely if the routine is written in a 
language other than C, the routine’s entry point is non-standard, or the task’s stack is 
corrupted. Also, all parameters are assumed to be 32-bit quantities, so structures passed 
as parameters will be displayed as long integers. 


OK, or ERROR if the task does not exist. 


dbgLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User's Guide: Shell 
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ttyDevCreate( ) 


ttyDevCreate( ) — create a VxWorks device for a serial channel 


STATUS ttyDevCreate 
( 


char * name, /* name to use for this device */ 
SIO_CHAN * pSioChan, /* pointer to core driver structure */ 
int rdBufSize, /* read buffer size, in bytes */ 

int wrtBufSize /* write buffer size, in bytes */ 


This routine creates a device on a specified serial channel. Each channel to be used should 
have exactly one device associated with it by calling this routine. 


For instance, to create the device "/tyCo/0", with buffer sizes of 512 bytes, the proper call 
would be: 


ttyDevCreate ("/tyCo/0", pSioChan, 512, 512); 


Where pSioChan is the address of the underlying SIO_CHAN serial channel descriptor 
(defined in sioLib.h). This routine is typically called by usrRoot() in usrConfig.c 


OK, or ERROR if the driver is not installed, or the device already exists. 


ttyDrv 


ttyDrv() 


ttyDro() — initialize the tty driver 
STATUS ttyDrv (void) 


This routine initializes the tty driver, which is the OS interface to core serial channel(s). 
Normally, it is called by usrRoot() in usrConfig.c. 


After this routine is called, ttyDevCreate( ) is typically called to bind serial channels to 
VxWorks devices. 


OK, or ERROR if the driver cannot be installed. 


ttyDrv 
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2. Subroutines 
tyAbortSet( ) 


tyAbortFuncSet() 


tyAbortFuncSet( ) — set the abort function 


void tyAbortFuncSet 
( 


FUNCPTR func /* routine to call when abort char received */ 


) 
This routine sets the function that will be called when the abort character is received on a 
tty. There is only one global abort function, used for any tty on which OPT_ABORT is 


enabled. When the abort character is received from a tty with OPT_ABORT set, the 
function specified in func will be called, with no parameters, from interrupt level. 


Setting an abort function of NULL will disable the abort function. 
N/A 


tyLib, tyAbortSet() 


tyAbortSet( ) 


tyAbortSet() — change the abort character 


void tyAbortSet 
( 
char ch /* char to be abort */ 


) 


This routine sets the abort character to ch. The default abort character is CTRL+C. 


Typing the abort character to any device whose OPT_ABORT option is set will cause the 
shell task to be killed and restarted. Note that the character set by this routine applies to 
all devices whose handlers use the standard tty package tyLib. 

N/A 


tyLib, tyAbortFuncSet() 
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tyBackspaceSet( ) 


tyBackspaceSet( ) — change the backspace character 


void tyBackspaceSet 
( 


char ch /* char to be backspace */ 


) 


This routine sets the backspace character to ch. The default backspace character is 
CTRL+H. 


Typing the backspace character to any device operating in line protocol mode (OPT_LINE 
set) will cause the previous character typed to be deleted, up to the beginning of the 
current line. Note that the character set by this routine applies to all devices whose 
handlers use the standard tty package tyLib. 


N/A 


tyLib 


tyDeleteLineSet() 


tyDeleteLineSet( ) — change the line-delete character 


void tyDeleteLineSet 


( 
char ch /* char to be line-delete */ 


) 


This routine sets the line-delete character to ch. The default line-delete character is 
CTRL+U. 


Typing the delete character to any device operating in line protocol mode (OPT_LINE set) 
will cause all characters in the current line to be deleted. Note that the character set by this 
routine applies to all devices whose handlers use the standard tty package tyLib. 

N/A 


tyLib 
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2. Subroutines 


tyEOFSet( ) 

tyDevInit( ) 
tyDevInit( ) — initialize the tty device descriptor 
STATUS tyDeviInit 

( 

TY_DEV_ID pTyDev, /* ptr to tty dev descriptor to init */ 

int rdBufSize, /* size of read buffer in bytes */ 

int wrtBufSize, /* size of write buffer in bytes */ 


FUNCPTR txStartup /* device transmit start-up routine */ 
) 


This routine initializes a tty device descriptor according to the specified parameters. The 
initialization includes allocating read and write buffers of the specified sizes from the 
memory pool, and initializing their respective buffer descriptors. The semaphores are 
initialized and the write semaphore is given to enable writers. Also, the transmitter 
start-up routine pointer is set to the specified routine. All other fields in the descriptor are 
zeroed. 


This routine should be called only by serial drivers. 
OK, or ERROR if there is not enough memory to allocate data structures. 


tyLib 


tyEOFSet( ) 


tyEOFSet() — change the end-of-file character 


void tyEOFSet 
( 
char ch /* char to be EOF */ 
) 


This routine sets the EOF character to ch. The default EOF character is CTRL-D. 


Typing the EOF character to any device operating in line protocol mode (OPT_LINE set) 
will cause no character to be entered in the current line, but will cause the current line to 
be terminated (thus without a newline character). The line is made available to reading 
tasks. Thus, if the EOF character is the first character input on a line, a line length of zero 
characters is returned to the reader. This is the standard end-of-file indication on a read 
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tyloctl( ) 


call. Note that the EOF character set by this routine will apply to all devices whose 
handlers use the standard tty package tyLib. 


N/A 


tyLib 


tyloctl() 


tyloctl() — handle device control requests 


STATUS tyIoctl 
( 
TY_DEV_ID pTyDev, /* ptr to device to control */ 
int request, /* request code */ 
int arg /* some argument */ 


) 


This routine handles ioct#l() requests for tty devices. The I/O control functions for tty 
devices are described in the manual entry for tyLib. 


In line protocol mode (OPT_LINE option set), the FFONREAD function actually returns the 
number of characters available plus the number of lines in the buffer. Thus, if five lines 


consisting of just NEWLINEs were in the input buffer, the FFONREAD function would 
return the value ten (five characters + five lines). 


OK or ERROR. 


tyLib 


tyIRd() 


tyIRd() — interrupt-level input 


STATUS tyIRd 


( 
TY_DEV_ID pTyDev, /* ptr to tty device descriptor */ 
char inchar /* character read */ 


) 


2 - 930 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


2. Subroutines 
tyMonitorTrapSet( ) 


This routine handles interrupt-level character input for tty devices. A device driver calls 
this routine when it has received a character. This routine adds the character to the ring 
buffer for the specified device, and gives a semaphore if a task is waiting for it. 


This routine also handles all the special characters, as specified in the option word for the 
device, such as X-on, X-off, NEWLINE, or backspace. 


OK, or ERROR if the ring buffer is full. 


tyLib 


tyITx() 


tyITx() — interrupt-level output 


STATUS tyITx 


( 
TY_DEV_ID pTyDev, /* pointer to tty device descriptor */ 
char * pChar /* where to put character to be output */ 


) 
This routine gets a single character to be output to a device. It looks at the ring buffer for 
pTyDev and gives the caller the next available character, if there is one. The character to be 
output is copied to pChar. 


OK if there are more characters to send, or ERROR if there are no more characters. 


tyLib 


tyMonitorTrapSet( ) 


tyMonitorTrapSet( ) — change the trap-to-monitor character 


void tyMonitorTrapSet 
( 


char ch /* char to be monitor trap */ 


) 
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tyRead() 


This routine sets the trap-to-monitor character to ch. The default trap-to-monitor character 
is CTRL+X. 


Typing the trap-to-monitor character to any device whose OPT_MON_TRAP option is set 
will cause the resident ROM monitor to be entered, if one is present. Once the ROM 
monitor is entered, the normal multitasking system is halted. 


Note that the trap-to-monitor character set by this routine will apply to all devices whose 
handlers use the standard tty package tyLib. Also note that not all systems have a 
monitor trap available. 


N/A 


tyLib 


tyRead() 


tyRead() — do a task-level read for a tty device 


int tyRead 
( 
TY_DEV_ID pTyDev, /* device to read */ 
char * buffer, /* buffer to read into */ 
int maxbytes /* maximum length of read */ 


) 


This routine handles the task-level portion of the tty handler’s read function. It reads into 
the buffer up to maxbytes available bytes. 


This routine should only be called from serial device drivers. 
The number of bytes actually read into the buffer. 


tyLib 
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2. Subroutines 
udpstatShow( ) 


tyWrite() 


tyWrite() — do a task-level write for a tty device 


int tyWrite 
( 
TY_DEV_ID pTyDev, /* ptr to device structure */ 
char * buffer, /* buffer of data to write */ 
int nbytes /* number of bytes in buffer */ 
) 


This routine handles the task-level portion of the tty handler’s write function. 
The number of bytes actually written to the device. 


tyLib 


udpShow!Init() 


udpShow!Init() — initialize UDP show routines 

void udpShowInit (void) 

This routine links the UDP show facility into the VxWorks system. These routines are 
included automatically if INCLUDE_NET_SHOW and INCLUDE_UDP are defined in 
configAll.h. 

N/A 


udpShow 


udpstatShow( ) 


udpstatShow( ) — display statistics for the UDP protocol 


void udpstatShow (void) 
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This routine displays statistics for the UDP protocol. 
N/A 


udpShow 


ulattach() 


ulattach() - attach a ULIP interface to a list of network interfaces (VxSim) 
STATUS ulattach 

( 

int unit /* ULIP unit number */ 


) 


This routine is called by ulipInit(). It inserts a pointer to the ULIP interface data structure 
into a linked list of available network interfaces. 


OK or ERROR. 
S_if_ul UNIT_ALREADY_INITIALIZED 


if_ulip, VxSim User’s Guide 


ulipDebugSet( ) 


ulipDebugSet() — Set debug flag in UNIX’s ULIP driver 


STATUS ulipDebugSet 
( 
int debugFlag 
) 


This function uses an ioctl call to UNIX’s (Solaris’s) ULIP driver to set that driver’s 
debugging flag to the value in debugFlag. Because there is no simple way for the caller to 
assertain the unit number of the interface in use, all unit numbers are looped over and 
each receives the ioctl. Possible values for the debug flag are discussed above in this file, 
although all the levels have not been implemented. 
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2. Subroutines 
ulipInit() 


This is not the right place to put this function (user callable routines would be more 
appropriately placed in simLib.h). Because of the requirement to use both Sun structures 
(to bundle ioctl data) and VxWorks structures (ul_softc), and given the same 
requirements when calling the FIOSETUSED ioctl, this seems the best place to put it. 


OK or ERROR if the ioctl fails 


if_ulip 


ulipDelete() 


ulipDelete() — delete a ULIP interface (VxSim) 
STATUS ulipDelete 

( 

int unit /* ULIP unit number */ 


) 


This routine detaches the ULIP unit and frees up system resources taken up by this ULIP 
interface. 


OK, or ERROR if the unit number is invalid or the interface is uninitialized. 
S_if_ul INVALID_UNIT_NUMBER, S_if_ul_UNIT_UNINITIALIZED 


if_ulip, VxSim User's Guide 


ulipInit() 


ulipInit() - initialize the ULIP interface (VxSim) 


STATUS ulipInit 
( 
int unit, /* ULIP unit number (0 —- NULIP-1) */ 
char * myAddr, /* IP address of the interface */ 
char * peerAddr, /* IP address of the remote peer interface */ 
int procnum /* processor number to map to ULIP interface */ 


) 
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DESCRIPTION This routine initializes the ULIP interface and sets the Internet address as a function of the 
processor number. 


RETURNS OK, or ERROR if the device cannot be opened or there is insufficient memory. 
ERRNO S_if_ul INVALID_UNIT_NUMBER 
SEE ALSO if_ulip, VxSim User's Guide 


ulStartOutput( ) 


NAME ulStartOutput() — push packets onto "interface" 
SYNOPSIS #ifdef BSD43_DRIVER LOCAL STATUS ulStartOutput 
( 
int unit 
) 
SEE ALSO if_ulip 


ultraAddrFilterSet( ) 


NAME ultraAddrFilterSet( ) — set the address filter for multicast addresses 
SYNOPSIS void ultraAddrFilterSet 

( 

ULTRA_DEVICE * pDrvCtrl /* device pointer */ 


) 


DESCRIPTION This routine goes through all of the multicast addresses on the list of addresses (added 
with the ultraMCastAdd() routine) and sets the device’s filter correctly. 


RETURNS N/A. 


SEE ALSO ultraEnd 


2 - 936 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


2. Subroutines 
ultraLoad() 


ultraattach() 


ultraattach( ) — publish ultra interface and initialize device 
STATUS ultraattach 


int unit, /* unit number */ 

int ioAddr, /* address of ultra’s shared memory */ 

int ivec, /* interrupt vector to connect to */ 

int ilevel, /* interrupt level */ 

int memAddr, /* address of ultra’s shared memory */ 

int memSize, /* size of ultra’s shared memory */ 

int config /* 0: RJ45 + AUI(Thick) 1: RJ45 + BNC(Thin) */ 


This routine attaches an ultra Ethernet interface to the network if the device exists. It 
makes the interface available by filling in the network interface record. The system will 
initialize the interface when it is ready to accept packets. 

OK or ERROR. 


if_ultra, ifLib, netShow 


ultraLoad() 


ultraLoad() — initialize the driver and device 


END_OBJ* ultraLoad 


( 
char * initString /* String to be parsed by the driver. */ 


) 


This routine initializes the driver and the device to the operational state. All of the 
device-specific parameters are passed in initString, which expects a string of the following 
format: 


unit:ioAddr:memAddr:vecNum:intLol:config:offset" 


This routine can be called in two modes. If it is called with an empty but allocated string, 
it places the name of this device (that is, "ultra") into the initString and returns 0. 
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ultraMemInit( ) 


If the string is allocated and not empty, the routine attempts to load the driver using the 
values specified in the string. 


An END object pointer, or NULL on error, or 0 and the name of the device if the initString 
was NULL. 


ultraEnd 


ultraMemInit( ) 


ultraMemInit( ) — initialize memory for the chip 


STATUS ultraMemInit 


( 
ULTRA_DEVICE * pDrvCtrl, /* device to be initialized */ 
int c1lNum /* number of clusters to allocate */ 


) 


Using data in the control structure, setup and initialize the memory areas needed. If the 
memory address is not already specified, then allocate cache safe memory. 


OK or ERROR. 


ultraEnd 


ultraParse( ) 


ultraParse( ) — parse the init string 


STATUS ultraParse 


( 
ULTRA_DEVICE * pDrvCtrl, /* device pointer */ 
char * initString /* information string */ 


) 


Parse the input string. Fill in values in the driver control structure. The initialization 
string format is: unit:ioAddr:memAddr:vecNum:intLoul:config:offset" 
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RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
ultraPut() 


unit 
Device unit number, a small integer. 


ioAddr 
I/O address 


memAddr 
Memory address, assumed to be 16k bytes in length. 


vecNum 
Interrupt vector number (used with sysIntConnect()). 


intLvl 
Interrupt level. 


config 
Ultra config (0: RJ45 + AUI(Thick) 1: RJ45 + BNC(Thin)). 


offset 


Memory offset for alignment. 
OK, or ERROR if any arguments are invalid. 


ultraEnd 


ultraPut() 


ultraPut() — copy a packet to the interface. 
#ifdef BSD43_DRIVER LOCAL void ultraPut 
( 
int unit /* device unit number */ 
) 
Copy from mbuf chain to transmitter buffer in shared memory. 


N/A 


if_ultra 
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ultraShow( ) 


ultraShow() 


ultraShow( ) — display statistics for the ultra network interface 


void ultraShow 


( 

int unit, /* interface unit */ 
BOOL zap /* zero totals */ 

) 


This routine displays statistics about the elc Ethernet network interface. It has two 
parameters: 


unit 
interface unit; should be 0. 


zap 
if 1, all collected statistics are cleared to zero. 


N/A 


if_ultra 


ungetc( ) 


ungetc() — push a character back into an input stream (ANSI) 


int ungetc 
( 
int c, /* character to push */ 
FILE * fp /* input stream */ 
) 


This routine pushes a character c (converted to an unsigned char) back into the specified 
input stream. The pushed-back characters will be returned by subsequent reads on that 
stream in the reverse order of their pushing. A successful intervening call on the stream 
to a file positioning function (fseek(), fsetpos(), or rewind()) discards any pushed-back 
characters for the stream. The external storage corresponding to the stream is unchanged. 


One character of push-back is guaranteed. If ungetc() is called too many times on the 
same stream without an intervening read or file positioning operation, the operation may 
fail. 
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DESCRIPTION 
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SEE ALSO 


2. Subroutines 
unixDevInit() 


If the value of c equals EOF, the operation fails and the input stream is unchanged. 


A successful call to ungetc() clears the end-of-file indicator for the stream. The value of 
the file position indicator for the stream after reading or discarding all pushed-back 
characters is the same as it was before the character were pushed back. For a text stream, 
the value of its file position indicator after a successful call to ungetc() is unspecified until 
all pushed-back characters are read or discarded. For a binary stream, the file position 
indicator is decremented by each successful call to ungetc(); if its value was zero before a 
call, it is indeterminate after the call. 


stdio.h 
The pushed-back character after conversion, or EOF if the operation fails. 


ansiStdio, getc(), fgetc() 


unixDevInit( ) 


unixDevInit( ) — initialize a UNIX_DUSART 
void unixDevIinit 

( 

UNIX_CHAN * pChan 

) 
This routine initializes the driver function pointers and then resets to a quiescent state. 
The BSP must have already opened all the file descriptors in the structure before passing it 
to this routine. 


N/A 


unixSio 
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unixDevinit2() 


unixDevInit2( ) 


unixDevInit2() — enable interrupts 
void unixDevInit2 

( 

UNIX_CHAN * pChan 

) 
N/A 


unixSio 


unixDiskDevCreate( ) 


unixDiskDevCreate( ) — create a UNIX disk device 


BLK_DEV *unixDiskDevCreate 


( 

char * unixFile, /* name of the UNIX file */ 

int bytesPerBlk, /* number of bytes per block */ 

int blksPerTrack, /* number of blocks per track */ 

int nBlocks /* number of blocks on this device */ 


This routine creates a UNIX disk device. 
The unixFile parameter specifies the name of the UNIX file to use for the disk device. 


The bytesPerBlk parameter specifies the size of each logical block on the disk. If bytesPerBlk 
is zero, 512 is the default. 


The blksPerTrack parameter specifies the number of blocks on each logical track of the 
disk. If blksPerTrack is zero, the count of blocks per track is set to nBlocks (i.e., the disk is 
defined as having only one track). 


The nBlocks parameter specifies the size of the disk, in blocks. If nBlocks is zero, a default 
size is used. The default is calculated as the size of the UNIX disk divided by the number 
of bytes per block. 


This routine is only applicable to VxSim for Solaris and VxSim for HP. 


A pointer to block device (BLK_DEV) structure, or NULL, if unable to open the UNIX disk. 
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RETURNS 
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2. Subroutines 
unixDrv() 


unixDrv 


unixDiskInit( ) 


unixDiskInit() — initialize a dosFs disk on top of UNIX 
void unixDiskInit 

( 

char * unixFile, /* UNIX file name */ 

char * volName, /* dosFs name */ 

int diskSize /* number of bytes */ 

) 


This routine provides some convenience for a user wanting to create a UNIX disk-based 


dosFs file system under VxWorks. The user only specifes the UNIX file to use, the dosFs 
volume name, and the size of the volume in bytes, if the UNIX file needs to be created. 


This routine is only applicable to VxSim for Solaris and VxSim for HP. 
N/A 


unixDrv 


unixDro() 


unixDro() — install UNIX disk driver 
STATUS unixDrv (void) 
Used in usrConfig.c to cause the UNIX disk driver to be linked in when building 


VxWorks. Otherwise, it is not necessary to call this routine before using the UNIX disk 
driver. 


This routine is only applicable to VxSim for Solaris and VxSim for HP. 
OK (always). 


unixDrv 
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unixintRev() 


unixIntRcv( ) 


unixIntRcv() — handle a channel’s receive-character interrupt. 

void unixIntRcv 
( 
UNIX_CHAN * pChan /* channel generating the interrupt */ 
) 

N/A 


unixSio 


unld() 


unld() — unload an object module by specifying a file name or module ID 


STATUS unld 
( 


void * nameOrId, /* name or ID of the object module file */ 
int options 


) 


This routine unloads the specified object module from the system. The module can be 
specified by name or by module ID. For a.out and ECOFF format modules, unloading 
does the following: 


(1) It frees the space allocated for text, data, and BSS segments, unless loadModuleAt( ) 
was called with specific addresses, in which case the user is responsible for freeing 
the space. 


(2) It removes all symbols associated with the object module from the system symbol 
table. 


(3) It removes the module descriptor from the module list. 
For other modules of other formats, unloading has similar effects. 


Before any modules are unloaded, all breakpoints in the system are deleted. If you need to 
keep breakpoints, set the options parameter to UNLD_KEEP_BREAKPOINTS. No 
breakpoints can be set in code that is unloaded. 


OK or ERROR. 
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2. Subroutines 
unldByModuleld( ) 


unldLib, VxWorks Programmer's Guide: Target Shell, windsh, Tornado User’s Guide: Shell 


unldByGroup( ) 


unldByGroup() — unload an object module by specifying a group number 
STATUS unldByGroup 

( 

UINT16 group, /* group number to unload */ 


int options /* options, currently unused */ 


) 


This routine unloads an object module that has a group number matching group. 


See the manual entries for unld() or unldLib for more information on module unloading. 
OK or ERROR. 


unldLib, unld() 


unldByModuleld( ) 


unldByModuleId() — unload an object module by specifying a module ID 
STATUS unldByModuleId 


( 
MODULE_ID moduleId, /* module ID to unload */ 


int options 


) 


This routine unloads an object module that has a module ID matching moduleld. 


See the manual entries for unld() or unldLib for more information on module unloading. 
OK or ERROR. 


unldLib, unld() 
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VxWorks Reference Manual, 5.4 
unldByNameAndPath( ) 


unldByNameAndPatn( ) 


unldByNameAndPath() — unload an object module by specifying a name and path 


STATUS unldByNameAndPath 
( 


char * name, /* name of the object module to unload */ 
char * path, /* path to the object module to unload */ 
int options /* options, currently unused */ 


) 


This routine unloads an object module specified by name and path. 


See the manual entries for unld() or unldLib for more information on module unloading. 
OK or ERROR. 


unldLib, unld() 


unlink( ) 


unlink() — delete a file (POSIX) 
STATUS unlink 
( 
char * name /* name of the file to remove */ 


) 


This routine deletes a specified file. It performs the same function as remove() and is 
provided for POSIX compatibility. 


OK if there is no delete routine for the device or the driver returns OK; ERROR if there is 
no such device or the driver returns ERROR. 


ioLib, remove() 
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NAME 


SYNOPSIS 


2. Subroutines 
usrAtaPartition( ) 


usrAtaConfig( ) 


usrAtaConfig() — mount a DOS file system from an ATA hard disk 


STATUS usrAtaConfig 
( 


int ctrl, /* 0: primary address, 1: secondary address */ 
int drive, /* drive number of hard disk (0 or 1) */ 
char * fileName /* mount point */ 


) 


This routine mounts a DOS file system from an ATA hard disk. Parameters: 


drive 
the drive number of the hard disk; 0 is C: and 1 is D:. 


fileName 
the mount point, for example, /ata0/. 


Because VxWorks does not support partitioning, hard disks formatted and initialized on 
VxWorks are not compatible with DOS machines. This routine does not refuse to mount a 
hard disk that was initialized on VxWorks. The hard disk is assumed to have only one 
partition with a partition record in sector 0. 


OK or ERROR. 


src/config/usrAta.c, VxWorks Programmer's Guide: I/O System, Local File Systems, Intel 
1386/i486/Pentium 


usrAtaPartition( ) 


usrAtaPartition() — get an offset to the first partition of the drive 

int usrAtaPartition 
int ctrl, /* 0: primary address, 1: secondary address */ 
int drive, /* drive number of hard disk (0 or 1) */ 


DOS_PART_TBL * pPart /* pointer to the partition table */ 
) 
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usrClock() 


This routine gets an offset to the first partition of the drive. The value of offset is passed to 
the macro ATA_SWAP for endian adjustment. For the drive parameter, 0 is C: and 1 is D:. 


The offset to the partition 


usrAta 


usrClock() 


usrClock() — user-defined system clock interrupt routine 
void usrClock () 


This routine is called at interrupt level on each clock interrupt. It is installed by usrRoot() 
with a sysClkConnect( ) call. It calls all the other packages that need to know about clock 
ticks, including the kernel itself. 


If the application needs anything to happen at the system clock interrupt level, it can be 
added to this routine. 


N/A 


usrConfig 


usrFdConfig( ) 


usrFdConfig() — mount a DOS file system from a floppy disk 


STATUS usrFdConfig 
( 
int drive, /* drive number of floppy disk (0 - 3) */ 
int type, /* type of floppy disk */ 
char * fileName /* mount point */ 


) 


This routine mounts a DOS file system from a floppy disk device. 


The drive parameter is the drive number of the floppy disk; valid values are 0 to 3. 
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2. Subroutines 
usrldeConfig() 


The type parameter specifies the type of diskette, which is described in the structure table 
fdTypes[] in sysLib.c. type is an index to the table. Currently the table contains two 
diskette types: 


— A type of 0 indicates the first entry in the table (3.5" 2HD, 1.44MB); 

— A type of 1 indicates the second entry in the table (5.25" 2HD, 1.2MB). 
The fileName parameter is the mount point, e.g., /fd0/. 
Do not attempt to unmount a volume that was mounted with usrFdConfig() using 
dosFsVolUnmount( ). usrFdConfig() does not return the DOS_VOL_CONFIG structure 


required by dosFsVolUnmount( ). Instead use ioctl() with FFOUNMOUNT which accesses 
the volume information via the file descriptor. 


OK or ERROR. 


ustFd, VxWorks Programmer's Guide: I/O System, Local File Systems, Intel i386/i486 Appendix 


usrIdeConfig( ) 


usrIdeConfig() — mount a DOS file system from an IDE hard disk 


STATUS usrIdeConfig 
( 


int drive, /* drive number of hard disk (0 or 1) */ 
char * fileName /* mount point */ 
) 
This routine mounts a DOS file system from an IDE hard disk. 
The drive parameter is the drive number of the hard disk; 0 is C: and 1 is D:. 
The fileName parameter is the mount point, e.g., /ide0/. 
Because VxWorks does not support partitioning, hard disks formatted and initialized on 
VxWorks are not compatible with DOS machines. This routine does not refuse to mount a 


hard disk that was initialized on VxWorks. The hard disk is assumed to have only one 
partition with a partition record in sector 0. 


OK or ERROR. 


usrIde, VxWorks Programmer's Guide: I/O System, Local File Systems, Intel 1386/i486 Appendix 
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usrInit() 


usrInit( ) 


usrInit() — user-defined system initialization routine 


void usrInit 
( 
int startType 
) 


This is the first C code executed after the system boots. This routine is called by the 
assembly language start-up routine sysInit() which is in the sysALib module of the 
target-specific directory. It is called with interrupts locked out. The kernel is not 
multitasking at this point. 


This routine starts by clearing BSS; thus all variables are initialized to 0, as per the C 
specification. It then initializes the hardware by calling sysHwInit(), sets up the 
interrupt/exception vectors, and starts kernel multitasking with usrRoot() as the root 
task. 


N/A 


usrConfig, kernelLib 


usrRoot( ) 


usrRoot() — the root task 


void usrRoot 
( 
char * pMemPoolStart, /* start of system memory partition */ 
unsigned memPoolSize /* initial size of mem pool */ 


) 


This is the first task to run under the multitasking kernel. It performs all final 
initialization and then starts other tasks. 


It initializes the I/O system, installs drivers, creates devices, and sets up the network, etc., 
as necessary for a particular configuration. It may also create and load the system symbol 
table, if one is to be included. It may then load and spawn additional tasks as needed. In 
the default configuration, it simply initializes the VxWorks shell. 
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2. Subroutines 
usrSmObjInit() 


N/A 


usrConfig 


usrScsiConfig( ) 


usrScsiConfig( ) — configure SCSI peripherals 
STATUS usrScsiConfig (void) 


This code configures the SCSI disks and other peripherals on a SCSI controller chain. 


The macro SCSI_AUTO_CONFIG will include code to scan all possible device/lun id’s and 
to configure a scsiPhysDev structure for each device found. Of course this doesn’t include 
final configuration for disk partitions, floppy configuration parameters, or tape system 
setup. All of these actions must be performed by user code, either through 
sysScsiConfig(), the startup script, or by the application program. 


The user may customize this code on a per BSP basis using the SYS_SCSI_CONFIG macro. 
If defined, then this routine will call the routine sysScsiConfig(). That routine is to be 
provided by the BSP, either in sysLib.c or sysScsi.c. If SYS_SCSI_CONFIG is not defined, 
then sysScsiConfig() will not be called as part of this routine. 


An example sysScsiConfig() routine can be found in target/src/config/usrScsi.c. The 
example code contains sample configurations for a hard disk, a floppy disk and a tape 
unit. 


OK or ERROR. 


usrScsi, VxWorks Programmer's Guide: I/O System, Local File Systems 


usrSmObjInit( ) 


usrSmObjInit() — initialize shared memory objects 


STATUS usrSmObjinit 
( 


char * bootString /* boot parameter string */ 


) 
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uswab( ) 


This routine initializes the shared memory objects facility. It sets up the shared memory 
objects facility if called from processor 0. Then it initializes a shared memory descriptor 
and calls smObjAttach() to attach this CPU to the shared memory object facility. 


When the shared memory pool resides on the local CPU dual ported memory, 
SM_OBJ_MEM_ADRS must be set to NONE in configAII.h and the shared memory objects 
pool is allocated from the VxWorks system pool. 


The shared memory objects library requires information from fields in the VxWorks boot 
line. The functions are contained in the usrNetwork.c file. If no network services are 
included, usrNetwork.c is not included and the shared memory initialization fails. To 
avoid this problem, either add INCLUDE_NETWORK to configAlI.h or extract the bootline 
cracking routines from usrNetwork.c and include them elsewhere. 


OK, or ERROR if unsuccessful. 


usrSmObj 


uswaDv( ) 


uswab() — swap bytes with buffers that are not necessarily aligned 


void uswab 


( 


char * source, /* pointer to source buffer */ 
char * destination, /* pointer to destination buffer */ 
int nbytes /* number of bytes to exchange */ 


) 


This routine gets the specified number of bytes from source, exchanges the adjacent even 
and odd bytes, and puts them in destination. 


Due to speed considerations, this routine should only be used when absolutely necessary. 
Use swab() for aligned swaps. 


It is an error for nbytes to be odd. 
N/A 


bLib, swab() 
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2. Subroutines 
va_arg() 


utime() 


utime() — update time on a file 


int utime 
( 
char * file, 
struct utimbuf * newTimes 


) 
OK or ERROR. 


dirLib, stat(), fstat(), Is() 


va_arg() 


va_arg() — expand to an expression having the type and value of the call’s next argument 


void va_arg 
( 
) 


Each invocation of this macro modifies an object of type va_list (ap) so that the values of 
successive arguments are returned in turn. The parameter type is a type name specified 
such that the type of a pointer to an object that has the specified type can be obtained 
simply by postfixing a * to type. If there is no actual next argument, or if type is not 
compatible with the type of the actual next argument (as promoted according to the 
default argument promotions), the behavior is undefined. 


The first invocation of va_arg() after va_start() returns the value of the argument after 
that specified by parmN (the rightmost parameter). Successive invocations return the 


value of the remaining arguments in succession. 


ansiStdarg 
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va_end() 


va_end() 


va_end() — facilitate a normal return from a routine using a va_list object 


void va_end 
( 
) 


This macro facilitates a normal return from the function whose variable argument list was 
referred to by the expansion of va_start() that initialized the va_list object. 


va_end() may modify the va_list object so that it is no longer usable (without an 
intervening invocation of va_start()). If there is no corresponding invocation of the 
va_start() macro, or if the va_end() macro is not invoked before the return, the behavior 
is undefined. 


N/A 


ansiStdarg 


va_start() 


va_start() — initialize a va_list object for use by va_arg() and va_end() 


void va_start 
( 
) 


This macro initializes an object of type va_list (ap) for subsequent use by va_arg() and 
va_end(). The parameter parmN is the identifier of the rightmost parameter in the 
variable parameter list in the function definition (the one just before the, ...). If parmN is 
declared with the register storage class with a function or array type, or with a type that is 
not compatible with the type that results after application of the default argument 
promotions, the behavior is undefined. 


N/A 


ansiStdarg 
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2. Subroutines 
version( ) 


valloc() 


valloc() — allocate memory on a page boundary 


void * valloc 


( 


unsigned size /* number of bytes to allocate */ 

) 
This routine allocates a buffer of size bytes from the system memory partition. 
Additionally, it insures that the allocated buffer begins on a page boundary. Page sizes 
are architecture-dependent. 


A pointer to the newly allocated block, or NULL if the buffer could not be allocated or the 
memory management unit (MMU) support library has not been initialized. 


S_memLib_PAGE_SIZE_LUNAVAILABLE 


memLib 


version( ) 


version( ) — print VxWorks version information 
void version (void) 


This command prints the VxWorks version number, the date this copy of VxWorks was 
made, and other pertinent information. 


—> version 

VxWorks (for Mizar 7170) version 5.1 

Kernel: WIND version 2.1. 

Made on Tue Jul 27 20:26:23 CDT 1997. 

Boot line: 

enp (0,0) host: /usr/wpwr/target/config/mz7170/vxWorks e=90.0.0.50 h=90.0.0.4 
u=target 


N/A 


ustLib, VxWorks Programmer’s Guide: Target Shell, windsh, Tornado User’s Guide: Shell 
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vfdprintf() 


vfdprintf() 


ofdprintf() — write a string formatted with a variable argument list to a file descriptor 


int vfdprintf 
( 
int fd, /* file descriptor to print to */ 
const char * fmt, /* format string for print */ 
va_list vaList /* optional arguments to format */ 


) 
This routine prints a string formatted with a variable argument list to a specified file 
descriptor. It is identical to fdprintf(), except that it takes the variable arguments to be 
formatted as a list vaList of type va_list rather than as in-line arguments. 


The number of characters output, or ERROR if there is an error during output. 


fioLib, fdprintf() 


ofprintf() 


ofprintf() — write a formatted string to a stream (ANSI) 


int vfprintf 
( 


FILE * fp, /* stream to write to */ 
const char * fmt, /* format string */ 
va_list vaList /* arguments to format string */ 


) 


This routine is equivalent to fprintf(), except that it takes the variable arguments to be 
formatted from a list vaList of type va_list rather than from in-line arguments. 


stdio.h 
The number of characters written, or a negative value if an output error occurs. 


ansiStdio, fprintf() 
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2. Subroutines 
vmBaseGlobalMapInit() 


vmBaseGlobalMapInit( ) 


omBaseGlobalMapInit( ) — initialize global mapping 


VM_CONTEXT_ID vmBaseGlobalMapInit 
( 


PHYS_MEM_ DESC * pMemDescArray, /* pointer to array of mem descs */ 
int numDescArrayElements, /* no. of elements */ 

/* in pMemDescArray */ 
BOOL enable /* enable virtual memory */ 


This routine creates and installs a virtual memory context with mappings defined for each 
contiguous memory segment defined in pMemDescArray. In the standard VxWorks 
configuration, an instance of PHYS_MEM_DESC (called sysPhysMemDesc) is defined in 
sysLib.c; the variable is passed to vmBaseGlobalMapInit( ) by the system configuration 
mechanism. 


The physical memory descriptor also contains state information used to initialize the state 
information in the MMU’s translation table for that memory segment. The following state 
bits may be or’ed together: 


VM_STATE_VALID VM_STATE_VALID_NOT valid/invalid 
VM_STATE_WRITABLE VM_STATE_WRITABLE_NOT writable/write-protected 
VM_STATE_CACHEABLE VM_STATE_CACHEABLE_NOT cacheable /not-cacheable 


Additionally, mask bits are or’ed together in the initialStateMask structure element to 
describe which state bits are being specified in the initialStatestructure element: 


VM_STATE_MASK_VALID 
VM_STATE_MASK_WRITABLE 
VM_STATE_MASK_CACHEABLE 


If enable is TRUE, the MMU is enabled upon return. 


A pointer to a newly created virtual memory context, or NULL if memory cannot be 
mapped. 


omBaseLibInit() 
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vmBaseLibInit( ) 


omBaseLibInit( ) 


omBaseLibInit( ) — initialize base virtual memory support 


STATUS vmBaseLibInit 
( 
int pageSize /* size of page */ 


) 
This routine initializes the virtual memory context class and module-specific data 
structures. It is called only once during system initialization, and should be followed with 
a call to vumBaseGlobalMapInit( ), which initializes and enables the MMU. 
OK. 


vmBaseLib, vmBaseGlobalMapInit( ) 


vmBasePageSizeGet( ) 


omBasePageSizeGet( ) — return the page size 
int vmBasePageSizeGet (void) 


This routine returns the architecture-dependent page size. 


This routine is callable from interrupt level. 
The page size of the current architecture. 


vmBaseLib 
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2. Subroutines 
vmBaseStateSet( ) 


omBaseStateSet( ) 


omBaseStateSet( ) — change the state of a block of virtual memory 


STATUS vmBaseStateSet 
( 


VM_CONTEXT_ID context, /* context -— NULL == currentContext */ 

void * pVirtual, /* virtual address to modify state of */ 

int len, /* len of virtual space to modify state of */ 
UINT stateMask, /* state mask */ 

UINT state /* state */ 


This routine changes the state of a block of virtual memory. Each page of virtual memory 
has at least three elements of state information: validity, writability, and cacheability. 
Specific architectures may define additional state information; see vmLib.h for additional 
architecture-specific states. Memory accesses to a page marked as invalid will result in an 
exception. Pages may be invalidated to prevent them from being corrupted by invalid 
references. Pages may be defined as read-only or writable, depending on the state of the 
writable bits. Memory accesses to pages marked as not-cacheable will always result in a 
memory cycle, bypassing the cache. This is useful for multiprocessing, multiple bus 
masters, and hardware control registers. 


The following states are provided and may be or’ed together in the state parameter: 


VM_STATE_VALID VM_STATE_VALID_NOT valid /invalid 
VM_STATE_WRITABLE VM_STATE_WRITABLE_NOT writable /write-protected 
VM_STATE_CACHEABLE VM_STATE_CACHEABLE_ NOT cacheable /not-cacheable 


Additionally, the following masks are provided so that only specific states may be set. 
These may be or’ed together in the stateMask parameter. 


VM_STATE_MASK_VALID 
VM_STATE_MASK_WRITABLE 
VM_STATE_MASK_CACHEABLE 


If context is specified as NULL, the current context is used. 
This routine is callable from interrupt level. 
OK, or ERROR if the validation fails, pVirtual is not on a page boundary, len is not a 


multiple of the page size, or the architecture-dependent state set fails for the specified 
virtual address. 


S_vmLib_NOT_PAGE_ALIGNED, S_vmLib_BAD_STATE_PARAM, S_vmLib_BAD_MASK_PARAM 


vmBaseLib 


2-959 


NAME 


SYNOPSIS 


DESCRIPTION 


AVAILABILITY 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


AVAILABILITY 


RETURNS 


SEE ALSO 


VxWorks Reference Manual, 5.4 
vmContextCreate( ) 


omContextCreate( ) 


vmContextCreate( ) — create a new virtual memory context (VxVMI Opt.) 
VM_CONTEXT_ID vmContextCreate (void) 


This routine creates a new virtual memory context. The newly created context does not 
become the current context until explicitly installed by a call to vumCurrentSet(). 
Modifications to the context state (mappings, state changes, etc.) may be performed on 
any virtual memory context, even if it is not the current context. 


This routine should not be called from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


A pointer to a new virtual memory context, or NULL if the allocation or initialization fails. 


vmLib 


omContextDelete( ) 


omContextDelete() — delete a virtual memory context (VxVMI Opt.) 


STATUS vmContextDelete 


( 
VM_CONTEXT_ID context 


) 


This routine deallocates the underlying translation table associated with a virtual memory 
context. It does not free the physical memory already mapped to the virtual memory 
space. 


This routine should not be called from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if context is not a valid context descriptor or if an error occurs deleting the 
translation table. 


vm Lib 
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2. Subroutines 
vmCurrentGet( ) 


omContextShow( ) 


omContextShow() — display the translation table for a context (VxVMI Opt.) 


STATUS vmContextShow 


( 
VM_CONTEXT_ID context /* context -— NULL == currentContext */ 


) 


This routine displays the translation table for a specified context. If context is specified as 
NULL, the current context is displayed. Output is formatted to show blocks of virtual 
memory with consecutive physical addresses and the same state. State information shows 
the writable and cacheable states. If the block is in global virtual memory, the word 
"global" is appended to the line. Only virtual memory that has its valid state bit set is 
displayed. 


This routine should be used for debugging purposes only. 


Note that this routine cannot report non-standard architecture-dependent states. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if the virtual memory context is invalid. 


vmShow 


omCurrentGet( ) 


omCurrentGet( ) — get the current virtual memory context (VxVMI Opt.) 
VM_CONTEXT_ID vmCurrentGet (void) 


This routine returns the current virtual memory context. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


The current virtual memory context, or NULL if no virtual memory context is installed. 


vmLib 
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vmCurrentSet( ) 


omCurrentSet( ) 


omCurrentSet() — set the current virtual memory context (VxVMI Opt.) 
STATUS vmCurrentSet 

( 

VM_CONTEXT_ID context /* context to install */ 


) 


This routine installs a specified virtual memory context. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if the validation or context switch fails. 


vmLib 


omEnable() 


ovmEnable( ) — enable or disable virtual memory (VxVMI Opt.) 

STATUS vmEnable 
( 
BOOL enable /* TRUE == enable MMU, FALSE == disable MMU */ 
) 


This routine turns virtual memory on and off. Memory management should not be 
turned off once it is turned on except in the case of system shutdown. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if the validation or architecture-dependent code fails. 


vm Lib 
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2. Subroutines 
vmGlobalMap( ) 


vmGloballInfoGet( ) 


omGloballnfoGet( ) — get global virtual memory information (VxVMI Opt.) 
UINT8 *vmGlobalInfoGet (void) 


This routine provides a description of those parts of the virtual memory space dedicated 
to global memory. The routine returns a pointer to an array of UINT8. Each element of 
the array corresponds to a block of virtual memory, the size of which is 
architecture-dependent and can be obtained with a call to vumPageBlockSizeGet(). To 
determine if a particular address is in global virtual memory, use the following code: 


UINT8 *globalPageBlockArray = vmGlobalInfoGet (); 


int pageBlockSize = vmPageBlockSizeGet (); 


if (globalPageBlockArray [addr/pageBlockSize] ) 


The array pointed to by the returned pointer is guaranteed to be static as long as no calls 
are made to vmGlobalMap() while the array is being examined. The information in the 
array can be used to determine what portions of the virtual memory space are available 

for use as private virtual memory within a virtual memory context. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


A pointer to an array of UINT8. 


vmLib, vmPageBlockSizeGet( ) 


vmGlobalMap() 


ovmGlobalMap() - map physical pages to virtual space in shared global virtual memory 
(VxVMI Opt.) 


STATUS vmGlobalMap 
( 
void * virtualAddr, /* virtual address */ 
void * physicalAddr, /* physical address */ 
UINT len /* len of virtual and physical spaces */ 
) 


2-963 


DESCRIPTION 


AVAILABILITY 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


VxWorks Reference Manual, 5.4 
vmGlobalMapInit( ) 


This routine maps physical pages to virtual space that is shared by all virtual memory 
contexts. Calls to vmGlobalMap() should be made before any virtual memory contexts 
are created to insure that the shared global mappings are included in all virtual memory 
contexts. Mappings created with umGlobalMap() after virtual memory contexts are 
created are not guaranteed to appear in all virtual memory contexts. After the call to 
ovmGlobalMap(), the state of all pages in the the newly mapped virtual memory is 
unspecified and must be set with a call to vmStateSet(), once the initial virtual memory 
context is created. 


This routine should not be called from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if virtualAddr or physicalAddr are not on page boundaries, len is not a 
multiple of the page size, or the mapping fails. 


S_vmLib_NOT_PAGE_ALIGNED 


vmLib 


vmGlobalMapInit() 


omGlobalMapInit( ) — initialize global mapping (VxVMI Opt.) 


VM_CONTEXT_ID vmGlobalMapInit 
( 


PHYS_MEM DESC * pMemDescArray, /* pointer to array of mem descs */ 
int numDescArrayElements,/* # of elements in pMemDescArray */ 
BOOL enable /* enable virtual memory */ 


This routine is a convenience routine that creates and installs a virtual memory context 
with global mappings defined for each contiguous memory segment defined in the 
physical memory descriptor array passed as an argument. The context ID returned 
becomes the current virtual memory context. 


The physical memory descriptor also contains state information used to initialize the state 
information in the MMU’s translation table for that memory segment. The following state 
bits may be or’ed together: 


VM_STATE_VALID VM_STATE_VALID_NOT valid /invalid 
VM_STATE_WRITABLE VM_STATE_WRITABLE_NOT writable /write-protected 
VM_STATE_CACHEABLE VM_STATE_CACHEABLE_ NOT cacheable /not-cacheable 
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2. Subroutines 
vm LibInit() 


Additionally, mask bits are or’ed together in the initialStateMask structure element to 
describe which state bits are being specified in the initialStatestructure element: 


VM_STATE_MASK_VALID 
VM_STATE_MASK_WRITABLE 
VM_STATE_MASK_CACHEABLE 


If the enable parameter is TRUE, the MMU is enabled upon return. The 
vmGlobalMapInit( ) routine should be called only after vmLibInit() has been called. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


A pointer to a newly created virtual memory context, or NULL if the memory cannot be 
mapped. 


vmLib 


omLibInit() 


omLibInit( ) — initialize the virtual memory support module (VxVMI Opt.) 
STATUS vmLibInit 

( 

int pageSize /* size of page */ 


) 


This routine initializes the virtual memory context class. It is called only once during 
system initialization. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK. 


vmLib 
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vmMap() 


omMap( ) 


omMap() - map physical space into virtual space (VxVMI Opt.) 


STATUS vmMap 
( 


VM_CONTEXT_ID context, /* context -— NULL == currentContext */ 
void * virtualAddr, /* virtual address */ 

void * physicalAddr, /* physical address */ 

UINT len /* len of virtual and physical spaces */ 


) 


This routine maps physical pages into a contiguous block of virtual memory. virtualAddr 
and physicalAddr must be on page boundaries, and Jen must be evenly divisible by the 
page size. After the call to vmMap(), the state of all pages in the the newly mapped 
virtual memory is valid, writable, and cacheable. 


The vmMap() routine can fail if the specified virtual address space conflicts with the 
translation tables of the global virtual memory space. The global virtual address space is 
architecture-dependent and is initialized at boot time with calls to umGlobalMap() by 
vmGlobalMapInit(). If a conflict results, errno is set to 
S_vmLib_ADDR_IN_GLOBAL_SPACE. To avoid this conflict, use vmGlobalInfoGet() to 
ascertain which portions of the virtual address space are reserved for the global virtual 
address space. If context is specified as NULL, the current virtual memory context is used. 


This routine should not be called from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if virtualAddr or physicalAddr are not on page boundaries, len is not a 
multiple of the page size, the validation fails, or the mapping fails. 


S_vmLib_NOT_PAGE_ALIGNED, S_vmLib_ADDR_IN_GLOBAL_SPACE 


vmLib 
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2. Subroutines 
vmPageSizeGet( ) 


vmPageBlockSizeGet( ) 


omPageBlockSizeGet( ) — get the architecture-dependent page block size (VxVMI Opt.) 
int vmPageBlockSizeGet (void) 


This routine returns the size of a page block for the current architecture. Each MMU 
architecture constructs translation tables such that a minimum number of pages are 
pre-defined when a new section of the translation table is built. This minimal group of 
pages is referred to as a "page block." This routine may be used in conjunction with 
omGlobalInfoGet( ) to examine the layout of global virtual memory. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


The page block size of the current architecture. 


vmLib, vmGlobaliInfoGet() 


vmPageSizeGet( ) 


omPageSizeGet( ) — return the page size (VxVMI Opt.) 
int vmPageSizeGet (void) 


This routine returns the architecture-dependent page size. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


The page size of the current architecture. 


vmLib 
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vmShowlnit() 


omShow!Init( ) 


omShowInit() — include virtual memory show facility (VxVMI Opt.) 
void vmShowInit (void) 
This routine acts as a hook to include vumContextShow(). It is called automatically when 


the virtual memory show facility is configured into VxWorks using either of the following 
methods: 


— If you use the configuration header files, define both INCLUDE_LMMU_FULL and 
INCLUDE_SHOW_ROUTINES in config.h. 


— If you use the Tornado project facility, select INCLUDELMMU_FULL_SHOW. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


N/A 


vmShow 


omStateGet( ) 


omStateGet( ) — get the state of a page of virtual memory (VxVMI Opt.) 


STATUS vmStateGet 
( 


VM_CONTEXT_ID context, /* context -— NULL == currentContext */ 
void * pPageAddr, /* virtual page addr */ 
UINT * pState /* where to return state */ 


) 


This routine extracts state bits with the following masks: 


VM_STATE_MASK_VALID 
VM_STATE_MASK_WRITABLE 
VM_STATE_MASK_CACHEABLE 


Individual states may be identified with the following constants: 


VM_STATE_VALID VM_STATE_VALID_NOT valid /invalid 
VM_STATE_WRITABLE VM_STATE_WRITABLE_NOT writable /write-protected 
VM_STATE_CACHEABLE VM_STATE_CACHEABLE_ NOT cacheable /not-cacheable 
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vmStateSet( ) 


For example, to see if a page is writable, the following code would be used: 


vmStateGet (vmContext, pageAddr, &state) ; 
if ((state & VM_STATE_MASK_WRITABLE) & VM_STATE_WRITABLE) 


If context is specified as NULL, the current virtual memory context is used. 
This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if pageAddr is not on a page boundary, the validity check fails, or the 
architecture-dependent state get fails for the specified virtual address. 


S_vmLib_NOT_PAGE_ALIGNED 


vmLib 


omStateSet( ) 


omStateSet( ) — change the state of a block of virtual memory (VxVMI Opt.) 


STATUS vmStateSet 
( 


VM_CONTEXT_ID context, /* context -— NULL == currentContext */ 

void * pVirtual, /* virtual address to modify state of */ 

int len, /* len of virtual space to modify state of */ 
UINT stateMask, /* state mask */ 

UINT state /* state */ 


This routine changes the state of a block of virtual memory. Each page of virtual memory 
has at least three elements of state information: validity, writability, and cacheability. 
Specific architectures may define additional state information; see vmLib.h for additional 
architecture-specific states. Memory accesses to a page marked as invalid will result in an 
exception. Pages may be invalidated to prevent them from being corrupted by invalid 
references. Pages may be defined as read-only or writable, depending on the state of the 
writable bits. Memory accesses to pages marked as not-cacheable will always result in a 
memory cycle, bypassing the cache. This is useful for multiprocessing, multiple bus 
masters, and hardware control registers. 
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vmTextProtect( ) 


The following states are provided and may be or’ed together in the state parameter: 


VM_STATE_VALID VM_STATE_VALID_NOT valid /invalid 
VM_STATE_WRITABLE VM_STATE_WRITABLE_NOT writable /write-protected 
VM_STATE_CACHEABLE VM_STATE_CACHEABLE_ NOT cacheable /not-cacheable 


Additionally, the following masks are provided so that only specific states may be set. 
These may be or’ed together in the stateMask parameter. 


VM_STATE_MASK_VALID 
VM_STATE_MASK_WRITABLE 
VM_STATE_MASK_CACHEABLE 


If context is specified as NULL, the current context is used. 
This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK or, ERROR if the validation fails, pVirtual is not on a page boundary, len is not a 
multiple of page size, or the architecture-dependent state set fails for the specified virtual 
address. 


S_vmLib_NOT_PAGE_ALIGNED, S_vmLib_BAD_STATE_PARAM, 
S_vmLib_BAD_MASK_PARAM 


vm Lib 


omTextProtect( ) 


omTextProtect( ) — write-protect a text segment (VxVMI Opt.) 


STATUS vmTextProtect (void) 
This routine write-protects the VxWorks text segment and sets a flag so that all text 
segments loaded by the incremental loader will be write-protected. The routine should be 


called after both vmLibInit() and vmGlobalMapInit() have been called. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if the text segment cannot be write-protected. 
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vprintf() 


S_vmLib_TEXT_PROTECTION_UNAVAILABLE 


vmLib 


omtTranslate() 


omtTranslate() — translate a virtual address to a physical address (VxVMI Opt.) 


STATUS vmTranslate 
( 


VM_CONTEXT_ID context, /* context -— NULL == currentContext */ 
void * virtualAddr, /* virtual address */ 
void * *physicalAddr /* place to put result */ 


) 


This routine retrieves mapping information for a virtual address from the page translation 
tables. If the specified virtual address has never been mapped, the returned status can be 
either OK or ERROR; however, if it is OK, then the returned physical address will be -1. If 
context is specified as NULL, the current context is used. 


This routine is callable from interrupt level. 


This routine is distributed as a component of the unbundled virtual memory support 
option, VxVMI. 


OK, or ERROR if the validation or translation fails. 


vm Lib 


vprintf() 


oprintf() — write a string formatted with a variable argument list to standard output (ANSI) 


int vprintf 
( 
const char * fmt, /* format string to write */ 
va_list vaList /* arguments to format */ 
) 
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vsprintf() 


This routine prints a string formatted with a variable argument list to standard output. It 
is identical to printf(), except that it takes the variable arguments to be formatted as a list 
vaList of type va_listrather than as in-line arguments. 


The number of characters output, or ERROR if there is an error during output. 


fioLib, printf(), American National Standard for Information Systems — Programming 
Language — C, ANSI X3.159-1989: Input/Output (stdio.h) 


vsprintf() 


vsprintf() — write a string formatted with a variable argument list to a buffer (ANSI) 


int vsprintf 


( 


char * buffer, /* buffer to write to */ 
const char * fmt, /* format string */ 
va_list vaList /* optional arguments to format */ 


) 


This routine copies a string formatted with a variable argument list to a specified buffer. 
This routine is identical to sprintf(), except that it takes the variable arguments to be 
formatted as a list vaList of type va_list rather than as in-line arguments. 


The number of characters copied to buffer, not including the NULL terminator. 


fioLib, sprintf(), American National Standard for Information Systems — Programming 
Language — C, ANSI X3.159-1989: Input/Output (stdio.h) 


oxMemArchProbe( ) 


oxMemArchProbe( ) — architecture specific part of v®MemProbe 


STATUS vxMemArchProbe 
( 


char * adrs, /* address to be probed */ 

int mode, /* VX_READ or VX_WRITE */ 

int length, /* 1, 2, 4, or 8 */ 

char * pVal /* where to return value, or ptr to value to be written */ 


) 
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vxMemProbe( ) 


This is the routine implementing the architecture specific part of the vxMemProbe routine. 
It traps the relevant exceptions while accessing the specified address. If an exception 
occurs, then the result will be ERROR. If no exception occurs then the result will be OK. 


OK or ERROR if an exception occurred during access. 


vxLib 


oxMemProbe( ) 


oxMemProbe( ) — probe an address for a bus error 


STATUS vxMemProbe 
( 


char * adrs, /* address to be probed */ 

int mode, /* VX_READ or VX_WRITE */ 

int length, /* 1, 2, 4, or 8 */ 

char * pVal /* where to return value, or ptr to value to be written */ 


) 


This routine probes a specified address to see if it is readable or writable, as specified by 
mode. The address is read or written as 1, 2, or 4 bytes, as specified by length (values other 
than 1, 2, or 4 yield unpredictable results). If the probe is a VX_READ (0), the value read is 
copied to the location pointed to by pVal. If the probe is a VX_WRITE (1), the value written 
is taken from the location pointed to by pVal. In either case, pVal should point to a value 
of 1, 2, or 4 bytes, as specified by length. 


Note that only bus errors are trapped during the probe, and that the access must 
otherwise be valid (i.e., it must not generate an address error). 


testMem (adrs) 
char *adrs; 
{ 
char testW = 1; 
char testR; 


if (vxMemProbe (adrs, VX_WRITE, 1, &testW) == OK) 
printf ("value %d written to adrs %x\n", testW, adrs) ; 
if (vxMemProbe (adrs, VX_READ, 1, &testR) == OK) 


printf ("value %d read from adrs %x\n", testR, adrs) ; 
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vxMemProbeAsi( ) 


The BSP can modify the behaviour of vxMemProbe() by supplying an alternate routine 
and placing the address in the global variable _func_vxMemProbeHook. The BSP routine 
will be called instead of the architecture specific routine oxMemArchProbe( ). 


OK, or ERROR if the probe caused a bus error or was misaligned. 


vxLib, vxMemArchProbe( ) 


oxMemProbeAsi() 


oxMemProbeAsi( ) — probe address in ASI space for bus error (SPARC) 


STATUS vxMemProbeAsi 
( 


char * adrs, /* address to be probed */ 

int mode, /* VX_READ or VX_WRITE */ 

int length, /* 1, 2, 4, or 8 */ 

char * pVal, /* where to return value, or ptr to value to be written */ 
int adrsAsi /* ASI field of address to be probed */ 


) 


This routine probes the specified address to see if it is readable or writable, as specified by 
mode. The address will be read/written as 1, 2, 4, or 8 bytes as specified by length (values 
other than 1, 2, 4, or 8 return ERROR). If the probe is a VX_READ (0), then the value read 
will be returned in the location pointed to by pVal. If the probe is a VX_WRITE (1), then 
the value written will be taken from the location pointed to by pVal. In either case, pVal 
should point to a value of the appropriate length, 1, 2, 4, or 8 bytes, as specified by length. 


The fifth parameter adrsAsi is the ASI parameter used to modify the adrs parameter. 


testMem (adrs) 
char *adrs; 
{ 
char testW = 1; 
char testR; 


if (vxMemProbeAsi (adrs, VX_WRITE, 1, &testW) == OK) 
printf ("value %d written to adrs %x\n", testW, adrs) ; 
if (vxMemProbeAsi (adrs, VX_READ, 1, &testR) == OK) 


printf ("value %d read from adrs %x\n", testR, adrs) ; 
} 


OK, or ERROR if the probe caused a bus error or was misaligned. 


vxLib 
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SEE ALSO 


2. Subroutines 
vxPowerModeGet/ ) 


vxPowerDown( ) 


vxPowerDown( ) — place the processor in reduced-power mode (PowerPC) 

UINT32 vxPowerDown (void) 

This routine activates the reduced-power mode if power management is enabled. It is 
called by the scheduler when the kernel enters the idle loop. The power management 


mode is selected by vxPowerModeSet( ). 


OK, or ERROR if power management is not supported or if external interrupts are 
disabled. 


vxLib, vxPowerModeSet( ), vxPowerModeGet( ) 
STATUS vxPowerDown (void) 


oxPowerModeGet( ) 


vxPowerModeGet( ) — get the power management mode (PowerPC) 
UINT32 vxPowerModeGet (void) 
This routine returns the power management mode set by vxPowerModeSet( ). 


The power management mode, or ERROR if no mode has been selected or if power 
management is not supported. 


vxLib, vxPowerModeSet( ), vxPowerDown( ) 
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vxPowerModeSet( ) 


oxPowerModeSet( ) 


vxPowerModeSet( ) — set the power management mode (PowerPC) 


STATUS vxPowerModeSet 
( 
UINT32 mode /* power management mode to select */ 


) 


This routine selects the power management mode to be activated when vxPowerDown( ) 
is called. vxPowerModeSet( ) is normally called in the BSP initialization routine 
sysHwlInit(). 


Power management modes include the following: 


VX_POWER_MODE_DISABLE (0x1) 
Power management is disabled; this prevents the MSR(POW) bit from being set (all 
PPC). 


VX_POWER_MODE_FULL (0x2) 
All CPU units are active while the kernel is idle (PPC603, PPCEC603 and PPC860 
only). 


VX_POWER_MODE_DOZE (0x4) 
Only the decrementer, data cache, and bus snooping are active while the kernel is idle 
(PPC603, PPCEC603 and PPC860). 


VX_POWER_MODE_NAP (0x8) 
Only the decrementer is active while the kernel is idle (PPC603, PPCEC603 and 
PPC604 ). 


VX_POWER_MODE_SLEEP (0x10) 
All CPU units are inactive while the kernel is idle (PPC603, PPCEC603 and PPC860 — 
not recommended for the PPC603 and PPCEC603 architecture). 


VX_POWER_MODE_DEEP_SLEEP (0x20) 
All CPU units are inactive while the kernel is idle (PPC860 only — not recommended). 


VX_POWER_MODE_DPM (0x40) 
Dynamic Power Management Mode (PPC603 and PPCEC603 only). 


VX_POWER_MODE_DOWN (0x80) 
Only a hard reset causes an exit from power-down low power mode (PPC860 only — 
not recommended). 


OK, or ERROR if mode is incorrect or not supported by the processor. 


vxLib, vxPowerModeGet( ), vxPowerDown() 
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vxTas() 


voxSSDisable() 


vxSSDisable() — disable the superscalar dispatch (MC68060) 
void vxSSDisable (void) 


This function resets the ESS bit of the Processor Configuration Register (PCR) to disable 
the superscalar dispatch. 


N/A 


vxLib 


oxSSEnable() 


vxSSEnable( ) — enable the superscalar dispatch (MC68060) 
void vxSSEnable (void) 


This function sets the ESS bit of the Processor Configuration Register (PCR) to enable the 
superscalar dispatch. 


N/A 


vxLib 


vxTas() 


vxTas() — C-callable atomic test-and-set primitive 


BOOL vxTas 
( 


void * address /* address to test and set */ 


) 


This routine provides a C-callable interface to a test-and-set instruction. The instruction is 
executed on the specified address. The architecture test-and-set instruction is: 
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68K: tas 
SPARC: Idstub 
i960: atmod 
ARM swpb 


This routine is equivalent to sysBusTas() in sysLib. 
Only Kseg0 and Kseg1 addresses are accepted; other addresses always return FALSE. 
TRUE if the value had not been set (but is now), or FALSE if the value was set already. 


vxLib, sysBusTas() 


VX WBSem::VXWBSem( ) 


VXWBSem::VXWBSem( ) - create and initialize a binary semaphore (WFC Opt.) 


VXWBSem 
( 
int opts, 
SEM_B_STATE iState 
) 


This routine allocates and initializes a binary semaphore. The semaphore is initialized to 
the state iState: either SEM_FULL (1) or SEM_EMPTY (0). 


The opts parameter specifies the queuing style for blocked tasks. Tasks can be queued on a 
priority basis or a first-in-first-out basis. These options are SEM_Q_PRIORITY and 
SEM_Q_FIFO, respectively. 


Binary semaphores are the most versatile, efficient, and conceptually simple type of 
semaphore. They can be used to: (1) control mutually exclusive access to shared devices 
or data structures, or (2) synchronize multiple tasks, or task-level and interrupt-level 
processes. Binary semaphores form the foundation of numerous VxWorks facilities. 


A binary semaphore can be viewed as a cell in memory whose contents are in one of two 
states, full or empty. When a task takes a binary semaphore, using VXWSem::take( ), 
subsequent action depends on the state of the semaphore: 


(1) Ifthe semaphore is full, the semaphore is made empty, and the calling task continues 
executing. 


(2) Ifthe semaphore is empty, the task is blocked, pending the availability of the 
semaphore. If a timeout is specified and the timeout expires, the pended task is 
removed from the queue of pended tasks and enters the ready state with an ERROR 
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VXWBSem::VXWBSem( ) 


status. A pended task is ineligible for CPU allocation. Any number of tasks may be 
pended simultaneously on the same binary semaphore. 


When a task gives a binary semaphore, using VXWSem::give( ), the next available task in 
the pend queue is unblocked. If no task is pending on this semaphore, the semaphore 
becomes full. Note that if a semaphore is given, and a task is unblocked that is of higher 
priority than the task that called VXWSemi::give(), the unblocked task preempts the 
calling task. 


MUTUAL EXCLUSION 


SYNCHRONIZATION 


CAVEATS 


RETURNS 


SEE ALSO 


To use a binary semaphore as a means of mutual exclusion, first create it with an initial 
state of full. 


Then guard a critical section or resource by taking the semaphore with VXWSem::take(), 
and exit the section or release the resource by giving the semaphore with 
VxXWSemi::give(). 


While there is no restriction on the same semaphore being given, taken, or flushed by 
multiple tasks, it is important to ensure the proper functionality of the mutual-exclusion 
construct. While there is no danger in any number of processes taking a semaphore, the 
giving of a semaphore should be more carefully controlled. If a semaphore is given by a 
task that did not take it, mutual exclusion could be lost. 


To use a binary semaphore as a means of synchronization, create it with an initial state of 
empty. A task blocks by taking a semaphore at a synchronization point, and it remains 
blocked until the semaphore is given by another task or interrupt service routine. 


Synchronization with interrupt service routines is a particularly common need. Binary 
semaphores can be given, but not taken, from interrupt level. Thus, a task can block at a 
synchronization point with VXWSemi::take(), and an interrupt service routine can 
unblock that task with VXWSem::give(). 


A semFlush() on a binary semaphore atomically unblocks all pended tasks in the 
semaphore queue; that is, all tasks are unblocked at once, before any actually execute. 


There is no mechanism to give back or reclaim semaphores automatically when tasks are 
suspended or deleted. Such a mechanism, though desirable, is not currently feasible. 
Without explicit knowledge of the state of the guarded resource or region, reckless 
automatic reclamation of a semaphore could leave the resource in a partial state. Thus, if 
a task ceases execution unexpectedly, as with a bus error, currently owned semaphores 
will not be given back, effectively leaving a resource permanently unavailable. The 
mutual-exclusion semaphores provided by VkWMSem offer protection from unexpected 
task deletion. 


N/A 


VxwSem 
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VxXWCSem::VXWCSem( ) 


VxXWCSem::VXWCSem( ) - create and initialize a counting semaphore (WFC Opt.) 


VxWCSem 
( 
int opts, 
int count 


) 


This routine allocates and initializes a counting semaphore. The semaphore is initialized 
to the specified initial count. 


The opts parameter specifies the queuing style for blocked tasks. Tasks may be queued on 
a priority basis or a first-in-first-out basis. These options are SEM_Q_PRIORITY and 
SEM_Q_FIFO, respectively. 


A counting semaphore may be viewed as a cell in memory whose contents keep track of a 
count. When a task takes a counting semaphore, using VXWSem::take(), subsequent 
action depends on the state of the count: 


(1) Ifthe count is non-zero, it is decremented and the calling task continues executing. 


(2) Ifthe count is zero, the task is blocked, pending the availability of the semaphore. Ifa 
timeout is specified and the timeout expires, the pended task is removed from the 
queue of pended tasks and enters the ready state with an ERROR status. A pended 
task is ineligible for CPU allocation. Any number of tasks may be pended 
simultaneously on the same counting semaphore. 


When a task gives a semaphore, using VXWSem::give( ), the next available task in the 
pend queue is unblocked. If no task is pending on this semaphore, the semaphore count 
is incremented. Note that if a semaphore is given, and a task is unblocked that is of higher 
priority than the task that called VXWSemi::give(), the unblocked task preempts the 
calling task. 


A VXWSem::flush() on a counting semaphore atomically unblocks all pended tasks in the 
semaphore queue. Thus, all tasks are made ready before any task actually executes. The 
count of the semaphore remains unchanged. 


Counting semaphores may be given but not taken from interrupt level. 


There is no mechanism to give back or reclaim semaphores automatically when tasks are 
suspended or deleted. Such a mechanism, though desirable, is not currently feasible. 
Without explicit knowledge of the state of the guarded resource or region, reckless 
automatic reclamation of a semaphore could leave the resource in a partial state. Thus, if 
a task ceases execution unexpectedly, as with a bus error, currently owned semaphores 
are not given back, effectively leaving a resource permanently unavailable. The 
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2. Subroutines 
VXWList::concat( ) 


mutual-exclusion semaphores provided by VkWMSem offer protection from unexpected 
task deletion. 


N/A 


VxwSem 


VXWList::add() 


VXWList::add() — add a node to the end of list (WFC Opt.) 
void add 

a * pNode 

) 
This routine adds a specified node to the end of the list. 


N/A 


VXWList 


VXWList::concat( ) 


VXWList::concat( ) — concatenate two lists (WFC Opt.) 
void concat 

( 

VXWList é&aList 


) 


This routine concatenates the specified list to the end of the current list. The specified list 
is left empty. Either list (or both) can be empty at the beginning of the operation. 


N/A 


VXWList 
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VXWList::count() 


NAME VXWList::count() — report the number of nodes in a list (WFC Opt.) 
SYNOPSIS int count () 

DESCRIPTION This routine returns the number of nodes in a specified list. 
RETURNS The number of nodes in the list. 

SEE ALSO VXWList 


VXWList::extract( ) 


NAME VXWList::extract() — extract a sublist from list (WFC Opt.) 


SYNOPSIS LIST extract 


( 
NODE * pStart, 


NODE * pEnd 
) 


DESCRIPTION This routine extracts the sublist that starts with pStart and ends with pEnd. It returns the 
extracted list. 


RETURNS The extracted sublist. 


SEE ALSO VXWList 


VXWList::find( ) 


NAME VXWList::find() — find a node in list (WFC Opt.) 


SYNOPSIS int find 


( 
NODE * pNode 
) const 
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VXWList::get() 


DESCRIPTION This routine returns the node number of a specified node (the first node is 1). 
RETURNS The node number, or ERROR if the node is not found. 
SEE ALSO VXWList 


VXWList::first() 


NAME VXWList::first() — find first node in list (WFC Opt.) 

SYNOPSIS NODE * first () 

DESCRIPTION This routine finds the first node in its list. 

RETURNS A pointer to the first node in the list, or NULL if the list is empty. 
SEE ALSO VXWList 


VXWList::get( ) 


NAME VXWList::get( ) — delete and return the first node from list (WFC Opt.) 
SYNOPSIS NODE * get () 
DESCRIPTION This routine gets the first node from its list, deletes the node from the list, and returns a 


pointer to the node gotten. 
RETURNS A pointer to the node gotten, or NULL if the list is empty. 


SEE ALSO VXWList 
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VXWList::insert( ) 


VXWList::insert() — insert a node in list after a specified node (WFC Opt.) 


void insert 
( 
NODE * pPrev, 
NODE * pNode 
) 


This routine inserts a specified node into the list. The new node is placed following the list 
node pPrev. If pPrev is NULL, the node is inserted at the head of the list. 


N/A 


VXWList 


VXWList::last() 


VXWList::last() — find the last node in list (WFC Opt.) 
NODE * last () 
This routine finds the last node in its list. 
A pointer to the last node in the list, or NULL if the list is empty. 


VXWList 


VXWList::next() 


VXWList::next() — find the next node in list (WFC Opt.) 


NODE * next 


( 
NODE * pNode 
) const 
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2. Subroutines 
VXWList::nth() 


This routine locates the node immediately following a specified node. 
A pointer to the next node in the list, or NULL if there is no next node. 


VXWList 


VXWList::nStep() 


VXWList::nStep() — find a list node nStep steps away from a specified node (WFC Opt.) 


NODE * nStep 
( 
NODE * pNode, 
int nStep 
) const 


This routine locates the node nStep steps away in either direction from a specified node. If 
nStep is positive, it steps toward the tail. If nStep is negative, it steps toward the head. If 
the number of steps is out of range, NULL is returned. 


A pointer to the node nStep steps away, or NULL if the node is out of range. 


VXWList 


VXWList::nth() 


VXWList::nth() — find the Nth node in a list (WFC Opt.) 
NODE * nth 
( 


int nodeNum 
) const 


This routine returns a pointer to the node specified nodeNum where the first node in the 
list is numbered 1. The search is optimized by searching forward from the beginning if the 
node is closer to the head, and searching back from the end if it is closer to the tail. 


A pointer to the Nth node, or NULL if there is no Nth node. 


VXWList 
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VXWList::previous( ) 


VXWList::previous() — find the previous node in list (WFC Opt.) 
NODE * previous 
—_ * pNode 
) const 
This routine locates the node immediately preceding the node pointed to by pNode. 


A pointer to the previous node in the list, or NULL if there is no previous node. 


VXWList 


VXWList::remove( ) 


VXWList::remove( ) — delete a specified node from list (WFC Opt.) 
void remove 

ue * pNode 

) 
This routine deletes a specified node from its list. 


N/A 


VXWList 


VXWList::VXWList( ) 


VXWList:: VXWList( ) — initialize a list (WFC Opt.) 
VXWList () 


This constructor initializes a list as an empty list. 


2 - 986 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


2. Subroutines 
VXWList::~VXWList() 


N/A 


VXWList 


VXWList::VXWList( ) 


VXWList:: VXWList( ) — initialize a list as a copy of another (WFC Opt.) 
VXWList 

( 

const VXWList & 

) 
This constructor builds a new list as a copy of an existing list. 


N/A 


VXWList 


VXWList::~VXWList( ) 


VXWList::~ VXWList( ) — free up a list (WFC Opt.) 
~VXWList () 

This destructor frees up memory used for nodes. 

N/A 


VXWList 
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VXWMemPart::addToPool() 


VXWMemPart::addToPool() — add memory to a memory partition (WFC Opt.) 


STATUS addToPool 
( 
char * pool, 
unsigned poolSize 


) 


This routine adds memory to its memory partition. The new memory added need not be 
contiguous with memory previously assigned to the partition. 


OK or ERROR. 


VXWMen Part 


VXWMemPart::alignedAlloc() 


VXWMemPart::alignedAlloc() — allocate aligned memory from partition (WFC Opt.) 


void * alignedAlloc 
( 
unsigned nBytes, 
unsigned alignment 


) 
This routine allocates a buffer of size nBytes from its partition. Additionally, it ensures 
that the allocated buffer begins on a memory address evenly divisible by alignment. The 
alignment parameter must be a power of 2. 


A pointer to the newly allocated block, or NULL if the buffer cannot be allocated. 


VXWMen Part 
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VXWMemPart::alloc() 


VXWMemPart::alloc() — allocate a block of memory from partition (WFC Opt.) 
void * alloc 

( 

unsigned nBytes 


) 


This routine allocates a block of memory from its partition. The size of the block allocated 
is equal to or greater than nBytes. 


A pointer to a block, or NULL if the call fails. 


VXWMemPart::free( ) 


VXWMemPart::findMax() 


VXWMemPart::findMax( ) - find the size of the largest available free block (WFC Opt.) 
int findMax () 


This routine searches for the largest block in the memory partition free list and returns its 
size. 


The size, in bytes, of the largest available block. 


VXWMen Part 


VXWMemPart::free() 


VXWMemPart::free() — free a block of memory in partition (WFC Opt.) 


STATUS free 


( 
char * pBlock 


) 
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This routine returns to the partition’s free memory list a block of memory previously 
allocated with VXWMemPart::alloc(). 


OK, or ERROR if the block is invalid. 


VXWMemPart::alloc() 


VXWMemPart::info() 


VXWMemPart::info() — get partition information (WFC Opt.) 


STATUS info 


( 
MEM_PART_STATS * pPartStats 
) const 


This routine takes a pointer toa MEM_PART_STATS structure. All the parameters of the 
structure are filled in with the current partition information. 


OK if the structure has valid data, otherwise ERROR. 


VXWMemPart::show( ) 


VXWMemPart::options( ) 


VXWMemPart::options( ) — set the debug options for memory partition (WFC Opt.) 


STATUS options 
( 
unsigned options 


) 


This routine sets the debug options for its memory partition. Two kinds of errors are 
detected: attempts to allocate more memory than is available, and bad blocks found when 
memory is freed. In both cases, the error status is returned. There are four error-handling 
options that can be individually selected: 


MEM_ALLOC_ERROR_ LOG FLAG 
Log a message when there is an error in allocating memory. 
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2. Subroutines 
VXWMemPart::realloc( ) 


MEM_ALLOC_ERROR_SUSPEND_FLAG 
Suspend the task when there is an error in allocating memory (unless the task was 


spawned with the VX_UNBREAKABLE option, in which case it cannot be suspended). 


MEM_BLOCK_ERROR_LOG_FLAG 
Log a message when there is an error in freeing memory. 


MEM_BLOCK_ERROR_SUSPEND_FLAG 
Suspend the task when there is an error in freeing memory (unless the task was 


spawned with the VX_UNBREAKABLE option, in which case it cannot be suspended). 


These options are discussed in detail in the library manual entry for memLib. 
OK or ERROR. 


VXWMen Part 


VXWMemPart::realloc( ) 


VXWMemPart::realloc( ) — reallocate a block of memory in partition (WFC Opt.) 


void * realloc 

( 

char * pBlock, 

int nBytes 

) 
This routine changes the size of a specified block of memory and returns a pointer to the 
new block. The contents that fit inside the new size (or old size if smaller) remain 


unchanged. The memory alignment of the new block is not guaranteed to be the same as 
the original block. 


If pBlock is NULL, this call is equivalent to VxWMemPart::alloc(). 
A pointer to the new block of memory, or NULL if the call fails. 


VXWMen Part 
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VXWMemPart::show( ) 


VXWMemPart::show( ) — show partition blocks and statistics (WFC Opt.) 


STATUS show 


( 
int type = 0 
) const 


This routine displays statistics about the available and allocated memory in its memory 
partition. It shows the number of bytes, the number of blocks, and the average block size 


in both free and allocated memory, and also the maximum block size of free memory. It 
also shows the number of blocks currently allocated and the average allocated block size. 


In addition, if type is 1, the routine displays a list of all the blocks in the free list of the 
specified partition. 


OK or ERROR. 


VXWMen Part 


VXWMemPart:: VX WMemPart( ) 


VXWMemPart::VXWMemPart( ) — create a memory partition (WFC Opt.) 
VxWMemPart 

( 

char * pool, 

unsigned poolSize 


) 


This constructor creates a new memory partition containing a specified memory pool. 
Partitions can be created to manage any number of separate memory pools. 


The descriptor for the new partition is allocated out of the system memory partition (ie., 
with malloc()). 


N/A. 


VXWMen Part 
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2. Subroutines 
VXW Module: :name( ) 


VxXWModule::flags( ) 


VxXWModule::flags() — get the flags associated with this module (WFC Opt.) 
int flags () 

This routine returns the flags associated with its module. 

The option flags. 


VXWModule 


VxXWModule::info() 


VxXWModule::info() — get information about object module (WFC Opt.) 


STATUS info 
( 
MODULE_INFO * pModuleInfo 
) const 


This routine fills ina MODULE_INFO structure with information about the object module. 


OK or ERROR. 


VXWModule 


VXWModule::name( ) 


VxXWModule::name( ) — get the name associated with module (WFC Opt.) 
char * name () 

This routine returns a pointer to the name associated with its module. 

A pointer to the module name. 


VXWModule 
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VXWModule::segFirst( ) 


VxXWModule::segFirst() — find the first segment in module (WFC Opt.) 
SEGMENT_ID segFirst () 

This routine returns information about the first segment of a module descriptor. 

A pointer to the segment ID. 


VXWModule::segGet() 


VXWModule::segGet( ) 


VxXWModule::segGet( ) — get (delete and return) the first segment from module (WFC Opt.) 
SEGMENT_ID segGet () 


This routine returns information about the first segment of a module descriptor, and then 
deletes the segment from the module. 


A pointer to the segment ID, or NULL if the segment list is empty. 


VXWModule::segFirst( ) 


VXWModule::segNext( ) 


VxWModule::segNext() — find the next segment in module (WFC Opt.) 
SEGMENT_ID segNext 

neers segment Id 

) const 
This routine returns the segment in the list immediately following segmentld. 


A pointer to the segment ID, or NULL if there is no next segment. 


VXWModule 
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VXWModule::VXWModule( ) 


VxXWModule::VXWModule( ) — build module object from module ID (WFC Opt.) 


VXWModule 


( 
MODULE_ID aModuleId 


) 


Use this constructor to manipulate a module that was not loaded using C++ interfaces. 
The argument id is the module identifier returned and used by the C interface to the 
VxWorks target-resident load facility. 

N/A. 


VXWModule, loadLib 


VXWModule::VXWModule( ) 


VXWModule::VXWModule( ) — load object module at memory addresses (WFC Opt.) 
VXWModule 


int fd, 

int symF lag, 
char * *ppText, 
char * *ppData=0, 
char * *ppBss=0 


This constructor reads an object module from fd, and loads the code, data, and BSS 
segments at the specified load addresses in memory set aside by the caller using 
VXWMemPart::alloc( ), or in the system memory partition as described below. The 
module is properly relocated according to the relocation commands in the file. 
Unresolved externals will be linked to symbols found in the system symbol table. 


Symbols in the module being loaded can optionally be added to the system symbol table. 


LINKING UNRESOLVED EXTERNALS 


As the module is loaded, any unresolved external references are resolved by looking up 
the missing symbols in the the system symbol table. If found, those references are 
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correctly linked to the new module. If unresolved external references cannot be found in 
the system symbol table, then an error message ("undefined symbol: ...") is printed for the 
symbol, but the loading/linking continues. In this case, NULL is returned after the 
module is loaded. 


ADDING SYMBOLS TO THE SYMBOL TABLE 


RELOCATION 


The symbols defined in the module to be loaded may be optionally added to the 
target-resident system symbol table, depending on the value of symFlag: 


LOAD_NO_SYMBOLS 
add no symbols to the system symbol table 


LOAD_LOCAL SYMBOLS 
add only local symbols to the system symbol table 


LOAD_GLOBAL_SYMBOLS 
add only external symbols to the system symbol table 


LOAD_ALL_SYMBOLS 
add both local and external symbols to the system symbol table 


HIDDEN_MODULE 
do not display the module via moduleShow(). 


In addition, the following symbols are added to the symbol table to indicate the start of 
each segment: file_text, file_data, and file_bss, where file is the name associated with the fd. 


The relocation commands in the object module are used to relocate the text, data, and BSS 
segments of the module. The location of each segment can be specified explicitly, or left 
unspecified in which case memory is allocated for the segment from the system memory 
partition. This is determined by the parameters ppText, ppData, and ppBss, each of which 
can have the following values: 


NULL 
no load address is specified, none will be returned; 


A pointer to LD_NO_ADDRESS 
no load address is specified, the return address is referenced by the pointer; 


A pointer to an address 
the load address is specified. 


The ppText, ppData, and ppBss parameters specify where to load the text, data, and bss 
sections respectively. Each of these parameters is a pointer to a pointer; for example, 
*“opTextgives the address where the text segment is to begin. 


For any of the three parameters, there are two ways to request that new memory be 
allocated, rather than specifying the section’s starting address: you can either specify the 
parameter itself as NULL, or you can write the constant LD_NO_ADDRESS in place of an 
address. In the second case, this constructor replaces the LD_NO_ADDRESS value with 
the address actually used for each section (that is, it records the address at *ppText, 
*ppData, or *ppBss). 
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2. Subroutines 
VXWModule::VXWModule( ) 


The double indirection not only permits reporting the addresses actually used, but also 
allows you to specify loading a segment at the beginning of memory, since the following 
cases can be distinguished: 


(1) Allocate memory for a section (text in this example): ppText == NULL 
(2) Begin a section at address zero (the text section, below): *ppText == 0 


Note that loadModule( ) is equivalent to this routine if all three of the segment-address 
parameters are set to NULL. 


Some host compiler /linker combinations internally use another storage class known as 
common. In the C language, uninitialized global variables are eventually put in the BSS 
segment. However, in partially linked object modules they are flagged internally as 
common and the static linker on the host resolves these and places them in BSS as a final 
step in creating a fully linked object module. However, the VxWorks target-resident 
dynamic loader is most often used to load partially linked object modules. When the 
VxWorks loader encounters a variable labeled as common, memory for the variable is 
allocated, and the variable is entered in the system symbol table (if specified) at that 
address. Note that most static loaders have an option that forces resolution of the common 
storage while leaving the module relocatable. 


N/A. 


VXWModule, VxWorks Programmer’s Guide: C++ Development 


VXWModule::VXWModule( ) 


VxXWModule::VXWModule( ) — load an object module into memory (WFC Opt.) 
VxXWModule 


( 

int fd, 

int symFlag 
) 


This constructor loads an object module from the file descriptor fd, and places the code, 
data, and BSS into memory allocated from the system memory pool. 


N/A. 


VXWModule 
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VXWModule::VXWModule( ) 


VXWModule::VXWModule( ) — create and initialize an object module (WFC Opt.) 


VXWModule 
( 


char * name, 
int format, 
int flags 

) 


This constructor creates an object module descriptor. It is usually called from another 
constructor. 


The arguments specify the name of the object module file, the object module format, and a 
collection of options flags. 


Space for the new module is dynamically allocated. 
N/A. 


VXWModule 


VXWModule::~VXWModule() 


VxXWModule::~ VXWModule( ) — unload an object module (WFC Opt.) 
~VXWModule () 
This destructor unloads the object module from the target system. For a.out and ECOFF 


format modules, unloading does the following: 


(1) It frees the space allocated for text, data, and BSS segments, unless 
VXWModule::VXWModule( ) was called with specific addresses, in which case the 
application is responsible for freeing space. 


(2) It removes all symbols associated with the object module from the system symbol 
table. 


(3) It removes the module descriptor from the module list. 
For other modules of other formats, unloading has similar effects. 


Unloading modules with this interface has no effect on breakpoints in other modules. 
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2. Subroutines 
VXWMSem::VXWMSem( ) 


N/A. 


VXWModule 


VXWMSem::giveForce( ) 


VXWMSemi::giveForce( ) — give mutex semaphore without restrictions (WFC Opt.) 
STATUS giveForce () 
This routine gives a mutual-exclusion semaphore, regardless of semaphore ownership. It 


is intended as a debugging aid only. 


The routine is particularly useful when a task dies while holding some mutual-exclusion 
semaphore, because the semaphore can be resurrected. The routine gives the semaphore 
to the next task in the pend queue, or makes the semaphore full if no tasks are pending. 
In effect, execution continues as if the task owning the semaphore had actually given the 
semaphore. 


Use this routine should only as a debugging aid, when the condition of the semaphore is 
known. 


OK. 


VxXWSem::give() 


VXWMSem::VXWMSem() 


VXWMSem::VXWMSem( ) - create and initialize a mutex semaphore (WFC Opt.) 


VXWMSem 


( 
int opts 
) 


This routine allocates and initializes a mutual-exclusion semaphore. The semaphore state 
is initialized to full. 


Semaphore options include the following: 
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SEM_Q_ PRIORITY 
Queue pended tasks on the basis of their priority. 


SEM_Q_FIFO 
Queue pended tasks on a first-in-first-out basis. 


SEM_DELETE_SAFE 
Protect a task that owns the semaphore from unexpected deletion. This option 
enables an implicit taskSafe() for each VXWSem::take(), and an implicit 
taskUnsafe( ) for each VXWSem::give(). 


SEM_INVERSION_SAFE 
Protect the system from priority inversion. With this option, the task owning the 
semaphore executes at the highest priority of the tasks pended on the semaphore, if 
that is higher than its current priority. This option must be accompanied by the 
SEM_Q_PRIORITY queuing mode. 


Mutual-exclusion semaphores offer convenient options suited for situations that require 

mutually exclusive access to resources. Typical applications include sharing devices and 
protecting data structures. Mutual-exclusion semaphores are used by many higher-level 
VxWorks facilities. 


The mutual-exclusion semaphore is a specialized version of the binary semaphore, 
designed to address issues inherent in mutual exclusion, such as recursive access to 
resources, priority inversion, and deletion safety. The fundamental behavior of the 
mutual-exclusion semaphore is identical to the binary semaphore as described for 
VXWBSem::VXWBSem( ), except for the following restrictions: 


— It can only be used for mutual exclusion. 

— It can only be given by the task that took it. 

— It may not be taken or given from interrupt level. 
— The VXWSem::flush() operation is illegal. 


These last two operations have no meaning in mutual-exclusion situations. 


RECURSIVE RESOURCE ACCESS 
A special feature of the mutual-exclusion semaphore is that it may be taken "recursively;" 
that is, it can be taken more than once by the task that owns it before finally being 
released. Recursion is useful for a set of routines that need mutually exclusive access to a 
resource, but may need to call each other. 


Recursion is possible because the system keeps track of which task currently owns a 
mutual-exclusion semaphore. Before being released, a mutual-exclusion semaphore taken 
recursively must be given the same number of times it has been taken; this is tracked by 
means of a count which increments with each VXWSem::take() and decrements with each 
VxXWSemi::give(). 
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PRIORITY-INVERSION SAFETY 
If the option SEM_INVERSION_SAFE is selected, the library adopts a priority-inheritance 
protocol to resolve potential occurrences of "priority inversion,” a problem stemming from 
the use semaphores for mutual exclusion. Priority inversion arises when a higher-priority 
task is forced to wait an indefinite period of time for the completion of a lower-priority 
task. 


Consider the following scenario: T1, T2, and T3 are tasks of high, medium, and low 
priority, respectively. T3 has acquired some resource by taking its associated semaphore. 
When T1 preempts T3 and contends for the resource by taking the same semaphore, it 
becomes blocked. If we could be assured that T1 would be blocked no longer than the 
time it normally takes T3 to finish with the resource, the situation would not be 
problematic. However, the low-priority task is vulnerable to preemption by 
medium-priority tasks; a preempting task, T2, could inhibit T3 from relinquishing the 
resource. This condition could persist, blocking T1 for an indefinite period of time. 


The priority-inheritance protocol solves the problem of priority inversion by elevating the 
priority of T3 to the priority of T1 during the time T1 is blocked on T3. This protects T3, 
and indirectly T1, from preemption by T2. Stated more generally, the priority-inheritance 
protocol assures that a task which owns a resource executes at the priority of the highest 
priority task blocked on that resource. When execution is complete, the task gives up the 
resource and returns to its normal, or standard, priority. Hence, the "inheriting" task is 
protected from preemption by any intermediate-priority tasks. 


The priority-inheritance protocol also takes into consideration a task’s ownership of more 
than one mutual-exclusion semaphore at a time. Such a task will execute at the priority of 
the highest priority task blocked on any of the resources it owns. The task returns to its 
normal priority only after relinquishing all of its mutual-exclusion semaphores that have 
the inversion-safety option enabled. 


SEMAPHORE DELETION 
The VXWSem::~VXWSem( ) destructor terminates a semaphore and deallocates any 
associated memory. The deletion of a semaphore unblocks tasks pended on that 
semaphore; the routines which were pended return ERROR. Take special care when 
deleting mutual-exclusion semaphores to avoid deleting a semaphore out from under a 
task that already owns (has taken) that semaphore. Applications should adopt the 
protocol of only deleting semaphores that the deleting task owns. 


TASK-DELETION SAFETY 
If the option SEM_DELETE_SAFE is selected, the task owning the semaphore is protected 
from deletion as long as it owns the semaphore. This solves another problem endemic to 
mutual exclusion. Deleting a task executing in a critical region can be catastrophic. The 
resource could be left in a corrupted state and the semaphore guarding the resource 
would be unavailable, effectively shutting off all access to the resource. 


As discussed in taskLib, the primitives taskSafe() and taskUnsafe( ) offer one solution, 
but as this type of protection goes hand in hand with mutual exclusion, the 
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mutual-exclusion semaphore provides the option SEM_DELETE_SAFE, which enables an 
implicit taskSafe() with each VXWSem::take(), and a taskUnsafe() with each 
VxXWSem::give(). This convenience is also more efficient, as the resulting code requires 
fewer entrances to the kernel. 


CAVEATS There is no mechanism to give back or reclaim semaphores automatically when tasks are 
suspended or deleted. Such a mechanism, though desirable, is not currently feasible. 
Without explicit knowledge of the state of the guarded resource or region, reckless 
automatic reclamation of a semaphore could leave the resource in a partial state. Thus if a 
task ceases execution unexpectedly, as with a bus error, currently owned semaphores will 
not be given back, effectively leaving a resource permanently unavailable. The 
SEM_DELETE_SAFE option partially protects an application, to the extent that unexpected 
deletions will be deferred until the resource is released. 


RETURNS N/A 


SEE ALSO VxXWSem, taskSafe(), taskUnsafe( ) 


VXWMsgQ::info( ) 


NAME VXWMsgQ::info() — get information about message queue (WFC Opt.) 


SYNOPSIS STATUS info 


( 
MSG_Q_INFO * pInfo 


) const 
DESCRIPTION This routine gets information about the state and contents of its message queue. The 

parameter plnfo is a pointer to a structure of type MSG_Q_INFO defined in msgQLib.h as 

follows: 

typedef struct /* MSG_Q_INFO */ 
{ 
int numMsgs; /* OUT: number of messages queued */ 
int numTasks; /* OUT: number of tasks waiting on msg q */ 
int sendTimeouts; /* OUT: count of send timeouts */ 
int recvTimeouts; /* OUT: count of receive timeouts */ 
int options; /* OUT: options with which msg q was created */ 
int maxMsgs; /* OUT: max messages that can be queued */ 
int maxMsgLength; /* OUT: max byte length of each message */ 
int taskIdListMax; /* IN: max tasks to fill in taskIdList */ 
int * taskIdList; /* PTR: array of task IDs waiting on msg q */ 
int msgListMax; /* IN: max msgs to fill in msg lists */ 


2 - 1002 


WARNING 


2. Subroutines 


VXWMsgQ::info( ) 
char ** msgPtrList; /* PTR: array of msg ptrs queued to msg q */ 
int * msgLenList; /* PTR: array of lengths of msgs */ 


} MSG_Q_INFO; 


If the message queue is empty, there may be tasks blocked on receiving. If the message 
queue is full, there may be tasks blocked on sending. This can be determined as follows: 


— If numMsgs is 0, then numTasks indicates the number of tasks blocked on receiving. 


— If numMsgs is equal to maxMsgs, then numTasks is the number of tasks blocked on 
sending. 


— If numMsgs is greater than 0 but less than maxMsgs, then numTasks will be 0. 


A list of pointers to the messages queued and their lengths can be obtained by setting 

msgPtrList and msgLenList to the addresses of arrays to receive the respective lists, and 
setting msgListMax to the maximum number of elements in those arrays. If either list 

pointer is NULL, no data is returned for that array. 


No more than msgListMax message pointers and lengths are returned, although numMsgs 
is always returned with the actual number of messages queued. 


For example, if the caller supplies a msgPtrList and msgLenListwith room for 10 messages 
and sets msgListMax to 10, but there are 20 messages queued, then the pointers and 
lengths of the first 10 messages in the queue are returned in msgPtrList and msgLenList, but 
numMsgs is returned with the value 20. 


A list of the task IDs of tasks blocked on the message queue can be obtained by setting 
taskIdList to the address of an array to receive the list, and setting taskIdListMax to the 
maximum number of elements in that array. If taskIdList is NULL, then no task IDs are 
returned. No more than taskIdListMax task IDs are returned, although numTasks is always 
returned with the actual number of tasks blocked. 


For example, if the caller supplies a taskIdList with room for 10 task IDs and sets 
taskIdListMax to 10, but there are 20 tasks blocked on the message queue, then the IDs of 
the first 10 tasks in the blocked queue are returned in taskIdList, but numTasks is returned 
with the value 20. 


Note that the tasks returned in taskIdList may be blocked for either send or receive. As 
noted above this can be determined by examining numMsgs. The variables sendTimeouts 
and recvTimeouts are the counts of the number of times VXWMsgQ::send() and 
VXWMsgQ::receive( ) (or their equivalents in other language bindings) respectively 
returned with a timeout. 


The variables options, maxMsgs, and maxMsgLength are the parameters with which the 


message queue was created. 


The information returned by this routine is not static and may be obsolete by the time it is 
examined. In particular, the lists of task IDs and/or message pointers may no longer be 
valid. However, the information is obtained atomically, thus it is an accurate snapshot of 
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the state of the message queue at the time of the call. This information is generally used 
for debugging purposes only. 


The current implementation of this routine locks out interrupts while obtaining the 
information. This can compromise the overall interrupt latency of the system. Generally 
this routine is used for debugging purposes only. 


OK or ERROR. 


VXWMsgQ 


VXWMsgQ::numMsgs( ) 


VXWMsgQ::numMsgs( ) — report the number of messages queued (WFC Opt.) 

int numMsgs () 
This routine returns the number of messages currently queued to the message queue. 
The number of messages queued, or ERROR. 


S_objLib_OBJ_ID_ERROR 
— msgQld is invalid. 


VXWMsgQ 


VXWMsgQ::receive( ) 


VXWMsgQ::receive( ) — receive a message from message queue (WFC Opt.) 


int receive 
( 
char * buffer, 
UINT nBytes, 
int timeout 


) 
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VXWMsgQ::send( ) 


This routine receives a message from its message queue. The received message is copied 
into the specified buffer, which is nBytes in length. If the message is longer than nBytes, the 
remainder of the message is discarded (no error indication is returned). 


The timeout parameter specifies the number of ticks to wait for a message to be sent to the 
queue, if no message is available when VXWMsgQ::receive() is called. The timeout 
parameter can also have the following special values: 


NO_WAIT 
return immediately, even if the message has not been sent. 


WAIT_FOREVER 
never time out. 


This routine must not be called by interrupt service routines. 
The number of bytes copied to buffer, or ERROR. 
S_objLib_OBJ_DELETED 


— the message queue was deleted while waiting to receive a message. 


S_objLib_OBJ_UNAVAILABLE 
— timeout is set to NO_WAIT, and no messages are available. 


S_objLib_OBJ_TIMEOUT 
—no messages were received in timeout ticks. 


S_msgQLib_INVALID_MSG_LENGTH 
—nBytes is less than 0. 


VXWMsgQ 


VXWMsgQ::send() 


VXWMsgQ::send() — send a message to message queue (WFC Opt.) 


STATUS send 
( 
char * buffer, 
UINT nBytes, 
int timeout, 
int pri 


This routine sends the message in buffer of length nBytes to its message queue. If any tasks 
are already waiting to receive messages on the queue, the message is immediately 
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delivered to the first waiting task. If no task is waiting to receive messages, the message is 
saved in the message queue. 


The timeout parameter specifies the number of ticks to wait for free space if the message 
queue is full. The timeout parameter can also have the following special values: 


NO_WAIT 
return immediately, even if the message has not been sent. 


WAIT_FOREVER 
never time out. 


The pri parameter specifies the priority of the message being sent. The possible values are: 


MSG_PRI_ NORMAL 
normal priority; add the message to the tail of the list of queued messages. 


MSG_PRI_URGENT 
urgent priority; add the message to the head of the list of queued messages. 


USE BY INTERRUPT SERVICE ROUTINES 
This routine can be called by interrupt service routines as well as by tasks. This is one of 
the primary means of communication between an interrupt service routine and a task. 
When called from an interrupt service routine, timeout must be NO_WAIT. 


RETURNS OK or ERROR. 


ERRNO S_objLib_OBJ_DELETED 
— the message queue was deleted while waiting to a send message. 


S_objLib_OBJ_UNAVAILABLE 
— timeout is set to NO_WAIT, and the queue is full. 


S_objLib_OBJ_TIMEOUT 
— the queue is full for timeout ticks. 


S_msgQLib_INVALID_MSG_LENGTH 
— nBytes is larger than the maxMsgLength set for the message queue. 


S_msgQLib_NON_ZERO_TIMEOUT_AT_INT_LEVEL 
— called from an ISR, with timeout not set to NO_WAIT. 


SEE ALSO VXWMsgQ 
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VXWMsgQ::show( ) 


VXWMsgQ::show( ) 


VXWMsgQ::show() — show information about a message queue (WFC Opt.) 


STATUS show 
( 


int level 
) const 


This routine displays the state and optionally the contents of a message queue. 


A summary of the state of the message queue is displayed as follows: 


Message Queue Id : 0Ox3£8c20 
Task Queuing : FIFO 
Message Byte Len : 150 
Messages Max : 50 


Messages Queued 0 
Receivers Blocked 1 
Send timeouts : 0 
Receive timeouts 0 


If level is 1, more detailed information is displayed. If messages are queued, they are 
displayed as follows: 


Messages queued: 
# address length value 
1 0x123eb204 4 0x00000001 0x12345678 


If tasks are blocked on the queue, they are displayed as follows: 


Receivers blocked: 


NAME TID PRI DELAY 
tExctask 34678021 

OK or ERROR. 

VXWMsgQ 
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NAME VXWMsgQ::VXWMsgQ() - create and initialize a message queue (WFC Opt.) 


SYNOPSIS VXWMsgQ 
( 
int maxMsgs, 
int maxMsgLen, 
int opts 
) 


DESCRIPTION This constructor creates a message queue capable of holding up to maxMsgsmessages, 
each up to maxMsgLen bytes long. The queue can be created with the following options 
specified as opts: 


MSG _Q FIFO 
queue pended tasks in FIFO order. 


MSG_Q PRIORITY 
queue pended tasks in priority order. 


RETURNS N/A. 


ERRNO S_memLib_NOT_ENOUGH_MEMORY 
— unable to allocate memory for message queue and message buffers. 


S_intLib_NOT_ISR_CALLABLE 
— called from an interrupt service routine. 


SEE ALSO VXWMsgQ, vxwSmLib 


VXWMsgQ::VXWMsgQ( ) 


NAME VXWMsgQ::VXWMsgQ() — build message-queue object from ID (WFC Opt.) 


SYNOPSIS VXWMsgQ 
( 
MSG_Q ID id 
) 


2 - 1008 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 
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2. Subroutines 
VXWRingButf::flush( ) 


Use this constructor to manipulate a message queue that was not created using C++ 
interfaces. The argument id is the message-queue identifier returned and used by the C 
interface to the VxWorks message queue facility. 

N/A. 


VXWMsgQ, msgQLib 


VXWMsgQ::~VXWMsgQ() 


VXWMsgQ::~VXWMsgQ() - delete message queue (WFC Opt.) 
virtual ~VXWMsgQ () 


This destructor deletes a message queue. Any task blocked on either a VXWMsgQ::send( ) 
or VXWMsgQ::receive() is unblocked and receives an error from the call with errno set to 
S_objLib_OBJECT_DELETED. 


N/A. 


S_objLib_OBJ_ID_ERROR 
— msgQld is invalid. 


S_intLib_NOT_ISR_CALLABLE 
— called from an interrupt service routine. 


VXWMsgQ 


VXWRingBuf::flush() 


VXWRingBuf::flush() — make ring buffer empty (WFC Opt.) 

void flush () 
This routine initializes the ring buffer to be empty. Any data in the buffer is lost. 
N/A 


VXWRingBuf 
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VXWRingBuf::freeBytes() 


VXWRingBuf::freeBytes( ) — determine the number of free bytes in ring buffer (WFC Opt.) 
int freeBytes () 

This routine determines the number of bytes currently unused in the ring buffer. 

The number of unused bytes in the ring buffer. 


VXWRingBuf 


VXWRingBuf::get() 


VXWRingBuf::get() — get characters from ring buffer (WFC Opt.) 


int get 
( 
char * buffer, 
int maxbytes 
) 


This routine copies bytes from the ring buffer into buffer. It copies as many bytes as are 
available in the ring, up to maxbytes. The bytes copied are then removed from the ring. 


The number of bytes actually received from the ring buffer; it may be zero if the ring 
buffer is empty at the time of the call. 


VXWRingBuf 


VXWRingBuf::isEmpty() 


VXWRingBuf::isEmpty() — test whether ring buffer is empty (WFC Opt.) 
BOOL isEmpty () 


This routine reports on whether the ring buffer is empty. 
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VXWRingBut::moveAhead( ) 


TRUE if empty, FALSE if not. 


VXWRingBuf 


VXWRingBuf::isFull() 


VXWRingBuf::isFull() — test whether ring buffer is full (no more room) (WFC Opt.) 
BOOL isFull () 

This routine reports on whether the ring buffer is completely full. 

TRUE if full, FALSE if not. 


VXWRingBuf 


VXWRingBuf::moveAhead( ) 


VXWRingBuf::moveAhead( ) — advance ring pointer by n bytes (WFC Opt.) 
void moveAhead 

( 

int n 

) 
This routine advances the ring buffer input pointer by n bytes. This makes n bytes 
available in the ring buffer, after having been written ahead in the ring buffer with 
VXWRingBuf::putAhead(). 
N/A 


VXWRingBuf 
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VXWRingBuf::nBytes( ) 


VXWRingBuf::nBytes() — determine the number of bytes in ring buffer (WFC Opt.) 
int nBytes () 

This routine determines the number of bytes currently in the ring buffer. 

The number of bytes filled in the ring buffer. 


VXWRingBuf 


VXWRingBuf::put() 


VXWRingBuf::put() — put bytes into ring buffer (WFC Opt.) 


int put 
( 
char * buffer, 
int nBytes 
) 


This routine puts bytes from buffer into the ring buffer. The specified number of bytes is 
put into the ring, up to the number of bytes available in the ring. 


The number of bytes actually put into the ring buffer; it may be less than number 
requested, even zero, if there is insufficient room in the ring buffer at the time of the call. 


VXWRingBuf 
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2. Subroutines 
VXWRingBuf::VXWRingBuf( ) 


VXWRingBuf::putAhead( ) 


VXWRingBuf::putAhead( ) — put a byte ahead in a ring buffer without moving ring pointers 
(WFC Opt.) 


void putAhead 
( 
char byte, 
int offset 
) 


This routine writes a byte into the ring, but does not move the ring buffer pointers. Thus 
the byte is not yet be available to VXWRingBuf::get() calls. The byte is written offset bytes 
ahead of the next input location in the ring. Thus, an offset of 0 puts the byte in the same 
position as VXWRingBuf::put() would put a byte, except that the input pointer is not 
updated. 


Bytes written ahead in the ring buffer with this routine can be made available all at once 
by subsequently moving the ring buffer pointers with the routine 
VXWRingBuf::moveAhead(). 


Before calling VXWRingBuf::putAhead( ), the caller must verify that at least offset + 1 bytes 
are available in the ring buffer. 


N/A 


VXWRingBuf 


VXWRingBuf::VXWRingBuf( ) 


VXWRingBuf::VXWRingBuf() — create an empty ring buffer (WFC Opt.) 
VXWRingBuf 

( 

int nbytes 

) 


This constructor creates a ring buffer of size nbytes, and initializes it. Memory for the 
buffer is allocated from the system memory partition. 


N/A. 


VXWRingBuf 
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VXWRingBuf::VXWRingBuf( ) 


VXWRingBuf::VXWRingBuf( ) — build ring-buffer object from existing ID (WFC Opt.) 


VXWRingBuf 
( 
RING_ID aRingId 
) 


Use this constructor to build a ring-buffer object from an existing ring buffer. This 
permits you to use the C++ ring-buffer interfaces even if the ring buffer itself was created 
by a routine written in C. 


N/A. 


VXWRingBuf, rngLib 


VXWRingBuf::~ VX WRingBuf( ) 


VXWRingBuf::~ VXWRingBuf( ) — delete ring buffer (WFC Opt.) 
~VXWRingBuf () 


This destructor deletes a specified ring buffer. Any data in the buffer at the time it is 
deleted is lost. 


N/A 


VXWRingBuf 


VXWSem::flush( ) 


VxXWSemi::flush() — unblock every task pended on a semaphore (WFC Opt.) 


STATUS flush () 
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2. Subroutines 
VXWSem::id() 


This routine atomically unblocks all tasks pended on a specified semaphore; that is, all 
tasks are unblocked before any is allowed to run. The state of the underlying semaphore 
is unchanged. All pended tasks enter the ready queue before having a chance to execute. 


The flush operation is useful as a means of broadcast in synchronization applications. Its 
use is illegal for mutual-exclusion semaphores created with VXWMSem::VXWMSem( ). 


OK, or ERROR if the operation is not supported. 


VxXWSem, VXWCSem::VXWCsem(), VXWBSem::VXWBsem(), 
VXWMSem::VXWMsem(), VxWorks Programmer's Guide: Basic OS 


VXWSem::give( ) 


VXWSemi::give() — give a semaphore (WFC Opt.) 
STATUS give () 


This routine performs the give operation on a specified semaphore. Depending on the 
type of semaphore, the state of the semaphore and of the pending tasks may be affected. 
The behavior of VXWSem::give() is discussed fully in the constructor description for the 
specific semaphore type being used. 


OK. 


VxXWSem, VXWCSem::VXWCsem(), VXWBSem::VXWBsem(), 
VXWMSem::VXWMsem( ), VxWorks Programmer's Guide: Basic OS 


VXWSem::id() 


VxXWSemi::id() — reveal underlying semaphore ID (WFC Opt.) 
SEM_ID id () 


This routine returns the semaphore ID corresponding to a semaphore object. The 
semaphore ID is used by the C interface to VxWorks semaphores. 


Semaphore ID. 


VXWSem, semLib 
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VXWSem::info() 


VxXWSemi::info() — get a list of task IDs that are blocked on a semaphore (WFC Opt.) 


STATUS info 
( 
int idList[], 
int maxTasks 
) const 


This routine reports the tasks blocked on a specified semaphore. Up to maxTasks task IDs 
are copied to the array specified by idList. The array is unordered. 


There is no guarantee that all listed tasks are still valid or that new tasks have not been 
blocked by the time VXWSem::info() returns. 


The number of blocked tasks placed in idList. 


VxwSem 


VXWSem::show() 


VXWSem::show( ) — show information about a semaphore (WFC Opt.) 


STATUS show 
( 


int level 
) const 


This routine displays (on standard output) the state and optionally the pended tasks of a 
semaphore. 


A summary of the state of the semaphore is displayed as follows: 


Semaphore Id : Ox585f£2 

Semaphore Type : BINARY 

Task Queuing : PRIORITY 

Pended Tasks : 1 

State : EMPTY {Count if COUNTING, Owner if MUTEX} 


If level is 1, more detailed information is displayed. If tasks are blocked on the queue, they 
are displayed in the order in which they will unblock, as follows: 
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2. Subroutines 
VXWSem::take( ) 


NAME TID PRI DELAY 


tExcTask 3£d678 0 21 
tLogTask 3£8ac0 0 611 


OK or ERROR. 


VxWwSem 


VXWSem::take() 


VxXWSemi::take() — take a semaphore (WFC Opt.) 


STATUS take 
( 
int timeout 


) 


This routine performs the take operation on a specified semaphore. Depending on the 
type of semaphore, the state of the semaphore and the calling task may be affected. The 
behavior of VXWSem::take() is discussed fully in the constructor description for the 
specific semaphore type being used. 


A timeout in ticks may be specified. If a task times out, VXWSem::take() returns ERROR. 


Timeouts of WAIT_FOREVER and NO_WAIT indicate to wait indefinitely or not to wait at 
all. 


When VXWSem::take() returns due to timeout, it sets the errno to 
S_objLib_OBJ_TIMEOUT (defined in objLib.h). 


The VXWSem::take() routine must not be called from interrupt service routines. 
OK, or ERROR if the task timed out. 


VxXWSem, VXWCSem::VXWCsem(), VXWBSem::VXWBsem(), 
VXWMSem::VXWMsem(), VxWorks Programmer's Guide: Basic OS 
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VX WSem::VXWSem() 


VxXWSem::VXWSem() — build semaphore object from semaphore ID (WFC Opt.) 


VxwSem 
( 
SEM_ID id 
) 


Use this constructor to manipulate a semaphore that was not created using C++ interfaces. 
The argument id is the semaphore identifier returned and used by the C interface to the 
VxWorks semaphore facility. 

N/A 


VXWSem, semLib 


VX WSem::~VXWSem( ) 


VxWSem::~VXWSem() — delete a semaphore (WFC Opt.) 
virtual ~VxWSem () 


This destructor terminates and deallocates any memory associated with a specified 
semaphore. Any pended tasks unblock and return ERROR. 


Take care when deleting semaphores, particularly those used for mutual exclusion, to 
avoid deleting a semaphore out from under a task that already has taken (owns) that 
semaphore. Applications should adopt the protocol of only deleting semaphores that the 
deleting task has successfully taken. 


N/A 


VXWSem, VxWorks Programmer's Guide: Basic OS 
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VXWSmName::nameGet( ) 


VXWSmName:nameGet( ) 


VxXWSmName::nameGet( ) — get name and type of a shared memory object (VxMP Opt.) 


STATUS nameGet 
( 
char * name, 
int * pType, 
int waitType 
) 


This routine searches the shared memory name database for an object matching this 
VXWSmName instance. If the object is found, its name and type are copied to the 
addresses pointed to by name and pType. The value of waitType can be one of the 
following: 


NO_WaAIT (0) 
The call returns immediately, even if the object value is not in the database 


WAIT_FOREVER (-1) 
The call returns only when the object value is available in the database. 


This routine depends on the unbundled shared memory objects support option, VxMP. 
OK, or ERROR if value is not found or if the wait type is invalid. 
S_smNameLib_NOT_INITIALIZED 

S_smNameLib_VALUE_NOT_FOUND 

S_smNameLib_INVALID_WAIT_TYPE 

S_smObjLib_LOCK_TIMEOUT 


VxXWSmName 


VXWSmName::nameGet( ) 


VxXWSmName::nameGet() — get name of a shared memory object (VxMP Opt.) (WFC Opt.) 


STATUS nameGet 
( 
char * name, 
int waitType 
) 


2-1019 


DESCRIPTION 


AVAILABILITY 


RETURNS 


ERRNO 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


AVAILABILITY 


RETURNS 


VxWorks Reference Manual, 5.4 
VXWSmName::nameSet( ) 


This routine searches the shared memory name database for an object matching this 
VXWSmName instance. If the object is found, its name is copied to the address pointed to 
by name. The value of waitType can be one of the following: 


NO_WAIT (0) 
The call returns immediately, even if the object value is not in the database 


WAIT_FOREVER (-1) 
The call returns only when the object value is available in the database. 


This routine depends on the unbundled shared memory objects support option, VxMP. 
OK, or ERROR if value is not found or if the wait type is invalid. 
S_smNameLib_NOT_INITIALIZED 

S_smNameLib_VALUE_NOT_FOUND 

S_smNameLib_INVALID_WAIT_TYPE 


S_smObjLib_LOCK_TIMEOUT 


VxXWSmName 


VXWSmName:nameSet() 


VxWSmName::nameSet( ) — define a name string in the shared-memory name database 
(VxMP Opt.) (WFC Opt.) 


virtual STATUS nameSet 
( 


char * name 
)=0 


This routine adds a name of the type appropriate for each derived class to the database of 
memory object names. 


The name parameter is an arbitrary null-terminated string with a maximum of 20 
characters, including EOS. 


A name can be entered only once in the database, but there can be more than one name 
associated with an object ID. 


This routine depends on the unbundled shared memory objects support option, VxMP. 


OK, or ERROR if there is insufficient memory for name to be allocated, if name is already in 
the database, or if the database is already full. 
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VXWSymTab::add( ) 


S_smNameLib_NOT_INITIALIZED 
S_smNameLib_NAME_TOO_LONG 
S_smNameLib_NAME_ALREADY_EXIST 
S_smNameLib_DATABASE_FULL 
S_smObjLib_LOCK_TIMEOUT 


VxXWSmName 


VXWSmName::~VXWSmName( ) 


VxWSmName::~VXWSmName( )- remove an object from the shared memory objects name 
database (VxMP Opt.) (WFC Opt.) 


virtual ~VxXWSmName () 
This routine removes an object from the shared memory objects name database. 


This routine depends on code distributed as a component of the unbundled shared 
memory objects support option, VxMP. 


OK, or ERROR if the database is not initialized, or the name-database lock times out. 


S_smNameLib_NOT_INITIALIZED 
S_smObjLib_LOCK_TIMEOUT 


VxXWSmName 


VXWSymTab::add( ) 


VxWSymTab::add() — create and add a symbol to a symbol table, including a group 
number (WFC Opt.) 


STATUS add 
( 
char * name, 
char * 
SYM_TYPE type, 
UINT16 group 
) 


value, 
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VXWSymTab::each( ) 


This routine allocates a symbol name and adds it to its symbol table with the specified 
parameters value, type, and group. The group parameter specifies the group number 
assigned to a module when it is loaded on the target; see the manual entry for moduleLib. 


OK, or ERROR if there is insufficient memory for the symbol to be allocated. 


VXWSymTab, moduleLib 


VXWSymTab::each() 


VxWSymTab::each( ) — call a routine to examine each entry in a symbol table (WFC Opt.) 


SYMBOL * each 


( 
FUNCPTR routine, 
int routineArg 


) 


This routine calls a user-supplied routine to examine each entry in the symbol table; it 
calls the specified routine once for each entry. The routine must have the following type 
signature: 


BOOL routine 
( 


char * name, /* entry name */ 
int val, /* value associated with entry */ 
SYM_TYPE type, /* entry type */ 
int arg, /* arbitrary user-supplied arg */ 
UINT16 group /* group number */ 


) 


The user-supplied routine must return TRUE if VXWSymTab::each() is to continue calling 
it for each entry, or FALSE if it is done and VxWSymTab::each() can exit. 


A pointer to the last symbol reached, or NULL if all symbols are reached. 


VXWSymTab 
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2. Subroutines 
VXWSymTab: :findByNameAndType( ) 


VXWSymTab::findByName( ) 


VxWSymTab::findByName( ) — look up a symbol by name (WFC Opt.) 


STATUS findByName 
( 


char * name, 
char * *pValue, 
SYM_TYPE * pType 

) const 


This routine searches its symbol table for a symbol matching a specified name. If the 
symbol is found, its value and type are copied to pValueand pType. If multiple symbols 
have the same name but differ in type, the routine chooses the matching symbol most 
recently added to the symbol table. 


OK, or ERROR if the symbol cannot be found. 


VXWSymTab 


VXWSymTab::findByNameAndType( ) 


VxWSymTab::findByNameAndType( ) — look up a symbol by name and type (WFC Opt.) 


STATUS findByNameAndType 
( 
char * name, 
char * *pValue, 
SYM_TYPE * pType, 
SYM_TYPE goalType, 
SYM_TYPE mask 
) const 


This routine searches its symbol table for a symbol matching both name and type (name 
and goalType). If the symbol is found, its value and type are copied to pValue and pType. 
The mask parameter can be used to match sub-classes of type. 


OK, or ERROR if the symbol is not found. 


VXWSymTab 
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VXWSymTab::findBy Value( ) 


VxWSymTab::findByValue() —- look up a symbol by value (WFC Opt.) 


STATUS findByValue 
( 


UINT value, 
char * name, 
int * pValue, 
SYM_TYPE * pType 

) const 


This routine searches its symbol table for a symbol matching a specified value. If there is 
no matching entry, it chooses the table entry with the next lower value. The symbol name 
(with terminating EOS), the actual value, and the type are copied to name, pValue, and 


pType. 
OK, or ERROR if value is less than the lowest value in the table. 


VXWSymTab 


VXWSymTab::findBy ValueAndType( ) 


VxWSymTab::findByValueAndType( ) — look up a symbol by value and type (WFC Opt.) 


STATUS findByValueAndType 
( 


UINT value, 
char * name, 
int * pValue, 


SYM_TYPE * pType, 
SYM_TYPE goalType, 
SYM_TYPE mask 

) const 


This routine searches a symbol table for a symbol matching both value and type (value and 
goalType). If there is no matching entry, it chooses the table entry with the next lower 
value. The symbol name (with terminating EOS), the actual value, and the type are 
copied to name, pValue, and pType. The mask parameter can be used to match sub-classes 
of type. 
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VXWSymTab::VXWSymTab( ) 


OK, or ERROR if value is less than the lowest value in the table. 


VXWSymTab 


VXWSymTab::remove() 


VXWSymTab::remove() — remove a symbol from a symbol table (WFC Opt.) 


STATUS remove 
( 
char * name, 
SYM_TYPE type 
) 


This routine removes a symbol of matching name and type from its symbol table. The 
symbol is deallocated if found. Note that VxWorks symbols in a standalone VxWorks 
image (where the symbol table is linked in) cannot be removed. 


OK, or ERROR if the symbol is not found or could not be deallocated. 


VXWSymTab 


VXWSymTab::VXWSymTav( ) 


VxWSymTab::VXWSymTab( ) — create a symbol table (WFC Opt.) 


VxXWSymTab 
( 
int hashSizeLog2, 
BOOL sameNameOk, 


PART_ID symPartId 
) 


This constructor creates and initializes a symbol table with a hash table of a specified size. 
The size of the hash table is specified as a power of two. For example, if hashSizeLog2 is 6, a 
64-entry hash table is created. 


If sameNameOk is FALSE, attempting to add a symbol with the same name and type as an 
already-existing symbol results in an error. 
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Memory for storing symbols as they are added to the symbol table will be allocated from 
the memory partition symPartId. The ID of the system memory partition is stored in the 
global variable memSysPartId, which is declared in memLib.h. 


RETURNS N/A 


SEE ALSO VXWSymTab 


VXWSymTab::VXWSymTav( ) 


NAME VxWSymTab::VXWSymTaD() — create a symbol-table object (WFC Opt.) 


SYNOPSIS VxWSymTab 


( 
SYMTAB_ID aSymTabId 


) 
DESCRIPTION This constructor creates a symbol table object based on an existing symbol table. For 
example, the following statement creates a symbol-table object for the VxWorks system 


symbol table (assuming you have configured a target-resident symbol table into your 
VxWorks system): 


VXWSymTab sSym; 
sSym = VXWSymTab (sysSymTb1) ; 


SEE ALSO VXWSymTab 


VXWSymTab::~VXWSymTab() 


NAME VxWSymTab::~VXWSymTav( ) — delete a symbol table (WFC Opt.) 
SYNOPSIS ~VXWSymTab () 
DESCRIPTION This routine deletes a symbol table; it deallocates all memory associated with its symbol 


table, including the hash table, and marks the table as invalid. 


Deletion of a table that still contains symbols throws an error. Successful deletion includes 
the deletion of the internal hash table and the deallocation of memory associated with the 
table. The table is marked invalid to prohibit any future references. 
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2. Subroutines 
VXWTask::deleteForce( ) 


OK, or ERROR if the table still contains symbols. 


VXWSymTab 


VXWask::activate() 


VXWTask::activate( ) — activate a task (WFC Opt.) 

STATUS activate () 
This routine activates tasks created by the form of the constructor that does not 
automatically activate a task. Without activation, a task is ineligible for CPU allocation by 
the scheduler. 


OK, or ERROR if the task cannot be activated. 


VXWTask::VXWTask() 


VXWTask::deleteForce() 


VXWTask::deleteForce() — delete a task without restriction (WFC Opt.) 

STATUS deleteForce () 
This routine deletes a task even if the task is protected from deletion. It is similar to 
VXWTask::~VXWTask(). Upon deletion, all routines specified by taskDeleteHookAdd( ) 
are called in the context of the deleting task. 
This routine is intended as a debugging aid, and is generally inappropriate for 


applications. Disregarding a task’s deletion protection could leave the the system in an 
unstable state or lead to system deadlock. 


The system does not protect against simultaneous VXWTask:deleteForce( ) calls. Such a 
situation could leave the system in an unstable state. 


OK, or ERROR if the task cannot be deleted. 


taskDeleteHookAdd( ), VXWTask::~VXWTask( ) 


2- 1027 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


VxWorks Reference Manual, 5.4 
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VXWTask::envCreate( ) 


VXWTask::envCreate( ) — create a private environment (WFC Opt.) 
STATUS envCreate 

( 

int envSource 


) 


This routine creates a private set of environment variables for a specified task, if the 
environment variable task create hook is not installed. 


OK, or ERROR if memory is insufficient. 


VXWTask, envLib 


VXWask::errNo() 


VXWTask::errNo( ) — retrieve error status value (WFC Opt.) 
int errNo () 

This routine gets the error status for the task. 

The error status value contained in errno. 


VXWTask 


VXWask::errNo() 


VXWTask::errNo( ) — set error status value (WFC Opt.) 


STATUS errNo 
( 


int errorValue 


) 
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2. Subroutines 
VXWTask: :info( ) 


This routine sets the error status value for its task. 
OK. 


VXWTask 


VXWTask::id() 


VXWTask::id() — reveal task ID (WFC Opt.) 
int id () 


This routine reveals the task ID for its task. The task ID is necessary to call C routines that 
affect or inquire on a task. 


task ID 


VXWTask, taskLib 


VXWTask::info( ) 


VXWTask::info() — get information about a task (WFC Opt.) 
STATUS info 
( 


TASK_DESC * pTaskDesc 
) const 


This routine fills in a specified task descriptor (TASK_DESC) for its task. The information 
in the task descriptor is, for the most part, a copy of information kept in the task control 
block (WIND_TCB). The TASK_DESC structure is useful for common information and 
avoids dealing directly with the unwieldy WIND_TCB. 

Examination of WIND_TCBs should be restricted to debugging aids. 

OK 


VXWTask 


2- 1029 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


VxWorks Reference Manual, 5.4 
VXWTask::isReady( ) 


VXWTask::isReady() 


VXWTask::isReady() — check if task is ready to run (WFC Opt.) 

BOOL isReady () 
This routine tests the status field of its task to determine whether the task is ready to run. 
TRUE if the task is ready, otherwise FALSE. 


VXWTask 


VXWTask::isSuspended() 


VXWTask::isSuspended( ) — check if task is suspended (WFC Opt.) 

BOOL isSuspended () 
This routine tests the status field of its task to determine whether the task is suspended. 
TRUE if the task is suspended, otherwise FALSE. 


VXWTask 


VXWITask::kill() 


VXWTask::kill() — send a signal to task (WFC Opt.) 
int kill 

( 

int signo 

) 


This routine sends a signal signo to its task. 


OK (0), or ERROR (-1) if the signal number is invalid. 
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EINVAL 


VXWTask 


VXWrTask::name() 


VXWTask::name() — get the name associated with a task ID (WFC Opt.) 
char * name () 


This routine returns a pointer to the name of its task, if it has a name; otherwise it returns 
NULL. 


A pointer to the task name, or NULL. 


VXWTask 


VXWTask::options() 


VXWTask::options() — examine task options (WFC Opt.) 


STATUS options 


( 
int * pOptions 
) const 


This routine gets the current execution options of its task. The option bits returned 
indicate the following modes: 


VX_FP_TASK 
execute with floating-point coprocessor support. 


VX_PRIVATE_ENV 
include private environment support (see envLib). 


VX_NO_STACK_FILL 
do not fill the stack for use by checkstack(). 


VX_UNBREAKABLE 
do not allow breakpoint debugging. 


For definitions, see taskLib.h. 
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VXWTask::options() 


OK. 


VXWTask 


VXWTask::options() 


VXWTask::options( ) — change task options (WFC Opt.) 
STATUS options 


( 


int mask, 
int newOptions 
) 


This routine changes the execution options of its task. The only option that can be changed 
after a task has been created is: 


VX_UNBREAKABLE - do not allow breakpoint debugging. 


For definitions, see taskLib.h. 
OK. 


VXWTask 


VXWTask::priority() 


VXWTask::priority() — examine the priority of task (WFC Opt.) 
STATUS priority 

( 

int * pPriority 


) const 


This routine reports the current priority of its task. The current priority is copied to the 
integer pointed to by pPriority. 


OK. 


VXWTask 
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VXWTask::priority() 


NAME VXWTask::priority() — change the priority of a task (WFC Opt.) 
SYNOPSIS STATUS priority 

( 

int newPriority 


) 


DESCRIPTION This routine changes its task’s priority to a specified priority. Priorities range from 0, the 
highest priority, to 255, the lowest priority. 


RETURNS OK. 


SEE ALSO VXWTask 


VXWTask::registers() 


NAME VXWTask::registers() — set a task’s registers (WFC Opt.) 
SYNOPSIS STATUS registers 
( 
const REG_SET * pRegs 
) 
DESCRIPTION This routine loads a specified register set pRegs into the task’s TCB. 


NOTE This routine only works well if the task is known not to be in the ready state. Suspending 
the task before changing the register set is recommended. 


RETURNS OK. 


SEE ALSO VXWTask::suspend() 
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VXWTask::registers() 


VXWTask::registers() — get task registers from the TCB (WFC Opt.) 
STATUS registers 

( 

REG_SET * pRegs 


) const 


This routine gathers task information kept in the TCB. It copies the contents of the task’s 
registers to the register structure pRegs. 


This routine only works well if the task is known to be in a stable, non-executing state. 
Self-examination, for instance, is not advisable, as results are unpredictable. 


OK. 


VXWTask::suspend() 


VXWask::restart( ) 


VXWTask::restart() — restart task (WFC Opt.) 

STATUS restart () 
This routine "restarts" its task. The task is first terminated, and then reinitialized with the 
same ID, priority, options, original entry point, stack size, and parameters it had when it 


was terminated. Self-restarting of a calling task is performed by the exception task. 


If the task has modified any of its start-up parameters, the restarted task will start with the 
changed values. 


OK, or ERROR if the task could not be restarted. 


VXWTask 
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VXWTask::show( ) 


VXWTask::resume( ) 


VXWTask::resume() — resume task (WFC Opt.) 


STATUS resume () 


This routine resumes its task. Suspension is cleared, and the task operates in the 


remaining state. 
OK, or ERROR if the task cannot be resumed. 


VXWTask 


VXWTask::show() 


VXWTask::show() — display the contents of task registers (WFC Opt.) 
void show () 
This routine displays the register contents of its task on standard output. 


The following shell command line displays the register of a task vxwT28: 


—> vxwT28.show () 


The example prints on standard output a display like the following (68000 family): 


do = 0 dl = 0 dqd2 = 578fe d3 = 1 
a4 = 3e84el d5 = 328568 dé = 0 a7 = ffffffff 
ad = 0 al = 0 a2 = 4£06c a3 = 578d0 
a4 = 3fffc4 a5 = 0 fp = 3e844c sp = 3e842c 
sr = 3000 pe = 4f£0f2 

N/A 

VXWTask 
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VXWTask::show() 


NAME VXWTask::show() — display task information from TCBs (WFC Opt.) 


SYNOPSIS STATUS show 
( 


int level 
) const 


DESCRIPTION This routine displays the contents of its task’s task control block (TCB). If level is 1, it also 
displays task options and registers. If level is 2, it displays all tasks. 


The TCB display contains the following fields: 


Field Meaning 
NAME Task name 
ENTRY Symbol name or address where task began execution 
TID Task ID 
PRI Priority 
STATUS Task status, as formatted by taskStatusString() 
PC Program counter 
SP Stack pointer 
ERRNO Most recent error code for this task 
DELAY If task is delayed, number of clock ticks remaining in delay (0 otherwise) 
EXAMPLE The following example shows the TCB contents for a task named t28: 
NAME ENTRY TID PRI STATUS PC SP ERRNO DELAY 
£28 _appStart 20efcac 1 READY 201dc90 20ef980 0 0 


stack: base 0x20efcac end 0x20ed59c size 9532 high 1452 margin 8080 
options: Oxle 


VX_UNBREAKABLE VX_DEALLOC_STACK VX_FP_TASK VX_STDIO 
DO = 0 D4 = 0 AO = 0 A4 = 0 
D1 = 0 D5 = 0 Al = 0 A5 = 203a084 SR = 3000 
D2 = 0 D6 = 0 A2 = 0 A6 = 20ef9a0 PC = 2038614 
D3 = 0 D7 = 0 A3 = 0 A7 = 20ef980 

RETURNS N/A 

SEE ALSO VXWTaskstatusString(), Tornado User’s Guide: The Tornado Shell 
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SYNOPSIS (80X86) 


SYNOPSIS (MIPS) 


2. Subroutines 
VXWTask::SRSet( ) 


VXWTask::sigqueue( ) 


VXWTask::sigqueue() — send a queued signal to task (WFC Opt.) 


int sigqueue 
( 
int signo, 
const union sigval value 


) 


The routine sigqueue( ) sends to its task the signal specified by signo with the 
signal-parameter value specified by value. 


OK (0), or ERROR (-1) if the signal number is invalid, or if there are no queued-signal 
buffers available. 


EINVAL EAGAIN 


VXWTask 


VXWTask::SRSet() 


VXWTask::SRSet( ) — set the task status register (MC680x0, MIPS, i386/1486) (WFC Opt.) 


STATUS SRSet 


( 
UINT16 sr 


) 


STATUS SRSet 


( 
UINT sr 


) 


STATUS SRSet 


( 
UINT32 sr 


) 
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This routine sets the status register of a task that is not running; that is, you must not call 
this>SRSet(). Debugging facilities use this routine to set the trace bit in the status register 
of a task that is being single-stepped. 


OK. 


VXWTask 


VXWTask::statusString( ) 


VXWTask::statusString() — get task status as a string (WFC Opt.) 


STATUS statusString 


( 
char * pString 
) const 


This routine deciphers the WIND task status word in the TCB for its task, and copies the 
appropriate string to pString. 


The formatted string is one of the following: 


String Meaning 

READY Task is not waiting for any resource other than the CPU. 
PEND Task is blocked due to the unavailability of some resource. 
DELAY Task is asleep for some duration. 


SUSPEND Task is unavailable for execution (but not suspended, delayed, or pended). 
DELAY+S Task is both delayed and suspended. 

PEND+S Task is both pended and suspended. 

PEND+T Task is pended with a timeout. 

PEND+S+T Task is pended with a timeout, and also suspended. 


tl Task has inherited priority (+I may be appended to any string above). 
DEAD Task no longer exists. 

OK. 

VXWTask 
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2. Subroutines 
VXWTask::tcb/() 


VXWTask::suspend( ) 


VXWTask::suspend() — suspend task (WFC Opt.) 
STATUS suspend () 


This routine suspends its task. Suspension is additive: thus, tasks can be delayed and 
suspended, or pended and suspended. Suspended, delayed tasks whose delays expire 
remain suspended. Likewise, suspended, pended tasks that unblock remain suspended 
only. 


Care should be taken with asynchronous use of this facility. The task is suspended 
regardless of its current state. The task could, for instance, have mutual exclusion to some 
system resource, such as the network or system memory partition. If suspended during 
such a time, the facilities engaged are unavailable, and the situation often ends in 
deadlock. 


This routine is the basis of the debugging and exception handling packages. However, as 
a synchronization mechanism, this facility should be rejected in favor of the more general 
semaphore facility. 

OK, or ERROR if the task cannot be suspended. 


VXWTask 


VXWTask::tcb() 


VXWTask::tcb() — get the task control block (WFC Opt.) 

WIND_TCB * tcb () 
This routine returns a pointer to the task control block (WIND_TCB) for its task. Although 
all task state information is contained in the TCB, users must not modify it directly. To 
change registers, for instance, use VXWTask::registers(). 


A pointer to a WIND_TCB. 


VXWTask 
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VXWTask::varAdd ) 


VXWTask::varAdd( ) 


VXWTask::varAdd() — add a task variable to task (WFC Opt.) 


STATUS varAdd 
( 
int * pVar 


) 


This routine adds a specified variable pVar (4-byte memory location) to its task’s context. 
After calling this routine, the variable is private to the task. The task can access and 
modify the variable, but the modifications are not visible to other tasks, and other tasks’ 
modifications to that variable do not affect the value seen by the task. This is 
accomplished by saving and restoring the variable’s initial value each time a task switch 
occurs to or from the calling task. 


This facility can be used when a routine is to be spawned repeatedly as several 
independent tasks. Although each task has its own stack, and thus separate stack 
variables, they all share the same static and global variables. To make a variable not 
shareable, the routine can call VXWTask::varAdd() to make a separate copy of the 
variable for each task, but all at the same physical address. 


Note that task variables increase the task switch time to and from the tasks that own them. 
Therefore, it is desirable to limit the number of task variables that a task uses. One 
efficient way to use task variables is to have a single task variable that is a pointer to a 
dynamically allocated structure containing the task’s private data. 


Assume that three identical tasks are spawned with a main routine called operator(). All 
three use the structure OP_GLOBAL for all variables that are specific to a particular 
incarnation of the task. The following code fragment shows how this is set up: 


OP_GLOBAL *opGlobal; // ptr to operator task’s global variables 
VXWTask me; // task object for self 
void operator 
( 
int opNum // number of this operator task 
) 
{ 
me = VXWTask (0); // task object for running task 
if (me.varAdd ((int *)&opGlobal) != OK) 
{ 
printErr ("operator%d: can’t VXWTask::varAdd opGlobal\n", opNum) ; 
me.suspend (); 


} 
if ((opGlobal = (OP_GLOBAL *) malloc (sizeof (OP_GLOBAL))) == NULL) 
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{ 
printErr ("operator%d: can’t malloc opGlobal\n", opNum) ; 
me.suspend (); 


} 
} 
OK, or ERROR if memory is insufficient for the task variable descriptor. 


VXWTask::varDelete(), VXWTask::varGet( ), VXWTask::varSet() 


VXWTask::varDelete() 


VXWTask::varDelete() — remove a task variable from task (WFC Opt.) 
STATUS varDelete 

( 

int * pVar 


) 


This routine removes a specified task variable, pVar, from its task’s context. The private 
value of that variable is lost. 


OK, or ERROR if the task variable does not exist for the task. 


VXWTask::varAdd(), VXWTask::varGet( ), VXWTask:varSet() 


VXWTask::varGet() 


VXWTask::varGet() — get the value of a task variable (WFC Opt.) 


int varGet 
( 
int * pVar 
) const 


This routine returns the private value of a task variable for its task. The task is usually not 


the calling task, which can get its private value by directly accessing the variable. This 
routine is provided primarily for debugging purposes. 
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VXWTask::varInfo( ) 


The private value of the task variable, or ERROR if the task does not own the task 
variable. 


VXWTask::varAdd(), VXWTask::varDelete(), VXWTask::varSet() 


VXWTask::varInfo( ) 


VXWTask::varInfo() — get a list of task variables (WFC Opt.) 


int varInfo 
( 
TASK_VAR varList[], 
int maxVars 
) const 


This routine provides the calling task with a list of all of the task variables of its task. The 
unsorted array of task variables is copied to varList. 


Kernel rescheduling is disabled while task variables are looked up. 


There is no guarantee that all the task variables are still valid or that new task variables 
have not been created by the time this routine returns. 


The number of task variables in the list. 


VXWTask 


VXWTask::varSet( ) 


VXWTask::varSet() — set the value of a task variable (WFC Opt.) 


STATUS varSet 
( 


int * pVar, 
int value 


) 
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VXWTask::VXWTask( ) 


This routine sets the private value of the task variable for a specified task. The specified 
task is usually not the calling task, which can set its private value by directly modifying 
the variable. This routine is provided primarily for debugging purposes. 


OK, or ERROR if the task does not own the task variable. 


VXWTask::varAdd( ), VXWTask::varDelete(), VXWTask::varGet() 


VXWilask::VXWTask() 


VXWTask::VXWTask( ) — initialize a task object (WFC Opt.) 


VXWTask 
( 


int tid 
) 
This constructor creates a task object from the task ID of an existing task. Because of the 


VxWorks convention that a task ID of 0 refers to the calling task, this constructor can be 
used to derive a task object for the calling task, as follows: 


myTask = VXWTask (0); 
N/A 


taskLib, VXWTask::~VXWTask(), sp() 


VXWlask::VXWTask() 


VXWTask::VXWTask() — create and spawn a task (WFC Opt.) 


VXWTask 
( 


char * name, 


int priority, 
int options, 
int stackSize, 
FUNCPTR entryPoint, 
int arg1=0, 
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VXWTask::VXWTask( ) 
int arg2=0, 
int arg3=0, 
int arg4=0, 
int arg5=0, 
int arg6=0, 
int arg7=0, 
int arg8=0, 
int arg9=0, 
int arg10=0 


This constructor creates and activates a new task with a specified priority and options. 


A task may be assigned a name as a debugging aid. This name appears in displays 
generated by various system information facilities such as i(). The name may be of 
arbitrary length and content, but the current VxWorks convention is to limit task names to 
ten characters and prefix them with a "t". If name is specified as NULL, an ASCII name is 
assigned to the task of the form "tn" where n is an integer which increments as new tasks 
are spawned. 


The only resource allocated to a spawned task is a stack of a specified size stackSize, which 
is allocated from the system memory partition. Stack size should be an even integer. A 
task control block (TCB) is carved from the stack, as well as any memory required by the 
task name. The remaining memory is the task’s stack and every byte is filled with the 
value OxEE for the checkStack( ) facility. See the manual entry for checkStack() for 
stack-size checking aids. 


The entry address entryPt is the address of the "main" routine of the task. The routine is 
called after the C environment is set up. The specified routine is called with the ten 
arguments provided. Should the specified main routine return, a call to exit() is made 
automatically. 


Note that ten (and only ten) arguments must be passed for the spawned function. 
Bits in the options argument may be set to run with the following modes: 


VX_FP_TASK 
execute with floating-point coprocessor support. 


VX_PRIVATE_ENV 
include private environment support. 


VX_NO_STACK_FILL 
do not fill the stack for use by checkstack(). 


VX_UNBREAKABLE 
do not allow breakpoint debugging. 


See the definitions in taskLib.h. 


N/A 
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VXWTask::~VXWTask(), VXWTask::activate(), sp(), VxWorks Programmer's Guide: Basic 
OS 


VXWilask::VXWTask() 


VXWTask::VXWTask( ) — initialize a task with a specified stack (WFC Opt.) 


VXWTask 


( 
WIND_TCB * pTcb, 


char * name, 

int priority, 
int options, 
char * pStackBase, 
int stackSize, 
FUNCPTR entryPoint, 
int arg1=0, 

int arg2=0, 

int arg3=0, 

int arg4=0, 

int arg5=0, 

int arg6=0, 

int arg7=0, 

int arg8=0, 

int arg9=0, 

int arg10=0 


This constructor initializes user-specified regions of memory for a task stack and control 
block instead of allocating them from memory. This constructor uses the specified 
pointers to the WIND_TCB and stack as the components of the task. This allows, for 
example, the initialization of a static WIND_TCB variable. It also allows for special stack 
positioning as a debugging aid. 


As in other constructors, a task may be given a name. If no name is specified, this 
constructor creates a task without a name (rather than assigning a default name). 


Other arguments are the same as in the previous constructor. This constructor does not 
activate the task. This must be done by calling VXWTask::activate(). 


Normally, tasks should be started using the previous constructor rather than this one, 
except when additional control is required for task memory allocation or a separate task 
activation is desired. 
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VXWTask::~VXWTask( ) 


OK, or ERROR if the task cannot be initialized. 


VXWTask::activate( ) 


VXWIask::~VXWTask() 


VXWTask::~VXWTask( ) — delete a task (WFC Opt.) 

virtual ~VXWTask () 
This destructor causes the task to cease to exist and deallocates the stack and WIND_TCB 
memory resources. Upon deletion, all routines specified by taskDeleteHookAdd() are 
called in the context of the deleting task. 


N/A 


excLib, taskDeleteHookAdd(), VXWTask::VXWTask(), VxWorks Programmer's Guide: 
Basic OS 


VXWWa::cancel( ) 


VxWWa::cancel( ) — cancel a currently counting watchdog (WFC Opt.) 
STATUS cancel () 


This routine cancels a currently running watchdog timer by zeroing its delay count. 
Watchdog timers may be canceled from interrupt level. 


OK, or ERROR if the watchdog timer cannot be canceled. 


VxXWWa::start() 
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VXWWéa::start() 


VxWWa::start() — start a watchdog timer (WFC Opt.) 


STATUS start 
( 


int delay, 
FUNCPTR pRoutine, 
int parameter 


) 


This routine adds a watchdog timer to the system tick queue. The specified watchdog 
routine will be called from interrupt level after the specified number of ticks has elapsed. 
Watchdog timers may be started from interrupt level. 


To replace either the timeout delay or the routine to be executed, call VX WWa::start() 
again; only the most recent VXWWa::start() on a given watchdog ID has any effect. (If 
your application requires multiple watchdog routines, use VkWWad::VXWWd( ) to 
generate separate a watchdog for each.) To cancel a watchdog timer before the specified 
tick count is reached, call VXWWéa::cancel( ). 


Watchdog timers execute only once, but some applications require periodically executing 
timers. To achieve this effect, the timer routine itself must call Vx WWa::start() to restart 
the timer on each invocation. 


The watchdog routine runs in the context of the system-clock ISR; thus, it is subject to all 
ISR restrictions. 


OK, or ERROR if the watchdog timer cannot be started. 


VXWWa::cancel( ) 


VXWWad::VXWW(d( ) 


VxWwWa::VXWWd( ) - construct a watchdog timer (WFC Opt.) 
vxwWd () 

This routine creates a watchdog timer. 

N/A 


VXWWéa::~VXWWd() 
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VXWWad::VXWWd ) 


VXWWad::VXWW(d( ) 


VxWWa::VXWWd() - construct a watchdog timer (WFC Opt.) 
VxWWd 

( 

WDOG_ID aWdId 

) 
This routine creates a watchdog timer from an existing WDOG_ID. 


N/A 


VXWWéa::~VXWwWd() 


VXWWa::~VXWWd( ) 


VxWwwWa::~VXWWd( ) - destroy a watchdog timer (WFC Opt.) 
~VXWWd () 


This routine destroys a watchdog timer. The watchdog will be removed from the timer 
queue if it has been started. 


N/A 


VXWWa::Vxwwd() 
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2. Subroutines 
wctomb/( ) 


westombs( ) 


westombs() — convert a series of wide char’s to multibyte char’s (Unimplemented) (ANSI) 
size_t wcstombs 
( 
char * s, 
const wchar_t * pwcs, 
size_t n 
) 
This multibyte character function is unimplemented in VxWorks. 
stdlib.h 
OK, or ERROR if the parameters are invalid. 


ansiStdlib 


wetomv( ) 


wcetomD( ) — convert a wide character to a multibyte character (Unimplemented) (ANSI) 
int wctomb 
( 
char * s, 
wchar_t wchar 
) 
This multibyte character function is unimplemented in VxWorks. 
stdlib.h 
OK, or ERROR if the parameters are invalid. 


ansiStdlib 
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wd33c93CtrlCreate( ) 


wd33c93CtrICreate( ) 


wd33c93CtrlCreate( ) — create and partially initialize a WD33C93 SBIC structure 


WD_33C93_SCSI_CTRL *wd33c93CtrlCreate 
( 


UINT8 * sbicBaseAdrs, /* base address of SBIC */ 

int regOffset, /* addr offset between consecutive regs. */ 
UINT clkPeriod, /* period of controller clock (nsec) */ 

int devType, /* SBIC device type */ 


FUNCPTR sbicScsiReset, /* SCSI bus reset function */ 
FUNCPTR sbicDmaBytesIn, /* SCSI DMA input function */ 
FUNCPTR sbicDmaBytesOut /* SCSI DMA output function */ 
) 


This routine creates an SBIC data structure and must be called before using an SBIC chip. 
It should be called once and only once for a specified SBIC. Since it allocates memory for 
a structure needed by all routines in wd33c93Lib, it must be called before any other 
routines in the library. After calling this routine, at least one call to wd33c93CtrlInit() 
should be made before any SCSI transaction is initiated using the SBIC. 


Note that only the non-multiplexed processor interface is supported. 
The input parameters are as follows: 


sbicBaseAdrs 
the address where the CPU accesses the lowest register of the SBIC. 


reg Offset 
the address offset (in bytes) to access consecutive registers. (This must be a power of 
2; for example, 1, 2, 4, etc.) 


clkPeriod 
the period, in nanoseconds, of the signal-to-SBIC clock input used only for select 
command timeouts. 


devT ype 
a constant corresponding to the type (part number) of this controller; possible 
options are enumerated in wd33c93.h under the heading "SBIC device type." 


sbicScsiReset 
a board-specific routine to assert the RST line on the SCSI bus, which causes all 
connected devices to return to a known quiescent state. 


spcDmaBytesIn and spcDmaBytesOut 
board-specific routines to handle DMA input and output. If these are NULL (0), 
SBIC program transfer mode is used. DMA is implemented only during SCSI data 
in/out phases. The interface to these DMA routines must be of the form: 


2 - 1050 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


NOTE 


2. Subroutines 
wd33c93CirlCreateScsi2( ) 


STATUS xxDmaBytes{In, Out} 


( 

SCSI_PHYS_DEV *pScsiPhysDev, /* ptr to phys dev info */ 
UINTS *pBuffer, /* ptr to the data buffer */ 
int bufLength /* number of bytes to xfer */ 


) 


A pointer to the SBIC control structure, or NULL if memory is insufficient or parameters 
are invalid. 


wd33c93Lib1, wd33c93.h 


wd33c93CtrlCreateScsi2() 


wd33c93CtrlCreateScsi2() — create and partially initialize an SBIC structure 


WD_33C93_SCSI_CTRL *wd33c93CtrlCreateScsi2 
( 


UINT8 * sbicBaseAdrs, /* base address of the SBIC */ 

int regOffset, /* address offset between SBIC registers */ 
UINT clkPeriod, /* period of the SBIC clock (nsec) */ 
FUNCPTR sysScsiBusReset, /* function to reset SCSI bus */ 

int sysScsiResetArg, /* argument to pass to above function */ 
UINT sysScsiDmaMaxBytes, /* maximum byte count using DMA */ 

FUNCPTR sysScsiDmaStart, /* function to start SCSI DMA transfer */ 
FUNCPTR sysScsiDmaAbort, /* function to abort SCSI DMA transfer */ 
int sysScsiDmaArg /* argument to pass to above functions */ 


) 


This routine creates an SBIC data structure and must be called before using an SBIC chip. 
It must be called exactly once for a specified SBIC. Since it allocates memory for a 
structure needed by all routines in wd33c93Lib2, it must be called before any other 
routines in the library. After calling this routine, at least one call to wd33c93CtrlInit() 
must be made before any SCSI transaction is initiated using the SBIC. 


Only the non-multiplexed processor interface is supported. 


A detailed description of the input parameters follows: 


sbicBaseAdrs 
the address at which the CPU would access the lowest (AUX STATUS) register of the 
SBIC. 


2- 1051 


VxWorks Reference Manual, 5.4 
wd33c93CirlCreateScsi2( ) 


regOffset 
the address offset (bytes) to access consecutive registers. (This must be a power of 2, 
for example, 1, 2, 4, etc.) 


clkPeriod 
the period in nanoseconds of the signal to SBIC CLK input. 


sysScsiBusReset and sysScsiResetArg 
the board-specific routine to pulse the SCSI bus RST signal. The specified argument is 
passed to this routine when it is called. It may be used to identify the SCSI bus to be 
reset, if there is a choice. The interface to this routine is of the form: 


void xxBusReset 
( 
int arg; /* call-back argument */ 
) 


sysScsiDmaMaxBytes, sysScsiDmaStart, sysScsiDmaAbort, and sysScsiDmaArg 
board-specific routines to handle DMA transfers to and from the SBIC; if the 
maximum DMA byte count is zero, programmed I/O is used. Otherwise, non-NULL 
function pointers to DMA start and abort routines must be provided. The specified 
argument is passed to these routines when they are called; it may be used to identify 
the DMA channel to use, for example. Note that DMA is implemented only during 
SCSI data in/out phases. The interface to these DMA routines must be of the form: 


STATUS xxDmaStart 
( 


int arg; /* call-back argument */ 
UINTS8 *pBuffer; /* ptr to the data buffer */ 
UINT bufLength; /* number of bytes to xfer */ 
int direction; /* 0 = SCSI->mem, 1 = mem->SCSI */ 


) 
STATUS xxDmaAbort 


( 


int arg; /* call-back argument */ 
) 
RETURNS A pointer to the SBIC structure, or NULL if memory is insufficient or the parameters are 
invalid. 
SEE ALSO wd33c93Lib2 
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RETURNS 


2. Subroutines 
wd33c93Ctrlinit() 


wd33c93Ctrllnit( ) 


wd33c93CtrlInit( ) — initialize the user-specified fields in an SBIC structure 


STATUS wd33c93Ctrlinit 
( 


int * pSbic, /* ptr to SBIC info */ 

int scsiCtrlBusId, /* SCSI bus ID of this SBIC */ 

UINT defaultSelTimeOut, /* default dev. select timeout (microsec) */ 
int scsiPriority /* priority of task when doing SCSI I/O */ 


This routine initializes an SBIC structure, after the structure is created with either 
wd33c93CtrlCreate() or wd33c93CtrlCreateScsi2(). This structure must be initialized 
before the SBIC can be used. It may be called more than once; however, it should be 
called only while there is no activity on the SCSI interface. 


Before returning, this routine pulses RST (reset) on the SCSI bus, thus resetting all 
attached devices. 


The input parameters are as follows: 


pSbic 
a pointer to the WD_33C93_SCSI_CTRL structure created with wd33c93CtrlCreate( ) or 
wd33c93CtrlCreateScsi2( ). 


scsiCtrlBusId 
the SCSI bus ID of the SBIC, in the range 0 — 7. The ID is somewhat arbitrary; the 
value 7, or highest priority, is conventional. 


defaultSelTimeOut 
the timeout, in microseconds, for selecting a SCSI device attached to this controller. 
This value is used as a default if no timeout is specified in scsiPhysDevCreate(). The 
recommended value zero (0) specifies SCSI_LDEF_SELECT_TIMEOUT (250 millisec). 
The maximum timeout possible is approximately 2 seconds. Values exceeding this 
revert to the maximum. For more information about chip timeouts, see the manuals 
Western Digital WD33C92/93 SCSI-Bus Interface Controller, Western Digital 
WD33C92A/93A SCSI-Bus Interface Controller. 


scsiPriority 
the priority to which a task is set when performing a SCSI transaction. Valid 
priorities are 0 to 255. Alternatively, the value -1 specifies that the priority should not 
be altered during SCSI transactions. 


OK, or ERROR if a parameter is out of range. 
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wd33c93Lib, scsiPhysDevCreate(), Western Digital WD33C92/93 SCSI-Bus Interface 
Controller, Western Digital WD33C92A/93A SCSI-Bus Interface Controller 


wd33c93Show( ) 


wd33c93Show( ) — display the values of all readable WD33C93 chip registers 


int wd33c93Show 
( 
int * pScsiCtrl /* ptr to SCSI controller info */ 
) 


This routine displays the state of the SBIC registers in a user-friendly manner. It is useful 
primarily for debugging. It should not be invoked while another running process is 


accessing the SCSI controller. 


-> wd33c93Show 


REG #00 (Own ID ) = 0x07 
REG #01 (Control ) = 0x00 
REG #02 (Timeout Period ) = 0x20 
REG #03 (Sectors ) = 0x00 
REG #04 (Heads ) = 0x00 
REG #05 (Cylinders MSB ) = 0x00 
REG #06 (Cylinders LSB ) = 0x00 
REG #07 (Log. Addr. MSB ) = 0x00 
REG #08 (Log. Addr. 2SB ) = 0x00 
REG #09 (Log. Addr. 3SB ) = 0x00 
REG #0a (Log. Addr. LSB ) = 0x00 
REG #0b (Sector Number ) = 0x00 
REG #0c (Head Number ) = 0x00 
REG #0d (Cyl. Number MSB) = 0x00 
REG #0e (Cyl. Number LSB) = 0x00 
REG #0f (Target LUN ) = 0x00 
REG #10 (Command Phase ) = 0x00 
REG #11 (Synch. Transfer) = 0x00 
REG #12 (Xfer Count MSB ) = 0x00 
REG #13 (Xfer Count 2SB ) = 0x00 
REG #14 (Xfer Count LSB ) = 0x00 
REG #15 (Destination ID ) = 0x03 
REG #16 (Source ID ) = 0x00 
REG #17 (SCSI Status ) = 0x42 
REG #18 (Command ) = 0x07 
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DESCRIPTION 
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SEE ALSO 


2. Subroutines 
wdbNetromPktDevinit( ) 


OK, or ERROR if pScsiCtrl and pSysScsiCtrl are both NULL. 


wd33c93Lib 


wdbNetromPktDevInit( ) 


wdbNetromPktDevInit( ) — initialize a NETROM packet device for the WDB agent 


void wdbNetromPktDevinit 
( 


WDB_NETROM_PKT_DEV * pPktDev, /* packet device to initialize */ 
caddr_t dpBase, /* address of dualport memory */ 
int width, /* number of bytes in a ROM word */ 
int index, /* pod zero’s index in a ROM word */ 
int numAccess, /* to pod zero per byte read */ 
void (* stackRcv) (), /* callback when packet arrives */ 
int pollDelay /* poll task delay */ 


This routine initializes a NETROM packet device. It is typically called from usrWdb.c 
when the WDB agents NETROM communication path is selected. The dpBase parameter is 
the address of NetROM’s dualport RAM. The width parameter is the width of a word in 
ROM space, and can be 1, 2, or 4 to select 8-bit, 16-bit, or 32-bit width respectivly (use the 
macro WDB_NETROM_WIDTH in configAlII.hfor this parameter). The index parameter 
refers to which byte of the ROM contains pod zero. The numAccess parameter should be 
set to the number of accesses to POD zero that are required to read a byte. It is typically 
one, but some boards actually read a word at a time. This routine spawns a task which 
polls the NetROM for incomming packets every pollDelay clock ticks. 


N/A 


wdbNetromPktDrv 


2- 1055 


NAME 


SYNOPSIS 


SEE ALSO 


NAME 


SYNOPSIS 


DESCRIPTION 


RETURNS 


SEE ALSO 


NAME 


SYNOPSIS 
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wdbPipePktDevinit( ) 


wdbPipePktDevInit( ) 


wadbPipePktDevInit( ) — initialize a pipe packet device. 


STATUS wdbPipePktDevInit 
( 


WDB_PIPE_PKT_DEV * pPktDev, /* pipe device structure to init */ 
void (* stackRcv) () /* receive packet callback (udpRcv) */ 
) 

wdbPipePktDrv 


wadbSlipPktDevInit() 


wadbSlipPktDevInit( ) — initialize a SLIP packet device for a WDB agent 


void wdbSlipPktDevinit 
( 


WDB_SLIP_PKT_DEV * pPktDev, /* SLIP packetizer device */ 
SIO_CHAN * pSioChan, /* underlying serial channel */ 
void (* stackRcv) () /* callback when a packet arrives */ 


) 


This routine initializes a SLIP packet device on one of the BSP’s serial channels. It is 
typically called from usrWdb.c when the WDB agent’s lightweight SLIP communication 
path is selected. 

N/A 


wdbSlipPktDrv 


wadbSystemSuspend( ) 


wdbSystemSuspend( ) — suspend the system. 


STATUS wdbSystemSuspend (void) 
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RETURNS 


SEE ALSO 


2. Subroutines 
wdbSystemSuspend( ) 


This routine transfers control from the run time system to the WDB agent running in 
external mode. In order to give back the control to the system it must be resumed by the 
the external WDB agent. 

The code below, called in a vxWorks application, suspends the system : 


if (wdbSystemSuspend != OK) 
printf ("External mode is not supported by the WDB agent.\n"); 


From a host tool, we can detect that the system is suspended. 
First, attach to the target server : 


wtxtcl> wtxToolAttach EP960CX 
EP960CX_ps@sevre 


Then, you can get the agent mode : 


wtxtcl> wtxAgentModeGet 
AGENT_MODE_EXTERN 


To get the status of the system context, execute : 


wtxtcl> wtxContextStatusGet CONTEXT_SYSTEM 0 
CONTEXT_SUSPENDED 


In order to resume the system, simply execute : 


wtxtcl> wtxContextResume CONTEXT_SYSTEM 0 
0 


You will see that the system is now running : 


wtxtcl> wtxContextStatusGet CONTEXT_SYSTEM 0 
CONTEXT_RUNNING 


OK upon successful completion, ERROR if external mode is not supported by the WDB 
agent. 


wdbLib 
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wdbTsfsDrv( ) 


wadbTsfsDrv( ) 


wdbTsfsDro() — initialize the TSFS device driver for a WDB agent 


STATUS wdbTsfsDrv 
( 


char * name /* root name in i/o system */ 


) 
This routine initializes the VxWorks virtual I/O "2" driver and creates a TSFS device of the 
specified name. 


This routine should be called exactly once, before any reads, writes, or opens. Normally, 
it is called by usrRoot() in usrConfig.c, and the device name created is /tgtsvr. 


After this routine has been called, individual virtual I/O channels can be opened by 
appending the host file name to the virtual I/O device name. For example, to get a file 
descriptor for the host file /etc/passwd, call open() as follows: 


fd = open ("/tgtsvr/etc/passwd", O_RDWR, 0) 
OK, or ERROR if the driver can not be installed. 


wdbTsfsDrv 


wadbUlipPktDevInit( ) 


wdbUlipPktDevInit( ) — initialize the WDB agent’s communication functions for ULIP 


void wdbUlipPktDevinit 
( 


WDB_ULIP_PKT_DEV * pDev, /* ULIP packet device to initialize */ 
char * ulipDev, /* name of UNIX device to use */ 
void (* stackRcv) ()/* routine to call when a packet arrives */ 


) 
This routine initializes a ULIP device for use by the WDB debug agent. It provides a 
communication path to the debug agent which can be used with both a task and an 
external mode agent. It is typically called by usrWdb.c when the WDB agent’s lightweight 
ULIP communication path is selected. 


N/A 
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2. Subroutines 
wdbUserEviPost( ) 


wdbUlipPktDrv 


wadbUserEvtLibInit( ) 


wdbUserEvtLibInit( ) — include the WDB user event library 
void wdbUserEvtLibInit (void) 


This null routine is provided so that wdbUserEvtLib can be linked into the system. If 
INCLUDE_WDB_USER_EVENT is defined in configAll.h, wdbUserEvtLibInit is called by 
the WDB config routine, wdbConfig(), in usrWdb.c. 


N/A 


wdbUserEvtLib 


wdbUserEvtPost( ) 


wadbUserEvtPost( ) — post a user event string to host tools. 


STATUS wdbUserEvtPost 
( 


char * event /* event string to send */ 


) 


This routine posts the string event to host tools that have registered for it. Host tools will 
receive a USER WTX event string. The maximum size of the event is 
WDB_MAX_USER_EVT_SIZE (defined in $WIND_BASE/target/h/wdb/wdbLib.h). 


The code below sends a WDB user event to host tools : 


char * message = "Alarm: reactor overheating !!!"; 
if (wdbUserEvtPost (message) != OK) 
printf ("Can’t send alarm message to host tools"); 


This event will be received by host tools that have registered for it. For example a WTX 
TCL based tool would do: 


wtxtcl> wtxToolAttach EP960CX 
EP960CX_ps@sevre 
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wtxtcl> wtxRegisterForEvent "USER.*" 
0 

wtxtcl> wtxEventGet 

USER Alarm: reactor overheating !!! 


Host tools can register for more specific user events : 


wtxtcl> wtxToolAttach EP960CX 
EP960CX_ps@sevre 

wtxtcl> wtxRegisterForEvent "USER Alarm.*" 
0 

wtxtcl> wtxEventGet 

USER Alarm: reactor overheating !!! 


In this piece of code, only the USER events beginning with "Alarm" will be received. 


OK upon successful completion, a WDB error code if unable to send the event to the host 
or ERROR if the size of the event is greater than WOB_MAX_USER_EVT_SIZE. 


wdbUserEvtLib 


wdbVioDrv() 


wdbVioDro( ) — initialize the tty driver fora WDB agent 


STATUS wdbVioDrv 
( 


char * name 


) 
This routine initializes the VxWorks virtual I/O driver and creates a virtual I/O device of 
the specified name. 


This routine should be called exactly once, before any reads, writes, or opens. Normally, 
it is called by usrRoot() in usrConfig.c, and the device name created is "/vio". 


After this routine has been called, individual virtual I/O channels can be open by 
appending the channel number to the virtual I/O device name. For example, to get a file 
descriptor for virtual I/O channel 0x1000017, call open() as follows: 


fd = open ("/vio/0x1000017", O_RDWR, 0) 
OK, or ERROR if the driver cannot be installed. 


wdbVioDrv 
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2. Subroutines 
wadDelete( ) 


wdCancel( ) 


wdCancel() — cancel a currently counting watchdog 


STATUS wdCancel 
( 
WDOG_ID wdId /* ID of watchdog to cancel */ 
) 


This routine cancels a currently running watchdog timer by zeroing its delay count. 


Watchdog timers may be canceled from interrupt level. 
OK, or ERROR if the watchdog timer cannot be canceled. 


wd Lib, wdStart() 


wdCreate( ) 


wdCreate( ) — create a watchdog timer 

WDOG_ID wdCreate (void) 

This routine creates a watchdog timer by allocating a WDOG structure in memory. 
The ID for the watchdog created, or NULL if memory is insufficient. 


wdLib, wdDelete() 


wdDelete( ) 


wdDelete() — delete a watchdog timer 


STATUS wdDelete 


( 
WDOG_ID wdId /* ID of watchdog to delete */ 


) 
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This routine de-allocates a watchdog timer. The watchdog will be removed from the 
timer queue if it has been started. This routine complements wdCreate( ). 


OK, or ERROR if the watchdog timer cannot be de-allocated. 


wdLib, wdCreate() 


wdShow() 


wdShow() — show information about a watchdog 


STATUS wdShow 


( 
WDOG_ID wdId /* watchdog to display */ 


) 


This routine displays the state of a watchdog. 


A summary of the state of a watchdog is displayed as follows: 


-> wdShow myWdId 


Watchdog Id : Ox3dd46c 
State : OUT_OF_Q 
Ticks Remaining 200 
Routine 33.0 
Parameter : 0 

OK or ERROR. 


wdShow, VxWorks Programmer’s Guide: Target Shell, windsh, Tornado User's Guide: Shell 


wdShow!Init( ) 


wdShowInit() — initialize the watchdog show facility 


void wdShowInit (void) 
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2. Subroutines 
wdStari( ) 


This routine links the watchdog show facility into the VxWorks system. It is called 
automatically when the watchdog show facility is configured into VxWorks using either 
of the following methods: 


— If you use the configuration header files, define INCLUDE_SHOW_ROUTINES in 
config.h. 


— If you use the Tornado project facility, select INCLUDE_LWATCHDOGS_SHOW. 
N/A 


wdShow 


wdStart( ) 


wdStart() — start a watchdog timer 


STATUS wdStart 
( 


WDOG_ID wdId, /* watchdog ID */ 

int delay, /* delay count, in ticks */ 

FUNCPTR pRoutine, /* routine to call on time-out */ 

int parameter /* parameter with which to call routine */ 


) 


This routine adds a watchdog timer to the system tick queue. The specified watchdog 
routine will be called from interrupt level after the specified number of ticks has elapsed. 
Watchdog timers may be started from interrupt level. 


To replace either the timeout delay or the routine to be executed, call wdStart() again with 
the same wdld; only the most recent wdStart() on a given watchdog ID has any effect. (If 
your application requires multiple watchdog routines, use wdCreate() to generate 
separate a watchdog ID for each.) To cancel a watchdog timer before the specified tick 
count is reached, call wdCancel( ). 


Watchdog timers execute only once, but some applications require periodically executing 
timers. To achieve this effect, the timer routine itself must call wdStart() to restart the 
timer on each invocation. 


The watchdog routine runs in the context of the system-clock ISR; thus, it is subject to all 
ISR restrictions. 


OK, or ERROR if the watchdog timer cannot be started. 


wdLib, wdCancel() 
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whoami() 


whoami() - display the current remote identity 
void whoami (void) 


This routine displays the user name currently used for remote machine access. The user 
name is set with iam() or remCurlIdSet(). 


N/A 


remLib, iam(), remCurldGet(), remCurlIdSet() 


wim() 


wim() — return the contents of the window invalid mask register (SPARC) 
int wim 

( 

int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the window invalid mask register from the TCB of 
a specified task. If taskId is omitted or 0, the default task is assumed. 


The contents of the window invalid mask register. 


dbgArchLib, VxWorks Programmer’s Guide: Target Shell 


winDevInit( ) 


winDevtInit( ) — initialize a WIN_CHAN 


void winDevinit 


( 
WIN_CHAN * pChan 


) 
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2. Subroutines 
winintRev( ) 


This routine initializes the driver function pointers and then resets the chip in a quiescent 
state. The BSP must have already initialized all the device addresses and the baudFreq 
fields in the WIN_CHAN structure before passing it to this routine. 

N/A 


winSio 


winDeovInit2() 


winDevInit2() — initialize a WIN_CHAN, part 2 


void winDeviInit2 


( 
WIN_CHAN * pChan /* device to initialize */ 


) 
This routine is called by the BSP after interrupts have been connected. The driver can now 
operate in interrupt mode. Before this routine is called only polled mode operations 
should be allowed. 
N/A 


winSio 


winIntRcv() 


winIntRcv() — handle a channel's receive-character interrupt 


void winIntRcv 
( 
WIN_CHAN * pChan, /* channel generating the interrupt */ 
UINT16 
) 


wparam /* message args get passed if you look */ 
This function is attached to the simulator’s interrupt handler, and passes the character 
received in the message to the callback. 


N/A 
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winintTx() 


winSio 


winIntTx( ) 


winIntTx() — transmit a single character. 

void winIntTx 
( 
WIN_CHAN * pChan /* channel generating the interrupt */ 
) 

This displays a single character to the simulator’s window. 


N/A 


winSio 


write() 


write() — write bytes to a file 


int write 
( 
int fd, 
char * buffer, /* buffer containing bytes to be written */ 
size_t nbytes /* number of bytes to write */ 
) 


/* file descriptor on which to write */ 


This routine writes nbytes bytes from buffer to a specified file descriptor fd. It calls the 
device driver to do the work. 


The number of bytes written (if not equal to nbytes, an error has occurred), or ERROR if 
the file descriptor does not exist, the driver does not have a write routine, or the driver 


returns ERROR. If the driver does not have a write routine, errno is set to ENOTSUP. 


ioLib 
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2. Subroutines 
28530DeviInit( ) 


y() 


y() — return the contents of the y register (SPARC) 
int y 
( 
int taskId /* task ID, 0 means default task */ 


) 


This command extracts the contents of the y register from the TCB of a specified task. If 
taskId is omitted or 0, the default task is assumed. 


The contents of the y register. 


dbgArchLib, VxWorks Programmer’s Guide: Target Shell 


78530DevInit( ) 


28530DevInit( ) — intialize a Z8530_DUSART 
void z8530DevInit 

( 

Z8530_DUSART * pDusart 

) 
The BSP must have already initialized all the device addresses, etc in Z8530_DUSART 
structure. This routine initializes some SIO_CHAN function pointers and then resets the 
chip to a quiescent state. 


N/A 


Z8530Sio 
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Z8530Int() 


28530Int( ) 


28530Int() — handle all interrupts in one vector 


void z8530Int 


( 
Z8530_DUSART * pDusart 


) 
On some boards, all SCC interrupts for both ports share a single interrupt vector. This is 
the ISR for such boards. We determine from the parameter which SCC interrupted, then 
look at the code to find out which channel and what kind of interrupt. 


N/A 


Z8530Sio 


78530IntEx() 


28530IntEx() — handle error interrupts 
void z8530IntEx 
( 
Z8530_CHAN * pChan 
) 
This routine handles miscellaneous interrupts on the SCC. 


N/A 


Z8530Sio 
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278530IntRd( ) 


z8530IntRd( ) — handle a reciever interrupt 
void z8530IntRd 
ace * pChan 
) 
This routine handles read interrupts from the SCC. 


N/A 


Z8530Sio 


78530IntWr( ) 


z8530IntWr() — handle a transmitter interrupt 
void z8530IntWr 
( 
Z8530_CHAN * pChan 
) 
This routine handles write interrupts from the SCC. 


N/A 


Z8530Sio 


2. Subroutines 
zbufCreate( ) 


zbufCreate() 


zbufCreate() — create an empty zbuf 


ZBUF_ID zbufCreate (void) 
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zbufCut( ) 


This routine creates a zbuf, which remains empty (that is, it contains no data) until 
segments are added by the zbuf insertion routines. Operations performed on zbufs 
require a zbuf ID, which is returned by this routine. 

A zbuf ID, or NULL if a zbuf cannot be created. 


zbufLib, zbufDelete( ) 


zbufCut( ) 


zbufCut() — delete bytes from a zbuf 


ZBUF_SEG zbufCut 
( 
ZBUF_ID zbufId, /* zbuf from which bytes are cut */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 
int offset, /* relative byte offset */ 
int len /* number of bytes to cut */ 
) 


This routine deletes len bytes from zbufld starting at the specified byte location. 


The starting location of deletion is specified by zbufSeg and offset. See the zbufLib manual 
page for more information on specifying a byte location within a zbuf. In particular, the 
first byte deleted is the exact byte specified by zbufSeg and offset. 


The number of bytes to delete is given by len. If this parameter is negative, or is larger 
than the number of bytes in the zbuf after the specified byte location, the rest of the zbuf is 
deleted. The bytes deleted may span more than one segment. 


If all the bytes in any one segment are deleted, then the segment is deleted, and the data 
buffer that it referenced will be freed if no other zbuf segments reference it. No segment 
may survive with zero bytes referenced. 


Deleting bytes out of the middle of a segment splits the segment into two. The first 
segment contains the portion of the data buffer before the deleted bytes, while the other 
segment contains the end portion that remains after deleting Jen bytes. 


This routine returns the zbuf segment ID of the segment just after the deleted bytes. In the 
case where bytes are cut off the end of a zbuf, a value of ZBUF_NONE is returned. 


The zbuf segment ID of the segment following the deleted bytes, or NULL if the operation 
fails. 


zbufLib 
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zbufDelete( ) 


zbufDelete() - delete a zbuf 


STATUS zbufDelete 
( 
ZBUF_ID zbufId /* zbuf to be deleted */ 
) 


This routine deletes any zbuf segments in the specified zbuf, then deletes the zbuf ID 
itself. zbufld must not be used after this routine executes successfully. 


For any data buffers that were not in use by any other zbuf, zbufDelete() calls the 
associated free routine (callback). 


OK, or ERROR if the zbuf cannot be deleted. 


zbufLib, zbufCreate(), zbufInsertBuf( ) 


zbufDup() 


zbufDup() — duplicate a zbuf 


ZBUF_ID zbufDup 
( 
ZBUF_ID zbufId, /* zbuf to duplicate */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 
int offset, /* relative byte offset */ 
int len /* number of bytes to duplicate */ 
) 


This routine duplicates len bytes of zbufld starting at the specified byte location, and 
returns the zbuf ID of the newly created duplicate zbuf. 


The starting location of duplication is specified by zbufSeg and offset. See the zbufLib 
manual page for more information on specifying a byte location within a zbuf. In 
particular, the first byte duplicated is the exact byte specified by zbufSeg and offset. 


The number of bytes to duplicate is given by len. If this parameter is negative, or is larger 
than the number of bytes in the zbuf after the specified byte location, the rest of the zbuf is 
duplicated. 
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Duplication of zbuf data does not usually involve copying of the data. Instead, the zbuf 
segment pointer information is duplicated, while the data is not, which means that the 
data is shared among all zbuf segments that reference the data. See the zbufLib manual 
page for more information on copying and sharing zbuf data. 


The zbuf ID of a newly created duplicate zbuf, or NULL if the operation fails. 


zbufLib 


zbufExtractCopy( ) 


zbufExtractCopy() — copy data from a zbuf to a buffer 


int zbufExtractCopy 
( 
ZBUF_ID zbufId, /* zbuf from which data is copied */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 


int offset, /* relative byte offset */ 
caddr_t buf, /* buffer into which data is copied */ 
int len /* number of bytes to copy */ 


) 


This routine copies len bytes of data from zbufld to the application buffer buf. 


The starting location of the copy is specified by zbufSeg and offset. See the zbufLib manual 
page for more information on specifying a byte location within a zbuf. In particular, the 
first byte copied is the exact byte specified by zbufSeg and offset. 


The number of bytes to copy is given by len. If this parameter is negative, or is larger than 
the number of bytes in the zbuf after the specified byte location, the rest of the zbuf is 
copied. The bytes copied may span more than one segment. 


The number of bytes copied from the zbuf to the buffer, or ERROR if the operation fails. 


zbufLib 
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zbufInsert() — insert a zbuf into another zbuf 


ZBUF_SEG zbufInsert 


( 

ZBUF_ID zbufId1, /* zbuf to insert zbufId2 into */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 
int offset, /* relative byte offset */ 
ZBUF_ID zbufId2 /* zbuf to insert into zbufId1 */ 
) 


This routine inserts all zbufld2 zbuf segments into zbufld1 at the specified byte location. 


The location of insertion is specified by zbufSeg and offset. See the zbufLib manual page 
for more information on specifying a byte location within a zbuf. In particular, insertion 
within a zbuf occurs before the byte location specified by zbufSeg and offset. Additionally, 
zbufSeg and offset must be NULL and 0, respectively, when inserting into an empty zbuf. 


After all the zbufld2 segments are inserted into zbufld1, the zbuf ID zbufld2 is deleted. 
zbufld2 must not be used after this routine executes successfully. 


The zbuf segment ID for the first inserted segment, or NULL if the operation fails. 
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zbufInsertBuf( ) 


zbufInsertBuf( ) — create a zbuf segment from a buffer and insert into a zbuf 


ZBUF_SEG zbufInsertBuf 
( 


ZBUF_ID zbufId, /* zbuf in which buffer is inserted */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 
int offset, /* relative byte offset */ 

caddr_t buf, /* application buffer for segment */ 
int len, /* number of bytes to insert */ 
VOIDFUNCPTR freeRtn, /* free-routine callback */ 

int freeArg /* argument to free routine */ 


) 
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zbufInsertCopy( ) 


This routine creates a zbuf segment from the application buffer bufand inserts it at the 
specified byte location in zbufld. 


The location of insertion is specified by zbufSeg and offset. See the zbufLib manual page 
for more information on specifying a byte location within a zbuf. In particular, insertion 
within a zbuf occurs before the byte location specified by zbufSeg and offset. Additionally, 
zbufSeg and offset must be NULL and 0, respectively, when inserting into an empty zbuf. 


The parameter freeRin specifies a free-routine callback that runs when the data buffer buf 
is no longer referenced by any zbuf segments. If freeRtn is NULL, the zbuf functions 
normally, except that the application is not notified when no more zbufs segments 
reference buf. The free-routine callback runs from the context of the task that last deletes 
reference to the buffer. Declare the freeRtn callback as follows (using whatever routine 
name suits your application): 


void freeCallback 


( 
caddr_t buf, /* pointer to application buffer */ 
int freeArg /* argument to free routine */ 


) 
The zbuf segment ID of the inserted segment, or NULL if the operation fails. 
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zbufInsertCopy() 


zbufInsertCopy() — copy buffer data into a zbuf 


ZBUF_SEG zbufInsertCopy 
( 
ZBUF_ID zbufId, /* zbuf into which data is copied */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 


int offset, /* relative byte offset */ 
caddr_t buf, /* buffer from which data is copied */ 
int len /* number of bytes to copy */ 


This routine copies Jen bytes of data from the application buffer bufand inserts it at the 
specified byte location in zbufld. The application buffer is in no way tied to the zbuf after 
this operation; a separate copy of the data is made. 


The location of insertion is specified by zbufSeg and offset. See the zbufLib manual page 
for more information on specifying a byte location within a zbuf. In particular, insertion 
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within a zbuf occurs before the byte location specified by zbufSeg and offset. Additionally, 
zbufSeg and offset must be NULL and 0, respectively, when inserting into an empty zbuf. 


The zbuf segment ID of the first inserted segment, or NULL if the operation fails. 
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zbufLength() — determine the length in bytes of a zbuf 
int zbufLength 
as zbufId /* zbuf to determine length */ 
) 
This routine returns the number of bytes in the zbuf zbufld. 


The number of bytes in the zbuf, or ERROR if the operation fails. 
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zbufSegData() 


zbufSegData() — determine the location of data in a zbuf segment 


caddr_t zbufSegData 
( 
ZBUF_ID zbufId, /* zbuf to examine */ 
ZBUF_SEG zbufSeg /* segment to get pointer to data */ 
) 


This routine returns the location of the first byte of data in the zbuf segment zbufSeg. If 
zbufSeg is NULL, the location of data in the first segment in zbufld is returned. 


A pointer to the first byte of data in the specified zbuf segment, or NULL if the operation 
fails. 


zbufLib 
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zbufSegFind( ) 


zbufSegFind( ) — find the zbuf segment containing a specified byte location 


ZBUF_SEG zbufSegFind 
( 
ZBUF_ID zbufId, /* zbuf to examine */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for pOffset */ 
int * pOffset /* relative byte offset */ 
) 


This routine translates an address within a zbuf to its most local formulation. 
zbufSegFind( ) locates the zbuf segment in zbufldthat contains the byte location specified 
by zbufSeg and *pOffset, then returns that zbuf segment, and writes in *pOffset the new 
offset relative to the returned segment. 


If the zbufSeg, *pOffset pair specify a byte location past the end of the zbuf, or before the 
first byte in the zbuf, zbufSegFind() returns NULL. 


See the zbufLib manual page for a full discussion of addressing zbufs by segment and 
offset. 


The zbuf segment ID of the segment containing the specified byte, or NULL if the 
operation fails. 


zbufLib 


zbufSegLength() 


zbufSegLength() — determine the length of a zbuf segment 


int zbufSegLength 
( 
ZBUF_ID zbufId, /* zbuf to examine */ 
ZBUF_SEG zbufSeg /* segment to determine length of */ 


) 


This routine returns the number of bytes in the zbuf segment zbufSeg. If zbufSeg is NULL, 
the length of the first segment in zbufld is returned. 


The number of bytes in the specified zbuf segment, or ERROR if the operation fails. 
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zbufSegNext() 


zbufSegNext() — get the next segment in a zbuf 
ZBUF_SEG zbufSegNext 

( 

ZBUF_ID zbufId, /* zbuf to examine */ 


ZBUF_SEG zbufSeg /* segment to get next segment */ 
) 


This routine finds the zbuf segment in zbufld that is just after the zbuf segment zbufSeg. If 
zbufSeg is NULL, the segment after the first segment in zbufld is returned. If zbufSeg is the 
last segment in zbufld, NULL is returned. 

The zbuf segment ID of the segment after zbufSeg, or NULL if the operation fails. 


zbufLib 


zbufSegPrev( ) 


zbufSegPrev() — get the previous segment in a zbuf 
ZBUF_SEG zbufSegPrev 

( 

ZBUF_ID zbufId, /* zbuf to examine */ 


ZBUF_SEG zbufSeg /* segment to get previous segment */ 
) 


This routine finds the zbuf segment in zbufld that is just previous to the zbuf segment 
zbufSeg. If zbufSeg is NULL, or is the first segment in zbufld, NULL is returned. 


The zbuf segment ID of the segment previous to zbufSeg, or NULL if the operation fails. 


zbufLib 
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zbufSockBufSend( ) 


zbufSockBufSend( ) — create a zbuf from user data and send it to a TCP socket 


int zbufSockBufSend 
( 


int s, /* socket to send to */ 

char * buf, /* pointer to data buffer */ 

int bufLen, /* number of bytes to send */ 
VOIDFUNCPTR freeRtn, /* free routine callback */ 

int freeArg, /* argument to free routine */ 

int flags /* flags to underlying protocols */ 


This routine creates a zbuf from the user buffer buf, and transmits it to a previously 
established connection-based (stream) socket. 


The user-provided free routine callback at freeRin is called when bufis no longer in use by 
the TCP/IP network stack. Applications can exploit this callback to receive notification 
that buf is free. If freeRtn is NULL, the routine functions normally, except that the 
application has no way of being notified when buf is released by the network stack. The 
free routine runs in the context of the task that last references the buffer. This is typically 
either the context of tNetTask, or the context of the caller’s task. Declare freeRtn as follows 
(using whatever name is convenient): 


void freeCallback 


( 
caddr_t buf, /* pointer to user buffer */ 
int freeArg /* user-provided argument to free routine */ 


) 
You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_DONTROUTE (0x4) 
Send without using routing tables. 


The number of bytes sent, or ERROR if the call fails. 


zbufSockLib, zbufSockSend(), send() 
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zbufSockBufSendto( ) 


zbufSockBufSendto( ) — create a zbuf from a user message and send it to a UDP socket 


int zbufSockBufSendto 
( 


int s, /* socket to send to */ 

char * buf, /* pointer to data buffer */ 

int bufLen, /* number of bytes to send */ 
VOIDFUNCPTR freeRtn, /* free routine callback */ 

int freeArg, /* argument to free routine */ 

int flags, /* flags to underlying protocols */ 
struct sockaddr * to, /* vecipient’s address */ 

int tolen /* length of to socket addr */ 


) 


This routine creates a zbuf from the user buffer buf, and sends it to the datagram socket 
named by to. The socket s is the sending socket. 


The user-provided free routine callback at freeRin is called when bufis no longer in use by 
the UDP/IP network stack. Applications can exploit this callback to receive notification 
that buf is free. If freeRtn is NULL, the routine functions normally, except that the 
application has no way of being notified when buf is released by the network stack. The 
free routine runs in the context of the task that last references the buffer. This is typically 
either tNetTask context, or the caller’s task context. Declare freeRtn as follows (using 
whatever name is convenient): 


void freeCallback 


( 
caddr_t buf, /* pointer to user buffer */ 
int freeArg /* user-provided argument to free routine */ 


) 
You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_DONTROUTE (0x4) 
Send without using routing tables. 


The number of bytes sent, or ERROR if the call fails. 


zbufSockLib, zbufSockSendto(), sendto() 
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zbufSockLibInit( ) 


zbufSockLibInit( ) — initialize the zbuf socket interface library 
STATUS zbufSockLibInit (void) 


This routine initializes the zbuf socket interface library. It must be called before any zbuf 
socket routines are used. It is called automatically when the configuration macro 
INCLUDE_ZBUF_SOCK is defined. 


OK, or ERROR if the zbuf socket interface could not be initialized. 


zbufSockLib 


zbufSockRecv( ) 


zbufSockRecv( ) — receive data in a zbuf from a TCP socket 
ZBUF_ID zbufSockRecv 


int s, /* socket to receive data from */ 

int flags, /* flags to underlying protocols */ 

int * pLen /* number of bytes requested/returned */ 
) 


This routine receives data from a connection-based (stream) socket, and returns the data 
to the user in a newly created zbuf. 


The pLen parameter indicates the number of bytes requested by the caller. If the operation 
is successful, the number of bytes received is copied to pLen. 


You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_PEEK (0x2) 
Return data without removing it from socket. 


Once the user application is finished with the zbuf, zbufDelete() should be called to 
return the zbuf memory buffer to the VxWorks network stack. 
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The zbuf ID of a newly created zbuf containing the received data, or NULL if the 
operation fails. 


zbufSockLib, recv() 


zbufSockRecvfrom( ) 


zbufSockRecvfrom( ) — receive a message in a zbuf from a UDP socket 


ZBUF_ID zbufSockRecvfrom 


int s, /* socket to receive from */ 

int flags, /* flags to underlying protocols */ 

int * pLen, /* number of bytes requested/returned */ 
struct sockaddr * from, /* where to copy sender’s addr */ 

int * pFromLen /* value/result length of from */ 


) 
This routine receives a message from a datagram socket, and returns the message to the 
user in a newly created zbuf. 


The message is received regardless of whether the socket is connected. If from is nonzero, 
the address of the sender’s socket is copied to it. Initialize the value-result parameter 
pFromLen to the size of the from buffer. On return, pFromLen contains the actual size of the 
address stored in from. 


The pLen parameter indicates the number of bytes requested by the caller. If the operation 
is successful, the number of bytes received is copied to pLen. 


You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_PEEK (0x2) 
Return data without removing it from socket. 


Once the user application is finished with the zbuf, zbufDelete() should be called to 
return the zbuf memory buffer to the VxWorks network stack. 


The zbuf ID of a newly created zbuf containing the received message, or NULL if the 
operation fails. 


zbufSockLib 
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zbufSockSend( ) 


zbufSockSend() - send zbuf data to a TCP socket 


int zbufSockSend 
( 


int s, /* socket to send to */ 

ZBUF_ID zbufId, /* zbuf to transmit */ 

int zbufLen, /* length of entire zbuf */ 

int flags /* flags to underlying protocols */ 


) 


This routine transmits all of the data in zbufld to a previously established 
connection-based (stream) socket. 


The zbufLen parameter is used only for determining the amount of space needed from the 
socket write buffer. zbufLen has no effect on how many bytes are sent; the entire zbuf is 
always transmitted. If the length of zbufId is not known, the caller must first determine it 
by calling zbufLength(). 


This routine transfers ownership of the zbuf from the user application to the VxWorks 
network stack. The zbuf ID zbufld is deleted by this routine, and should not be used after 
the routine is called, even if an ERROR status is returned. (Exceptions: when the routine 
fails because the zbuf socket interface library was not initialized or an invalid zbuf ID was 
passed in, in which case there is no zbuf to delete. Moreover, if the call fails during a 
non-blocking I/O socket write with an errno of EWOULDBLOCK, then zbufld is not 
deleted; thus the caller may send it again at a later time.) 


You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_DONTROUTE (0x4) 
Send without using routing tables. 


The number of bytes sent, or ERROR if the call fails. 


zbufSockLib, zbufLength(), zbufSockBufSend(), send() 
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zbufSockSendto( ) 


zbufSockSendto() — send a zbuf message to a UDP socket 


int zbufSockSendto 


int s, /* socket to send to */ 

ZBUF_ID zbufId, /* zbuf to transmit */ 

int zbufLen, /* length of entire zbuf */ 

int flags, /* flags to underlying protocols */ 
struct sockaddr * to, /* vecipient’s address */ 

int tolen /* length of to socket addr */ 


This routine sends the entire message in zbufld to the datagram socket named by to. The 
socket s is the sending socket. 


The zbufLen parameter is used only for determining the amount of space needed from the 
socket write buffer. zbufLen has no effect on how many bytes are sent; the entire zbuf is 
always transmitted. If the length of zbufId is not known, the caller must first determine it 
by calling zbufLength(). 


This routine transfers ownership of the zbuf from the user application to the VxWorks 
network stack. The zbuf ID zbufld is deleted by this routine, and should not be used after 
the routine is called, even if an ERROR status is returned. (Exceptions: when the routine 
fails because the zbuf socket interface library was not initialized or an invalid zbuf ID was 
passed in, in which case there is no zbuf to delete. Moreover, if the call fails during a 
non-blocking I/O socket write with an errno of EWOULDBLOCK, then zbufld is not 
deleted; thus the caller may send it again at a later time.) 


You may OR the following values into the flags parameter with this operation: 


MSG_OOB (0x1) 
Out-of-band data. 


MSG_DONTROUTE (0x4) 
Send without using routing tables. 


The number of bytes sent, or ERROR if the call fails. 


zbufSockLib, zbufLength(), zbufSockBufSendto( ), sendto() 
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zbufSplit() 


zbufSplit() — split a zbuf into two separate zbufs 


ZBUF_ID zbufSplit 


( 

ZBUF_ID zbufId, /* zbuf to split into two */ 
ZBUF_SEG zbufSeg, /* zbuf segment base for offset */ 
int offset /* relative byte offset */ 


) 
This routine splits zbufId into two separate zbufs at the specified byte location. The first 
portion remains in zbufId, while the end portion is returned in a newly created zbuf. 


The location of the split is specified by zbufSeg and offset. See the zbufLib manual page for 
more information on specifying a byte location within a zbuf. In particular, after the split 
operation, the first byte of the returned zbuf is the exact byte specified by zbufSeg and 


offset. 


The zbuf ID of a newly created zbuf containing the end portion of zbufld, or NULL if the 
operation fails. 


zbufLib 
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asynchronous I/O (AIO) show Library. .....cccceessesseseeseseseseeseseseseenesesseeenens aioPxShow 1-8 
AlO'system river: :scscesseioe. Setecesteccveryeansese geer ce ccentreneeses aioSysDrv 1-9 

initialize ATO system rive .......ccccccccscssesteeteseeteetestesteseenseseenees aioSysInit() 2-9 

allocate aligned MEMOTY. .......:ccccseessse esses cesses memalign() 2-415 

partition. allocate aligned memory from ............... memPartAlignedAlloc() 2-422 

partition. allocate aligned memory from .... VkWMemPart::alignedAlloc() 2-988 

partition. allocate block of MeMOTry FLOM... tees memPartAlloc() 2-423 

partition. allocate block of memory from ............0. VXWMemPart::alloc() 2-989 

shared memory system/ allocate block of memory from ...........cseeeeees smMemMalloc() 2-762 
system memory partition/ allocate block Of MEMOTY FLOM ou... eects eeeetenees malloc() 2-396 
DMA devices and drivers. allocate cache-safe buffer for .......... cacheDmaMalloc() 2-54 
shared memory system/ allocate memory for array fFOM ........cceeeeeeees smMemCalloc() 2-760 
boundary. allocate MEMOTY ON Page oo. ... valloc() 2-955 

(ANSI). allocate space fOr ALTay .......cccesesseseeseeseesesesseseseseetesseseeeenes calloc() 2-77 

clock for timing base/ allocate timer using specified ..........ccceeeeeseeeees timer_create() 2-912 
network interface/ END style AMD 7990 LANCE Ethernet .......cccccesseseseseeseeseeseesees 1n7990End 1-190 
network interface driver. AMD Am7990 LANCE Ethernet .........ccccccccscsscsssceseeeseeseessees if_In 1-153 
Ethernet network interface/_) AMD Am79C970 PCnet-PCI ......ccccceccccsccsssesseesseesseeseeeseeeaes if_InPci 1-156 
Ethernet driver. END style AMD Am79C97X PCnet-PCI .. In97xEnd_ 1-186 
abnormal program termination (ANSI). CAUSE .....cccccesesesseseseeeeteseseseesesesseeetessseseeeasssseeeeneseees abort() 2-1 
absolute value of integer (ANSI). COMpPUEE .....c cee eseeteseseeeeeseseeeesesessseesesestsnenesssesenens abs() 2-2 
compute-are’ cosine: «(ANSI)» s.scss.:ceiisssissessedsstssssegtass fhessatsssgehossseretisie iagiveaideriadedeeaet acos() 2-3 
comptite-arc cosine: (ANSI). sicisssccccessscccscescesescessassusessenseecseseadsarsnateeseestcnecante deracssiees acosf() 2-3 
broken-down time into string (ANSI). CONVETt oo... asctime() 2-18 
compute-arc. sine: (ANSI) «: s..4scccasstecscsteesesedsocsvasstecassnestseeececesecaevaseisvscsetaeensctessinriens asin() 2-19 

compute arc sine (ANSI). ....ccccsecseeessesesseseeeseeseseeseeee .. asinf() 2-19 

put diagnostics into programs (ANSI). ..cccsscssesessseesesesesseesssssseesesesnesessssseessssssseenessseeeenenees assert() 2-20 
compilite are tangent: (ANSI): o.2cecccascisscsttecsestes vers tassassuseselicctecusavetsessbesststeenedbesngeass atan() 2-22 
compute arc tangent of y/xX (ANSI). ..ccccccessesesesseseseseseeesssssseesssessesessssssessssseseensssseeeeeeaees atan2() 2-22 
compute arc tangent of y/x (ANSI). ..cccccsesseesesssseseesssesessssssesesesessenessensessesssnsseseseeeeeenenss atan2f() 2-23 
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compute arc tangent (ANSI). ..cccccecssessssesesessessssssseessseseesesssessesesssssesneasssseeeenssesees atanf() 2-23 
termination (Unimplemented) (ANSI). /function at program .....cccceeeseeseeseseeseeseeeenens atexit() 2-25 
convert string to double (ANSI). ...cccccessssssesessesessessstessseseenesssesseessssseesensseseseensssseeeeneeees atof() 2-26 
convert'string toint “(ANSD)2 3 isiccicisisitiidiateasigis ipiedisiastinerteistsiatisiintnaiie: atoi() 2-26 
convert string to long (ANSI). ...ccccccsceesessesessssseenessssseesessseseesesssssessesssesesensseseeenesseees atol() 2-27 
perform binary search (ANSI). w..cccssesssesessesesesesseessseseeessseseenensseseeneees . bsearch() 2-45 
allocate space for array (ANSI). ....cccecssessseseseseseeesesssseesesessesessenssesessseeseeseenseeenseneees calloc() 2-77 
or equal to specified value (ANSI). /integer greater than ........cccccessesseseeseseseseeteseseseenees ceil() 2-82 
or equal to specified value (ANSI). /integer greater than .........cccceeseseeseeseseeseneseeene ceilf() 2-83 
and error flags for stream (ANSI). clear end-of-file .......ccccceesssseseseeseeseeeeneeseeeeees clearerr() 2-88 
processor time in use (ANSI). determine .......cccceeeeseeeeeseseeseeseseeseseseeeenensseeeeees clock() 2-88 
compute cosine (ANS): desta cnc ieheicentyrvecseanstica beerenseelaecisdareererccse sine Savvets cos() 2-94 
compute‘cosine “(ANSD): wsiciciscidsccceessecececssessarscssedestpetestnenvessastanssiesbadtcagnestsiereanse cosf() 2-95 
compute hyperbolic cosine (ANSI). w.ccccssesssessessseseeseesssessenssssessesssseseessssseseeesssesseneeseees cosh() 2-95 
compute hyperbolic cosine (ANSI). w.ccccssesssesesseesssessesssssesessseseesesssssesensssseseessseseeeesssees coshf() 2-96 
time in seconds into string (ANSI). CONVELE .....ccceeeeeseseseeteseseseeteneseseeseseseseeeensseseeeneenes ctime() 2-106 
between two calendar times (ANSI). compute difference 0... .. difftime() 2-136 
compute quotient and remainder (ANSI). ...ccccccsesessesessessesesssseesesssessesesssesesesessssesensseseenenesseeeees div() 2-137 
exititashk, (ANSI): seccadicrtinvatssnasaens decedent eens tne auuves exit() 2-190 
compute exponential value (ANSI). ..ccccccscssessesesesessesssssessessesssnessseseesessssssssessssseesensssseeeeness exp() 2-190 
compute exponential value (ANSI). ....cccccscsesessesssesesseesssessensssseenessseseeeessssseseesessseseeessseeenes expf() 2-191 
compute absolute value (ANSI). ...ccccscesssesessesssesesseessssssesessseesessssessessssssseessesseneneesees fabs() 2-191 
compute absolute value (ANSI). .....ccccceseseeeneeeeeeee fabsf() 2-192 
close stream (ANSI). fclose() 2-192 
indicator for stream (ANSI). test end-of-file ..0...0. ccc ese eeseseseseseseseseseseseneseaees feof() 2-198 
indicator for file pointer (ANSI). test error ..........000 ferror() 2-199 
flush stream (ANSI). oo. eeeeeseeeeeeseeeeeeees fflush() 2-199 
next character from stream (ANSI). return .......cccccceseesseseeseeseseeeesessseseesessseseesessseseeeneesees fgetc() 2-200 
position indicator for stream (ANSI). /current value Of file... ccceeeeeseeseeeeeeteeeees fgetpos() 2-200 
of characters from stream (ANSI). read specified number .........:ccceceeees fgets() 2-201 
or equal to specified value (ANSI). /integer less than .......cccceeeeeneees floor() 2-205 
or equal to specified value (ANSI). /integer less than ...........cccceseeseseeeeee floorf() 2-205 
compute remainder of x/y (ANSI). w.cecccesseseseseeseeseseetessssseeessseseeneneseeeenenes fmod() 2-206 
compute remainder of x/y (ANSI). wees fmodf() 2-206 
open file specified by name (ANSI). ...c.sccccscessesesstesteseeeeseees fopen() 2-207 
formatted string to stream (ANSI). write 0... fprintf() 2-215 
write character to stream a 

write string to stream 

read data into array 

free block of memory 

open file specified by name - 

fraction and power of 2 (ANS). /iNO NOLMALIZEM™ ...eeeceseseeseseseesesesesesseseseseesessseseeenees frexp() 2-221 
convert characters from stream (ANSI). read and .....ccccesessesesesseseseseeeeeseseesensseseesenessseeeeneseens fscanf() 2-222 
position indicator for stream (ANSI). set file ......c.ccccesseseesesseeseseeteseseseeesessseesensseseeeneseees fseek() 2-226 
position indicator for stream (ANSI). set file .........ccceesesseseseseeteeseseeteneseeeeneees fsetpos() 2-227 
position indicator for stream (ANSI). /current value of file 0... cceceeeseeseeseseetesesesteneseeeees ftell() 2-229 
write from specified array (ANSI). ...cccesessesssssessssessssesessseseenessssseeesessssssensssseseensssssseesens fwrite() 2-238 
next character from stream (ANSI). return... eeesesensseeseseeeeeesesceeeesscseneeersceceetecsenesesaeas getc() 2-239 
from standard input stream (ANSI). return next character ......cccceeeeeeeees getchar() 2-239 
get environment variable (ANSI). .....cccsessssesssesesesesessessseseesesssesessenesssseseesssesneneseeeeees getenv() 2-240 
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from standard input stream (ANSI). read characters .......cccccsesseseseesesssesessessseseesessseseenenessees gets() 2-242 
time into UTC broken-down time (ANSI). convert calendar oo... eesesesseeesenseeeeeeeeseeeesenes gmtime() 2-245 
character is alphanumeric (ANSI). test Whether ........ccccscessessesesseeseseeeeeseseetenesseees isalnum() 2-304 
whether character is letter (ANSI). test oo... eeeesesseseseseeeeeeseseeeeerscneneeaesceceetecseneeeaeas isalpha() 2-304 
character is control character (ANSI). test Whether .0..... cc cecsssseseesesseeeseseeeteesesesenees ... iscntrl() 2-305 
character is decimal digit (ANSI). test Whether ..........cccccessseeseesesseseeteeseeeenenes .... isdigit() 2-306 
non-white-space character (ANSI). /is Printing, ........cccesesseeseeeeteseseeeeeseseeteeseeeeeeies isgraph() 2-306 
character is lower-case letter (ANSI). test Whether... eee ecseseeeeseseteneeeeseeseeneesenenees islower() 2-307 
including space character (ANSI). /is printable, ........cccccssseesesseesesseeseseeeeteseseeeenees isprint() 2-307 
character is punctuation (ANSI). test whether ........ccccccesesseseeseseetesesesseeseeeeeeneeees ispunct() 2-308 

is white-space character (ANSI). /whether character ........ccccssseesesseseeseeeenesees isspace() 2-308 
character is upper-case letter (ANSI). test Whether .........ccccccseseeseseseeseesssesteseseseesensseseees isupper() 2-309 
character is hexadecimal digit (ANSI). test Whether ........ccccesssesseeseseeseeseeseseeteeseeeeeenes isxdigit() 2-309 
compute absolute value of long (ANSI). ..ccccccsessssesesesseseseseseessssessesssssssesssssssseesssesseeasssseeneness labs() 2-313 
number by integral power of 2. (ANSI). multiply .. Idexp() 2-314 
and remainder of division (ANSI). compute Quotient ........ccccceesesseseseeeeseeseseeneseeeeeeees Idiv() 2-315 

of object with type lcoonv (ANSI). set components ............004 localeconv() 2-330 

time into broken-down time (ANSI). convert calendar ............... localtime() 2-333 
compute natural logarithm (ANSI). ...ccccssssseesesseesesessesesesessesessseesesssssssessessseseeneasseseeseneenes log() 2-334 
compute base-10 logarithm (ANSI). ...cccccscessesessseeeesesesesseseseseesesssesesnessssssseessssseseenessseseenees log10() 2-335 
compute base-10 logarithm (ANSI). ...ccsceeseeeeteseseeeeneseseeeenes - Logl0f() 2-336 
compute natural logarithm (ANSI). 0... ccceeeeeeeeeeseeseeeeneeees logf() 2-336 

by restoring saved environment (ANSI). /non-local goto ..........000 longjmp() 2-346 
from system memory partition (ANSI). /block Of MEMOTY oo... .. malloc() 2-396 
character (Unimplemented) (ANSI). /length of multibyte ......... ccc mblen() 2-413 

to wide chars (Unimplemented) (ANSI). /of multibyte chars mbstowcs() 2-413 
wide character (Unimplemented) (ANSI). /character tO ...c.cccccesessseseseeseseseseeessseseensseseseess mbtowc() 2-414 
block of memory for character (ANSI). Search ......cccecsssssesesseseseeeetesesessenessseeeeessseenenessees memchr() 2-416 
compare two blocks of memory (ANSI). ..c.cescsesseseeseeseseeseseeseseeseseeseeeseeseseeseseessseeneaeeseaeeneanes memcmp() 2-416 
from one location to another (ANSI). COPY MEMOTY ou... eceeseeseeseseeteeseseeeseseeeeeneeeeees memcpy() 2-417 
from one location to another (ANSI). copy MeMOTY .......c eee memmove() 2-421 
set block of memory (ANSI). ...ccscceesssessesssessesessseesesssesseesssssseessssseeneasssseeeensssseees memset() 2-428 

time into calendar time (ANSI). convert broken-Gown .......eeeseeeseeereeeeeeseeeeees mktime() 2-432 

integer and fraction parts (ANSI). /number into... ee eeeeeseseeseseseseesensseseeenens modf() 2-435 

in errno to error message (ANSI). map error number ............. .. perror() 2-569 
raised to specified power (ANSI). /value of NUMDED ........cccceseeseeeeeeseeteseseseeteneseeees pow() 2-572 
raised to specified power (ANSI). /value of MUMDET ........cccccessteesesteeseseeteeseseeenees powf() 2-573 

to standard output stream (ANSI). /formatted String... eeeeteseseeeeteseseeeenes printf() 2-591 
write character to stream (ANSI). oo... cceesssssseseseeseeeseseeeeseseeeeeecscseneeasseseesecseeseesarsceeeeasaes putc() 2-603 

to standard output stream (ANSI). write character ............00 putchar() 2-603 

to standard output stream (ANSI). Write String oo... cceceeeseeseseseeeeteseseseesessseseeensseseenenes puts() 2-604 

sort array of objects (ANSI). ...cccccsessssessseseesesseseesessseseesesssesesessssseeeenssesesnenessseeeenees qsort() 2-606 

between 0 and RAND_MAX (ANSI). /pseudo-random integer rand() 2-610 
reallocate block of memory (ANSI). ..cccssesssssesessesesesessenesssessesessssesesssssessessssseeeensseseeesees realloc() 2-615 
removertile: “(ANSD)sccsciee8 sapectesee Mioesslpee technic tec det teeoee es coiehateecestear tiaras remove() 2-621 

indicator to beginning of file (ANSI). set file POSitION ......... ccs eseeteseseseeteseseseseenees rewind() 2-631 
from standard input stream (ANSI). /convert characters ......c.ccccessesseseesessseseeseeseeesees scanf() 2-666 
specify buffering for stream (ANSI). .....ccccesseseeseeeesseseeteeseeeeeenes . Setbuf() 2-728 

in jmp_buf argument (ANSI). /calling environMent «0.0... setjmp() 2-730 

set appropriate locale (ANSI). ...c.cccseessesessssesesseseesesseseeesssesessessseseeeeesseseeeneeees setlocale() 2-731 
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specify buffering for stream (ANSI). ...cccscesssseesessesesesessesssesessenssesessesessseseesessseseesensssseees setubuf() 2-737 
Gomptite-sine CANSD): assis, decsscisseel tien steeds bensestsecosstattornetevenetbecenesideeeectoave bs sin() 2-753 

complite sine. (ANSI): sis. sccisscise cee seecisceestitanee cipeadststeedeaetesecstbiacsespeubecseteeass sinf() 2-754 

compute hyperbolic sine (ANSI). w.cccccescsesesssesesseessssseeesesessesssesesseesssssesnsssseeeeneasseseees sinh() 2-755 
compute hyperbolic sine (ANSI). ..cccccccssseesseseseseesesssseseessseseesessssseesesssssssnensseseenensseeeeees sinhf() 2-755 
formatted string to buffer (ANSI). Write .....cccccceeesessssseeseseseseesesesesesessseseeenseeseenenees sprintf() 2-800 
non-negative square root (ANSI). COMPULE ......eeecesseeseeseseeteseseeeetesesesesteseseseeeeneseeeeeenes sqrt() 2-804 
non-negative square root (ANSI). COMPUEE ......cceeceesseeseeseeeeeseseseeeseseseeessseseeneneseseeees sqrtf() 2-805 

to generate random numbers (ANSI). /value of seed used. ........ccceeeseseeseseeeseseeeeneseseees srand() 2-808 
characters from ASCII string (ANSI). read and COMVELE 1... ccseesseseseseeteteesteteseseseeteseeeeens sscanf() 2-808 
one string to another (ANSI). concatenate ......cccccsesesseseseseesesessseenesssesseessseseesens strcat() 2-818 

of character in string (ANSI). find first OCCUITENCE ou... eeccsssesteeseeeeeseseeeeteeeeeey strchr() 2-818 

two strings lexicographically (ANSI). COMpare .......cccccsesseeseseeteeseseeesessseenessseseeessseeeeees stremp() 2-819 
as appropriate to LC_COLLATE (ANSI). compare two StringS ......:.cccssseeseesesseseeseeeenenees strcoll() 2-819 
copy one string to another (ANSI). ....cccccesssesessesesessseesessseseeesssesseessseseenessseseenensseseeeness strcpy() 2-820 
first character from given set (ANSI). /string length Up to .....cccceeseeeseeeeteseseeteneseeeees strespn() 2-820 
error number to error string (ANSI). map ......cccccseseseesesseseeteeseeeeeseseseeneneeees ... Strerror() 2-821 
time into formatted string (ANSI). convert broken-down ......ccsceeeeeees .... Strftime() 2-822 
determine length of string (ANSI). ..cccccceesssssssseeseesssessessseseenesssessssessssssesensseseenenssseeeeeees strlen() 2-823 
from one string to another (ANSI). /characters .......cccccsssesesseseseseseesesseseenensseseeeenssees strncat() 2-824 

n characters of two strings (ANSI). compare first ......cccssesseeeseeseeseeeeeees .. strncmp() 2-824 
from one string to another (ANSI). copy character .......ccceseseeeeseteeseeteees strncpy() 2-825 

of character from given set (ANSI). /occurrence in string strpbrk() 2-825 
of character in string (ANSI). find last OCCULTENCE .....c.seseseeteesesteeseseeeseseeeeeneseees strrchr() 2-826 
character not in given set (ANSI). /length up to first ....... cece eeeeneeseees strspn() 2-826 

of substring in string (ANSI). find first OCCULTENCE 0... ceseseeteesesteeseseeteeseseeteneeees strstr() 2-827 

portion of string to double (ANSI). convert initial ..........cccceeeseeeeeseeseseeeseeeeeeteeeseees strtod() 2-827 
break down string into tokens (ANSI). ...ccccscsssssesessesesesessessseseesessseseeesessssssenssssesensseseeeenessees strtok() 2-828 
convert string to long integer (ANSI). ...cccccscesseeseseesessesesseseseseeeessseseeesessssseensseseenensseseesens strtol() 2-830 
to unsigned long integer (ANSI). convert String ...........cccceseeeseseeeeeeeeees strtoul() 2-831 

to n characters of s2 into sl (ANSI). transform UP .....cccsceceeseseeseeseeeeteneeees strxfrm() 2-833 
processor (Unimplemented) (ANSI). /string to comMANA ........ cece system() 2-859 
compute tangent (ANSI). wctiscesseesscscsssceipie cin ci ccesesacee da desesstancns isnendetessceteavaeeeseai ens tan() 2-860 

compute. tangent (ANSI): ccciccccecscssepscsctscecseedrscveceuseadieapterceattpsprarsenecorssssuecentieeseaeaees tanf() 2-861 

compute hyperbolic tangent (ANSI). ...ccccccssessessseeseseseseseesessssseeesesessenessssseeesssssneesseeeeenees tanh() 2-861 
compute hyperbolic tangent (ANSI). ...cccccccssesessesessseseesesssessesesesesseesssesessessseseeeesseseeeneeees tanhf() 2-862 
current calendar time (ANSI). determine occ eeeseseeeteeseeeeeessscseeeeesscnseeteesees time() 2-910 

binary file (Unimplemented) (ANSI). create temporary ......cccceeeeeeseeseseeteseseeeenenesees tmpfile() 2-920 
generate temporary filename (ANSI). ....ccccccseeeseeeeeeeeeeees .. tmpnam() 2-921 
to lower-case equivalent (ANSI). /upper-case letter .... ... tolower() 2-921 

to upper-case equivalent (ANSI). /lower-case letter .........cccceseeseesesseeseseeseeseeenees toupper() 2-922 
back into input stream (ANSI). push character .......ccccceseeesesesesesseeseseseeneseseeenes ungetc() 2-940 
formatted string to stream (ANSI). WIite ....... cece .. Ufprintf() 2-956 
list to standard output (ANSI). /variable argument ........cccccscssessesseeseseeteseseeeees vprintf() 2-971 
argument list to buffer (ANSI). /with variable .......c.c.ccceessessseseeseseseeeeteseseeeenens vsprintf() 2-972 

chars (Unimplemented) (ANSI). /chars to multibyte «0.0.0.0: ... westombs() 2-1049 
character (Unimplemented) (ANSI). /to multibyte 0.0... cccceeeseseseseeseeseseseeneseeeees wetomb() 2-1049 
ANSI assert documentation. ......ceeeeseeeeeeseeeteeseeeees ansiAssert 1-12 

ANSI ctype documentation. ....cccccceeeseeseeeesseseeneesees ansiCtype 1-12 

ANSI locale documentation. 00... cc eeeeeseeeeseeeeeeteeseeees ansiLocale 1-13 
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ANSI math documentation. 0... ceeecseseeseeseeeeeeneneeeeeees ansiMath 1-13 

ANSI setjmp documentation. .....ccccceseeeeeeeeneeeeeees ansiSetjmp 1-15 

ANSI stdarg documentation. ......... ansiStdarg 1-15 

ANSI stdio documentation. ......ccseeeeseneeeeeeeseeeeeseneeees ansiStdio 1-16 

ANSI stdlib documentation. ........... ansiStdlib 1-20 

ANSI string documentation. .......... ansiString 1-21 

ANSI time documentation. 0... eseeeeeseteeeeeeseeeeteeseneeees ansiTime 1-22 

compute arc cosine (ANSI). wees acos() 2-3 

compute arc cosine (ANSI). ..cccccssesesseeeseseetesseseenessseseeneneeees .. acosf() 2-3 

compute .arcisine (AINSD).: ci.2cccstesscsevecavsssscctenteusvecdeaupsed ceseaaneessesusseestdesecentes asin() 2-19 

compute arc sine (ANSI). ..ccccccesessessesseseeeeseseseeessssseenesssessesessseseenees asinf() 2-19 

compute arc tangent (ANSI). .....ccccesesseeeseseesessseseeeseseseeeneeees ... atan() 2-22 

compute arc tangent (ANSI). ....ccccseseseseeseeseseeesessseesesssesseneseeeseesens atanf() 2-23 

compute arc tangent of y/x (ANSI). ...ccceeeseeseeseeseeeeseeseseeneneeeeeeees atan2() 2-22 

compute arc tangent of y/x (ANSI). ...cecccceesseeeseeseseseseeneneeees .. atan2f() 2-23 

processor status register (ARM). /contents Of CULTENE 0... ceceeeeeeeseeeeeeeseeteneseeeeees cpsr() 2-103 
exception vector (PowerPC, ARM). /routine to asynchronous ........ccceeeee excIntConnect() 2-186 
CPU exception vector (PowerPC, ARM). get ....ccccccssecsesesseseeesseseetesesesseseseessseensseeseseeneanens excVecGet() 2-188 
CPU exception vector (PowerPC, ARM). Set ..cccecccsesessessseseesessseseenessssseeessseseeneasseseesensens excVecSet() 2-189 
interrupt bits (MIPS, PowerPC, ARM). disable corresponding ......ccccceeeseseeseeeeseees intDisable() 2-278 
interrupt bits (MIPS, PowerPC, ARM). enable corresponding .......ccceeeseseeeeeteeseeeenees intEnable() 2-278 
(MC680x0, SPARC, i960, x86, ARM). set interrupt level ......ccceceeeeeeseeeeeeeeeees intLevelSet() 2-279 
(MC680x0, SPARC, i960, x86, ARM). /lock-out level o.oo. intLockLevelGet() 2-282 
(MC680x0, SPARC, i960, x86, ARM). /lock-out level o.oo. intLockLevelSet() 2-282 
uninitialized vector handler (ARM). set... cecseeseesseseeeeseseeeteenees intUninitVecSet() 2-283 
SPARC, i960, x86, MIPS, ARM). /base address (MC680X0, ........::seeeeeeee intVecBaseGet() 2-284 
SPARC, i960, x86, MIPS, ARM). /base address (MC680X0, .........:::eseeeeeee intVecBaseSet() 2-285 
(MC680x0, SPARC, i960, x86, ARM). /exception vector table ........... intVecTableWriteProtect() 2-288 
PSR value, symbolically (ARM). /meaning of specified ........cccccsseeeeseeseeteeseees psrShow() 2-601 

of register r0 (also rl - 114) (ARM). return COnteMts ...... cece eeeseseseeteseseseeessseeeenentsees 70() 2-606 
ARM AMBA UART tty driver. ....ccccceceseeseeseeseseeeeeseens ambaSio 1-9 

time until next expiration and arm timer (POSIX). set ....ccccsesseeeseeseeseeeeeees timer_settime() 2-914 
initialize proxy: ARP. s.cscisccvscassesesecssceediarvesesetessceadsicseass proxyArpLibInit() 2-595 

Address Resolution Protocol (ARP) client library. Proxy .....cccccsseesessseseeseseseeeeeseseees proxyLib 1-297 
display known ARP entries. .......ccccceceeseseeeseeeesesneesesseeneseensseeenes arptabShow() 2-17 

add, modify, or delete MIB-IT ARP €Mtry. .....csccccccccccsessesestestestesneseenes m2IpAtransTblEntrySet() 2-365 
Address Resolution Protocol (ARP) library. Proxy ......cccccscseeeseesesseessseeseeseseseenees proxyArpLib 1-296 
create proxy ARP network. ....ccccccseesseeeseseeeseseeteseseseeeness proxyNetCreate() 2-596 

show proxy ARP networks. ......cccceeeeeeeeteees proxyNetShow() 2-597 

add entry to system ARP table. .....c.ccccccesssseseseeseseseseeeseseseesesssssesessseseeensseseess arpAdd() 2-15 

delete entry from system ARP table. ......c.cceccsccesesssseseeseseseeesseseseseenessseseesensseseeenees arpDelete() 2-16 
flush all entries in system ARP table. ......cccccccceesesseeseseeseesesessesesessseeesssessenessseeeees arpFlush() 2-16 
display entries in system ARP table. ......cccccccseesessesesesseseseseseeseseseeeeesssesseeseeeeeees arpShow() 2-17 

get MIB-IT ARP table entry. .......ccccesseeeeeeseeseeeees m2IpAtransTblEntryGet() 2-364 

Address Resolution Protocol (ARP) table manipulation/ .......ccccceeeeeteeeeeeneeeeeeeenes arpLib 1-24 
read data into array (ANSI). ...c.ccecssssesseseseseeseseseseeseseseseenessseseenessees .. fread() 2-220 

write from specified array (ANSI). ..ccseescscesessesseseseetessseseeessseseenessseseenenssees ww. fwrite() 2-238 

allocate space for array (ANSI). .....scccscessssesseseeseseeteeseseeseseeeseeneseeseseessseeseaeneaness calloc() 2-77 

system/ allocate memory for array from shared memory ............. smMemCalloc() 2-760 
sort array of objects (ANSI). ...ccccssccesesesseseeseseeneseseseeseseseeeenessens qsort() 2-606 


IX-6 


Keyword Index 


Keyword Name Page 

structure for NCR 53C90 ASC. create control ...... eects ner5390CtrICreate() 2-497 
structure for NCR 53C90 ASC. create control ........ cece ncr5390CtrICreateScsi2() 2-498 
53C90 Advanced SCSI Controller (ASC) library (SCSI-1). NCR ...ccceeeseeeeseseeseeeeeeees ncr5390Lib1 1-258 
53C90 Advanced SCSI Controller (ASC) library (SCSI-2). NCR ...eccseesseseseseeeessseseeseeeees ncr5390Lib2 1-259 
user-specified fields in ASC structure. initialize ......... cc eeeeeeeees ner5390CtrlInit() 2-499 

and convert characters from ASCII string (ANSI). read... cceceesseseseseeseseseseeseseseeeeneseens sscanf() 2-808 
(SPARC). probe address in ASI space for bus error ............. ... uxMemProbeAsi() 2-974 
/manipulation library SPARC assembly language routines. ........ccceceeseseeseeseseeeseseseeneseeees bALib 1-27 
1960Cx cache management assembly routines. ........ccccceeseeseeseeeeseeseeeeenees cachel960CxALib 1-35 
1960Jx cache management assembly routines. 0.0... ccc estes cachel960JxALib 1-36 
MIPS R3000 cache management assembly routines. ........cccceeseeeeseseesesteeseseeteneseseees cacheR3kALib 1-47 
ANSI assert documentation. ....... cc eeeesensseesesereseeseseseeeteeseneees ansiAssert 1-12 

(Western Digital WD33C93/ assert RST line on SCSI DUS... eects sysScsiBusReset() 2-855 
connect C routine to asynchronous exception VeCtOr/ .....scceeeeees excIntConnect() 2-186 
synchronization (POSIX). asynchronous file .0........ccseceseeeesesseesseseeseseeseseeneseesessens aio_fsync() 2-10 
library. initialize asynchronous I/O (AIO) ........... .... AioPxLibInit( ) 2-8 

(POSIX). asynchronous I/O (AIO) library... ccc aioPxLib 1-4 

library. asynchronous I/O (AIO) SHOW .....cceecsceeseeseeseeteeseees aioPxShow 1-8 

retrieve return status of asynchronous I/O operation / «0... aio_return() 2-11 
retrieve error status of asynchronous I/O operation / .......cccceesseeeseeeeteeeeeees aio_error() 2-9 
(POSIX). wait for asynchronous I/O request(S) ......cccesceeseeeeeeeseeeeees aio_suspend() 2-12 

(POSIX). initiate list of asynchronous I/O requests .......cccsesesseseseeseeseseeeenees lio_listio() 2-318 
processing routine for/ asynchronous MeSSage ........ceecseeeeeeeeees snmpSaHandlerAsync() 2-788 
initiate asynchronous read (POSIX). .....ccccceseeseseeeseeeeseeneees aio_read() 2-11 

initiate asynchronous write (POSIX). ....cccceeseeeeseeeseeeeeees aio_write() 2-13 

initialize. ATA drivers scic.ceh cide Sedensasctee cea nine ataabideeents ataDro() 2-21 

mount DOS file system from ATA hard disk. ......... ... usrAtaConfig() 2-947 
ATA initialization. oo. eececeeseseseeseseeeeeeseseeeeeseeceetessesesesetecees usrAta 1-409 

create device for ATA/IDE disk. oo. cseeeessseeeeeseeneeetseseneteeseneees ataDevCreate() 2-20 

routine. initialize ATA/IDE disk driver ShOW .......ceeeseeeeeereteeeeeees ataShowInit() 2-25 

show ATA/IDE disk paramete?s. ..........cccceseeeseeeeeeeeeneeeeees ataShow() 2-24 

disk device driver. ATA/IDE (LOCAL and PCMCIA) .0...eeceeeseeseeeseneeeseesees ataDrv = 1-24 

disk device driver show/ ATA/IDE (LOCAL and PCMCIA) ou... eeeeeseeeeeeeeenes ataShow 1-27 
memory objects facility (VxMP/ attach calling CPU to shared ............. ... smObjAttach() 2-772 
network stack. generic attach routine for TCP/IP oo... ccceeceeseesessseseeteseseeeeneees ipAttach() 2-299 
interface. attach shared memory netWork ..........cccceeeees smNetAttach() 2-769 

list of network interfaces/ attach ULIP interface to oo... eseeseeeeteeeeeeseeeeeneeseeeeees ulattach() 2-934 
sample authentication HOOK. 0... ripAuthHook() 2-633 

interface. remove authentication hook from RIP .... .. ripAuthHookDelete() 2-636 

interface. add authentication hook to RIP 0... ripAuthHookAdd() 2-633 

get NFS UNIX § authentication paramete?s. 0... nfsAuthUnixGet() 2-522 

modify NFS UNIX authentication parameters. ...... a nfsAuthUnixPrompt() 2-522 

set NFS UNIX § authentication parameteTs. 0... nfsAuthUnixSet() 2-523 

display NFS UNIX § authentication paramete?s. «0.0.0... nfsAuthUnixShow() 2-523 

set ID number of NFS UNIX = authentication paramete?s. .......cccccceseesseseeteeseeeeeeees nfsIdSet() 2-530 
library. PPP authentication secrets .......cccccceesesesseeseseeteeseseeenes pppSecretLib 1-295 

add secret to PPP authentication secrets table. .........cccceseseeeeeeenees pppSecretAdd() 2-587 

delete secret from PPP authentication secrets table. .........:ccceeeeneees pppSecretDelete() 2-588 
display PPP authentication secrets table. ..... pppSecretShow() 2-589 

connect routine to auxiliary clock interrupt. ........cceeeeeeees sysAuxClkConnect() 2-841 
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turn off auxiliary clock interrupts. 0.0.0... sysAuxClkDisable() 2-841 

turn on auxiliary clock interrupts. ......cccccceeeeeseeees sysAuxClkEnable() 2-842 

get auxiliary clock rate. ......ccceseeeeeseseeeeeeeees sysAuxClkRateGet() 2-842 

set auxiliary Clock rate. ......cceeseeeseeteeseeeetesees sysAuxClkRateSet() 2-843 

return contents of DUART auxiliary control register. ........ccceeesseeseeeeeseeeeneeeees m68681Acr() 2-390 
set and clear bits in DUART auxiliary control register. ......0...ccccseeeeeee m68681AcrSetClr() 2-390 
field. extract backplane address from device ............... bootBpAnchorExtract() 2-36 

driver. shared memory backplane network interface ........cccseceseesesseeseseeeeseseeeeseseens if_sm 1-166 
change backspace character. ......ccccseessssesseseseseeseneseees tyBackspaceSet() 2-928 

comptite base-2 logarithm: .i.....cccccscassssscerseiseeseceeusnevecseesoeitesnecnssbecuavenses log2() 2-334 

compute base-2 logarithm. ........ccccceesesesesseseseseeeeessseseeseseseeseneseseeeenens log2f() 2-335 

set baud rate for SLIP interface. .......cccceeeeeeeeeeees slipBaudSet() 2-756 

(ANSI). create temporary binary file (Unimplemented) ...........ccceceeeeeteseeeeneeeeeeees tmpfile() 2-920 
perform binary search (ANSI). ...cccccssesseseseeseseseseeseseseseeessseseenenees bsearch() 2-45 

create and initialize binary SeMaPNOTe. .........c.cecesessssssesseseeseeseeseseeeeneseseees semBCreate() 2-708 

and initialize release 4.x binary semaphore. create 0.0... semCreate() 2-710 
initialize static binary Semaphore. ........ccceeeseeseeeeseseseseeseseseeeeseseseenenesseeees semlInit() 2-714 

create and initialize binary semaphore. ........::cccceeeees .. VXWBSem::VXWBSem() 2-978 

binary semaphore library. .......ccccceceesessesessseeseseseseeneneseees semBLib 1-336 

release 4.x binary semaphore library. ........c.cccceceesseseseseeseteseseenenesees semOLib 1-344 

/and initialize shared memory binary semaphore (VxMP Opt). occ semBSmCreate() 2-708 
specified physical/ show BLK_DEV structures ON... scsiBlkDevShow() 2-674 
initialize file system On Dl]OCK CeVICE. .eeeeeeeescesesesseteeseseeteseseeteseseseseesessseseesesseeseeneess diskInit() 2-137 
logical partition on SCSI block device. define .....c cece scsiBlkDevCreate() 2-673 
read sector(s) from SCSI block device. wo. eeessssseeeesesesenessesesseersesceeeeessseeeseees scsiRdSecs() 2-688 
write sector(s) to SCSI block device. oo. ieeeseseseeseseseeeeseenseeessseeeneeseeeeeeeesenes scsiWrtSecs() 2-702 
library. raw block device file SYStEM .......ccscesesseseseseeteseseseeesesesteseseeees rawFsLib 1-299 

system functions. associate block device with dosFs file ........cccseseceeeeneees dosFsDevInit() 2-141 
functions. associate block device with raw VolUME ....... ce eteeeeeeeees rawFsDevInit() 2-610 
change’ bootdines tusteiucidduicliiel dani aiidlsdsciniehietits bootChange() 2-36 

interpret boot parameters from bot LINE. ......ccceeeseseeeeeeteeeeeteeeees bootStringToStruct() 2-44 
construct boot line. ween bootStructToString() 2-44 

prompt for boot line parameters. .......cccceeeeeeeeeeeees bootParamsPrompt() 2-39 

display boot line parameters. .........cccceeeeeeeeees bootParamsShow() 2-39 

line. interpret boot parameters from bOOt .......csceeeeeees bootStringToStruct() 2-44 

retrieve boot parameters using BOOTP. ........cccccesees bootpParamsGet() 2-41 

boot ROM subroutine library. .......cccceeeseeseeseeseeeeseesees bootLib 1-30 

configuration module for boot ROMS. System... bootConfig 1-29 
and transfer control to boot ROMs. /network devices 0.0... cseseseeeeeesereeeteeseseeeee reboot() 2-616 
network with DHCP at boot time. initialize... eee eeeeeeneeneeeee dhcpcBootBind() 2-116 
retrieve boot parameters using BOOTP. .......ccscscssssessessesseseeseeseeseesseseseaneateseesees bootpParamsGet() 2-41 
BOOTP client library. .......ccceeeeseeeeseseeseeeeseseseeeeteseeeeenes bootpLib 1-32 

send BOOTP request message. ........ccesesseseseseeeeteeseees bootpMsgSend() 2-40 

delete breakpoint. ......c cece bd() 2-31 

set hardware breakpoint. .......ccccceseeeeeeeeeeeees . bh() 2-34 

continue from. ‘breakpoint. -isccie csssscceesecanszscecesvasectecoestses csi ca esdtvenewseceeensivees c() 2-47 

breakpoint type (MIPS/ bind breakpoint handler to .......ccccescsseesseseeseeeeteseees dbgBpTypeBind() 2-108 
bind breakpoint handler to breakpoint type (MIPS R3000,/ 0... dbgBpTypeBind() 2-108 
set or display breakpoints. 00.0... b() 2-27 

delete all) breakpoints: -:.:.:scic2etcnsiciticececcedeescotstads vussteticstepes cetaceans bdall() = 2-32 
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interface. get broadcast address for network «00... ifBroadcastGet() 2-259 

interface. set broadcast address for network .........ccceeee ifBroadcastSet() 2-260 

particular port. disable broadcast forwarding foro... proxyPortFwdOff() 2-598 
particular port. enable broadcast forwarding fOr... proxyPortFwdOn() 2-598 
change SNTP server broadcast settings. .........ccccesessessseeeseseeeseeeeeees sntpsConfigSet() 2-797 
convert calendar time into UTC broken-down time (ANSI). oo. ceeeeseseseseteeseeeeeseneneeseaeeeee gmtime() 2-245 
convert calendar time into broken-down time (ANSI). oc ..eeeeseeeeeteneeeeseseeeneesees localtime() 2-333 
time (ANSI). convert broken-down time into calendar ....... tc eeeeteeeeeeeeees mktime() 2-432 
formatted string/ convert broken-down time into ......ccccceeseeeeseeeeeeeeeees ... Strftime() 2-822 
(ANSI). convert broken-down time into String .....cccccseseeseeseeeeteeseetenees asctime() 2-18 

(POSIX). convert broken-down time into String... cece asctime_r() 2-18 

convert calendar time into broken-down time (POSIX). occ eseeseteeeeeeseeneneesees gmtime_r() 2-245 
convert calendar time into broken-down time (POSIX). .....ccssseeeseteeeeeeeeeeees localtime_r() 2-333 
connect BSP serial device interrupts. ........:ccccseeeee sysSerialHwInit2() 2-858 

state. initialize BSP serial devices to quiesent ...........ceeeee sysSerialHwlInit() 2-858 

number. return BSP version and revision .......ccccsesesseseseseeteseseeeeseseens sysBspRev() 2-843 


number of free bytes in ring 
get characters from ring 
number of bytes in ring 
put bytes into ring 

create empty ring 

delete ring 

copy data from zbuf to 

to client and store in 

read 

to dot notation, store it in 
invert order of bytes in 
zero Out 

copy data from mBlk to 
get characters from ring 
put bytes into ring 

create empty ring 

delete ring 

number of free bytes in ring 
number of bytes in ring 
cacheDmaMalloc( ). free 
interrupt. clean up store 
create zbuf segment from 
write formatted string to 
with variable argument list to 
ring 

copy 

time (SPARC). zero out 
make ring 

make ring 

drivers. allocate cache-safe 
test whether ring 

test if ring 

test whether ring 

test if ring 


buffer. determine ..........0008 ... VXWRingBuf::freeBytes() 2-1010 


DUR fils Seoaseedssnsites i dtscisiie attiecsstsestuaseerests VXWRingBuf::get() 2-1010 
buffer. determine ........ccccesseseseseeteseseees VXWRingBuf::nBytes() 2-1012 
Buitet eteivstscaiecesiedons niche arabe asnteit VXWRingBuf::put() 2-1012 
Bitte ccssseccscattiens otsveneten nies deaveees VXWRingBuf::VXWRingBuf() 2-1013 
tite AoaecSectsnseiesseseerecenntees VXWRingBuf::~ VXWRingBuf() 2-1014 
buffer aise atniiin Nis ibisietisisstiea its: zbufExtractCopy() 2-1072 
buffer. /option provided ....... dhcpcOptionGet() 2-124 
buffer cnt dct dd tied acne veaindiae eae adieantesniees: fioRead() 2-204 


buffer. /network address ........ccccecsceseeseeeeeeees .inet_ntoa_b() 2-273 
| OLB 82) Gene np RPE EE SOR oP noe PEER TOROS REET ITE OPBRER ITEC PRE ICTO ITE TESST PER binvert() 2-35 
Ute ses: eteciieh tcesiiseehisseni se A iedheesdities es saias ache simasteass bzero() 2-46 
Bunter sisssseose aectetieeeeeciniten etaeseeaa netMblkToBufCopy() 2-514 
Dilffers sii hed Aiiebtienses: rmgBufGet() 2-646 
Dtatte secs ceed hicvessccsseeecanaesseoeied .. mgBufPut() 2-647 
Daten: 5 iesesitevecltecsigestecerdinceecuchet appt tvqerse sede cventesesee as rmgCreate() 2-647 
Butter c.cdeedescessectsisses henthtet a detecadee cincdeaacvesdecetesee rmgDelete() 2-648 
butter: determine :s.s.isscscsstiestooescstsreesecuenssteceespedts .. mngFreeBytes() 2-649 
buffer. determine 00.0... ccessssessssssseessseesessesessessnsenessens mgNBytes() 2-651 
buffer acquired With 0... cacheDmaFree() 2-54 
buffer after data store eYYOF occ cleanUpStoreBuffer() 2-87 
buffer and insert into ZDUF. 0. zbufInsertBuf() 2-1073 
butter (ANSD).. iessnehthdcebist aes aiee kedea sprintf() 2-800 
buffer (ANSI). /formatted .... vsprintf() 2-972 
butter class. visitas cic cnciee Based sacle eines VXWRingBuf 1-422 
buffer data into ZDUE. 0... eeseeeseeeseeneneeeees zbufInsertCopy() 2-1074 
buffer eight bytes at a ....cccccesseeseeseeseseeeseeeeeesens bzeroDoubles() 2-47 
buffer empty?.secescctisienciia caine VXWRingBuf::flush() 2-1009 
buffer: em ptye cass. scstisinth cctasien deinen iiaereuedes rmgFlush() 2-648 
buffer for DMA devices and ........cceceeeeeee cacheDmaMalloc() 2-54 
buffer is CEMPty. occ eee VXWRingBuf::isEmpty() 2-1010 
birffer ise pty. s..iescadssiicisecuacgasinstuesseaetardetarenedbusacchecs mglIsEmpty() 2-649 
buffer is full (no More TOOM). 0... eee VXWRingBuf::isFull() 2-1011 
buffer is full (NO MOLE TOOM). oo... ee eeesetseeeeeseeeteeseeeneneees rmgIsFull() 2-650 
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network buffer Library. .....cccesesesseeseeeeeseseeesesessesessseseeessseseesenees netBufLib 1-262 

buffer manipulation library. .......ccceceeseseeseeseeeeeseseeeeteseeeeenes bLib 1-28 

SPARC assembly language/ buffer manipulation library «00.0.0... ccc eseeteeseeteeeeeeeeees bALib 1-27 
disable store buffer (MC68060 only). ........ce cacheStoreBufDisable() 2-71 

enable store buffer (MC68060 only). ........see cacheStoreBufEnable() 2-71 

CL_POOL_ID for specified buffer size. return) ..........c cesses esses sees teseeseeees netClPoolldGet() 2-506 
ring buffer subroutine library. 0.0.0... ccceeeceeseeseseseseeseseseseeeseseeeenees mgLib 1-308 

compare one buffer to another. .......ccccceeseesesesessesessseseesessseseeenseeseees bemp() = 2-28 

copy One buffer to ANOthEL. oo... cececeeseeseeseeseseeeeeseseeseseseseeeeneseseeeenenees beopy() 2-29 

atatime/ copy one buffer to another eight bytes ..........c ccc bcopyDoubles() 2-30 

atime. copy one buffer to another one byte at ........ccceeeeeeseeeeeees bcopyBytes() 2-29 

word at a time. copy one buffer to another one LONG .......ccceeeseeeeeeteeeeeeeees bcopyLongs() 2-30 
atime. copy one buffer to another one Word at .....cccceeseseeseeeeeseeeees beopyWords() 2-31 

send encoded buffer to subagent. ........ccccsseeseesssseteseseseetessseees masterloWrite() 2-397 

character. fill buffer with specified .......ccccccsssesseseesesseseseseseesessseseeensseeeeees bfill() 2-32 

character one byte at/ fill buffer with specified 0.0.00... cscs eesseeeeeeseeeneeeeenees bfillBytes() 2-33 
eight-byte pattern/ fill buffer with specified bfillDoubles() 2-33 

put byte ahead in ring buffer without moving ring/ .............. VXWRingBuf::putAhead() 2-1013 

put byte ahead in ring buffer without moving ring/ .....ceceeeeeeeees mgPutAhead() 2-651 

or standard error. set line buffering for standard OUtPUL ....... cs ceceeseeteeseeeeeseees setlinebuf() 2-731 
specify buffering for stream. .........ccee setbuffer() 2-729 

specify buffering for stream (ANSI). ....cseesceseeseseseseeseseseseenenesees setbuf() 2-728 

specify buffering for stream (ANSI). .......cccceeeeseeeeeeeeeees .. setubuf() 2-737 

S Wap DUPEr se. ccas teks ssccdeaseasans cascades cote ceuttectiouldehathas caustels cette cdisha states bswap() 2-46 

TLBs (Translation Lookaside Buffers). flUSh oo... eesesesseseeeeeeeecseeeeeeeeseeeeeees pentiumTIbFlush() 2-566 
necessarily/ swap bytes with buffers that are NOt .......ccccessesssesssseeseseeseseseseesessseseeensseesees uswab() 2-952 
flush processor write buffers to MEMOTY. ......cceeeesseeseeseseeteseseseeteneeees cachePipeFlush() 2-68 

pulse reset signal On SCSI DUS. .....cesceceseesessesesseseeeseesesseseseseeseseeseseessseeseaeessseeneasens scsiBusReset() 2-674 
test and set location ACTOSS DUS. ..cecscsssssssssesessesessseseeeseseeseseseseesesessseseesessseseensassesesenees sysBusTas() 2-845 
Databook TCIC/2 PCMCIA host bus adaptor chip river. ......cccceesssesessesesssessenessseseesessseseeensseees tcic 1-390 
Intel 82365SL PCMCIA host bus adaptor chip library. ........ccccesssseeseeseeseseeteseseseesensseseenenesees peic 1-280 
Intel 82365SL PCMCIA host bus adaptor chip show library. ......cccccseeeseeseseeseeeeees peicShow 1-281 
Databook TCIC/2 PCMCIA host bus adaptor chip show library. ......cccceseseeseeeeeeneees tcicShow 1-391 
convert local address to bus address. .......cccesescesseseeeeseseseeseseseseenenesees sysLocalToBusAdrs() 2-850 
convert bus address to local address. ..........cccce0 sysBusToLocalAdrs() 2-845 

Probe address for DUS €LTOM. .....ccccsesesseseesssseteseseesesessseesessseseenensseseeeenees oxMemProbe() 2-973 

probe address in ASI space for bus error (SPARC). ...cccccssesseseesesseteseseseeeseeeees oxMemProbeAsi() 2-974 
acknowledge bus interrupt. ......cccceceeseseeseeseseeseseseseesesseseeneneeees sysBusIntAck() 2-844 

generate bus interrupt. .......cccecccecseeseseeseseseseeteseseseeeseseseenees sysBusIntGen() 2-844 

disable bus interrupt level. 0.0.0.0... cccceeseseeseeseeseseeteeeeeees sysIntDisable() 2-849 

enable bus interrupt level. ........cceesseseseseseeteseseeteseseseeenees sysIntEnable() 2-849 

Perform PCI bus SCAN. oi. teseeesseseeneseeeeneees aic7880GetNumOfBuses() —_2-6 

assert RST line on SCSI bus (Western Digital WD33C93/ ......cceceeeee sysScsiBusReset() 2-855 

clear all or some entries from CACHE. oo... cececececsceeesesesesesesescseseseseseseacscscseaesesesesessseseeeaes cacheClear() 2-50 
clear line from CY7C604 Cache. ......cecsesceeseeseseseseeteseseeneneseeeeenes cacheCy604ClearLine() 2-51 
clear page from CY7C604 CACHE. ......cscecsseeseeseseseseeteeseseeensseseeeneseeenees cacheCy604ClearPage() 2-51 
clear region from CY7C604 CaChe. ..ecccesesssssseseeseesesestessseseeneneseeeeneees cacheCy604ClearRegion() 2-52 
clear segment from CY7C604 CACHE. ..eecsceseeeseseeeeeseteseseeeseseeteeseseeenes cacheCy604ClearSegment() 2-52 
disable specified CACHE. ......ccceceseseseseseeseseseseeessssseesesssesessessseseeneneseeeenes cacheDisable() 2-53 
enable’specified: Cache. .2sscesiesiscs steteruiiecieesttuceter gp eivestenadeedeattesctiest cacheEnable() 2-57 
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flush all or some of specified CACHE. ....eecccesessesesseesetsseseesessseseeeessssseseesessseseeessseseesenees cacheFlush() 2-57 
all or some of specified cache. invalidate ........cccceeeseeseeseseeteeeeseeeees cacheInvalidate() 2-65 
lock all or part of specified CACHE. ....c.cceeseesecssesseseseseseeteseseesesessssseesesssessensesseeeenessseeees cacheLock() 2-66 
clear line from MB86930 Cache, .....ccscesssssssesseeseseeeeceseeseeseeseeseeseeseeseees cacheMb930ClearLine() 2-66 
return size Of R3000 data Cache. .....ccceccccccssscsscesscesscesscesscsecssecsseesseesseesseesscenes cacheR3kDsize() 2-69 
size Of R3000 instruction Cache. return ......:ccccescsesscescescessecceeesseseeseeseesseeeeees cacheR3kIsize() 2-69 
specific context from Sun-4 cache. Clear oo... cacheSun4ClearContext() 2-72 
Clear line from Sun-4 Cache. ....cccccescesecesecssecsscesscesscessccsseeseesseeseesaes cacheSun4ClearLine() 2-72 

clear page from Sun-4 Cache. ...cececcssesseseseseeseseseseesesessseesessseseenessseeees cacheSun4ClearPage() 2-73 

clear segment from Sun-4 Cache. ...csccsescssseseesesesssesseteseseesessseseesenessees cacheSun4ClearSegment() 2-73 
all or part of specified cache. UNLOCK 0... ccc ees eeeeeeseeeeseeseseeeseeneeeeneeees cacheUnlock() 2-76 

clear entry from cache (68K, X86). ...c.eceeeeeseseeeseeeseeeeeseeee cacheArchClearEntry() 2-48 

ensure data cache coherency (1960). ....:.cceeeeeee cacheI960JxDCCoherent() 2-60 

flush data cache for Crivers. .....cccceccccccscsscssessessessessessesseeseess cacheDrvFlush() 2-55 

invalidate data cache for CriveTs. .....c.cececesessessesseseeteeteeees cacheDrvInvalidate() 2-55 

lock I960Cx 1KB instruction cache (i960). load and ........ cacheI960CxIC1kLoadNLock() = 2-58 
disable I960Cx instruction cache (1960). oc .seeeesseeeseseteeeeeeseeeeetsenees cacheI960CxICDisable() 2-58 
enable I960Cx instruction cache (1960)... eeeeeeeeeeees cacheI960CxICEnable() 2-58 
invalidate I960Cx instruction cache (1960). oo... eeeeeeteteeeeeeseteneeeeees cacheI960CxICInvalidate() 2-59 
1960Cx 512-byte instruction cache (i960). load and lock .............. cacheI960CxICLoadNLock() 2-59 
disable 1960Jx data cache (1960). oe. eesessseseseteeeeetseeteneesees cacheI960JxDCDisable() 2-60 

enable I960Jx data cache (1960). oo... eeeseeseteeeseeseeeeeteeseneeeeaees cacheI960JxDCEnable() 2-61 

flush I960Jx data cache (1960). oc. eeseseeeseeseseeeeeeseeseeeeseneee cachel960JxDCFlush() 2-61 

invalidate I960Jx data cache (1960). oo... eeeeseeseeeseteeeeeeseeeees cacheI960JxDCInvalidate() 2-61 
disable 1960Jx instruction cache (1960). oo... eeeseseeseeeseeeeteeseeseeeesenes cacheI960JxICDisable() 2-62 
enable I960Jx instruction cache (1960)... eesseteseeeeseseeeeeeseseteeeeeeneee cacheI960JxICEnable() 2-62 
flush I960Jx instruction cache (1960). oe eesesseeeseseteeeeseseeneteeseeeeetees cacheI960JxICFlush() 2-63 
invalidate I960Jx instruction cache (1960). oo... eeeseeeeeeseeseeeseseeeneeeees cachel960JxICInvalidate() 2-63 
and lock I960Jx instruction cache (1960). load wo. eeeeeteeeteenees cacheI960JxICLoadNLock() 2-63 
initialize cache library. 00... ceecesesseeteseeteeeeeeeseeteseeneneenens cacheArchLiblnit() 2-48 

initialize Cypress CY7C604 cache library. .......cceeeeeeees cacheCy604LibInit() 2-53 
initialize Fujitsu MB86930 cache library. ........ccseeeeeeeees cacheMb930LibInit() 2-67 
initialize microSPARC cache library. «0.0... ... cacheMicroSparcLibInit() 2-68 
initialize R3000 cache Library. ........ceseeeseseseeseeeseeteeseseeneneseeeeenees cacheR3kLibInit() 2-69 

initialize R33000 cache library. ......c.ceccsseeseeseesseeeteseseeeeseseeeeeenens cacheR33kLibInit() 2-70 

initialize R4000 cache Library. ......c.cceeeceesesseeseeeseeeseseeteseseeeeenees cacheR4kLibInit() 2-70 

initialize R333x0 cache library. ......c.eeeceeseeseeseseeteeseeteneseeeeees cacheR333x0LibInit() 2-71 

initialize Sun-4 cache library. ......ccceseseeseeseeseteseseeseseseseeneneseseees cacheSun4LibInit() 2-74 

initialize TI TMS390 cache library. .......ccsceeeseeeeees cacheTiTms390LibInit() 2-75 
architecture. initialize cache library for proceSSOL .......cccseesseeeeeeteeseeeeees cacheLibInit() 2-65 
initialize I960Cx cache library (1960). .....eeceeesseeeeseeeeneseeeeees cacheI960CxLibInit() 2-60 

initialize I960Jx cache library (1960)... cceeseeeseeeeeseeeeeees cacheI960JxLibInit() 2-64 

routines. I960Cx cache management assembly cachel960CxALib 1-35 

routines. I960Jx cache management assembly cachel960JxALib 1-36 

routines. MIPS R3000 cache management asseMbLY .........ccceeeeeeseeeeees cacheR3kALib 1-47 
architecture-specific cache management library. .......cccceceseeeeeeeeeeeees cacheArchLib 1-34 
Cypress CY7C604/605 SPARC cache management library. ........cccceceseeseseseeeeeees cacheCy604Lib 1-35 
I960Cx cache management library. 0.0... cachel960CxLib 1-36 

1960Jx cache management library. 0... cachel960JxLib 1-37 

cache management Library. ......ccceeeseseeseeteeseseeeseeeeeeeees cacheLib 1-37 
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Fujitsu MB86930 (SPARClite) cache management library. «0.0... cacheMb930Lib 1-46 
microSPARC cache management library. ............. ... cacheMicroSparcLib 1-46 

MIPS R3000 cache management library. .......cccceceseseeeeteseseeteseseees cacheR3kLib 1-47 

MIPS R33000 cache management library. .......ccceceeeeeeeeeseeeetesees cacheR33kLib 1-48 

MIPS R4000 cache management library. .......c.cccececeseeeeseeseeseseseees cacheR4kLib 1-48 

MIPS R333x0 cache management Library. .........ccceeeeeeeeeeteseees cacheR333x0Lib 1-49 

Sun-4 cache management library. ......ccceceeseeseeeeeeteseees cacheSun4Lib 1-49 

TI TMS390 SuperSPARC cache management library. .......cccccceeeeeeees cacheTiTms390Lib = 1-50 

get I960Jx data cache status (1960). occ cacheI960JxDCStatusGet() 2-62 

get 1960Jx instruction cache status (1960). oo... cacheI960JxICStatusGet() 2-64 
instruction and data caches. SyNChroniZe ........c.cccececeseeesseeeeeseeeeeene cacheTextUpdate() 2-74 
synchronize caches for data coherency. «0.0... scsiCacheSynchronize() 2-676 

SCSI that hardware snooping of caches is disabled. inform .............0000 scsiCacheSnoopDisable() 2-675 
SCSI that hardware snooping of caches is enabled. inform ........:..cceee scsiCacheSnoopEnable() 2-675 
convert broken-down time into calendar time (ANSI)... ceeeeseeeseeseteeseeeseseeeeeeseeeeeteeaenes mktime() 2-432 
determine current calendar time (ANSI). o.....cccssseseseseeeeseseeeeeeseseeeneeseseenenaeees time() 2-910 

time (ANSI). convert calendar time into broken-down. .......ccceeeeseteeeeeteeeeees localtime() 2-333 

time (POSIX). convert calendar time into broken-dowNn ........seeseeeeeeereeeees gmtime_r() 2-245 

time (POSIX). convert calendar time into broken-down. ........cceeeeeeeeeesees localtime_r() 2-333 
broken-down time/ convert calendar time intO UTC o....ccccccceccccccssecsscesseesseesseeseeeseeeaes gmtime() 2-245 
compute difference between two calendar times (ANSI). .....ccccssseeeseseseseeteseseseeeseeeeeeneees difftime() 2-136 
transmit single CharacteT.. ......cccssseeseeeeseeeeseeenes winIntTx() 2-1066 

fill buffer with specified Character. .......cccccscssesesesseseseseseesesesessesesesessesessseseeessseseeenesesenees bfill() 2-32 
change-abort: ‘character. .tiscciccsschs pessecisehsetdiidecshestuovs tebe cenedeeteese pede tyAbortSet() 2-927 

change backspace Character. .....c.cscccssssesseseseseseeseesssesseseseseesessseseeenees tyBackspaceSet() 2-928 

change line-delete character. ......c.cccceseeeseeeereeeeeeenes tyDeleteLineSet() 2-928 

change end-of-file Character. ......ccccsessesssesseseseseeeeesesessesesesesseeseseeeeeesseeeees tyEOFSet() 2-929 

change trap-to-monitor character. .....c.cccecceesseessesessesseeseesesseesneseeees tyMonitorTrapSet() 2-931 

is printing, non-white-space character (ANSI). /character .......ccccsessesesesesseseseseenenesees isgraph() 2-306 
is printable, including space character (ANSI). /character ......cccccsssesesessessseseeseneseeeees isprint() 2-307 
character is white-space character (ANSI). /whether ........... isspace() 2-308 
search block of memory for character (ANSI). ....cceesseeeeeees memchr() 2-416 
stream (ANSI). push character back into input .... ungetc() 2-940 

/string length up to first character from given set/ strespn() 2-820 

first occurrence in string of character from given Set/ fi ......ccccesessseeeeesesteeseseees strpbrk() 2-825 
stream (ANSI). return next character from standard input .......ccccceeseeeeeeeeeeeeeenes getchar() 2-239 
return next character from stream (ANSI). .....cccccssesesseseseseeeeeseseeteneeees fgetc() 2-200 

return next character from stream (ANSI). ....ccseeeeseseeeeseseeseeeseseeeteeaees getc() 2-239 

find first occurrence of character in Stig. .....ccccsesseseseseeteseseseeteseseseeeeeseseetenesseeeees index() 2-268 

find last occurrence of character in String. «0... ... tindex() 2-632 

find first occurrence of character in string (ANSI). .....cccccessessesseseseseseeteseseeneneeseeees strchr() 2-818 

find last occurrence of character in string (ANSI). ......cccssssesesseseseseeseeseseeneseseees strrchr() 2-826 
(ANSI). test whether character is alphanumeric ............... isalnum() 2-304 

(ANSI). test whether character is control character ......... iscntrI() 2-305 

(ANSI). test whether character is decimal digit ................ .... isdigit() 2-306 

(ANSI). test whether character is hexadecimal digit ........ isxdigit() 2-309 

test whether character is letter (ANSI). ............... isalpha() 2-304 

(ANSI). test whether character is lower-case letter .......... islower() 2-307 
including space/ test whether character is printable, .........c.ccccssssesessesesssessesseseesessseseeenees isprint() 2-307 
non-white-space/ test whether character is Printing, .........ccceesssseeseeeeteseseeteseseseeeeneseseees isgraph() 2-306 
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(ANSI). test whether character is pUNCtUatiON 0.0... ccccesseseseeseeseseeteseseseeteneeeeees ispunct() 2-308 
(ANSI). test whether character is upper-case letter .........ccccecseeeseeseseseeteseeeseees isupper() 2-309 
character/ test whether character is White-SPpace ........cccsssesessesesessseetesesesseeseeeesees isspace() 2-308 
/string length up to first character not in given Set/ .....cccceesseseeeeeseseeeeeseseeeeneseens strspn() 2-826 

fill buffer with specified character one byte at a/ .......ccsecssseesseseeeseeneeee bfillBytes() 2-33 
character/ convert wide character to MUItiDYte .........cceeeeceeseseeteseseeeeeseseeeeneseeees wetomb() 2-1049 
stream (ANSI). write character to standard OUtpUE ........eceeeeeeeeeees ... putchar() 2-603 

write character to stream (ANSI). ....ccccseesseseesessessesesteneseeeesenens fputc() 2-219 

write character to stream (ANSI). oo... eeeeseeeeseseteeeeecseeeeeeseseeeseees putc() 2-603 

convert multibyte character to wide character/ ....c.ccccsssseeseeseeseseeseeeenes mbtowc() 2-414 

/wide character to multibyte character (Unimplemented)/ ......cc.cceceeseeseeseeeeeseseees wetomb() 2-1049 
calculate length of multibyte character (Unimplemented)/ .......cccceseeeseeeeeeteeeeeees mblen() 2-413 
/multibyte character to wide character (Unimplemented)/ .........ccceeeees .. mbtowc() 2-414 
(ANSI). read and convert characters from ASCII String ......cccccscesessseseeseseeteseseseeens sscanf() 2-808 
another (ANSI). concatenate characters from One StriNg tO... strncat() 2-824 
another (ANSI). copy characters from One String tO oo... ceeeeeseeseeseseeteeeeseenenes strncpy() 2-825 

get characters from ring buffer. .......ccceeeeee VXWRingBuf::get() 2-1010 

et characters from ring buffer. ......cccceceeseseeseseseeeeteseees rmgBufGet() 2-646 

stream (ANSI). read characters from standard input .......cccceceeeseeseeseeeeteeeeeeeees gets() 2-242 

stream/ read and convert characters from standard input .......c.cccscsesseseseseeseeeeeeeeenees scanf() 2-666 
read specified number of characters from stream (ANSI). ....cccessseseseessseseeseeseeeeeenees fgets() 2-201 
read and convert characters from stream (ANSI). ......ceseeseeeeeeeeseseeseeteeeees fscanf() 2-222 

(ANSI). transform up ton characters Of S2 into S1 occ ees eeeeseeseeeeseseeseseneens strxfrm() 2-833 
(ANSI). compare first n characters of two strings ....... .. strncmp() 2-824 

get information from PC card’s CIS. wecceccsssssssssseseseenesesesseesssessessssessessssssseessssssseasssseeeenessees cisGet() 2-86 
show CIS information. «00... .. cisShow() 2-87 

PEMGTA® (CIS Vib tare is. ccsezcespeasdev adel sitpessvesesttbescnedstevaseetetdeaseeshenestvdntgeatiey cisLib 1-56 

PCMCIA CIS show library. ....cccccescseccssssseesseseseseessseressesssesesseeesenenees cisShow 1-57 

CL-CD2400 MPCC serial driver. oc. eeseeeeeeeteeeeeees cd2400Sio 1-52 

routine to access reference C1OCK. ASSIQT .......sesseeseeseeseeseeseeseeseeseetesestesteseeseeseeses sntpsClockSet() 2-796 
allocate timer using specified clock for timing base (POSIX). «ccc timer_create() 2-912 
connect routine to auxiliary clock interrupt. 0.0... ccceceeeceeseeeeeseeeeeeeseeeees sysAuxClkConnect() 2-841 
connect routine to system clock interrupt. ........ccccceceeessesesesesseseseseeteneseseeeenens sysClkConnect() 2-846 
user-defined system clock interrupt rOUtINE. 1.0.0... cesses teeeteseeteseeneseeneeenes usrClock() 2-948 

turn off auxiliary clock interrupts. .......cccesesseeseseeseeseseeneneseees sysAuxClkDisable() 2-841 

turn on auxiliary clock interrupts. 0... cece eeeeteeseeeeeeeeeeteees sysAuxClkEnable() 2-842 

turn off system clock interrupts. .......ccceeeeeseesesteeseseeeeneseseeneneeees sysClkDisable() 2-846 

turn on system clock interrupts. ........ccceeeeeeseeseseeeseseeeeneseseeeeneseees sysClkEnable() 2-847 

Clock library (POSIX). ..cccceceseesesseeeseseesesesesteeseeeeeeesees clockLib 1-57 

get current time of clock (POSIX). wv... clock_gettime() 2-89 

get auxiliary Clock rate. oc cccceeccesteeeeseeseseeseateseeteseeeseenens sysAuxClkRateGet() 2-842 

set auxiliary ClOck rate. ...cceeeseseseeseseseseeteseseseeseseseeeeneneseees sysAuxClkRateSet() 2-843 

get system Clock rate. .....cceeeeeseeseeseeeees sysClkRateGet() 2-847 

set system clOck rate. ...... ccs sysClkRateSet() 2-848 

sét: Clock teSOlutiOn: 4. efesccieeacsveeseceeesatheeeecsieseuteahieet clock_setres() 2-90 

get clock resolution (POSIX). ...... clock_getres() 2-89 

clock tick support Library. .......ccccecesseseesesseeseseeteeseseeneneeees tickLib 1-395 

announce clock tick to kernel. «0.0.0.0... tickAnnounce() 2-909 

timer was/ return number of clock ticks elapsed Since ......ccceeseeseseseseeteeseeteeneeees envoy_now() 2-170 
(POSIX). set clock to specified time 0... cceeceeeeeteseseeteeeeeeeees clock_settime() 2-90 
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close directory (POSIX). ...ccceesesseeseesesseessseetenesesesens closedir() 2-91 

CLOSE ILCs: os iaarssccsecte tite evtescssves Basra, desvendenseaandeivavess beers deb coset ed close() 2-91 

close message queue (POSIX). ..ccccccssesseeseseeteeseseees mq_close() 2-448 

close named semaphore (POSIX). ..... .. sem_close() 2-719 

close stream (ANSI). .....cessssssssessseteeeescsescececscncecececneaceceenenees fclose() 2-192 

buffer size. return CL_POOL_ID for specified .........cccccccesceneeees netClPoolldGet() 2-506 

two strings (ANSI). compare first n characters of ............. strncmp() 2-824 

compare one buffer to anOthel, ......ccccceseeseeseseeseeseseeneseens bemp() 2-28 

(ANSI). compare two blocks Of MEMOTY «....ccceeeeeeeteeseeeeeees memcmp() 2-416 

appropriate to LC_COLLATE/ compare two Strings AS ....c.sccssssesessesesesesseseseseeeeeseseeneneseeees strcoll() 2-819 
lexicographically (ANSI). compare two StringS «0... stremp() 2-819 
one string to another (ANSI). concatenate characters from strncat() 2-824 
another(ANSI). concatenate One String tO ....ccceeceeseseeseeseeeeneseseseeeseeeeeenes streat() 2-818 

concatenate tWO Lists. occ eeseseseseseeeeeeeeeneeeees IstConcat() 2-350 

concatenate tWO lists. .......ccceeseeseeseeeeeseeeeeenees VXWList::concat() 2-981 

system SCSI configuration. ......cccccsesesseeseseeesseseseeseeseeeeeeseenees sysScsiConfig() 2-855 

changes. alter RIP configuration after interface «0... ripIfReset() 2-638 

display dosFs volume configuration data. ........ccccsseseeeeeeneeeeneeees dosFsConfigShow() 2-140 

show volume configuration information. ...........005 cdromFsVolConfigShow() 2-82 

requested NFS device. read configuration information from .........cccceee nfsDevInfoGet() 2-524 
user-defined system configuration library. .........ccccesseeseeseseeeseseeteeseseseeneseens usrConfig 1-410 

ROMs. system configuration module for bOOt ......c.cceseseeseeeeeseeeeteseees bootConfig 1-29 

add routine to handle configuration paramete!s. .........ccee dhcpcEventHookAdd() 2-121 
retrieve current configuration paramMeteYS. 00.0... dhcpcParamsGet() 2-127 

handler. remove configuration parameters dhcpcEventHookDelete() 2-122 

DHCP. obtain set of network configuration parameters With ........ccceeeeeeeteees dhcpcBind() 2-115 
run-time client/ Dynamic Host Configuration Protocol (DHCP) dhcpcLib 1-72 
server library. Dynamic Host Configuration Protocol (DHCP) dhcpsLib 1-75 
/state of DUART output port configuration register. 0... sees eeeeseeneeeeee m686810per() 2-393 
bits in DUART output port configuration register. /clear ............. m686810pcerSetClr() 2-394 
get PCMCIA configuration register. ......cccccecsseseseeseseseeteteseees cisConfigregGet() 2-85 

set PCMCIA configuration register. ........cccseesseeeseeeeteeeseeeees cisConfigregSet() 2-85 

initialize dosFs volume configuration Structure. ...........cceseeeteeeeeees dosFsConfigInit() 2-139 
obtain dosFs volume configuration Values. ..........ccceeeeeseeseeeeeeees dosFsConfigGet() 2-138 
connected to SCSI controller. configure all devices 0.0... .... scsiAutoConfig() 2-672 
configure SCSI peripherals. .........scscscssesseeeseens usrScsiConfig() 2-951 

continue from breakpoint. .....ccccccesseseseeseeseseesesseseesessseseeneneseees c() 2-47 

parameters. initiate or continue negotiating transfer ................. scsiSyncXferNegotiate() 2-697 
parameters. initiate or continue negotiating wide ............06 scsiWideXferNegotiate() 2-701 
subroutinereturns. continue until CULTENE ...... cee eee ees eseeeseseeeeeseseeeaeseseaeaes cret() 2-104 

test whether character is control character (ANSI). ....ceseessseseseseeeeeeeeseeeeeesesceeeeeeaes iscntrI() 2-305 

for presence of floating-point COPLrocessOr. PYODE «.....ccsesecseseeeeteeeteseeeseeseseesesteseeneseenens fppProbe() 2-210 
restore floating-point COPTOCESSOL CONKEXE. ....ccccceseeseeseeeetessseseeessseseeeseseeeees fppRestore() 2-211 

save floating-point COPTOCESSOL CONKEXE. .....ccceeseeseresesesseeseseseetesesesteseseeeseenees fppSave() 2-212 
/floating-point CoprocessOr SUPPOTT. ...... cee .. fppArchLib 1-118 

initialize floating-point COPTOCESSOL SUPPOTT. oc cccceeeseseseeeeseseseeeeeseseetesessseeteneetens fppiInit() 2-210 
floating-point coprocessor SUPPOTt LIDTATY. 0... eeeeeteeseeteeseeeeteeeeeees fppLib 1-119 

copy buffer data into zbuf. oo... zbufInsertCopy() 2-1074 

string to another (ANSI). copy characters from one strncpy() 2-825 
copy data from mBlk to buffer. ........... netMblkToBufCopy() 2-514 


IX - 14 


Keyword Index 


Keyword Name Page 

copy data from zbuf to buffer. «0.0... zbufExtractCopy() 2-1072 

streams. copy from/to SPeCified oo... cece copyStreams() 2-94 

stdout). copy in (or stdin) to OUt (OF... ecseeeeseseeeeeseseeteeseseeteneseees copy() 2-93 

toanother (ANSI). copy memory from one location 0.0... scene memcpy() 2-417 
toanother (ANSI). copy memory from one location memmove() 2-421 
initialize list as copy Of another. ......cccecesseeeeeeseeteseseeeeens VXWList::VXWList() 2-987 

copy one buffer to another... ccc eeesseseeseseeseseens beopy() 2-29 

eight bytes atatime/ copy one buffer to another ........ccccceeeseseeeeeeenees beopyDoubles() 2-30 
byteatatime. copy one buffer to another ONE ......cceceseeseeseeseeeees beopyBytes() 2-29 

long word atatime. copy one buffer to another ON€ .......cceseseeeeeeteees bcopyLongs() 2-30 
word atatime. copy one buffer to another ONE ou... beopyWords() 2-31 

(ANSI). copy one string to another ......cccccsesseseseseeseseseeseeseseeeenees strcpy() 2-820 

copy packet to interface... ....ccccceeseesseseseseeessssesseseeseeeens elcPut() 2-160 

copy packet to interface... ......ccccsscessesessssesssssessssssssssessnseneeees enePut() 2-168 

copy packet to interface... ......cceceeesseeeeseseeeees esmcPut() 2-174 

copy packet to interface... ......cceceeeseceeseseeneees ultraPut() 2-939 

compute both sine and COSINE. ......cscccscesesseseseseseeeseseseeseseseesesssssessesessssseesssssessenessseeeeens sincos() 2-753 
compute both sine and COSINE. ......ccssscssssssssessssessssesseseesessesssesssssssssseasesenesssussssansneaneees sincosf() 2-754 
compute atc’ cosine (ANSI). ..ccssicscasiesciseatesccssessaseesvesecsveiseesabeacseecedseveesesrvasses acos() 2-3 

compute arc cosine (ANSI). ...cccccceseesessesseseeeeeseseseesessseseeesssesseneseeeseenes acosf() 2-3 

compute. cosine (ANSD). esis cccctscsesist sess cceseseceessceints Gtauas stds cedetscerenasceseas cos() 2-94 

compute cosine (ANSI). ..ccccccsssssssssssssessssesssseesssesssseesssserssesseeeseees cosf() 2-95 

compute hyperbolic cosine (ANSI). ......cscccsceeeees cosh() 2-95 
compute hyperbolic cosine (ANSI). .......c.ccscceeees coshf() 2-96 
half of 64Bit TSC (Timestamp Counter). get lower ............ pentiumTscGet32() 2-566 
get 64Bit TSC (Timestamp Counter). .....cccccceeseseeseeseeseseesessseseeneneseseeeeees pentiumTscGet64() 2-567 
reset TSC (Timestamp Counter). ....cccccceeseceeseesesesseesssessensseseenenesseeeees pentiumTscReset() 2-567 
get value of kernel’s tick COUMTIHEL. ....eeeececeesetsseseeseseseseeseneseseesesessseeesesssesnensssseeeeneaeees tickGet() 2-909 
set value of kernel’s tick COUMHEL. oo. eeesesseeeseseeeetscseneeesescececsesenseenscaceeeeseaeseneeas tickSet() 2-910 
create and initialize counting semaphore. .........ccccceeseeeseeeeseeeeeeneeees semCCreate() 2-709 
create and initialize counting Semaphore. «0.0.0... VXWCSem::VXWCSem() 2-980 
counting semaphore library. .......ccccsesesseeseseeseeseeeeenes semCLib 1-338 

/and initialize shared memory counting semaphore (VXMP/ .......cceeeeeeee semCSmCreate() 2-710 
cancel currently counting watchdog. .....ccceeseseseeseseeneseseeeees VXWWai::cancel() 2-1046 

cancel currently counting watchdog. ............. wdCancel() 2-1061 

ANSI ctype documentation. ............ ansiCtype 1-12 

COMPte® CUBE TOOT Asses. s. ee ericettcaceacoan ia cdy seat edetecgevetettestieidicesesseunsegetecnes cbri() 2-77 

COMPUite “CUDE. TOOK. scssccscrecscsviascescabearevecatcteesteerstdevecacab ni cesrsedateesceteeseteeatan cbrif() 2-78 

clear line from CY7C604 cache. 0.0.0... eee cacheCy604ClearLine() 2-51 

clear page from = CY7C604 cache. «0... cacheCy604ClearPage() 2-51 

clear region from CY7C604 CaChE. ...cecceesesseeseseeseeseeeeens cacheCy604ClearRegion() 2-52 

clear segment from CY7C604 Cache. ...ccscecesesseeseeeeeesees cacheCy604ClearSegment() 2-52 
initialize Cypress CY7C604 cache library. 0.0... cacheCy604LibInit() 2-53 
initialize Cypress CY7C604 cache library. «0.0.0... cacheCy604LibInit() 2-53 

cache management library. Cypress CY7C604/605 SPARC ....ccseeesseseeeeseseeeees cacheCy604Lib 1-35 
initialize mount CaeMON. oo. eee sees ee eeeeeeeeeeneeeseaeeneneseaeeneeseaes mountdInit() 2-446 
VxWorks remote login GaeMon. ...c.cccccsseeseesesesessesessssessessseseesesssesessessssseeneasseseeneees rlogind() 2-644 
VxWorks telnet Gaemon. oe. ee esecseseeeeseaesnsesesseaeetessssasenseseaseneeees telnetd() 2-898 
initialize telnet telnetInit() 2-899 

TFIP server daemon: task: ci.cc.cscsssesseecsssevensesssccesecaesdestsnsesevacenccuesecensens tftpdTask() 2-901 
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Set dosFs file system ate. .....ccccccceseesesseseseseeeeeseseesessssssseensseseenensseeeeeenes dosFsDateSet() 2-140 

set. rtllFs-file System. “date: s.cci.ccccisstesccsecesecscctsssssivecasea ter ocoecedstsveteeveesesrdssiets rt11FsDateSet() 2-658 
driver. Set debug flag in UNIX’s ULIP ..ecccceeceeseeseteeeeees ulipDebugSet() 2-934 

partition. set debug options for MeMOTY ..........ccceeee memPartOptionsSet() 2-425 

partition. set debug options for memory .............0 VXWMemPart::options() 2-990 

memory system partition/ set debug options for shared ..........ceeceeeeees smMemOptionsSet() 2-762 
memory partition. set debug options for SYStEM .......c scenes memOptionsSet() 2-421 
debugging facilities. 0... cceecesesesesseeseseeeeseseseeteseseseeeeneesens dbgLib 1-60 

display debugging help Menu. .......ccccccseseeeseeseseseeeeteeseeeeees dbgHelp() 2-109 

protocol. display debugging information for TCP... tcpDebugShow() 2-896 

specify amount of debugging output. oo... eee .... ripDebugLevelSet() 2-636 
initialize local debugging package. 0... seeeteseseeteneseseeeenenees dbgInit() 2-110 

registers 0 thru 15. display dec 21040/21140 status ........ccccesesseeseseeeseseeeeeseens dcCsrShow() 2-111 
interface driver. END-style DEC 21x40 PCI Ethernet network ........cceeeees dec21x40End 1-67 
interfacedriver. DEC 21x4x Ethernet LAN network ........ccccccsesceseeeseeeeesseensees if_de 1-133 

interface driver. END style DEC 21x4x PCI Ethernet network ....... ... dec21x4xEnd 1-63 
delay task from eXeCULING. ...... ccc eeeeeeeeneeeeneeees taskDelay() 2-866 

initialize list CeSCTIPtOL. 0.0... cece estes eseeeeseseseeeesessseseeseseseseeensseseeneees IstInit() 2-354 

initialize rtl1Fs device descriptor. ...... ... 1t11FsDevInit() 2-659 
initialize tty device CeSCTIPtOL. 0... ceeceeseeeeseseseeteseseseetesesesseessseseeseesseseeeness tyDevInit() 2-929 
/shared memory objects descriptor (VXMP Opt.) ....ccccccesseesseeeseeeeeseeeeeenes smObjInit() 2-774 
packet to network interface device. OUtPUE occ es seesseseeseseeseeeenesneneeees cpmStartOutput() 2-102 
initialize pipe packet CeViICC.. ....cccesesseseseseeseesesesteseseseeeessseseeesessees wdbPipePktDevInit() 2-1056 
initialize driver aNd CeVICE. ...c.eceecccsscssscessesseesseesecesscescescescsseeeseeses dec21x40EndLoad() 2-113 
initialize driver aNd CeVICE. ...c.ecceeccccsscessceseesseesseesscesscesscesseesceseeeseeees dec21x4xEndLoad() 2-113 

and initialize driver and device. /eex network interface .........cccccccesseeseesseetseeaees eexattach() 2-151 
Initialize driver aNd CeVICE. ....ceccecccsscsscesscesscesecesecsseesseensceseesseeeeeseees e182596EndLoad() 2-153 

and initialize driver and device. /ei network interface .........cccceecesseessceseeseesseesees eiattach() 2-154 
and initialize driver and device. /ei network interface .....cccccceceesseseeseeseeseeseees eihkattach() 2-155 
initialize driver and CeVICE. .....eeceeceescssscessesseesseesscesseesseensees el3c90xEndLoad() 2-158 

and initialize driver and device. /elc network interface ........cccccceesesseeeseeeseeseees elcattach() 2-160 
Imitialize driver ANd CeVICE. .....ceccececessesscessceseceseesseesscesscesscesseesseeseecseesseessees elt3c509Load() 2-161 

and initialize driver and device. publish elt interface ........cccceeceseeeeteeeeeteeeees eltattach() 2-163 
and initialize driver and device. /ene network interface .........ccccccccessesscesseeseeeeees eneattach() 2-167 
initialize driver and eVICE. oo. eececeeceseeces ses esseseeesseseseesesseseesesneseeneneeneens fei82557EndLoad() 2-196 

and initialize driver and device. /fn network interface ........ccccccscesceeseeseesseerseeees fnattach() 2-207 
Initialize driver aNd CeVICE. ...c.ecceccccecscesscessessecesecsscesscessceseesscesssenseeaees iOlicomEndLoad() 2-291 
underlying driver is tty device. return Whether ..........cccceseeseseseseeteseseseeeseseseesessseees isatty() 2-305 
Initialize driver aNd CeVICE. ....cecceecccesscessesssesscesscesscesscessceaecesscesecesecsseesseees In97xEndLoad() 2-321 
initialize driver and CeVICE. .....cecceccesseecesseessceteeeeeeee .... 1n7990EndLoad() 2-323 

and initialize driver and device. /network interface ........cccccccscessesseesseesseessees InPciattach() 2-326 
initialize driver and eViICE. o..ceccceeccescesseseessessesseseeeees .... mb86960EndLoad() 2-403 
Initialize river ANd CeVICE. ....cecccccescesscessceseceseesseesscescessccseeessceseeeseesatessees mbcEndLoad() 2-409 
packet to network interface Cevice. OULPUE oo. ceeeeesesseeeseeteeseseeteneseeeeenes mbcStartOutput() 2-412 
CTeate MEMOLY AEVICE. cise. cescateciececapsenivenseceseestbnen scsenpedeoeesesedestenesears memDevCreate() 2-417 

delete MEMOLY AeVICE. o...ceeeecssseesetsseseeteseseseetesessseetessseseeteneseseeeees memDevDelete() 2-419 

initialize driver and eViCE. oo. eeceeeceseessses sees eesesseseseseeseseeseseesesnensenees motCpmEndLoad() 2-444 
initialize driver and CeVICE. wo.cececceccesssssessessessesecsscsecsscsscsscssessessecseseeeeees motFecEndLoad() 2-445 
information to MUX or to device. Send CONtTOL] oo... ccc eecesccesecesecesecsseesscesscesseesseessees muxloctl() 2-476 
address to multicast table for device. add multicast muxMCastAddrAdd() 2-477 
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initialize driver aNd CeVICE. .o.cececeeccessessesssssssscsscsscsscsscsscssessecsecsecseeseeseees ne2000EndLoad() 2-502 
create remote file CGeVICE. ..eccecccccesccsseesscesscesscessceseceseessecssecssecssecsseesseenes netDevCreate() 2-507 
information from requested NFS device. read Configuration «0... nfsDevInfoGet() 2-524 
UNMOUNE NES: - devices ...i.esissssssisstsesatesseetssadestesgesnsustevacsgsshseatsesinesesteas nfsUnmount() 2-532 
initialize driver aNd CeVICE. .cececeeccescscssssssssscssesscescsscsscsscsseesecsecseesesseeseessees nicEndLoad() 2-532 
Initialize driver ANd CeVICE. ...ceeeccescssccsscesscesscsseeesecsseceseesseesscesseesscesscescescenseessees ntLoad() 2-538 
enable PCMCIA-ATA device. pecardAtaEnabler() 2-551 
create pipe: device. wc sie h dec cctee ates a eG Raecleccetie iss pipeDevCreate() 2-571 

create RAM disk Cevice. ..ccccccccccssccsssesscesscesecssscssecssecssecsseesseesscesseeseees ramDevCreate() 2-608 

read bytes from file or: AEVice.. ...s:sccccccisspeacsedenenecvesneseasvaiensrueseessenenscsecsedsssbecoedeneceoseeteies read() 2-614 
on specified physical device. /BLK_DEV structures .... ... scsiBlkDevShow() 2-674 


issue ERASE command to SCSI device. ....cccceccccsscsssesscesssesscesscesscssecesecssecssecsscesssessceseeeseeaes scsiErase() 2-677 
FORMAT_UNIT command to SCSI device. iSSUe ......cccccccessecsscesecsseeeseesseesseesseesseeeceaes scsiFormatUnit() 2-677 
issue INQUIRY command to SCSI device. ....cccesesessssseseesesesessesesesessesssseseesessseseeessseeeeenees scsilnquiry() 2-679 
command to SCSI device. issue LOAD/UNLOAD. ..........ccccesceeseeeseeeees scsiLoadUnit() 2-680 


MODE_SELECT command to SCSI device. issue ... scsiModeSelect() 2-684 
MODE_SENSE command to SCSI device. issue .... scsiModeSense() 2-684 
information for physical device. ShOW Status ........ccceesesseeeseseeseeees scsiPhysDevShow() 2-688 

bytes or blocks from SCSI tape device. read ....cccececcecssesssseseseesessseseesessseseesessseseeensseees scsiRdTape() 2-689 


command to SCSI device. issue READ_CAPACITY ....... ee scsiReadCapacity() 2-689 
issue RELEASE command to SCSI device. ..ccccccesccssscssecsscesscesssessccsecessesseesseesseesececesseeeeaes scsiRelease() 2-690 
RELEASE UNIT command to SCSI device. i sadysis wth darete Ca yeseaapatuccens sonsseeeeeceseeese scsiReleaseUnit() 2-690 
issue RESERVE command to SCSI device. .o.cccccccccsscsscsscsscsscsscsscssessecscsscsessssssssssseessesseseens scsiReserve() 2-691 


RESERVE UNIT command to SCSI device. i ceendabgelbs abt ates aan eatin assets scsiReserveUnit() 2-692 
issue REWIND command to SCSI device. ...cececcecescesessesseessessssessssessssessssessessesesnssssneseseneaes scsiRewind() 2-692 
create SCSI sequential Aevice. ....ceccceccceceeessseeteseeseseesesteseeteseeeseeeseenees scsiSeqDevCreate() 2-693 

command to SCSI device. /READ_BLOCK_LIMITS ......... scsiSeqReadBlockLimits() 2-694 

on specified physical SCSI device. MOVE tape ....ceccccecseeesesesesseseseseeteeseseeneseseeeeenees scsiSpace() 2-696 
command to SCSI device. issue START_STOP_UNIT .............00... scsiStartStopUnit() 2-696 

command to SCSI tape device. issue MODE_SELECT scsilapeModeSelect() 2-697 

command to SCSI tape device. issue MODE_SENSE scsilapeModeSense() 2-698 


command to SCSI device. issue TEST_UNIT_READY ...........00 scsilestUnitRdy() 2-700 
file marks to SCSI sequential device. Write ......ccccceeeeseseeseseeteeseseeeseseeeeneees scsiWrtFileMarks() 2-701 
write data to SCSI tape device. ....ceccesceseessssesseeseeseeseesesseeesestesneseeseeseeseeseeneanesees scsiWrtTape() 2-702 


and initialize driver and device. /sl network interface ......cccccceccsscessessessessesseeseees slattach() 2-756 


and initialize driver and device. publish sm interface .... .. smIfAttach() 2-758 
initialize driver and CeVICE. ...c.ceeeccescesseeseesscesseesseeseeees ... 8n83932EndLoad() 2-779 

and initialize driver and device. /sn network interface .........cccccccscsssesseesscesseeneees snattach() 2-779 
create PCMCIA memory disk device. ....ccccescccseessesssessesesesessessessssessssessesesneseans sramDevCreate() 2-806 
create cdromFsLib device. ...... ... cdromFsDevCreate() 2-81 

do task-level read for tty CeVice. ....cccececeesseseesessseseeseseseseeeeseseseesesesssseeessssssseensssseeseneess tyRead() 2-932 


do task-level write for tty GeVICE. oc. eesesceeessesesesessesesseseseneseesesesessessseseseeneseneseeenenensens tyWrite() 2-933 
ultra interface and initialize device. publish ........0....cce .. ultraattach() 2-937 
initialize: driver and: \deViCE: 1s cccked cco ececeiceteete teva aivoxneonveniinvsivesises ultraLoad() 2-937 

create UNIX disk device. ......cccccceceeseeseeeeee .. unixDiskDevCreate() 2-942 


channels. provide terminal device access to Serial .......ccecesssesesseseseseseeteseseeeeeseseeeeneneeeeens ttyDrv 1-398 
system. initialize device and create dosFs file ........cceseeceseeeeseeeeeeeee dosFsMkfs() 2-144 
system. initialize device and create rt11Fs file ....... ce eceeseeeeteeeeeteeees rt11FsMkfs() 2-661 
system. initialize device and mount DOS file .......cc ec eeeseeeeeeeneeee pecardMkfs() 2-552 


command to SCSI device and read results. issue REQUEST_SENSE . scsiReqSense() 2-691 
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channel. get SIO_.CHAN device associated with serial ............cccccsee sysSerialChanGet() 2-857 
routine. start device by calling start «00.0... ... muxDevStart() 2-474 

routine. stop device by calling Stop ...... ccc muxDevStop() 2-474 

handle device control requests. .......ccceeeseeseseereseseeeeeseseeteeseeeeees tyloctl() 2-930 

initialize rt11Ps device AeSCriptor. .......cceceseeseeeeeeeeeseseeteneseeeeeenes 1t11FsDevInit() 2-659 

initialize tty device AeSCLIPtOL. 0... ceeseeseseseseeseseseeeeteseseeteneseseesenessens tyDevInit() 2-929 

IDE disk device driver. ........... ideDrv 1-125 

seudo memory device driver. .........ccce memDrv_ 1-226 

(LOCAL and PCMCIA) disk device driver. ATA/IDE ......ceecceseeseeseseeeeseeneeerscneeeneeseneees ataDrv = 1-24 
NEC 765 floppy disk device Ariver. .....ccccccccssseseesesesesseesesessesessssseesesssesnenessseees nec765Fd 1-261 
PCMCIA SRAM device driver. .o....cceccccsesesecseeeseseseseseseseseseseseseseseseseseseaes sramDrv_ 1-370 

poll for packet from device driver. ........ cece .. muxPollReceive() 2-481 
parallel chip device driver for IBM-PC LPT. .....ccceccseessetsseseesessseseeneneeees IptDrv 1-197 

initialize TSFS device driver for WDB agent. .......:cecsceeeeeeeeeeees wadbTsfsDro() 2-1058 

/(LOCAL and PCMCIA) disk device driver Show routine. 00.0... ceeesesesseeeseteneeeeseeeeeteenees ataShow 1-27 
extract backplane address from device field. ........ccceccsseesseseeseeseeseeeseenees bootBpAnchorExtract() 2-36 
tape sequential device file system library. ........c.cceccesesesteeseseeseeseeeeseseens tapeFsLib 1-380 

create device for ATA/IDE disk. .... ... ataDevCreate() 2-20 

create device for floppy disk. .........ccccceeseeseeeeeeteeeeeees fdDevCreate() 2-193 

create device for IDE disk. ....... .. ideDevCreate() 2-256 

create device for LPT Port. ....cccceceeeseteseeseeseseeneeeees IptDevCreate() 2-347 

creatememory device for multiple files... cece memDevCreateDir() 2-419 

create VxWorks device for serial channel. ........ccccseseessseseeseeseseees ttyDevCreate() 2-926 

initialize NETROM packet device for WDB agent. «00.0.0... wdbNetromPktDevInit() 2-1055 
initialize SLIP packet device for WDB agent. .......cccceeesseseeeeeeees wadbSlipPktDevInit() 2-1056 
delete device from I/O system. ........0:0 iosDevDelete() 2-293 

find I/O device in device list. 0.0... ccc eect neeeeeeneneees iosDevFind() 2-294 

connect BSP serial device interrupts. ........cccccsseeseeseseeteseseseeeenees sysSerialHwlInit2() 2-858 

MUx. tests whether device is already loaded into .........cceeeeeeeeees muxDevExists() 2-472 

SCSI sequential access device library (SCSI-2),. ....ccceessessesessesesssesseseseseesensseseees scsiSeqLib 1-334 

find I/O device in device list. 0... ecsseeeeeseeeseeeseesseesesssseenesssseeeees iosDevFind() 2-294 

create SCSI physical device Structure. ........cccceeseseeseeseseseeeenenees scsiPhysDevCreate() 2-686 

add device to 1/O SYSteM. ...c.eeccesseseseseseetesesesteneseeeeeeness iosDevAdd() 2-293 

find device using string NAME... endFindByName() 2-166 

modify mode of raw device Volume. .........ccceee ... rawFsModeChange() 2-611 
disable raw device volume. .... .. rawFsVolUnmount() 2-613 

disable tape device volume. ........cce ... tapeFsVolUnmount() 2-864 

system functions. associate device with ntPassFs file «0.0... cscs ntPassFsDevInit() 2-539 
functions. associate device with passFs file System ..........:cceeeeeeees passFsDevInit() 2-549 
associate sequential device with tape VOIUME/ ......... ccc teens tapeFsDevInit() 2-862 

list all system-kNOWN CeVICES. ...seecscssesessesesesseeseseseeseseseseeseseseeeenessseseesessseseeneasseseesenseees devs() 2-115 
display mounted NFS devices. ....ccccccessessesessesesesessessessssessssseeeesssseseesessens nfsDevShow() 2-525 
function for sequential access devices. perform I/O Control .....ccceeeeseeseeeeeeteees scsiSeqloctl() 2-694 
cache-safe buffer for DMA_ devices and drivers. allocate ...... ... cacheDmaMalloc() 2-54 
to boot ROMs. reset network devices and transfer CONtIO] oo... eee eeeeeeeeeeeeeeeeeeeeees reboot() 2-616 
controller. list physical devices attached to SCSI ......ccsecesseesseeeeseeeseeseeeenneees scsiShow() 2-695 
controller. configure all devices connected to SCSI ......csccecceseeeeeseeeees scsiAutoConfig() 2-672 
display list of devices in SYStEM. 0... ccseeeee esses eeseseeeeeeeeeeseeeenees iosDevShow() 2-294 

create list of all NFS devices in system. .........0+5 nfsDevListGet() 2-524 
common commands for all devices (SCSI-2). /library scsiCommonLib 1-330 
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SCSI library for direct access devices (SCSI-2). w.ccceescseseseesesesssseessssssesessseseeensseeeess scsiDirectLib 1-331 
initialize BSP serial devices to quiesent state. ........cccceceseeseeeeeees sysSerialHwlInit() 2-858 

reset all SIO devices to quiet state. .........ccceseeseneseeeeeeeneeees sysSerialReset() 2-859 

list contents: Of <CIPGCtOr ye. ssisssscecassernisessecisesdarses Uotdistapsianeeseielsahtpiigetasiseneiabaelisitess Is() 2-348 

list contents Of RT-11 irectOry. ....c.cccceccseesseeseseeteeseseeenesseeenensseseeneees IsOld() 2-349 

Make < direCtOrys cccssessilssecsiiesenssesissssesadeedasssbsctebeeedhaveaiens mkdir() 2-431 

print: current default: ‘directOry. ..ecccicceccecsteccsvereepssbecedisseesetecscousesstecsedaranschsceresaevnveessenss pwd() 2-605 

TemOve: GirectOry: tiiscieh deine dha Alka Nake rmdir() 2-646 

change default. directory. vic.ccciesscccssissecsiesccrecsscsvesacvnsesotsascvcaseavasscetieverecatereesivs ates cd() 2-78 

do long listing of directory CONtENES. .....ceeseseeteeseeteseseseeeesesesesteneseseeeeneseseeeeneseens I.) 2-320 

list directory contents Via FTP. ......ccccccessesessessesessseeeeneseseeenees ftpLs() 2-234 

(POSIX). open directory for Searching .......ccceeeeeeesseseseseeseseseeeeteseseeteness opendir() 2-543 

delete directory from access list. 0.0... tftpdDirectoryRemove() 2-900 

(POSIX). directory handling library «0.0... ccs eeeeneseseeeeeeeeees dirLib 1-80 

read one entry from directory (POSIX). ...cccccecssesseeseseesessesestessseseenensseseenenes readdir() 2-614 

reset position to start of directory (POSIX). ....ccccceesesessseeeeeseseeteneeeeees ... rewinddir() 2-631 
close directory (POSIX), ss.sssiassccescesteicescheeccrueveticteslussivccscsecboustess closedir() 2-91 

add_ directory to access list. ........... tftpdDirectoryAdd() 2-900 

specified number of/ disassemble and display. ........cccccsssssesseseseseeseessseetesseseenensseeeeees W() 2-312 

format disk, 4.)csi.cede eed ata aiecdeaaacen ahekhs diskFormat() 2-136 

create device for floppy isk. ....cccccecccseesseesesseteseseseenesssesessessseseenessseseeensssees fdDevCreate() 2-193 
create device for ATA/IDE disk. ...ccccccccccesesceseesseseeseeseees ataDevCreate() 2-20 
create device for IDE disk. ....eeesscecesecseeceeeeteeeeees ideDevCreate() 2-256 

DOS file system from ATA hard disk. MOUNE .....ccecccesseeseeseseeteseseeeetesesestenesseeeeeneees usrAtaConfig() 2-947 
DOS file system from floppy disk. MOUMNE ......cccecseeeseeeeteseeeeteeseseeeeseseseeteneseeeeees usrFdConfig() 2-948 
DOS file system from IDE hard disk. MOuUMNE .....ccccesesssseseeeeseseseseeseseseseessseseeneneseeeees usrIdeConfig() 2-949 
create RAM disk device. wo... ceeeeeeeeeeeees ramDevCreate() 2-608 

create PCMCIA memory disk device. .......ccccceccsesesseeeseseseseeseseeseseenssneesenees sramDevCreate() 2-806 
create UNIX disk device. ote eeetesseeeseeteeeeseseeeeeteeneneees unixDiskDevCreate() 2-942 

IDE disk device driver. 2.0.0... eseessessecseeseesesecceeseeceesseesenserecseesenees ideDrv 1-125 

ATA/IDE (LOCAL and PCMCIA) disk device driver. wo. ceeeesesseeeseeneneessseseeerseseeserasseeesees ataDrv 1-24 
NEC 765 floppy disk device driver. ............004 nec765Fd 1-261 

ATA/IDE (LOCAL and PCMCIA) disk device driver SHOW/ oc eseeeeeseteeeeeeseneeeeeeseneeeeeesenes ataShow 1-27 
RAM. sdlisk driver, oiiici..ssschsctedecciusecsiyeenssnspspeecnesansenncacutecbgescuenseeaeace ramDrv_ 1-298 

initialize floppy disk Ariver. .......ccccceesesseeseseeseseseseeeseseseeesesesseensseeeeeesseeeny fdDro() 2-194 

install UNIX disk Criver. wo... eects eseeseneeeeseneeeeeeseeeneeseaeeees .. unixDrv() 2-943 

(optional). prepare RAM disk driver for USC ......ccscesessesesesesseseseseeeessseseeeessseeeeeeneseees ramDrv() 2-609 
initialize ATA/IDE disk driver show routine. ........cccccccceesseeseesseesseenseees ataShowInit() 2-25 

and VxSim for HP). UNIX-file disk driver (VxSim for Solaris ..... unixDrv 1-405 
floppy isk initialization. ........cccecceseeseseseseeeseseeeeseseseseeneseseenenssesees usrFd 1-410 

initialize dosFs disk on top Of UNIX. ....cccceeseseesessessseseeseseeeeeeenees unixDiskInit() 2-943 

show ATA/IDE disk parameters. ......cccccsssssssessesseseesesssesessessseseeeseseseens ataShow() 2-24 

quotient and remainder of division (ANSI). COMPUEE ....... ccc eeteeseeeeeseeeeteeseeeeeeees Idiv() 2-315 
initialize L64862 I/O MMU_ DMA data structures (SPARC). oe mmuL64862Dmalnit() 2-433 
allocate cache-safe buffer for DMA devices and drivers. ........seeeseseseeeeeees cacheDmaMalloc() 2-54 
microSparc I/TILT/O DMA Library. .....c.cecesesseesseeseeseseeneneseeees ioMmuMicroSparcLib 1-180 
MBus-to-SBus Interface: I/O DMA library (GPARC). /L64862 .....ccceeeseeeees mmuL64862Lib 1-232 
initialize dosFs disk on top Of UNIX. ...ccccccceeseeeeeeseeeenes unixDiskInit() 2-943 

initialize device and create dosFs file system. ...........000 dosFsMkfs() 2-144 
set dosFs file system date. .......cccccesseeeeeeseeseseeenees dosFsDateSet() 2-140 
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associate block device with dosFs file system FUNCTIONS. .......ccceceeseeteeeeeeeees dosFsDevInit() 2-141 
set dosFs file system time. ........ccceee .... dosFsTimeSet() 2-146 

Prepare to use OSES library. .......ccccessesesesseseseseeeeeseseseesesssesteneseeeeeeseseens dosFsInit() 2-143 

status. notify dosFs of change in ready ..........00000 ... dosFsReadyChange() 2-146 

modify mode of dosFs VOLUME. «0.0... cscs esses dosFsModeChange() 2-145 

unmount COSFs VOLUME. .......cccceccccsesscssessessessessessessesseees dosFsVolUnmount() 2-148 

data. display dosFs volume configuration dosFsConfigShow() 2-140 

structure. initialize dosFs volume configuration ........cscceeeees dosFsConfigInit() 2-139 

values. obtain dosFs volume configuration .........cccccceeeeee dosFsConfigGet() 2-138 

get current dosFs volume options. 0.0.0: dosFsVolOptionsGet() 2-147 

set dosFs volume options. ..... dosFsVolOptionsSet() 2-147 

retiim very large: double. c-iccetiscscccstses dos levees cansessvceseseesteess i evoescvelpeeredeetensvsess infinity() 2-274 

convert string to double (ANSI). ...cccecccsesseseseseeseseseeeensseseeseessssseeensseseeensssees atof() 2-26 

initial portion of string to double (ANSI). CONVET Eo... ceceeseeseesesteeseseeeeeseseeteneseees strtod() 2-827 
transfers. enable double speed SCSI data oo... ccc aic7880EnableFast20( ) 2-5 

library. doubly linked list SUDTOUTINE «0.0... cece tees teste eeteeeeeeeeees IstLib 1-198 

driver. Nat. Semi DP83932B SONIC Ethernet .........ccccccccscsseceseesseesseeseees sn83932End 1-364 

National Semiconductor DP83932B SONIC Ethernet/ .........cccccccssccsscesscssecssecsseesseesseessees if_sn 1-167 
Ethernet network interface driver. END style Intel 82557 ..... fei82557End 1-114 
18250 setial, (Grivery vyeccccccsicescesccucss cissdyccseacuvseesaadhacdeuvasai deresedvectecseasescasseiceeds i8250Sio 1-123 

IDE disk device driver. ............008 i 1-125 

CPM core network interface driver. Motorola .........:cccccceseesseeseee 1-126 
CS8900 network interface driver. Crystal Semiconductor 1-129 
Ethernet LAN network interface driver. DEC 21X4X oo. ceeeeseeteeeees 1-133 
16 network interface driver. Intel EtherExpress .............04 1-136 
Ethernet network interface driver. Intel 82596 ................. 1-137 
Ethernet network interface driver. SMC 8013WC ..... 1-144 
Ethernet network interface driver. 3COM 3C509 w.ecccccccssecsscesscesscessceseceseessecssecsseesseesseeaes 1-144 
NE2000 network interface driver. Novell /Eagle ......ccccssssssssesseseeseseesesssseesessseseesessseees 1-146 
Ethernet network interface driver. /Ethernet2 SMC-91c9x ... 1-147 
Ethernet network interface driver. Intel 82557 .........ccceeeeeeeee 1-149 
Ethernet network interface driver. Fujitsu MB86960 NICE ~ 1-151 
Ethernet network interface driver. AMD Am7990 LANCE .......cccccccccsscsscesscesscesecseceseesseesaes if_In 1-153 
Ethernet network interface driver. /Am79C970 PCnet-PCl ..... .if_InPci 1-156 
loopback network interface driver. SOftWATC ......esecsseesseseseseeeseseseeeseseseesessseseenessseseeseneens if_loop 1-160 
68EN302 network-interface driver. Motorola ........cccccsccsscessceseceseessecsscessecseessceseeessseateeseess if_mbc 1-160 
ST-NIC Chip network interface driver. /Semiconductor ........:ccee if_nicEvb 1-163 
IP (SLIP) network interface driver. Serial Line 0... eeeeseeeseeseseeneeseseeeerscsenseetseeeeeseesees if_sl 1-164 
backplane network interface driver. shared MeMOTY ..........ceeee if_sm 1-166 
SONIC Ethernet network driver. /DP83932B o...c.ccceccesscesscesscesecssccsscesseesscceeessceaseeseeessesaes if_sn 1-167 
Ethernet network interface driver. SMC Elite Ultra wo... ccc ccccccecsseceseesseesseesseeseeeeeees if_ultra 1-171 
PCMCIA network interface driver. /style Intel Olicom ... .. LOlicomEnd 1-177 
Am79C97X PCnet-PCI Ethernet driver. END style AMD. .....ceeececeeeeeteeseseeeseseeeeeseeeeenes 1n97xEnd_ 1-186 
Ethernet network interface driver. /style AMD 7990 LANCE .....ccccesesssseseeeeeeseseees 1n7990End 1-190 
Motorola MC68302 bimodal tty river. .....cccceceeseeseeseseeseeseseeessseseeessseseesessseseeensseseeneess m68302Sio 1-210 
Motorola MC68332 tty river. ....ceccscsesseeseseesesseseesessseseesessseseesessssssesessseseenenseeseess m68332Sio 1-211 
MC68360 SCC UART serial driver. Motorola .......ccccccescssccsseesscesscessceseeesecsseeeseesseesees m68360Sio 1-211 
MC68562 DUSCC serial river. .....c.cccecccsccesccssccsscessceseceseessecesecseeesseesecesseesseseeeaeeeas m68562Sio 1-212 
M68681 serial communications driver. ...... m68681Sio 1-213 
MG68901 MEP: tty’ driver. .s.cient ite ithatni tensile cetera acsedeeutiediiereatens m68901Sio 1-215 
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MB86940 UART tty? drivers...2.iviscniiesl cesta akvneenaeriel eden mb86940Sio 1-221 

Ethernet network interface driver. /Fujitsu MB86960 ......... ... mb86960End 1-221 
END network interface driver. Motorola 68302fadS .......cccccccsseesseesseesscseeeseesseessees mbcEnd_ 1-223 

pseudo memory device ArIVEL. ...eecceceeseseseseeseeseseeseseseseeeesesesessesessseseessssseseenessseeeess memDrv_ 1-226 
network interface driver. /MC68EN360/MPC800 ..........c:ccsceseeseesseeeeees motCpmEnd 1-238 

FEC Ethernet network interface driver. END style Motorola ........cccscsssseesseseseseeseseseees motFecEnd 1-242 
disk device driver. ATA/IDE (LOCAL and PCMCIA) uc eeeeeeeees ataDrv 1-24 

NE2000 END network interface river. ......ccccccccsscessceseeeecesecsseessccsseescescesseeseeaees ... ne2000End = 1-259 
NEC 765 floppy disk device river. ......cccccesssssesssssesesesseseesesessesessssseesesssseseesseeeeeeneees nec765Fd_ 1-261 
network remote file 1/O river. ....ccccccccesccsscesscesecsecesecssecssccsscescesscessceaeceseesseesseesseesseens netDrv_ 1-263 
Network File System (NFS) I/O driver. ...c.ccccssessessseseesesssesessessseseesessseseeessssseesessssseeseasseseeseness nfsDrv_ 1-268 
ST-NIC Chip network interface driver. /Semiconductor ............ .. NicEvbEnd 1-271 
NS 16550 UART tty: driven. ciccieccsccdtesscscicssscssesevsesssvsetepeccttbavessesduesestbovasseeves ns16550Sio 1-273 

Pipe 1/O. ALIVER: ace. fccsidiscises cetesces Geeiessantepeesreneieatiiinsth acess pipeDrv 1-289 

Ppc403GA serial LIVER: vcce.escssccissecesegecassvsceestseducensssapity cagetverseesesendevetseesseceresys ppc403Sio 1-291 

MPC800 SMC UART serial driver. Motorola ........ccccccccccscessseseceseesseesseesseesseensseseeeseeees ppc860Sio 1-292 
pseudo-terminal driv ts secscedcc ise yevpdetceccstes eer teviatvess Si wlaneesteedathesceotrsecdiiees ptyDrv 1-297 

RAM disk river. ......cccccccecccscssscssscssscssecsscessccssceeecsecessesseeessesseesseesseesseess ramDrv_ 1-298 

Semiconductor SA-1100 UART tty driver. Digital 0.0.0... ccceseeseeseseesesessseseessseseeneseseeeesenessens sa1100Sio 1-316 
memory network (backplane) driver. /interface to Shared ........cccccseeseseseseeteseseeeenesees smNetLib 1-360 
Semi DP83932B SONIC Ethernet driver. Nat. ......cccccccccsccssccsscessccsscessecseeesecsseesseesseesseesseessees sn83932End 1-364 
PEMCTA-/SRAM device’ Qriveny sccscccccccescsusessctesceaccs ccosevcaveasase Mhesvaseveieesuetvseeoteesseesicseiess sramDrv_ 1-370 

ST 16C552 DUART tty driver. ...ccceccceeseseseseeeseseees ... 8t16552Sio 1-371 
PCMCIA host bus adaptor chip driver. Databook TCIC/2 ..cccceccesesseseseseenessssseesessesnenessssseenens tcic 1-390 
Elite END network interface driver. SMC Ultra .... en ... ultraEnd 1-404 
UNIX'Serial! UV ERE sec Hisee sv reascscocehesiatad testeascciessdetosectee atten Hibeadeie yeses unixSio 1-407 

interface for ULIP driver. WDB communication 0.0.0... wdbUlipPktDrv 1-439 

WIN Serial ALIVE. .......ccecesccssscsscesscssccsssesseesssessecsssessscecessceseccssesseesseesssenses winSio 1-442 

Communications Controller driver. Z8530 SCC Serial ........ccccccccesccssccsssesseesscesseeseeeseeeaes Z8530Sio 1-443 
CL-CD2400 MPCC serial river. ......ccccceccecccsscessccsscessccseeeseceseeesecssecsseesseesseessenseesseees cd2400Sio 1-52 

PCI Ethernet network interface driver. END style DEC 21x4x ..... ... dec21x4xEnd 1-63 
PCI Ethernet network interface driver. END-style DEC 21X40 w...eccceesseeeeeseeeeeeees dec21x40End 1-67 
Ethernet network interface driver. END style Intel 82596 .........ceecscesssesseseeseseseens ei82596End 1-96 
AIO system river. ...eecceeeeseseseseeteseseeeeenees ... aioSysDrv_— 1-9 

ARM AMBA UART tty river. ....ccccccceeceseseesesseseseseenessseseenenessssseesessssseesessseseeneassees ambaSio 1-9 
interface and initialize driver. publish cpm network .........ccccceseeseeeeeeeeeeee cpmattach() 2-101 

interface and initialize driver.. publish cs Network ......cceceeeseteseseeteseeeeeeees csAttach() 2-105 

interface and initialize driver.. publish esmc network .......ccceeeeeeeeeeeeeees esmcattach() 2-174 

of multicast addresses from driver. retrieve table ..........cccccecceseceeesseesseereeeeeeee etherMultiGet() 2-179 
initialize floppy disk river. ....c.cccccscesesseesesseseseseeteseseseenesessseseeessseseessssseeeeeeseesees fdDro() 2-194 

initialize ATA river. ....cceeccecececsecseseesssseseeeeees .. ataDro() = 2-21 

Initialize IDE river. wo.ccccccccceseesscsscsscescesscsecssesscsscsscsscssesscssessecsesseceuesnenes ideDro() 2-256 

install /Oo LIVER wevedecsdccsoisedssserseeseotees co dsteerseesd tots ieee breton iosDrvInstall() 2-295 

remove I/O driver. ....... ... tosDrvRemove() 2-295 

initialize. LPT “driver: os :20,<. sce teases sents eieiieendereciaaiaentienceste lptDro() 2-347 

interface and initialize driver. publish mbc network 0.0... mbcattach() 2-408 

Install MeMOry riVEL. oo... eects ee eeeees tees ees eeeeseeeseeseseeseseeseseeseaeeneaneseaees memDrv() 2-420 

poll for packet from device river. ......ccccec esses esses eeseseseeesesseseeseseeseseneans muxPollReceive() 2-481 
detach protocol from specified driver. ....... muxUnbind() 2-484 
install network remote file river. ......c.ccccccccsssesscesecesecsssesscesscesscessccsecessceaecesecsaeesseesscenses netDrv() 2-507 
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install NES: “drivers ischace hia ie sien esl shininienere ties nfsDrv() 2-526 

system driver number for nfs driver. return IO 0... cece ... nfsDroNumGet() 2-526 
nicEvb network interface driver. /and initialiZe ..........ccccecceseessceeseeseeeseeeeees nicEvbattach() 2-533 
enable PCMCIA-SRAM = drive. ......cccsscessseeseseeseseeseseeseeneseenees ... pecardSramEnabler() 2-553 
enable PCMCIA-TFFS river. ......ccsscssesssssssssssssseensseenssseessseseseesneees pecardTffsEnabler() 2-553 
initialize pipe: “AirIVED..:...ccsisead satan sigeredisheyeasateieatesnadeeeaisitecsshecaghat scdebssaes pipeDro() 2-572 

initialize pseudo-terminal rived. 0... cceesessesesesesseteseseeseseseseesesssesessesessseeeenssesessenesseees ptyDro() 2-602 
shared memory network driver. initialize ... .. smNetInit() 2-771 
install PCMCIA SRAM memory drivel. ..c.ccceccceseseesesesessetesssessessseseesesssesessessssseeensseseesensenees sramDro() 2-807 
MNnitialize-tty: ALIVER: .vciccc..cutlcctgcsaceescacssasenssrseusaesuareealaapent ccateasteseesecsneseuctes ttyDro() 2-926 

Set debug flag in UNIX’s ULIP driver. ...... .... ulipDebugSet() 2-934 
install WNUK isk. ALrivierscscsccvetecescevcocsseseseven Metevty tev ccveavesvecee ities caveeiseeivelvsteoseets unixDrv() 2-943 
initialize ATO system river. ......ccecesessesesesessesessseeseseseseesesessseesessssseesessseseenessseees aioSysInit() 2-9 
initialize driver and deViCE. ......eececcescssseescesscesseeseeeseeees dec21x40EndLoad() 2-113 

initialize driver and deViCe. ......cceeccesccessesscesssesseeteeeseeeee dec21x4xEndLoad() 2-113 

interface and initialize driver and device. /NetwWOrk ......cccccccccsesscssessesseeeeseees eexattach() 2-151 
initialize driver and Aevice. wo.ccccceccccescesessssssssssssessessesseees ei82596EndLoad() 2-153 

interface and initialize driver and device. /ei NeEtWOTK ..........cccceceeseseceeseeneeeeees eiattach() 2-154 
interface and initialize driver and device. /ei NEtWOTK ........cccccccseesseeseeeseeeees eihkattach() 2-155 
initialize driver and CeVICE. ...c.cceeecescessesseceseesseesseesseeseees el3c90xEndLoad() 2-158 

interface and initialize driver and device. /netwoOrk ..........cccccccescessceeseesecseeeees elcattach() 2-160 
initialize driver and AeViCe. wo.cececcccccscecseessessessesssssesscssesseeseees elt3c509Load() 2-161 

elt interface and initialize driver and device. publish ...........cccseseeeseseeneeeeeeees eltattach() 2-163 
interface and initialize driver and device. /NetWOrk ......ccccccccsesscssesseseeseeseee eneattach() 2-167 
initialize driver and device. ....cceeecesesseseseseeseeseseeteseees fei82557EndLoad() 2-196 

interface and initialize driver and device. /fn network .......ccee cesses fnattach() 2-207 
initialize driver and device. .........ccceeeeseeeeees .1OlicomEndLoad() 2-291 

initialize driver and CeVICE. .....eeeeccesceessesscesscessceseeesecsseesseees In97xEndLoad() 2-321 

initialize driver and deViCe. ......ccceccesccsscesscesecesscsseesseesseesees In7990EndLoad() 2-323 

interface and initialize driver and device. /network ..........cccccscessceeseeeseeeeeees InPciattach() 2-326 
initialize driver and device. ........c:cceeeeee .... mb86960EndLoad() 2-403 

initialize river and CeVICE. .....ceeeccescesecsssesscesscesscessceseeseeaes mbcEndLoad() 2-409 

initialize driver and device. .....ccecececeeeseseeseeteeseseetenees motCpmEndLoad() 2-444 

initialize driver and Aevice. wo.ccccceccccsscesessssseesssssessessesseees motFecEndLoad() 2-445 

initialize driver and Aevice. wo.ccccccccsccscsscessesscssssscssessesseeees ne2000EndLoad() 2-502 

initialize driver and Aevice. ...cccccccccccescssesceeesessessesssessesecseeseees nicEndLoad() 2-532 

initialize river and CeVICE. .....cecceceesccsscessceseceseceseesscesscesseesseeseesseees ntLoad() 2-538 

interface and initialize driver and device. /sl netWOrk .........cccescesceseeeseeseeeteees slattach() 2-756 
sm interface and initialize driver and device. publish .........cccceseseeeeeseeseeeeees smlfAttach() 2-758 
initialize driver and CeVICE. .....cceececscesseseesscesscesseesseesees sn83932EndLoad() 2-779 

interface and initialize driver and device. /sn netWoOrk ........cccccsccesceseesseeeeeesees snattach() 2-779 
initialize driver and device. ....cccccceeeeeeeees .. ultraLoad() 2-937 

/interface and initialize driver and pseudo-device. .......ccccsseessseseseeseseseseeteseseees loattach() 2-330 
END network interface driver for 3COM 3C509. o.....ccecccccsscesscessecsssesseeeeeseeees elt3c509End 1-104 
END network interface driver for 3COM 3C90xB XL. ..... .. €13c90xEnd 1-99 
Ethernet network interface driver for HkV3500. /82596 .....ccccccscesccssscesecssecsscessecsseetseesees if_eihk 1-140 
evaluation. NS16550 serial driver for IBM PPC403GA .......c ce cecceesseeseeeseeeseeeee evbNs16550Sio 1-111 
parallel chip device driver for IBM-PC LPT. ..ccccccssesessesssesessetesssesseseseseenensseseees IptDrv 1-197 

END based packet driver for lightweight UDP/IP. ..... wdbEndPktDrv 1-432 

pipe packet driver for lightweight UDP/'IP. .........ccceeeee wdbPipePktDrv 1-433 


IX - 22 


Keyword Index 


Keyword Name Page 

prepare RAM disk driver for use (Optional). ......ccceeeseeseeseteseseeseeseseeteneseees ramDrv() 2-609 

(VxSim). network interface driver for User Level IP oo... eeeeseseneessseeeeerecseneeeeaeseees if_ulip 1-170 
NETROM packet driver for WDB agent. ........cccsseseeseeseeeetesees wdbNetromPktDrv 1-433 

virtual generic fileI/O driver for WDB agent. .......cccccssessesseteseseeseseseseeeenessens wdbTsfsDrv 1-435 

virtual tty I/O driver for WDB agent. ......ccccecseesesseneeseseesseseeneneeees wdbVioDrv 1-440 

initialize TSFS device driver for WDB agent. oo... ccc wadbTsfsDro() 2-1058 
initialize tty driver for WDB agent. ........cccceseeseeseeseseeeseseeeeneee wdbVioDrv() 2-1060 

remove driver from MUX. ......ccccccccssecssesseeseceeeeseesseessees muxDevUnload() 2-475 

install driver function table. ........ccccccceeseeseeeseeeeeeeees mb86940DevInit() 2-403 

load) driver into MUX. .....ececccccecesceseescesesseesessesseesseseees muxDevLoad() 2-473 

return whether underlying driver is tty AeViCE. .....c.cescescesesseeseseeseseseseeseseseseeseseseeeeneneens isatty() 2-305 
bind protocol to MUX given driver name. ........cccceeeeeeeees muxBind() 2-471 
return IO system driver number for nfs driver. 0.0.0.0: nfsDruNumGet() 2-526 

(LOCAL and PCMCIA) disk devicedriver show routine. ATA/IDE ...... ec eeeesesseeeeeneneeeeeeeeees ataShow 1-27 
initialize ATA/IDE disk driver show routine. .............00 ... ataShow!Init() — 2-25 
shared memory network driver ShOW routines. ........cccccceseseeseeseeeeteseseeeeneseeeeees smNetShow 1-361 
interface and initialize driver structures. /In network ........ccccccesecseesseeseeeseeeees Inattach() 2-325 

tty driver support LIDrary. ....... cc ceseeseeseeeeeseseeteeseseseeseseseeeenessens tyLib 1-399 

Windows/ END network interface driver to ULIP for VxXSim fOr ........ccccceesccsscesscesecesecsscesseesseenees ntEnd 1-274 
VxSim for HP). UNIX-file disk driver (VxSim for Solaris and ..... unixDrv 1-405 
support library for END-based rivers. .....cceccseessssesessessseseeseessseeseseseseeesesesessesessseesessseseeeneenes endLib 1-106 
display list of system rivers. ........c cece eset .. tosDrvShow() 2-296 
configured Enhanced Network Drivers. all .......cccccessecessessesessessssessssessssessesessesesneneaseneees muxShow() 2-483 
buffer for DMA devices and drivers. allocate cache-safe ...... .. cacheDmaMalloc() 2-54 
all show routines for PCMCIA drivers. initialize oo... eer etree nite pemciaShowInit() 2-556 
flush data cache for YiveTrs. ......ccccccccccesscesecssecssecsscessceseessecseeeeseaeesseees cacheDrvFlush() 2-55 

invalidate data cache for rivers. .....ccecesessessesseesesseeseeseeseeseeseeseeseeeees cacheDrvInvalidate() 2-55 
translate physical address for rivers. .....ccccesessseseseeseeseseesesesesteneseseesenenes cacheDrvPhysToVirt() 2-56 
translate virtual address for rivers. ......c.cccsesssseseseseeeeseseseeeeseseseeneneseseees cacheDroVirtToPhys() 2-56 
translate physical address for rivers. .....ccceecseseseeseeseseeteseseeeeneeees cacheTiTms390PhysToVirt() 2-75 
register. return contents of DUART auxiliary Control .......cccccesseseeseeeeseeeeetenees m68681Acr() 2-390 

set and clear bits in DUART auxiliary control/ m68681AcrSetClr() 2-390 

return current contents of DUART interrupt-mask registe?. ........cccccseeeees m68681Imr() 2-392 

set and clear bits in DUART interrupt-mask register. .... ... m68681ImrSetClr() 2-392 

vector. handle all DUART interrupts in One «0.0... cceeceeeseeteeeeeeeeeeeeeees m68681Int() 2-393 
configuration/ return state of DUART output port 00... eee eeeeceseeneseeneens m686810pcr() 2-393 
set and clear bits in DUART output port/ 0.0... .. 686810pcrSetClr() 2-394 

return current state of DUART output port register. ........ccseeeeeseeseeseeeees m686810pr() 2-394 

set and clear bits in DUART output port register... m686810prSetClr() 2-395 

ST 16C552 DUART tty driver. oo... ceceeseesesesessesessessesesneseeeneene st16552Sio 1-371 

initialize DUSCC., o.cecececcccseesseseereeeeees .... ™68562HrdInit() 2-388 

MC68562 DUSCC serial river. ........ccccccccsscessesseesseesseesseesseenseeseees m68562Sio 1-212 

initialize driver and/ publish eex network interface and ........ ... eexattach() 2-151 
initialize driver and/ publish ei network interface and .........csecese esse seeeseseeseseeeeeenesees eiattach() 2-154 
initialize driver and/ publish ei network interface and «0... cece eeeeeeeeeees eihkattach() 2-155 
/statistics for SMC 8013WC_ elc network interface. ......cccccccsceeesesseesesseesessecseeseeseeseees elcShow() 2-161 
initialize driver and/ publish elc network interface and «0... ccccesseeseeeeeseeeeteteeeeeeees elcattach() 2-160 
driver. SMC Ultra Elite END network interface ..........cccccccccsseeeesseessceseceseee ultraEnd 1-404 

interface driver. SMC_ Elite Ultra Ethernet network .... if_ultra 1-171 

driver and device. publish elt interface and initialize .........ccceecseeseeseeeeeeeneteeeeees eltattach() 2-163 
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display statistics for 3C509 elt network interface. ......ccceeeseeseeeeseeseeeeessseetetenesesees eltShow() 2-163 
default password encryption routine. ......c cece teens loginDefaultEncrypt() 2-338 

install encryption rOUtINE. ...... cece eeeeseeteeeeeeeees loginEncryptInstall() 2-339 

lightweight UDP/IP. END based packet driver fOr ........cccceeseseeeeees wdbEndPktDrv_ 1-432 
Motorola 68302fads END network interface Criver, ........ccccecceseeseeteeeeteeteeteeneees mbcEnd 1-223 

NE2000 END network interface river. .......ccccececceseeseeseeseeseeees ne2000End 1-259 

SMC Ultra Elite END network interface driver. ........cccceccsessessessesseeeeeseees ultraEnd 1-404 

for 3COM 3C509._ END network interface driver .......... .. elt3c509End 1-104 

for 3COM 3C90xB XL. END network interface river .......ccceeeseeeeeeeeteeseees el3c90xEnd 1-99 

to ULIP for vxSim for Windows/ END network interface Criver ........cccccccsscescesscesscesscessceeeesees ntEnd 1-274 
add node to end Of list. co.cc cccescescssccsecscesecsscsecsscsscsscssessecsscsscseessesseeesees IstAdd() 2-350 

add node to end Of list. occ cecceeeseeeeee .. VXWList::add() 2-981 

define address for other end of point-to-point link. oo... cece ifDstAddrSet() 2-261 
Ethernet network interface/_ END style AMD 7990 LANCE .....cccccsessssesesseseseeeesenees 1n7990End 1-190 
PCnet-PCI Ethernet driver. END style AMD AM79C97X .o.cccceceeseeteeseseeneeseeeeies 1n97xEnd_ 1-186 
Ethernet network interface/ END style DEC 21x4x PCI... ... dec21x4xEnd 1-63 
network interface driver. END style Intel 82557 Ethernet ..........:cccceseeseeeeeeees fei82557End 1-114 
network interface driver. END style Intel 82596 Ethernet ...........cccssesssseseseseenees ei82596End 1-96 
network interface driver. END style Intel Olicom PCMCIA ..... .. iOlicomEnd 1-177 
Ethernet network interface/ END style Motorola FEC ......ccccccsssessesseseeeeeseeeeeneens motFecEnd 1-242 
MC68EN360/MPC800network/ END style Motorola .......cccccseeeseeseseseseeseseseseeeseseeees motCpmEnd 1-238 
set flags member of END_OBJ Structure. .........ccccccssseeseseesessesesseseeseees endObjFlagSet() 2-166 

initialize END_OBJ structure. oo... eeees ee nseeseeeeeeeeneae endObjInit() 2-167 

for stream (ANSI). clear end-of-file and error flags .....c.ccececseseseeseseseseeeseseseeneseeeees clearerr() 2-88 
change end-of-file charactel. ........:cceeeee .... EYEOFSet() 2-929 

stream (ANSI). test end-of-file indicator FOL... cccesesseeseseeseeseseeesessseeteseseseeneseeees feof() 2-198 

display statistics for NE2000 ene network interface. .......ccccecessessseseeseesesteseseseeeeneseseees eneShow() 2-168 
initialize driver and/ publish ene network interface and .....cccceeseeeeeteeseeeeteeeeeees eneattach() 2-167 
issue ERASE command to SCSI device. ....cccceceseseseseeseeseees scsiErase() 2-677 

map error number in errno to error message (ANSI). ....scsccesessesesssesseseseseeneseeeeeees perror() 2-569 
standard output or standard error. set line buffering for ................. setlinebuf() 2-731 
Probe address for DUS CYTOL. ...c.ceceseeceesesseseeseeeeeseseeseseseseeesessseesessseseeneseseseeees oxMemProbe() 2-973 
change MIB-II error COUNL. ....c.cscccessesseeseseeseseseseesessseseeensseeeenensens mib2ErrorAdd() 2-430 

clear end-of-file and _ error flags for stream (ANSI). .....ccccscssssesseteeseeeeneeeeeeeees clearerr() 2-88 

/(take) semaphore, returning error if unavailable (POSIX). .....cccceeseeeeeseteseeeees sem_trywait() 2-723 
pointer (ANSI). test error indicator for file ........ccceseeseseseeeeseseseseetensseseeneneeeeeeees ferror() 2-199 

handle receiver/transmitter error iNterruPt. «0.0... cececeeseeseeseeseseeteseseeeeseseens m68562RxTxErrint() 2-389 
store buffer after data store error interrupt. clean UP ...........e .... cCleanUpStoreBuffer() 2-87 
handle error interrupts. ......cceecceseseseeseeseseeseseseseeneneseeeeeeneseees 2z8530IntEx() 2-1068 

Handle error interrupts. ......ccccecseesessseseeseesesessessseeeeneseseseees ppc403IntEx() 2-575 

log formatted error MESSAGE. ......ccccceeesesseeseseeteseseseeseseseeeeteneseseenenseeeeesene logMsg() 2-344 

map error number inerrno to error message (ANSI). ....cccscseesseseeseseeesesesseeseseseeseseeeseees perror() 2-569 
message (ANSI). map error NUMber in ELMO tO ELTOF ...eceeeecesseseeteeseseeteeseseeenes perror() 2-569 
(ANSI). map error number to error String «0. cccesesseeseeseeeeseeeeseseeeees strerror() 2-821 

(POSIX). map error NuMber tO ELTOT STING... eeeeteeseeteeeee tees strerror_r() 2-821 

address in ASI space for bus error (SPARC). probe ....cccceessessseseeseeseeeeeseseees vxMemProbeAsi() 2-974 
error Status LIDIaTY. 0.0... eeeeeseseesessseseetensseseeseness errmnoLib 1-107 

I/O operation/ retrieve error status Of ASYNCHTONOUS 0.0... cesesseeeseeteteseeeeteneeees aio_error() 2-9 


retrieve 
set 


IX - 24 


error status Value. ......ccccccceeeseeeeeeee 


VXWTask::errNo() 2-1028 


error Status Value. ooo... ce ccccesecssecsscesseeseeeeeeeseees VXWTask::errNo() 2-1028 


Keyword Index 


Keyword Name Page 

print definition of specified error status VALUE. .......c cece eseeeeeseseeeseseeeeneneseeees printErrno() 2-591 
task. get error status value of calling ..... ... errnoGet() 2-172 

task. set error status value Of Calling... cccesesseseseeeeteseseeteneseeeees errnoSet() 2-173 

specified task. get error status value Of .......c ec eeeeeseeesseeeeeeeeenees errnoOfTaskGet() 2-172 

specified task. set error status value Of ........ccceeseesseeeteseeeeeeneeees errnoOfTaskSet() 2-173 

formatted string to standard error Stream. WTIte .......cceeseseeesesteeseseseeesesesteseseeeeeenenees printErr() 2-590 
map error number to error string (ANSI). ....cscccesesseseseseesesesssessessseseenensseseeenens strerror() 2-821 

map error number to error string (POSIX). «0... .. strerror_r() 2-821 
interface driver. Intel EtherExpress 16 network .......cccccscssessessseseseeeseseesenesseeeeenenees if_eex 1-136 

Internet address. resolve Ethernet address for specified ..........cccceee etherAddrResolve() 2-175 
form Ethernet address into packet. ..... endEtherAddressForm() 2-164 

style AMD Am79C97X PCnet-PCI Ethernet driver. END .....c.cecescecesesseseseseeeesseseenessseseesenessens 1n97xEnd 1-186 
Nat. Semi DP83932B SONIC Ethernet Criver. .......ccccccccccsccsscesscesscessceseceecstesseesseesaes sn83932End 1-364 
add routine to receive all Ethernet input packets. ..........cccceeeeeees etherInputHookAdd() 2-176 
send packet on Ethernet interface. .......ccccccseseeseeseseeseeseseetesessens etherOutput() 2-179 

driver. DEC 21x4x Ethernet LAN network interface ...........cccccccccsscessceseeeseesseesseens if_de 1-133 

record. delete Ethernet multicast address ...........cccccccsscsseesseesseeees etherMultiDel() 2-178 

library to handle Ethernet multicast addresses. .......ccccccsseseeeeneeseeees etherMultiLib 1-111 
/Semiconductor DP83932B SONIC Ethernet network river. .......cccccccescssscesecssecsscessccsscesseesseeseeeaees if_sn 1-167 
driver. END style Intel 82557 Ethernet network interface ........cccceeeseseseseeseeseesenees fei82557End 1-114 
driver. Intel 82596 Ethernet network interface ...... ... if_ei 1-137 

driver. SMC 8013WC_ Ethernet network interface ...... .. if_ele 1-144 

driver. 3Com 3C509 Ethernet network interface .........cccccecsseesscessceseeeseesseeeseesseesseees if_elt 1-144 

Ampro Ethernet2 SMC-91c9x Ethernet network interface/ .... .. if_esmc 1-147 
driver. Intel 82557 Ethernet network interface ...... ... if_fei 1-149 

driver. Fujitsu MB86960 NICE Ethernet network interface ...... .. if_fn 1-151 
driver. AMD Am7990 LANCE Ethernet network interface .......ccccccccsccscesecesecsseesscesscesscesseessees if_In 1-153 
AMD Am79C970 PCnet-PCI Ethernet network interface/ .......cccccccccsccsscesseessseseeesseeseeeseees if_InPci 1-156 
driver. SMC Elite Ultra Ethernet network interface .......cccccecccsceseceseesseesseesseesseessees if_ultra 1-171 

END style AMD 7990 LANCE Ethernet network interface/ .......cccssesesseseeseseseeeeeees 1n7990End_ 1-190 
END-style Fujitsu MB86960 Ethernet network interface/ .... ... mb86960End 1-221 
END style Motorola FEC Ethernet network interface / .....cccccscssseseeseeseseeseeseees motFecEnd 1-242 
END style DEC 21x4x PCI Ethernet network interface/ .......ccccssesseeseseeteeseees dec21x4xEnd 1-63 
END-style DEC 21x40 PCI Ethernet network interface/ .... ... dec21x40End 1-67 
driver. END style Intel 82596 Ethernet network interface ........cccccsesseeeseeseeseeeetenees ei82596End 1-96 
driver for/ Intel 82596 Ethernet network interface .......ccccccecccscesscssscssecsseesseesseessees if_eihk 1-140 

add routine to receive all Ethernet output packets. .......cccceeeseee etherOutputHookAdd() 2-180 

get type from ethernet packet... cccceeeeeseeseeseseeressseeeeneseseeees etherTypeGet() 2-182 

hooks. Ethernet raw I/O routines and. .......cccecccscsscesscesseesseeneeeaes etherLib 1-109 

handle controller-bus reset CVEME. ....c.ccesceseseessseseseeseseseseeseseseseesessseseesessseseees scsiMgrBusReset() 2-681 
manager of SCSI (controller) event. notify SCSI oo... eee scsiMgrEventNotify() 2-682 
WDB user event LiDrary. .......ccceeesseseeseseeteseseeeeeseseseeesseeeeeses wdbUserEvtLib 1-439 


include WDB user 

post user 

machine. send 

send 

generic 

initialize 

connect C routine to 
connect C routine to critical 


event Library. .....eeeeeeeeees 
event string to host tools.. ........ 


event to SCSI controller state ..........c cee scsiMgrCtrlEvent() 
event to thread state machine. .... .... scsiMgrThreadEvent( ) 
exception handling facilities. .........cccseeeseeseeeeteeseseeeseeees excLib 
exception handling package. ......cccccsseeseseseseeseeseseeenees excInit() 
exception vector (POWerPC). o..cceecceeeseeseseeeseeeees excConnect() 
exception vector (POWerPC/ cece excCrtConnect( ) 
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.. wdbUserEvtLibInit() 2-1059 
Gaels wdbUserEvtPost() 2-1059 


2-681 
2-683 
1-112 
2-185 
2-183 
2-184 
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/C routine to asynchronous exception vector (PowerPC,/ wesc excIntConnect() 2-186 
ARM). get CPU exception vector (PowerPC, excVecGet() 2-188 

ARM). set CPU exception vector (PowerPC, excVecSet() 2-189 
(MC680x0,/ write-protect exception vector table 0.0... cece intVecTableWriteProtect() 2-288 
initialize exception/interrupt VECtOLS. occ excVecInit() 2-188 

routine to be called with exceptions. specify excHookAdd() 2-185 
handle task-level exceptions. ......ccccceceesessesseseetessseseetessseseesessseseeenssessenesseees excTask() 2-188 

exit task (ANSD) cach ca aet es GARR es eteatiaas exit() 2-190 

compute exponential value (ANSI). ............ exp() 2-190 

compute exponential value (ANSI). ..... ccc eeeeteseeteseeneseeeeeenenes expf() 2-191 

specify file system to be NFS exported. ....ccceccscsseeesesssessesesssessesessseseeesssessensssseseenessens nfsExport() 2-528 
mount all file systems exported by specified host. ....... ccc nfsMountAll() 2-531 

file system from list of exported file systems. TEMOVE .......ccceseeeeseeteeeeeeees nfsUnexport() 2-531 
remote host. display exported file systems of .............05 nfsExportShow() 2-528 

write formatted String to fd. oc ccceccseesseeseseseeeseseseeseseseeeesesssessesessseseenssssesnenesseeeseeees fdprintf() 2-195 
AUC logging fdi sis tds casas. tee sean altitsb imdb etsadennasdeistiiepritindey logFdAdd() 2-337 

delete:log sing: fle csc dectee cet sccesstecedeteduen Mees iuievctsteedeceeaht lcectecvesnevereevutedt logFdDelete() 2-337 

setprimaty lOp ping fdivs itis sitsiiceecuseesatistissssteestestentaiiestesiisssstspbedissasiessationss logFdSet() 2-338 

with variable argument list to fd. write string formatted ........cceeeseeseeseeeeeeeeeeeeees ofdprintf() 2-956 
value. validate open fd and return driver-specific ......cccceeeeseeseeeeeeteees iosFdValue() 2-296 


input/output/error. get 
input/output/error. set 
return 

input/output/error. get 
input/output/error. set 
display list of 

open file specified by 

pend on set of 

default input/output/error 
driver. END style Motorola 
7880 SCSI Host Adapter Library 
create 

write bytes to 

read string from 

open 

change name of 

remove 

close 

update time on 

remove 

indicator to beginning of 
create remote 

install network remote 

get 

network remote 

virtual generic 

device. write 

find module by 

generate temporary 

/object module by specifying 
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fd for global standard ioGlobalStdGet() 2-290 
fd for global standard ioGlobalStdSet() 2-290 
fd for stream (POSIX). oo... eeessesssstsseseseteteeeeteceeeeeneneeeseneeees fileno() 2-201 
fd for task standard oo..eccceceeceseescessesessecssesscseeeeees ioTaskStdGet() 2-298 


fd for task standard ........ccccceeeeeee ioTaskStdSet() 2-298 
fd NAMES iN SYStEM. .....seseeceeseeseteseseeteseseseeteneseseeeneseees iosFdShow() 2-296 
fd (POSDO) ra. tasiiet Sn an Wee a eee fdopen() 2-195 
PO Sock oeter caret Beate ok cteee eater tse ancl cat ad Seca t abn itss kt Ohgead see select() 2-703 
fds: 'set'Shell’S ....c.ccpciciessccussessesarteushesiecseatacsnesseeae shellOrigStdSet() 2-740 
FEC Ethernet network interface ........cccccccescesecsseeeeeees motFecEnd 1-242 
File, Adaptec citcccsicostaviceiin tic dasnidess cintinaeaian aic7880Lib 1-1 


fil Cres recsetieCesckivensceawstsasedy ek etsbetscecestevees creat() 2-104 
(=e ee NP write() 2-1066 
i (= aS uP Ec fioRdString() 2-203 
PHN esse 20k4h ceeds ate tac beaded bans atvssadgbst aaexscaseaesdeseussstahadel itvedeessveiteetbeats open() 2-542 
fil Gece edeceetectsnsnevbeiecseder evicicsccbectss .. rename() 2-621 
1 (= ER eR CO rm() 2-645 
1 = PP close() 2-91 
fil S a coecrsessdechens teivevids veeediacgeteceetads aves Rives oi ees eateseb ees utime() 2-953 
file (ANSI). wee eeeeeeseseseseeteeeeeseneeeeeee remove() 2-621 
file (ANSI). /file position... cceccecesseeeseeeeeeseeeseeeeneeees rewind() 2-631 
file CEVICE. woecccecscsecsesessesscscsseseescseesesecsceesceecsecseeeeseees netDevCreate() 2-507 
fiE“ATIVER: ssieccts.c.dotscsvareds scrdesaataaovtiacesttoa aviesniisareeahs netDrvo() 2-507 
file from remote SYStEM. .....c.cceeeeeseeseteesesteeseseeteeseseeeenes tftpGet() 2-902 
file T/ © dPIVERS sf iecoeds cetocsdises ect veadissotesaceveleaitesteieatensetinse netDrv_ 1-263 
file I/O driver for WDB agent. ....... .. WdbTsfsDrv 1-435 
file marks to SCSI sequential ...........ccceeee scsiWrtFileMarks() 2-701 
file name and path. «0.0.0... moduleFindByNameAndPath() 2-439 
file name (ANSI). oo... eeeeteeseeseseeeseseesecscseeescscecaeeeeeaeaeaeees tmpnam() 2-921 
file name or MOdUule ID. oo. ceceeseessceseeessceseeeseesseesseesseesees unld() 2-944 
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standard input/output/error FILE of current task. return ......cccccesesseeeseeeeteseseesenees stdioFp() 2-816 
read bytes from file OF CEVICE. ..o.csesescscsseeteseseseeteseseeeeessseseeseseseeeesessseseeneeseeseeneess read() 2-614 

test error indicator for file pointer (ANSI). .....ccccceseseseseeseseseseesesessseenessseseesenssesees ferror() 2-199 
display file pointer internals. ............cccecesseesseseeseseeneees .. stdioShow() 2-817 

stream/ store current value of file position indicator fOF .......ccccesesesseeseseeteeseseeneneeeeees fgetpos() 2-200 
stream (ANSI). set file position indicator fOL ........ccceessesesesesteeseseeteeseseeteseeeees fseek() 2-226 

stream (ANSI). set file position indicator fOL ........ccceesseesesesseeseseeteeseeeeeee fsetpos() 2-227 

return current value of file position indicator fOr/ .....ccccceesesseeseseeteseseeeeteseseseeseseseees ftell() 2-229 
beginning of file (ANSI). set file position indicator tO ....ccceeeseeseeseesesesteseseseeteneeeseenenes rewind() 2-631 
truncate file (POSIX). wee eeeesseeeeeeeeeeeeeeeeseeceseeeseeeseeeeeeeeeeeees ftruncate() 2-237 

delete. “file (POSIX). ssdissstieusetset anid astieai dead tiaddalaadstes unlink() 2-946 

set file read /Write POINtEL. ....... ccc ee teeseseeteseseeeeteseseeeenenees Iseek() 2-349 

open file specified by fd (POSIX). ....cccceeeeeeeneeees fdopen() 2-195 

open file specified by name (ANSI). .....c.cccceeesesseseeeseseeeeteseseees fopen() 2-207 

open file specified by name (ANSI). .......cccceeeees freopen() 2-221 

(POSIX). get file status information .........cccccesseeseseeseeseseeteneseseenessseseeenees fstat() 2-228 

(POSIX). get file status information ..........cc ce eeeeeeeeeeees fstatfs() 2-229 

pathname (POSIX). get file status information USING .......cccceeeseseeteeseseeeseseeteneseeeees stat() 2-815 
pathname (POSIX). get file status information USING ........cccceeesseeeseeeeeseseeteeeees statfs() 2-815 
asynchronous file synchronization (POSIX). ...cccccceseeeeseeeeneseseeees aio_fsync() 2-10 

device and create dosFs_ file system. initialize ................0. .. dosFsMkfs() 2-144 
mount NFS. file system. ..:..écscessscssssscsssscssessscosssseseseesaseassscasnscesenneevenes nfsMount() 2-530 

device and mount DOS file system. initialize .............. pecardMkfs() 2-552 
mOunt DOS: file Syston ss. ..:si..,tei.asiteseeteedectioubastapees ceuedetecctedecetattecs pecardMount() 2-552 

device and create rt11Fs_ file system. initialize ........ cece eseeeeeseeeeeseeeeeeees rt11FsMkfs() 2-661 

set dosFs file system date. 0.0.0.0... dosFsDateSet() 2-140 

set rtl1Fs file system date. .........cee rt11FsDateSet() 2-658 

disk. mount DOS file system from ATA hard. ........ccecesseesseseeeseeseees usrAtaConfig() 2-947 

mount DOS file system from floppy disk. .........ccccseseeeneeeee usrFdConfig() 2-948 

disk. mount DOS file system from IDE hard. ........cceceseeeseseeesseseeseees usrIdeConfig() 2-949 

exported file systems. remove file system from list Of ......ccceecssesesseesesteteseseetenens nfsUnexport() 2-531 
/block device with dosFs file system FUNCTIONS. 0.0.0... ceeeeeseeteteseeteeeeeeeeeneees dosFsDevInit() 2-141 
associate device with ntPassFs file system FUNCTIONS. .......ccceseeteeseeteteeseeeenees ntPassFsDevInit() 2-539 
associate device with passFs file system functions. 0... ccscesseseeseeteteseseeteneeees passFsDevInit() 2-549 
pass-through (to Windows NT) file system Library. 0.0... cccceesseeseeseeeeeeteeseseeneneseeeeeenes ntPassFsLib 1-274 
raw block device file system library. ........cccccsseeseeeseeseeseeeeenes rawFsLib 1-299 

RT-11 media-compatible file system Library. ......c.cccceseeseseeeeeteeseseeeseseseeneseseeeenenes rt11FsLib 1-311 
tape sequential device file system library. ..........ccceesseseseseeseteseseeeeseseseeseneseseeenens tapeFsLib 1-380 

ISO 9660 CD-ROM read-only file system library. ........ccccceseeseseseseeeeeseseeeees ...cdromFsLib 1-52 
MS-DOS media-compatible file system library. ........cccescsssesseseeseseeseseseseeeseseseeeseseeeess dosFsLib 1-82 
pass-through (to UNIX) file system library (VxSim). .....c cece ee eeteeseeeenes passFsLib 1-279 
Network File System (NFS) I/O drive. ......ccccescssssessesessseeseseseseesenees nfsDrv_ 1-268 

Network File System (NFS) library. ......cccccscseesseseseseseeseseseeeeeseseeeenees nfsLib 1-270 

library. Network File System (NFS) server ....ccccseseseseseeseeseeeees nfsdLib 1-266 

initialize file system on block device. ....eecceeseceeseseeteseseeseteseeeeees diskInit() 2-137 

set dosFs file system time. 00.00... ccscecsseseeesseesseseeeseeseeneseenees dosFsTimeSet() 2-146 

exported. specify file system to be NFS ......c.ccssssssssesssesseseseseseeneseseseesenees nfsExport() 2-528 

system from list of exported file systems. remove file ..........ccsecesseeeseeeeeeeeeeeeees nfsUnexport() 2-531 
specified host. mount all file systems exported DY .......ccccseeeesesseeeseeeeneeees nfsMountAll() 2-531 
display exported file systems of remote host. .......c.cccseeeeseeeeees nfsExportShow() 2-528 
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put file to remote SYStEM. oo... ccs eseeteteseseeteneseseeteeseseeene tftpPut() 2-905 

library. File Transfer Protocol (FTP) ............ .. ftpLib 1-121 

server. File Transfer Protocol (FTP) 0... ccesseesesesseceeteeeeeeseneeeeeesenes ftpdLib 1-120 

library. Trivial File Transfer Protocol server ........... tftpdLib 1-392 

client library. Trivial File Transfer Protocol (TFTP) .....ccccccscssssesssssessesseeseeeessens tftpLib 1-393 

create temporary binary file (Unimplemented) (ANSI). ........ ... tmpfile() 2-920 
transfer: file*via TRIP. .sciicccasidsscisresctsstencsteesstsbeccdasecssctacternadteesins tftpCopy() 2-899 

interface. transfer file via TFTP using Stream ........ccccessesesesseteseseeeeteseseeeens tftpXfer() 2-907 

return: Very large: fOat...c.sccvccccsccrstsccacssereesscssusivsenstet cgccvseutsavsscessvstvectsesetadeedes infinityf() 2-274 

probe for presence of floating-point COPLOCESSON. ......cccsceceeeeseseeeseseeteeseseees fppProbe() 2-210 
context. restore floating-point COPLOCESSOL .......cssessesesseeeteseeteseetesteneees fppRestore() 2-211 

context. save floating-point COPLOCESSON .......eeeceeseseeteseseeeeteseseeeeeseeees fppSave() 2-212 
architecture-dependent floating-point COprocessOr/ ......cccecssseseeseseeteeseseetenees fppArchLib 1-118 
support. initialize floating-point COPLOCESSOL .........ceeseeseessseeteseseseeeseseeeeneseees fppInit() 2-210 
supportlibrary. floating-point COPLOCESSOL ......cceseseeseseseeteessseeteseseseeneseseeeenees fppLib 1-119 

library. high-level floating-point eMULAation .........ccceeeeeseeteeseeeeeseeeees mathSoftLib 1-220 

scanning library. floating-point formatting ANd «0... cceeseseeseeseeseseeteneseees floatLib 1-117 

initialize floating-point I/O support. ............ floatInit() 2-204 

hardware floating-point math library. 0.0.0... mathHardLib 1-220 

initialize hardware floating-point math SUPPOTt. ........cccceeeees eee mathHardInit() 2-402 
initialize software floating-point math SUPPOTT. «0... ceeeeeeeseeteeseees mathSoftInit() 2-402 

integer and fraction/ separate floating-point NUMbET intO ....... cece esses tes eseeteeseeeeeenees modf() 2-435 
normalized fraction and/ break floating-point NUMbEr into 0... cece ee tees ee eeeseseeeeseneees frexp() 2-221 
print contents of task’s floating-point registers. ...........04 fppTaskRegsShow() 2-214 

task TCB. get floating-point registers froM ........ccseeeeee fppTaskRegsGet() 2-213 

task. set floating-point registers Of .......ccceseeseeseeeeteeees fppTaskRegsSet() 2-214 

initialize floating-point show facility. .......cccccesseseeseeseeeetees fppShow!Init() 2-213 

floating-point SHOW rOUTINES. .......ceceeeeeeeseseeteeseeeeeees fppShow 1-120 

initialize driver and/ publish fn network interface and .......cccececessesseseeseseeeseseeteneseees fnattach() 2-207 
portions of second to NTP format. CONVETE oo... ... sntpsNsecToFraction() 2-798 
FOKMATISK: oj sisecesisecatehess coed Sasa HeaGartenbscunsscdaoenietesess diskFormat() 2-136 

Convert format String. ..... ccc eeeeseseseeesteneeeeeeseeeeeenees fioFormatV() 2-202 

device. issue FORMAT_UNIT command to SCSI .......c eee scsiFormatUnit() 2-677 

find size of largest available free DIOCK. .......eccseseseeseseseeseeseseeeneseseeensseeees memPartFindMax() 2-424 
find size of largest available free DIOCK. .......cece eee eeeeeeeeeeeeenenees VXWMemPart::findMax() 2-989 
system partition/ find largest free block in shared MEMOTY ...........ceeeeeeees smMemFindMax() 2-760 
partition. find largest free block in system MEMOTY ........:ceeceeseeeeseeseees memFindMax() 2-420 
frée'block:Of MEMOLY: -iesssivscesciseaverssseseesteuasieocsridvetersecees cece, cfree() 2-83 

free block of memory (ANSI). ...ccceecseseseeeetesesesteseseseeeeeeeseeees free() 2-220 

partition. free block of memory in ...........64 memPartFree() 2-424 

partition. free block of MeMOTY iN oo... VXWMemPart::free() 2-989 
cacheDmaMalloc(). free buffer acquired With «0... cacheDmaFree() 2-54 
determine number of free bytes in ring buffer. «00... eee VXWRingBuf::freeBytes() 2-1010 
determine number of free bytes in ring buffer. .......cecceeeeseeseeteeeeeeeees rmgFreeBytes() 2-649 
mBlk-clBlk-cluster/ free Chain Of .........c:ccsceseesseesseeseeereeeee ... netMblkClChainFree() 2-510 

back tomemory pool. free cIBlk-cluster COMStIUCt .....cccseeeseeseeteeseeeetenees netCIBlkFree() 2-504 

pool. free cluster back tO MEMOTY .......scceeseeeeeeeeteeeeeees netClFree() 2-505 

by SNMP master agent. free IPC resources allocated ......ccceeseeeeeeeteeeees masterIpcFree() 2-399 
free mBlk back to memory pool. .... netMblkFree() 2-513 

construct. free mBlk-clBlk-cluster oo... ee eee eeeee netMblkClFree() 2-510 
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OSPF tasks. free OSPF resources and delete ...........cceee ee ospflerminate() 2-548 

SNMP master agent. free resources allocated for masterQueCleanup() 2-401 
partition block of memory/ free shared MEMOTY SYStEM ........cccsesseeeseeseteeeeeeees smMemFree() 2-761 
reclaim fragmented free space on RT-11 VOIUME. 00... cece eeeeteeseeteneeeeenees squeeze() 2-805 

free specified IPC mechanism. ........c.cccseseeeseeeeeeees salpcFree() 2-665 

free tuples from linked list. 0.0... ccecesseeeseseeeeeeeseeeneeees cisFree() 2-86 

free Up lists)...ciasdieiess Saas aedecnadicelaairiaentnadernsead IstFree() 2-353 

free Up list: ..isesi lide heehee VXWList::~VXWList() 2-987 

timesout. free up resources after QUETY «0... snmpMasterCleanup() 2-780 

display meaning of specified fsr value, symbolically / .....c..ccceessessseeseteseseseeteseseeeenes fsrShow() 2-227 
list directory contents Vid FIP. ..c.ccccccsssesseesssseseseseseesessssseeesssessesessseseesesssssssssssscseenenseees ftpLs() 2-234 
initiate-tranisfer via PUPS ti.csseecssvess sevctsveniestesevcivccescsbatuesecsi vies evsbasiveiestvesensvecsinsee ftpXfer() 2-235 

send FTP command and get reply. .....cccceseseeseeseeseeeees ftpCommand() 2-230 

get FTP command reply. .....ccccccesseseesesseeeeeeseeseeeenes ftpReplyGet() 2-235 

get completed FTP data connection. ........cccceseceeeeeseeeeeens ftpDataConnGet() 2-231 

initialize FTP data connection. .......cccccceeeceeeeeseeeeeens ftpDataConnInit() 2-231 

log in to remote FTP Server. .....c.cscscscssessssesesssseseseeessesessssseesesssesseseseseesesenenees ftpLogin() 2-234 

get control connection to FTP server on specified host. .... ftpHookup() 2-233 
terminate FTP server task. ......cccssssssesesessesesssesseesessssenesssessenessens ftpdDelete() 2-232 

initialize FTP server task. .....ccccccessssssseseeseesesessesessseseesseseeenessees ftpdInit() 2-232 

initialize Fujitsu MB86930 cache library. .... cacheMb930LibInit() 2-67 

cache management library. Fujitsu MB86930 (SPARClite) .......cccceeeneeeeeees cacheMb930Lib 1-46 
network interface/ END-style Fujitsu MB86960 Ethernet ...........ccccsessseseeseseeeseseees mb86960End 1-221 
network interface driver. Fujitsu MB86960 NICE Ethernet ..........cccccssssesesseseseseeseeseeeees if_fn 1-151 
Controller (SPC) library. Fujitsu MB87030 SCSI Protocol mb87030Lib 1-223 
address (VxMP Opt.). convert global address to local 0.0.0... smOUjGlobalToLocal() 2-773 
convert local address to global address (VxMP Opt.). .... smObjLocalToGlobal() 2-776 
initialize global Mapping. ....... ccs omBaseGlobalMapInit() 2-957 

initialize global mapping (VxVMI Opt). ....sccecseeeees vmGlobalMapInit() 2-964 

get fdfor global standard / .......cccceseesseesseeeeeeeeenees ioGlobalStdGet() 2-290 

set fd for global standard / ......ccccccsessssesesesseteseseseeseseeeees ioGlobalStdSet() 2-290 

initialize global state for MUX. .....ccceeeseeseeeseeseseseseeneseseeenes muxLibInit() 2-477 

get MIB-ITICMP-group global variables. .0........cccsessesesesseeeseseees m2IcmpGroupInfoGet() 2-359 

/to virtual space in shared global virtual mem (VXVMI/  ......ecseceseeeeeees vmGlobalMap() 2-963 
information (VxVMI Opt.). get global virtual memory ................. vmGlobalInfoGet() 2-963 
environment/ perform non-local goto by restoring SAVE oo... cece eeeeeseseeteseseeeeeenesees longjmp() 2-346 
initialize system hardware. .......cccccsseseeseseseeeesesesesseesssssseessseseeessesseesees sysHwlInit() 2-848 

set hardware breakpoint. ......ccccsesessseseseesesesessesesssesseteseseseeeseeees bh() 2-34 

library. hardware floating-point Math .........cccceeeeeeeeees mathHardLib 1-220 

support. initialize hardware floating-point math mathHardInit() 2-402 

connect C routine to hardware interrupt. ........ccccsesseeeseseeeseeeseeseeneseenees intConnect() 2-275 
disabled. inform SCSI that hardware snooping of caches is ........... scsiCacheSnoopDisable() 2-675 
enabled. inform SCSI that hardware snooping of caches is ............ scsiCacheSnoopEnable() 2-675 
display debugging help MENU. ......cccccceeeeseeeseeeeeseseeesesessesesseseenensseeeeenes dbgHelp() 2-109 

display NFS help Menu. .......cccccsseseseeseesseeeeeseseeteeseseeeeneees . NfsHelp() 2-529 

display task monitoring help MENU. «0.0... cece es eeeeteseseeteneseseeeenees .. spyHelp() 2-802 
test whether character is hexadecimal digit (ANSI). «00... .... isxdigit() 2-309 
display or set size of shell istOry. ......cccccsessesssesseseseseseesessseseseessseseeeenssesessesessssseensssseseenessseseees h() 2-246 
display or set size of shell istOry. ......cccccssseessesessseseeeseseesesessssesessseseenessseeeeenees shellHistory() 2-739 
sample authentication NOOK. ....ccceccsesesseeseseeeseseeeeessseseesessseseeeseseeeesensens ripAuthHook() 2-633 
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initialize task hook facilities. oo... esse seeeseeeeeeseeeeeeeseneeeneeaeees taskHookInit() 2-870 

permanent address storage hook for server. ASSIQN «0... dhcpsAddressHookAdd() 2-132 
assign permanent lease storage hook for S€rVel. ......ccceseseeseeseseesesesesteseseseees dhcpsLeaseHookAdd() 2-135 
remove authentication hook from RIP interface. ........cccseeeeeeeees ripAuthHookDelete() 2-636 
remove table bypass hook from RIP interface. .............+4 ripLeakHookDelete() 2-639 

PPP “Nook Library crisis stacacdedavsscitietsd areasteetesassleteesSacdensveesies pppHookLib 1-292 

task “ook Ubrary.: «écsccccts2eesscitsiesacieersciecrtnienpercusdsbetanden taskHookLib 1-384 

delete network interface input Nook routine. ......cceceeseeseeseeeeteseseeneeeees etherInputHookDelete() 2-177 
network interface output hook routine. delete «0.0.0... cece etherOutputHookDelete() 2-181 
delete ip filter Nook routine. 0.0... cee sseeseeseseeteseseeeeeneseees ipFilterHookDelete() 2-301 

previously added module create hook routine. delete «0.0.0.0... moduleCreateHookDelete() 2-437 
add hook routine on unit basis... ccceeeeeeeeeeeeseees pppHookAdd() 2-577 

delete hook routine on unit basis... pppHookDelete() 2-578 

initialize task hook show facility. 00.0... ccccceseeseeeteeeeeees taskHookShowInit() 2-870 

task hook ShOW routines. ..... cc eeeeeseeeeeeseeeeeeeseeeeeteeaeees taskHookShow 1-386 

routing tables. add hook to bypass RIP and kernel ...... ripLeakHookAdd() 2-639 

add authentication hook to RIP interface. .........ccccee ripAuthHookAdd() 2-633 

Ethernet raw I/O routines and hooks. wo... eeesesesesseseseeeeeeseeeeeesescseeecscsceeeevacsenseeeacaeeneeseesees etherLib 1-109 
ip filter’ Hooks Tibrary: sc.s:.cccccsssasecsescvesitensesesscctzcsaseesnscievvsesctiesevecees ipFilterLib 1-181 

address. get local address (host number) from Internet .........ccccceesseseseseeseseseees inet_Inaof() 2-269 
address from network and host numbers. form Internet .........ceeeeeeeeeeeees inet_makeaddr() 2-270 
address from network and host numbers. form Internet .......... inet_makeaddr_b() 2-270 
add host to host table: i....cise.sz.cesesssspsssssssesnashasessessertecassessteateassuassna vtsdenss hostAdd() 2-249 

delete host from host table... eee see esees esse eeeeseaeenenesesesnsneeatenes hostDelete() 2-250 

display host table. ......ccccesssseessssesesessesesesssssseesssssseseseesssesensesees hostShow() 2-251 

initialize network host table. oo... eeseeseeeseeeeeeeseececeeescseeseesscseeeeesees hostTblInit() 2-251 

address. look up host in host table by Internet ..............006 hostGetByAddr() 2-250 
look up host in host table by name. ........ccccceeseseeeseseeteeeeneeees hostGetByName() 2-251 

host table subroutine library. ..........ccceceesseseeseeseeseeeetenees hostLib 1-123 

compute hyperbolic cosine (ANSI). ....ccccesesseseeseesesesessseseeresseseeenes cosh() 2-95 

compute hyperbolic cosine (ANSI). ....cccsseeeseeeeseseeeseneseeees . coshf() 2-96 

compute hyperbolic sine (ANSI). ....cccccssesseeseseesesseseetesssesseneseseseeenees sinh() 2-755 

compute hyperbolic sine (ANSI). ....ccccceseeeeseeeeteseseseeeseeees .. sinhf() 2-755 

compute hyperbolic tangent (ANSI). ...ccccesseseeseseseeeeeseeees ... tanh() 2-861 

compute hyperbolic tangent (ANSI). ...cccccssesessesseseeteseseeseeseseseenens tanhf() 2-862 

register (MC680x0, MIPS, i386/1486). set task status .............0.. VXWTask::SRSet() 2-1037 
register edi (also esi - eax) (1386/1486). /COntents Of ......ecceeseeeeseseseeteseseseeeeseseseeeneseeeeeenes edi() 2-150 
contents of status register (1386/1486). TEtUITL ........ceesseseseseeteseseeeeseseseeeesesesesteneseseeeeneeees eflags() 2-152 
register (MC680x0, MIPS, i386/1486). set task status ...........0 taskSRSet() 2-886 
T8250 Serial: Arivery -.i....s:sscisesceisessesssnssidessceusacsstodisueseuseaseporstie i8250Sio 1-123 

return contents of register fp (1960). ..c.cesccsceseseseesesesessesesesessesessseseesessseseesssssesesessssseessasseseeneasseseess fp) 2-209 
gl - g7 (SPARC) and g1- 214 (i960). /of register g0, also 2-238 
contents of acw register (1960). FEtUITL o.....ceesceeseeseeseseeeseseseesessseseesesseeeeeneneeees 2-4 
contents of pew register (1960). FEtUITL oo... eescsseesesteseseseeteseseseeseseseseeensseseenenesees 2-556 
contents of register pfp (1960). PEtUITL oo... ceeceeseeseseeeseseseeteseseseesesesesseseneseseseseseeeeenenss 2-569 
1960Cx 1KB instruction cache (i960). load and lock ..... eee 2-58 
1960Cx instruction cache (1960). disable oo... eeeseeeeseeeeeeseseteneees 2-58 
1960Cx instruction cache (1960). enable oe eseeseeeteeeeeeeeeeetsesees cacheI960CxICEnable() 2-58 
1960Cx instruction cache (i960). invalidate oo... eset cacheI960CxICInvalidate() 2-59 
512-byte instruction cache (i960). load and lock I960CXx ............ cacheI960CxICLoadNLock() 2-59 
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of register r3 (also r4.- 115) (1960). return CONTENES ......eeeeecesseeeeesesteeseseseesesssestenessseseenessseees 73() 2-607 
1960Cx cache library (1960). initialiZe 0... ceeeseeteseeeeeeteeeeees cacheI960CxLibInit() 2-60 

ensure data cache coherency (1960). ....sscsssssseseseseesesessseesessseseeeseseesenens cacheI960JxDCCoherent() 2-60 
disable 1960Jx data cache (1960). wo... eeseesseeseseeeeeeseseeeeerseseeseeseneees cacheI960JxDCDisable() 2-60 
enable I960Jx data cache (1960)... .seesesseesceseseseeeesceneeesseeteetetseseeees cacheI960JxDCEnable() 2-61 
flush I960Jx data cache (1960). ....sseeeseeseeseeseeeeseseteeerseseeeeeesesceteeseaes cachel960JxDCFlush() 2-61 
invalidate I960Jx data cache (1960). oe. ceeessseeeeeseeseerseseeeteeseeeeeten cache1960JxDCInvalidate() 2-61 
get I960Jx data cache status (1960). ...cccseeseeseseeteseseseetessseeeeneneeees cacheI960JxDCStatusGet() 2-62 
1960Jx instruction cache (1960). disable 0... eeeseseeeeeeeeeeeeeeseees cacheI960JxICDisable() 2-62 
1960Jx instruction cache (1960). enable oo... eeeseeeeeeseeteeeeseseteteees cacheI960JxICEnable() 2-62 
contents of register rip (1960). TEtUTTL ......ceesseceesesseeseseseeseseseeseseseseseesessseseesenssesnenesseneeees rip() 2-632 

flush I960Jx instruction cache (1960). oo... eseeseeeseseeetecseseeeeetscseeeeeseeseenassees cacheI960JxICFlush() 2-63 
1960Jx instruction cache (i960). invalidate oe eeeteeeeeees cache1960JxICInvalidate() 2-63 

lock 1960Jx instruction cache (1960). load and oo... eeeeeeeeteenees cacheI960JxICLoadNLock() 2-63 
1960Jx I-cache locking status (1960). Set .....cccecseeeseeeteeeeeees cacheI960JxICLockingStatusGet() 2-64 
instruction cache status (1960). get I960JX .....ceeseeeseeseeseeeeeseens cacheI960JxICStatusGet() 2-64 
1960Jx cache library (i960). initialize .........c cece eeeeeeseeteeeeeeeeenes cacheI960JxLibInit() 2-64 

contents of tcw register (1960). FEtUITL .......cccesesseeseseeteseseseeseseseseessseseseesessseseenessseeeneseesees tcw() 2-897 
return.contents:of register sp (1960). ..c.cc.ccsscsssesssccssssdovrvesstescascvseetctuevecseasiaseindateecasbestessesbesnssveiets tsp() 2-924 
level (MC680x0, SPARC, i960, x86, ARM). /interrupt ......cccceeeseseeeeseseseeenees intLevelSet() 2-279 
level (MC680x0, SPARC, i960, x86, ARM). /lock-Out ........eececeeeteeeeteeeeee intLockLevelGet() 2-282 
level (MC680x0, SPARC, i960, x86, ARM). /lock-OUt .......ccecceeeeeeseteeeeeees intLockLevelSet() 2-282 
vector table (MC680x0, SPARC, i960, x86, ARM). /exception ...........0.. intVecTableWriteProtect() 2-288 
for C routine (MC680x0, SPARC, i960, x86, MIPS). /handler ou... eeeeeeeereeeeee intHandlerCreate() 2-279 
vector (MC680x0, SPARC, i960, x86, MIPS). /interrupt ......cccccceeseseeeseseeeeeseeeees intVecGet() 2-286 
vector (trap) (MC680x0, SPARC, i960, x86, MIPS). set CPU ....ecccesseseeseeteeseseeneeeeeeenes intVecSet() 2-286 
base address (MC680x0, SPARC, i960, x86, MIPS, ARM). /(trap) ....csceceseeeeseseees intVecBaseGet() 2-284 
base address (MC680x0, SPARC, i960, x86, MIPS, ARM). /(trap) ....csccceeeeeeeeeeees intVecBaseSet() 2-285 
(i960). load and lock 1960Cx 1KB instruction cache ..... cacheI960CxIC1kLoadNLock() 2-58 

cache (i960). load and lock 1960Cx 512-byte instruction ............. cacheI960CxICLoadNLock() 2-59 
initialize I960Cx cache library (i960). .....cscceeeeeeeee cacheI960CxLibInit() 2-60 

assembly routines. I960Cx cache ManageMEeNt .......cccceeeeseseeeeseeseees cachel960CxALib 1-35 

library. I960Cx cache ManageMENE ....... ccs cachel960CxLib 1-36 

(i960). disable I960Cx instruction cache ....... eee cacheI960CxICDisable() 2-58 

(i960). enable I960Cx instruction cache 0... eee cacheI960CxICEnable() 2-58 

(i960). invalidate I960Cx instruction cache ......... cachel960CxICInvalidate() 2-59 

initialize I960Jx cache library (1960). ......ccseeeeeeeeeees cacheI960JxLibInit() 2-64 

assembly routines. I960Jx cache ManageMENt «0.0... cachel960JxALib 1-36 

library. I960Jx cache manageMEeNt ........cecceeeseeeseeneeeeees cachel960JxLib 1-37 

disable I960Jx data cache (1960). ...... eee cacheI960JxDCDisable() 2-60 

enable 1960Jx data cache (1960). oc eeeeeeeeeeees cacheI960JxDCEnable() 2-61 

flush I960Jx data cache (1960)... eeeeeeeeeeeeees cachel960JxDCFlush() 2-61 

invalidate 1960Jx data cache (1960). ....... eee cache1960JxDCInvalidate() 2-61 

(i960). get 1960Jx data cache status «0.0... cachel960JxDCStatusGet() 2-62 

(i960). get I960Jx I-cache locking status . cacheI960JxICLockingStatusGet() 2-64 

(i960). disable I960Jx instruction cache 0... eens cachel960JxICDisable() 2-62 

(i960). enable 1960Jx instruction Cache ..... ee eeeeeeeeeeee cacheI960JxICEnable() 2-62 

(i960). flush I960Jx instruction Cache ......ceeeeeeeeeeeeee cacheI960JxICFlush() 2-63 

(i960). invalidate I960Jx instruction cache 0... eee cacheI960JxICInvalidate() 2-63 

(i960). load and lock 1960Jx instruction cache ........ eee cacheI960JxICLoadNLock() 2-63 
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status (i960). get I960Jx instruction CaChE .......eeeeeeeees cacheI960JxICStatusGet() 2-64 

display statistics for ICMP. wees icmpstatShow() 2-255 

all resources used to access ICMP group. delete «0.0.0... m2IcmpDelete() 2-359 
routines. ICMP Information display .........cccccscsssesseeseseeseeseseees icmpShow 1-124 

initialize ICMP show routines. .........ccccsseesseesseeeeeseeseeeens icmpShowInit() 2-255 

create device for IDE disk. o...ccceeeeesesceseseeeseesesteeseseseenseseatenees ideDevCreate() 2-256 

IDE disk device driver. .....ccccccsesssssesesessesessesenenesennenenees ideDrv 1-125 

initialize IDE driver. oe ideDro() 2-256 

mount DOS file system from IDE hard disk. ........cccesesseseseseeseeseseeteseseseeneeeeeeenes usrIdeConfig() 2-949 
IDE initialization... ci.siccsssectssnecteseeteesigceeticeseensasnsesaessectnosetadonest usrIde 1-411 

header block and demuxer information. create occ eeeeeeeeeeeeneeeeees hdrBlkBuild() 2-246 
get partition information. .............. memPartInfoGet() 2-425 

get PPP link status information. .......cccsesseeeseeteseseeeeseseseeeeeseeeeeeneeseeeees ppplinfoGet() 2-579 

display PPP link status information. ........cccccesesesseeeseseseeteseseseeteneseeeeneneeees pppInfoShow() 2-579 
show volume configuration information. ........cccceseceeeeeeeeeeeeees cdromFsVolConfigShow() 2-82 
Show CIS information. 0... eseees ects eeeseeeeeeseseseeesseaeeneeees cisShow() 2-87 

get TFTP status information. ...... .. OftpInfoShow() 2-903 

print VxWorks version information. ......cccceseeseeseeseseeeseseeeeessseseenessseeeeseseseeenes version() 2-955 

get partition information... ccs . VXWMemPart::info() 2-990 


queue. get 

queue. show 

queue. get 

queue. show 

object module. get 
object module. get 
show 

show 

memory network. show 
get 

get 

show 

ICMP 

IGMP 

network 

TCP 

UDP 

DHCP run-time client 
device. show status 
show status 

display debugging 
address. extract lease 
get addressing 

CIS. get 

device. read configuration 
print complete 
display task 

display task 

task 

object. print 

get file status 
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VXWMsgQ::info() 2-1002 
VXWMsgQ::show() 2-1007 
msgQInfoGet() 2-460 
msgQShow() 2-464 
moduleInfoGet() 2-441 
VXWModule::info() 2-993 
VXWSem::show() 2-1016 


information about message .... 
information about message .... 
information about message .... 
information about message .... 
information about 
information about 
information about semaphore. .......... 
information about Semaphore. «0... semShow() 2-717 
information about shared smNetShow() 2-772 
information about task. .........ccseseeeseseeeeeeeees VXWTask::info() 2-1029 
information about task. ............... taskInfoGet() 2-873 
information about watchdog. ........... wdShow() 2-1062 


Information display routines. .......cccesesseseeseeseeseseees icmpShow 1-124 
information display rOUtINES. .........ccceseeeeteeseeteeseseees igmpShow 1-171 
information display routines. .......ccccesseseseseeseeseseeeeeseees netShow 1-265 
information display routines. ........ccccesessseseeseeseeeeteeseees tcpShow 1-391 
information display routines. .......ccceesesesseeseseeteeseeeees udpShow 1-403 
information display rOUtINES. «0... dhcpcShow 1-74 
information for physical ................ ... scsiPhysDevShow() 2-688 
information for SCSI manage. ......cccceeeceeeeeees scsiMgrShow() 2-682 
information for TCP protocol. ......cccsseeseseeeees tcpDebugShow() 2-896 
information from Internet «0.0.0.0... bootLeaseExtract() 2-37 
information from packet. ..........006 .. muxPacketAddrGet() 2-479 
information from PC card’s oo... eeseeeeseeeeeeeseseeeeees cisGet() 2-86 
information from requested NFS .........eeeeee nfsDevInfoGet() 2-524 
information from task’s TCB. oo... cece seeeeeeesseeeeeeeeeeeeees ti() 2-908 
information from TCBS. 0.0.0... VXWITask::show() 2-1036 
information from TCBS. 0... eceeesececeseseseseeeseseseeeeeeeees taskShow() 2-882 
information library. ......... cscs seeeseeseeeeeseeseseeeeseeneeeeeenenes taskInfo 1-386 
information on specified show() 2-741 
information (POSIX)... cseeesessseeseeeseteeeeeeseessetseseeeeeeseseseneees fstat() 2-228 
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get file status information (POSIX). ....cccseeeeseeeetesseseetessseseensssseeeeenees fstatfs() 2-229 

and v2 library. Routing Information Protocol (RIP) V1 we cccecsesesseseseeeeteeseseeseseens ripLib 1-306 
device. send control information to MUX or to ............ muxloctl() 2-476 
reclaim/ delete module ID information (use UNIC() tO oe eeeeeeeeeeeeeeeeeeeeees moduleDelete() 2-438 
(POSIX). get file status information using pathname .........ccccesseeeeseeseeteeseeeeeeenees stat() 2-815 
(POSIX). get file status information using pathname statfs() 2-815 

get global virtual memory information (VXVMI Opt.). wos vmGlobalInfoGet() 2-963 
ATA initialization. 2.00... eee usrAta 1-409 

floppy disk initialization. ...........ccee usrFd 1-410 

TIDE: “ini tialiZatiOnis:eacsench cocissaveseedecehnceadssentereasaadatecsued eceacaeeseuenseecpecbseee usrIde 1-411 

SCSI. initiali zations :o...:cs:2isccescescsseasacshsoegssgueatedectessesscaiegbaninesneubescedects usrScsi 1-413 

shared memory object imitialization. ....... cece eeeeeseseseseseseeeeneseseesesesseeees usrSmObj 1-413 
DHCP client library initialization. 0.0... cece teeeeseeteeeeeeeenes .. AhepcLibInit() 2-123 
generic ROM $ initialization. 0.0... ccs eseeeeessseesenessseeeeneseeeeeenees romStart() 2-652 

perform generic SCSI thread initialization. «0.0... scsiThreadInit() 2-700 
ROM initialization Module. 00... eee eeesesseeeeeseteeeeeeseseeeeeeneeeees bootInit 1-29 

user-defined system initialization OUTLINE. 1... eeeceseseeteeseseeteseseseeneseseeeeneseseees usrInit() 2-950 

ROM MMU initialization (SPARC). ........... mmuSparcILib 1-237 

Parse initialization String. ..... ccs el3c90xInitParse() 2-159 

Parse initialization String. ......... cscs testes eetesteneees In97xInitParse() 2-321 

parse initialization string. ................ In7990InitParse() 2-324 

Parse initialization String. 0.0... mb86960InitParse() 2-404 

Parse initialization String. 0.0... nicEvbInitParse() 2-533 

get fd for global standard input/output/error. ....... ccc eset eeteeeeees ioGlobalStdGet() 2-290 
set fd for global standard input/output/error. .......ccccescseeseeseeseseeteseseees ioGlobalStdSet() 2-290 
get fd for task standard input/Output/error, «0.0... cece esesteteseseeeeneees ioTaskStdGet() 2-298 

set fd for task standard input/output/error. ............... ioTaskStdSet() 2-298 

set shell’s default input/output/error fd5. .......ccececeeeeeeeeeeees shellOrigStdSet() 2-740 

current task. return standard input/output/error FILE Of ...cccccesesseeseeeeeseseeeeneseees stdioFp() 2-816 
device. issue INQUIRY command to SCSI ....cccceesseeseeseeeeeeees scsilnquiry() 2-679 

MTRR table with WRMSR instruction.. /from specified «0.0.0... pentiumMtrrSet() 2-561 
synchronize instruction and data caches. ......ccseeseseeeeenees cacheTextUpdate() 2-74 

return size of R3000 instruction Cache. 0... ceeeeseseeeeseseeseerecneneeeeseseeetees cacheR3kIsize() 2-69 

load and lock I960Cx 1KB_ instruction cache (1960). ...........+ cacheI960CxIC1kLoadNLock() 2-58 
disable 1I960Cx instruction cache (1960). ......eeeeeeeesees cacheI960CxICDisable() 2-58 

enable I960Cx instruction cache (i960). ......... cacheI960CxICEnable() 2-58 

invalidate I960Cx instruction cache (1960)... cacheI960CxICInvalidate() 2-59 

load and lock I960Cx 512-byte instruction cache (i960). .......ceeeee cacheI960CxICLoadNLock() 2-59 
disable 1960Jx instruction cache (i960). ......... cachel960JxICDisable() 2-62 

enable I960Jx instruction cache (1960). oc. eeeeteeeeeees cacheI960JxICEnable() 2-62 

flush 1960Jx instruction cache (1960). ..... ce eeeeeeeeeeeteeeee cacheI960JxICFlush() 2-63 

invalidate I960Jx instruction cache (1960). ...... eee cachel960JxICInvalidate() 2-63 

load and lock 1960Jx instruction cache (1960). 0... cacheI960JxICLoadNLock() 2-63 

(i960). get I960Jx instruction cache status «0... cacheI960JxICStatusGet() 2-64 

execute serializing instruction CPUID. «0... cccceeeeeeeeeseeeeneeeeeees pentiumSerialize() 2-565 

/atomic compare-and-exchange instruction to clear Dit. ........cccceeeeeseeseereeseseeteeeees pentiumBtc() 2-557 
/atomic compare-and-exchange instruction to Set Dit. ....cccceeseeeseeseseeseseeeseees .. pentiumBts() 2-557 
display specified number of instructions. disassemble and ..........ccccsessessssseeseseseseeseeseseeesessees K) 2-312 
convert string to int (ANSI). ...csccceeeeesesseseseseseeseseseseenesssesesessssseesensseseenenesseeees atoi() 2-26 

Internet address to long integer. convert dot notation 0... ccc inet_addr() 2-268 
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double-precision value to integer. CONVET ......cceecsecesesesseeseseeeeeseseetesesesessensseseeeasseseeeens irint() 2-302 
single-precision Value to integer. CONVETT ......ccceceeeseeseseeteseseeeeteseseseeeseseseeeseseeeeeeeseeees irintf() 2-302 
round number to nearest integer. oo... cccececsseseeseseseseesesessseesessseseesessseseesessssseeseasseseeenssees iround() 2-303 
round number to nearest integer. ....... ccc eeneeeeneeeeeees .. iroundf() 2-303 
round number to nearest integer. oo... ccccecccceeseeseesesesesessseesessseseeesessseeessssseeseasseseeeassees round() 2-652 
round number to nearest integer. .....cccceccceeseeseeseseesessssseesessseseeessseseeessssseeeasseseenenssess roundf() 2-653 
{MUNCate: tO; ATMOS ET cca. cee sdeesat eect da tetdias bebact deh tens deeeesssaseteeeetnce dies cctaned trunc() 2-923 

frunicate to: Integer. .n.c.s cc: ess cs essteseieeiedee steers: .. truncf() 2-923 

/ floating-point number into integer and fraction parts / .....ccccceseseeeeseeeesesssesseeseseeeenens modf() 2-435 
compute absolute value of integer (ANSI). ....ccccccecsesseesesesseseseseetesssssessessssssseenssssesnenessees abs() 2-2 
convert string to long integer (ANSI). ....cccccccessssesesseseseseseesesessseseesessseeeeessseseenenees strtol() 2-830 

string to unsigned long integer (ANSI). convert .........ccceeeees strtoul() 2-831 
generate pseudo-random integer between 0 and RAND_MANXI .....cccccssessetseseeteneeees rand() 2-610 
read next word (32-bit integer) from Stream. oo... ccesesseeseseeteseseseeteseseseetensseseeneneeees getw() 2-244 

to specified/ compute smallest integer greater than or equal .......c.ccseceeeeeeseseseseeteseseseeeseseeeees ceil() 2-82 
to specified/ compute smallest integer greater than Or CqUal ........cceesesseesssesteeseseeteneseseesenees ceilf() 2-83 
specified/ compute largest integer less than or equal tO .......c.cccceeseeteseeteseeteseeeseeeneeneanes floor() 2-205 
specified/ compute largest integer less than or equal to .............. w. floorf() 2-205 
write word (32-bit integer) to StreAM. ......ccecessseseseeseseseseeeseseseeessseseeesessseesenees putw() 2-605 

adaptor chip library. Intel 82365SL PCMCIA host DUS .......c.cceescseseeseseseseesesseeseeneneeees peic 1-280 

adaptor chip show library. Intel 82365SL PCMCIA host DUS .......ceccecceeseteseseeneseeees peicShow 1-281 
interface driver. END style Intel 82557 Ethernet network ............ .. fei82557End 1-114 
interfacedriver. Intel 82557 Ethernet network .........cccccccesccssccsseesseeseeessesseeeseeees if_fei 1-149 
interfacedriver. Intel 82596 Ethernet network .........ccccccesscssecescesscesscesseesseeeeesees if_ei 1-137 

interface driver. END style Intel 82596 Ethernet network ............ .. €182596End 1-96 
interface driver for hkv3500. Intel 82596 Ethernet network .........ccccccccscesseeeeeseesscesseetseenees if_eihk 1-140 
interfacedriver. Intel EtherExpress 16 network .......c.cccseesseseseseeeeeseseeeseseens if_eex 1-136 

interface driver. END style Intel Olicom PCMCIA network ......ccccceseessseseeeeseseees iOlicomEnd 1-177 
Ethernet address for specified Internet address. resOlVe ........cceesseeeeeeeeees etherAddrResolve() 2-175 
look up host in host table by Internet address. ..........cccceeeeseeeeees hostGetByAddr() 2-250 
address (host number) from Internet address. get local .....c.cecsseesseeseseeteeseeeeenees inet_Inaof() 2-269 
return network number from Internet adress. ..........cccccccesccsssesscesseesscesseeseceseeeseesseesees inet_netof() 2-271 
extract lease information from Internet adress. ..........cccccesceseesscesseesseesseesseeaes bootLeaseExtract() 2-37 
extract net mask field from Internet addres. .........ccccceseesseeseeseesseeseeee bootNetmaskExtract() 2-38 
and host numbers. form Internet address from network ........cccceseeeeeees inet_makeaddr() 2-270 

and host numbers. form Internet address from network ......... .... inet_makeaddr_b() 2-270 
routines. Internet address manipulation .........cccccssessesseseeseseseeeeees inetLib 1-172 

interface. get Internet address of NEtWOTK .......ccccesseeeseeteteeseeteeees ifAddrGet() 2-258 

point-to-point peer. get Internet address Of 0.0... ccseeseeseeeeees .... ifDstAddrGet() 2-260 
integer. convert dot notation Internet address to LOM ......c.cscessssesseseeseseeteeseeeeneseens inet_addr() 2-268 
library. Packet InterNet Grouper (PING) ......ccceececeeseeseeseseeteseseseeneneeees pingLib 1-288 

string to address. convert Internet network number from .........cceseeeeees inet_network() 2-272 
add routine to receive all internet protocol packets. ......cccccecseeeeeeees ipFilterHookAdd() 2-300 

/all active connections for Internet protocol sockets. ..........00 .... inetstatShow() 2-274 


channel’s receive-character 
handle reciever 

handle transmitter 

handle receiver 

handle transmitter 

handle receiver /transmitter 
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interrupt. handle winIntRcev() 2-1065 


Interrupt. -iiievcn cation aeeheene ... Z8530IntRd() 2-1069 
TMGOLTUP ts coe sasvisicatisvasibeandsaacsedseaden sis dosasdusdnseisndessjehasanis 28530IntWr() 2-1069 
IAtETIUP tet eee eh heehee ecient ambaIntRx() 2-14 
interrupt. .... ambaIntTx() 2-14 
INGEMTUPE:,, i220. teeta utictes. Nea eter ce eevee isha 18250Int() 2-254 
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connect C routine to hardware interrupt. .....c.ccccccsesssseseseeseseseeeesessseseeessseseeseseseseeneeees intConnect() 2-275 
Randle SCC: interrupt. sesevcs ios cepeasscaitenscscendetseateiiissescaetieet aces ehaecenses m68332Int() 2-387 

handle:SCG. Anterrupt::.cinsins cnc net aiid case eth dseee m68360Int() 2-387 

handle receiver interrupt. ......cccceesseseseseeseeseseesesessseeessseseeesseeseenees m68562RxInt() 2-388 
receiver/transmitter error interrupt. handle ........cccccseseeseseseeeeteseseees m68562RxTxErrint() 2-389 
handle transmitter interrupt. ......cccecceseeeseseeseeseseeseeseseeteneseseeeeeeseseeene m68562TxInt() 2-389 

handle receiver interrupt. ..... ns16550IntRd() 2-536 

handle transmitter interrupt. ..... ns16550IntWr() 2-537 
handle:-controller’ interTupt:...cccicsscsccrscicsssssssevereccsscssesuessstecstaseassiseatees cbdestiassestaess ntInt() 2-537 

handle receiver interrupt. .....cecccccesseseeseeseseseseesesessseeeessseseenensseeeeeees ppc403IntRd() 2-575 

handle transmitter interrupt. ..... .... ppc403IntWr() 2-576 

handle SMC <interrupt..cscecescsesesccchsiustyseceseeavsesecestsevtes vuettscaeasvsveseestees ppc860Int() 2-576 

handle “interrupt. -:.csccciececccesccseteteessaeietiavasteeadecensdeeetetndviavesses sa1100Int() 2-664 

handle receiver interrupt. ......ccccececesseesesseeeeseseeseseseseeessseseeeseseseenens st16552IntRd() 2-813 

handle transmitter interrupt. 0... ccccceeeeseeseeeeeseeeeeeessseeteseseseeteneseseeeens st16552IntWr() 2-814 

routine to auxiliary clock interrupt. CONnNECE ....... eee .. sysAuxClkConnect() 2-841 
acknowledge bus interrupt. ......cccccceseeseesesseteseseseseseseeeeseneseseeeneeeees sysBusIntAck() 2-844 

generate DUS iNterruPt. oo. ceceeseeeseeseseeseseseseetensseseenessseeeeenees sysBusIntGen() 2-844 

routine to system clock interrupt. COMNECE .... eects eeeeteseseeeeeseeeeeeeees sysClkConnect() 2-846 
connect routine to mailbox interrupt. .......... cee eee .. sysMailboxConnect() 2-850 
enable mailbox interrupt. ......cccccseeseeseeeeeseseseeeseseeteneseeeeeness sysMailboxEnable() 2-851 

buffer after data store error interrupt. clean up store ........... .. cleanUpStoreBuffer() 2-87 
channel’s receive-character interrupt.. handle .........cccccsceesessessseseeseseseeeeteseseeeeenees unixIntRcv() 2-944 
ARM). disable corresponding interrupt bits (MIPS, PowerPC, ........c.ccseeseeeeeees intDisable() 2-278 
ARM). enable corresponding interrupt bits (MIPS, PowerPC, .....cccceeseseeseeeeeeees intEnable() 2-278 
handle receiver/transmitter interrupt for NS 16550 chip. ........ ... @VONs16550Int() 2-183 
network interface interrupt handler. ........ ccs eeeeeseseeeeseseseeeeneseees mbcIntr() 2-410 

routine (MC680x0,/ construct interrupt handler for C cece intHandlerCreate() 2-279 
disable bus interrupt level. .....ccceceeseeseeseseeeseseeteeseeeeeneeeees sysIntDisable() 2-849 

enable bus interrupt level. ..........ccee sysIntEnable() 2-849 

SPARC, i960, x86, ARM). set interrupt level (MC680X0, ......eccesesseeseseeeeeseseeenees intLevelSet() 2-279 
interrupt level processing. .........ccsceeeeseeeeeeeeeeeees ns16550Int() 2-535 

interrupt level processing. .....cccccseseseeeeseeeeeeseeees st16552Int() 2-812 

multiplexed interrupt level processing. ....... . $€16552MuxInt() 2-814 
architecture-dependent interrupt library. 0... cccesseseseeseseseseeseessseetessseseeneneseees intArchLib 1-174 
(MC680x0, SPARC,/ get current interrupt lock-out level ...... .... intLockLevelGet() 2-282 
(MC680x0, SPARC,/ set current interrupt lock-out level .........cccseeseeeeeeeteteees intLockLevelSet() 2-282 
cancel interrupt LOCKS. oc eecseseeeeseeseseseseeesessseenensseseeeneeees intUnlock() 2-284 

get current interrupt nesting depth. ......cc ccs esseeseseeeseeseseeneees intCount() 2-277 

/if current state is in interrupt or task CONtEXE. ......cee eee se eeteeeeeseeneseeee intContext() 2-276 
miscellaneous interrupt processing. ........00 .. NS16550IntEx() 2-536 

miscellaneous interrupt processing. ..........006 .... $f16552IntEx() 2-813 

user-defined system clock interrupt FOULING. 0.0... cece eseeeeesestseeneseeeeeeseseeeeeees usrClock() 2-948 
interrupts. interrupt service for Card oo... ccs iOlicomIntHandle() 2-291 
architecture-independent interrupt subroutine library. ........ cece eseeteeseeeeneneeees intLib 1-175 
SPARC, i960, x86, MIPS). get interrupt vector (MC680X0, ......ceceeeeeseseeteeseeeetenes intVecGet() 2-286 
connect C routine to critical interrupt vector (PowerPC/ «cesses excIntCrtConnect() 2-187 
interrupt-level iNPUt. .......ec eee eseeeeteneseseeteneeeeeeees tyIRd() 2-930 

interrupt-level output. ....... tylTx() 2-931 

handleerror “interrupts. -2.:2..2.c.ccesctiscseessseeesdestenseatesocstabveencsteesdsnesedees z8530IntEx() 2-1068 
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lock OUt iNteLTUPtS. .....eeeeeeteeseeeeeeeseeteseseeeeeesessseseeneesseeeeeeeseeets intLock() 2-280 

interrupt service for card interrupts. .......ccceececeeeeeseeseseeeseseseeteseseseeneneens iOlicomIntHandle() 2-291 
handle error interrupts. .......c.eecccseeseseeseeseseseseesessseseeessseseeessseeeees ppc403IntEx() 2-575 

handle special status interrupts. 0.0... cccceeseseseseeseseseseeesesessesessseseeeseseeeeneneess cd2400Int() 2-80 
handle receiver interrupts. ......ccccseeseeeeeeeeeeeeeenes cd2400IntRx() 2-80 

handle transmitter interrupts. ....... cece cd2400IntTx() 2-80 

turn off auxiliary clock interrupts. .......ccccceseesesseseseseeeeseseseeeeseseeeeeenens sysAuxClkDisable() 2-841 
turn on auxiliary clock interrupts. .......cccceseeceeseeseeseseeseseseseeeeneseseeseseseees sysAuxClkEnable() 2-842 

turn off system Clock interrupts. ......ccceseseeseseseeseseseseeeeseseseeeensseseeeenenees sysClkDisable() 2-846 

turn on system clock interrupts. .....ccccccceeseseseseeseseseseeseseseseesessseseeensseseees sysClkEnable() 2-847 
connect BSP serial device interrupts. ......ccccccececseeeseseeteseeeeteseeteseeeneeneees sysSerialHwInit2() 2-858 
efiable! “interrupts: «2.ccssscsseses teed candy cevensear nsec heeretaces tits unixDevInit2() 2-942 

entry point for handling interrupts from 82596. .....ccccceeseeseeseseeesessseeeesseseenensseeeeeenes eiInt() 2-156 
handle all interrupts in ONE VECEOL. oo... cceeseseeseesesseeseseeteseseseeeneseees z8530Int() 2-1068 

handle all DUART interrupts in one VeCtOT. ...... cece eeteeseseeneneeeeeeees m68681Int() 2-393 

PLOVIde TAW I/O ACCESS. uoeeessesessesssseseeeseseeteseseseesesessseseeseseseseesesesesesenees fdRawio() 2-196 

do raw I/O ACCESS. .oececeescssesseeseesceseeseesecseeeees ataRawio() 2-24 

provide raw I/O acceS. 0... cecececesseesseeeteseeeeeesneees ideRawio() 2-257 

initialize asynchronous I/O (AIO) library. ..... cc ceeeeseseseseeeseseeseseseseeneneseens aioPxLibInit() 2-8 
asynchronous I/O (AIO) library (POSIX). ....ceccsceeceeseeeseseeeeneseseeeenens aioPxLib 1-4 
asynchronous I/O (AIO) show Library. .......cccceeeseseeseeeeeeeeeeneeeeeees aioPxShow 1-8 

perform I/O control fUNCtHON. wees eseetesessseeteneseseenenssesees ioctl() 2-288 

perform device-specific I/O control fUNCtON. ......c.ceeeeeseteseseetessseeeeteseseseeeneeeees scsiloctl() 2-680 
sequential access/ perform I/O control function OF 0... eeeseeeeseeeeeeeneees scsiSeqloctl() 2-694 
find I/O device in device list. 0. eeeseseeseeeeteeeseeeeeees iosDevFind() 2-294 

microSparc I/II I/O DMA library. 0... ... ioMmuMicroSparcLib 1-180 

/L64862 MBus-to-SBus Interface: I/O DMA library (SPARC). ...ccceecceseseetseseeeeeeees mmuL64862Lib 1-232 
network remote file [/O river. .......ceceececcecesseseseeseeseseeseseesceceseeeceeeaeeeeaeeaeeeeaeeeeaeeeeees netDrv_ 1-263 
Network File System (NFS) I/O driver. ...c.cccccesessessseseeseesessesessseseeesssesessessseseesssseseesensens nfsDrv_ 1-268 
Pipe I/O river ss cvcs see biaaiiies bhacerseahiadasenaesstiseatsanteat. pipeDrv 1-289 

install: T/O:sdvivery.6 iss ceca tea encesine cee dbase Sines iosDrvInstall() 2-295 

remove I/O river. ......cceceeseeeceeeeeseteeeeeeeees iosDrvRemove() 2-295 

virtual generic file I/O driver for WDB agent. .......cccecseeseeseeseeeeteeeees wdbTsfsDrv 1-435 

virtual tty I/O driver for WDB agent. ......ccccccseeeseeeeeeneeseeeenes wdbVioDrv 1-440 

I/O interface library: +. .i:sviscetshascssestiesdescasacbebedsviesttncssetstestzeatdes ioLib 1-176 

formatted: \1/O library. ¢.ccisctisadecieceia sie aesrecice sie a tit eceenten nutes fioLib 1-116 

initialize microSparc I/TI I/O MMU data structures. «0.0... ioMmuMicroSparclnit() 2-292 
(SPARC). initialize L64862 I/O MMU DMA data structures ............... mmuL64862Dmalnit() 2-433 
(TMS390S10/MB86904). map I/O MMU for microSparc I/II ............ ioMmuMicroSparcMap() 2-292 
/return status of asynchronous I/O operation (POSIX). ....ccccecesesseeeseseeeseseetenessseees aio_return() 2-11 
/error status of asynchronous I/O operation (POSIX). ...ccccsseesesseessseesesseseenenseesees aio_error() 2-9 
(SCSI-1). NCR 53C710 SCSI I/O Processor (SIOP) library ......ccccccsesesseseseseeseseseseeens ner710Lib 1-255 
(SCSI-2). NCR 53C710 SCSI I/O Processor (SIOP) library ner710Lib2 1-256 
(SCSI-2). NCR 53C8xx PCI SCSI I/O Processor (SIOP) library ......cccesceeseeseseseseeseeseeeens ncer810Lib 1-257 
wait for asynchronous I/O request(s) (POSIX). ...cceeeceeeeseeseseeneseseeeeeees aio_suspend() 2-12 
initiate list of asynchronous I/O requests (POSIX). ....cccceeessessesesteseseseenesseseeneneeees lio_listio() 2-318 
Ethernet raw I/O routines and hooks. .0.....c.ccceesesseseeseseeceeeeceeceseeeeeeeaeeeens etherLib 1-109 

initialize standard I/O show facility. «00... stdioShowInit() 2-817 

initialize floating-point I/O SUPPOTt. .....ceccseeteseseeseseseeeeteseseseesessseseeensseseenenees floatInit() 2-204 
initialize standard I/O SUPPOTt. .....cceccssesseseseeeeeseseeeeeseseeeeessseseeeneseseeseees stdioInit() 2-816 
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initialize formatted I/O support library. 0... ccceseeseeeeeeeeseeeeseseseeeeeseeeeees fioLibInit() 2-203 

add device to [/OSYStEM. ...ceeccseeeseesseteseesseeseseesssereneseeseeneenneeees iosDevAdd() 2-293 

delete device from I/O SyStem. w.eeccccesesssseseeseseseseetessssseeessseseeesssesens iosDevDelete() 2-293 

initialize: .[/ O:Systemn .:si.isitiisti elscteseieieesttn sie taeaitaiadeeuiete iosInit() 2-297 

1/O'system library. i..0 2c dachiscsttiteedeasesdissieetecsgaeevege ees iosLib 1-180 

initialize I/O system show facility. ...... .. tosShowInit() 2-297 

I/O system SHOW routines. .....ccscecsecseseseseeseseseseeteseeeeeeenees iosShow 1-181 

Initialize keteles.csiscvsccssscssiageadatscesedcescecdesdssvesvsddeylesetedsceess cost castvosaves kernelInit() 2-310 

announce clock tick to Kernel. .......ccccccccccsssssscesssessceecesecssecesecssecsseesscesseeseeaes tickAnnounce() 2-909 
/MB86930 automatic locking of kernel instructions/data. «0.0... cacheMb930LockAuto() 2-67 
VxWorks kernel library. .....c.ccccsesesseseseeeeeseseeeesessseseeseseseesensseseseenens kernelLib 1-182 

return kernel revision String. ........c.ccccsceeeseeeteseeteseeeeeeneees kernelVersion() 2-311 

add hook to bypass RIP and_ kernel routing tables. .......ccceceseeeeeseeeeteees ripLeakHookAdd() 2-639 
get value of kernel’s tick COUNHED. 0. cccecceeseeseseseseeteseseseeteneseeeeteneeees tickGet() 2-909 

set value of kernel’s tick COUNTED. .......ccccccesscessceseceseesseesseesscessecsseeneeeseees tickSet() 2-910 

structures/ initialize L64862 I/O MMU DMA data .............e mmuL64862Dmalnit() 2-433 

I/O DMA library/ LSI Logic L64862 MBus-to-SBus Interface: ........ccccececeeee mmuL64862Lib 1-232 
initialize memory for Lance Chip. 0... eseeseseseeseeseseeeeneneeeeees In7990InitMem() 2-323 
interface driver. AMD Am7990 LANCE Ethernet network .........ccccccsccssscsscesscesscseceseesseesseesseeseee if_In 1-153 
interface/ END style AMD 7990 LANCE Ethernet network ........ccccccsesesseeseseeseeseseens 1n7990End_ 1-190 
compare two strings lexicographically (ANSI). .....ccccesessesessseeseeseseesessseseeneseseees stremp() 2-819 

change line-delete character. .......ccccceseesseeeeeeseneeees tyDeleteLineSet() 2-928 

read line with line-editing. 0... ceeccseeeseeseseeeseseeeeessseeeeseneseeeeeseseeenes ledRead() 2-317 

liné=editing library. c:.sc.csscicsiecscesjeosceetnieestscseiondigeiecsestuesteeraes ledLib 1-184 

discard line-editor ID. ..........cc cece ... ledClose() 2-316 

ctéate new line-@ditr ID) w.sccsiccssaiseescecacetensccensnesscusstvesctacdees cateesdeetenses ledOpen() 2-317 

change line-editor ID parameters. ..... .. ledControl() 2-316 

free tuples from linked list... cece eseeteseseeseeseseeeeseseseseenessseeseeeseeeeeenes cisFree() 2-86 

simple linked list class. <:.::-..c..ccscsssssisecsesssddacsressesesecarsensvetseneteveestenes VXWList 1-417 

library. doubly linked list SUDTOUTINE ........ cece eee eeteeseseeesestseeeneseseeneneeees IstLib 1-198 

(C++). call all linked static constructors cplusCtorsLink() 2-97 

(C++). call all linked static destructors cplusDtorsLink() 2-99 

add option to option request list. ....ccceceeeseeseeseseeteseseseetessseseenenesseeeees dhcpcBootOptionSet() 2-117 
add option to option request list... esessesessesesseseeseseesessesesseseeeenenes dhcpcOptionSet() 2-125 
address to multicast address list. add multicast ...............0. etherMultiAdd() 2-178 
find I/O device in device list. ......cccceccscccssccsscssscesscsssesssesscesscesssesscessccecessesecsssens iosDevFind() 2-294 
add Node t6:enid OF LISbiy sesscccidedesssescsatedeccdtesses dens cava vistedgeisasdaSestesveaths otaovdevescsgisonades IstAdd() 2-350 

report number Of NOdeS in. Lists. svzcccscdscescscessssocssassavsiseaseescedeseuasasecedetassvecateavecsdeteeterseets IstCount() 2-351 
delete specified node from Lit. wc eccceeeeseeseesesesesesseesssesseesesessesessseseessssseseeneseseeeeeees IstDelete() 2-351 
extract sublist from li ... IstExtract() 2-352 

Find! NOMEAN: \LiSt:-2:<Fscescegiescatscesevsescscs sass esaebaxcocevesncaei coseveetesats a ea Ov eevee IstFind() 2-352 

find first nOde in List. occ eee ceecsccsscesscesecssecssecssecssccsccsscessecssseaseeseseseseseeeseeeee IstFirst() 2-353 

fKOCUIP: iSt iethens Air dhd cence kro cathe cen duntn ri Adela IstFree() 2-353 

and return first node from list. delete .........cccccccsscsscesscesscesecesecssecesecssecsseesseessseseessensseaees IstGet() 2-354 
find last NOMEAN Lists. scissccscciscevss besdessceessesieossiaseecs ovhstcaveadsesdsctssecvinsvar teisesderbeasonss IstLast() 2-355 

find next NOME AN: List: 2.23ccescec ssc ese sige eetevees cc ee eedexecdac es ohheiceobdeeevitanisovatesestseess IstNext() 2-356 

find Nth node in list. .o.cccccccccccccsscsscsscsscssessecsessecseesecscescssssssssccsscsecseeseceeseees IstNth() 2-357 

find; previOus NOE tii List. ..2.:-csdsgexsseese necestcceectestuiessegetendeptenciuerdbcctelegins ... IstPrevious() 2-357 

add new interfaces to internal list. oo... eee eeeeeeseseseeseseseeneeseasenesseaeenseeeeatenees ripIfSearch() 2-638 
free tuples:from linked: :list::,cicats. .isiectesadeetsetsteh caeseesecercebesneersesaistacateiennnesaneedear ened cisFree() 2-86 
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add directory to access list. ..c.cccccesessessseseeseseseseseesesessseeessseseeneseseseenees tftpdDirectoryAdd() 2-900 
delete directory from access liSt. .....cccececseseeseseseseetesessseesesseseeneneseeeeenes tftpdDirectoryRemove() 2-900 
add node to end Of list. 0... ceccssccsscssscesscssscssscssscssecssscseecssecseecssceees VXWList::add() 2-981 

report number of nodes in list. oo... ccc seeseseeseseeseseesessesesseseeseesesesneseeneans VXWList::count() 2-982 
extract sublist from list. .....ccccccccssssesscscssescescssesesecseeeeseees VXWList::extract() 2-982 

find nodein’ Visti cisssivsetcsitsteadatvaclis cel snetibieds lie ledetiees VXWList::find() 2-982 

find firstnOde). in. WSts <. vise eteatsbees dcbbeasetaspsessastin cea tnvayddbecvashansatdeatvses VXWList:-first() 2-983 

and return first node from list. delete ........ccceseceeseesseseeseseseeeeseeseseeneeseseeens VXWList::get() 2-983 
find ast HOGAN: JiStsncssecssdcsswaseasstessligecddossvivedatevessiesstesscreeesesveges VXWList::last() 2-984 

find next node in List. ...ccccccecccccsccsscsccssssscsscsscsscssesscesessecseesecseesecseeeees VXWList::next() 2-984 

find Nth node in list. .o.cccccccccccscsecsscsscsscssessessecsecsecssessessessssssesseseeseees VXWList::nth() 2-985 

find previous nodeiny list. iccccieccadisseccscvsctetsesseeristeacivcecctsesinttececteevees VXWList::previous() 2-986 
delete specified node from list. ....c.cccceeseeseeseeseseseseseeseseseseeesssesseessseeeeenees VXWList::remove() 2-986 
INnitaliZe:. LiSt:..dcesevavenvdcorasacdarseteveembsnvatcsetiedis VXWList::VXWList() 2-986 

free Up. lists -cciryieusiseei ind convenes .. VXWList::~VXWList() 2-987 

insert node in list after specified NOE. ......cceeseessseseseeseesesteteseseeteeseseees IstInsert() 2-355 

insert node in list after specified NOE. oo... cee eeseseseseeeeteeeeseees VXWList::insert() 2-984 

list all system-knOWN CeVICES. .....csceeseeeeesesteeseseeteeseseeteneeees devs() 2-115 

initialize list as copy of another’. .......cccceceeseeeeeseeeees VXWList::VXWList() 2-987 

simple linked, Hist:class.\.:..sccs.csss.debeccpaapiesetbettesseecudevtaetas eeveateneaeseeeeestetaees VXWList 1-417 

list contents Of GireCtOTy. ....c.cccccsesseseseseeseseseseeteessseenessseseenenssees Is() 2-348 

directory. list contents Of RT-11 ....ccccesseeseseesssesessesesessseeeseseesenesseeees IsOld() 2-349 

initialize list descriptor. .........ccceseeeeeeeeeee ... IstInit() 2-354 

FTP. list directory CONteNts Via ......ccecceseseeseesesesteseseseeteseseseseenees ftpLs() 2-234 

from specified node. find list node nStep StepS AWAY ......ssscsesseseeteeseseeteeseseetenees IstNStep() 2-356 
from specified node. find list node nStep steps away ............. VXWList::nStep() 2-985 
toSCSI controller. list physical devices attached .......ccccceeeseseseeseneeeeeeenes scsiShow() 2-695 

doubly linked list subroutine library. .......cceecesesseseeseeteseseseeeeseseseeeneeeeeeees IstLib 1-198 
list'syimbols.. i036: sssssesecoesheststeatecasdavstenlentitear tienes cviasitensetates Ikup() 2-320 

near specified value. list symbols whose Values aTe .........c.ccsesssssesseseeseeseneseeeeees IkAddr() 2-319 
CONCateNate TWO LiStS. oo... ce eecesccssccsscesscssessscssscssscssccseccssccssecsecessesseesseessees lstConcat() 2-350 
concatenate twO LiStS. wo... cececcssccsscesecssecsseesscesseesseeseees VXWList::concat() 2-981 

initialize driver/ publish In network interface aNd .......c.c.ccecessesseseseseeteseseseeeneseees Inattach() 2-325 
initialize driver and/ publish lo network interface and .......ccceessessesseteseseeteseseseeeneseees loattach() 2-330 
instruction cache (i960). load and lock I960Cx 1KB ............ cacheI960CxIC1kLoadNLock() = 2-58 
instruction cache (i960). load and lock I1960Cx 512-byte ........ cacheI960CxICLoadNLock() 2-59 
instruction cache (i960). load and lock I960JX oe teeeeeeeesees cacheI960JxICLoadNLock() 2-63 
load driver into MUX. ......ccccccccecesscsseesseeeeeseeeseeeees muxDevLoad() 2-473 

specified memory addresses. load object module at ...........ccee VXWModule::VXWModule() 2-995 
memory. load object MOduIe iNtO oes ee teeseeteeseeeeeeseseseeteneseeees Id() 2-313 

memory. load object Module into ...... eee teteseeeeteneeees loadModule() 2-327 

memory. load object Module into 0... teteeeeeeeees loadModuleAt() 2-327 

memory. load object module into ...........06 VXWModule::VXWModule() 2-997 

object module loadet. i:..cccciestigiscetereeei te ceetsesesbtersi av isdarvevetseeceesnssntveaie loadLib 1-193 

device. issue LOAD/UNLOAD command to SCSI ........ ee scsiLoadUnit() 2-680 

convert bus address to local address. ......ccccseeeseseseseeteseseseeteseseneens sysBusToLocalAdrs() 2-845 
from Internet address. get local address (host NUMDEL) ........ccceeeseeseeseeseeeeteees inet_Inaof() 2-269 
convert local address to bus address. ...........ccccee sysLocalToBusAdrs() 2-850 

address (VxMP Opt.). convert local address to global ............00 .. smObjLocalToGlobal() 2-776 
convert global address to local address (VXMP Opt.). .ssccsesseeeeiee smObjGlobalToLocal() 2-773 
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initialize local debugging package. ......cccccsssseeesesseteseseseeteseseeens dbgInit() 2-110 

set appropriate locale (ANSI). ....cccsseseseseesesesesesteessseseeesssessenessseeeenees setlocale() 2-731 

ANSI locale documentation. ..0.....cceeesetessseeeeneteessseseeeteeneneees ansiLocale 1-13 

lock access to shell. o.oo. shellLock() 2-740 

cache. lock all or part of specified ........... .. cacheLock() 2-66 

into memory (POSIX). lock all pages used by Process .......c.cssssesesseseetesteeseeseess mlockall() 2-433 
cache (i960). load and lock I960Cx 1KB instruction ........ cacheI960CxIC1kLoadNLock() 2-58 
instruction cache/ load and lock I960Cx 512-byte ...... cece cacheI960CxICLoadNLock() = 2-59 
(i960). load and lock I960Jx instruction cache cacheI960JxICLoadNLock() 2-63 

lock out interrupts. oo... cece es eeeseeseseeseseeeeeseeeeneens intLock() 2-280 

memory (POSIX). lock specified pages into ....ccceccsesesseeeseseetesesesteeseeeseenens mlock() 2-432 

blocking ifnot available/ lock (take) semaphore, .........ccccesseseseseeteseseeeeteseseeeesenees sem_wait() 2-725 
returning errorif/ lock (take) semaphore, sem_trywait() 2-723 

SPARC,/ get current interrupt lock-out level (MC680X0, .......ccseeseeseeseeeeteseees intLockLevelGet() 2-282 
SPARC,/ set current interrupt lock-out level (MC680X0, .......cccceceeseseeeeeeeeees intLockLevelSet() 2-282 
log formatted error MESSAGE. .......seceseeeseteseseeteseseeeeenesees logMsg() 2-344 

log in to remote FTP server. ........c:ccssecesseseeeees .. ftpLogin() 2-234 

log in to remote NOSti ic. .ccsesieseeedssscssegteteadecseatsssedesshesssieavis rlogin() 2-644 

log out of VxWorks SYSteM. .....ccccessesesesesteseseseeteseseeeenenees logout() 2-345 

compute base-2 logarithm. .......cccccesscsssesseseseseeseseseseesesesssessesessseseeessssseesessens log2() 2-334 

comptite base-2> logarithm. «.:2.-cccssseccsstsccecasssvestenrcesestcerstsaipescataeeesttecedetseeteaveeses log2f() 2-335 

compute natural logarithm (ANSI). ....ccccecsssesseseseseeeeeseseeesessesesensseseenensseseeeenees log() 2-334 

compute base-10 logarithm (ANSI). ....ccccecssseeseeeseseeeeessseseesessseseeeneseeeenenes log10() 2-335 

compute base-10 logarithm (ANSI). .0....ccccsescsseeessesessesessessesesseseeeseeseeeenesens log10f() 2-336 

compute natural logarithm (ANSI). ....cccccsesseseeseseeseseseesenesssseeesseseeneneseeeeeeees logf() 2-336 

add “opping td: \ ia suie ci legi eve lvl deite iow dae logFdAdd() 2-337 

delete logging fd. wesc .... logFdDelete() 2-337 

Set primary. logeing fli s...ascscissssessecasdessssissbeetestsssesesesvabsosssedeaisersaedasionss logFdSet() 2-338 

message: logging library. -ci.cscisssstscscceesegeescstepaepecnebeescceesordpsiecsessuceetsseseses logLib 1-195 

initialize message logging liDrary. 0.0... ccccceseseeseeseseeeseseseesesesseeesesesesneneseeeees logInit() 2-340 

take spin-lock/ enable/disable logging of failed attempts to .............. smObjTimeoutLogEnable() 2-778 
VxWorks remote login AaeMon. .....ccececcesessesessseeseessseseeessseeseseseseeeeessseseess rlogind() 2-644 

initialize remote login facility. 0... ccsesseeeeseseeteeseeeeeseeeeeenenes .. tlogInit() 2-645 

remote: Login HDA: exci. sce5ccseseceeatesesieebeciecseteussteseasecsessaeuensvuoeedanaveeaes rlogLib 1-308 

entry. display login prompt and validate user ..........cccceeeeees loginPrompt() 2-341 

Change’ login:String. sis sicciccvseccailavseetos dete shave acteciesess loginStringSet() 2-341 

initialize login table. .....c.ccccssesseseseseesessseseeseseseseeessseseeseesseeeesessess loginInit() 2-340 

add user to login table. .....cccecseseeeesesesesteseseseetessseseeeneeeeeeees loginUserAdd() 2-342 

delete user entry from login table. ..........ccceseteees loginUserDelete() 2-343 
display user login table. ........ccccceeeeeeeees loginUserShow() 2-343 

user name and password in login table. Verify .......ccccceseeseeseseseseeseeseseesesseeees loginUserVerify() 2-344 
print VxWorks: lOgO:.4.isiiciasiscsdesssssusivsiseictissisinieessateasssiatiitigindese printLogo() 2-595 

convert string to. long. (ANSI)... sicsisssscsescesspicssesecocceeccncetescessvscascricievoecedceseotenvesccseaiss atol() 2-27 

compute absolute value of long (ANSI). ....cccccssssseesessssessesseseesessesessessssseseessssesnenesseees labs() 2-313 
notation Internet address to long integer. convert dot ....... . inet_addr() 2-268 
convert string to long integer (ANSI). ....cccccecseseeseseesesessseseetesessseetessseeeenenssees strtol() 2-830 

convert string to unsigned long integer (ANSI). .....ccccsesesssseseseesessesessessseseenenssessenesees strtoul() 2-831 
contents. do long listing Of CireCtOry .....ccceeeeeseeseeseseeesesseeeeseseseeessseseenees I() 2-320 

copy one buffer to another one long word at a time. .........c00 .... bcopyLongs() — 2-30 
driver. software loopback network interface .......cccesseseeeeeteseseeteeseseeteneeees if_loop 1-160 
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convert upper-case letter to lower-case equivalent (ANSI). .....cccccseesseeseseeseeseseens tolower() 2-921 
test whether character is lower-case letter (ANSI). 0... cecsssssesseseeteeeeeeseeeeeneeseeeeees islower() 2-307 
upper-case equivalent/ convert lower-case letter tO ....ccecccsseseeeseseeneseseesenessseseeeseeeeeenees toupper() 2-922 
chip device driver for IBM-PC LPT. parallel] ........ccccecccessesseesesseseseseesesssesesessssssesensseseeeneeees IptDrv_ 1-197 
initialize: LPT drivers, <cscicsshiiiitesdedesschcsnececenadl sesateactuchsesesetstsseceedteased IptDro() 2-347 

create device for LPT Port. .....cccccceeesesseseeeseeeeeenes IptDevCreate() 2-347 

SHOW LPT Statistics: 2.ccs.cdevsceisscsdereestenessdeaseesstasecessbsctecnaseearsttts lptShow() 2-348 

Interface: 1/O DMA library/ LSI Logic L64862 MBus-to-SBUus ........csceeeeeeeeees mmuL64862Lib 1-232 
driver. M68681 serial communications m68681Sio 1-213 

intialize M68681_DUART. .......cccceeeseeseseeeseeeeteeseseeens m68681DevInit() 2-391 

intialize M68681_DUART, part 2. ....cccceesseeseeeeseseeeees m68681DevInit2() 2-391 

initialize M68901_CHAN structure. ........ccccceccsseeseeeeeneee m68901DevInit() 2-395 

Set Sigmial! anask. sessce teecsesseatvtssistasepleseteescwtseccesssetecadbcosevbeaseguebeense sen sigsetmask() 2-749 

address. extract net mask field from Internet ................. ... bootNetmaskExtract() 2-38 

get subnet mask for network interface. ........ccccesseseeeeeeteeeeeeees ifMaskGet() 2-263 

examine and/or change signal mask (POSIX). ....cccccsessesseesessetessseseetessseseeessseeeenees sigprocmask() 2-747 


contents of window invalid 
ANSI 

library to high-level 
hardware floating-point 
hardware floating-point 
software floating-point 
kernel/ enable 

clear line from 

initialize Fujitsu 
management library. Fujitsu 


interface/ END-style Fujitsu 
interface driver. Fujitsu 
Controller (SPC)/ Fujitsu 
create control structure for 
control structure for 

display values of all readable 
report 

disable superscalar dispatch 
enable superscalar dispatch 
disable store buffer 

enable store buffer 

of register dO (also dl - d7) 
of register a0 (also al - a7) 
contents of status register 

set task status register 

set task status register 
ARM). set interrupt level 
/interrupt lock-out level 
/interrupt lock-out level 
ARM). /exception vector table 
MIPS). /handler for C routine 
MIPS). get interrupt vector 
MIPS). set CPU vector (trap) 
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mask register (SPARC). return 


wim() 2-1064 


math documentation. ..........:ccccee ansiMath 1-13 
math functions. C interface ........ccceseescesscesscesseeseceseessees mathALib 1-218 
tnath: library: eas sGies cslessesdespses tects ive vigseseegstyereesseetts mathHardLib 1-220 
math support. initialiZe ....... ccc seseeeeeteeeeeeeees mathHardInit() 2-402 
math suppott. initialize oes mathSoftInit() 2-402 
MB86930 automatic locking Of .........04 cacheMb930LockAuto() 2-67 
MB86930 cache. .....cccsscsessesessesesseseesesseseeeees cacheMb930ClearLine() 2-66 
MB86930 cache library. .......cccesesseeeeeeseeseees cacheMb930LibInit() 2-67 
MB86930 (SPARClite) Cache oo... eeseeeeeeteeeeeeees cacheMb930Lib 1-46 
MB86940 UART tty river. 0... ceceseeeeseeeneeeeneeees mb86940Sio 1-221 
MB86960 Ethernet network .........cccccccceseesseeseeeeesseesees mb86960End 1-221 
MB86960 NICE Ethernet network .........cccccccsscesseesseesseeseeeneeees if_fn 1-151 
MB87030 SCSI Protocol .....cccccccesecsecsseeseeeseeeseeeseesseessees mb87030Lib 1-223 
MB87030 SPC. .....esccscscesessesesseseeeeseeees mb87030CtrICreate() 2-405 
MB87030 SPC. initialize oo... cceceeeceeseseeeeneeee mb87030CtrlInit() 2-406 
MB87030 SPC registers. 10... eceeeeeneeeeneeeeeeees mb87030Show() 2-407 
MULE Statistics: esses: scettecessaccardiecemevacsnigeeaeevannassnnsteets mbufShow() 2-414 
(MC68060). ......eeecesesseseceeeseeeseseeeeees oxSSDisable() 2-977 
(MC68060). «.J.ccach cava dace: oxSSEnable() 2-977 
(MC68060 only). ..ceeecececeseeseeseseeteseeeeeeees cacheStoreBufDisable() 2-71 
(MC68060 only). ..cceeececsseeseeseseeseteseeeeeenes cacheStoreBufEnable() 2-71 
(MC680Xx0). return CONLENHS oo... eee eeeseteeeeeeseetseetseseeeneeseeeees d0() 2-108 
(MC680x0). return contents . 2-1 
(MC680x0): PetuT Th sisscecscceees asics concsente westees Sisea de eae la eeerestesuesieseesd sr() 2-806 
(MC680x0, MIPS, 1386/1486). .......eceseeeeeeereeee VXWTask::SRSet() 2-1037 
(MC680x0, MIPS, 1386/1486). ......ecceeceesesceceteeseeeeeeeeeees taskSRSet() 2-886 
(MC680x0, SPARC, i960, X86, ...cesececesseseeeseteeeeseteeeees intLevelSet() 2-279 
(MC680x0, SPARC, i960, x86,/ intLockLevelGet() 2-282 
(MC680x0, SPARC, i960, x86,/ ... intLockLevelSet() 2-282 
(MC680x0, SPARC, i960, x86, «1.0... intVecTableWriteProtect() 2-288 
(MC680x0, SPARC, 1960, X86, .......:eeeeeeseeeeeees intHandlerCreate() 2-279 
(MC680x0, SPARC, i960, x86, intVecGet() 2-286 
(MC680x0, SPARC, i960, x86, intVecSet() 2-286 
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get vector (trap) base address (MC680x0, SPARC, i960, X86,/ 0 ..sessssesseseeseeeeees intVecBaseGet() 2-284 
set vector (trap) base address (MC680x0, SPARC, 1960, X86,/0 o.cscseesseseseeeeteeeeees intVecBaseSet() 2-285 
Motorola MC68302 bimodal tty driver. ......ccccceeseeeseseeteeseeeees m68302Sio 1-210 

Motorola MC68332 tty Arivel. ....c.ccccseseessesessetessseseeesesessenesesesens m68332Sio 1-211 

driver. Motorola MC68360 SCC UART serial .......ccccccceeseeeeseeereeteeneeees m68360Sio 1-211 

MC68562 DUSCC serial driver. .......cccceceseeseeseeteeteeseeees m68562Sio 1-212 

MC68901 MEP tty driver. oo... cece eeeeseeeeeeees m68901Sio 1-215 

system partition block of memory (VxMP Opt.). /MeEMOTY .......cceees ... smMemFree() 2-761 
display: “IMEMOLY....s.sccscsesesiesseessteaterees tecreaevesesecstttenuieruessiseinderecpteneeaneterinys d() 2-107 

load object module intO MEMOTY. .....cccccceseeseseeeeeeeesesesteneseseeeesessseseesessssseeessseseenesseeseenes Id() 2-313 
load object module intO MEMOTY. ....cccceccesseseeseeeetesesesesessseseenensseseenenesseeeees loadModule() 2-327 
load object module intO MEMOTY. 0... loadModuleAt() 2-327 
MOdIfy; MEMOLY. ose sscdestpeeetiensets ste cshesdearsegeessdeetacse nett Nesseetteaneteetas m() 2-358 

allocate aligned. MeEMOLY. «..:cssc.sdssvecssasiesceseaseetcpscstesesteasessusseecatevvensestsaesices memalign() 2-415 

processor write buffers to memory. flUSH oo... ccc eseeteseseeeeeseeeeeeensseees cachePipeFlush() 2-68 
free BlOCk: OF “MEMOLY:s:22F. sec sissssdstiss adesestd, tes esd gt dU dali. es i bceasedategtenedelt cfree() 2-83 

get address of top of logical MeMOLY. .........ccscscesseesseseetesteseeteseeeseeseseeseseeneseeseeneseaney sysMemTop() 2-851 
get address of top Of MEMOTY. ......cccccecsee esse eeseseeesteseeseseensseeseseeneeees sysPhysMemTop() 2-853 

load object module intO MEMOTY. .....ccccceeeeeeeseeeeeeeeeteseeees VXWModule::VXWModule() 2-997 
object module at specified memory addresses. load ............0+ VXWModule::VXWModule() 2-995 
free block of memory (ANSI). ..ccccssessesesesessesssessesesssesessesessseesessssseeenesseees free() 2-220 

compare two blocks of memory (ANSI). ...scssescesssseseeeeeeteetestestesteseeseenes .. memcmp() 2-416 

set block of memory (ANSI). .....ccccececesseeesesesteseeeseesesnesnenes ... memset() 2-428 

reallocate block of memory (ANSI). ..cccccecesseseeseseseseeeseseeeeesssessesessseseenessesees realloc() 2-615 

interface driver. shared memory backplane network .......cccccesseeesesesesesteseseseeteneseseees if_sm 1-166 
create and initialize shared memory binary semaphore (VXMP7/ .......:008 semBSmCreate() 2-708 
behavior common to all shared memory classes. NAMING .......cccseseeteeeeeeeteeseeeeees VxWSmName 1-425 
create and initialize shared memory counting semaphore/ ........ccceeeeeee semCSmCreate() 2-710 
/default run-time support for memory deallocation (C++). ccc operator delete() 2-543 
Create MEMOTY CeVICE. oo... cesses testes teseeseeseeseeeaneenens memDevCreate() 2-417 

delete MeMOTY deVICE. oc cceeeeeseeseeseseeteseseseeteseeeeeesens memDevDelete() 2-419 

pseudo memory device driver. 00... memDrv_ 1-226 

files. create memory device for multiple ............cce memDevCreateDir() 2-419 

create PCMCIA memory disk device. ......cccccceeeeeeeeeseseeneseeeeees sramDevCreate() 2-806 

install MeEMOTY Criver. 0... cesses sees ees eeeeessestesesneseeseeneeneese memDrv() 2-420 

install PCMCIA SRAM) memory river. .....cccceccecceceeeseseeeseeseeteseeeseeneseeseseeneseenees sramDro() 2-807 
memory system/ allocate memory for array from shared ........cccceeeeeesees smMemCalloc() 2-760 
search block of memory for character (ANSI). .....cccscesssesesseseseseeeeeseees memchr() 2-416 

initialize memory fOr Chip. .....cccccesesseeeseeteeseseetenesees mb86960MemInit() 2-405 

initialize memory for Chip. oo... cece esses eeseseseeeseeseseeneees mbcMemInit() 2-410 

initialize memory for Chip. ...... cece eee eeeeneseeeeeeeneeeeseees ntMemInit() 2-538 

initialize memory for Chip. ......c ccc eee eeeeteseeneeesseees ultraMemInit() 2-938 

initialize memory for Lance Chip. .....cccccseseeseeseeeeteseeeeees In7990InitMem() 2-323 

another (ANSI). copy memory from one Location tO occ memcpy() 2-417 
another (ANSI). copy memory from one location tO ose memmove() 2-421 
allocate aligned memory from partition. 0.0.0... memPartAlignedAlloc() 2-422 

allocate block of memory from partition. ....... ccc memPartAlloc() 2-423 

allocate aligned memory from partition. ................ VXWMemPart::alignedAlloc() 2-988 

allocate block of memory from partition. 0.0.0.0... VXWMemPart::alloc() 2-989 

partition/ reallocate block of memory from shared mem systeM .........0c00 smMemRealloc() 2-763 
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system/ allocate block of memory from shared MEMOTY «0... smMemMalloc() 2-762 
partition/ allocate block of memory from system MEMOTY ....sceseseeeeseetesseeeeeenees malloc() 2-396 
free block of MeMOTY iN PartitiON. .... eee memPartFree() 2-424 

free block of memory in partition. ..... VXWMemPart::free() 2-989 

reallocate block of memory in partition. 0.0... VXWMemPart::realloc() 2-991 
reallocate block of memory in specified partition. .........0.0cce memPartRealloc() 2-426 
(POSIX). memory management library mmanPxLib 1-231 

(VxMP Opt.). shared memory management library smMemLib 1-355 
routines (VxMP Opt.). shared memory management SHOW ......c.cccesesseeseseeeseeeees smMemShow 1-357 
(VxMP Opt.). shared memory message queue library «0.0... msgOSmLib 1-252 
create and initialize shared memory message queue (VXMP/ .......cceseeseeeeees msgQSmCreate() 2-466 


remove object from shared 
Opt.). add name to shared 
show information about shared 
VxWorks interface to shared 
initialize shared 

routines. shared 

attach shared 

address associated with shared 
Opt.). look up shared 

Opt.). look up shared 

shared 

get name and type of shared 
get name of shared 

initialize shared 

(VxMP/ initialize shared 
attach calling CPU to shared 
Opt.). install shared 

Opt.). initialize shared 

Opt.). shared 

library (VxMP Opt.). shared 
show routines (VxMP/ shared 
remove object from shared 
(VxMP/ show contents of shared 
(VxMP Opt.). shared 

/current status of shared 
allocate 

address space. map PCMCIA 
add memory to system 

largest free block in system 

set debug options for system 
add memory to 

create 

set debug options for 

add memory to 

set debug options for 

create 

/block of memory from system 
statistics. show system 
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VXWSmName::~VXWSmName() 2-1021 


memory name database (VXMP .......cecsssseeeeeseseees smNameAdd() 2-765 
MeEMOTY NEtWOTK. oe ceeessseeeseeeeeseseteseeeeseneseeeseenenees smNetShow() 2-772 
memory network (backplane) /  .....ceceeseeseeseeeeteeseeeees smNetLib 1-360 
memory network rived. ......cccceeceseeeseeeeeeeeseeeeseeees smNetInit() 2-771 
memory network driver SHOW ......cccsseseeeeeeeereeees smNetShow 1-361 
memory network interface. ...........0.4. .. smNetAttach() 2-769 
memory network interface. get ......... .. smNetInetGet() 2-770 
memory object by name (VXMP. ......cceeseeseseeeeetees smNameFind() 2-766 
memory object by value (VxMP .............. smNameFindByValue() 2-767 
memory object initialization. .......cccceeeeseeseeteeseeeeeenees usrSmObj 1-413 
memory object (VxMP Opt)... VXWSmName::nameGet( ) 2-1019 
memory object (VxMP Opt)... VXWSmName::nameGet( ) 2-1019 
MEMOTY Objects. .....ceceeeee ... usrSmObjInit() 2-951 
Memory Objects eScriptOr .....cccceeseeeseeseseseseeteeseees smObjInit() 2-774 
memory objects facility (VxMP7/ ...... ... smObjAttach() 2-772 
memory objects facility (VXMP .........ccseeceeseeeeees smObjLibInit() 2-775 
memory objects facility (VXMP .........cccceeseseeseseeeeee smObjSetup() 2-776 
memory objects library (VXMP. .....ccseseeseeseeseeseeeeeenees smObjLib 1-361 
memory objects name database smNameLib 1-357 
memory objects name database «0... smNameShow 1-360 
memory objects name database / ..........:sc0 smNameRemove() 2-768 
memory objects name database ...........ccceseeee smNameShow() 2-768 
memory objects ShOW routines .....cccceeeeseeseeseeseeeees smObjShow 1-364 
memory objects (VXMP Opt). ...cccssceeesssseeseeeeeees smObjShow() 2-777 
MEMOTY ON Page DOUNAALY. ....ececececeeeeeseeeeseseeeeseeeeenes valloc() 2-955 
memory onto specified ISA oo... ccc sramMap() 2-807 
MEMOTY Partition. 0... .. memAddToPool() 2-415 
Memory Partition. fIN oo... esses estes memFindMax() 2-420 
MEMOTY PartitiON. 0... eee memOptionsSet() 2-421 
MEMOTY Partition. ..... ccc memPartAddToPool() 2-422 
MEMOTY Partition. oc ecceeeeeeeeeseeseeseseseseeeenees memPartCreate() 2-423 
MEMOTY Partition. ..... ccc memPartOptionsSet() 2-425 
memory partition. ...... . VXWMemPart::addToPool() 2-988 
MEMOTY Partition. oo... ees VXWMemPart::options() 2-990 
MEMOTY Partition. «1... VXWMemPart::VXWMemPart() 2-992 
memory partition (ANSI). ......cccceeesesesesseeeeseeeseesesees malloc() 2-396 
memory partition blocks and memShow() 2-429 
MEMOTY Partition ClaSSES. ......cceeeeseeeeseseeteeseees VXWMen Part 1-419 
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full-featured memory partition MANAET. .......cccceseseeseteseseeteseseseeeneseees memLib 1-228 

core memory partition managerv. ...... memPartLib 1-230 

facility. initialize memory partition SHOW ......cccccceeeseeseeseeeeteseseees memShowInit() 2-430 

create shared memory partition (VxMP Opt.). .......ce memPartSmCreate() 2-427 

construct back to memory pool. /cIBIk-cluster ......cecseseeseseseeseseseees netCIBlkFree() 2-504 

free cluster back to MEMOTY POOL. .....ccccesessesesesseseeseseeeseseseetessseseeessseseeenees netClFree() 2-505 

free MBIk back to MEMOTY POO]. .....ceccceeeseeseeseteeeeeeeeseseeteneseseeeeneseees netMblkFree() 2-513 

delete MeMOTY POO]. .....ccccceeeeseeseeeseeteeseseeteseseeeeenees netPoolDelete() 2-515 

initialize netBufLib-managed MeMOTY POOL. ......ccccseseesesseseseseseeeseseseetessseseeeseseeeees netPoollnit() 2-515 
lock specified pages into memory (POSIX). ...cecssesseseseseeseseseseesesesssseesssesteesseeseesens mlock() 2-432 

all pages used by process into memory (POSIX). LOCK ..cceesesseeseeseeseeeeeeeseseeeseseeeeneees mlockall() 2-433 
Opt.). shared memory semaphore library (VXMP ..........000 semSmLib 1-347 

MeEMOTY SHOW rOutiNeS. «0... ccc memShow 1-231 

of memory (VxMP/ free shared memory system partition DIOCK .....cccceeseeeeeeees smMemFree() 2-761 
and statistics/ show shared memory system partition DIOCKS «0.0.0... smMemShow() 2-764 
Opt.). add memory to shared memory system partition (VxXMP ...........0 smMemAddToPool() 2-759 
/memory for array from shared memory system partition (VXMP/ ou... smMemCalloc() 2-760 
/largest free block in shared memory system partition (VXMP/ «0... smMemFindMax() 2-760 
/block of memory from shared memory system partition (VXMP/ ........ccce smMemMalloc() 2-762 
set debug options for shared memory system partition (VxMP7/ ...........4 smMemOptionsSet() 2-762 
add memory to memory partition. ..........006 memPartAddToPool() 2-422 

add memory to memory partition. ........ VXWMemPart::addToPool() 2-988 

partition (VxMP Opt.). add memory to shared memory system ............. smMemAddToPool() 2-759 
partition. add memory to systeM MEMOTY «0... memAddToPool() 2-415 

log formatted error MeSSAE. .....cccseceeseeeeteeseseetesesesteseseseseesessseseeessstseeseeeseeeeneees logMsg() 2-344 
completion of transmission message. traNnSMit ........ccceeeeeeeeseeseeeeneeeeeeeees masterIpcComp() 2-398 
send BOOTP request MeSSAE. .....scccseseseeeseseeteseseseseeeseseeteneseseeeeeeeseeens bootpMsgSend() 2-40 

build identification MeSSAE. ......ccceceseeeeeseseeteeseeteteseseseeteneeeeeeenees scsildentMsgBuild() 2-678 

Parse identification MESSAGE. ......ccceeseeseeseseeeeseseetenesesteteneseeeeeenes scsildentMsgParse() 2-678 

agent. build and encode message and send it to MaSteP .......:.ccceceseeeeteeeeeteees saMsgBuild() 2-665 


socket. create zbuf from user 
error number in errno to error 
receive 

receive 

(POSIX). receive 

receive 

receive 

socket. receive 

(POSIX). notify task that 
post-processing when outgoing 
post-processing after SCSI 


initialize 

subagent. asynchronous 
get information about 
receive message from 
send message to 

show information about 
create and initialize 
delete 


message and send it to UDP. ........ 
message (ANSI). map .........secees 


zbufSockBufSendto() 2-1079 
sudsteialestdesiateecnsstssvteetaes perror() 2-569 


message from Message QUCUE. «.... eee VXWMsgQ::receive() 2-1004 
message from MESSAGE CUCUE. 0.0... eseeeeseseereseeneeee msgQReceive() 2-462 
message from MESSAGE GUCUE 0... ceeeceeeteeeeeeeeeeees mq_receive() 2-451 
Message from SOCKet. ......cceceeesesesseseseseseeteneseeeees recvfrom() 2-618 
Message from SOCKEL. ......cceccsesseseeeeeeesesesesseeseseeseeseseeeenes recumsg() 2-618 
message in zbuf from UDP. ......ceecseeneee zbufSockRecvfrom() 2-1081 
message is available ON QUEUE ......:.cccseeseteseseeteeeeseesees mq_notify() 2-449 
message is rejected. perform .........cccceeee scsiMsgOutReject() 2-686 
message is sent. perfOrm .........ccceeeees scsiMsgOutComplete() 2-685 
Message logging LiDrary. .......ccccecseeseeseeseseetesessseeteneseseeneseeees logLib 1-195 
message logging Library. ......cccceseseeseseeteeseseeeseseseeeseseees logInit() 2-340 
message processing routine for .............. snmpSaHandlerAsync() 2-788 
MeSSASE QUCUE? sec saie erie depen ltieeetees VXWMsgQ::info() 2-1002 
MESSAGE QUCUE. o...csccssessecessessssescresssersaseneeens VXWMsgQ::receive() 2-1004 
MESSAGE QUCUE. .....csscecsssssesssersssceesssessssensesenseess VXWMsgQ::send() 2-1005 


MESSAGE QUCUE. .......sscecssssseeessersssetesseesnsteeeensens VXWMsgQ::show() 2-1007 
MESSAGE QUCUE. «0... ceeereeeeees VXWMsgQ::VXWMsgQ() 2-1008 
MESSAGE CUCUE. «0... ec ceceeeeeeeteteteteteteeeees VXWMsgQ::~VXWMsgQ() 2-1009 
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create and initialize message QUCUE. .....c.cccseeseeseseeseseseseeseseseseeseseseeteneseeees msgQCreate() 2-459 
delete Message QUEUE. ....ccccccceeeseeteeesesteeseseeteeseeeetenees msgQDelete() 2-459 

get information about MeSSAZE QUCUE. .....c.cceceeseseeseesesesteseseseeteneseseeteneeees msgQInfoGet() 2-460 
number of messages queued to Message QUEUE. Bet... ceecseseeeeseeteeseseeteestees msgQNumMsgs() 2-462 
receive message from MeSSAGE QUEUE. oo... eseceeceseeeseseeeseeseeteseenesteeeeteeees msgQReceive() 2-462 
send message tO MESSAGE QUEUE. .....ceeececesceseeesseseeeseeseseesesseseetesteeeneeees msgQSend() 2-463 
show information about message QUCUE. .....ccccessesesesseteseseeteseseseseeesesesteneseeeeees msgQShow() 2-464 
send packet to master agent’S MeSSAZE QUEUE. ......escccsseeeeeseseeeseseseeteseseseesessseseeseseseees saloWrite() 2-664 
(POSIX). get message queue attributes ........ ccc eseeeeeeeeeteeeeeees mq_getattr() 2-448 

(POSIX). set message queue attributes ......... ccc eeeeseseeeeeeneeee mq_setattr() 2-453 

MESSAGE QUEUE C1ASSES. .....seseesesseesetesesesteseseseeteneseseeeeness VXWMsgOQ 1-421 

Message QUeUE LIDTALY. «0... cceceeceeseeseseeteseseseetensseseeneneeees msgQLib 1-251 

initialize POSIX message queue library. ...........000 mqPxLibInit() 2-447 
message queue library (POSIX). ...ccccceseseseeseeseeeenesees mqPxLib 1-249 

Opt.). shared memory message queue library (VXMP. .....ccccsessseseseeseeseeeees msgOSmLib 1-252 
close message queue (POSIX). oo... ccc eeeseeeenesteeesnenees mq_close() 2-448 

open message queue (POSIX). ...cccecccecsceessesesseseeseeeeseseeneeee mqg_open() 2-450 

receive message from message queue (POSIX). «0.0.0... mg_receive() 2-451 
send message to message queue (POSIX). ...c.cecceseseesseseseeteseseeteeseeeeeenees mq_send() 2-452 
remove message queue (POSIX). ...ccccceseeesestessseseeteneseeeens mq_unlink() 2-454 

POSIX message quetie SHOW. .....ccccscssessesessseeseeseseeteeseseeeenessens mqPxShow 1-250 

initialize POSIX message queue show facility. ..........ceceeeeee mgPxShowInit() 2-447 
initialize message queue show facility. 0.0... msgQShowInit() 2-465 

Message queue SHOW LFOUTINES. oo... ceeeeeeeeseseeteseseeeenees msgOShow 1-252 

/and initialize shared memory message queue (VXMP Opt). ccc msgQSmCreate() 2-466 
handle complete SCSI message received from target. ........ scsiMsgInComplete() 2-685 
send message tO MESSAGE QUCUE. oo... VXWMsgQ::send() 2-1005 

send message to Message QUEUE. .......cceecceeeeeesteeeeteeeenees msgQSend() 2-463 

(POSIX). send message to MeESSAZE CUCUE ....... cece cesses es teseeeeeeeeeees mg_send() 2-452 

send TFTP message to remote SYStEM. ........cccee cesses seeeeseeeeneeees tftpSend() 2-906 

send message tO SOCKEE. .....cccecseeseeseseesesssesessessseseenessseseeenees sendmsg() 2-726 

send message tO SOCK. .....cccccsessesseseeseeseseetessssseetensseseenenessees sendto() 2-727 

send message to SUDAgENE. 0... ccccesseseeseeeeteseseeteneseseees masterIpcSend() 2-401 

send zbuf message to UDP socket. .........ccsecsseeeseeeeeeeeees zbufSockSendto() 2-1083 

getIP MIB-II address entry. .........ccceee .... m2IpAddrTblEntryGet() 2-363 

agents. MIB-II API library for SNMP. .......cccsseseeseeseeseseseseseeteseeeeeees m2Lib 1-203 

add, modify, or delete MIB-II ARP entry. ......ccccccesseseeeeeees m2IpAtransTblEntrySet() 2-365 
get MIB-II ARP table entry. «00.0... cee m2IpAtransTblEntryGet() 2-364 

listeners. get UDP MIB-II entry from UDP list of «0.0... m2UdpTblEntryGet() 2-384 
change MIB-ID error COUNE. oc... cececeeseeseeseeeeteseseeneneseeeeees mib2ErrorAdd() 2-430 

initialize MIB-ITICMP-group access. ......ccsseseeseeseseeseeeeeeenes m2IcmpInit() 2-360 

Agents. MIB-IIT ICMP-group API for SNMP .......ccceeseeeeeies m2IcmpLib 1-199 

variables. get MIB-II ICMP-group global ...........cce m2IcmpGroupInfoGet() 2-359 

or DOWN. set state of MIB-II interface entry to UP ........... m2IfTblEntrySet() 2-362 
SNMPagents. MIB-II interface-group API for oo... ccceeeeseeseeseeseseeeeeeees m2IfLib 1-200 
routines. initialize MIB-II interface-group ......cceseseesesesesseeseseesesseseeneneseees m2IfInit() 2-361 
variables. get MIB-II interface-group scalar ...........cce ee m2IfGroupInfoGet() 2-360 

entry. get MIB-II interface-group table ........... m2IfTblEntryGet() 2-361 

initialize MIB-IT IP-group access. .....cccssesessesssesesseeseseeseseseseesenssees m2IpInit() 2-367 

agents. MIB-II IP-group API for SNMP. .....ccccsessseseseeseseseeeeseseees m2IpLib 1-201 
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variables. get MIB-II [P-group scalar .....cccsesessseseeseteseseees m2IpGroupInfoGet() 2-366 

new values. set MIB-II IP-group variables to ........:sceceee m2IpGroupInfoSet() 2-366 

delete all MIB-II library groups. .......cccceceesseseseseeseeseseeeeeseeeeees m2Delete() 2-358 

set MIB-II routing table entry. «0.0.0.0... m2IpRouteTblEntrySet() 2-368 

initialize MIB-II structure. oo. cece ec eeeerenenenenenetenenenees mib2Init() 2-431 

resources used to access MIB-II system group. delete «0.0... m2SysDelete() 2-379 
SNMPagents. MIB-II system-group API fOr ......ceecceeeeeseseeeeteseeeeeenes m2SysLib 1-206 

initialize MIB-II system-group routines. .... m2SysInit() 2-380 

entry. get MIB-II TCP connection table ............ce m2TcpConnEntryGet() 2-381 

initialize MIB-IT TCP-group access. ...c.cscccsesesesseseseeeeteseseeteneeees m2TcpInit() 2-383 

agents. MIB-II TCP-group API for SNMP... m2TcpLib 1-207 

variables. get MIB-II TCP-group scalar oo... m2TcpGroupInfoGet() 2-382 

initialize MIB-IT UDP-group access. ......cccseecseeeeeeeseseeteseseeeeees m2UdplInit() 2-384 

agents. MIB-IIT UDP-group API for SNMP ......ccceeeseeeeeeeeees m2UdpLib 1-209 

variables. get MIB-II UDP-group scalar .........cccseeeee m2UdpGroupInfoGet() 2-384 

get system-group MIB-II variables. 0.0.0... ccccssssesseseseseeeeeeees m2SysGroupInfoGet() 2-379 

values. set system-group MIB-II variables to new ........cseeeeeeeees m2SysGroupInfoSet() 2-380 
initialize microSPARC cache library. .................. cacheMicroSparcLibInit() 2-68 

library. microSPARC cache management ..........00 cacheMicroSparcLib 1-46 

library. microSparc I/TLI/O DMA. ou. eeeeeteeeeees ioMmuMicroSparcLib 1-180 

structures. initialize microSparc I/II 1/O MMU data ............. ioMmuMicroSparclnit() 2-292 

map I/O MMU for microSparc I/TL/ occ ioMmuMicroSparcMap() 2-292 
(MC680x0, SPARC, i960, x86, MIPS). /handler for C routine «0.0.0... eee intHandlerCreate() 2-279 
(MC680x0, SPARC, i960, x86, MIPS). get interrupt vector ....... ... intVecGet() 2-286 
(MC680x0, SPARC, i960, x86, MIPS). set CPU vector (trap) .... intVecSet() 2-286 
(MC680x0, SPARC, i960, x86, MIPS, ARM). /base address ........:.cececeeceeeeseeeeeees intVecBaseGet() 2-284 
(MC680x0, SPARC, i960, x86, MIPS, ARM). /base address .........:.ccecceeseeeseeeeeees intVecBaseSet() 2-285 
task status register (MC680x0, MIPS, 1386/1486). Set .....cccccesceeeseeseseseeeenenees VXWTask::SRSet() 2-1037 
task status register (MC680x0, MIPS, 1386/1486). Set ......cccccsesseeseseeeseseeeeeseseeeenessens taskSRSet() 2-886 
assembly routines. MIPS R3000 cache management ........:cecee .. cacheR3kALib 1-47 

library. MIPS R3000 cache management... cacheR3kLib 1-47 

library. MIPS R33000 cache management ........ccceeeeeeeees cacheR33kLib 1-48 

library. MIPS R333x0 cache management cacheR333x0Lib 1-49 

library. MIPS R4000 cache management ........ ccc cacheR4kLib 1-48 

initialize microSparc I/IITI/O MMU data structures. ........ cece ioMmuMicroSparclnit() 2-292 
initialize L64862 I/O MMU DMA data structures / mmuL64862DmalInit() 2-433 
(TMS390S10/MB86904). map I/O MMU for microSparc I/II... ioMmuMicroSparcMap() 2-292 
initialize MMU for ROM (SPARC). 0... eeeteeeeeeeeee mmuSparcRomInit() 2-434 

ROM MM initialization (SPARC). cee eeeeeeeerereees mmuSparcILib 1-237 

mmu library for PentiumPro/IL. 0... cece mmuPro32Lib 1-232 

return model name of CPU board. .....cceccesesseeeseeeseseeeseees sysModel() 2-852 

device. issue MODE_SELECT command to SCSI ou... scsiModeSelect() 2-684 

tape device. issue MODE_SELECT command to SCSI .............. scsiTapeModeSelect() 2-697 

device. issue MODE_SENSE command to SCSI ....... eee scsiModeSense() 2-684 

tape device. issue MODE_SENSE command to SCSI ............0 scsilapeModeSense() 2-698 

transfer control to ROM = MMiitolL. ....... cece esse esses ceeseeseeneseesesesseseeseseeseanes sysToMonitor() 2-860 
interfacedriver. Motorola 68302fads END network .........cccceseseseseseteeees mbcEnd 1-223 
network-interface driver. Motorola 68EN302 .........ccccccssccsseesseesseesscesseeseees if_mbc 1-160 
interfacedriver. Motorola CPM core network if_cpm 1-126 

interface driver. END style Motorola FEC Ethernet network ........cccccesesseeeieees motFecEnd 1-242 
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driver. Motorola MC68302 bimodal tty 0... m68302Sio 1-210 

Motorola MC68332 tty AriVelr. .... ccc m68332Sio 1-211 

serialdriver. Motorola MC68360 SCC UART ou... cccecccccceseeeseeseeseees m68360Sio 1-211 

network interface/ END style Motorola MC68EN360/MPC800 .......ccscsseeseeseeseeeees motCpmEnd 1-238 
serialdriver. Motorola MPC800 SMC UART ....cecccsessteeseeeeteeseees ppc860Sio 1-292 

exported by specified host. mount all file Systems ..........ccccsessesesesesseeseseeseseseees nfsMountAll() 2-531 
initialize MOUNt CACMON. .......cceecescesscessceseceseeesecsseesscessceseesceaee mountdInit() 2-446 

initialize device and mount DOS file system. .......cccceeesesesesteteseseeeeenees pecardMkfs() 2-552 
mount DOS file System. ......cccceeeseeseeteeseseeneneeees pecardMount() 2-552 

harddisk. mount DOS file system from ATA ........csceee usrAtaConfig() 2-947 

floppy disk. mount DOS file system from .........ceceeeeeeeeeeees usrFdConfig() 2-948 

harddisk. mount DOS file system from IDE ..........cccccee usrIdeConfig() 2-949 

mount NFS file SYStem. .......ccceeeesseesesseeseseeeeeseseetenees nfsMount() 2-530 

Mount protocol library. 0... ccccesseesesseteseseeeeteseseseeneseens mountLib 1-248 

display mounted NFS devices. .....cccccccseeeseeseseeteeseeeeeees nfsDevShow() 2-525 

Motorola MPC800 SMC UART serial driver. ............... ppc860Sio 1-292 

CL-CD2400 MPCC serial Criver. ......cccccccccecsccesccsseceseesseesssesseesscenseeaees cd2400Sio 1-52 

Register). disable MTRR (Memory Type Range ......... ... pentiumMtrrDisable() 2-560 
Register). enable MTRR (Memory Type Range ........:ce pentiumMtrrEnable() 2-560 

get MTRRs to specified MTRR table. .....ccccccesssssseseeeeteseseeeesesesestensseseees pentiumMtrrGet() 2-560 
set MTRRs from specified MTRR table with WRMSR/ ........... pentiumMtrrSet() 2-561 
table with WRMSR/ set MTRRs from specified MTRR ............. pentiumMtrrSet() 2-561 
get MTRRs to specified MTRR table. ... pentiumMtrrGet() 2-560 

character/ convert multibyte character to Wide oo... ccceeseeseeteeseeeeteteseeees mbtowc() 2-414 
convert wide character to multibyte character/ ......cccccesseesesseseseseseeseseseeeeseseeeeeenens wcetomb() 2-1049 
calculate length of multibyte character/ ......ccccccsesessesesesseseeseseetessseseenessseeees mblen() 2-413 

chars/ convert series of multibyte chars to Wide .....ccceceecesseeseeeseeteseseeeeenees mbstowcs() 2-413 
series of wide chars to multibyte chars/ CONVELE ......c.cccesseeseeseseeteseseeeeeeees westombs() 2-1049 
create and initialize mutual-exclusion semaphore. ..........ccceeeeeeeeees semMCreate() 2-714 

create and initialize mutual-exclusion semaphore. ............. VXWMSem::VXWMSem() 2-999 
library. mutual-exclusion Semaphore ........ccccceeseeseeeeeeteeseeees semMLib 1-341 

without restrictions. give mutual-exclusion Semaphore .........:ceceeeee semMGiveForce() 2-715 
without restrictions. give mutual-exclusion semaphore VXWMSem::giveForce() 2-999 
/registers for NCR 53C710. ...ceccesesesseeeseeseseeenees ncr710SetHwRegisterScsi2() 2-490 

(SIOP) library (SCSI-1). NCR 53C710 SCSI I/O Processor .....cecsecsesseseeeeeteseeees ner710Lib 1-255 
(SIOP) library (SCSI-2)._ NCR 53C710 SCSI I/O Processor ncr710Lib2 1-256 
create control structure for NCR 53C710 SIOP. wo... eecccseesseesseesseesseeaees ncr710CtrICreate() 2-485 
create control structure for NCR 53C710 SIOP. 0... ceeesceseeeeeeees ncr710CtrlCreateScsi2() 2-486 
control structure for NCR 53C710 SIOP. initialize ......... cece ner710CtrlInit() 2-487 
control structure for NCR 53C710 SIOP. initialize ner710CtrlInitScsi2() 2-488 
/registers for NCR 53C710 SIOP. ...eccceesessesesseseeseseeees ncr710SetHwRegister() 2-489 

display values of all readable NCR 53C710 SIOP register. .........ccccsseeseseseeeeeees ncrv710Show() 2-491 
display values of all readable NCR 53C710 SIOP registers. .........cccceeeeees ncer710ShowScsi2() 2-492 
Processor (SIOP) library/ NCR 53C8xx PCI SCSI T/O weeeeccscesssssseeseesseseseeeseeeeeenens ncr810Lib 1-257 
create control structure for NCR 53C8xx SIOP. .....eccccccccessessseeseesssesseesseeaees ncr810CtrICreate() 2-493 
control structure for NCR 53C8xx SIOP. initialize .........c cece ncer810CtrlInit() 2-494 
/registers for NCR 53C8xx SIOP. ...ccceeeeceeeeeceees .. ncr810SetHwRegister() 2-495 

display values of all readable NCR 53C8xx SIOP registers. .......cccsssesesseesseseeseees ncr810Show() 2-496 
Controller (ASC) library/ NCR 53C90 Advanced SCSI occ ncr5390Lib1 = 1-258 
Controller (ASC) library/ NCR 53C90 Advanced SCSI... ncr5390Lib2 1-259 
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create control structure for NCR 53C90 ASC. wcccccccccscsessesessesetssseeseseeeees ncer5390CtrICreate() 2-497 
create control structure for NCR 53C90 ASC. ...cccceccessseseeteeseereees ncr5390CtrlCreateScsi2() 2-498 
display values of all readable NCR5390 chip registers. .......cccsseeseeseeeeeeeeeeees ncr5390Show() 2-500 
Controller library (SBIC). NCR5390 SCSI-Bus Interface ......ccceeceeseeeeeseseeseseeees ncr5390Lib 1-258 
driver. NE2000 END network interface ..........ccccccesceseeeseeseeenees ne2000End 1-259 

display statistics for NE2000 ene network interface. ........cccceseeseeseeteeseeeens eneShow() 2-168 

driver. Novell/Eagle NE2000 network interface .......cccccscseseeseessseeteesessenesseeseeneees if_ene 1-146 
driver. NEC 765 floppy disk device .... nec765Fd 1-261 

address. extract net mask field from Internet .................06 bootNetmaskExtract() 2-38 

agent. initialize NETROM packet device for WDB ....... wdbNetromPktDevInit() 2-1055 

agent. NETROM packet driver for WDB ............0+4 wdbNetromPktDrv 1-433 

create proxy ARP network. 0... eeesseeeeseeeenees proxyNetCreate() 2-596 

delete proxy MetWOTK. ....cccccceeesesseseetesesesseseseseseenessseseeneseseees proxyNetDelete() 2-597 

route to destination that is metwork. add .o...cccccccssccsscsseeesseeseesseesseesseesscesseesseees routeNetAdd() 2-655 
about shared memory network. show information... smNetShow() 2-772 
notation, store in/ convert network address from Cot ......cceceeesseseessesseseesscseeeeeeeees inet_aton() 2-269 
notation. extract network address in dot .......ccccccessessessesseseeeeees inet_netof_string() 2-271 

notation, store itin/ convert network address to dOt .....cccccsesseseseesesscsessesseecseeseees inet_ntoa_b() 2-273 
decimal notation. convert network address to dotted .......cccccecccsscssccseesseesseesseeaes inet_ntoa() 2-272 
form Internet address from network and host numbefS. ..........cccscceseeeseeeeeees inet_makeaddr() 2-270 
form Internet address from network and host numbefS. ..........:cccceeeeeeees inet_makeaddr_b() 2-270 
/interface to shared memory network (backplane) Ariver. .......cceceeseeteeeeeeteeeeeeeees smNetLib 1-360 
network buffer library. .........cccesseseeseeseseseseeeeeseseeneneeees netBufLib 1-262 

parameters with/ obtain set of network COMfiQ™UTatiON «0... ccc eseseeteseseeteeseseeeenees dhcpcBind() 2-115 
shut down network CONNECTION. .......ccccsccesscesscesecssecsseesscessecsscerseessees shutdown() 2-742 

control to boot ROMs. reset network devices and transfer ..........cccccscccsscsseesseesscesseeeeeaes reboot() 2-616 
DP83932B SONIC Ethernet network driver. /SemicOnductoOL .......ccccccscceseesseessceseeeeceseesaees if_sn 1-167 
initialize shared memory network Ariver. ......ccccceseeseeseeseseseseeseseseseeseneseseeensseeees smNetInit() 2-771 
shared memory network driver ShOW routineS. «0.0... smNetShow 1-361 

all configured Enhanced Network Drivers. .........ccccceceeeeees muxShow() 2-483 
driver. Network File System (NFS) I/O w.eccceceeseseeeseeeeeeneseeeeees nfsDrv_ 1-268 

library. Network File System (NFS) ....cccccsesssesesseseseseseereseseeeeneseens nfsLib 1-270 

serverlibrary. Network File System (NES) .....ccccscssssssessesseseeseeseseseenens nfsdLib 1-266 

initialize network host table. «0.0.0... .. hostTbliInit() 2-251 

routines. network information display «0.0... netShow 1-265 

shows statistics for cs network interface. ........ccccccscssessescsseseeeessesessesesssseeseeesseeeaes csShow() 2-106 
publish dc network interface. ...........004 ... dcattach() 2-110 

statistics for SMC 8013WC elc network interface. display .......ccccccseeseseeeeeseseseeeenenees elcShow() 2-161 
statistics for 3C509 elt network interface. display ........cccceessseseseeseseseseeteseseees eltShow() 2-163 
statistics for NE2000 ene network interface. display .......c.ccecccceseeteetestestestesteseenes eneShow() 2-168 
display statistics for esmc network interface. .........cccceeecesse sees ssseseeseseseeeseeseneens esmcShow() 2-175 
publish fei network interface. ........ccccceecesse esses sseeseesesseseseseeeseeneeens feiattach() 2-197 

Add interface address for network interface. .0......cc cece seseseeseeseeseneeeeneseees ifAddrAdd() 2-258 
get Internet address of network interface. .......c.cccseseesesessseeteeseseeseseseseeteneseseees ifAddrGet() 2-258 

set interface address for network interface. 0... cece ee ee neeenetenenenenenees ifAddrSet() 2-259 
get broadcast address for network interface. .... ... ifBroadcastGet() 2-259 
set broadcast address for network interface. .........ccccceseseeeseeeeeeeeeeeeseeeeens ifBroadcastSet() 2-260 
specify flags for network interface. .......cececesee esse esses seeseeeeseeeeneeeeeeeey ifFlagSet() 2-262 

get subnet mask for network interface. .... ifMaskGet() 2-263 

define subnet for network interface. .......cccccccecesseseseseeeeeseseeeesseseeeneeeeees ifMaskSet() 2-264 
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get metric for network interface. ......ccccceeseseeseeseseeteesesteneseeeeeeenees ifMetricGet() 2-264 

delete routes associated with network interface. ...... ... fRouteDelete() 2-265 
send packet on network interface. .......ccccesesseeseseeeessseseeteseseseeenens muxPollSend() 2-482 

send packet out on network interface. ....... cece es eeesesseseeseeneseeneeeenees muxSend() 2-482 

delete PPP network interface. ......ccccccsceeseeseeseseeteeseeeeeseseeeeessseees pppDelete() 2-577 

initialize PPP network interface. «0.0... ccseesseeseseeteseseseeseseseseensseseeneneseeees ppplnit() 2-580 

attach shared memory network interface. ........cccesseeeeees ... smNetAttach() 2-769 
associated with shared memory network interface. /address ....... .. smNetInetGet() 2-770 
display statistics for ultra network interface. ........cccccsesseeeseseseeeeseseeteseseseeeneeees ultraShow() 2-940 
initialize/ publish cpm network interface and oo... cccecseseseseeseeseeseteseseseeeseeees cpmattach() 2-101 
initialize/ publish cs network interface ANd ........ccceeeee sees eerste es teseseeneeees csAttach() 2-105 

initialize/ publish esmc network interface and ..........cceeeee ... esmcattach() 2-174 
initialize/ publish mbc network interface aNd oo... eeeeeseseeeseseeeees mbcattach() 2-408 
initialize driver/ publish eex network interface AN ........cceeesseeeseeteseseseeteseseseeseneens eexattach() 2-151 
initialize driver/ publish ei network interface ANd ou... ccceesseeseseeseeseseeeseseeeetesesesees eiattach() 2-154 
initialize driver/ publish ei network interface ANd ........ cece eseeteeseseeteseseeeeneees eihkattach() 2-155 
initialize driver/ publish elc network interface and oo... cece estes eeseseeeseeeseeneeees elcattach() 2-160 
initialize driver/ publish ene network interface and. ...... .... eneattach() 2-167 
initialize driver/ publish fn network interface and 0... cece eeteseseeeeteseseeeenenees fnattach() 2-207 
initialize/ publish InPci network interface and ...... .. InPciattach() 2-326 
initialize driver/ publish sl] network interface aNd .....c.ccccesesseeseseeteseseeeeteseseeeeneseens slattach() 2-756 
initialize driver/ publish sn network interface and ......c..ccecesseseeseseeeseseeteseesesneneenees snattach() 2-779 
initialize driver/ publish lo network interface and 0... cece eeesessesseseeneseeeeees loattach() 2-330 
initialize driver/ publish In network interface ANd ........cccesessesesssesteeseseeteeseseeeseseees Inattach() 2-325 
lease request. assign network interface and Setup ........cccccseeeesesteteeseetenees dhepclnit() 2-122 

output packet to network interface AeViCe. .....eccesesseeseeeeteeseees cpmStartOutput() 2-102 

output packet to network interface AeViCe. .....ccceseeseeseeeeteeseees mbcStartOutput() 2-412 

END style Intel 82557 Ethernet network interface Ariver. ......cccesesseseeseseeteseseeteeseeeees fei82557End 1-114 
Motorola CPM core network interface Criver. ......cccccccsccescesscesscesscesecsseesseesseesseens if_cpm 1-126 

Crystal Semiconductor CS8900 network interface AriVer. .....cccesesseeseeseseesesteeseseseeseseseesenesseeees if_cs 1-129 
DEC 21x4x Ethernet LAN network interface Ariver. .....ccccccccccsscescesscesscesscescesecessesseesseesaes if_de 1-133 

Intel EtherExpress 16 network interface Criver. .....ccceseeseeseseeteeseseeseseseseeneneseeeeees if_eex 1-136 

Intel 82596 Ethernet network interface Criver. .......ccccccecccsscesscesscesseeseeeseesseesseesseesseees if_ei 1-137 

SMC 8013WC Ethernet network interface driver. ..... .. if_ele 1-144 

3Com 3C509 Ethernet network interface driver. ..... . if_elt 1-144 
Novell/Eagle NE2000 network interface driver. ..... if_ene 1-146 
/Ethernet2 SMC-91c9x Ethernet network interface driver. ..... if_esmc 1-147 
Intel 82557 Ethernet network interface Criver. .......ccccceccscesscessceseeeseesseesseessceseessseaees if_fei 1-149 

Fujitsu MB86960 NICE Ethernet network interface Ariver. .....cccccscsesessssesesesseeseseseeeseseesenesseeees if_fn 1-151 
AMD Am7990 LANCE Ethernet network interface river. ......ccccccccccsscssecesscssccsseessccsseesseeeeeseees if_In 1-153 
Am79C970 PCnet-PCI Ethernet network interface driver. AMD ..... .. Lf InPci 1-156 
software loopback network interface AriVer. .....c.c cece eseeeseseeeeneseseeeeneseees if_loop 1-160 
/Semiconductor ST-NIC Chip network interface driver. ..... . if_nicEvb 1-163 
Serial Line IP (SLIP) network interface Ariver. oe eseseeeseeseseeeeeeseseseeeseneeeneesees if_sl 1-164 

shared memory backplane network interface Criver. ......cccscesesseseseseesesessseeseseseseeesesseeenens if_sm 1-166 
SMC Elite Ultra Ethernet network interface Criver. ....c.ccccccescescceseesscesscesscesseeseesseeaes if_ultra 1-171 

END style Intel Olicom PCMCIA network interface driver. .....c.ccceesesseeseeeeseseeeeteseseees iOlicomEnd 1-177 
style AMD 7990 LANCE Ethernet network interface driver. END ......ccccssesesseseseseeteeseees 1n7990End 1-190 
/ Fujitsu MB86960 Ethernet network interface driver. ............ mb86960End 1-221 
Motorola 68302fads END network interface Criver. .......ccccccesccescesscesseesseesseeseeeseeeseeees mbcEnd 1-223 
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/Motorola MC68EN360/MPC800 network interface river. .......cccceccceeseeseeseeseeseeseeseeeees motCpmEnd 1-238 
style Motorola FEC Ethernet network interface driver. END ......:.ccccseseeseeseeseeseees motFecEnd 1-242 
NE2000 END network interface driver. ............. ... ne2000End 1-259 
/Semiconductor ST-NIC Chip network interface driver. .......... ... NicEvbEnd 1-271 
SMC Ultra Elite END network interface river. ........cccccccecccsscesecesecesecsseesseesseenseees ultraEnd 1-404 

style DEC 21x4x PCI Ethernet network interface driver. END .....cccseeseseeseeeeeees dec21x4xEnd 1-63 
/ DEC 21x40 PCI Ethernet network interface driver. ............. ... dec21x40End 1-67 
END style Intel 82596 Ethernet network interface Arivel. 1.0... cccceeseseeseeseeeseeteteseeeeees ei82596End 1-96 
publish and initialize nicEvb network interface drivel. .......cccceceeseeseeeeeeteees nicEvbattach() 2-533 
3COM 3C509. END network interface driver for ......cccecceeseeseeseeseeseeteeseeeees elt3c509End 1-104 

3COM 3C90xB XL. END network interface driver for .... 1-99 
hkv3500. Intel 82596 Ethernet network interface driver for .... 1-140 
User Level IP (VxSim). network interface driver for 1-170 

ULIP for vxSim for/ END network interface driver to 1-274 
change network interface flags. ........ .. ifFlagChange() 2-261 

get network interface flags. ........cccec sess eeseeseseeeseeneeees ifFlagGet() 2-262 

specify network interface hop count. ...... ... ifMetricSet() 2-265 

routine. delete network interface input hook ................. etherInputHookDelete() 2-177 

handler. network interface interrupt .......ccccesseseteseeeeteseseeteeseeeeees mbcIntr() 2-410 

network interface Library. ......cccceceeseseeseeseseeseseseseeeseseeseenees ifLib 1-125 

MUX. network interface library. ......cccccceseseeseeseeeeeeseeeeeseeeeees muxLib 1-254 

network interface library. ......ccccesesesesseseseseseeeseseeeeneseseeeenens netLib 1-265 

routine. delete network interface output hook ............ etherOutputHookDelete() 2-181 

display attached network interfaces. .......cccccseseeseeseseeteesesesseseseseeteseseseenenes ifShow() 2-266 

/ULIP interface to list of network interfaces (VxSiM). oo... eseceececeseeeeeeeeeeeeteeeeees ulattach() 2-934 
address. return network number from Internet ..........0.ccce eee inet_netof() 2-271 

address. convert Internet network number from string to ...... .. inet_network() 2-272 
initialize network package. oo... cccceceeeseeseeseseeteeseseeseseseseeeneeees netLibInit() 2-509 

install network remote file river. ........cccccccseeseesseesseeseeeseeseeesees netDrv() 2-507 

driver. network remote file 1/O ...c..ccccccccccsccessceeceseesseesseesscesseesseeaes netDrv_ 1-263 

library. network route manipulation .... ... routeLib 1-309 

print synopsis of network rOUtiNeS. 0.0... ccceeeeeseeeeeeseeteseseseeeeneseseeneneeeeeeees netHelp() 2-508 

display host and network routing tables. .......ccccceseseseseseeteeseeeeseseens routeShow() 2-656 

initialize network ShOW routines. .........ccceceescesseessceseceseeeeeesees netShowInit() 2-519 

attach routine for TCP/IP network stack. SeNeTIC .....c.cceseeeseeseeeseeeeteseseeteseseseeeneees ipAttach() 2-299 
detach routine for TCP/IP network stack. generic .............. ... ipDetach() 2-299 
statistics. show network stack data pool ...........cece netStackDataPoolShow() 2-519 

statistics. show network stack system Pool .........:0ecee netStackSysPoolShow() 2-520 

network task entry POINt. occ eseseeteeseseeneneeeees netTask() 2-520 

client library. Simple Network Time Protocol (SNTP) ..... ... sntpcLib 1-366 

server library. Simple Network Time Protocol (SGNTP) «...cccssessesseseeseeseseenenees sntpsLib 1-367 

time. initialize network with DHCP at boot ........... .. dhcpcBootBind() 2-116 

information from requested NFS device. /configuration «0.0... nfsDevInfoGet() 2-524 
unmount NFS device. occ es cc estes eeeseseseersesneseseseeeseeteetees nfsUnmount() 2-532 

display mounted NFS devices. ....cccccccsseesesseeseseeseseseseeessseseeneseseeenes nfsDevShow() 2-525 

create list of all NFS devices in System. .......:ccccsssssesseesseeeteseenens nfsDevListGet() 2-524 

bnistall: (NES Arivety. isc. cissccatsssdesecsdepias jensestebsseaspravadsessestosenebieesesatianss nfsDro() 2-526 

IO system driver number for nfs driver. returt «0.0... cceeeseseeseeseeseseeteeeseeeeneneeeeees nfsDroNumGet() 2-526 
specify file system to be NFS exported. ....... nfsExport() 2-528 
mount NFS file SyStem. ......ccccccssssseseseesesesesesseseseseseneseeeeenssess nfsMount() 2-530 
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display NFS help menu. ......ccccccsesseseseseeeeeseseesesessseenessseseeneseeees nfsHelp() 2-529 

initialize: “NFS:Servely. scsi. scccatedieessiireeststitenssteestbceseginetosctstvenicteseseeds nfsdInit() 2-525 

get status Of NFS Served. ....ccccsessessesesseseseseeseseseseesessseseenessseeeenens nfsdStatusGet() 2-527 

show status of NFS Servel. ......csccscessesessesesseseeseseeseseesessesseneeeesees nfsdStatusShow() 2-527 
parameters. get NFS UNIX authentication 0.0.0.0: nfsAuthUnixGet() 2-522 
parameters. modify NFS UNIX authentication .........cccceeee nfsAuthUnixPrompt() 2-522 
parameters. set NFS UNIX authentication «0.0... cccceceeseeseneeees nfsAuthUnixSet() 2-523 
parameters. display NFS UNIX authentication ............... .. nfsAuthUnixShow() 2-523 
parameters. set ID number of NFS UNIX authentication .......c.cccscsseseseseseeneseseeeeeseeees nfsIdSet() 2-530 
interface/ Fujitsu MB86960 NICE Ethernet network .......ccceesssseseesessesesneseseseeeensseseeneneeees if_fn 1-151 
get contents of non-volatile RAM. oo... ceeeseeeseseeeeeenesee sysNvRamGet() 2-852 

write to non-volatile RAM. ....... ccc ceeeeeseeeeeeeneeees sysNoRamSet() 2-853 

initialize NS 16550 chip. ....cccceeeseseeneeee .. CVODNs16550HrdInit() 2-182 

/interrupt for NS 16550 Chip. ...cccccseesseseseeseeseseesesseseeneseseeeeees evbNs16550Int() 2-183 

NS 16550 UART tty driver. oo... eeeeeeeseeeeeeseeee ns16550Sio 1-273 

intialize NS16550 channel. ...... cee eeeseeeeeeseeeeeeeaeeeeetees ns16550DevInit() 2-535 

PPC403GA evaluation. NS16550 serial driver for IBM ........ eee eeeeeeeeeeeee evbNs16550Sio 1-111 
get information about object MOdUIe. oe eee ee ee eeeeeteeeeeeeenees moduleInfoGet() 2-441 
reload. object Module... c.:cscscscescsccssasiacersretievcsesesuevvecssvtcvesietsseeeentecsses reld() 2-619 

get information about object MOdUIe. ......ceeceseeseeeseeteeseseeteneseeees VXWModule::info() 2-993 
create and initialize object module. .......cccecceseeeeeeeees VXWModule::VXWModule() 2-998 
unload object module. ........c ccc VXWModule::~VXWModule() 2-998 

memory addresses. load object module at specified .............. VXWModule::VXWModule() 2-995 
file name or module/ unload object module by specif Ving ........cceceeceeesseseseeeeteteseseeeeneeees unld() 2-944 
group number. unload pt module by specif Ving .......cccceseeeeseeeeeeees unldByGroup() 2-945 
module ID. unload object module by specifying .........ccceeeee unldByModulelId() 2-945 
name and path. unload oniect module by specifying ........... .. unldByNameAndPath() 2-946 
Object MOdule CASS... ecsceseeeeseeseeteeseseeteneseseeteneseees VXWModule 1-420 

load object module into MEMOTY. ........ccececeeeeseseeeseseeeeteseseseeneseeesees Id() 2-313 

load object module into MEMOTY. 1... loadModule() 2-327 

load object module into MEMOTY. «1.0... loadModuleAt() 2-327 

load object module into memory. ........... VXWModule::VXWModule() 2-997 

Object Module loader. ...... cece eeeeeseseeseneseseeeeenees loadLib 1-193 

library. object module manageMeNt «0.0... moduleLib 1-237 

library. object module unlOading .......cccceeeeeeeeseeeeeeteeseseeeseeees unldLib 1-408 

drive. get offset to first partition of ................ usrAtaPartition() 2-947 

(POSIX). open directory for Searching... opendir() 2-543 
driver-specific/ validate open fd and return «0... ccceesseseesesseteseseseeteseseeeeeseeees iosFdValue() 2-296 
Openfile: sith taut 2-542 

(POSIX). open file specified by fd... 2-195 

(ANSI). open file specified by NaMe .......cccceeeeeeeeeseseeteneseseeeenes 2-207 

(ANSI). open file specified by name .........cccceseseessesessesesseeeeneees freopen() 2-221 

open message queue (POSIX). ...ccccceeeeseeesseseeeseeneeee mqg_open() 2-450 

Open socket.» 2. sccsia de seeactee iia enantio socket() 2-799 

portbound toit. open socket with privileged 0... cceceseseeeeseeteeeeeeees rresuport() 2-658 

invert order of bytes in buffer. ........cccecceseeseteseseeseseseseeteseseseees binvert() 2-35 

up resources after query times Ut. FLCC oo... sees see ee teeteeenenees ... snmpMasterCleanup() 2-780 
ZETO: cOUt buffers... 2sciscscetesesegecs doseaaseneehantestdiesausereenapiecteotentnesnuasoetenees bzero() 2-46 

time (SPARC). zero out buffer eight bytes at a... bzeroDoubles() 2-47 

lock Ot INGELTUP ts. .:cccscsc ccs stiseecatesceesceeeetetdeateass sescastoeenedeetnietacs intLock() 2-280 
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log out of VxWorks SYSteM. .....cccceseeeseeeeteesesteeseseeteneseeeeeeees logout() 2-345 

send packet out on network interface. ...... muxSend() 2-482 

copy in (or stdin) to OUt (OF StdOUL). eee eeeeteeseseeteseseeeeessseseeensseseeneneseeeeees copy() 2-93 

form Ethernet address into packet. .....c..cccccscesesesseessesesseseeseseeeeeeneeees endEtherAddressForm() 2-164 
locate addresses in Packet. ....cccccceeseseeseeseseeseseseseeteeeeeeenes endEtherPacketAddrGet() 2-165 

get type from ethernet packet. occ cesessesessesesssesssseesessesesentens etherTypeGet() 2-182 

form address into Packet. .....ccccesceesseseseseseeessseseeeseseseeneseseeeeesees muxAddressForm() 2-468 
addressing information from packet. Get .....cc.ccecssesessesseseetessseseeteseseeeeeneens muxPacketAddrGet() 2-479 
return data from packet. .....cccccesseeseseeseeseseesessseseeteesseeeeenees muxPacketDataGet() 2-480 

compress DNS name in DNS packet. ....ccccccesesseeseeseneseseseeessseseesessseseeenseeneeees resoluDNComp() 2-623 
DNS compressed name from DNS packet. expand .....c.ccccceseeseseseesereseseeeeteseseeeenes resoluDNExpand() 2-624 
return beginning of packet data. oo... cece endEtherPacketDataGet() 2-165 

initialize pipe packet CeVICE.. ...ecceeseseeseseeteeseseeneseeeeeeees wdbPipePktDevInit() 2-1056 

initialize NETROM packet device for WDB agent. .............. wdbNetromPktDevInit() 2-1055 

initialize SLIP packet device for WDB agent. ........ccce wadbSlipPktDevInit() 2-1056 

UDP/IP. END based _ packet driver for lightweight 00.0.0... wdbEndPktDrv 1-432 
UDP/IP. pipe packet driver for lightweight .............cccseeeees wdbPipePktDrv 1-433 

NETROM packet driver for WDB agent. ........cceeceeee wdbNetromPktDrv 1-433 

completion. encode packet for subagent IO... snmpSaHandlerFinish() 2-791 

master agent or/ encode packet for transMisSiON tO ...........cscesseeeseseeeeee snmpSubEncode() 2-794 
poll for packet from device driver. occ muxPollReceive() 2-481 

library. Packet InterNet Grouper (PING) .....ccccceseeseseeeeeneeseeees pingLib 1-288 

send packet on Ethernet interface. ........ccceeeeeeeseeees etherOutput() 2-179 

send packet on network interface. .......cccccceeeeseeeeee muxPollSend() 2-482 

interface. send packet out on NetWOTKk ...... ccc sees esee estes eseeseeeeeeees muxSend() 2-482 

copy packet to interface... cece elcPut() 2-160 

copy packet to interface... enePut() 2-168 

copy Packet to interface... occ esmcPut() 2-174 

copy’ ‘packet to interfaces: 2... cece receinaecesndtneentigenyeteciss ultraPut() 2-939 

message queue. send packet to master ageNt’S .........cecceceeseseeseseeseseeeeeeseateneeees saloWrite() 2-664 

device. output packet to network interface ......cccceeeees cpmStartOutput() 2-102 

device. output packet to network interface ....... cece mbcStartOutput() 2-412 

to receive all Ethernet input packets. add routine ........ccceceeseeeeseeeeeteees etherInputHookAdd() 2-176 
to receive all Ethernet output packets. add routine «00... ccs etherOutputHookAdd() 2-180 
receive all internet protocol packets. add routine tO... ccs ipFilterHookAdd() 2-300 
push packets onto "interface. 0... eseeeeseeeeeeeeneeee ulStartOutput() 2-936 

get architecture-dependent page block size (VxVMI Opt.). .....eceee vmPageBlockSizeGet() 2-967 
allocate memory ON Page DOUNCALY. ......cccceceeeeeseeseseeeseseseeeseseseeessseeeeeeeeeeees valloc() 2-955 

clear page from CY7C604 cache. .....cceeeeeeeees cacheCy604ClearPage() 2-51 

clear page from Sun-4 cache. .....ccccecseseeseeeseees cacheSun4ClearPage() 2-73 

Opt.). get state of page of virtual memory (VXVML ou... cesses omStateGet() 2-968 

FEtUIT «PaO SIZE. s.é:sccsiscierasssssssestassaelesinssasasiesstiien omBasePageSizeGet() 2-958 

return page size (VXVMI Opt). ...cceccseeeseseseeteeeeeeeees vmPageSizeGet() 2-967 

add memory to system MEMOTY PartitiON. ... ccc eeeeeeseseeeseeeeeeeeees memAddToPool() 2-415 
free block in system memory partition. find largest .........cceseeseeeseeteeseeeetenees memFindMax() 2-420 
options for system memory partition. set C@DUg ........ccccccccestesestestestesteneene memOptionsSet() 2-421 
add memory to MEMOTY PALtitiON. occ eset memPartAddToPool() 2-422 
allocate aligned memory from partitiON. ........ ccc eeeeteeseeteeseeeeeeneees memPartAlignedAlloc() 2-422 
allocate block of memory from partitiON. occ eseseeteseseseeteseseseeeneeees memPartAlloc() 2-423 
create-memory: “partition... 2.2.2. 2.ieeeed heehee iebew teers eeteetneeer ss memPartCreate() 2-423 
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free block Of MEMOTY iN PALtitION. oo... eeeeeseseseeeeeseseeseeeeeees memPartFree() 2-424 

set debug options for MEMOTY PartitiON. ...... ccs estes memPartOptionsSet() 2-425 
block of memory in specified partition. reallocate ........cccceeeeeseeeeeeeeeees memPartRealloc() 2-426 
fields in SCSI logical partition. initialize 00.0... cccceeeseeseeseseseeeeneneseees scsiBlkDevInit() 2-673 

add memory to MEMOTY PArtitiON. occ VXWMemPart::addToPool() 2-988 
allocate aligned memory from partition. ........ ccc VXWMemPart::alignedAlloc() 2-988 
allocate block of memory from partitiON. ......cccceeeseeees estes eseeteseseseeeeenees VXWMemPart::alloc() 2-989 
free block Of MEMOTY iN PALtitiON. occ eee eset VXWMemPart::free() 2-989 

set debug options for MeMOTY PartitiON. ....... ccc VxXWMemPart::options() 2-990 
reallocate block of memory in PartitiON. 0... cesses tes eeteeeeseeeeneees VXWMemPart::realloc() 2-991 
create MEMOTY PaxtitiON. ..... eee VXWMemPart::VXWMemPart() 2-992 

of memory from system memory partition (ANSI). /DIOCK .....cccceeeseseeeeeteseseseeseseseeeeneseens malloc() 2-396 
free shared memory system partition block Of MEMOTY/ .....eceeeseeeeeeteeeeeeeees smMemFree() 2-761 
statistics. show partition blocks and .......cccceeseeseeteeseeeeteeseeeenes memPartShow() 2-427 

show system memory partition blocks ANd / ....ecceesessssesesseseeseseeteseseeeeneseeeees memShow() 2-429 
statistics. show partition blocks and ........0..cceeees .. VXWMemPart::show() 2-992 

show shared memory system partition blocks and/ ......ccecsesessesesseeeeseeteseeeeeees smMemShow() 2-764 
MEMOTY Partition ClaSSES. 0... cece eset eseeteeseeeeeeee VXWMemPart 1-419 

get partition information. 0... memPartInfoGet() 2-425 

get partition information. ........cccceeeeeeeeees VXWMemPart::info() 2-990 

full-featured memory partition MANAET. «1.0... estes eseeeeeseseseeeseseeeeneee memLib 1-228 

core memory partition Manage’. ........ccceeeees memPartLib 1-230 

get offset to first partition Of ATIVE... ecceseseeteeseseetesesesteneseeeees usrAtaPartition() 2-947 

block device. define logical partition on SCSI scsiBlkDevCreate() 2-673 
initialize memory partition show facility. 00.0... eee eerste memShowInit() 2-430 

create shared memory partition (VxXMP Opt). occ memPartSmCreate() 2-427 
memory to shared memory system partition (VxMP Opt.). add ............ smMemAddToPool() 2-759 
from shared memory system partition (VxXMP Opt.). /arTay ....eccceeeeeeeeeeeees smMemCalloc() 2-760 
block in shared memory system partition (VxMP Opt.). /fre€ occ smMemFindMax() 2-760 
from shared memory system partition (VxMP Opt.). /MEMOTY «0... smMemMalloc() 2-762 
/for shared memory system partition (VXMP Opt). wc .. smMemOptionsSet() 2-762 
memory from shared mem system partition (VxMP Opt.). /Of wesc smMemRealloc() 2-763 
associate device with passFs file system functions. ........ccceeeeeeeteees passFsDevInit() 2-549 

Prepare to use PassFs LiDLAry. 20... cesses eeteseeeseeeeteseeteseeseseeseaeeneaees passFsInit() 2-549 

system library (VxSim). pass-through (to UNIX) file wc. ccceeceseeeeeeeeseeeeneneeees passFsLib 1-279 
filesystem library. pass-through (to Windows NT) ntPassFsLib 1-274 

Set remote USer NAME ANd PASSWOT. uo.eecececsceseeseseseereseseseeteseseseeessseseeeseseseeessseseeeseseseeeEeED iam() 2-254 

get current User Name ANd PASSWOTK,. ......csccesssseseseeseeseseeteseseseesessseseesensseseeseneseees remCurldGet() 2-620 

set remote user NaMe ANd PASSWOTK. o....eececssssesseesesseeseseeeeeseseseeseseseeeeeseseeeeseseees remCurldSet() 2-620 
default password encryption routine. ........ loginDefaultEncrypt() 2-338 

verify user name and password in login table. .......cccccssseesseseeseeeenees loginUserVerify() 2-344 
Peticurrent defatilt: Path cc.:s.cssci.cscsesteshersdesdesasisssceistssesepssenboccnspeassbectatgereeacsbscsia, ied getwd() 2-244 

get current default path. oc cccccseseessseeseeseseeenseeeeees ioDefPathGet() 2-289 

set current default Path. wees ioDefPathSet() 2-289 

find module by file name and path. ....cccccceseseeseseeeeteeseeeenens moduleFindByNameAndPath() 2-439 
set current default path. ........... chdir() 2-84 

by specifying name and _ path. unload object module ............ .. unldByNameAndPath() 2-946 

get current default path (POSIX). ....cccccsesseseeseesesseseesesessseeeensssseeneesseseeenees getcwd() 2-240 

PC CARD enabler library. .......ccccceceseseseeteseseseeneseseeeens pecardLib 1-280 

get information from PC card’s CIS. ..cccccssesessessseseseeseseseenessssssesesssssessensseseenenseees cisGet() 2-86 
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Perform PCT bus Scan. ...cccceeceeeeeseseseeseneeeeees aic7880GetNumOfBuses() 2-6 

read from PCI config space. ...... aic7880ReadConfig() 2-6 

read to PCI config Space. ...ccccscseeeseereseeeeeseesesees aic7880WriteConfig() 2-7 

driver. END style DEC 21x4x PCI Ethernet network interface ........ccccceeeeeeeees dec21x4xEnd 1-63 
driver. END-style DEC 21x40 PCI Ethernet network interface .........ccsccsseeseeeeseseees dec21x40End 1-67 
library (SCSI-2). NCR 53C8xx PCI SCSII/O Processor (SIOP) ....cccccesseseeseeseeseeseeseens ncer810Lib 1-257 
initialize: PCIC CHipise.scstccccsscccuscisccecassevepscestecezecsesd sistarsccnsenseadencenteatee peicInit() 2-554 

show all configurations Of PCIC Chip. ......ccccceceseecesseeesesssesseessesessessesesneseseeeeeeseanes peicShow() 2-554 
show all configurations of PCMCIA Chip. ........ccccecsceseseeesseeeseeseneseseenenees .. pemciaShow() 2-555 
PEMGIA ‘CIS Vibrarye iccccscccsccicstacieipetecsetesbesrusvsieestieiecsatsaeeiepeate cisLib 1-56 

PCMCIA CIS show library. ....ccceecscesssseeseesesseteseseesenenees cisShow 1-57 

get PCMCIA configuration register. ..........ccceee cisConfigregGet() 2-85 

set PCMCIA configuration register. 1.0... cisConfigregSet() 2-85 

ATA/IDE (LOCAL and PCMCIA) disk device Ariver. wo. eceseseeseeeeeteeeneeesseseees ataDrv 1-24 
show/ ATA/IDE (LOCAL and PCMCIA) disk device driver ataShow 1-27 
all show routines for PCMCIA drivers. initialize... pemciaShowInit() 2-556 
enable PCMCIA Etherlink II] card. wc pecardEltEnabler() 2-551 

facilities. generic PCMCIA event-handling .......cccccesesseseseseeseeseseeeneens pemciaLib 1-281 

initialize PCMCIA event-handling package. .......cccceeeee pemcialnit() 2-555 

handle task-level PCMCIA events. .......ccccescscssesessesesesessesessseesenssesnenensseeeeeens pemciad() 2-555 

driver. Databook TCIC/2 PCMCIA host bus adaptor Chip ......ccccceeseseeseeseeseseeneseseseeens tcic 1-390 
library. Intel 82365SL PCMCIA host bus adaptor Chip .......cccseeessesesseeseseeteeseseenenees peic 1-280 

show library. Intel 82365SL PCMCIA host bus adaptor chip .. peicShow 1-281 
show library. Databook TCIC/2 PCMCIA host bus adaptor Chip .......ccccseseeseeseeeeeeneees tcicShow 1-391 
create PCMCIA memory disk device. .......ccceeeceees sramDevCreate() 2-806 

ISA address space. map PCMCIA memory onto specified sramMap() 2-807 
END style Intel Olicom PCMCIA network interface/ .......ccccceeeeeees iOlicomEnd 1-177 
PCMCIA show library. ...c.cccccseseesesssessesessseseeseseeeees pemciaShow 1-282 

PCMCIA SRAM device drivel. ........c ccc sramDrv_ 1-370 

install PCMCIA SRAM memory driver. «0.0.0... .. sramDrv() 2-807 

return contents of pPcw register (i960). ....ccccceseeseseeseeseseesesessseeeeessseeteseseseeeeneeees pew() 2-556 

get name of connected PCeP. ...sceceseceseeseeseseereeseseeesssesseessseseeessseseeseasseseesenessees getpeername() 2-241 
address of point-to-point peer. get Internet .............04 ifDstAddrGet() 2-260 
library. Pentium and PentiuvMPTo .......ccccceeeseeseeeeeseeeeeeeeees pentiumLib 1-286 

specificroutines. Pentium and PentiumPro ...... ... pentiumALib 1-282 

specific show routines. Pentium and PentiumPro ...... .. pentiumShow 1-288 
Pentium and PentiumPro library. 00.0... cecseeseeeeeeseeeseeseseseeeeneneeees pentiumLib 1-286 

Pentium and PentiumPro specific routines. 0.0.0... pentiumALib 1-282 

routines. Pentium and PentiumPro specific show .. pentiumShow 1-288 
reports. begin periodic task activity .......cccccssesseseseseeseesesessesessseesessseseeenessees spy() 2-801 

reports. run periodic task ActiVity .....cccceeeeeeeeeseeeeeseseeeeeseseeenes spyTask() 2-804 

spawn task to call function periodically. ......ccccccccsesseseseseeeesssesessesessssseeesssesseesseeseenees period() 2-567 
call function pe4riOdically. 0... cccccceeseeseseseseeteeseseeseesseseeneneeees .. periodRun() 2-568 

Packet InterNet Grouper (PING) library. ......cccccccsessseseseeseeseseesessssseesesssesnesessseeeenens pingLib 1-288 
Cheate PipO:deVice. s.sccccsisccssscseecsaceversihsseieraceespostseectteaeenacts pipeDevCreate() 2-571 

initialize pipe driver. «0... pipeDro() 2-572 

Pipe l/ O:driver, se s...36 i iets hese dase stares hidden san pipeDrv 1-289 

initialize pipe packet device.. ..........04 wdbPipePktDevInit() 2-1056 

lightweight UDP/IP. pipe packet driver fOr .....c.cccceeseeeeseeseteseeeeeees wdbPipePktDrv 1-433 
address for other end of point-to-point link. define «0.0... cece ifDstAddrSet() 2-261 
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get Internet address of point-to-POint PeeL. occ eeeeeees ifDstAddrGet() 2-260 
library. Point-to-Point Protocol ......ccccesccsseseeseeseseeteseseseetessseesenessseees pppLib 1-293 

routines. Point-to-Point Protocol SHOW ......cccceeeseeeeseeseseeneseeees pppShow 1-295 

asynchronous I/O (AIO) library (POSIX). ...cccceesscessesseesesseneseseseenesssesesensseseeseasseseenenesseeeees aioPxLib 1-4 
of asynchronous I/O operation (POSIX). /error status... cccceeeeesesseeseseeteeseseeneneeees aio_error() 2-9 
file synchronization (POSIX). asynchronous .........cccseeseseeesseeseeseeseeeeseeeees aio_fsync() 2-10 

initiate asynchronous read (POSIX). ...cccecessesesseeseseseessesessesessssssesssseseesessseseenessseees aio_read() 2-11 

of asynchronous I/O operation (POSIX). /return Status ......ccccecesesseeseseeeeeseseeenees aio_return() 2-11 
asynchronous I/O request(s) (POSIX). wait fOr .....ccceseeeeseeeeesesesteeseseeteeseseeeees aio_suspend() 2-12 
initiate asynchronous write (POSIX). ...cccceceesssseeseseeseseseeseessssseeesssesnenessseeeeenseesees aio_write() 2-13 
broken-down time into string (POSIX). CONVELT ....ccceeeeseeseeeeeeseeeeeseseseeneseseeeeeneeeeees asctime_r() 2-18 
Clock library, (POSIX) :..2 tecccecktascssbeciessstipsevslecercercoughinennarctscestsieatse clockLib 1-57 

get clock resolution (POSIX). ...ccssesseseeeseseeteseseeteeeees clock_getres() 2-89 

get current time of clock (POSIX). ..cccecccccessesssesseeseseeseesssessesessseesensseseeneneeees clock_gettime() 2-89 

set clock to specified time (POSIX). ....cccccessesseneseseeseeesesseessseseesseseenenesees clock_settime() 2-90 
close directory (POSIX). w...cccecsesseeessesesseseeseseeneeee closedir() 2-91 

time in seconds into string (POSIX). convert ......cccceeeseeeeees ctime_r() 2-107 
directory handling library (POSIX). w..cccccccssseseesessesesseesesessessseseenesssesesessssseeseasseseeneneeees dirLib 1-80 
open file specified by fd (POSIX). weecccceessssssessesssssestessseseenessseseeessssseenessseseenensssseesenees fdopen() 2-195 
return fd for stream: -(POSIX)s stasis ita phrase chedineaihniaeasiiachaniihe, fileno() 2-201 

get file status information (POSIX). ...cccccssssseseesesssessenesessseesessseseesenssssesensseseeeeaseeseenens fstat() 2-228 

get file status information (POSIX). .....cccseseesseseeeseeseseeneees fstatfs() 2-229 
truncate file>: (POSIX) :c.se.:scisessscesssdengesnsectezedeesensapbepbneasenshonteanonazaetseioess ftruncate() 2-237 

get. current default path: «(POSIX).. \.cc:.c).sccijsn cies senna taddesonschetpectuevespeebcuetecetsneevetbesess getcwd() 2-240 

time into broken-down time (POSIX). convert calendar ...... i eeseeeeeteeeeeeeneeeeees gmtime_r() 2-245 
send signal:to task: (POSIX).....:sccsciscscitscaeatesceatascstenscaeeadensecevaaseavscstbviebteaees teteesdeanteas kill() 2-311 
asynchronous I/O requests (POSIX). initiate list Of 0... ccccesseeseesesesesteseeeseeteneseseees lio_listio() 2-318 
time into broken-down time (POSIX). convert calendar .0......ccseseseseseseteteeeeeeeeees localtime_r() 2-333 
specified pages into memory (POSIX). lOCK ....ccccecceseesesseeeteseeteeteseeteseeseseeseseeseseeseaneseaneneanes mlock() 2-432 
used by process into memory (POSIX). lock all pages ......cccsesseseeseeeseseeteseeeeeeeaneneaees mlockall() 2-433 
memory management library (POSIX). ...ccccessssssseesesssessesessseeeeeseseseesessssseesssseseenesseeees mmanPxLib 1-231 
message queue library (POSIX). ..ccccesessesesesessesseseenesssessesesssssssessssseeseasseseeeneeees mqPxLib 1-249 

close message queue (POSIX). ...ccccccsseesseeseseesesseseenesessssssensssseseeessseeeeenssees mq_close() 2-448 

get message queue attributes mq_getattr() 2-448 
message is available on queue (POSIX). Notify task that... mq_notify() 2-449 
open message quetie (POSIX). ..ceececcccescseeeesestesnesneseseeseeseeseereesesesneseseeseses mqg_open() 2-450 
message from message quetle (POSIX). receive ....ecccesseeseseeteeseseeeseseseeessseseeesseees mqg_receive() 2-451 
send message to message queue (POSIX). ...ccccccccsssesseeseseesessesessesessseseeesssesnesessseseeessseees mq_send() 2-452 
set message queue attributes (POSIX). ....cccecceeseseeseseeeeeseseeenes mq_setattr() 2-453 
remove message queue (POSIX). ....cccecceesseesseseeseeesseseeneees mq_unlink() 2-454 
unlock specified pages (POSIX). ....cccccsseseesesteestesseneseessseeneseeneseeseaseseeteseaeseeneees munlock() 2-467 

all pages used by process (POSIX). Unlock ....cccccccccccssessessestestestestesteseeseeseeseeseeneases munlockall() 2-467 
until time interval elapses (POSIX). suspend current task ......ccccseeseeseeeeeseeeees nanosleep() 2-484 
open directory for searching (POSIX). ...ccccscsssssesesseesssessessseseesessssssesesssssssnensseseeneesseseess opendir() 2-543 
task until delivery of signal (POSIX). suspend ......ccccecssesseeseesesseeseseseeessseseeneseseeeenesees pause() 2-550 
read one entry from directory (POSIX). ...cccccssessesesessesessseseeesssessesssseseesessssseeessssenenesseees readdir() 2-614 
position to start of directory (POSIX). reset .......cccccessesesseseeesseesteseeteseeeseeeseeneseeneaens rewinddir() 2-631 
scheduling library -(POSDO) ss scsseccocktciscd sitet ng Sh nesteceedoctads Get eeaevespesneseeveepedeees schedPxLib 1-319 

get maximum priority (POSIX). ..cccceeeseseeeseseseeteseseeteneseseees sched_get_priority_max() 2-667 

get minimum priority (POSIX). ....cccccseeeseeseeeeseeseseeteseeeeeeenees sched_get_priority_min() 2-667 
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parameters for specified task (POSIX). get scheduling ........cceceeseeeseseeseeee sched_getparam() 2-668 
get current scheduling policy (POSIX). .ecccccsssesesseseseseesessssestesssesseseneseseees sched_getscheduler() 2-669 
get current time slice (POSIX). ..cccecsseeesesseseeteseseseeessseeeeenees sched_rr_get_interval() 2-669 

set task’s priority (POSIX). ...cccccscssessestesteseeseeseeseeseeseetestesteseseeseeses sched_setparam() 2-670 

and scheduling parameters (POSIX). /scheduling policy «0.0... sched_setscheduler() 2-671 
relinquish:CPU: (ROSIX):: sssssisevedetihussetiatiisassssaedslaibeclibcsd aveadateadisets sched_yield() 2-671 
synchronization library (POSIX). semaphore .......ccccesseesessesessssseeneseseeseseseeeeeeseesens semPxLib 1-344 

close named semaphore (POSIX). w..ccccceccceseessesessescssessssesseseseseeseseesesseseeeseeees sem_close() 2-719 
destroy unnamed semaphore (POSIX). ....c.ccccsseeeesseseeeees sem_destroy() 2-719 
get value of semaphore (POSIX). ...sceccscssescseeeeseseetesestesseseeseeseeseereeneanennees sem_getvalue() 2-720 
initialize unnamed semaphore (POSIX). ....cccccscssssesseessseenessseseesesssesessessssseseensseseesenesseees sem_init() 2-721 
named semaphore (POSIX). initialize /Open .........cccesesesseseeeeeseeteeeesesees sem_open() 2-721 

unlock (give) semaphore (POSIX). ..ccccccseesseesseesesseseesesessssesesssssesnessseseenensseeeeees sem_post() 2-723 
returning error if unavailable (POSIX). /(take) semaphore, .........ccceceeees .. sem_trywait() 2-723 
remove named semaphore (POSIX). ...ccccccecesesssessssesssessssessesessesessesseseseeneess ... sem_unlink() 2-724 
blocking if not available (POSIX). /(take) semaphore, .......cccccsessseeeseeseeeetenees sem_wait() 2-725 
action associated with signal (POSIX). /and/or Specify ..c.cceeceesseseeseeeeteseseeseneesees sigaction() 2-742 
add signal to signal set (POSIX). ...c.scsscessssssssesseseeseeseeseessesessestssesteseesseseeseeseeseeneanes sigaddset() 2-743 
delete signal from signal set (POSIX). ....cccccessesssssesessessenessseeseessssseeesssessesssseseenensens sigdelset() 2-744 
set with no signals included (POSIX). initialize signal sigemptyset() 2-744 
set with all signals included (POSIX). initialize signal ..........ccceccseessseeseeteseeeeeeesees sigfillset() 2-745 
see if signal is in signal set (POSIX). test tO ....ceccceceees ... sigismember() 2-746 
signals blocked from delivery (POSIX). /set of pending .......cccceeeseseeseeseeteeseeeeees sigpending() 2-747 
and/or change signal mask (POSIX). examine «0.0.0... sigprocmask() 2-747 
task until delivery of signal (POSIX). suspend ............004 sigsuspend() 2-749 
information using pathname (POSIX). get file status .......ccccceseeseseseseeteeseseesessseseeenesesees stat() 2-815 
information using pathname (POSIX). get file status .......ccceeseeseeseeeeteeseseetensseeeenenesees statfs() 2-815 
error number to error string (POSIX). Map ..cecccceseeeseesesesessenesseseeessseseenensseeeeenees strerror_r() 2-821 
string into tokens (reentrant) (POSIX). break COWDN. .....ccseesessseeeeeeeseeeeeseseeeeneseseeenes strtok_r() 2-829 
timer library \(POSIX) .: seiccscesseccsescissieishacestsestteadesseessuatiditaesessssssettanteenedsanies timerLib 1-395 

clock for timing base (POSIX). /using specified ..... .. timer_create() 2-912 
previously created timer (POSIX). remove .......cceee timer_delete() 2-913 
timer expiration overrun (POSIX). return 0... cccceeseeseeteeseseeeeneseeeeeenes timer_getoverrun() 2-913 
expiration and reload value (POSIX). /time before ........ccccceseeseeesseteseseeteseseees timer_gettime() 2-914 
next expiration and arm timer (POSIX). set time until ....0... cc cceeeeseeeeteeeeenenees timer_settime() 2-914 
delete:file’ :((ROSIX).” ivasiesecvasniseciunbaie weed ine ae a naieanntes unlink() 2-946 

initialize POSIX message queue library. «00... mqPxLibInit() 2-447 

POSIX message queue SHOW. .....cccceesesseeseseeseeseeeeees mqPxShow 1-250 

facility. initialize POSIX message queue SHOW .........cccceeeeeeees mgPxShow!Init() 2-447 

initialize POSIX semaphore show facility. 0.00.0... semPxShowInit() 2-716 

POSIX semaphore show library. «0.0... semPxShow 1-346 

initialize POSIX semaphore SUPPOTE. «0... ccc semPxLibInit() 2-716 

of number raised to specified power (ANSI). compute Value ......cccccecssseseesesseseeteseeeeeeenes pow() 2-572 
of number raised to specified power (ANSI). compute Value .....ccccecseeeseeseeeeeseseeeenees powf() 2-573 
(PowerPC). get power management MOE ........cceeeeeeeeeee oxPowerModeGet() 2-975 

(PowerPC). set power management MOE .........ccceeeeeeeeeseees vxPowerModeSet() 2-976 

into normalized fraction and power of 2 (ANSI). /MUMDET ........cccccesseeteteseseeeseseseeeneseees frexp() 2-221 
multiply number by integral power of 2 (ANSI). ..ccccccssessessseseeseeseseeessssseesessseseeensseseess Idexp() 2-314 
library. PPP authentication secrets .... pppSecretLib 1-295 

table. add secret to PPP authentication Secrets ......c.ccccceseeeeeeeeeeees pppSecretAdd() 2-587 
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table. delete secret from PPP authentication secrets 00.0.0... pppSecretDelete() 2-588 
table. display PPP authentication Secrets ........cccceeeeeeeeneees pppSecretShow() 2-589 

PPP hook librarys icvsc.c.scs.cesssscsteceseeetbeistvscsteescovectcetseseuess pppHookLib 1-292 

get PPP link statistics. 0.0... esses eesesseseseeseeneeeeneens pppstatGet() 2-589 

display PPP link statistics. ....0... cece pppstatShow() 2-590 

get PPP link status information. ..........cccseesseeseeteeeees ppplnfoGet() 2-579 

display PPP link status information. ........... pppInfoShow() 2-579 

delete PPP network interface. .....cccccccsesesseeseseeeseseseeneseseees pppDelete() 2-577 

initialize PPP network interface. 0... cccccsessseseesetesesesteseseseeteneseseees ppplnit() 2-580 

routing protocol. set priority of routes added by ............c routeProtoPrioritySet() 2-655 
examine priority Of taSk. 0... eeesseeeseseeeeeeeeees VXWITask::priority() 2-1032 

change priority of task. oes .. VXWTask::priority() 2-1033 

examine priority Of task. 0... cccceseeeeseeeesesesesteneeeseeenees taskPriorityGet() 2-878 

change priority Of task. oo... ccceseesesseeseseeeeeseseeeneseees taskPrioritySet() 2-878 

get maximum priority (POSIX). ...ccceeeeeeeeneeeeeeenes sched_get_priority_max() 2-667 

get minimum priority (POSIX). occas sched_get_priority_min() 2-667 

set task’s priority (POSIX). oc ccceceesesseeseeeeeseseeteeseeeeees sched_setparam() 2-670 

initialize cache library for processor architecture. ......c.cccsceeeeeeeeseeseseeneseeees cacheLibInit() 2-65 
mode (PowerPC). place processor in reduced-Ppowe «0... oxPowerDown() 2-975 
Bet PLOCESSOL NUMbET. «00... cceceseseeeeeseeseseeseeeeeeeenes sysProcNumGet() 2-854 

set PLOCeSSOL NUMDBET. .......cceeeeeeeeees sysProcNumSet() 2-854 

(SCSI-1). NCR 53C710 SCSIT/O Processor (SIOP) library .......ccceeseseeseseeteesesseneseseeeenees ner710Lib 1-255 
(SCSI-2). NCR 53C710 SCSIT/O Processor (SIOP) library .......cccccessesessseeseteseseeneeseseeeenes 1-256 
NCR 53C8xx PCI SCSII/O Processor (SIOP) library / ....ccecceesseseeseseeseseseeneneseeees 1-257 
return contents of current processor status regiSter/ .......ccceeseesesseteeseseetessseseeeeneseeeeees 2-103 
(SPARC). return contents of processor Status regiSteY ........cccceeseeseseeseseseseetenesees 2-600 
determine processor time in use (ANSI). ....cccceeseeseeeeeeseteeees 2-88 

pass string to command. processor (Unimplemented)/ ......cccceseeeeeseeseeteteseeeeees system() 2-859 
memory. flush processor write buffers tO .......c.ccceseeeeeeeeeees cachePipeFlush() 2-68 

return contents Of PLrOGTAM COUNLKET. ......ccecccesesseeseeeeseeseseeesesssestessseseeeaseeseeeeneseees pe() 2-550 

return contents of next program counter (SPARC). ..cccceesseesseeeseseeesesesteeseeeeeenees npc() 2-534 
change shell Prompt. ......ccccesseessseeseeseseeseseeeeeees shellPromptSet() 2-741 

entry. display login prompt and validate User ........ccccssseseeeeseeteeeees loginPrompt() 2-341 
arameters. prompt for boot line... eee neces bootParamsPrompt() 2-39 

Protocol (ARP) client/ proxy Address Resolution ......:ccccseeeseeeseeseeseeneeseeeees proxyLib 1-297 
Protocol (ARP) library. proxy Address Resolution proxyArpLib 1-296 
initialize proxy ARP. o..ceccceseeeeseeeeseseseeseseseseeseeseseeneneeees proxyArpLibInit() 2-595 

create proxy ARP network. ....cccccseeeeeseeseeseseeeeeseens proxyNetCreate() 2-596 

show proxy ARP networks. ......ccceeeeeeseseeneeseeeeees proxyNetShow() 2-597 

register proxy Client... ceesseeseeeeseees proxyReg() 2-599 

unregister PrOXy ClieME. occ setssesesssseesssesesseesssessseessseeeseens proxyUnreg() 2-599 

delete proxy netWOrk. oo... eeeeeeeeneneeseeees proxyNetDelete() 2-597 

pseudo memory device river. .....ccccesseeeseeseeseseeteeseees memDrv 1-226 

create pseudo terminal... ptyDevCreate() 2-602 

pseudo-terminal driver. .....ccccceeseeseeseseeseseseseeeseseeeeneesens ptyDrv 1-297 

initialize pseudo-terminal Criver. ........ccceeeeeeseeseseseseeeeseseseeteneseseees ptyDro() 2-602 

display meaning of specified PSR value, symbolically (ARM). ......cccceseseeeeeeneeseees psrShow() 2-601 
display meaning of specified psr value, SyMDOI]icAllY/ ....c.ceeeceeseeseseeeeeteeseseeteeseeeeees psrShow() 2-600 
compute quotient and remainder (ANSI). ......cccecsseeeseseseseeteseseeeeeees div() 2-137 

division (ANSI). compute quotient and remainder Of ........ccccscseesseseseseseesseseeteseseseeeenees Idiv() 2-315 
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(reentrant). compute quotient and remainder 2-138 
(reentrant). compute quotient and remainder 2-315 
initialize R3000 cache library. ................ 2-69 

assembly routines. MIPS R3000 cache manageMent .......ccsceeseeseeeeteeseeeenes 1-47 
library. MIPS R3000 cache manageMent .......cccceesseeseeseteseseeeenenees cacheR3kLib 1-47 

return size Of R3000 data cache. oo. eceesesseeseseseseseseseseseateeeees cacheR3kDsize() 2-69 

return size of R3000 instruction Cache. .......c cesses eeteeeeeeeeteeetees cacheR3kIsize() 2-69 

to breakpoint type (MIPS R3000, R4000). /handler ........ cece dbgBpTypeBind() 2-108 
initialize R33000 cache library. .............. cacheR33kLibInit() 2-70 

library. MIPS R33000 cache manageMent «0.0... cacheR33kLib 1-48 

get contents of non-volatile RAM. .....ccccceceeseseeeseesessessssessssesssssssssesesseaseneans sysNvRamGet() 2-852 
write to non-volatile RAM. .....cccccccesesseessessssesesseseesessssessesssssseesesneseenees sysNoRamSet() 2-853 

create RAM disk device. «0.0... ramDevCreate() 2-608 

RAM disk driver). siciicinisanc sein anviin nents estes ramDrv_ 1-298 

(optional). prepare RAM disk driver for USE ........cccceseeseseeseeteeeees ... ramDrv() 2-609 

value of seed used to generate random numbers (ANSI). reset .......cccesseseseseeeseseeeeeseeeees srand() 2-808 
library. raw block device file SYSteM .......cccccseseseeseeeseeteteseeeeees rawFsLib 1-299 

modify mode of raw device VOLUME. 0... ccc rawFsModeChange() 2-611 

disable raw device VOIUME. .......ceeeteeeeeeeteeeeeesenes rawFsVolUnmount() 2-613 

PLOVIde LAW I/O ACCESS. eeeeecscssesesseeseseeteseseeeeseseseseesesesestesessseeeesees fdRawio() 2-196 

GO raw I/O ACCESS. oo..ceeecesscsseesssesseesecsseeeseesseesseesseessee ... ataRawio() 2-24 

provide raw 1/O access. .2s:.2cccsicsesestucisoseecseustiieterstuseserceveeneneeats: ideRawio() 2-257 

Ethernet raw I/O routines and hooks. .........cccccccescessceseesseesseesseesseees etherLib 1-109 

associate block device with raw volume fuUNCtiONnS. ...... cee eeeeeeteteeeeseeeeteenees rawFsDevInit() 2-610 
repare to use raw VOLUME LibTALY. 0.0... cece seteseseeteseseseeeeneseseeenesees rawFsInit() 2-611 

from ASCII string (ANSI). read and convert characters sscanf() 2-808 
from standard input stream/ read and convert Character .......:.cccesesseseeseeseseseseeteeseeeeees scanf() 2-666 
from stream (ANSI). read and convert characters ......c.cccccssesesseeseseeseseseseeeseens fscanf() 2-222 

TOA Dusters i5.cssc..gtearapdeesendschosel gascrbaneesecvennentbeiabenenesene fioRead() 2-204 

device. read bytes from file OF ......ccceesseesesseseseseeeetessseeseseseseeeeeseseeeees read() 2-614 

tapedevice. read bytes or blocks from SCSI... .. scsiRdTape() 2-689 

inputstream (ANSI). read characters from standard .......cccccsesesseeseseeseteseseeneneeees gets() 2-242 

from requested NFS device. read configuration information... nfsDevInfoGet() 2-524 
register (MIPS). read contents Of CAUSE ......cscescseseeseeseseseeneseseetensseseeenees intCRGet() 2-277 
register(MIPS). read contents of status intSRGet() 2-283 

read data into array (ANSI). .......ccsccesseesseseeseseeseseeseeseseeseees fread() 2-220 

read entire serial rom. ......cccceeeeeceeseeeeeeeeeeeeeee dcReadAllRom() 2-112 

do task-level read for tty AeViCE. ..eecceeecscesesseeseseeeeeseseeseneseseeneneseseenenes tyRead() 2-932 

read from PCI config space. .....cceeeeceseseees aic7880ReadConfig() 2-6 

read line with line-editing. 0.0.0... ccceesseeseseeteseseeeeenees ledRead() 2-317 

integer) fromstream. read next Word (32-Dit ....cccesseeeseeseeseseeteseseseetensseseeeneseees getw() 2-244 
(POSIX). read one entry from directOry ......cceecsesseeeseeseeseseeeees readdir() 2-614 

initiate asynchronous read (POSIX). ..cceececsesesesesesseeseeessesessseseenessseseeeseseeeess aio_read() 2-11 
command to SCSI device and read results. /REQUEST_SENSE .......... .. scsiReqSense() 2-691 
blockdevice. read sector(s) from SCSI wo. eeeeseeeeeeseneeeeeeseeeeeeees scsiRdSecs() 2-688 

characters fromstream/ read specified number Of .......c.ccccesssesesseesssseseeseseeseseseseesenees fgets() 2-201 
read string from file. .....cccceeseesseseeseseeeseeeeeeeneeees fioRdString() 2-203 

read to PCI config space. .....cccsseseeeeeeeee aic7880WriteConfig() 2-7 

ROM. read two bytes from serial ..............0. dec21140SromWordRead() 2-114 

device. issue READ_CAPACITY command to SCSI ............. scsiReadCapacity() 2-689 
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Set file read /Write POINtEL. 0... eeteseseseeeeeesesesteneseseseesees Iseek() 2-349 

notify dosFs of change in ready Status. ......ccccccsesesseeseseeteeseseeeneseeees dosFsReadyChange() 2-146 
notify rawFsLib of change in ready status. 0... cceeceseeeeeeseseseeteeeseseenenesees rawFsReadyChange() 2-612 
notify rtl1Fs of change in ready status. ..........cc esses eee eeeseeseseeneeees rt11FsReadyChange() 2-662 
notify tapeFsLib of change in ready status. .......... cece eeseseeeseeesens tapeFsReadyChange() 2-863 
check if task is ready tO TUM. wees eeeeeseeeseeseeneneenees VXWITask::isReady() 2-1030 

check if task is ready tO TUN. .eeeececesseeseseseeeeteseseeeesesseeeeeessseeeeneseeees taskIsReady() 2-874 

(ANSI). reallocate block Of MEMOTY .....ccccseseeseeseeeeeseseeteeseeeeeey realloc() 2-615 

from shared mem system/ reallocate block Of MEMOTY «0... smMemRealloc() 2-763 
partition. reallocate block of memory in .............. VXWMemPart::realloc() 2-991 

specified partition. reallocate block of MEMOTY iN... memPartRealloc() 2-426 

add routine to be called at rebOOt. wee eseeseesseseneeeeseseeeeeeseseseeesssseeeneeseeeees rebootHookAdd() 2-616 
reboot SUPPOTt LiDTATY. 00.0... cece esesteseseseeteeseseeeens rebootLib 1-303 

receive data from SOCKet. ......sesesseeseseteseeseseeeeetseneeseeeseseeeees recv() 2-617 

socket. receive data in zbuf from TCP... ccc zbufSockReco() 2-1080 

queue. receive message from Message .........scceee VXWMsgQ::receive() 2-1004 

ueue. receive message frOM MESSAGE .......eeseeseeseeeeeeseeees msgQReceive() 2-462 

queue (POSIX). receive message from MESSAGE «0.0... eects mq_receive() 2-451 

receive message from SOCKet. .....cceeecceeseeseeseseeteeseeeeees recvfrom() 2-618 

receive message from SOCKet. .....cccceecsesseseeseeeeneeseeeees recumsg() 2-618 

UDPsocket. receive message in zbuf from «0... zbufSockRecvfrom() 2-1081 

of DUART auxiliary control register. return CONtENtS oo... tees eseeteeseeeenenes m68681Acr() 2-390 
in DUART auxiliary control register. set and clear Dits ..........ccceeeeeeeeeeee m68681AcrSetClr() 2-390 
of DUART interrupt-mask register. /current CONtENES ........cceeseeteeseeteteseseetenees m68681Imr() 2-392 
bits in DUART interrupt-mask register. set and Clear .........ccccseeseeeeeeeeeeeees m68681ImrSetClr() 2-392 
output port configuration register. /state of DUART 0.0... cccceceeseeseeeeeeneees m686810pcr() 2-393 
output port configuration register. /clear bits in DUART ..............00 m686810pcrSetClr() 2-394 
state of DUART output port register. return CULTENE .....ceceeeeeseseeteseseeteseseseeeenestens m686810pr() 2-394 
bits in DUART output port register. set and Clear ........ceeeeeeeeeeeneeees m686810prSetClr() 2-395 
Get content of CR4 register. ......ccccccesseesseseeseseeseseesessessssessssesseneenenees pentiumCr4Get() 2-558 

Set specified value to CR4 register. ....cccccseessesseseeteseseseeesessseetessseseenenseeeeeees pentiumCr4Set() 2-558 
specified MSR (Model Specific Register). get content Of 0... pentiumMsrGet() 2-559 
MTRR (Memory Type Range Register). disable ..........ceeeees ... pentiumMtrrDisable() 2-560 
enable MTRR (Memory Type RangeRegister). .........ccsceessesesessetessssseesseseseeesseees pentiumMtrrEnable() 2-560 
get PCMCIA configuration register. .......c..ccccsesseseeessssesseseesesseseseesesssseeneeeeseens cisConfigregGet() 2-85 
set PCMCIA configuration register. ........cccce esses essesesseseeseseeseseesesseseeessenes cisConfigregSet() 2-85 
(MC680x0). return contents of register a0 (alSO al - a7) w.seseescesesesseesesesteseseseetesssesteeseseseeeseseens a0() 2-1 
of current processor status register (ARM). /CONtENtS «0... cccecsesseeeseeteseseseeeseseseeneneeeees 2-103 
(MC680x0). return contents of register dO (also d1 - 7) ...eececeeeseeteeseseeteeseeeeeees 2-108 
return contents of register edi (also esi - eax)/ ass 2-150 

return contents of register fp (1960). ....cccccceesesseeseseeeeeseseetesessseseesessssseesessseseeesseees fp() 2-209 

(i960KB,/ return contents of register fp0 (also fp1 - fP3) ..ccceeceesesseseseseseeseseseseenessseeteneseeees 2-209 
(SPARC)/ return contents of register g0, alsO 91 - O7 w.eccesescesssesesteseseseetessseseeeneeeeeees 2-238 
(SPARC). return contents of register i0 (alSO i] - 17) .eeeseeeeeeseeteteeseeteseseeeeteneeees 2-253 
return contents of status register (1386/1486). ......cccesseeseeeesesseseeteseseeeeseseseseeneees 2-152 
return contents of acw register (i960). ....cccceceseeseteseseeseeseseseeesssesteneneseeeeneees 2-4 

return contents of pcw register (i960). oc cccceceseseeseseseseeteseseseeessseeeeensseseenees 2-556 

return contents of tcw register (1960). ....ccccceessesseeseseeteseseseeensseseetensseseeneees 2-897 
(SPARC). return contents of register 10 (also 11-17) ..eeeseeseseeseeseteseseeteseseseeneneeees 2-312 
return contents of status register (MCO680X0). .....cceeeceesesseteseseeteseseseetenesesesensseeeenessseeeesenes sr() 2-806 
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1386/1486). set task status register (MC680x0, MIPS, .....ccesceeseeeeeseeeenes VXWTask::SRSet() 2-1037 
1386/1486). set task status register (MC680x0, MIPS, .....ccccceseseeseseeseeeees .. taskSRSet() 2-886 
read contents of cause register (MIPS). .....ccccsceeseeseesessssesesssessensseseeensseseeenees intCRGet() 2-277 

write contents of cause register (MIPS). ....cccscsessssssesesseeseseesesesssesseneseseeseeseseseens intCRSet() 2-277 

read contents of status register (MIPS). .....ccccssseseseseeseseseseetessseseeessseseenenseeseeees intSRGet() 2-283 
update contents of status register (MIPS). .....cccssessessseseeseseseeseesssesessessseseeeseseeeens intSRSet() 2-283 
initialize default task status register (MIPS). .....c.cccscsesesseseesesseseeseseeeseeeseees .. taskSRInit() 2-885 
(SPARC). return contents of register 00 (alSO 01 - O7) .eccceseeeseseseetesesesseeseseesetesssesteneseeeeeeees 00() 2-541 
return contents of register PfP (1960). ....ccccesesseeeseesesseseetesessseeeesssssesteneseeeeeenestees pfp() 2-569 

Tegister PrOXxy Client. .....cscesssssesssseesssesssseessesesssesssenseneees proxyReg() 2-599 

(ARM). return contents of register r0 (also 11 - 114) ec eeeeeseeeeesesteeseseetetenesesteeneseneeees r0() 2-606 
(i960). return contents of register r3 (also r4 - 115) oo. eeeeeseeeeteeeeeeee 73() 2-607 
return contents of register rip (1960). occ ceessesessesesseeeeseseeneeee rip() 2-632 

return contents of register SP (1960). ....cccseesessesessesesseseeseeeeseseeneeee tsp() 2-924 

of window invalid mask register (SPARC). /content ........cccseeeseeeeeees wim() 2-1064 
return contents of y register (SPARC). ....ccccsesssseseseesesssesseeseseesesssssessesssesessensseseeneneeees y() 2-1067 

contents of processor status register (SPARC). return .0......cceeeeceeeeeeeeeeee psr() 2-600 
display dec 21040/21140 status registers 0 thru 15. oo. ceesseseeneseeeseeseseeneeees dcCsrShow() 2-111 
Set task’s TEGIStELS....iccccccusssiiescevtsraresctaveresteavesseseures VXWITask::registers() 2-1033 

display contents of task registers. ......c.cccscsesseseseseeseseseseeseseseseesessseseenenesees VXWTask::show() 2-1035 

of all readable WD33C93 chip registers. display ValUeS ........ccccesseseeeeeeeteeeeees wd33c93Show() 2-1054 
of task’s floating-point registers. print CONtENES «0... ccs fppTaskRegsShow() 2-214 

of all readable MB87030 SPC _ registers. display values ..........cceccseeeeeeeeees mb87030Show() 2-407 
MOdify: “TESIStENS.. issih pees ested ieee aetna tea eiteieceeretieerses mRegs() 2-454 

all readable NCR 53C710 SIOP registers. display values of .... ncr710Show() 2-491 
all readable NCR 53C710 SIOP registers. display values Of ........:ccesseeeees ncr710ShowScsi2() 2-492 
all readable NCR 53C8xx SIOP registers. display Values Of ......cccsesseseesseteeseeeenees ncr810Show() 2-496 
of all readable NCR5390 chip registers. display ValUeS ..........cccescessestestestesteseeseenes ncr5390Show() 2-500 
(Machine Check Architecture) registers. ShOW MCA ou... eeceeceeceeseeeteseeeeeees pentiumMcaShow() 2-558 
specified MSR (Model Specific Registers). set ValUe tO .......ccceeeseseeesseeeseseeneseens pentiumMsrSet() 2-559 
Set taSk’s TePISteTS..ccseecc.cNessistees Aecnean tates dite easeancs costal coteeedeeandesatess taskRegsSet() 2-879 

display contents of task’s registers. ........ccccssceeeeeeeeeee taskRegsShow() 2-880 

set hardware-dependent registers for NCR 53C710. .........06 ncr710SetHwRegisterScsi2() 2-490 

set hardware-dependent registers for NCR 53C710 SIOP. .......... ncr710SetHwRegister() 2-489 

set hardware-dependent registers for NCR 53C8xx SIOP. ........... ncr810SetHwRegister() 2-495 

get floating-point registers from task TCB. 0... fppTaskRegsGet() 2-213 

get task registers from TCB. oo... cccscseessesesseseeseeeeens VXWITask::registers() 2-1034 

get task’s registers from TCB. ....cceccseeesesssseeseesesseeseseeeeesees taskRegsGet() 2-879 

set floating-point registers Of taSk. 0... .cceesseeeeeeeeeseseeneseeeeeeees fppTaskRegsSet() 2-214 

create and initialize release 4.x binary semapPhoFe. .........ccccesseeeeseeseeeetees semCreate() 2-710 

library. release 4.x binary SeMaPhOTe .........:ccescssesseeeeseseseeteseseeeees semOLib 1-344 

semaphore is available. take release 4.x semaphore, if ........ccceseesessseseeseseseeteseseseeeenees semClear() 2-710 
device. issue RELEASE command to SCSI oo. eesesenseeeseseneeees scsiRelease() 2-690 

device. issue RELEASE UNIT command to SCSI ....... scsiReleaseUnit() 2-690 

compute quotient and remainder (ANSI). .....ccccsccsssesssesesseneseseseesesssesesnessseeseeseseeenens div() 2-137 
compute quotient and remainder of division (ANSI). .....:.cececeeeeees 2-315 
compute remainder of x/y (ANSI). ...ccccseseeseeseeseeseeeees 2-206 

compute remainder of x/y (ANSI). ...... 2-206 

compute quotient and remainder (reentrant). ........... 2-138 
compute quotient and remainder (reentrant). .......cccceeseeseseesesseseeseseseseeteneseseeeenens Idiv_r() 2-315 
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remote Command Library. .......cccccessesesseseeseseseseeneseseneeneseess remLib 1-304 

create remote file device. 0... ... netDevCreate() 2-507 

install network remote file AriVer. oes eee eeteeeeseseeeeetscseeseeeseeceeeeaees netDro() 2-507 
network remote file I/O driver. oo. sceseseseeeeseseneeetseeeeenesneneees netDrv_ 1-263 

log in to remote FTP Server. ......c.cceeecseseseeseeseseeeseseseeeseseseesensesees ftpLogin() 2-234 

exported file systems of remote host. display ......ccccccseesseeeeeeeeeseseeeees nfsExportShow() 2-528 
log in to remote HOSt. ce ccceeeeeseeeeeeeeeeeteeees rlogin() 2-644 

test that remote host is reachable. .........ccccesseseseseesetesesessessseseesensseseees ping() 2-570 

display current remote identity. ....... ccc eseseeessseseeessseeeeneees whoami() 2-1064 
VxWorks remote login daemon. ......cccceeseseeseseseseeteseseseeesesesnenessseees rlogind() 2-644 

initialize remote login facility. ...... .. tlogInit() 2-645 

remote login Library. oo... ccsesesseseeseeseeseseeeeseseseeeeseseseeeenenees rlogLib 1-308 

execute shell command on remote Machine. .......ceeeseesessseteeeeeeseeseeesescseeeeeeseseneneeseneeeeens remd() 2-613 
supportlibrary. Remote Procedure Call (RPC) ....ecccceseessssesseteseseeseeseeeeenes rpcLib 1-310 
retrieve current time from TreMOte SOUTCE. .....ececeeseeeeseeseeteeseseees ... sntpcTimeGet() 2-795 
get file from remote SYStOM. 0.0.0... ccc esses seseeessessesesseseeseseeneeeeneaees tftpGet() 2-902 

put file to remote system. ..... w tftpPut() 2-905 

send TFTP message to remote SYStEM. ........ccccecesseeeseesesseseseeseeseseeseseeseseeseseeseenes tftpSend() 2-906 
set remote user name and PasswoOtd. .....cscceseeseeseeseeseeseeeeeenees iam() 2-254 

set remote user name and password. ......ccceeeeeeeeeees remCurldSet() 2-620 

from RIP interface. remove authentication hook ...........ccceeee ripAuthHookDelete() 2-636 
parametershandler. remove configuration... dhcpcEventHookDelete() 2-122 
TEMOVE GiLeCtOLy: csi. cacceessseissctscideccibenstudasstaaassiseddescenspitvticises rmdir() 2-646 

remove driver from MUX. ..........0 .. muxDevUnload() 2-475 

remove files: ava seith cenidcttangernsavasien aie es tees rm() 2-645 

remove file: (ANSI) sis s.ssssescenege caeutecsdeapenenvted corstaceuethchceentsee remove() 2-621 

list of exported file/ remove file system frOM ........cccceeseeeeeseseeteseseeeeees nfsUnexport() 2-531 
remove I/O river. oo. ceeeseseeseceeseseseeeeeeeeeeeeeeeees iosDrvRemove() 2-295 

remove message queue (POSIX). ......ccscecesseeeseseeseees mq_unlink() 2-454 

(POSIX). remove named semaphore ..........cccesesseeeseseeeeeees sem_unlink() 2-724 


memory name database (VxMP/ 
memory objects name database / 
timer (POSIX). 

table. 

table. 

RIP interface. 

task. 

task. 

interface. 

spawn task to call function 

call function 

device and read/ issue 

disable task 

enable task 

device. issue 

device. issue 


coprocessor context. 
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VxXWSmName::~VXWSmName() 2-1021 
smNameRemove() 2-768 
timer_delete() 2-913 
VXWSymTab::remove() 2-1025 
symRemove() 2-838 

ripLeakHookDelete() 2-639 
VXWTask::varDelete() 2-1041 
taskVarDelete() 2-892 
.... ripSendHookDelete() 2-643 


remove object from shared 
remove object from shared 
remove previously created 
remove symbol from symbol 
remove symbol from symbol 
remove table bypass hook from .... 
remove task variable from 
remove task variable from 
remove update filter from RIP 


repeated ys :..:sisiiscsaiaesieasha isd aiihaacsitiaseaatenisies repeat() 2-622 
Tepeated ly. ioc. Ad ecrveesivercisesstess tee ewia track repeatRun() 2-622 
REQUEST_SENSE command to SCSI ou... scsiRegSense() 2-691 
PESCHEAULNG . .c cvecscsessestevssessvessecssteecsdeveseattatscctsocsescancversess taskLock() 2-875 
TESCHEAUIING. oo seeecececeeseeseeeeeeeteeseeeenes ... taskUnlock() 2-890 
RESERVE command to SCSI o....ceececccesseeseeeseesseeseeeees scsiReserve() 2-691 
RESERVE UNIT command to SCSI .......e eee scsiReserveUnit() 2-692 
Testart task. ....cccccccccccsscssesscsscsscsssessssscssessessesseees VXWITask::restart() 2-1034 
restart task: 020.28 2h oie ads these Sea Re ideticks taskRestart() 2-881 
restore floating-point fppRestore() 2-211 
TESUME ASK. .......ceceeccessessccsscesscsssecsscsssesssesssenees VXWTask::resume() 2-1035 
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TESUMEaSKS wiles h Neches taskResume() 2-881 

resume task. tr() 2-922 

issue REWIND command to SCSI device. .......c.cccceneees scsiRewind() 2-692 

number of free bytes in ring buffer. determine ...........ccceeee VXWRingBuf::freeBytes() 2-1010 

get characters from ring buffer. ...... cece es eseeeseseeteeseseeteneseees VXWRingBuf::get() 2-1010 
determine number of bytes in ring buffer. 0... eeeeseeseeteeseseeeeeeees VXWRingBuf::nBytes() 2-1012 
put bytes into ring buffer. occ eeeeeeeeeseeeeteseseeteeneeees VXWRingBuf::put() 2-1012 

create empty ring buffer. .......c cece VXWRingBuf::VXWRingBuf() 2-1013 

delete ring buffer. oo... VXWRingBuf::~ VXWRingBuf() 2-1014 

get characters from ring DUffeL. occ ese eseeteseseseeeseseseeseseseseenenesseeeees rmgBufGet() 2-646 

put bytes into ring buffer. 0... eeseesee ees eseeeeeeeseseeseneseeeeeeneneseeees mgBufPut() 2-647 

create empty ring buffer. occ esesteeseseseeseseseseesensseeeenensseees mgCreate() 2-647 

delete” ring Differ. 22. c.jcccie. cecceeenssteesavietnpnlstetsaudeen tethered rngDelete() 2-648 

number of free bytes in ring buffer. determine .........ccccceeeseeeeeeeeteeees .. mgFreeBytes() 2-649 
determine number of bytes in ring buffer. oo... eeseesee sees eeeeeeeseseseeseseeeeeeneesseeees mgNBytes() 2-651 
Ting buffer ClaSS. ....c.cecsseeseeseeseseeeseseseeeseseeneneseeeeees VXWRingBuf 1-422 

make ring buffer empty. ......0.....00 VXWRingBuf::flush() 2-1009 

make ring buffer CMPty. ......cccccceeseesesseeeeneeseseeeseseeeeeneseeees mgFlush() 2-648 

test whether ring buffer is EMPty. .......cccceeeeeeees VXWRingBuf::isEmpty() 2-1010 

test if ring buffer is CMPty. .....ceceeseeseeeseeteeseseeteeseeeeeees rmgIsEmpty() 2-649 

room). test whether ring buffer is full (no MOTE ......... eee VXWRingBuf::isFull() 2-1011 

room). testif ring buffer is full (NO MOTE oo... eee teteeseeteteseeeeees rmglIsFull() 2-650 

library. ring buffer SUDrOUtINE «0... cece ese ee esesteeeeseseseeseseeeeeesenees mgLib 1-308 

ring/ put byte ahead in ring buffer without moving ............... VXWRingBuf::putAhead() 2-1013 

ring/ put byte ahead in ring buffer without MOVING .......c cece mgPutAhead() 2-651 
advance ring pointer by n bytes. ...........cc VXWRingBuf::moveAhead() 2-1011 

advance ring pointer by n Dytes. .....cccseeeseeseeeeteeeeetenees mgMoveAhead() 2-650 

in ring buffer without moving ring pointers. put byte ahead ............. VXWRingBuf::putAhead() 2-1013 
in ring buffer without moving ring pointers. put byte ahead «0... rmgPutAhead() 2-651 
routing table maintained by RIP. display internal ............cccccesesesseseseseeeeteseseees ripRouteShow() 2-641 
add hook to bypass RIP and kernel routing tables. ............ccce ripLeakHookAdd() 2-639 

interface changes. alter RIP configuration after .............. ripIfReset() 2-638 
return contents of register Tip (1960). ....ccsccsseseseseeseseseseetessseseeessseseesesesssesesessseseessssseseenesseees rip() 2-632 
add authentication hook to RIP interface. .....ccceeesssesesseseseseseessesesseneseseees ripAuthHookAdd() 2-633 
authentication hook from RIP interface. reMOVE .......cceeeeeeeeeeeeeseeees ripAuthHookDelete() 2-636 
remove table bypass hook from RIP interface. «0.0... ripLeakHookDelete() 2-639 
add update filter to RIP interface. 0... ccceeseeseesesseteseseseeeseseeneneeees ripSendHookAdd() 2-642 

remove update filter from RIP interface. .......cccceceseseeseeseeeeteseseeeeseseens ripSendHookDelete() 2-643 
terminate all RIP processing. ........cccccseesseeesesesseseeeseesesseseeseereees ripShutdown() 2-643 

initialize RIP routing library. 00.0... ccs esesseeseseeeeeseseeneneeees ripLibInit() 2-640 

Routing Information Protocol (RIP) v1 and v2 library. ......ccccceeeseeseeseseseseeseseseseeeseeeeeenees ripLib 1-306 
read entire serial: VOM. .:.ic:sssiississcetsactsssssssscstlevicssestetiobssssensusteeasentates dcReadAllRom() 2-112 

read two bytes from serial ROM. ....ccccscssessessseseesetsssseenessseseeeneseees dec21140SromWordRead() 2-114 
display lines of serial ROM for dec21140. ....cccececcesesteseeteeeteseeteseeeseeneeeens dcViewRom() 2-112 

generic ROM initialization... ccc ee eeteseseseeeseeeeeeeees romStart() 2-652 

ROM initialization MOdUuIe. ......cccesseseeseeeeteeseeteeeeeeeees bootInit 1-29 

(SPARC). ROM MMU initialization 0. eeeeeeeeetereees mmuSparcILib 1-237 

transfer control to ROM monitor, .......ccccececesseeeseseeseseesessesssseseeneseeseans sysToMonitor() 2-860 

initialize MMU for ROM (SPARC). u... ce eeeseseeeeseteeeeeeseseeeteeneeeeees mmuSparcRomInit() 2-434 

boot ROM subroutine library. 0... eeeeeeseseseeeseeeeeenens bootLib 1-30 
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configuration module for boot ROMS. System ......cccccsseseeseseseseesessseseeessseseeneseseeeeseseens bootConfig 1-29 
and transfer control to boot ROMS. reset network devices .......c cece tenet ee tenete reboot() 2-616 
LOOU TASK. Sisssivinnianee akties hots usrRoot() 2-950 

integer. round number to nearest iround() 2-303 

integer. round number to nearest .. troundf() 2-303 

integer. round number to nearest ........ccceecsesseesseseeseseeeseeeeeeneeeees round() 2-652 

integer. round number to nearest roundf() 2-653 

enable round-robin selection. kernelTimeSlice() 2-310 

Ad» LOULC secssisivestevcrns seco acseacaviseedaeavedsnsvscotevecstovdconesenna se routeAdd() 2-653 

Celete: LOUtey oes cecaisscecsess tases hes depen sdecancsturnessueressbapseseastepaanttecness routeDelete() 2-654 

delete route from routing table. occ mRouteDelete() 2-456 

delete route from routing table... mRouteEntryDelete() 2-458 

(OSPF Opt.). delete external route imported into OSPF ....... ccc ospfExtRouteDelete() 2-546 
Opt.). import external route into OSPF domain (OSPF ..........cccee ospfExtRouteAdd() 2-545 
network route manipulation library. ........cccccceeeseeseeteeseseeeeeseees routeLib 1-309 

network. add route to destination that is 0... routeNetAdd() 2-655 

add protocol-specific route to routing table. ..............0 mRouteEntryAdd() 2-457 

OSPF version 2 (RFC 1583) routing facilities (OSPF/ ......cccsesssseeseeseeseseeeeeseeeeeseeeeeeees ospfLib 1-275 
(RIP) vl and v2 library. Routing Information Protocol ........cccceeseeseseeeseseeeeteseeeees ripLib 1-306 
initialize RIP routing library. ........ccccesesseseeseeeeeseseseeneseseseeeseseseeseseess ripLibInit() 2-640 

function to initialize OSPF routing (OSPF Opt). ..ccccccseeseeseseeseseeeseseseenessseseeesesees ospfInit() 2-546 
priority of routes added by routing protocol. set ......... cscs routeProtoPrioritySet() 2-655 
display routing statistics. 0.0... eeeesesesseseeseees routestatShow() 2-657 

delete route from routing table. oo... cece eeeseeneseeseeneseeneaes mRouteDelete() 2-456 

add protocol-specific route to routing table. 00... esse eeee sees ceseeeeseeneens mRouteEntryAdd() 2-457 
delete route from routing table. .......ccccceesseeeeeeeeeseseeteseseeeees mRouteEntryDelete() 2-458 

print entries of routing table. ......... ccc esses eseeneneseeeeeees mRouteShow() 2-458 

get MIB-2 routing table entry. 0.0.0.0... ccc m2IpRouteTblEntryGet() 2-367 

set MIB-II routing table entry. ..........cc cesses m2IpRouteTblEntrySet() 2-368 

RIP. display internal routing table maintained by «0.0.0... ripRouteShow() 2-641 

hook to bypass RIP and kernel routing tables. add ......cceccesseseeeeeteeeeeeees ripLeakHookAdd() 2-639 
display host and network routing tables. 0... ccs seeeseseseeseseseseesessseseeesseeeeees routeShow() 2-656 
initialize: “RPC package. sit. cccscatsescccissidsccticenecduecses cones veerteisiucsecarscte rpcInit() 2-657 

initialize task’s access to RPC package. .....ccccscesseseseeseeseseesesssseetessseseeneneseeenees rpcTaskInit() 2-658 
list contents Of RT-11 directory. .....cccccceesseeseseeseeseseseesessssseeessseseeeseeeseeees IsOld() 2-349 

system library. RI-11 media-compatible file ........ceceeeseeeeeeteeeeeeeees rt11FsLib 1-311 

fragmented free space on RT-11 volume. reclaim ......c.ccceeeseseseseeseseseseesesesesteneseseees squeeze() 2-805 
initialize rt11Fs device Aescriptor. .....ccccecesesseeeseeeeteseseees rt11FsDevInit() 2-659 

initialize device and create rt11Fs file SySteM. ........sccsceesesseseseseeeeeseseseseseseeeeseseens rt11FsMkfs() 2-661 
set rt11Fs file system date. 0... ccccceseeesesseeeseeeeeeene 1t11FsDateSet() 2-658 

Prepare to use rt11Fs IDrary. oes eeeeeseseseeseseseeeeneseseseeneseens rt11FsInit() 2-660 

status. notify rtl1Fs of change in ready 0.0... cece rt11FsReadyChange() 2-662 

modify mode of rt11Fs VOLUME. .....cccceeeeeeeeeteeseeeeeseeeeeeees rt11FsModeChange() 2-661 

make calling task safe from Celetion. ........cccceeeseseseseeseeseseesessseseeneeseseeees taskSafe() 2-882 


partially initialize WD33C93 
and partially initialize 
user-specified fields in 
initialize 

initialize 

handle 
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SBIC structure. create and 
SBIC structure. create 


m68332DevInit( ) 
m68360DevInit( ) 
SCC INGEMTUPE:: «5:22 heeiniieacke, wal ewend Seaaeves: m68332Int() 


wd33c93CtrlCreate() 2-1050 
wd33c93CtrlCreateScsi2() 2-1051 
wd33c93Ctrlnit() 2-1053 


2-386 
2-387 
2-387 
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handle SCC interrupt. oc ccc eeeeseseseeteeseseeeeenseeees m68360Int() 2-387 

Controller driver. Z8530 SCC Serial Communications z8530Sio 1-443 
Motorola MC68360 SCC UART serial driver. 0... eeeesceeeeeeeeeeeeeseneneeeeees m68360Sio 1-211 

define logical partition on SCSI block device. occ: scsiBlkDevCreate() 2-673 

read sector(s) from SCSI block device. .c.eeceeessseceseseseseseseseceseetseseseeteneees scsiRdSecs() 2-688 

write sector(s) to SCSI block device. «0... ee ... scsiWrtSecs() 2-702 

pulse reset signal on SCSI DUS. .....ccseseeeteeeeeeenes scsiBusReset() 2-674 

WD33C93/ assert RST line on SCSI bus (Western Digital ..... sysScsiBusReset() 2-855 
system SCSI configuration. .......ccccseesseeeseseeseseeeeeeneeeees sysScsiConfig() 2-855 

all devices connected to SCSI controller. configure ...........ccccseseeeneeeeee scsiAutoConfig() 2-672 

physical devices attached to SCSI controller. list .......ccccccssesesseseesseseesesseseseseeeeenees scsiShow() 2-695 
(SCSI-1). NCR 53C90 Advanced SCSI Controller (ASC) library 0.0... ... ncer5390Lib1 1-258 
(SCSI-2). NCR 53C90 Advanced SCSI Controller (ASC) library ......ccccceeeeeseeeeeees ncr5390Lib2 1-259 
notify SCSI manager of SCSI (controller) event. 0.0.0... scsiMgrEventNotify() 2-682 

send event to SCSI controller state machine. ........:cccee scsiMgrCtrlEvent() 2-681 

enable double speed SCSI data transfers. .......ccccesseseeseeseeseeeees aic7880EnableFast20() —_2-5 

issue ERASE command to SCSI device. ...ceesesessecseeesseseeseeescseeeeseseessersesceeseeseaeees scsiErase() 2-677 

issue FORMAT_UNIT command to SCSI device. oo... eesessesesseseseeseseeceeeeeseeeeseeeeeeeneeeeeees scsiFormatUnit() 2-677 
issue INQUIRY command to SCSI device. ...ccccccessssssesseessseseseeessseeeenssssessenesseeeeeneases scsilnquiry() 2-679 

issue LOAD/UNLOAD command to SCSI device. ....ceeecssessseeseeeeeeseseeeessscsenesssseessenacsees scsiLoadUnit() 2-680 
issue MODE_SELECT command to SCSI device. oo... eeeseeesesesseeeseseeeneesssesenereeseeseeeees scsiModeSelect() 2-684 
issue MODE_SENSE command to SCSI device. oo... cceesssssssssseeeeesescseteneeceeneneeeeeneneees scsiModeSense() 2-684 
READ_CAPACITY command to SCSI device. issue «0.0.0... scsiReadCapacity() 2-689 
issue RELEASE command to SCSI device. wo... eeseseseseeseeseeseseseeseeescseeeeeeseeeeeeesaeees scsiRelease() 2-690 

issue RELEASE UNIT command to SCSI device. ....c.cesesesesssesesesesereseseseseneneneneneseneneaenees scsiReleaseUnit() 2-690 
issue RESERVE command to SCSI device. oi. ceesessseseeseseseeseseseneeessenseensesesesesessenee scsiReserve() 2-691 

issue RESERVE UNIT command to SCSI device. oo... seeeeneeseseeeeeeeesseseneeaeaeeees scsiReserveUnit() 2-692 
issue REWIND command to SCSI device. wee cesesessseesesesesseseseseeenecseeeeeeesscseneearaes scsiRewind() 2-692 
command to SCSI device. READ_BLOCK_LIMITS .. scsiSeqReadBlockLimits() 2-694 

tape on specified physical SCSI device. MOVE .....ccccsesseseessesesssesesnessseseesesssesseesessees scsiSpace() 2-696 
START_STOP_UNIT command to SCSI device. issue ...........0..0. scsiStartStopUnit() 2-696 
TEST_UNIT_READY command to SCSI device. isSue oo... ccc cent reeeneneee scsilestUnitRdy() 2-700 
issue REQUEST_SENSE command toSCSI device and read results. ........ cece scsiReqSense() 2-691 
File. Adaptec 7880 SCSI Host Adapter Library ........cccccesesseeseseeteeeeeeens aic7880Lib 1-1 

SC@ST initialization. siscsc...:.iscsssscsssssessssateddensseessesbepiastsersgesations usrScsi 1-413 

library (SCSI-1). NCR 53C710 SCSII/O Processor (SIOP) ...c.csseeseeeeeseseseeneees ... ner710Lib 1-255 
library (SCSI-2). NCR 53C710 SCSII/O Processor (SIOP) .....ccceessessseseetessseseeseseseeeens ncr710Lib2 1-256 
library / NCR 53C8xx PCI SCSI I/O Processor (SIOP) ....c.ceccsecesesseseseseeneeseseeeseeeeees ncer810Lib 1-257 
Computer System Interface (SCSI) library. Small .......cccecseeseseseseeeeneeseseeteseseeeeeseseeeenes scsiLib 1-332 

for all devices (SCSI-2). SCSI library common commands ........eeceeee scsiCommonLib 1-330 

devices (SCSI-2). SCSI library for direct access ....c.ccsccsssseeseseseseenesesees scsiDirectLib 1-331 

/Computer System Interface (SCSI) library (SCSI-1). ....ccceeceseeseeeseeteteseseeneseseeeenesseeens scsilLib 1-320 
/Computer System Interface (SCSI) library (SCSI-2). ..c.ccceesseseseseseeseeseseenesseeeeeneeeeees scsi2Lib 1-324 
initialize fields in SCSI logical partition. .......cccccceeeseeeeeeneeeeeees scsiBlkDevInit() 2-673 

show status information for SCSI manager. ........ccccsseesseesseseeseseeeseeseseeseeneeeeees scsiMgrShow() 2-682 

SCSI manager library (SCSI-2). occ scsiMgrLib 1-333 

(controller) event. notify SCSI manager of SCSI ........c cece scsiMgrEventNotify() 2-682 

perform post-processing after SCSI message is Sent. .......ccceseseeeeeneeeeeees scsiMsgOutComplete() 2-685 
target. handle complete SCSI message received from scsiMsgInComplete() 2-685 

configure SCSI peripherals. .......ccccccssesseeeseeeeseseseseeneseens usrScsiConfig() 2-951 
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structure. create SCSI physical device ....ccccccsseseeseeseeeeneees scsiPhysDevCreate() 2-686 

structure. delete SCSI physical-device «0.0... scsiPhysDevDelete() 2-687 

initialize on-board SCSI port. ..ccecccssessessseseesesesesesseessssseeessseseeessseeeeneees sysScsilnit() 2-857 

library. Fujitsu MB87030 SCSI Protocol Controller (SPC) ....ccceeseeeseeeeeeneees mb87030Lib 1-223 
library (SCSI-2). SCSI sequential access eVice ......ceesssesseseseseeseteseseees scsiSeqLib 1-334 

create SCSI sequential device. .......cccceceeseeeeeeees scsiSeqDevCreate() 2-693 

write file marks to SCSI sequential device. .......ccceeeseeseeseseeeeees scsiWrtFileMarks() 2-701 

read bytes or blocks from SCSI tape device. ...c.cccccceesseseeseseeseseseseeneseseeneesseeeees scsiRdTape() 2-689 
issue MODE_SELECT command to SCSI tape device. .....c.ccsseesseseeseees scsilapeModeSelect() 2-697 
issue MODE_SENSE command to SCSI tape device. .....c.ccccescestestestestesteseeeeseenees scsiTapeModeSense() 2-698 
write data to SCSI tape device. ......cccecceseeeseseeessessssesesesseeeeenees scsiWrtTape() 2-702 

get options for one or all SCSI targets. ........cccscseeeeeeseesees scsiTargetOptionsGet() 2-698 

set options for one or all SCSI targets. occ scsiTargetOptionsSet() 2-699 
caches is disabled. inform SCSI that hardware snooping of .......... scsiCacheSnoopDisable() 2-675 
caches is enabled. inform SCSI that hardware snooping of ............ scsiCacheSnoopEnable() 2-675 
perform generic SCSI thread initialization. 0.0.0... scsiThreadInit() 2-700 

library (SCSI-2). SCSI thread-level controller ........ccccesseesseseseseeseneseseees scsiCtrILib 1-330 

I/O Processor (SIOP) library (SCSI-1). NCR 53C710 SCSI .....cceceeeesesseeseseseseeneseseeeeneees ner710Lib 1-255 
SCSI Controller (ASC) library (SCSI-1). NCR 53C90 Advanced ....ccccceseeeeeeeeeees ncr5390Lib1 1-258 
Interface (SCSI) library (SCSI-1). /Computer System ........cccceeesesessseeseseseeteseseeeees scsilLib 1-320 
Interface Controller library (SCSI-1). WD33C93 SCSI-BUS ......ccceesesseseseeseeseeeeees wd33c93Lib1 1-431 
I/O Processor (SIOP) library (SCSI-2). NCR 53C710 SCSI .....cceesssseeseeteeseeteeseeeeenes ncr710Lib2 1-256 
I/O Processor (SIOP) library (SCSI-2). NCR 53C8xx PCI SCSI ...ecceesesseseeseeseeeeeees ner810Lib 1-257 
SCSI Controller (ASC) library (SCSI-2). NCR 53C90 Advanced ncr5390Lib2 1-259 
Interface (SCSI) library (SCSI-2). /Computer SyStem ........ccceessessseseseeteseseeneseseeeees scsi2Lib 1-324 
commands for all devices (SCSI-2). SCSI library COMMON 1.0... scsiCommonLib 1-330 
controller library (SCSI-2). SCSI thread-level ......ccccccceeeseseseeseteseeeeeeees scsiCtrILib 1-330 

for direct access devices (SCSI-2). SCSI ]iDrary .....cccccessesessssesesesesseseseseeeenessens scsiDirectLib 1-331 

SCS. manager library >» (SCSI-2).. i cciisieccke hes esecnesnetatenustecvaeeastaepespssrsbestecerasuevess scsiMgrLib 1-333 

access device library (SCSI-2). SCSI sequential ........ ccc scsiSeqLib 1-334 
Interface Controller library (SCSI-2). WD33C93 SCSI-BUS .....cccscessseeseeseeseteseeeeees wd33c93Lib2 1-431 
initialize SCSI-2 interface to SCSILID. «0... eeteeeeeteeeeeetenees scsi2IfInit() 2-672 

return pointer to SCSI_PHYS_DEV structure. ............. .. scsiPhysDevIdGet() 2-687 

wake up task pended in select(). ...c.ccccccecseecssessssesseseseeessssesseseeseseesesseseseeseseenseees selWakeup() 2-705 

get type of select() wake-up NOde. ........ ccc tees selWakeupType() 2-707 

add wake-up node to select() wake-up list. .......cccccscseseeseseseseesesesestenesseeees selNodeAdd() 2-704 

find and delete node from select() wake-up list. .......cccccseeseeseeseeeeteteeeeees selNodeDelete() 2-705 
wake up all tasks in select() wake-up list. ........cccceeseseeseeseeeeneteeeeees selWakeupAll() 2-706 

initialize select() wake-up list. ..........cceeseeseseeeeeteeees selWakeupListInit() 2-706 

get number of nodes in select() wake-up list. .......cccceseseseeeeeseeeeeees selWakeupListLen() 2-707 
initialize: select facility. .2:cccsiscieac.dssre cect eetiesdaedeecectesseensetes selectInit() 2-704 

UNIX BSD 4.3. select LIDrary. .....c.ccccesesssseeseeeeeseseeeseseseseeneseseenenessseeeenenees selectLib 1-335 

unblock every task pended on semaphore. .....cccccceeeseeseseseseeteseseseetensseseenenesees VxXWSem::flush() 2-1014 
GIVE SEMAPHOLE. ...... cc cccescesssecesssseeessseeseesessseeeeseesesees VXWSem::give() 2-1015 


task IDs that are blocked on 
show information about 

take 

delete 

create and initialize binary 
create and initialize counting 
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semaphore. get list Of .....ccccesesesseeseseeteeseeeeees 


VXWSem::info() 2-1016 


SOMAPNOLE siete ceetieie ehh aed Sree adie: VxXWSem::show() 2-1016 
SOIMAPN OLE es. stscsccsesedeasasisehneaiedtoctigeesttesecsesasnest 2 VXWSem::take() 2-1017 
Semaphore. -..isiscstiarbceslececiecees eects VxXWSem::~VXWSem() 2-1018 


SEMAPHNOTE. .....cececsseseeseeseeeeseseseeteneeees semBCreate() 
SEMAPNOLE? iss secs cases deetineetieectiecnadaees shecstesdeetesietsnaes semCCreate( ) 


2-708 
2-709 
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initialize release 4.x binary semaphore. create AN .......cccesesesseeseseeteeseseeeseseseenens semCreate() 2-710 
delete! semaphore: s...2s.cces cinta iteeitiesegtis vos statenigien casein semDelete() 2-711 

unblock every task pended on semaphore. .....cccccecseeseseeeseseeeesesssesesessssseetessseseeensseess semFlush() 2-712 
BIVE SEMA PNOLE...acscisses8s28, dilvadeeteaseantecttans easiest geshdanleninsdsiadens semGive() 2-712 

task IDs that are blocked on semaphore. get list Of .......ccccscssessssesessseseeessseeeeeseseseenens semInfo() 2-713 
initialize static binary SeMAPHOTE. ........ cece eseeteseseeeeeseseseeseseseseenessseseeeseesees semInit() 2-714 
initialize mutual-exclusion semaphore. create and .............. semMCreate() 2-714 
show information about Semaphore. ........ccccceseesesesseeseseesesessssssessseseesensseseeenees semShow() 2-717 

take. semaphore... ciescssisetesciseasdivescersescssesrarsavecssanpeieasee ascites semTake() 2-718 

create and initialize binary SeMAaPHOTe. .........cecseeseeeeseseseeteeseeeeeenees VXWBSem::VXWBSem() 2-978 
create and initialize counting semaphore. ..........ccccceseesseeeseseeteseeseeees VxXWCSem::VXWCSem() 2-980 
initialize mutual-exclusion semaphore. create and .............. VXWMSem::VXWMSem() 2-999 
available/ lock (take) semaphore, blocking if NOt .......cccsseseseeseseeteseseseeesees sem_wait() 2-725 
Semaphore Classes. ......sesecseeseesesesesessesessseesessseseeteseseeeeesess VxWSem_ 1-423 


reveal underlying 

build semaphore object from 
available. take release 4.x 
take release 4.x semaphore, if 
binary 

counting 

general 
mutual-exclusion 

release 4.x binary 

shared memory 
semaphore ID. build 
close named. 

destroy unnamed 

get value of 

initialize unnamed 
initialize /open named 
unlock (give) 

remove named 
unavailable/ lock (take) 
initialize POSIX 
initialize 

POSIX 


initialize POSIX 

library (POSIX). 

/shared memory binary 
/shared memory counting 
give mutual-exclusion 
give mutual-exclusion 
File Transfer Protocol (FTP) 
retrieve current DHCP 
display current DHCP 
address storage hook for 
lease storage hook for 

log in to remote FTP 
initialize NFS 


semaphore ID. .............. 


sevedesaionstetess VxXWSem::id() 2-1015 


Semaphore ID. ......cccceeesseseseseeeeseseseeseneseseees VxXWSem::VXWSem() 2-1018 
semaphore, if semaphore iS 0.0... cecesecesseeeeeeeteseeeeees semClear() 2-710 
semaphore is available. ..........ccccesecesseeeseseeeseeseeeeseenees semClear() 2-710 
semaphore library... ccsavescerceseacsteescsststatcavedeestcetevsesterveess semBLib 1-336 
semaphore library. ....... .. semCLib 1-338 
SEMAPHOLe DALY. scicescaccrscseeescescvseetecssseestasesiererseseecndeeteesereeees semLib 1-339 
semaphore library. ..........e semMLib 1-341 
Semaphore library. ......ccccceeeseeseeseeseseseseeessessseseeeesseseenenes semOLib 1-344 
semaphore library (VXMP Opt). ..ccsscsessseseseeseseseseeens semSmLib 1-347 
semaphore object frOM. «0... cccesesseeeteeeeees VxXWSem::VXWSem() 2-1018 
semaphore! (POSIX). vscaessccsteseeccssstesserevarssniererssensendiaess sem_close() 2-719 
Semaphore (POSIX). ...cscceeseeseesesseeseseseesseseeteneseees sem_destroy() 2-719 
semaphore (POSIX). ......ccecssesssesessessesesseseeseseeseseens sem_getvalue() 2-720 
semaphore (POSIX) ® s.scsccscesesgecsccceueesseutbesnvcestnsesetnecvenngernes sem_init() 2-721 
semaphore (POSIX). oo... sem_open() 2-721 
semaphore (POSIX). ....cseecce sem_post() 2-723 
semaphore (POSIX). ....c.ccccssessssesseessesessesessessesesneseees sem_unlink() 2-724 
semaphore, returning error if... sem_trywait() 2-723 
semaphore show facility. ............. ... semPxShowInit() 2-716 
semaphore Show facility. .......ccccceseseeeeeeeeeiens semShowInit() 2-717 
semaphore ShOW Library. .......ccceeeseseeseeseeseeeeneseeeeees semPxShow 1-346 
Semaphore SHOW routines. ......ccccceeesesseeseeseseeteseseseeeenees semShow 1-346 
semaphore SuppoOTt. ........ecee .. semPxLibInit() 2-716 
Semaphore SyNChronizZation ......cccccecceeseeeeeseseeseseseseesenees semPxLib 1-344 
semaphore (VxMP Opt.). .......... .... semBSmCreate() 2-708 
semaphore (VXMP Opt). ...ccccsssesesesseseeseseeseseens semCSmCreate() 2-710 
semaphore WithOUt/ ......cccseecsseesseseseseeseseeneees semMGiveForce() 2-715 
semaphore WithOut/ 0... VXWMSem::giveForce() 2-999 
SONY CW .2c5 0:20 oe aecries SN GOR teh el BSN al a ftpdLib 1-120 
SOTV Olio idehadeensiin iisauia coon ieatviasecosta bee eaten’ dhcpcServerGet() 2-129 
SCTVED. chi visn MAL NARA dae dona ails dhcpcServerShow() 2-129 
SEIVEF. ASSIGN PETMANENE ........ sees dhcpsAddressHookAdd() 2-132 
SETVEF. ASSIEN PETMANENE .........cceseeeeseeees dhcpsLeaseHookAdd() 2-135 
SCLVEMs oe ticahutne detach ftpLogin() 2-234 
SONVED, co tseiea Nevertire he wate uae cid deny Mees nfsdInit() 2-525 
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get status Of NFS Serve. .....cccecssssseseseseesesesesessesessessseseseeessesesssesensescens nfsdStatusGet() 2-527 

Show’ status Of NFS) Server vse csvesssccsisstensnsssscossessvernnitessccbeeetanseeentecnts nfsdStatusShow() 2-527 

Set TFTP server address. ........cccceessesesesessesesssesseseseseseeesesesseness tftpPeerSet() 2-904 

change SNTP server broadcast settings. ...........600 ... sntpsConfigSet() 2-797 

TFTP server daemon task. .......c.ccssecesseseesesseessesessesseseeseseseens tftpdTask() 2-901 

address. query DNS server for host name of IP .........cceeee resoluGetHostByAddr() 2-624 

query DNS server for IP address of host. .............4 resoluGetHostByName() 2-625 

Network File System (NFS) server library. .......ccccscsssesseseseseesessseseesesssesessessseseesenseeseeneees nfsdLib 1-266 
Network Time Protocol (SNTP) server library. Simple ........cccccsceseseeseeseseetesesesseseseseeeeneseens sntpsLib 1-367 
telfiet. ‘sérverlibrary:: 2.20.8 ceesch es dat stecsececdtscuestuenstvesssesetacvectestectest telnetLib 1-392 

Trivial File Transfer Protocol server library. .......cccccssssseseeseseseesessseseseesesessseeseseseseeessseeeees tftpdLib 1-392 
Configuration Protocol (DHCP) server library. Dynamic Host ............ dhcpsLib 1-75 
get control connection to FTP server on specified host. .......ccceesseseseseeseeseseeteseeeeeees ftpHookup() 2-233 
structures. set up DHCP server parameters and data ......c.cccseeseeseeseeeeteneeeeees dhcpsInit() 2-133 
terminate FTP server task. ....ccccccseseeseeseseeneeseeeenes ... ftpdDelete() 2-232 

initialize FTP server task. oo... es essessseseceecsessesearsesseseasseeneseerseenens ftpdiInit() 2-232 

initialize TFTP server task. .......cccsccesssssssssssenssesssesserenssesesesensensnsaeeseneneeons tftpdInit() 2-901 

ANSI  setjmp documentation. .......ccccecseeseeeeeeneseseeneeseeeeees ansiSetjmp 1-15 

/pages to virtual space in shared global virtual MeM/ «0... vmGlobalMap() 2-963 
(VxMP/ /block of memory from shared mem system partition ............ .. smMemRealloc() 2-763 
network interface driver. shared memory backplane .........cccccesseeseseeseeseseeseeseseeeseeees if_sm 1-166 
(VxMP/ create and initialize shared memory binary semaphore ............0006 semBSmCreate() 2-708 
naming behavior common to all shared Memory ClaSSeS. .........ccssesseseseseeseteseseeteseseees VXWSmName_ 1-425 
create and initialize shared memory COUNTING / ou... semCSmCreate() 2-710 

library (VxMP Opt.). shared memory ManageMENt «0... smMemLib 1-355 

routines (VxMP Opt.). shared memory management show .... .. smMemShow 1-357 

library (VxMP Opt.). shared memory Message QUCUE ........ ccs msgQSmLib 1-252 

(VxMP/ create and initialize shared memory message QUCUE ........:scseeeeeeeeees msgQSmCreate() 2-466 
(VxMP/ remove object from shared memory name database VX WSmName::~ VXWSmName( )2-1021 
(VxMP Opt.). add name to shared memory name database .........:ccceeeeie smNameAdd() 2-765 
show information about shared memory network. ............... smNetShow() 2-772 
VxWorks interface to shared memory NetWOLK/ ou... eee smNetLib 1-360 

initialize shared memory network CTivel. «0.0... smNetInit() 2-771 

showroutines. shared memory network driver .......cccceceeeeeeeees smNetShow 1-361 

interface. attach shared memory network ............... .. smNetAttach() 2-769 

get address associated with shared memory netwoOrk/ oo... smNetInetGet() 2-770 
(VxMP Opt.). look up shared memory object by NAME «0... eee smNameFind() 2-766 

(VxMP Opt.). look up shared memory object by value ............... smNameFindByValue() 2-767 
initialization. shared MEMOTY ObjeCt ...... cece es eeeeteseseeeeenees usrSmObj 1-413 


Opt.). get name and type of 
Opt.). get name of 

initialize 

descriptor (VxMP/ initialize 
(VxMP/ attach calling CPU to 
(VxMP Opt.). install 

(VxMP Opt.). initialize 
(VxMP Opt.). 

database library (VxMP Opt.). 
database show routines (VxMP/ 
database/ remove object from 
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shared memory object (VXMP ............. 
shared memory object (VxMP 
Shared MEMOTY Objects. oo... usrSmObjInit() 


Shared MEMOTY Objects... cece smObjInit() 
shared memory objects facility ... smObjAttach() 
shared memory objects facility ... smObjLibInit() 
shared memory objects facility... cscs smObjSetup() 
shared memory Objects library .....cccceeseeeseeeeeeeeeees smObjLib 
shared memory ObjectS NAME ......eeceseeeeseeeeteseeees smNameLib 
shared memory ObjectS NAME ........cceseeeeeeeeeeees smNameShow 


shared memory objects name smNameRemove( ) 


VxXWSmName::nameGet() 2-1019 
VxXWSmName::nameGet() 2-1019 


2-951 
2-774 
2-772 
2-775 
2-776 
1-361 
1-357 
1-360 
2-768 
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database/ show contents of shared memory objects name smNameShow() 2-768 
routines (VxMP Opt.). shared memory objects show smObjShow 1-364 

display current status of shared memory objects (VxMP/ smObjShow() 2-777 
Opt.). create shared memory partition (VxMP ............0 memPartSmCreate() 2-427 

library (VxMP Opt.). shared memory SeMaPhOTe ........ccceseeseeeeeeseeseeteteseeees semSmLib 1-347 

block of memory (VxMP/ free shared memory system partition .... stMemFree() 2-761 
blocks and statistics/ show shared memory system partition ..........cceeee smMemShow() 2-764 
(VxMP Opt.). add memory to shared memory system partition ............. smMemAddToPool() 2-759 
allocate memory for array from shared memory system partitiON/ 0.0... smMemCalloc() 2-760 
find largest free block in shared memory system partition / ..........0.000 smMemFindMax() 2-760 
allocate block of memory from shared memory system partition/ ........c smMemMalloc() 2-762 
(VxMP/ set debug options for shared memory system partition ............... smMemOptionsSet() 2-762 
(VxMP/ define name string in shared-memory name database .......... VxWSmName::nameSet( ) 2-1020 
Start shell. ccs cecccssciecsehencsvesavecstes a tecediveeehdobevavdaateeas iandctasceess shellInit() 2-739 

lock access: to “shells. cisscsecvesscaseesseversessessacenteasresses sasadsen getvateasescatecsiesiaseieees shellLock() 2-740 

machine. execute shell command ON reMote .......ccccsesscsseesceseeseeteeseeseeeeeeeeeeeees remd() 2-613 

shell entry points: sivccsiecatiratasccdeecucahvavivevetetacantierics shell() 2-738 

Shell execution rOUtINES. ........ccccsccescecsscsseesseesscesscessceseeeeaes shellLib 1-348 

display or set size Of Shell HistOry. .......ccccceseesseseseeeseseeseseseseeeeseseseeesessseeeesseseenenssesees h() 2-246 

display or set size of Shell HistOry. .......ccccesessesesesseeseseseeessseseeseseseeeenessens shellHistory() 2-739 

change: shell prompt 2.20. .cisssesstscesesessdeaseesetissecssonstnesiseeetss shellPromptSet() 2-741 

script. signal shell to stop Processing .....scscscceeeeeteeteeteens shellScriptAbort() 2-741 
input/output/error fds. set shell’s default 0.0... ccceseeseeseseeeeeseseeseseeeeeeees shellOrigStdSet() 2-740 
POSIX message: qieue: “SHOW. i. s...i:sceecsedivesscscusseeseesacievsvgousiteerees seks esrecaeenestoesevteceness mqPxShow 1-250 

SHOW AIO request. ....cccecesesessesesesseeesessseseeessseseeeseseseees aioShow() 2-8 

PCICchip. show all configurations Of .......ccceeseeseeseeseeseseeteseseees peicShow() 2-554 

PCMCIA chip. show all configurations of ..... .. pemciaShow() 2-555 

TCIC chip. show all configurations Of ..........ccccseeseeessesseeseeseeeeees tcicShow() 2-896 

show ATA/IDE disk parametef. ........cccceseeeeeeeseeeees ataShow() 2-24 

specified physical device. show BLK_DEV Structures ODN .......cccceeeeeees scsiBlkDevShow() 2-674 
Show CIS information. ........:ccccccsccessesscessceescesecssseseesseeaes cisShow() 2-87 

objects name database (VxMP/ show contents of shared MEMOTY ........eeeeeee smNameShow() 2-768 
loaded modules. show current status for all oc. esessesseteeeeenee moduleShow() 2-443 

show enabled ports. ............. proxyPortShow() 2-598 

initialize watchdog show facility. .........cccccscssesesesseseeseseeeseeseseesesneseenees wdShow!Init() 2-1062 

initialize DHCP show facility. ........ccececeeee dhcepcShowInit() 2-130 

initialize floating-point ShOW facility. .......c.ccceseeseeseseeteseseseeseneseseeneneseeeeeen fppShowInit() 2-213 
initialize I/O system Show facility. .....ccccccsesesseseseseeeeteseseeeeseseseeseneseseeenees iosShow!Init() 2-297 

initialize memory partition ShOW facility. 0... cece eeeeteseseeeeteneseeeeenees memShowInit() 2-430 
initialize POSIX message queue ShOW facility... ccceeeseeeseeteseseseetesesesteneseeeeeenens mgPxShowInit() 2-447 
initialize message queue ShOW facility. 0... seseseesesesseseseseeneeeens msgQShowlInit() 2-465 
initialize POSIX semaphore show facility. .....c.c.cccsesessesseseeseeseseesessseseeensseees semPxShow!Init() 2-716 
initialize semaphore show facility. ......ccccecssesseeseseeeeeseseeessseseeeseeeseees semShow!Init() 2-717 

initialize standard 1/O show facility. 0... cccsceesseseeseessseseeseseseeneneeeeeesens stdioShowInit() 2-817 
initialize task hook Show facility. .......cccsesesseeseseeseeseseeteseseeeees taskHookShow!Init() 2-870 

include virtual memory show facility (VXVMI Opt). ..cccscessesesseseseseeteneseens vmShowInit() 2-968 
queue. show information about message ..........0006 VXWMsgQ::show() 2-1007 

queue. show information about message .........ccsceseeeeees msgQShow() 2-464 

semaphore. show information about .......cccceeeseseeeeeeeeeees VxXWSemi::show() 2-1016 

semaphore. show information aDOUut .........cceseseeeseeteeseseeteseeeeeenes semShow() 2-717 
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memory network. show information about shared «0... smNetShow() 2-772 

watchdog. show information about ........ccccceseseeseeseseeteeseseeeenees wdShow() 2-1062 

PCMCIA host bus adaptor chip show library. Intel 82365SL ........ccceessesseseeseeseseeseseseeens peicShow 1-281 
PCMCITA Show Library. ....c.cccccecsesessesesessesesesesseseseessseeneseesenenseees pemciaShow 1-282 

POSIX semaphore ShOW Library. .....ccccccsssesesseseseseesesesesssseseseseeseseseseeeenesees semPxShow 1-346 

PCMCIA host bus adaptor chip show library. Databook TCIC/2 weenie tcicShow 1-391 
PEMGIA CIS. show: library: ci. cccccecescssesseasitacensetecstsssearehessseattssvesteceecsdenseuses cisShow 1-57 

asynchronous I/O (AIO) show Library. .....cccecceseeseseeseeneeseseeneseseseeeseseeeeeneseeees aioPxShow 1-8 
routines. show list of task create oo... eee taskCreateHookShow() 2-866 

routines. show list of task delete oc eeeeeeees taskDeleteHookShow() 2-869 

routines. show list of task switch .... taskSwitchHookShow() 2-889 

Show, LPT statistics. -icsievcccccccsstuvasseavedintvva navies IptShow() 2-348 

Architecture) registers. show MCA (Machine Check .......cccseeecees pentiumMcaShow() 2-558 
statistics. show network stack data pool ............ netStackDataPoolShow() 2-519 

statistics. show network stack system pool ........... netStackSysPoolShow() 2-520 

statistics. show partition blocks and .........ccseceseeeseeeeeees memPartShow() 2-427 

statistics. show partition blocks and ..........cccee VXWMemPart::show() 2-992 

Monitoring Counters). show PMCs (Performance .........ccssceseseeeees pentiumPmcShow() 2-564 

SHOW POO Statistics. ...... ccc netPoolShow() 2-518 

show proxy ARP networks. .....cccceeseeeeeeees proxyNetShow() 2-597 

and PCMCIA) disk device driver show routine. ATA/IDE (LOCAL ue seeeeeeeneeeneenees ataShow 1-27 
initialize ATA/IDE disk driver ShOW routine. .0..... eee seeseseteneeseseeeeeecseeeeeesrscseneees ataShowInit() 2-25 
initialize task show routine facility. ..... ... taskShow!Init() 2-883 

floating-point SHOW LOUTINES. ..... ccc eseeteeseseseseseseeteesseseeeneeees fppShow 1-120 

T/O system Show routines. ....cccccecceseseseeseseseseetessseseeessssseeteasseseeenessees iosShow 1-181 

MeEMOTLY SHOW LOUTINES. ..... cece eeeeteseseeteeseseeeesesssesteseseseeeenenesees memShow 1-231 

Message QUEUE SHOW LOUTINES. ......ccecceeeseeseeseseeteseseseeteseseseetesesesteeneseees msgQShow 1-252 

and PentiumPro specific show routines. PentiUM ......cccceeeeseeseeseeeeteeeeeees pentiumShow 1-288 
Point-to-Point Protocol Show routines. .....ccccesesseseeseseseseetessseseeessseseeessseseenensens pppShow 1-295 
semaphore show routines. ..... semShow 1-346 

shared memory network driver show routines. ..... smNetShow 1-361 
task hook ShOW routines. ......eceeseeseseseceeeeeseseseerseseeeeeeseaeeeneees taskHookShow 1-386 

task: “Show TOuUtines. 5.4 sedavidvaesdndbArasdaietaveneiitees taskShow 1-389 

Watchdog SHOW routines. ......ceccescsesseseseseeseeseseeesesesseeessseseenessseseeeness wdShow 1-441 

initialize ICMP show routines. 0.0... eee eeeseeseeeeeeeseeeenseeneatens icmpShowInit() 2-255 

initialize IGMP show routines. 0.0... eee eeeeeseeeeeeeeseeneeeenees igmpShowInit() 2-267 

initialize network ShOW routines. ....... ee eeseesesesseeeeeseeeeeeeeseseeeeeeseeseenacsees netShowInit() 2-519 

initialize TCP show routine. oo... cece eeee ee eeeeeeeeeeeeeeeeeneeeees tcpShowInit() 2-897 

initialize UDP show routines. 0... cece esses eesessesesseseeseeneseens udpShowInit() 2-933 

drivers. initialize all show routines for PCMCIA oo. eee pemciaShowInit() 2-556 

shared memory management show routines (VXMP Opt). cesses smMemShow 1-357 
/memory objects name database show routines (VXMP Opt). ..cccceseeseseeseseseeteeseens smNameShow 1-360 
shared memory objects show routines (VXMP Opt). ...cccsssesseseseeseseeeeeeees smObjShow 1-364 

virtual memory show routines (VXVMI Opt). ..ccccsesesseseesessseeeetsseseseenees vmShow 1-416 

partition blocksand/ show shared MeMOTy SYStEM ......cccceeseeseeeeteeeeees smMemShow() 2-764 
physicaldevice. show status information for ....... .. scsiPhysDevShow() 2-688 

SCSI manager. show status information fOF .........cccccesseeeseseeeeee scsiMgrShow() 2-682 

show status of NFS Serve. .......:ccccsssesesseseeeees nfsdStatusShow() 2-527 

blocks and statistics. show system Memory Partition «0... ccs memShow() 2-429 
information. show volume configuration .............. cdromFsVolConfigShow() 2-82 
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shut down network connection. .......cseceeceeeeeereees shutdown() 2-742 

handler associated with signal. specify signal() 2-746 
Wait for ‘signals :..tscs:..csh tenia siinian dpabheh ad sigtimedwait() 2-750 

connect user routine to timer Signal. ......ccceeeeseeeeteseseees timer_connect() 2-911 
initialize signal facilities. 0.0... cece eeeeteeseseeeeseseseeeeneseseeenes sigInit() 2-745 

initialize queued signal facilities. 00.0... .. sigqueuelnit() 2-748 

software signal facility IDrary. ..........ccceesseeseseeseesesseeseseeeeneseseseeneseeees sigLib 1-349 

(POSIX). delete signal from signal set .......ccccceseeseeeeeeteesees .. sigdelset() 2-744 

install. signal Handler. + ...ccicicsisssescesscescvscetceseecssasies casteveecansestecerseueses sigvec() 2-751 

(POSIX). test to see if signal is in signal set ......... ccc eeesseeseeseeseeeeneeene sigismember() 2-746 

Set sional MASK... issstsssececettsts steed dasictitedethektireeed te sigsetmask() 2-749 

examine and/or change signal mask (POSIX). ....ccccccccscesseetessestesteseeseeseeneenes sigprocmask() 2-747 
pulse reset signal On SCSI DUS. .....ceceeeesesesesseseseseseeeseseseeneseseees scsiBusReset() 2-674 

suspend task until delivery of signal (POSIX). ...cccccccssesseeseseeseeseseeessssseesensseseeneneseeeeeenss pause() 2-550 
specify action associated with signal (POSIX). /amnd/OY ....ecceesseseseseetsseseeseeseseeeesees sigaction() 2-742 
suspend task until delivery of signal (POSIX). ......ccscsssseseeeseeeetestestesteseeseesee ... sigsuspend() 2-749 
add signal to signal set (POSIX). ......cccccccssessesestestestesteseeseeseeseeseesenses sigaddset() 2-743 

delete signal from signal set (POSIX), ....ccccessseeeeeeseesesseeseseeseneseseeteesseees sigdelset() 2-744 

test to see if signalis in signal set (POSIX). .....cccseessseesseeeseeteeseseeteneeseeeees sigismember() 2-746 
included (POSIX). initialize signal set with all signals .........ccccccsssesseseseeeseseeeeneeees sigfillset() 2-745 
included (POSIX). initialize signal set with no signals .......cccccssssseseseseseeteeeeeeees sigemptyset() 2-744 
processing script. signal shell to StOP .......cscsscesseeeeseeseeeeeeeenees shellScriptAbort() 2-741 

send signal to caller’s task. ....ccccccssssesseeseseeseeseseeseneseseenesseseeees raise() 2-607 

add _ signal to signal set (POSIX). ...... sigaddset() 2-743 

send signal to task. .......cccecese cesses essesessesesesesseseeneees VXWIask::kill() 2-1030 

send queued signal to task. ......ccccceeseseeseseseeeeteseseetenens VXWTask::sigqueue() 2-1037 

send queued signal to task. .....cccsceseseeseeseseeseesesessesessseseeeseseenenesees sigqueue() 2-748 

send signal to task (POSIX). ...cccccessseseeseeseseeseessseesesesessenensseseeenens kill() 2-311 

add to set of blocked sigmals. .....ccceescssssssessesssessessssseseenesssesessessssssseesssesessenesseees sigblock() 2-743 

wait for real-time signals. .........c..ccccecsssesseesseseeseseeseseeseseeseeseseesesteees ... sigwaitinfo() 2-752 

retrieve set of pending signals blocked from delivery/ ......ccccccseeeseseseeeeies sigpending() 2-747 
initialize signal set with no signals included (POSIX). ....ccceecseeeeeseeeeeteees .... Sigemptyset() 2-744 
initialize signal set with all signals included (POSIX). ..... ... Sigfillset() 2-745 
compute both sine and COSINE. .......cceeseceeesesseeseseeeseeseesesesneseesesesseeeeseseeneeees sincos() 2-753 

compute both sine and COSINE. .....cccsecesseesseseeeseeseseesessesessesseesssseeneseeeenees sincosf() 2-754 

compute arc’ ‘sine (ANSI): sii dvadsccccadivatadnacnediahlacscti icon ectsece asin() 2-19 

compute arc sine (ANSI). ...ccceceeesseeseseesesseseesesssseesesessseseeessseseenesseeeeeees asinf() 2-19 
comptite...sine (ANSI). wesdscsesadeccvccsesaz cessteccesesisaesvccsecesecstues sesh detecetseuseteseats sin() 2-753 

compute sine (ANSI). occ 2-754 

compute hyperbolic sine (ANSI). ....csccsseeeeeeseeeees 2-755 
compute hyperbolic sime (ANSI). .....ccccscsesesesseesseseeeseeeseesesseseseseeteseeeseeneaeeneaeey sinhf() 2-755 
Perform single-step. ........cccceseeesseesseseeseeseeeneeeeseeeeneens ncer710SingleStep() 2-501 

enable/disable script single-step. ........ccsceeseeeeseseseeeseseeeeeeseeees ncr710StepEnable() 2-501 
subroutine. single-step, but Step OVET ..c.ccecceesseseseseeeeteseseseeessseeeeeseeeeenes so() 2-798 

Single-step' task. s:s.c0st detest scctescscars evdetisvectisticd shea Gates eracrectebeeee s() 2-662 

with serial channel. get SIO_CHAN device associated... sysSerialChanGet() 2-857 
structure for NCR 53C710 SIOP. create control o....ecee eee eseeseeeeeeeeetees ner710CtrlCreate() 2-485 
structure for NCR 53C710 SIOP. create control... ncr710CtrlCreateScsi2() 2-486 
structure for NCR 53C710 SIOP. initialize control oe eeseeeeeeeseteneeeeees ner710CtrlInit() 2-487 
structure for NCR 53C710 SIOP. initialize control... eee eeeteeeeee ner710CtrlInitScsi2() 2-488 


IX - 69 


VxWorks Reference Manual, 5.4 


Keyword Name Page 

registers for NCR 53C710 SIOP. set hardware-dependent ................. ncr710SetHwRegister() 2-489 
structure for NCR 53C8xx SIOP. create Control oo... eeeesseeeeeeteeeeeeseenees ncr810CtrlCreate() 2-493 
structure for NCR 53C8xx SIOP. initialize control oo... eee eeeeseeeeeeeeeeeeeeees ner810CtrlInit() 2-494 
registers for NCR 53C8xx SIOP. set hardware-dependent ................. ncr810SetHwRegister() 2-495 
NCR 53C710 SCSII/O Processor (SIOP) library (SCSI-1). ..ceeceeseeessesesseneseseesetesesesneneneeees ner710Lib 1-255 
NCR 53C710 SCSII/O Processor (SIOP) library (SCSI-2). ...eecceeseessesesseeeseesesseseenenesees ncr710Lib2 1-256 
53C8xx PCI SCSI I/O Processor (SIOP) library (SCSI-2). NCR o.ecceeseseesseseseseeneseeeseeeees ncer810Lib 1-257 
of all readable NCR 53C710 SIOP registers. /ValUeS ......ccceesssssesesseseseseeeseseeeenes ner710Show() 2-491 
of all readable NCR 53C710 SIOP registers. /values .........0006 ncr710ShowScsi2() 2-492 
of all readable NCR 53C8xx SIOP registers. /Values .........cccsceseeeseeeeseeseseeeeeeees ncr810Show() 2-496 
for specified buffer size. return CL_POOLLID ..........ccccceeeeeeeeees netClPoolldGet() 2-506 
PEtUMNPARe: SIZE o cio iechiticantea ire duianistaranvenea eo. ovmBasePageSizeGet() 2-958 

block. find size of largest available free «0... memPartFindMax() 2-424 

block. find size of largest available free ................. VXWMemPart::findMax() 2-989 

return size of R3000 data cache. oo... eeeeeeteeeeseeteeeees cacheR3kDsize() 2-69 

cache. return size of R3000 instruction .......ceeeeeeeseeeseteteeeeteneneees cacheR3kIsize() 2-69 

display or set size of Shell History. ........ccccseecsssseeseseseseesessseseetessssseeessseseenessseees h() 2-246 

display or set size of shell history. «0.0... shellHistory() 2-739 

/page block size (VXVMI Opt). .cceccssssseeseseeseseseeeeens vmPageBlockSizeGet() 2-967 

return page size (VXVMI Opt.). w.ccccescsssesseteseseeneeseseeeeneseees omPageSizeGet() 2-967 

set baud rate for SLIP interface. 0.0... slipBaudSet() 2-756 

delete: (SLIP interface. ..csciccecesticctsacracctateessstateavvvassinctisiees slipDelete() 2-757 

initialize SLIP interface. ........cccecesseeeseseeeees slipInit() 2-757 

driver. Serial Line IP (SLIP) network interface ...... ee eseeeseeeseneeeeseseeeeeeseseeeneeseesees if_sl 1-164 

agent. initialize SLIP packet device for WDB .........:.cce wabSlipPktDevInit() 2-1056 

driver and device. publish sm interface and initialiZe .........cccseesssseeeeeteeeeeeenees smIfAttach() 2-758 
initialiZe SMC o.s.c.ccscsesescuavestisssessieeresasonseetsense ppc860DevInit() 2-576 

display statistics for SMC 8013WC elc network/ oo... elcShow() 2-161 

interface driver. SMC 8013WC Ethernet network ........ccccccecccsscesseesssesseeseeeseeeee if_elc 1-144 

network interface driver. SMC Elite Ultra Ethernet .........ccccccecccsecescesseessceeeeseeeseessees if_ultra 1-171 
Handle: SMC interrupt, ssccecsccscssccsesesseavetseieesdenscea reese ceiesscseersceenees ppc860Int() 2-576 

Motorola MPC800 SMC UART serial driver. .....cccccseeeseeseeseeeseeeeneseeeeees ppc860Sio 1-292 
interfacedriver. SMC Ultra Elite END network ..... ie eeeseseeeeseseteeeteenees ultraEnd 1-404 

initialize driver and/ publish sn network interface and ......cccesescsssesseseeseeeeeseseeteseseees snattach() 2-779 
MIB-II ICMP-group API for SNMP Agent. ....ccccccssssesseseseseesesssesestesssessenessseeeenessens m2IcmpLib 1-199 
MIB-II interface-group API for SNMP agents. .....ccccccssessssessesssessesssssesesessssseenessseseeensesseees m2IfLib 1-200 
MIB-II IP-group API for SNMP agent. .....ccccccssssessssesseseesessssessesssesessesseseenenesseesees m2IpLib 1-201 
MIB-II API library for SNMP agent. ......ccccsecsesessesesssssseeseseesesssessssessssseesensseseeeenssees m2Lib 1-203 

MIB-II system-group API for SNMP agents. .....ccccccssesesseesesessessesessesessssseenesssesseneeseees m2SysLib 1-206 
MIB-II TCP-group API for SNMP agents. .....cccccesseseseseeseeseseesesessseseesssssesseneseseeeeeeess m2TcpLib 1-207 
MIB-II UDP-group API for SNMP agents. .....cccccscsssssssesssssessesesssesestensssseesensseseenenesees m2UdpLib 1-209 
default IO routines for SNMP master agent. .......ccccecsesessseesesesesseessseeeeessseees masterloLib 1-215 

create IPC mechanism at SNMP master agent. .......cccccsesseesssseseeseseeseseseseenens masterloInit() 2-396 

IPC resources allocated by SNMP master agent. free ...........00 masterIpcFree() 2-399 
free resources allocated for SNMP master agent. .......ccccsesssseeseeseeeeneeees masterQueCleanup() 2-401 
initialize SNMP MIB-2 library. oc. cccceeesceesseessesesseeneesseseeeens m2Init() 2-363 

default transport routines for SNMP subagent. ........cccccsesseeseseeseesesseesssessenesesesneneeseeeeeees saloLib 1-318 
inform SCSI that hardware snooping of caches isS/ ......:ccssee scsiCacheSnoopDisable() 2-675 
inform SCSI that hardware snooping of caches is enabled. ............... scsiCacheSnoopEnable() 2-675 
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message and send it to UDP socket. create zbuf from USefF .......:ceeee zbufSockBufSendto() 2-1079 
receive data in zbuf from TCP Socket. ....cccceeessseseesessseseenesessseesessseseeneasseseenensseeenees zbufSockRecv() 2-1080 
message in zbuf from UDP socket. receive ....... cece zbufSockRecvfrom() 2-1081 
send zbuf data to TCP SOCKet. ......ccceecesseseesessesessesessesessesseseesesesseasssesnsseeneseans zbufSockSend() 2-1082 

send zbuf message to UDP socket. ........cceceeesessesessesesseseeseseesesessessesesneseeneneenes zbufSockSendto() 2-1083 
accept connection from SOCKEt. .....cecccceceesecseeeeseeseseeseseeseaeseeseseeseseesssseseeeneaseseeseseeneneens accept() 2-2 
enable connections to SOCKEt. ose eseesesesseeeseseeeeeeseseeeeerscseeeeeeaesceeserseaes listen() 2-319 

bind nameéto:. socket. yi: 28 ein Nee i SG he a bind() 2-34 

réeceive-data from’ <SOCKECt) 42: 2.54. dysdescdeeacvistiehnte 4 ache aaetes eaveris Antes seein auneatees recv() 2-617 

receive Message from SOCKEL. .....ceccesecseseeseseeeseeseseeseseeseasesseeseeseseeseseeseseeseaneseneneass recufrom() 2-618 
receive Message from SOCKEt. ......eceseesecseseeseseeteseeseeeesesesesseseeseseeseseeseseeseaseseeeseeneaes recumsg() 2-618 

send data‘to® ‘sockets: :iissc:ssacsee ice eeracatuiesp dissing Gocshaaereeccaeeatee send() 2-725 

Send message tO SOCK. ....cccccescesessseeseeseseesesessssesessseseeensseseeenssees ... sendmsg() 2-726 

Send Message:to: SOCKEL. se.zicesiesesvssvecscsicsnssvessteesedevesvsceusvacseasass catareccasseetazeesveseys sendto() 2-727 

OPOM: SOCKEE .iies iced ccsesdess sie tiatahesrsceeeeessepratges conteteecisbhat newest socket() 2-799 

initiate ConMeCtiON tO SOCKEt. oes eeeseeseeeseseseeeeseseseeeeseseeeeeesesceeeerscseeseeracseeeeecseaeees connect() 2-92 

try to connect over socket for specified duration. ................ connectWithTimeout() 2-92 

zbuf socket interface library. ........cccceeessseeeeteeeeeneeseeeeees zbufSockLib 1-446 

initialize zbuf socket interface library. .......ccccceeseeeeeeeteesees zbufSockLibInit() 2-1080 

generic Socket Library. .....cccsesseeeseeseeseseeeseseeeetessseseenessseseeenssesees sockLib 1-368 

Set: SOCK NAME. 2.0. scseiseeseer cesses recsa ior scisthcoeerscaeees .. getsockname() 2-242 

get Socket Options. .-.e-.yee.decsseectccsoverr men eeeceenes getsockopt() 2-243 

St. SOCKet OPLONS:....:se.isiss stadia tsatideahisssisseiaishisentastgebiessess setsockopt() 2-732 

bind socket to privileged IP port. .........ccceeeeeeeeeees bindresvport() 2-35 

bound to it. open socket with privileged port ....... ccc rresuvport() 2-658 

Nat. Semi DP83932B SONIC Ethernet driver... eeeeseeeeeeseeeee ... §n83932End 1-364 
/Semiconductor DP83932B SONIC Ethernet network river. ......ccccccccsscesseeseeeseeeseesseesseees if_sn 1-167 
Interface: I/O DMA library (SPARC). /L64862 MBus-to-SBus .......ccceeeees mmuL64862Lib 1-232 
ROM MMU initialization (SPARC). cee eeesesseeeseseseneeesseseeereeseeeeeserseneneearaes mmuSparcILib 1-237 
window invalid mask register (SPARC). return contents Of ......ccceessesesseseeteeseeeeeseeeeeeneees wim() 2-1064 
return contents of y register (SPARC). ...cccccsssssesssessesesessssesessseseesessseseesesssssesesssesseeensssseeeneeees y() 2-1067 
fsr value, symbolically (SPARC). /meaning of specified... .. fsrShow() 2-227 

of register i0 (also il -i7) (SPARC). return CONtENtS oo... cece eeeeesesesteneseseeeeneneseeees i0() 2-253 
eight bytes ata time (SPARC). /buffer to another ..........ccccceeeeeees bcopyDoubles() 2-30 

of register 10 (also 11-17) (SPARC). return CONtENtS oo... cece es eeeeeseseeteneseseeeeeneseeees 10() 2-312 
specified eight-byte pattern (SPARC). fill buffer With .........ccceeeseeeeteeeeeeenees bfillDoubles() 2-33 
I/O MMU DMA data structures (SPARC). initialize L64862 oe mmuL64862DmalInit() 2-433 
initialize MMU for ROM (SPARC). oo.cceseeeceeeeeseeeeeerscseeeteeseeeeeteeseees mmuSparcRomInit() 2-434 
eight bytes ata time (SPARC). zero out buffer... .ccceeseeeeseeeeeseeeees bzeroDoubles() 2-47 

of next program counter (SPARC). return CONtENES .....c eee eeeeeeeseseeseseseeeeeseseeneneseeeeees npc() 2-534 

of register 00 (also 01 - 07) (SPARC). return CONtENHS oo... eeees estes eseeeeseseseseeseseseeeenenees 00() 2-541 
of processor status register (SPARC). return COMtENHS ......ccccceseeseseeteeteseeteseeseeteneeeseeeseenenees psr() 2-600 
pst value, symbolically (SPARC). /meaning of specified .........cccseeeeeeeeeeneees psrShow() 2-600 

in ASI space for bus error (SPARC). probe address .....cccsessseseseeseeseeeeees oxMemProbeAsi() 2-974 
/of register g0, also g1 - g7 (SPARC) and g1 - 914 (1960). ....eeseecessesesseteeteseeseseesesteseeteseeneseeneees gO.) 2-238 
buffer manipulation library SPARC assembly language/ bALib = 1-27 
library. Cypress CY7C604/605 SPARC cache management . cacheCy604Lib 1-35 
set interrupt level (MC680x0, SPARC, i960, x86, ARM). ....ccccceeesseeseeseseeneseeeeeeees intLevelSet() 2-279 
/lock-out level (MC680x0, SPARC, i960, x86, ARM). .....ceceeseeesseeeeeeeeeees intLockLevelGet() 2-282 
/lock-out level (MC680x0, SPARC, i960, x86, ARM). ......:ecceeseeeeceeeeeeeeeneteees intLockLevelSet() 2-282 
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/vector table (MC680x0, SPARC, i960, x86, ARM). ......eeseeeeeees intVecTableWriteProtect() 2-288 

/for C routine (MC680x0, SPARC, i960, x86, MIPS). ......e:eeceseeseseteeeeeeeees intHandlerCreate() 2-279 

get interrupt vector (MC680x0, SPARC, i960, x86, MIPS). ...c.ceccsssesseeseseereseseeeeneseseeees intVecGet() 2-286 
CPU vector (trap) (MC680x0, SPARC, i960, x86, MIPS). Set ....cccceseeseseesesseseenenesees intVecSet() 2-286 
/(trap) base address (MC680x0, SPARC, i960, x86, MIPS, ARM). ......cccccsseeeees intVecBaseGet() 2-284 
/(trap) base address (MC680x0, SPARC, i960, x86, MIPS, ARM). ....cccseeeseseseeeeeees intVecBaseSet() 2-285 
create and Spawn task. ...c.ccccceccsseeseseseeseeeeeeees . VXWTask:: VXWTask() 2-1043 

Spawn task: ....in tw agis Qh ake hii ck awe tes taskSpawn() 2-884 

periodically. spawn task to call FUNCTION... teeseseeeseseeeeeneeees period() 2-567 

repeatedly. spawn task to call FUNCTION ......ceeeeeseeteeeeeeteeseseeteneseeees repeat() 2-622 

parameters. spawn task with default .........cccccceesseeeseeseteseseeteseseseeeeneseeeeees sp() 2-799 
snmpQueMonitor(). spawn tMonQue to run on... eens snmpMonitorSpawn() 2-787 

control structure for MB87030 SPC. create... eseseeseeseesseteeeseeseeeeeteesenenees mb87030CtrICreate() 2-405 
control structure for MB87030 SPC. initialize oo... ee eeseteeeeeeseeeeneeaeseeeeeees mb87030CtrlInit() 2-406 
values of all readable MB87030 SPC registers. display .........cccccccsseeeseeeeeeeneeeeees mb87030Show() 2-407 
/of failed attempts to take spin-lock (VxMP Opt). ...cccceseeeeee smObjTimeoutLogEnable() 2-778 
zbufs. split zbuf into two separate .........ccceseeeseeneseeeeeeeeeees zbufSplit() 2-1084 

spy CPU activity library. ........cccccceeceeseeeeeseseeeeneseseeeeneseens spyLib 1-369 

Stop Spying and LePOTtiNg. ......ccceccceeeeeeseeeeeseseseeteseseseeneseees spyStop() 2-804 

compute non-negative square root (ANSI). ...cccccecseseeseeseseesesesessesessseseerensseseeneneseseeees sqrt() 2-804 
compute non-negative square root (ANSI). ....cccceeeeseee sgrtf() 2-805 
PCMCIA SRAM device driver. ...... cece sramDrv_ 1-370 

install PCMCIA SRAM memory drivel ......ccccecsccesseeeseseetesneseeneseeteneeenees sramDrv() 2-807 

initialize task with specified Stack. ......ccceeceesseseseseseeseseseseeneneeees .. VXWask::VXWTask() 2-1045 
routine for TCP/IP network stack. generic attach .......ccccsessssseseeseeseseeeeeseseeneseseeeeeens ipAttach() 2-299 
routine for TCP/IP network stack. generic detach ........cccccceesesseeeseeeeteseseeteneseeeeeees ipDetach() 2-299 
initialize task with stack at specified adress. .........ccceesseseseseeseeseseeeseeeeeenens taskInit() 2-873 

show network stack data pool statistics. «0.0... netStackDataPoolShow() 2-519 

show network stack system pool statistics. ..........000 netStackSysPoolShow() 2-520 

display stack trace Of task. ....c.cccccsssessesssesseeseseeseesesessesessssseeesessseeesseees tt() 2-925 

print summary of each task’s stack USAgE. occ eeteeeeeeeenes checkStack() 2-84 
for standard output or standard error. /Duffering «0... ccc eeeeeeeeeeeeeteteeeeees setlinebuf() 2-731 

write formatted string to standard error Stream. ........cccecseeesesseseseseeteseseseeneseeeseesens printErr() 2-590 
return next character from standard input stream (ANSI). .....ccsscesesseeseseeteeseeneneeees getchar() 2-239 
read characters from standard input stream (ANSI). ...... gets() 2-242 

/and convert characters from standard input stream (ANSI). ...... scanf() 2-666 
get fd for global standard input/output/error. ........ cece ioGlobalStdGet() 2-290 

set fd for global standard input/output/error. 0.0... ioGlobalStdSet() 2-290 

get fd for task standard input/output/error. ........ ccc ioTaskStdGet() 2-298 

set fd for task standard input/output/errol. «0.0... ioTaskStdSet() 2-298 

FILE of current task. return standard input/output/error ......cccceeeeseeseeneeseeeeteeees stdioFp() 2-816 
initialize standard I/O show facility. ......cccsesseeseeseeseees stdioShowInit() 2-817 

initialize standard I/O suppott. ........ ee stdioInit() 2-816 

/with variable argument list to standard output (ANSI). .....cccceeeeeseesesseeseseetessseseeeneesens oprintf() 2-971 
error. set line buffering for standard output or standard .......... setlinebuf() 2-731 
write formatted string to standard output stream (ANSI). .....cccecceesesseeseeeeneeeeeeeees printf() 2-591 
write character to standard output stream (ANSI). ....ccccecsesseeeseeteeseeeees putchar() 2-603 

write string to standard output stream (ANSI). oo... ccceeseesessesseeseseeteseeeeees puts() 2-604 

ANSI stdarg documentation. ..........0008 ansiStdarg 1-15 

ANSI  stdio documentation. 00.0... eeeseseeeeseeeseetseseneseeseeeeetenaeees ansiStdio 1-16 
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ANSI  stdlib documentation. 0.0... eseeeesenseeeseeneeeeseneeenenseees ansiStdlib 1-20 

copy in (or stdin) to Out (Or StdOUt). oeecccccceseseeeseseeteeseseetensseseesessseseesessseseetensseseeeneseess copy() 2-93 
word (32-bit integer) from stream. read NEXt ....ceeecsesesseseseseeseseseseesesesseeesessseseeensseeeeeenees getw() 2-244 
string to standard error stream. write formatted ......... .. printErr() 2-590 
write word (32-bit integer) tO StrEAM. .....cccssseeseeseseeteseseseeseseseseeseseseseesesssesessessseseesessseseeneaees putw() 2-605 
specify buffering for stream. .........cccceseeseeeeeeeeeeees ... setbuffer() 2-729 

close: stream (ANSI): ccs ascieesteputtenssescorsiutchens ve sheers ccuaveetee fclose() 2-192 

test end-of-file indicator for stream (ANSI). ....ccccecssssessesesesesseneseseenesssssessesssssssenssseeeeenenees feof() 2-198 
flush: stream (ANS). ovccssessrstacne qaceeasrestrereiateesaeineauvees fflush() 2-199 

return next character from stream (ANSI). o...ccccsccessesseseseseeseseseseseesesessseesessseseeneasseseesenees fgetc() 2-200 
of file position indicator for stream (ANSI). /current Value ......ccccesseseseeteeeeeneeeees fgetpos() 2-200 
number of characters from stream (ANSI). read specified .......c.ccceesseseseseseeeseseeteseseees fgets() 2-201 
write formatted string to stream (ANSI). ......ccccceeesseseeeseessseseeneseeeenenees fprintf() 2-215 
write character to stream (ANSI). ...cseeccsssseesssssesseseseseseeesssesesessssseenensseseeeneesees fputc() 2-219 

write string to stream (ANSI). ....cccceesseesseeseeseseeseseseseesessssseenensseseesensseseeees fputs() 2-219 

and convert characters from stream (ANSI). read ...cseecscessesseeseseesesseseesessseseesessseeeeneneess fscanf() 2-222 
file position indicator for stream (ANSI). Set .....cccccssesseeseseeeseseseeresessseeessseseeneneseeenees fseek() 2-226 

file position indicator for stream (ANSI). set ......cccceeeeeesseeeeeeeeseeneeees fsetpos() 2-227 

of file position indicator for stream (ANSI). /current Value ......cccceesseeeeeteseseeeeteeseeeenes ftell() 2-229 
return next character from stream (ANSI). occ sessssesseeeseseseeeeseseseneessseeseesscseeeeesseeeseeesasees getc() 2-239 
character from standard input stream (ANSI). return neXt .....cccceeeeseeseeeeeees getchar() 2-239 
characters from standard input stream (ANSI). read .....cccesesssseseseeseeseseeesssesseessseeneneseseeeenenees gets() 2-242 
string to standard output stream (ANSI). /formatted 00... ccceseeseeeeeteseseeeeeeeseeenes printf() 2-591 
write character to stream (ANSI). oo... cseeeeeseeseseseeseeeseseseeeeseseseeeesesseeseeesseseneeataes putc() 2-603 

character to standard output stream (ANSI). WIrite 0... cceeceseeseeeeeeneeeees ... putchar() 2-603 
string to standard output stream (ANSI). WIrite 0... cccceecsseeseeseseseseeteseseseesessseseeessseeeess puts() 2-604 
characters from standard input stream (ANSI). /and CONVETE 0... cceeeeseeseeseseeteeseseeeneeeees scanf() 2-666 
specify buffering for stream (ANSI). ...ccccccssesesssessesseseeseesssessesessseseensseseseenessess setbuf() 2-728 

specify buffering for stream (ANSI). ...c.ccccssesseesesseseseseseetessesesessssseenessseseenenes setubuf() 2-737 

and error flags for stream (ANSI). /end-of-file 0... ... Clearerr() 2-88 

push character back into input stream (ANSI). oo... ccecceesesseeseeeeeeseseseesesssseeesensseseeeeseeeeeees ungetc() 2-940 
write formatted string to stream (ANSI). ...c.cceecsesesseeseseeteseseseeneseeeeeenenes .. Ufprintf() 2-956 
transfer file via TFTP using stream interface. .......cccecsesesseeseseeteseseseenenesees .. EftpXfer() 2-907 
return fd for stream (POSIX). wo. eeseseessseseeeseeseseeeesesesesseesseseeeseeseeseeeres fileno() 2-201 

copy from/to specified StreaIs. .........scescessesescesseseeseeseeseeseeseesesesesteseeseeseeseetes copyStreams() 2-94 

get task status aS StTiNg. occ eeeeeeeteeeeeeees VXWITask::statusString() 2-1038 

Parse initialization StriINg. ccc eseeeseseseeseeseseeteneeeeeeees el3c90xInitParse() 2-159 

Parse init: SHINS: mcs idee. eta sededen tedden waders elt3c509Parse() 2-162 

occurrence of character in string. find first 0... cece eseeeeseseseseeeseseeeesessseeeeeneeees index() 2-268 
return kernel revision String. ......ccssescesesseeeteeeteeeeseees kernelVersion() 2-311 

Parse initialization String. occ estes eseeseeteseeteseeseseeeseeneseeneaes In97xInitParse() 2-321 

Parse initialization StriINg. ..... cece eseeteeseseeeeesesesteneseseeeeees In7990InitParse() 2-324 

Change login: String. c..sc.ccccccccsasasessviceetutendectsedeceestivesscciecssotericeatecses loginStringSet() 2-341 

Parse initialization StriINg. cece esesteseseseeeeneseseeteneseees mb86960InitParse() 2-404 

PAarSe INit SUING: se vas eek oe ssieied ties hese codes peety deesteetiecet edd eeeeh ies mbcParse() 2-411 

Parse Init, StING sce Hoes. ohh cesarean ales eee ... ne2000Parse() 2-502 

Parse initialization Stig... ccc esesseeseseeeenesesesteesssesees nicEvbInitParse() 2-533 

Parse init StriNg. occ eects ntParse() 2-539 

occurrence of character in string. find last 0... cceseeesesseeseseesesesseesseneseseenensseseeenessens rindex() 2-632 
get task’s status AS StIING. ....cccesseseseseeseseseseeeseseseeteseseseeensseseeeneseens taskStatusString() 2-886 
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parse init. “sting... ea eh ee eee ee ultraParse() 2-938 

convert time in seconds into string (ANSI). ...ceccceescesesseeseseeeeseseseeeesessseeeeessseseeesseeeeenes ctime() 2-106 
convert broken-down time into string (ANSI)... .. asctime() 2-18 
convert characters from ASCII string (ANSI). read and 0... ccc eseeteseseseenensseseenenes sscanf() 2-808 
occurrence of character in string (ANSI). find first 00... esesseeeseeeeeseseeteeseeeeeeneeees strchr() 2-818 
map error number to error string (ANSI). ....cccccssessseseeseseseseeteseseseenessssseesessseenenesssees strerror() 2-821 
time into formatted string (ANSI). /broken-down ........... ... Strftime() 2-822 
determine length of string (ANSI). ....cccccceseeseseseesenesesessenesesseeeesssesseneseseeeenenees strlen() 2-823 
occurrence of character in string (ANSI). find last .......ccccsesseseseseeeeeseseeseseeeseeenees strrchr() 2-826 
occurrence of substring in string (ANSI). find first 2.0.0... ccscceseeeseseeeseeeeeeseseeseeeneenens strstr() 2-827 
ANSI string documentation. ...........0000 ansiString 1-21 

argument list to buffer/ write string formatted with variable .......... vsprintf() 2-972 
argument list to fd. write string formatted with variable ...........ccceeseeeeeeneees ofdprintf() 2-956 
argument list to/ write string formatted with variable ...........ccccccseseeseeseeeeneeees oprintf() 2-971 

read string from file. 20... cccseseseseseeseseseeeeteseseseeeseeeeeesessens fioRdString() 2-203 

database (VxMP/ define name _ string in shared-memory name ............ VxXWSmName:nameSet() 2-1020 
break down string into tokens (ANSI). ....:.cccsesseseseseeeeteseseseeeseeeeeeneees strtok() 2-828 

(POSIX). break down. string into tokens (reentrant) ............. ... strtok_r() 2-829 
character from given/ return string length up to first «0.0.0... .. strespn() 2-820 
character not in given/ return string length up to first .........ccceseeeeeseseeteseseseeseseseeeeneneeees strspn() 2-826 
find device using String NAME. .......cesseseseseesesseseeteseseseeteseseseeteneeees endFindByName() 2-166 

set/ find first occurrence in string of character froM GIVEN ...... cece es eeteseseeteneseeeees strpbrk() 2-825 
convert time in seconds into string (POSIX). .......ceceeeceseeesses esses sesessesessesessesesesneseeneseens ctime_r() 2-107 
convert broken-down time into string (POSIX). ..... ... asctime_r() 2-18 
map error number to error string (POSIX). .o.ccceseeeeeseeeeeseseeessseseetensseseeenesseeeees strerror_r() 2-821 
Internet network number from string to address. convert .... .. inet_network() 2-272 
concatenate one string to another (ANSI). .....c.ccceesseseseseesesssesesteseseseeeenesees strcat() 2-818 

copy one string to another (ANSI). .....ccssesssseeseeseeseseetessseseeneseeeeeens strcpy() 2-820 

/characters from one string to another (ANSI). ....cceescesseeseseseseeseseseseeneeeeseeees strncat() 2-824 

copy characters from one string to another (ANSI). ..... .. strncpy() 2-825 
write formatted string to buffer (ANSI). ..cccccseeseessesesseesesesteneseseeeenessens sprintf() 2-800 
(Unimplemented) (ANSI). pass string to Command PLOCeSSOF .......cesceessseseseeteseseeeeeseseeeenees system() 2-859 
convert string to double (ANSI). ....ccecessesesesessesesessseeseeseseeeseeeeeeees atof() 2-26 

convert initial portion of string to double (ANSI). .....cccceseceeeeseseeseseeeseseeteeseseeeens strtod() 2-827 
write formatted string to fd. ce ceecsesesseeseseeteseseseesesssesessessseseesssseeeesessess fdprintf() 2-195 

post user event string to host tools... .....c.sccseeeeeseseeseseeseseeeeeens wdbUserEvtPost() 2-1059 

convert string to int (ANSI). ....ccceeesseeseeneeseseeesessseesessseseeneseeeeeeees atoi() 2-26 

convert string to long (ANSI). ...ccccceseeseeseseseseseeesesseeesesesesseessseeeeees atol() 2-27 

convert string to long integer (ANSI). ......:ccccsssesseseseseeseeseseeneseseees strtol() 2-830 

stream. write formatted string to standard CLOT ......c.cescesesesesseseseseeteseseeeeeseeeeeenens printErr() 2-590 
stream/ write formatted string to standard OUtPUL «0... eects eeteteseseeteeseeeeeeees printf() 2-591 
stream (ANSI). write string to standard OUtPUt oo... eeeceeseeseeeeeeteeseseeteneeeeeesenes puts() 2-604 

write formatted string to stream (ANSI). «0... cece fprintf() 2-215 

write string to stream (ANSI). oo... cccesesseeseseeseseseseeeseseseeeseeeeeenens fputs() 2-219 

write formatted string to stream (ANSI). «0.0... cece .. ofprintf() 2-956 

integer (ANSI). convert string to unsigned lONg «0... cece teeeteseeteseeteneeneeees strtoul() 2-831 

first n characters of two strings (ANSI). COMpPALE .......ceseseeeeseeteeeseeteseeeeteteseeeeees strncmp() 2-824 
LC_COLLATE/ compare two _ strings as appropriate to strceoll() 2-819 
(ANSI). compare two strings lexicographically stremp() 2-819 

define subnet for network interface. 0.0... ifMaskSet() 2-264 
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interface. get subnet mask for NetWOTk ......ccccesesseeesteseeseseeeseees ifMaskGet() 2-263 

library. TITMS390 SuperSPARC cache management ..........ccc cacheTiTms390Lib 1-50 
time intervalelapses/ suspend current task UNti] .......ccceeteeeeeeteeseeteeeees nanosleep() 2-484 


signal (POSIX). 
signal (POSIX). 
check if task is 
check if task is 


are not necessarily aligned. 
to be called at every task 
delete previously added task 
show list of task 

look up 

look up 

look up 

look up 

look up 

look up 

look up 

look up 

remove 

remove 

to examine each entry in 
remove symbol from 
create 

delete 

to examine each entry in 
remove symbol from 
create 

delete 


create and add symbol to 
create and add symbol to 
initialize 

library. 

host/target 

initialize host/target 
including/ create and add 
including/ create and add 
list 

specified value. list 
bypass RIP and kernel routing 
host and network routing 
semaphore is available. 


suspend system.. «0... 
suspend task. 0... 
suspend task. ......cceeseeeeees 
SUSPEN taSK. ....ccscsecceceseeseeseeeeneseees 
suspend task until delivery of ..... 
suspend task until delivery of ..... 


ssiviianids wadbSystemSuspend() 2-1056 
Reyer VXWITask::suspend() 2-1039 
sbsbadéds sdeessageazeat? taskSuspend() 2-887 
eibegialiistise. ts() 2-924 
eae pause() 2-550 
sigsuspend() 2-749 


SUSPONE”s: cis.sheessassedesicestecsersstesectcecneseseee VXWIask::isSuspended() 2-1030 
SUSPONCEd .e5...s:cessssieideaisasiietissscncetsesensinaseetss taskIsSuspended() 2-875 
Swap buffers. 0... 2-46 
SWAP DYEES. ....sescscessesseseeeseeseneeeens 2-833 
swap bytes with buffers that .... 2-952 
switch. add routine 0... taskSwitchHookAdd() 2-888 
SWitCh LOUtINE. ooo. eeeeeeeees taskSwitchHookDelete() 2-889 
SWitch routiNeS. 0.0... eens testes taskSwitchHookShow() 2-889 
symbol by name. .......ccceee .. VXWSymTab::findByName() 2-1023 
SYMbOI] by NAME. ....cececeeseesesseseeseeseseeteseseeeeenes symFindByName() 2-835 
symbol by name and type. VXWSymTab::findByNameAndType( ) 2-1023 
symbol by name and type. ........0604 symFindByNameAndType() 2-836 
symbol by value. «0.0... .. VXWSymTab::findByValue() 2-1024 
symbol by value. .......cc ccc eeseeeeeeseeeeeeeeees symFindByValue() 2-836 
symbol by value and type. VXWSymTab::findByValueAndType( ) 2-1024 
symbol by value and type. «.........00 symFindByValueAndType() 2-837 


symbol from symbol table. .... 
symbol from symbol table. .... 


VXWSymTab::remove() 2-1025 
getstevtiestealentevtae’s symRemove() 2-838 


symbol table. call routine «0.0... ccc VxXWSymTab::each() 2-1022 
symbol tables sis. .scscesdescssisvicosttecesbeesseceters VXWSymTab::remove() 2-1025 
SyMbol table. ......cecceseeseseeeeeeees VXWSymTab::VXWSymTav() 2-1025 
SyMbol table. occ VXWSymTab::~VXWSymTab() 2-1026 
symbol table. call routine ......cccecessesseseeteeseseeteseseeeens symEach() 2-834 
symbol table. 0.0... symRemove() 2-838 
symbol table. 0... cece symTbICreate() 2-839 
symbol table... symTblDelete() 2-840 
SyMbol table ClaSS. .......ccseesessesesesseseseseseeseseseseeeseeees VXWSymTab 1-426 
symbol table, including group/ .........cee VxWSymTab::add() 2-1021 
symbol table, including grOuUpP/ ....ccccsesseeeseteeeeeeeees symAdd() 2-834 
symbol table library. ........ccceceseecesseesesseeseeseees . symLibInit() 2-838 
Symbol table SUDTOUEINE 0.0... eects este eeteseseeeeeseseeteenesees symLib 1-374 
symbol table synchronization. ........cccceseseeeeeseeeeees symSyncLib 1-376 
symbol table synchronization. ........cceeeeeeeees symSyncLiblInit() 2-839 
symbol to symbol table, «0.0... VxWSymTab::add() 2-1021 
symbol to symbol table, ........ccccceseeesesseeeseseeeseeeseeneeees symAdd() 2-834 


SYMDOIM Se... dedetestsecesctetensHetesses evans Hevystacane eterataecandeeb tates stands Ikup() 2-320 
symbols whose values are N€AL .......eceseeeeees IkAddr() 2-319 
tables. add HOOK tO ..cceeeccecsseeseseeseeteeseeeeeeees ripLeakHookAdd() 2-639 
tables:.display oc sc:citsc. di8 titssiicseedtepicheasdavesthaselerteebestes routeShow() 2-656 
take release 4.x semaphore, if .....ccccceseeseeseseeseeeeeeees semClear() 2-710 
take semaphore: s.:civccscietsciececersnvsebeccuststoectectonsest VxXWSem::take() 2-1017 
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take SeMaPhOTe. ...secececeesesesesseseseseseeseeseseesessseseeteneseseeees semTake() 2-718 

/logging of failed attempts to take spin-lock (VxMP Opt). .......005 smObjTimeoutLogEnable() 2-778 
compute arc tangent (ANSI). ...cccccesessesesesessesseseeseseseetesesessseeneesseseeenseess atan() 2-22 

compute arc tangent (ANSI). 0... .. atanf() — 2-23 

compute tangent (ANSI). ...ccccescseeseesesseressseseesessseseeessseseensssssseenessens tan() 2-860 

compute tangent (ANSI). oc... nese seesesseessseenssesseseeseseesesneneeees tanf() 2-861 

compute hyperbolic tangent (ANSI). ....ccccseeeeeeeeees ... tanh() 2-861 
compute hyperbolic tangent (ANSI). ...cccescccssessesssessesessseseeseesssessessseseesenssssesenees tanhf() 2-862 
compute arc tangent of y/x (ANSI). o.ccccesessesessesesesesseseseseeeessseseenenesseeees atan2() 2-22 

compute arc tangent of y/x (ANSI). ..cccescecssesesseseseseeseseseseseesseseenenesseees atan2f() 2-23 

exiti task(ANSDsiis.se ssid. aise de atic slaateiseicitiseadiiaiuaneadss exit() 2-190 

activate: task: vest ecassataeracnniacaniees .. VXWIask::activate() 2-1027 

get information aDOUt taSk. oc. eeeeessseseeessseseeeeeeseeeeees VXWITask::info() 2-1029 
send signal to “taSk. ..ccsvisissecodcascacviersescssiencaveececcsvecsesteeveecseaies VXWTask::kill() 2-1030 

examine priority Of task. ..cccccceeeeeseeseeseseeseeseeeeneeeees VXWITask::priority() 2-1032 
change priority Of task. ....cccccccscesessesseesestestesteseeseeseenes VXWITask::priority() 2-1033 

festart= tasks sccsactesaussaiwdiavvtataratancsa es VXWITask::restart() 2-1034 

resume® ‘task: sdjdssaivlnsunsieis indienne eadaieiis VXWITask::resume() 2-1035 

send queued signal to task. ..cccccceesesseseseseseetesssessetessseseeseesseeeeneees VXWITask::sigqueue() 2-1037 
Suspend), task. vssvsci avian wstnavie ein wie siiaiey VXWITask::suspend() 2-1039 

add task variable to task. woo. eeseseseeseeeeeesecseeseeesescsenecssseeseetsssees VXWTask::varAdd() 2-1040 
remove task variable from task. oc. cseeseseseeeeseneeeeeeseeeeeneesenenees ... VXWTask::varDelete() 2-1041 
Create ANd SPAWN tASK. ....ccccceseesessseesesessseeseeseseseeseseseeteneseseees VXWITask::VXWTask() 2-1043 

delete: ‘task: cccsiciedcighestaepecsesedieanerest .. VXWTask::~VXWTask() 2-1046 

display environment for task. ..ccccccessesesseeeesesesesseeseseeeessseseseesssesssseseasseseeeasseeeees envShow() 2-171 
error status value of calling task. get ......c.cccccssssssesssesseeseseeeeneseseseesessssseeessseseeeesseseess errnoGet() 2-172 
status value of specified task. Get CLTOL ......c.ccccsssseseseesessseseeteseseseeseseseeeeneseens errnoOflaskGet() 2-172 
status value of specified task. Set CTYOL ........ceceessssess see eeeeeeseeeeseeseneeseeees errnoOfTaskSet() 2-173 
error status value of calling task. St ....c.c.cccccscseseeseseeeseseeseteseseseesessssseeessseseenesseeseees errnoSet() 2-173 
floating-point registers Of taSk. Set ......cccccseeeeesseseeseeeeneeeeeees fppTaskRegsSet() 2-214 
terminate-PIP setvet® ‘taSky.si.cscicie seis daacian ei tiesssier deemtahscveuseertevecitvreuavacs ftpdDelete() 2-232 
Initialize FTP server. taSk. sc. cccsccssessssivenssessuveiessssenseetsconsevetedsssstgiassstsrersdeccuceessuasvest ftpdInit() 2-232 
Message-logging SUPPOrt taSk. oo... logTask() 2-345 
send. signal.to:callen’s: task: ccs cciaisccaetpvevucsnsseepenvieveuseuetarses etseutyedecayatierstscveiassrestensseaes raise() 2-607 
Singlesstep:~ taSKk: cis2hiicestesesescesedeaesjosstaseasecdlasteniast geceducatsestiecdeldaceetibsieasesstasateses s() 2-662 

send queued signal to task. ......cccccescessessesesesseseeseeseeseessesessssieseseeseeseeseeseeseeseeneanes sigqueue() 2-748 
FILE of current task. /input/OUtPUt/CLTOL oo... cece teeseeeeeseseeeenenees stdioFp() 2-816 

delete: task? sesciicescte da descveeld aeieatecbheth dite biased denen even taskDelete() 2-867 

get task ID of running task. oc. .eccceeceesessesesessseeseseseseesessssseesessseseenessseseesenseees taskIdSelf() 2-872 
verify existence Of task. ....cccccceeeeeseseeseseseseeeeseeeeeees taskIdVerify() 2-872 

get information ADOUt ASK. oc ccecceeseseeseeseseeseseseseetenssesessesesssessensseseeeeneeseeees taskInfoGet() 2-873 
examine priority Of task. ..ccccccccesseseeseesesesesesseesessssenessseseeessseeeeenees taskPriorityGet() 2-878 
change priority Of task. ....cccceceessesesesesseseseseeseneseeeees taskPrioritySet() 2-878 

testart’ task: ncci4 eich eae elita de ae taskRestart() 2-881 

TESUIMEY CASI 2 cs:2o heen sass Rese sciteee seta ety que aioe coved tex taskResume() 2-881 

Spawn) ‘task: ..oicanei nash ceete tase eeenetdtee anders taskSpawn() 2-884 

SUSPENd,, TASK. nie. et asi iseh ess isibews desestAtdenstotenss died gatinaeesscheeeas taskSuspend() 2-887 

add task variable to task. we eesesscseseeeeeseseeeeesseseeeeseeeeseeeeeeeeeeeeseeeeeneeeeeeeees taskVarAdd() 2-891 
remove task variable from task. ....eseesesssesseseseeeeseseseeetecseseeeeasscseeeesaeeteenseaees taskVarDelete() 2-892 
get list of task variables Of taSk. .....ccccessessesessssesesessessseseesesssssessessssseeeessssseeenesseeees taskVarInfo() 2-893 
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Aélete ta SK ncelitss dics ceed een Ghee ses ates gates ee eae eve eeng eee td() 2-898 

initialize TEIP: Server: task: -x0.c.sssccvccsecsessstisvsesechuesstoecedcssvettieeveseastiesaetareseatseseasieees tftpdInit() 2-901 
TFEP server daemon: task. vats. sc.iscsiecseiecectiecsessedeaiesst tussesencpaareteegiedeectieectundessraqses tftpdTask() 2-901 
TESUIME! CtaSK a icerisvesctercisseeieissial sea teesns lpeotiones aaa ened ae asians tr() 2-922 

Suspend: tasks oci:scisi disse hh acheteceaiescetpessaevasetabacecabeardtvcss apsendhgevedeieteteesssetveras ts() 2-924 

display ‘stack:tracé-OfF “task: :s..s:css.fcasesscssssedcisecesssstertenatessdeheugssdibeceshsseatacst dese sebeaadotadincatenss ti() 2-925 
start collecting task activity data. «0.0.0... .. spyClkStart() 2-801 

stop collecting task activity data. 0.0.0... ... spyClkStop() 2-802 

display task activity data. occ eseeteeseseeneseeeeeenenseeeees spyReport() 2-803 

begin periodic task activity rePOTts. ......cccccceesesseeseseetesessseeseneseseetensseseeeeseseens spy() 2-801 

run periodic task activity reEPOTts. .......ccceceseeeesesesesteseseseeteneseseetenesseeees spyTask() 2-804 

task: classy. cssivesscosevetureticctertsceuostesvessecnteseces sa cveayosctoneveneseeek VXWTask 1-427 

state is in interrupt or task context. /if current ......... intContext() 2-276 
get task control DIOCK. ....cccceeceseeseseseseeteseseseeteseseees VXWrTask::tcb() 2-1039 

ID. get task control block for task ....cccceeseesseseseeteseseeseeseseetenees taskTcb() 2-889 

package. initialize task CPU utilization tool ....... spyLibInit() 2-803 
routine to be called at every task create. Ad oe. cececcescesesseeeteeeteseetesteneens taskCreateHookAdd() 2-865 
delete previously added task create routine. ................ taskCreateHookDelete() 2-866 
show list of task create rOUTINES. ........ceceseteteeteeteeneees taskCreateHookShow() 2-866 

routine to be called at every task delete. add... eecceesseeseeseeseseeseeseees taskDeleteHookAdd() 2-868 
delete previously added task delete routine. ................. taskDeleteHookDelete() 2-869 
show list of task delete routines. ............... taskDeleteHookShow() 2-869 

network task entry POINE. occ eeeeseseseeeseseseetensseseeeneseees netTask() 2-520 

delay task from executing. ...........0... taskDelay() 2-866 

initialize task hook facilities. ........ccccccessesecsseceseesseesseesseenes taskHookInit() 2-870 

task NOOk library:...scccscsceassecreseecccseatesssseeasvecviersersenssedens taskHookLib 1-384 

initialize task hook show facility... taskHookShowInit() 2-870 

task hook ShOW routine’. ........ccceesceseceseesseesseeeseees taskHookShow 1-386 

reveal: Task TDs .csciscsis sa aviagessivesvecs Marveomes ees ae baciataseeate VXWTask::id() 2-1029 

get name associated With task ID. oo... cesses seseeesesseseeseseesesneseeeseenes VXWTask::name() 2-1031 
Sét default task ID, «.ccccesiecsdscscoisestieencstcestsncccucgessestcotsvecvnstuaneedes taskIdDefault() 2-871 

get name associated With task ID. ...cccecceseeseeseeeeteeseees taskName() 2-876 
get task control block for task ID. ..ccccccessesesesseeseseeseesesessesssessesessssseessnsseseeeesseeeenes taskTcb() 2-889 
name. look up task ID associated With taSk ......ccccesesseeeeeeees taskNameToId() 2-876 

et task ID of running task... .ceeceeeeeeee tee eeeeeeenees taskIdSelf() 2-872 

get list of active taSk IDS. ...cceccssesseseeseeseeseseeseseseseetessseseeeneeeeeeees taskIdListGet() 2-871 
semaphore. get list of task IDs that are blocked ON .......cccsseseseeseeteneeees VXWSemi::info() 2-1016 
semaphore. get list of task IDs that are blocked OM ......ecceessessseseeteeseseeteseseees semInfo() 2-713 
display task information from TCBS. «0... VXWITask::show() 2-1036 

display task information from TCBS. ......c.cccsesseeeneeeeeeeeeeeees taskShow() 2-882 

task information library. ........ccceeesseseseseeteseseseeteseseeeeenees taskInfo 1-386 

check if task is ready tO TUN. oo... eesesseesteseeeeeeneees VXWTask::isReady() 2-1030 

check if task is ready to TUN. ....eecceeseeseeseeeeteseseseeeseseeeeneness taskIsReady() 2-874 

check if task is suspended. .........cccseceeseeeteseeeees VXWTask::isSuspended() 2-1030 

check if task is suspended. ......cccccceseeseeseseseeteeseeeetenees taskIsSuspended() 2-875 

task management library. .......ccceeseeseeseseeseeseseeteseseseeneneeees taskLib 1-387 

architecture-specific task management routines. ....... .. taskArchLib 1-384 
display task monitoring help MENU. 0... cece eeeeteeeeeeeees spyHelp() 2-802 

up task ID associated with task name. lOOK ......cccccesesseseeseeteteseseeteseseseenenesees taskNameToId() 2-876 
initialize task Object. oo... cccesesseeeseesesseseeteseseeeeenees VXWTask::VXWTask() 2-1043 
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examine task OPtiONS. .......cccceseeseseeseeseseeteeseseeeenens VXWITask::options() 2-1031 
change task OPtiOns. .......cceeeeseeeeteeeeeeeees ... VXWITask::options() 2-1032 
examine task OPtiOns. ..... ccc taskOptionsGet() 2-877 
change task Options. .......cccceceseeesseseeeseeseseesesseseeeeseeneees taskOptionsSet() 2-877 


wake up 

unblock every 
unblock every 
send signal to 
parameters for specified 
display contents of 
get 

disable 

enable 

make calling 
initialize 


get fd for 

set fd for 

get 

MIPS, i386 /i486). set 
MIPS, i386 /i486). set 
initialize default 

routine to be called at every 
delete previously added 
show list of 
floating-point registers from 
initialized. activate 

on queue (POSIX). notify 
periodically. spawn 
repeatedly. spawn 

make calling 

(POSIX). suspend 
(POSIX). suspend 
elapses/ suspend current 
get value of 

set value of 

get value of 

set value of 

remove 

remove 

add 

add 

get list of 

initialize 

get list of 

library. 

spawn 

initialize 

address. initialize 

delete 
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task pended in select(). .......cc 
task pended on semaphore. ............ 
task pended on semaphore. ............ 
task (POSIX). wees eeeseeeeeeseeeeteeseees 
task (POSIX). get scheduling 


selWakeup() 2-705 
VXWSem::flush() 2-1014 
semFlush() 2-712 
kill() 2-311 
sched_getparam() 2-668 


tASk TEPIStELS:, sso. siesesesdesstaclstaccarsneceuseaesnczesnsedoanas VXWrTask::show() 2-1035 


task registers from TCB. ........csccseeeeeeeee VXWTask::registers() 2-1034 
task’rescheduling® 3:52. siccceveseesastencenersnns nie neneeacnete taskLock() 2-875 
task rescheduling. ....ccccccccesseseseseseeeseseseessseseeseessens taskUnlock() 2-890 
task safe from deletion. ........cccccesseeeseeseeseseeeeeseeeeees taskSafe() 2-882 
task show routine facility. ............... taskShowInit() 2-883 
task SHOW rOUtINES. 0... eeseseseseeseseseeeenesesesteneseseseenens taskShow 1-389 
task standard / .o..eccccceccesseseeseeseeee ioTaskStdGet() 2-298 
task standard / oo... eee ioTaskStdSet() 2-298 
task status aS String. «0... VXWTask::statusString() 2-1038 


task status register (MC680x0, VXWTask::SRSet() 2-1037 


task status register (MC680X0, ......ccceesesseeseseeteseseees taskSRSet() 2-886 
task status register (MIPS). ......ccccseeesseseseseeseseeseeee taskSRInit() 2-885 
task sWitch. add oie taskSwitchHookAdd() 2-888 
task switch routine. 0... taskSwitchHookDelete() 2-889 
task switch routines. ...... cece taskSwitchHookShow() 2-889 
task TCB. 26 sssscccscassessscstssecsnereereeoeses fppTaskRegsGet() 2-213 
task that has been .......c.cccseseseesesesesseseseseeseseseeeenenees taskActivate() 2-865 
task that message is available... cece mq_notify() 2-449 
task to. call fUNCHON i. :cceeccceceecandevasecbecaceincseepiastanarerecrecteceets period() 2-567 
task to call FUNCTION ...... ee ceeseeeeteseseetesesseeeteseseseeneneseeeeeeneees repeat() 2-622 
task unsafe from deletion. 00.0.0... ceeeeeeeeeeseeeeeeeeees taskUnsafe() 2-890 
task until delivery of signal .......ccceeseesesesesteeseeeeeeenees pause() 2-550 
task until delivery of signal ........ccccceseeseeeseeneeeees sigsuspend() 2-749 
task until time interval 0... eeeeseseeseeeeeeeeneeees nanosleep() 2-484 


task variable. .........cccccccseeseseseeeseeeee 
task variable. .........ccccccccseeeseeseeeteeees 


VXWTask::varGet() 2-1041 
VXWIask::varSet() 2-1042 


task: variables. sccvscsssccsscdeivecssccescasstseescsdasssdecsecsseseecaces taskVarGet() 2-893 
task Variable... cs: éécsdiseddctasitanvesiccstashi tin tcnvas taskVarSet() 2-895 


task variable from task. ..............05 .. VXWTask::varDelete() 2-1041 
task variable from task. .......cccccccesscessceseeeseesseesseees taskVarDelete() 2-892 
task variable to tasSk. ......cccccecccesceseeeseesseeeeeees VXWTask::varAdd() 2-1040 
task variable to taSk. w..ccccccececeseessesssseessessessesseseeseees taskVarAdd() 2-891 
task variables. 0... ... VXWTask::varInfo() 2-1042 


task variables facility. 0... 
task variables of task. ..........cceeee 
task variables support 
task with default parameters. ........ 
task with specified stack. ............. 
task with stack at specified 


taskVarInit() 2-894 
taskVarInfo() 2-893 
taskVarLib 1-390 
sp() 2-799 
.. VXWTask::VXWTask() 2-1045 
taskInit() 2-873 


task without restriction. .......ccccccseeeeeeee VXWTask::deleteForce() 2-1027 
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delete task without restriction. ........ccccesecesseeeteseeseees taskDeleteForce() 2-868 

handle task-level exceptions. ......ccccccesessesseseeseseeeeeees .. excTask() 2-188 

handle task-level PCMCIA event. .......ccccscseesseseeeeees .. pemciad() 2-555 

device. do task-level read fOr tty... ccceeeseseseeeeseeseseeeseseeeeteseseeeenenes tyRead() 2-932 

device. do task-level write for tty oo... eseeeeeeeeeeneseeneseeseeees tyWrite() 2-933 

initialize task’s access to RPC package. .........ccceeeneees .. tpcTaskInit() 2-658 

registers. print contents of task’s floating-point ..............0 fppTaskRegsShow() 2-214 
set task’s priority (POSIX). 0... ccc eeeeseeeeeeeeeees sched_setparam() 2-670 

set task’s registeYS. ........ccceceeeees VXWITask::registers() 2-1033 

Set task’s registers. .........sccssessscerssseessseesssessssssesessenssseteenens taskRegsSet() 2-879 

display contents of task’s registers. ..........ccscessecesseseeeseeseseesesseeseeeseenees taskRegsShow() 2-880 

get task’s registers from TCB. ....c.cccccseesseseseseeseeseseees taskRegsGet() 2-879 

print summary of each task’s stack Usage. ......ccscceseessesseeseeseeseseeeseeseeeeetenees checkStack() 2-84 

get task’s status as string. ............ taskStatusString() 2-886 

print summary of each task’s TCB. ....c.ccccscsesessesesesesseseseseeeesesesesnesessseeeesesssessesessseseesensseeeeees i() 2-252 
complete information from task’s TCB. print 2-908 
get task registers from TCB.. ......cseecseecsssesessesseessssesseseeesseesseseesenseneans VXWTask::registers() 2-1034 
registers from task TCB. get floating-point «0.0.0... cece fppTaskRegsGet() 2-213 

print summary of each task’s: TCB. ccscescccsscscsssstevssssvevsasesttvtsntevesetsvesstetsocssscantotarscvscocssuesnsvdetsnscvetates iQ) 2-252 
get task’s registers from TCB. ....c.ccssssesessessssssseeresesesseneseseesesssssessessssseenenssseeeeens taskRegsGet() 2-879 
information from task’s TCB. print complete ......cccccceeseeseeseseeesessseeneseseseenessseeeeeessesees ti() 2-908 
initialize” TCIC Chip. -sssssdsstsccnireestectsonanacneni niacin sven tcicInit() 2-895 

show all configurations Of TCIC Chip. ......cccceceseecesseeeseseeesneessesessesneseeneseseeneeneneaees tcicShow() 2-896 
chip driver. Databook TCIC/2 PCMCIA host bus adaptor ........ccceesesseseseseeneseseeeeens tcic 1-390 

chip show library. Databook TCIC/2 PCMCIA host bus adaptor ........cccecseeeeeeeeeees tcicShow 1-391 
get MIB-II_ TCP connection table entry. ........:ccce m2TcpConnEntryGet() 2-381 

state. set TCP connection to closed m2TcpConnEntrySet() 2-381 

all resources used to access TCP group. delete .......cccccseessesesseseeissesesseeseseeenes m2TcpDelete() 2-382 
routines. TCP information display ........cccccceseseesesesesseeseseeeeenees tcpShow 1-391 

debugging information for TCP protocol. display .........cccccssessseeeseseeeeeens tcpDebugShow() 2-896 
display all statistics for TCP protocol. ....cccceescsseseesesesesesseesessssessssessesessseees tcpstatShow() 2-897 
initialize TCP Show routines. ......cccceeeseseseseesesseseeeseeeseeenens tcpShowInit() 2-897 

from user data and send it to TCP socket. create ZbUf .......ccceesseeseseeteseeeees zbufSockBufSend() 2-1078 
receive data in zbuf from TCP socket. .......cccccesessesesseessesesessesessesssssssesesseseens zbufSockRecv() 2-1080 
send zbuf data to TCP socket. ....... cc zbufSockSend() 2-1082 
VxWorks telnet daemon. oo... eee cece eeeeeseseseeeeteeseasenseeseeeeneeneat telnetd() 2-898 

initialize telnet daeMON. oo... eeesseseteseseseseseseeeseseeeeeeees telnetInit() 2-899 

telnet server: Library. \ivsiasiscccsedsecscetdeececstaiseisteesceetcndestiaiees telnetLib 1-392 

bus. test and set location across .... .. sysBusTas() 2-845 

C-callable atomic test-and-set Primitive. ......ccccceceseeseseseseeteseseseetessseseeesseeeeees oxTas() 2-977 

SCSI device. issue TEST_UNIT_READY command to ....... scsiTestUnitRdy() 2-700 
write-protect text segment (VXVMI Opt). cece omTextProtect() 2-970 

transfer file Via: THUD: wc. ccccccccsecstcassesvsieotitaacenicteeiestes casecseuariecienetdetevscatents tftpCopy() 2-899 

send TFTP message to remote SySteM. ..........ccccceseeeeeeeeees tftpSend() 2-906 

set TFIP server address. .......c.cccccccssesseseseseeteeseeeees .. iftpPeerSet() 2-904 

TFTP server daemon task. ..0......ecccsesseseeeeeseeeeeeenees tftpdTask() 2-901 

initialize TFTP server task... cscsecssssssessseenseesssseseneseensseeees tftpdInit() 2-901 

initialize” TFIP session: sis:is0:¢ itunes igeetiecssdessihea estassetitean ecvateaaneiess tftpInit() 2-903 

quit) THER Session: .dtvecsien nities ae alt Aid eee tftpQuit() 2-905 

get TFTP status information. «0.0.0... tftpInfoShow() 2-903 
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set TFIP transfer mode. .....c.ccccscseseesesesesessesseseeneseseeeens tftpModeSet() 2-904 

transfer file via TFTP using stream interface. ........cccccseseeseeseseetseeeeeees tftpXfer() 2-907 

completed execution of client thread. successfully aic7880ScbCompleted() 2-7 
perform generic SCSI thread initialization. ...... scsiThreadInit() 2-700 

send event to thread state Machine. «0.0... scsiMgrThreadEvent() 2-683 

get value of kernel’s tick COUTHED. oo... ccc eeeeteseseeteseseseeesessseeteneseseeneneseseeeees tickGet() 2-909 

set value of kernel’s tick counter. ................ tickSet() 2-910 

clock tick support TiDrary. oo. ceccesesseeseseeteseseseeeseseseeessseeeeseneens tickLib 1-395 

announce clock tick to kernel. wo. eeeeseeseeesereeeeeeseeeeeeeseeneeaeseeeee tickAnnounce() 2-909 

network with DHCP at boot time. initialize 0.0... eseeeeeeeeseeeeneees dhcpcBootBind() 2-116 
set dosFs file system tiMe. oo... cceeseeeseseeeseeeseeseseeseeneeeenees dosFsTimeSet() 2-146 

time into UTC broken-down_ time (ANSI). convert calendar .......ceseeseseseteeeneeeeeees gmtime() 2-245 
calendar time into broken-down time (ANSI). CONVETt oo. eeseeseeeteeeeseseeneeseneeseetaesees localtime() 2-333 
broken-down time into calendar time (ANSI). COMVETt oo. eesseeeseseteteeeeseeeeeteeseeeeetetsenes mktime() 2-432 
determine current calendar time (ANSI). on... eeseeesessesseeeseseseeeeseseseeescsesseesscseeesenaeeeeeeesas time() 2-910 
reload value/ get remaining time before expiration and. ................ .. timer_gettime() 2-914 
ANSI time documentation. ....... cc ceeeseseeeeseseeseeeseseeeeeeseneeenerseees ansiTime 1-22 

retrieve current time from remote source. ...........004 ... sntpcTimeGet() 2-795 

(ANSI). convert time in seconds into String ......ccececeeseeeeeeeeeteseseeeeeseeeeeeees ctime() 2-106 

(POSIX). convert time in seconds into string ............004 .... ctime_r() 2-107 

determine processor time in use (ANSI). ....ccccccsesesseseseseeeeeseseeeeseseseeteeseseeeenensens clock() 2-88 

suspend current task until time interval elapses (POSIX). ........... .. nanosleep() 2-484 
(ANSI). convert calendar time into broken-down time ............. ... Localtime() 2-333 
(POSIX). convert calendar time into broken-down time... eceeeeeeeeeeceeeeeeeeees gmtime_r() 2-245 
(POSIX). convert calendar time into broken-down time ............. ... Localtime_r() 2-333 
(ANSI). convert broken-down time into calendar time ...... ee eeeeeseeeeeeseteteeeeseeeeeteeseneeees mktime() 2-432 
(ANSI). convert broken-down time into formatted String ........ccccseseeeseeeeseeeeteeseeeens strftime() 2-822 
convert broken-down time into string (ANSI). .....ccceeseseeseeseeseseeteseseeeeneneseeees asctime() 2-18 
convert broken-down_ time into string (POSIX). ......ceccecsseesseeeeseeeeneneeeens asctime_r() 2-18 

(ANSI). convert calendar time into UTC broken-down time .0..... ce eseeseteeeeeeeeseees gmtime() 2-245 

get current time of clock (POSIX). oo... .... Clock_gettime() 2-89 

update’ ‘time On files. 2.0. cciscccsesespsttitecces este eneeadensivageretsesteaeesaeeesenteraiss utime() 2-953 

calendar time into broken-down time (POSIX). CONVELt ..... ce eeseeeeeeteeeeseseteteeeesenteeeeesees gmtime_r() 2-245 
calendar time into broken-down time (POSIX). CONVETE oo... eeeseeeeeeeeeeteeeeeteteeeeeteeeseeeees localtime_r() 2-333 
set clock to specified time (POSIX). .....cccccceeeseeesseeeeseees .. Clock_settime() 2-90 

library. Simple Network Time Protocol (SNTP) client ......ccccccsssesseseseeseneeseeeenens sntpcLib 1-366 
library. Simple Network Time Protocol (SNTP) Server .....ccccescsseseesesssesseteseseseenens sntpsLib 1-367 
function or group of/ time repeated executions Of .............. .... timexN() 2-918 
function or functions. time single execution Of wc. cece eeeeesesesteseseeeseenesees timex() 2-915 

get current time slice (POSIX). «0... .... sched_rr_get_interval() 2-669 

arm timer (POSIX). set time until next expiration and oo... ccs timer_settime() 2-914 

list of function calls to be timed. Clear... eee eeeseseneesssceneeeeseseeerseseseneeaeseseneees timexClear() 2-916 
specify furnctionis:to be> tHMeds.:::.csccsidccetessssesnecsesisensraesseotsedevenecsrieeectsosssscibtoustin timexFunc() 2-916 

list of function calls to be timed. display ........ccceceesseeseesesseseesesesesesseseseseeeeneseees timexShow() 2-920 


start watchdog 
construct watchdog 
construct watchdog 
destroy watchdog 
create watchdog 
delete watchdog 
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VxXWWéa::start() 2-1047 


TINCT ienseesvcte ave dsestsaterehan tii da dea hv sedetoseeSeniied VXWWéa::VXWWad() 2-1047 
TIMED ve sckesteasediondiasiasedi had ie ik seksa ed tetas VxXWWéa::VXWWad() 2-1048 
ELIOT. 357829: 2 sees oes Se ee a VxXWWaéa::~VXWW<d() 2-1048 
timer. .... wdCreate() 2-1061 
THIET. siisesdetes Mis vba Neate Ai ee Shs een ons ea eee at wdDelete() 2-1061 
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Start watchdog: “timet:...2.ihisghiciiseisaiaeiiai nus iitsetsesenndeiiecrees wdStart() 2-1063 

cancel .... timer_cancel() 2-911 

Watchdog timer ClaSS. ......cceseseesesesesseeseseesessseseeeseseseesessssseesenseeseenenes Vxwwd 1-429 

(POSIX). return timer expiration OVETTUN «0.0... timer_getoverrun() 2-913 

specified function when timer expires. CXCCULE .......ceseeseeseeieeesteseeseeseeees envoy_call_timer() 2-169 
execution timer facilities. 0. ee eeeeseeeeseseeeeeeesceseersesceeeeeseaeseneees timexLib 1-396 

display synopsis of execution timer facilities. ....... timexHelp() 2-917 
watchdog timer Library. .......cceecceeseeseeseseeeseseeeeseseseseesessseeeesessseseenessees wdLib 1-440 

include execution timer Library. ........cccecsceeseeseseseeeeeseseseeseseseseesensseseeseneseees timexInit() 2-918 

timer library (POSIX). cisiesescsesecheiptescacetaracsesstsssestcetecesiesenses timerLib 1-395 

remove previously created timer (POSIX). ....cccceesseseeesesesesesseeseseeteeseseenenesseeeees timer_delete() 2-913 
until next expiration and arm timer (POSIX). set time ............. timer_settime() 2-914 
connect user routine to timer Signal. ......ccccceesseeseseeseeseseeseseseeeeteneseeeeenees timer_connect() 2-911 

for timing base/ allocate timer using specified CLOCK ......ccceesseseseeseteeseeeeees timer_create() 2-912 

of clock ticks elapsed since timer was Set. return NUMDEY .......cceeeseeseeteeseeeees envoy_now() 2-170 
functions to be called after timing. SPeCIFY .....cecccceeseesesseteseseeteessseeteseseseetenssesees timexPost() 2-919 
to be called prior to timing. specify functions .......... .... timexPre() 2-919 

using specified clock for timing base (POSIX). /timer .......ccceesseeeeeeseeeeees timer_create() 2-912 
break down string into tokens (ANSI). ....cccccesessseseeseseseseeseseseseseesssesesnenessseeeeeneseeees strtok() 2-828 
break down string into tokens (reentrant) (POSIX). ....cceececssesseseeseseeeseseeeeenees strtok_r() 2-829 
display stack. ‘trace-Of task. ..c..s.sccssicssteveeseseisderscnectterssustiteestecaoustctscseetceesstsreanvers tt() 2-925 

change trap-to-monitor charactel. «0.0... tyMonitorTrapSet() 2-931 

whether underlying driver is tty device. returt ......cccesesseseseseeeeesesesseseseseseeseseseeeesesseeseesens isatty() 2-305 
do task-level read for tty deVice. ....ececseeeseseseeteeseees .. tyRead() 2-932 

do task-level write for tty AEVICE. ..ceeceeccesesesesseseseseeteseseseesesessssesessseseeensesseeeenees tyWrite() 2-933 
initialize tty device AeSCTIPtOL. 0... cece eseeteeseseeteeseseetenesees tyDevInit() 2-929 

Motorola MC68302 bimodal tty river. wc ccceeceseeseeseeseseeeseseeeesesssessesessseseeneseeeeeeneees m68302Sio 1-210 
Motorola MC68332 tty Ariver. oc eeceesesseeseseeseseseseeeseseseeseseseseeessseseesessseeeenees m68332Sio 1-211 
MC68901 MEP: tty driver: cscs cccecsdecsstissnssaeciediecuedacsvessassssnvecsscnctnessyeracees m68901Sio 1-215 

MB86940 UART tty driver. oo. ceesseseseseeseesesessesesseseessenssssneseeeseens mb86940Sio 1-221 

NS T6550: UART thy: drivers 3 cscs tscontesied ct avscssccuehensevecigvar atthe titadivnens ns16550Sio 1-273 
Semiconductor SA-1100 UART tty driver. Digital ........cccecceeeeeseesesteseseseeeeneseseeneneseeeeees sa1100Sio 1-316 
ST.16C552 DUART. “thy Arivetisisss ccteitccssdescsnde laravasedacsitettvesrcarssteedsbaste deteesss st16552Sio 1-371 

ARM ’UAMBA: UART "tty Arivery .icccssscssetececssedssssecseteaccnepnessenetosaesarenesertbectecsrtsenies ambaSio 1-9 
initialize tty Ariver: cissscidsiesscticcessecsssshisseasscsasniidaeheniesiastatieiieressseeas ttyDro() 2-926 

initialize tty driver for WDB agent. 00.0.0... ccceeseesseeeeeeeenees wdbVioDro() 2-1060 

tty driver support Library. ..... ccs eseeeseseeeeneneseeeeees tyLib 1-399 

virtual tty I/O driver for WDB agent. ........cccceeeseseseeeeteseseees wdbVioDrv_ 1-440 

Motorola MC68360 SCC UART serial driver. oe eeeseteeeeseseeeeeecneneeeteeseseseees m68360Sio 1-211 
Motorola MPC800 SMC) UART serial driver... cccccesseseseseeseneeseseeeseseesesseseeenes ppc860Sio 1-292 
MB86940 UART tty driver. wees ceesseensseeesseensseensseeeseens mb86940Sio 1-221 

NS 16550" UART tty driver. ccsiississiscsisigstadeessssisseeestthisepesstestocssanses ns16550Sio 1-273 

Digital Semiconductor SA-1100 UART tty driver. ..c.cccceesceeseeseseeseseeeseseeeeeseseeeeneseeeeees sa1100Sio 1-316 
ARM AMBA ) UART tty driver. ...cccccccceesessessseseeeesseseeessseseenensseseenenees ambaSio 1-9 

all resources used to access UDP group. delete ............006 ... m2UdpDelete() 2-383 
routines. UDP information display .......cccccssssesseseseseeseteseseeeenens udpShow 1-403 

get UDP MIB-II entry from UDP list of listeners. ..........c cesses m2UdpTblEntryGet() 2-384 
list of listeners. get UDP MIB-II entry from UDP .......... cece m2UdpTblEntryGet() 2-384 

display statistics for UDP protocol. .....cceeceeee udpstatShow() 2-933 
initialize UDP show routines. .......cccsecesssesesseeeeseseeeseseeeenens udpShowInit() 2-933 
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user message and send it to UDP socket. create zbuf from ........ccceeeees zbufSockBufSendto() 2-1079 
receive message in zbuf from UDP socket. ......c.ccccccessesseseeseseseseesesesessenessens zbufSockRecvfrom() 2-1081 
send zbuf message to UDP socket. ......cccccessssesesessesesssessessseseesesseseseenees zbufSockSendto() 2-1083 

packet driver for lightweight UDP/IP. END based .........cccecsessseseeseseseeseseseeeenens wdbEndPktDrv 1-432 
packet driver for lightweight UDP/IP. pipe .....cccccssssessesesseseessseesesseseeneseeeeeeees wdbPipePktDrv 1-433 
communication functions for ULIP. initialize WDB agent’s ..........cce wdbUlipPktDevInit() 2-1058 
communication interface for ULIP driver. WDB .......cccccsesesseeseseeteseseseeneseseees wdbUlipPktDrv 1-439 
Set debug flag in UNIX’s ULIP driver. w...ccccceeeceeseeeeseesessessseseesesseseeneneeees ulipDebugSet() 2-934 
/network interface driver to ULIP for vxSim for Windows NT. .....ccccccescesecsseesseesseesseeaes ntEnd 1-274 
network interfaces/ attach ULIP interface to list Of .....cccccceceeccssccsssesscesseesseesseesseeaes ulattach() 2-934 
delete ULIP interface (VxSim). ....eeeeeseseeeseeeeeeeeeseeeeeeeneeeeeees ulipDelete() 2-935 

initialize ULIP interface (VxSim). ....eeessecesessseceseceseceseeeseeeseereneees ulipInit() 2-935 

interface driver. SMC _ Ultra Elite END network oo... cece ees eeeeeseeeneneee ultraEnd 1-404 
interface driver. SMC Elite Ultra Ethernet network .......cccecccccscesseeseeeseesseesscesseesseeeeees if_ultra 1-171 
device. publish ultra interface and initialize .....0.. eee eee ultraattach() 2-937 

display statistics for ultra network interface. ........ccceceeeseeteeseeteeseseeneeeees ultraShow() 2-940 

dosFs disk on top of UNIX. initialize 0... eeeeeseseeteseeeseeenees unixDiskInit() 2-943 
parameters. get NFS UNIX authentication .......cccecesseeseseseseeneseeeees nfsAuthUnixGet() 2-522 
parameters. modify NFS UNIX authentication .......cccceeeeeeeeteeees nfsAuthUnixPrompt() 2-522 
parameters. set NFS UNIX authentication .......ccccceeeeeseseseeneeeeeees nfsAuthUnixSet() 2-523 
parameters. display NFS UNIX authentication ............c w. NfsAuthUnixShow() 2-523 

set ID number of NFS UNIX authentication / .......cccccccecseesecessesseesscesscesscenseeaees nfsIdSet() 2-530 

UNIX BSD 4.3 select library. ......cccccceseseeeeeeeseteseseeteneeees selectLib 1-335 

create UNIX disk device. ......c cee unixDiskDevCreate() 2-942 

install. “UNIX. disk driver. es diccasivccknitncwsishasiieen unixDro() 2-943 

(VxSim). pass-through (to UNIX) file system library 00... ccccseseeseeseeeeseseseeeeeneens passFsLib 1-279 
UNIX SETI al AriVety: o.:sissdciesl seis casessnyscesvs. tesvasdee aasbbestancvetdtsvende unixSio 1-407 

unload object module. ...........000 VXWModule::~VXWModule() 2-998 

specifying filename or/ unload object Module DY... eeeceseseseeeeeteteseseeteneseeeetenesees unld() 2-944 
specifying group number. unload object module bY ......cecceeeeeseeseeteeseeeees unldByGroup() 2-945 
specifying module ID. unload object module DY 0... eects unldByModuleld() 2-945 
specifying name and path. unload object module by ................ .. unldByNameAndPath() 2-946 
unmount dosFs volume. ..........0 ... dosFsVolUnmount() 2-148 

unmount NFS device. .....cccccsecesseessessenesesesseseeneeeene nfsUnmount() 2-532 

make calling task unsafe from deletion. ..........ccccececesesesseseeeseeeseeneeens taskUnsafe() 2-890 

convert lower-case letter to upper-case equivalent (ANSI). ........ccceseseeseeeeeeeeeeees toupper() 2-922 


test whether character is 
lower-case equivalent/ convert 
socket. create zbuf from 
login prompt and validate 
delete 

WDB 

include WDB 

tools.. post 

library. 

network interface driver for 
display 

library. 

UDP socket. create zbuf from 
set remote 
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upper-case letter (ANSI). ....ccccescessseseesessseseesesseseeteneeees isupper() 2-309 
upper-case letter to tolower() 2-921 
user data and send it to TCP zbufSockBufSend() 2-1078 
user entry. display ........ccccceeeee loginPrompt() 2-341 
user entry from login table. ........ccceeeeeene loginUserDelete() 2-343 
USEL EVENT TDIALY: 25.2 eisssszaes dite seeiestsdasgessierssseihas wdbUserEvtLib 1-439 
user event library. ......cceeeeeeeeseees wdbUserEvtLibInit() 2-1059 
user event string to host ........... wadbUserEvtPost() 2-1059 
user interface subroutine usrLib 1-411 
User Level IP (VxSim). ...... eee .. if_ulip 1-170 
user login table. .......ceceeeeeeeee loginUserShow() 2-343 
user login/password subroutine ... loginLib 1-194 
user message and send it to ............ ... zbufSockBufSendto() 2-1079 
uSer Name aNd PAaSSWOTK. ....cccceecseeseeseeseseeseseseseeeseseseeeeeseees iam() 2-254 
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get current user name and pasSWwoOrd. ......cccccseeseeeeseeeeeees remCurldGet() 2-620 

set remote user name and PasSSWOT. .....scceeeeeeeeseeeeteeseeeeees remCurldSet() 2-620 

login table. verify username and password in ..... .. loginUserVerify() 2-344 

connect user routine to timer Signal. ........ccceeseeseeeeeeees timer_connect() 2-911 

add user to login table. .......cccccccessessestestestesteseeseeseeseenes loginUserAdd() 2-342 

return from routine using va_list object. /MOrMal] ........cceceesseeseseeseseseseeteseseseeeseseeeees va_end() 2-954 
va_arg() and/ initialize va_list object for USC DY ......ccecseesseeseseeteeseseeeseseeeenenees va_start() 2-954 
get value of task variable. ........cccsesseseeseeseeeeees VXWTask::varGet() 2-1041 

set value of task variable. .......ccccccccccccecesscessceseceseesseessecsseesseenees VXWTask::varSet() 2-1042 

Set environment. Variable: .:..csc.cccsseessesesecasssssapdoesestecerdsseseasesaionstedscueeseeoveaeeeraes puteno() 2-604 

get value of task variable. 0.0... cscs .... LaskVarGet() 2-893 

set value of task variable. ......ccccccccccsseeseeeteeees ... taskVarSet() 2-895 

get environment variable (ANSI). ....ccccsccscssesssseesessetesessssesessseseenesseeseesensseees getenv() 2-240 

write string formatted with variable argument list tO/ .......cccccsseseeseeseeeeeseeeeeeneseees vsprintf() 2-972 
write string formatted with variable argument list to fd. ..... .. Ufdprintf() 2-956 
write string formatted with variable argument list tO/ ......c.cccecceeeeteeseseeteseseeeeteneeees oprintf() 2-971 
initialize environment variable facility. ......... ccs eseeeseseseeteseseseeseseens envLibInit() 2-169 


remove task 

remove task 

environment 

add task 

add task 

handle all interrupts in one 
all DUART interrupts in one 
set uninitialized 

x86, MIPS). get interrupt 
connect C routine to exception 
routine to critical exception 
routine to critical interrupt 
/to asynchronous exception 
get CPU exception 

set CPU exception 

i960,/ write-protect exception 
(MC680x0, SPARC, i960,/ get 
(MC680x0, SPARC, i960,/ set 
1960, x86, MIPS). set CPU 
initialize exception/interrupt 
modules. 


in login table. 

facilities (OSPF Opt.). OSPF 
return BSP 

print VxWorks 
synchronous 

translate 

translate 

address (VxVMI/ translate 
driver for WDB agent. 
Opt.). get OSPF 

(OSPF Opt.). set OSPF 


... VXWIask::varDelete() 2-1041 
sebsuetvveaniets taskVarDelete() 2-892 
ssp eevee oigeleugedeeieeveavesecelesaatiatedeeteeveys envLib 1-106 
1 Ei bbta drsbeaseaten vote aieoorias VXWTask::varAdd() 2-1040 
Peralisornectes taskVarAdd() 2-891 


variable from task. ...........::0008 
variable from task. ...........:c0008 
variable library. ........ 
variable to task. ..... 
variable to task. ..... 


VECO witht lene Riis tr ae psanidittiutd bAaadnaieuaaiies 28530Int() 2-1068 
vector: handle .c:c0.. sities tetiasietne edicts signs m68681Int() 2-393 
vector handler (ARM). ......eeeeeseseseeeeseeeeeeeseees intUninitVecSet() 2-283 
vector (MC680x0, SPARC, 1960, ........:ecssseceeeeseeeeeeeeeeees intVecGet() 2-286 
vector (PowerPC): sisi ecesst hides Aig asodth cease: excConnect() 2-183 
vector (PowerPC 403). /C ceecesceescecesesseeeseereeeeees excCrtConnect() 2-184 
vector (PowerPC 403). /C veeeeeeeseeeeeeseeeeeeeees excIntCrtConnect() 2-187 
vector (PowerPC, ARM). .......... excIntConnect() 2-186 
vector (PowerPC, ARM). oo... ceseeeeseseeseeeseteeeeeeseeeeeneraeees excVecGet() 2-188 
vector (PowerPC, ARM). oo... eseeeeeseseeeeeseteeeeetseseeenensees excVecSet() 2-189 
vector table (MC680x0, SPARC, ......... intVecTableWriteProtect() 2-288 
vector (trap) base address 0.0... intVecBaseGet() 2-284 
vector (trap) base address .......eccssesseeeseeteeseees intVecBaseSet() 2-285 
vector (trap) (MC680x0, SPARC, .....cseceeeeeeneeeeeeees intVecSet() 2-286 
VECOLSy .iieissevehdak gs tesieces elses an pe easenetteiiatsvathoses excVecInit() 2-188 
verify checksums on all ............ ... moduleCheck() 2-435 
verify existence Of taSk. occ taskIdVerify() 2-872 
verify user name and passwotd ........sccceeeen loginUserVerify() 2-344 
version 2 (RFC 1583) routing... ccccceeseeeeseteseseeeeneeseeees ospfLib 1-275 
version and revision NUMDET. 0.0... eens sysBspRev() 2-843 
Version information. ...........sseesessecseeseeseeseeeseneesscseeseesersees version() 2-955 
version of / snmpMasterHandlerWR() 2-783 
virtual address for cacheLib. ........... cacheTiTms390VirtToPhys() 2-76 
virtual address for drivers. «0.0.0.0... cacheDroVirtToPhys() 2-56 
virtual address to physical ........cccsesseeseeeeneeeeeees omTranslate() 2-971 
virtual generic file T/O w..eeccseesesssesseseseseesetesesessenees wdbTsfsDrv 1-435 
virtual interface entry (OSPF m2OspfVirtIfEntryGet() 2-377 
virtual interface entry values m2OspfVirtIfEntrySet() 2-378 
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virtual space in shared global virtual mem (VXVMI Opt.). /tO wees vmGlobalMap() 2-963 
Opt.). get OSPF virtual neighbor entry (OSPF ............. m2OspfVirtNbrEntryGet() 2-378 

virtual/ map physical pages to virtual space in shared global .........ccceeeeeees vmGlobalMap() 2-963 
map physical space into virtual space (VXVMI Opt). ...ccscssseeseeseeseseeseeseseeeseeees vmMap() 2-966 
agent. virtual tty I/O driver for WDB ........ccsseseeseeseeteeseees wdbVioDrv 1-440 

change state of block of virtual MEMOTY. 0.0.0... sees tees eeseeeseeeees vmBaseStateSet() 2-959 
Opt.). create new virtual memory context (VXVMI ......ceee omContextCreate() 2-960 

Opt.). delete virtual memory context (VXVMI .....eceeeees omContextDelete() 2-960 

Opt.). get current virtual memory context (VXVMI ou... cece omCurrentGet() 2-961 

Opt.). set current virtual memory context (VXVMI .......ceee ee omCurrentSet() 2-962 

(VxVMI Opt.). get global virtual memory information «0.0.0.0... vmGlobalInfoGet() 2-963 
(VxVMI Opt.). include virtual memory show facility ......... vmShowInit() 2-968 
(VxVMIOpt.). virtual memory ShOW rOutINES .... cece eseeteeseseeeenees vmShow 1-416 

initialize base virtual MEMOTY SUPPOTT. ......eceeeeeseetee eee omBaseLibInit() 2-958 

library. base virtual MEMOTLY SUPPOTTt ou... cece estes vmBaseLib 1-413 
architecture-independent virtual memory support library/ 0... cccesseseeeeeeseeteeeees vmLib 1-414 
(VxVMI Opt.). initialize virtual memory support Module «0.0... omLibInit() 2-965 
enable or disable virtual memory (VXVMI Opt). ..ccccecessesseeeeeeteeeeeees omEnable() 2-962 

get state of page of virtual memory (VXVMI Opt). ...cccceeeseeseseeteseeeees omStateGet() 2-968 

change state of block of virtual memory (VXVMI Opt). ..ccccscssseesseeseseeteseees ovmStateSet() 2-969 
modify mode of dosFS VOLUME. .....ccceceeseseeseeseeseeseeeeeeesees .... dosFsModeChange() 2-145 
UNMOUNE COSFS VOLUME. ..... eee eseeeeeeeeeeeeteeeeeeeeeseeeeeeeeseeeeeeeeeees dosFsVolUnmount() 2-148 

modify mode of raw device VOLUME. ......... ccc sesesseseseeseesesseseseeseeneneanees rawFsModeChange() 2-611 
disable raw device VOIUME. os eeeteeseeeseseneneeseseeeeresseneeeeseseees rawFsVolUnmount() 2-613 

modify mode of rt11Fs VOIUME. .......ccceesseseseseeeeeseseeeseseseeeneseeeeenees 1t11FsModeChange() 2-661 
fragmented free space on RT-11 volume. reclaim .......ccccsesssssesesseeseeeeseseeeseenessseseesesseeeeeneaees squeeze() 2-805 
disable tape device VOLUME. .....ccccsesesseseesesseseeteseseseeessseseeteneseees tapeFsVolUnmount() 2-864 

display dosFs volume configuration data. 0.0... dosFsConfigShow() 2-140 

information. show volume configuration «0.0... cdromFsVolConfigShow() 2-82 
structure. initialize dosFs volume configuration .........c.ccecseeeseeeeeeeeees dosFsConfigInit() 2-139 
obtain dosFs volume configuration values. ........ dosFsConfigGet() 2-138 

block device with raw volume functions. aSSOCiate ....... es eeeeeteeeeeeeeees rawFsDevInit() 2-610 
sequential device with tape volume functions. aSSOCiate .........cccseeeeeeeeeeees tapeFsDevInit() 2-862 
prepare to use raw Volume Library. 0.0... ccc eeesteeeteseeteseeeneeneaeenenees rawFsInit() 2-611 
initialize tape volume Library. 0... ccs eeseseseeeseeneseseeensseeeeeenenees tapeFsInit() 2-863 

get current dosFs volume options. .........cccceeeeseeeeeees ... dosFsVolOptionsGet() 2-147 

set dosFs volume Options. ......ccccceseseeseseeeeeeeeeees dosFsVolOptionsSet() 2-147 

dosFsDevInit( ). specify volume options fOr ........cccceeeeeeee dosFsDevInitOptionsSet() 2-142 

). specify volume options for dosFsMkfs( .............. dosFsMkfsOptionsSet() 2-145 


name of shared memory object 
type of shared memory object 

in shared-memory name database 
shared memory name database 
create shared memory partition 
shared memory message queue 
memory message queue library 
shared memory binary semaphore 
memory counting semaphore 
memory semaphore library 
shared memory system partition 
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(VxMP Opt.). get 
(VxMP Opt.). get name and 
(VxMP Opt.). /name string 
(VxMP Opt.). /object from 

(VXMP Opt.). v.tsaidcnsciiraedeet thas: memPartSmCreate( ) 
(VxMP Opt.). /and initialize msgQSmCreate( ) 
(VxMP Opt.). shared msgQSmLib 
(VxMP Opt.). /and initialize semBSmCreate() 
(VxMP Opt.). /shared semCSmCreate( ) 
(VxMP Opt.). shared semSmLib 
(VxMP Opt.). add memory to smMemAddToPool( ) 


VxXWSmName::nameGet() 2-1019 
VxXWSmName::nameGet() 2-1019 
VxXWSmName:nameSet() 2-1020 
VxXWSmName::~VXWSmName() 2-1021 


2-427 
2-466 
1-252 
2-708 
2-710 
1-347 
2-759 
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shared memory system partition (VxMP Opt.). /for array ffOM .......ccseeeeeeeeees smMemCalloc() 2-760 
shared memory system partition (VxMP Opt.). /free bBIOCK iN... eceeeteteeeeeeee smMemFindMax() 2-760 
partition block of memory (VxMP Opt.). /MeMOTY SYStEM .....cceeeeeeeeeeeees smMemFree() 2-761 
memory management library (VxXMP Opt.). Shared .....cccessessesesseteseseseeseseseeeeseseseees smMemLib 1-355 
shared memory system partition (VxMP Opt.). /of memory fLOM «0... smMemMalloc() 2-762 
shared memory system partition (VxMP Opt.). /options OF... smMemOptionsSet() 2-762 
shared mem system partition (VxMP Opt.). /of memory fFOM .......ceeee smMemRealloc() 2-763 
management show routines (VxMP Opt.). shared MEMOTY «0... smMemShow 1-357 
blocks and statistics (VxMP Opt.). /system partition .........cceeeeees smMemShow() 2-764 

to shared memory name database (VxMP Opt.). add name ......ccceceeseseesseteeseeeeenees smNameAdd() 2-765 
shared memory object by name (VXMP Opt.). LOOK UP w.eeceeeeeeseeteeseeeeteeseeeeeseeees smNameFind() 2-766 
shared memory object by value (VxXMP Opt.). LOOK UP ..eccseeeseeeeeteeeeeees smNameFindByValue() 2-767 
objects name database library (VxMP Opt.). shared MEMOTY ......ceecceeseeseeseeeeteseees smNameLib 1-357 
memory objects name database (VxMP Opt.). /from shared. .......ccccceeeeees smNameRemove() 2-768 
name database show routines (VxMP Opt.). /meMOry Objects ......ccceceeeeeeseeseees smNameShow 1-360 
memory objects name database (VxMP Opt.). /of shared ........cccccsesseeeneeeeeeees smNameShow() 2-768 
shared memory objects facility (VxMP Opt.). /calling CPU to oo... smObjAttach() 2-772 
address to local address (VxMP Opt.). convert global .............00 smObjGlobalToLocal() 2-773 
memory objects descriptor (VxMP Opt.). /shared .....ccccccssseesesesesseneseseeeenessseses smObjInit() 2-774 
shared memory objects library (VXMP Opt). .cccecscsscssssesessessseseesesssesessessssseseensseseenenesees smObjLib 1-361 
shared memory objects facility (VxMP Opt.). install 0... seeseeseeeeseeseseeenees smObjLibInit() 2-775 
address to global address (VxMP Opt.). convert local ... smObjLocalToGlobal() 2-776 
shared memory objects facility (VxMP Opt.). initialize ............... smObjSetup() 2-776 
memory objects show routines (VxXMP Opt.). shared ......c.cccesesseseseseseeteseseeteneseseeeenens smObjShow 1-364 
of shared memory objects (VxMP Opt.). /current status smObjShow() 2-777 
attempts to take spin-lock (VxMP Opt.). /of failed .......cccee smObjTimeoutLogEnable() 2-778 

driver for User Level IP (VxSim). network interface 0... esseeseeeseeeeeeeeneneeeeseeeeeees if_ulip 1-170 

(to UNIX) file system library (VxSim). pass-through ......cccccessseessesesesesseseseseenenessseees passFsLib 1-279 

to list of network interfaces (VxSim). /ULIP interface wo. eeeeteeeeeeseeeeneeneeees ulattach() 2-934 
delete ULIP interface (VxSiIM). .... ee eeeeseseeseseeseeteteeseeeeeeeeeeeeteeseeteeeeeeeenes .. ulipDelete() 2-935 

initialize ULIP interface (VXSiM),. 2.00... eeeeseesceseeseeeseeseetecscseeceessesceeecsenseatarsessseeeses ulipInit() 2-935 

for/ UNIX-file disk driver (VxSim for Solaris and VxSim oo... eeeeeeseseeeeeteeseeeeeeeees unixDrv 1-405 

new virtual memory context (VxXVMI Opt.). Create ....ccccceeeeeeeeeseeeeetenes omContextCreate() 2-960 
delete virtual memory context (VXVMI Opt). ...ccsecessssesesesseesseseeeseeseeneneeee vmContextDelete() 2-960 
translation table for context (VxVMI Opt.). display 0.0.0... cscs vmContextShow() 2-961 
current virtual memory context (VXVMI Opt.). get ....ccceessseeeseseeeesesesseeseeeenenees omCurrentGet() 2-961 
current virtual memory context (VXVMI Opt.). Set ...c.ccccccesseesseseesesseeseeseseeeeeneens omCurrentSet() 2-962 
or disable virtual memory (VxVMI Opt). enable .......ccceeceeseesesseseseseesetssesesneneeees omEnable() 2-962 
virtual memory information (VxVMI Opt.). get global .........ccceseeseseeeees vmGlobalInfoGet() 2-963 

in shared global virtual mem (VxVMI Opt.). /virtual space .........c cece vmGlobalMap() 2-963 
initialize global mapping (VXVMI Opt). cscs sees seeeeeseeseaeeseens vmGlobalMapInit() 2-964 
/virtual memory support library (VXVMI Opt). ...cccccseseeseseeseenesesessesesesessesessseseensssseseensseeeseees vmLib 1-414 
virtual memory support module (VxVMI Opt). imitialize ......cceceeeseeseeeeeeees ... umLibInit() 2-965 
space into virtual space (VxVMI Opt.). map Physical ........cccccesseesesseseseseeeeeseees vmMap() 2-966 

/page block size (VXVMI Opt). c.sccccsessessseseeseseseseeteseseseenees vmPageBlockSizeGet() 2-967 

return page size (VXVMI Opt). w.cceccecessescesesseessesesseseeseseeseesesnanees omPageSizeGet() 2-967 

virtual memory show routines (VXVMI Opt). ..cccscsessesesessesssessenessseseeessssseenenssessereesseseess vmShow 1-416 
virtual memory show facility (VxVMI Opt.). include .....ccccceeeeeeseeeeeeeeeteees .. umShow!Init() 2-968 

of page of virtual memory (VxVMI Opt.). get state oo... .... omStateGet() 2-968 

of block of virtual memory (VxVMI Opt.). change State ......ccccccsessesseeeeseeeees omStateSet() 2-969 
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write-protect text segment (VXVMI Opt). ccc omTextProtect() 2-970 
address to physical address (VxVMI Opt). /virtual 0.0... ccccceeseesesseseseseeseseseeeens omTranslate() 2-971 
wake-up list. wake up all tasks in select() .......cccseseseeeeeseees selWakeupAll() 2-706 

wake up task pended in select( ). ....c.c.ccseeeseseeeees selWakeup() 2-705 

add wake-up node to select() Wake-up list. .....cccccesssssseseesesesesesseseseseesesseseenenesseeees selNodeAdd() 2-704 
and delete node from select() Wake-up list. find ......cccceessssesesseseesesteeseseeeeneseens selNodeDelete() 2-705 
wake up all tasks in select() Wake-up list. .....ccccccceeseeseseseseeteeseseeeseseseeneneseeees selWakeupAll() 2-706 
initialize select() Wake-up list. .....c.ccccsesesseeseseetesesesteeseeeeeenens selWakeupListInit() 2-706 

number of nodes in select() Wake-up list. Set .....ccccesesessessseseseeteseeeeeenens selWakeupListLen() 2-707 
cancel currently counting Watchdog. oo... ccccceeeseseeeseseseeessseseeeseseeeenenees VXWWéa::cancel() 2-1046 
cancel currently counting Watchdog. .....cccccseeeseseeseesesesseessssseenessseseenessseseesensens wdCancel() 2-1061 
show information about Watchdog. .....ccccccssseseeseseeseeseseeesssseseeessssseeteasssseeenees wdShow() 2-1062 
initialize watchdog show facility. 00... cccseseeeseseeseeseeeeees wdShow!Init() 2-1062 

watchdog SHOW LOUtINES. ......cscesesesseessseeteeseseeteneseeeeteneseens wdShow 1-441 

Start Watchdog tiMel. ......ccccccececessesessseeeeeseseeseseseseeeeesees VXWWa::start() 2-1047 

construct watchdog timer. 0.0... ccs we VXWWa:: VXWWad() 2-1047 

construct watchdog time’. ......cccccsseeseseeseeseseeeeeseens VXWWa::VXWWad() 2-1048 

destroy watchdog time. .......:.ccceceseeseeseeeees VXWWa::~VxXWWad() 2-1048 

create Watchdog time’. ........ccceeesseseeesseseeseeseseeseeeeseneseessesness wdCreate() 2-1061 

delete Watchdog time. 0.0... ccccceceeseeeeeeseseeesesesteeseeeeeeensseeees wdDelete() 2-1061 

start watchdog time. .......cccesseeeeeereees wdStart() 2-1063 

Watchdog timer ClaSS. ......c.ccsceeseseeteeseseetessseseetensseseeenessess Vxwwd 1-429 

watchdog timer Library. .......ccccsesseeseeeesesesesseesesessesseseeneneeees wdLib 1-440 

display values of all readable WD33C93 chip registers. ..........ccsseseeeseeeeeeeeeees wad33c93Show() 2-1054 
on SCSI bus (Western Digital WD33C93 only). /RST line «0. sysScsiBusReset() 2-855 
/and partially initialize WD33C93 SBIC structure. 0... wd33c93CtrlCreate() 2-1050 
Controller library (SCSI-1). WD33C93 SCSI-Bus Interface .....c.cccceesseseeseeeeseseees wd33c93Lib1 1-431 
Controller library (SCSI-2). WD33C93 SCSI-Bus Interface .....cccccscseseeseeseeeeteseees wd33c93Lib2 1-431 
Controller (SBIC) library. WD33C93 SCSI-Bus Interface ........ccccsseseseeseseseseeeeees wd33c93Lib 1-430 
initialize binary semaphore (WFC Opt.). create and ou... VXWBSem::VXWBSem() 2-978 
initialize counting semaphore (WFC Opt.). create and .......ccceeeee VXWCSem::VXWCSem() 2-980 
simple linked list class (WFC Opt). .occccsceesseeseenesssessessesessessssesnessssseenenesseeeeene VXWList 1-417 
initialize list (WFC Ofpt.). ....cscesssessssessssesssssessssesssneeseseneees VXWList::VXWList() 2-986 

list as copy of another (WFC Opt.). initialize «0... VXWList::VXWList() 2-987 

add node to end of list (WFC ODt.). .occccccsesseeseseesesseeseessssseenensseseesenessees VXWList::add() 2-981 
concatenate two lists (WFC Opt). ...ccccceeseessssessesesseseesessssessesteneseens VXWList::concat() 2-981 

report number of nodes in list (WFC Opt.) ...ccccsceesseseseeeeeenesesesnensseseeneneseeeeees VXWList::count() 2-982 
extract sublist from list (WFC Opt). .cccccesesesseseseseetessesessessseseeessseees VXWList::extract() 2-982 

find node in list (WFC Opt). .o.cccccessesesseseseseeseseeneeee VXWList::find() 2-982 

find first node in list (WFC Opt). ...ccccccecssesseesseseeeseeneeee VXWList:first() 2-983 

return first node from list (WFC Opt.). delete and... ccceccseseeeseseeeeeseseees VXWList::get() 2-983 

in list after specified node (WFC Opt.). insert node ....... ccc eeeeeeeeeeee VXWList::insert() 2-984 
find last node in list (WFC Opt). .ccccseeseseseeseresesesseesssessesseseenenesseeeees VXWList::last() 2-984 

steps away from specified node (WFC Opt.). /list node NStep ......ccceeeeeeee VXWList::nStep() 2-985 
find next node in list (WFC Opt). ..ccccecceseeeeeseseeesseseeessseseeneneeeeenes VXWList::next() 2-984 

find Nth node in list (WFC Opt). .o.ccsceseessesesseseeseseeneeee VXWList::nth() 2-985 

find previous node in list (WFC Opt). ....cccsecseeseeeseeeeneeneeees .. VXWList::previous() 2-986 
specified node from list (WFC Opt.). delete .......cceeceesseeeseseeeees VXWList::remove() 2-986 

free up list (WFC OPt.). .c..cscccsesscesssesssesssssesensenesaens VXWList::~VXWList() 2-987 

mutual-exclusion semaphore (WFC Opt.). /and initialize ............... VXWMSem::VXWMSem() 2-999 
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semaphore without restrictions (WFC Opt.). /mutual-exclusion ............. VXWMSemi::giveForce() 2-999 
memory partition classes (WFC Opt). .c.cccccssesesseeseseesesessssesessssseeesssesseneseeeees VXWMemPart 1-419 
create memory partition (WFC Opt). woes VXWMemPart::VXWMemPart() 2-992 

add memory to memory partition (WFC Opt.). ccc VXWMemPart::addToPool() 2-988 
aligned memory from partition (WFC Opt.). allocate «0.0... VXWMemPart::alignedAlloc() 2-988 
block of memory from partition (WFC Opt.). allocate... ccseesseeeseeeeseeee VXWMemPart::alloc() 2-989 
largest available free block (WFC Opt.). find size Of ......ccceeen VXWMemPart::findMax() 2-989 
block of memory in partition (WFC Opt.). free ...eeceeeeeseeseeeeeeneeseeees VXWMemPart::free() 2-989 
get partition information (WFC Opt). ..ccsccseeseeessseereseseeneeseeeeeeees VXWMemPart::info() 2-990 
options for memory partition (WFC Opt.). set debug oo... eee VXWMemPart::options() 2-990 
block of memory in partition (WFC Opt.). reallocate oo... VXWMemPart::realloc() 2-991 
blocks and statistics (WFC Opt.). show partition ...........:s0 VXWMemPart::show() 2-992 

object module class (WFC Opt). w.cccccseeseessesesseessssssesssseseeessseseenenseees VXWModule 1-420 

and initialize object module (WFC Opt.). create ......cccceceeeeees VXWModule::VXWModule() 2-998 

at specified memory addresses (WFC Opt.). /object module ........... VXWModule::VXWModule() 2-995 
load object module into memory (WFC Opt). ...ccccccseeeeeeseeseeeeeeens VXWModule::VXWModule() 2-997 
module object from module ID (WFC Opt.). build oo... cece VXWModule::VXWModule() 2-995 
associated with this module (WFC Opt.). get flags .......cccssssesssesseseeseees VXWModule::flags() 2-993 
about object module (WFC Opt.). get information ...........cc eee VXWModule::info() 2-993 

name associated with module (WFC Opt.). get occ VXWModule::name() 2-993 
find first segment in module (WFC Opt). woes VXWModule::segFirst() 2-994 
first segment from module (WFC Opt.). /and return) «0.00... VXWModule::segGet() 2-994 
find next segment in module (WFC Opt). ...ccsecesesseeeeeees VXWModule::segNext() 2-994 
unload object module (WFC Opt)... VXWModule::~VXWModule() 2-998 

message queue classes (WFC Opt). .ceccccscessessesseseesessesessessssssssenssesssneneseseeeens VXWMsgQ 1-421 

and initialize message queue (WFC Opt.). Create .....cccceeseeeseeteeeeees VXWMsgQ::VXWMsgQ() 2-1008 
message-queue object from ID (WFC Opt.). build oc eeeee VXWMsgQ::VXWMsgQ() 2-1008 
about message queue (WFC Opt.). get information .........cceeee VXWMsgQ::info() 2-1002 

number of messages queued (WFC Opt.). repOrt ...... cscs VXWMsgQ::numMsgs() 2-1004 
message from message queue (WFC Opt). reCeiVe ......ceceeseseesseesseseeeeeens VXWMsgQ::receive() 2-1004 
send message to message queue (WFC Opt). c.ccsccesssssessesesseseeeseseseeesseeeeeenees VXWMsgQ::send() 2-1005 
about message queue (WFC Opt.). show information ..........c VXWMsgQ::show() 2-1007 

delete message queue (WFC Opt.). ..eccccecssesseeseseeneneseeeees VXWMsgQ::~VXWMsgQ() 2-1009 

ring buffer class (WFC Opt). .occccssessessseseeseresesesteessssetesseseenenesseeeees VXWRingBuf 1-422 

create empty ring buffer (WFC Opt). ..cccccecsceseeeseeseseeeseens VXWRingBuf:: VXWRingBuf() 2-1013 

object from existing ID (WFC Opt.). build ring-buffer ..... VXWRingBuf::VXWRingBuf() 2-1014 

make ring buffer empty (WFC Opt). ..cccccscsseeeessesessesseseenessseeeeneseens VXWRingBuf::flush() 2-1009 

of free bytes in ring buffer (WFC Opt.). determine number .......... VXWRingBuf::freeBytes() 2-1010 
characters from ring buffer (WFC Opt). get ..cccceceseeesesssessetesssesseneseseeens VXWRingBuf::get() 2-1010 
whether ring buffer is empty (WFC Opt.). teSt ....ccccccceeseeeseeteeseeeeees VXWRingBuf::isEmpty() 2-1010 
buffer is full (no more room) (WFC Opt.). test whether ring ...........0 VXWRingBuf::isFull() 2-1011 
ring pointer by n bytes (WFC Opt.). advance oo. VXWRingBuf::moveAhead() 2-1011 
number of bytes in ring buffer (WFC Opt.). determine ...........ccceeeeees VXWRingBuf::nBytes() 2-1012 
put bytes into ring buffer (WFC Opt). ..ccccesceseeseesesseeseseseenesssesteesseees VXWRingBuf::put() 2-1012 
without moving ring pointers (WFC Opt.). /in ring buffer ................ VXWRingBuf::putAhead() 2-1013 
delete ring buffer (WFC Opt.). ..ccccsesseeeseseseeeees VXWRingBuf::~ VXWRingBuf() 2-1014 

semaphore classes (WFC Opt.). .ccccccssesssssseenessessessesesseesssessesesssessensseseeeness VxWSem _ 1-423 


object from semaphore ID 
every task pended on semaphore 
give semaphore 


(WFC Opt.). build semaphore VXWSem::VXWSem() 2-1018 
(WFC Opt.). UNBLOCK oo. ceeeeeeeeeseeteseeneees VXWSemi::flush() 2-1014 
(WEG. Opt.) 2322.8 ihe heeds onl le 2a ty VxXWSem::give() 2-1015 
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reveal underlying semaphore ID 
that are blocked on semaphore 
information about semaphore 
take semaphore 

delete semaphore 

to all shared memory classes 
memory object (VxMP Opt.) 
memory object (VxMP Opt.) 
name database (VxMP Opt.) 
name database (VxMP Opt.) 
symbol table class 

create symbol table 

create symbol-table object 
table, including group number 
each entry in symbol table 
look up symbol by name 

up symbol by name and type 
look up symbol by value 

up symbol by value and type 
symbol from symbol table 
delete symbol table 

task class 

(MC680x0, MIPS, 1386/1486) 
create and spawn task 
initialize task object 

task with specified stack 
activate task 

task without restriction 
create private environment 
retrieve error status value 

set error status value 

reveal task ID 

get information about task 
check if task is ready to run 
check if task is suspended 
send signal to task 

name associated with task ID 
change task options 

examine task options 

change priority of task 
examine priority of task 

get task registers from TCB 
set task’s registers 

restart task 

resume task 

contents of task registers 
task information from TCBs 
send queued signal to task 
get task status as string 
suspend task 


IX - 88 


(WEG Opti). chic ak eee Rh iis ale eres VXWSemi::id() 2-1015 
(WFC Opt.). /list of task IDs VXWSemi::info() 2-1016 
(WFC Opt.). show VXWSem::show() 2-1016 
(WEC Opt). sineidtaiessesataiciniiniai cad: VXWSemi::take() 2-1017 
(WEG Opt.) thie ath eal dk kina VxXWSem::~VXWSem() 2-1018 
(WFC Opt.). /behavior common VXWSmName_ 1-425 
(WFC Opt.). /name of shared VXWSmName::nameGet() 2-1019 
(WFC Opt.). /type of shared VxXWSmName::nameGet() 2-1019 
(WFC Opt.). /in shared-memory ......... VXWSmName::nameSet() 2-1020 
(WFC Opt.). /shared memory VXWSmName::~VXWSmName() 2-1021 
(WEG Opt )ccsssistladiiaiiidistiitiednmestes cients VXWSymTab 1-426 
(WEE Opt.). csterescestinusiea hs cectetocees VXWSymTab::VXWSymTab() 2-1025 
(WEE Opt, Jets cesteuiienieeedscusts VXWSymTab::VXWSymTab() 2-1026 
(WFC Opt.). /symbol to symboOI ..........eee VXWSymTab::add() 2-1021 
(WFC Opt.). /tO EXAMINE oo... VXWSymTab::each() 2-1022 


(WEG Opt) o.cicssstestecceisssipieciteesdessecsacse VxXWSymTab::findByName() 2-1023 
(WFC Opt.). look ........0 VXWSymTab::findByNameAndType() 2-1023 
(WEC OPE). wdissisisctitiseisstecesstisi VXWSymTab::findBy Value() 2-1024 


(WFC Opt.). look VXWSymTab::findBy ValueAndType() 2-1024 
(WFC Opt.). remove VXWSymTab::remove() 2-1025 
(WEC Opt)? se stead cae wuitlecchastenenst VXWSymTab::~VXWSymTab() 2-1026 
GR ALe: ore) tee ert aeer nn eee RE errno MEE ERO VXWTask 1-427 


(WFC Opt.). /status register... cee VXWTask::SRSet() 2-1037 
(WEG Opt.) iecicsisctienss Gerster ... VXWTask::VXWTask() 2-1043 
(WEE Opt.) casted niagara .. VXWiask:: VXWTask() 2-1043 
(WFC Opt.). initialize 0... .. VWXWTask::VXWTask() 2-1045 
(WEG Opt). cicoiidercas nisi aiso einai VXWTask::activate() 2-1027 


(WFC Opt.). delete 0... VXWITask::deleteForce( ) 2-1027 
(WEE Opt.)e secs destcstsaieasitiesdceiiiecuasin st VXWIask::envCreate() 2-1028 


(WEG Opt). ticsititdiniiehiantiiiadssseiied! VXWITask::errNo() 2-1028 
(WEG Opt.): ccstucisctias creased stirs, VXWTask::errNo() 2-1028 
(WEE Opt) issn ttandenniesteh ated VXWIask::id() 2-1029 
(WEG Opti): cseuts doecanetecadndete ehscentaniees VXWITask::info() 2-1029 
(WEG Opt.)o ceckvcesecistiiesteassaceteccanueneesesetanect VXWITask::isReady() 2-1030 
(WEG Opt). ssenheshbesuueiiccas .. VXWTask::isSuspended() 2-1030 
(WEC Opt.)iccctcactien dishes dueosinndianiens VXWITask::kill() 2-1030 


(WFC Opt.). get VXWTask::name() 2-1031 
(WEG Op t:) .ccset a cctscatadiccrateedscrecdsetetenss VXWITask::options() 2-1032 


(WEC Opt. ).cseiishieciaciiinceit ... VXWTask::options() 2-1031 
(WEG Opti) ctustiusidiuiiavhleadth: .. VXWITask::priority() 2-1033 
(WEC Opt.) -citiashendiviiviieed neni VXWIask::priority() 2-1032 
(WEC Opti )ic cite sitiosiotsshessiessscpieissestestectestesstie VXWITask::registers() 2-1034 
(WEE Opt): vcsscescedepscssdeecsevisantetersessdecivseereeseess VXWIask::registers() 2-1033 
(WEE Opt.) sc ctitcicc hn inieasdhsasnien VXWTask::restart() 2-1034 
(WEG Opt:): sasicuststnnsiiec assis Gira ttsccra teens VXWTask::resume() 2-1035 


VXWTask::show() 2-1035 
VXWTask::show() 2-1036 


(WFC Opt.). display «0... 
(WFC Opt.). display .....cccceceeeees 


(WEG Opty)? cha tbaicsnhatiieat deol ative: VXWITask::sigqueue() 2-1037 
(WEC Opt.) ccsisniahn eden .. VXWITask::statusString() 2-1038 
(WEG Opt)): sess. g ethnics dice thsnedinaes VXWIask::suspend() 2-1039 
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get task control block (WFC Opt). ..ccccescsssessesssesesesesessesensseseeneasseseeenees VXWTask::tcb() 2-1039 

add task variable to task (WFC Opt). .occccsseeseeseeseeeseeteeseseeteeseeeeees VXWTask::varAdd() 2-1040 
remove task variable from task (WFC Opt). .cccccscssesesseessseesessseseeseseseeeees VXWTask::varDelete() 2-1041 
get value of task variable (WFC Opt). ...cccceceeeeieseeesseesteseeneseaeseenes VXWTask::varGet() 2-1041 

get list of task variables (WFC Opt). ...ccccccssssesessesesessesessseseetessseseeenees VXWTask::varInfo() 2-1042 

set value of task variable (WFC Opt). ..ccccccssseeseesesseesessseenessseeneesseees VXWIask::varSet() 2-1042 
delete task (WFC Opt). veces VXWTask::~VXWTask() 2-1046 

watchdog timer class (WFC Opt). w.ececcsssessesesesseesssessensseseseesessssseeessssessenenseeeeess VxWwWwWd_ 1-429 
construct watchdog timer (WFC Opt). ..ccceeseeesesseseesessseseenensseseees VXWWa::VXWWa() 2-1047 
construct watchdog timer (WFC Opt). ..cccceeseesseesssesessseseenensseseees VXWWa::VXWWad() 2-1048 
currently counting watchdog (WFC Opt.). cancel .....cccceeseeseeesesseseesensseeeees VXWWa::cancel() 2-1046 
start watchdog timer (WFC Opt). ..ccccccecseeeseeeeeeseneseseeteneseseeseensseeees VXWWa::start() 2-1047 

destroy watchdog timer (WFC Opt). .occccccsseeeneeseeeeteeseseeneeeseeeenes VXWWa::~VxXWWad() 2-1048 

test whether character is white-space character (ANSI). ....cccssesssseeseeseseeeseeteeeees isspace() 2-308 
initialize WIN_CHAN. .......ccsceeecseeseseseseeerecseeeeeestseeeeeeseaes ... winDevInit() 2-1064 

initialize WIN_CHAN, part 2. ..cccecsesseseeseeeeeseseeneneeees .. winDevInit2() 2-1065 

(SPARC). return contents of window invalid mask register ..........ccceeseeseseeseeseeeeeseeees wim() 2-1064 
set or display eventpoints (Wind VieW). ....cscscesesseesesessesssesessessssseessssseseesessssseseessseseeenseeseeenes e() 2-149 
stream. read next word (32-bit integer) FLOM ....... ccs esesteeseseeeeseseseeeneeeees getw() 2-244 

Stream. write word (32-bit integer) tO... cceeeeeeseseeteeseseeteseseseeeneseeeeenees putw() 2-605 

one buffer to another one long Word at a time. COPY .ssssssseesseseeseeeeteseseeteseeeeeees ... beopyLongs() — 2-30 
copy one buffer to another one Word at a time. ....cccccceseeseseseseeeseseseeseseseenensseseeenens beopyWords() 2-31 
flush processor write buffers to MEMOTY. ........scsceseseeseeeeeeeeee cachePipeFlush() 2-68 

Write bytes t0 file. ..s..c:ccisi, cst cvceesddesieessessbennscesdactosasececcseeseeasonss write() 2-1066 

output stream (ANSI). write character to standard 0.0... ... putchar() 2-603 
(ANSI). write character to StreaM .....ccccccesesseseseeseeseseseeseseseeessseeeeeness fputc() 2-219 

(ANSI). write character to Stream .......eeeeeseeeeeeseeneeeeseseeeeeeseseneeatas putc() 2-603 

register (MIPS). write contents Of CAUSE .......ccceeseeeseseeeetesesesteeseseetenees intCRSet() 2-277 

device. write data to SCSI tape .....cececeeseeeseeeeneeneeeeaes scsiWrtTape() 2-702 

sequential device. write file marks to SCSI ......... scsiWrtFileMarks() 2-701 

do task-level Write for tty GEVICE. ....cceeceeseeseeseeteeseseseeseseseeeneseeeeseness tyWrite() 2-933 

buffer(ANSI). write formatted String tO .......cccesesseeseseeteeseseeeseseeeeesees sprintf() 2-800 

write formatted string to fd. occ ww. fdprintf() 2-195 

standard error stream. write formatted String tO 0... .. printErr() 2-590 
standard outputstream/ write formatted String tO oc cceceeesesseseseseseeteseseeteneeeseeenes printf() 2-591 
stream(ANSI). write formatted String tO... ccceeeeeeseeseessseeteseseseeeneseees fprintf() 2-215 
stream(ANSI). write formatted String tO ....ccccseseeeseeeeeseseeteneeeeeeees ofprintf() 2-956 

(ANSI). write from specified array .......c.ccccesesseeseseeteeseseeteseeeseenens fwrite() 2-238 

initiate asynchronous write (POSIX). ......ccceee essences eesesseseeneseeseeneseeeeseeees aio_write() 2-13 
blockdevice. write sector(s) to SCSI ...........00 ... sesiWrtSecs() 2-702 

variable argument list to/ write string formatted With oo... eseeseeseeeeteseseetenees vsprintf() 2-972 
variable argument list tofd. write string formatted With ....... cc eeeeeeeeeteeeeeeeees ofdprintf() 2-956 
variable argument list to/ write string formatted with ...... vprintf() 2-971 
output stream (ANSI). write string to standard .......ccceeeceeesesseeseseeeseseeteeseseeeenessens puts() 2-604 

write string to stream (ANSI). .....ccseessseeseeeeteeseseeeseeeeeeees fputs() 2-219 

write to non-volatile RAM. 00.0... sysNoRamSet() 2-853 

stream. write word (32-bit integer) tO... putw() 2-605 

clear entry from cache (68K, X86). ..c.secessecesseesseseesesseseeseseeseseesesseseeneseeeeens cacheArchClearEntry() 2-48 
level (MC680x0, SPARC, i960, x86, ARM). set interrupt ......ccceceeeeseseseeteseseseeteseseees intLevelSet() 2-279 
level (MC680x0, SPARC, i960, x86, ARM). /interrupt lock-out 0.0... intLockLevelGet() 2-282 
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level (MC680x0, SPARC, i960, x86, ARM). /interrupt lock-OUt occ: intLockLevelSet() 2-282 
table (MC680x0, SPARC, i960, x86, ARM). /exception vector ............ intVecTableWriteProtect() 2-288 
routine (MC680x0, SPARC, i960, x86, MIPS). /handler for C oo... eeeeeeeeeeeeeee intHandlerCreate() 2-279 
vector (MC680x0, SPARC, i960, x86, MIPS). get interrupt .......cccecesseeeseeseeseseeeseseeeenens intVecGet() 2-286 
(trap) (MC680x0, SPARC, 1960, x86, MIPS). set CPU Vector oo... ccececcessseesetseseeteeseeeeeenes intVecSet() 2-286 
address (MC680x0, SPARC, i960, x86, MIPS, ARM). /(trap) base .......cceee intVecBaseGet() 2-284 
address (MC680x0, SPARC, i960, x86, MIPS, ARM). /(trap) base ...... ccc intVecBaseSet() 2-285 
return contents of y register (SPARC), ....ccccsssessesessesesesessesessssseesssssesseessseseesesseeees y() 2-1067 
Communications Controller/ 28530 SCC Serial ... Z8530Sio 1-443 


a time (SPARC). 
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ZETO OUt DUPER: ciccenciscecsaseardbecsessestccsgstevensbeeseessnacessassortnectustes bzero() 2-46 
zero out buffer eight bytes at... bzeroDoubles() 2-47 


